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■ Scalable up to four processors and 4 
GB memory 

■ Separate dedicated external system 
bus, and dedicated internal full-speed 
cache bus 

■ 8K/8K separate data and instruction, 
non-blocking, levei one cache 

■ Integrated 256 KB, non-blocking, level 
two cache on package 

■ Data integrity and reliability features 
include ECC, Fault Analysis/Recovery, 
and Functional Redundancy Checking 

■ Upgradable to a Future OverDrive® 
Processor 

The Pentium® Pro processor family is Intel’s next generation of performance for high-end desktops, worksta- 
tions and servers. The family consists of processors at 1 50 Mhz and higher and is easily scalable to up to four 
microprocessors in a multiprocessor system. The Pentium Pro processor delivers more performance than 
previous generation processors through an innovation called Dynamic Execution. This is the next step beyond 
the superscalar architecture implemented In the Pentium processor. This makes possible the advanced 3D 
visualization and interactive capabilities required by today’s high-end commercial and technical applications 
and tomorrow’s emerging applications. The Pentium Pro processor also includes advanced data integrity, 
reliability, and serviceability features for mission critical applications. 

The Pentium Pro processor may contain design defects or errors known as errata. Current characterized 
errata are available upon request. 


■ SPECintSS’' integer performance of 6.08 
and SPECfp95* floating point 
performance of 5.41 at 150 MHz 

■ Binary compatible with applications 
running on previous members of the 
Intel microprocessor family 

■ Optimized for 32-bit applications 
running on advanced 32-bit operating 
systems 

■ Dynamic Execution microarchitecture 

■ Single package includes Pentium® Pro 
Processor CPU, cache and system bus 
interface 
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1.0. INTRODUCTION 

The Pentium Pro processor is the next in the 
lntel386T'^, Intel486^“, and Pentium family of proc- 
essors. The Pentium Pro processor Implements a 
Dynamic Execution micro-architecture — a unique 
combination of multiple branch prediction, data 
flow analysis, and speculative* execution. 

The Pentium Pro processor is upgradable by a 
future OverDrive* processor and matching voltage 
regulator module described in Section 8. 

Increasing clock frequencies and silicon density 
can complicate system designs. The Pentium Pro 
processor Integrates several system components 
which alleviate some of the previous system 
burdens. The second level cache, cache 
controller, and the Advanced Programmable 
Intermpt Controller (APIC) are some of the 
components that existed In previous Intel 
processor family systems which are Integrated Into 
this single component. This integration results In 
the Pentium Pro processor bus more closely 
resembling a symmetric multi-processing (SMP) 
system bus rather than resembling a previous 
generation processor-to-cache bus. This added 
level of integration and Improved performance, 
results in higher power consumption and a new 
bus technology. This means It is more Important 
than ever to ensure adherence to this 
specification. 

A significant new feature of the Pentium Pro 
processor, from a system perspective, Is the built- 
in direct multi-processing support. In order to 
achieve multi-processing for up to four processors, 
and maintain the memory and I/O bandwidth to 
support them, new system designs are needed, in 
creating a system with multiple processors, it is 
important to consider the additional power burdens 
and signal integrity issues of supporting up to 8 
loads on a high speed bus. 


1.1. TERMINOLOGY 

A '#’ symbol after a signal name refers to an active 
low signal. This means that a signal is in the active 
state (based on the name of the signal) when 
driven low. For example, when FLUSH# is low a 
flush has been requested. When NMI is high, a 
Non-maskable interrupt has occurred. In the case 
of lines where the name does not Imply an active 
state but describes part of a binary sequence 
(such as address or data), the '#' symbol implies 
that the signal is inverted. For example, D[3:0] = 


iny 

‘HLHL’ refers to a hex ‘A’, and D#[3:0] = 'LHLH' 
also refers to a hex *A'. (H= High logic level, L= 
Low logic level) 

The word Preliminary appears in a few places. 
Check with your local FAE for recent information. 

1.2. REFERENCES 

The following are referenced within this 
specification; 

• Pentium* Pro Processor I/O Buffer Models-- 
IBIS Format (On world wide web page 
www.lntel.com) 

• AP-523, Pentium* Pro Processor Power 

Distribution Guidelines Application Note 

(Order Number 242764) 

• AP-524, Pentium* Pro Processor GTL-h 

Layout Guidelines Application Note (Order 

Number 242765) 

• AP-625, Pentium* Pro Processor Thermal 
Design Guidelines Application Note (Order 
Number 242766) 

• Pentium* Pro Processor Developer's Manual, 
Volume 1: Specifications (Order Number 
242690) 

• Pentium* Pro Processor Developer's Manual, 
Volume 2: Programmer's Reference Manual 
(Order Number 242691 ) 

• Pentium* Pro Processor Developer's Manual, 
Volume 3: Operating System Developer's 
Guide (Order Number 242692) 

2.0. PENTIUM® PRO PROCESSOR 
ARCHITECTURE OVERVIEW 

The Pentium Pro processor has a decoupled, 12- 
stage, superpipelined implementation, trading less 
work per pipestage for more stages. The Pentium 
Pro processor also has a pipestage time 
33 percent less than the Pentium processor, which 
helps achieve a higher clock rate on any given 
process. 

The approach used by the Pentium Pro processor 
removes the constraint of linear instruction 
sequencing between the traditional “fetch” and 
“execute” phases, and opens up a wide instruction 
window using an instruction pool. This approach 
allows the “execute” phase of the Pentium Pro 
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processor to have much more visibility into the 
program's instruction stream so that better 
scheduling may take place. It requires the 
instruction “fetch/decode” phase of the Pentium 
Pro processor to be much more intelligent in terms 
of predicting program flow. Optimized scheduling 
requires the fundamental “execute" phase to be 
replaced by decoupled “dispatch/execute” and 
“retire" phases. This allows instructions to be 
started in any order but always be completed In 
the original program order. The Pentium Pro 
processor is implemented as three independent 
engines coupled with an instruction pool as shown 
in Figure 1. 


2.1. Full Core Utilization 

The three independent-engine approach was 
taken to more fully utilize the CPU core. Consider 
the code fragment in Figure 2: 

The first instruction in this example Is a load of r1 
that, at run time, causes a cache miss. A 
traditional CPU core must wait for its bus interface 
unit to read this data from main memory and 
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return it before moving on to instruction 2. This 
CPU stalls while waiting for this data and is thus 
being under-utilized. 

To avoid this memory latency problem, the 
Pentium Pro processor “looks-ahead” into Its 
instruction pool at subsequent instructions and will 
do useful work rather than be stalled. In the 
example in Figure 2, instruction 2 is not 
executable since it depends upon the result of 
Instruction 1; however both instructions 3 and 4 
are executable. The Pentium Pro processor 
executes instructions 3 and 4 out-of-order. The 
results of this out-of-order execution can not be 
committed to permanent machine state (i.e., the 
programmer-visible registers) immediately since 
the original program order must be maintained. 
The results are Instead stored back In the 
Instruction pool awaiting in-order retirement. The 
core executes instructions depending upon their 
readiness to execute, and not on their original 
program order, and is therefore a true dataflow 
engine. This approach has the side effect that 
instructions are typically executed out-of-order. 



Figure 1. Three Engines Communicating Using an Instruction Pool 
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rl 

< = 

mem [ rO ] 

/* 

Instruction 

1 

*/ 

r2 

<= 

rl + r2 

/* 

Instruction 

2 

*/ 

r5 

<= 

r5 + 1 

/* 

Instruction 

3 

*/ 

r6 

< = 

r6 - r3 

/* 

Instruction 

4 

*/ 


Figure 2. A Typical Code Fragment 


The cache miss on instmctlon 1 will take many 
Internal clocks, so the Pentium Pro processor core 
continues to look ahead for other Instructions that 
could be speculatively executed, and Is typically 
looking 20 td 30 Instmctlons in front of the 
Instruction pointer. Within this 20 to 30 Instruction 
window there will be, on average, five branches that 
the fetch/decode unit must correctly predict if the 
dispatch/execute unit Is to do useful work. The 
sparse register set of an Intel Architecture (lA) 
processor will create many false dependencies on 
registers so the dispatch/execute unit will rename 
the I A registers Into a larger register set to enable 
additional forward progress. The retire unit owns 
the programmer’s lA register set and results are 
only committed to permanent machine state in 
these registers when it removes completed 
Instructions from the pool In original program order. 

Dynamic Execution technology can be summarized 
as optimally adjusting instruction execution by 
predicting program flow, having the ability to 
speculatively execute instructions in any order, and 
then analyzing the program’s dataflow graph to 
choose the best order to execute the Instmctlons. 


2.2. The Pentium® Pro Processor 
Pipeline 

In order to get a closer look at how the Pentium Pro 
processor Implements Dynamic Execution, Figure 3 
shows a block diagram including cache and 
memory interfaces. The “Units” shown In Figure 3 
represent groups of stages of the Pentium Pro 
processor pipeline. 

• The FETCH/DECODE unit: An In-order unit that 
takes as input the user program instmctlon 
stream from the Instmctlon cache, and decodes 
them Into a series of micro-operations (pops) 
that represent the dataflow of that Instmctlon 
stream. The pre-fetch is speculative. 

• The DISPATCH/EXECUTE unit: An out-of-order 
unit that accepts the dataflow stream, 
schedules execution of the pops subject to data 
dependencies and resource availability and 


temporarily stores the results of these 
speculative executions. 

• The RETIRE unit: An In-order unit that knows 
how and when to commit (“retire”) the 
temporary, speculative results to permanent 
architectural state. 



Figure 3. The Three Core Engines Interface with 
Memory via Unified Caches 


• The BUS INTERFACE unit: A partially ordered 
unit responsible for connecting the three 
internal units to the real world. The bus 
interface unit communicates directly with the L2 
(second level) cache supporting up to four 
concurrent cache accesses. The bus interface 
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unit also controls a transaction bus, with MESI 
snooping protocol, to system memory. 

2.2.1 . THE FETCH/DECODE UNIT 

Figure 4 shows a more detailed view of the 
Fetch/Decode Unit. 


The I Cache is a local instruction cache. The 
NextJP unit provides the ICache index, based on 
inputs from the Branch Target Buffer (BTB), 
trap/interrupt status, and branch-misprediction 
indications from the integer execution section. 



BIU - Bus Interface Unit 
ID - Instruction Decoder 
BTB - Branch Target Buffer 
MIS - Microcode Instruction 
Sequencer 

RAT - Register Alias Table 
ROB - Reorder Buffer 


To 

Instruction 
Pool (ROB) 


Figure 4. Inside the Fetch/Decode Unit 


The ICache fetches the cache line corresponding to 
the index from the NextJP, and the next line, and 
presents 16 aligned bytes to the decoder. The 
prefetched bytes are rotated so that they are 
justified for the instruction decoders (ID). The 
beginning and end of the lA instructions are 
marked. 

Three parallel decoders accept this stream of 
marked bytes, and proceed to find and decode the 
lA instructions contained therein. The decoder 
converts the lA instructions into triadic pops (two 
logical sources, one logical destination per pop). 
Most I A instructions are converted directly into 
single pops, some instructions are decoded into 
one-to-four pops and the complex Instructions 
require microcode (the box labeled MIS in 
Figure 4). This microcode is just a set of 
preprogrammed sequences of normal pops. The 
pops are queued, and sent to the Register Alias 
Table (RAT) unit, where the logical lA-based 
register references are converted into Pentium Pro 
processor physical register references, and to the 


Allocator stage, which adds status information to 
the pops and enters them Into the instmction pool. 
The instruction pool is Implemented as an array of 
Content Addressable Memory called the Reorder 
Buffer (ROB). 

This is the end of the in-order pipe. 


2.2.2. THE DISPATCH/EXECUTE UNIT 

The dispatch unit selects pops from the instruction 
pool depending upon their status. If the status 
indicates that a pop has ail of its operands then the 
dispatch unit checks to see If the execution 
resource needed by that pop is also available. If 
both are true, the Reservation Station removes that 
pop and sends it to the resource where it is 
executed. The results of the pop are later returned 
to the pool. There are five ports on the Reservation 
Station, and the multiple resources are accessed as 
shown in Figure 5. 
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The Pentium Pro processor can schedule at a peak 
rate of 5 pops per clock, one to each resource port, 
but a sustained rate of 3 pops per clock is typical. 
The activity of this scheduling process is the out-of- 


order process; pops are dispatched to the execution 
resources strictly according to dataflow constraints 
and resource availability, without regard to the 
original ordering of the program. 


To/from ◄ 
Instruction 
Pool (ROB) 



RS - Reservation Station 
EU - Execution Unit 
FEU - Floating Point EU 
lEU- Integer EU 
JEU - Jump EU 

AGU - Address Generation Unit 
ROB - ReOrder Buffer 


Load 

Store 


Figure 5. Inside the Dispatch/Execute Unit 


Note that the actual algorithm employed by this 
execution-scheduling process is vitally important to 
performance. If only one pop per resource becomes 
data-ready per clock cycle, then there is no choice. 
But if several are available, it must choose. The 
Pentium Pro processor uses a pseudo FiFO 
scheduling algorithm favoring back-to-back pops. 

Note that many of the pops are branches. The 
Branch Target Buffer will correctly predict most of 
these branches but It can’t correctly predict them 
all. Consider a BTB that is correctly predicting the 
backward branch at the bottom of a loop; eventually 
that loop is going to terminate, and when It does, 
that branch will be mispredicted. Branch pops are 
tagged (In the In-order pipeline) with their fall- 
through address and the destination that was 
predicted for them. When the branch executes, 
what the branch actually did is compared against 
what the prediction hardware said it would do. If 
those coincide, then the branch eventually retires, 
and most of the speculatively executed work behind 
it in the Instruction pool is good. 

But If they do not coincide, then the Jump 
Execution Unit (JEU) changes the status of all of 
the pops behind the branch to remove them from 
the instruction pool. In that case the proper branch 
destination is provided to the BTB which restarts 
the whole pipeline from the new target address. 


2.2.3. THE RETIRE UNIT 

Figure 6 shows a more detailed view of the Retire 
Unit. 

The retire unit is also checking the status of pops In 
the Instruction pool. It Is looking for pops that have 
executed and can be removed from the pool. Once 
removed, the original architectural target of the 
pops is written as per the original I A instruction. The 
retirement unit must not only notice which pops are 
complete, it must also re-impose the original 
program order on them. It must also do this In the 
face of interrupts, traps, faults, breakpoints and' 
mispredictions. 

The retirement unit must first read the instmction 
pool to find the potential candidates for retirement 
and determine which of these candidates are next 
in the original program order. Then It writes the 
results of this cycle’s retirements to both the 
Instruction Pool and the Retirement Register File 
(RRF). The retirement unit is capable of retiring 3 
pops per clock. 


2.2.4. THE BUS INTERFACE UNIT 

Figure 7 shows a detailed view of the Bus Interface 
Unit. 
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Rgure 6. Inside the Retire Unit 



Figure 7. Inside the Bus Interface Unit 


There are two types of memory access: loads and 
stores. Loads only need to specify the memory 
address to be accessed, the width of the data being 
retrieved, and the destination register. Loads are 
encoded into a single pop. 

Stores need to provide a memory address, a data 
width, and the data to be written. Stores therefore 
require two pops, one to generate the address, and 
one to generate the data. These pops must later re- 
combine for the store to complete. 

Stores are never performed speculatively since 
there is no transparent way to undo them. Stores 


are also never re-ordered among themselves. A 
store Is dispatched only when both the address and 
the data are available and there are no older stores 
awaiting dispatch. 

A study of the importance of memory access 
reordering concluded; 

• Stores must be constrained from passing other 
stores, for only a small Impact on performance. 

• Stores can be constrained from passing loads, 
for an inconsequential performance loss. 


I 


1-9 









PENTIUM® PRO PROCESSOR AT 150 MHz 


• Constraining loads from passing other loads or 
stores has a significant impact on performance. 

The Memory Order Buffer (MOB) allows loads to 
pass other loads and stores by acting like a 
reservation station and re-order buffer. It holds 
suspended loads and stores and re-dispatches 
them when a blocking condition (dependency or 
resource) disappears. 


2.3. Architecture Summary 

Dynamic Execution is this combination of improved 
branch prediction, speculative execution and data 
flow analysis that enables the Pentium Pro 
processor to deliver Its superior performance. 


3.0. ELECTRICAL SPECIFICATIONS 


3.1 . The Pentium® Pro Processor 
Bus and Vref 

Most of the Pentium Pro processor signals use a 
variation of the low voltage GTL signaling 
technology (Gunning Transceiver Logic). 

The Pentium Pro processor bus specification is 
similar to the GTL specification but has been 
enhanced to provide larger noise margins and 
reduced ringing. This is accomplished by increasing 
the termination voltage level and controlling the 
edge rates. Because this specification is different 
from the standard GTL specification, it Is refered to 
as GTL-h in this document. 

The GTL+ signals are open-drain and require 
external termination to a supply that provides the 
high signal level. The GTL+ inputs use differential 
receivers which require a reference signal (Vref). 
Termination (Usually a resistor on each end of the 
signal trace) is used to pull the bus up to the high 
voltage level and to control reflections on the stub- 
free transmission line. Vref is used by the receivers 
to determine if a signal is a logical 0 or a logical 1. 
See Tables for the bus termination voltage 
specifications for GTL+ , and Section 4 for the 
GTL+ Interface Specification. 

There are 8 Vref pins on the Pentium Pro 
processor to ensure that internal noise will not 
affect the performance of the I/O buffers. Pins A1, 
C7, S7 and Y7 (Vref[3:0]) must be tied together 
and pins A47, U41, AE47 and AG45 (Vref[7:4]) 
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must be tied together. The two groups may also be 
tied to each other if desired. 



The GTL+ bus depends on incident wave switching. 
Therefore timing calculations for GTL+ signals are 
based on fiight time as opposed to capacitive 
deratings. Analog signal simulation of the Pentium 
Pro processor bus including trace lengths is highly 
recommended when designing a system with a 
heavily loaded GTL+ bus. See Intel's world wide 
web page (http:\\www.lntel.com) to down-load the 
buffer models for the Pentium Pro processor in IBIS 
format. 


3.2. Power Management: Stop 
Grant and Auto HALT 

The Pentium Pro processor allows the use of Stop 
Grant and Auto HALT modes to immediately reduce 
the power consumed by the device. When enabled, 
these cause the clock to be stopped to most of the 
CPU's internal units and thus significantly reduces 
power consumption by the CPU as a whole. 

Stop Grant is entered by asserting the STPCLK# 
pin of the Pentium Pro processor. When STPCLK# 
is recognized by the Pentium Pro processor, it will 
stop execution and will not service interrupts. It will 
continue snooping the bus. Stop Grant power is 
specified assuming no snoop hits occur. 

Auto HALT is a low power state entered when the 
Pentium Pro processor executes a halt (HLT) 
instruction. In this state the Pentium Pro processor 
behaves as if it executed a halt instruction, and it 
additionally powers-down most internal units. In 
Auto HALT, the Pentium Pro processor will 
recognize ail Interrupts and snoops. Auto HALT 
power is specified assuming no snoop hits or 
Interrupts occur. 
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The low power standby mode of Stop Grant or Auto 
HALT can be defined by a configuration bit to be 
either the lowest power achievable by the Pentium 
Pro processor (Stop Grant power), or a power state 
in which the clock distribution is left running (Idle 
power). “Low power standby” disabled leaves the 
core logic running, while “Low power standby” 
enabled allows the Pentium Pro processor to enter 
its lowest power mode. 


3.3. Power and Ground Pins 

As future versions of the Pentium Pro processor are 
released, the operating voltage of the CPU die and 
of the L2 Cache die may differ from the 150 Mhz 
Pentium Pro processor. There are two groups of 
power Inputs on the Pentium Pro processor 
package to support the possible voltage difference 
between the two die in the package, and one 5V pin 
to support a fan for the OverDrive processor. There 
are also 4 pins defined on the package for voltage 
identification. These pins specify the voltage 
required by the CPU die. These have been added 
to cleanly support voltage specification variations 
on the Pentium Pro processor and future 
processors. See Section 3.6. for an explanation of 
the voltage identification (VI D) pins. 

Future mainstream devices will fall into two groups. 
Either the CPU die and the L2 Cache die will both 
run at the same voltage (VccP), or the L2 Cache 
die will use VccS (3.3V) while the CPU die runs at 
another voltage on VccP. When the L2 Cache die is 
running on the same supply as the CPU die, the 
VccS pins will consume no current. To property 
support this, the system should distribute 3.3V and 
a selectable voltage to the Pentium Pro processor 
socket. Selection may be provided for by socketed 
regulation or by using the voltage Identification pins. 
Note that it is possible that VccP and VccS are 
both nominally 3.3V. It should not be assumed that 
these will be able to use the same power supply. 

For clean on-chip power distribution, the Pentium 
Pro processor has 76 Vcc (power) and 101 Vss 
(ground) Inputs. The 76 Vcc pins are further divided 
to provide the different voltage levels to the device. 
VccP inputs for the CPU die and some L2 die 
account for 47 of the Vcc pins, while 28 VccS 
inputs (3.3V) are for use by the on-package L2 
Cache die of some processors. One Vcc5 pin is 
provided for use by the fan of the OverDrive 
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processor. Vcc5, VccS and VccP must remain 
electrically separated from each other. On the 
circuit board, a// VccP pins must be connected to a 
voltage island and a// VccS pins must be connected 
to a separate voltage island (an island is a portion 
of a power plane that has been divided, or an entire 
plane). Similarly, a// Vss pins must be connected to 
a system ground plane. See Figure 44 for the 
locations of power and ground pins 


3.4. Decoupling Recommendations 

Due to the large number of transistors and high 
internal clock speeds, the Pentium Pro processor 
can create large, short duration transient (switching) 
current surges that occur on internal clock edges 
which can cause power planes to spike above and 
below their nominal value If not properly controlled. 
The Pentium Pro processor is also capable of 
generating large average current swings between 
low and full power states, called Load-Change 
Transients, which can cause power planes to sag 
below their nominal value if bulk decoupling is not 
adequate. See Figure 9 for an example of these 
current fluctuations. Care must be taken in the 
board design to guarantee that the voltage provided 
to the Pentium Pro processor remains within the 
specifications listed in this volume. Failure to do so 
may result In timing violations and/or a reduced 
lifetime of the component 

Adequate decoupling capacitance should be placed 
near the power pins of the Pentium Pro processor. 
Low inductance capacitors such as the 1206 
package surface mount capacitors are recom- 
mended for the best high frequency electrical 
performance. Forty (40) l^iF 1206-style capacitors 
with a ±22% tolerance make a good starting point 
for simulations as this is our recommended 
decoupling when using a standard Pentium Pro 
processor Voltage Regulator Module. Inductance 
should be reduced by connecting capacitors directly 
to the VccP and Vss planes with minimal trace 
length between the component pads and vias to the 
plane. Be sure to include the effects of board 
inductance within the simulation. Also, when 
choosing the capacitors to use, bear in mind the 
operating temperatures they will see and the 
tolerance that they are rated at. Type Y5S or better 
are recommended (±22% tolerance over the 
temperature range -30°C to +85°C). 
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Figure 9. Transient Types 


Bulk capacitance with a low Effective Series 
Resistance (ESR) should also be placed near the 
Pentium Pro processor In order to handle changes 
In average current between the low power and 
normal operating states. About 4000uF of 
capacitance with an ESR of 5m^2 makes a good 
starting point for simulations, although more 
capacitance may be needed to bring the ESR down 
to this level due to the current technology In the 
Industry. The standard Pentium Pro processor 
Voltage Regulator Modules already contain this 
bulk capacitance. Be sure to determine what Is 
available on the market before choosing 
parameters for the models. Also, Include power 
supply response time and cable Inductance In a full 
simulation. 

See AP-523 Pentium^ Pro Processor Power 
Distribution Guideiines Application Note (Order 
Number 242764) for power modeling for the 
Pentium Pro processor. 


3.4.1. VccS DECOUPLING 

Decoupling of ten (10) IpF ceramic capacitors (type 
Y5S or better) and a minimum of five 22pF tantalum 
capacitors Is recommended for the VccS pins. This 
Is to handle the transients that will occur In future 
devices. 


3.4.2. GTL+ DECOUPLING 

Although the Pentium Pro GTL+ processor bus 
receives power external to the Pentium Pro 
processor, it should be noted that this power supply 
will also require the same diligent decoupling 
methodologies as the processor. Notice that the 
existence of external power entering through the I/O 
buffers causes Vss current to be higher than the 
Vcc current as evidenced In Figure 9. 
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3.4.3. PHASE LOCK LOOP (PLL) 
DECOUPLING 

Isolated analog decoupling Is required for the 
Internal PLL. This should be equivalent to 0.1 pF of 
ceramic capacitance. The capacitor should be type 
Y5R or better and should be across the PLL1 and 
PLL2 pins of the Pentium Pro processor. (“Y5R” 
implies ±15% tolerance over the temperature range 
-30°C to +85X.) 


3.5. BCLK Clock Input Guidelines 

The BCLK input directly controls the operating 
speed of the GTL+ bus interface. All GTL+ external 
timing parameters are specified with respect to the 
rising edge of the BCLK input. Clock multiplying 
within the processor is provided by an internal 
Phase Lock Loop (PLL) which requires a constant 
frequency BCLK input. Therefore the BCLK 
frequency cannot be changed dynamically. It can 
however be changed when RESET# is active 
assuming that all reset specifications are met for 
the clock and the configuration signals. 

The Pentium Pro processor core frequency must be 
configured during reset by using the A20M#, 
IGNNE#, LINT1/NMI, and LINTO/INTR pins. The 
value on these pins during RESET#, and until two 


clocks beyond the end of the RESET# pulse, 
determines the multiplier that the PLL will use for 
the internal core clock. See the Appendix A for the 
definition of these pins during reset. At all other 
times their functionality is defined as the 
compatibility signals that the pins are named after. 
These signals have been made 3.3V tolerant so 
that they may be driven by existing logic devices. 
This was Important for both functions of the pins. 

Supplying a bus clock multiplier this way is required 
in order to Increase processor performance without 
changing the processor design, and to maintain the 
bus frequency such that system boards can be 
designed to function property as CPU frequencies 
increase. 


3.5.1 . SETTING THE CORE CLOCK TO BUS 
CLOCK RATIO 

Table 42 lists the configuration pins and the values 
that must be driven at reset time in order to set the 
core clock to bus clock ratio. Figure 10 shows the 
timing relationship required for the clock ratio 
signals with respect to RESET# and BCLK. 
CRESET# from an 82453GX (or 82453KX) is 
shown since its timing is useful for controlling the 
multiplexing function that is required for sharing the 
pins. 
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Figure 10. Timing Diagram of Clock Ratio Signals 


Using CRESET# (CMOS reset), the circuit In 
Figure 1 1 can be used to share the pins. The pins 
of the processors are bussed together to allow any 
one of them to be the compatibility processor. The 
component used as the multiplexer must not have 
outputs that drive higher than 3.3V in order to meet 
the Pentium Pro processor's 3.3V tolerant buffer 
specifications. The multiplexer output current 
should be limited to 200mA max, in case the VCCP 
supply to the processor ever fails. 

The pull-down resistors between the multiplexer 
and the processor (1KQ) force a ratio of 2x Into the 
processor in the event that the Pentium Pro 
processor powers up before the multiplexer and/or 
the chipset. This prevents the processor from ever 
seeing a ratio higher than the final ratio. 

If the multiplexer were powered by VccP» 
CRESET# would still be unknown until the 3.3V 
supply came up to power the CRESET# driver. A 
pull-down can be used on CRESET# instead of the 
four between the multiplexer and the Pentium Pro 
processor in this case. In this case, the multiplexer 
must be designed such that the compatibility inputs 
are truly ignored as their state is unknown. 


In any case, the compatibility Inputs to the 
multiplexer must meet the input specifications of the 
multiplexer. This may require a level translation 
before the multiplexer inputs unless the inputs and 
the signals driving them are already compatible. 

For FRC mode processors, one multiplexer will be 
needed per FRC pair, and the multiplexer will need 
to be clocked using BCLK to meet setup and hold 
times to the processors. This may require the use 
of high speed programmable logic. 

3.5.2. MIXING PROCESSORS OF 
DIFFERENT FREQUENCIES 

Mixing components of different internal clock 
frequencies is not fully supported and has not been 
validated by Intel. One should also note when 
attempting to mix processors rated at different 
frequencies in a multi-processor system that a 
common bus clock frequency and a set of mul- 
tipliers must be found that is acceptable to all 
processors in the system. Of course, a processor 
may be run at a core frequency as low as its 
minimum rating. Operating system support for 
multi-processing with mixed frequency components 
should also be considered. 
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Figure 11. Example Schematic for Clock Ratio Pin Sharing 


Note that in order to support different frequency 
multipliers to each processor, the design shown 
above would require four multiplexers. 


3.6. Voltage Identification 

There are four Voltage Identification Pins on the 
Pentium Pro processor package. These pins can be 
used to support automatic selection of power 
supply voltage. These pins are not signals but are 
each either an open circuit In the package ora short 
circuit to Vss. 

The opens and shorts define the voltage required 
by the processor. This has been added to cleanly 
support voltage specification variations on future 
Pentium Pro processors. These pins are named 
VI DO through VI D3 and the definition of these pins 
is shown in Table 1. A ‘T In this table refers to an 
open pin and ‘0’ refers to a short to ground. The 
VccP power supply should supply the voltage 
that Is requested or disable Itself. 


Table 1. Voltage Identification Definition i >2 


VID[3:0] 

Voltage 

Setting 

VID[3:0] 

Voltage 

Setting 

0000 

3.5 

1000 

2.7 

0001 

3.4 

1001 

2.6 

0010 

3.3 

1010 

2.5 

0011 

3.2 

1011 

2.4 

. 0100 

3.1 

1100 

2.3 

0101 

3.0 

1101 

2.2 

0110 

2.9 

1110 

2.1 

0111 

2.8 

1111 

No CPU 
Present 


NOTES: 

1 . Nominal setting requiring regulation to ±5% at the 
Pentium® Pro processor VccP pins under all 
conditions. Support not expected for 2.1 V-2.32V. 

2. 1 = Open circuit; 0= Short to Vss 

Support for a wider range of VI D settings will benefit 
the system In meeting the power requirements of 
future Pentium Pro processors. Note that the ‘1 11 V 
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(or all opens) ID can be used to detebt the absence 
of a processor In a given socket as long as the 
power supply used does not affect these lines. 

To use these pins, they may need to be pulled up 
by an external resistor to another power source. 
The power source chosen should be one that Is 
guaranteed to be stable whenever the supply to the 
voltage regulator Is stable. This will prevent the 
possibility of the Pentium Pro processor supply run- 
ning up to 3.5V In the event of a failure In the 
supply for the VI D lines. Note that the specification 
for the standard Pentium Pro processor Voltage 
Regulator Modules allows the use of these signals 
either as TTL compatible levels or as opens and 
shorts. Using them as TTL compatible levels will 
require the use of pull-up resistors to 5V If the Input 
voltage to the regulator Is 5V and the use of a 
voltage divider If the Input voltage to the regulator Is 
12V. The resistors chosen should not cause the 
current through a VID pin to exceed Its specification 
In Table 3. There must not be any other compo- 
nents on these signals If the VRM uses them as 
opens and shorts. 


3.7. JTAG Connection 

The debug port described In the Pentium® Pro 
Processor Developer's Manual, Volume 1: 
Specifications (Order Number 242690) should be at 
the start and end of the JTAG chain with TDI to the 
first component coming from the Debug Port and 
TDO from the last component going to the Debug 
Port. The recommended pull-up value for Pentium 
Pro processor TDO pins Is 240n. 

Due to the voltage levels supported by the Pentium 
Pro processor JTAG logic, it Is recommended that 
the Pentium Pro processors be first in the JTAG 
chain and followed by any other 3.3V logic level 
components within the system. A translation buffer 
should be used to connect to the rest of the chain 
unless a 5V component can be used next that is 
capable of accepting a 3.3V Input. Similar 
considerations must be made for TCK, TMS and 
TRST#. Components may need these signals 
buffered to match required logic levels. 

In a multi-processor system, be cautious when 
Including empty Pentium Pro Processor sockets In 
the scan chain. All sockets In the scan chain must 
have a processor installed to complete the chain or 
the system must support a method to bypass the 
empty sockets. 
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See the Pentium® Pro Processor Developer's 
Manual, Volume 1: Specifications (Order Number 
242690) for full information on putting a debug port 
In the JTAG chain. 


3.8. Signal Groups 

In order to simplify the following discussion, signals 
have been combined Into groups by buffer type. All 
outputs are open drain and require an external bi- 
level source provided externally by the termination 
or a pull-up resistor. 

GTL+ Input signals have differential input buffers 
which use Vref as their reference signal. GTL+ 
output signals require termination to 1.5V. Later In 
this document, the term “GTL+ Input’ refers to the 
GTL+ Input group as well as the GTL+ I/O group 
when receiving. Similarly, “GTL+ Output’ refers to 
the GTL+ output group as well as the GTL+ I/O 
group when driving. 

The 3.3V tolerant. Clock, APIC and JTAG inputs 
can each be driven from ground to 3.3V. The 3.3V 
tolerant, APIC, and JTAG outputs can each be 
pulled high to as much as 3.3V. See Table 7 for 
specifications. 

The groups and the signals contained within each 
group are shown In Table 2. Note that the signals 
ASZ[1:0]#, ATTR[7:0]#, BE[7:0]#, DEN#, DID[7:0]#, 
DSZ[1:0]#, EXF[4:0]#, LEN[1:0]#, SMMEM#, and 
SPLCK# are all GTL+ signals that are shared onto 
another pin. Therefore they do not appear In this 
table. 


3.8.1 . ASYNCHRONOUS VS. 

SYNCHRONOUS 

All GTL+ signals are synchronous. All of the 3.3V 
tolerant signals can be applied asynchronously, 
except when running two processors In FRC mode. 
To run in FRC mode, synchronization logic Is 
required on all signals, (except PWRGOOD) going 
to both processors. Also note the timing 
requirements for PICCLK with respect to BCLK. 
With FRC enabled, PICCLK must be 14X BCLK and 
synchronized with respect to BCLK. PICCLK must 
always lag BCLK by at least 1 ns and no more than 
5 ns (PRELIMINARY VALUES). 
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NOTES: 

1 . The 6R0# pin is the only BREQ# signal that is bi-directional. The internal BREQ# signals are mapped onto BR# pins after 
the agent ID is determined. 

2. See PWRGOOD in Section 3.9. 

3. See THERMTRIP# in Section 3.10. 

4. These signals are tolerant to 3.3V. Use a 1 50Q pull-up resistor on PICD[1 :0] and 240D on IDO. 

5. CPUPRES# is a ground pin defined to allow a designer to detect the presence of a processor in a socket. (Preliminary) 
PLL1 and PLL2 are for decoupling the internal PLL (See Section 3.4.3.). 

TESTHI pins should be tied to VCCP. A 10K pull-up may be used. 

TESTLO pins should be tied to Vss. A 1K pull-down may be used. 

UP# is an open in the Pentium® Pro processor and tied to Vss in the OverDrive® processor See Section 8.3.2 for usage. 
VccP is the primary power supply. 

VccS Is the secondary power supply used by sonrre versions of the second level cache. 

Vcc5 is unused by Pentium Pro processor and is used by the OverDrive processor for fan/heatsink power. See Section 8. 
V,q[ 3:0] lines are described in Section 3.6. 

VpEp [7:0] are the reference voltage pins for the GTL+ buffers. 

Vss is ground. 


Table 2. Signal Groups 


Group Name 

Signals 

GTL+ Input 

BPRI#, BR[3:1]#i, DEFER#, RESET#, RS[2:0]#, RSP#, TRDY# 

GTL+ Output 

PRDY# 

GTL+ I/O 

A[35:3]#, ADS#, AERR#, AP[1:0]#, BERR#, BINIT#, BNR#, BP[3:2]#, 
BPM[1:0]#. BRO#, D[63:0]#, DBSY#, DEP[7:0]#, DRDY#, FRCERR, HIT#, 
HITM#, LOCK#, REQ[4:0]#, RP# 

3.3V Tolerant Input 

A20M#, FLUSH#, IGNNE#, INIT#, LINTO/INTR, LINT1/NMI, PREQ#, 
PWRGOOD2, SMI#, STPCLK# 

3.3V Tolerant Output 

FERR#, lERR#, THERMTRIP#3 

ClocM 

BCLK 

APIC Clocks 

PICCLK 

APIC 1/04 

PICD[1:0] 

JTAG Input4 

TCK, TDI, TMS, TRST# 

JTAG Output4 

TDO 

Power/Others 

CPUPRES#, PLL1, PLL2, TESTHI, TESTLO, UP#, VccP, VccS, Vcc5, 
VID[3:0J, Vref[7:0], Vss 


3.9. PWRGOOD 

PWRGOOD requires a special explanation. 
PWRGOOD is a 3.3V tolerant Input. It Is expected 
that this signal will be a clean indication that clocks 
and the system 3.3V, 6V and VccP supplies are 
stable and within their specifications. Clean implies 
that the signal will remain low, (capable of sinking 
leakage current) without glitches, from the time that 
the power supplies are turned on until they come 
within specification. The signal will then transition 


monotonically to a high (3.3V) state. Figure 12 
illustrates the relationship of PWRGOOD to other 
system signals. PWRGOOD can be driven inactive 
at any time, but power and clocks must again be 
stable before the rising edge of PWRGOOD. It must 
also meet the minimum pulse width specification in 
Table 12 and be followed by a ImS RESET# pulse. 

This signal must be supplied to the Pentium Pro 
processor as it is used to protect internal circuits 


I 


1-17 




























PENTIUM® PRO PROCESSOR AT 150 MHz 


int^ 

against voltage sequencing issues. Use of this This signal does not need to be synchronized for 
signal Is recommended for added reliability. FRC operation. 



3.10. THERMTRIP# 

The Pentium Pro processor protects itself from 
catastrophic overheating by use of an internal 
thermal sensor. This sensor Is set well above the 
normal operating temperature to ensure that there 
are no false trips. The processor will stop all 
execution when the junction temperature exceeds 
~135° C. This Is signaled to the system by the 
THERMTRIP# pin. Once activated, the signal 
remains latched, and the processor stopped, until 
RESET# goes active. There is no hysteresis built 
into the thermal sensor itself, so as long as the die 
temperature drops below the trip level, a RESET# 
pulse will reset the processor and execution will 
continue. If the temperature has not dropped 
beyond the trip level, the processor will continue to 
drive THERMTRIP# and remain stopped. 


3.11. Unused Pins 

All RESERVED pins must remain unconnected. All 
pins named TESTHI must be pulled up, no higher 
than VCCP, and may be tied directly to VccP. All 
pins named TESTLO must be pulled low and may 
be tied directly to Vss. 

PICCLK must be driven with a clock input, and the 
PICD[1:0] lines must each be pulled-up to 3.3V with 
a separate 150£2 resistor, even when the APIC will 
not be used. 


For reliable operation, always connect unused 
inputs to an appropriate signal level. Unused GTL+ 
inputs should be connected to Vtt. Unused active 
low 3.3V tolerant inputs should be connected to 
3.3V with a 150ft resistor and unused active high 
inputs should be connected to ground (Vss). A 
resistor must also be used when tying bi-directional 
signals to power or ground. When tying any signal 
to power or ground, a resistor will also allow for fully 
testing the processor after board assembly. 

For unused pins, it is suggested that -lOKft 
resistors be used for pull-ups (except for PICD[1 :0] 
discussed above), and ~1Kft resistors be used as 
puil-downs. Never tie a pin directly to a supply 
other than the processor’s own VccP supply or 
to Vss- 


3.12. Maximum Ratings 

Table 3 contains Pentium Pro stress ratings only. 
Functional operation at the absolute maximum and 
minimum is not Implied nor guaranteed. The 
Pentium Pro processor should not receive a clock 
while subjected to these conditions., Functional 
operating conditions are given in the AC and DC 
tables. Extended exposure to the maximum ratings 
may affect device reliability. Furthermore, although 
the Pentium Pro processor contains protective 
circuitry to resist damage from static electric 
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discharge, one should always take precautions to avoid high static voltages or electric fields. 




NOTES: 

1 . Functional operation at the absolute maximum and minimum is not implied or guaranteed. 

2. Operating voltage is the voltage that the component is designed to operate at. See Table 4. 

3. Parameter applies to the GTL+ signal groups only. 

4. Parameter applies to 3.3V tolerant, APIC, and JTAG signal groups only. 

5. Current may flow through the buffer ESD diodes when VIH > VCCP+1 .1 V, as in a power supply fault condition or while 
power supplies are sequencing. Themnal stress should be minimized by cycling power off if the VccP supply fails. 


Table 3; Absolute Maximum Ratingsi 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

Tstorage 

Storage Temperature 

-65 

150 

°C 


Tsias 

Case Temperature under Bias 

-65 

110 

°c 


VccP(Abs) 

Primary Supply Voltage with respect to 
Vss 

-0.5 

Operating 
Voltage + 1 .4 

V 

2 

VccS(Abs) 

3.3V Supply Voltage with respect to Vss 

-0.5 

4.6 

V 


VccP-VccS 

Primary Supply Voltage with respect to 
Secondary Supply 

H 

Operating 
Voltage + 0.4 

V 

2 

ViN 

GTL+ Buffer DC Input Voltage with 
respect to Vss 

-0.5 

VccP+ 0.5 but 
Not to exceed 4.3 

V 

3 

V|N3 

3.3V Tolerant Buffer DC Input Voltage 
with respect to Vss 

-0.5 

VccP+ 0.9 but 
Not to exceed 4.7 

V 

■ 

h 

Max Input current 


200 

mA 

5 

IVID 

Max VID pin current 


5 

mA 



3.13. DC Specifications 

Table 4 through Table 7 list the DC specifications 
associated with the Pentium Pro processor. 
Specifications are valid only while meeting the 
processor specifications for case temperature, 
clock frequency and input voltages. Care should 
be taken to read all notes associated with each 
parameter. See Section 3.3. for an explanation of 
voltage plans for Pentium Pro processors. See 
Section 8.4. 1.1. for OverDrive processor 
information and Section 3.16 for flexible 
motherboard recommendations. 

The DC specifications for the VccP and VccS 
supplies are listed in Table 4 and Table 5. 


Most of the signals on the Pentium Pro processor 
are in the GTL+ signal group. These signals are 
specified to be terminated to 1.5V. The DC 
specifications for these signals are listed in Table 6. 
Care should be taken to read all notes associated 
with each parameter. 

To allow compatibility with other devices, some of 
the signals are 3.3V tolerant and can therefore be 
terminated or driven to 3.3V. The DC specifications 
for these 3.3V tolerant inputs are listed In Table 7. 
Care should be taken to read all notes associated 
with each parameter. 
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Table 4. Voltage Specification 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Notes 

VccP 

Primary Vcc 

2.945 

3.1 

3.255 

V 

3.1 ±5%, 1 

VccS 

Secondary Vcc 

3.135 

3.3 

3.465 

V 

3.3 ±5% 

Vcc5 

5V Supply 

4.75 


5.25 

V 

5.0 ±5% 


NOTES: 


1 . To comply with these guidelines and the industry standard voltage regulator module specifications, the equivalent of forty 
(40) 1pF±22% capacitors in 1206 packages should be placed near the power pins of the processor. (At least 40pF of 
capacitance should exist on the power plane with less than 35pH of inductance and dpH of resistance between it and the 
pins of the processor). 
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Table 5. Power Specifications ' 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Notes 

PMax 

150 MHz Thermal 
Design Power 


23.2 

29.2 

W 

2 

ISGntP 

150 MHz VccP Stop 
Grant Current 

0.3 


1.0 

m 

3,4 

IsGntS 

VecS Stop Grant Current 

0 


0 

A 


IceP 

VccP Current 



9.9 

A 

4, Tested at max 
VccP 

IccS 

VecS Current 



0 

A 

5 

Tc 

Operating Case 
Temperature 

0 


85 

‘’C 



NOTES: 

1 . All power measurements taken with CMOS inputs driven to VccP and to OV. 

2. Maximum values measured at typical Vcc- Typical values not tested. 

3. Same as Auto HALT current. Max values measured at typical Vcc- Minimum values are guaranteed by 
deslgn/characterization at minimum Vcc. 

4. All CMOS pins are driven with Vih = VccP and Vil = OV during the execution of all Ice and Icc-stopgrant/autohalt tests. 

5. The L2 of the current processor will draw no current from the VecS inputs. IccS is OA when the L2 die receives its power 
from the VccP pins. See the recommended decoupling In Section 3.4. 


Table 6. GTL+ Signal Groups DC Specifications 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

Vil 

Input Low Voltage 

-0.3 

Vref -0.2 

V 

1 , See Table 8 

Vih 

Input High Voltage 

Vref 

+0.2 

VccP 

V 

1 

Vol 

Output Low Voltage 

0.30 

0.60 

V 

2 

VoH 

Output High Voltage 

— 

— 

V 

See Vtt max in Table 8 

loL 

Output Low Current 

36 

48 

mA 

2 

II 

Leakage Current 


±100 

mA 

3 

Iref 

Reference Voltage Current 


±15 

mA 

4 

Cgtl+ 

GTL+ Pin Capacitance 


8.5 

pF 

5 


NOTES: 

1 • Vref worst case, not nominal. Noise on Vref should be accounted for. 

2. Parameter measured into a 25a resistor to 1 .5V. Min. Vol and max. lot are guaranteed by design/characterization. 

3. (0 < Vpin < VccP). 

4. Total current for all Vref pins. Section 3.1 . details the Vref connections. 

5. Total of I/O buffer, package parasitics and 0.5 pF for a socket. Capacitance values guaranteed by design for all GTL+ 
buffers. 
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Table 7. Non-GTL+i Signal Groups DC Specifications 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

ViL 

Input Low Voltage 

-0.3 

0.8 

V 


ViH 

Input High Voltage 

2.0 

3.6 

V 


VoL 

Output Low Voltage 


0.4 

V 

2 




0.2 

V 

3 

VOH 

Output High Voltage 

N/A 

N/A 

V 

All Outputs are 
Open-Drain 

II 

Input Leakage Current 


±100 

mA 

4 

Ctol 

3.3V Tol. Pin 


10 

pF 

Except BCLK, 


Capacitance 




TCK, 5 

CcLK 

BCLK Input Capacitance 


9 

pF 

5 

Ctck 

TCK Input Capacitance 


8 

pF 

5 


NOTES: 

1 . Table 7 applies to the 3.3V tolerant, APIC, and JTAG signal groups. 

2. Parameter measured at 4 mA (for use with TTL inputs). 

3. Parameter guaranteed by design at 100 MA(for use with CMOS inputs). 

4. (0 < Vpin < VccP). 

5. Total of I/O buffer, package parasitics and 0.5 pF for a socket. Capacitance values are guaranteed by design. 


3.14. GTL+ Bus Specifications 

The GTL+ bus must be routed In a daisy-chain 
fashion with termination resistors matching the 
printed circuit board Impedance at each end of 
every signal trace. These termination resistors are 
placed between the ends of the signal trace and the 
Vtt voltage supply. The valid high and low levels 
are determined by the input buffers using a 


reference voltage called Vref. Table 8 lists the 
nominal specifications for the GTL+ termination 
voltage (Vtt) and the GTL+ reference voltage 
(Vref). It is important that the printed circuit board 
impedance be specified and held to a ±20% 
tolerance, and that the intrinsic trace capacitance 
for the GTL+ signal group traces is known. For 
more details on GTL-i-, see Section 4. 


Table 8. GTL+ Bus Voltage Specifications 


Symbol 

Parameter 

Min 

Typical 

Max 

Units 

Notes 

Vtt 

Bus Termination 
Voltage 

1.35 

1.5 

1.65 

V 

±10% 

Vref 

Input Reference 
Voltage 

2/3 Vtt -2% 

2/3 Vtt 

2/3 Vtt +2% 

V 

±2%, 1 


NOTES: 

1 . Vref should be created from Vtt by a voltage divider of 1% resistors. 


3.15. AC Specifications 

Table 9 through Table 15 list the AC specifications 
associated with the Pentium Pro processor. Timing 


Diagrams begin with Figure 14. The AC 

specifications are broken Into categories. Table 9 
contains the clock specifications, Table 1 1 contains 
the GTL+ specifications. Table 12 is the 3.3V 


1-22 


I 






































































PENTIUM® PRO PROCESSOR AT 150 MHz 


iny 


tolerant Signal group specifications, Table 13 
contains timings for the reset conditions, Table 14 
covers APIC bus timing, and Table 15 covers 
Boundary Scan timing. 

All AC specifications for the GTL+ signal group are 
relative to the rising edge of the BCLK Input. All 


GTL+ timings are referenced to Vref for both ‘0’ 
and '1 ’ logic levels unless otherwise specified. 

Care should be taken to read all notes associated 
with a particular timing parameter. 


Table 9. Bus Clock AC Specifications 


T# 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

Core Frequency 

100.00 

150 

MHz 


1 

Bus Frequency 

50.00 

66.67 

MHz 


1 

T1: 

BCLK Period 

15 

20 

ns 

Figure 14 


T2: 

BCLK Period Stability 


300 

ps 


2,3 

T3; 

BCLK High Time 

4 


ns 

Figure 14 

@>2.0V, 2 

T4; 

BCLK Low Time 

4 


ns 

Figure 14 

@<0.8V, 2 

T5; 

BCLK Rise Time 

0.3 

1.5 

ns 

Figure 14 

(0.8V - 2.0V), 2 

T6: 

BCLK Fall Time 

0.3 

1.5 

ns 

Figure 14 

(2.0V-0.8V),2 


NOTES: 


1 . The internal core clock frequency is derived from the bus clock. A clock ratio must be driven into the Pentium® Pro 
processor on the signals LINTfl :0], A20M# and IGNNE# at reset. See the descriptions for these signals in Appendix A. 

2. Not 1 00% tested. Guaranteed by design/characterization . 

3. Measured on rising edge of adjacent BCLKs at 1 .5V. 

The jitter present must be accounted for as a component of BCLK skew between devices. 

Clock jitter is measured from one rising edge of the clock signal to the next rising edge at 1 .5V. To remain within the clock 
jitter specifications, all clock periods must be within 300ps of the ideal clock period for a given frequency. For example, a 
66.67 MHz clock with a nominal period of 15ns, must not have any single clock period that is greater than 15.3 ns or less 
than 14.7 ns. 


Table 10. GTL+ Signal Groups AC Specifications 


RL = 25a terminated to 1.5V, Vref = 1.0V 

T# Parameter 

Min 

Max 

Unit 

Figure 

Notes 

T7A: GTL+ Output Valid Delay H->L 

0.55 

4.4 

ns 

Figure 15 

tpHL, 1 

T7B: GTL+ Output Valid Delay L->H 

0.55 

3.9 

ns 

Figure 15 

tPLH, 1 

T8: GTL+ Input Setup Time 

2.2 


ns 

Figure 16 

2, 3,4 

T9: GTL+ Input Hold Time 

0.45 


ns 

Figure 16 

4 

T10: RESET# Pulse Width 

1 


ms 

Figure 18 
Figure 19 

5 
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NOTES: 

1 . Valid delay timings for these signals are specified into an idealized 250 resistor to 1 .5V with Vref at 1 .OV. Minimum values 
guaranteed by design. 

2. A minimum of 3 clocks must be guaranteed between 2 active-to-inactive transitions of TRDY#. 

3. RESET# can be asserted (active) asynchronously, but must be deasserted synchronously. 

4. Specification takes into account a 0.3V/ns edge rate and the allowable Vref Variation. Guaranteed by design. 

5. After Vcc, Vtt, Vref, BCLK and the clock ratio become stable. 


Table 11. GTL+ Signal Groups Rlngback Tolerance 


Parameter 

Min 

Unit 

Rgure 

Notes 

a: Overshoot 

100 

mV 

Figure 17 

1 

t: Minimum Time at High 

1.5 

ns 

Figure 17 

1 

p: Amplitude of Rlngback 

-100 

mV 

Figure 17 

1 

8: Duration of Squarewave 

Rlngback 

N/A 

ns 

Figure 17 

1 

(|): Final Settling Voltage 

100 

mV 

Figure 17 

1 


NOTES: 

1 . Specified for an edge rate of 0.3*0.8V/ns. See Section 4.1 .3.1 for the definition of these terms. See Rgure 24 and 
Figure 25 for the generic wavefprms. All values determined by design/characterization. 


Table 12. 3.3V Tolerant Signal Groups AC Specifications 


T# 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

Til: 

3,3V Tolerant Output Valid Delay 

1 

8 

ns 

Figure 15 

1 

T12: 

3.3V Tolerant Input Setup Time 

5 


ns 

Figure 16 

2, 3, 4, 5 

T13: 

3.3V Tolerant Input Hold Time 

1.5 


ns 

Figure 16 


T14: 

3.3V Tolerant Input Pulse Width, 
except PWRGOOD 

2 

■ 

BCLKs 

Figure 15 

Active and 

inactive 

states 

T15: 

PWRGOOD Inactive Pulse Width 

10 


BCLKs 

Figure 15 
Figure 19 

6 


NOTES: 

1 . Valid delay timings for these signals are specified into 150n to 3.3V. See Figure 13 for a capacitive derating curve. 

2. These inputs may be driven asynchronously. However, to guarantee recognition on a specific clock, the setup and hold 
times with respect to BCLK must be met. 

3. These signals must be driven synchronously In FRC mode. 

4. A20M#, IGNNE#, INIT# and FLUSH# can be asynchronous inputs, but to guarantee recognition of these signals following 
a synchronizing instruction such as an I/O write instruction, they must be valid with active RS[2:0]# signals of the 
corresponding synchronizing bus transaction. 

5. INTR and NMI are only valid In APIC disable mode. LINT[1 :0]# are only valid in APIC enabled mode. 

6. When driven Inactive, or after Power, Vref, BCLK, and the ratio signals are stable. 
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Figure 13. 3.3V Tolerant Group Derating Curve 


Table 13. Reset Conditions AC Specifications 


T# Parameter 

Min 

Max 

Unit 

Figure 

Notes 

T1 6: Reset Configu ration Signals 

(A[14:5]#, BRO#, FLUSH#, 
INIT#) Setup Time 

4 


BCLKs 

Figure 1 
8 

Before deassertion 
of RESET# 

T 1 7: Reset Configuration Signals 

(A[14:5]#, BRO#, FLUSH#, 
INIT#) Hold Time 

2 

20 

BCLKs 

Figure 1 
8 

After clock that 
deasserts RESET# 

T 1 8: Reset Configuration Signals 

(A20M#, IGNNE#, 
LINT[1:0]#) Setup Time 

1 

■ 

ms 

Figure 1 
8 

Before deassertion 
of RESET# 

T 1 9: Reset Configuration Signals 

(A20M#, IGNNE#, 
LINT[T.O]#) Delay Time 


5 

BCLKs 

Figure 1 
8 

After assertion of 
RESET# 1 

T20: Reset Configuration Signals 

(A20M#, IGNNE#, 
LINT[1:0]#) Hold Time 

2 

20 

BCLKs 

Figure 1 
8 

Figure 1 
9 

After clock that 
deasserts RESET# 


NOTES: 


1 . For a reset, the dock ratio defined by these signals must be a safe value (their final or lower multiplier) within this delay 
unless PWRGOOD is being driven inactive. 
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Table 14. APIC Clock and APIC I/O AC Specifications 



NOTES: 

1 . With FRC enabled PICCLK must be VaX BCLK and synchronized with respect to BCLK. PICCLK must always lag BCLK by 
at least 1 ns and no more than 5 ns (PRELIMINARY VALUES). 

2. Referenced to PICCLK Rising Edge. 

3. For open drain signals, Valid Delay is synonymous with Float Delay. 

4. Valid delay timings for these signals are specified into 1 60 Di to 3.3V. 


Table 15. Boundary Scan Interface AC Specifications 
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T43; All Non-Test Inputs 
Setup Time 

5 


ns 

Figure 20 

3, 6,7 

T44: All Non-Test Inputs 

Hold Time 

13 


ns 

Figure 20 

3, 6,7 


NOTES: 

1 . Not 1 00% tested. Guaranteed by design/characterization. 

2. 1 ns can be added to the maximum TCK rise and fall times for every 1 MHz below 1 6 MHz. 

3. Referenced to TCK rising edge. 

4. Referenced to TCK falling edge. 

5. Valid delay timing for this signal is specified into 1 5011 terminated to 3.3V. 

6. Non-Test Outputs and Inputs are the normal output or input signals (besides TCK, TRST#, TDI, TOO and IMS). These 
timings correspond to the response of these signals due to boundary scan operations. 

7. During Debug Port operation, use the normal specified timings rather than the boundary scan timings. 


Tr 

Tf 

Th 

Ti 


CLK 



Fall Time 
High Time 
Low Time 
Period 


Figure 14. Generic Clock Waveform 
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Tx = Valid Delay 

Tpw = Pulse Width 

V = 1 .OV for GTL+ signal group; 1 .5V for 3.3V Tolerant, APIC, and JTAG signal groups 

Vhi = GTL+ signals must achieve a DC high level of at least 1 .2V 

Vlo = GTL+ signals must achieve a DC low level of at most 0.8V 



Figure 16 . Setup and Hold Timings 
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The Hi to Low Case is analogous, 
a = Overshoot 

X = Minimum Time at High 

p = Amplitude of Ringback 

<)> = Final Settling Voltage 


Rgure 17. Lo to Hi GTL+ Receiver Ringback Tolerance. 
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Tt 

_ 

T9 (GTL+ Input Hold Time) 

Tu 

= 

T8 (GTL+ Input Setup Time) 

Tv 

= 

T10 (RESET# Pulse Width) 

Tw 

= 

T16 (Reset Configuration Signals (A[14;5]#, BRO#, FLUSH#, INIT#) Setup Time) 

Tx 

= 

T17 (Reset Configuration Signals (A(14:5j#, BRO#, FLUSH#, INIT#) Hold Time). 
T20 (Reset Configuration Signals (A20M#, IGNNE#, LINT[1:0]#) Hold Time) 

Ty 

= 

T19 (Reset Configuration Signals (A20M#, IGNNE#, LINT[1:0]#) Delay Time) 

Tz 

~ 

T18 (Reset Configuration Signals (A20M#, IGNNE#, LINTIT.oj#) Setup Time) 


Figure 18. Reset and Configuration Timings 



Figure 19. Power-On Reset and Configuration Timings 
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Tr 

Ts 

Tu 

Tv 

Tw 

Tx 

Ty 

Tz 


TCK 


TDI.TMS 

Input 

Signals 

TDO 

Output 

Signals 



T43 (All Non-Test Inputs Setup Time) 
T44 (All Non-Test Inputs Hold Time) 
T40 (TDO Float Delay) 

T37 (TDI.TMS Setup Time) 

T38 (TDI.TMS Hold Time) 

T39 (TDO Valid Delay) 

T41 (All Non-Test Outputs Valid Delay) 
T42 (All Non-Test Outputs Float Delay) 


Figure 20. Test Timings (Boundary Scan) 




^ ^ 


Tq = T36 (TRST# Pulse Width) 


f 


Figure 21. Test Reset Timings 


3.16. Flexible Motherboard 
Recommendations 

Table 1 6 provides recommendations for 
designing a “flexible” motherboard for supporting 
future Pentium Pro processors. By meeting these 
recommendations, the same system design 
should be able to support future standard 
Pentium Pro processors. If the voltage regulator 
module is socketed using Header 8, a smaller 


range of support Is required by the voltage 
regulator module. See Section 8. for information 
on Header 8. These values are preliminary! 

The use of a zero-insertion force socket for the 
processor and the voltage regulator module is 
recommended. One should also make every 
attempt to leave margin in the system where 
possible. 
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Table 16 . Flexible Motherboard (FMB) Power Recommendations^ 


Symbol 

Parameter 

Low 

High End 

Unit 

Notes 


End 



VccP 

Full FMB Primary Vec 

2.4 

3.5 

V 

5% tolerance 


Socketed VRM Primary Vec 

3.1 

3.5 

V 

over range 

VccS 

FMB Secondary Vcc 

3.3 

3.3 

V 

5% tolerance 

Vcc6 

FMBSVVcc 

5.0 

5.0 

V 

5% tolerance 

PMax 

FMB Thermal Design power 


35 

w 


Iccp 

Full FMB VccP Current 

0.3 

12.4 

■■ 



Socketed VRM VccP Current 

0.3 

11.2 

■1 


Ices 

FMB VccS Current 

0 

evi 

A 


ICC5 

FMB Vcc5 Current 


340 

mA 


Cp 

High Frequency VccP 


40 


40 1fiF 1206 


Decoupling 




package 

Cs 

High Frequency VccS 


10 

HF 

10 IpF 1206 


Decoupling 




package 

Tc 

FMB Operating Case 
Temperature 


85 

m 



NOTE: 

1 . Values are preliminary, per processor, and are not tested parameters. They are solely recommendations. 


4.0 GTL-i- Interface Specification 

This section defines the new open-drain bus called 
GTL+. The primary ta^et audience is designers 
developing systems using GTL+ devices such as 
the Pentium Pro Processor and the 82450 PCIset. 
This specification will also be useful for I/O buffer 
designers developing an I/O cell and package to be 
used on a GTL+ bus. 

This specification is an enhancement to the GTL 
(Gunning Transceiver Logic) specification. The 
enhancements were made to allow the interconnect 
of up to eight devices operating at 66.6 MHz and 
higher using manufacturing techniques that are 
standard in the microprocessor industry. The speci- 
fication enhancements over standard GTL provide 
better noise margins and reduced ringing. Since 
this specification is different from the GTL 
specification, it is referred to as GTL+. 

The GTL+ specification defines an open-drain bus 
with external pull-up resistors providing termination 
to a termination voltage (Vtt). The specification 
includes a maximum driver output low voltage (Vol) 
value, output driver edge rate requirements. 


example AC timings, maximum bus agent loading 
(capacitance and package stub length), and a 
receiver threshold (Vref) that is proportional to the 
termination voltage. 

The speciflicatlon is given in two parts. The first, is 
the system specification which describes the 
system environment. The second, is the actual I/O 
specification, which describes the AC and DC 
characteristics for an I/O transceiver. 

Note that some of the critical distances, such as 
routing length, are given in electrical length (time) 
instead of physical length (distance). This is 
because the system design is dependent on the 
propagation time of the signal on a printed circuit 
board trace rather than just the length of the trace. 
Different PCB materials, package materials and 
system construction result in different signal 
propagation velocities. Therefore a given physical 
length does not correspond to a fixed electrical 
length. The distance (time) calculation up to the 
designer. 
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4.1 . System Specification 

Figure 22 shows a typical system that a GTL+ 
device would be placed into. The typical system is 
shown with two terminations and multiple 
transceiver agents connected to the bus. The 


receivers have differential Inputs connected to a 
reference voltage, Vref, which is generated 
externally by a voltage divider. Typically, one 
voltage divider exists at each component. Here one 
Is shown for the entire network. 



4.1.1. System DC Parameters 

The following system DC parameters apply to Figure 22. 


Table 17. System DC Parameters 


Symbol 

Parameter 

Value 

Tolerance 

Notes 

Vtt 

Termination Voltage 

1.5V 

±10% 


Vref 

Input Reference Voltage 

2/3 Vtt 

±2% 

1 

Rt 

Termination Resistance 

Zeff (nominal) 

See Note 

2,4 

Zeff 

Effective (Loaded) Network Impedance 

45-6512 


2,3 


I 
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NOTES: 

1 . This ±2% tolerance is in addition to the ±1 0% tolerance of Vrr. and could be caused by such factors as voltage divider 
inaccuracy. 

2. Zo (nonf)inal) 

Zeff = ^ 

(1+Cd/Co)’'" 

Zo = Nominal board impedance; recommended to be 65n ±10%. Zo is a function of the trace cross-section, the distance to 
the reference plane(s), the dielectric constant, er, of the PCB material and the dielectric constant of the solder-mask/air for 
micro-strip traces. 

Co = Total Intrinsic nominal trace capacitance between the first and last bus agents, excluding the termination resistor 
tails. Co is a function of Zo and er. For Zo= 650 and er = 4.3, Co is approximately 2.66 pF/ln times the network length (first 
agent to last agent). 

Cd s: Sum of the C^acitance of all devices and PCB stubs (if any) attached to the net, 

= PCB Stub Capacitance +Socket Capacitance +Package Stub Capacitance +Dle Capacitance. 


3. Zeff of all 8-load nets must remain between 45-650 under ail conditions, including variations in Zo, Cd, temperature, VCC, 
etc. 

4. To reduce cost, a system would usually employ one value of Rt for all its QTL+ nets, irrespective of the Zeff of individual 
nets. The designer may start with the average value of Zeff in the system. The value of Rt may be adjusted to balance the 
HI-to-Lo and Lo-to-Hi noise margins. Increasing the value of Rt tends to slow the rising edge. Increasing rising flight time, 
decreasing the Lo-to-Hi noise margin, and increasing the Hi-to-Lo noise margin by lowering Vql. Rt can be decreased for 
the opposite effects. 

Rt affects GTL-i- rising edge rates and the “apparent clock-to-ouf time of a driver in a net as follows: A large Rt causes the 
standing current in the net to be low when the (open drain) driver is low (on). As the driver switches off, the small current is 
turned off, launching a relatively small positive-going wave down the net. After a few trips back and forth between the 
driver and the terminations (undergoing reflections at intervening agents in the meantime) the net voltage finally climbs to 
Vtt. Because the wave launched initially is relatively small in amplitude (than it would have been had Rt been smaller and 
the standing current larger), the overall rising edge climbs toward Vtt at a slower rate. Notice that this effect causes an 
increase in flight time, and has no influence on the true clock-to-out timing of the driver into the standard 25£^ test load. 


4.1.2. Topological Guidelines 

The board routing should use layout design rules 
consistent with high-speed digital design (I.e. 
minimize trace length and number of vias, minimize 
trace-to-trace coupling, maintain consistent 
Impedance over the length of a net, maintain 
consistent impedance from one net to another. 


ensure sufficient power to ground plane bypassing, 
etc.), in addition, the signal routing should be done 
in a Daisy Chain topology (such as shown in 
Figures) without any significant stubs. Tablets 
describes, more completely, some of these 
guidelines. Note that the critical distances are 
measured In electrical length (propagation time) 
instead of physical length. 


Table 18. System Topological Guidelines 


Parameter 

Description 

Maximum Trace Length 

To meet a specific Clock cycle time, the maximum trace length between any two 
agents must be restricted. The flight time (defined later) must be less than or 
equal to the maximum amount of time which leaves enough time within one 
clock cycle for the remaining system parameters such as driver clock-out delay 
(Tco), receiver setup time (Tsu), clock jitter and clock skew. 

Maximum Stub Length 

All signals should use a Daisy Chain routing (i.e. no stubs). It is acknowledged 
that the package of each device on the net imposes a stub, and that a practical 
layout using PQFP parts may require SHORT stubs, so a truly stubless network 
is impossible to achieve, but any stub on the network (including the device 
package) should be no greater than 250 ps in electrical length. 
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Table 18. System Topological Guidelines 


Parameter 

Description 

Distributed Loads 

Minimum spacing lengths are determined by hold time requirements and clock 
skew. Maintaining 3" ±30% Inter-agent spacing minimizes the variation in noise 
margins between the various networks, and can provide a significant 
improvement for the networks. This Is only a guideline. 



4.1.3. System AC Parameters; Signal 
Quality 

The system AC parameters fall into two 
categories, Signal Quality and Flight Time. 
Acceptable signal quality must be maintained 
over all operating conditions to ensure reliable 


operation. Signal Quality is defined by three 
parameters: Overshoot/ Undershoot, Settling 
Limit, and RIngback. These parameters are 
illustrated in Figure 23 and are described in 
Table 19. 




Table 19. Specifications for Signal Quality 


Parameter 

Description 

Specification 

Maximum Signal 
Overshoot/Undershoot 

Maximum Absolute voltage a signal extends above Vtt or 
below Vss (when protection diodes are not present). 

0.3V 

(guideline) 
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Table 19. Specifications for Signal Quality 


Parameter 

Description 

Specification 

Settling Limit 

The maximum amount of ringing, at the receiving chip pad, a 
signal must be limited to before its ne^ transition. This signal 
should be within 10% of the signal swing to its final value, when 
either in its high state or low state. 

±10% of 

(Voh-Vol) 

(guideline) 

Maximum Signal 
Ringback (Nominal) 

The maximum amount of ringing allowed for a signal at a 
receiving chip pad within the receiving chips setup and hold 
time window before the next clock. This value is dependent 
upon the specific receiver design. (Normally ringing within the 
setup and hold windows must not come within 200 mV of Vref 
although specific devices may allow more ringing and loosen 
this specification. See Section 4.1. 3.1 for more details. ) 

Vref ±200 mV 


The overshoot/undershoot guideline is provided to 
limit signals transitioning beyond Vcc or Vss due to 
fast signal edge rates. Violating the 
overshoot/undershoot guideline Is acceptable, but 
since excessive ringback is the harmful effect 
associated with overshoot/undershoot it will make 
satisfying the ringback specification very difficult. 

Violations of the Settling Limit guideline are 
acceptable If simulations of 5 to 10 successive 
transitions do not show the amplitude of the ringing 
increasing in the subsequent transitions, if a signal 
has not settled close to its final value before the 
next logic transition, then the timing delay to Vref 
of the succeeding transition may vary slightly due to 
the stored reactive energy in the net inherited from 
the previous transition. This is akin to "eye" patterns 
in communication systems caused by inter-symbol 
Interference. The resulting effect is a slight variation 
in flight time. 


4.1 .3.1 . Ringback Tolerance 

The nominal maximum ringback tolerated by GTL+ 
receivers is stated in Table 19, namely: no closer to 
Vref than a ±200 mV overdrive zone. This 
requirement is usually necessary to guarantee that 
a receiver meets Its specified minimum setup time 
(Tsu), since setup time usually degrades as the 
magnitude of overdrive beyond the switching 
threshold (Vref) is reduced. 

Exceptions to the nominal overdrive requirement 
can be made when it is known that a particular 
receiver's setup time (as specified by its 
manufacturer) is relatively insensitive (less than 


0.05 ns Impact) to well-controlled ringing into the 
overdrive zone or even to brief re-crossing of the 
switching threshold, Vref* Such “ringback-tolerant” 
receivers give the system designer more design 
freedom, and, if not exploited, at least help maintain 
high system reliability. 

To characterize ringback tolerance, employ the 
idealized Lo-to-Hi input signal shown In Figure 24. 
The corresponding waveform for a Hi-to-Lo 
transition is shown in Figure 25. The object of 
ringback characterization is to determine the range 
of values for the different parameters shown on the 
diagram, which would maintain receiver setup time 
and correct logic functionality. 

These parameters are defined as follows: 

T is the minimum time that the input must spend, 
after crossing Vref 3t the High level, before it can 
ring back, having overshot Vin_high_min by at least 
a, while p, 6, and ()) (defined below) are at some 
preset values, all without increasing Tsu by more 
than 0.05 ns. Analogously for Hi-to-Lo transitions. 

It Is expected that the larger the overshoot a, the 
smaller the amount of time, t, needed to maintain 
setup time to within +0.05 ns of the nominal value. 
For a given value of a, it is likely that x will be the 
longest for the slowest input edge rate of 0.3V/ns. 
Furthermore, there may be some dependence 
between t and lower starting voltages than Vref - 
0.2V (for Lo-to-HI transitions) for the reason 
described later in the Section on receiver 
characterization. Analogously for Hi-Lo transitions. 
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Figure 24. Standard Input Lo-to-HI Waveform for Characterizing Receiver RIngback Tolerance 



Figure 25. Standard Input HI-to-Lo Waveform for Characterizing Receiver RIngback Tolerance 
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p & 8 are respectively, the amplitude and duration 
of square-wave ringback, below the threshold 
voltage (Vref), that the receiver can tolerate without 
increasing Tsu by more than 0.05 ns for a given 
pair of (a, x) values. 

If, for any reason, the receiver cannot tolerate any 
ringback across the reference threshold (Vref), 
then p would be a negative number, and 6 may be 
Infinite. Otherwise, expect an Inverse (or near- 
inverse) relationship between p and 6, where the 
more the ringback, the shorter Is the time that the 
ringback is allowed to last without causing the 
receiver to detect It. 

(j) is the final minimum settling voltage, relative to 
the reference threshold (W ref), that the input should 
return to after ringback to guarantee a valid logic 
state at the internal flip-flop input. 

(|) Is a function of the input amplifier gain, its 
differential mode offset, and Its Intrinsic maximum 
level of differential noise. 

Specifying the values of a, t, p, 6, and ^ is the 
responsibility of the receiver vendor. The system 
designer should guarantee that all signals arriving 
at such a receiver remain in the permissible region 
specified by the vendor parameters as they 
correspond to those of the idealized square waves 
of Figure 24 and Figure 25. For instance, a signal 
with ringback inside the box delineated by p and 6 
can have a t equal to or longer than the minimum, 
and an a equal to or larger than the minimum also. 

A receiver that does not tolerate any ringback would 
show the following values for the above 

parameters: 

a > OV, T > Tsu, p = -200 mV, 8 = undefined, (j) = 
200 mV. 

A receiver which tolerates 50 mV of ringback would 
show the following values for the above 

parameters: 

a > OV, t = data sheet, p = -150 mV, 8 = data 
sheet, (j) > tens of mV (data sheet). 

Finally, a receiver which tolerates ringback across 
the switching threshold would show the following 
values for the above parameters: 

a > 0 V, T = data sheet, p > 0 mV (data sheet), 8 = 
data sheet, (j) > tens of mV. 


iny 

where 8 would usually be a brief amount of time, 
yielding a pulse (or “blip”) beyond Vref. 


4.1.4. AC Parameters: Flight Time 

Signal Propagation Delay is the time between when 
a signal appears at a driver pin and the time it 
arrives at a receiver pin. Flight Time is often used 
Interchangeably with Signal Propagation Delay but 
it is actually quite different. Flight time is a term in 
the timing equation that includes the signal 
propagation delay, any effects the system has on 
the Tco of the driver, plus any adjustments to the 
signal at the receiver needed to guarantee the Tsu 
of the receiver. More precisely, Flight Time is 
defined to be: 

The time difference between when a signal 
at the Input pin of a receiving agent 
(adjusted to meet the receiver 
manufacturer's conditions required for AC 
specifications) crosses Vref, and the time 
that the output pin of the driving agent 
crosses Vref were It driving the test load 
used by the manufacturer ,to specify that 
drivers AC timings. 

An example of the simplest Flight Time 
measurement is shown in Figure 26. The receiver 
specification assumes that the signal maintains an 
edge rate greater than or equal to 0.3V/ns at the 
receiver chip pad in the overdrive region from Vref 
to Vref +200 mV for a rising edge and that there 
are no signal quality violations after the input 
crosses Vref at the pad. The Flight Time 
measurement is similar for a simple Hi-to-Lo 
transition. Notice that timing is measured at the 
driver and receiver pins while signal Integrity is 
observed at the receiver chip pad. When signal 
integrity at the pad violates the guidelines of this 
specification, and adjustments need to be made to 
flight time, the adjusted flight time obtained at the 
chip pad can be assumed to have been obtained at 
the package pin, usually with a small timing error 
penalty. 

The 0.3V/ns edge rate will be addressed later in this 
document, since it is related to the conditions used 
to specify a GTL+ receiver’s minimum setup time. 
What is meant by edge rate is neither 
Instantaneous, nor strictly average. Rather, it can 
best be described for a rising edge - by Imagining 
an 0.3V/ns line crossing Vref at the same moment 
that the signal crosses it, and extending to Vref 
+200 mV, with the signal staying ahead (earlier in 
time) of that line at all times, until it reaches Vref 
+200 mV. Such a requirement would always yield 
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signals with an average edge rate >0.3V/ns, but lower or higher than 0.3V/ns, as long as they do not 

which could have instantaneous slopes that are cause a crossing of the inclined line. 



Figure 26. Measuring Nominal Flight Time 


If either the rising or falling edge is slower than determined by extrapolating back from the signal 

0.3V/ns through the overdrive region beyond Vref, crossing of Vref +200 mV to Vref using an 0.3V/ns 

(I.e., does not always stay ahead of an 0.3V/ns slope as Indicated in Figure 27. 
line), then the flight time for a rising edge is 


I 
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Figure 27. Flight Time of a Rising Edge Slower Than 0.3V/ns 


If the signal is not monotonic while traversing the 
overdrive region (Vref to Vref +200 mV rising, or 
Vref to Vref - 200 mV falling), or rings back into 
the overdrive region after crossing Vref, then flight 
time is determined by extrapolating back from the 
last crossing of Vref ± 200 mV using a line with a 
slope of 0.8V/ns (the maximum allowed rising edge 
rate). This yields a new Vref crossing point to be 
used for the flight time calculation. Figure 28 
represents the situation where the signal is non* 
monotonic after crossing Vref on the rising edge. 

Figure 29 shows a falling edge that rings back into 
the overdrive region after crossing Vref, and the 


0.8V/ns line used to extrapolate flight time. Since 
strict adherence to the edge rate specification is not 
required for Hi-to-Lo transitions, and some drivers’ 
falling edges are substantially faster than 0.8V/ns - 
at both the fast and slow comers-, care should be 
taken when using the 0.8V/ns extrapolation. The 
extrapolation is invalid whenever it yields a Vref 
crossing that occurs earlier than when the signal’s 
actual edge crosses Vref- In that case, flight time is 
defined to be the longer of: the time when the input 
at the receiver crosses Vref initially, or when the 
line extrapolated (at 0.8V/ns) crosses Vref- 
Figure 29 illustrates the situation where the 
extrapolated value would be used. 
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Figure 28. Extrapolated Flight Time of a Non-MonotonIc Rising Edge 



Figure 29. Extrapolated Flight Time of a Non-MonotonIc Falling Edge 


The maximum acceptable Flight Time is determined 
on a net-by-net basis, and is usually different for 
each unique driver-receiver pair. The maximum 
acceptable Flight Time can be calculated using the 
following equation (known as the setup time 
equation): 

Tflight-max ^ TpeRIOD-MIN - ( Tco-max +Tsu-min 
+Tclk_skew-max +Tclk_jitter-max ) 

Where, Tco-max is the maximum clock-to-out delay 
of a driving agent, Tsu-min is the minimum setup 
time required by a receiver on the same net, 
Tclk_skew-max is the maximum anticipated time 
difference between the driver’s and the receiver’s 


clock inputs, and Tclk_jitter-max is maximum 
anticipated edge-to-edge phase jitter. The above 
equation should be checked for all pairs of devices 
on all nets of a bus. 

The minimum acceptable Flight Time is determined 
by the following equation (known as the hold time 
equation): 

Thold-min ^ Tflight-min +Tco-min - Tclk_skew-max 

Where, Tco-min is the minimum clock-to-out delay 
of the driving agent, Thold-min is the minimum hold 
time required by the receiver, and Tclk_skew-max is 
defined above. The Hold time equation is 


I 
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independent of clock jitter, since data is released by 
the driver and is required to be held at the receiver 
on the same clock edge. 


4.2. General GTL+ I/O Buffer 
Specification 

This specification identifies the key parameters for 
the driver, receiver, and package that must be met 
to operate in the system environment described in 


inl^. 

the previous section. All specifications must be met 
over all possible operating conditions including 
temperature, voltage, and semiconductor process. 
This information is included for designers of 
components fora GTL+ bus. 


4.2.1 . I/O Buffer DC Specification 

Table 20 contains the I/O Buffer DC parameters. 


Table 20. I/O Buffer DC Parameters 


Symbol 

Parameter 

Min 

Max 

Units 

Notes 

VoL 

Driver Output Low Voltage 


0.600 

V 

1 

ViH 

Receiver Input High Voltage 

Vref +0.2 


V 

2 

ViL 

Receiver Input Low Voltage 


Vhef-0.2 

V 

2 

V|LC 

Input Leakage Current 


10 

ma 

3 

C|N, Co 

Total Input/Output Capacitance 


10 

PF 

4 


NOTES: 

1 . Measured into a 250 test load tied to Vtt = 1 .5 V, as shown in Figure 32. 

2. Vref = 2/3 Vtt. (Vtt = 1 .5 V ±1 0%), Vref has an additional tolerance of ± 2%. 

3. This parameter is for inputs without internal pulFups or pull downs and 0 S VIN S Vrr. 

4. Total capacitance, as seen from the attachment node on the network, which includes traces on the PCB, IC socket, 
component package, driver/receiver capacitance, and ESD structure capacitance. 
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4.2.2. I/O Buffer AC Specification 


Table 21. I/O Buffer AC Parameters 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

dV/dt edge 

Output Signal Edge Rate, 
rise. 


0.8 

V/ns 


1,2,3 

dV/dt edge 

Output Signal Edge Rate, 
fall. 

0.3 

-0.8 

V/ns 


1,2,3 

Tco 

Output Clock to Data Time 


no spec. 

ns 

Figure 3 
3 

Hi 

Tsu 

Input Setup Time 


no spec. 

ns 

Figure 2 

4 

Figure 2 

5 

■ 

Thold 

Input Hold Time 


no spec. 

ns 


4,6 


NOTES: 

1 . This is the maximum instantaneous dV/dl over the entire transition range (Hi-to-Lo or Lo-to-Hi) as measured at the driver’s 
output pin while driving the Ref8N network, with the driver and its package model located near the center of the network 
(see Section 4.4). 

2. These are design targets. The acceptance of the buffer is also based on the resultant signal quality. In addition to edge 
rate, the shape of the rising edge can also have a significant effect on the buffer’s performance, therefore the driver must 
also meet the signal quality criteria in the next section. For example, a rising linear ramp of at 0.8V/ns will generally 
produce worse signal quality (more ringback) than an edge that rolls off as it approaches VjT even though it might have 
exceeded that rate earlier. Hi-to-Lo edge rates may exceed this specification and produce acceptable results with a 
corresponding reduction in VoL. For instance, a buffer with a falling edge rate larger than 1 .5V/ns can been deemed 
acceptable because rt produced a VoL less than 500 mV. Lo-to-Hi edges must meet both signal quality and maximum 
edge rate specifications. 

3. The minimum edge rate is a design target, and slower edge rates can be acceptable, although there is a timing impact 
associated with them in the form of an increase in flight time, since the signal at the receiver will no longer meet the 
required conditions for Tsu. Refer to Section 4.1.4 on computing flight time for more details on the effects of edge rates 
slower than 0.3V/ns. 

4. These values are not specific to this Specification, they are dependent on the location of the driver along a network and the 
system requirements such as the number of agents, the distances between agents, the construction of the PCB (Zo, er, 
trace width, trace type, connectors), the sockets being used, if any, and the value of the termination resistors. Good targets 
for components to be used in an 8-load 66.6 MHz system would be: Tco_MAX = 4.5 ns, Tco_MIN = 1 ns, Tsu = 2.5 ns, and 
ThD = 0. 

5. This value is specified at the output pin of the device. Tco should be measured at the test probe point shown in the 
Figure 34, but the delay caused by the 50a transmission line must be subtracted from the measurement to achieve an 
accurate value for Tco at the output pin of the device. For simulation purposes, the tester load can be represented as a 
single 25C1 termination resistor connected directly to the pin of the device. 

6. See Section 4.2.3 for a description of the procedure for determining the receiver’s minimum required setup and hold times. 


4.2.2.1 . Output Driver Acceptance Criteria 

Although Section 4.1 .4 describes ways of amending 
flight time to a receiver when the edge rate is lower 
than the requirements shown in Table 21, or when 
there is excessive ringing, it is still preferable to 
avoid slow edge rates or excessive ringing through 
good driver and system design, hence the criteria 
presented in this section. 


As mentioned in note 2 of the previous section, the 
criteria for acceptance of an output driver relate to 
the edge rate and the signal quality for the Lo-to-HI 
transition, and primarily to the signal quality for the 
Hi-to-Lo transition when the device, with its targeted 
package, is simulated into the RefSn network 
(Figure 36). The edge rate portion of the AC 
specification is a good initial target, but is 
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insufficient for guaranteeing acceptable 
performance. 

Since RefSN is not the worst case network, and is 
expected to be modeled without many real system 
effects (e.g., inter-trace crosstalk, DC & AC losses), 
the required signal quality is slightly different than 
that specified in Section 4.1.3 of this document. 

The signal quality criterion for an acceptable driver 
design is that the signals produced by the driver (at 
its fastest comer) at ail RefSN receiver pads must 
remain outside of the shaded areas shown in 
Figure 30. Simulations must be performed at both 
device and operating extremes: fast process comer 
at high VCC and low temperature, and slow 
process comer at low VCC and high temperature, 
for both the rising and falling edges. The clock 
frequency should be at the desired maximum (e.g. 
66.6 MHz, or higher), and the simulation results 
should be analyzed both from a quiescent start (i.e., 
first cycle in a simulation), and when preceded by at 
least one previous transition (i.e. subsequent 
simulation cycles). 

The boundaries of the keep-out area for the Lo-to- 
Hi transition are formed by a vertical line at the start 
of the receiver setup window (a distance Tsu’ from 
the next clock edge), an 0.3V/ns ramp line passing 
through the intersection between the Vref +100 mV 


iny 

level (the 100 mV is assumed extra noise) and the 
beginning of the setup window, a horizontal line at 
Vref +300 mV (which covers 200 mV of specified 
overdrive, and the 100 mV margin for extra noise 
coupled to the waveform), and finally a vertical line 
behind the Clock at Thd'. The keep-out zone for the 
Hi-to-Lo transition uses analogous boundaries in 
the other direction. Raising Vref by 100 mV is 
assumed to be equivalent to having 100 mV of 
extra noise coupled to the waveform giving It more 
downward ringback, such coupled noise could 
come from a variety of sources such as trace-to- 
trace PCB coupling. 

Tsu’ is the receiver's setup time plus board clock 
driver and clock distribution skew and jitter, plus an 
additional number that is inherited from the driver’s 
Internal timings (to be described next). Since the 
I/O buffer designer will most likely be simulating the 
driver circuit alone, certain delays that add to Tco, 
such as: on-chip clock phase shift, clock distribution 
skew, and jitter, plus other data latch or JTAG 
delays would be missing. It is easier if these 
numbers are added to Tsu, yielding Tsu’ making the 
driver simulation simpler. For example, assume Tsu 
to be 2.8 ns, PCB clock generation and distribution 
skew plus jitter to be 1 ns, and unmodeled delays in 
the driver to be typically about 0.8 ns, this yields a 
total Tsu’ = 4.6 ns. 
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Figure 30. Acceptable Driver Signal Quality 



Figure 31 . Unacceptable signal, Due to Excessively Slow Edge After Crossing Vref 
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Thd’ is the receiver’s hold time plus board clock 
driver and clock distribution skew minus the driver’s 
on-chip clock phase shift, clock distribution skew, 
and jitter, plus other data latch or JTAG delays 
(assuming these driver numbers are not included in 
the driver circuit simulation, as was done for setup 
in the above paragraph). Note that Thd' may end up 
being a negative number, i.e. ahead of the clock, 
rather than after it. That would be acceptable, since 
that Is equivalent to shifting the driver output later In 
time had these extra delays been added to the 
driver as opposed to setup and hold. 

When using RefSN to validate a driver design. It is 
recommended that all relevant combinations of 
driver and receiver locations be checked. 

As with other buffer technologies, such as TTL or 
CMOS, any given buffer design is not guaranteed to 
always meet the requirements of all possible 
system and networi< topologies. Meeting the 
acceptance criteria listed in this document helps 
ensure the I/O buffer can be used in a variety of 
GTL+ applications, but it is the system designer’s 
responsibility to examine the performance of the 
buffer In the specific application to ensure that all 
GTL+ networks meet the signal quality 
requirements. 


4.2.3. Determining Clock-To-Out, Setup and 
Hold 

This section will describe how to determine setup, 
hold and clock to out timings. 


4.2.3.1 . Clock-to-Output Time, Tco 

Tco is measured using the test load in Figure 34, 
and is the delay from the 1 .5 V crossing point of the 
clock signal at the clock Input pin of the device, to 
the Vref crossing point of the output Signal at the 
output pin of the device. For simulation purposes, 
the test load can be replaced by its electrical 
equivalent, which is a single 25Q resistor 
connected directly to the package pin and 
terminated to 1 .5V. 

In a production test environment, it is nearly 
impossible to measure Tco directly at the output pin 
of the device, instead, the test is performed a finite 
distance away from the pin and compensated for 
the finite distance. The test load circuit shown in 
Figure 34 takes this into account by making this 
finite distance a 50-n transmission line. To get the 
exact timings at the output pin, the propagation 
delay along the transmission line must be 
subtracted from the measured value at the probe 
point. 



Rgure 32. Test Load for Measuring Output AC Timings 
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Figure 33. Clock to Output Data Timing (Tco) 



Tco measurement for a Lo-to-Hi signal transition is 
shown in Figure 35. The Tco measurement for Hi- 
to-Lo transitions Is similar. 


4.2.3.2. Minimum Setup and Hold Times 

Setup time for GTL+ (Tsu) is defined as: 

The minimum time from the Input signal pin 
crossing of Vref to the clock pin of the 
receiver crossing the 1.5 V level, which 
guarantees that the input buffer has 
captured new data at the Input pin, given 
an Infinite hold time. 

Strictly speaking, setup time must be determined 
when the input barely meets minimum hold time 
(see definition of hold time below). However, for 
current GTL+ systems, hold time should be met 
well beyond the minimum required in cases where 
setup Is critical. This Is because setup is critical 
when the receiver is far removed from the driver. In 
such cases, the signal will be held at the receiver 
for a long time after the clock, since the change 
needs a long time to propagate from the driver to 
the receiver. 

The recommended procedure for the I/O buffer 
designer to extract Tsu is outlined below. If one 
employs additional steps. It would be beneficial that 
any such extra steps be documented with the 
results of this receiver characterization: 

1. The full receiver circuit must be used, 
comprising the input differential amplifier, any 


shaping logic gates, and the edge-triggered (or 
pulse-triggered) flip-flop. The output of the flip- 
flop must be monitored. 

2. The receiver’s Lo-to-HI setup time should be 
determined using a nominal input waveform 
like the one shown in Figure 24 (solid line). 
The Lo-to-HI Input starts at Vin_low_max (Vref 
- 200 mV) and goes to Vin_high_min = Vref 
+200 mV, at a slow edge rate of 0.3V/ns, with 
the process, temperature, voltage, and 
Vrefjnternal of the receiver set to the worst 
(longest Tsu) comer values. Here, Vref is the 
external (system) reference voltage at the 
device pin. Due to tolerance in Vtt (1.5V, 
±10%) and the voltage divider generating 
system Vref from Vtt (±2%), Vref can shift 
around 1 V by a maximum of ±122 mV. When 
determining setup time, the Internal reference 
voltage Vrefjnternal (at the reference gate of 
the diff. amp.) must be set to the value which 
yields the longest setup time. Here, 
Vrefjnternal = Vref ±(122 mV +Vnoise). 
Where, Vnoise is the net maximum differential 
noise amplitude on the component’s internal 
Vref distribution bus (at the amplifier’s 
reference input gate) comprising noise picked 
up by the connection from the Vref package 
pin to the Input of the amp. 

3. Analogously, for the setup time of Hi-to-Lo 
transitions (Figure 25), the input starts at 
Vin_high_min = Vref +200 mV and drops to 
ViN_LOW_MAX = Vref - 200 mV at the rate of 
0.3V/ns. 


I 


1-47 





PENTIUM® PRO PROCESSOR AT 150 MHz 


4. For both the 0.3V/ns edge rate and faster edge 
rates (up to 0.8V/ns for Lo-to-Hi, and 3V/ns for 
Hi-to-Lo — dashed lines in Figure 24 and 
Figure 25), one must ensure that lower starting 
voltages of the input swing (Vstart in the 
range ‘VREF-200mV’ to 0.5 V for Lo-to-Hi 
transitions, and 1.5 V to ‘Vref+200 mV’ for Hi- 


inW 

to-Lo transitions --dashed lines in Figure 25 
and Figure 26) do not require Tsu to be made 
longer. This step is needed since a lower 
starting voltage may cause the input 
differential amplifier to require more time to 
switch, due to having been in deeper 
saturation in the initial state. 



Figure 34. Standard Input Lo-to-HI Waveform for Characterizing Receiver Setup Time 



Rgure 35. Standard Input HI-to-Lo Waveform for Characterizing Receiver Setup Time 
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Hold time for GTL+ , Thold, is defined as: 

The minimum time from the clock pin of the 
receivers crossing of the 1.5 V level to the 
receiver input signal pin crossing of Vref, 
which guarantees that the input buffer has 
captured new data at the receiver input 
signal pin, given an infinite setup time. 

Strictly speaking, hold time must be determined 
when the input barely meets minimum setup time 
(see definition of setup time above). However, for 
current GTL+ systems, setup time is expected to be 
met, well beyond the minimum required in cases 
where hold is critical. This is because hold is critical 
when the receiver Is very close to the driver. In 
such cases, the signal will arrive at the receiver 
shortly after the clock, hence meeting setup time 
with comfortable margin. 

The recommended procedure for extracting Thold 
is outlined below. If one employs additional steps, it 
would be beneficial that any such extra steps be 
documented with the results of this receiver 
characterization: 


3. Analogously, for the hold time of HI-to-Lo 
transitions, the input starts at Vin_high_min = 
Vref +200 mV and drops to < 0.5 V at the rate 
of 3V/ns. 


4.2.S.3. Receiver RIngback Tolerance 

Refer to Section 4. 1.3.1 for a complete description 
of the definitions and methodology for determining 
receiver ringback tolerance. 


4.2.4. System-Based Calculation of 

Required Input and Output Timings 

Below are two sample calculations. The first 
determines Tco-max and Tsu-min, while the second 
determines Thold-min- These equations can be 
used for any system by replacing the assumptions 
listed below, with the actual system constraints. 


4.2.4.1 . Calculating Target Tco-max, and 
Tsu-Mln 


1. The full receiver circuit must be used, 
comprising the input differential amplifier, any 
shaping logic gates, and the edge-triggered (or 
pulse-triggered) flip-flop. The output of the flip- 
flop must be monitored. 

2. The receiver's Lo-to-Hi hold time should be 
detemnined using a nominal input waveform 
that starts at Vin_low_max (Vref - 200 mV) and 
goes to Vtt, at a fast edge rate of 0.8V/ns, 
with the process, temperature, voltage, and 
Vrefjnternal of the receiver set to the fastest 
(or best) comer values (yielding the longest 
Thold). Here, Vref is the external (system) 
reference voltage at the device pin. Due to 
tolerance in Vtt (1.5V, ±10%) and the voltage 
divider generating system Vref from Vtt 
(±2%), Vref can shift around IV by a 
maximum of ±122 mV. When detennining hold 
time, the internal reference voltage 
Vrefjnternal (at the reference gate of the diff. 
amp.) must be set to the value which yields 
the worst case hold time. Here, Vrefjnternal 
= Vref ±(122 mV +Vnoise). Where, Vnoise is 
the net maximum differential noise amplitude 
on the component's internal Vref distribution 
bus (at the amplifier’s reference input gate) 
comprising noise picked up by the connection 
from the Vref package pin to the input of the 
amp. 


Tco-max and Tsu-min can be calculated from the 
Setup Time equation given earlier in Section 4.1 .4: 


Tfliqht-max ^ Tperiod-min “ ( Tco-max +Tsu-min 
+Tclk_skew-max +Tclk_jitter-max) 


As an example, for two identical agents located on 
opposite ends of a network with a flight time of 
7.3 ns, and the other assumptions listed below, the 
following calculations for Tco-max and Tsu-min can 
be done: 


Assumptions: 

Tperiod-min 

Tflight-max 

Tclk_skew-max 

driver) 


Tclk_jitter-max 

Tco-max 

Tsu-min 


15. ns (66.6 MHz) 

7.3 ns (given flight time) 

0.7 ns (0.5ns for clock 

(0.2 ns for board 
skew) 

0.2 ns (Clock phase error) 

?? (Clock to output data 

time) 

?? (Required input setup 
time) 


Calculation: 


7.3 < 15 - (Tco-max +Tsu-min +0.7 +0.2) 


I 


1-49 


PENTIUM® PRO PROCESSOR AT 150 MHz 


Tco-max +Tsu-min 6.8 ns 

The time remaining for Tco-max and Tsu-min can be 
split -60/40% (recommendation). Therefore, in this 
example, Tco-max would be 4.0 ns, and Tsu-min 
2.8 ns. 

NOTE 

This a numerical example, and does not 
necessarily apply to any particular device. 

Off-end agents will have less distance to the 
farthest receiver, and therefore will have shorter 
flight times. Tco values longer than the example 
above do not necessarily preclude high-frequency 
(e.g. 66.6 MHz) operation, but will result In 
placement constraints for the device, such as being 
required to be placed in the middle of the daisy- 
chain bus. 


4.2.5. Calculating Target Thoid-min 

To calculate the longest possible minimum required 
hold time target value, assume that Tco-min is one 
fourth of Tco-max, and use the hold time equation 
given earlier. Note that Clock Jitter Is not a part of 
the equation, since data is released by the driver 
and must be held at the receiver relative to the 
same clock edge: 

THOLD-Mln ^ TflIGHT-MIN +TcO-MIN - TcLK_SKEW-MAX 


Assumptions: 

Tco-max 

4.0 ns 

(Max clock to data 
time) 

Tco-min 

1.0 ns 

(Assumed 14 of max) 

Tclk_skew-max 

0.7 ns 

(Driver to receiver 
skew) 

Tflight-min 

0.1 ns 

(Min of 0.5” at 
0.2 ns/inch) 

Thold-min 

?? 

(Minimum signal hold 
time) 

Calculation: 




Thold-min ^ 0.1 +1.0-0.7 
Thold-min :^0.4 ns. 


NOTE 

This a numerical example, and does not 
necessarily apply to any particular device. 


int^ 

4.3. Package Specification 

This information is aiso inciuded for designers of 
components for a GTL+ bus. The package that the 
I/O transceiver will be placed into must adhere to 
two critical parameters. They are package trace 
length, (the electrical distance from the pin to the 
die), and package capacitance. The specifications 
for package trace length and package capacitance 
are not explicit, but are implied by the system and 
I/O buffer specifications. 


4.3.1 . Package Trace Length 

The System specification requires that all signals 
be routed in a daisy chain fashion, and that no stub 
in the network exceed 250 ps In electrical length. 
The stub includes any printed circuit board (PCB) 
routing to the pin of the package from the "Daisy 
Chain" net, as well as a socket if necessary, and 
the trace length of the package interconnect (I.e. 
the electrical length from the pin, through the 
package, across a bond wire if necessary, and to 
the die). For example, for a PGA package, which 
allows PCB routing both to and from a pin and is 
soldered to the PCB, the maximum package trace 
length cannot exceed 250 ps. If the PGA package 
is socketed, the maximum package trace length 
would be -225 ps since a typical PGA socket is 
around 25 ps in electrical length. For a QFP 
package, which typically requires a short stub on 
the PCB from the pad landing to a via (-50 ps), the 
package lead frame length should be less than 
-200 ps. 


4.3.2. Package Capacitance 

The maximum package pin capacitance is a 
function of the Input/Output capacitance of tho I/O 
transceiver. The I/O Buffer specification requires 
the total of the package capacitance, output driver, 
input receiver and ESD structures, as seen from the 
pin, to be less than 10 pF. Thus, the larger the I/O 
transceiver capacitance, the smaller the allowable 
package capacitance. 


4.4. Ref8N Network 

The Ref8N network shown below, which represents 
an eight-node reference network (hence the name 
Ref8N), is used to characterize I/O drivers’ behavior 
into a known environment. This network Is not a 
worst case, but a representative sample of a typical 
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system environment. A SPICE deck of the network is also given. 


REF8N Topology: 


0.9 to. 0.07 In. 0.105 la.4 


. 1.03 n8/ft. 3.0898/ ft. a.ln8/ft. 1.4n8/ft. i 

* 300 ohHM 43 ohms 40 ohnw 88 ohm* 


0.9 In. 0.07 In. 0.106 ln.4 


1.03n8/ft.3.08n8/ft. 3.1n8/ft. 1.4n8/(t. 
* 300 ohms 43 ohnu 40 ohnw 88 ohnw 


J 73 ohnw 0.10 In . 0.9 In. 0.07 In . 0.105 In . 

1 4 » - _-f^.03 n8/ir3.08n8/ltr3.1n8/ltri*.4n8/ltr” 

3.3n8/R. 4 pr-p 43 ohnw 40 ohnw 88 ohnw 


J 0.10 In . 0.9 In. 0.07 In . 0.105 In . 

S lTn XaoOohmo 43 ohnw 40 ohnw 88 ohnw 


‘ «•» n 


3.4n8/ft. 3.4 n8/ft. 


‘ «.8 pr TO 


3.4n8/ft. 3.4 n8/ft. 


X 

1 nS/ft. 'T' 8.5 pF 

1 In. ^ 

ohnw 

-1 h 

3.4n8/ft. 
75 ohnw 

3.4 n8/ft. 
50 ohnw 

' KlI 

0.9 In. 

J 0.35 In. 




-H 1— 


3.4tt5/(t. 

b.4 nS/ft. 

758tinw 

BO ohms 


Place ASIC driver 
to be tested here 


^ Replace >vlth ASIC pkg model 

(8K0Q 1101 O 


Figure 36. RefSN Topology 


4.4.1 . RefSN HSPICE Netllst: 


$REF8N, Rev 1.1 

Vpu vpu GND DC(vtt) 

rterm PUl vpu (R=42) 

crterm PUl vpu 2PF 

TPU PUl 0 linel 0 Z0=72 TD=.075NS 

XI linel loadl socket 
T1 loadl 0 loadla 0 Z0=42 TD=230PS 
T2 loadla 0 CPU_1 0 Z0=200 TD=8 . 5PS 
CCPU_1 CPU_1 0 4PF 


$ Pull-up termination resistance 
$ Pull-up termination capacitance 
$ PCS link from terminator to load 1 

$ Socket model 
$ CPU package model 
$ Bondwire 

$ CPU input capacitance 


T3 linel 0 line2 0 Z0=72 TD=568PS $ PCB trace between packages 
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$ Socket model 
$ CPU worst case package 
$ Bondwire 

$ CPU input capacitance 


x2 line2 load2 socket 
T4 load2 0 load2a 0 Zp=42 TD= 230ps 
T5 load2a 0 p6_2 0 Z0=200 TD=8.5ps 
CCPU_2 p6_2 0 4pf 

T6 line2 0 line3 0 Z0=72 TD=568ps 
T7 line3 0 load3 0 Z0=50 TD=50ps 
T8 load3 0 asic_l 0 Z0=75 TD=180PS 
CASIC_1 asic_l 0 6 . 5PF 

T9 line3 0 line4 0 Z0=72 TD=403PS 
TIO line4 0 load4 0 Z0=50. TD=50PS 
Til load4 0 asic_2 0 Z0=75 TD=180PS 
CASIC_2 asic_2 0 6.5PF 

T12 line4 0 lineS 0 Z0=72 TD=403PS 
T13 lines 0 loads 0 Z0=S0 TD=S0PS 
T14 loads 0 asic_3 0 Z0=7S TD=180PS 
CASIC_3 asic_3 0 6.SPF 


TIS lines 0 line6 0 Z0^12 TD=403PS 
T16 lines 0 loadS 0 Z0=50 TD=S0PS 
T17 loads 0 asic_4 0 Z0=7S TD=180PS 
CASIC_4 asic_4 0 S . SPF 

T18 lines 0 line7 0 Z0=72 TD=403PS 
X3 line7 load7 socket 
T19 load7 0 load7a 0 Z0=42 TD=230PS 
T20 load7a 0 pS_3 0 Z0=200 TD=8 . SPS 
CCPU_3 pS_3 0 4PF 

T21 line7 0 line8 0 Z0=72 TD=SS8PS 
X4 line8 load8 socket 
T22 load8 0 load8a 0 Z0=42 TD=230PS 
T23 load8a 0 pS_4 0 Z0=200 TD=8.SPS 
CCPU_4 p6_4 0 4PF 

T24 line8 0 R_TERM 0 Z0=72 TD=7SPS 
Rterml R_TERM vpu (R=42) 

CRTERMl R_TERM vpu (C=2PF) 

Rout bond asic__3.001 


$ PCB trace between packages 
$ PCB trace from via to landing pad 
$ ASIC package 

$ ASIC input capacitance (die capacitance) 

$ PCB trace between packages 
$ PCB trace from via to landing pad 
$ ASIC package 

$ ASIC input capacitance (die capacitance) 


$ PCB trace between packages 
$ PCB trace from via to landing pad 

$ Replace this line and the next line with 
$ the equivalent model for your packaqe. 

$ (This model should include the package 
$ pin, package trace, bond wire and any die 
$ capacitance that is not already Included 
$ in your driver model , ) 

$ PCB trace between packages 
$ PCB trace from via to landing pad 
$ ASIC package 
$ ,ASIC input capacitance 

$ PCB trace between packages 
$ Socket model 
$ CPU worst case package 
$ Bondwire 

$ CPU input capacitance 

$ PCB trace between packages 
$ Socket model 
$ CPU worst case package 
$ Bondwire 

$ CPU input capacitance 

$ PCB trace to termination resistor 
$ Pull-up termination resistance 
$ Pull-up termination capacitance 


$ Socket model 


.subckt socket in out 
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TX out 0 jim 0 Z0=40 TD=12.25PS 
ty jim 0 in 0 Z0=66 TD=12.25ps 
.ENDS 
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5.0 3.3V Tolerant Signal Quality 

Specifications 

The signals that are 3.3V tolerant should also meet 
signal quality specifications to guarantee that the 
components read data properly and to ensure that 
Incoming signals do not affect the long term 
reliability of the component. There are three signal 
quality parameters defined for the 3.3V tolerant 
signals. They are Overshoot/Undershoot, RIngback 
and Settling Limit. All three signal quality 
parameters are shown In Figure 37. The Pentium® 
Pro Processor I/O Buffer Models— IBIS Format (On 
world wide web page www.intel.com) contain 
models for simulating 3.3V tolerant signal 
distribution. 


5.1 . OVERSHOOT/UNDERSHOOT 

GUiDELiNES 

Overshoot (or undershoot) Is the absolute value of 
the maximum voltage above the nominal high 


voltage or below VSS. The overshoot/undershoot 
guideline limits transitions beyond VccP or Vss due 
to the fast signal edge rates. See Figure 37. The 
processor can be damaged by repeated overshoot 
events on 3.3V tolerant buffers If the charge Is large 
enough (i.e. If the overshoot Is great enough). 
However, excessive ringback is the dominant 
harmful effect resulting from overshoot or 
undershoot (I.e. violating the overshoot/undershoot 
guideline will make satisfying the ringback 
specification difficult). The overshoot/undershoot 
guideline Is 0.8V and assumes the absence of 
diodes on the input. These guidelines should be 
verified in simulations without the on-chip ESD 
protection diodes present because the diodes will 
begin clamping the 3.3V tolerant signals beginning 
at approximately 1 .5V above VccP and 0.5V below 
VSS. If signals are not reaching the clamping 
voltage, then this Is not an issue. A system should 
not rely on the diodes for overshoot/undershoot 
protection as this will negatively affect the life of the 
components and make meeting the ringback 
specification very difficult. 


f 



Figure 37. 3.3V Tolerant Signal Overshoot/Undershoot and Ringback 


5.2. RINGBACK SPECIFICATION 

Ringback refers to the amount of reflection seen 
after a signal has undergone a transition. The 


ringback specification is the voltage that the signal 
rings back to after achieving its farthest excursion. 
See Figure 37 for an illustration of ringback. 
Excessive ringback can cause false signal 
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detection or extend the propagation delay. The 
ringback specification applies to the input pin of 
each receiving agent. Violations of the signal 
Ringback specification are not allowed under any 
circumstances. 

Ringback can be simulated with or without the input 
protection diodes that can be added to the input 
buffer model. However, signals that reach the 
clamping voltage should be evaluated further. See 
Table 22 for the signal ringback specifications for 
Non-GTL+ signals 


Table 22. Signal Ringback Specifications 


Transition 

Maximum Ringback 
(with Input diodes present) 

0-»1 

2.5V 

1->0 

0.8V 


5.3. SETTLING LIMIT GUIDELINE 

A Settling Limit defines the maximum amount of 
ringing at the receiving pin that a signal must be 
limited to before Its next transition. The amount 
allowed is 10% of the total signal swing (Vhi-Vlo) 
above and below its final value. A signal should be 
within the settling limits of its final value, when 
either in its high state of low state, before it 
transitions again. 

Signals that are not within their settling limit before 
transitioning are at risk of unwanted oscillations 
which could jeopardize signal integrity. Simulations 
to verify Settling Limit may be done either with or 
without the Input protection diodes present. 
Violation of the Settling Limit guideline is 
acceptable if simulations of 5-10 successive 
transitions do not show the amplitude of the ringing 
increasing in the subsequent transitions. 


6.0. THERMAL SPECIFICATIONS 

Table 5 specifies the Pentium Pro processor power 
dissipation. It is highly recommended that systems 
be designed to dissipate at least 35-40W per 
processor to allow the same design to 
accommodate higher frequency or otherwise 
enhanced members of the Pentium Pro processor 
family. 
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6.1. Thermal Parameters 

This section defines the terms used for Pentium Pro 
processor thermal analysis. 


6.1 .1 . AMBIENT TEMPERATURE 

Ambient temperature, Ta, is the temperature of the 
ambient air surrounding the package. In a system 
environment, ambient temperature is the 
temperature of the air upstream from the package 
and in its close vicinity; or In an active cooling 
system, it Is the inlet air to the active cooling 
device. 


6.1 .2. CASE TEMPERATURE 

To ensure functionality and reliability, the Pentium 
Pro processor is specified for proper operation 
when Tc (case temperature) is within the specified 
range in Tables. Special care Is required when 
measuring the case temperature to ensure an 
accurate temperature measurement. 
Thermocouples are often used to measure Tc. 
Before any temperature measurements, the 
thermocouples must be calibrated. When 
measuring the temperature of a surface which is at 
a different temperature from the surrounding 
ambient air, errors could be introduced in the 
measurements if not handled properiy. The 
measurement errors could be due to having a poor 
thermal contact between the thermocouple junction 
and the surface, heat loss by radiation, or by 
conduction through thermocouple leads. To 
minimize the measurement errors, the following 
approach is recommended: 

• Use a 35 gauge K-type thermocouple or 
equivalent. 

• Attach the thermocouple bead or junction to the 
package top surface at a location 
corresponding to the center of the Pentium Pro 
processor die. (Location A in Figure 38) Using 
the center of the Pentium Pro processor die 
gives a more accurate measurement and less 
variation as the boundary condition changes 

• Attach the thermocouple bead or junction at a 
90° angle by an adhesive bond (such as 
thermal grease or heat-tolerant tape) to the 
package top surface as shown in Figure 39. 
When a heat sink is attached, a hole should be 
drilled through the heat sink to allow probing the 
Pentium Pro processor package above the 


1-55 



PENTIUM® PRO PROCESSOR AT 150 MHz 


iny 

center of the Pentium Pro processor die. The hole diameter should be no larger than 0.150.” 



Figure 38. Location of Case Temperature Measurement (Top-side View) 



6.1 .3. THERMAL RESISTANCE 

The thermal resistance value for the case-to- 
amblent, 0ca, is used as a measure of the cooling 
solution’s thermal performance, ©ca is comprised of 
the case-to-sink thermal resistance, ©cs, and the 
sink-to-ambient thermal resistance, ©sa- Bcs is a 
measure of the thermal resistance along the heat 
flow path from the top of the 1C package to the 
bottom of the thermal cooling solution. This value is 
strongly dependent on the material, conductivity. 


and thickness of the thermal interface used, ©sa is 
a measure of the thermal resistance from the top of 
the cooling solution to the local ambient air. ©sa 
values depend on the material, thermal 

conductivity, and geometry of the thermal cooling 
solution as well as on the airflow rates. 

The parameters are defined by the following 
relationships (See also Figure 40.): 

Qca = (Tc - Ta) / Pd 
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QcA = ©CS +0SA 

Where: 


Qca = Case-to-Ambient thermal 
resistance 
(°C/W) 

Qcs = Case-to-Sink thermal resistance 
(°C/W) 

Qsa = Si nk-to- Ambient thermal resistance 
(°C/W) 

Tc = Case temperature at the pre-defined 
location (°C) 

Ta = Ambient temperature (°C) 

Pd = Device power dissipation (W) 



Figure 40. Thermal Resistance Relationships 


6.2. Thermal Analysis 

The following is an analysis of the thermal 
properties of the Pentium Pro processor package. 
This thermal analysis of the Pentium Pro processor 
package was based on the following assumptions. 
Note that this analysis varies for different versions 
of the Pentium Pro processor. 


• Power dissipation is assumed to be a constant 
29.2W. 

• Maximum case temperature is assumed to be 
85°C. 

Table 23 below lists the case-to-ambient thermal 
resistances of the Pentium Pro processor for 
different air flow rates and heat sink heights. 
Table 24 shows the Ta required given a 29.2W 
processor, and a Tc of 85°C. Table 24 was 
produced by using the relationships of 

Section 6.1.3. and the data of Table 23. 



Table 23. Case-To-Amblent Thermal Resistance 



eCA [°C/W] vs. Airflow [Linear Feet per Minute] and Heat Sink Helghti 

Airflow (LFM): 

100 

200 

400 

600 

800 

1000 

With 0.5” Heat Sink 2 

— 

3.16 

2.04 

1.66 

1.41 

1.29 

With 1.0” Heat Sink 2 

2.55 

1.66 

1.08 

0.94 

0.80 

0.76 

With 1.5” Heat Sink 2 

1.66 

1.31 

0.90 

0.78 

0.71 

0.67 

With 2.0” Heat Sink 2 

1.47 

1.23 

0.87 

0.75 

0.69 

0.65 


NOTES: 


1 . All data taken at sea level. For altitudes above sea level, it is recommended that a derating factor of 1 °C/1000 feet be 
used. 

2. Heat Sink: 2.235” square omni-directional pin, aluminum heat sink with a pin thickness of 0.085”, a pin spacing of 0.13” 
and a base thickness of 0.15”. See Figure 41 . A thin layer of thermal grease (Thermoset TC208 with thermal conductivity 
of 1 .2W/m-°K) was used as the interface material between the heat sink and the package. 
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Figure 41. Analysis Heat Sink Dimensions 


Table 24. Ambient Temperature Required at Heat Sink Helghti 



Ta vs. Airflow [Linear Feet per Minute] and Heat Sink HelghD 

Airflow (LFM): 

100 

200 

400 

600 

800 

1000 

With 0.5” Heat Sink 2 

— 

-8 

25 

36 

43 

47 

With 1.0” Heat Sink 2 

10 

36 

53 

57 

61 

62 

With 1.5” Heat Sink 2 

36 

46 

58 

62 

64 

65 

With 2.0” Heat Sink 2 

42 

49 

59 

63 

64 

66 


NOTES: 


1 . All data taken at sea level. For altitudes above sea level, it is recommended that a derating factor of 1 °C/1 000 feet be 
used. 

2. Heat Sink: 2.235” square omni-directional pin, aluminum heat sink with a pin thickness of 0.085”, a pin spacing of 0.1 3” 
and a base thickness of 0.15”. See Figure 41. A thin layer of thermal grease (Thermoset TC208 with thermal conductivity 
of 1 .2W/m-°K) was used as the interface material between the heat sink and the package. 


7.0. MECHANICAL SPECIFICATIONS 

The Pentium Pro processor is packaged in a 
modified staggered 387 pin ceramic pin grid array 
(SPGA) with a gold plated Copper-Tungsten (CuW) 
heat spreader on top. Mechanical specifications 
and the pin assignments follow. 


7.1. Dimensions 

The mechanical specifications are provided In 
Table 25. Figure 42 shows the bottom and side 


views with package dimensions for the Pentium Pro 
processor and Figure 43 shows the top view with 
dimensions. Figure 44 Is the top view of the 
Pentium Pro processor with VCCP, VCCS, Vcc5, 
and VSS locations shown. Be sure to read 
Section 8 for the mechanical constraints for the 
OverDrive processor. Also, Investigate the tools 
that will be used to debug the system before 
laying out the system. 
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Figure 42. Package Dimensions (Bottom View) 
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Figure 43. Top View of Keep Out Zones and Heat Spreader 


Table 25. Pentium® Pro Processor Package 


Parameter 

Value 

Package Type 

PGA 

Total Pins 

387 

Pin Array 

Modified Staggered 

Package Size 

2.66” X 2.46” (7.76cm x 6.25cm) 

Heat Spreader Size 

2.225” X 1 .3” X 0.04” (5.65cm x 3.3cm x 0.1cm) 

Approximate Weight 

90 grams 
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Figure 44. Pentium® Pro Processor Top View with Power Pin Locations 


7.2. Pinout I/O type. Bus signals are described in Appendix A 

and the other pins are described in Section 3 and 
Table 26 is the pin listing in pin number order. in Table 2. 

Table 27 is the pin listing in pin name order. 

Please see Section 3.8. to determine a signal’s 
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Table 26. Pin Listing In Pin # Order 


Pin# 

Signal Name 

A1 

VrefO 

A3 

STPCLK# 

A5 

TCK 

A7 

TRST# 

A9 

IGNNE# 

A11 

A20M# 

A13 

TDI 

A15 

FLUSH# 

A17 

THERMTRIP# 

A19 

BCLK 

A21 

RESERVED 

A23 

TESTHI 

A25 

TESTHI 

A27 

D1# 

A29 

D3# 

A31 

D5# 

A33 

D8# 

A35 

D9# 

A37 

D14# 

A39 

DIO# 

A41 

D11# 

A43 

D13# 

A45 

D16# 

A47 

Vref4 

B2 

CPUPRES# 

B4 

VccP 

B6 

Vss 

B8 

VccP 

B12 

Vss 

B16 

VccP 

B20 

Vss 


Pin# 

Signal Name 

B24 

VccP 

B28 

Vss 

B32 

VccP 

B36 

Vss 

B40 

VccP 

B42 

Vss 

B44 

VccP 

B46 

Vss 

C1 

A35# 

C3 

lERR# 

C5 

BERR# 

C7 

Vref1 

C9 

FRCERR 

C11 

I NIT# 

C13 

TDO 

C15 

TMS 

C17 

FERR# 

C19 

PLL1 

C21 

TESTLO 

C23 

PLL2 

C25 

DO# 

C27 

D2# 

C29 

D4# 

C31 

D6# 

C33 

D7# 

C35 

D12# 

C37 

D15# 

C39 

D17# 

C41 

D20# 

C43 

D18# 

C45 

D19# 


I 


I! 


Pin# 

Signal Name 

C47 

D21# 

El 

A29# 

E3 

A30# 

E5 

A32# 

E7 

A33# 

E9 

A34# 

E39 

D22# 

E41 

D23# 

E43 

D25# 

E45 

D24# 

E47 

D26# 

F2 

VccP 

F4 

Vss 

F6 

VccP 

F8 

Vss 

F40 

Vss 

F42 

VccP 

F44 

Vss 

F46 

VccP 

G1 

A22# 

G3 

A24# 

G5 

A27# 

G7 

A26# 

G9 

A31# 

G39 

D27# 

G41 

D29# 

G43 

D30# 

G45 

D28# 

G47 

D31# 

J1 

A19# 

J3 

A21# 
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Table 26. Pin Listing In Pin # Order 


Pin# 

Signal Name 

J5 

A20# 

J7 

A23# 

J9 

A28# 

J39 

D32# 

J41 

D35# 

J43 

D38# 

J45 

D33# 

J47 

D34# 

K2 

Vss 

K4 

VccP 

K6 

Vss 

K8 

Vss 

K40 

Vss 

K42 

Vss 

K44 

VccP 

K46 

Vss 

LI 

RESERVED 

L3 

A16# 

L5 

A15# 

L7 

A18# 

L9 

A25# 

L39 

D37# 

L41 

D40# 

L43 

D43# 

L45 

D36# 

L47 

D39# 

N1 

A12# 

N3 

A14# 

N5 

All# 

N7 

A13# 

N9 

A17# 


Pin# 

Signal Name 

N39 

D44# 

N41 

D45# 

N43 

D47# 

N45 

D42# 

N47 

D41# 

P2 

VccP 

P4 

Vss 

P6 

VccP 

P8 

Vss 

P40 

Vss 

P42 

VccP 

P44 

Vss 

P46 

VccP 

Q1 

A9# 

Q3 

A7# 

Q5 

A5# 

Q7 

A8# 

Q9 

A10# 

Q39 

D51# 

Q41 

D52# 

Q43 

D49# 

Q45 

D48# 

Q47 

D46# 

SI 

A6# 

S3 

A4# 

S5 

A3# 

S7 

Vref2 

S9 

API# 

S39 

D59# 

S41 

D57# 

S43 

D54# 


Pin# 


S45 


Signal Name 


D53# 


D50# 


Vss 


VccP 


Vss 


Vss 


Vss 


Vss 


VccP 


Vss 


APO# 


RSP# 


BPRI# 


BNR# 


BR3# 


DEP7# 


Vref6 


D60# 


D56# 


D55# 


SMI# 


BR1# 


REQ4# 


REQ1# 


REQO# 


DEP2# 


DEP4# 


D63# 


D61# 


D58# 


Vss 
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Table 26. Pin Listing In Pin # Order 
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Table 26 . Pin Listing In Pin # Order 


Pin# 

Signal Name 

II 

Pin# 

Signal Name 

I 

Pin# 

Signal Name 

AN1 

Vss 

II 

AU3 

Vss 

1 

BAS 

Vss 

AN3 

VccP 

III 

AU5 

VccS 

1 

BA7 

VccS 

AN5 

Vss 

III 

AU7 

Vss 

m 

BA9 

Vss 

AN7 

VccP 

II 

AU9 

VccS 

I 

BA11 

RESERVED 

AN9 

Vss 

I 

AU39 

VccS 

I 

BA13 

TESTLO 

AN39 

Vss 

I 

AU41 

Vss 

1 

BA15 

TESTLO 

AN41 

VccP 

1 

AU43 

VccS 

I 

BA17 

VccP 

AN43 

Vss 

1 

AU45 

Vss 

1 

BA19 

Vss 

AN45 

VccP 

II 

AU47 

VccS 

1 

BA21 

VccP 

AN47 

Vss 

II 

AW1 

Vss 

I 

BA23 

Vss 

AQ1 

VccP 

II 

AW3 

VccS 

1 

BA25 

VccP 

AQ3 

Vss 

1 

AW5 

Vss 

I 

BA27 

Vss 

AQ5 

VccP 

III 

AW7 

VccS 

I 

BA29 

VccP 

AQ7 

Vss 

III 

AW9 

Vss 

I 

BA31 

Vss 

AQ9 

VccP 

1 

AW39 

Vss 

I 

BA33 

TESTLO 

AQ39 

VccP 

III 

AW41 

VccS 

1 

BA35 

RESERVED 

AQ41 

Vss 

III 

AW43 

Vss 

1 

BA37 

TESTLO 

AQ43 

VccP 

III 

AW45 

VccS 

1 

BA39 

Vss 

AQ45 

Vss 

II 

AW47 

Vss 

I 

BA41 

VccS 

AQ47 

VccP 

1 

AY1 

VccS 

I 

BA43 

Vss 

AS1 

VIDO 

II 

AY3 

VccS 

I 

BA45 

VccS 

AS3 

VID1 

III 

AYS 

VccS 

I 

BA47 

Vss 

ASS 

VID2 

III 

AY7 

VccS 

i 

BC1 

Vss 

AS7 

VID3 


AY9 

VccS 

I 

BC3 

Vss 

AS9 

RESERVED 

1' 

AY39 

VccS 

I 

BC5 

Vss 

AS39 

TESTLO 

II 

AY41 

VccS 

1 

BC7 

Vss 

AS41 

TESTLO 

II 

AY43 

VccS 

I 

BC9 

Vss 

AS43 

TESTLO 

II 

AY45 

VccS 

1 

BC11 

RESERVED 

AS45 

TESTLO 

1 

AY47 

VccS 

I 

BC13 

TESTLO 

AS47 

RESERVED 

II 

BA1 

Vss 

I 

BC15 

TESTLO 

AU1 

VccS 

II 

BA3 

VccS 

i 

BC17 

Vss 
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Table 26. Pin Listing In Pin # Order 


Pin# 

Signal Name 


Pin# 

Signal Name 

i 

Pin# 

Signal Name 

BC19 

VccS 


BC29 

Vss 

I 

BC39 

Vss 

BC21 

Vss 


BC31 

VccS 

1 

BC41 

Vss 

BC23 

VccS 


BC33 

TESTLO 

1 

BC43 

Vss 

BC25 

Vss 


BC35 

RESERVED 

I 

BC45 

Vss 

BC27 

VccS 


BC37 

TESTLO 

I 

BC47 

Vss 
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Table 27. Pin Listing In Alphabetic Order 


Signal Name 

Pin# 

Signal Name 

Pin# 

Signal Name 

Pin# 

A3# 

S5 

; A33# 

E7 

= D10# 

A39 

A4# 

S3 

::: A34# 

E9 

. Dll# 

A41 

A5# 

Q5 

A35# 

C1 

: D12# 

C35 

A6# 

S1 

ADS# 

AE3 

D13# 

A43 

A7# 

Q3 

AERR# 

AE9 

" D14# 

A37 

A8# 

Q7 

APO# 

U1 

• D15# 

C37 

A9# 

Q1 

.• AP1# 

S9 


A45 

A10# 

Q9 

BCLK 

A19 

•’ D17# 

C39 

A11# 

N5 

; BERR# 

C5 

■ D18# 

C43 

A12# 

N1 

. BINIT# 

AC43 

D19# 

C45 

A13# 

N7 

BNR# 

U7 

D20# 

C41 

A14# 

N3 

; BP2# 

AE43 

D21# 

C47 

A15# 

L5 

BPS# 

AC39 

> D22# 

E39 

A16# 

L3 

BPMO# 

AC41 

D23# 

E41 

A17# 

N9 

BPM1# 

AA39 

D24# 

E45 

A18# 

L7 

; BPRI# 

U5 

D25# 

E43 

A19# 

J1 

BRO# 

ACS 

D26# 

E47 

A20# 

J5 

BR1# 

W3 

D27# 

G39 

A20M# 

A11 

V BR2# 

AA1 

D28# 

G45 

A21# 

J3 

1 BR3# 

U9 

D29# 

G41 

A22# 

G1 

CPUPRES# 

B2 

. D30# 

G43 

A23# 

J7 

' DO# 

C25 

: D31# 

G47 

A24# 

G3 

D1# 

A27 

• D32# 

J39 

A25# 

L9 

D2# 

C27 

. D33# 

J45 

A26# 

G7 


A29 

D34# 

J47 

A27# 

G5 

D4# 

C29 

J D35# 

J41 

A28# 

J9 

:• d5# 

A31 

• D36# 

L45 

A29# 

E1 

■' D6# 

C31 

; D37# 

L39 

A30# 

E3 

V D7# 

C33 

. D38# 

J43 

A31# 

G9 

; ; D8# 

A33 

D39# 

L47 

A32# 

E5 

v D9# 

A35 

D40# 

L41 
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Table 27. Pin Listing In Alphabetic Order 


Signal Name 

Pin # 

Signal Name 

Pin# 

Signal Name 

Pin# 

D41# 

N47 

DEP6# 

Y45 

• RESERVED 

AE45 

D42# 

N45 

DEP7# 

U39 

.• RESERVED 

AGS 

D43# 

L43 

DRDY# 

AA3 

V RESERVED 

AG9 

D44# 

N39 

FERR# 

C17 

1 RESERVED 

AG39 

D45# 

N41 

FLUSH# 

A15 

;-i: RESERVED 

AG47 

D46# 

Q47 

FRCERR 

C9 

;.;i RESERVED 

AS9 

D47# 

N43 

HIT# 

AC3 

RESERVED 

AS47 

D48# 

Q45 

HUM# 

AA7 

/j RESERVED 

BA11 

D49# 

Q43 

lERR# 

C3 

RESERVED 

BA35 

D50# 

S47 

IGNNE# 

A9 

RESERVED 

BC11 

D51# 

Q39 

INIT# 

C11 

•; RESERVED 

BC35 

D52# 

Q41 

LINTO/INTR 

AG43 

RESET# 

Y41 

D53# 

S45 

LINT1/NMI 

AG41 

;; Rp# 

AC7 

D54# 

S43 

LOCK# 

AA9 

S RSO# 

AC9 

D55# 

U47 

PICCLK 

AA43 

RSI# 

AES 

D56# 

U45 

PICDO 

AA41 

RS2# 

AE7 

D57# 

S41 

PICD1 

AE41 

1 RSP# 

U3 

D58# 

W47 

PLL1 

C19 

SMI# 

W1 

D59# 

S39 

PLL2 

C23 

iv STPCLK# 

A3 

D60# 

U43 

PRDY# 

Y39 

TCK 

AS 

D61# 

W45 

PREQ# 

AA45 

Mmmm 

A13 

D62# 

Y47 

PWRGOOD 

AG7 

i TDO 

C13 

D63# 

W43 

REQO# 

W9 

;■ TESTHI 

A23 

DBSY# 

AA5 

REQ1# 

W7 

•i? TESTHI 

A2S 

DEFER# 

wmm 

REQ2# 

Y3 

TESTHI 

AE39 

DEPO# 

AC45 

REQ3# 

Y1 

TESTLO 

C21 

DEP1# 

Y43 

REQ4# 

W5 

TESTLO 

AS39 

DEP2# 

W39 

RESERVED 

A21 

TESTLO 

AS41 

DEP3# 

AC47 

RESERVED 

LI 

if TESTLO 

AS43 

DEP4# 

W41 

RESERVED 

AC1 

TESTLO 

AS4S 

DEP5# 

AA47 

RESERVED 

AE1 

TESTLO 

BA13 
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Table 27. Pin Listing In Alphabetic ( 


Signal Name 

Pin# 

Signal Name 

Pin# 

Signal Name 

Pin# 

TESTLO 

BA15 

? VccP 

T44 

. VccS 

AU9 

TESTLO 

BA33 

; VccP 

X6 

VccS 

AU39 

TESTLO 

BA37 

■ VccP 

X42 

• VccS 

AU43 

TESTLO 

BC13 

VccP 

AB4 

i VccS 

AU47 

TESTLO 

BC15 

i VccP 

AB44 

: VccS 

AW3 

TESTLO 

BC33 

VccP 

AJ3 

; VccS 

AW7 

TESTLO 

BC37 

VccP 

AJ7 

; VccS 

AW41 

THERMTRIP# 

A17 

■ ' VccP 

AJ41 

VccS 

AW45 

TMS 

C15 

- VccP 

AJ45 

- VccS 

AY1 

TRDY# 

Y9 

VccP 

AL1 

. VccS 

AY3 

TRST# 

A7 

VccP 

AL5 

VccS 

AYS 

UP# 

AG3 

1 VccP 

AL9 

VccS 

AY7 

VccS 

AG1 

VccP 

AL39 

. VccS 

AY9 

VccP 

B4 

VccP 

AL43 

VccS 

AY39 

VccP 

B8 

VccP 

AL47 

X VccS 

AY41 

VccP 

B16 

: VccP 

AN3 

VccS 

AY43 

VccP 

B24 

VccP 

AN7 

VccS 

AY45 

VccP 

B32 

VccP 

AN41 

:: VccS 

AY47 

VccP 

B40 

VccP 

AN45 

; VccS 

BA3 

VccP 

B44 

VccP 

AQ1 

VccS 

BA7 

VccP 

F2 

• VccP 

AQ5 

■ VccS 

BA41 

VccP 

F6 

' VccP 

AQ9 

:• VccS 

BA45 

VccP 

F42 

VccP 

AQ39 

: VccS 

BC19 

VccP 

F46 

VccP 

AQ43 

. VccS 

BC23 

VccP 

K4 

: VccP 

AQ47 

y VccS 

BC27 

VccP 

K44 

^ VccP 

BA17 

• VccS 

BC31 

VccP 

P2 

VccP 

BA21 

VIDO 

AS1 

VccP 

P6 

: VccP 

BA25 

VID1 

AS3 

VccP 

P42 

V VccP 

BA29 

• V1D2 

ASS 

VccP 

P46 

VccS 

AU1 

< VID3 

AS7 

VccP 

T4 

' VccS 

AU5 

VrefO 

A1 
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Table 27. Pin Listing In Alphabetic Order 


Signal Name 

Pin# 


Signal Name 

Pin# 


Signal Name 

Vref1 

C7 


Vss 

T40 


Vss 

Vref2 

S7 


Vss 

T42 


Vss 

Vref3 

Y7 


Vss 

T46 


Vss 

Vref4 

A47 


Vss 

X2 


Vss 

VrefS 

AE47 


Vss 

X4 

1 

Vss 

Vref6 

' U41 


Vss 

X8 

I 

Vss 

Vref7 

I AG45 


Vss 

X40 

II 

Vss 

Vss 

B6 

I 

Vss 

X44 

II 

Vss 

Vss 

B12 


Vss 

X46 

1 

Vss 

Vss 

B20 


Vss 

AB2 

I 

Vss 

Vss 

B28 


Vss 

AB6 


Vss 

Vss 

B36 


Vss 

AB8 


Vss 

Vss 

B42 


Vss 

AB40 

I 

Vss 

Vss 

B46 


Vss 

AB42 

I 

Vss 

Vss 

F4 


Vss 

AB46 

I 

Vss 

Vss 

F8 


Vss 

AF2 

I 

Vss 

Vss 

F40 


Vss 

AF4 

1 

Vss 

Vss 

F44 


Vss 

AF6 

1 

Vss 

Vss 

K2 


Vss 

AF8 

I 

Vss 

Vss 

K6 

I 

Vss 

AF40 

§ 

Vss 

Vss 

K8 


Vss 

AF42 

1 

Vss 

Vss 

K40 


Vss 

AF44 

I 

Vss 

Vss 

K42 


Vss 

AF46 

I 

Vss 

Vss 

K46 

I 

Vss 

AJ1 

1 

Vss 

Vss 

P4 

I 

Vss 

AJ5 

I 

Vss 

Vss 

P8 


Vss 

AJ9 

1 

Vss 

Vss 

P40 


Vss 

AJ39 

1 

Vss 

Vss 

P44 


Vss 

AJ43 

1 

Vss 

Vss 

T2 

1 

Vss 

AJ47 

1 

Vss 

Vss 

T6 

i 

Vss 

AL3 

II 

Vss 

Vss 

T8 


Vss 

AL7 

I 

Vss 


Pin# 

AL41 

AL45 

AN1 

AN5 

AN9 

AN39 

AN43 

AN47 

AQ3 

AQ7 

AQ41 

AQ45 

AU3 



BA27 

BA31 


BA39 


BA43 
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Table 27. Pin Listing In Alphabetic Order 


Signal Name 

Pin# 

1 

Signal Name 

Pin# 

1 

Signal Name 

Pin# 

Vss 

BA47 

I 

Vss 

BC9 

1 

Vss 

BC39 

Vss 

BC1 

1 

Vss 

BC17 

1 

Vss 

BC41 

Vss 

BC3 

1 

Vss 

BC21 

1 

Vss 

BC43 

Vss 

BC5 

1 

Vss 

BC25 

1 

Vss 

BC45 

Vss 

BC7 

I 

Vss 

BC29 

1 

Vss 

BC47 


8 . 0 . OVERDRIVE® PROCESSOR 
SOCKET SPECIFICATION 


8.1. Introduction 

Intel will offer future OverDrive processors for the 
Pentium Pro processor. This OverDrive processor 
will be based on a faster, future Intel processor 
core. 

The future OverDrive processor for Pentium Pro 
processor-based systems is a processor upgrade 
that will make all software run faster on an existing 
Pentium Pro processor system. The OverDrive 
processor is binary compatible with the Pentium 
Pro processor. The OverDrive processor is 
intended for use as a replacement upgrade for 
single and dual processor Pentium Pro processor 
designs. The OverDrive processor will be equipped 
with an integral fan/heatsInk and retention clips. 
Intel plans to ship OverDrive processors with a 
matched Voltage Regulator Module (OverDrive 
processor VRM). 

To support processor upgrades, a Zero Insertion 
Force (ZIF) socket (Socket 8) and a Voltage 
Regulator Module connector (Header 8) have been 
defined along with the Pentium Pro processor. 
Header 8 can be populated with an OEM Pentium 
Pro processor VRM or with the OverDrive 
processor VRM which Intel plans to ship with the 
OverDrive processor as part of the retail package. 

The OverDrive processor will also support Voltage 
Identification as described In Section 3.6. The four 
Voltage ID outputs (VID0-VID3) can be used to 
design a programmable power supply that will meet 
the power requirements of both the Pentium Pro 
and OverDrive processors via the Header 8 
described In this section, or on the motherboard. If 
you plan to use VID to design a programmable 


supply for the OverDrive processor, please contact 
Intel for additional information. 

A single socket system should Include Socket 8 
and Header 8. When this system configuration is 
upgraded, the Pentium Pro processor and its VRM 
are replaced with a future OverDrive processor for 
Pentium Pro processor-based systems and Its 
matching OverDrive processor VRM. The 
OverDrive processor VRM is capable of delivering 
the lower voltage and higher current required by the 
upgrade. Other voltage regulation configurations 
are described In Section 8.3.2. 


8.1.1. TERMINOLOGY 

Header 8: 40-pin Voltage Regulator Module (VRM) 
connector defined to contain the OEM VRM and 
OverDrive processor VRM. 

OverDrive processor. A future OverDrive processor 
for Pentium Pro processor-based systems. 

OverDrive processor VRM: A VRM designed to 
provide the specific voltage required by the future 
OverDrive processor for Pentium Pro processor- 
based systems. 

Socket &. 387-pin SPGA Zero Insertion Force (ZIF) 
socket defined to contain either a Pentium Pro or 
OverDrive processor. 


8.2. Mechanical Specifications 

This section specifies the mechanical features of 
Socket 8 and Header 8. This section includes the 
pinout, surrounding space requirements, and 
standardized clip attachment features. 
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Figure 45 shows a mechanical representation of the 
OverDrive processor In Socket 8 and the OverDrive 
processor VRM In Header 8. 


8.2.1 . VENDOR CONTACTS FOR SOCKET 8 
AND HEADER 8 

Contact your local Intel representative for a list of 
participating Socket 8 and Header 8 suppliers. 


8.2.2. SOCKET 8 DEFINITION 

Socket 8 Is a 387 -pin, modified staggered pin grid 
array (SPGA), Zero Insertion Force (ZIF) socket. 
Thepinout is identical to the Pentium Pro processor. 

The pinout is identical to the Pentium Pro 
processor. Two pins are used to support the on- 
package fan/heatsInk Included on the OverDrive 
processor and indicate the presence of the 
OverDrive processor. The OverDrive processor 
package is oriented In Socket 8 by the asymmetric 
use of interstitial pins. Standardized heat sink clip 
attachment tabs are also defined as part of Socket 
8 (Section 8.2.2.3.). 



Rgure 45. Socket 8 Shown with the Fan/heatsInk Cooling Solution, Clip Attachment Features and 

Ad)acent Voltage Regulator Module 
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8.2.2.1 . Socket 8 Pinout 

Socket 8 is shown in Figure 46 along with the VRM 
(Header 8) connector. Refer to Section 7, for pin 
listings of the Pentium Pro processor. The 
OverDrive processor pinout is identical to the 
Pentium Pro processor pinout. 


Descriptions of the upgrade specific pins are 
presented In Table 28. Note the location of pin A1 in 
relation to the cam shelf position. If the socket has 
the cam shelf located in a different position, then 
correct insertion of the OverDrive processor may 
not be possible. See Section 8. 2. 2. 2. for space 
requirements. 



Figure 46. OverDrive® Processor Pinout 



Table 28. OverDrive® Processor Signal Descriptions 


Pin Name 

E| 

I/O 

Function 

Vcc5 

AG1 

Input 

+5V Supply required for OverDrive processor fan/heatsInk. 

UP# 

AG3 

Output 

This output is tied to Vss in the OverDrive processor to indicate the 
presence of an upgrade processor. This output is an open in the 
Pentium® Pro processor. 


NOTES: 

1 . Refer to Section 8.3. for a functional description of the above signals. 
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8.2.2.2. Socket 8 Space Requirements 

The OverDrive processor will be equipped with a 
fan/heatsink thermal management device. The 
package envelope dimensions for the OverDrive 
processor with attached fan/heatsink are shown in 
Figure 47. Clearance is required around the 
fan/heatsink to ensure unimpeded air flow for 
proper cooling (refer to Section 8.5. 1.1. for details). 
Figure 48 shows the Socket 8 space requirements 


for the OverDrive processor. All dimensions are in 
inches. 

“Keep out zones,” also shown in Figure 48, have 
been established around the heat sink clip 
attachment tabs to prevent damage to surface 
mounted components during clip installation and 
removal. The keep out zones extend upwards from 
the surface of the motherboard to the top of the 
heat sink. The lateral limits of the keep out zones 
extend 0.1 Inch from the perimeter of each tab. 



Figure 47. OverDrive® Processor Envelope Dimensions 
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Figure 48. Space Requirements for the OverDrive® Processor 


Immovable objects must not be located less than 
1.85 inches above the seating plane of the ZIF 
socket. Removable objects must also not be 
located less than the 1.85 inches above the seating 
plane of the ZIF socket required for the processor 
and fan/heatsink. These requirements also apply to 
the area above the cam shelf. 

As shown in Figure 48 it is acceptable to allow any 
device (i.e. add-in cards, surface mount device, 
chassis etc.) to enter within the free space distance 
of 0.2" from the chip package If it is not taller than 
the level of the heat sink base. In other words. If a 
component Is taller than height 'B', It cannot be 
closer to the chip package than distance 'A'. This 


applies to all four sides of the chip package (the 
handle side of the ZIF socket will generally meet 
this specification since its width is typically larger 
than distance 'A' (0.2")). 

For designs which use Header 8, the header itself 
can violate the 0.2” airspace around the OverDrive 
processor package. A VRM (either Pentium Pro 
processor VRM or OverDrive processor VRM), 
once Installed In Header 8, and any components on 
the module, MUST NOT violate the 0.2” airspace. 
Also, the header must not interfere with the 
installation of the Pentium Pro or OverDrive 
processors, and must not interfere with the 
operation of the ZIF socket lever. Alternately, 
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Socket 8, and the installed processor must not 
interfere with the instaliation and removal of a VRM 
in Header 8. 

NOTE 

Components placed close to Socket 8 must 
not impede access to and operation of the 
handle of the ZIP socket lever. Adequate 
clearance must be provided within the 
proximity of the ZIP socket lever to provide 
fingertip access to the lever for normal 
operation, and to allow raising the lever to 
the full open position. 

8.2.2.3. Socket 8 Clip Attachment Tabs 

Standardized ciip attachment tabs wiil be provided 
on Socket 8. These will allow clips to secure the 
OverDrive processor to the socket to enhance 
shock and vibration protection. OEMs may utilize 
the attachment tabs for their own thermal solutions. 
As an option, OEMs may use customized 
attachment features providing that the additionai 
features do not interfere with the standard tabs 
used by the upgrade. 

Details of the clip attachment tabs and overall 
dimensions of Intei qualified sockets may be 
obtained from participating socket suppliers. 


8.2.3. OVERDRIVE® PROCESSOR 

VOLTAGE REGULATOR MODULE 
DEFINITION 

Header 8 is a 2-row, 40-pin shrouded header 
designed to accommodate a Pentium Pro processor 
VRM, OverDrive processor VRM, or a 
programmable VRM. The OverDrive processor 
VRM is used to convert the standard 5.0V supply to 
the OverDrive processor core operating voltage. 
Integral OverDrive processor VRM hold down tabs 
are included as part of the header definition for 
enhanced shock and vibration protection. 

OEMs who plan to design a custom VRM PC Board 
to fit into Header 8 should refer to the AP-523, 
Penf/u/n® Pro Processor Power Distribution 
Guidelines Application Note (Order Number 
242764). 


8.2.3.1 . OverDrive® Processor VRM 
Requirement 

When upgrading with an OverDrive processor, Intel 
suggests the use of its matched Voltage Regulator 
Module, which Intel plans to ship with the OverDrive 
processor retail package. 

If the OEM includes on-board voltage regulation 
and the Header 8 for the OverDrive processor 
VRM, the on-board voltage regulator must be shut 
off via the UP# output of the CPU. When the 
OverDrive processor Is installed, and the UP# 
signal is driven LOW, the on-board VR must never 
power on. This will ensure that there is no 
contention between the OverDrive processor VRM 
and the on-board regulator. 


8.2.3.2. OverDrive® Processor VRM 
Location 

It Is recommended that Header 8 be located within 
approximately 1 Inch of Socket 8 to facilitate end 
user installation. For optimum electrical 
performance, the Header 8 should be as close as 
possible to Socket 8. The location must not 
interfere with the operation of the ZIF socket handle 
or heatsink attachment clips. To allow system 
design flexibility. Header 8 placement is optional, 
but it is recommended that Header 8 NOT be 
placed on the same side of the ZIF socket as the 
handle. 


8.2.3.3. OverDrive® Processor VRM Pinout 

The OverDrive processor VRM pinout and pin 
description is presented in Figure 49 and Table 29, 
respectively. 


8.2.3.4. OverDrive® Processor VRM Space 
Requirements 

Figure 50 describes the maximum OverDrive 
processor VRM envelope. No part of the OverDrive 
processor VRM will extend beyond the defined 
space. 
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Figure 49. Header 8 Pinout 


Table 29. Header 8 Pin Reference 


Pin Name 

I/O 

Usage 

Function 

12Vin 

Input 

Required 

+12V±5% Supply 

5Vin 

Input 

Required 

+5V±5% Supply 1 

Vss 

Input 

Required 

Ground Reference 

OUTEN 

Input 

Optional 

When driven high this input will enable the OEM VRM 
output and float the OverDrive® processor VRM output. 
When this input is driven low, the output of the OEM 
module will float and the OverDrive processor VRM output 
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will be enabled. 

PWRGOOD 

Output 

Optional 

Power Good Is driven high upon the VRM output reaching 
valid levels. This output requires an external pull-up 
resistor (-lOKfl). 

RES 


No 

connect 

Reserved for future use. 

UP# 

Input 

Required 

This signal is held high via an external pull-up resistor on 
the open collector output of the Pentium® Pro processor, 
and Is driven low by the grounded output of the OverDrive 
processor. 

VccP 

Output 

Required 

Voltage Regulator Module core voltage output. Voltage 
level for the OverDrive processor will be lower than for the 
Pentium Pro processor. 

VID3-VID0 

inputs 

Optional 

Used by the Pentium Pro processor VRM to determine 
what output voltage to provide to the CPU. The OverDrive 
processor VRM does not require these pins to be 
connected as it will be voltage matched in advance to the 
OverDrive processor. Refer to Table 1 for Voltage ID pin 
decoding. 


NOTES: 

1 . The OverDrive® processor Voltage Regulator Module requires both 5V and 12V. Routing for the 5V VRM supply must 
support the full requirements of the OverDrive processor VRM given in Table 32 even If the 12V supply is utilized for the 
OEM VRM. 


Max Component - 
Height on front 
of VRM PCB 


1.8 

Total space 
for VRM/ 
Header 8 


r‘"' 

0.650 MIN 


Minimum distance to VRM 
components from motherboard 


• Max Component 
Height on back 
of VRM PCB 


3.10 MaxVRM PCB Width - 


2.4 

Total height 
from 

motherboard 
to an 

immovable 

object 



DIMENSIONS IN INCHES 

NOTE: The connector comprises a header mounted on the motherboard and a receptacle on the edge of the VRM PCB. 
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8.3. Functional Operation of 

OverDrive® Processor Signals 

8.3.1 . FAN/HEATSINK POWER (Vcc5) 

This 5V supply provides power to the fan of the 
fan/heatsink assembly. See Table 31 for Vcc5 
specifications. 

8.3.2. UPGRADE PRESENT SIGNAL (UP#) 

The Upgrade Present signal is used to prevent 
operation of voltage regulators providing a 
potentially harmful voltage to the OverDrive 
processor, and to prevent contention between on- 
board regulation and the OverDrive processor 
VRM. UP# is an open collector output, held high 
using a pull-up resistor on the motherboard tied to 
+5 Volts. 

There are several system voltage regulation design 
options to support both the Pentium Pro processor 
and Its OverDrive processor. The use of the UP# 
signal for each case is described below: 

— Case 1 : Header 8 only 

If the system Is designed with voltage 
regulation from the Header 8 only, then the 
UP# signal must be connected between the 
CPU socket (Socket 8) and the VRM 
connector (Header 8). The Pentium Pro 
processor VRM should Internally connect 
the UP# input directly to the VRM OUTEN 
Input. If the Pentium Pro processor is 
replaced with an OverDrive processor and 
the OEM VRM is NOT replaced with the 
OverDrive processor VRM, the original 
voltage regulator will never enable its 
outputs because the lower voltage 
OverDrive processor could be damaged. 
Refer to Figure 51. 
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Figure 51. Upgrade Presence 
Detect Schematic-Case 1 


— Case 2: Header 8 AND alternate voltage 
source 

If the system is designed with alternate 
voltage source and a Header 8 for future 
upgrade support, then the UP# signal must 
be connected between Socket 8, Header 8, 
and the alternate voltage source. The 
Pentium Pro processor voltage regulator 
should use the UP# signal to disable the 
voltage output when detected low 
(indicating that an OverDrive processor has 
been Installed). The OverDrive processor 
VRM, when installed into the Header 8 will 
use the UP# signal to enable its outputs 
(when detected low). When the Pentium 
Pro processor is replaced with an 
OverDrive processor and the OverDrive 
processor VRM Is Installed, the original 
voltage regulator must never enable its 
outputs because the lower voltage 
OverDrive processor could be damaged. 
Refer to Figure 52. 
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Figure 52. Upgrade Presence 
Detect Schematic — Case 2 


— Case 3; Alternate voltage source only 

If the system Is designed with only a 
programmable voltage source using the 
VID3-VID0 pins, then the UP# signal need 
not be used. 

NOTE 

The programmable voltage source needs to 
be able to provide the OverDrive processor 
with Its required power. Refer to Figure 53. 



Figure 53. Upgrade Presence 
Detect Schematic — Case 3 


8.3.3. BIOS CONSIDERATIONS 

Please refer to the Pentium^ Pro Processor 
Developers Manual: Volume 3, Programmer's 
Reference Manual (Order Number 242691) for test 
Information for BIOS requirements. 


inW 

It Is the responsibility of the BIOS to detect the type 
of CPU in the system and program the support 
hardware accordingly. In mo^t cases, the BIOS 
does this by reading the CPU signature, comparing 
it to known signatures, and, upon finding a match, 
executing the corresponding hardware Initialization 
code. 

The CPUID Instruction is used to determine several 
processor parameters. Following execution of the 
CPUID instruction, bits 12 and 13 of the EAX 
register can be used to determine if the processor 
Is an OEM or an OverDrive processor. An 
OverDrive processor Is present if bit 13=0 and bit 
12=1. 

NOTE 

Contact your BIOS vendor to ensure that the 
above requirements have been Included. 

8.3.3.1 . OverDrive® Processor CPUID 

Following power-on RESET or the CPUID 
Instruction, the EAX register contains the values 
shown In Table 30. 


Table 30. OverDrive® Processor CPUID 


Type 

[13:12] 

Family 

[11:8] 

Model 

[7:4] 

stepping 

[3:0] 

1 

6 

3 

X 


8.3.3.2. Common Causes of Upgradabllity 
Problems Due to BIOS 

CPU signature detection has been a common 
cause of current upgradabllity problems due to 
BIOS. A few precautions within the BIOS can help 
to eliminate future upgradabllity problems with 
Pentium Pro processor-based systems. When 
programming or modifying a BIOS, be aware of the 
Impact of future OverDrive processors. The 
following recommendations should prevent 
problems In the future: 

• Always use the CPU signature and feature flags 
to Identify the processor, including future 
processors. 

• Never use timing loops for delays. 

• If an OverDrive processor Is detected, report 
the presence of an “OverDrive processor” to the 
end-user. 
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• If an OverDrive processor is detected, don’t test 
on-chip cache sizes or organization. The 
OverDrive processor cache parameters differ 
from those of the Pentium Pro processor. 

• If an OverDrive processor is detected, don’t use 
the Pentium Pro processor model specific 
registers and test registers. OverDrive 
processor MSRs differ from those of the 
Pentium Pro processor. 

8.4. OverDrive® Processor 
Electrical Specifications 

This section describes the electrical requirements 

for the OverDrive processor. 
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NOTE 

ZIP socket electrical parameters may differ 
from LIF socket parameters; therefore, be 
sure to use the appropriate ZIF socket 
parameters for electrical design simulations. 


8.4.1 . DC SPECIFICATIONS 


8.4.1 .1 . OverDrive® Processor DC 

Specifications 

Table 31 lists the DC specifications for the 
OverDrive processor that are either different from or 
in addition to the Pentium Pro processor 
specifications. 


8.4.1 .2. OverDrive® Processor VRM DC 
Specifications 

The DC specifications for the OverDrive processor 
VRM are presented In Table 32. 


Table 31. OverDrive® Processor DC Specifications 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Notes 

IccP 

Primary Ice Current 

0.100 


11.2 

A 

1 

VccP 

Primary Vec Voltage 


2.5 

2.625 


VccP = 2.5V±5% 
2 








IccS 

Secondary Ice Current 



0 

A 


VCCS 

Secondary Vec 
Voltage 

3.145 

3.3 

3.465 


VccS = 3.3V ±5% 








Icc5 

Fan/heatsink Current 



340 

mA 


Vcc5 

Fan/heatsink Voltage 

4.75 

5 

5.25 


Vcc5 = 5V ± 5% 








Pmax 

Maximum Thermal 
Design Power 



26.7 

W 

1 


NOTES: 

1 . This specification applies to the future OverDrive® processor for 1 50 MHz Pentium® Pro processor-based systems. 

2. This is the TARGET OverDrive processor Voltage. It Is recommended that the Voltage Identification be used to determine 
processor voltage for programmable voltage sources and Implement a voltage range which adequately covers the 
OverDrive processor Target Voltage (~2.4-2.7V). 
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Table 32. OverDrive® Processor VRM Specifications 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

ViL 

Control Signal Input Low Voltage 

-0.3 

0.8 

V 


ViH 

Control Signal Input High Voltage 

2.0 

Vcc5+0.3 

V 


VoL 

Control Signal Output Low Voltage 


0.4V 

V 


Voh5 

Control Signal Output High Voltage 

2.4 

Vcc5+0.3 

V 

PWRGOOD 

Icc5 

5.0V Power Supply Current 

0.100 

7.0 

H 

VRM input 
current 

Icc12 

12.0V Power Supply Current 


150 

mA 

VRM input 
current 

loUT 

VRM Output Current 


11.2 

A 


Lmb 

Total Inductance between VRM 
output and processor pins 


2.5 

nH 


Rmb 

Total resistance between VRM 
output and processor pins 


2.1 

mW 

1 

dicc/dt 

Worst Case Input (Icc5) Load 
Change 


100 

mA/ 

MS 


Tvout 

Valid Input Supply to Output Delay 


10 

ms 



NOTES: 

1 . Maximum total resistance from VRM output to CPU pins cannot exceed 2.1 mO. For example, a breakdown of the resistive 
path might be 0.45 mtl for VRM header, 1 .0 mW for motherboard power plane resistance, and 0.65 mO for ZIF socket. 


8.4.2. OVERDRIVE® PROCESSOR 

DECOUPLING REQUIREMENTS 

No additional decoupling capacitance is required to 
support the OverDrive processor beyond what Is 
necessary for the Pentium Pro processor. Any 
Incremental decoupling, both bulk and high speed, 
required by the OverDrive processor will be 
provided on the processor package. It is strongly 
recommended that liberal, low inductance 
decoupling capacitance be placed near Socket 8 
following the guidelines In Note 1 of Table 4 and the 
AP-523, Pentium® Pro Processor Power 
Distribution Guideiines Application Note (Order 
Number 242764). Capacitor values should be 
chosen to ensure they eliminate both low and high 
frequency noise components. 


8.4.3. AC SPECIFICATIONS 

Except for internal CPU core Clock frequency, the 
OverDrive processor will operate within the same 
AC specifications as the Pentium Pro processor. 


8.5. Thermal Specifications 

This section describes the cooling solution utilized 
by the OverDrive processor and the cooling 
requirements for both the processor and VRM. Heat 
dissipation by the OverDrive processor will be no 
greater than the Pentium Pro processor, as 
described in Section 6. 


8.5.1 . OVERDRIVE® PROCESSOR COOLING 
REQUIREMENTS 

The OverDrive processor will be cooled with a 
fan/heatsink cooling solution. The OverDrive 


1-82 


I 




























































processor will operate properly when the preheat 
temperature, Tph, is a maximum of 50°C (Tph is the 
temperature of the air entering the fan/heatsink, 
measured 0.3” above the center of the fan — See 
Figure 48). When the preheat temperature 
requirement is met, the fan/heatsink will keep the 
case temperature, Tc, within the specified range, 
provided airflow through the fan/heatsink is 
unimpeded (see Space Requirements, 
Section 8.2.2.2.). 

It Is strongly recommended that testing be 
conducted to determine if the fan inlet temperature 
requirement is met at the system maximum ambient 
operating temperature. 

NOTE 

The OverDrive processor will operate 
property when the preheat temperature, Tph, 

Is a maximum of 50°C (Tph is the 
temperature of the air entering the 
fan/heatsink, measured 0.3” above the 
center of the fan — See Figure 48.) 


8.5.1 .1 . Fan/Heatsink Cooling Solution 

A height of 0.4" airspace above the fan/heatsink 
unit and a distance of 0.2” around all four sides of 
the OverDrive processor Is REQUIRED to ensure 
that the airflow through the fan/heatsink is not 
blocked. The fan/heatsink will reside within the 
boundaries of the surface of the chip. Blocking the 
airflow to the fan/heatsink reduces the cooling 
efficiency and decreases fan life. Figure 48 
illustrates an acceptable airspace clearance above 
the fan/heatsink and around the OverDrtve 
processor package. 


8.5.2. OEM PROCESSOR COOLING 
REQUIREMENTS 

The OEM processor cooling solution must not 
impede the upgradability of the system. For 
example: 


PENTIUM® PRO PROCESSOR AT 150 MHz 


• If an OEM fan/heatsink is used, then electrical 
connections between the OEM fan/heatsink and 
system must be through an end user separable 
connector. 

• If an OEM fan/heatsink is used, removal of the 
assembly must not interfere with the operation 
of the OverDrive processor, for example, by 
activating cooling failure protection mechanisms 
employed by the OEM. 

• Custom attachment features In addition to the 
features covered in Section 8.2.2.3. must not 
Interfere with attachment of the upgrade 
retention clips. 

8.5.3. OVERDRIVE® PROCESSOR VRM 
COOLING REQUIREMENTS 

The OverDrtve processor Voltage Regulator Module 
will be shipped with a passive heat sink. Voltage 
regulator case temperature must not exceed 105°C. 
The ambient temperature, Ta, required to property 
cool the VRM can be estimated from the following 
section. 

8.5.4. THERMAL EQUATIONS AND DATA 

The OverDrtve processor Voltage Regulator Module 
requires that Tc does not exceed 105°C. Tc is 
measured on the surface of the hottest component 
of the VRM. To calculate Ta values for the VRMs at 
different flow rates, the following equations and 
data may be used: 

Ta = Tc - (P ^ 0ca) 

Where, 

Ta and Tc = Ambient and Case temperature, 
respectively. (°C) 

®CA = Case-to-Ambient Thermal Resistance 

(°C/Watt) 

P = Maximum Power Consumption (Watt) 


I 
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Table 33. Upgrade Power Dissipation for Thermal Design 


Parameter 

TVp’ 

Maxi 

Unit 

Notes 

VRM Power 
Dissipation 

6 

7 

Watts 

OverDrive Processor VRM 

Tc, Max 


105 

m 

Voltage Regulator Maximum Case 
Temperature 


NOTES: 

1 . Specification for the OverDrive® Processor Voltage Regulator Module. A Pentium® Pro processor OEM Module is specific 
to the design and may differ. 


Table 34. OverDrive® Processor Thermal Resistance and Maximum Ambient Temperature 


Airflow -FtTMIn (M/Sec) i 


100 (0.50) 

150 (0.75) 

200(1.01) 

250(1.26) 

300(1.52) 

OverDrive processor Ta, 
Max (°C) 

Fan/Heatsink requires Ambient of 50°C or less regardless of external 
airflow. 

OverDrive processor 
VRM 0CA (°C/W) 

9.8 

8.3 

6.8 

mm 

6.0 

OverDrive processor 
VRM Ta, Max (°C) 2 

36 

47 

57 

60 

63 


NOTES; 

1 . Airflow direction parallel to long axis of VRM PCB. 

2. Tcase = 105“C, Power as per Table 33. 


8.6. Criteria for OverDrive® 
Processor 

This section provides PC system designers with 
information on the engineering criteria required to 
ensure that a system is upgradable. The diagrams 
and checklists will aid the OEM to check specific 
criteria. Several design tools are available through 
Intel field representatives which will help the OEM 
meet the criteria. Refer to Section 8.6.1 for a list of 
documents. 

The criteria are divided into 5 different categories: 

• Electrical Criteria 

• Thermal Criteria 

• Mechanical Criteria 

• Functional Criteria 

• End User Criteria 


8.6.1 . RELATED DOCUMENTS 

All references to related documents within this 
section Imply the latest published revision of the 
related document, unless specifically stated 
otherwise. Contact your local Intel Sales 
representative for latest revisions of the related 
documents. 

Processor and Motherboard Documentation: 

• Pentiunrf^ Pro Processor Developer's Manual: 
Programmer's Reference Manual (Order 
Number 242691) 

8.6.2. ELECTRICAL CRITERIA 

The criteria In this section concentrates on the CPU 
and VRM, and covers pin to plane continuity, signal 
connections, signal timing and quality, and voltage 
transients. 
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8.6.2.I. 


OverDrive® Processor Electrical 
Criteria 


The electrical criteria for the OverDrive processor is 
split into three tabies. Most of the criteria refer 
directly to previous sections of this document. 

The criteria for the OverDrive processor that oniy 
apply to motherboards and systems which employ 


a Header 8 are presented in Table 35. See 
Tables? for criteria that apply regardless of a 
Header 8. 

The criteria for the OverDrive processor that apply 
to all mothertoards and systems are presented in 
Table 37. 


Table 35. Electrical Test Criteria for Systems Employing Header 8 


Criteria 

Refer To: 

Comment 

5Vin Tolerance 
Header 8 Input 

Table 32 

Measured Under the following Loading Conditions: 

Max Icc 5 at Steady-State 

Min Icc 5 at Steady-State 

Fast Switch between Max and Min Ices 

Refer to Table 32 for OverDrive processor VRM Icc5 

specification. 

Pentium® Pro 
processor Vccp 
Specification 

Table 4 

Measured Under the following Loading Conditions: 

Max IceP at Steady-State 

Min IceP at Steady-State 

Fast Switch between Max and Min IceP 

Refer to Table 5 for Pentium Pro processor IceP 

specification. 

VRM RES pins 

Table 29 

Must not be connected. 

VRM control signals 
(5Vin, VSS. 
PWRGOOD, UP#, 
Vccp, and VID3-VID0) 

Table 29 

Must be connected as specified. 
OUTEN is optional. 

VRM control input 
signal quality 

Table 32 

VRM control input signals must meet the DC specifications 
of the VRM. 

Maximum Total LMB 

Table 32 

Inductance between VRM output and CPU socket pins. 

Maximum Total RMB 

Table 32 

Resistance between VRM output and CPU socket pins. 


Table 36. Electrical Test Criteria for Systems Not Employing Header 8 


Criteria 

Refer To: 

Comment 

VeeP 

Primary CPU Vcc 
Voltage 

Table 31 
including 
note 2 

Measured Under the following Loading Conditions: 

Max IceP at Steady-State 

Min IceP at Steady-State 

Fast Switch between Max and Min IceP 

Refer to Table 31 for OverDrive® processor IceP 

specification. 
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Table 37. Electrical Test Criteria for all Systems 


Criteria 

Refer To: 

Comment 

Vccs 

Secondary CPU Vcc 
Voltage 

Table 31 

Loading Conditions: 

• Max IccS at Steady-State 

• Min IccS at Steady-State 

• Fast Switch between Max and Min IccS 
Refer to Table 31 for OverDrive® processor IccS 
specification. 

VCC5 

Table 31 

Fan/Heatsink Voltage 

Vcc continuity to 
Socket 8 

Table 26 

0.5W or less for any single pin from Socket 8 Vcc pihs to 
Vcc supply. 

Applies to both primary and secondary pins and their 
respective supplies. 

VSS continuity to 
Socket 8 

Table 26 

0.5W or less for any single pin From Socket 8 VSS pins to 
VSS supply. 

RESERVED Pins 

Table 26 

Must not be connected. 

Input signal quality 

Section 5.2 

Must meet specification of the Pentium® Pro processor. 

AC timing 
specifications 

Section 3.15 

Must meet all AC specifications of the Pentium Pro 
Processor. 


S.6.2.2. Pentium® Pro Processor Electrical 
Criteria 

Motherboards and systems will be tested to the 
specifications of the Pentium Pro processor in 
Section 3. 


8.6.3. THERMAL CRITERIA 


8.6.3.1 . OverDrive® Processor Cooling 
Requirements (Systems Testing 
Only) 

The maximum preheat temperature, Tph, for the 
OverDrive processor must not be greater than 
specified in Section 8.5.1. Tph is the temperature of 
the air entering the fan heatsink and is measured 
0.3 inches (0.76 cm) above the center of the fan. 
Thermal testing should be performed at the OEM 
specified maximum system operating temperature 
(not less than 32°C), and under worst case thermal 
loading. Worst case thermal loading requires every 
I/O bus expansion slot to be filled with the longest 
typical add-in card that will not violate the required 
clearance for airflow around the OverDrive 
processor (refer to Section 8.2.2.2. for these 


requirements). These add-in cards represent typical 
power dissipation per type and form factor (Full 
length PCI, VL, ISA, and Vz length PCI dissipate 
10W; Va, length ISA dissipates 7.5W, Vz length ISA 
dissipates 5W, and length ISA dissipates 3.3W). 


8.6.3.2. Pentium® Pro Processor Cooling 
Requirements (Systems Testing 
Only) 

The Pentium Pro processor case temperature must 
meet the specifications of the Pentium Pro 
processor. Thermal testing should be performed 
under worst case thermal loading (Refer to 8.6.3. 1. 
for loading description), and with a cooling solution 
representative of the OEM’s cooling solution. Refer 
to Tables for the Pentium Pro processor case 
temperature specification. 


8.6.3.3. Voltage Regulator Modules 

(Systems Employing a Header 8 
Only) 

The case temperature of the voltage regulator on 
the OverDrive processor VRM must not exceed the 
specification of Table 38. 
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Table 38. Thermal Test Criteria 


Criteria 

Refer To: 

Comment 

Tph 

Section 8.5.1. 

Air temperature entering the fan/heatsink of the 
OverDrive® processor. Measured 0.3 inches (0.76 cm) 
above the center of the fan/heatsInk. 

Pentium® Pro 
processor Case 
Temperature 

Table 5 

Tc must meet the specifications of the Pentium Pro 
Processor. Measured with a cooling solution 
representative of the OEM’s. 

Voltage Regulator 
Case Temperature 

Table 33 



8.6.4. MECHANICAL CRITERIA 

8.6.4.1 . OverDrive® Processor Clearance and Airspace Requirements 

Refer to Figure 48 for a drawing of the various clearance and airspace requirements 


Table 39. Mechanical Test Criteria for the OverDrive® Processor 


Criteria 

Refer To: 

Comment 

Minimum airspace 
from top surface of 
socket to any object. 

Figure 48 

See “Total Clearance Above Socket” in Figure 40. 

Minimum airspace 
around all 4 sides of 
the OverDrive 
processor 
fan/heatsInk. 

Figure 48 

Required from the CPU package side to the top of the 
vertical clearance area. See “A” in Figure 40. 

Minimum airspace 
around heatsink clip 
tabs. 

Figure 48 

Extend from the motherboard surface to the top of the 
fan/heatsink. See “Keep Out Zones" in Figure 40. 

ZIF socket lever 
operation. 

Figure 48 

Must operate from fully closed to fully open position with no 
Interference. 


8.6.4.2. OverDrive® Processor VRM 
Clearance and Airspace 
Requirements 

Refer to Figure 50 for a drawing of the various 
clearance and airspace requirements of the 
OverDrive processor VRM. Nothing must Intrude 
into the space envelope, including airspace region, 
defined in Figure 50 with the exception of Header 8 
itself. 


8.6.5. FUNCTIONAL CRITERIA 

The OverDrive processor is Intended to replace the 
original Pentium Pro processor. The system must 
boot property without error messages when the 
OverDrive processor is installed. 


8.6.5.I. Software Compatibility 

System hardware and software that operates 
property with the original Pentium Pro processor 
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must operate property with the OverDrive 


processor. 


Table 40. Functional Test Criteria 


Criteria 

Refer To: 

Comment 

Software 

Compatibility 


No incompatibilities resulting from upgrade installation. 

BIOS Functionality 

Section 8.3.3. 

CPU Type Reported on Screen must be reported correctly 
or not at all. Intel recommends reporting “OverDrive 
Processor". 

Never Use Timing Loops. 

Do not test the cache, or use model specific registers 
when the upgrade Is detected. 


8.6.5.2. BIOS Functionality 

The BIOS must continue to operate correctly with 
the OverDrive processor installed In the system. 
Always use the CPU Signature and Feature flags to 
Identify If an OverDrive processor is installed. 
Please refer to the PentiunP Pro Processor 
Developer's Manual: Volume 3, Programmer's 
Reference Manual: (Order Number 242691) for the 
BIOS recommendations. 


8.6.6. END USER CRITERIA 


8.6.6.1 . Qualified OverDrive® Processor 
Components 

To ensure processor upgradability, a system should 
employ the following Intel-qualified OverDrive 
processor components. For a list of qualified 
components contact your Intel sales representative, 
or if In the US, contact Intel FaxBACK Information 
Service at (800) 525-3019. 

• Genuine Intel OEM CPU 

• Socket 8, 387-hole ZIF 

• Header 8, 40-pln shrouded (Systems and 
Motherboards employing Header 8 solution 
only.) OR programmable voltage regulator 
capable of providing the voltage and current 
required by the OverDrive propessor. 

8.6.6.2. Visibility and Installation 

Socket 8 and Header 8 must be visible upon 
removal of the system cover. Otherwise, the OEM 
must include diagrams or other indicators visible 


upon removal of the system cover or clear 
Instructions in the user's manual to guide the end 
user to the CPU socket and the VRM header. 
Special tools, other than a screw driver, must not 
be required for an upgrade installation. 


8.6.6.3. Jumper Configuration 

End user configured jumpers are not 
recommended. If design requires jumpers or 
switches to upgrade the system, a detailed jumper 
description in the manual is required. The jumpers 
must be easy to locate and set. Jumper 
identification should be silk-screened on the 
motherboard if possible. Jumper tables on the 
inside of the system case are recommended. 


8.6.6.4. BIOS Changes 

BIOS changes or additional software must not be 
required to upgrade the system with the OverDrive 
processor. 

8.6.6.5. Documentation 

The system documentation must include installation 
instructions, with illustrations of the system. Socket 
8 and Header 8 location, and any heatsink clip's 
operation and orientation instructions. Furthermore, 
there must be no documentation anywhere stating 
that the warranty is void if the OEM processor is 
removed. 


8.6.6.6. Upgrade Removal 

The upgrade process must be reversible such that 
upon re-installation of the original CPU, the system 
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must retain original functionality and the cooling 
solution must return to its original effectiveness. 
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APPENDIX A 


This appendix provides an alphabetical listing of all 
Pentium Pro processor signals. Pins that do not 
appear here are not considered bus signals and 
are described In Table 2. 


A.1 A[35:3]#(l/0) 

The A[35:3]# signals are the address signals. They 
are driven during the two-clock Request Phase by 
the request initiator. The signals In the two clocks 
are referenced Aa[35:3]# and Ab[35:3]#. During 
both clocks, A[35:24]# signals are protected with 
the API# parity signal, and A[23:3]# signals are 
protected with the APO# parity signal. 

The Aa[35:3]# signals are interpreted based on 
information carried during the first Request Phase 
clock on the REQa[4:0]# signals. 

For memory transactions as defined by REQa[4;0]# 
= {XX01X,XX10X,XX11X}, the Aa[35:3]# signals 
define a 23®-byte physical memory address space. 
The cacheable agents in the system observe the 
Aa[35:3]# signals and begin an Internal snoop. The 
memory agents in the system observe the 
Aa[35:3]# signals and begin address decode to 
determine if they are responsible for the transaction 
completion. Aa[4:3]# signals define the critical 
word, the first data chunk to be transferred on the 
data bus. Cache line transactions use the standard 
burst order described in Pentium® Pro Processor 
Developer's Manual, Volume 1: Specifications 
(Order Number 242690) to transfer the remaining 
three data chunks. 

For Pentium Pro processor lO transactions as 
defined by REQa[4:0]# = 1000X, the signals 
Aa[16:3]# define a 64K+3 byte physical lO space. 
The lO agents in the system observe the signals 
and begin address decode to determine If they are 
responsible for the transaction completion. 
Aa[35:17]# are always zero. Aa16# Is zero unless 
the lO space being accessed is the first three bytes 
of a 64KByte address range. 

For deferred reply transactions as defined by 
REQa[4:0]# = 00000, Aa[23:16]# carry the deferred 
ID. This signal is the same deferred ID supplied by 
the request Initiator of the original transaction on 
Ab[23:16]#/DID[7:0]# signals. Pentium Pro 


iny 


processor bus agents that support deferred replies 
sample the deferred ID and perform an Internal 
match against any outstanding transactions waiting 
for deferred replies. During a deferred reply, 
Aa[35:24]# and Aa[15:3]# are reserved. 

For the branch-trace message transaction as 
defined by REQa[4:0]# = 01001 and for special and 
interrupt acknowledge transactions, as defined by 
REQa[4:0]# = 01000, the Aa[35:3]# signals are 
reserved and undefined. 

During the second clock of the Request Phase, 
Ab[35:3]# signals perform Identical signal functions 
for all transactions. For ease of description, these 
functions are described using new signal names. 
Ab[31 :24]# are renamed the attribute signals 
ATTR[7:0]#. Ab[23:16]# are renamed the Deferred 
ID signals DID[7:0]#. Ab[15:8]# are renamed the 
eight-byte enable signals BE[7:0]#. Ab[7:3]# are 
renamed the extended function signals EXF[4:0]#. 


Table 41. Request Phase Decode 


Ab[31:24J# 

Ab[23:16J# 

Ab[15:8J# 

Ab[7:3]# 

ATTR[7:0]# 

DID[7:0J# 

BE[7:0J# 

EXF[4:01# 


On the active-to-inactive transition of RESET#, 
each Pentium Pro processor bus agent samples 
A[35:3]# signals to determine its power-on 
configuration. Two clocks after RESET# is sampled 
deasserted, these signals begin normal operation. 


A.2 A20M# (I) 

The A20M# signal is the address-20 mask signal in 
the PC Compatibility group. If the A20M# Input 
signal Is asserted, the Pentium Pro processor 
masks physical address bit 20 (A20#) before 
looking up a line In any Internal cache and before 
driving a read/write transaction on the bus. 
Asserting A20M# emulates the 8086 processor’s 
address wrap around at the one Mbyte boundary. 
Only assert A20M# when the processor Is In real 
mode. The effect of asserting A20M# in protected 
mode Is undefined and may be Implemented 
differently in future processors. 


1-90 


I 





Snoop requests and cache-line writeback 
transactions are unaffected by A20M# input. 
Address 20 is not masked when the processor 
samples external addresses to perform internal 
snooping. 

A20M# is an asynchronous input. However, to 
guarantee recognition of this signal following an I/O 
write instruction, A20M# must be valid with active 
RS[2:0]# signals of the corresponding I/O Write bus 
transaction. In FRC mode, A20M# must be 
synchronous to BCLK. 

During active RESET#, the Pentium Pro processor 
begins sampling the A20M#, IGNNE#, and 
LINT[1 :0] values to determine the ratio of core-clock 
frequency to bus-clock frequency. After the PLL- 
lock time, the core clock becomes stable and is 
locked to the external bus clock. On the active-to- 
inactive transition of RESET#, the Pentium Pro 
processor latches A20M# and IGNNE# and freezes 
the frequency ratio internally. Normal operation on 
the two signals continues two clocks after RESET# 
is sampled inactive. 


A.3 ADS# (I/O) 

The ADS# signal Is the address Strobe signal. It is 
asserted by the current bus owner for one clock to 
indicate a new Request Phase. A new Request 
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Phase can only begin If the In-order Queue has less 
than the maximum number of entries defined by the 
power-on configuration (1 or 8), the Request Phase 
is not being stalled by an active BNR# sequence 
and the ADS# associated with the previous 
Request Phase is sampled inactive. Along with the 
ADS#, the request Initiator drives A[35:3]#, 
REQ[4:0]#, AP[1:0]#, and RP# signals for two 
clocks. During the second Request Phase clock, 
ADS# must be inactive. RP# provides parity 
protection for REQ[4:0]# and ADS# signals during 
both clocks. If the transaction Is part of a bus 
locked operation, LOCK# must be active with 
ADS#. 

If the request initiator continues to own the bus after 
the first Request Phase, it can issue a new request 
every three clocks. If the request initiator needs to 
release the bus ownership after the Request Phase, 
It can deactivate its BREQn#/ BPRI# arbitration 
signal as early as with the activation of ADS#. 

All bus agents observe the ADS# activation to 
begin parity checking, protocol checking, address 
decode, internal snoop, or deferred reply ID match 
operations associated with the new transaction. On 
sampling the asserted ADS#, all agents load the 
new transaction in the In-order Queue and update 
Internal counters. The Error, Snoop, Response, and 
Data Phase of the transaction are defined with 
respect to ADS# assertion. 


Table 42. Bus Clock Ratios Versus Pin Logic Levels 


Ratio of Core 
Clock to Bus Clock 

LINT[1]/NMI 

LINT[0]/INTR 

IGNNE# 

A20M# 

2 

L 

L 

L 

L 

2 

H 

H 

H 

H 

3 

L 

L 

H 

L 

4 

L 

L 

L 

H 

5 

L 

L 

H 

H 

5/2 

L 

H 

L 

L 

7/2 

L 

H 

H 

L 

9/2 

L 

H 

L 

H 

11/2 

L 

H 

H 

H 

RESERVED 

ALL OTHER COMBINATIONS 
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A.4 AERR#(i/0) 

The AERR# signal is the address parity error signal. 
Assuming the AERR# driver is enabled during the 
power-on configuration, a bus agent can drive 
AERR# active for exactly one clock during the Error 
Phase of a transaction. AERR# must be inactive for 
a minimum of two clocks. The Error Phase is 
always three clocks from the beginning of the 
Request Phase. 

On observing active ADS#, all agents begin parity 
and protocol checks for the signals valid in the two 
Request Phase clocks. Parity is checked on 
AP[1:0]# and RP# signals. API# protects 
A[35:24]#, APO# protects A[23:3]# and RP# 
protects REQ[4:0]#. A parity error without a protocol 
violation is signaled by AERR# assertion. 

If AERR# observation is enabled during power-on 
configuration, AERR# assertion in a valid Error 
Phase aborts the transaction. All bus agents 
remove the transaction from the In-order Queue 
and update internal counters. The Snoop Phase, 
Response Phase, and Data Phase of the 
transaction are aborted. All signals in these phases 
must be deasserted two clocks after AERR# Is 
asserted, even if the signals have been asserted 
before AERR# has been observed. Specifically if 
the Snoop Phase associated with the aborted 
transaction is driven in the next clock, the snoop 
results, including a STALL condition (HIT# and 
HITM# asserted for one clock), are ignored. Ail bus 
agents must also begin an arbitration reset 
sequence and deassert BREQn#/BPRI# arbitration 
signals on sampling AERR# active. A current bus 
owner in the middle of a bus lock operation must 
keep LOCK# asserted and assert its arbitration 
request BPRI#/BREQn# after keeping it inactive for 
two clocks to retain its bus ownership and 
guarantee lock atomicity. All other agents, including 
the current bus owner not in the middle of a bus 
lock operation, must wait at least 4 clocks before 
asserting BPRI#/BREQn# and beginning a new 
arbitration. 

if AERR# observation is enabled, the request 
initiator can retry the transaction up to n times until 
it reaches the retry limit defined by its 
implementation. (The Pentium Pro processor retries 
once.) After n retries, the request initiator treats the 
error as a hard error. The request initiator asserts 
BERR# or enters the Machine Check Exception 
handler, as defined by the system configuratiori. 

If AERR# observation Is disabled during power-on 
configuration, AERR# assertion is ignored by all 
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bus agents except a central agent. Based on the 
Machine Check Architecture of the system, the 
central agent can ignore AERR#, assert NMI to 
execute NMI handler, or assert BINIT# to reset the 
bus units of all agents and execute an MCE 
handler. 


A.5 AP[1:0]#(I/0) 

The AP[T.O]# signals are the address parity signals. 
They are driven by the request initiator during the 
two Request Phase clocks along with ADS#, 
A[35:3]#, REQ[4:0]#, and RP#. API# covers 
A[35:24]#. APO# covers A[23:3]#. A correct parity 
signal is high if an even number of covered signals 
are low and low if an odd number of covered 
signals are low. This rule allows parity to be high 
when ail the covered signals are high. 

Provided “AERR# drive" is enabled during the 
power-on configuration, all bus agents begin parity 
checking on observing active ADS# and determine 
If there Is a parity error. On observing a parity error 
on any one of the two Request Phase clocks, the 
bus agent asserts AERR# during the Error Phase of 
the transaction. 


A.6 ASZ[1:0]#(l/O) 

The ASZ[1:0]# signals are the memory address- 
space size signals. They are driven by the request 
initiator during the first Request Phase clock on the 
REQa[4:3]# pins. The ASZ[1:0]# signals are valid 
only when REQa[1:0]# signals equal 01 B, 10B, or 
1lB, indicating a memory access transaction. The 
ASZ[1:0]# decode is defined In Table 43. 


Table 43. ASZ[1 :0]# Signal Decode 


ASZ[1:0]# 

Description 

0 

0 

0 <= A[35;3]# < 4 GB 

0 

1 

4 GB <= A[35:3]# < 64 GB 

1 

X 

Reserved 


If the memory access is within the 0-to-(4GByte -1) 
address space, ASZ[1:0]# must be OOB. If the 
memory access Is within the 4Gbyte-to-(64GByte - 
1) address space, ASZ[1;0]# must be 01 B. Ail 
observing bus agents that support the 4Gbyte (32 
bit) address space must respond to the transaction 
only when ASZ[1 :0]# equals 00. All observing bus 
agents that support the 64GByte (36- bit) address 
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space must respond to the transaction when 
ASZ[1 :0]# equals OOB or 01 B. 


A.7 ATTR[7:0]#(I/0) 

The ATTR[7:0]# signals are the attribute signals. 
They are driven by the request initiator during the 
second Request Phase clock on the Ab[31:24]# 
pins. The ATTR[7:0]# signals are valid for all 
transactions. The ATTR[7:3]# are reserved and 
undefined. The ATTR[2:0]# are driven based on the 
Memory Range Register attributes and the Page 
Table attributes. Table 45. defines ATTR[3:0]# 
signals. 


A.8 BCLK (I) 

The BCLK (clock) signal is the Execution Control 
group input signal. It determines the bus frequency. 
All agents drive their outputs and latch their inputs 
on the BCLK rising edge. 

The BCLK signal Indirectly determines the Pentium 
Pro processor’s internal clock frequency. Each 
Pentium Pro processor derives its internal clock 
from BCLK by multiplying the BCLK frequency by a 
ratio as defined and allowed by the power-on 
configuration. See Table 42. 

All external timing parameters are specified with 
respect to the BCLK signal. 


A.9 BE[7:0]# (I/O) 

The BE[7;0]# signals are the byte-enable signals. 
They are driven by the request initiator during the 
second Request Phase clock on the Ab[15:8]# pins. 
These signals carry various information depending 
on the REQ[4:0]# value. 


For memory or I/O transactions (REQa[4:0]# = 
{10000B, 10001B, XX01XB, XX10XB, XXI 1XB}) 
the byte-enable signals Indicate that valid data Is 
requested or being transferred on the 
corresponding byte on the 64 bit data bus. BEO# 
indicates D[7:0]# Is valid, BE1# indicates D[15:8]# 
Is valid,..., BE7# indicates D[63:56]# Is valid. 


For Special transactions ((REQa[4:0]# = 01000B) 
and (REQb[1:0]# = 01 B)), the BE[7:0]# signals 
carry special cycle encodings as defined in 
Table 44. All other encodings are reserved. 


Table 44. Special Transaction Encoding on 
BE[7:0]# 


BE[7:0]# 

Special Cycle 

0000 0000 

Reserved 

0000 0001 

Shutdown 

0000 0010 

Flush 

0000 0011 

Halt 

0000 0100 

Sync 

0000 0101 

Flush Acknowledge 

00000 

0110 

Stop Clock Acknowledge 

00000 

0111 

SMI Acknowledge 

other 

Reserved 



For Deferred Reply, Intermpt Acknowledge, and 
Branch Trace Message transactions, the BE[7:0]# 
signals are undefined. 


Table 45. ATTR[7:0]# Field Descriptions 


ATTR[7:3]# 

ATTR[2]# 

ATTR[1:0]# 

XXXXX 

X 

11 

10 

01 

00 

Reserved 

Potentially 

Speculatable 

Write-Back 

Write-Protect 

Write-Through 

Uncacheable 


1 
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A.10 BERR#(l/0) 

The BERR# signal is the Error group Bus Error 
signal. It is asserted to indicate an unrecoverable 
error without a bus protocol violation. 

The BERR# protocol Is as follows; If an agent 
detects an unrecoverable error for which BERR# is 
a valid error response and BERR# Is sampled 
inactive, it asserts BERR# for three clocks. An 
agent can assert BERR# only after observing that 
the signal is inactive. An agent asserting BERR# 
must deassert the signal in two clocks if it observes 
that another agent began asserting BERR# in the 
previous clock. 

BERR# assertion conditions are defined by the 
system configuration. Configuration options enable 
the BERR# driver as follows: 

• Enabled or disabled 

• Asserted optionally for internal errors along 
with lERR# 

• Optionally asserted by the request initiator of a 
bus transaction after it observes an error 

• “ Asserted by any bus agent when it observes 

an error in a bus transaction 

BERR# sampling conditions are also defined by the 
system configuration. Configuration options enable 
the BERR# receiver to be enabled or disabled. 
When the bus agent samples an active BERR# 
signal and if MCE is enabled, the Pentium Pro 
processor enters the Machine Check Handler. If 
MCE Is disabled, typically the central agent 
forwards BERR# as an NMI to one of the 
processors. The Pentium Pro processor does not 
support BERR# sampling (always disabled). 


A.11 BINIT# (I/O) 

The BINIT# signal Is the bus initialization signal. If 
the BINIT# driver is enabled during the power on 
configuration, BINIT# Is asserted to signal any bus 
condition that prevents reliable future information. 

The BINIT# protocol is as follows: If an agent 
detects an error for which BINIT# is a valid error 
response, and BINIT# Is sampled Inactive, it 
asserts BINIT# for three clocks. An agent can 
assert BINIT# only after obsen^lng that the signal is 
Inactive. An agent asserting BINIT# must deassert 
the signal in two clocks if it observes that another 
agent began asserting BINIT# In the previous clock. 
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If BINIT# observation is enabled during power-on 
configuration, and BINIT# Is sampled asserted, all 
bus state machines are/eset. All agents reset their 
rotating ID for bus artitratlon to the state after reset, 
and Internal count information is lost. The LI and L2 
caches are not affected. 

If BINIT# observation is disabled during power-on 
configuration, BINIT# is ignored by ail bus agents 
except a central agent that must handle the error in 
a manner appropriate to the system architecture. 


A.12 BNR#(l/0) 

The BNR# signal is the Block Next Request signal 
in the Arbitration group. The BNR# signal is used to 
assert a bus stall by any bus agent who is unable to 
accept new bus transactions to avoid an internal 
transaction queue overflow. During a bus stall, the 
current bus owner cannot issue any new 
transactions. 

Since multiple agents might need to request a bus 
stall at the same time, BNR# is a wire-OR signal. In 
order to avoid wIre-OR glitches associated with 
simultaneous edge transitions driven by multiple 
drivers, BNR# is activated on specific clock edges 
and sampled on specific dock edges. A valid bus 
stall involves assertion of BNR# for one clock on a 
well-defined clock edge (T1), followed by de- 
assertion of BNR# for one clock on the next clock 
edge (T1+1). BNR# can first be sampled on the 
second clock edge (T1+1) and must always be 
ignored on the third clock edge (T1+2). An 
extension of a bus stall requires one clock active 
(T1+2), one clock inactive (T1+3) BNR# sequence 
with BNR# sampling points every two clocks (T1+1, 
T1+3,...). 

After the RESET# acfive-to-inactive transition, bus 
agents might need to perform hardware InitiaUzatlon 
of their bus unit logic. Bus agents Intending to 
create a request stall must assert BNR# In the clock 
after RESET# Is sampled inactive. 

After BINIT# assertion, all bus agents go through a 
similar hardware initialization and can create a 
request stall by asserting BNR# four clocks after 
BINIT# assertion is sampled. 

On the first BNR# sampling clock that BNR# is 
sampled inactive, the current bus owner is allowed 
to issue one new request. Any bus agent can 
immediately reassert BNR# (four clocks from the 
previous assertion or two clocks from the previous 
de-assertion) to create a new bus stall. This 
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throttling mechanism enables independent control 
on every new request generation. 

If BNR# is deasserted on two consecutive sampling 
points, new requests can be freely generated on the 
bus. After receiving a new transaction, a bus agent 
can require an address stall due to an anticipated 
transaction-queue overflow condition. In response, 
the bus agent can assert BNR#, three clocks from 
active ADS# assertion and create a bus stall. Once 
a bus stall is created, the bus remains stalled until 
BNR# is sampled asserted on subsequent sampling 
points. 


A.13 BP[3:2]# (I/O) 

The BP[3:2]# signals are the System Support group 
Breakpoint signals. They are outputs from the 
Pentium Pro processor that indicate the status of 
breakpoints. 


A.14 BPM[1:0]#(I/0) 

The BPM[1:0]# signals are more System Support 
group breakpoint and performance monitor signals. 
They are outputs from the Pentium Pro processor 
that Indicate the status of breakpoints and 
programmable counters used for monitoring 
Pentium Pro processor performance. 


A.15 BPRI#(I) 

The BPRI# signal is the Priority-agent Bus Request 
signal. The priority agent arbitrates for the bus by 
asserting BPRI#. The priority agent is always be the 
next bus owner. Observing BPRI# active causes 
the current symmetric owner to stop Issuing new 
requests, unless such requests are part of an 
ongoing locked operation. 

If LOCK# is sampled inactive two clocks from 
BPRI# driven asserted, the priority agent can issue 
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a new request within four clocks of asserting 
BPRI#. The priority agent can further reduce its 
arbitration latency to two clocks if it samples active 
ADS# and inactive LOCK# on the clock in which 
BPRI# was driven active and to three clocks if it 
samples active ADS# and inactive LOCK# on the 
clock in which BPRI# was sampled active. If 
LOCK# is sampled active, the priority agent must 
wait for LOCK# deasserted and gains bus 
ownership in two clocks after LOCK# is sampled 
deasserted. The priority agent can keep BPRI# 
asserted until all of its requests are completed and 
can release the bus by de-asserting BPRI# as early 
as the same clock edge on which it issues the last 
request. 

On observation of active AERR#, RESET#, or 
BINIT#, BPRI# must be deasserted in the next 
clock. BPRI# can be reasserted in the clock after 
sampling the RESET# active-to-lnactive transition 
or three clocks after sampling BINIT# active and 
RESET# Inactive. On AERR# assertion, if the 
priority agent is in the middle of a bus-locked 
operation, BPRI# must be re-asserted after two 
clocks, otherwise BPRI# must stay inactive for at 
least 4 clocks. 

After the RESET# inactive transition, Pentium Pro 
processor bus agents begin BPRI# and BNR# 
sampling on BNR# sample points. When both 
BNR# and BPRI# are observed inactive on a BNR# 
sampling point, the APIC units in Pentium Pro 
processors on a common APIC bus are 
synchronized. 


A.16 BR0#(l/O), BR[3:1]# (I) 

The BR[3:0]# pins are the physical bus request pins 
that drive the BREQ[3:0]# signals in the system. 
The BREQ[3:0]# signals are interconnected in a 
rotating manner to individual processor pins. 
Table 46 gives the rotating interconnect between 
the processor and bus signals. 
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Table 46. BR[3:0]# Signals Rotating Interconnect 


Bus Signal 

Agent 0 Pins 

Agent 1 Pins 

Agent 2Plns 

Agent 3 Pins 

BREQO# 

BRO# 

BR3# 

BR2# 

BR1# 

BREQ1# 

BR1# 

BRO# 

BR3# 

BR2# 

BREQ2# 

BR2# 

BR1# 

BRO# 

BR3# 

BREQ3# 

BR3# 

BR2# 

BR1# 

BRO# 


During power-up configuration, the central agent 
must assert the BRO# bus signal. All symmetric 
agents sample their BR[3:0]# pins on actlve-to- 
inactive transition of RESET#. The pin on which the 
agent samples an active level determines its agent 
ID. All agents then configure their pins to match the 
appropriate bus signal protocol, as shown in 
Table 47. 


Table 47. BR[3:0]# Signal Agent IDs 


Pin Sampled Active on RESET# 

Agent ID 

BRO# 

0 

BR3# 

1 

BR2# 

2 

BR1# 

3 


A.17 BREQ[3:0]#(I/0) 

The BREQ[3:0]# signals are the Symmetric-agent 
Arbitration Bus signals (called bus request). A 
symmetric agent n arbitrates for the bus by 
asserting Its BREQn# signal. Agent n drives 
BREQn# as an output and receives the remaining 
BREQ[3:0]# signals as Inputs. 

The symmetric agents support distributed 
arbitration based on a round-robin mechanism. The 
rotating ID is an internal state used by all symmetric 
agents to track the agent with the lowest priority at 
the next arbitration event. At power-on, the rotating 
ID is initialized to three, allowing agent 0 to be the 
highest priority symmetric agent. After a new 
arbitration event, the rotating ID of ail symmetric 
agents is updated to the agent ID of the symmetric 
owner. This update gives the new symmetric owner 
lowest priority in the next arbitration event. 

A new arbitration event occurs either when a 
symmetric agent asserts Its BREQn# on an Idle bus 


(all BREQ[3:0]# previously Inactive), or the current 
symmetric owner de-asserts BREQm# to release 
the bus ownership to a new bus owner n. On a new 
arbitration event, based on BREQ[3:0]#, and the 
rotating ID, ail symmetric agents simultaneously 
determine the new symmetric owner. The 
symmetric owner can park on the bus (hold the bus) 
provided that no other symmetric agent is 
requesting its use. The symmetric owner parks by 
keeping its BREQn# signal active. On sampling 
active BREQm# asserted by another symmetric 
agent, the symmetric owner de-asserts BREQn# as 
soon as possible to release the bus. A symmetric 
owner stops issuing new requests that are not part 
of an existing locked operation upon observing 
BPRI# active. 

A symmetric agent can not deassert BREQn# until 
it becomes a symmetric owner. A symmetric agent 
can reassert BREQn# after keeping it inactive for 
one clock. 

On observation of active AERR#, RESET#, or 
BINIT#, the BREQ[3:0]# signals must be 
deasserted in the next clock. BREQ[3;0]# can be 
reasserted In the clock after sampling the RESET# 
active-to-inactive transition or three clocks after 
sampling BINIT# active and RESET# inactive. On 
AERR# assertion, if bus agent n is in the middle of 
a bus-locked operation, BREQn# must be re- 
asserted after two clocks, otherwise BREQ[3;0]# 
must stay inactive for at least 4 clocks. 


A.18 D[63:0]# (I/O) 

The D[63;0]# signals are the data signals. They are 
driven during the Data Phase by the agent 
responsible for driving the data. These signals 
provide a 64-bit data path between various Pentium 
Pro processor bus agents. 32-byte line transfers 
require four data transfer clocks with valid data on 
all eight bytes. Partial transfers require one data 
transfer clock with valid data on the byte(s) 
indicated by active byte enables BE[7:0]#. Data 
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signals not valid for a particular transfer must still 
have correct ECC (if data bus ECC is selected). If 
BEO# is asserted, D[7;0]# transfers the least 
significant byte. If BE7# is asserted, D[63:56]# 
transfers the most significant byte. 

The data driver asserts DRDY# to indicate a valid 
data transfer. If the Data Phase Involves more than 
one clock the data driver also asserts DBSY# at the 
beginning of the Data Phase and de-asseits 
DBSY# no earlier than on the same clock that it 
performs the last data transfer. 


A.19 DBSY# (I/O) 

The DBSY# signal Is the Data-bus Busy signal. It 
indicates that the data bus is busy. It is asserted by 
the agent responsible for driving the data during the 
Data Phase, provided the Data Phase involves 
more than one clock. DBSY# is asserted at the 
beginning of the Data Phase and may be 
deasserted on or after the clock on which the last 
data is driven. The data bus is released one clock 
after DBSY# is deasserted. 

When nonnal read data is being returned, the Data 
Phase begins with the Response Phase. Thus the 
agent returning read data can assert DBSY# when 
the transaction reaches the top of the In-order 
Queue and it is ready to return response on 
RS[2:0]# signals. In response to a write request, the 
agent driving the write data must drive DBSY# 
active after the write transaction reaches the top of 
the In-order Queue and it sees active TRDY# with 
Inactive DBSY# indicating that the target Is ready to 
receive data. For an implicit writeback response, 
the snoop agent must assert DBSY# active after 
the target memory agent of the implicit writeback 
asserts TRDY#. Implicit writeback TRDY# assertion 
begins after the transaction reaches the top of the 
In-order Queue, and TRDY# de-assertion 
associated with the write portion of the transaction, 
if any is completed. In this case, the memory agent 
guarantees assertion of implicit writeback response 
in the same clock in which the snooping agent 
asserts DBSY#. 


A.20 DEFER# (I) 

The DEFER# signal is the defer signal. It Is 
asserted by an agent during the Snoop Phase to 
indicate that the transaction cannot be guaranteed 
in-order completion. Assertion of DEFER# is 
normally the responsibility of the addressed 
memory agent or I/O agent. For systems that 
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involve resources on a system bus other than the 
Pentium Pro processor bus, a bridge agent can 
accept the DEFER# assertion responsibility on 
behalf of the addressed agent. 

When HITM# and DEFER# are both active during 
the Snoop Phase, HITM# is given priority and the 
transaction must be completed with implicit 
writeback response. If HITM# is inactive, and 
DEFER# active, the agent asserting DEFER# must 
complete the transaction with a Deferred or Retry 
response. 

If DEFER# is Inactive, or HITM# is active, then the 
transaction is committed for in-order completion and 
snoop ownership is transferred normally between 
the requesting agent, the snooping agents, and the 
response agent. 

If DEFER# is active with HITM# inactive, the 
transaction commitment Is deferred. If the defer 
agent completes the transaction with a retry 
response, the requesting agent must retry the 
transaction. If the defer agent returns a deferred 
response, the requesting agent must freeze snoop 
state transitions associated with the deferred 
transaction and issues of new order-dependent 
transactions until the corresponding deferred reply 
transaction. In the meantime, the ownership of the 
deferred address is transferred to the defer agent 
and it must guarantee management of conflicting 
transactions issued to the same address. 

If DEFER# is active In response to a newly issued 
bus-lock transaction, the entire bus-locked 
operation is re-initiated regardless of HITM#. This 
feature is useful for a bridge agent in response to a 
split bus-locked operation. It is recommended that 
the bridge agent extend the Snoop Phase of the 
first transaction in a split locked operation until it 
can either guarantee ownership of ail system 
resources to enable successful completion of the 
split sequence or assert DEFER# followed by a 
Retry Response to abort the split sequence. 


A.21 DEN# (I/O) 

The DEN# signal is the defer-enable signal. It is 
driven to the bus on the second clock of the 
Request Phase on the EXF1#/Ab4# pin. DEN# is 
asserted to indicate that the transaction can be 
deferred by the responding agent. 
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A.22 DEP[7:0]# (I/O) 

The DEP[7:0]# signals are the data bus ECC 
protection signals. They are driven during the Data 
Phase by the agent responsible for driving D[63:0]#. 
The DEP[7:0]# signals provide optional ECC 
protection for the data bus. During power-on 
configuration, DEP[7:0]# signals can be enabled for 
either ECC checking or no checking. 

The ECC error correcting code can detect and 
correct single-bit errors and detect double-bit or 
nibble errors. The Pentium® Pro Processor 
Developer's Manual, Volume 1: Specifications 
(Order Number 242690) provides more information 
about ECC. 

DEP[7:0]# provide valid ECC for the entire data bus 
on each data clock, regardless of which bytes are 
valid, if checking is enabled, receiving agents check 
the ECC signals for all 64 data signals. 


A.23 DID[7:0]# (I/O) 

The DID[7:0]# signals are Deferred Identifier 
signals. They are transferred using A[23:16]# 
signals by the request initiator. They are transferred 
on Ab[23:16]# during the second clock of the 
Request Phase on all transactions, but only defined 
for deferrable transactions (DEN# asserted). 
DID[7:0]# Is also transferred on Aa[23:16]# during 
the first clock of the Request Phase for Deferred 
Reply transactions. 

The deferred Identifier defines the token supplied by 
the request initiator. DID[7:4]# carry the request 
initiators’ agent identifier and DID[3:0]# carry a 
transaction identifier associated with the request. 
This configuration limits the bus specification to 16 
bus masters with each one of the bus masters 
capable of making up to sixteen requests. 

Every deferrable transaction Issued on the Pentium 
Pro processor bus which has not been guaranteed 
completion (has not successfully passed its Snoop 
Result Phase) will have a unique Deferred ID. This 
includes all outstanding transactions which have 
not had their snoop result reported, or have had 
their snoop results deferred. After a deferrable 
transaction passes Its Snoop Result Phase without 
DEFER# asserted, its Deferred ID may be reused. 
Simllariy, the deferred ID of a transaction which 
was deferred may be reused after the completion of 
the snoop window of the deferred reply. 

DID[7]# indicates the agent type. Symmetric agents 
use 0. Priority agents use 1 . DID[6:4]# Indicates the 
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agent ID. Symmetric agents use their arbitration ID. 
The Pentium Pro processor has four symmetric 
agents, so does not assert DID[6]#. DID[3:0]# 
indicates the transaction ID for an agent. The 
transaction ID must be unique for all transactions 
Issued by an agent which have not reported their 
snoop results. 


Table 48. DID[7:0]# Encoding 


DID[7] 

DID[6:4] 

DID[3:0] 

Agent Type 

Agent ID 

Transaction ID 


The Deferred Reply agent transmits the DID[7:0]# 
(Ab[23:16]#) signals received during the original 
transaction on the Aa[23:16]# signals during the 
Deferred Reply transaction. This process enables 
the original request initiator to make an identifier 
match and wake up the original request waiting for 
completion. 


A.24 DRDY# (I/O) 

The DRDY# signal is the Data Phase data-ready 
signal. The data driver asserts DRDY# on each 
data transfer, Indicating valid data on the data bus. 
In a multi-cycle data transfer, DRDY# can be 
deasserted to Insert Idle clocks in the Data Phase. 
During a line transfer, DRDY# is active for four 
clocks. During a partial 1-to-8 byte transfer, DRDY# 
is active for one clock. If a data transfer is exactly 
one clock, then the entire Data Phase may consist 
of only one clock active DRDY# and inactive 
DBSY#. If DBSY# is asserted for a 1-to-8 byte 
transfer, then the data bus is not released until one 
clock after DBSY# is deasserted. 


A.25 DSZ[1:0]#(l/O) 

The DSZ[1:0]# signals are the data-size signals. 
They are transferred on REQb[4:3]# signals in the 
second clock of Request Phase by the requesting 
agent. The DSZ[1:0]# signals define the data 
transfer capability of the requesting agent. For the 
Pentium Pro processor, DSZ#= 00, always. 


A.26 EXF[4:0]# (I/O) 

The EXF[4:0]# signals are the Extended Function 
signals and are transferred on the Ab[7:3]# signals 
by the request initiator during the second clock of 
the Request Phase. The signals specify any special 
functional requirement associated with the 
transaction based on the requester mode or 
capability. The signals are defined in Table 49. 
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Table 49. EXF[4:0]# Signal Definitions 


EXF 

NAME 

External Functionality 

When Activated 

EXF4# 

SMMEM# 

SMM Mode 

After entering SMM mode 

EXF3# 

SPLCK# 

Split Lock 

The first transaction of a split bus lock 
operation 

EXF2# 

Reserved 

Reserved 


EXF1# 

DEN# 

Defer Enable 

The transactions for which Defer or Retry 
Response is acceptable. 

EXFO# 

Reserved 

1 

Reserved 



A.27 FERR# (0) 

The FERR# signal is the PC Compatibility group 
Floating-point Error signal. The Pentium Pro 
processor asserts FERR# when it detects an 
unmasked floating-point error. FERR# is similar to 
the ERROR# signal on the Intel387‘^^ coprocessor. 
FERR# is included for compatibility with systems 
using DOS-type floating-point error reporting. 


A.28 FLUSH# (I) 

When the FLUSH# input signal is asserted, tbe 
Pentium Pro processor bus agent writes back all 
internal cache lines In the Modified state and 
invalidates all internal cache lines. At the 
completion of a flush operation, the Pentium Pro 
processor issues a Flush Acknowledge transaction 
to indicate that the cache flush operation is 
complete. The Pentium Pro processor stops 
caching any new data while the FLUSH# signal 
remains asserted. 

FLUSH# is an asynchronous input. However, to 
guarantee recognition of this signal following an I/O 
write instmction, FLUSH# must be valid along with 
RS[2:0]# in the Response Phase of the 
corresponding I/O Write bus transaction. In FRC 
mode, FLUSH# must be synchronous to BCLK. 

On active-to-lnactive transition of RESET#, each 
Pentium Pro processor bus agent samples FLUSH# 
signals to determine its power-on configuration. 
Two clocks after RESET# Is sampled deasserted, 
these signals begin normal operation. 


A.29 FRCERR (I/O) 

The FRCERR signal is the Error group Functional- 
redundancy-check Error signal. If two Pentium Pro 
processors are configured in an FRC pair, as a 
single logical” processor, then the checker 
processor asserts FRCERR if it detects a mismatch 
between its internally sampled outputs and the 
master processor’s outputs. The checker’s 
FRCERR output pin Is connected to the master’s 
FRCERR Input pin. 

For point-to-point connections, the checker always 
compares against the master’s outputs. For bussed 
single-driver signals, the checker compares against 
the signal when the master is the only allowed 
driver. For bussed multiple-driver WIre-OR signals, 
the checker compares against the signal only If the 
master is expected to drive the signal low. 

FRCERR Is also toggled during the Pentium Pro 
processor’s reset action. A Pentium Pro processor 
asserts FRCERR for approximately 1 second after 
RESET’S active-to-inactive transition if It executes 
its built-in self-test (BIST). When BIST execution 
completes, the Pentium Pro processor de-asserts 
FRCERR If BIST completed successfully and 
continues to assert FRCERR if BIST falls. If the 
Pentium Pro processor does not execute the BIST 
action, then it keeps FRCERR asserted for 
approximately 20 clocks and then de-asserts It. 

The Pentium® Pro Processor Developer’s Manual, 
Volume 1: Specifications (Order Number 242690) 
describes how a Pentium Pro processor can be 
configured as a master or a checker. 
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A.30 HIT# (I/O), HITM# (I/O) 

The HIT# and HITM# signals are Snoop-hit and Hit- 
modified signals. They are snoop results asserted 
by any Pentium Pro processor bus agent In the 
Snoop Phase. 

Any bus agent can assert both HIT# and HITM# 
together for one clock in the Snoop Phase to 
indicate that it requires a snoop stall. When a stall 
condition is sampled, all bus agents extend the 
Snoop Phase by two clocks. The stall can be 
continued by reasserting HIT# and HITM# together 
every other clock for one clock. 

A caching agent must assert HITM# for one clock in 
the Snoop Phase if the transaction hits a Modified 
line, and the snooping agent must perform an 
implicit writeback to update main memory. The 
snooping agent with the Modified line makes a 
transition to Shared state if the original transaction 
is Read Line or Read Partial, otherwise It transitions 
to Invalid state. A Deferred Reply transaction may 
have HITM# asserted to indicate the return of 
unexpected data. 

A snooping agent must assert HIT# for one clock 
during the Snoop Phase If the line does not hit a 
Modified line in its writeback cache and if at the end 
of the transaction it plans to keep the line In Shared 
state. Multiple caching agents can assert HIT# in 
the same Snoop Phase. If the requesting agent 
observes HIT# active during the Snoop Phase it 
can not cache the line in Exclusive or Modified 
state. 

On observing a snoop stall, the agents asserting 
HIT# and HITM# Independently reassert the signal 
after one Inactive clock so that the correct snoop 
result Is available, in case the Snoop Phase 
terminates after the two clock extension. 


A.31 lERR# (O) 

The lERR# signal is the Error group Internal Error 
signal. A Pentium Pro processor asserts lERR# 
when it observes an internal error. It keeps lERR# 
asserted until it is turned off as part of the Machine 
Check Error or the NMI handler in software, or with 
RESET#, BINIT#, and I NIT# assertion. 

An internal error can be handled in several ways 
inside the processor based on Its power-on 
configuration. If Machine Check Exception (MCE) is 
enabled, lERR# causes an MCE entry. lERR# can 
also be directed on the BERR# pin to Indicate an 
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error. Usually BERR# Is sampled back by all 
processors to enter MCE or It can be redirected as 
an NMI by the central agent. 


A.32 IGNNE#(I) 

The IGNNE# signal Is the Intel Architecture 
Compatabllity group Ignore Numeric Error signal. If 
IGNNE# Is asserted, the Pentium Pro processor 
ignores a numeric error and continues to execute 
non-control floating-point Instructions. If IGNNE# Is 
deasserted, the Pentium Pro processor freezes on 
a non-control floating-point instruction if a previous 
instruction caused an error. 

IGNNE# has no effect when the NE bit in control 
register 0 Is set. 

IGNNE# is an asynchronous Input. However, to 
guarantee recognition of this signal following an I/O 
write instruction, IGNNE# must be valid along with 
RS[2:0]# In the Response Phase of the 
corresponding I/O Write bus transaction. In FRC 
mode, IGNNE# must be synchronous to BCLK. 

During active RESET#, the Pentium Pro processor 
begins sampling the A20M#, IGNNE# and LINT[1:0] 
values to determine the ratio of core-clock 
frequency to bus-clock frequency. See Table 42. 
After the PLL-lock time, the core clock becomes 
stable and Is locked to the external bus clock. On 
the active-to-inactive transition of RESET#, the 
Pentium Pro processor latches A20M# and IGNNE# 
and freezes the frequency ratio internally. Normal 
operation on the two signals continues two clocks 
after RESET# Inactive is sampled. 


A.33 INIT#(I) 

The INIT# signal is the Execution Control group 
initialization signal. Active INIT# input resets integer 
registers Inside all Pentium Pro processors without 
affecting their internal (L1 or L2) caches or their 
floating-point registers. Each Pentium Pro 
processor begins execution at the power-on reset 
vector configured during power-on configuration 
regardless of whether INIT# has gone Inactive. The 
processor continues to handle snoop requests 
during INIT# assertion. 

INIT# can be used to help performance of DOS 
extenders written for the Intel 80286 processor. 
INIT# provides a method to switch from protected 
mode to real mode while maintaining the contents 
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of the internal caches and floating-point state. INIT# 
can not be used in lieu of RESET# after power-up. 

On active-to-inactive transition of RESET#, each 
Pentium Pro processor bus agent samples INIT# 
signals to determine Its power-on configuration. 
Two clocks after RESET# is sampled deasserted, 
these signals begin normal operation. 

INIT# is an asynchronous Input. In FRC mode, 
INIT# must be synchronous to BCLK. 


A.34 INTR (I) 

The INTR signal is the Interrupt Request signal. 
The INTR input indicates that an external interrupt 
has been generated. The interrupt Is maskable 
using the IF bit in the EFLAGS register. If the IF bit 
is set, the Pentium Pro processor vectors to the 
intermpt handler after the current instruction 
execution Is completed. Upon recognizing the 
intermpt request, the Pentium Pro processor issues 
a single Intermpt Acknowledge (INTA) bus 
transaction. INTR must remain active until the INTA 
bus transaction to guarantee its recognition. 

INTR is sampled on every rising BCLK edge. INTR 
Is an asynchronous input but recognition of INTR is 
guaranteed in a specific clock if it is asserted 
synchronously and meets the setup and hold times. 
INTR must also be deasserted for a minimum of 
two clocks to guarantee Its inactive recognition. In 
FRC mode, INTR must be synchronous to BCLK. 
On power-up the LINT[1:0] signals are used for 
power-on-configu ration of clock ratios. Both these 
signals must be software configured by 
programming the APIC register space to be used 
either as .NMI/INTR or LINT[1:0] in the BIOS. 
Because APIC Is enabled after reset, LINT[1:0] is 
the default configuration. 


A.35 LEN[1:0]#(I/0) 

The LEN[1 :0]# signals are data-length signals. They 
are transmitted using REQb[1:0]# signals by the 
request initiator in the second clock of Request 
Phase. LEN[1:0]# define the length of the data 
transfer requested by the request initiator as 
defined in Table 50. The LEN[1:0]#, HITM#, and 
RS[2:0]# signals together define the length of the 
actual data transfer. 
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Table 50. LEN[1:0]# Data Transfer Lengths 


LEN[1:0]# 

Request Initiator’s Data 
Transfer Length 

00 

0-8 Bytes 

01 

16 Bytes 

10 

32 Bytes 

11 

Reserved 


A.36 LINT[1:0]{I) 

The LINT[1:0] signals are the Execution Control 
group Local Intermpt signals. When APIC Is 
disabled, the LINTO signal becomes INTR, a 
maskable intermpt request signal, and LINT1 
becomes NMI, a non-maskable Intermpt. INTR and 
NMI are backward compatible with the same 
signals for the Pentium processor. Both signals are 
asynchronous inputs. In FRC mode, LINT[1:0] must 
be synchronous to BCLK. 

During active RESET#, the Pentium Pro processor 
continuously samples the A20M# and IGNNE# 
values to determine the ratio of core-clock 
frequency to bus-clock frequency. After the PLL- 
lock time, the core clock becomes stable and is 
locked to the external bus clock. On the active-to- 
inactlve transition of RESET#, the Pentium Pro 
processor freezes the frequency ratio Internally. 
Normal operation on the two signals continues two 
clocks after RESET# inactive is sampled. Both 
these signals must be software configured by 
programming the APIC register space to be used 
either as NMI/INTR or LINT[1:0] in the BIOS. 
Because APIC Is enabled after reset, LINT[1:0] is 
the default configuration. 

LINT[1:0] Is also used for core-to-bus frequency 
ratio configuration. See Table 42. 


A.37 LOCK# (I/O) 

The LOCK# signal is the Arbitration group bus lock 
signal. For a locked sequence of transactions, 
LOCK# is asserted from the first transaction’s 
Request Phase through the last transaction’s 
Response Phase. A locked operation can be 
prematurely aborted (and LOCK# deasserted) if 
AERR# or DEFER# is asserted during the first bus 
transaction of the sequence. The sequence can 
also be prematurely aborted If a hard error (such as 
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a hard failure response or AERR# assertion beyond 
the retry limit) occurs on any one of the transactions 
during the locked operation. 

When the priority agent asserts BPRI# to arbitrate 
for bus ownership, It waits until it observes LOCK# 
deasserted. This enables symmetric agents to 
retain bus ownership throughout the bus locked 
operation and guarantee the atomicity of lock. If 
AERR# Is asserted up to the retry limit during an 
ongoing locked operation, the arbitration protocol 
ensures that the lock owner receives the bus 
ownership after arbitration logic Is reset. This result 
Is accomplished by requiring the lock owner to 
reactivate Its arbitration request one clock ahead of 
other agents’ arbitration request. LOCK# is kept 
asserted throughout the arbitration reset sequence. 


A.38 NMI (i) 

The NMI signal Is the Non-maskable Interrupt 
signal. It is the state of the LINT1 signal when APIC 
is disabled. Asserting NMI causes an interrupt with 
an internally supplied vector value of 2. An external 
Interrupt-acknowledge transaction is not generated. 
If NMI is asserted during the execution of an NMI 
service routine, it remains pending and is 
recognized after the I RET is executed by the NMI 
service routine. At most, one assertion of NMI is 
held pending. 

NMI is rising-edge sensitive. Recognition of NMI is 
guaranteed in a specific dock if it is asserted 
synchronously and meets the setup and hold times. 
If asserted asynchronously, active and inactive 
pulse widths must be a minimum of two clocks. In 
FRC mode, NMI must be synchronous to BCLK. 


A.39 PICCLK (I) 

The PICCLK signal is the Execution Control group 
APIC Clock signal. It is an input clock to the 



Pentium Pro processor for synchronous operation 
of the APIC bus. PICCLK must be synchronous to 
BCLK in FRC mode. 


A.40 PICD[1:0](I/0) 

The PICD[1:0] signals are the Execution Control 
group APIC Data signals. They are used for bi- 
directional serial message passing on the APIC 
bus. 


A.41 PWRGOOD (I) 

PWRGOOD is driven to the Pentium Pro processor 
by the system to indicate that the clocks and power 
supplies are within their specification. See 
Section 3.9 for additional details. This signal will not 
affect FRC operation. 


A.42 REQ[4:0]#(l/O) 

The REQ[4:0]# signals are the Request Command 
signals. They are asserted by the current bus owner 
in both clocks of the Request Phase. In the first 
clock, the REQa[4:0]# signals define the transaction 
type to a level of detail that is sufficient to begin a 
snoop request. In the second clock, REQb[4:0]# 
signals carry additional information to define the 
complete transaction type. REQb[4:2]# is resen/ed. 
REQb[1:0]# signals transmit LEN[1:0]# (the data 
transfer length information). In both clocks, 
REQ[4:0]# and ADS# are protected by parity RP#. 

All receiving agents observe the REQ[4:0]# signals 
to determine the transaction type and participate in 
the transaction as necessary, as shown in 
Table 51. 
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Table 51. Transaction Types Defined by REQa#/REQb# Signals 


REQa[4:0]# 


REQb[4:0]# 


Transaction 


Deferred Reply 


Rsvd (Ignore) 


Interrupt Acknowledge 


Special Transactions 


Rsvd (Central agent 
response) 


Branch Trace Message 


Rsvd (Central agent 
response) 


Rsvd (Central agent 
response) 



I/O Read 


I/O Write 


Rsvd (Ignore) 



Memory Read & 
Invalidate 

ASZ# 

Rsvd (Memory Write) 

ASZ# 

Memory Code Read 

ASZ# 

Memory Data Read 

ASZ# 

Memory Write (may not 
be retried) 

ASZ# 

Memory Write (may not 
be retried) 

ASZ# 



DSZ# 

X 

LEN# 

psz# 

X 

LEN# 

DSZ# 

X 

LEN# 

DSZ# 

X 

LEN# 

DSZ# 

■ 

LEN# 

DSZ# 

X 

LEN# 


A.43 RESET# (1) 

The RESET# signal is the Execution Control group 
reset signal. Asserting RESET# resets all Pentium 
Pro processors to known states and invalidates 
their L1 and l_2 caches without writing back 
Modified (M state) lines. For a power-on type reset, 
RESET# must stay active for at least one 
millisecond after VccP and CLK have reached their 


proper DC and AC specifications. On observing 
active RESET#, all bus agents must deassert their 
outputs within two clocks. 

A number of bus signals are sampled at the active- 
to-inactive transition of RESET# for the power-on 
configuration. The configuration options are 
described in the Pentium® Pro Processor 
Developer’s Manual, Volume 1: Specifications 
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(Order Number 242690) and in the pertinent signal 
descriptions in this appendix. 

Unless its outputs are tristated during power-on 
configuration, after active-to-lnactive transition of 
RESET#, the Pentium Pro processor optionally 
executes its built-in self-test (BIST) and begins 
program execution at reset-vector 0_000F_FFF0H 
orO.FFFF^FFFOH. 


A.44 RP# (I/O) 

The RP# signal Is the Request Parity signal. It is 
driven by the request initiator in both clocks of the 
Request Phase. RP# provides parity protection on 
ADS# and REQ[4:0]#. When a Pentium Pro 
processor bus agent observes an RP# parity error 
on any one of the two Request Phase clocks, it 
must assert AERR# in the Error Phase, provided 
“AERR# drive" is enabled during the power-on 
configuration. 

A correct parity signal is high if an even number of 
covered signals are low and low if an odd number 
of covered signals are low. This definition allows 
parity to be high when all covered signals are high. 


A.45 RS[2:0]#(I) 

The RS[2;0]# signals are the Response Status 
signals. They are driven by the response agent (the 
agent responsible for completion of the transaction 
at the top of the In-order Queue). Assertion of 
RS[2:0]# to a non-zero value for one clock 
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completes the Response Phase for a transaction. 
The response encodings are shown Table 52. Only 
certain response combinations are valid, based on 
the snoop result signaled during the transaction’s 
Snoop Phase. 

The RS[2:0]# assertion for a transaction is Initiated 
when ail of the following conditions are met: 

• All bus agents have observed the Snoop 
Phase completion of the transaction. 

• The transaction Is at the top of the In-order 
Queue. 

• RS[2:0]# are sampled in the Idle state 

The response driven depends on the transaction as 
described below: 

• The response agent returns a hard-failure 
response for any transaction in which the 
response agent obsen/es a hard error. 

• The response agent returns a Normal with 
data response for a read transaction with 
HITM# and DEFER# deasserted in the Snoop 
Phase, when the addressed agent is ready to 
return data and samples inactive DBSY#. 

• The response agent returns a Normal without 
data response for a write transaction with 
HITM# and DEFER# deasserted in the Snoop 
Phase, when the addressed agent samples 
TRDY# active and DBSY# Inactive, and it is 
ready to complete the transaction. 


Table 52. Transaction Response Encodings 


RS[2:0] 

Description 

HITM# 

DEFER# 

000 

Idle State. 

N/A 

N/A 

001 

Retry Response. The transaction Is canceled and must be retried by the 
initiator. 

0 

1 

010 

Defer Response. The transaction is suspended. The defer agent will 
complete It with a defer reply 

m 

1 

oil 

R Reserved. 

0 

1 

100 

Hard Failure. The transaction received a hard error. Exception handling 
is required. 

m 

X 

101 

NNormal without data 

0 

0 
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110 

II Implicit WriteBack Response. Snooping agent will transfer the 
modified cache line on the data bus. 

1 

X 

111 

Normal with data. 

0 

0 


• The response agent must return an Implicit 
writeback response in the next clock for a read 
transaction with HUM# asserted in the Snoop 
Phase, when the addressed agent samples 
TRDY# active and DBSY# Inactive. 

• The addressed agent must return an Implicit 
writeback response in the clock after the 
following sequence is sampled for a write 
transaction with HUM# asserted: 

1 . TRDY# active and DBSY# inactive 

2. Followed by TRDY# inactive 

3. Followed by TRDY# active and DBSY# 
inactive 

• The defer agent can return a Deferred, Retry, 
or Split response anytime for a read 
transaction with HUM# deasserted and 
DEFER# asserted. 

• The defer agent can return Deferred, Retry, or 
Split response when it samples TRDY# active 
and DBSY# inactive for a write transaction 
with HUM# deasserted and DEFER# 
asserted. 


A.46 SMI#(I) 

System Management Interrupt Is asserted 
asynchronously by system logic. On accepting a 
System Management Interrupt, the Pentium Pro 
processor saves the current state and enters SMM 
mode. It issues an SMI Acknowledge Bus 
transaction and then begins program execution 
from the SMM handler. 


A.47 RSP# (I) 

The RSP# signal Is the Response Parity signal. It Is 
driven by the response agent during assertion of 
RS[2:0]#. RSP# provides parity protection for 
RSf2:0]#. 

A correct parity signal is high if an even number of 
covered signals are low and low if an odd number 
of covered signals are low. During Idle state of 
RS[2:0]# (RS[2:0]#=000), RSP# is also high since It 


is not driven by any agent guaranteeing correct 
parity. 

Pentium Pro processor bus agents can check 
RSP# at all times and If a parity error is observed, 
treat it as a protocol violation error. If the BINU# 
driver is enabled during configuration, the agent 
observing RSP# parity error can assert BINU#. 


A.48 SMMEM#(l/0) 

The SMMEM# signal Is the System Management 
Mode Memory signal. It is driven on the second 
clock of the Request Phase on the EXF4#/Ab7# 
signal. It Is asserted by the Pentium Pro processor 
to indicate that the processor is in System 
Management Mode and is executing out of SMRAM 
space. 


A.49 SPLCK#(l/0) 

The SPLCK# signal Is the Split Lock signal. It Is 
driven In the second clock of the Request Phase on 
the EXF3#/Ab6# signal of the first transaction of a 
locked operation. It is driven to Indicate that the 
locked operation will consist of four locked 
transactions. Note that SPLCK# is asserted only for 
locked operations and only in the first transaction of 
the locked operation. 


A.50 STPCLK# (I) 

The STPCLK# signal Is the Stop Clock signal. 
When asserted, the Pentium Pro processor enters a 
low power state, the stop-clock state. The 
processor Issues a Stop Clock Acknowledge 
special transaction, and stops providing internal 
clock signals to all units except the bus unit and the 
APIC unit. The processor continues to snoop bus 
transactions and service interrupts while in stop 
clock state. When STPCLK# is deasserted, the 
processor restarts its internal clock to all units and 
resumes execution. The assertion of STPCLK# has 
no effect on the bus clock. 

STPCLK# Is an asynchronous input. In FRC mode, 
STPCLK# must be synchronous to BCLK. 


I 
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A.51 TCK (I) 

The TCK signal is the System Support group Test 
Clock signal. TCK provides the clock input for the 
test bus (also known as the test access port). Make 
certain that TCK is active before initializing the 
TAP. 


A.52 TDI(I) 

The TDI signal is the System Support group test- 
data>in signal. TDI transfers serial test data into the 
Pentium Pro processor. TDI provides the serial 
input needed for JTAG support. 


A.53 TOO (O) 

The TDO signal Is the System Support group test- 
data-out signal. TDO transfers serial test data out 
from the Pentium Pro processor. TDO provides the 
serial output needed for JTAG support. 


A.54 TMS (I) 

The TMS signal is an additional System Support 
group JTAG-support signal. 


A.55 TRDY (I) 

The TRDY# signal is the target Ready signal. It Is 
asserted by the target In the Response Phase to 
indicate that the target Is ready to receive write or 
Implicit writeback data transfer. This enables the 
request initiator or the snooping agent to begin the 
appropriate data transfer. There will be no data 
transfer after a TRDY# assertion if a write has zero 
length Indicated in the Request Phase. The data 
transfer is optional if an Implicit writeback occurs for 
a transaction which writes a full cache line (the 
Pentium Pro processor will perform the Implicit 
writeback). 

TRDY# for a write transactor) is driven by the 
addressed agent when: 

• When the transaction has a write or writeback 
data transfer 

• It has a free buffer available to receive the 
write data 


• A minimum of 3 clocks after ADS# for the 
transaction 

• The transaction reaches the top-of-the-ln-order 
Queue 

• A minimum of 1 clock after RS[2:0]# active 
assertion for transaction “n-1”. (After the 
transaction reaches the top of the In-order 
Queue). 

TRDY# for an implicit writeback is driven by the 

addressed agent when: 

• The transaction has an implicit writeback data 
transfer Indicated in the Snoop Result Phase. 

• it has a free cache line buffer to receive the 
cache line writeback 

• If the transaction also has a request initiated 
transfer, that the request initiated TRDY# was 
asserted and then deasserted (TRDY# must 
be deasserted for at least one clock between 
the TRDY# for the write and the TRDY# for the 
implicit writeback), 

• A minimum of 1 clock after RS[2:0]# active 
assertion for transaction “n-l”. After the 
transaction reaches the top of the In-order 
Queue). 

TRDY# for a write or an implicit writeback may be 

deasserted when: 

• Inactive DBSY# and active TRDY# are 

observed. 

• DBSY# is observed inactive on the clock 
TRDY# Is asserted. 

• A minimum of three clocks can be guaranteed 
between two active-to-inactive transitions of 
TRDY# 

• The response is driven on RS[2:0]#. 

• Inactive DBSY# and active TRDY# are 

obsen/ed for a write, and TRDY# Is required 
for an implicit writeback. 

TRST (I) 

The TRST# signal resets the JTAG logic. 
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1.0. INTRODUCTION 

In a system environment, the processor's temperature is 
a function of both the system and component thermal 
characteristics. The system level thermal constraints 
include the local ambient temperature at the processor 
and the airflow over the processor(s), as well as the 
physical constraints at and above the processor(s). The 
processor's case temperature depends on the 
component’s power dissipation and size, the effective 
thermal conductivity of the packaging material, the type 
of interconnection to the printed circuit board (PCB), 
the presence of a thermal cooling solution, and the 
thermal conductivity and power density of the PCB. 

All of these parameters are aggravated by the continued 
push of technology to increase performance levels 
(higher operating speeds, MHz) and packaging density 
(more transistors). As operating frequencies increase 
and packaging size decreases, the power density 
increases and the thermal cooling solution space and 
airflow become more constrained. The result is an 
increased importance on system design to ensure that 
thermal design requirements are met for each 
component in the system. 


1 .1 . Document Goals 


2.0. IMPORTANCE OF THERMAL 
MANAGEMENT 


The objective of thermal management is to ensure that 
the temperature of all components in a system is 
maintained within functional and absolute maximum 
limits. The functional temperature limit is the range 
within which the electrical circuits can be expected to 
meet their specified performance requirements. 
Operation outside the functional limit can degrade 
system performance, or cause logic errors, component 
and/or system damage. The absolute maximum 
temperature limit is the highest temperature to which 
the component may be safely exposed. Temperatures 
exceeding the maximum operating limits may result in 
irreversible changes in the operating characteristics of 
the component. 



3.0. PENTIUM® PRO PROCESSOR 
PACKAGE SPECIFICATIONS 

The Pentium Pro processor is packaged in a 2.46" x 
2.66", 387 pin ceramic pin grid array (PGA) with a gold 
plated copper tungsten heat spreader. The pins are 
arranged in a modified staggered array. Please see the 
Pentium® Pro Processor Developer's Manual, Volume 
1 for complete dimensions. 


The Pentium® Pro processor is the next generation in 
the Intel386™, Intel486™, and Pentium families of 
microprocessors. The Pentium Pro microprocessor 
generates sufficient heat to require some attention in 
order to meet the case temperature specification in 
system designs. The goal of this document is to provide 
an understanding of the thermal characteristics of the 
Pentium Pro processor, and to discuss guidelines for 
meeting the thermal requirements imposed on single 
and multiple processor systems. 

In the future, Intel will provide an OverDrive® 
processor to upgrade single and dual Pentium Pro 
processor systems. The OverDrive processor will ship 
with an integrated fan/heat sink for thermal 
management. Guidelines for meeting the thermal 
specifications of the OverDrive processor are also 
included in this document. 


1.2. References 

The Pentium® Pro Processor Developer's Manual, 
Volume 1 (Order Number 242690) is referenced 
throughout this document. 


4.0. PENTIUM® PRO PROCESSOR 
POWER SPECIFICATIONS 

The Pentium Pro processor power dissipation can be 
found in the Pentium® Pro Processor Developer's 
Manual, Volume /. It is highly recommended that 
systems be designed to dissipate 40W per processor, as 
this will allow the same design to accommodate higher 
frequency or otherwise enhanced members of the 
Pentium Pro family. 

To ensure proper operation and reliability of the 
Pentium Pro processor, the maximum device case 
temperature must remain within the specification in the 
Pentium® Pro Processor Developer's Manual, Volume 
J. A typical case temperature is 85 °C. Considering the 
power dissipation levels and typical ambient 
environments of 35°C to 45°C, the Pentium Pro 
processor's specified case temperature cannot be 
maintained without additional thermal enhancement to 
dissipate the heat generated. The OverDrive processor 
for upgrading Pentium Pro processor systems will be 
equipped with an integrated fan/lieat sink, and will 
remain within its specified temperature limits provided 
the fan/heat sink air inlet temperature does not exceed 
the specified temperature in the Pentium® Pro 
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Processor Developer's Manual, Volume 1. This air 
temperature is typically 50°C. 

The thermal characterization data described in later 
sections illustrates that both a thermal cooling device 
and system airflow are needed. The size and type 
(passive or active) of thermal cooling device and the 
amount of system airflow are interrelated and can be 
varied to meet specific system design constraints. In 
typical systems, the thermal solution size and type is 
limited by board layout, spacing, and component 
placement. Airflow is determined by the size and 
number of fans along with their placement in relation to 
the components and the airflow channels within the 
system. Acoustic noise constraints may also limit the 
size and/or types of fans that can be used in a particular 
design. 

To develop a reliable, cost-effective thermal solution, 
all of the above variables must be considered. Thermal 
characterization and simulation should be carried out at 
the entire system level, accounting for the thermal 
requirements of each component. 

5.0. THERMAL PARAMETERS 

Component power dissipation results in a rise in 
temperature relative to the temperature of a reference 
point. The amount of rise in temperature depends on the 
net thermal resistance between the component's package 
and the reference point. Thermal resistance is the key 
factor in determining the power handling capability of 
any electronic package. 


5.1. Case Temperature 

To ensure functionality and reliability, the Pentium Pro 
processor is specified for proper operation when case 
temperature (T^) is within a specified range: typically 
0°C to 85°C. Special care is required when measuring 
the case temperature to ensure an accurate temperature 
measurement. Thermocouples are often used to measure 
T^. When measuring the temperature of a surface 
which is at a different temperature from the surrounding 
ambient air, errors could easily be introduced into the 
measurements. Measurement errors may occur due to a 
poor thermal contact between the thermocouple junction 
and the surface, or heat loss by radiation or conduction 
through the thermocouple leads. To minimize the 
measurement errors, the following approach is 
recommended: 

• Use a 35 gauge K-type thermocouple or equivalent. 

• Ensure that the thermocouple has been properly 
calibrated. 

• Attach the thermocouple bead or junction to the 
package top surface at a location corresponding to 
the center of the Pentium Pro processor die (location 
© in Figure 1). Using the center of the Pentium Pro 
processor die gives a more accurate measurement 
and less variation as the boundary condition 
changes. 

• Attach the thermocouple bead or junction at a 90° 
angle by an adhesive bond to the package top 
surface as shown in Figure 2, When a heat sink is 
attached, a hole should be drilled through the heat 
sink to allow a probe to reach the package directly 
above the center of the Pentium Pro processor die. 
The hole diameter should be no larger than 0. 150". 
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Figure 1. Location of Case Temperature Measurement 
(Top-Side View) 




Figure 2. Thermocouple Placement 
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5.2. Ambient Temperature 

Ambient temperature (Ty^) is the temperature of the 
ambient air surrounding the package. In a system 
environment, ambient temperature is the temperature of 
the air upstream of the package and in its close vicinity. 
If an active cooling solution is used, is the 
temperature at the inlet to the active cooling device. 

The OverDrive processor for upgrading Pentium Pro 
processor-based systems specifies a for its integrated 
fan/heat sink assembly. However, an ambient 
temperature is not directly specified for the Pentium Pro 
processor. The only restriction is that case temperature 
(Tc) is met. To determine the allowable T^ values, the 
following equations may be used: 

TC = Ta+ (Pd * ©CA) 

Where: T^ = Ambient temperature (°C) 

Tc = Case temperature of the device (°C) 

Pd = Total power dissipated by the dies (W) 
©CA = Case-to-ambient thermal resist. (°CAV) 

5.3. Thermal Resistance 

The case-to-ambient thermal resistance value (©ca) 
used as a measure of the cooling solution's thermal 
performance. ©cA comprised of the case-to-sink 


thermal resistance (©cs) ^he sink-to-ambient thermal 
resistance (©sa)- ®CS ^ measure of the thermal 
resistance along the heat flow path from the top of the IC 
package to the bottom of the thermal cooling solution. 
This value is strongly dependent on the material, 
conductivity, and thickness of the thermal interface used. 
©SA js a measure of the thermal resistance from the 
bottom of the heat sink to the local ambient air. ©sa 
values depend on the material, thermal conductivity, and 
geometry of the thermal cooling solution as well as on 
the airflow rates. 

The parameters are defined by the following relationships 
(see Figure 3); 

ecA = (Tc-TA)/PD 
©CA = ©CS + ©SA 

Where: ©CA Case-to-ambient thermal resist. (°C/W) 
©CS = Case-to-sink thermal resistance (°C/W) 
©SA = Sink-to-ambient thermal resist. (°C/W) 
Tc = Case temperature of the device (°C) 

Ta = Ambient temperature (°C) 

Pd = Total power dissipated by dies (W) 
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Figure 3. Thermal Resistance Relationships 


5.3.1 . ANALYSIS ASSUMPTIONS 

The following example thermal analysis of a Pentium Pro 
processor package is based on the following assumptions: 

• Power dissipation of the Pentium Pro processor die is 
24W 

• Power dissipation of the L2 cache die is 4W 

• Maximum case temperature is 85 °C 


The actual specifications can be found in the Pentium® 
Pro Processor Developer's Manual, Volume 1. Table 1 
below lists the Pentium Pro processor's case-to-ambient 
thermal resistance for different airflow rates and heat sink 
heights. Table 2 translates this to the ambient 
temperature required for different airflow rates and heat 
sink heights. This information is also charted in Figure 
5. In addition. Figure 6 charts power dissipation versus 
heat sink height. 
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Table 1. Case-to Ambient Thermal Resistance 



0CA V C/W] vs. Airflow [Linear Feet per Minute] and Heat Sink Height^ 

iiMmyiiiii 

100 

200 

400 

600 

800 

1000 

With 0.5" Heat sink^ 


3.16 

2.04 

1.66 

1.41 

1.29 

With l.O” Heatsink2 

2.55 

1.66 


0.94 

0.80 

0.76 

With 1,5" Heat sink2 

1.66 

1.31 

0.90 

0.78 

0.71 

0.67 

With 2.0" Heat sink2 

1.47 

1.23 

0.87 

0.75 

0.69 

0.65 


NOTES: 


1 . All data taken at sea level. For altitudes above sea level, it is recommended that a derating factor of 1°C/1000 feet be 
used. 

2. Heat sink; 2.235" square omni-directional pin, aluminum heat sink with a pin thickness of 0.085", a pin spacing of 0.13" 
and a base thickness of 0.15". See Figure 4. A thin layer of thermal grease (Thermoset TC208 with thermal conductivity 
of 1 .2 W/m-°K) was used as the interface material between the heat sink and the package. 
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Figure 4. Side View Of Omni-Directional Pin Fin Heat Sink 
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Table 2. Case-to Ambient Thermal Resistance 



Ta vs. Airflow [Linear Feet per Minute] and Heat Sink Height^ 

Airflow (LFM); 

100 

200 

400 

600 

800 

1000 

With 0.5” Heat sink2 


-4 

27 

38 

45 

48 

With 1.0" Heat sink^ 

13 

38 

54 

58 

62 

63 

With 1.5" Heat sink^ 

38 

48 

59 

63 

65 

66 

With 2.0" Heat sink2 

43 

50 

60 

64 

65 

66 


NOTES: 


1 . All data taken at sea level. For altitudes above sea level, it is recommended that a derating factor of 1°C/1000 feet be 
used. 

2. Heat sink: 2.235“ square omni-directional pin, aluminum heat sink with a pin thickness of 0.085", a pin spacing of 0.13" 
and a base thickness of 0.15". See Figure 4. A thin layer of thermal grease (Thermoset TC208 with thermal conductivity 
of 1 .2 W/m-®K) was used as the interface material between the heat sink and the package. 
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6.0. DESIGNING FOR THERMAL 
PERFORMANCE 

The Pentium Pro processor specifies a maximum case 
temperature, Tq. This case temperature limit, along with 
external ambient temperature and the Pentium Pro 
processor's power specification, can be used to determine 
the case-to-ambient thermal resistance of the cooling 


solution required to keep the Pentium Pro processor 
within its operational limits. 

Figure 7 shows a simple model for use in calculating 
various thermal parameters based on known values. This 
model can theoretically be extended to any number of 
processors. 
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Figure 7. Simple Thermal Model 


The equations governing this simple model are: 

TC| = Ta + ATpj + (Pd, * ©CA,) 
TCj = Ta + ATp, + ATp^ + (PDj ♦ ©CAj) 


where: = External ambient temperature (°C) 

Tla = Local ambient temperature (°C) 

Tc = Case temperature of the device (®C) 

Pd = Power dissipated by the device under test 
0CA = Case-to-ambient thermal resist. (®C/W) 
ATp _ Temperature rise between elements 

6.1. Airflow Management 

To maximize the amount of air that flows over the 
processor and minimize the local ambient temperature 
(Tla) processor, it is important to manage the 

amount of air that flows within the system as well as how 
it flows. Total system air flow can be increased by adding 
one or more fans to the system, or by increasing the 
output of an existing system’s fan(s). An important 
consideration in airflow management is the temperature 
of the air flowing over the processor(s). Heating effects 


from add-in boards, DRAM, and disk drives greatly 
reduce the cooling efficiency of this air, as does 
recirculation of warm interior air through the system fan. 
Care must be taken to minimize the heating effects of 
peripheral components, and to eliminate warm air 
recirculation. 

For example, a clear air path from the external system 
vents to the system fan(s) will enable the warm air from 
the Pentium Pro processors to be efficiently pulled out of 
the system. If no air path exists across the processors, the 
warm air from the Pentium Pro processors will not be 
removed from the system, resulting in localized heating 
("hot spots") around the processors. Figure 8 shows two 
examples of air exchange through a PC style chassis. The 
system on the left is an example of good air exchange, 
incorporating both the power supply fan, and an 
additional system fan. The system on the right shows a 
poorly vented system, using only the power supply fan to 
move the air, resulting in inadequate air flow. 
Recirculation of warm air is most common between the 
system fan and chassis, and between the system fan 
intake and the drive bays behind the front bezel. These 
paths may be eliminated by mounting the fan flush to the 
chassis, obstructing the flow between the drive bays and 
fan inlet, and by providing generous intake vents in both 
the chassis and the front bezel. 
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Vents 


Adequate Venting = Good Air Exchange Poor Venting = Poor Air Exchange 


Figure 8. Example of Air Exchange Through a PC Chassis 

6.2. Extruded Heet Sink Solutions 4S°C, a maximum case temperature of 85°C, a maximum 

power dissipation of 28 Watts, and a local processor 
One method used to improve case-to-ambient thermal ambient of 50°C, the following equation can be used to 

performance is to increase the surface area of the device, calculate the ©CA required for either of the two 

by attaching a metallic heat sink to the ceramic package. processors in this particular system: 

Heat sinks are generally extruded from blocks of metal, 

usually aluminum (dde to its low price/performance ®CA = (^C ~ Tla)/Pd 

ratio). To maximize the thermal conduction, the thermal 

resistance from the heat sink to the air can be reduced by Where: + ATp 

maximizing the airflow through the heat sink fins as well 

as by maximizing the surface area of the heat sink itself. Solving the equation shows that the case-to-ambient 

thermal resistance required in this particular Pentium Pro 
processor system is 1.25°C/W. Using Table 1, it can be 
6.2.1. DESIGN EXAMPLE #1 seen that a 1.0" heat sink with an airflow between 200 

and 400 LFM will meet the Pentium Pro processor 
In Example #1, two Pentium Pro processors are placed maximum case temperature limit of 85°C. Linearly 

side-by-side in front of a dedicated 80mm fan. The fan extrapolating the values in Table 1 gives an airflow of 

pulls air from outside the system chassis and pushes the approximately 340 LFM. To keep the airflow within the 

air over the processors, providing approximately 200 200 LFM assumption, a heat sink approximately 1.9" in 

LFM of laminar airflow over the processors, as shown in height would be required. 

Figure 9. Using the simple thermal model in Figure 7 and 
assuming a maximum external ambient temperature of 
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Figure 9. Top View of Design Example #1 


6.2.2. DESIGN EXAMPLE #2 

In Example #2, the processors are placed in a row 
directly in front of the system fan. There is a dedicated 80 
mm fan directly in front of the first processor providing 
approximately 600 LFM of laminar airflow (see Figure 
10). Using the simple thermal model in Figure 7 and 
assuming a maximum external ambient temperature of 
45 °C, a maximum ca.se temperature of 85 °C, a maximum 
power dissipation of 28 Watts, and a local processor 
ambient of 50°C, the following equation can be used to 
calculate the ©CAj required to cool the first processor in 
this system: 

©CA, = (Tc, -T la,)/Pd, 

Where: Tla, = Ta + ATp^ 

Solving the equation shows that the case-to-ambient 
thermal resistance required to cool the first Pentium Pro 
processor in this system is l.25°C/W. Referring to Table 
1 , it can be seen that with 600 LFM, a heat sink between 
0.5” and 1.0" meets the Pentium Pro maximum case 
temperature limit of 85°C. Linearly extrapolating the 


values in Table 1 gives an a heat sink height of 
approximately 0.87”. 

Heat from the first processor will elevate the air 
temperature over the second processor. For the purpose 
of this example, it will be assumed that the temperature 
elevation due to the first processor is 15°C, resulting in 
an air temperature of 60°C at the second processor (the 
exact temperature rise due to the first processor is system 
dependent. Individual designs must be characterized to 
determine the temperature rise at the second processor). 

In addition, the first Pentium Pro processor will disrupt 
and block the airflow from the dedicated fan, affecting 
the air reaching the second processor. Individual system 
designs must be characterized to understand the airflow 
over the second processor. Also, since the airflow is not 
necessarily laminar airflow, the values in Table 1 may 
not be accurate. For the purpose of this example, a 400 
LFM airflow over the second processor will be assumed. 
Using the simple electrical model in Figure 7, the 
following equation can be used to calculate the ©CA 2 
required to cool the second processor in this system: 


I 


1-119 






Figure 10. Top View of Design Example #2 


TCj = TlA, + ATpj + (PDj * ©CAj) 

Where: Tp = Air temperature at the device under test 
85°C = 60°C + (28 Watts * ©CA. ) 

0CA2 = 0,89°CAVatt 

Using ©CA = 0.89°CAVatt and Table 1, it can be seen 
that a 1.5" heat sink with an airflow of 400 LFM will 
meet the Pentium Pro processor maximum case 
temperature limit of 85°C. 

6.3. Fans 

Fans are often needed (o assist in moving the air inside a 
chassis. The airflow rate of a fan is usually directly 
related to the acoustic noise level of the fan and system. 
Maximum acceptable noise levels may limit the fan 
output or the number of fans selected for a system. 

Fan/heat sink assemblies are one type of advanced 
solution which can be used to cool the Pentium Pro 
microprocessor. The OverDrive processor for upgrading 
Pentium Pro processor-based systems will use an 
integrated fan/heat sink. Intel has worked with fan/heat 
sink vendors and computer manufacturers to make 
fan/heat sink cooling solutions available in the industry 
for use with the Pentium Pro processor in systems. Please 


consult such a vendor to acquire the proper solution for 
your needs. 

6.3.1 . DESIGN EXAMPLE #3 

Example #3 shows a single Pentium Pro processor cooled 
with a fan/heat sink assembly (see Figure 1 1). The simple 
thermal model in Figure 7 can be used to calculate the 
required ©CA ^o^l a 28 Watt Pentium Pro processor. 
Assuming a maximum external ambient temperature of 
45*C, a maximum case temperature of 85°C, and a 
temperature rise from the external ambient to the Pentium 
Pro processor of 5°C, the following equation can be used: 

©CA, = (Tc, -TlA|VPD| 

Where: Tla, = Ta + ATP| 

Solving the equation shows that the fan/heat sink 
assembly must be able to produce a case-to-ambient 
thermal resistance of 1 .25°C/W to cool the Pentium Pro 
processor in this system. This calculation can be 
extended to include multiple Pentium Pro processors in a 
system. 

Note that the OverDrive processor is designed to meet its 
thermal requirements if the fan/heat sink inlet air 
temperature is 50°C or less. 
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Figure 11. Top View of Design Example #3 


6.4. Alternative Cooling Solutions 

In addition to extruded heat sinks and system fans, other 
solutions exist for cooling integrated circuit devices. For 
example, ducted blowers, heat pipes and liquid cooling 
are all are capable of dissipating additional heat. Due to 
their varying attributes, each of these solutions may be 
appropriate for a particular system implementation. 

6.4.1 . DESIGN EXAMPLE #4 

The Pentium Pro processor is designed to provide 
scaleable performance in a multiprocessor system; up to 
four processors can be used in such a configuration. In 
order to minimize interconnect delays between the 
processors in an MP environment, the processors must be 
connected in close proximity. Example #4 demonstrates 
the use of low cost, high density, extruded heat sinks 
enclosed in a duct to provide the thermal headroom 
necessary to cool four Pentium Pro processors while 
maintaining case temperatures of 85°C. Note that since 
the OverDrive processor will upgrade single or dual 
processor Pentium Pro processor-based systems, cooling 
solution compatibility with the OverDrive processor need 
only be considered for those system configurations. 


6.4.1 .1 . AIRFLOW CHARACTERIZATION 

In this example, two Pentium Pro processors are placed 
side by side upstream, and two side by side downstream 
to make a quad processor unit. Each processor’s power is 
locally supplied by a DC/DC converter (see Figure 12). 
Extruded fin heat sinks with a high aspect ratio (i.e. 12:1 
fin height to gap width), 1.2” tall, and with dimensions 
defined by the plan area of the CPU package are mounted 
on each of the Pentium Pro processors. The outline of the 
duct is designed to ensure that the air from the blower is 
directed through the heat sinks. Air is purged from the 
system via vents located behind the downstream 
processors. A single 120 mm blower, mounted in front of 
the CPU module, provides the airflow through the 
assembly. For this example, it is recommended that the 
intake and outlet vents in the chassis be at least 50 
percent open. 

Assuming a cooling target of 40 Watts per processor 
(with the processors as the maximum heat-generating 
parts in the assembly), this duct was designed to isolate 
the processors from the effects of system heating (such as 
from add-in cards), and to maximize the processor 
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contribute to drag), and friction from surfaces of duct 
walls and heat sink fins. Shown in Figure 13 are the 
resistance characteristics for a single air moving device in 
conjunction with a single high density extruded heat sink 
(60 mil thick fins, 90 mil fin gap). Maximizing friction 
and minimizing the drag contribution is desirable. 

For comparison purposes, a typical 120mm system fan is 
also plotted. Axial fans are typically characterized by a 
high volumetric flow rate, but low pressure drop in the 
system. In contrast, a blower has a significantly higher 
pressure drop characteristic, with a lower flow rate, for 
identical dimensions. The system resistance curve 
(friction and drag contributions for the ducted cooling 
scheme) has a significant slope. The fan shown in this 
example is typically rated at 100 CFM, and the blower is 
rated at 25 CFM. In the absence of the analysis above, it 
is common to assume that a system fan provides 
significantly higher airflow, which translates to improved 
cooling; however, the effective airflow rate delivered by 
the 100 CFM fan is about 8 CFM, while the blower 
provides twice this effective flow rate. This translates to 
14 CFM, or 7 CFM through each of the two parallel paths 
within the duct. 



Figure 12. Top View of Design Exampie #4 


cooling temperature budget. Air provided by the blower 
is split into two parallel paths to cool the processors. A 
one dimensional model based on drag and frictional 
losses was developed, using airflow resistance elements 
to evaluate the operating points of various air moving 
devices. Although the duct is not symmetrical, assuming 
equal amounts of airflow through the two parallel paths 
provides a reasonable approximation of the operating 
point (the actual airflow delivered by a device attached to 
the duct in a system environment). Fan and blower 
manufacturers provide performance curves, characterized 
by the amount of airflow that the device can deliver at 
different resistances to the flow (represented by static 
pressure). At maximum static pressure, the amount of 
airflow delivered is usually zero, and airflow (measured 
in cubic feet per minute, or CFM) at no static pressure is 
the maximum theoretically achievable. The practically 
realizable airflow through the ducted environment is 
dependent on the heat sinks’ resistance to airflow. The 
amount of airflow delivered by a fan or blower is the 
intersection point between the performance curve of the 
device (provided by the device’s manufacturer) and the 
system resistance curve, which is calculated by the 
friction and drag contributions of the various resistance 
elements in the flow path. Energy is spent to move air 
through bends, expansions, and contractions (which 
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Figure 13. Effective Fiow Rate for Biower and Fan for the Ducted Cooling Scheme 


6.4.1 .2. THERMAL PERFORMANCE 
CHARACTERIZATION 

The physical constraints of this layout require that at least 
one Pentium Pro processor be placed downstream of the 
other. In addition, all the air entering the duct must pass 
through both the upstream and downstream heat sinks. 
The power dissipation capability of this cooling scheme 
can be assessed using flat plate heat transfer correlation. 

Figure 14 shows temperature predictions at different air 
flow rates through the heat sinks, assuming a power 
dissipation of 30 Watts per Pentium Pro processor. The 
overall flow rate from the blower, based on the 
performance curves above, is assumed to be split equally 
between two parallel paths on the module. Since the 
upstream and downstream heat sinks are at the opposite 
ends of the module, it is reasonable to expect the air 
entering the downstream heat sinks has an average mixed 
temperature, which will be higher than the ambient 
temperature of the upstream heat sinks. This difference is 
particularly significant at low flow rates. Figure 15 shows 
the case temperature values plotted against different air 
flow rates through the high density heat sinks, using this 


one dimensional model, at sea level. As the airflow rate 
increases, more air is available to purge the warm air 
from the system, reducing the temperature of the system. 
1 CFM of airflow through the heat sinks roughly 
corresponds to 100 LFM of airflow, and 25 CFM to 
2,300 LFM. To produce such flow rates in an open air 
test environment such as a wind tunnel or unducted flow, 
a minimum of 2 to 3 times the airflow around the heat 
sink is required. Observe that the temperature drops off 
rapidly with increasing flow rate, reaching an asymptotic 
value. This suggests that higher airflow for a given heat 
sink will not necessarily translate to significant gains in 
the reduction of case temperature. These calculations, 
along with the airflow performance curves, demonstrate 
that it is not fundamentally beneficial to increase airflow. 
Increasing airflow results in an increase in the pressure 
drop requirement, translating to large, noisy blowers 
which are not conducive to an office environment. Based 
on an operating point of 14 CFM for a single blower (i.e. 
7 CFM through each parallel flow path), the calculated 
temperatures for the upstream and downstream Pentium 
Pro processors in this cooling arrangement are 53°C and 
61°C at a 35°C ambient. Clearly both the upstream and 
downstream processors have significant thermal 
headroom. The extent of the upstream processor’s heat 
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on the air which reaches the downstream processor is 
kept at a minimum due to the mixing and high airflow 
rates achieved in the blower cooling arrangement. Also 
note that an arrangement which uses a 120 mm fan with a 
duct cannot maintain the case temperature of the 
downstream processor below the recommended 
temperature of 85 °C, and hence is not recommended as a 
cooling option for a quad processor arrangement. 


Figure 15 shows the power versus case temperature 
tradeoff for this ducted blower approach. The 
conventional approach of using a system fan with low 
aspect ratio heat sinks that are typical in the industry is 
also included for comparison. The classical approach of 
widely spaced fins results in a heat sink which is 
ineffective in cooling high performance systems with 
processors in close proximity. This blower solution, 
however, can provide scalability to 40 Watts without any 
changes in the design. 



Figure 14. Case Temperature vs. Airflow at SOW 
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Figure 15. Case Temperature vs. Processor Power for Design Example #4 


7.0. CONCLUSION 

As the complexity of today's microprocessors continues 
to increase, so do the power dissipation requirements. 
Care must be taken to ensure that the additional power is 
properly dissipated. Heat can be dissipated using passive 
heat sinks, fans and/or active cooling devices. Further 
cooling can be achieved through the use of ducting 
solutions. 

The simplest and most cost effective method is to use an 
extruded heat sink and a system fan. The size of the heat 
sink and the output of the fan can be varied to balance 
size and space constraints with acoustic noise. As shown, 
a 1 .9" high heat sink can be used with a dedicated 200 
LFM system fan to cool a Pentium Pro processor 
dissipating 28 Watts. In another example, it was shown 


that a fan/heat sink assembly having a ©CA ^ .25°C/W 
can also be used to cool a single Pentium Pro processor 
dissipating 28 Watts, as long as the local ambient 
temperature does not exceed 50°C. This will also be the 
requirement for the OverDrive processor for upgrading 
Pentium Pro processor-based systems. 


Both of these solutions provide adequate cooling to 
maintain the Pentium Pro processor's case temperature at 
or below 85°C. The addition of ducting allows cooling of 
up to four Pentium Pro processors. By maintaining the 
Pentium Pro processor’s case temperature and OverDrive 
processor’s fan/heat sink air inlet temperature at the 
values specified in the Pentium® Pro Processor 
Developer's Manual, Volume 7, a system can guarantee 
proper functionality and reliability of these processors. 
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Intel’s Pentium® processor family combines the per- 
formance traditionally associated with minicomputers 
and workstations with the flexibility and compatibility 
that characterize the personal computer platform. De- 
signed to meet the needs of today’s and tomorrow’s 
sophisticated software applications, the Pentium proc- 
essor extends the range of Intel’s microprocessor archi- 
tecture to new heights, blurring previous distinctions 
between hardware platforms and creating an entirely 
new realm of possibilities for notebook computers, 
desktop PCs, and servers. 


This article begins by presenting an overview of the 
Pentium processor. It then details the key technological 
features that enable the Intel solution to meet the mar- 
ket’s evolving requirements for high performance, con- 
tinued software compatibility, and advanced function- 
ality. 


THE WORLD’S BEST PERFORMANCE 
FOR ALL PC SOFTWARE 

The Pentium processor family includes the highest per- 
forming members of Intel’s family of microprocessors. 


Pentium® Processor 
75/90/100/120/133 Core Frequency 

External Bus Interface 

iCOMP® Index 

133 MHz 

66 MHz 

1110 

120 MHz 

60 MHz 

1000 

100 MHz 

66/50 MHz 

815 

90 MHz 

60 MHz 

735 

75 MHz 

50 MHz 

610 


While incorporating new features and improvements 
made possible by advances in semiconductor technolo- 
gy, the Pentium processor is fully software compatible 
with previous members of the Intel microprocessor 
family-thereby preserving the value of users’ software 
investments. The Pentium processor meets the de- 
mands of computing in a number of areas: advanced 
operating systems, such as DOS*, Windows*, OS/2*, 
and UNIX*; computing-intensive graphics applica- 
tions, such as 3-D modeling, computer-aided design/ 
engineering (CAD/CAE), large scale financial analysis, 
high-throughput client/server, handwriting, and voice 
recognition; network applications; virtual reality; elec- 
tronic mail that combines many of the above areas; and 
new applications yet to be developed. 

The Pentium processor family was designed using an 
advanced process technology and has features that are 
less than a micron (one-millionth of a meter) in size. 
The Pentium processor (510\60, 567\66) was devel- 
oped utilizing 5V, 0.8 micron technology, while the 
Pentium processor (610\75, 735\90, 815X100. 

1000X120, 1110X133) was designed using 3.3V, 0.6 mi- 
cron and 3.3V, 0.35 micron technology. 

The increasingly improved Pentium processor family 
brings the users CPUs with higher frequencies, while 


the system bus frequencies range from 50 MHz to 66 
MHz, allowing cost effective system designs. 

THE PENTIUM® PROCESSOR: 
TECHNICAL INNOVATIONS 

A number of innovative product features contribute to 
the Pentium processor’s unique combination of high 
performance, compatibility, data integrity and upgrad- 
ability. These include: 

• Superscalar Architecture 

• Separate 8K Code and Data Caches 

• Writeback MESI Protocol in the Data Cache 

• Dynamic Branch Prediction 

• Pipelined Floating-point Unit 

• Improved Instruction Execution Time 

• 64-Bit Data Bus 

• Bus Cycle Pipelining 

• Address Parity 

• Internal Parity Checking 

• Functional Redundancy Checking 

• Execution Tracing 

• Performance Monitoring 


November 1995 

Order Number: 242423-002 


2-1 


THE PENTIUM® FAMILY-A TECHNICAL OVERVIEW 



• IEEE 1 149:1 Boundary Scan 

• System Management Mode 

• Virtual Mode Extensions 

• Upgradable With a Future Pentium OverDrive® 
Processor 

• Multiprocessor Support 

In addition to the features listed above, the Pentium 
processor 75/90/100/120/133 offers the following en- 
hancements over the Pentium processor 60/66 

• Dual Processing Support 

• SL Power Management Features 

• Fractional Bus Operation 

• On-chip Local APIC Device 

Superscalar Architecture 

The Pentium processor’s superscalar architecture en- 
ables the processor to achieve superior performance by 
executing more than one instruction per clock cycle. 
The term “superscalar” refers to a microprocessor ar- 
chitecture that contains more than one execution unit. 
These execution units, or piplines are where the CPU 
processes the data and instructions that are fed to it by 
the rest of the system. 

The Pentium processor’s superscalar implementation 
represents a natural progression from previous genera- 
tions of processors in the 32-bit Intel architecture. The 
Intel 486 TM processor fpr instance, is able to execute 
many instructions in one clock cycle, while previous 
generations of Intel microprocessors require multiple 
clock cycles to execute a single instruction. 

The ability to execute multiple instructions per clock 
cycle is due to the fact that the Pentium processor has 
two pipelines that can execute two instructions simulta- 
neously. The Pentium processor’s dual pipelines exe- 
cute integer instructions in five stages: prefetch, de- 
codel, decode2, execute and writeback. This permits 
several instructions to be in various stages of execution, 
thus increasing processing performance. 

The Pentium processor also uses hardwired instruc- 
tions to replace many of the microcoded instructions 
used in previous microprocessor generations. Hard- 
wired instructions are simple and commonly used, and 
can be executed by the processor’s hardware without 
requiring microcode. 


This improves performance without affecting compati- 
bility. In the case of more complex instructions, the 
Pentium processor’s enhanced microcode further 
boosts performance by employing both dual integer 
pipelines to execute instructions. 


Separate 8K Code and Data Caches 

Pentium processors include separated code and data 
caches integrated on-chip to meet performance goals. 
On-chip caches increase performance by acting as tem- 
porary storage places for commonly-used instructions 
and data, replacing the need to go off-chip to the sys- 
tem’s main memory to fetch information. The separate 
caches reduce bus conflicts and are available more often 
when they are needed. 

The Pentium processor’s code and data caches each 
contain 8 Kbytes of information and both are organized 
as two-way set associative caches-meaning that they 
save time by searching only pre-specified 32-byte seg- 
ments rather than the entire cache. Each cache has a 
dedicated Translation Lookaside Buffer (TLB) to trans- 
late linear addresses to physical addresses. 

The Pentium processor’s data cache is configurable to 
be “writeback” or “write through” on a line-by-line ba- 
sis and follows the MESI (Modified, Exclusive, Shared, 
Invalid) protocol. The “writeback”, method transfers 
data to the cache without going out to main memory. 
Data is written to main memory only when it is re- 
moved from the cache. In contrast, the “write through” 
method transfer data to the external memory each time 
the processor writes data to the cache. The “writeback” 
technique increases performance by reducing bus utili- 
zation and preventing unnecessary bottlenecks in the 
system. 

To ensure that data in the cache and in main memory 
are consistent, the data cache implements the MESI 
protocol during reads and writes. This is especially im- 
portant in a multiprocessor environment. 


Dynamic Branch Prediction 

Branch prediction is an advanced computing technique 
that boosts performance by keeping the execution pipe- 
lines full. It is accomplished by predetermining the 
most likely set of instructions to be executed. 
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To understand the concept better, consider a typical 
application program. After each pass through a soft- 
ware loop, the program performs a conditional test to 
determine whether to return to the beginning of the 
loop or to exit and continue on to the next execution 
step. These two paths are called branches. Dynamic 
branch prediction forecasts which branch the software 
will require, based on the assumption that the previous 
taken branch will be used again. Pentium processors 
make prediction by using a Branch Target Buffer 
(BTB). Pentium processors also implement two pre- 
fetch buffers, one to prefetch code in a linear fashion 
and the other to prefetch code according to the address- 
es in the BTB. As a result, the needed code is always 
prefetched before it is required for execution. In addi- 
tion, the Pentium processors support more sophisticat- 
ed algorithms by using two level branch prediction. 


Pipe-lined Floating-Point Unit 

The 32-bit compute-intensive software applications re- 
quire a high degree of floating-point processing power 
to handle mathematical calculations. As the floating- 
point requirements of personal computer software have 
steadily increased, advances in microprocessor technol- 
ogy have been introduced to satisfy these needs. The 
Intel486 DX processor, for example, was the first Intel 
microprocessor to integrate math coprocessing func- 
tions on-chip; previous-generation Intel processors used 
off-chip math coprocessors when floating-point calcula- 
tions were required. 

The Pentium processor family takes math computation- 
al ability to the next performance level by using an 
enhanced on-chip floating-point unit that incorporates 
sophisticated eight-stage pipeline and hardwired func- 
tions. A three-stage floating-point instruction pipeline 
is appended to the integer pipelines. Most floating-point 
instructions begin execution in one of the integer pipe- 
lines, then move on to the floating-point pipeline. In 
addition, common floating-point functions, such as, 
add, multiply and divide, are hardwired for faster exe- 
cution. 


Enhanced 64-Bit Data Bus 

The data bus is the highway that carries information 
between the processor and the memory subsystem. Be- 
cause of its external 64-bit data bus, the Pentium proc- 
essor can transfer data to and from memory at rates up 
to 528 Mbytes/second, a more than five-fold increase 


over the peak transfer rate of the 66 MHz Intel DX2tm 
microprocessor (105 Mbytes/second). This wider data 
bus facilitates high-speed processing by maintaining the 
flow of instructions and data to the processor’s supers- 
calar execution unit. 


In addition to having a wider data bus, the Pentium 
processor implements bus cycle pipelining to increase 
bus bandwidth. Bus cycle pipelining allows a second 
cycle to start before the first one is completed. This 
gives the memory subsystem more time to decode the 
address, which allows slower and less-expensive memo- 
ry components to be used, resulting in a lower overall 
system cost. Burst reads and writes, parity on address 
and data, and a simple cycle identification all contrib- 
ute to providing greater bandwidth and improved sys- 
tem reliability. 

The Pentium processor also has two write buffers, one 
corresponding to each pipeline, to enhance the per- 
formance of consecutive writes to memory. Write buff- 
ers improve performance by allowing the processor to 
proceed with the next pair of instructions, even though 
one of the current instructions needs to write to memo- 
ry while the bus is busy. 



Data Integrity and Error Detection 
Features 

Protecting important data and ensuring its integrity has 
become increasingly important as mission-critical appli- 
cations continue to proliferate. To ensure the Pentium 
processors’ reliability, Intel ran millions of simulations 
and tests. In addition, designers have added significant 
data integrity and error detection capability. Data pari- 
ty checking is supported on byte-by-byte basis. Address 
parity checking, and internal parity checking features 
have been added along with a new exception, the ma- 
chine check exception. 

Internal error detection places parity bits on the inter- 
nal code and data caches, translation look aside buffers, 
microcode, and branch target buffer. This feature helps 
to detect errors in a manner that remains transparent to 
both the user and the system. 

Furthermore, the Pentium processors have implement- 
ed functional redundancy checking to provide maxi- 
mum error detection of the processor and the interface 
to the processor. When functional redundancy check- 
ing is used, two Pentium processors act as “master” 
and “checker” respectively. The “checker” is used to 
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execute in lock step with the “master” processor. The 
two chips run in tandem, and the “checker” samples 
the “master’s” outputs and compares those values with 
the values it computes internally. The “checker” asserts 
an error signal if a discrepancy is discovered, and the 
system is notified. 

As more and more functions are integrated on chip, the 
complexity of board level testing is increased. To ad- 
dress this situation, the Pentium processors have in- 
creased test and debug capability. The Pentium proces- 
sors implement IEEE Boundary Scan (Standard 
1149.1). In addition, the Pentium processors have spec- 
ified four breakpoint pins that correspond to each of 
the debug registers and externally indicate a breakpoint 
match. 


Performance Monitoring 

Performance monitoring is a feature of the Pentium 
processor family that enables system designers and soft- 
ware application developers to optimize their hardware 
and software products by identifying potential code 
bottlenecks. Designers can observe and count clocks for 
internal processor events that affect the performance of 
data reads and writes, cache hits and misses, interrupts, 
and bus utilization, this allows them to measure the 
effect that their code has on both the Pentium proces- 
sor architecture and their product, and to fine-tune 
their application or system for optimal performance, 
due to the greater synergy between the Pentium proces- 
sor, its host system, and application software. 


SL Enhanced Power Management 
Features 

The Pentium processor (610\75, 735 \90, 815\100, 
1000M20, 1110\133) incorporate SL technology fea- 
tures for superior power-management capabilities. 
These features operate at two levels: the microprocessor 
and the system. Power management at the processor 
level involves putting the processor into low power 
state during non-processor intensive tasks, such as 
word processing, or into “sleep mode”, which is a very 
low-power state, when the computer is not in use. At 
the system level, Intel’s SL technology uses system 
management mode (SMM) to control the way power is 
used by the computer and its peripherals. This mode 
provides intelligent system management that allow the 
microprocessor to slow down, suspend, or completely 


shut down various system components so as to maxi- 
mize energy savings. All members of the Pentium proc- 
essor family include SMM. 


Virtual Memory Extensions 

The Pentium processors’ Memory Management Unit 
offers the optional extensions from the traditional 
memory page size of 4 Kbytes, to the architecture 
which allow 2-Mbyte and 4-Mbyte page sizes. This fea- 
ture, which is transparent to the application software, 
was provided to reduce the frequency of page swapping 
in complex graphics applications, frame buffers, and 
operating system kernels, where the increased page size 
allows users to map large, previously unwieldy objects. 
The larger page enables an increased page hit rate, re- 
sulting in higher performance. 


Upgradable With a Future Pentium® 
OverDrive® Processor 

The Pentium processor has been designed for upgrad- 
ability using Intel’s upgrade technology. This innova- 
tion protects user investments by adding performance 
that helps to maintain the productivity levels of Intel 
processor-based systems over their entire life spans. 
Many Pentium processor-based systems have been de- 
signed to support this upgradability. The Future Penti- 
um OverDrive processor will speed up typical applica- 
tions by 40% to 70%. 


Multiprocessor Support 

The Pentium processor is ideal for the increasing imple- 
mentation of multiprocessing systems. Multiprocessing 
applications that combine two or more Pentium proces- 
sors are well served by the processors’ advanced archi- 
tecture, separate on-chip code and data caches, chipsets 
for controlling external caches, and sophisticated data 
integrity features. 

As previously discussed, the Pentium processor family 
uses the MESI protocol to maintain cache consistency 
among several processors. The Pentium processor also 
ensures that instructions are seen by the system in the 
order that they were programmed. This strong ordering 
helps software designed to run on a single-processor 
system to work correctly in a multiprocessing environ- 
ment. 
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Symmetric dual processing in a system is supported 
with two Pentium processors 75/90/100/120/133. The 
two processors appear to the system, as a single Pentium 
processor. Operating systems with dual processing sup- 
port properly schedule computing tasks between the 
two processors. This scheduling of tasks is transparent 
to software applications and the end-users. Logic built 
into the processors support a “glueless” interface for 
easy system design. Through a private bus, the two 
Pentium processors 75/90/100/120/133 arbitrate for 
the external bus and maintain cache coherency. 


On-chip Local APIC Device 

The Pentium processor 75/90/100/120/133 incorpo- 
rates a local Advanced Programmable Interrupt Con- 
troller designed to handle interrupts in a multiprocess- 
ing environment. This implementation is capable of 
supporting a multiprocessing interrupt scheme with an 
external I/O APIC. The I/O APIC is a device which 
captures all system interrupts and directs them to the 
appropriate processors via various programmable dis- 
tribution schemes. For instance, in the multiprocessing 
environment, the APIC can distribute static and dy- 
namic symmetric interrupts across all processors. It is 
also capable of routing the dynamic interrupts to the 
lowest-priority processor. These are just two examples 
among many features of APIC architecture. 


In a dual processor configuration, the local APIC may 
be used with an additional device similar to the I/O 
APIC. An external device provides the APIC system 
clock. Interrupts which are local to each CPU go 
through the APIC on each chip. 


INCREASED PERFORMANCE: BY THE 
NUMBERS 


The iCOMP (Intel Comparative Microprocessor Per- 
formance) index provides a simple relative measure of 
microprocessor performance. It is not a benchmark, but 
a collection of benchmarks used to calculate an index of 
relative processor performance intended to help end-us- 
ers to decide which Intel microprocessor best meets 
their desktop computing needs. The iCOMP index rat- 
ing is based on the technical categories that encompass 
four separate aspects of both 16- and 32-bit CPU per- 
formance: integer, floating-point, graphics and video 
performance. Each category is weighted based on the 
estimated percentage of time it enters into the process- 
ing picture. The higher the iCOMP index rating, the 
higher the relative performance of the microprocessor. 



Figure 1 illustrates the iCOMP index ratings for ten 
Intel microprocessors. The Intel Pentium processor 133 
MHz with an iCOMP index rating 1110 yields 2.5 
times the performance of the 100 MHz IntelDX4® 
processor, which has an iCOMP index rating of 435. 
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Figure 1. iCOMP® Index Ratings for Intel Processors 

performance. Because today’s commercial applications 
are comprised almost exclusively of integer-intensive 
programs, SPECint92 represents an appropriate in- 
struction mix for commercial applications and is a 
much more effective benchmark to predict 32-bit busi- 
ness performance than SPECfp92. 

SPEC95* was designed to provide measures of per- 
formance for comparing compute-intensive workloads 
on different computer systems. SPEC95 consists of two 
suites of benchmarks: CINT95* for measuring and 
comparing compute-intensive integer performance, and 
CFP95* for measuring and comparing compute-inten- 
sive floating-point performance. The two suites provide 


Modern industry standard benchmarks were chosen to 
accurately demonstrate the superior performance of the 
Intel Pentium Pro processor family. Processor-intensive 
benchmarks such as SPECint95*, SPECint92* and sev- 
eral 32-bit benchmarks highlight workstation-level per- 
formance. SPECint95 and SPECint92 are two very ef- 
fective benchmarks for evaluating CPU performance 
because of its large size and application representative 
instruction mix. 

SPECint92 is a processor-intensive UNIX benchmark 
that evaluates desktop performance using a representa- 
tive mix of application instructions. The SPECfp92* 
UNIX benchmark is a useful measure of floating-point 
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component-level benchmarks that measure the per- lishing SPEC92 results and stop selling the benchmark 
formance of the computer’s processor, memory archi- suite. Performance results from SPEC95 cannot be 

tecture and compiler. SPEC* benchmarks are selected compared to those from SPEC92, since new bench- 

from existing application and benchmark source code marks have been added and existing ones changed, 
running across multiple platforms. Each benchmark is 

tested on different platforms to obtain fair performance The CINT95 suite, written in C language, contains 

results across competing hardware and software sys- eight CPU-intensive integer benchmarks. It is used to 

terns. measure and calculate the following metrics: 

• SPECint95 - The geometric mean of eight normal- 
SPEC95 is the third major version of the SPEC bench- ratios (one for each integer benchmark) when 

mark suites, which in 1989 became the first widely ac- compiled with aggressive optimization for each 

cepted standard for comparing compute-intensive per- benchmark 

formance across various architectures. The new release . ^ , 

replaces SPEC92*, which will be gradually phased out * SPECmt_base95* - The geometnc mean of eight 
between now and June 1996, when SPEC will stop pub- normalized ratios when compiled with the conserva- 

tive optimization for each benchmark. 
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SPECint95 represents an appropriate instruction mix 
for commercial applications and is a much more effec- 
tive benchmark to predict 32-bit business performance 
than SPECfp95. 

Figures 2 and 3 show the SPECint95 and SPECfp95 
performance of the Pentium processor 100 MHz, 120 
MHz and 133 MHz under the 1 MB second-level cache 
(“L2 cache”) configurations. Figures 4 and 5 show the 
SPECint92 and SPECfp92 performance of Pentium 
processor 100 MHz, 120 MHz and 133 MHz under 1 
MB second-level cache (“L2 cache”) configurations. 
The SPECint92 and SPECfp92 numbers use the latest 
compiler technology (see the lastest Intel Pentium Pro 
Processor Performance Brief). 



Figure 2. Intel Pentium® Processor Performance for the UNIX’^ SPECint95* Benchmark 


I 


The CFP95 suite, written in FORTRAN language, 
contains 10 CPU-intensive floating point benchmarks. 
It is used to measure and calculate the following met- 
rics: 

• SPECfp95* - The geometric mean of 10 normalized 
ratios (one for each floating point benchmark) when 
compiled with aggressive optimization for each 
benchmark. 

• SPECfp base95* - The geometric mean of 10 nor- 

malized ratios when compiled with conservative op- 
timization for each benchmark. 

Because today’s commercial applications are comprised 
almost exclusively of integer-intensive programs. 
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Figure 4. Intel Pentium Processor Performance for UNIX* SPECint92* Benchmark 
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Figure 5. Intel Pentium® Processor Performance for the UNIX* SPECfp92* Benchmark 


HIGH PERFORMANCE WITH FULL 
COMPATIBILITY 

The Pentium processor family provides extremely high 
performance because it incorporates the latest state-of- 
the-art design principles. With its superscalar architec- 
ture, separate code and data caches, dynamic branch 
prediction, and an enhanced floating-point unit, the 
Pentium processor can meet the performance needs of 
today’s and tomorrow’s software applications. Mean- 
while it maintains complete compatibility with the in- 
stalled base of software currently running on all the 
Intel family members. 


The Pentium processors’ combination of performance 
and compatibility uniquely positions it to meet the 
needs of the expanding development of notebook, desk- 
top, and server application. Not only will users experi- 
ence dramatic performance improvements while run- 
ning their current software, but they can also anticipate 
that new applications will take even further advantage 
of the Pentium processors’ high performance features. 
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PENTIUM® PROCESSOR AT 
PENTIUM® PROCESSOR AT 

■ Binary Compatible with Large Software 

— DOS*, OS/2*, UNIX*, and WINDOWS* 

■ 32-Bit Microprocessor 

— 32-Bit Addressing 

— 64-Bit Data Bus 

■ Superscalar Architecture 

— Two Pipelined Integer Units 

— Capable of uhder One Clock per 
Instruction 

— Pipelined Floating Point Unit 

■ Separate Code and Data Caches 

— 8K Code, 8K Write Back Data 

— 2-Way 32-Byte Line Size 

— Software Transparent 

— MESI Cache Consistency Protocol 

■ Advanced Design Features 

— Branch Prediction 

— Virtual Mode Extensions 

The Pentium® processor (510\60, 567\66) provides the next generation of power for high-end workstations 
and servers. The Pentium processor (510\60, 567\66) is compatible with the entire installed base of applica- 
tions for DOS*, Windows*, OS/2*, and UNIX*. The Pentium processor’s superscalar architecture can execute 
two instructions per clock cycle. Branch Prediction and separate caches also increase performance. The 
pipelined floating point unit of the Pentium processor (510\60, 567\66) delivers workstation level perform- 
ance. Separate code and data caches reduce cache conflicts while remaining software transparent. The 
Pentium processor (510\60, 567\66) has 3.1 million transistors and is built on Intel’s 0.8 Micron BICMOS 
silicon technology. The Pentium processor may contain design defects or errors known as errata. Current 
characterized errata are available upon request. 



*Other brands and names are the property of their respective owners. 


iCOMP INDEX 510X60 MHz 
iCOMP INDEX 567X66 MHz 

■ 273-Pin Grid Array Package 

■ BiCMOS Silicon Technology 

■ Increased Page Size 

— 4M for Increased TLB Hit Rate 

■ Multi-Processor Support 

— Multiprocessor Instructions 
— Support for Second Level Cache 

■ Internal Error Detection 

— Functional Redundancy Checking 
— Built in Self Test 
— Parity Testing and Checking 

■ IEEE 1149.1 Boundary Scan 
Compatibility 

■ Performance Monitoring 

— Counts Occurrence of Internal 
Events 

— Traces Execution through Pipelines 
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PENTIUM® PROCESSOR (510\60, 567\66) 


1.0 MICROPROCESSOR 

ARCHITECTURE OVERVIEW 

The Pentium® processor (510\60, 567\66) is the 
next generation member of the lntel386TM and 
lntel486TM microprocessor family. It Is 100% binary 
compatible with the 8086/88, 80286, Intel386 DX 
CPU, Intel386 SX CPU, Intel486 DX CPU, Intel486 
SX and the Intel486 DX2 CPUs. 

The Pentium processor (510\60, 567\66) contains 
all of the features of the Intel486 CPU, and provides 
significant enhancements and additions Including 
the following: 

• Superscalar Architecture 

• Dynamic Branch Prediction 

• Pipelined Floating-Point Unit 

• Improved Instruction Execution Time 

• Separate 8K Code and Data Caches 

• Writeback MESI Protocol in the Data Cache 

• 64-Bit Data Bus 

• Bus Cycle Pipelining 

• Address Parity 

• Internal Parity Checking 

• Functional Redundancy Checking 

• Execution Tracing 

• Performance Monitoring 

• IEEE 1149.1 Boundary Scan 

• System Management Mode 

• Virtual Mode Extensions 

The application Instruction set of the Pentium proc- 
essor (510\60, 567\66) includes the complete 
Intel486 CPU instruction set with extensions to ac- 
commodate some of the additional functionality of 
the Pentium processor (510\60, 567\66). All appli- 
cation software written for the Intel386 and Intel486 
microprocessors will run on the Pentium processor 
(510\60, 567\66) without modification. The on-chip 
memory management unit (MMU) is completely 
compatible with the Intel386 and Intel486 CPUs. 

The Pentium processor (510\60, 567\66) imple- 
ments several enhancements to Increase perform- 
ance. The two instruction pipelines and floating- 
point unit on the Pentium processor (510\60, 
567/66) are capable of independent operation. 
Each pipeline issues frequently used instructions in 
a single clock. Together, the dual pipes can issue 
two integer instructions in one clock, or one floating 
point instruction (under certain circumstances, 2 
floating point instructions) in one clock. 


int^. 

Branch prediction is implemented in the Pentium 
processor (510\60, 567\66). To support this, the 
Pentium processor (510\60, 567\66) Implements 
two prefetch buffers, one to prefetch code in a linear 
fashion, and one that prefetches code according to 
the BTB so the needed code is almost always pre- 
fetched before It is needed for execution. 

The floating-point unit has been completely rede- 
signed over the Intel486 CPU. Faster algorithms pro- 
vide up to 1 0X speed-up for common operations in- 
cluding add, multiply, and load. 

The Pentium processor (510\60, 567\66) includes 
separate code and data caches integrated on chip 
to meet its performance goals. Each cache is 
8 Kbytes In size, with a 32-byte line size and is 2-way 
set associative. Each cache has a dedicated Trans- 
lation Lookaside Buffer (TLB) to translate linear ad- 
dresses to physical addresses. The data cache is 
configurable to be writeback or writethrough on a 
line by line basis and follows the MESI protocol. The 
data cache tags are triple ported to support two data 
transfers and an inquire cycle in the same clock. The 
code cache is an inherently write protected cache. 
The code cache tags are also triple ported to sup- 
port snooping and split line accesses. Individual 
pages can be configured as cacheable or non- 
cacheable by software or hardware. The caches can 
be enabled or disabled by software or hardware. 

The Pentium processor (510\60, 567\66) has in- 
creased the data bus to 64-bits to improve the data 
transfer rate. Burst read and burst writeback cycles 
are supported by the Pentium processor (510\60, 
567\66). In addition, bus cycle pipelining has been 
added to allow two bus cycles to be in progress 
simultaneously. The Pentium processor (510\60, 
567\66) Memory Management Unit contains option- 
al extensions to the architecture which allow 
4 Mbyte page sizes. 

The Pentium processor (510\60, 567\66) has added 
significant data integrity and error detection capabili- 
ty. Data parity checking is still supported on a byte 
by byte basis. Address parity checking, and Internal 
parity checking features have been added along 
with a new exception, the machine check exception. 
In addition, the Pentium processor (510\60, 567\66) 
has implemented functional redundancy checking to 
provide maximum error detection of the processor 
and the Interface to the processor. When functional 
redundancy checking Is used, a second processor, 
the “checker” Is used to execute in lock step with 
the “master” processor. The checker samples the 
master’s outputs and compares those values with 
the values it computes internally, and asserts an er- 
ror signal if a mismatch occurs. 
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As more and more functions are integrated on chip, 
the complexity of board level testing is increased. To 
address this, the Pentium processor (510\60, 
567 \66) has increased test and debug capability. 
Like many of the Intel486 CPUs, the Pentium proc- 
essor (510\60, 567\66) implements IEEE Boundary 
Scan (Standard 1149.1). In addition, the Pentium 
processor (510\60, 567\66) has specified 4 break- 
point pins that correspond to each of the debug reg- 
isters and externally Indicate a breakpoint match. 
Execution tracing provides external indications when 
an instruction has completed execution in either of 
the two internal pipelines, or when a branch has 
been taken. 


PENTIUM® PROCESSOR (510\60, 567\66) 


System management mode has been implemented 
along with some extensions to the SMM architec- 
ture. Enhancements to the Virtual 8086 mode have 
been made to Increase performance by reducing the 
number of times it is necessary to trap to a virtual 
8086 monitor. 

Figure 1-1 shows a block diagram of the Pentium 
processor (510\60, 567\66). 

The block diagram shows the two instruction pipe- 
lines, the “u” pipe and the “v” pipe. The u-pipe can 
execute all integer and floating point instructions. 
The v-pipe can execute simple integer Instructions 
and the FXCH floating point instructions. 



Figure 1-1. Pentium® Processor (510\60, 567\66) Block Diagram 
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The separate caches are shown, the code cache 
and data cache. The data cache has two ports, one 
for each of the two pipes (the tags are triple ported 
to allow simultaneous inquire cycles). The data 
cache has a dedicated Translation Lookaside Buffer 
(TLB) to translate linear addresses to the physical 
addresses used by the data cache. 

The code cache, branch target buffer and prefetch 
buffers are responsible for getting raw Instructions 
into the execution units of the Pentium processor 
(510\60, 567X66). Instructions are fetched from the 
code cache or from the external bus. Branch ad- 
dresses are remembered by the branch target buff- 
er. The code cache TLB translates linear addresses 
to physical addresses used by the code cache. 


The decode unit decodes the prefetched Instruc- 
tions so the Pentium processor (510X60, 567X66) 
can execute the instruction. The control ROM con- 
tains the microcode which controls the sequence of 
operations that must be performed to Implement the 
Pentium processor (510X60, 567\66) architecture. 
The control ROM unit has direct control over both 
pipelines. 

The Pentium processor (510\60, 567X66) contains a 
pipelined floating point unit that provides a signifi- 
cant floating point performance advantage over 
previous generations of the Pentium processor 
(510X60, 567X66). 

The architectural features introduced in this chapter 
are more fully described In the Pentium® Processor 
Family Developer's Manual, Volume 3. 
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PENTIUM® PROCESSOR (510\60, 567\66) 

2.0 PINOUT 

2.1 Pinout and Pin Descriptions 


2.1.1 Pentium® PROCESSOR (510\60, 567\66) PINOUT 



1 

2 

3 

4 

5 

6 

7 

8 

g 

10 

11 

12 

13 

14 

15 

16 

17 


18 

19 

20 

21 


A 

/o 

o 

o 

o 

o 

o 

o 

o 

O 

O 

o 

o 

o 

o 

o 

o 

o 


o 

o 

o 

o 



INV 

M/IO* 

EWBE# Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

DP2 

D23 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

DP5 

D43 

D45 


B 

O 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 


o 

o 

o 

o 



IV 

BP2 

BP3 

D6 

Vss 

Vss 

Vss 

Vss 

D17 

D24 

Vss 

Vss 

Vss 

Vss 

Vss 

Vss 

Vss 

Vss 

D41 

D47 

D48 


C 

O 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 


o 

o 

o 

o 



Vcc 

lERR* 

PM1/BP1 D4 

DPI 

D18 

D22 

D25 

D29 

D31 

D26 

D9 

DIO 

D12 

D19 

D21 

D33 

D36 

D34 

D50 

D52 


D 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 


o 

o 

o 

o 



Vcc 

PMG/BPO DO 

D13 

D15 

D16 

D20 

DP3 

D27 

D32 

D28 

D30 

D14 

D40 

D39 

D37 

D35 

DP4 

D38 

D42 

D44 


E 

o 

o 

o 

o 

o 














o 

o 

o 

o 



Vcc 

Vss 

D1 

D2 

Dll 














D46 

DP6 

D54 

DPT 


F 

o 

o 

o 

o 















o 

o 

o 

o 



Vcc 

Vss 

D3 

D8 















D51 

D49 

DS7 

Vcc 


G 

o 

o 

o 

o 















o 

o 

o 

o 



Vcc 

Vss 

D5 

D7 















DS3 

D55 

Vss 

Vcc 


H 

o 

o 

o 

o 















o 

o 

o 

o 



Vcc 

Vss 

FERR# 

DPO 















D63 

DS9 

Vss 

D56 


J 

o 

o 

o 

o 















o 

o 

o 

o 



Vss 

lU 

KEN# 

CACHE# 














D58 

D62 

Vss 

Vcc 


K 

o 

O 

o 

o 















o 

o 

o 

o 



Vss 

Vss 

NA# 

BOFF# 














CLK 

D61 

Vss 

Vcc 


L 

o 

o 

o 

o 






Top View 







o 

o 

o 

o 



Vss 

AHOLD 

NC 

BRDY# 













RESET 

D60 

Vss 

Vcc 


M 

o 

o 

o 

o 















o 

o 

o 

o 

M 


Vss WBAVT# 

EADS# 

HITM# 













PEN# FRCMC#Vss 

Vcc 


N 

o 

o 

o 

o 















o 

o 

o 

o 

N 


Vcc 

Vss 

W/R# 

NC 















INTR 

NMI 

Vss 

Vcc 


P 

o 

o 

o 

o 















o 

o 

O 

o 

p 


Vcc 

Vss 

AP 

ADS# 















SMI# 

TMS 

Vss 

Vcc 


Q 

o 

o 

o 

o 















o 

o 

o 

o 

Q 


Vcc 

Vss 

HLDA 

BE1# 















Vcc 

NC 

Vss 

Vcc 


R 

o 

o 

o 

o 















o 

o 

o 

o 

R 


Vcc 

Vss 

PCHK# 

SCYC 














R/S# 

NC 

Vss 

Vcc 


S 

9 




L_ 














o 

P . 

o 

o 

S 


Vcc 

Vss 

PWT 

BE5# 















RST# 


NNEI 

1 TDO 


T 

o 

o 

o 

o 

o 

o 

o 

o 

o 

O 

o 

o 

o 

o 

0 

o 

o 


o 

o 

o 

o 

y 


Vcc 

VssBUSCHK# TCKSMIACT# BE4# BT2 

BTO 

A26 

A19 

A17 

A1S 

A13 

All 

A9 

A7 

AS 


NC 

IBT 

INIT 

TDI 


U 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 


o 

o 

o 

o 

U 


Vcc FLUSH* 

PRDY 

BEO# 

A20M# BE2#BE6# 

A24 

A22 

A20 

A18 

A16 

A14 

A12 

A10 

A8 

A6 


A5 

A25 

A23 

A21 


V 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 


o 

o 

o 

o 

V 


BE3# 

BREQ 

LOCK# 

D/C# 

HOLD 

A28 

Vss 

Vss 

Vss 

Vss 

Vss 

Vss 

Vss 

Vss 

Vss 

Vss 

Vss 

Vss 

A31 

A29 

A27 


w 

o 

o 

o 

o 

o 

o 

O 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 


o 

o 

o 

o 

W 


BET# 

HIT# APCHK# 

PCD 

A30 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

A4 

BT3 

BT1 



1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 


18 

19 

20 

21 
























241595-3 



Figure 2-1. Pentium® Processor (510\60, 567\66) Pinout (Top View) 
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Figure 2-2. Pentium® Processor (510\60, 567\66) Pinout (Bottom View) 
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Table 2-1. Pentium® Processor (510X60, 567X66) Pin Cross Reference Tabie by Pin Name 
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Table 2-1. Pentium® Processor (510X60, 567X66) Pin Cross Reference Table by Pin Name (Continued) 


Signal 

Location 

KEN# 

J03 

LOCK# 

V03 

M/IO# 

A02 

NA# 

K03 

NMi 

N19 

PCD 

W04 . 

PCHK# 

R03 

PEN# 

M18 

PMO/BPO 

D02 

PM1/BP1 

C03 

PRDY 

U03 

PWT 

S03 


Signal 

Location 

RESET 

L18 

R/S# 

R18 

SCYC 

R04 

SMI# 

P18 

SMIACT# 

T05 

TCK 

T04 

TDI 

T21 

TDO 

S21 

TMS 

PI 9 

TRST# 

SI 8 

WB/WT# 

M02 

W/R# 

N03 


2.2 Design Notes 

For reliable operation, always connect unused in- 
puts to an appropriate signal level. Unused active 
LOW Inputs should be connected to Vcc- Unused 
active HIGH inputs should be connected to GND. 

No Connect (NC) pins must remain unconnected. 
Connection of NC pins may result In component fail- 
ure or incompatibility with processor steppings. 

NOTE: 

The No Connect pin located at L03 (BRDYC#) 
along with BUSCHK# are sampled by the Pentium 
processor (510X60, 567X66) at RESET to configure 
the I/O buffers of the processor for use with the 
82496 Cache Controller/82491 Cache SRAM sec- 
ondary cache as a chip set (refer to the Pentium® 
Processor Family Developer’s Manual, Volume 2 
for further information). 


Signal 

Location 

Vss 

B05, B06, 
B07, B08, 
B11,B12, 
B13, B14, 
B15, B16, 
B17, B18, 
E02, F02, 
G02, G20, 
H02, H20, 
J01, J20, 
KOI, K02, 
K20, L01, 
L20, M01, 
M20, N02, 
N20, P02, 
P20, Q02, 
Q20, R02, 
R20, S02, 
T02, V07, 
V08, V09, 
V10, VII, 
V12, V13, 
V14, V15, 
VI 6, VI 7, 
VI 8 


Signal 

Location 

NC 

L03, N04, 
Q19, R19, 
SI 9, T18 

Vcc 

A04, A05, 
A06, A07, 
A08, All, 
A12, A13, 
A14, A15, 
A16,A17, 
A18, C01, 
D01,E01, 
F01,F21, 
G01,G21, 
HOI, J21 
K21, L21, 
M21,N01, 
N21,P01, 
P21,Q01, 
Q18, Q21, 
R01,R21, 
S01,T01, 
U01, W06, 
W07, W08, 
W09, W10, 
W11, W12, 
W13, W14, 
W15, W16, 
W17, W18 


2.3 Quick Pin Reference 

This section gives a brief functional description of 
each of the pins. For a detailed description, see the 
Hardware Interface chapter in the Pentium® Proces- 
sor Family Developer’s Manual, Volume 1. Note 
that all input pins must meet their AC/DC specifi- 
cations to guarantee proper functlonai behavior, 
in this section, the pins are arranged in alphabetical 
order. The functional grouping of each pin is listed at 
the end of this chapter. 

The # symbol at the end of a signal name indicates 
that the active, or asserted state occurs when the 
signal Is at a low voltage. When a # symbol is not 
present after the signal name, the signal is active, or 
asserted at the high voltage level. 


2-20 


I 



PENTIUM® PROCESSOR (510\60, 567\66) 





Table 2-2. Quick Pin Reference 


Symbol 

Type* 

Name and Function 

A20M# 

1 

When the address bit 20 mask pin is asserted, the Pentium® Processor 
(510\60, 567\66) emulates the address wraparound at one Mbyte which 
occurs on the 8086. When A20M # is asserted, the Pentium processor 
(510\60, 567\66) masks physical address bit 20 (A20) before performing a 
lookup to the internal caches or driving a memory cycle on the bus. The effect 
of A20M # is undefined in protected mode. A20M # must be asserted only 
when the processor is in real mode. 

A31-A3 

I/O 

As outputs, the address lines of the processor along with the byte enables 
define the physical area of memory or I/O accessed. The external system 
drives the inquire address to the processor on A31 -A5. 

ADS# 

0 

The address status indicates that a new valid bus cycle is currently being 
driven by the Pentium processor (510\60, 567\66). 

AHOLD 

I/O 

In response to the assertion of address hold, the Pentium processor (510\60, 
567\66) will stop driving the address lines (A31 -A3), and AP in the next clock. 
The rest of the bus will remain active so data can be returned or driven for 
previously issued bus cycles. 

AP 

I/O 

Address parity \s driven by the Pentium processor (510\60, 567\66) with even 
parity information on all Pentium processor (510\60, 567\66) generated cycles 
in the same clock that the address is driven. Even parity must be driven back to 
the Pentium processor (510\60, 567\66) during inquire cycles on this pin in the 
same clock as EADS# to ensure that the correct parity check status is 
indicated by the Pentium processor (510\60, 567\66). 

APCHK# 

o 

The address parity check status pin is asserted two clocks after EADS# is 
sampled active If the Pentium processor (510\60, 567\66) has detected a 
parity error on the address bus during inquire cycles. APCHK# will remain 
active for one clock each time a parity error Is detected. 

BE7#-BE0# 

0 

The byte enable pins are used to determine which bytes must be written to 
external memory, or which bytes were requested by the CPU for the current 
cycle. The byte enables are driven In the same clock as the address lines 
(A31-3). 

BOFF# 

1 

The backoff \npu\ is used to abort all outstanding bus cycles that have not yet 
completed. In response to BOFF#, the Pentium processor (510\60, 567\66) 
will float all pins normally floated during bus hold in the next clock. The 
processor remains in bus hold until BOFF# is negated at which time the 
Pentium processor (510\60, 567\66) restarts the aborted bus cycle(s) in their 
entirety. 

BP[3;2] 

PM/BP[1;0] 

0 

The breakpoint pms (BP3-0) correspond to the debug registers, DR3-DR0. 
These pins externally Indicate a breakpoint match when the debug registers 
are programmed to test for breakpoint matches. 

BP1 and BPO are multiplexed with the Performance Monitoring pins (PM1 and 
PMO). The PB1 and PBO bits In the Debug Mode Control Register determine If 
the pins are configured as breakpoint or performance monitoring pins. The pins 
come out of reset configured for performance monitoring. 

BRDY# 

1 

The burst ready Input indicates that the external system has presented valid 
data on the data pins In response to a read or that the external system has 
accepted the Pentium processor (510\60, 567\66) data in response to a write 
request. This signal is sampled in the T2, T12 and T2P bus states. 
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Table 2-2. Quick Pin Reference (Continued) 


Symbol 

Type* 

Name and Function 

BREQ 

o 

The bus request ouX\)uX indicates to the external system that the Pentium 
processor (510X60, 567X66) has internally generated a bus request. This signal is 
always driven whether or not the Pentium processor (510X60, 567X66) is driving 
its bus. 

BT3-BT0 

0 

The branch trace outputs provide bits 2-0 of the branch target linear address 
(BT2-BT0) and the default operand size (BT3) during a branch trace message 
special cycle. 

BUSCHK# 

1 

The bus check input allows the system to signal an unsuccessful completion of a 
bus cycle. If this pin is sampled active, the Pentium processor (510X60, 567X66) 
will latch the address and control signals in the machine check registers. If in 
addition, the MCE bit In CR4 is set, the Pentium processor (510X60, 567X66) will 
vector to the machine check exception. 

CACHE# 

o 

For Pentium processor (510X60, 567X66)-lnitlated cycles the cache pin indicates 
internal cacheabllity of the cycle (If a read), and indicates a burst writeback cycle 
(if a write). If this pin Is driven inactive during a read cycle, Pentium processor 
(510X60, 567X66) will not cache the returned data, regardless of the state of the 
KEN # pin. This pin Is also used to determine the cycle length (number of 
transfers in the cycle). 

CLK 

1 

The dock input provides the fundamental timing for the Pentium processor 
(510X60, 567X66). Its frequency is the internal operating frequency of the Pentium 
processor (510X60, 567X66) and requires TTL levels. All external timing 
parameters except TDI, TDO, TMS and TRST # are specified with respect to the 
rising edge of CLK. 

D/C# 

0 

The Data/Code output is one of the primary bus cycle definition pins. It Is driven 
valid in the same clock as the ADS# signal is asserted. D/C# distinguishes 
between data and code or special cycles. 

D63-D0 

I/O 

These are the 64 data tines for the processor. Lines D7-D0 define the least 
significant byte of the data bus; lines D63-D56 define the most significant byte of 
the data bus. When the CPU is driving the data lines, they are driven during the 
T2, T12, or T2P clocks for that cycle. During reads, the CPU samples the data bus 
when BRDY# Is returned. 

DP7-DP0 

I/O 

These are the data parity pins for the processor. There Is one for each byte of the 
data bus. They are driven by the Pentium processor (510X60, 567X66) with even 
parity information on writes in the same clock as write data. Even parity 
information must be driven back to the Pentium processor (510X60, 567X66) on 
these pins In the same clock as the data to ensure that the correct parity check 
status is indicated by the Pentium processor (510X60, 567X66). DP7 applies to 
D63-D56, DPO applies to D7-D0. 

EADS# 

1 

This signal indicates that a vaiid externat address has been driven onto the 
Pentium processor (510X60, 567X66) address pins to be used for an inquire cycle. 

EWBE# 

1 

The externat write buffer empty \npuX, when inactive (high), indicates that a write 
cycle is pending in the external system. When the Pentium processor (510X60, 
567X66) generates a write, and EWBE# is sampled inactive, the Pentium 
processor (510X60, 567X66) will hold off all subsequent writes to all E or M-state 
lines In the data cache until all write cycles have completed, as indicated by 
EWBE# being active. 
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Table 2-2. Quick Pin Reference (Continued) 


Symbol 

Type* 

Name and Function 

FERR# 

0 

The floating point error p\x\ is driven active when an unmasked floating point error 
occurs. FERR# is similar to the ERROR# pin on the lntel 387 TM math 
coprocessor. FERR# is included for compatibility with systems using DOS type 
floating point error reporting. 

FLUSH# 

1 

When asserted, the cache flush input forces the Pentium processor (510X60, 
567X66) to writeback all modified lines in the data cache and invalidate its internal 
caches. A Flush Acknowledge special cycle will be generated by the Pentium 
processor (510X60, 567X66) indicating completion of the writeback and 
invalidation. 

If FLUSH# is sampled low when RESET transitions from high to low, tristate test 
mode is entered. 

FRCMC# 

1 

The Functional Redundancy Checking Master/Checker mode Input Is used to 
determine whether the Pentium processor (510X60, 567X66) is configured in 
master mode or checker mode. When configured as a master, the Pentium 
processor (51 0X60, 567X66) drives its output pins as required by the bus protocol. 
When configured as a checker, the Pentium processor (510X60, 567X66) tristates 
all outputs (except lERR# and TDO) and samples the output pins. 

The configuration as a master/checker Is set after RESET and may not be 
changed other than by a subsequent RESET. 

HIT# 

0 

The hit indication is driven to reflect the outcome of an Inquire cycle. If an Inquire 
cycle hits a valid line In either the Pentium processor (510X60, 567X66) data or 
instruction cache, this pin Is asserted two clocks after EADS# is sampled asserted. 
If the inquire cycle misses Pentium processor (510X60, 567X66) cache, this pin Is 
negated two clocks after EADS#. This pin changes its value only as a result of an 
inquire cycle and retains its value between the cycles. 

HUM# 

0 

The hit to a modified line output is driven to reflect the outcome of an inquire cycle. 
It Is asserted after Inquire cycles which resulted In a hit to a modified line In the data 
cache. It Is used to inhibit another bus master from accessing the data until the line 
is completely written back. 

HLDA 

0 

The bus hold acknowledge pin goes active In response to a hold request driven to 
the processor on the HOLD pin. It indicates that the Pentium processor (510X60, 
567X66) has floated most of the output pins and relinquished the bus to another 
local bus master. When leaving bus hold, HLDA will be driven Inactive and the 
Pentium processor (510X60, 567X66) will resume driving the bus. If the Pentium 
processor (510X60, 567X66) has bus cycle pending, it will be driven in the same 
clock that HLDA is deasserted. 

HOLD 

1 

In response to the bus hold request, the Pentium processor (510X60, 567X66) will 
float most of its output and input/output pins and assert HLDA after completing all 
outstanding bus cycles. The Pentium processor (510X60, 567X66) will maintain Its 
bus in this state until HOLD Is deasserted. HOLD is not recognized during LOCK 
cycles. The Pentium processor (510X60, 567X66) will recognize HOLD during reset. 

IBT 

0 

The instruction branch taken pin is driven active (high) for one clock to indicate that 
a branch was taken. This output is always driven by the Pentium processor 
(510X60, 567X66). 


I 
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Table 2-2. Quick Pin Reference (Continued) 


Symbol 

Type* 

Name and Function 

lERR# 

O 

The interna! error p\n is used to indicate two types of errors, internal parity errors 
and functional redundancy errors. If a parity error occurs on a read from an internal 
array, the Pentium processor (510X60, 567X66) will assert the lERR# pin for one 
clock and then shutdown. If the Pentium processor (510X60, 567X66) is configured 
as a checker and a mismatch occurs between the value sampled on the pins and 
the corresponding value computed internally, the Pentium processor (51 0X60, 
567X66) will assert lERR# two clocks after the mismatched value is returned. 

IGNNE# 

1 

This Is the ignore numeric error input. This pin has no effect when the NE bit in CRO 
is set to 1 . When the CRO.NE bit is 0, and the IGNNE# pin is asserted, the Pentium 
processor (510X60, 567X66) will ignore any pending unmasked numeric exception 
and continue executing floating point Instructions for the entire duration that this pin 
is asserted. When the CRO.NE bit is 0, IGNNE# is not asserted, a pending 
unmasked numeric exception exists (SW.ES = 1), and the floating point instruction 
is one of FINIT, FCLEX, FSTENV, FSAVE, FSTSW, FSTCW, FENI, FDISI, or 
FSETPM, the Pentium processor (510X60, 567X66) will execute the instruction in 
spite of the pending exception. When the CRO.NE bit is 0, IGNNE# is not asserted, 
a pending unmasked numeric exception exists (SW.ES = 1), and the floating point 
instruction Is one other than FINIT, FCLEX, FSTENV, FSAVE, FSTSW, FSTCW, 
FENI, FDISI, or FSETPM, the Pentium processor (510X60, 567X66) will stop 
execution and wait for an external interrupt. 

INIT 

1 

The Pentium processor (510X60, 567X66) initiaiization input pin forces the Pentium 
processor (510X60, 567X66) to begin execution in a known state. The processor 
state after INIT Is the same as the state after RESET except that the internal 
caches, write buffers, and floating point registers retain the values they had prior to 
INIT. INIT may NOT be used in lieu of RESET after power-up. 

If INIT is sampled high when RESET transitions from high to low the Pentium 
processor (510X60, 567X66) will perform built-in self test prior to the start of 
program execution. 

INTR 

1 

An active maskabie interrupt Input indicates that an external interrupt has been 
generated. If the IF bit in the EFLAGS register is set, the Pentium processor 
(510X60, 567X66) will generate two locked interrupt acknowledge bus cycles and 
vector to an Interrupt handler after the current instruction execution Is completed. 
INTR must remain active until the first interrupt acknowledge cycle is generated to 
assure that the interrupt is recognized. 

INV 

1 

The invaiidation Input determines the final cache line state (S or 1) in case of an 
Inquire cycle hit. It is sampled together with the address for the inquire cycle In the 
clock EADS# is sampled active. 

lU 

0 

The u-pipe instruction compiete output Is driven active (high) for 1 clock to Indicate 
that an instruction in the u-pipellne has completed execution. This pin is always 
driven by the Pentium processor (510X60, 567X66). 

IV 

0 

The V‘pipe instruction compiete output is driven active (high) for one clock to 
indicate that an instruction in the v-pipeline has completed execution. This pin is 
always driven by the Pentium processor (510X60, 567X66). 

KEN# 

1 

i 

The cache enabie pin Is used to determine whether the current cycle is cacheable 
or not and is consequently used to determine cycle length. When the Pentium 
processor (510X60, 567X66) generates a cycle that can be cached (CACHE# 
asserted) and KEN # is active, the cycle will be transformed into a burst line fill 
cycle. 
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Table 2-2. Quick Pin Reference (Continued) 


Symboi 

Type* 

Name and Function 

LOCK# 

0 

The bus lock pin indicates that the current bus cycle is locked. The Pentium 
processor (510\60, 567\66) will not allow a bus hold when LOCK# is asserted 
(but AHOLD and BOFF# are allowed). LOCK# goes active in the first clock of 
the first locked bus cycle and goes inactive after the BRDY # is returned for the 
last locked bus cycle. LOCK# is guaranteed to be deasserted for at least one 
clock between back to back locked cycles. 

M/IO# 

0 

The Memory/Input-Output is one of the primary bus cycle definition pins. It is 
driven valid in the same clock as the ADS# signal Is asserted. M/IO# 
distinguishes between memory and I/O cycles. 

NA# 

I 

An active next address input Indicates that the external memory system is 
ready to accept a new bus cycle although all data transfers for the current cycle 
have not yet completed. The Pentium processor (510\60, 567\66) will drive out 
a pending cycle two clocks after NA# is asserted. The Pentium processor 
(510\60, 567\66) supports up to 2 outstanding bus cycles. 

NMi 

I 

The non-maskable interrupt request signal indicates that an external non- 
maskable interrupt has been generated. 

PCD 

0 

The page cache disable pin reflects the state of the PCD bit in CR3, the Page 
Directory Entry, or the Page Table Entry. The purpose of PCD is to provide an 
external cacheabllity Indication on a page by page basis. 

PCHK# 

0 

The parity check output Indicates the result of a parity check on a data read. It 
is driven with parity status two clocks after BRDY# is returned. PCHK# 
remains low one clock for each clock in which a parity error was detected. 
Parity is checked only for the bytes on which valid data Is returned. 

PEN# 

I 

The parity enable Input (along with CR4.MCE) determines whether a machine 
check exception will be taken as a result of a data parity error on a read cycle. 
If this pin is sampled active in the clock a data parity error is detected, the 
Pentium processor (510\60, 567\66) will latch the address and control signals 
of the cycle with the parity error In the machine check registers. If In addition 
the machine check enable bit in CR4 is set to “1 ”, the Pentium processor 
(510\60, 567\66) will vector to the machine check exception before the 
beginning of the next Instruction. 

PM/BP[1:0]B 

P[3:2] 

0 

These pins function as part of the Performance Monitoring feature. 

The breakpoint pins BP [1:0] are multiplexed with the Performance Monitoring 
pins PM[1 :0]. The PB1 and PBO bits in the Debug Mode Control Register 
determine if the pins are configured as breakpoint or performance monitoring 
pins. The pins come out of reset configured for performance monitoring. 

PRDY 

0 

The PRDY output pin indicates that the processor has stopped normal 
execution In response to the R/S# pin going active, or Probe Mode being 
entered. 

PWT 

0 

The page write through pin reflects the state of the PWT bit In CR3, the Page 
Directory Entry, or the Page Table Entry. The PWT pin is used to provide an 
external writeback indication on a page by page basis. 

R/S# 

I 

The R/S# Input Is an asynchronous, edge sensitive interrupt used to stop the 
normal execution of the processor and place it into an Idle state. A high to low 
transition on the R/S# pin will interrupt the processor and cause it to stop 
execution at the next instruction boundary. 


I 
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Table 2-2. Quick Pin Reference (Continued) 


Symboi 

Type* 

Name and Function 

RESET 

I 

Reset forces the Pentium processor (510\60, 667\66) to begin execution at a 
known state. All the Pentium processor (510\60, 567\66) Internal caches will be 
invalidated upon tljie RESET. Modified lines In the data cache are not written back. 

FLUSH#, FRCMC# and IN IT are sampled when RESET transitions from high to 
low to determine if tristate test mode or checker mode will be entered, or if BIST 
will be run. 

SCYC 

0 

The split cycle output is asserted during misaligned LOCKed transfers to indicate 
that more than two cycles will be locked together. This signal is defined for locked 
cycles only. It is undefined for cycles which are not locked. 

SMI# 

■ 

The system Management Interrupt causes a system management interrupt 
request to be latched internally. When the latched SMI# is recognized on an 
instruction boundary, the processor enters System Management Mode. 

SMIACT# 

0 

An active system management interrupt active output indicates that the processor 
is operating in System Management Mode (SMM). 

TCK 

I 

The testability dock input provides the clocking function for the Pentium processor 
(510\60, 567\66) boundary scan in accordance with the IEEE Boundary Scan 
interface (Standard 11 49.1). It is used to clock state information and data into and 
out of the Pentium processor (51 0\60, 567\66) during boundary scan. 

TDI 

I 

The test data input Is a serial Input for the test logic. TAP instructions and data are 
shifted info the Pentium processor (510\60, 567\66) on the TDI pin on the rising 
edge of TCK when the TAP controller is in an appropriate state. 

TDO 

0 

The test data output Is a serial output of the test logic. TAP instructions and data 
are shifted out of the Pentium processor (510\60, 567\66) on the TDO pin on the 
falling edge of TCK when the TAP controller is in an appropriate state. 

TMS 

I 

The value of the test mode select input signal sampled at the rising edge of TCK 
controls the sequence of TAP controller state changes. 

TRST# 

I 

When asserted, the test reset input allows the TAP controller to be 
asynchronously initialized. 

W/R# 

0 

Write/Read is one of the primary bus cycle definition pins. It is driven valid in the 
same clock as the ADS# signal is asserted. W/R# distinguishes between write 
and read cycles. 

WB/WT# 

I 

The writeback/writethrough Input allows a data cache line to be defined as write 
back or write through on a line by line basis. As a result, it determines whether a 
cache line is initially in the S or E state in the data cache. 


NOTE: 

*The pins are classified as Input or Output based on their function in Master Mode. See the Functional Redundancy Check- 
ing section in the “Error Detection” chapter of the Pentium® Processor Family Developer’s Manual, Volume 1, for further 
information. 
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2.4 Pin Reference Tables 


Table 2-3. Output Pins 


Name 

Active 

Level 

When Floated 

ADS# 

LOW 

Bus Hold. BOFF# 

APCHK# 

LOW 


BE7#-BE0# 

LOW 

Bus Hold, BOFF# 

BREQ 

HIGH 


BT3-BT0 

n/a 


CACHE# 

LOW 

Bus Hold, BOFF# 

FERR# 

LOW 


HIT# 

LOW 


HUM# 

LOW 


HLDA 

HIGH 


IBT 

HIGH 


lERR# 

LOW 


lU 

HIGH 


IV 

HIGH 


LOCK# 

LOW 

Bus Hold, BOFF# 

M/IO#, 

D/C#, 

W/R# 

n/a 

Bus Hold, BOFF# 

PCHK# 

LOW 


BP3-2, 

PM1/BP1, 

PMO/BPO 

HIGH 


PRDY 

HIGH 


PWT, PCD 

HIGH 

Bus Hold, BOFF# 

SCYC 

HIGH 

Bus Hold, BOFF# 

SMI ACT# 

LOW 


TDO 

n/a 

All states except 
Shift-DR and Shift-IR 


NOTE: 

All output and input/output pins are floated during tri- 
state test mode and checker mode (except lERR#). 
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Table 2-4. Input Pins 


Name 

Active 

Level 

Synchronous/ 

Asynchronous 

Internal 

resistor 

Qualified 

A20M# 

LOW 

Asynchronous 



AHOLD 

HIGH 

Synchronous 



BOFF# 

LOW 

Synchronous 



BRDY# 

LOW 

Synchronous 


Bus 

State T2, 
T12, T2P 

BUSCHK# 

LOW 

Synchronous 

Pullup 

BRDY# 

CLK 

n/a 




EADS# 

LOW 

Synchronous 



EWBE# 

LOW 

Synchronous 


BRDY# 

FLUSH# 

LOW 

Asynchronous 



FRCMC# 

LOW 

Asynchronous 



HOLD 

HIGH 

Synchronous 



IGNNE# 

LOW 

Asynchronous 



INIT 

HIGH 

Asynchronous 



INTR 

HIGH 

Asynchronous 



INV 

HIGH 

Synchronous 


EADS# 

KEN# 

LOW 

Synchronous 


First 

BRDY#/ 

NA# 

NA# 

LOW 

Synchronous 


Bus 

State T2, 
TD, T2P 

NMI 

HIGH 

Asynchronous 



PEN# 

LOW 

Synchronous 


BRDY# 

R/S# 

n/a 

Asynchronous 

Pullup 


RESET 

HIGH 

Asynchronous 



SMI# 

LOW 

Asynchronous 

Pullup 


TCK 

n/a 


Pullup 


TDI 

n/a 

Synchronous/TCK 

Pullup 

TCK 

TMS 

n/a 

Synchronous/TCK 

Pullup 

TCK 

TRST# 

LOW 

Asynchronous 

Pullup 


WB/WT# 

n/a 

Synchronous 

I 


First 

BRDY#/ 

NA# 


I 
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Table 2-5. Input/Output Pins 


Name 

Active Level 

When Floated 

Qualified 
(when an Input) 

A31-A3 

n/a 

Address hold, Bus Hold, BOFF# 

EADS# 

AP 

n/a 

Address hold. Bus Hold, BOFF# 

EADS# 

D63-D0 

n/a 

Bus Hold, BOFF# 

BRDY# 

DP7-DP0 

n/a 

Bus Hold, BOFF# 

BRDY# 


NOTE: 

All output and input/output pins are floated during tristate test mode (except TOO) and checker mode (except lERR# and 
TDO). 
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2.5 Pin Grouping According to 
Function 


Table 2-6 organizes the pins with respect to their 
function. 

Table 2-6. Pin Functional Grouping 


Function 

Pins 

Clock 

CLK 

Initialization 

RESET, INIT 

Address Bus 

A31-A3, BE7#-BE0# 

Address Mask 

A20M# 

Data Bus 

D63-D0 

Address Parity 

AP, APCHK# 

Data Parity 

DP7-DP0, PCHK#, 
PEN# 

Internal Parity Error 

lERR# 

System Error 

BUSCHK# 

Bus Cycle Definition 

M/IO#, D/C#, W/R#, 
CACHE#, SCYC, 
LOCK# 

Bus Control 

ADS#, BRDY#, NA# 

Page Cacheability 

PCD, PWT 

Cache Control 

KEN#, WB/WT# 

Cache Snooping/ 
Consistency 

AHOLD, EADS#, HIT#, 
HITM#,INV 

Cache Flush 

FLUSH# 

Write Ordering 

EWBE# 

Bus Arbitration 

BOFF#,BREQ, HOLD, 
HLDA 

Interrupts 

INTR, NMI 

Floating Point Error 
Reporting 

FERR#, IGNNE# 

System 

Management Mode 

SMI#, SMIACT# 

Functional 

Redundancy 

Checking 

FRCMC# (lERR#) 

TAP Port 

TCK, TMS, TDI, TDO, 
TRST# 

Breakpoint/ 

Performance 

Monitoring 

PMO/BPO, PM1/BP1, 
BP3-2 

Execution Tracing 

BT3-BT0, lU, IV, IBT 

Probe Mode 

R/S#,PRDY 
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2.6 Output Pin Grouping According to 
when Driven 

This section groups the output pins according to 
when they are driven. 

Group 1 

The following output pins are driven active at the 
beginning of a bus cycle with ADS#. A31-A3 and 
AP are guaranteed to remain valid until AHOLD is 
asserted or until the earlier of the clock after NA# or 
the last BRDY#. The remaining pins are guaranteed 
to remain valid until the earlier of the clock after 
NA# or the last BRDY#; 

A31-A3, AP, BE7#-0#, CACHE#, M/IO#, 
W/R#, D/C#, SCYC, PWT, PCD. 


Group 2 

As outputs, the following pins are driven in T2, T12, 
and T2P. As inputs, these pins are sampled with 
BRDY#: 

D63-0, DP7-0. 


Group 3 

These are the status output pins. They are always 
driven: 

BREQ, HIT#, HITM#, lU, IV, IBT, BT3-BT0, 
PMO/BPO, PM1/BP1, BP3, BP2, PRDY, SMIACT#. 


Group 4 

These are the glitch free status output pins. 

APCHK#, FERR#, HLDA, lERR#, LOCK#, 
PCHK#. 


3.0 ELECTRICAL SPECIFICATIONS 


3.1 Power and Ground 

For clean on-chip power distribution, the Pentium 
processor (510\60, 567\66) has 50 Vcc (power) 
and 49 Vss (ground) inputs. Power and ground con- 
nections must be made to all external Vcc and Vss 
pins of the Pentium processor (510\60, 567\66). On 
the circuit board, all Vcc must be connected to 
a Vcc plane. All Vss Plos must be connected to a 
Vss plane. 
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3.2 Decoupling Recommendations 

Liberal decoupling capacitance should be placed 
near the Pentium processor (510\60, 567\66). The 
Pentium processor (510\60, 567\66) driving its 
large address and data buses at high frequencies 
can cause transient power surges, particularly when 
driving large capacitive loads. 

Low Inductance capacitors (i.e. surface mount ca- 
pacitors) and Interconnects are recommended for 
best high frequency electrical performance. Induc- 
tance can be reduced by connecting capacitors di- 
rectly to the Vcc and Vss planes, with minimal trace 
length between the component pads and vias to the 
plane. Capacitors specifically for PGA packages are 
also commercially available. 

These capacitors should be evenly distributed 
among each component. Capacitor values should 
be chosen to ensure they eliminate both low and 
high frequency noise components. 


3.3 Connection Specifications 

All NC pins must remain unconnected. 

For reliable operation, always connect unused in- 
puts to an appropriate signal level. Unused active 
low Inputs should be connected to Vcc- Unused ac- 
tive high Inputs should be connected to ground. 


irry. 

3.4 Maximum Ratings 

Table 3-1 Is a stress rating only. Functional opera- 
tion at the maximums is not guaranteed. Functional 
operating conditions are given in the A.C. and D.C. 
specification tables. 

Extended exposure to the maximum ratings may af- 
fect device reliability. Furthermore, although the 
Pentium processor (510\60, 567\66) contains pro- 
tective circuitry to resist damage from static electric 
discharge, always take precautions to avoid high 
static voltages or electric fields. 


Table 3-1. Absolute Maximum Ratings 


Case temperature 
under bias 

-66‘’Cto +110"C 

Storage 

temperature 

-65"Cto +150“C 

Voltage on any 
pin with respect 
to ground 

-0.5 Vcc to Vcc + 0.5 (V) 

Supply voltage 
with respect to 
Vss 

-0.5V to +6.5V 
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3.5 D.C. Specifications 

Table 3-2 lists the D.C. specifications associated with the Pentium processor (510X60, 567X66). 


Table 3-2. Pentium® Processor (510X60, 567X66) D.C. Specifications 

Vcc = See Notes 10,11; Tease == See Notes 12,13 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

V|L 

Input Low Voltage 

-0.3 

+ 0.8 

V 

TTL Level 

V|H 

Input High Voltage 

2.0 

Vcc + 0.3 

V 

TTL Level 

VoL 

Output Low Voltage 


0.45 

V 

TTL Level, (1) 

VOH 

Output High Voltage 

2.4 


V 

TTL Level, (2) 

•cc 

Power Supply Current 


3200 

mA 

66 MHz, (7), (8) 




2910 

mA 

60 MHz, (7), (9) 

Ili 

Input Leakage Current 


±15 

uA 

0 ^ V|N ^ Vcc. (4) 

•lo 

Output Leakage Current 


±15 

uA 

0 ^ Vqut ^ VccTrlstate, (4) 

l|L 

Input Leakage Current 


-400 

uA 

V|N = 0.45V, (5) 

l|H 

Input Leakage Current 


200 

uA 

V|N = 2.4V. (6) 

Qn 

Input Capacitance 


15 

PF 


Co 

Output Capacitance 


20 

PF 


C|/o 

I/O Capacitance 


25 

pF 


CCLK 

CLK Input Capacitance 


8 

pF 


CjlN 

Test Input Capacitance 


15 

pF 


Ctout 

Test Output Capacitance 


20 

pF 


Ctck 

Test Clock Capacitance 


8 

pF 



NOTES: 

1 . Parameter measured at 4 mA load. 

2. Parameter measured at 1 mA load. 

4. This parameter is for input without pullup or pulldown. 

5. This parameter is for input with pullup. 

6. This parameter is for input with pulldown. 

7. Worst case average Ice for a mix of test patterns. 

8. (16W max.) Typical Pentium processor (510\60, 567\66) supply current is 2600 mA (13W) at 66 MHz. 

9. (14.6W max.) Typical Pentium processor (510\60, 567\66) supply current is 2370 mA (11. 9W) at 60 MHz. 

10. Vcc = 5V ± 5% at 60 MHz. 

1 1 . Vcc = 4.9V to 5.40V at 66 MHz. 

12. Tease = 0“C to +80“C at 60 MHz. 

13. Tease = to +70“C at 66 MHz. 

3.6 A.C. Specifications 

The 66 MHz and 60 MHz A.C. specifications given in 
Tables 3-3 and 3-4 consist of output delays, input 
setup requirements and input hold requirements. All 
A.C. specifications (with the exception of those for 
the TAP signals) are relative to the rising edge of the 
CLK input. 

All timings are referenced to 1 .5 volts for both “0” 
and “1” logic levels unless otherwise specified. 


Within the sampling window, a synchronous input 
must be stable for correct Pentium processor 
(510X60, 567X66) operation. 

Care should be taken to read all notes associated 
with a particular timing parameter. In addition, the 
following list of notes apply to the timing specifica- 
tion tables in general and are not associated with 
any one timing. They are 2, 5, 6, and 14. 


I 
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Table 3-3. 66 MHz Pentium® Processor (510X60, 567X66) A.C. Specifications 


Vcc = 4.9V to 5.40V; Tease = to + 70°C; Cl = 0 pF 


Symboi 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 


Frequency 

33.33 

66.66 

MHz 


lx CLK 

ti 

CLK Period 

15 


ns 

3.1 


^1a 

CLK Period Stability 


±250 

ps 


(18), (19). (20), (21) 

t2 

CLK High Time 

4 


ns 

3.1 

@2V, (1) 

^3 

CLK Low Time 

4 


ns 

3.1 

@0.8V, (1) 

t4 

CLK Fall Time 

0.15 

1.5 

ns 

3.1 

(2.0V-0.8V), (1) 

ts 

CLK Rise Time 

0.15 

1.5 

ns 

3.1 

(0.8V-2.0V), (1) 

te 

ADS#, A3-A31, BTO-3, PWT, 
PCD, BEO-7#, M/IO#, D/C#, 
W/R#, CACHE#, SCYC, LOCK# 
Valid Delay 

1.5 

8.0 

ns 

3.2 


tea 

AP Valid Delay 

1.5 

9.5 

ns 

3.2 


t? 

ADS#, AP, A3-A31, BTO-3, 
PWT, PCD, BEO-7#, M/IO#, 
D/C#, W/R#, CACHE#, SCYC, 
LOCK# Float Delay 


10 

ns 

3.3 

(1) 

te 

PCHK#,APCHK#,IERR#, 
FERR# Valid Delay 

1.5 

8.3 

ns 

3.2 

(4) 

tg 

BREQ, HLDA, SMIACT# Valid 
Delay 

1.5 

8.0 

ns 

3.2 

(4) 

tio 

HIT#, HITM# Valid Delay 

1.5 

8.0 

ns 

3.2 


t11 

PMO-1, BPO-3, lU, IV, IBT Valid 
Delay 

1.5 

10 

ns 

3.2 


tlla 

PRDY Valid Delay 

1.5 

8.0 

ns 

3.2 


tl2 

D0-D63, DPO-7 Write Data Valid 
Delay 

1.5 

9 

ns 

i 

3.2 


m 

DO-63, DPO-7 Write Data Float 
Delay 


10 



(1) 

1 

tl4 

A5-A31 Setup Time 






tl5 

A5-A31 Hold Time 

1.5 


BEI 



tl6 

EADS#, INV, AP Setup Time 

5 


HQIIII 

mm 


tl7 

EADS#,INV, AP Hold Time 

1.5 



3.4 


tl8 

KEN#, WB/WT# Setup Time 

5 


ns 

3.4 



NA# Setup Time 

4.5 


ns 

3.4 


tl9 

KEN#, WB/WT#, NA# Hold 
Time 

1.5 


ns 

3.4 


t20 

BRDY# Setup Time 

5 



■01 



BRDY# Hold Time 




3.4 


t22 





mm 


*23 

AHOLD, BOFF# Hold Time 

1.5 


ns 

3.4 
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Table 3-3. 66 MHz Pentium® Processor (510X60, 567X66) A.C. Specifications 


Vcc = 4.9V to 5.40V; Tease = 0"C to +70‘’C; Cl = 0 pF (Continued) 


Sybiboi 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

t24 

BUSCHK#, EWBE#, HOLD, PEN# 
Setup Time 

5 


ns 

3.4 


t25 

BUSCHK#, EWBE#, HOLD, PEN# 
Hold Time 

1.5 


ns 

3.4 


t26 

A20M#,lNTR, Setup Time 

5 


ns 

3.4 

(12), (16) 

t27 

A20M#,INTR, Hold Time 

1.5 


ns 

3.4 

(13) 

t28 

INIT, FLUSH#, NMI, SMI#, IGNNE# 
Setup Time 

5 


ns 

3.4 

(16), (17) 

^29 

INIT, FLUSH#, NMI, SMI#, IGNNE# 
Hold Time 

1.5 


ns 

3.4 


^30 

INIT, FLUSH#, NMI, SMI#, IGNNE# 
Pulse Width, Async 

2 


CLKs 


(15), (17) 

t31 

R/S# Setup Time 

5 


ns 

3.4 

(12), (16), (17) 

^32 

R/S# Hold Time 

1.5 


ns 

3.4 

(13) 

*33 

R/S# Pulse Width, Async. 

2 


CLKs 


(15), (17) 

*34 

D0-D63 Read Data Setup Time 

3.8 


ns 

3.4 


*34a 

DPO-7 Read Data Setup Time 

3.8 


ns 

3.4 


*35 

D0-D63, DPO-7 Read Data Hold Time 

2 


ns 

3.4 


*36 

RESET Setup Time 

5 


ns 

3.5 

(11), (12), (16) 

*37 

RESET Hold Time 

1.5 


ns 

3.5 

(11), (13) 

*38 

RESET Pulse Width, Vcc & CLK Stable 

15 


CLKs 

3.5 

(11) 

*39 

RESET Active After Vcc & CLK Stable 

1 


ms 

3.5 

power up, (11) 

*40 

Pentium® processor (510X60, 567X66) 
Reset Configuration Signals (INIT, 
FLUSH#, FRCMC#) Setup Time 

5 


ns 

3.5 

(12), (16), (17) 

*41 

Pentium processor (510X60, 567X66) 
Reset Configuration Signals (INIT, 
FLUSH#, FRCMC#) Hold Time 

1.5 


ns 

3.5 

(13) 

*42 

Pentium processor (510X60, 567X66) 
Reset Configuration Signals (INIT, 
FLUSH#, FRCMC#) Setup Time, Async. 

2 


CLKs 

3.5 

(16) 

*43 

Pentium processor (510X60, 567X66) 
Reset Configuration Signals (INIT, 
FLUSH#, FRCMC#) Hold Time, Async. 

2 


CLKs 

3.5 


*44 

TCK Frequency 


16 

MHz 



*45 

TCK Period 

62.5 


ns 

3.1 



I 


2-33 


PENTIUM® PROCESSOR (510\60, 567\66) 



Table 3-3. 66 MHz Pentium® Processor (510X60, 567X66) A.C. Specifications 

Vcc = 4.9V to 5.40V; Tease = to +70°C; Cl = 0 pF (Continued) 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

t46 

TCK High Time 

25 


ns 

3.1 

@2V, (1) 

U? 

TCK Low Time 

25 


ns 

3.1 

@0.8V, (1) 

Ue 

TCK Fall Time 


5 

ns 

3.1 

(2.0V-0.8V), (1), (8), (9) 

Uq 

TCK Rise Time 


5 

ns 

3.1 

(0.8V-2.0V), (1). (8), (9) 

t50 

TRST# Pulse Width 

40 


ns 

3.7 

Asynchronous, (1) 

t51 

TDI, TMS Setup Time 

5 


ns 

3.6 

(7) 

t52 

TDI. TMS Hold Time 

13 


ns 

3.6 

(7) 

t53 

TDO Valid Delay 

3 

20 

ns 

3.6 

(8) 

t54 

TDO Float Delay 


25 

ns 

3.6 

(1). (8) 

*55 

All Non-Test Outputs Valid Delay 

3 

20 

ns 

3.6 

(3). (8), (10) 

*56 

All Non-Test Outputs Float Delay 


25 

ns 

3.6 

(1). (3), (8), (10) 

*57 

All Non-Test Inputs Setup Time 

5 


ns 

3.6 

(3), (7). (10) 

*58 

All Non-Test Inputs Hold Time 

13 


ns 

3.6 

(3), (7), (10) 


NOTES: 

1. Not 100% tested. Guaranteed by design/characterization. 

2. TTL input test waveforms are assumed to be 0 to 3 Volt transitions with 1 Volt/ns rise and fall times. 

3. Non-Test Outputs and Inputs are the normal output or input signals (besides TCK, TRST#, TDI, TDO, and TMS). These 
timings correspond to the response of these signals due to boundary scan operations. 

4. APCHK#, FERR#, HLDA, lERR#, LOCK#, and PCHK# are glitch free outputs. Glitch free signals monotonically tran- 
sition without false transitions (i.e. glitches). 

5. 0.8 V/ns ^ CLK input rise/fall time ^ 8 V/ns. 

6. 0.3 V/ns ^ Input rise/fall time ^ 5 V/ns. 

7. Referenced to TCK rising edge. 

8. Referenced to TCK falling edge. 

9. 1 ns can be added to the maximum TCK rise and fall times for every 10 MHz of frequency below 16 MHz. 

10. During probe mode operation, use the normal specified timings. Do not use the boundary scan timings (tss-ss). 

11. FRCMC# should be tied to Vcc (high) to ensure proper operation of the Pentium processor (510X60, 567X66) as a 
master Pentium processor (510X60, 567X66). 

1 2. Setup time is required to guarantee recognition on a specific clock. 

1 3. Hold time is required to guarantee recognition on a specific clock. 

14. All TTL timings are referenced from 1.5 V. 

15. To guarantee proper asynchronous recognition, the signal must have been deasserted (inactive) for a minimum of 2 
clocks before being returned active and must meet the minimum pulse width. 

1 6. This input may be driven asynchronously. 

17. When driven asynchronously, NMI, FLUSH#, R/S#, INIT, and SMI# must be deasserted (Inactive) for a minimum of 2 
clocks before being returned active. 

18. Functionality is guaranteed by design/characterization. 

1 9. Measured on rising edge of adjacent CLKs at 1 .5V. 

20. To ensure a 1:1 relationship between the amplitude of the input jitter and the internal and external clocks, the jitter 
frequency spectrum should not have any power spectrum peaking between 500 KHz and Ya of the CLK operating frequency. 

21. The amount of jitter present must be accounted for as a component of CLK skew between devices. 
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Table 3>4. 60 MHz Pentium® Processor (510\60, 567X66) A.C. Specifications 

Vcc = 5V ± 5%; Tease = 0°C to + 80"C; Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 


Frequency 

33.33 

60 

MHz 


lx CLK 

ti 

CLK Period 

16.67 


ns 

3.1 


^1a 

CLK Period Stability 


±250 

ps 


(18), (19). (20), (21) 

t2 

CLK High Time 

4 


ns 

3.1 

@2V, (1) 

t3 

CLK Low Time 

4 


ns 

3.1 

@0.8V,(1) 

t4 

CLK Fall Time 

0.15 

1.5 

ns 

3.1 

(2.0V-0.8V), (1) 

ts 

CLK Rise Time 

0.15 

1.5 

ns 

3.1 

(0.8V-2.0V), (1) 

te 

ADS#, A3-A31, BTO-3, PWT, PCD, 
BEO-7#, M/IO#, D/C#, W/R#, 
CACHE#, SCYC, LOCK# Valid Delay 

1.5 

9.0 

ns 

3.2 


tea 

AP Valid Delay 

1.5 

10.5 

ns 

3.2 


t? 

ADS#, AP, A3-A31, BTO-3, PWT, 
PCD, BEO-7#, M/IO#, D/C#, W/R#, 
CACHE#, SCYC, LOCK# Float Delay 


11 

ns 

3.3 

(1) 

ts 

PCHK#, APCHK#, lERR#, FERR# 
Valid Delay 

1.5 

9.3 

ns 

3.2 

(4) 

tg 

BREQ, HLDA, SMIACT# Valid Delay 

1.5 

9.0 

ns 

3.2 

(4) 

tio 

HIT#, HITM# Valid Delay 

1.5 

9.0 

ns 

3.2 


tii 

PMO-1, BPO-3, lU. IV, IBT Valid Delay 

1.5 

11 

ns 

3.2 


^11 a 

PRDY Valid Delay 

1.5 

9.0 

ns 

3.2 


ti2 

D0-D63, DPO-7 Write Data Valid Delay 

1.5 

10 

ns 

3.2 


tl3 

D0-D63, DPO-7 Write Data Float Delay 


11 

ns 

3.3 

(1) 

tl4 

A5-A31 Setup Time 

7 


ns 

3.4 


tl5 

A5-A31 Hold Time 

1.5 


ns 

3.4 


tl6 

EADS#, INV,AP Setup Time 

5.5 


ns 

3.4 


tl7 

EADS#, INV,AP Hold Time 

■a 


1^1 

mm 


tl8 

KEN#, WB/WT# Setup Time 



1391 

mm 



NA# Setup Time 

BStiB 



jbm 


tl9 

KEN#, WB/WT#, NA# Hold Time 




wm 



BRDY# Setup Time 




mm 


t21 

BRDY# Hold Time 

1.5 


ns 

3.4 


^22 

AHOLD, BOFF# Setup Time 

6 


ns 

3.4 


t23 

AHOLD, BOFF# Hold Time 

1.5 


ns 

3.4 


^24 

BUSCHK#, EWBE#, HOLD, PEN# 
Setup Time 

5.5 


ns 

3.4 


t25 

BUSCHK#, EWBE#, HOLD, PEN# 
Hold Time 

1.5 


ns 

3.4 



I 
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Table 3-4. 60 MHz Pentium® Processor (510X60, 567X66) A.C. Specifications 


Vcc = 5V ±5%; Tcase = 0°C to -f 80“C; Cl = 0 pF (Continued) 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

^26 

A20M#, INTR, Setup Time 

5.5 


ns 

3.4 

(12). (16) 

^27 

A20M#,INTR, Hold Time 

1.5 


ns 

3.4 

(13) 

*28 

INIT, FLUSH#, NMI, SMI#, IGNNE# 
Setup Time 

5.5 

. 


ns 

3.4 

(16). (17) 

*29 

INIT, FLUSH#, NMI, SMI#, IGNNE# 
Hold Time 

1.5 


ns 

3.4 


*30 

INIT, FLUSH#, NMI, SMI#, IGNNE# 
Pulse Width, Async 

2 


CLKs 


(15). (17) 

*31 

R/S# Setup Time 

5.5 


ns 

3.4 

(12). (16). (17) 

*32 

R/S# Hold Time 

1.5 


ns 

3.4 

(13) 

*33 

R/S# Pulse Width, Async. 

2 


CLKs 


(15). (17) 

*34 

D0-D63 Read Data Setup Time 

4.3 


ns 

3.4 


*34a 

DPO-7 Read Data Setup Time 

4.3 


ns 

3.4 


*35 

D0-D63, DPO-7 Read Data Hold Time 



ns 

3.4 


*36 

RESET Setup Time 

5.5 


ns 

3.5 

(11). (12). (16) 

*37 

RESET Hold Time 

1.5 


ns 

3.5 

(11), (13) 

*38 

RESET Pulse Width, Vcc & CLK Stable 

15 


CLKs 

3.5 

(11) 

*39 

RESET Active after Vcc & CLK Stable 

1 


ms 

3.5 

Power Up, (11) 

*40 

Pentium® Processor (510X60, 567X66) 
Reset Configuration Signals (INIT, 
FLUSH # , FRCMC#) Setup Time 

5.5 


ns 

3.5 

(12), (16), (17) 

*41 

Pentium Processor (510X60, 567X66) 
Reset Configuration Signals (INIT, 
FLUSH#, FRCMC#) Hold Time 

1.5 


ns 

3.5 

(13) 

*42 

Pentium Processor (510X60, 567X66) 
Reset Configuration Signals (INIT, 
FLUSH#, FRCMC#) Setup Time, 
Async. 

2 


CLKs 

3.5 

(16) 

*43 

Pentium Processor (510X60, 567X66) 
Reset Configuration Signals (INIT, 
FLUSH#, FRCMC#) Hold Time, 
Async. 

2 


CLKs 

3.5 


*44 

TCK Frequency 


16 

MHz 

i 


*45 

TCK Period 

62.5 


ns 

3.1 


*46 

TCK High Time 

25 


ns 

3.1 

@2V, (1) 

‘47 

TCK Low Time 

25 


ns 

3.1 

@0.8V, (1) 

*48 

TCK Fall Time 


5 

ns 

3.1 

(2.0V-0.8V), 
(1). (8), (9) 

*49 

TCK Rise Time 


5 

ns 

3.1 

(0.8V-2.0V), 
(1). (8). (9) 
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Table 3-4. 60 MHz Pentium® Processor (510\60, 567X66) A.C. Specifications 

Vcc = 5V ±5%; Tcase = 0°Cto +80X; Cl = 0 pF (Continued) 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

tso 

TRST# Pulse Width 

40 


ns 

3.7 

Async, (1 ) 

^51 

TDI, TMS Setup Tinne 

5 


ns 

3.6 

(7) 

^52 

TDI, TMS Hold Time 

13 


ns 

3.6 

(7) 

t53 

TDO Valid Delay 

3 

20 

ns 

3.6 

(8) 

t54 

TDO Float Delay 


25 

ns 

3.6 

(1),(8) 

t55 

All Non-Test Outputs Valid Delay 

3 

20 

ns 

3.6 

(3), (8), (10) 

t56 

All Non-Test Outputs Float Delay 


25 

ns 

3.6 

(1),(3),(8), (10) 

t57 

All Non-Test Inputs Setup Time 

5 


ns 

3.6 

(3), (7), (10) 

t58 

All Non-Test Inputs Hold Time 

13 


ns 

3.6 

(3). (7). (10) 


NOTES: 

1. Not 100% tested. Guaranteed by design/characterization. 

2. TTL input test waveforms are assumed to be 0 to 3 Volt transitions with 1 Volt/ ns rise and fall times. 

3. Non-Test Outputs and Inputs are the normal output or input signals (besides TCK, TRST#, TDI, TOO, and TMS). These 
timings correspond to the response of these signals due to boundary scan operations. 

4. APCHK#, FERR#, HLDA, lERR#, LOCK#, and PCHK# are glitch free outputs. Glitch free signals monotonically tran- 
sition without false transitions (i.e. glitches). 

5. 0.8 V/ns ^ CLK input rise/fall time ^ 8 V/ns. 

6. 0.3 V/ns ^ Input rise/fall time ^ 5 V/ns. 

7. Referenced to TCK rising edge. 

8. Referenced to TCK falling edge. 

9. 1 ns can be added to the maximum TCK rise and fall times for every 10 MHz of frequency below 16 MHz. 

10. During probe mode operation, use the normal specified timings. Do not use the boundary scan timings (t 55 . 5 s). 

11. FRCMC# should be tied to Vcc (high) to ensure proper operation of the Pentium processor (510X60, 567X66) as a 
master Pentium processor (510X60, 567X66). 

1 2. Setup time is required to guarantee recognition on a specific clock. 

1 3. Hold time is required to guarantee recognition on a specific clock. 

14. All TTL timings are referenced from 1.5 V. 

15. To guarantee proper asynchronous recognition, the signal must have been deasserted (inactive) for a minimum of 2 
clocks before being returned active and must meet the minimum pulse width. 

1 6. This input may be driven asynchronously. 

17. When driven asynchronously, NMI, FLUSH#, R/S#, INIT, and SMI# must be deasserted (inactive) for a minimum of 2 
clocks before being returned active. 

18. Functionality Is guaranteed by design/characterization. 

19. Measured on rising edge of adjacent CLKs at 1.5V. 

20. To ensure a 1:1 relationship between the amplitude of the input jitter and the internal and external clocks, the jitter 
frequency spectrum should not have any power spectrum peaking between 500 KHz and Va of the CLK operating frequency. 

21 . The amount of jitter present must be accounted for as a component of CLK skew between devices. 
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Each valid delay is specified for a 0 pF load. The system designer should use I/O buffer modeling to account 
for signal flight time delays. 















Figure 3-7. Test Reset Timings 


4.0 MECHANICAL SPECIFICATIONS *^' 9 “''® **^® package dimensions for the 

Pentium processor (510\60, 567\66). The mechani- 
The Pentium processor (510\60, 567\66) is pack- cal specifications are provided in Table 4-2. 
aged in a 273 pin ceramic pin grid array (PGA). The 
pins are arranged in a 21 by 21 matrix and the pack- 
age dimensions are 2.16" X 2.16" (Table 4-1). 


Tabie 4-1. Pentium® Processor (510\60, 567X66) Package information Summary 



Package 

Type 

Totai 

Pins 

Pin 

Array 

Package Size 

Estimated 

Wattage 

Pentium® 
Processor 
(510X60, 567X66) 

PGA 

273 

21 X 21 

2.16" X 2.16" 
5.49 cm X 5.49 cm 

16 


NOTE: 

See D.C. Specifications for more detailed power specifications. 



Figure 4-1. Pentium® Processor (510X60, 567X66) Package Dimensions 
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241595-14 

Figure 4-2. Pentium® Processor (510\60, 567\66) Package Dimensions 


Table 4-2. Pentium® Processor (510\60, 567\66) Mechanical Specifications 


Family: Ceramic Pin Grid Array Package 

Symbol 

Millimeters 

Inches 

Min 

Max 

Notes 

Min 

Max 

Notes 

A 

3.91 

4.70 

Solid Lid 

0.154 

0.185 

Solid Lid 

A1 

0.38 

0.43 

Solid Lid 

0.015 

0.017 

Solid Lid 

A2 

2.62 

4.30 





A4 

0.97 

1.22 





B 

0.43 

0.51 


0.017 

0.020 


D 

54.66 

55.07 


2.152 

2.168 


D1 

50.67 

50.93 


1.995 

2.005 


D2 

37.85 

38.35 

Spreader Size 

1.490 

1.510 

Spreader Size 

D3 

40.335 

40.945 

Braze 

1.588 

1.612 

Braze 

D4 

8.382 


0.330 


El 

2.29 

2.79 


0.090 

0.110 


F 

0.127 


Flatness of 
spreader 
measured 
diagonally 


0.005 

Flatness of 
spreader 
measured 
diagonally 

L 

2.54 

3.30 


0.120 

0.130 


N 

273 

Total Pins 

273 

Total Pins 

S1 

1.651 

2.16 


0.065 

0.085 
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5.0 THERMAL SPECIFICATIONS 

The Pentium processor (510X60, 567X66) is speci- 
fied for proper operation when Tc (case tempera- 
ture) is within the specified range. To verify that the 
proper Tc is maintained, it should be measured at 
the center of the top surface (opposite of the pins) of 
the device in question. To minimize the measure- 
ment errors, it is recommended to use the following 
approach; 

• Use 36 gauge or finer diameter k, t, or j type ther- 
mocouples. The laboratory testing was done us- 
ing a thermocouple made by Omega (part num- 
ber: 5TC-TTK-36-36). 


• Attach the thermocouple bead or junction to the 
center of the package top surface using high 
thermal conductivity cements. The laboratory 
testing was done by using Omega Bond (part 
number: OB-1 00). 

• The thermocouple should be attached at a 90 de- 
grees angle as shown In Figure 5-1. When a heat 
sink is attached, a hole (no larger than 0.15") 
should be drilled through the heat sink to allow 
probing the center of the package as shown in 
Figure 5-1 . 

• If the case temperature Is measured with a heat 
sink attached to the package, drill a hole through 
the heat sink to route the thermocouple wire out. 


1 

^ ■ 

pjxnji 

oriJiri 
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241595-13 


Figure 5-1. Technique for Measuring Tease 


An ambient temperature T^ is not specified directly. 
The only restriction Is that Tc is met. To determine 
the allowable Ta values, the following equations 
may be used: 

Tj = TC + (P * djc) 

Ta = Tj - (P * 0JA) 

^CA = ^JA - ^JC 


where, Tj, Ta, and Tc = Junction, Ambient and 
Case Temperature, respectively. 

^JC. ^JA. and ^CA = Junction-to-Case, 
Junction-to-Amblent, and Case-to-Ambient 
Thermal Resistance, respectively. 

P = Maximum Power Consumption 

Table 5-1 lists the 0jc and Bqa values for the Penti- 
um processor (510X60, 567X66). 


Ta = Tc - (P * 0 ca ) 


Table 5-1. Junction-to-Case and Case-to-Ambient Thermal Resistances for the Pentium® Processor 
(510X60, 567X66) (With and Without a Heat Sink) 



«JC 

^CA VS Airflow (ft/min) 

0 

200 

400 

600 

800 

1000 

With 0.25" Heatsink 

0.6 

8.3 

5.4 

3.5 

2.6 

2.1 

1.8 

With 0.35" Heat Sink 

0.6 

7.4 

4.5 

3.0 

2.2 

1.8 

1.6 

With 0.65" Heat Sink 

0.6 

5.9 

3.0 

1.9 

1.5 

1.2 

1.1 

Without Heat Sink 

1.2 

10.5 

7.9 

5.5 

3.8 

2.8 

2.4 


NOTES: 

1 . Heat Sink: 2.1 sq. in. base, omni-directional pin Al heat sink with 0.050 in. pin width, 0.143 in pin-to-pin center spacing and 
0.150 in. base thickness. Heat sinks are attached to the package with a 2 to 4 mil thick layer of typical thermal grease. The 
thermal conductivity of this grease is about 1 .2 w/m '’C 

2. $CA values shown in Table 5-1 are typical valuesThe actual Oqa values depend on the air flow in the system (which is 
typically unsteady, non uniform and turbulent) and thermal interactions between Pentium® processor (510\60, 567\66) and 
surrounding components though PCB and the ambient. 
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■ Compatible with Large Software Base 
— MS-DOS, Windows, OS/2, UNIX 

■ 32-Bit CPU with 64-Bit Data Bus 

■ Superscalar Architecture 

— Two Pipelined Integer Units Are 
Capable of 2 Instructions/Clock 
— Pipelined Floating Point Unit 

■ Separate Code and Data Caches 
— 8K Code, 8K Writeback Data 
— MESi Cache Protocol 

■ Advanced Design Features 
— Branch Prediction 

— Virtual Mode Extensions 


■ 3.3V BiCMOS Silicon Technology 

■ 4M Pages for Increased TLB Hit Rate 

■ IEEE 1149.1 Boundary Scan 

■ Internal Error Detection Features 

■ SL Enhanced Power Management 
Features 

— System Management Mode 
— Clock Control 

■ Fractional Bus Operation 

— 75-MHz Core/50-MHz Bus 


The Pentium® processor is fully compatible with the entire installed base of applications for DOS, 
Windows, OS/2, and UNIX, and all other software that runs on any earlier Intel 8086 family product. The 
Pentium processor’s superscalar architecture can execute two Instructions per clock cycle. Branch prediction 
and separate caches also increase performance. The pipelined floating-point unit delivers workstation level 
performance. Separate code and data caches reduce cache conflicts while remaining software transparent. 
The Pentium processor (610\75) has 3.3 million transistors, is built on Intel’s advanced 3.3V BiCMOS silicon 
technology, and has full SL Enhanced power management features. Including System Management Mode 
(SMM) and clock control. The additional SL Enhanced features, 3.3V operation, and the TCP package, which 
are not available in the Pentium processor (510\60, 567\66), make the Pentium processor (610\75) TCP ideal 
for enabling mobile Pentium processor designs. 


The Pentium processor may contain design defects or errors known as errata. Current characterized errata are 
available upon request. 



November 1995 

Order Number: 242323-002 
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1.0 INTRODUCTION 

Intel is now manufacturing its latest version of the 
Pentium® processor family that Is designed specifi- 
cally for mobile systems, with a core frequency of 
75 MHz and a bus frequency of 50 MHz. The 
Pentium processor (610\75) is provided in the TCP 
(Tape Carrier Package) and SPG A packages, and 
has all of the advanced features of the Pentium 
processor (735\90, 815X100). 

The new Pentium processor (610X75) TCP package 
has several features which allow high-performance 
notebooks to be designed with the Pentium proces- 
sor, including the following: 

• TCP package dimensions are ideal for small 
form-factor designs. 

• The TCP package has superior thermal resist- 
ance characteristics. 

• 3.3V Vcc reduces power consumption by half (In 
both the TCP and SPG A packages). 

• The SL Enhanced feature set, which was initially 
Implemented in the lntel486TM CPU. 

The architecture and internal features of the Penti- 
um processor (610X75) TCP and SPGA packages 
are identical to those of the Pentium processor 
(735X90, 815X100), although several features have 
been eliminated for the Pentium processor (610X75) 
TCP, as described in section 1.1. 

This document should be used in conjunction with 
the Pentium processor documents listed below. 


List of related documents: 

• Pentium® Processor Family Developer’s Manual, 
Volume 1 (Order Number: 241428) 

• Pentium® Processor Family Developer’s Manual, 
Volume 3 (Order Number: 241430) 


1.1 Pentium® Processor (610\75) 
SPGA Specifications and Dif 
ferences from the TCP Package 


This section provides references to the Pentium 
processor (610X75) SPGA specifications and de- 
scribes the major differences between the Pentium 
processor (610X75) SPGA and TCP packages. 


All Pentium processor (610X75) SPGA specifica- 
tions, with the exception of power consumption, are 
Identical to the Pentium processor (735X90, 
815X100) specifications provided In the Pentium® 
Processor Family Developer’s Manual, Volume 1. 
See Tables 8 and 1 1 in section 4.2 for the Pentium 
processor (610X75) SPGA and TCP power specifica- 
tions. 



The following features have been eliminated for the 
Pentium processor (610X75) TCP: the Upgrade fea- 
ture, the Dual Processing (DP) feature, and the Mas- 
ter/Checker functional redundancy feature. Table 1 
lists the corresponding pins which exist on the Penti- 
um processor (610X75) SPGA but have been re- 
moved on the Pentium processor (610X75) TCP. 
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Table 1. SPG A Signals Removed in TCP 


Signal 

Function 

ADSC# 

Additional Address Status. This signal is mainly used for large or standalone L2 cache memory 
subsystem support required for high-performance desktop or server models. 

BRDYC# 

Additional Burst Ready. This signal is mainly used for large or standalone L2 cache memory 
subsystem support required for high-performance desktop or server models. 

CPUTYP 

CPU Type. This signal is used for dual processing systems. 

D/P# 

Dual/Primary processor identification. This signal is only used for an Upgrade processor. 

FRCMC# 

Functional Redundancy Checking. This signal is only used for error detection via processor 
redundancy, and requires two Pentium® processors (master/checker). 

PBGNT# 

Private Bus Grant. This signal is only used for dual processing systems. 

PBREQ# 

PHIT# 

Private Bus Request. This signal is used only for dual processing systems. 
Private Hit. This signal is only used for dual processing systems. 

PHITM# 

Private Modified Hit. This signal is only used for dual processing systems. 


The I/O buffer models provided in section 4.4 of this 
document apply to both the Pentium processor 
(610\75) TCP and SPGA packages, although the 
capacitance (Cp) and inductance (Lp) parameter val- 
ues differ between the two packages. Also, the ther- 
mal parameters, Tcase and ^ca» differ between 
the TCP and SPGA packages. For Pentium proces- 
sor (610\75) SPGA values, refer to Chapters 24 and 
26 of the Pentium® Processor Family Developer’s 
Manual, Volume 1. 


2.0 MICROPROCESSOR 

ARCHITECTURE OVERVIEW 

The Pentium processor at iCOMP® rating 610\75 
MHz extends the Intel Pentium family of microproc- 
essors. It is compatible with the 8086/88, 80286, 
lntel386TM DX CPU, Intel386 SX CPU, Intel486 DX 
CPU, Intel486 SX CPU, Intel486 DX2 CPUs, the 
Pentium processor at iCOMP Index 510\60 MHz 
and ICOMP Index 567\66 MHz, and the Pentium 
processor at ICOMP Index 735\90 MHz and iCOMP 
Index 815M00 MHz. 

The Pentium processor family consists of the new 
Pentium processor at iCOMP rating 610\75 MHz, 
described in this document, the original Pentium 
processor (510\60, 567\66), and the Pentium proc- 
essor (735\90, 815\100). The name “Pentium 


processor (610\75)“ will be used in this document to 
refer to the Pentium processor at iCOMP rating 
610\75 MHz. “Pentium Processor” will be used in 
this document to refer to the entire Pentium proces- 
sor family in general. 

The Pentium processor family architecture contains 
all of the features of the Intel486 CPU family, and 
provides significant enhancements and additions in- 
cluding the following: 

• Superscalar Architecture 

• Dynamic Branch Prediction 

• Pipelined Floating-Point Unit 

• Improved Instruction Execution Time 

• Separate 8K Code and 8K Data Caches 

• Writeback MESI Protocol in the Data Cache 

• 64-Bit Data Bus 

• Bus Cycle Pipelining 

• Address Parity 

• Internal Parity Checking 

• Execution Tracing 

• Performance Monitoring 

• IEEE 1149.1 Boundary Scan 

• System Management Mode 

• Virtual Mode Extensions 
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2.1 Pentium® Processor Family 
Architecture 

The application instruction set of the Pentium proc- 
essor family includes the complete Intel486 CPU 
family instruction set with extensions to accommo- 
date some of the additional functionality of the 
Pentium processors. All application software written 
for the Intel386 and Intel486 family microprocessors 
will run on the Pentium processors without modifica- 
tion. The on-chip memory management unit (MMU) 
is completely compatible with the Intel386 family 
and Intel486 family of CPUs. 

The Pentium processors implement several en- 
hancements to Increase performance. The two 
Instruction pipelines and floating-point unit on 
Pentium processors are capable of Independent op- 
eration. Each pipeline Issues frequently used instruc- 
tions In a single clock. Together, the dual pipes can 
Issue two integer Instructions in one clock, or one 
floating point Instruction (under certain circum- 
stances, two floating-point Instructions) in one clock. 

Branch prediction is implemented in the Pentium 
processors. To s upport this, Pentium processors im- 
plement two prefetch buffers, one to prefetch code 
In a linear fashion, and one that prefetches code 
according to the BTB so the needed code is almost 
always prefetched before it Is needed for execution. 

The floating-point unit has been completely rede- 
signed over the Intel486 CPU. Faster algorithms pro- 
vide up to 1 0X speed-up for common operations In- 
cluding add, multiply, and load. 

Pentium processors include separate code and data 
caches integrated on-chip to meet performance 
goals. Each cache is 8 Kbytes in size, with a 32-byte 
line size and is 2-way set associative. Each cache 
has a dedicated Translation Lookaside Buffer (TLB) 
to translate linear addresses to physical addresses. 
The data cache is configurable to be writeback or 
writethrough on a line-by-line basis and follows the 


MESI protocol. The data cache tags are triple ported 
to support two data transfers and an inquire cycle in 
the same clock. The code cache is an inherently 
write-protected cache. The code cache tags are 
also triple ported to support snooping and split line 
accesses. Individual pages can be configured as 
cacheable or non-cacheable by software or hard- 
ware. The caches can be enabled or disabled by 
software or hardware. 


The Pentium processors have increased the data 
bus to 64 bits to improve the data transfer rate. Burst 
read and burst writeback cycles are supported by 
the Pentium processors. In addition, bus cycle pipe- 
lining has been added to allow two bus cycles to be 
In progress simultaneously. The Pentium proces- 
sors’ Memory Management Unit contains optional 
extensions to the architecture which allow 2-Mbyte 
and 4-Mbyte page sizes. 

The Pentium processors have added significant data 
integrity and error detection capability. Data parity 
checking Is still supported on a byte-by-byte basis. 
Address parity checking, and Internal parity checking 
features have been added along with a new excep- 
tion, the machine check exception. 



As more and more functions are integrated on chip, 
the complexity of board level testing is Increased. To 
address this, the Pentium processors have In- 
creased test and debug capability. The Pentium 
processors implement IEEE Boundary Scan (Stan- 
dard 1149.1). In addition, the Pentium processors 
have specified 4 breakpoint pins that correspond to 
each of the debug registers and externally indicate a 
breakpoint match. Execution tracing provides exter- 
nal indications when an instruction has completed 
execution in either of the two Internal pipelines, or 
when a branch has been taken. 


System Management Mode (SMM) has been imple- 
mented along with some extensions to the SMM ar- 
chitecture. Enhancements to the virtual 8086 mode 
have been made to increase performance by reduc- 
ing the number of times it is necessary to trap to a 
virtual 8086 monitor. 


I 


2-47 



2-48 












PENTIUM® PROCESSOR (610\75) 


int^. 

The block diagram shows the two instruction pipe- 
lines, the “u” pipe and the “v” pipe. The u-pipe can 
execute all Integer and floating point instructions. 
The v-pipe can execute simple integer instructions 
and the FXCH floating-point instructions. 

The separate caches are shown, the code cache 
and data cache. The data cache has two ports, one 
for each of the two pipes (the tags are triple ported 
to allow simultaneous inquire cycles). The data 
cache has a dedicated Translation Lookaside Buffer 
(TLB) to translate linear addresses to the physical 
addresses used by the data cache. 

The code cache, branch target buffer and prefetch 
buffers are responsible for getting raw instructions 
Into the execution units of the Pentium processor. 
Instructions are fetched from the code cache or 
from the external bus. Branch addresses are 


remembered by the branch target buffer. The code 
cache TLB translates linear addresses to physical 
addresses used by the code cache. 

The decode unit decodes the prefetched Instruc- 
tions so the Pentium processor can execute the in- 
struction. The control ROM contains the microcode 
which controls the sequence of operations that must 
be performed to implement the Pentium processor 
architecture. The control ROM unit has direct control 
over both pipelines. 


The Pentium processors contain a pipelined floating- 
point unit that provides a significant floating-point 
performance advantage over previous generations 
of processors. 


The architectural features introduced in this section 
are more fully described in the Pentium® Processor 
Family Developer’s Manual, Volume 3. 
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3.1.2 PIN CROSS REFERENCE TABLE FOR Pentium® Processor (610X75) TCP 


Table 2. TCP Pin Cross Reference by Pin Name 


Address 

A3 

219 

A9 

234 

A15 

251 

A21 

200 

A27 

208 

A4 

222 

A10 

237 

A16 

254 

A22 

201 

A28 

211 

A5 

223 

All 

238 

A17 

255 

A23 

202 

A29 

212 

A6 

227 

A12 

242 

A18 

259 

A24 

205 


mm 

A7 

228 

A13 

245 

A19 

262 

A25 

206 


KM 

A8 

231 

A14 

248 

A20 

265 

A26 


■HI 

■■ 

Data 

DO 

152 

D13 

132 

D26 

107 

D39 

87 

D52 

62 

D1 

151 

D14 

131 

D27 

106 

D40 

83 

D53 

61 

D2 

150 

D15 

128 

D28 

105 

D41 

82 

D54 

56 

D3 

149 

D16 

126 

D29 

102 

D42 

81 

D55 

55 

D4 

146 

D17 

125 

D30 

101 

D43 

78 

D56 

53 

D5 

145 

D18 

122 

D31 

100 

D44 

77 

D57 

48 

D6 

144 

D19 

121 

D32 

96 

D45 

76 

D58 

47 

D7 

143 

D20 

120 

D33 

95 

D46 

75 

D59 

46 

D8 

139 

D21 

119 

D34 

94 

D47 

72 

D60 

45 

D9 

138 

D22 

116 

D35 

93 

D48 

70 

D61 

40 

D10 

137 

D23 

115 

D36 

90 

D49 

69 

D62 

39 

D11 

134 

D24 

113 

D37 

89 

D50 

64 

D63 

38 

D12 

133 

D25 

108 

D38 

88 

D51 

63 
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Controi 

A20M# 

286 

BREQ 

312 

HUM# 

293 

PM1/BP1 

29 

ADS# 

296 

BUSCHK# 

288 

HLDA 

311 

PRDY 

318 

AHOLD 

14 

CACHE# 

21 

HOLD 

4 

PWT 

299 

AP 

308 

D/C# 

298 

lERR# 

34 

R/S# 

198 

APCHK# 

315 

DPO 

140 

IGNNE# 

193 

RESET 

270 

BEO# 

285 

DPI 

127 

INIT 

192 

SCYC 

273 

BE1# 

284 

DP2 

114 

INTR/LINTO 

197 

SMI# 

196 

BE2# 

283 

DP3 

99 

INV 

15 

SMIACT# 

319 

BE3# 

282 

DP4 

84 

KEN# 

13 

TCK 

161 

BE4# 

279 

DP5 

71 

LOCK# 

303 

TDI 

163 

BE5# 

278 

DP6 

54 

M/IO# 

22 

TDO 

162 

BE6# 

277 

DP7 

37 

NA# 

8 

TMS 

164 

BE7# 

276 

EADS# 

297 

NMI/LINT1 

199 

TRST# 

167 

BOFF# 

9 

EWBE# 

16 

PCD 

300 

W/R# 

289 

BP2 

28 

FERR# 

31 

PCHK# 

316 

WB/WT# 

5 

BP3 

25 

FLUSH# 

287 

PEN# 

191 



BRDY# 

10 

HIT# 

292 

PMO/BPO 

30 



APiC 

Ciock Controi 

PICCLK 

155 

PICD1 

158 

BF 

186 

STPCLK# 

181 

PICDO 

[OPEN#] 

156 

[APICEN] 


CLK 

272 
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Table 2. TCP Pin Croes Reference by Pin Name (Continued) 


Vcc 



n 

35 

73 

123 

168* 

190* 

230 




41* 

79 

129 

170* 

195* 

232* 




43 

85 

135 

172* 

204 

236 

260* 

304* 

ir 

49* 

91 

141 

174* 

210 

240* 

264 

306 

mtm 

51 

97 

147 

177* 

216 

241 

266* 

309* 


57* 

103 

153* 

178 

217* 

243* 

268* 

313 


59 

109 

157* 

180* 

221 

247 

275 

317* 

27* 

65* 

111* 

160 

183* 

225* 

249* 

281 


33* 

67 

117 

165* 

188* 

226 

253 

291 



Vss 


3 

50 

104 

166 

209 

250 

302 

7 

52 

110 

169 

215 

252 

305 

12 

58 

112 

171 

218 

256 

307 

18 

60 

118 

173 

220 

261 

310 

20 

66 

124 

176 

224 

263 

314 

24 

68 

130 

179 

229 

267 

320 

26 

74 

136 

182 

233 

269 


32 

80 

142 

187 

235 

274 


36 

86 

148 

189 

239 

280 


42 

92 

154 

194 

244 

290 


44 

98 

159 

203 

246 

294 


NC 

175 

184 

185 

271 


NOTE: 

*These Vcc pii^s are 3.3V supplies for the Pentium processor (610\75) TCP but will be lower voltage pins on future offerings 
of this microprocessor family. All other Vcc will remain at 3.3V. 


3.2 Design Notes 

For reliable operation, always connect unused In- 
puts to an appropriate signal level. Unused active 
low inputs should be connected to Vcc- Unused ac- 
tive HIGH Inputs should be connected to GND (Vgs). 


No Connect (NC) pins must remain unconnected. 
Connection of NC pins may result in component fail- 
ure or Incompatibility with processor steppings. 


3.3 Quick Pin Reference 

This section gives a brief functional description of 
each of the pins. For a detailed description, see the 
“Hardware Interface” chapter in the Pentium® Proc- 
essor Family Developer’s Manual, Volume 1. 
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The # symbol at the end of a signal name indicates 
that the active, or asserted state occurs when the 
signal Is at a low voltage. When a # symbol is not 
present after the signal name, the signal is active, or 
asserted at the high voltage level. 


Table 3. Quick Pin Reference 


Symbol 

Type 

Name and Function 

A20M# 

I 

When the address bit 20 mask pin is asserted, the Pentium® processor (610\75) 
emulates the address wraparound at 1 Mbyte which occurs on the 8086. When 
A20M# is asserted, the Pentium processor (610X75) masks physical address bit 20 
(A20) before performing a lookup to the Internal caches or driving a memory cycle 
on the bus. The effect of A20M# is undefined in protected mode. A20M# must be 
asserted only when the processor is In real mode. 

A31-A3 

I/O 

As outputs, the address lines of the processor along with the byte enables define 
the physical area of memory or I/O accessed. The external system drives the 
inquire address to the processor on A31-A5. 

ADS# 

0 

The address status indicates that a new valid bus cycle is currently being driven by 
the Pentium processor (610X75). 

AHOLD 

I 

In response to the assertion of address hold, the Pentium processor (610X75) will 
stop driving the address lines (A31-A3), and AP in the next clock. The rest of the 
bus will remain active so data can be returned or driven for previously issued bus 
cycles. 

AP 

I/O 

Address parity is driven by the Pentium processor (610\75) with even parity 
information on all Pentium processor (610X75) generated cycles in the same clock 
that the address is driven. Even parity must be driven back to the Pentium 
processor (610X75) during inquire cycles on this pin in the same clock as EADS# 
to ensure that correct parity check status Is indicated by the Pentium processor 
(610\75). 

APCHK# 

0 

The address parity check status pin is asserted two clocks after EADS# is 
sampled active if the Pentium processor (610X75) has detected a parity error on the 
address bus during inquire cycles. APCHK# will remain active for one clock each 
time a parity error Is detected. 

[APICEN] 

PICD1 

I 

The Advanced Programmable Interrupt Controller Enable pin enables or 
disables the on-chip APIC Interrupt controller. If sampled high at the falling edge of 
RESET, the APIC is enabled. APICEN shares a pin with the Programmable 
Interrupt Controller Data 1 signal. 

BE7#-BE5# 

BE4#-BE0# 

0 

I/O 

The byte enable pins are used to determine which bytes must be written to 
external memory, or which bytes were requested by the CPU for the current cycle. 
The byte enables are driven In the same clock as the address lines (A31 -3). 

The lower four byte enable pins (BE3# -BEO#) are used on the Pentium processor 
(610\75) also as APIC ID inputs and are sampled at RESET for that function. 


Note that all Input pins must meet their AC/DC 
specifications to guarantee proper functional 
behavior. 
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Table 3. Quick Pin Reference (Continued) 

Symbol 

Type 

Name and Function 

[BF] 

1 

Bus Frequency determines the bus-to-core frequency ratio. BF is sampled at 
RESET, and cannot be changed until another non-warm (1 ms) assertion of RESET. 
Additionally, BF must not change values while RESET is active. For proper operation 
of the Pentium processor (610X75) this pin should be strapped high or low. When BF 
is strapped to Vcc. the processor will operate at a 2 to 3 bus to core frequency ratio. 
When BF is strapped to Vgs. the processor will operate at a 1 to 2 bus to core 
frequency ratio. If BF is left floating, the Pentium processor (610X75) defaults to a 
2 to 3 bus ratio. Note the Pentium processor (610X75) will not operate at a 1 to 2 
bus to core frequency ratio. 

BOFF# 

1 

The backoff input is used to abort all outstanding bus cycles that have not yet 
completed. In response to BOFF#, the Pentium processor (610X75) will float all pins 
normally floated during bus hold in the next clock. The processor remains In bus hold 
until BOFF# is negated, at which time the Pentium processor (610X75) restarts the 
aborted bus cycle(s) in their entirety. 

BP [3:2] 
PM/BP[1:0] 

0 

The breakpoint pins (BP30-0) correspond to the debug registers, DR3-DR0. These 
pins externally Indicate a breakpoint match when the debug registers are 
programmed to test for breakpoint matches. 

BP1 and BPO are multiplexed with the performance monitoring pins (PM1 and 
PMO). The PB1 and PBO bits In the Debug Mode Control Register determine If the 
pins are configured as breakpoint or performance monitoring pins. The pins come out 
of RESET configured for performance monitoring. 

BRDY# 

1 

The burst ready input Indicates that the external system has presented valid data on 
the data pins in response to a read or that the external system has accepted the 
Pentium processor (610X75) data In response to a write request. This signal is 
sampled In the T2, T1 2 and T2P bus states. 

BREQ 

0 

The bus request output indicates to the external system that the Pentium processor 
(610X75) has Internally generated a bus request. This signal is always driven whether 
or not the Pentium processor (610X75) is driving Its bus. 

BUSCHK# 

1 

The bus check input allows the system to signal an unsuccessful completion of a 
bus cycle. If this pin is sampled active, the Pentium processor (610X75) will latch the 
address and control signals in the machine check registers. If, In addition, the MCE 
bit In CR4 is set, the Pentium processor (610X75) will vector to the machine check 
exception. 

CACHE# 

0 

For Pentium processor (610\75)-initiated cycles the cache pin indicates Internal 
cacheabillty of the cycle (If a read), and Indicates a burst writeback cycle (If a write). If 
this pin Is driven inactive during a read cycle, the Pentium processor (610X75) will not 
cache the returned data, regardless of the state of the KEN # pin. This pin Is also 
used to determine the cycle length (number of transfers in the cycle). 
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Table 3. Quick Pin Reference (Continued) 


Symbol 

Type 

Name and Function 

CLK 

■ 

The clock input provides the fundamental timing for the Pentium processor (610\75).lts 
frequency is the operating frequency of the Pentium processor (610\75) external bus 
and requires TTL levels. All external timing parameters except TDI, TDO, TMS, TRST#, 
and PICDO- 1 are specified with respect to the rising edge of CLK. 

D/C# 

0 

The data/code output is one of the primary bus cycle definition pins. It is driven valid in 
the same clock as the ADS# signal Is asserted. D/C# distinguishes between data and 
code or special cycles. 

D63-D0 

I/O 

These are the 64 data lines for the processor. Lines D7-D0 define the least significant 
byte of the data bus; lines D63-D56 define the most significant byte of the data bus. 
When the CPU js driving the data lines, they are driven during the T2, T12, or T2P 
clocks for that cycle. During reads, the CPU samples the data bus when BRDY# is 
returned. 

DP7-DP0 

I/O 

These are the data parity pins for the processor. There is one for each byte of the data 
bus. They are driven by the Pentium processor (610\75) with even parity information on 
writes In the same clock as write data. Even parity Information must be driven back to 
the Pentium processor (610\75) on these pins in the sgime clock as the data to ensure 
that the correct parity check status Is indicated by the Pentium processor (610\75). 

DP7 applies to D63 - D56; DPO applies to D7 - DO. 

[OPEN#] 

PICDO 

I/O 

Dual processing enable is an output of the Dual processor and an input of the Primary 
processor. The Dual processor drives DPEN # low to the Primary processor at RESET 
to indicate that the Primary processor should enable dual processor mode. Since the 
dual processing feature is not supported on the Pentium processor (61 0\75) TCP 
package, DPEN# should never be asserted (low) at RESET. DPEN# shares a pin with 
PICDO. 

EADS# 

1 

This signal indicates that a valid external address has been driven onto the Pentium 
processor (61 0\75) addrbss pins to be used for an inquire cycle. 

EWBE# 

1 

The external write buffer empty input, when Inactive (high). Indicates that a write 
cycle is pending In the external system. When the Pentium processor (610\75) 
generates a write, and EWBE# is sampled inactive, the Pentium processor (610\75) 
will hold off all subsequent writes to all E- or M-state lines in the data cache until all 
write cycles have completed, as indicated by EWBE# being active. 

FERR# 

0 

The floating point error pin Is driven active when an unmasked floating point error 
occurs. FERR# is similar to the ERROR# pin on the lntel 387 TM math coprocessor. 
FERR# Is Included for compatibility with systems using DOS-type floating point error 
reporting. 
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Table 3. Quick Pin Reference (Continued) 


Symbol 

Type 

Name and Function 

FLUSH# 

1 

When asserted, the cache flush input forces the Pentium processor (610\75) to write 
back all modified lines in the data cache and invalidate its internal caches. A Flush 
Acknowledge special cycle will be generated by the Pentium processor (610\75) 
indicating completion of the writeback and invalidation. 

If FLUSH # is sampled low when RESET transitions from high to low, trIstate test mode 
is entered. 

HIT# 

0 

The hit Indication is driven to reflect the outcome of an inquire cycle. If an Inquire cycle 
hits a valid line In either the Pentium processor (610\75) data or Instruction cache, this 
pin is asserted two clocks after EADS# is sampled asserted. If the inquire cycle misses 
the Pentium processor (610\75) cache, this pin is negated two clocks after EADS#. 
This pin changes Its value only as a result of an inquire cycle and retains its value 
between the cycles. 

HITM# 

0 

The hit to a modified iine output is driven to reflect the outcome of an inquire cycle. It Is 
asserted after Inquire cycles which resulted in a hit to a modified line in the data cache. It 
is used to inhibit another bus master from accessing the data until the line Is completely 
written back. 

HLDA 

o 

The bus hoid acknowiedge pin goes active in response to a hold request driven to the 
processor on the HOLD pin. It indicates that the Pentium processor (610\75) has floated 
most of the output pins and relinquished the bus to another local bus master. When 
leaving bus hold, HLDA will be driven Inactive and the Pentium processor (610\75) will 
resume driving the bus. If the Pentium processor (610\75) has a bus cycle pending. It 
will be driven In the same clock that HLDA Is de-asserted. 

HOLD 

1 

In response to the bus hold request, the Pentium processor (610\75) will float most of 
its output and Input/output pins and assert HLDA after completing all outstanding bus 
cycles. The Pentium processor (61 0\75) will maintain Its bus In this state until HOLD is 
de-asserted. HOLD is not recognized during LOCK cycles. The Pentium processor 
(610\75) will recognize HOLD during reset. 

lERR# 

0 

The internal error pin is used to indicate Internal parity errors. If a parity error occurs on 
a read from an Internal array, the Pentium processor (610\75) will assert the lERR# pin 
for one clock and then shutdown. 

IGNNE# 

1 

This is the ignore numeric error Input. This pin has no effect when the NE bit in CRO is 
set to 1 . When the CRO.NE bit Is 0, and the IGNNE# pin is asserted, the Pentium 
processor (61 0\75) will ignore any pending unmasked numeric exception and continue 
executing floating-point instructions for the entire duration that this pin is asserted. When 
the CRO.NE bit Is 0, IGNNE# Is not asserted, a pending unmasked nume ric exception 
exists (SW.ES = 1), and the floating-point instruction is one of FINIT, FCLEX, FSTENV, 
FSAVE, FSTSW, FSTCW, FENI, FDISI, or FSETPM, the Pentium processor (610\75) will 
execute the instruction in spite of the pending exception. When the CRO.NE bit Is 0, 
IGNNE# is not asserted, a pending unmasked numeric exception exists (SW.ES = 1), 
and the floating-point Instruction Is one other than FINIT, FCLEX, FSTENV, FSAVE, 
FSTSW, FSTCW, FENI, FDISI, or FSETPM, the Pentium processor (610\75) will stop 
execution and wait for an external interrupt. 
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Table 3. Quick Pin Reference (Continued) 


Symbol 

Type 

Name and Function 

INIT 

I 

The Pentium processor (610\75) initialization input pin forces the Pentium 
processor (610\75) to begin execution in a known state. The processor state after 
INIT is the same as the state after RESET except that the internal caches, write 
buffers, and floating point registers retain the values they had prior to INIT. INIT may 
NOT be used in lieu of RESET after power up. 

If INIT Is sampled high when RESET transitions from high to low, the Pentium 
processor (610\75) will perform built-in self test prior to the start of program 
execution. 

INTR/LINTO 

I 

An active maskable interrupt input indicates that an external interrupt has been 
generated. If the IF bit in the EFLAGS register is set, the Pentium processor (610\75) 
will generate two locked interrupt acknowledge bus cycles and vector to an Interrupt 
handler after the current instruction execution is completed. INTR must remain active 
until the first Interrupt acknowledge cycle is generated to assure that the interrupt Is 
recognized. 

If the local APIC is enabled, this pin becomes local Interrupt 0. 

INV 

I 

The invalidation input determines the final cache line state (S or 1) in case of an 
inquire cycle hit. It is sampled together with the address for the inquire cycle in the 
clock EADS# is sampled active. 

KEN# 

I 

The cache enable pin is used to determine whether the current cycle is cacheable or 
not and is consequently used to determihe cycle length. When the Pentium 
processor (610\75) generates a cycle that can be cached (CACHE# asserted) and 
KEN# is active, the cycle will be transformed Into a burst line fill cycle. 

LINTO/INTR 

I 

If the APIC is enabled, this pin is local interrupt 0. If the APIC is disabled, this pin is 

interrupt. 

LINT1/NMI 

I 

If the APIC Is enabled, this pin is local interrupt 1. If the APIC Is disabled, this pin is 

non-maskable interrupt. 

LOCK# 

0 

The bus lock pin indicates that the current bus cycle Is locked. The Pentium 
processor (610\75) will not allow a bus hold when LOCK# is asserted (but AHOLD 
and BOFF# are allowed). LOCK# goes active in the first clock of the first locked bus 
cycle and goes inactive after the BRDY# is returned for the last locked bus cycle. 
LOCK# is guaranteed to be de-asserted for at least one clock between back-to-back 
locked cycles. 

M/IO# 

0 

The memory/input-output is one of the primary bus cycle definition pins. It is driven 
valid in the same clock as the ADS# signal Is asserted. M/IO# distinguishes 
between memory and I/O cycles. 
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Table 3. Quick Pin Reference (Continued) 


Symbol 

Type 

Name and Function 

NA# 

I 

An active next address input indicates that the external memory system is ready to 
accept a new bus cycle although all data transfers for the current cycle have not yet 
completed. The Pentium processor (610\75) will Issue ADS# for a pending cycle two 
clocks after NA# is asserted. The Pentium processor (610\75) supports up to 2 
outstanding bus cycles. 

NMI/LINT1 

I 

The non-maskabie interrupt request signal indicates that an external non-maskable 
Interrupt has been generated. 

If the local APIC is enabled, this pin becomes local interrupt 1 . 

PCD 

0 

The page cache disable pin reflects the state of the PCD bit in CR3, the Page 
Directory Entry, or the Page Table Entry. The purpose of PCD Is to provide an 
external cacheability Indication on a page-by-page basis. 

PCHK# 

0 

The parity check output indicates the result of a parity check on a data read. It is 
driven with parity status two clocks after BRDY# is returned. PCHK# remains low 
one clock for each clock in which a parity error was detected. Parity is checked only 
for the bytes on which valid data is returned. 

PEN# 

I 

The parity enable Input (along with CR4.MCE) determines whether a machine check 
exception will be taken as a result of a data parity error on a read cycle. If this pin is 
sampled active In the clock a data parity error is detected, the Pentium processor 
(610\75) will latch the address and control signals of the cycle with the parity error in 
the machine check registers. If, in addition, the machine check enable bit in CR4 is 
set to “1 ”, the Pentium processor (610\75) will vector to the machine check 
exception before the beginning of the next instruction. 

PICCLK 

I 

The APIC interrupt controller serial data bus clock is driven into the programmable 
interrupt controller clock input of the Pentium processor (610\75). 

PICDO-1 

[DPEN#] 

[APICEN] 

I/O 

Programmable interrupt controller data lines 0-1 of the Pentium processor 
(610\75) comprise the data portion of the APIC 3-wire bus. They are open-drain 
outputs that require external pull-up resistors. These signals share pins with DPEN # 
and APICEN. 

PM/BP[1;0] 

0 

These pins function as part of the performance monitoring feature. 

The breakpoint 1 -0 pins are multiplexed with the performance monitoring 1 -0 pins. 
The PB1 and PBO bits In the Debug Mode Control Register determine If the pins are 
configured as breakpoint or performance monitoring pins. The pins come out of 
RESET configured for performance monitoring. 

PRDY 

0 

The probe ready output pin indicates that the processor has stopped normal 
execution in response to the R/S# pin going active, or Probe Mode being entered. 

PWT 

0 

The page writethrough pin reflects the state of the PWT bit In CR3, the page 
directory entry, or the page table entry. The PWT pin is used to provide an external 
writeback indication on a page-by-page basis. 
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Table 3. Quick Pin Reference CContinued) 


Symbol 

Type* 

Name and Function 

R/S# 

■ 

The run/stop input is an asynchronous, edge-sensitive interrupt used to stop the 
normal execution of the processor and place it into an idle state. A high to low 
transition on the R/S# pin will Interrupt the processor and cause it to stop execution 
at the next instruction boundary. 


1 

RESET forces the Pentium processor (61 0\75) to begin execution at a known state. 
All the Pentium processor (61 0\75) internal caches will be invalidated upon the 
RESET. Modified lines in the data cache are not written back. FLUSH# and INIT are 
sampled when RESET transitions from high to low to determine if trIstate test mode 
will be entered, or if 6lST will be run. 


0 

The split cycle output is asserted during misaligned LOCKed transfers to indicate 
that more than two cycles will be locked together. This signal is defined for locked 
cycles only. It is undefined for cycles which are not locked. 


1 

The system management interrupt causes a system management interrupt request 
to be latched internally. When the latched SMI# is recognized on an instruction 
boundary, the processor enters System Management Mode. 

SMIACT# 

0 

An active system management interrupt active output indicates that the processor 
is operating in System Management Mode. 

STPCLK# 

1 

Assertion of the stop clock input signifies a request to stop the internal clock of the 
Pentium processor (610\75) thereby causing the core to consume less power. When 
the CPU recognizes STPCLK#, the processor will stop execution on the next 
instruction boundary, unless superseded by a higher priority interrupt, and generate a 
Stop Grant Acknowledge cycle. When STPCLK# is asserted, the Pentium processor 
(61 0\75) will still respond to external snoop requests. 

TCK 

1 

The testability clock input provides the clocking function for the Pentium processor 
(610\75) boundary scan in accordance with the IEEE Boundary Scan interface 
(Standard 1 149.1). It is used to clock state Information and data into and out of the 
Pentium processor (610\75) during boundary scan. 


■ 

The test data input is a serial input for the test logic. TAP instructions and data are 
shifted into the Pentium processor (610\75) on the TDI pin on the rising edge of TCK 
when the TAP controller is in an appropriate state. 

TDO 

0 

The test data output is a serial output of the test logic. TAP instructions and data are 
shifted out of the Pentium processor (610\75) on the TDO pin on TCK’s falling edge 
when the TAP controller is in an appropriate state. 


■I 

The value of the test mode select Input signal sampled at the rising edge of TCK 
controls the sequence of TAP controller state changes. 

TRST# 

1 

When asserted, the test reset input allows the TAP controller to be asynchronously 
initialized. 
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Table 3. Quick Pin Reference (Continued) 


Symbol 

Type 

Name and Function 

Vcc 

Vss 

I 

I 

The Pentium processor (610\75) has 79 3.3V power inputs. 
The Pentium processor (61 0\75) has 72 ground inputs. 

W/R# 

o 

Write/read Is one of the primary bus cycle definition pins. It is driven valid In the same 
clock as the ADS# signal is asserted. W/R# distinguishes between write and read 
cycles. 

WB/WT# 

I 

The writeback/writethrough input allows a data cache line to be defined as writeback 
or writethrough on a line-by-line basis. As a result, it determines whether a cache line is 
initially in the S or E state in the data cache. 


3.4 Pin Reference Tables 

Table 4. Output Pins 


Name 

Active Level 

When Floated 

ADS# 

Low 

Bus Hold, BOFF# 

APCHK# 

Low 


BE7#-BE5# 

Low 

Bus Hold, BOFF# 

BR EQ 

High 


CACHE# 

Low 

Bus Hold, BOFF# 

FERR# 

Low 


HIT# 

Low 


HITM# 

Low 


HLDA 

High 


lERR# 

Low 


LOCK# 

Low 

Bus Hold, BOFF# 

M/IO#,D/C#,W/R# 

n/a 

Bus Hold, BOFF# 

PCHK# 

Low 


BP3-2, PM1/BP1, PMO/BPO 

High 


PRDY 

High 


PWT, PCD 

High 

Bus Hold, BOFF# 

SCYC 

High 

Bus Hold, BOFF# 

SMIACT# 

Low 


TDO 

n/a 

All states except Shift-DR and Shift-1 R 


NOTE: 

All output and input/output pins are floated during tristate test mode (except TOO). 
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Table 5. Input Pins 


Name 

Active Level 

Synchronous/ 

Asynchronous 

Internal resistor 

— 

Qualified 


Low 

Asynchronous 



bsbshi 

High 

Synchronous 



BF 

High 

Synchronous/RESET 

Pullup 


BOFF# 


Synchronous 



BRDY# 

Low 



Bus state T2. T12.T2P 

BUSCHK# 

Low 


Pullup 

BRDY# 

CLK 

n/a 




EADS# 

Low 

Synchronous 



EWBE# 

Low 

Synchronous 


BRDY# 

FLUSH# 

Low 

Asynchronous 



HOLD 

High 

Synchronous 



IGNNE# 

Low 

Asynchronous 



INIT 


Asynchronous 



INTR 

High 

Asynchronous 



INV 

High 

Synchronous 


EADS# 

KEN# 

Low 

Synchronous 


First BRDY#/NA# 

NA# 

Low 

Synchronous 

1 

Bus State T2,TD,T2P 

NMi 

High 

Asynchronous 



PEN# 

Low 

Synchronous 


BRDY# 

PICCLK 

High 

Asynchronous 

Pullup 


R/S# 

n/a 

Asynchronous 

Pullup 


RESET 

High 

Asynchronous 



SMI# 

Low 

Asynchronous 

Pullup 


STPCLK# 

Low 

Asynchronous 

Pullup 


TCK 

n/a 


Pullup 


TDI 

n/a 

Synchronous/TCK 

Pullup 

TCK 

TMS 

n/a 

Synchronous/TCK 

Pullup 

TCK 

TRST# 

Low 

Asynchronous 

Pullup 


WB/WT# 

n/a 

Synchronous 


First BRDY#/NA# 
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Table 6. Input/Output Pins 


Name 

Active 

Level 

When Floated 

Qualified 
(when an input) 

Internal 

Resistor 

A31-A3 

n/a 

Address Hold, Bus Hold, BOFF# 

EADS# 


AP 

n/a 

Address Hold, Bus Hold, BOFF# 

EADS# 


BE4#-BE0# 

Low 

Bus Hold, BOFF# 

RESET 

Pulldown* 

D63-D0 

n/a 

Bus Hold, BOFF# 

BRDY# 


DP7-DP0 

n/a 

Bus Hold, BOFF# 

BRDY# 


PICDOIDPEN#] 




Pullup 

P1CD1 [APICEN] 




Pulldown 


NOTES: 

All output and input/output pins are floated during tristate test mode (except TOO). 
*BE3#-BE0# have pulldowns during RESET only. 
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3.5 Pin Grouping According to Function 

Table 7 Organizes the pins with respect to their function. 


Table 7. Pin Functional Grouping 


Function 

Pins 

Clock 

CLK 

Initialization 

RESET, INIT 

Address Bus 

A31-A3, BE7#-BE0# 

Address Mask 

A20M# 

Data Bus 

D63-D0 

Address Parity 

AP. APCHK# 

APIC Support 

PICCLK, PICDO-1 

Data Parity 

DP7-DP0,PCHK#,PEN# 

Internal Parity Error 

lERR# 

System Error 

BUSCHK# 

Bus Cycle Definition 

M/IO#, D/C#, W/R#, CACHE#, SCYC, LOCK# 

Bus Control 

ADS#,BRDY#,NA# 

Page Cacheabillty 

PCD, PWT 

Cache Control 

KEN#,WB/WT# 

Cache Snooping/Consistency 

AHOLD, EADS#, HIT#, HITM#, INV 

Cache Flush 

FLUSH# 

Write Ordering 

EWBE# 

Bus Arbitration 

BOFF#, BREQ, HOLD, HLDA 

Interrupts 

INTR, NMI 

Floating Point Error Reporting 

FERR#,IGNNE# 

System Management Mode 

SMI#,SMIACT# 

TAP Port 

TCK, TMS, TDI, TDO, TRST# 

Breakpoint/ Performance Monitoring 

PMO/BPO, PM1/BP1, BP3-2 

Clock Control 

STPCLK# 

Probe Mode 

R/S#, PRDY 
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4.0 Pentium® Processor 
(610\75) TCP 

ELECTRICAL SPECIFICATIONS 


4.1 Absolute Maximum Ratings 

The following values are stress ratings only. Func- 
tional operation at the maximum ratings is not im- 
plied or guaranteed. Functional operating conditions 
are given in the AC and DC specification tables. 

Extended exposure to the maximum ratings may af- 
fect device reliability. Furthermore, although the 
Pentium processor (61 0\75) contains protective cir- 
cuitry to resist damage from static electric discharge, 
always take precautions to avoid high static voltages 
or electric fields. 

Case temperature under bias -65®C to 1 10®C 

Storage temperature -65®C to + 1 50®C 

3V Supply voltage 

with respect to Vss -0.5V to + 4.6V 

3V Only Buffer DC Input 

Voltage -0.5V to Vcc + 0.5; 

not to exceed 4.6V(2) 

5V Safe Buffer 

DC Input Voltage -0.5V to 6.5V0.3) 


NOTES: 

1. Applies to CLK and PICCLK. 

2. Applies to ail Pentium processor (610\75) inputs 
except CLK and PICCLK. 

3. See Table 9. 

WARNING 

Stressing the device beyond the “Absolute Maxi- 
mum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond 
the “Operating Conditions” Is not recommended 
and extended exposure beyond the “Operating 
Conditions” may affect device reliability. 

4.2 DC Specifications 

Tables 8, 9, and 10 list the DC specifications which 
apply to the Pentium processor (610\7 5). The Pen- 
tium processor (610\75) is a 3.3V part Internally. 
The CLK and PICCLK inputs may be a 3.3V or 5V 
Inputs. Since the 3.3V (5V safe) input levels defined 
In Table 9 are the same as the 5V TTL levels, the 
CLK and PICCLK inputs are compatible with existing 
5V clock drivers. The power dissipation specification 
in Table 11 is provided for design of thermal solu- 
tions during operation in a sustained maximum level. 
This is the worst-case power the device would dissi- 
pate in a system for a sustain ed period of time. This 
number is used for design of a thermal solution for 
the device. 


Table 8. 3.3V DC Specifications 


TcasE = 0 to 95“C; Vcc = 3.3V ±5% 



NOTES: 

1 . Parameter measured at 4 mA. 

2. Parameter measured at 3 mA. 

3. 33V TTL levels apply to all signals except CLK and PICCLK. 

4. This value should be used for power supply design. It was determined usi ng a worst-case instruction mix and Vcc + 5%. 
Power supply transient response and decoupling capacitors must be sufficient to handle the instantaneous current chang- 
es occurring during transitions from stop clock to full active modes. For more information, refer to section 4.3.2. 
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Table 9. 3.3V (5V Safe) DC Specifications 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

V|L5 

Input Low Voltage 

-0.3 

0.8 

V 

TTL Level (1) 

V|H5 

Input High Voltage 

2.0 

5.55 

V 

TTL Level (1) 


NOTES: 

1 .Applies to CLK and PICCLK only. 


Table 10. Input and Output Characteristics 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

C|N 

Input Capacitance 


15 

PF 

(4) 

Co 

Output Capacitance 


20 

LL 

Q. 

(4) 

Ci/o 

I/O Capacitance 


25 

PF 

(4) 

CcLK 

CLK Input Capacitance 


15 

pF 

(4) 

Ctin 

Test Input Capacitance 


15 

pF 

(4) 

Ctout 

Test Output Capacitance 


20 

pF 

(4) 

Ctck 

T est Clock Capacitance 


‘ 15 

pF 

(4) 

'Ll 

Input Leakage Current 


±15 

/ulA 

0 < V||SJ < Vcc3^“') 

•lo 

Output Leakage Current 


±15 

juiA 

0 < V|N < Vcc3^^^ 

i|H 

Input Leakage Current 


200 

jliA 

V|N = 2.4V(3) 

l|L 

Input Leakage Current 


-400 

julA 

V|N = 0.4V(2) 


NOTES: 

1 . This parameter is for input without pull up or pull down. 

2. This parameter is for input with pull up. 

3. This parameter is for input with pull down. 

4. Guaranteed by design. 
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Table 11. Power Dissipation Requirements for Thermal Solution Design 


Parameter 

TypicalO) 

Max(2) 

Unit 

Notes 

Active Power Dissipation 

3 

8.0 

Watts 

@ 75 MHz 

Stop Grant and Auto Halt 
Powerdown Power Dissipation 


1.2 

Watts 

@ 75 MHz(3) 

Stop Clock Power Dissipation 

0.02 

^.05 

Watts 

(4) (5) 


NOTES: 

1 . This is the typical power dissipation in a system. This value was t he average value measured in a system using a typical 
device at Vcc = 3.3V running typical applications. This value is highly dependent upon the specific system configuration. 

2. Systems must be designed to thermally dissipate the maximum active power dissipation. It is determined using a worst- 
case instruction mix with Vcc = 3.3V. The use of nominal Vcc 'n this measurement takes into account the thermal time 
constant of the package. 

3. Stop Grant/ Auto Halt Powerdown Power Dissipation is determined by asserting the STPCLK# pin or executing the HALT 
instruction. 

4. Stop Clock Power Dissipation is determined by asserting the STPCLK# pin and then removing the external CLK input. 

5. Complete characterization of the specification was still in process at the time of print. Please contact Intel for the latest 
information. The final specification may be less than 50 mW. 



4.3 AC Specifications 

The AC specifications of the Pentium processor 
(610\75) consist of setup times, hold times, and val- 
id delays at 0 pF. 

WARNING 

Do not exceed the Pentium processor (610\75) in- 
ternal maximum frequency of 75 MHz by either se- 
lecting the 1/2 bus fraction or providing a clock 
greater than 50 MHz. 

4.3.1 POWER AND GROUND 

For clean on-chip power distribution, the Pentium 
processor (610\75) has 79 Vcc (power) and 72 Vgs 
(ground) inputs. Power and ground connections 
must be made to all external Vcc ^md Vgs pins of the 
Pentium processor (610\75). On the circuit board all 
Vcc pins must be connected to a 3.3V Vcc plane. 
All Vss pins must be connected to a Vss plane. 

4.3.2 DECOUPLING RECOMMENDATIONS 

Liberal decoupling capacitance should be placed 
near the Pentium processor (610\75). The Pentium 
processor (610\75) driving its large address and 
data buses at high frequencies can cause transient 
power surges, particularly when driving large capaci- 
tive loads. 

Low inductance capacitors and Interconnects are 
recommended for best high frequency electrical 


performance. Inductance can be reduced by short- 
ening circuit board traces between the Pentium 
processor (610\75) and decoupling capacitors as 
much as possible. 

These capacitors should be evenly distributed 
around each component on the 3.3V plane. Capaci- 
tor values should be chosen to ensure they elimi- 
nate both low and high frequency noise compo- 
nents. 

For the Pentium processor (61 0\ 75), the power 
consumption can transition from a low level of power 
to a much higher level (or high to low power) very 
rapidly. A typical example would be entering or exit- 
ing the Stop Grant state. Another example would be 
executing a HALT instruction, causing the Pentium 
processor (610\75) to enter the Auto HALT Power- 
down state, or transitioning from HALT to the Nor- 
mal state. All of these examples may cause abrupt 
changes in the power being consumed by the Penti- 
um processor (610\75). Note that the Auto HALT 
Powerdown feature is always enabled even when 
other power management features are not imple- 
mented. 

Bulk storage capacitors with a low ESR (Effective 
Series Resistance) in the 10 jutf to 100 jmf range are 
required to maintain a regulated supply voltage dur- 
ing the interval between the time the current load 
changes and the point that the regulated power sup- 
ply output can react to the change in load. In order 
to reduce the ESR, it may be necessary to place 
several bulk storage capacitors in parallel. 
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These capacitors should be placed near the Penti- 
um processor (610\75) (on the 3.3V plane) to en- 
sure that the supply voltage stays within specified 
limits during changes in the supply current during 
operation. 

4.3.3 CONNECTION SPECIFICATIONS 

All NC pins must remain unconnected. 

For reliable operation, always connect unused In- 
puts to an appropriate signal level. Unused active 
low inputs should be connected to Vcc- Unused ac- 
tive high Inputs should be connected to ground. 


Table 12. Pentium® Processor (610\75) TCP 
AC Specifications for 50-MHz Bus Operation 

Vcc = 3.3V ± 5%, TcaSE = O^C to 95"C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 


Frequency 

25.0 

50.0 

MHz 


Max Core Freq. = 
75 MHz @ 2/3 

^1a 

CLK Period 

20.0 

40.0 

nS 

3 


tib 

CLK Period Stability 


250 

pS 


(1). (25) 

f2 

CLK High Time 

4.0 


nS 

3 

@2V, (1) 

ts 

CLK Low Time 

4.0 


nS 

3 

@0.8V, (1) 

^4 

CLK Fall Time 

0.15 

1.5 

nS 

3 

(2.0V-0.8V), (1), (5) 

ts 

CLK Rise Time 

0.15 

1.5 

nS 

3 

(0.8V-2.0V), (1), (5) 

tea 

PWT, PCD, M/IO#, 
CACHE# Valid Delay 

1.0 

7.0 

nS 

4 


feb 

AP Valid Delay 

1.0 

8.5 

nS 

4 


tec 

A3-A31 , BEO-7# Valid Delay 

0.7 

7.0 

nS 

4 


ted 

D/C#, SCYC, LOCK# Valid Delay 

0.9 

7.0 

nS 



tee 

ADS# Valid Delay 

0.8 

7.0 

nS 



tef 

W/R# Valid Delay 

0.5 

7.0 

nS 




4.3.4 AC TIMINGS FOR A 50-MHZ BUS 

The AC specifications given In Table 12 consist of 
output delays, input setup requirements and input 
hold requirements for a 50-MHz external bus. All AC 
specifications (with the exception of those for the 
TAP signals and APIC signals) are relative to the 
rising edge of the CLK Input. 

All timings are referenced to 1 .5V for both “0” and 
“1” logic levels unless otherwise specified. Within 
the sampling window, a synchronous input must be 
stable for correct Pentiu m processor (610\75) oper- 
ation. 
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Table 12. Pentium® Processor (610X75) TCP 
AC Specifications for 50-MHz Bus Operation (Continued) 
Vcc = 3.3V ± 5%, Tcase = to 95"C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

t7 

ADS#, AP, A3-A31, PWT, PCD, 
BEO-7#, M/IO#, D/C#, W/R#, 
CACHE#, SCYC, LOCK# 

Float Delay 


10.0 

nS 

5 

(1) 

t8 

APCHK#, lERR#, FERR#, PCHK# Valid Delay 

1.0 

8.3 

nS 

4 

(4) 

^9a 

BREQ, HLDA, SMI ACT# Valid Delay 

1.0 

8.0 

nS 

4 

(4) 

^10a 

HIT# Valid Delay 

1.0 

8.0 

nS 

4 


tl0b 

HUM# Valid Delay 

0.5 

6.0 

nS 

4 


^11a 

PM0-1,BP0-3 Valid Delay 

1.0 

10.0 

nS 

4 


tllb 

PRDY Valid Delay 

1.0 

8.0 

nS 

4 


ti2 

D0-D63, DPO-7 Write 
Data Valid Delay 

1.3 

8.5 

nS 

4 


tl3 

D0-D63, DPO-3 Write 
Data Float Delay 


10.0 

nS 

5 

(1) 

tl4 

A5-A31 Setup Time 

6.5 


nS 

6 

(26) 

tl5 

A5-A31 Hold Time 

1.0 


nS 

6 


tl6a 

INV, AP Setup Time 

5.0 


nS 

6 


tl6b 

EADS# Setup Time 

6.0 


nS 

6 


tl7 

EADS#, INV, AP Hold Time 

1.0 


nS 

6 


tl8a 

KEN # Setup Time 

5.0 


nS 

6 


tl8b 

NA#, WB/WT# Setup Time 

4.5 


nS 

6 


tl9 

KEN#, WB/WT#, NA# Hold Time 

1.0 


nS 

6 


t20 

BRDY# Setup Time 

5.0 


nS 

6 


t21 

BRDY# Hold Time 

1.0 


nS 

6 


t22 

BOFF# Setup Time 

5.5 


nS 

6 


^22a 

AHOLD Setup Time 

6.0 


nS 

6 


t23 

AHOLD, BOFF# Hold Time 

1.1 


nS 

6 
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Table 12. Pentium® Processor (610\75) TCP 
AC Specifications for 50-MHz Bus Operation (Continued) 
Vcc = 3.3V ± 5%, Tcase = 0"C to QS^C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

t24 

BUSCHK#, EWBE#, HOLD, 
PEN # Setup Time 

5.0 


nS 

6 



BUSCHK#, EWBE #, 
PEN# Hold Time 


■ 

nS 

6 



HOLD Hold Time 



nS 

6 


t26 

A20M#,INTR,STPCLK# 
Setup Time 

5.0 


nS 

6 

(12). (16) 

t27 

A20M#,INTR, STPCLK# 
Hold Time 

1.0 


nS 

6 

(13) 

t28 

INIT, FLUSH#, NMI, SMI#, 
IGNNE# Setup Time 

5.0 


nS 

6 

(12), (16), (17) 

t29 

INIT, FLUSH#, NMI, SMI#, 
IGNNE# Hold Time 

1.1 


nS 

6 

(13) 

t30 

INIT, FLUSH#, NMI. SMI#, 
IGNNE# Pulse Width, Async 

2.0 


CLKs 

6 

(15), (17) 

^31 

R/S# Setup Time 

5.0 


nS 

6 

(12). (16), (17) 

t32 

R/S# Hold Time 

1.0 



6 

(13) 

t33 

R/S# Pulse Width, Async. 

2.0 


CLKs 

6 

(15), (17) 

t34 

D0-D63, DPO-7 Read Data 
Setup Time 

3.8 


nS 

6 


t35 

D0-D63, DPO-7 Read Data Hold Time 

2.0 


nS 

6 


t36 

RESET Setup Time 

5.0 


nS 

7 

(11), (12), (16) 

t37 

RESET Hold Time 

1.0 


nS 

7 

(11). (13) 

t38 

RESET Pulse Width, Vcc& 
CLK Stable 

15 


CLKs 

7 

(11). (17) 

t39 

RESET Active After Vcc & 
CLK Stable 

1.0 


mS 

7 

Power up 

t40 

Reset Configuration Signals 
(INIT, FLUSH#) Setup Time 

5.0 


nS 

7 

(12), (16), (17) 

t41 

Reset Configuration Signals 
(INIT, FLUSH#) Hold Time 

1.0 


nS 

7 

(13) 
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Table 12. Pentium® Processor (610\75) TCP 
AC Specifications for 50-MHz Bus Operation (Continued) 
Vcc = 3.3V ± 5%. Tcase = 0“C to 95“C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

U2a 

Reset Configuration Signals 
(INIT, FLUSH#) Setup Time, Async. 

2.0 


CLKs 

7 

To RESET falling 
edge (16) 

U2b 

Reset Configuration Signals 
(INIT, FLUSH#, BRDY#, 
BUSCHK#) Hold Time, Async. 

2.0 


CLKs 

7 

To RESET falling 
edge (27) 

U2c 

Reset Configuration Signal 
(BRDY#, BUSCHK#) Setup 
Time, Async. 

3.0 


CLKs 

7 

To RESET falling 
edge (27) 

UZ6 

Reset Configuration Signal 
BRDY# Hold Time, RESET 
driven synchronously 

1.0 


ns 


To RESET falling 
edge (1), (27) 

U3a 

BF Setup Time 

1.0 


ms 

7 

(22) to RESET 
falling edge 

U3b 

BF Hold Time 

2.0 


CLKs 

7 

(22) to RESET falling 
edge 

^3c 

APICEN Setup Time 

2.0 


CLKs 

7 

To RESET falling 
edge 

U3d 

APICEN Hold Time 

2.0 


CLKs 

7 

To RESET falling 
edge 

t44 

TCK Frequency 


16.0 

MHz 



Us 

TCK Period 

62.5 


ns 

3 


Ue 

TCK High Time 

25.0 


ns 

3 

@2V, (1) 

Uy 

TCK Low Time 

25.0 

— 

ns 

3 

@0.8V, (1) 

Ue 

TCK Fall Time 


5.0 

ns 

3 

(2.0V-0.8V), (1), (8), (9) 

U9 

TCK Rise Time 


5.0 

ns 

3 

(0.8V-2.0V), (1), (8), (9) 

Uo 

TRST# Pulse Width 

40.0 


ns 

9 

(1), Asynchronous 

Ui 

TDI, TMS Setup Time 

5.0 


ns 

8 

(7) 

ts2 

TDI,TMS Hold Time 

13.0 


ns 

8 

(7) 

ts3 

TDO Valid Delay 

3.0 

20.0 

ns 

8 

(8) 

ts4 

TDO Float Delay 


25.0 

ns 

8 

(1).(8) 

Us 

All Non-Test Outputs Valid Delay 

3.0 

20.0 

1 

ns 

8 

(3), (8), (10) 
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Table 12. Pentium® Processor (610\75) TCP 
AC Specifications for 50-MHz Bus Operation (Continued) 
Vcc = 3.3V ± 5%, TcasE = 0°C to 95°C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 



Unit 

Figure 

Notes 

t56 

All Non-Test Outputs Float Delay 




8 


*57 

All Non-Test Inputs Setup Time 

5.0 


ns 

8 

(3). (7), (10) 

*58 

All Non-Test Inputs Hold Time 

13.0 


ns 

8 

(3), (7), (10) 

APIC AC Specifications 

teoa 

PICCLK Frequency 

2.0 

16.66 

MHz 



teob 

PICCLK Period 

60.0 

500.0 

ns 

3 


teoc 

PICCLK High Time 

9.0 


ns 

3 


teod 

PICCLK Low Time 

9.0 


ns 

3 


teoe 

PICCLK Rise Time 

1.0 

5.0 

ns 

3 


teof 

PICCLK Fall Time 

1.0 

5.0 

ns 

3 


*60g 

PICDO-1 Setup Time 

3.0 


ns 

6 

to PICCLK 

teoh 

PICDO-1 Hold Time 

2.5 


ns 

6 

to PICCLK 

teoi 

PICDO-1 Valid Delay (LtoH) 

4.0 

38.0 

ns 

4 

from PICCLK, (28) 

teoj 

PICDO-1 Valid Delay (HtoL) 

4.0 

22.0 

ns 

4 

from PICCLK. (28) 


NOTES: 

Notes 2, 6, and 14 are general and apply to all standard TTL signals used with the Pentium Processor family. 

Notes 11, 18, 19, 20, 23, and 24 do not apply to the TCP package and have been removed In this document. 

1 . Not 1 00% tested. Guaranteed by design. 

2. TTL input test waveforms are assumed to be 0 to 3V transitions with IV/ns rise and fall times. 

3. Non-test outputs and Inputs are the normal output or input signals (besides TCK, TRST#, TDI, TOO, .and TMS). These 
timings correspond to the response of these signals due to boundary scan operations. 

4. APCHK#, FERR#, HLDA, lERR#, LOCK#, and PCHK# are glitch-free outputs. Glitch-free signals monotonically tran- 
sition without false transitions (i.e., glitches). 

5. 0.8V/ns ^ CLK input rise/fall time ^ 8V/ns. 

6. 0.3V/ns ^ Input rise/fall time ^ 5V/ns. 

7. Referenced to TCK rising edge. 

8. Referenced to TCK falling edge. 

9. 1 ns can be added to the rhaximum TCK rise and fall times for every 10 MHz of frequency below 33 MHz. 

10. During probe mode operation, do not use the boundary scan timings (t 55 _ 5 e). 

12. Setup time is required to guarantee recognition on a specific clock. 

13. Hold time is required to guarantee recognition on a specific clock. 

14. All TTL timings are referenced from 1.5V. 

15. To guarantee proper asynchronous recognition, the signal must have been de-asserted (Inactive) for a minimum of 2 
clocks before being returned active and must meet the minimum pulse width. 

16. This input may be driven asynchronously. 

17. When driven asynchronously, RESET, NMI, FLUSH#, R/S#, INIT, and SMI# must be de-asserted (inactive) for a mini- 
mum of 2 clocks before being returned active. 
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21. The D/C#, M/IO#, W/R#, CACHE#, and A5-A31 signals are sampled only on the CLK that ADS# is active. 

22. BF should be strapped to Vcc or Vss- 

25. These signals are measured on the rising edge of adjacent CLKs at 1.5V. To ensure a 1:1 relationship between the 
amplitude of the input jitter and the internal and external clocks, the jitter frequency spectrum should not have any power 
spectrum peaking between 500 KHz and 1 /3 of the CLK operating frequency. The amount of jitter present must be 
accounted for as a component of CLK skew between devices. 

26. Timing ti 4 Is required for external snooping (e.g., address setup to the CLK in which EADS# is sampled active). 

27. BUSCHK# is used as a reset configuration signal to select buffer size. 

28. This assumes an external pullup resistor to Vcc and a lumped capacitive load. The pullup resistor must be between 
1 50 ohms and 1 K ohms, the capacitance must be between 20 pF and 240 pF, and the RC product must be between 
3 ns and 36 ns. 

** Each valid delay is specified for a 0 pF load. The system designer should use I/O buffer modeling to account for signal 
flight time delays. 













242323-7 

Tt = t40 
Tu = t41 
Tv = t37 

Tw = t42, t43a, t43c 
Tx = t43b, t43d 
Ty = t38, t39 
Tz = t36 


Figure 7. Reset and Configuration Timings 
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4.4 I/O Buffer Models 

This section describes the I/O buffer models of the 
Pentium processor (610\75). 

The first order I/O buffer model is a simplified repre- 
sentation of the complex Input and output buffers 
used in the Pentium processor (610\75). Figures 10 
and 1 1 show the structure of the input buffer model 
and Figure 12 shows the output buffer model. Ta- 
bles 13 and 14 show the parameters used to specify 
these models. 


Although simplified, these buffer models will accu- 
rately model flight time and signal quality. For these 
parameters, there Is very little added accuracy in a 
complete transistor model. 

The following two models represent the input buffer 
models. The first model, Figure 10, represents all of 
the input buffers of the Pentium processor (610\75) 
except for a special group of input buffers. The sec- 
ond model. Figure 1 1 , represents these special buff- 
ers. These buffers are the inputs: AHOLD, EADS#, 
KEN#, WB/WT#, INV, NA#, EWBE#, BOFF#, 
CLK, and PICCLK. 



Figure 10. Input Buffer Model, Except Special Group 
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Table 13. Parameters Used in the Specification of the First Order input Buffer Modei 


Parameter 

Description 

CIn 

Minimum and Maximum value of the capacitance of the input buffer model. 

Lp 

Minimum and Maximum value of the package inductance. 

cp 

Minimum and Maximum value of the package capacitance. 

Rs 

Diode Series Resistance 

D1,D2 

Ideal Diodes 


Figure 12 shows the structure of the output buffer model. This model Is used for all of the output buffers of the 
Pentium processor (610\75). 



Figure 12. First Order Output Buffer Modei 

Table 14. Parameters Used in the Specification of the First Order Output Buffer Model 


Parameter 

Description 

dV/dt 

Minimum and maximum value of the rate of change of the open circuit voltage source used In 
the output buffer model. 

Ro 

Minimum and maximum value of the output impedance of the output buffer model. 

Co 

Minimum and Maximum value of the capacitance of the output buffer model. 

Lp 

Minimum and Maximum value of the package inductance. 

Cp 

Minimum and Maximum value of the package capacitance. 



In addition to the input and output buffer parameters, 
input protection diode models are provided for add- 
ed accuracy. These diodes have been optimized to 
provide ESD protection and provide some level of 
clamping. Although the diodes are not required for 
simulation, it may be more difficult to meet specifica- 
tions without them. 


Note, however, some signal quality specifications re- 
quire that the diodes be removed from the Input 
model. The series resistors (Rs) are a part of the 
diode model. Remove these when removing the di- 
odes from the input model. 
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4.4.1 BUFFER MODEL PARAMETERS 

This section gives the parameters for each Pentium 
processor (610\75) input, output, and bidirectional 
signal, as well as the settings for the configurable 
buffers. 

Some pins on the Pentium processor (610\75) have 
selectable buffer sizes. These pins use the 


configurable output buffer EB2. Table 15 shows the 
drive level for BRDY# required at the falling edge of 
RESET to select the buffer strength. The buffer 
sizes selected should be the appropriate size re- 
quired; otherwise AC timings might not be met, or 
too much overshoot and ringback may occur. There 
are no other selection choices; all of the configura- 
ble buffers get set to the same size at the same 
time. 


Table 15. Buffer Selection Chart 


Environment 

BRDY# 

Buffer Selection 

Typical Stand Alone Component 

1 

EB2 

Loaded Component 

0 

EB2A 


NOTES: 

For correct buffer selection, the BUSCHK# signal must be held inactive (high) at the falling edge of RESET. 
For the Pentium processor (610\75) SPGA version, BRDYC# is used to configure selectable buffer sizes. 


Please refer to Table 16 for the groupings of the buffers. 


Table 16. Signal to Buffer Type 


Signais 

Type 

Driver Buffer 
Type 

Receiver 
Buffer Type 

CLK 

1 


ERO 

A20M#, AHOLD, BF, BOFF#, BRDY#, BUSCHK#, EADS#, 
EWBE#, FLUSH#, HOLD, IGNNE#, INIT, INTR, INV, KEN#, NA#, 
NMI, PEN#, PICCLK, R/S#, RESET, SMI#, STPCLK#, TCK, TDI, 
TMS, TRST#, WB/WT# 

1 


ER1 

APCHK#, BE[7:5]#, BP[3:2], BREQ, FERR#, lERR#, PCD, 
PCHK#, PMO/BPO, PM1/BP1, PRDY, PWT, SMIACT#, TDO, U/ 
0# 

0 

EDI 


A[31:21], AP, BE[4:0]#, CACHE#, D/C#, D[63:0J, DP[8:0], HLDA, 
LOCK#,M/IO#,SCYC 

I/O 

EB1 

EB1 

A[20:3], ADS#, HUM#, W/R# 

I/O 

EB2A 

EB2 

HIT# 

I/O 

EB3 

EB3 

PIDO, PICD1 

I/O 

EB4 

EB4 


The input, output and bidirectional buffer values are 
listed In Table 1 7. This table contains listings for all 
three types, do not get them confused during simula- 
tion. When a bidirectional pin is operating as an 


input, just use the Cin, Cp and Lp values; if it is open 
ating as a driver, use ail of the data parameters. 
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Table 17. Input, Output and Bidirectional Buffer Model Parameters 


Buffer 

Transition 

dV/dt 

Ro 

Cp 

Lp 

Co/Cin 

Type 

(V/nsec) 

(Ohms) 

(pF) 

(nH) 

(pF) 



min 

max 

min 

max 

min 

max 

min 

max 

min 

max 

ERO 

Rising 





0.3 

0.4 

3.9 

5.0 

0.8 

1.2 

(input) 

Falling 





0.3 

0.4 

3.9 

5.0 

0.8 

1.2 

ER1 

Rising 





0.2 

0.5 

3.1 

6.0 

0.8 

1.2 

(Input) 

Falling 





0.2 

0.5 

3.1 

6.0 

0.8 

1.2 

EDI 

Rising 

3/3.0 

3.7/0.9 

21.6 

53.1 

0.3 

0.6 

3.7 

6.6 

2.0 

2.6 

(output) 

Falling 

3/2.8 

3.7/0.8 

17.5 

50.7 

0.3 

0.6 

3.7 

6.6 

2.0 

2.6 

EB1 

Rising 

3/3.0 

3.7/ 

21.6.9 

53.1 

0.2 

0.5 

2.9 

6.1 

2.0 

2.6 

(bidir) 

Falling 

3/2.8 

3.7/0.8 

17.5 

50.7 

0.2 

0.5 

2.9 

6.1 

2.0 

2.6 

EB2 

Rising 

3/3.0 

3.7/0.9 

21.6 

53.1 

0.2 

0.5 

3.1 

6.4 

9.1 

9.7 

(bidir) 

Falling 

3/2.8 

3.7/0.8 

17.5 

50.7 

0.2 

0.5 

3.1 

6.4 

9.1 

9.7 

EB2A 

Rising 

3/2.4 

3.7/0.9 

10.1 

22.4 

0.2 

0.5 

3.1 

6.4 

9.1 

9.7 

(bidir) 

Falling 

3/2.4 

3.7/0.9 

9.0 

21.2 

0.2 

0.5 

3.1 

6.4 

9.1 

9.7 

EB3 

Rising 

3/3.0 

3.7/0.9 

21.6 

53.1 

0.2 

0.4 

3.2 

4.1 

3.3 

3.9 

(bidir) 

Falling 

3/2.8 

3.7/0.8 

17.5 

50.7 

0.2 

0.4 

3.2 

4.1 

3.3 

3.9 

EB4 

Rising 

3/3.0 

3.7/0.9 

21.6 

53.1 

0.3 

0.4 

4.0 

4.1 

5.0 

7.0 

(bidir) 

Falling 

3/2.8 

3.7/0.8 

17.5 

50.7 

0.3 

0.4 

4.0 

4.1 

5.0 

7.0 


Table 18. Input Buffer Model Parameters: D (Diodes) 


Symbol 

Parameter 

D1 

D2 

IS 

Saturation Current 

1.4e-14A 

2.78e-16A 

N 

Emission Coefficient 

1.19 

1.00 

RS 

Series Resistance 

6.5 ohms 

6.5 ohms 

TT 

Transit Time 

3 ns 

6 ns 

VJ 

PN Potential 

0.983V 

0.967V 

CJO 

Zero Bias PN Capacitance 

0.281 pF 

0.365 pF 

M 

PN Grading Coefficient 

0.385 

0.376 


4.4.2 SIGNAL QUALITY SPECIFICATIONS 

Signals driven by the system into the Pentium proc- 
essor (610\75) must meet signal quality specifica- 
tions to guarantee that the components read 


data properly and to ensure that incoming signals do 
not affect the reliability of the component. There are 
two signal quality parameters: Ringback and Settling 
Time. 
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4.4.2. 1 Ringback 

Excessive ringback can contribute to long-term reli- 
ability degradation of the Pentium processor 
(610X75), and can cause false signal detection. 
Ringback is simulated at the input pin of a compo- 
nent using the input buffer model. Ringback can be 
simulated with or without the diodes that are in the 
input buffer model. 

Ringback is the absolute value of the maximum volt- 
age at the receiving pin below Vcc (or above Vgs) 
relative to Vcc (or Vss) level after the signal has 
reached Its maximum voltage level. The input diodes 
are assumed present. 

Maximum Ringback on Inputs = 0.8V 
(with diodes) 

If simulated without the input diodes, follow the Max- 
imum Overshoot/ Undershoot specification. By 


meeting the overshoot/undershoot specification, the 
signal is guaranteed not to ringback excessively. 

If simulated with the diodes present In the input 
model, follow the maximum ringback specification. 

Overshoot (Undershoot) is the absolute value of the 
maximum voltage above Vcc (below Vgs). The 
guideline assumes the absence of diodes on the in- 
put. 

• Maximum Overshoot/Undershoot on 5V 82497 
Cache Controller, and 82492 Cache SRAM In- 
puts (CLK and PICCLK only) = 1 .6V above Vcc 5 
(without diodes) 

• Maximum Overshoot/ Undershoot on 3.3V Penti- 
um processor (610X75) Inputs (not CLK and 
PICCLK) = 1 .4V above Vcc 3 (without diodes) 




Figure 13. Overshoot/Undershoot and Ringback Guidelines 


4.4.2.2 Settling Time 

The settling time is defined as the time a signal re- 
quires at the receiver to settle within 10% of Vcc or 
Vss- Settling time Is the maximum time allowed for a 
signal to reach within 10% of its final value. 

Most available simulation tools are unable to simu- 
late settling time so that It accurately reflects silicon 
measurements. On a physical board, second-order 


effects and other effects serve to dampen the signal 
at the receiver. Because of all these concerns, set- 
tling time is a recommendation or a tool for layout 
tuning and not a specification. 

Settling time is simulated at the slow corner, to make 
sure that there Is no impact on the flight times of the 
signals if the waveform has not settled. Settling time 
may be simulated with the diodes included or ex- 
cluded from the Input buffer model. If diodes 


2-82 


I 





PENTIUM® PROCESSOR (610\75) 


inW 


are Included, settling time recommendation will be 
easier to meet. 

Although simulated settling time has not shown 
good correlation with physical, measured settling 
time, settling time simulations can still be used as a 
tool to tune layouts. 

Use the following procedure to verify board simula- 
tion and tuning with concerns for settling time. 

1 . Simulate settling time at the slow corner for a par- 
ticular signal. 

2. If settling time violations occur, simulate signal 
trace with D.C. diodes in place at the receiver pin. 
The D.C. diode behaves almost identically to the 
actual (non-linear) diode on the part as long as 
excessive overshoot does not occur. 


3. If settling time violations still occur, simulate flight 
times for 5 consecutive cycles for that particular 
signal. 

4. If flight time values are consistent over the 5 simu- 
lations, settling time should not be a concern. If 
however, flight times are not consistent over the 5 
simulations, tuning of the layout is required. 

5. Note that, for signals that are allocated 2 cycles 
for flight time, the recommended settling time is 
doubled. 

A typical design method would include a settling 
time that ensures a signal is within 10% of Vcc or 
Vss ^or at least 2.5 ns prior to the end of the CLK 
period. 



Figure 14. Settling Time 
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5.0 Pentium® Processor (610\75) 

TCP MECHANICAL 
SPECIFICATIONS 

Today’s portable computers face the challenge of 
meeting desktop performance in an environment 
that is constrained by thermal, mechanical, and 
electrical design considerations. These considera- 
tions have driven the development and implementa- 
tion of Intel’s Tape Carrier Package (TCP). The Intel 
TCP package has been designed to offer a high pin 
count, low profile, reduced footprint package with 
uncompromised thermal and electrical performance. 
Intel continues to provide packaging solutions that 
meet our rigorous criteria for quality and perform- 
ance, and this new entry into the Intel package port- 
folio is no exception. 

Key features of the TCP package Include; surface 
mount technology design, lead pitch of 0.25 mm, po- 
lyimide body size of 24 mm and polyimide up for 


inl^. 

pick&place handling. TCP components are shipped 
with the leads flat in slide carriers, and are designed 
to be excised and lead formed at the customer man- 
ufacturing site. Recommendations for the manufac- 
ture of this package are included In the PentiumTM 
Processor (610\75) Tape Carrier Package User’ s 
Guide. 

Figure 15 shows a cross-sectional view of the TCP 
package as mounted on the Printed Circuit Board. 
Figures 16 and 17 show the TCP as shipped in Its 
slide carrier, and key dimensions of the carrier and 
package. Figure 18 shows a blow up detail of the 
package in cross-section. Figure 19 shows an en- 
larged view of the outer lead bond area of the pack- 
age. 

Tables 19 and 20 provide Pentium processor 
(610\75) TCP package dimensions. 


5.1 TCP Package Mechanical Diagrams 


Polyimide Polyimide 




Full X-Section 

242323-15 


Figure 15. Cross-Sectional View of the Mounted TCP Package 
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Figure 17. One TCP Site in Carrier (Top View of Die) 
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Table 19. TCP Key Dimensions 


Symbol 

Description 

Dimension 

N 

Leadcount 

320 leads 

W 

Tape Width 

48.18 ±0.12 

L 

Site Length 

(43.94) reference only 

e1 

Outer Lead Pitch 

0.25 nominal 

b 

Outer Lead Width 

0.10 ±0.01 

D1,E1 

Package Body Size 

24.0 ±0.1 

A2 

Package Height 

75 MHz/90 MHz-0.615 ±0.030 
120 MHz-0.605 ±0.030 

DL 

Die Length 

75 MHz/90 MHz- 1 2.769 ± 0.01 5 
120 MHz-9.929 ±0.015 

DW 

Die Width 

75 MHz/90 MHz- 11.755 ±0.015 
120 MHz-9.152 ±0.015 

LT 

Lead Thickness 

75 MHz/90 MHz-0.035 mm 
120 MHz-0.025 mm 

EL 

Encap Length 

75 MHz/90 MHz-(13.40 mm) reference only 
120 MHz-(10.56 mm) reference only 

EW 

Encap Width 

75 MHz/90 MHz-(12.39 mm) reference only 
120 MHz-(9.78 mm) reference only 


NOTES: 

Dimensions are in millimeters unless otherwise noted. 
Dimensions in parentheses are for reference only. 


Table 20. Mounted TCP Package Dimensions 


Description 

Dimension 

Package Height 

0.75 max. 

Terminal Dimension 

29.5 nom. 

Package Weight 

0.5 g max. 


NOTE: 

Dimensions are in millimeters unless otherwise noted. 

Package terminal dimension (lead tip-to-lead tip) assumes the use of a keeper bar. 
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6.0 Pentium® Processor (610\75) 

TCP THERMAL SPECIFICATIONS 

The Pentium processor (610\75) is specified for 
proper operation when the case temperature, 
Tcase. (Tc) is within the specified range of 0“C to 
95°C. 


6.1 Measuring Thermal Values 

To verify that the proper Tc (case temperature) is 
maintained for the Pentium processor (610\75), it 
should be measured at the center of the package 
top surface (encapsulant). To minimize any mea- 
surement errors, the following techniques are rec- 
ommended: 

• Use 36 gauge or finer diameter K, T, or J type 
thermocouples. Intel’s laboratory testing was 
done using a thermocouple made by Omega (part 
number: 5TC-TTK-36-36). 

• Attach the thermocouple bead or junction to the 
center of the package top surface using highly 
thermally conductive cements. Intel’s laboratory 
testing was done by using Omega Bond (part 
number: OB-1 00). 

• The thermocouple should be attached at a 90° 
angle as shown in Figure 20. 


Figure 20. Technique for Measuring Case 
Temperature (Tc) 

\ 

6.2 Thermal Equations 

For the Pentium processor (610\75), an ambient 
temperature (Ta) is not specified directly. The only 
requirement is that the case temperature (Tc) is met. 
The ambient temperature can be calculated from the 
following equations: 


= Tc + P ^ Ojc 
Ta = Tj - P X Oja 
Ta = Tc - (P X Oca 
T c = Ta + P X [OjA-OjC^ 

^CA = ^JA-^JC 

where, 

Ta and Tc are ambient and case temperatures (°C) 
Oca = Case-to-Ambient thermal resistance (°C/W) 
Oja = Junction-to-Ambient thermal resistance 
(°C/W) 

Ojc = Junction-to-Case thermal resistance (°C/W) 
P = maximum power consumption (Watts) 

P (maximum power consumption) is specified in sec- 
tion 4.2. 


6.3 TCP Thermal Characteristics 

The primary heat transfer path from the die of the 
Tape Carrier Package (TCP) is through the back side 
of the die and into the PC board. There are two ther- 
mal paths traveling from the PC board to the ambi- 
ent air. One Is the spread of heat within the board 
and the dissipation of heat by the board to the ambi- 
ent air. The other Is the transfer of heat through the 
board and to the opposite side where thermal en- 
hancements (e.g., heat sinks, pipes) are attached. 
To prevent the possibility of damaging the TCP com- 
ponent, the thermal enhancements should be at- 
tached to the opposite side of the TCP site not di- 
rectly mounted to the package surface. 


6.4 PC Board Enhancements 

Copper planes, thermal pads, and vias are design 
options that can be used to improve heat transfer 
from the PC board to the ambient air. Tables 21 and 
22 present thermal resistance data for copper plane 
thickness and via effects. It should be noted that 
although thicker copper planes will reduce the Oqq of 
a system without any thermal enhancements, they 
have less effect on the 0ca ^ system with thermal 
enhancements. However, placing vias under the die 
will reduce the ^ca oi a system with and without ther- 
mal enhancements. 
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Table 21. Thermal Resistance vs. Copper Plane 
Thickness with and without Enhancements 


Copper 

Plane 

Thickness* 

^caCC/W) 

No 

Enhancements 

^caCC/W) 

With 

Heat Pipe 

1 oz. Cu 

18 

8 

3 oz. Cu 

14 

8 


NOTES: 

*225 vias underneath the die 
(1 oz = 1.3 ml) 


Table 22. Thermal Resistance vs. Thermal Vias 
underneath the Die 


No. of Vias Under 
the Die* 

^caCC/W) 

No Enhancements 

0 

15 

144 

13 


NOTE: 

*3 oz. copper planes In test boards 


6.4.1 STANDARD TEST BOARD 
CONFiGURATiON 

All Tape Carrier Package (TCP) Thermal measure- 
ments provided in the following tables were taken 
with the component soldered to a 2" x 2" test board 
outline. This six-layer board contains 225 vias (un- 
derneath the die) in the die attach pad which are 
connected to two 3 oz. copper planes located at lay- 
ers two and five. For the Pentium processor 
(610\75) TCP, the vias in the die attach pad should 
be connected without thermal reliefs to the ground 
plane(s). The die is attached to the die attach pad 
using a thermally and electrically conductive adhe- 
sive. This test board was designed to optimize the 
heat spreading into the board and the heat transfer 
through to the opposite side of the board. 


NOTE: 

Thermal resistance values should be used as 
guidelines only, and are highly system dependent. 
Final system verification should always refer to the 
case temperature specification. 


Table 23. Pentium® Processor (610\75) 
TCP Package Thermal Resistance 
without Enhancements 



®JC 

/ fC/W) 

^CA 

(°C/W) 

Thermal Resistance without 
Enhancements 

0.8 

13.9 


Table 24. Pentium® Processor (610X75) 
TCP Package Thermal Resistance 
with Enhancements (without Airflow) 


Thermal 

Enhancements 

^CA 

CC/W) 

Notes 

Heat sink 

11.7 

1.2" XI. 2" X0.35 

Al Plate 

8.7 

4" X4" X 0.030" 

Al Plate with 
Heat Pipe 

7.8 

0.3X1" X4" 


Table 25. Pentium® Processor (610X75) 
TCP Package Thermal Resistance 
with Enhancements (with Airflow) 


Thermal 

Enhancements 

®CA 

(°C/W) 

Notes 

Heat sink with Fan 
@ 1.7 CFM 

5.0 

1.2" XI. 2" X0.35" HS 
1" XI" X0.4" Fan 

Heat sink with 
Airflow @ 400 LFM 

5.1 

1.2" XI. 2" X0.35" HS 

Heat sink with 
Airflow @ 600 LFM 

4.3 

1.2" XI. 2" X0.35" HS 


HS = heat sink 

LFM = Linear Feet/Minute 

CFM = Cubic Feet/ Minute 
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■ Compatible with Large Software Base 
— MS-DOSt, Windows*, OS/2*, UNIX* 

■ 32-Bit CPU with 64-Bit Data Bus 

■ Superscalar Architecture 

— Two Pipelined Integer Units Are 
Capable of 2 Instructions/Clock 
— Pipelined Floating Point Unit 

■ Separate Code and Data Caches 
— 8K Code, 8K Write Back Data 
— MESI Cache Protocol 

■ Advanced Design Features 
— Branch Prediction 

— Virtual Mode Extensions 

■ 3.3V BiCMOS Silicon Technology 

■ 4M Pages for Increased TLB Hit Rate 

■ IEEE 1149.1 Boundary Scan 

■ Dual Processing Configuration 


Multi-Processor Support 

— Multiprocessor Instructions 

— Support for Second Level Cache 
On-Chip Local APIC Controller 

— MP Interrupt Management 

— 8259 Compatible 

Internal Error Detection Features 
Upgradable with a Future Pentium® 
OverDrive® Processor 
Power Management Features 

— System Management Mode 

— Clock Control 
Fractional Bus Operation 

— 133-MHz Core/66-MHz Bus 

— 120-MHz Core/60-MHz Bus 

— 100-MHz Core/66-MHz Bus 

— 100-MHz Core/50-MHz Bus 

— 90-MHz Core/60-MHz Bus 

— 75-MHz Core/50-MHz Bus 


PENTIUM® PROCESSOR at iCOMP® INDEX 
610\75 MHz, 735\90 MHz, 815M00 MHz, 
1000M20 MHz, and 1110M33 MHz 


The Pentium® processor 75/90/100/120/133 extends the Pentium processor family, providing performance 
needed for mainstream desktop applications as well as for workstations and servers. The Pentium processor 
is compatible with the entire installed base of applications for DOS, Windows, OS/2, and UNIX. The Pentium 
processor 75/90/100/120/133 superscalar architecture can execute two instructions per clock cycle. Branch 
prediction and separate caches also increase performance. The pipelined floating point unit delivers worksta- 
tion level performance. Separate code and data caches reduce cache conflicts while remaining software 
transparent. The Pentium processor 75/90/100/120/133 has 3.3 million transistors and Is built on Intel’s 
advanced 3.3V BiCMOS silicon technology. The Pentium processor 75/90/100/120/133 has on-chip dual 
processing support, a local multiprocessor interrupt controller, and SL power management features. 


The Pentium processor may contain design defects or errors known as errata. Current characterized errata are 
available upon request. 



mother brands and trademarks are the property of their respective owners. 

tSince publication of documents referenced in this document, registration of the Pentium, OverDrive, and iCOMP trade- 
marks has been issued to Intel Corporation. 


November 1995 

Order Number: 241997-006 
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1.0 MICROPROCESSOR 

ARCHITECTURE OVERVIEW 

The Pentium® processor at iCOMP® rating 
610\75 MHz, iCOMP rating 735\90 MHz, and 
iCOMP rating 815\100 MHz, iCOMP rating 
1000\120, and iCOMP rating 11 10X133 extends the 
Intel Pentium family of microprocessors. It is 100% 
binary compatible with the 8086/88, 80286, In- 
tel386TM DX CPU, Intel386 SX CPU, lntel486 TM dX 
CPU, Intel486 SX CPU, Intel486 DX2 CPUs, and 
Pentium processor at ICOMP Index 510X60 MHz 
and ICOMP Index 567X66 MHz. 

The Pentium processor family consists of the Penti- 
um processor at ICOMP rating 610X75 MHz, iCOMP 
rating 735X90 MHz, iCOMP rating 815X100 MHz, 
iCOMP rating 1000X120, and iCOMP rating 
1110X133 (product order code 80502), described in 
this document, and the original Pentium processor 
60/66 (order code 80501). The name “Pentium 
processor 75/90/100/120/133” will be used in this 
document to refer to the Pentium processor at 
ICOMP rating 610X75 MHz, ICOMP rating 735X90 
MHz, ICOMP rating 815X100 MHz, ICOMP rating 
1000X120 MHz. and ICOMP rating 1110X133 MHz. 
Also, the name “Pentium processor 60/66” will be 
used to refer to the original 60- and 66-MHz version 
product. 

The Pentium processor family architecture contains 
all of the features of the Intel486 CPU family, and 
provides significant enhancements and additions in- 
cluding the following: 

• Superscalar Architecture 

• Dynamic Branch Prediction 

• Pipelined Floating-Point Unit 

• Improved Instruction Execution Time 

• Separate 8K Code and 8K Data Caches 

• Writeback MESI Protocol in the Data Cache 

• 64-Blt Data Bus 

• Bus Cycle Pipelining 

• Address Parity 

• Internal Parity Checking 

• Functional Redundancy Checking 

• Execution Tracing 

• Performance Monitoring 

• IEEE 1149.1 Boundary Scan 

• System Management Mode 

• Virtual Mode Extensions 


In addition to the features listed above, the Pentium 
processor 75/90/100/120/133 offers the following 
enhancements over the Pentium processor 60/66: 


• iCOMP performance rating of 1 1 10 at 1 33 MHz in 
single processor configuration 

• ICOMP performance rating of 1000 at 120 MHz in 
single processor configuration 

• ICOMP performance rating of 815 at 100 MHz In 
single processor configuration 

• iCOMP performance rating of 735 at 90 MHz in 
single processor configuration 

• ICOMP performance rating of 610 at 75 MHz In 
single processor configuration 

• Dual processing support 


• SL power management features 

• Fractional bus operation 

• On-chip local APIC device 



1.1 Pentium® Processor Family 
Architecture 

The application instruction set of the Pentium proc- 
essor family includes the complete Intel486 CPU 
family instruction set with extensions to accommo- 
date some of the additional functionality of the 
Pentium processors. All application software written 
for the Intel386 and Intel486 family microprocessors 
will run on the Pentium processors without modifica- 
tion. The on-chip memory management unit (MMU) 
Is completely compatible with the Intel386 family 
and Intel486 family of CPUs. 

The Pentium processors implement several en- 
hancements to increase performance. The two in- 
struction pipelines and floating-point unit on Pentium 
processors are capable of Independent operation. 
Each pipeline issues frequently used instructions In 
a single clock. Together, the dual pipes can Issue 
two Integer instructions in one clock, or one floating 
point instruction (under certain circumstances, two 
floating-point instructions) in one clock. 

Branch prediction Is implemented in the Pentium 
processors. To support this, Pentium processors im- 
plement two prefetch buffers, one to prefetch code 
in a linear fashion, and one that prefetches code 
according to the BTB so the needed code is almost 
always prefetched before it is needed for execution. 
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The floating-point unit has been completely rede- 
signed over the Intel486 CPU. Faster algorithms pro- 
vide up to 10X speed-up for common operations in- 
cluding add, multiply, and load. 

Pentium processors include separate code and data 
caches Integrated on-chip to meet performance 
goals. Each cache is 8 Kb>^es in size, with a 32-byte 
line size and is 2-way set associative. Each cache 
has a dedicated Translation Lookaside Buffer (TLB) 
to translate linear addresses to physical addresses. 
The data cache is configurable to be write back or 
write through on a line-by-line basis and follows the 
MESI protocol. The data cache tags are triple ported 
to support two data transfers and an Inquire cycle In 
the same clock. The code cache is an inherently 
write-protected cache. The code cache tags are 
also triple ported to support snooping and split line 
accesses. Individual pages can be configured as 
cacheable or non-cacheable by software or hard- 
ware. The caches can be enabled or disabled by 
software or hardware. 

The Pentium processors have increased the data 
bus to 64 bits to Improve the data transfer rate. Burst 
read and burst write back cycles are supported by 
the Pentium processors. In addition, bus cycle pipe- 
lining has been added to allow two bus cycles to be 
In progress simultaneously. The Pentium proces- 
sors’ Memory Management Unit contains optional 
extensions to the architecture which allow 2-Mbyte 
and 4-Mbyte page sizes. 

The Pentium processors have added significant data 
integrity and error detection capability. Data parity 
checking is still supported on a byte-by-byte basis. 
Address parity checking, and internal parity checking 
features have been added along with a new excep- 
tion, the machine check exception. In addition. 


int^. 

the Pentium processors have implemented function- 
al redundancy checking to provide maximum error 
detection of the processor and the interface to the 
processor. When functional redundancy checking Is 
used, a second processor, the “checker” Is used to 
execute in lock step with the “master” processor. 
The checker samples the master’s outputs and com- 
pares those values with the values if computes inter- 
nally, and asserts an error signal If a mismatch oc- 
curs. 

As more and more functions are Integrated on chip, 
the complexity of board level testing is increased. To 
address this, the Pentium processors have in- 
creased test and debug capability. The Pentium 
processors implement IEEE Boundary Scan (Stan- 
dard 1149.1). In addition, the Pentium processors 
have specified 4 breakpoint pins that correspond to 
each of the debug registers and externally indicate a 
breakpoint match. Execution tracing provides exter- 
nal indications when an instruction has completed 
execution In either of the two internal pipelines, or 
when a branch has been taken. 

System Management Mode (SMM) has been Imple- 
mented along with some extensions to the SMM ar- 
chitecture. Enhancements to the virtual 8086 mode 
have been made to Increase performance by reduc- 
ing the number of times it is necessary to trap to a 
virtual 8086 monitor. 

Figure 1 shows a block diagram of the Pentium proc- 
essor 75/90/100/120/133. 

For Pentium Processor (610\75) designs which 
use the TCP package, intei document 242323 
must be referenced for correct TCP pinout, me- 
chanicai, thermai, and AC specifications. 
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Pentium® Processor (75/90/100/120/133 MHz) 




Figure 1. Pentium® Processor Biock Diagram 


The block diagram shows the two instruction pipe- 
lines, the “u” pipe and the “v” pipe. The u-pipe can 
execute all integer and floating point instructions. 
The v-pipe can execute simple Integer instructions 
and the FXCH floating-point instructions. 

The separate caches are shown, the code cache 
and data cache. The data cache has two ports, one 
for each of the two pipes (the tags are triple ported 
to allow simultaneous Inquire cycles). The data 
cache has a dedicated Translation Lookaside Buffer 
(TLB) to translate linear addresses to the physical 
addresses used by the data cache. 


The code cache, branch target buffer and prefetch 
buffers are responsible for getting raw instructions 
into the execution units of the Pentium processor. 
Instructions are fetched from the code cache or 
from the external bus. Branch addresses are re- 
membered by the branch target buffer. The code 
cache TLB translates linear addresses to physical 
addresses used by the code cache. 

The decode unit decodes the prefetched instruc- 
tions so the Pentium processors can execute the 
instruction. The control ROM contains the micro- 
code which controls the sequence of operations that 
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must be performed to implement the Pentium proc- 
essor architecture. The control ROM unit has direct 
control over both pipelines. 

The Pentium processors contain a pipelined floating- 
point unit that provides a significant floating-point 
performance advantage over previous generations 
of processors. 


In this document, in order to distinguish between two 
Pentium processors 75/90/100/120/133 In dual 
processing mode, one CPU will be designated as the 
Primary processor with the other being the Dual 
processor. Note that this is a different concept than 
that of “master” and “checker” processors de- 
scribed above in the discussion on functional redun- 
dancy. 


The architectural features Introduced in this chapter 
are more fully described in the Pentium® Processor 
Family Developer's Manual. 


1.2 Pentium® Processor 
75/90/100/120/133 

In addition to the architecture described above for 
the Pentium processor family, the Pentium proces- 
sor 75/90/100/120/133 has additional features 
which are described in this section. 


The Pentium processor 75/90/100/120/133 offers 
higher performance and higher operating frequen- 
cies than the Pentium processor 60/66. 


Pentium® Processor 
76/90/100/12d/133 
Core Frequency 

External Bus 
Interface 

iCOMP® 

Index 

133 MHz , 

66 MHz 

1110 

120 MHz 

60 MHz 

1000 

100 MHz 

66/50 MHz 

815 

90 MHz 

60 MHz 

735 

75 MHz 

50 MHz 

610 


Symmetric dual processing In a system is supported 
with two Pentium processors 75/90/100/120/133. 
The two processors appear to the system as a sin- 
gle Pentium processor 75/90/100/120/133. Oper- 
ating systems with dual processing support properly 
schedule computing tasks between the two proces- 
sors. This scheduling of tasks is transparent to soft- 
ware applications and the end-user. Logic built into 
the processors support a “glueless” interface for 
easy system design. Through a private bus, the two 
Pentium processors 75/90/100/120/133 arbitrate 
for the external bus and maintain cache coherency. 
Dual processing is supported in a system oniy if 
both processors are operating at identicai core 
and bus frequencies. 


Due to the advanced 3.3V BiCMOS process that it is 
produced on, the Pentium processor 75/90/100/ 
120/133 dissipates less power than the Pentium 
processor 60/66. In addition to the SMM features 
described above, the Pentium processor 75/90/ 
100/120/133 supports clock control. When the 
clock to the Pentium processor 75/90/100/120/133 
is stopped, power dissipation is virtually eliminated. 
The combination of these improvements makes the 
Pentium processor 75/90/100/120/133 a good 
choice for energy-efficient desktop designs. 

Supporting an upgrade socket (Socket 5) In the sys- 
tem will provide end-user upgradabillty by the addi- 
tion of a future Pentium OverDrive processor. Typi- 
cal applications will realize a 40% -70% perform- 
ance increase by addition of a future Pentium 
OverDrive processor. 

Socket 7 has been defined as the upgrade socket 
for the Pentium processor (1110/133) In addition to 
the Pentium processors 75/90/100/120. The flexi- 
bility of the Socket 7 definition makes It backward 
compatible with Socket 5 and should be used for all 
new Pentium processor-based system designs. 

The Pentium processor 75/90/100/120/133 sup- 
ports fractional bus operation. This allows the inter- 
nal processor core to operate at high frequencies, 
while communicating with the external bus at lower 
frequencies. The external bus frequency operates at 
a selectable one-half or two-thirds fraction of the in- 
ternal core frequency. 

The Pentium processor 75/90/100/120/133 con- 
tains an on-chip Advanced Programmable Interrupt 
Controller (APIC). This APIC Implementation sup- 
ports multiprocessor interrupt management (with 
symmetric Interrupt distribution across all proces- 
sors), multiple I/O subsystem support, 8259A com- 
patibility, and inter-processor interrupt support. 
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Figure 3. Pentium® Processor 75/90/100/120/133 (Pin Side View) 
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2.1.2 PIN CROSS REFERENCE TABLE FOR PENTIUM® PROCESSOR 75/90/100/120/133 


Table 1. Pin Cross Reference by Pin Name 


Address 

A3 

AL35 

A9 

AK30 

A15 

AK26 

A21 

AF34 

A27 

AG33 

A4 

AM34 

A10 

AN31 

A16 

AL25 

A22 

AH36 

A28 

AK36 

A5 

AK32 

A11 

AL31 

A17 

AK24 

A23 

AE33 

A29 

AK34 

A6 

AN33 

A12 

AL29 

A18 

AL23 

A24 

AG35 

A30 

AM36 

A7 

AL33 

A13 

AK28 

A19 

AK22 

A25 

AJ35 

A31 

AJ33 

A8 

AM32 

A14 

AL27 

A20 

AL21 

A26 

AH34 



Data 

DO 

K34 

D13 

B34 

D26 

D24 

D39 

D10 

DS2 

E03 

D1 

G35 

D14 

C33 

D27 

C21 

D40 

D08 

DS3 

G05 

D2 

J35 

D15 

A35 

D28 

D22 

D41 

AOS 

DS4 

E01 

D3 

G33 

D16 

B32 

D29 

C19 

D42 

E09 

DSS 

G03 

D4 

F36 

D17 

C31 

D30 

D20 

D43 

B04 

DS6 

H04 

D5 

F34 

D18 

A33 

D31 

C17 

D44 

D06 

DS7 

J03 

D6 

E35 

D19 

D28 

D32 

C15 

D45 

COS 

DS8 

JOS 

D7 

E33 

D20 

B30 

D33 

D16 

D46 

E07 

DS9 

K04 

D8 

D34 

D21 

C29 

D34 

Cl 3 

D47 

C03 

D60 

LOS 

D9 

C37 

D22 

A31 

D35 

D14 

D48 

D04 

D61 

L03 

D10 

C35 

D23 

D26 

D36 

C11 

D49 

EOS 

D62 

M04 

D11 

B36 

D24 

C27 

D37 

D12 

D50 

D02 

D63 

N03 

D12 

D32 

D25 

C23 

D38 

C09 

D51 

F04 
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Table 1 Pin Cross Reference by Pin Name (Contd.) 
Control 


A20M# 

AK08 

BRDYC# 

Y03 

FLUSH# 

ANOT 

PEN# 

Z34 

ADS# 

AJ05 

BREQ 

AJ01 

FRCMC# 

Y3S 

PMO/BPO 

003 

ADSC# 

AM02 

BUSCHK# 

ALOT 

HIT# 

AK06 

PM1/BP1 

R04 

AHOLD 

V04 

CACHE# 

U03 

HUM# 

ALOS 

PRDY 

ACOS 

AP 

AK02 

CPUTYP 

Q3S 

HLDA 

AJ03 

PWT 

AL03 

APCHK# 

AE05 

D/C# 

AK04 

HOLD 

AB04 

R/S# 

AC3S 

BEO# 

AL09 

D/P# 

AE3S 

lERR# 

P04 

RESET 

AK20 

BE1# 

AK10 

DPO 

D36 

IGNNE# 

AA3S 

SCYC 

AL1T 

BE2# 

ALII 

DPI 

D30 

INIT 

AA33 

SMI# 

AB34 

BE3# 

AK12 

DP2 

C2S 

INTR/LINTO 

AD34 

SMIACT# 

AG03 

BE4# 

AL13 

DP3 

D18 

INV 

UOS 

TCK 

M34 

BE5# 

AK14 

DP4 

COT 

KEN# 

WOS 

TDI 

N3S 

BE6# 

AL15 

DPS 

F06 

LOCK# 

AH04 

TDO 

N33 

BET# 

AK16 

DP6 

F02 

M/IO# 

T04 

TMS 

P34 

BOFF# 

Z04 

DPT 

NOS 

NA# 

YOS 

TRST# 

033 

BP2 

S03 

EADS# 

AM04 

NMI/LINT1 

AC33 

W/R# 

AM06 

BP3 

SOS 

EWBE# 

W03 

PCD 

AGOS 

WB/WT# 

AAOS 

BRDY# 

X04 

FERR# 

QOS 

PCHK# 

AF04 




APIC Clock Control Dual Processor Private Interface 


PICCLK H34 CLK AK18 PBGNT# AD04 

PICDO J33 BFO Y33 PBREQ# AE03 

[OPEN#] BF1 X34 PHIT# AA03 

PICD1 L35 STPCLK# V34 PHITM# AC03 

[APICEN] 
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Table 1. Pin Cross Reference by Pin Name (Contd.) 


Vcc 


A07 

A19 

E37 

L33 

SOI 

W01 

AC01 

AN09 

AN21 

A09 

A21 

G01 

L37 

S37 

W37 

AC37 

AN11 

AN23 

All 

A23 

G37 

N01 

T34 

Y01 

AE01 

AN13 

AN25 

A13 

A25 

J01 

N37 

U01 

Y37 

AE37 

AN15 

AN27 

A15 

A27 

J37 

O01 

U33 

AA01 

AG01 

AN17 

AN29 

A17 

A29 

L01 

Q37 

U37 

AA37 

AG37 

AN19 



Vss 


B06 

B22 

M02 

U35 

AB36 

AM08 

AM24 

B08 

B24 

M36 

V02 

AD02 

AM10 

AM26 

BIO 

B26 

P02 

V36 

AD36 

AMI 2 

AM28 

B12 

B28 

P36 

X02 

AF02 

AMU 

AM30 

B14 

H02 

R02 

X36 

AF36 

AM16 

AN37 

B16 

H36 

R36 

Z02 

AH02 

AM18 


B18 

K02 

T02 

Z36 

AJ37 

AM20 


B20 

K36 

T36 

AB02 

AL37 

1 

AM22 


NC/INC 

A03 

C01 

S35 

W35 

AL01 

AN01 

AN05 

A37 

R34 

W33 


AL19 

AN03 

AN35 

B02 

S33 







2.2 Design Notes 

For reliable operation, always connect unused in- 
puts to an appropriate signal level. Unused active 
low Inputs should be connected to Vcc- Unused ac- 
tive HIGH inputs should be connected to GND. 

No Connect (NC) pins must remain unconnected. 
Connection of NC pins may result in component fail- 
ure or incompatibility with processor steppings. 


2.3 Quick Pin Reference 

This section gives a brief functional description of 
each of the pins. For a detailed description, see the 
“Hardware Interface” chapter in the Pentium® 
Family User’s Manual, Volume 1 . Note that all input 
pins must meet their AC/DC specifications to 
guarantee proper functional behavior. 


The # symbol at the end of a signal name indicates 
that the active, or asserted state occurs when the 
signal is at a low voltage. When a # symbol Is not 
present after the signal name, the signal is active, or 
asserted at the high voltage level. 

The following pins exist on the Pentium processor 
60/66 but have been removed from the Pentium 
processor 75/90/100/120/133: 

• IBT, lU, IV, BTO-3 

The following pins become I/O pins when two 
Pentium processors 75/90/100/120/133 are oper- 
ating in a dual processing environment: 

• ADS#, CACHE#, HIT#, HITM#, HLDA#, 
LOCK#, M/IO#, D/C#, W/R#, SCYC 


I 
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Table 2. Quick Pin Reference 


Symbol 

Type‘ 

Name and Function 

A20M# 

1 

When the address bit 20 mask pin is asserted, the Pentium® processor 75/90/ 
100/120/133 emulates the address wraparound at 1 Mbyte which occurs on the 
8086. When A20M# is asserted, the Pentium processor 75/90/100/120/133 
masks physical address bit 20 (A20) before performing a lookup to the Internal 
caches or driving a memory cycle on the bus. The effect of A20M# is undefined in 
protected mode. A20M# must be asserted only when the processor is in real 
mode. 

A20M# is internally masked by the Pentium processor 75/90/100/120/133 when 
configured as a Dual processor. 

A31-A3 

I/O 

As outputs, the address lines of the processor along with the byte enables define 
the physical area of memory or I/O accessed. The external system drives the 
inquire address to the processor on A31 -A5. 

ADS# 

0 

The address status Indicates that a new valid bus cycle is currently being driven 
by the Pentium processor 75/90/100/120/133. 

ADSC# 

0 

ADSC# is functionally identical to ADS#. 

AHOLD 

1 

In response to the assertion of address hold, the Pentium processor 75/90/100/ 
120/133 will stop driving the address lines (A31-A3), and AP in the next clock. The 
rest of the bus will remain active so data can be returned or driven for previously 
issued bus cycles. 

AP 

I/O 

Address parity is driven by the Pentium processor 75/90/100/120/133 with even 
parity information on all Pentium processor 75/90/100/120/133 generated cycles 
in the same clock that the address is driven. Even parity must be driven back to the 
Pentium processor 75/90/100/120/133 during inquire cycles on this pin in the 
same clock as EADS# to ensure that correct parity check status Is indicated by the 
Pentium processor 75/90/ 1 00/ 1 20/ 1 33. 

APCHK# 

0 

The address parity check status pin is asserted two clocks after EADS# is 
sampled active If the Pentium processor 75/90/100/120/133 has detected a parity 
error on the address bus during inquire cycles. APCHK# will remain active for one 
clock each time a parity error is detected (including during dual processing private 
snooping). 

[APiCEN] 

PICD1 

1 

Advanced Programmable Interrupt Controller Enable is a new pin that enables 
or disables the on-chip APIC interrupt controller. If sampled high at the falling edge 
of RESET, the APIC is enabled. APICEN shares a pin with the Programmable 
Interrupt Controller Data 1 signal. 

BE7#-BE5# 

0 

The byte enable pins are used to determine which bytes must be written to 

BE4#-BE0# 

I/O 

external memory, or which bytes were requested by the CPU for the current cycle. 
The byte enables are driven in the same clock as the address lines (A31-3). 

Unlike the Pentium processor 60/66, the lower 4-byte enables (BE3#-BE0#) are 
used on the Pentium processor 75/90/100/120/133 as APIC ID Inputs and are 
sampled at RESET. After RESET, these behave exactly like the Pentium processor 
60/66 byte enables. 

In dual processing mode, BE4# is used as an input during Flush cycles. 
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Table 2. Quick Pin Reference (Contd.) 


Symbol 

Type* 

Name and Function 

BF[1:0] 

I 

Bus Frequency determines the bus-to-core frequency ratio. BF is sampled at 
RESET, and cannot be changed until another non-warm (1 ms) assertion of RESET. 
Additionally, BF must not change values while RESET is active. For proper 
operation of the Pentium processor 75/90/100/120/133 this pin should be 
strapped high or low. When BF is strapped to Vqq, the processor will operate at a 
2/3 bus/core frequency ratio. When BF is strapped to Vss. the processor will 
operate at a 1 /2 bus/core frequency ratio. If BF is left floating, the Pentium 
processor 75/90/100/120/133 defaults to a 2/3 bus ratio. Note that core operation 
at either 75 MHz or 90 MHz does not allow 1 /2 bus/core frequency, while core 
operation at 120 MHz and 133 MHz does not allow 2/3 bus core frequency. 

BOFF# 

I 

The backoff input is used to abort all outstanding bus cycles that have not yet 
completed. In response to BOFF#, the Pentium processor 75/90/100/120/133 will 
float all pins normally floated during bus hold in the next clock. The processor 
remains in bus hold until BOFF# is negated, at which time the Pentium processor 
75/90/100/120/133 restarts the aborted bus cycle(s) in their entirety. 

BP [3:2] 
PM/BP[1:0] 

0 

The breakpoint pins (BP3-0) correspond to the debug registers, DR3-DR0. These 
pins externally indicate a breakpoint match when the debug registers are 
programmed to test for breakpoint matches. 

BP1 and BPO are multiplexed with the performance monitoring pins (PM1 and 
PMO). The PB1 and PBO bits in the Debug Mode Control Register determine if the 
pins are configured as breakpoint or performance monitoring pins. The pins come 
out of RESET configured for performance monitoring. 

BRDY# 

I 

The burst ready input indicates that the external system has presented valid data 
on the data pins in response to a read or that the external system has accepted the 
Pentium processor 75/90/100/120/133 data in response to a write request. This 
signal is sampled in the T2, T12 and T2P bus states. 

BRDYC# 

I 

This signal has the same functionality as BRDY#. 

BREQ 

0 

The bus request output indicates to the external system that the Pentium processor 
75/90/100/120/133 has internally generated a bus request. This signal is always 
driven whether or not the Pentium processor 75/90/100/120/133 is driving Its bus. 

BUSCHK# 

I 

The bus check input allows the system to signal an unsuccessful completion of a 
bus cycle. If this pin is sampled active, the Pentium processor 75/90/100/120/133 
will latch the address and control signals in the machine check registers. If, in 
addition, the MCE bit in CR4 is set, the Pentium processor 75/90/100/120/133 will 
vector to the machine check exception. 

NOTE: 

To assure that the BUSCHK# will always be recognized, STPCLK# must be 
deasserted any time BUSCHK# is asserted by the system, before the system allows 
another external bus cycle. If BUSCHK# is asserted by the system for a snoop 
cycle while STPCLK# remains asserted, usually (If MCE = 1) the processor will 
vector to the exception after STPCLK# is deasserted. But If another snoop to the 
same line occurs during STPCLK# assertion, the processor can lose the 
BUSCHK# request. 

CACHE# 

0 

For Pentium processor 75/90/1 00/1 20/1 33-initlated cycles the cache pin indicates 
internal cacheabllity of the cycle (if a read), and indicates a burst write back cycle (If 
a write). If this pin is driven inactive during a read cycle, the Pentium processor 
75/90/100/120/133 will not cache the returned data, regardless of the state of the 
KEN # pin. This pin is also used to determine the cycle length (number of transfers 
In the cycle). 
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Table 2. Quick Pin Reference (Contd.) 


Symboi 

Type* 

Name and Function 

CLK 

I 

, 

The ciock input provides the fundamental timing for the Pentium processor 75/90/ 
100/120/133. Its frequency Is the operating frequency of the Pentium processor 75/ 
90/100/120/133 external bus, and requires TTL levels. All external timing parameters 
except TDI, TDO, TMS, TRST#, and PICDO-1 are specified with respect to the rising 
edge of CLK. 

NOTE: 

it is recommended that CLK begin toggiing within 150 ms after Vcc reaches its 
proper operating ievei. This recommendation is oniy to ensure long-term 
reliability of the device. 

CPUTYP 

I 

CPU type distinguishes the Primary processor from the Dual processor. In a single 
processor environment, or when the Pentium processor 75/90/100/120/133 is acting 
as the Primary processor In a dual processing system, CPUTYP should be strapped to 
Vss- The Dual processor should have CPUTYP strapped to Vcc- the future 

Pentium OverDrive processor, CPUTYP will be used to determine whether the bootup 
handshake protocol will be used (in a dual socket system) or not (In a single socket 
system). 

D/C# 

0 

The data/code output is one of the primary bus cycle definition pins. It is driven valid 
In the same clock as the ADS# signal is asserted. D/C# distinguishes between data 
and code or special cycles. 

D/P# 

0 

The dual/primary processor indication. The Primary processor drives this pin low 
when it is driving the bus, otherwise it drives this pin high. D/P# is always driven. 

D/P# can be sampled for the current cycle with ADS# (like a status pin). This pin is 
defined only on the Primary processor. Dual processing Is supported In a system only if 
both processors are operating at identical core and bus frequencies. Within these 
restrictions, two processors of different steppings may operate together in a system. 

D63-D0 

I/O 

These are the 64 data lines for the processor. Lines D7-D0 define the least significant 
byte of the data bus; lines D63-D56 define the most significant byte of the data bus. 
When the CPU is driving the data lines, they are driven during the T2, T12, or T2P 
clocks for that cycle. During reads, the CPU samples the data bus when BRDY # is 
returned. 

DP7-DP0 

I/O 

These are the data parity pins for the processor. There is one for each byte of the 
data bus. They are driven by the Pentium processor 75/90/100/120/133 with even 
parity information on writes In the same clock as write data. Even parity information 
must be driven back to the Pentium processor 75/90/100/120/133 on these pins In 
the same clock as the data to ensure that the correct parity check status is Indicated 
by the Pentium processor 75/90/100/120/133. DP7 applies to D63-56, DPO applies to 
D7-0. 

[OPEN#] 

PICDO 

I/O 

Dual processing enable is an output of the Dual processor and an input of the 
Primary processor. The Dual processor drives DPEN # low to the Primary processor at 
RESET to indicate that the Primary processor should enable dual processor mode. 
DPEN# may be sampled by the system at the falling edge of RESET to determine If 
Socket 5 Is occupied. DPEN # shares a pin with PICDO. 

EADS# 

I 

This signal indicates that a valid external address has been driven onto the Pentium 
processor 75/90/100/120/133 address pins to be used for an Inquire cycle. 

EWBE# 

I 

The external write buffer empty input, when inactive (high), indicates that a write 
cycle is pending In the external system. When the Pentium processor 75/90/100/120/ 
133 generates a write, and EWBE# is sampled inactive, the Pentium processor 75/ 
90/100/120/133 will hold off all subsequent writes to all E- or M-state lines in the data 
cache until all write cycles have completed, as indicated by EWBE# being active. 
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Table 2. Quick Pin Reference (Contd.) 


Symbol 

Type* 

Name and Function 

FERR# 

0 

The floating point error pin is driven active when an unmasked floating point error 
occurs. FERR# is similar to the ERROR# pin on the lntel 387 TM math coprocessor. 
FERR# is included for compatibility with systems using DOS type floating point error 
reporting. FERR# is never driven active by the Dual processor. 

FLUSH# 

I 

When asserted, the cache flush input forces the Pentium processor 75/90/100/120/ 

1 33 to write back ail modified lines in the data cache and invalidate its internal caches. 
A Flush Acknowledge special cycle will be generated by the Pentium processor 75/ 
90/100/120/133 indicating completion of the write back and invalidation. 

If FLUSH# is sampled low when RESET transitions from high to low, tristate test 
mode is entered. 

If two Pentium processors 75/90/100/120/133 are operating in dual processing mode 
in a system and FLUSH # is asserted, the Dual processor will perform a flush first 
(without a flush acknowledge cycle), then the Primary processor will perform a flush 
followed by a flush acknowledge cycle. 

NOTE: 

If the FLUSH # signal is asserted in dual processing mode. It must be deasserted at 
least one clock prior to BRDY # of the FLUSH Acknowledge cycle to avoid DP 
arbitration problems. 

FRCMC# 

I 

The functional redundancy checking master/checker mode input is used to 
determine whether the Pentium processor 75/90/100/120/133 is configured in 
master mode or checker mode. When configured as a master, the Pentium processor 
75/90/100/120/133 drives its output pins as required by the bus protocol. When 
configured as a checker, the Pentium processor 75/90/100/120/133 tristates all 
outputs (except lERR# and TDO) and samples the output pins. 

The configuration as a master/checker is set after RESET and may not be changed 
other than by a subsequent RESET. 

HIT# 

o 

The hit indication is driven to reflect the outcome of an Inquire cycle. If an inquire cycle 
hits a valid line in either the Pentium processor 75/90/100/120/133 data or 
instruction cache, this pin is asserted two clocks after EADS# Is sampled asserted. If 
the inquire cycle misses the Pentium processor 75/90/100/120/133 cache, this pin is 
negated two clocks after EADS#. This pin changes its value only as a result of an 
Inquire cycle and retains its value between the cycles. 

HUM# 

o 

The hit to a modified line output is driven to reflect the outcome of an inquire cycle. It 
is asserted after inquire cycles which resulted in a hit to a modified line in the data 
cache. It is used to Inhibit another bus master from accessing the data until the line is 
completely written back. 

HLDA 

0 

The bus hold acknowledge pin goes active in response to a hold request driven to 
the processor on the HOLD pin. It indicates that the Pentium processor 75/90/100/ 

1 20/133 has floated most of the output pins and relinquished the bus to another local 
bus master. When leaving bus hold, HLDA will be driven inactive and the Pentium 
processor 75/90/100/120/133 will resume driving the bus. If the Pentium processor 
75/90/100/120/133 has a bus cycle pending, it will be driven in the same clock that 
HLDA is de-asserted. 
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Symbol 

Type* 

Name and Function 

HOLD 

I 

In response to the bus hold request, the Pentium processor 75/90/100/120/133 
will float most of its output and input/output pins and assert HLDA after completing 
all outstanding bus cycles. The Pentium processor 75/90/100/120/133 will 
maintain its bus in this state until HOLD Is de-asserted. HOLD is not recognized 
during LOCK cycles. The Pentium processor 75/90/100/120/133 will recognize 
HOLD during reset. 

lERR# 

0 

The internal error pin is used to Indicate two types of errors, internal parity errors 
and functional redundancy errors. If a parity error occurs on a read from an Internal 
array, the Pentium processor 75/90/100/120/133 will assert the lERR# pin for one 
clock and then shutdown. If the Pentium processor 75/90/100/120/133 Is 
configured as a checker and a mismatch occurs between the value sampled on the 
pins and the corresponding value computed internally, the Pentium processor 75/ 
90/100/120/133 will assert lERR# two clocks after the mismatched value is 
returned. 

IGNNE# 

I 

This Is the ignore numeric error Input. This pin has no effect when the NE bit In 
CRO Is set to 1 . When the CRO.NE bit Is 0, and the IGNNE# pin is asserted, the 
Pentium processor 75/90/100/120/133 will ignore any pending unmasked numeric 
exception and continue executing floating-point Instructions for the entire duration 
that this pin is asserted. When the CRO.NE bit is 0, IGNNE# is not asserted, a 
pending unmasked numeric exception exists (SW.ES = 1), and the floating point 
instruction is one of FINIT, FCLEX, FSTENV, FSAVE, FSTSW, FSTCW, FENI, 

FDISI, or FSETPM, the Pentium processor 75/90/100/120/133 will execute the 
instruction in spite of the pending exception. When the CRO.NE bit is 0, IGNNE# Is 
not asserted, a pending unmasked numeric exception exists (SW.ES =1), and the 
floating-point Instruction Is one other than FINIT^ FCLEX, FSTENV, FSAVE, 

FSTSW, FSTCW, FENI, FDISI, or FSETPM, the Pentium processor 75/90/100/ 
120/133 will stop execution and wait for an external interrupt. 

IGNNE# is internally masked when the Pentium processor 75/90/100/120/133 is 
configured as a Dual processor. 

INIT 

I 

The Pentium processor 75/90/100/120/133 initialization input pin forces the 
Pentium processor 75/90/100/120/133 to begin execution in a known state. The 
processor state after INIT is the same as the state after RESET except that the 
internal caches, write buffers, and floating point registers retain the values they had 
prior to INIT. INIT may NOT be used in lieu of RESET after power-up. 

If INIT is sampled high when RESET transitions from high to low, the Pentium 
processor 75/90/100/120/133 will perform built-in self test prior to the start of 
program execution. 

INTR/LINTO 

■ 

I 

An active maskable interrupt input indicates that an external interrupt has been 
generated. If the IF bit in the EFLAGS register is set, the Pentium processor 75/90/ 
100/120/133 will generate two locked interrupt acknowledge bus cycles and vector 
to an interrupt handler after the current instruction execution is completed. INTR 
must remain active until the first interrupt acknowledge cycle Is generated to assure 
that the Interrupt is recognized. 

if the local APIC is enabled, this pin becomes local interrupt 0. 
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Symbol 

Type* 

Name and Function 

INV 

1 

The invaiidation input determines the final cache line state (S or 1) in case of an 
inquire cycle hit. It is sampled together with the address for the inquire cycle In the 
clock EADS# is sampled active. 

KEN# 

1 

The cache enable pin is used to determine whether the current cycle is cacheable 
or not and Is consequently used to determine cycle length. When the Pentium 
processor 75/90/100/120/133 generates a cycle that can be cached (CACHE# 
asserted) and KEN# is active, the cycle will be transformed into a burst line fill 
cycle. 

LINTO/INTR 

1 

If the APIC is enabled, this pin is local interrupt 0. If the APIC Is disabled, this pin Is 

interrupt. 

LINT1/NMI 

1 

If the APIC is enabled, this pin is local interrupt 1. If the APIC is disabled, this pin is 

non-maskable interrupt. 

LOCK# 

0 

The bus lock pin indicates that the current bus cycle is locked. The Pentium 
processor 75/90/100/120/133 will not allow a bus hold when LOCK# Is asserted 
(but AHOLD and BOFF# are allowed). LOCK# goes active in the first clock of the 
first locked bus cycle and goes inactive after the BRDY # is returned for the last 
locked bus cycle. LOCK# is guaranteed to be de-asserted for at least one clock 
between back-to-back locked cycles. 

M/IO# 

0 

The memory/input-output is one o f the primary bus cycle definition pins. It is 
driven valid in the same clock as the ADS# signal is asserted. M/IO# distinguishes 
between memory and I/O cycles. 

NA# 

1 

An active next address input indicates that the external memory system is ready to 
accept a new bus cycle although all data transfers for the current cycle have not yet 
completed. The Pentium processor 75/90/100/120/133 will Issue ADS# for a 
pending cycle two clocks after NA# Is asserted. The Pentium processor 75/90/ 
100/120/133 supports up to 2 outstanding bus cycles. 

NMI/LINT1 

1 

The non-maskable interrupt request signal indicates that an external non- 
maskable interrupt has been generated. 

If the local APIC is enabled, this pin becomes local interrupt 1. 

PBGNT# 

I/O 

Private bus grant is the grant line that is used when two Pentium processors 75/ 
90/100/120/133 are configured In dual processing mode, in order to perform 
private bus arbitration. PBGNT # should be left unconnected if only one Pentium 
processor 75/90/100/120/133 exists In a system. 

PBREQ# 

I/O 

Private bus request Is the request line that is used when two Pentium processors 
75/90/100/120/133 are configured in dual processing mode, in order to perform 
private bus arbitration. PBREQ# should be left unconnected If only one Pentium 
processor 75/90/100/120/133 exists In a system. 

PCD 

0 

The page cache disable pin reflects the state of the PCD bit In CR3, the Page 
Directory Entry, or the Page Table Entry. The purpose of PCD Is to provide an 
external cacheability indication on a page by page basis. 
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Table 2. Quick Pin Reference (Contd.) 


Symbol 

Type* 

Name and Function 

PCHK# 

0 

The parity check output indicates the result of a parity check on a data read. It is 
driven with parity status two clocks after BRDY# is returned. PCHK# remains low 
one clock for each clock in which a parity error was detected. Parity is checked only 
for the bytes on which valid data is returned. 

When two Pentium processors 75/90/100/120/133 are operating in dual 
processing mode, PCHK# may be driven two or three clocks after BRDY# is 
returned. 

PEN# 

1 

The parity enable Input (along with CR4.MCE) determines whether a machine 
check exception will be taken as a result of a data parity error on a read cycle. If this 
pin is sampled active in the clock a data parity error is detected, the Pentium 
processor 75/90/100/120/133 will latch the address and control signals of the 
cycle with the parity error In the machine check registers. If, in addition, the machine 
check enable bit in CR4 Is set to “1”, the Pentium processor 75/90/100/120/133 
will vector to the machine check exception before the beginning of the next 
Instruction. 

PHIT# 

I/O 

Private hit Is a hit Indication used when two Pentium processors 75/90/100/120/ 
133 are configured in dual processing mode, in order to maintain local cache 
coherency. PHIT # should be left unconnected if only one Pentium processor 75/ 
90/ 1 00/ 1 20/ 1 33 exists in a system. 

PHITM# 

I/O 

Private modified hit is a hit Indication used when two Pentium processors 75/90/ 
100/120/133 are configured in dual processing mode, in order to maintain local 
cache coherency. PHITM# should be left unconnected if only one Pentium 
processor 75/90/100/120/133 exists in a system. 

PICCLK 

1 

The APIC interrupt controller serial data bus clock Is driven into the programmable 
interrupt controller clock input of the Pentium processor 75/90/100/120/133. 

PICDO-1 

[OPEN#] 

[APICEN] 

I/O 

Programmable interrupt controller data lines 0-1 of the Pentium processor 75/ 
90/100/120/133 comprise the data portion of the APIC 3-wire bus. They are open- 
drain outputs that require external pull-up resistors. These signals share pins with 
OPEN# and APICEN. 

PM/BP[1:0] 

0 

These pins function as part of the performance monitoring feature. 

The breakpoint 1-0 pins are multiplexed with the performance monitoring 1-0 pins. 
The PB1 and PBO bits in the Debug Mode Control Register determine if the pins are 
configured as breakpoint or performance monitoring pins. The pins come out of 
RESET configured for performance monitoring. 

PRDY 

0 

j 

The probe ready output pin indicates that the processor has stopped normal 
execution in response to the R/S# pin going active, or Probe Mode being entered. 

PWT 

0 

The page write through pin reflects the state of the PWT bit in CR3, the page 
directory entry, or the page table entry. The PWT pin Is used to provide an external 
write back indication on a page-by-page basis. 
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Table 2. Quick Pin Reference (Contd.) 


Symbol 

Type* 

Name and Function 

R/S# 

I 

The run/stop input is an asynchronous, edge-sensitive interrupt used to stop the 
normal execution of the processor and place it into an idle state. A high to low 
transition on the R/S# pin will interrupt the processor and cause it to stop execution 
at the next instruction boundary. 

RESET 

I 

RESET forces the Pentium processor 75/90/100/120/133 to begin execution at a 
known state. All the Pentium processor 75/90/100/120/133 internal caches will be 
Invalidated upon the RESET. Modified lines in the data cache are not written back. 
FLUSH#, FRCMC# and INIT are sampled when RESET transitions from high to low 
to determine If trIstate test mode or checker mode will be entered, or if BIST will be 
run. 

SCYC 

0 

The split cycle output Is asserted during misaligned LOCKed transfers to indicate 
that more than two cycles will be locked together. This signal is defined for locked 
cycles only. It is undefined for cycles which are not locked. 

SMI# 

I 

The system management interrupt causes a system management interrupt request 
to be latched internally. When the latched SMI# is recognized on an Instruction 
boundary, the processor enters System Management Mode. 

SMI ACT# 

o 

An active system management interrupt active output indicates that the processor 
is operating In System Management Mode. 

STPCLK# 

I 

Assertion of the stop clock Input signifies a request to stop the internal clock of the 
Pentium processor 75/90/100/120/133 thereby causing the core to consume less 
power. When the CPU recognizes STPCLK#, the processor will stop execution on the 
next Instruction boundary, unless superseded by a higher priority Interrupt, and 
generate a stop grant acknowledge cycle. When STPCLK# is asserted, the Pentium 
processor 75/90/100/120/133 will still respond to interprocessor and external snoop 
requests. 

TCK 

I 

The testability clock Input provides the clocking function for the Pentium processor 
75/90/100/120/133 boundary scan in accordance with the IEEE Boundary Scan 
interface (Standard 1 149.1). It is used to clock state information and data into and out 
of the Pentium processor 75/90/100/120/133 during boundary scan. 
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Table 2. Quick Pin Reference (Contd.) 


Symbol 

Type* 

Name and Function 

TDI 

I 

The test data input is a serial input for the test logic. TAP instructions and data are 
shifted into the Pentium processor 75/90/100/120/133 on the TDI pin on the rising 
edge of TCK when the TAP controller is in an appropriate state. 

TDO 

0 

The test data output is a serial output of the test logic. TAP instructions and data are 
shifted out of the Pentium processor 75/90/100/120/133 on the TDO pin on TCK’s 
falling edge when the TAP controller is in an appropriate state. 

TMS 

I 

The value of the test mode select input signal sampled at the rising edge of TCK 
controls the sequence of TAP controller state changes. 

TRST# 

I 

When asserted, the test reset Input allows the TAP controller to be asynchronously 
initialized. 

Vcc 

I 

The Pentium processor 75/90/100/120/133 has 53 3.3V power inputs. 

Vss 

I 

The Pentium processor 75/90/100/120/133 has 53 ground inputs. 

W/R# 

0 

Write/read is one of the primary bus cycle definition pins. It is driven valid in the same 
clock as the ADS# signal Is asserted. W/R# distinguishes between write and read 
cycles. 

WB/WT# 

I 

The write back/write through input allows a data cache line to be defined as write 
back or write through on a line-by-line basis. As a result, it determines whether a 
cache line is initially in the S or E state in the data cache. 


* The pins are classified as Input or Output based on their function in Master Mode. See the Functional Redundancy 
Checking section in the “Error Detection” chapter of the Pentium® Processor Family Developer’s Manual, Vol. 1, for 
further information. 
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Intel. 

2.4 Pin Reference Tables 


Table 3. Output Pins 


Name 

Active Level 

When Floated 

ADS#* 

Low 

Bus Hold, BOFF# 

ADSC# 

Low 

Bus Hold, BOFF# 

APCHK# 

Low 


BE7#-BE5# 

Low 

Bus Hold, BOFF# 

BREQ 

High 


CACHE#* 

Low 

Bus Hold, BOFF# 

D/P#** 

n/a 


FERR#** 



HIT#* 

llllll^llllllllllll^^ 


HITM#* 

Low 


HLD A* 

High 


lERR# 

Low 


LOCK#* 

Low 

Bus Hold, BOFF# 

M/IO#*, D/C#*,W/R#* 

n/a 

Bus Hold, BOFF# 

PCHK# 

Low 


BP3-2, PM1/BP1.PM0/BP0 

High 


PRDY 

High 


PWT, PCD 

High 

Bus Hold, BOFF# 

SCYC* 

High 

Bus Hold, BOFF# 

SMIACT# 

Low 


TDO 

n/a 

All states except Shift-DR and Shift-IR 


NOTES: 

All output and input/output pins are floated during tristate test mode and checker mode (except lERR#). 

* These are I/O signals when two Pentium® processors 75/90/100/120/133 are operating In dual processing mode. 
** These signals are undefined when the CPU is configured as a Dual Processor. 


I 


2-111 









PENTIUM® PROCESSOR 75/90/100/120/133 


Intel* 


Table 4. Input Pins 


Name 

Active Level 

Synchronous/ 

Asynchronous 

Internal Resistor 

Quaiified 

A20M#* 

Low 

Asynchronous 



AHOLD 

High 

Synchronous 



BF 

High 

Synchronous/RESET 

Pullup 


BOFF# 

Low 




BRDY# 

Low 

Synchronous 


Bus State T2, T12, T2P 

BRDYC# 

Low 

Synchronous 


Bus State T2, T12, T2P 

BUSCHK# 

Low 

Synchronous 


BRDY# 

CLK 

n/a 




CPUTYP 

High 

Synchronous/RESET 



EADS# 

Low 

Synchronous 



EWBE# 

Low 

Synchronous 


BRDY# 

FLUSH# 

Low 

Asynchronous 



FRCMC# 

Low 

Asynchronous 



HOLD 

High 

Synchronous 



IGNNE#* 

Low 

Asynchronous 




High 

Asynchronous 



INTR 

High 




INV 




EADS# 


Low 



First BRDY#/NA# 

NA# 

Low 



Bus State T2,TD,T2P 

NMI 

High 

Asynchronous 



PEN# 

Low 

Synchronous 


BRDY# 

PICCLK 

High 

Asynchronous 

Pullup 


R/S# 

n/a 

Asynchronous 

Pullup 


RESET 

High 

Asynchronous 



SMI# 

Low 

Asynchronous 

Pullup 


STPCLK# 

Low 

Asynchronous 

Pullup 


TCK 

n/a 




TDI 

n/a 

Synchronous/TCK 

Pullup 

TCK 

TMS 

n/a 

Synchronous/TCK 

Pullup 

TCK 

TRST# 

Low 

Asynchronous 

Pullup 


WB/WT# 

n/a 

Synchronous 


First BRDY#/NA# 


* Undefined when the CPU is configured as a Dual processor. 
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® 


Table 5. Input/Output Pins 


Name 

Active 

Level 

When Floated 

Qualified 
(when an input) 

Internal 

Resistor 

A31-A3 

n/a 

Address Hold, Bus Hold, BOFF# 

EADS# 


AP 

n/a 

Address Hold, Bus Hold, BOFF# 

EADS# 


BE4#-BE0# 

Low 

Address Hold, Bus Hold, BOFF# 

RESET 

Pulldown* 

D63-D0 

n/a 

Bus Hold, BOFF# 

BRDY# 


DP7-DP0 

n/a 

Bus Hold, BOFF# 

BRDY# 


PICD0[DPEN#] 




Pullup 

PICD1 [APICEN] 




Pulldown 


NOTES: 

All output and input/output pins are floated during tristate test mode (except TDO) and checker mode (except lERR# and 
TOO). 

* BE3#-BE0# have Pulldowns during RESET only. 


Table 6. Inter-Processor I/O Pins 


Name 

Active Level 

Internal Resistor 

PHIT# 

Low 

Pullup 

PHITM# 

Low 

Pullup 

PBGNT# 

Low 

Pullup 

PBREQ# 

Low 

Pullup 


NOTE: 

For proper inter-processor operation, the system cannot load these signals. 
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2.5 Pin Grouping According to Function 

Table 7 organizes the pins with respect to their function. 


Table 7. Pin Functional Grouping 


Function 

Pins 

Clock 

CLK 

Initialization 

RESET, INIT, BF1-BF0 

Address Bus 

A31-A3, BE7#-BE0# 

Address Mask 

A20M# 

Data Bus 

D63-D0 

Address Parity 

AP, APCHK# 

APIC Support 

PICCLK, PICDO-1 

Data Parity 

DP7-DP0, PCHK#, PEN# 

Internal Parity Error 

lERR# 

System Error 

BUSCHK# 

Bus Cycle Definition 

M/IO#, D/C#, W/R#, CACHE#, SCYC, LOCK# 

Bus Control 

ADS#, ADSC#, BRDY#, BRDYC#, NA# 

Page Cacheability 

PCD, PWT 

Cache Control 

KEN#,WB/WT# 

Cache Snooping/Consistency 

AHOLD, EADS#, HIT#, HITM#, INV 

Cache Flush 

FLUSH# 

Write Ordering 

EWBE# 

Bus Arbitration 

BOFF#, BREQ, HOLD, HLDA 

Dual Processing Private Bus Control 

PBGNT#, PBREQ#, PHIT#, PHITM# 

Interrupts 

INTR, NMI 

Floating Point Error Reporting 

FERR#,IGNNE# 

System Management Mode 

SMI#,SMIACT# 

Functional Redundancy Checking 

FRCMC# (lERR#) 

TAP Port 

TCK, TMS, TDI, TDO, TRST# 

Breakpoint/ Performance Monitoring 

PMO/BPO, PM1/BP1,BP3-2 

Power Management 

STPCLK# 

Miscellaneous Dual Processing 

CPUTYP, D/P# 

Probe Mode 

R/S#,PRDY 
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3.0 ELECTRICAL SPECIFICATIONS 

This section describes the electrical differences be- 
tween the Pentium processor 60/66 and the Penti- 
um processor 75/90/100/120/133 and the DC and 
AC specifications. 

3.1 Electrical Differences Between 
Pentium® Processor 75/90/100/ 
120/133 and Pentium Processor 
60/66 


Pentium® Processor 
60/66 Electrical 
Characteristic 

Difference in 
Pentium Processor 
75/90/100/120/133 

5V Power Supply 

3.3V Power Supply* 

5V TTL Inputs/Outputs 

3.3V Inputs/Outputs 

Pentium Processor 
60/66 Buffer Models 

Pentium Processor 
75/90/100/120/133 
Buffer Models 


* The upgrade socket specifies two 5V inputs (section 
6.O.). 


The sections that follow will briefly point out some 
ways to design with these electrical differences. 

3.1.1 3.3V POWER SUPPLY 

The Pentium processor 75/90/100/120/133 has all 
Vcc 3.3V inputs. By connecting all Pentium proces- 
sor 60/66 Vcc inputs to a common and dedicated 
power plane, that plane can be converted to 3.3V for 
the Pentium processor 75/90/100/120/133. 

The CLK and PICCLK inputs can tolerate a 5V input 
signal. This allows the Pentium processor 75/90/ 
100/120/133 to use 5V or 3.3V clock drivers. 

3.1.2 3.3V INPUTS AND OUTPUTS 

The inputs and outputs of the Pentium processor 
75/90/100/120/133 are 3.3V JEDEC standard lev- 
els. Both inputs and outputs are also TTL-compati- 
ble, although the inputs cannot tolerate voltage 
swings above the 3.3V V|n max. 

For Pentium processor 75/90/100/120/133 out- 
puts, if the Pentium processor 60/66 system support 
components use TTL-compatible inputs, they will in- 
terface to the Pentium processor 75/90/100/120/ 
1 33 without extra logic. This is because the Pentium 
processor 75/90/100/120/133 drives according to 
the 5V TTL specification (but not beyond 3.3V). 


For Pentium processor 75/90/100/120/133 inputs, 
the voltage must not exceed the 3.3V V|H 3 maximum 
specification. System support components can con- 
sist of 3.3V devices or open-collector devices. 3.3V 
support components may Interface to the Pentium 
processor 60/66 since they typically meet 5V TTL 
specifications. In an open-collector configuration, 
the external resistor may be biased with the CPU 
Vcc; as the CPU’s Vcc changes from 5V to 3.3V, so 
does this signal’s maximum drive. 


The CLK and PICCLK inputs of the Pentium proces- 
sor 75/90/100/120/133 are 5V tolerant, so they are 
electrically identical to the Pentium processor 60/66 
clock input. This allows a Pentium processor 60/66 
clock driver to drive the Pentium processor 75/90/ 
100/120/133. 

All pins, other than the CLK and PICCLK Inputs, are 
3.3V-only. If an 8259A interrupt controller is used, 
for example, the system must provide level convert- 
ers between the 8259A and the Pentium processor 
75/90/100/120/133. 



3.1.3 3.3V PENTIUM® PROCESSOR 75/90/100/ 
120/133 BUFFER MODELS 

The structure of the buffer models of the Pentium 
processor 75/90/100/120/133 is the same as that 
of the Pentium processor 60/66, but the values of 
the components change since the Pentium proces- 
sor 75/90/100/120/133 buffers are 3.3V buffers on 
a different process. 

Despite this difference, the simulation results of 
Pentium processor 75/90/100/120/133 buffers and 
Pentium processor 60/66 buffers look nearly identi- 
cal. Since the OpF AC specifications of the Pentium 
processor 75/90/100/120/133 are derived from the 
Pentium processor 60/66 specifications, the system 
should see little difference between the AC behavior 
of the Pentium processor 75/90/100/120/133 and 
the Pentium processor 60/66. 

To meet specifications, simulate the AC timings with 
Pentium processor 75/90/100/120/133 buffer mod- 
els. Pay special attention to the new signal quality 
restrictions imposed by 3.3V buffers. 
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3.2 Absolute Maximum Ratings 

The values listed below are stress ratings only. 
Functional operation at the maximums Is not implied 
or guaranteed. Functional operating conditions are 
given In the AC and DC specification tables. 

Extended exposure to the maximum ratings may af- 
fect device reliability. Furthermore, although the 
Pentium processor 75/90/100/120/133 contains 
protective circuitry to resist damage from static elec- 
tric discharge, always take precautions to avoid high 
static voltages or electric fields. 


Case temperature under bias -65°C to 1 10°C 

Storage temperature -65°C to 150®C 

3V Supply voltage 

with respect to Vss -0.5V to + 4.6V 

3V Only Buffer DC Input Voltage 

- 0.5V to Vcc + 0-5; not to exceed Vcc 3 max(2) 
5V Safe Buffer 

DC Input Voltage -0.5V to 6.5V(T3) 

NOTES: 


1 . Applies to CLK and PICCLK. 

2. Applies to all Pentium processor 75/90/100/ 
120/133 Inputs except CLK and PICCLK. 

3. See overshoot/ undershoot transient spec. 


Intel- 

* WARNING: Stressing the device beyond the “Ab- 
solute Maximum Ratings” may cause permanent 
damage. These are stress ratings only. Operation 
beyond the “Operating Conditions” is not recom- 
mended and extended exposure beyond the “Oper- 
ating Conditions” may affect device reliability. 


3.3 DC Specifications 

Tables 8, 9, and 10 list the DC specifications which 
apply to the Pentium processor 75/90/100/120/ 
133. The Pentium processor 75/90/100/120/133 Is 
a 3.3V part Internally. The CLK and PICCLK inputs 
may be a 3.3V or 5V inputs. Since the 3.3V (5V-safe) 
input levels defined In Table 9 are the same as the 
5V TTL levels, the CLK and PICCLK inputs are com- 
patible with existing 5V clock drivers. The power dis- 
sipation specification in Table 1 1 is provided for de- 
sign of thermal solutions during operation in a sus- 
tained maximum level. This is the worst case power 
the device would dissipate in a system. This number 
is used for design of a thermal solution for the de- 
vice. 


Table 8. 3.3V DC Preliminary Specifications 

TcasE = 0 to 70°C; 3.135V < Vcc < 3.6V 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

V|L3 

Input Low Voltage 

-0.3 

0.8 

V 

TTL LevelP) 

V|H3 

Input High Voltage 

2.0 

Vcc + 0.3 

V 

TTL LevelO) 

VoL3 

Output Low Voltage 


0.4 

V 

TTL Leveld. 3) 

V0H3 

Output High Voltage 

2.4 


V 

TTL Level(2, 3) 

ICC3 

Power Supply Current 


3400 

mA 

@133 MHz 




3730 

mA 

@120MHz(4.5) 




3250 

mA 

@100MHz(4) 




2950 

mA 

@90 MHz(4) 




2650 

mA . 

@75 MHz(4) 


NOTES: 

1 . Parameter measured at 4 mA. 

2. Parameter measured at 3 mA. 

3. 3.3V TTL levels apply to all signals except CLK and PICCLK. 

4. This value should be used for power supply design. It was determined using a worst case instruction mix and Vcc = 
3.6V. Power supply transient response and decoupling capacitors must be sufficient to handle the Instantaneous current 
changes occurring during transitions from stop clock to full active modes. For more information, refer to section 3.4.3. 

5. Please also check stepping information. 
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Table 9. 3.3V (5V-Safe) DC Specifications 


Symbol 

Parameter 

Min 

Max 


Notes 

VlL5 

Input Low Voltage 

-0.3 

0.8 

V 

TTL Level(i) 

V|H5 

Input High Voltage 

2.0 

5.55 

V 

TTL LevelO) 


NOTES: 

1 . Applies to CLK and PICCLK only. 


Table 10. Input and Output Characteristics 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 


Input Capacitance 


15 

pP 

4 

Co 

Output Capacitance 


20 

PF 

4 

C|/0 

I/O Capacitance 


25 

PF 

4 


CLK Input Capacitance 


15 

pF 

4 


Test Input Capacitance 


15 

pF 

4 


Test Output Capacitance 


20 

pF 

4 

Ctck 

Test Clock Capacitance 


15 

pF 

4 

Ili 

Input Leakage Current 


±15 

juiA 

0 < V|N < Vcc3^^^ 

•lo 

Output Leakage Current 


±15 

juiA 

0 < ViN < Vcc3^‘') 

l|H 

Input Leakage Current 


200 

fiA 

V|N = 2.4V(3) 

l|L 

Input Leakage Current 


-400 

julA 

V|N = 0.4V(2) 


NOTES: 

1 . This parameter is for input without pullup or pulldown. 

2. This parameter is for input with pullup. 

3. This parameter is for input with pulldown. 

4. Guaranteed by design. 
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Table 11. Preliminary Power Dissipation Requirements for Thermal Solution Design 


Parameter 

Typical(f) 

Max(2) 

Unit 

Notes 

Active Power Dissipation 

4.3 

11.2 

Watts 

@133 MHz 


5.06 

12.81(6) 

Watts 

@120MHz(6) 


3.9 

10.1 

Watts 

@100 MHz 


3.5 

9.0 

Watts 

@90 MHz 


3.0 

8.0 

Watts 

@75 MHz 

Stop Grant and Auto Halt 


1.7 

Watts 

@133MHz(3) 

Powerdown Power Dissipation 


1.76(6) 

Watts 

@120MHz(3.6) 



1.55 

Watts 

@100MHz(3) 



1.40 

Watts 

@90 MHz(3) 



1.20 

Watts 

@75 MHz 

Stop Clock Power Dissipation 

0.02 

<0.3 

Watts 

(4.5) 


NOTES: 

1 . This is the typical power dissipation in a system. This value was the average value measured in a system using a typical 
device at Vcc = 3.3V running typical applications. This value is highly dependent upon the specific system configuration. 

2. Systems must be designed to thermally dissipate the maximum active power dissipation. It is determined using worst 
case instruction mix with Vcc = 3.3V and also takes into account the thermal time constants of the package. 

3. Stop Grant/ Auto Halt Powerdown Power Dissipation is determined by asserting the STPCLK# pin or executing the HALT 
instruction. 

4. Stop Clock Power Dissipation Is determined by asserting the STPCLK# pin and then removing the external CLK input. 

5. Complete characterization of this specification was still in process at the time of print. Please contact Intel for the latest 
Information. The final specification will be less than 0.1W. 

6. This Is determined using worst case Instruction mix with Vcc = 3.52V and also takes into account the thermal time 
constants of the package. 


3.4 AC Specifications 

The AC specifications of the Pentium processor 75/ 
90/100/120/133 consist of setup times, hold times, 
and valid delays at 0 pF. 

3.4.1 PRIVATE BUS 

When two Pentium processors 75/90/100/120/133 
are operating in dual processor mode, a “private 
bus” exists to arbitrate for the CPU bus and maintain 
local cache coherency. The private bus consists of 
two pinout changes: 

1. Five pins are added: PBREQ#, PBGNT#, 
PHIT#, PHITM#, D/P#. 

2. Ten output pins become I/O pins: ADS#, D/C#, 
W/R#, M/IO#, CACHE#, LOCK#, HIT#, 
HITM#, HLDA, SCYC. 

The new pins are given AC specifications of valid 
delays at 0 pF, setup times, and hold times. Simulate 
with these parameters and their respective I/O buff- 
er models to guarantee that proper timings are met. 


The AC specification gives Input setup and hold 
times for the ten signals that become I/O pins. 
These setup and hold times must only be met when 
a dual processor Is present in the system. 

3.4.2 POWER AND GROUND 

For clean on-chip power distribution, the Pentium 
processor 75/90/100/120/133 has 53 Vcc (power) 
and 53 Vss (ground) Inputs. Power and ground con- 
nections must be made to all external Vcc £^^d Vss 
pins of the Pentium processor 75/90/100/120/133. 
On the circuit board all Vcc Pins must be connected 
to a 3.3V Vcc plane. All Vss Pii^s must be connected 
to a Vss plane. 

3.4.3 DECOUPLING RECOMMENDATIONS 

Liberal decoupling capacitance should be placed 
near the Pentium processor 75/90/100/120/133. 
The Pentium processor 75/90/100/120/133 driving 
its large address and data buses at high frequencies 
can cause transient power surges, particularly when 
driving large capacitive loads. 
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Low inductance capacitors and interconnects are 
recommended for best high frequency electrical per- 
formance. Inductance can be reduced by shortening 
circuit board traces between the Pentium processor 
75/90/100/120/133 and decoupling capacitors as 
much as possible. 

These capacitors should be evenly distributed 
around each component on the 3.3V plane. Capaci- 
tor values should be chosen to ensure they elimi- 
nate both low and high frequency noise compo- 
nents. 


ply output can react to the change in load. In order 
to reduce the ESR, It may be necessary to place 
several bulk storage capacitors in parallel. 

These capacitors should be placed near the Penti- 
um processor 75/90/100/120/133 (on the 3.3V 
plane) to ensure that the supply voltage stays within 
specified limits during changes In the supply current 
during operation. 

3.4.4 CONNECTION SPECIFICATIONS 


For the Pentium processor 75/90/100/120/133, the 
power consumption can transition from a low level of 
power to a much higher level (or high to low power) 
very rapidly. A typical example would be entering or 
exiting the Stop Grant state. Another example would 
be executing a HALT instruction, causing the Penti- 
um processor 75/90/100/120/133 to enter the 
Auto HALT Powerdown state, or transitioning from 
HALT to the Normal state. All of these examples 
may cause abrupt changes in the power being con- 
sumed by the Pentium processor 75/90/100/120/ 
133. Note that the Auto HALT Powerdown feature is 
always enabled even when other power manage- 
ment features are not implemented. 

Bulk storage capacitors with a low ESR (Effective 
Series Resistance) in the 10 to 100 jmf range are 
required to maintain a regulated supply voltage dur- 
ing the Interval between the time the current load 
changes and the point that the regulated power sup- 


All NC and INC pins must remain unconnected. 


For reliable operation, always connect unused in- 
puts to an appropriate signal level. Unused active 
low inputs should be connected to Vcc- Unused ac- 
tive high Inputs should be connected to ground. 

3.4.5 AC TIMING TABLES 



3.4.5. 1 AC Timing Table for a 50-MHz Bus 

The AC specifications given in Tables 12 and 13 
consist of output delays, input setup requirements 
and input hold requirements for a 50-MHz external 
bus. All AC specifications (with the exception of 
those for the TAP signals and APIC signals) are rela- 
tive to the rising edge of the CLK input. 

All timings are referenced to 1 .5V for both “0” and 
“1” logic levels unless otherwise specified. Within 
the sampling window, a synchronous Input must be 
stable for correct Pentium processor 75/90/100/ 
120/133 operation. 


Table 12. Pentium® Processor 610X75, 815X100 AC Specifications for 50-MHz Bus Operation 

3.135 < Vcc < 3.6V, TqaSE = 0 to 70^C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 


Frequency 

25.0 

50.0 

MHz 


, Max Core Freq = 
100 MHz @1/2 

^1a 

CLK Period 

20.0 

40.0 

nS 

4 


tib 

CLK Period Stability 


±250 

pS 


1,25 

t2 

CLK High Time 

4.0 


nS 

4 

@2V,(1) 

t3 

CLK Low Time 




4 

@0.8V,(1) 

t4 

CLK Fall Time 

wm 

1.5 


4 

(2.0V-0.8V),d.5) 

^5 

CLK Rise Time 


1.5 

wm 

4 

(0.8V-2.0V), (1.5) 


ADS#, ADSC#, PWT, PCD, 
BEO-7#, M/IO#, D/C#, CACHE#, 
SCYC, W/R# Valid Delay 

■ 


m 

5 



I 
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Table 12. Pentium® Processor 610X75, 815X100 AC Specifications for 50-MHz Bus Operation (Contd.) 

3.135 < Vcc < 3.6V. TpASE = 0 to 70°C, Cl = 0 pF 


Symbol 

Parameter 





Notes 

E9IH 

AP Valid Delay 



m 

5 



A3-A31, LOCK# Valid Delay 


m 

m 

5 


■ 

ADS#, ADSC#, AP, A3-A31, PWT, PCD, 
BEO-7#, M/IO#, D/C#, W/R#, CACHE#, 
SCYC, LOCK# Float Delay 


m^i 

nS 

6 

1 

t8 

APCHK#, lERR#, FERR#, PCHK# Valid 
Delay 

1.0 




4 

^9a 

BREQ, HLDA, SMIACT# Valid Delay 

1.0 



5 

4 

tlOa 

HIT# Valid Delay 

1.0 

HQQI 


5 


tlOb 

HUM# Valid Delay 

1.1 

6.0 


5 


tlla 

PM0-1,BP0-3 Valid Delay 

1.0 


m 

5 



PRDY Valid Delay 


8.0 

m 

5 


ISIIIIIH 

D0-D63, DPO-7 Write Data Valid Delay 


8.5 

o 

5 


D9H 

D0-D63, DPO-3 Write Data Float Delay 


10.0 

m 

6 

1 

mm 

A5-A31 Setup Time 

E3 


m 

7 

26 

*15 

A5-A31 Hold Time 




7 


mm 

INV, AP Setup Time 




7 


*16b 

EADS# Setup Time 




7 


tl7 

EADS#, INV, AP Hold Time 

1.0 


nS 

7 


*18a 

KEN# Setup Time 

5.0 


nS 

7 


*18b 

NA#, WB/WT# Setup Time 

IS 



7 


*19 

KEN#, WB/WT#, NA# Hold Time 

1.0 



7 


*20 

BRDY#, BRDYC# Setup Time 

5.0 



7 


*21 

BRDY#, BRDYC# Hold Time 

1.0 


nS 

7 


*22 

BOFF# Setup Time 

5.5 


nS 

7 


*22a 

AHOLD S^tup Time 

6.0 


nS 

7 


*23 

AHOLD, BOFF# Hold Time 

1.0 


nS 

7 
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Table 12. Pentium® Processor 610X75, 815X100 AC Specifications for 50-MHz Bus Operation (Contd.) 

3.135 < Vcc < 3.6V. Tcase = 0 to 70^0, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

t24 

BUSCHK#, EWBE#, HOLD, PEN# Setup 
Time 

5.0 


nS 

7 


t25 

BUSCHK#, EWBE#, PEN# Hold Time 

1.0 


nS 

7 


t25a 

HOLD Hold Time 

1.5 


nS 

7 


t26 

A20M#, INTR, STPCLK# Setup Time 

5.0 


nS 

7 

12, 16 

t27 

A20M#, INTR, STPCLK# Hold Time 

1 .0 


nS 

7 

13 

t28 

INIT, FLUSH#, NMI, SMI#, IGNNE# Setup 
Time 

5.0 


nS 

7 

12, 16, 17 

t29 

INIT, FLUSH#, NMI, SMI#, IGNNE# Hold 
Time 

1.0 


nS 

7 

13 

tso 

INIT, FLUSH#, NMI, SMI#, IGNNE# Pulse 
Width, Async 

2.0 


CLKs 

7 

15, 17 

tsi 

R/S# Setup Time 

5.0 


nS 

7 

12, 16. 17 

ts2 

R/S# Hold Time 

1.0 


nS 

7 

13 

t33 

R/S# Pulse Width, Async. 

2.0 


CLKs 

7 

15, 17 

t34 

D0-D63, DPO-7 Read Data Setup Time 




7 


t35 

D0-D63, DPO-7 Read Data Hold Time 

IB 



7 


t36 

RESET Setup Time 




8 

11, 12, 16 

t37 

RESET Hold Time 

1.0 



8 

11, 13 

t38 

RESET Pulse Width, Vcc & CLK Stable 




8 

11,17 

t39 

RESET Active After Vcc & CLK Stable 

1.0 


mS 

8 

Power up 

t40 

Reset Configuration Signals (INIT, FLUSH#, 
FRCMC#) Setup Time 

5.0 


nS 

8 

12, 16, 17 

t41 

Reset Configuration Signals (INIT, FLUSH#, 
FRCMC#) Hold Time 

1.0 


nS 

8 

13 


I 
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Table 12. Pentium® Processor 610\75, 815M00 AC Specifications for 50-MHz Bus Operation (Contd.) 

3.135 < Vcc < 3.6V, TcaSE = 0 to 70"C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

— 

Figure 

Notes 

U2a 

Reset Configuration Signals (I NIT, FLUSH#, 
FRCMC#) Setup Time, Async. 

2.0 


CLKs 

8 

To RESET falling 
edge(i®) 

t42b 

Reset Configuration Signals (INIT, FLUSH#, 
FRCMC#, BRDYC#, BUSCHK#) Hold Time, 
Async. 

2.0 


CLKs 

8 

To RESET falling 

edge(27) 

t42c 

Reset Configuration Signals (BRDYC#, 
BUSCHK#) Setup Time, Async. 

3.0 


CLKs 

8 

To RESET falling 
edge(27) 

t42d 

Reset Configuration Signal BRDYC# Hold 
Time, RESET driven synchronously 

1.0 


nS 


To RESET falling 
edge(i >27) 

t43a 

BF, CPUTYP Setup Time 

1.0 


mS 

8 

To RESET falling 

edge(22) 

t43b 

BF, CPUTYP Hold Time 

2.0 


CLKs 

8 

To RESET falling 

edge(22) 

t43c 

APICEN Setup Time 

2.0 


CLKs 

8 

To RESET falling 
edge 

t43d 

APICEN Hold Time 




8 

To RESET falling 
edge 

t44 

TCK Frequency 






t45 

TCK Period 




4 


t46 

TCK High Time 

25.0 



4 

@2V(1) 

t47 

TCK Low Time 

25.0 



4 

@0.8V(1) 

t48 

TCK Fall Time 



MSI 

4 

(2.0V-0.8V) (1.8.9) 

t49 

TCK Rise Time 


5.0 

nS 

4 

(0.8V-2.0V) (1.8.9) 

tso 

TRST# Pulse Width 

40.0 


nS 

10 

Asynchronous(i) 

tsi 

TDI, TMS Setup Time 

5.0 


nS 

9 

7 

tS2 

TDI, TMS Hold Time 

13.0 


nS 

9 

7 

tS3 

TDO Valid Delay 

3.0 

20.0 

nS 

9 

8 

tS4 

TDO Float Delay 


25.0 

nS 

9 

1,8 

t55 

All Non-Test Outputs Valid Delay 

3.0 

20.0 

nS 

9 

3, 8.10 
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Table 12. Pentium® Processor 610\75, 815M00 AC Specifications for 50-MHz Bus Operation (Contd.) 

3.135 < Vcc < 3.6V, TcaSE = 0 Xo 70“C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

t56 

All Non-Test Outputs Float Delay 


25.0 

nS 

9 

1,3, 8, 10 

t57 

All Non-Test Inputs Setup Time 

5.0 


nS 

9 

3, 7, 10 

t58 

All Non-Test Inputs Hold Time 

13.0 


nS 

9 

3,7, 10 

APIC AC Specifications 

teoa 

PICCLK Frequency 

2.0 

16.66 

MHz 



teob 

PICCLK Period 

60.0 

500.0 

nS 

4 


teoc 

PICCLK High Time 

15.0 


nS 

4 


teod 

PICCLK Low Time 

15.0 


nS 

4 


teoe 

PICCLK Rise Time 

0.15 

25 

nS 

4 


teof 

PICCLK Fall Time 

0.15 

25 

nS 

4 


•eog 

PICDO-1 Setup Time 

3.0 


nS 

7 

To PICCLK 

teoh 

PICDO-1 Hold Time 

2.5 


nS 

7 

To PICCLK 

teoi 

PICDO-1 Valid Delay (LtoH) 

4.0 

38.0 

nS 

5 

From PICCLK(28,29) 

teoj 

PICDO-1 Valid Delay (HtoL) 

4.0 

22.0 

nS 

5 

From PICCLK(28,29) 


I 
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Table 13. Pentium® Processor 610X75, 815X100 Dual Processor Mode 
AC Specifications for 50 MHz Bus Operation 

3.135 < Vcc < 3.6V, TcaSE = 0 to 70°C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

tso 

PBREQ#, PBGNT# PHIT#, 
PHITM# Flight Time 

0 

2.0 

nS 

11 

30 


A5-A31 Setup Time 



nS 

7 

18,21,26 

ts3b 

D/C#, W/R#, CACHE#, LOCK#, 
SCYC Setup Time 

6.0 


nS 

7 


ts3c 

ADS#, M/IO# Setup Time 

8.0 


nS 

7 

18, 21 






7 

18,21 


HLDA Setup Time 

KtW 


nS 

7 

18, 21 

t84 

ADS#, D/C#, W/R#, M/IO#, 
CACHE#, LOCK#, A5-A31, 
HLDA, HIT#, HITM#, SCYC Hold 
Time 

1.0 

■ 


■ 

18, 21 

t85 




18IBS1 


18, 19. 23 

mm 

DPEN# Hold Time 





18, 20, 23 

t87 

APIC ID (BE0#-BE3#) Setup Time 

2.0 


CLKs 

8 

To RESET falling 
edge(23) 

t88 

APIC ID (BE0#-BE3#) Hold Time 

2.0 


CLKs 

8 

From RESET falling 
edge(23) 

t89 

D/P# Valid Delay 

1.0 

8.0 

nS 

5 

Primary Processor 
Only 
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3.4.S.2 AC Timing Tables for a 60-MHz Bus 

The AC specifications given in Tables 14 and 15 
consist of output delays, input setup requirements 
and input hold requirements for a 60-MHz external 
bus. All AC specifications (with the exception of 
those for the TAP signals and APIC signals) are rela- 
tive to the rising edge of the CLK input. 


All timings are referenced to 1.5V for both “0” and 
“1” logic levels unless otherwise specified. Within 
the sampling window, a synchronous input must be 
stable for correct Pentium processor 75/90/100/ 
120/133 operation. 


Table 14. Pentium® Processor 735X90, 1000X120 AC Specifications for 60-MHz Bus Operation 

3.135 < Vcc < 3.6V, TqaSE = 0 to 70"C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 


Frequency 

30.0 

60.0 

MHz 

4 


tla 

CLK Period 

16.67 

33.33 

nS 

4 


tlb 

CLK Period Stability 


±250 

pS 

4 

Adjacent Clocks,(i>25) 

t2 

CLK High Time 

4.0 


nS 

4 

@2V(i) 

ts 

CLK Low Time 

4.0 


nS 

4 

@0.8V(1) 

»4 

CLK Fall Time 

0.15 

1.5 

nS 

4 

(2.0V-0.8V)(1.5) 

ts 

CLK Rise Time 

0.15 

1.5 

nS 

4 

(0.8V-2.0V)(1.5) 

tea 

. 

ADS#, ADSC#, PWT, PCD, BEO-7#, 
M/IO#, D/C#, CACHE#, SCYC, 
W/R# Valid Delay 

1.0 

7.0 

nS 

5 


teb 

AP Valid Delay 

1.0 

8.5 

nS 

5 


tec 

LOCK# Valid Delay 

1.1 

7.0 

nS 

5 


tee 

A3-A31 Valid Delay 

1.1 

6.3 

nS 

5 


ty 

ADS#, ADSC#, AP, A3-A31, PWT, 
PCD, BEO-7#, M/IO#, D/C#, W/R#, 
CACHE#, SCYC, LOCK# Float Delay 


10.0 

nS 

5 

1 

tea 

APCHK#, lERR#, FERR# Valid Delay 

1.0 

8.3 

nS 

5 

4 

teb 

PCHK# Valid Delay 

1.0 

7.0 

nS 

5 

4 

tga 

BREQ, HLDA Valid Delay 

1.0 

8.0 

nS 

5 

4 

tgb 

SMI ACT# Valid Delay 

1.0 

7.6 

nS 

5 


tl0a 

HIT# Valid Delay 

1.0 

8.0 

nS 

5 


tl0b 

HITM# Valid Delay 

1.1 

6.0 

nS 

5 


tlla 

PM0-1,BP0-3 Valid Delay 

1.0 

10.0 

nS 

5 


tllb 

PRDY Valid Delay 

1.0 

8.0 

nS 

5 


tl2 

D0-D63, DPO-7 Write Data Valid Delay 

1.3 

7.5 

nS 

5 



I 
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Table 14. Pentium® Processor 735\90, 1000M20 AC Specifications for 60-MHz Bus Operation (Contd.) 

3.135 < Vcc < 3.6V, Tcase = 0 io 70”C, Cl = OpF 


PffiSI 

Parameter 

Min 

Max 



Notes 

tl3 

D0-D63, DPO-3 Write Data Float Delay 



unn 

Hli 

1 

tl4 

A5-A31 Setup Time 



mu 

n 

26 

tl6 

A5-A31 Hold Time 

1.0 


mmi 

7 




5.0 


nS 

7 




5.5 


nS 

7 


tl7 

EADS#, INV, AP Hold Time 

1.0 


nS 

7 


tl8a 

KEN# Setup Time 

5.0 



7 


tl8b 

NA#, WB/WT # Setup Time 



nS 

7 


tl9 

KEN#, WB/WT#, NA# Hold Time 

1.0 


nS 

7 


t20 

BRDY#, BRDYC# Setup Time 

5.0 



7 


*21 

BRDY#, BRDYC# Hold Time 

1.0 


nS 

7 


*22 

AHOLD, BOFF# Setup Time 

5.5 



7 


*23 

AHOLD, BOFF# Hold Time 

1.0 


nS 

7 


*24 

BUSCHK#, EWBE#, HOLD, PEN# Setup 
Time 

5.0 


nS 

H 


*25 

BUSCHK#, EWBE#, PEN# Hold Time 




7 



HOLD Hold Time 



nS 

7 


*26 

A20M#, INTR, STPCLK# Setup Time 

5.0 



7 

12,16 


A20M#, INTR. STPCLK# Hold Time 

1.0 


mm 

7 

13 

*28 

INIT, FLUSH#, NMI, SMI#, IGNNE# Setup 
Time 

5r0 

■ 

Q 

B 

12,16,17 


INIT, FLUSH#, NMI, SMI#, IGNNE# Hold 
Time 

1.0 



B 

13 

*30 

INIT, FLUSH#, NMI, SMI#, IGNNE# Pulse 
Width, Async 

2.0 


CLKs 


15, 17 


R/S# Setup Time 



nS 

7 

12, 16, 17 

*32 

R/S# Hold Time 

1.0 


nS 

7 

13 

*33 

R/S# Pulse Width, Async. 

2.0 


CLKs 

7 

15,17 
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Table 14. Pentium® Processor 735X90, 1000X120 AC Specifications for 60-MHz Bus Operation (Contd.) 


3.135 < Vcc < 3.6V, Tcase = 0 to 70'’C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

t34 

D0-D63, DPO-7 Read Data Setup Time 

3.0 


nS 

7 


t35 

D0-D63, DPO-7 Read Data Hold Time 

1.5 


nS 

8 


t36 

RESET Setup Time 

5.0 


nS 

8 

11. 12, 16 

^37 

RESET Hold Time 

1.0 


nS 

8 

11, 13 

t38 

RESET Pulse Width. Vcc & CLK Stable 

15 


CLKs 

8 

11, 17 

t39 

RESET Active After Vcc & CLK Stable 

1.0 


mS 

8 

Power up 

Uo 

Reset Configuration Signals (IN IT, FLUSH#, 
FRCMC#) Setup Time 

5.0 


nS 

8 

12, 16, 17 

Ul 

Reset Configuration Signals (INIT, FLUSH#, 
FRCMC#) Hold Time 

1.0 


nS 

8 

13 

U2a 

Reset Configuration Signals (INIT, FLUSH#, 
FRCMC#) Setup Time, Async. 

2.0 


CLKs 

8 

To RESET falling 
edge(i6) 

Uzb 

Reset Configuration Signals (INIT, FLUSH#, 
FRCMC#, BRDYC#, BUSCHK#) Hold Time, 
Async. 

2.0 


CLKs 

8 

To RESET falling 
edge (27) 

Uzc 

Reset Configuration Signals (BRDYC#, 
BUSCHK#) Setup Time, Async. 

3.0 


CLKs 

8 

To RESET falling 
edge(27) 

UZ6 

Reset Configuration Signal BRDYC# Hold 
Time, RESET driven synchronously 

1.0 


nS 


To RESET falling 
edge(l »27) 

Usa 

BF, CPUTYP Setup Time 

1.0 


mS 

8 

To RESET falling 

edge(22) 

CO 

BF, CPUTYP Hold Time 

2.0 


CLKs 

8 

To RESET falling 

edge(22) 

U3c 

APICEN Setup Time 

2.0 


CLKs 

8 

To RESET falling 
edge 

t43d 

APICEN Hold Time 

2.0 


CLKs 

8 

To RESET falling 
edge 

t44 

TCK Frequency 


16.0 

MHz 

8 


t45 

TCK Period 

62.5 


nS 

4 


t46 

TCK High Time 

25.0 


nS 

4 

@2V(1) 

U? 

TCK Low Time 

25.0 


nS 

4 

@0.8V(1) 
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Table 14. Pentium® Processor 735\90, 1000M20 AC Specifications for 60-MHz Bus Operation (Contd.) 

3.135 < Vcc < 3.6V, TcaSE = 0 to 70°C, Cl = 0 pF 


Symboi 

Parameter 

Min 



Figure 

Notes 

t48 

TCK Fall Time 


5.0 

nS 

4 

(2.0V-0.8V)(1.8.9) 

t49 

TCK Rise Time 


5.0 

nS 

4 

(0.8V-2.0V)(1.8,9) 

tso 

TRST# Pulse Width 

40.0 


nS 

10 

Asynchronous(i) 

tsi 

TDI, TMS Setup Time 

5.0 



9 

7 

t52 

TDI, TMS Hold Time 

13.0 


MOB 

9 

7 

tS3 

TOO Valid Delay 




9 

8 

tS4 

TDO Float Delay 


25.0 

nS 

9 

1,8 

*56 

All Non-Test Outputs Valid Delay 

3.0 

20.0 

nS 

9 

3, 8, 10 

*56 

All Non-Test Outputs Float Delay 


25.0 

nS 

9 

1,3, 8,10 

*57 

All Non-Test Inputs Setup Time 

5.0 


nS 

9 

3. 7, 10 

*58 

All Non-Test Inputs Hold Time 

13.0 


nS 

9 

3, 7.10 

APIC AC Specifications 

*60a 

PICCLK Frequency 

2.0 

16.66 

MHz 

4 


*60b 

PICCLK Period 

60.0 

500.0 

nS 

4 


*60c 

PICCLK High Time 

15.0 


nS 

4 


*60d 

PICCLK Low Time 

15.0 


nS 

4 


*60e 

PICCLK Rise Time 

0.15 

2.5 

nS 

4 


*60f 

PICCLK Fall Time 

0.15 

2.5 

nS 

4 


teog 

PICDO-1 Setup Time 

3.0 


nS 

7 

To PICCLK 

*60h 

PICDO-1 Hold Time 

2.5 


nS 

7 

To PICCLK 

*60i 

PICDO-1 Valid Delay (LtoH) 

4.0 

38.0 

nS 

5 

From PiCCLK(28,29) 

*60j 

PICDO-1 Valid Delay (HtoL) 

4.0 

22.0 

nS 

5 

From PICCLK(28,29) 
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Table 15. Pentium® Processor 735X90, 1000X120 Dual Processor Mode 
AC Specifications for 60-MHz Bus Operation 

3.135 < Vcc < 3.6V, Tcase = 0 to Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

fso 

PBREQ#, PBGNT#, PHIT#, PHITM# Flight Time 

0 

2.0 

nS 

11 

30 

tS3a 

A5-A31 Setup Time 

3.9 


nS 

7 

18,21,26 

tS3b 

D/C#, W/R#, CACHE#, LOCK#, SCYC 
Setup Time 

4.0 


nS 

7 

18,21 

t83c 

ADS#, M/IO# Setup Time 

6.0 


nS 

7 

18,21 

t83d 

HIT#, HITM# Setup Time 

6.0 


nS 

7 

18,21 

t83e 

HLDA Setup Time 

6.0 


nS 

7 

18,21 

t84 

ADS#, D/C#, W/R#, M/IO#, CACHE#, 
LOCK#, A5-A31, HLDA, HIT#, HITM#, SCYC 
Hold Time 

1.0 


nS 

7 

18,21 

t85 

DPEN# Valid Time 


10.0 

CLKs 


18, 19, 23 

*86 

DPEN# Hold Time 

2.0 


CLKs 


18, 20, 23 

*87 

APIC ID (BEO# -BE3 #) Setup Time 

2.0 


CLKs 

8 

To RESET falling 
edge(23) 

*88 

APIC ID (BE0#-BE3#) Hold Time 

2.0 


CLKs 

8 

From RESET falling 
edge(23) 

*89 

D/P# Valid Delay 

1.0 

8.0 

nS 

5 

Primary Processor 
Only 


3.4.S.3 AC Timing Tables for a 66-MHz Bus 

The AC specifications given in Tables 16 and 17 
consist of output delays, input setup requirements 
and input hold requirements for a 66-MHz external 
bus. All AC specifications (with the exception of 
those for the TAP signals and AP 1C signals) are 
relative to the rising edge of the CLK input. 


All timings are referenced to 1.5V for both “0” and 
“1” logic levels unless otherwise specified. Within 
the sampling window, a synchronous Input must be 
stable for correct Pentium processor 75/90/100/ 
120/133 operation. 


I 
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Table 16. Pentium® Processor 815X100, 1110X133 AC Specifications for 66-MHz Bus Operation 

3.135 < Vcc < 3.6V, TcasE = 0 to 70°C, Cl = 0 pF 


Symboi 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 


Frequency 

33.33 

66.6 

MHz 



tla 

CLK Period 

15.0 

30.0 

nS 

4 


tlb 

CLK Period Stability 


±250 

pS 


Adjacent Clocks(i >25) 

mm 

CLK High Time 




4 

@2V(1) 

t3 

CLK Low Time 




4 

@0.8V(1) 

mm 

CLK Fall Time 


■B 


5 

(2.0V-0.8V)(1) 

ts 

CLK Rise Time 


wm 


4 

(0.8V-2.0V)(1) 


ADSC#, PWT, PCD, BEO-7#, D/C#, 
W/R#, CACHE#, SCYC Valid Delay 






t6b 

AP Valid Delay 



KBS 

5 


E9H 

LOCK# Valid Delay 

1.1 


BSSii 

5 


ISIH 

ADS#, Valid Delay 

1.0 


BBS 

5 


tee 

A3-A31 Valid Delay 

1.1 


nS 

5 



M/IO# Valid Delay 

1.0 

5.9 

nS 

5 


■ 

ADS # , ADSC # , AP, A3-A3 1 , PWT, 
PCD, BEO-7#, M/IO#, D/C#, W/R#, 
CACHE#, SCYC, LOCK# Float Delay 


10.0 

nS 


1 


APCHK#, lERR#, FERR# Valid Delay 

1.0 

8.3 

nS 

5 

4 

tsb 

PCHK# Valid Delay 

1.0 

7.0 

nS 

5 

4 


BREQ Valid Delay 

1.0 

8.0 

nS 

5 

4 


SMIACT# Valid Delay 

1.0 

7.3 

nS 

5 

4 

t9c 

HLDA Valid Delay 

1.0 

6.8 

nS 

5 


tlOa 

HIT# Valid Delay 

1.0 

6.8 

nS 

5 


tl0b 

HITM# Valid Delay 

1.1 

6.0 

nS 

5 


tlla 

PM0-1,BP0-3 Valid Delay 

1.0 

10.0 

nS 

5 


tl1b 

PRDY Valid Delay 

1.0 

8.0 

nS 

5 


tl2 

D0-D63, DPO-7 Write Data Valid Delay 

1.3 

7.5 

nS 

5 


tl3 

D0-D63, DPO-3 Write Data Float Delay 


10.0 

nS 

6 

1 

tl4 

A5-A31 Setup Time 

6.0 


nS 

7 

26 

tl5 

A5-A31 Hold Time 

1.0 


nS 

7 
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Table 16. Pentium® Processor 815M00, 1110X133 AC Specifications for 66-MHz Bus Operation (Contd.) 

3.135 < Vcc < 3.6V, TcaSE = 0 to 70‘’C, Cl = 0 pF 


Symbol 

Parameter 

Min 

— 

Max 

Unit 

Figure 

Notes 

tl6a 

INV, AP Setup Time 

5.0 


nS 

7 


tl6b 

EADS# Setup Time 

5.0 


nS 

7 


tl7 

EADS#, INV, AP Hold Time 

1.0 


nS 

7 


tl8a 

KEN# Setup Time 

5.0 


nS 

7 


h&b 

NA#, WB/WT# Setup Time 

4.5 


nS 

7 


tl9 

KEN#, WB/WT#, NA# Hold Time 

1.0 


nS 

7 


t20 

BRDY#, BRDYC# Setup Time 

5.0 


nS 

7 


tai 

BRDY#, BRDYC# Hold Time 

1.0 


nS 

7 


t22 

AHOLD, BOFF# Setup Time 

5.5 


nS 

7 


t23 

AHOLD, BOFF# Hold Time 

1.0 


nS 

7 


t24a 

BUSCHK#, EWBE#, HOLD Setup Time 

5.0 


nS 

7 


t24b 

PEN # Setup Time 

4.8 


nS 

7 


t25a 

BUSCHK#, EWBE#, PEN# Hold Time 

1.0 


nS 

7 


^25b 

HOLD Hold Time 

1.5 


nS 

7 


^26 

A20M#, INTR, STPCLK# Setup Time 

5.0 


nS 

7 

12, 16 

t27 

A20M#, INTR, STPCLK# Hold Time 

1.0 


nS 

7 

13 

t28 

INIT, FLUSH#, NMI, SMI#, IGNNE# Setup 
Time 

5.0 


nS 

7 

12, 16, 17 

t29 

INIT, FLUSH#, NMI, SMI#, IGNNE# Hold 
Time 

1.0 

i 

nS 

7 

13 

^30 

INIT, FLUSH#, NMI, SMI#, IGNNE# Pulse 
Width, Async 

2.0 


CLKs 


15, 17 

^31 

R/S# Setup Time 

5.0 


nS 

7 

12, 16, 17 

^32 

R/S# Hold Time 

1.0 


nS 

7 

13 

^33 

R/S# Pulse Width, Async. 

2.0 


CLKs 


15, 17 

^34 

D0-D63, DPO-7 Read Data Setup Time 

2.8 


nS 

7 


t35 

D0-D63, DPO-7 Read Data Hold Time 

1.5 


nS 

7 


*36 

RESET Setup Time 

5.0 


nS 

8 

11, 12. 16 


I 
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Table 16. Pentium® Processor 815X100, 1110X133 AC Specifications for 66-MHz Bus Operation (Contd.) 

3.135 < Vcc < 3.6V. TcaSE = 0 to 70X, Cl = 0 pF 


Symbol 

Parameter 




Figure 

Notes 

*37 

RESET Hold Time 

1.0 


nS 



8 

11, 13 

*38 

RESET Pulse Width, Vcc & CL K Stable 

15.0 



8 

11,17 

*39 

RESET Active After Vcc & CLK Stable 

1.0 


mS 

8 


*40 

Reset Configuration Signals (INIT, FLUSH#, 
FRCMC#) Setup Time 

5.0 


ns 

8 

12,16,17 

*41 

Reset Configuration Signals (INIT, FLUSH#, 
FRCMC#) Hold Time 

IQ 


nS 

8 

13 

*42a 

Reset Configuration Signals (INIT, FLUSH#, 
FRCMC#) Setup Time, Async. 

1^1 


CLKs 

8 

To RESET falling 
edge(i®) 

*42b 

Reset Configuration Signals (INIT, FLUSH#, 
FRCMC#, BRDYC#, BUSCHK#) Hold Time, 
Async. 

2.0 


CLKs 

8 

To RESET falling 

edge(27) 

*42c 

Reset Configuration Signals (BRDYC#, 
BUSCHK#) Setup Time, Async. 

3.0 



8 

To RESET falling 

edge(27) 

*42d 

Reset Configuration Signal BRDYC# Hold 
Time, RESET driven synchronously 

1.0 




To RESET falling 

edge(i.27) 

*43a 

BF, CPUTYP Setup Time 

1.0 



8 

To RESET falling 

edge(22) 

*43b 

BF, CPUTYP Hold Time 

2.0 


CLKs 


To RESET falling 

edge(22) 

*43c 

APICEN Setup Time 

2.0 


CLKs 

8 

To RESET falling 
edge 

*43d 

APICEN Hold Time 

2.0 


CLKs 


To RESET falling 
edge 

*44 

TCK Frequency 


16.0 

MHz 



*45 

TCK Period 

62.5 


nS 

4 


*46 

TCK High Time 

25.0 



4 

@2V(1) 

*47 

TCK Low Time 

25.0 


nS 

4 

@0.8V(1) 

t48 

TCK Fall Time 


BEI 

mm 

4 


*49 

TCK Rise Time 


IQQI 

mm 

4 


*50 

TRST# Pulse Width 

40.0 


nS 

10 

Asynchronous(i) 

tsi 

TDI, TMS Setup Time 

5.0 


nS 

9 

7 


I 
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Table 16. Pentium® Processor 815M00, 1110X133 AC Specifications for 66-MHz Bus Operation (Contd.) 

3.135 < Vcc < 3.6V, Tcase = 0 to 70“C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

^52 

TDI, TMS Hold Time 

13.0 


nS 

9 

7 

^53 

TOO Valid Delay 

3.0 

20.0 

nS 

9 

8 

^54 

TDO Float Delay 


25.0 

nS 

9 

1,8 

t55 

All Non-Test Outputs Valid Delay 

3.0 

20.0 

nS 

9 

3,8, 10 

tse 

All Non-Test Outputs Float Delay 


25.0 

nS 

9 

1,3, 8, 10 

^57 

All Non-Test Inputs Setup Time 

5.0 


nS 

9 

3, 7, 10 

t58 

All Non-Test Inputs Hold Time 

13.0 


nS 

9 

3, 7, 10 

APIC AC Specifications 

teoa 

PICCLK Frequency 

2.0 

16.66 

MHz 



teob 

PICCLK Period 

60.0 

500.0 

nS 

4 


teoc 

PICCLK High Time 

15.0 


nS 

4 


^60d 

PICCLK Low Time 

15.0 


nS 

4 


^60e 

PICCLK Rise Time 

0.15 

2.5 

nS 

4 


teof 

PICCLK Fall Time 

0.15 

2.5 

nS 

4 


teog 

PICDO-1 Setup Time 

3.0 


nS 

7 

To PICCLK 

teoh 

PICDO-1 Hold Time 

2.5 


nS 

7 

To PICCLK 

teoi 

PICDO-1 Valid Delay (LtoH) 

4.0 

38.0 

nS 

5 

From PICCLK(28,29) 

teoj 

PICDO-1 Valid Delay (HtoL) 

4.0 

22.0 

nS 

5 

From PICCLK(28,29) 
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Table 17. Pentium® Processor 815M00, 11 10X133 Dual Processor Mode AC Specifications 

for 66-MHz Bus Operation 

3.135 < Vcc < 3.6V, TcaSE = 0 to 70°C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

t80 

PBREQ#, PBGNT#, PHIT#, PHITM# Flight Time 

0 

2.0 

nS 

11 

30 

t83a 

A5-A31 Setup Time 

3.7 


nS 

7 

18,21,26 

t83b 

D/C#, W/R#, CACHE#, LOCK#, SCYC 
Setup Time 






t83c 

ADS#, M/IO# Setup Time 

5.8 


nS 

7 

18, 21 

t83d 

HIT#, HITM# Setup Time 

6.0 


nS 

7 

18,21 

t83e 

HLDA Setup Time 

6.0 


nS 

7 

18,21 

t84 

ADS#, D/C#, W/R#, M/IO#, CACHE#, 
LOCK#, A5-A31, HLDA, HIT#, HITM#, SCYC 
Hold Time 

1.0 


nS 

7 

18,21 

*85 

DPEN# Valid Time 


10.0 

CLKs 


18, 19, 23 

*86 

DPEN# Hold Time 

2.0 


CLKs 


18, 20, 23 

*87 

APIC ID (BE0#-BE3#) Setup Time 

2.0 


CLKs 

8 

To RESET falling 
edge(23) 

*88 

APIC ID (BE0#-BE3#) Hold Time 

2.0 


CLKs 

8 

From RESET falling 
edge(23) 

*89 

D/P# Valid Delay 

1.0 

8.0 

nS 

5 

Primary Processor 
Only 


NOTES: 

Notes 2, 6, and 1 4 are general and apply to all standard TTL signals used with the Pentium® Processor family. 

1. Not 100% tested. Guaranteed by design/characterization. 

2. TTL input test waveforms are assumed to be 0 to 3V transitions with IV/nS rise and fall times. 

3. Non-test outputs and inputs are the normal output or input signals (besides TCK, TRST#, TDI, TDO, and TMS). These 
timings correspond to the response of these signals due to boundary scan operations. 

4. APCHK#, FERR#, HLDA, lERR#, LOCK#, and PCHK# are glitch-free outputs. Glitch-free signals monotonically tran- 
sition without false transitions (i.e., glitches). 

5. 0.8V/ns CLK input rise/fall time ^ 8V/ns. 

6. 0.3V/ns ^ input rise/fall time ^ 5V/ns. 

7. Referenced to TCK rising edge. 

8. Referenced to TCK falling edge. 

9. 1 ns can be added to the maximum TCK rise and fall times for every 10 MHz of frequency below 33 MHz. 

1 0. During probe mode operation, do not use the boundary scan timings (tss-ss). 

11. FRCMC# should be tied to Vcc (high) to ensure proper operation of the Pentium processor 75/90/100/120/133 as a 
primary processor. 

12. Setup time is required to guarantee recognition on a specific clock. Pentium processor 75/90/100/120/133 must meet 
this specification for dual processor operation for the FLUSH# and RESET signals. 


2-134 




PENTIUM® PROCESSOR 75/90/100/120/133 





13. Hold time is required to guarantee recognition on a specific clock. Pentium processor 75/90/100/120/133 must meet 
this specification for dual processor operation for the FLUSH# and RESET signals. 

14. All TTL timings are referenced from 1.5V. 

15. To guarantee proper asynchronous recognition, the signal must have been de-asserted (inactive) for a minimum of 
2 clocks before being returned active and must meet the minimum pulse width. 

16. This input may be driven asynchronously. However, when operating two processors in dual processing mode, FLUSH# 
and RESET must be asserted synchronously to both processors. 

17 When driven asynchronously, RESET, NMI, FLUSH#, R/S#, INIT, and SMI# must be de-asserted (inactive) for a 
minimum of 2 clocks before being returned active. 

18. Timings are valid only when dual processor is present. 

19. Maximum time OPEN# is valid from rising edge of RESET 

20. Minimum time OPEN# is valid after falling edge of RESET. 

21. The D/C#, M/IO#, W/R#, CACHE#, and A5-A31 signals are sampled only on the CLK that ADS# is active. 

22. BF and CPUTYP should be strapped to Vcc or Vss- 

23. RESET is synchronous in dual processing mode and functional redundancy checking mode. All signals which have a 
setup or hold time with respect to a falling or rising edge of RESET in UP mode, should be measured with respect to 
the first processor clock edge in which RESET is sampled either active or inactive in dual processing and functional 
redundancy checking modes. 

24. The PHIT# and PHITM# signals operate at the core frequency (75, 90, 100, 120 or 133 MHz). 

25. These signals are measured on the rising edge of adjacent CLKs at 1.5V. To ensure a 1:1 relationship between the 
amplitude of the input jitter and the internal and external clocks, the jitter frequency spectrum should not have any 
power spectrum peaking between 500 KHz and 1 /3 of the CLK operating frequency. The amount of jitter present must 
be accounted for as a component of CLK skew between devices. 

26. In dual processing mode, timing t-|4 is replaced by tesa- Timing t-14 is required for external snooping (e.g., address setup 
to the CLK in which EADS# is sampled active) in both uniprocessor and dual processor modes. 

27. BRDYC# and BUSCHK# are used as reset configuration signals to select buffer size. 

28. This assumes an external pullup resistor to Vcc ^ lumped capacitive load such that the maximum RC product does 
not exceed R = 150n, C = 240 pF. 

29. This assumes an external pullup resistor to Vcc ^nd a lumped capacitive load such that the minimum RC product does 
not fall below R = 1 50a, C = 20 pF. 

30. This is a flight time specification, that includes both flight time and clock skew. The flight time is the time from where the 
unloaded driver crosses 1.5V (50% of min Vcc). to where the receiver crosses the 1.5V level (50% of min Vcc)- See 
Figure 1 1 . 

** Each valid delay is specified for a 0 pF load. The system designer should use I/O buffer modeling to account for signal 
flight time delays. 
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4.0 MECHANICAL SPECIFICATIONS 

The Pentium processor 75/90/100/120/133 is 
packaged in a 296-pln staggered pin grid array pack- 
age. The pins are arranged in a 37 x 37 matrix and 
the package dimensions are 1.95" x 1.95" (Table 
18). A 1.25" X 1.25" copper tungsten heat spreader 
may be attached to the top of the ceramic. This 


int^. 

package design with spreader is being phased out In 
favor of a package which has no attached spreader. 
In this section, both spreader and non-spreader 
packages are shown. 

The mechanical specifications for the Pentium proc- 
essor 75/90/100/120/133 are provided In Table 19. 
Figure 1 2 shows the package dimensions. 


Table 18. Package Information Summary 



Package 

Type 

Total 

Pins 

Pin Array 

Package Size 

Pentium® Processor 75/90/100/120/133 

SPGA 

296 

37x37 

1.95" xl.95" 
4.95 cm X 4.95 cm 
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Table 19. Package Dimensions with Spreader 


Family: Ceramic Staggered Pin Grid Array Package 

Symbol 

Millimeters 

Inches 

Min 

Max 

Notes 

Min 

Max 

Notes 

A 

3.91 

4.70 

Solid Lid 

0.154 

0.185 

Solid Lid 

A1 

0.33 

0.43 

Solid Lid 

0.013 

0.017 

Solid Lid 

A2 

2.62 

2.97 


0.103 

0.117 


B 

0.43 

0.51 


0.017 

0.020 


D 

49.28 

49.91 


1.940 

1.965 


D1 

45.47 

45.97 


1.790 

1.810 


D2 

31.50 

32.00 

Square 

1.240 

1.260 

Square 

D3 

33.99 

34.59 


1.338 

1.362 


D4 

8.00 

9.91 


0.315 

0.390 


El 

2.41 

2.67 


0.095 

0.105 


E2 

1.14 

1.40 


0.045 

0.055 


F 


0.127 

Diagonal 


0.005 

Diagonal 

L 


3.30 


0.120 

0.130 


N 




296 



SI 


2.54 


0.060 

0.100 



Table 20. Package Dimensions without Spreader 


Family: 296-Pin Ceramic Pin Grid Array Package 


Millimeters 

Inches 



Notes 

Min 

Max 

Notes 

A 



Ceramic Lid 

0.129 

0.151 

Ceramic Lid 

mm 



Ceramic Lid 

0.026 

0.034 

Ceramic Lid 

mm 




0.103 

0.117 


B 




0.017 

0.020 


D 

49.28 

49.78 


1.940 

1.960 


D1 




1.795 

1.805 





Includes Fillet 

0.945 

0.955 

Includes Fillet 

el 




0.090 

0.110 


F 



Flatness of the top of the 
package, measured 
diagonally 


0.005 

Flatness of the top of the 
package, measured 
diagonally 

L 







N 

296 

Total Pins 

296 

Total Pins 

SI 




0.060 




I 
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Figure 12. Pentium® Processor 75/90/100/120/133 Package Dimensions (with Spreader) 
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Figure 13. Pentium® Processor 75/90/100/120/133 Package Dimensions (without Spreader) 
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5.0 THERMAL SPECIFICATIONS 

Due to the advanced 3.3V BiCMOS process that it is 
produced on, the Pentium processor 75/90/100/ 
120/133 dissipates less power than the Pentium 
processor 60/66. 

The Pentium processor 75/90/100/120/133 is 
specified for proper operation when case tempera- 
ture, Tcase. (Tc) within the specified range of 0°C 
to 70"C. 


5.1 Measuring Thermal Values 

To verify that the proper Tc (case temperature) is 
maintained, it should be measured at the center of 
the package top surface (opposite of the pins). The 
measurement is made In the same way with or with- 
out a heat sink attached. When a heat sink is at- 
tached a hole (smaller than 0.150" diameter) should 
be drilled through the heat sink to allow probing the 
center of the package. See Figure 1 3 for an Illustra- 
tion of how to measure Tc- 

To minimize the measurement errors, it Is recom- 
mended to use the following approach: 

• Use 36-gauge or finer diameter K, T, or J type 
thermocouples. The laboratory testing was done 
using a thermocouple made by Omega (part num- 
ber: 5TC-TTK-36-36). 

• Attach the thermocouple bead or junction to the 
center of the package top surface using high 
thermal conductivity cements. The laboratory 
testing was done by using Omega Bond (part 
number: OB-1 00). 


int^. 

• The thermocouple should be attached at a 90-de- 
gree angle as shown in Figure 14. 

• The hole size should be smaller than 0.150" In 
diameter. 


5.1.1 THERMAL EQUATIONS AND DATA 

For the Pentium processor 75/90/100/120/133, an 
ambient temperature, Ta (air temperature around 
the processor), is not specified directly. The only re- 
striction is that Tc is met. To calculate Ta values, the 
following equations may be used: 

Ta = Tc - (P * Oca) 

^CA = ^JA ~ ^JC 

where: 

Ta and Tc = ambient and case temperature. (OC) 


^CA = 

case-to-ambient thermal resistance. 
(oC/Watt) 

^JA = 

junction-to-amblent thermal resist- 
ance. (oC/Watt) 

^JC = 

junctlon-to-case thermal resistance. 
(oC/Watt) 

P = 

maximum power consumption (Watt) 


Table 21 lists the ^CA values for the Pentium proces- 
sor 75/90/100/120/133 with passive heat sinks. 
Figure 15 shows Table 21 in graphic format. 


■ 

i“«nl 

rmnij 

Tn II 1 ru V y i u 1 V 1 1 1 n u u r o'lmrrrrn n it « « v i u i u n 

241997-13 


Figure 14. Technique for Measuring TC’^ 


*Though the figure shows the package with a heat spreader, the same technique applies to measuring TC of the package without a heat spreader. 
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Table 21. Thermal Resistances for Packages with Spreader 


Heat Sink in inches 

Ojc rc/watt) 

** 

O 

p 

< 

o 

1 vs. Laminar Airfiow (iinear ft/min) 

0 

100 

200 

400 

600 

800 

1.95x1.95x0.25 

0.9 

8.7 

7.6 

6.2 

4.0 

3.2 

2.6 

1.95x1.95x0.35 

0.9 

8.4 

7.1 

5.6 

3.6 

2.9 

2.4 

1.95x1.95x0.45 

0.9 

8.0 

6.6 

4.9 

3.2 

2.5 

2.1 

1.95x1.95x0.55 

0.9 

7.7 

6.1 

4.3 

2.8 

2.2 

1.9 


0.9 

7.3 

5.6 

3.9 

2.6 

2.0 

1.7 


0.9 

6.6 

4.9 

3.5 

HQ9I 

1.8 

1.6 


0.9 

5.9 

4.2 

3.2 


1.7 

1.4 


0.9 

5.5 



2.0 

1.6 

1.4 


0.9 

5.0 

3.5 


1.8 

1.5 

1.3 


1.4 

11.4 


8.7 

5.7 

4.5 

3.8 


Tabie 22. Thermai Resistances for Packages without Spreader 






0 

100 

200 

400 

600 

800 

0.25 

0.8 

9.1 

8.0 

6.6 

4.4 

3.6 

3.0 

0.35 

0.8 

8.8 

7.5 

6.0 

4.0 

3.3 

2.8 

0.45 

0.8 

8.4 

7.0 

5.3 

3.6 

2.9 

2.5 

0.55 

0.8 

8.1 

6.5 

4.7 

3.2 

2.6 

2.3 

0.65 

0.8 

7.7 

6.0 

4.3 

3.0 

2.4 

2.1 

0.80 

0.8 

7.0 

5.3 

3.9 

2.8 

2.2 

2.0 

1.00 

0.8 

6.3 

4.6 

3.6 

2.6 

2.1 

1.8 

1.20 

0.8 

5.9 

4.3 

3.3 

2.4 

2.0 

1.8 

1.40 

0.8 

5.4 

3.9 

3.0 

2.2 

1.9 

1.7 

Without Heat Sink 

1.3 

14.4 

13.1 

11.7 

8.8 

7.4 

6.5 


NOTES: 

Heat sinks are omni directional pin aluminum alloy. 

Features were based on standard extrusion practices for a given height 
Pin size ranged from 50 to 1 29 mils 
Pin spacing ranged from 93 to 175 mils 
Based thickness ranged from 79 to 200 mils 
Heat sink attach was 0.005" of thermal grease. 

Attach thickness of 0.002" will improve performance approximately 0.3oC/Watt 
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6.0 FUTURE PENTIUM® OverDrive® 
PROCESSOR SOCKET 
SPECIFICATION 


6.1 Introduction 

The future OverDrive processors are end-user sin- 
gle-chip CPU upgrade products for Pentium proces- 
sor-based systems. The future OverDrive proces- 
sors will speed up most software applications by 
40% to 70% and are binary compatible with the 
Pentium processor. 

Two upgrade sockets have been defined for the 
Pentium processor-based system as part of the 
processor architecture. Socket 5 has been defined 
for the Pentium processor (610\75, 735\90, 
815\100, 1000\120)-based systems. Upgradability 
can be supported by implementing either a single 
socket or a dual socket strategy. A single socket 
system will include a 320-pin SPGA Socket 5. When 
this system configuration is upgraded, the Pentium 
processor is simply replaced by the future OverDrive 
processor. A dual socket system will include a 296- 
pin SPGA socket for the Pentium processor and a 
320-pin SPGA Socket 5 for the second processor. In 
dual socket systems, Socket 5 can be filled with ei- 
ther the Dual processor or the future OverDrive 
processors. The rest of this section describes the 
Socket 5 specifications. 

Socket 7 has been defined as the upgrade socket 
for the Pentium processor (1110\133) in addition to 
the Pentium processor (610\75, 735\90, 815\100, 
1000X1 20). The flexibility of the Socket 7 definition 
makes it backward compatible with Socket 5 and 
should be used for all new Pentium processor-based 
system designs. The Socket 7 support requires key 
changes from Socket 5 designs; split voltage planes, 
voltage regulator module header, 3.3V clocks, BIOS 
updates, additional decoupling, etc. This information 
Is not provided in this datasheet. Contact Intel for 
further information regarding the Socket 7 specifica- 
tions. 


6.1.1 UPGRADE OBJECTIVES 

Systems using the Pentium processor (610X75, 
735X90, 815X100, 1000X120), and equipped with 
only one processor socket, must use Socket 5 to 
accept the future OverDrive processor. Sys- 


tems equipped with two processor sockets must use 
Socket 5 as the second socket to contain either the 
Pentium processor Dual processor or the future 
OverDrive processor. 

Inclusion of Socket 5 in Pentium processor systems 
provides the end-user with an easy and cost-effec- 
tive way to increase system performance. The ma- 
jority of upgrade installations which take advantage 
of Socket 5 will be performed by end users and re- 
sellers. Therefore, it is Important that the design be 
“end-user easy,” and that the amount of training 
and technical expertise required to install the up- 
grade processors be minimized. Upgrade installation 
instructions should be clearly described in the sys- 
tem user’s manual. In addition, by making installa- 
tion simple and foolproof, PC manufacturers can re- 
duce the risk of system damage, warranty claims 
and service calls. The three main characterizations 
of end user easy designs are: 

• Accessible socket location 

• Clear indication of upgrade component 
orientation 

• Minimization of insertion force 

The future OverDrive processor will support all Intel 
chip sets that are supported by the Pentium proces- 
sor, including 82430NX PCIset and 82430FX PCIset. 

6.1.2 INTEL PLATFORM SUPPORT LABS 

The Intel Platform Support Labs ensure that Pentium 
processor (610X75, 735X90, 815X100, 1000X120) 
and Pentium processor (1110X133)-based personal 
computers meet design criteria for reliable and 
straightforward CPU upgradability with the future 
OverDrive processor. Evaluation performed at the 
Intel Platforms Support Labs confirms that Pentium 
processor and future OverDrive processor specifica- 
tions for mechanical, thermal, electrical, functional, 
and end-user Installation attributes have been met. 

The OEM submits motherboard and system designs 
to one of Intel’s worldwide Platform Support Labs for 
evaluation. The OEM benefits from engineering 
feedback on Pentium processor and future Over- 
Drive processor support. Contact your local Intel 
representative for more information on the Intel Plat- 
form Support Labs. 
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6.2 Future Pentium® OverDrive® 
Processor (Socket 5) Pinout 

This section contains pinouts of the future Pentium 
OverDrive Socket (Socket 5) when used as a single- 
socket turbo upgrade. 


6.2.1 PIN DIAGRAMS 

6.2.1. 1 Socket 5 Pinout 

For systems with a single socket for the Pentium 
processor 75/90/100/120/133 and future Pentium 
OverDrive processor, the following pinout must be 
followed for the single socket location. Note that to 
be Intel Verified for a future Pentium OverDrive proc- 
essor, this must be a ZIF socket. The socket foot- 
print contains Vcc. Vcc 5 . and Vss pins that are in- 
ternal no connects on the Pentium processor 75/ 
90/100/120/133. These pins must be connected to 
the appropriate PCB power and ground layers to en- 
sure future Pentium OverDrive processor corripatibif- 
ity. 
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Figure 17. Socket 5 Pinout Top Side View 


NOTE: 

The “Socket 5 PINOUT TOP SIDE VIEW” text orientation on the top side view drawing in this section repre- 
sents the orientation of the ink mark on the actual packages. (Note that the text shown In this section is not the 
actual text which will be marked on the packages). 
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Table 23. Pentium® Processor 


75/90/100/120/133 vs. Socket 5 Pins 


Pentium® Processor 
75/90/100/120/133 
Signal 

Socket 5 
Signal 

Pin 

Number 

INC 

Vss 

A03 

D/P# 

NC 

AE35 

NO PIN 

Vss 

AJ07 

NO PIN 

Vss 

AJ09 

NO PIN 

Vcc 

AJ11 

NO PIN 

Vss 

AJ13 

NO PIN 

NC 

AJ15 

NO PIN 

Vss 

AJ17 

NO PIN 

Vcc 

AJ19 

NO PIN 

Vss 

AJ21 

NO PIN 

NC 

AJ23 

NO PIN 

Vss 

AJ25 

NO PIN 

Vss 

AJ27 

NO PIN 

Vcc 

AJ29 

NO PIN 

Vss 

AJ31 

INC 

VcC5 

AN01 

INC 

VcC5 

AN03 

INC 

Vcc 

B02 

NO PIN 

Vss 

Ell 

NO PIN 

Vss 

E13 

NO PIN 

Vcc 

E15 

NO PIN 

NC 

E17 

NO PIN 

Vss 

E19 

NO PIN 

Vcc 

E21 

NO PIN 

Vss 

E23 

NO PIN 

NC 

E25 

NO PIN 

Vcc 

E27 

NO PIN 

Vss 

E29 

NO PIN 

Vss 

E31 


NOTE: 

All INCs are internal no connects. These signals are guar- 
anteed to remain internally not connected in the Pentium 
processor 75/90/100/120/133. 



6.3 Electrical Specifications 

The future Pentium OverDrive processor will have 
the same AC specifications, power and ground 
specifications and decoupling recommendations as 
the Pentium processor 75/90/100/120/133. 

6-3.1 Vcc5 PIN DEFINITION 

The future Pentium OverDrive processor pinout con- 
tains two 5V Vcc pins (Vccs) used to provide power 
to the fan/heatsink. These pins should be connect- 
ed to + 5V ± 5% regardless of the system design. 
Failure to connect Vcc 5 to 5V may cause the com- 
ponent to shut down. 


6.4 Absolute Maximum Ratings of 
Upgrade 

The on-chip Voltage Regulation and fan/ heatsink 
devices included with the future Pentium OverDrive 
processor require different stress ratings than the 
Pentium processor 75/90/100/120/133. The volt- 
age regulator Is surface mounted on the future Penti- 
um OverDrive processor and is, therefore, an Inte- 
gral part of the assembly. The future Pentium Over- 
Drive processor storage temperature ratings are 
tightened as a result. The fan is a detachable unit, 
and the storage temperature is stated separately In 
the table below. Functional operation of the future 
Pentium OverDrive processor remains 0°C to 70”C. 
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Intel* 

Future Pentium® OverDrive® Processor and 
Voltage Regulator Assembly 


Storage Temperature -30®C to 100®C 

Case Temperature Under Bias -30®C to 100°C 

Fan 

Storage Temperature -30®C to 75®C 

Case Temperature Under Bias -30“C to 75°C 


PENTIUM® PROCESSOR 75/90/100/120/133 


* WARNING: Stressing the device beyond the ‘Ab- 
solute Maximum Ratings” may cause permanent 
damage. These are stress ratings only. Operation 
beyond the “Operating Conditions” is not recom- 
mended and extended exposure beyond the “Oper- 
ating Conditions” may affect device reliability. 


6.4.1 DC SPECIFICATIONS 


The future Pentium OverDrive processor will have compatible DC specifications to the Pentium processor 75/ 
90/100/120/133, except that Icc3 (Power Supply Current), Icc5 (Fan/Heatsink Current), and Vcc are the 
following; 


Table 24. Future Pentium® OverDrive® Processor Iqc Specification 

VcC 5 = 5V ±5%, TcaSE = 0 to 70“C 


Symbol 

Parameter 

Min 

Max 

Unit 

ICC3^^^ 

Power Supply Current 


4330 

mA 

•CC5 

Fan/ Heatsink Current 


200 

mA 



NOTE: 

1. Vcc = 3.135V to 3.6V 


6.5 Mechanical Specifications 

The future Pentium OverDrive processor will be packaged in a 320-pin ceramic staggered pin grid array 
(SPGA). The pins will be arranged In a 37 x 37 matrix and the package dimensions will be 1 .95" x 1 .95" 
(4.95 cm X 4.95 cm). 


Table 25. Processor Package Information Summary 



Package Type 

Total Pins 

Pin Array 

Package Size 

Future Pentium® OverDrive® Processor 

SPGA 

320 

37x37 

1.95" xl.95" 

4.95 cm X 4.95 cm 
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Table 26. Future Pentium® OverDrive® Processor Package Dimensions 


Family: Ceramic Staggered Pin Grid Array Package 

Symbol 

Millimeters 

Inches 

Min 

Max 

Notes 

Min 

Max 

Notes 

A* 


33.88 

Solid Lid 


1.334 

Solid Lid 

A1 

0.33 

0.43 

Solid Lid 

0.013 

0.017 

Solid Lid 

A2 

2.62 

2.97 


0.103 

0.117 


A4 


20.32 



0.800 


A5 

10.16 


Air Space 

0.400 


Air Space 

B 

0.43 

0.51 


0.017 

0.020 


D 

49.28 

49.91 


1.940 

1.965 


D1 

45.47 

45.97 


1.790 

1.810 


El 

2.41 

2.67 


0.095 

0.105 


E2 

1.14 

1.40 


0.045 

0.055 


L 

3.05 

3.30 


0.120 

0.130 


N 

320 


SPGA pins 

320 


SPGA pins 

SI 

1.52 

2.54 


0.060 

0.100 



NOTES: 

* Assumes the minimum air space above the fan/heatsink 

A 0.2" clearance around three of four sides of the package is also required io allow free airflow through the fsn/heatsink. 
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Figure 18. Future Pentium® OverDrive® Processor Package Dimensions 


6.6 Thermal Specifications 

The future Pentium OverDrive processor will be 
cooled with a fan/heatsink cooling solution. The fu- 
ture Pentium OverDrive processor with a fan/heat- 
sink is specified for proper operation when Ta (air 
temperature entering the fan/heatsink) is a maxi- 
mum of 45°C. When the TA(max) < 45°C specifica- 
tion is met, the fan/heatsink will keep Tc (case tem- 
perature) within the specified range of 0®C to 70®C 
provided airflow through the fan/heatsink Is unim- 
peded. 

6.7 Upgradability with Socket 5/ 
Socket 7 

6.7.1 INTRODUCTION 

• Built-in upgradability for Pentium processor 75/ 
90/100/120 based systems with Socket 5 

— Supports the future Pentium OverDrive proc- 
essor 320-pin socket (Socket 5) 

• Built-in upgradability for Pentium processor 133 
based systems with Socket 7 

— Supports the future Pentium OverDrive proc- 
essor Socket 7 


6.7.2 SOCKET 5 VENDORS 

OEMs should contact Intel for the most current list 
of Intel-qualified socket vendors. For a complete list 
of Qualified Sockets and Vendor Order Numbers, 
call the Intel Faxback number for your geographical 
area and have document #7209 automatically faxed 
to you. Figure 1 9 shows preliminary dimensions for 
AMP and Yamaichi sockets. OEMs should directly 
contact the socket vendors for the most current 
socket Information. Figure 20 shows the upgrade 
processor’s orientation In Socket 5. 

To order Socket 5 from AMP and Yamaichi, the 
phone numbers and part numbers are as follows; 

AMP: 1-800-522-6752 

part#: 916513-1 

Yamaichi: 1-800-769-0797 

part#: NP210-320K13625 

6.7.3 SOCKET 7 

Socket 7 information is not provided in this data- 
sheet. Contact Intel for further Information regarding 
Socket 7 specifications. 
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Figure 19. Socket 5 Footprint Dimensions 


WARNiNQ: 

See socket manufacturer for the most current information. 
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6.8 Testability 

6.8.1 BOUNDARY SCAN 

The future Pentium OverDrive processor supports 
the IEEE Standard 1149.1 boundary scan using 
the Test Access Port (TAP) and TAP Controller. 
The boundary scan register for the future Pentium 
OverDrive processor contains a cell for each pin. 
The turbo upgrade component will have a different 
bit order than the Pentium processor 75/90/100/ 
120/133. If the TAP port on your system will be used 
by an end user following installation of the future 
Pentium OverDrive processor, please contact Intel 
for the bit order of the upgrade processor boundary 
scan register. 
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PENTIUM® PROCESSORS AT iCOMP® 
INDEX 1000M20, 735X90, 610X75 MHz 
WITH VOLTAGE REDUCTION TECHNOLOGY 


■ Compatible with Large Software Base 
— MS-DOSt, Windows*, OS/2*, UNIX* 

■ 32-Bit CPU with 64-Bit Data Bus 

■ Superscalar Architecture 

— Two Pipelined Integer Units Are 
Capable of 2 Instructions/Clock 
— ■ Pipelined Floating Point Unit 

■ Separate Code and Data Caches 
— 8K Code, 8K Writeback Data 
— MESI Cache Protocol 

■ Advanced Design Features 
— Branch Prediction 

— Virtual Mode Extensions 

■ Low Voltage BiCMOS Silicon 
Technology 


■ 4M Pages for Increased TLB Hit Rate 

■ IEEE 1149.1 Boundary Scan 

■ Internal Error Detection Features 

■ SL Enhanced Power Management 
Features 

— System Management Mode 
— Clock Control 

■ Voltage Reduction Technology 

— 2.9V Vcc ^or core supply 

— 3.3V Vcc ^or I/O buffer supply 

■ Fractional Bus Operation 

— 75-MHz Core/50-MHz Bus 

— 90-MHz Core/60-MHz Bus 

— 120-MHz Core/60-MHz Bus 


The Pentium® processor is fully compatible with the entire installed base of applications for DOS*, Windows*, 
OS/2*, and UNIX*, and all other software that runs on any earlier Intel 8086 family product. The Pentium 
processor’s superscalar architecture can execute two instructions per clock cycle. Branch prediction and 
separate caches also increase performance. The pipelined floating-point unit delivers workstation level per- 
formance. Separate code and data caches reduce cache conflicts while remaining software transparent. The 
Pentium processor with voltage reduction technology has 3.3 million transistors. It is built on Intel’s advanced 
low voltage BICMOS silicon technology, and has full SL Enhanced power management features, including 
System Management Mode (SMM) and clock control. The additional SL Enhanced features, 2.9V core opera- 
tion along with 3.3V I/O buffer operation, and the option of the TCP package, which are not available in the 
Pentium processor (510X60, 567X66), make the Pentium processor with voltage reduction technology ideal for 
enabling mobile Pentium processor designs. The Pentium processor may contain design defects or errors 
known as errata. Current characterized errata are available upon request. 
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1.0 INTRODUCTION 

Intel is manufacturing a reduced power version of 
the latest Pentium® processor, the Pentium proces- 
sor at iCOMP® index (610\75 MHz, 735\90 MHz, 
1000M20 MHz) with voltage reduction technology, 
targeting the mobile market. Voltage reduction tech- 
nology allows the processor to “talk” to industry 
standard 3.3V components while its Inner core, op- 
erating at 2.9 volts, consumes less power to pro- 
mote a longer battery life. The Pentium processor 
with voltage reduction technology Is offered in the 
Tape Carrier Package (TCP) and the SPG A pack- 
age. It has all the advanced features of the 3.3V 
Pentium except for the differences listed in sections 

3.1 and 7.1.1. 

The Pentium processor with voltage reduction tech- 
nology has several features which allow high-per- 
formance notebooks to be designed with the Penti- 
um processor, including the following: 

• The Pentium processor with voltage reduction 
technology TCP package dimensions are ideal 
for small form-factor designs. 

• The Pentium processor with voltage reduction 
technology TCP package has superior thermal re- 
sistance characteristics. 

• 2.9V core and 3.3V I/O buffer Vcc inputs reduce 
power consumption significantly, while maintain- 
ing 3.3V compatibility externally. 

• The SL Enhanced feature set, which was initially 
Implemented in the lntel486TM CPU. 

The architecture and Internal features of the Penti- 
um processor with voltage reduction technology 
(TCP and SPG A) are identical to those of the Penti- 
um processor (610\75, 735\90, 815\100, 

1000X1 20), except several features not used in mo- 
bile applications have been eliminated to streamline 
it for mobile applications. The TCP Pentium proces- 


sor with voltage reduction technology specifications 
are detailed in section 3 to section 6. All SPGA Pen- 
tium processor with voltage reduction technology 
specifications, with the exception of the differences 
described In section 7, are identical to the Pentium 
processor (610X75, 735X90, 815X100, 1000X120) 
specifications provided In the Pentium® Processor 
Family Developer’s Manual, Volume 1: Pentium® 
Processors. 


This document should be used in conjunction with 
the Pentium processor documents listed below. 


List of related documents: 


Pentium® Processor Family Developer’s Manual, 
Vol. 1: Pentium® Processors (Order Number: 
241428) 

Pentium® Processor Family Developer’s Manual, 
Vol. 3: Architecture and Programming Manual 
(Order Number: 241430) 



2.0 MICROPROCESSOR 

ARCHITECTURE OVERVIEW 

The Pentium processor with voltage reduction tech- 
nology extends the Intel Pentium family of micro- 
processors. It is compatible with the 8086/88, 
80286, lntel386TM DX, Intel386 SX, lntel486TM dX, 
Intel486 DX2, Intel486 SX and the Pentium proces- 
sors at iCOMP® Index 510X60 MHz, 567X66 MHz, 
610X75 MHz, 735X90 MHz and 815X100 MHz. 

The Pentium processor family consists of the Penti- 
um processor with voltage reduction technology de- 
scribed in this document, the original Pentium proc- 
essor (510X60, 567X66), and the Pentium processor 
(610X75, 735X90, 815X100, 1000X120). “Pentium 
processor” will be used In this document to refer to 
the entire Pentium processor family in general. 
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The Pentium processor family architecture contains 
all of the features of the Intel486 CPU family, and 
provides significant enhancements and additions in- 
cluding the following: 

• Superscalar Architecture 

• Dynamic Branch Prediction 

• Pipelined Floating-Point Unit 

• Improved Instruction Execution Time 

• Separate 8K Code and 8K Data Caches 

• Writeback MESI Protocol in the Data Cache 

• 64-Bit Data Bus 

• Bus Cycle Pipelining 

• Address Parity 

• Internal Parity Checking 

• Execution Tracing 

• Performance Monitoring 

• IEEE 1149.1 Boundary Scan 

• System Management Mode 

• Virtual Mode Extensions 

2.1 Pentium® Processor Family 
Architecture 

The application instruction set of the Pentium proc- 
essor family includes the complete Intel486 CPU 
family instruction set with extensions to accommo- 
date some of the additional functionality of the Penti- 
um processors. All application software written for 
the Intel386 and Intel486 family microprocessors will 
run on the Pentium processors without modification. 
The on-chip memory management unit (MMU) Is 
completely compatible with the Intel386 family and 
Intel486 family of CPUs. 

The Pentium processors implement several en- 
hancements to increase performance. The two In- 
struction pipelines and floating-point unit on Pentium 
processors are capable of independent operation. 
Each pipeline issues frequently used instructions in 
a single clock. Together, the dual pipes can issue 
two integer instructions In one clock, or one floating 
point Instruction (under certain circumstances, two 
floating-point instructions) in one clock. 

Branch prediction is implemented In the Pentium 
processors. To support this, Pentium processors im- 
plement two prefetch buffers, one to prefetch code 
In a linear fashion, and one that prefetches code 
according to the Branch Target Buffer (BTB) 


so the needed code Is almost always prefetched be- 
fore it is needed for execution. 

The floating-point unit has been completely rede- 
signed over the Intel486 CPU. Faster algorithms pro- 
vide up to 10X speed-up for common operations In- 
cluding add, multiply and load. 

Pentium processors include separate code and data 
caches integrated on-chip to meet performance 
goals. Each cache Is 8 Kbytes In size, with a 32-byte 
line size and Is 2-way set associative. Each cache 
has a dedicated Translation Lookaside Buffer (TLB) 
to translate linear addresses to physical addresses. 
The data cache Is configurable to be writeback or 
writethrough on a llne-by-llne basis and follows the 
MESI protocol. The data cache tags are triple ported 
to support two data transfers and an Inquire cycle in 
the same clock. The code cache is an inherently 
write-protected cache. The code cache tags are 
also triple ported to support snooping and split line 
accesses. Individual pages can be configured as 
cacheable or non-cacheable by software or hard- 
ware. The caches can be enabled or disabled by 
software or hardware. 

The Pentium processors have increased the data 
bus to 64 bits to Improve the data transfer rate. Burst 
read and burst writeback cycles are supported by 
the Pentium processors. In addition, bus cycle pipe- 
lining has been added to allow two bus cycles to be 
in progress simultaneously. The Pentium proces- 
sors’ Memory Management Unit contains optional 
extensions to the architecture which allow 2-Mbyte 
and 4-Mbyte page sizes. 

The Pentium processors have added significant data 
integrity and error detection capability. Data parity 
checking is still supported on a byte-by-byte basis. 
Address parity checking and internal parity checking 
features have been added along with a new excep- 
tion, the machine check exception. 

As more and more functions are integrated on chip, 
the complexity of board level testing is increased. To 
address this, the Pentium processors have in- 
creased test and debug capability. The Pentium 
processors Implement IEEE Boundary Scan (Stan- 
dard 1149.1). In addition, the Pentium processors 
have specified four breakpoint pins that correspond 
to each of the debug registers and externally indi- 
cate a breakpoint match. Execution tracing provides 
external Indications when an Instruction has com- 
pleted execution in either of the two internal pipe- 
lines, or when a branch has been taken. 
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Figure 1. Pentium® Processor Block Diagram 
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System Management Mode (SMM) has been imple- 
mented along with some extensions to the SMM ar- 
chitecture. Enhancements to the virtual 8086 mode 
have been made to increase performance by reduc- 
ing the number of times it is necessary to trap to a 
virtual 8086 monitor. 

The block diagram shows the two instruction pipe- 
lines, the “u” pipe and “v” pipe. The u-pjpe can exe- 
cute all integer and floating point instructions. The v- 
pipe can execute simple Integer instructions and the 
FXCH floating-point Instructions. 

The separate caches are shown, the code cache 
and data cache. The data cache has two ports, one 
for each of the two pipes (the tags are triple ported 
to allow simultaneous Inquire cycles). The data 
cache has a dedicated Translation Lookaside Buffer 
(TLB) to translate linear addresses to the physical 
addresses used by the data cache. 

The code cache, branch target buffer and prefetch 
buffers are responsible for getting raw instructions 
into the execution units of the Pentium processor. 
Instructions are fetched from the code cadhe or 
from the external bus. Branch addresses are re- 
membered by the branch target buffer. The code 
cache TLB translates linear addresses to physical 
addresses used by the code cache. 

The decode unit decodes the prefetched instruc- 
tions so the Pentium processor can execute the in- 
struction. The control ROM contains the micro- 


code which controls the sequence of operations that 
must be performed to implement the Pentium proc- 
essor architecture. The control ROM unit has direct 
control over both pipelines. 

The Pentium processors contain a pipelined floating- 
point unit that provides a significant floating-point 
performance advantage over previous generations 
of processors. 

The architectural features introduced in this section 
are more fully described in the Pentium® Processor 
Family Developer’s Manual, Volume 3. 


3.0. TCP PINOUT 


3.1. Pentium® Processor with Voitage 
Reduction Technoiogy 
Differences from the SPGA 3.3V 
Pentium Processor 

To better streamline the part for mobile applications, 
the following features have been eliminated for the 
TCP and SPGA Pentium processor with voltage re- 
duction technology: Upgrade, Dual Processing (DP), 
APIC and Master/Checker functional redundancy. 
Table 1 lists the corresponding pins which exist on 
the SPGA 3.3V Pentium processor but have been 
removed on the TCP and SPGA Pentium processor 
with voltage reduction technology. 
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Table 1. Signals Removed in Pentium® Processor with Voltage Reduction Technoiogy 


Signal 

Function 

ADSC# 

Additional Address Status. This signal is mainly used for large or standalone L2 cache memory 
subsystem support required for high-performance desktop or server models. 

BRDYC# 

Additional Burst Ready. This signal is mainly used for large or standalone L2 cache memory 
subsystem support required for high-performance desktop or server models. 

CPUTYP 

CPU Type. This signal is used for dual processing systems. 

D/P# 

Dual/Primary processor identification. This signal is only used for an Upgrade processor. 

FRCMC# 

Functional Redundancy Checking. This signal is only used for error detection via processor 
redundancy, and requires two Pentium® processors (master/checker). 

PBGNT# 

Private Bus Grant. This signal is only used for dual processing systems. 

PBREQ# 

Private Bus Request. This signal is used only for dual processing systems. 

PHIT# 

Private Hit. This signal is only used for dual processing systems. 

PHITM# 

Private Modified Hit. This signal is only used for dual processing systems. 

PICCLK 

APIC Clock. This signal is the APIC interrupt controller serial data bus clock. 

PICDO 

[OPEN#] 

APIC’s Programmable Interrupt Controller Data line 0. PICDO shares a pin with DPEN# (Dual 
Processing Enable). 

PICD1 

[APICEN] 

APIC’s Programmable Interrupt Controller Data line 1 . PICD1 shares a pin with APICEN (APIC 
Enable (on RESET)). 
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3.2. TCP Pinout and Pin Descriptions 

3.2.1. PENTIUM® PROCESSOR WITH VOLTAGE REDUCTION TECHNOLOGY TCP PINOUT 



242557-3 


Figure 2. Pentium® Processor with Voltage Reduction Technology TCP Pinout 
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Table 2. TCP Pin Cross Reference by Pin Name (Continued) 


Controi 

A20M# 

286 

BREQ 

312 

HITM# 

293 

PM1/BP1 

29 

ADS# 

296 

BUSCHK# 

288 

HLDA 

311 

PRDY 

318 

AHOLD 

14 

CACHE# 

21 

HOLD 

4 

PWT 

299 

AP 

308 

D/C# 

298 

lERR# 

34 

R/S# 

198 

APCHK# 

315 

DPO 

140 

IGNNE# 

193 

RESET 

270 

BEO# 

285 

DPI 

127 

INIT 

192 

SCYC 

273 

BE1# 

284 

DP2 

114 

INTR/LINTO 

197 

SMI# 

196 

BE2# 

283 

DP3 

99 

INV 

15 

SMIACT# 

319 

BE3# 

282 

DP4 

84 

KEN# 

13 

TCK 

161 

BE4# 

279 

DP5 

71 

LOCK# 

303 

TDI 

163 

BE5# 

278 

DPO 

54 

M/10# 

22 

TDO 

162 

BE6# 

277 

DP7 

37 

NA# 

8 

TMS 

164 

BE7# 

276 

EADS# 

297 

NMI/LINT1 

199 

TRST# 

167 

BOFF# 

9 

EWBE# 

16 

PCD 

300 

W/R# 

289 

BP2 

28 

FERR# 

31 

PCHK# 

316 

WB/WT# 

5 

BP3 

25 

FLUSH# 

287 

PEN# 

191 


BRDY# 

10 

HIT# 

292 

PMO/BPO 

30 




Ciock Controi 



BF 

186 

STPCLK# 

181 




272 



2-166 


I 





PENTIUM® PROCESSORS WITH VOLTAGE REDUCTION TECHNOLOGY 

Table 2. TCP Pin Cross Reference by Pin Name (Continued) 

Vcc^* 


111 

183 

153 

188 

157 

190 

165 

195 

168 

217 

170 

225 

172 

232 

174 

240 

177 

243 

180 

249 


2 

91 

178 

258 

19 

97 

204 

264 

23 

103 

210 

275 

35 

109 

216 

281 

43 

117 

221 

291 

51 

123 

226 

295 

59 

129 

230 

301 

67 

135 

236 

306 

73 

141 

241 

313 

79 

147 

247 


85 

160 

253 



2 


*These Vcc^ pins are 2.9V inputs for the TCP Pentium® processor with voltage reduction technology, but may change to a 
different voltage on future offerings of this microprocessor family. 

**AII Vcc^ pins will remain at 3.3V power inputs for TCP Pentium processor. 
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Table 3. TCP Pin Cross Reference by Pin Number (Pins 1-136) 


Pin # 

Signal 

Pin # 

Signai 

Pin # 

Signal 

Pin # 

Signal 

1 

VCC2 

35 

VCC3 

69 

D49 

103 

VCC3 

2 

VCC3 

36 

VSS 

70 

D48 

104 

VSS 

3 

VSS 

37 

DP7 

71 

DP5 

105 

D28 

4 

HOLD 

38 

D63 

72 

D47 

106 

D27 

5 

WB/WT# 

39 

D62 

73 

VCC3 

107 

D26 

6 

VCC2 

40 

D61 

74 

VSS 

108 

D25 

7 

VSS 

41 

VCC2 

75 

D46 

109 

VCC3 

8 

NA# 

42 

VSS 

76 

D45 

110 

VSS 

9 

BOFF# 

43 

VCC3 

77 

D44 

111 

VCC2 

10 

BRDY# 

44 

VSS 

78 

D43 

112 

VSS 

11 

VCC2 

45 

D60 

79 

VCC3 

113 

D24 

12 

VSS 

46 

D59 

80 

VSS 

114 

DP2 

13 

KEN# 

47 

D58 

81 

D42 

115 

D23 

14 

AHOLD 

48 

D57 

82 

D41 

116 

D22 

15 

INV 

49 

VCC2 

83 

D40 

117 

VCC3 

16 

EWBE# 

50 

VSS 

84 

DP4 

118 

VSS 

17 


51 


85 


119 

D21 

18 

VSS 

52 


86 


120 

D20 

19 


53 

D56 

87 

D39 

121 

D19 

20 

VSS 

54 


88 

D38 


D18 

21 

CACHE# 

55 


89 

D37 

123 

VCC3 

22 

M/IO# 

56 

D54 

90 

D36 

124 

VSS 

23 

VCC3 

57 


91 



D17 

24 

VSS 

58 


92 


126 

D16 

25 

BP3 

59 


93 

D35 

127 

DPI 

26 

VSS 

60 


mam 

D34 

128 

D15 

27 

VCC2 

61 




129 

VCC3 

28 

BP2 

62 

D52 

96 

D32 

130 

VSS 

29 

PM1/BP1 

63 

D51 

97 

VCC3 

131 

D14 

30 

PMO/BPO 

64 

D50 

98 

VSS 

132 

D13 

31 

FERR# 

65 

VCC2 

99 

DP3 

133 

D12 

32 

VSS 

66 

VSS 

100 

D31 

134 

Dll 

33 

VCC2 

67 

VCC3 

101 

D30 

135 

VCC3 

34 

lERR# 

68 

VSS 

102 

D29 

136 

VSS 
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Table 3. TCP Pin Cross Reference by Pin Number (Pins 137-272) (Continued) 


Pin # 

Signal 

Pin# 

Signai 

Pin # 

Signai 

Pin # 

Signai 

137 

DIO 

171 

VSS 

205 

A24 

239 

VSS 

138 

D9 

172 

VCC2 

206 

A25 

240 

VCC2 

139 

D8 

173 

VSS 

207 

A26 

241 

VCC3 

140 

DPO 

174 

VCC2 

208 

A27 

242 

A12 

141 


175 

NC 





142 

VSS 


VSS 

210 


244 

bbh 

143 

D7 

177 

VCC2 

211 

A28 

245 

A13 

144 

D6 

178 

VCC3 


A29 



145 

D5 

179 

VSS 

213 

A30 

IflQQIIII 

Bj^ilii 

146 

D4 


VCC2 

214 

A31 

IlgSII 

A14 

147 

VCC3 



215 


249 


148 

VSS 



216 


250 


149 

D3 



217 


251 

A15 

150 

D2 



218 




151 

D1 



219 



bbih 

152 

DO 

■Bl 

BF 

220 


254 


153 

VCC2 


VSS 





154 

VSS 



222 

A4 


bbh 

155 

NC 




A5 

257 

VCC2 

156 

NC 





258 

VCC3 

157 

VCC2 






A18 

158 

NC 


INIT 

226 


260 


159 

VSS 



227 


261 

VSS 

160 

VCC3 


VSS 

bbi 


262 

A19 

161 

TCK 







162 

TDO 



230 


264 


163 

TDI 




A8 

265 

A20 

164 

TMS 


R/S# 





165 

VCC2 i 

199 

NMI 

233 

VSS 

267 

VSS 

166 

VSS 

200 

A21 

234 

A9 

268 

VCC2 

167 

TRST# 

201 

A22 

235 

VSS 

269 

VSS 

168 

VCC2 

202 

A23 

236 

VCC3 

270 

RESET 

169 

VSS 

203 

VSS 

237 

A10 

271 

NC 

170 

VCC2 

204 

VCC3 

238 

All 

272 

CLK 
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Table 3. TCP Pin Cross Reference by Pin Number (Pins 273-320) (Continued) 


Pin # 

Signal 

Pin # 

Signal 

Pin # 

Signal 

Pin # 

Signai 

273 

SCYC 

285 

BEO# 

297 

EADS# 

309 

VCC2 

274 

VSS 

286 

A20M# 

298 

D/C# 

310 

VSS 

275 

VCC3 

287 

FLUSH# 

299 

PWT 

311 

HLDA 

276 

BE7# 

288 

BUSCHK# 

300 

PCD 

312 

BREQ 

277 

BE6# 

289 

W/R# 

301 

VCC3 

313 

VCC3 

278 

BE5# 

290 

VSS 

302 

VSS 

314 

VSS 

279 

BE4# 

291 

VCC3 

303 

LOCK# 

315 

APCHK# 

280 

VSS 

292 

HIT# 

304 

VCC2 

316 

PCHK# 

281 

VCC3 

293 

HUM# 

305 

VSS 

317 

VCC2 

282 

BE3# 

294 

VSS 

306 

VCC3 

318 

PRDY 

283 

BE2# 

295 

VCC3 

307 

VSS 

319 

SMI ACT# 

284 

BE1# 

296 

ADS# 

308 

AP 

320 

VSS 


NOTE: 

1 . VCC2 pins are 2.9V power inputs to the core. 

2. VCC3 pins are 3.3V power inputs to the core. 
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3.3. Design Notes 

For reliable operation, always connect unused in- 
puts to an appropriate signal level. Unused active 
low inputs should be connected to Vcc3- Unused 
active HIGH inputs should be connected to GND 
(Vss)- 

No Connect (NC) pins must remain unconnected. 
Connection of NC pins may result In component fail- 
ure or incompatibility with processor steppings. 


3.4. Quick Pin Reference 

This section gives a brief functional description of 
each of the pins. For a detailed description, see the 


“Hardware Interface” chapter in the Pentium® Proc- 
essor Family Developer’s Manual, Volume 1. 

Note that all input pins must meet their AC/DC 
specifications to guarantee proper functional 
behavior. 

The # symbol at the end of a signal name indicates 
that the active or asserted state occurs when the 
signal is at a low voltage. When a # symbol is not 
present after the signal name, the signal is active, or 
asserted at the high voltage level. 
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Table 4. Quick Pin Reference 


Symbol 

Type 

Name and Function 

A20M# 

I 

When the address bit 20 mask pin is asserted, the Pentium® processor emulates 
the address wraparound at 1 Mbyte which occurs on the 8086. When A20M # is 
asserted, the processor masks physical address bit 20 (A20) before performing a 
lookup to the internal caches or driving a memory cycle on the bus. The effect of 
A20M# is undefined in protected mode. A20M# must be asserted only when the 
processor is in real mode. 

A31-A3 

I/O 

As outputs, the address lines of the processor along with the byte enables define 
the physical area of memory or I/O accessed. The external system drives the 
inquire address to the processor on A31 -A5. 

ADS# 

0 

The address status indicates that a new valid bus cycle is currently being driven by 
the processor. 

AHOLD 

I 

In response to the assertion of address hold, the processor will stop driving the 
address lines (A31 -A3), and AP in the next clock. The rest of the bus will remain 
active so data can be returned or driven for previously issued bus cycles. 

AP 

I/O 

Address parity is driven by the processor with even parity information on all 
processor generated cycles in the same clock that the address is driven. Even 
parity must be driven back to the processor during Inquire cycles on this pin in the 
same clock as EADS# to ensure that correct parity check status is indicated. 

APCHK# 

0 

The address parity check status pin Is asserted two clocks after EADS# is 
sampled active if the processor has detected a parity error on the address bus 
during inquire cycles. APCHK# will remain active for one clock each time a parity 
error is detected. 

BE7#-BE5# 

0 

The byte enable pins are used to determine which bytes must be written to 

BE4#-BE0# 

I/O 

external memory, or which bytes were requested by the CPU for the current cycle. 
The byte enables are driven In the same clock as the address lines (A31 -3). 

BF 

I 

Bus Frequency determines the bus-to-core ratio. BF Is sampled at RESET, and 
cannot be changed until another non-warm (1 ms) assertion of RESET. Additionally, 
BF must not change values while RESET Is active. For proper operation of the 
processor, this pin should be strapped high or low. When BF Is strapped to VCC, 
the processor will operate at a % bus/core frequency ratio. When BF is strapped to 
VSS, the processor will operate to a Va bus/core frequency ratio. If BF is left 
floating, the processor defaults to a % bus/core ratio. 

BOFF# 

I 

i 

The backoff Input is used to abort all outstanding bus cycles that have not yet 
completed. In response to BOFF#, the processor will float all pins normally floated 
during bus hold In the next clock. The processor remains in bus hold until BOFF # is 
negated, at which time the Pentium processor restarts the aborted bus cycle(s) In 
their entirety. 

BP [3:2] 
PM/BP[1:0] 

0 

The breakpoint pins (BP3-0) correspond to the debug registers, DR3-DR0. 
These pins externally indicate a breakpoint match when the debug registers are 
programmed to test for breakpoint matches. 

BP1 and BPO are multiplexed with the performance monitoring pins (PM1 and 
PMO). The PB1 and PBO bits in the Debug Mode Control Register determine if the 
pins are configured as breakpoint or performance monitoring pins. The pins come 
out of RESET configured for performance monitoring. 
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Table 4. Quick Pin Reference (Continued) 


Symbol 

Type 

Name and Function 

BRDY# 

* I 

< 

The burst ready input indicates that the external system has presented valid data on 
the data pins in response to a read or that the external system has accepted the 
processor data in response to a write request. This signal is sampled In the T2, T12 
and T2P bus states. 

BREQ 

0 

The bus request output Indicates to the external system that the processor has 
internally generated a bus request. This signal Is always driven whether or not the 
processor is driving its bus. 

BUSCHK# 

I 

The bus check input allows the system to signal an unsuccessful completion of a bus 
cycle. If this pin is sampled active, the processor will latch the address and control 
signals in the machine check registers. If, in addition, the MCE bit in CR4 is set, the 
processor will vector to the machine check exception. 

CACHE# 

0 

For processor-initiated cycles, the cache pin indicates internal cacheability of the 
cycle (If a read), and Indicates a burst writeback cycle (if a write). If this pin is driven 
inactive during a read cycle, the processor will not cache the returned data, regardless 
of the state of the KEN # pin. This pin is also used to determine the cycle length 
(number of transfers in the cycle). 

CLK 

I 

The clock input provides the fundamental timing for the processor. Its frequency is the 
operating frequency of the processor external bus and requires TTL levels. All external 
timing parameters except TDI, TDO, TMS, TRST # and PICDO-1 are specified with 
respect to the rising edge of CLK. It is recommended that CLK begin 150 ms after Vcc 
reaches its proper operating level. This recommendation is only to assure the long 
term reliability of the device. 

D/C# 

0 

The data/code output is one of the primary bus cycle definition pins. It is driven valid 
In the same clock as the ADS# signal Is asserted. D/C# distinguishes between data 
and code or special cycles. 

D63-D0 

I/O 

These are the 64 data lines for the processor. Lines D7-D0 define the least 
significant byte of the data bus; lines D63-D56 define the most significant byte of the 
data bus. When the CPU is driving the data lines, they are driven during the T2, T1 2 or 
T2P clocks for that cycle. During reads, the CPU samples the data bus when BRDY# 
is returned. 

DP7-DP0 

I/O 

These are the data parity pins for the processor. There Is one for each byte of the 
data bus. They are driven by the processor with even parity information on writes in 
the same clock as write data. Even parity information must be driven back to the 
Pentium processor with voltage reduction technology on these pins in the same clock 
as the data to ensure that the correct parity check status is indicated by the processor. 
DP7 applies to D63-D56; DPO applies to D7-D0. 

EADS# 

I 

This signal indicates that a valid external address has been driven onto the 
processor address pins to be used for an inquire cycle. 
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Table 4. Quick Pin Reference (Continued) 


Symbol 

Type 

Name and Function 

EWBE# 

I 

The external write buffer empty input, when inactive (high), indicates that a write cycle 
is pending in the external system. When the processor generates a write and EWBE# is 
sampled inactive, the processor will hold off all subsequent writes to all E- or M-state 
lines in the data cache until all write cycles have completed, as indicated by EWBE# 
being active. 

FERR# 

0 

The floating point error pin is driven active when an unmasked floating point error 
occurs. FERR# is similar to the ERROR# pin on the lntel 387 TM math coprocessor. 
FERR# is included for compatibility with systems using DOS-type floating point error 
reporting. 

FLUSH# 

I 

When asserted, the cache flush input forces the processor to write back all modified 
lines in the data cache and Invalidate its internal caches. A Flush Acknowledge special 
cycle will be generated by the processor indicating completion of the writeback and 
invalidation. 

If FLUSH # is sampled low when RESET transitions from high to low, tristate test mode 
is entered. 

HIT# 

0 

The hit indication is driven to reflect the outcome of an inquire cycle. If an inquire cycle 
hits a valid line in either the data or instruction cache, this pin is asserted two clocks 
after EADS# is sampled asserted. If the inquire cycle misses the cache, this pin is 
negated two clocks after EADS#. This pin changes its value only as a result of an 
Inquire cycle and retains its value between the cycles. 

HITM# 

0 

The hit to a modified iine output is driven to reflect the outcome of an inquire cycle. It is 
asserted after inquire cycles which resulted in a hit to a modified line in the data cache. It 
is used to inhibit another bus master from accessing the data until the line is completely 
written back. 

HLDA 

0 

The bus hoid acknowiedge pin goes active in response to a hold request driven to the 
processor on the HOLD pin. It indicates that the processor has floated most of the 
output pins and relinquished the bus to another local bus master. When leaving bus 
hold, HLDA will be driven inactive and the processor will resume driving the bus. If the 
processor has a bus cycle pending, it will be driven in the same clock that HLDA is de- 
asserted. 

HOLD 

I 

In response to the bus hold request, the processor will float most of its output and 
input/output pins and assert HLDA after completing all outstanding bus cycles. The 
processor will maintain its bus in this state until HOLD is de-asserted. HOLD is not 
recognized during LOCK cycles. The processor will recognize HOLD during reset. 

lERR# 

0 

The internal error pin Is used to indicate internal parity errors. If a parity error occurs on 
a read from an internal array, the processor will assert the lERR# pin for one clock and 
then shutdown. 
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Table 4. Quick Pin Reference (Continued) 


Symbol 

Type 

Name and Function 

IGNNE# 

I 

This is the ignore numeric error input. This pin has no effect when the NE bit in CRO is 
set to 1 . When the CRO.NE bit is 0, and the IGNNE# pin is asserted, the processor will 
ignore any pending unmasked numeric exception and continue executing floating-point 
instructions for the entire duration that this pin is asserted. When the CRO.NE bit is 0, 
IGNNE# is not asserted, a pending unmasked numeric exception exists (SW.ES = 1), 
and the floating-point instruction is one of FI NIT, FCLEX, FSTENV, FSAVE, FSTSW, 
FSTCW, FENI, FDISI, or FSETPM, the processor will execute the Instruction in spite of 
the pending exception. When the CRO.NE bit is 0, IGNNE# is not asserted, a pending 
unmasked numeric exception exists (SW.ES =1), and the floating-point instruction Is 
one other than FINIT, FCLEX, FSTENV, FSAVE, FSTSW, FSTCW, FENI, FDISI, or 
FSETPM, the processor will stop execution and wait for an external interrupt. 

INIT 

I 

The processor initialization input pin forces the processor to begin execution In a 
known state. The processor state after INIT is the same as the state after RESET except 
that the internal caches, write buffers, and floating point registers retain the values they 
had prior to INIT. INIT may NOT be used in lieu of RESET after power up. 

If INIT is sampled high when RESET transitions from high to low, the processor will 
perform built-in self test prior to the start of program execution. 

INTR 

I 

An active maskable interrupt input indicates that an external interrupt has been 
generated. If the IF bit in the EFLAGS register is set, the processor will generate two 
locked interrupt acknowledge bus cycles and vector to an interrupt handler after the 
current Instruction execution is completed. INTR must remain active until the first 
interrupt acknowledge cycle is generated to assure that the interrupt is recognized. 

INV 

I 

The invalidation input determines the final cache line state (S or 1) in case of an inquire 
cycle hit. It is sampled together with the address for the Inquire cycle in the clock 
EADS# Is sampled active. 

KEN# 

I 

The cache enable pin is used to determine whether the current cycle is cacheable or 
not and is consequently used to determine cycle length. When the processor generates 
a cycle that can be cached (CACHE# asserted) and KEN# Is active, the cycle will be 
transformed Into a burst line fill cycle. 

LOCK# 

0 

The bus lock pin indicates that the current bus cycle is locked. The processor will not 
allow a bus hold when LOCK# is asserted (but AHOLD and BOFF# are allowed). 
LOCK# goes active in the first clock of the first locked bus cycle and goes inactive after 
the BRDY# is returned for the last locked bus cycle. LOCK# Is guaranteed to be de- 
asserted for at least one clock between back-to-back locked cycles. 

M/IO# 

o 

The memory/input-output is one of the primary bus cycle definition pins. It is driven 
valid in the same clock as the ADS# signal is asserted. M/IO# distinguishes between 
memory and I/O cycles. 
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Table 4. Quick Pin Reference (Continued) 

Symbol 

Type 

Name and Function 

NA# 

1 

An active next address input indicates that the external memory system is ready to 
accept a new bus cycle although all data transfers for the current cycle have not yet 
completed. The processor will issue ADS# for a pending cycle two clocks after NA# 
Is asserted. The processor supports up to two outstanding bus cycles. 


1 

The non-maskable interrupt request signal indicates that an external non-maskable 
interrupt has been generated. 

PCD 

0 

The page cache disable pin reflects the state of the PCD bit in CR3; Page Directory 
Entry or Page Table Entry. The purpose of PCD Is to provide an external cacheability 
indication on a page-by-page basis. 

PCHK# 

o 

The parity check output indicates the result of a parity check on a data read. It Is 
driven with parity status two clocks after BRDY# is returned. PCHK# remains low 
one clock for each clock in which a parity error was detected. Parity is checked only 
for the bytes on which valid data is returned. 

PEN# 

1 

The parity enable input (along with CR4.MCE) determines whether a machine check 
exception will be taken as a result of a data parity error on a read cycle. If this pin is 
sampled active in the clock, a data parity error is detected. The processor will latch 
the address and control signals of the cycle with the parity error in the machine check 
registers. If, in addition, the machine check enable bit in CR4 is set to 1 , the 
processor will vector to the machine check exception before the beginning of the 
next instruction. 

PM/BP[1;0] 

0 

These pins function as part of the performance monitoring feature. 

The breakpoint 1 -0 pins are multiplexed with the performance monitoring 1-0 
pins. The PB1 and PBO bits In the Debug Mode Control Register determine if the pins 
are configured as breakpoint or performance monitoring pins. The pins come out of 
RESET configured for performance monitoring. 

PRDY 

0 

The probe ready output pin indicates that the processor has stopped normal 
execution in response to the R/S# pin going active or Probe Mode being entered. 

PWT 

o 

The page writethrough pin reflects the state of the PWT bit in CR3, the page 
directory entry, or the page table entry. The PWT pin is used to provide an external 
writeback indication on a page-by-page basis. 

R/S# 

1 

The run/stop input is an asynchronous, edge-sensitive interrupt used to stop the 
normal execution of the processor and place it into an idle state. A high to low 
transition on the R/S# pin will Interrupt the processor and cause it to stop execution 
at the next Instruction boundary. 

RESET 

1 

RESET forces the processor to begin execution at a known state. All the processor 
internal caches will be invalidated upon the RESET. Modified lines in the data cache 
are not written back. FLUSH# and INIT are sampled when RESET transitions from 
high to low to determine if tristate test mode will be entered or if BIST will be run. 

SCYC 

0 

The split cycle output Is asserted during misaligned LOCKed transfers to indicate 
that more than two cycles will be locked together. This signal is defined for locked 
cycles only. It is undefined for cycles which are not locked. 
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Table 4. Quick Pin Reference (Continued) 


Symbol 

Type 

Name and Function 

SMI# 

I 

The system management interrupt causes a system management interrupt request 
to be latched internally. When the latched SMI# is recognized on an instruction 
boundary, the processor enters System Management Mode. 

SMIACT# 

0 

An active system management interrupt active output indicates that the processor is 
operating in System Management Mode. 

STPCLK# 

I 

Assertion of the stop clock input signifies a request to stop the internal clock of the 
Pentium processor with voltage reduction technology thereby causing the core to 
consume less power. When the CPU recognizes STPCLK#, the processor will stop 
execution on the next instruction boundary, unless superseded by a higher priority 
Interrupt, and generate a Stop Grant Acknowledge cycle. When STPCLK# is asserted, 
the processor will still respond to external snoop requests. 

TCK 

I 

The testability clock input provides the clocking function for the processor boundary 
scan In accordance with the IEEE Boundary Scan interface (Standard 11 49.1). It is 
used to clock state Information and data Into and out of the processor during boundary 
scan. 

TDI 

I 

The test data input Is a serial input for the test logic. TAP instructions and data are 
shifted Into the processor on the TDI pin on the rising edge of TCK when the TAP 
controller is in an appropriate state. 

TDO 

0 

The test data output Is a serial output of the test logic. TAP Instructions and data are 
shifted out of the processor on the TDO pin on TCK’s falling edge when the TAP 
controller is In an appropriate state. 

TMS 

I 

The value of the test mode select input signal sampled at the rising edge of TCK 
controls the sequence of TAP controller state changes. 

TRST# 

I 

When asserted, the test reset Input allows the TAP controller to be asynchronously 
initialized. 

VCC2 

I 

These pins are the 2.9V power inputs to the Pentium processor with voltage reduction 
technology. 

Vcc3 

I 

These pins are the 3.3V power inputs to the Pentium processor with voltage reduction 
technology. 

Vss 

I 

These pins are the ground inputs to the Pentium processor with voltage reduction 
technology. 

W/R# 

0 

Write/read is one of the primary bus cycle definition pins. It is driven valid in the same 
clock as the ADS# signal is asserted. W/R# distinguishes between write and read 
cycles. 

WB/WT# 

I 

The writeback/writethrough input allows a data cache line to be defined as 
writeback or writethrough on a line-by-line basis. As a result, it determines whether a 
cache line is initially in the S or E state In the data cache. 
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3.5. Pin Reference Tables 


Table 5. Output Pins 


Name 

Active Level 

When Floated 

ADS# 

Low 

Bus Hold, BOFF# 

APCHK# 

Low 


BE7#-BE5# 

Low 

Bus Hold, BOFF# 

BREQ 

High 


CACHE# 

Low 

Bus Hold, BOFF# 

FERR# 

Low 


HIT# 

Low 


HUM# 

Low 


HLDA 

High 


lERR# 

Low 


LOCK# 

Low 

Bus Hold, BOFF# 

M/IO#, D/C#, W/R# 

n/a 

Bus Hold, BOFF# 

PCHK# 

Low 


BP3-2, PM1/BP1,PM0/BP0 

High 


PRDY 

High 


PWT, PCD 

High 

Bus Hold, BOFF# 

SCYC 

High 

Bus Hold, BOFF# 

SMIACT# 

Low 


TDO 

n/a 

All states except Shift-DR and Shift-1 R 


NOTE: 

All output and input/output pins are floated during tristate test mode (except TOO). 
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Table 6. Input Pins 


Name 

— 

Active Level 

Synchronous/ 

Asynchronous 

Internal Resistor 

Qualified 

A20M# 

Low 

Asynchronous 



AHOLD 

High 

Synchronous 



BF 

High 

Synchronous/ RESET 

Pullup 


BOFF# 

Low 

Synchronous 



BRDY# 

Low 

Synchronous 

Pullup 

Bus State T2, T12, T2P 

BUSCHK# 

Low 

Synchronous 

Pullup 

BRDY# 

CLK 

n/a 




EADS# 

Low 

Synchronous 



EWBE# 

Low 

Synchronous 


BRDY# 

FLUSH# 

Low 

Asynchronous 



HOLD 

High 

Synchronous 



IGNNE# 

Low 

Asynchronous 



INIT 

High 

Asynchronous 



INTR 

High 

Asynchronous 



INV 

High 

Synchronous 


EADS# 

KEN# 

Low 

Synchronous 


First BRDY#/NA# 


Low 

Synchronous 


Bus State T2,TD,T2P 


High 

Asynchronous 



IQIIQIIIII 

Low 

Synchronous 


BRDY# 

R/S# 

n/a 

Asynchronous 

Pullup 


RESET 

High 

Asynchronous 



SMI# 

Low 

Asynchronous 

Pullup 


STPCLK# 

Low 

Asynchronous 

Pullup 


TCK 

n/a 


Pullup 


TDI 

n/a 

Synchronous/TCK 

Pullup 

TCK 

TMS 


Synchronous/TCK 

Pullup 

TCK 



Asynchronous 

Pullup 


WB/WT# 

n/a 

Synchronous 


First BRDY#/NA# 
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Table 7. Input/Output Pins 


Name 

Active 

Level 

When Floated 

Qualified 
(when an Input) 

Internal 

Resistor 

A31 -A3 

n/a 

Address Hold, Bus Hold, BOFF# 

EADS# 


AP 

n/a 

Address Hold, Bus Hold, BOFF# 

EADS# 


BE4#-BE0# 

Low 

Bus Hold, BOFF# 

RESET 

Pulldown* 

D63-D0 

n/a 

Bus Hold, BOFF# 

BRDY# 


DP7-DP0 

n/a 

Bus Hold, BOFF# 

BRDY# 



NOTES: 

All output and input/output pins are floated during tristate test mode (except TOO). 
*BE3#-BE0# have pulldowns during RESET only. 
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3.6. Pin Grouping According to Function 

Table 8 organizes the pins with respect to their function. 


Table 8. Pin Functional Grouping 


Function 

Pins 

Clock 

CLK 

Initialization 

RESET, INIT 

Address Bus 

A31-A3, BE7#-BE0# 

Address Mask 

A20M# 

Data Bus 

D63-D0 

Address Parity 

AP, APCHK# 

Data Parity 

DP7-DP0, PCHK#,PEN# 

Internal Parity Error 

lERR# 

System Error 

BUSCHK# 

Bus Cycle Definition 

M/IO#, D/C#, W/R#, CACHE#, SCYC, LOCK# 

Bus Control 

ADS#,BRDY#,NA# 

Page Cacheability 

PCD, PWT 

Cache Control 

KEN#,WB/WT# 

Cache Snooping/Consistency 

AHOLD, EADS#, HIT#, HITM#, INV 

Cache Flush 

FLUSH# 

Write Ordering 

EWBE# 

Bus Arbitration 

BOFF#, BREQ, HOLD, HLDA 

Interrupts 

INTR, NMI 

Floating Point Error Reporting 

FERR#,IGNNE# 

System Management Mode 

SMI#,SMIACT# 

TAP Port 

TCK, TMS, TDI, TDO, TRST# 

Breakpoint/ Performance Monitoring 

PMO/BPO, PM1/BP1, BP3-2 

Clock Control 

STPCLK# 

Probe Mode 

R/S#,PRDY 
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4.0. TCP PENTIUM® PROCESSOR 
WITH VOLTAGE REDUCTION 
TECHNOLOGY ELECTRICAL 
SPECIFICATIONS 


4.1. Maximum Ratings 

The following values are stress ratings only. Func- 
tional operation at the maximum ratings is not Im- 
plied nor guaranteed. Functional operating condi- 
tions are given In the AC and DC specification ta- 
bles. 

Extended exposure to the maximum ratings may af- 
fect device reliability. Furthermore, although the 
Pentium processor with voltage reduction technolo- 
gy contains protective circuitry to resist damage 
from static electric discharge, always take precau- 
tions to avoid high static voltages or electric fields. 


Case temperature under bias -65°C to 1 10“C 

Storage temperature -65°C to 150°C 

3V Supply voltage 

with respect to Vss -0.5V to + 4.6V 

2.9V Supply voltage 

with respect to V$s -0.5V to +4.1 V 

3V Only Buffer DC Input Voltage — -0.5V to Vcc3 
+ 0.5; not to exceed 4.6V (2) 

5V Safe Buffer 

DC Input Voltage -0.5V to 6.5V d-3) 

NOTES: 

1 . Applies to CLK. 

2. Applies to all Pentium processors with voltage reduction 
technology inputs except CLK. 

3. See Table 10. 


WARNING 

Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent 
damage. These are stress ratings only. Op- 
eration beyond the “Operating Conditions” is 
not recommended and extended exposure 
beyond the “Operating Conditions” may af- 
fect device reliability. 


4.2. DC Specifications 


Tables 9, 10 and 1 1 list the DC specifications which 
apply to the TCP Pentium processor with voltage re- 
duction technology. The Pentium processor with 
voltage reduction technology core operates at 2.9V 
Internally while the I/O Interface operates at 3.3V. 
The CLK input may be 3.3V or 5V. Since the 3.3V 
(5V safe) Input levels defined In Table 10 are the 
same as the 5V TTL levels, the CLK Input is com- 
patible with existing 5V clock drivers. The power 
dissipation specification in Table 12 is provided 
for design of thermal solutions during operation In 
a sustained maximum level. This is the worst-case 
power the device would dissipate in a system for a 
sustained period of time. This number is used for 
design of a thermal solution for the device. 



4.2.1. POWER SEQUENCING 

There Is no specific sequence required for powering 
up or powering down the Vcc2 and Vcc3 power sup- 
plies. However, for compatibility with future mobile 
processors, it Is recommended that the Vcc2 and 
Vcc3 power supplies be either both on or both off 
within one second of each other. 


I 


2-183 


PENTIUM® PROCESSORS WITH VOLTAGE REDUCTION TECHNOLOGY 





Table 9. 3.3V DC Specifications 

Tcase = 0 to 95°C; Vcc2 = 2.9V±165mV; Vcc3 = 3.3V±165mV 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

V|l3 

Input Low Voltage 

-0.3 

0.8 

V 

TTL Level (3) 

V|h3 

Input High Voltage 

2.0 

Vcc3 + 0.3 

V 

TTL Level (3) 

Vol3 

Output Low Voltage 


0.4 

V 

TTL Level (1) (3) 

Voh3 

Output High Voltage 

2.4 


V 

TTL Level (2) (3) 

icc2 

Power Supply Current 


2096 

mA 

@75 MHz (4) 


from 2.9V core supply 


2515 

mA 

@90 MHz (4) 




2500 

mA 

@120 MHz (4) (5) 

ICC3 

Power Supply Current 


26 

mA 

@75 MHz (4) 


from 3.3V I/O buffer 


318 

mA 

@90 MHz (4) 


supply 


320 

mA 

@120 MHz (4) 


NOTES: 

1 . Parameter measured at 4 mA. 

2- Parameter measured at 3 mA. 

3. 3.3V TTL levels apply to all signals except CLK. 

4. This value should be used for power supply design. It was determined using a worst-case instruction mix and 
Vcc+ 165mV. Power supply transient response and decoupling capacitors must be sufficient to handle the instantaneous 
current changes occurring during transitions from stop clock to full active modes. For more Information, refer to section 
4.3.2. 

5. The lower power number is due to a process improvement. 


Table 10. 3.3V (5V Safe) DC Specifications 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

V|l5 

Input Low Voltage 

-0.3 

0.8 

V 

TTL Level (1) 

V,h5 

Input High Voltage 

2.0 

5.55 

V 

TTL Level (1) 


NOTES: 

1 . Applies to CLK only. 
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Table 11. Input and Output Characteristics 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

C|N 

Input Capacitance 


15 

PF 

(4) 

Co 

Output Capacitance 


20 

PF 

(4) 

C|/o 

I/O Capacitance 


25 

pF 

(4) 

CcLK 

CLK Input Capacitance 


15 

pF 

(4) 

Ctin 

Test Input Capacitance 


15 

pF 

(4) 

Ctout 

Test Output Capacitance 


20 

pF 

(4) 

Ctck 

Test Clock Capacitance 


15 

pF 

(4) 

Ili 

Input Leakage Current 


±15 

jllA 

0 < V|N < Vcc3 (1) 

Ilo 

Output Leakage Current 


±15 

jllA 

0 < V|N < Vcc3 (1) 

l|H 

Input Leakage Current 


200 

juA 

V|N = 2.4V (3) 

l|L 

Input Leakage Current 


-400 

|LtA 

V|n = 0.4V(2) 


NOTES: 

1 . This parameter is for input without pull up or pull down. 

2. This parameter is for input with pull up. 

3. This parameter is for input with pull down. 

4. Guaranteed by design. 


Table 12. Power Dissipation Requirements for Thermal Solution Design 


Parameter 

Typical(i) 

Max(2) 

Unit 

Notes 

Active Power Dissipation 

o 

CO 

1 

o 

c\i 

6.0 

Watts 

@75 MHz 


2.5-3.5 

7.3 

Watts 

@90 MHz 


2.5-S.5 

7.1 

Watts 

@120 MHz (5) 

Stop Grant and Auto Halt 


1.0 

Watts 

@75 MHz (3) 

Powerdown Power Dissipation 


1.2 

Watts 

@90 MHz (3) 



1.2 

Watts 

@120 MHz (3) 

Stop Clock Power Dissipation 

.02 

0.05 

Watts 

@75 MHz (4) 


.02 

0.05 

Watts 

@90 MHz (4) 



0.05 

Watts 

@120 MHz (4) 


NOTES: 

1 . This IS the typical power dissipation in a system. This value was the average value measured in a system using a typical 
device at Vcc2 = 2.9V and Vcc3 = 3-3V running typical applications. This value is highly dependent upon the specific 
system configuration. 

2. Systems must be designed to thermally dissipate the maximum active power dissipation. It is determined using a worst- 
case instruction mix with Vcc2 = 2.9V and Vcc3 = 3.3V. The use of nominal Vcc in this measurement takes into 
account the thermal time constant of the package. 

3. Stop Grant/ Auto Halt Powerdown Power Dissipation is determined by asserting the STPCLK# pin or executing the HALT 
instruction. 

4. Stop Clock Power Dissipation is determined by asserting the STPCLK# pin and then removing the external CLK Input. 

5. The lower power number is due to a process improvement. 
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4.3. AC Specif ications 

The AC specifications of the TCP Pentium processor 
with voltage reduction technology consist of setup 
times, hold times, and valid delays at 0 pF. All TCP 
Pentium processor with voltage reduction technolo- 
gy AC specifications are valid for Vcc2 = 
2.9V±165mV, Vcc3 = 3.3V ± 165mV and Tease = 
0 to 95"C. 

WARNING 

Do not exceed the 75-MHz Pentium proces- 
sor with voltage reduction technology inter- 
nal maximum frequency of 75 MHz by either 
selecting the Va bus fraction or providing a 
clock greater than 50 MHz. 

Do not exceed the 90-MHz Pentium proces- 
sor with voltage reduction technology Inter- 
nal maximum frequency of 90 MHz. by either 
selecting the V 2 bus fraction or providing a 
clock greater than 60 MHz. 

4.3.1. POWER AND GROUND 

For clean on-chip power distribution, the TCP Penti- 
um processor with voltage reduction technology has 
37 Vcc2 (2.9V power), 42 Vcc3 (3.3V power) and 72 
Vss (ground) inputs. Power and ground connections 
must be made to all external Vcc2, Vcc3 and Vss 
pins of the Pentium processor with voltage reduction 
technology. On the circuit board all Vcc2 pins must 
be connected to a 2.9V Vcc2 plane (or island) and 
all Vcc3 pins must be connected to a 3.3V Vcc3 
plane. All Vss pins must be connected to a Vss 
plane. Please refer to Table 2 for the list of Vcc2, 
Vcc3 and Vss Pins. 

4.3.2. DECOUPLING RECOMMENDATIONS 

Transient power surges can occur as the processor 
is executing instruction sequences or driving large 
loads. To mitigate these high frequency transients, 
liberal high frequency decoupling capacitors should 
be placed near the processor. 

Low inductance capacitors and interconnects are 
recommended for best high frequency electrical per- 
formance. Inductance can be reduced by shortening 
circuit board traces between the processor and de- 
coupling capacitors as much as possible. 


These capacitors should be evenly distributed 
around each component on the 3.3V plane and the 
2.9V plane (or island). Capacitor values should be 
chosen to ensure they eliminate both low and high 
frequency noise components. 

Power transients also occur as the processor rapidly 
transitions from a low level of power consumption to 
a much higher level (or high to low power). A typical 
example would be entering or exiting the Stop Grant 
state. Another example would be executing a HALT 
instruction, causing the processor to enter the Auto 
HALT Powerdown state, or transitioning from HALT 
to the Normal state. All of these examples may 
cause abrupt changes in the power being consumed 
by the processor. Note that the Auto HALT Power- 
down feature is always enabled even when other 
power management features are not Implemented. 

Bulk storage capacitors with a low ESR (Effective 
Series Resistance) in the 10 to 100 jaF range are 
required to maintain a regulated supply voltage dur- 
ing the Interval between the time the current load 
changes and the point that the regulated power sup- 
ply output can react to the change in load. In order 
to reduce the ESR, It may be necessary to place 
several bulk storage capacitors in parallel. 

These capacitors should be placed near the proces- 
sor (on the 3.3V plane and the 2.9V plane (or Is- 
land)) to ensure that these supply voltages stay with- 
in specified limits during changes in the supply cur- 
rent during operation. 

For more detailed informations, please contact Intel 
or refer to the Pentium® Processor with Voltage Re- 
duction Technology: Power Supply Design Consider- 
ations for Mobile Systems application note (Order 
Number 242558). 

4.3.3. CONNECTION SPECIFICATIONS 

All NC pins must remain unconnected. 

For reliable operation, always connect unused in- 
puts to an appropriate signal level. Unused active 
low inputs should be connected to Vcc3- Unused 
active high inputs should be connected to ground. 
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4.3.4. AC TIMINGS FOR A 50-MHZ BUS 

The AC specifications given in Table 13 consist of 
output delays, input setup requirements and input 
hold requirements for a 50-MHz external bus. All AC 
specifications (with the exception of those for the 
TAP signals) are relative to the rising edge of the 
CLK input. 


Table 13. TCP Pentium® Processor with Voltage Reduction Technology 
AC Specifications for 50-MHz Bus Operation 

Vcc2 = 2.9V ±165mV, Vcc3 = 3.3V ±165mV, Tcase = 0"C to 95‘’C, Cl = 0 pF 


Symboi 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 


Frequency 

25.0 

50.0 

MHz 



^1a 

CLK Period 

20.0 

40.0 

nS 

3 


hb 

CLK Period Stability 


±250 

pS 


(1). (19) 

^2 

CLK High Time 

4.0 


nS 

3 

@2V, (1) 

t3 

CLK Low Time 

4.0 


nS 

3 

@0.8V, (1) 

U 

CLK Fall Time 

0.15 

1.5 

nS 

3 

(2.0V-0.8V), (1), (5) 

ts 

CLK Rise Time 

0.15 

1.5 

nS 

3 

(0.8V-2.0V), (1), (5) 

tea 

ADS#, PWT, PCD, BEO-7#, 
M/IO#, D/C#, CACHE#, SCYC, 
W/R# Valid Delay 

1.0 

7.0 

nS 

4 

(22) 

teb 

AP Valid Delay 

1.0 

8.5 

nS 

4 

(22) 

tec 

A3-A31, LOCK# Valid Delay 

1.1 

7.0 

nS 

4 

(22) 


All timings are referenced to 1.5V for both “0” and 
“1” logic levels unless otherwise specified. Within 
the sampling window, a synchronous input must be 
stable for correct operation. 



I 


2-187 



PENTIUM® PROCESSORS WITH VOLTAGE REDUCTION TECHNOLOGY 


Table 13. TCP Pentium® Processor with Voltage Reduction Technology 
AC Specifications for 50-MHz Bus Operation (Continued) 

Vcc2 = 2.9V ±166mV, Vcc3 = 3.3V ±165mV, Tcase = 0°C to 95°C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

*7 

ADS#, AP, A3-A31, PWT, PCD, 
BEO-7#, M/IO#, D/C#, W/R#, 
CACHE#, SCYC, LOCK# 

Float Delay 


10.0 

nS 

5 

(1).(22) 

te 

APCHK#,IERR#,FERR#, 
PCHK# Valid Delay 

1.0 

8.3 

nS 

4 

(4), (22) 

^9a 

BREQ, HLDA, SMIACT# 
Valid Delay 

1.0 

8.0 

nS 

4 

(4), (22) 

tlOa 

HIT# Valid Delay 

1.0 

8.0 

nS 

4 

(22) 

tlOb 

HUM# Valid Delay 

1.1 

6.6 

nS 

4 

(22) 

tl1a 

PM0-1,BP0-3 Valid Delay 

1.0 

10.0 

nS 

4 

(22) 

tl1b 

PRDY Valid Delay 

1.0 

8.0 

nS 

4 

(22) 

tl2 

D0-D63, DPO-7 Write Data 
Valid Delay 

1.3 

8.5 

nS 

4 

(22) 

tl3 

D0-D63, DPO-3 Write Data 
Float Delay 


10.0 

nS 

5 

(1) 

tl4 

A5-A31 Setup Time 

6.5 


nS 

6 

(20) 

tl5 

A5-A31 Hold Time 

1.0 


nS 

6 


tl6a 

INV, AP Setup Time 

5.0 


H^li 

6 


tl6b 

EADS# Setup Time 




6 


tl7 





6 


tl8a 

KEN# Setup Time 




6 


tl8b 

NA#, WB/WT # Setup Time 

4.5 


nS 

6 


tl9 

KEN#, WB/WT#, NA# Hold Time 

1.0 



6 


t20 

BRDY# Setup Time 



iBSli 

6 


t21 

BRDY# Hold Time 

1.0 



6 


t22 

BOFF# Setup Time 

5.5 



6 


t22a 

AHOLD Setup Time 

6.0 



6 


t23 

AHOLD, BOFF# Hold Time 

1.0 



6 
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Table 13. TCP Pentium® Processor with Voitage Reduction Technoiogy 
AC Specifications for 50-MHz Bus Operation (Continued) 

Vcc2 = 2.9V ±165mV, Vcc3 = 3.3V ±165mV. Tcase = 0"C to 95"C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

^24 

BUSCHK#, EWBE#, HOLD, PEN# 
Setup Time 

5.0 


nS 

6 


t25 

BUSCHK#, EWBE#, PEN# 
Hold Time 

1.0 


nS 

6 


t25a 

HOLD Hold Time 

1.5 


ns 

6 


t26 

A20M#,INTR, STPCLK# 
Setup Time 

5.0 


ns 

6 

(11). (15) 

t27 

A20M#,INTR, STPCLK# 
Hold Time 

1.0 


nS 

6 

(12) 

t28 

INIT, FLUSH#, NMI, SMI#, IGNNE# 
Setup Time 

5.0 


nS 

6 

(11), (15), (16) 

t29 

INIT, FLUSH#, NMI, SMI#, IGNNE# 
Hold Time 

1.0 


nS 

6 

(12) 

tso 

INIT, FLUSH#, NMI, SMI#, IGNNE# 
Pulse Width, Async 

2.0 


CLKs 

6 

(14), (16) 

t31 

R/S# Setup Time 

5.0 


nS 

6 

(11), (15), (16) 

t32 

R/S# Hold Time 

1.0 


nS 

6 

(12) 

t33 

R/S# Pulse Width, Async. 

2.0 


CLKs 

6 

(14), (16) 

t34 

D0-D63, DPO-7 Read Data 
Setup Time 

3.8 


nS 

6 


t35 

D0-D63, DPO-7 Read Data 
Hold Time 

1.5 


nS 

6 


t36 

RESET Setup Time 

5.0 


nS 

7 

(11). (15) 

^37 

RESET Hold Time 

1.0 


nS 

7 

(12) 

t38 

RESET Pulse Width, Vcc 
and CLK Stable 

15 

. 


CLKs 

7 

(16) 

^39 

RESET Active After Vcc 
and CLK Stable 

1.0 


mS 

7 

Power up 

t40 

Reset Configuration Signals 
(INIT, FLUSH#) Setup Time 

5.0 


nS 

7 

(11), (15), (16) 

U^ 

Reset Configuration Signals 
(INIT, FLUSH#) Hold Time 

1.0 


nS 

7 

(12) 




PENTIUM® PROCESSORS WITH VOLTAGE REDUCTION TECHNOLOGY 





Table 13. TCP Pentium® Processor with Voltage Reduction Technology 
AC Specifications for 50-MHz Bus Operation (Continued) 

Vcc2 = 2.9V ±165mV, Vcc3 = 3.3V ±165mV, Tcase = 0°C to 95°C, Cl = 0 pF 


Symboi 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

U2a 

Reset Configuration Signals 
(INIT, FLUSH#) Setup Time, 
Async. 

2.0 


CLKs 

7 

To RESET falling edge (15) 

U2b 

Reset Configuration Signals 
(INIT, FLUSH#. BRDY#, 
BUSCHK#) Hold Time, Async. 

2.0 


CLKs 

7 

To RESET falling edge (21) 

U2c 

Reset Configuration Signal 
(BRDY#, BUSCHK#) Setup 
Time, Async. 

3.0 


CLKs 

7 

To RESET falling edge (21) 

U26 

Reset Configuration Signal 
BRDY# Hold Time, RESET 
driven synchronously 

1.0 


nS 


To RESET falling edge (1), (21) 

Usa 

BF Setup Time 

1.0 


mS 

7 

(18) to RESET falling edge 

.Q 

CO 

BF Hold Time 

2.0 


CLKs 

7 

(18) to RESET falling edge 

Ua 

TCK Frequency 


16.0 

MHz 



Us 

TCK Period 

62.5 


nS 

3 


Ue 

TCK High Time 

25.0 


nS 

3 

@2V,(1) 

Ut 

TCK Low Time 

25.0 


nS 

3 

@0.8V, (1) 

Uq 

TCK Fall Time 


5.0 

nS 

3 

(2.0V-0.8V),(1),(8).(9) 

Uo 

TCK Rise Time 


5.0 

nS 

3 

(0.8V-2.0V), (1), (8), (9) 

tso 

TRST# Pulse Width 

40.0 


nS 

9 

(1), Asynchronous 

tsi 

TDI, TMS Setup Time 

5.0 


nS 

8 

(7) 

tS2 

TDI, TMS Hold Time 

13.0 


nS 

8 

(7) 

tS3 

TDO Valid Delay 

3.0 

20.0 

nS 

8 

(8) 

ts4 

TDO Float Delay 


25.0 

nS 

8 

(1). (8) 

t55 

All Non-Test Outputs Valid 
Delay 

3.0 

20.0 

nS 

8 

(3). (8). (10) 
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Table 13. TCP Pentium® Processor with Voltage Reduction Technology 
AC Specifications for 50-MHz Bus Operation (Continued) 

Vcc2 = 2.9V ±165mV, Vcc3 = 3.3V ±165mV, Tcase = to 95^C, Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

^56 

All Non-Test Outputs Float Delay 


25.0 

nS 

8 

(1), (3), (8), (10) 

»57 

All Non-Test Inputs Setup Time 

5.0 


nS 

8 

(3). (7), (10) 

t58 

All Non-Test Inputs Hold Tirhe 

13.0 


nS 

8 

(3). (7). (10) 


NOTES: 

Notes 2, 6 and 1 4 are general and apply to all standard TTL signals used with the Pentium® processor family. 

1 . Not 1 00 percent tested. Guaranteed by design. 

2. TTL input test waveforms are assumed to be 0 to 3V transitions with 1V/nS rise and fall times. 

3. Non-test outputs and inputs are the normal output or input signals (besides TCK, TRST#, TDI, TOO, and TMS). These 
timings correspond to the response of these signals due to boundary scan operations. 

4. APCHK#, FERR#, HLDA, lERR#, LOCK#, and PCHK# are glitch-free outputs. Glitch-free signals monotonically tran- 
sition without false transitions (i.e., glitches). 

5. 0.8V/ns ^ CLK input rise/fall time ^ 8V/ns. 

6. 0.3V/ns ^ input rise/fall time ^ 5V/ns. 

7. Referenced to TCK rising edge. 

8. Referenced to TCK falling edge. 

9. 1 ns can be added to the maximum TCK rise and fall times for every 10 MHz of frequency below 33 MHz. 

10. During probe mode operation, do not use the boundary scan timings {tsssQ). 

1 1 . Setup time is required to guarantee recognition on a specific clock. 

1 2. Hold time is required to guarantee recognition on a specific clock. 

1 3. All TTL timings are referenced from 1 .5V. 

14. To guarantee proper asynchronous recognition, the signal must have been de-asserted (inactive) for a minimum of two 
clocks before being returned active and must meet the minimum pulse width. 

1 5. This input may be driven asynchronously. 

16. When driven asynchronously, RESET, NMI, FLUSH#, R/S#, INIT, and SMI# must be de-asserted (inactive) for a mini- 
mum of two clocks before being returned active. 

17. The D/C#, M/IO#, W/R#, CACHE#, and A5-A31 signals are sampled only on the CLK that ADS# is active. 

18. BF should be strapped to Vcc3 or left floating. 

19. These signals are measured on the rising edge of adjacent CLKs at 1.5V. To ensure a 1:1 relationship between the 
amplitude of the input jitter and the internal and external clocks, the jitter frequency spectrum should not have any power 
spectrum peaking between 500 KHz and Vs of the CLK operating frequency. The amount of jitter present must be 
accounted for as a component of CLK skew between devices. 

20. Timing (t^ 4 ) is required for external snooping (e.g., address setup to the CLK in which EADS# is sampled active). 

21. BUSCHK# is used as a reset configuration signal to select buffer size. 

22. Each valid delay is specified for a 0 pF load. The system designer should use I/O buffer modeling to account for signal 
flight time delays. 
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4.3.5. AC TIMINGS FOR A 60-MHZ BUS 

The AC specifications given in Tables 14 and 15 
consist of output delays, input setup requirements 
and input hold requirements for the 60-MHz external 
bus. All AC specifications (with the exception of 
those for the TAP signals and APIC signals) are rela- 
tive to the rising edge of the CLK Input. 


Table 14. Differences in the TCP Pentium® Processor 735X90 and 1000X120 with Voltage Reduction 
Technology AC Specifications for 60-MHz Bus Operation 


Symbol 

Parameter 

735X90 

1000X120 

Unit 

Figure 

Notes 

Min 

Max 

Min 

Max 

tec 

A3-A31, LOCK# Valid Delay 

1.1 

7.0 



nS 

4 

(22) 

tec 

LOCK# Valid Delay 



1.1 

7.0 

nS 

4 

(22) 


A3 - A3 1, Valid Delay 


D0-D63, DPO-7 Read Data Hold Time 


All timings are referenced to 1 .5V for both “0” and 
“1” logic levels unless otherwise specified. Within 
the sampling window, a synchronous input must be 
stable for correct operation. 
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Table 15. TCP Pentium® Processor (735X90, 1000X120) with Voitage Reduction Technoiogy 
AC Specifications for 60-MHz Bus Operation 

Vcc2 = 2.9V±165mV, Vcc3 = 3.3V±165mV, TCP Tcase = 0°C to 95“C, SPGA Tcase = O^C to 85"C, 
Cl = 0 pF 


Symboi 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 


Frequency 

30.0 

60.0 

MHz 



^1a 

CLK Period 

16.67 

33.33 

nS 

3 


tlb 

CLK Period Stability 


±250 

pS 


(1), (19) 

t2 

CLK High Time 

4.0 


nS 

3 

@2V, (1) 

t3 

CLK Low Time 

4.0 


nS 

3 

@0.8V, (1) 

HHH 

CLK Fall Time 

0.15 

1.5 

nS 

3 

(2.0V-0.8V), (1), (5) 

ts 

CLK Rise Time 

0.15 

1.5 

nS 

3 

(0.8V-2.0V), (1), (5) 

tea 

ADS#, PWT, PCD, BEO-7#, 
M/IO#, D/C#, CACHE#, SCYC, 
W/R# Valid Delay 

1.0 

7.0 

nS 

4 

(22) 

teb 

AP Valid Delay 

1.0 

8.5 

nS 

4 

(22) 

ty 

ADS#, AP, A3-A31, PWT, PCD, 
BEO-7#, M/IO#, D/C#, W/R#, 
CACHE#, SCYC, LOCK# Float 
Delay 


10.0 

nS 

5 

(1). (22) 

tea 

APCHK#, lERR#, FERR# Valid 
Delay 

1.0 

8.3 

nS 

4 

(4). (22) 

tsb 

PCHK# Valid Delay 

1.0 

7.0 

nS 

4 

(4), (22) 

tea 

BREQ, HLDA Valid Delay 

1.0 

8.0 

nS 

4 

(4), (22) 

tgb 

SMIACT# Valid Delay 

1.0 

7.6 

nS 

4 

(22) 

ti0a 

HIT# Valid Delay 

1.0 

8.0 

nS 

4 

(22) 

tl0b 

HITM# Valid Delay 

1.1 

6.0 

nS 

4 

(22) 

tl1a 

PM0-1,BP0-3 Valid Delay 

1.0 

10.0 

nS 

4 

(22) 

tilb 

PRDY Valid Delay 

1.0 

8.0 

nS 

4 

(22) 

tl2 

D0-D63, DPO-7 Write Data Valid 
Delay 

1.3 

7.5 

nS 

4 

(22) 

tl3 

D0-D63, DPO-3 Write Data Float 
Delay 


10.0 

nS 

5 

(1) 

tl4 

A5-A31 Setup Time 

6.0 


nS 

6 

(20) 
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Table 15. TCP Pentium® Processor (735\90, 1000M20) with Voltage Reduction Technology 
AC Specifications for 60-MHz Bus Operation (Continued) 

Vcc2 = 2.9V±165mV, Vcc3 = 3.3V±165mV, TCP Tcase to 95°C, SPGA Tcase = O^C to 85°C, 

Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

tl5 

A5-A31 Hold Time 

1.0 


nS 

6 


tl6a 

INV, AP Setup Time 

5.0 


nS 

6 


tl6b 

EADS# Setup Time 

5.5 


nS 

6 


tl7 

EADS#, INV, AP Hold Time 

1.0 


nS 

6 


tl8a 

KEN # Setup Time 

5.0 


nS 

6 


tl8b 

NA#, WB/WT# Setup Time 

4.5 


nS 

6 


tl9 

KEN#, WB/WT#, NA# Hold Time 

1.0 


nS 

6 


^20 

BRDY# Setup Time 

5.0 


nS 

6 


t21 

BRDY# Hold Time 

1.0 


nS 

6 


t22 

AHOLD, BOFF# Setup Time 

5.5 


nS 

6 


t23 

AHOLD, BOFF# Hold Time 

1.0 


nS 

6 


t24 

BUSCHK#, EWBE#, HOLD, PEN# 
Setup Time 

5.0 


nS 

6 


t25 

BUSCHK#, EWBE#, PEN# 
Hold Time 

1.0 


nS 

6 


t25a 

HOLD Hold Time 

1.5 


nS 

6 


^26 

A20M#,INTR, STPCLK# 
Setup Time 

5.0 


nS 

6 

(11). (15) 

t27 

A20M#,INTR, STPCLK# 
Hold Time 

1.0 


nS 

6 

(12) 

t28 

INIT, FLUSH#, NMI, SMI#, IGNNE# 
Setup Time 

5.0 


nS 

6 

(11). (15). (16) 

t29 

INIT, FLUSH#, NMI, SMI#, IGNNE# 
Hold Time 

1.0 


nS 

6 

(12) 

^30 

INIT, FLUSH#, NMI, SMI#, IGNNE# 
Pulse Width, Async 

2.0 


CLKs 


(14). (16) 

t31 

R/S# Setup Time 

5.0 


nS 

6 

(11). (15). (16) 

^32 

R/S# Hold Time 

1.0 


nS 

6 

(12) 

^33 

R/S# Pulse Width, Async. 

2.0 


CLKs 


(14). (16) 

t34 

D0-D63, DPO-7 Read Data 
Setup Time 

3.0 


nS 

6 
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Table 15. TCP Pentium® Processor (735\90, 1 DOOM 20) with Voltage Reduction Technology 
AC Specifications for 60-MHz Bus Operation (Continued) 

Vcc2 = 2.9V±165mV, Vcc3 = 3.3V±165mV, TCP Tcase = to 95°C, SPGA Tcase = to 85"C, 
Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

t36 

RESET Setup Time 

5.0 


nS 

7 

(11), (15) 

t37 

RESET Hold Time 

1.0 


nS 

7 

(12) 

t38 

RESET Pulse Width, Vcc & CLK 
Stable 

15 


CLKs 

7 

(16) 

^39 

RESET Active After Vcc & CLK 
Stable 

1.0 


mS 

7 

Power up 

Uo 

Reset Configuration Signals 
(INIT, FLUSH#) Setup Time 

5.0 


nS 

7 

(11). (15), (16) 

U^ 

Reset Configuration Signals 
(INIT, FLUSH#) Hold Time 

1.0 


nS 

7 

(12) 

Uza 

Reset Configuration Signals 
(INIT, FLUSH#) Setup Time, 
Async. 

2.0 


CLKs 

7 

To RESET falling 
edge (15) 

U2b 

Reset Configuration Signals 
(INIT, FLUSH#, BRDY#, 
BUSCHK#) Hold Time, Async. 

2.0 


CLKs 

7 

To RESET 
falling edge (21) 

U2c 

Reset Configuration Signal 
(BRDY#, BUSCHK#) Setup Time, 
Async. 

3.0 


CLKs 

7 

To RESET 
falling edge (21) 

U2d 

Reset Configuration Signal 
BRDY# Hold Time, RESET driven 
synchronously 

1.0 


nS 


To RESET 
falling edge (1), (21) 

U3a 

BF Setup Time 

1.0 


mS 

7 

(18) to RESET 
falling edge 

Usb 

BF Hold Time 

2.0 


CLKs 

7 

(18) to RESET 
falling edge 

Ua- 

TCK Frequency 


16.0 

MHz 



Us 

TCK Period 

62.5 


nS 

3 


Ue 

TCK High Time 

25.0 


nS 

3 

@2V, (1) 

Ui 

TCK Low Time 

25.0 


nS 

3 

@0.8V, (1) 

t48 

TCK Fall Time 


5.0 

nS 

3 

(2.0V-0.8V), (1), 
(8). (9) 

Ug 

TCK Rise Time 


5.0 

nS 

3 

(0.8V-2.0V), (1). 
(8). (9) 
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Table 15. TCP Pentium® Processor (735X90, 1000X120) with Voltage Reduction Technology 
AC Specifications for 60-MHz Bus Operation (Continued) 

Vcc2 = 2.9V±165mV, Vcc3 = 3.3V±165mV, TCP Tcase == O'^C to 95°C, SPGA Tcase = 0“C to 85°C, 
Cl = 0 pF 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 

tso 

TRST# Pulse Width 

40.0 


nS 

9 


tsi 

TDI, TMS Setup Time 

5.0 



8 

(7) 

tS2 

TDI, TMS Hold Time 

13.0 


nS 

8 

(7) 

t53 

TDO Valid Delay 

3.0 

20.0 

nS 

8 

(8) 

^54 

TDO Float Delay 


25.0 

nS 

8 

(1), (8) 

t55 

All Non-Test Outputs Valid Delay 

3.0 

20.0 

nS 

8 

(3). (8). (10) 

t56 

All Non-Test Outputs Float Delay 


25.0 

nS 

8 

(1),(3),(8), (10) 

^57 

All Non-Test Inputs Setup Time 

5.0 


nS 

8 

(3). (7). (10) 

t58 

All Non-Test Inputs Hold Time 

13.0 


nS 

8 

(3). (7), (10) 



NOTES: 

Notes 2, 6 and 14 are general and apply to all standard TTL signals used with the Pentium® processor family. 

1. Not 100 percent tested. Guaranteed by design. 

2. TTL input test waveforms are assumed to be 0 to 3V transitions with IV/nS rise and fall times. 

3. Non-test outputs and inputs are the normal output or input signals (besides TCK, TRST#, TDI, TOO, and TMS). These 
timings correspond to the response of these signals due to boundary scan operations. 

4. APCHK#, FERR#, HLDA, lERR#, LOCK#, and PCHK# are glitch-free outputs. Glitch-free signals monotonically tran- 
sition without false transitions (i.e., glitches). 

5. O.eV/ns ^ CLK input rise/fall time ^ 8V/ns. 

6. 0.3V/ns ^ input rise/fall time ^ 5V/ns. 

7. Referenced to TCK rising edge. 

8. Referenced to TCK falling edge. 

9. 1 ns can be added to the maximum TCK rise and fall times for every 10 MHz of frequency below 33 MHz. 

10. During probe mode operation, do not use the boundary scan timings {tss-se)- 

1 1 . Setup time is required to guarantee recognition on a specific clock. 

1 2. Hold time is required to guarantee recognition on a specific clock. 

13. All TTL timings are referenced from 1.5V. 

14. To guarantee proper asynchronous recognition, the signal must have been de-asserted (inactive) for a minimum of two 
clocks before being returned active and must meet the minimum pulse width. 

15. This Input may be driven asynchronously. 

16. When driven asynchronously, RESET, NMI, FLUSH#, R/S#, INIT, and SMI# must be de-asserted (inactive) for a mini- 
mum of two clocks before being returned active. 

17. The D/C#, M/IO#, W/R#, CACHE#, and A5-A31 signals are sampled only on the CLK that ADS# is active. 

1 8. BF should be strapped to Vcc3 or left floating. 

19. These signals are measured on the rising edge of adjacent CLKs at 1.5V. To ensure a 1:1 relationship between the 
amplitude of the input jitter and the Internal and external clocks, the jitter frequency spectrum should not have any power 
spectrum peaking between 500 KHz and Va of the CLK operating frequency. The amount of jitter present must be 
accounted for as a component of CLK skew between devices. 

20. Timing (ti 4 ) Is required for external snooping (e.g., address setup to the CLK in which EADS# is sampled active). 

21. BUSCHK# is used as a reset configuration signal to select buffer size. 

22. Each valid delay is specified for a 0 pF load. The system designer should use I/O buffer modeling to account for signal 
flight time delays. 
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4.4. I/O Buffer Models 

This section describes the I/O buffer models of the 
Pentium processor with voltage reduction technolo- 
gy- 


The first order I/O buffer model is a simplified repre- 
sentation of the complex input and output buffers 
used in the Pentium processor with voltage reduc- 
tion technology. Figures 1 0 and 1 1 show the struc- 
ture of the input buffer model and Figure 1 2 shows 
the output buffer model. Tables 16 and 17 show the 
parameters used to specify these models. 

Although simplified, these buffer models will accu- 
rately model flight time and signal quality. For these 
parameters, there is very little added accuracy In a 
complete transistor model. 

The following two models represent the input buffer 
models. The first model. Figure 10, represents all of 


the Input buffers except for a special group of input 
buffers. The second model. Figure 11, represents 
these special buffers. These buffers are the inputs; 
AHOLD, EADS#, KEN#, WB/WT#, INV, NA#, 
EWBE#, BOFF# and CLK. 

In addition to the input and output buffer parameters, 
input protection diode models are provided for add- 
ed accuracy. These diodes have been optimized to 
provide ESD protection and provide some level of 
clamping. Although the diodes are not required for 
simulation, it may be more difficult to meet specifica- 
tions without them. 


Note, however, some signal quality specifications re- 
quire that the diodes be removed from the input 
model. The series resistors (Rs) are a part of the 
diode model. Remove these when removing the di- 
odes from the input model. 
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Table 16. Parameters Used in the Specification of the First Order Input Buffer Model 


Parameter 

Description 

C|N 

Minimum and Maximum value of the capacitance of the input buffer model 

Lp 

Minimum and Maximum value of the package inductance 

Cp 

Minimum and Maximum value of the package capacitance 

Rs 

Diode Series Resistance 

D1, D2 

Ideal Diodes 


Figure 12 shows the structure of the output buffer model. This model is used for all of the output buffers of the 
Pentium processor with voltage reduction technology. 





242557-13 


Figure 12. First Order Output Buffer Model 

Table 17. Parameters Used in the Specification of the First Order Output Buffer Model 


Parameter 

Description 

dV/dt 

Minimum and maximum value of the rate of change of the open circuit voltage source used in 
the output buffer model 

Ro 

Minimum and maximum value of the output Impedance of the output buffer model 

Co 

Minimum and Maximum value of the capacitance of the output buffer model 

Lp 

Minimum and Maximum value of the package Inductance 

Cp 

Minimum and Maximum value of the package capacitance 
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4.4.1. BUFFER MODEL PARAMETERS 

This section gives the parameters for each TCP 
Pentium processor with voltage reduction technolo- 
gy input, output and bidirectional signal, as well as 
the settings for the configurable buffers. 

Some pins on the TCP Pentium processor with volt- 
age reduction technology have selectable buffer 
sizes. These pins use the configurable output buffer 
EB2. Table 18 shows the drive level for BRDY# re- 
quired at the falling edge of RESET to select the 
buffer strength. The buffer sizes selected should be 
the appropriate size required; otherwise AC timings 
might not be met, or too much overshoot and 


ringback may occur. There are no other selection 
choices; all of the configurable buffers get set to the 
same size at the same time. 

The input, output and bidirectional buffer values of 
the TCP Pentium processor with voltage reduction 
technology are listed in Table 20. This table contains 
listings for ail three types, do not get them confused 
during simulation. When a bidirectional pin is operat- 
ing as an input, use the C|n, Cp and Lp values; if it is 
operating as a driver, use all of the data parameters. 

Please refer to Table 19 for the groupings of the 
buffers. 


Table 18. Buffer Selection Chart 


Environment 

BRDY# 

Buffer Selection 

Typical Stand Alone Component 

1 

EB2 

Loaded Component 

0 

EB2A 


NOTE: 

For correct buffer selection, the BUSCH K# signal must be held inactive (high) at the falling edge of RESET. 


Table 19. TCP Signal to Buffer Type 


Signals 

Type 

Driver Buffer 
Type 

Receiver Buffer 
Type 

CLK 

I 


ERO 

A20M#, AHOLD, BF. BOFF#, BRDY#, BUSCHK#, EADS#, 
EWBE#, FLUSH#, HOLD, IGNNE#, INIT, INTR, INV, KEN#, 
NA#, NMI, PEN#, R/S#, RESET, SMI#, STPCLK#, TCK, TDI, 
TMS, TRST#, WB/WT# 

I 


ER1 

APCHK#, BE[7:5l#, BP[3:2], BREQ, FERR#, lERR#, PCD, 
PCHK#, PMO/BPO, PM1/BP1, PRDY, PWT, SMIACT#, TDO, 
U/0# 

0 

EDI 


A[31:21], AP, BE[4;0]#, CACHE#, D/C#, D[63;0], DP[8;0], 
HLDA, LOCK#, M/IO#, SCYC 

I/O 

EB1 

EB1 

A[20:3], ADS#, HITM#, W/R# 

I/O 

EB2/EB2A 

EB2/EB2A 

HIT# 

I/O 

EB3 

EB3 
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Table 20. Pentium® Processor with Voltage Reduction Technology TCP Input, 
Output and Bidirectional Buffer Model Parameters 


Buffer 

Transition 

dV/dt 

Ro 

cp 

Lp 

Co/CtN 

Type 

(V/nsec) 

(Ohms) 

(PF) 

(nH) 

(pF) 



min 

max 

min 

max 

min 

max 

min 

max 

min 

max 

ERO 

Rising 





0.3 

0.4 

3.9 

5.0 

0.8 

1.2 

(input) 

Falling 





0.3 

0.4 

3.9 

5.0 

0.8 

1.2 

ER1 

Rising 





0.2 

0.5 

3.1 

6.0 

0.8 

1.2 

(input) 

Falling 





0.2 

0.5 

3.1 

6.0 

0.8 

1-2 

ED1 

Rising 

3/3.0 

3.7/0.9 

21.6 

53.1 

0.3 

0.6 

3.7 

6.6 

2.0 

2.6 

(output) 

Falling 

3/2.8 

3.7/0.8 

17.5 

50.7 

0.3 

0.6 

3.7 

6.6 

2.0 

2.6 

EB1 

Rising 

3/3.0 

3.7/0.9 

21.6 

53.1 

0.2 

0.5 

2.9 

6.1 

2.0 

2.6 

(bidir) 

Falling 

3/2.8 

3.7/0.8 

17.5 

50.7 

0.2 

0.5 

2.9 

6.1 

2.0 

2.6 

EB2 

Rising 

3/3.0 

3.7/0.9 

21.6 

53.1 

0.2 

0.5 

3.1 

6.4 

9.1 

9.7 

(bidir) 

Falling 

3/2.8 

3.7/0.8 

17.5 

50.7 

0.2 

0.5 

3.1 

6.4 

9.1 

9.7 

EB2A 

Rising 

3/2.4 

3.7/0.9 

10.1 

22.4 

0.2 

0.5 

3.1 

6.4 

9.1 

9.7 

(bidir) 

Falling 

3/2.4 

3.7/0.9 

9.0 

21.2 

0.2 

0.5 

3.1 

6.4 

9.1 

9.7 

EB3 

Rising 

3/3.0 

3.7/0.9 

21.6 

53.1 

0.2 

0.4 

3.2 

4.1 

3.3 

3.9 

(bidir) 

Falling 

3/2.8 

3.7/0.8 

17.5 

50.7 

0.2 

0.4 

3.2 

4.1 

3.3 

3.9 

EB4 (1) 

Rising 

3/3.0 

3.7/0.9 

21.6 

53.1 . 

0.3 

0.4 

4.0 

4.1 

5.0 

7.0 

(bidir) 

Falling 

3/2.8 

3.7/0.8 

17.5 

50.7 

0.3 

0.4 

4.0 

4.1 

5.0 

7.0 


NOTE: 

1. EB4 applies to the Pentium® processor 610\75 and 735\90. 


Table 21. Input Buffer Model Parameters: D (Diodes) 


Symbol 

Parameter 

D1 

D2 

IS 

Saturation Current 

1.4e-14A 

2.78e-16A 

N 

Emission Coefficient 

1.19 

1.00 

RS 

Series Resistance 

6.5 ohms 

6.5 ohms 

TT 

Transit Time 

3 ns 

6 ns 

VJ 

PN Potential 

0.983V 

0.967V 

CJO 

Zero Bias PN Capacitance 

0.281 pF 

0.365 pF 

M 

PN Grading Coefficient 

0.385 

0.376 
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4.4.2. SIGNAL QUALITY SPECIFICATIONS 

Signals driven by the system into the Pentium proc- 
essor with voltage reduction technology must meet 
signal quality specifications to guarantee that the 
components read data properly and to ensure that 
incoming signals do not affect the reliability of the 
component. There are two signal quality parameters: 
Ringback and Settling Time. 


4.4.2. 1. Ringback 

Excessive ringback can contribute to long-term reli- 
ability degradation of the Pentium processor with 
voltage reduction technology, and can cause false 
signal detection. Ringback Is simulated at the input 
pin of a component using the input buffer model. 
Ringback can be simulated with or without the di- 
odes that are in the input buffer model. 

Ringback is the absolute value of the maximum volt- 
age at the receiving pin below Vcc3 (or above Vss) 
relative to Vcc3 (or Vss) ^ovel after the signal has 
reached its maximum voltage level. The input diodes 
are assumed present. 


Maximum Ringback on Inputs == 0.8V(with diodes) 

If simulated without the input diodes, follow the Max- 
imum Overshoot/ Undershoot specification. By 
meeting the overshoot/ undershoot specification, the 
signal is guaranteed not to ringback excessively. 

If simulated with the diodes present In the input 
model, follow the maximum ringback specification. 


Overshoot (Undershoot) is the absolute value of the 
maximum voltage above Vcc3 (below Vss)- The 
guideline assumes the absence of diodes on the in- 
put. 


• Maximum Overshoot/ Undershoot on 5V 82497 
Cache Controller, and 82492 Cache SRAM In- 
puts (CLK and PICCLK only) = 1 .6V above Vcc5 
(without diodes) 

• Maximum Overshoot/ Undershoot on 3.3V Penti- 
um processor with voltage reduction technology 
Inputs (not CLK) = 1.4V above Vcc3 (without 
diodes) 


2 




r Maximum 
Overshoot 

^ ^ .. 


vcc 

/ Maximum 

r 


\ Maximum 
^Ringback | 




\y ^ 

_ Maximum 
Undershoot 
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Figure 13. Overshoot/Undershoot and Ringback Guidelines 
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4.4.2.2. Settling Time 

The settling time is defined as the time a signal re- 
quires at the receiver to settle within 1 0 percent of 
Vcc3 or Vss- Settling time is the maximum time al- 
lowed for a signal to reach within 10 percent of its 
final value. 

Most available simulation tools are unable to simu- 
late settling time so that It accurately reflects silicon 
measurements. On a physical board, second-order 
effects and other effects serve to dampen the signal 
at the receiver. Because of ail these concerns, set- 
tling time is a recommendation or a tool for layout 
tuning and not a specification. 

Settling time Is simulated at the slow corner, to make 
sure that there Is no Impact on the flight times of the 
signals if the waveform has not settled. Settling time 
may be simulated with the diodes included or ex- 
cluded from the input buffer model. If diodes are in- 
cluded, settling time recommendation will be easier 
to meet. 

Although simulated settling time has not shown 
good correlation with physical, measured settling 
time, settling time simulations can still be used as a 
tool to tune layouts. 


Use the following procedure to verify board simula- 
tion and tuning with concerns for settling time. 

1 . Simulate settling time at the slow corner for a par- 
ticular signal. 

2. If settling time violations occur, simulate signal 
trace with D.C. diodes in place at the receiver pin. 
The D.C. diode behaves almost identically to the 
actual (non-linear) diode on the part as long as 
excessive overshoot does not occur. 

3. If settling time violations still occur, simulate flight 
times for five consecutive cycles for that particular 
signal. 

4. If flight time values are consistent over the five 
simulations, settling time should not be a concern. 
If however, flight times are not consistent over the 
five simulations, tuning of the layout is required. 

5. Note that, for signals that are allocated two cycles 
for flight time, the recommended settling time is 
doubled. 

A typical design method would Include a settling 
time that ensures a signal is within 10 percent of 
Vcc3 or Vss for at least 2.5 ns prior to the end of the 
CLK period. 



Settling Time 

242557-15 


Figure 14. Settling Time 
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5.0. TCP PENTIUM® PROCESSOR 
WITH VOLTAGE REDUCTION 
TECHNOLOGY MECHANICAL 
SPECIFICATIONS 

Today’s portable computers face the challenge of 
meeting desktop performance in an environment 
that is constrained by thermal, mechanical and elec- 
trical design considerations. These considerations 
have driven the development and Implementation of 
Intel’s Tape Carrier Package (TCP). The Intel TCP 
package has been designed to offer a high pin 
count, low profile, reduced footprint package with 
uncompromised thermal and electrical performance. 
Intel continues to provide packaging solutions that 
meet our rigorous criteria for quality and perform- 
ance, and this new entry into the Intel package port- 
folio is no exception. 

Key features of the TCP package include: surface 
mount technology design, lead pitch of 0.25 mm. 


polyimide body size of 24 mm and polyimide up for 
pick-and-place handling. TCP components are 
shipped with the leads flat in slide carriers, and are 
designed to be excised and lead formed at the cus- 
tomer manufacturing site. Recommendations for the 
manufacture of this package are Included in the 
Pentium processor Tape Carrier Package User’s 
Guide. 

Figure 15 shows a cross-sectional view of the TCP 
package as mounted on the Printed Circuit Board. 
Figures 16 and 17 show the TCP as shipped In its 
slide carrier, and key dimensions of the carrier and 
package. Figure 18 shows a blow up detail of the 
package in cross-section. Figure 19 shows an en- 
larged view of the outer lead bond area of the pack- 
age. 

Tables 22 and 23 provide the Pentium processor 
with voltage reduction technology TCP package di- 
mensions. 
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Table 22. TCP Key Dimensions 


Symbol 

Description 

Dimension 

N 

Leadcount 

320 leads 

W 

Tape Width 

48.1810.12 

L 

Site Length 

(43.94) reference only 

el 

Outer Lead Pitch 

0.25 nominal 

b 

Outer Lead Width 

0.1010.01 

D1,E1 

Package Body Size 

24.010.1 

A2 

Package Height 

75 MHz/90 MHz-0.61510.030 120 MHz-0.60510.030 

DL 

Die Length 

75 MHz/90 MHz- 12.769 10.01 5 120 MHz-9.929 10.015 

DW 

Die Width 

75 MHz/90 MHz- 11.75510.015 120 MHz-9.152 10.015 

LT 

Lead Thickness 

75 MHz/90 MHz-0.035 mm 120 MHz-0.025 mm 

EL 

Encap Length 

75 MHz/90 MHz-(13.40 mm) reference only 120 MHz-(10.56 mm) 
reference only 

EW 

Encap Width 

75 MHz/90 MHz-(12.39 mm) reference only 120 MHz-(9.78 mm) 
reference only 


NOTES: 

Dimensions are in millimeters unless otherwise noted. 
Dimensions in parentheses are for reference only. 


Table 23. Mounted TCP Package Dimensions 


Description 

Dimension 

Package Height 

0.75 maximum 

Terminal Dimension 

29.5 nominal 

Package Weight 

0.5 g maximum 


NOTES: 

Dimensions are in millimeters unless otherwise noted. 

Package terminal dimension (lead tip-to-lead tip) assumes the use of a keeper bar. 
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6.0. TCP PENTIUM® PROCESSOR 
WITH VOLTAGE REDUCTION 
TECHNOLOGY THERMAL 
SPECIFICATIONS 

The TCP Pentium processor with voltage reduction 
technology is specified for proper operation when 
the case temperature, Tqase. (Tc) is within the 
specified range of 0 °C to 95 °C. 


6.1. Measuring Thermal Values 

To verify that the proper Tq (case temperature) is 
maintained for the Pentium processor, it should be 
measured at the center of the package top surface 
(encapsulant). To minimize any measurement errors, 
the following techniques are recommended: 

• Use 36 gauge or finer diameter K, T, or J type 
thermocouples. Intel’s laboratory testing was 
done using a thermocouple made by Omega (part 
number: 5TC-TTK-36-36). 

• Attach the thermocouple bead or junction to the 
center of the package top surface using highly 
thermally conductive cements. Intel’s laboratory 
testing was done by using Omega Bond (part 
number: OB-1 00). 

• The thermocouple should be attached at a 90® 
angle as shown In Figure 20. 


6.2. Thermal Equations 

For the Pentium processor with voltage reduction 
technology, an ambient temperature (Ta) is not 
specified directly. The only requirement is that the 
case temperature (Tc) is met. The ambient tempera- 
ture can be calculated from the following equations: 


Tj = Tc + P X Ojc 
Ta = Tj - P X 0JA 
Ta = Tc - (P X 0 ca) 

Tc = Ta + P X [^jA-^Jcl 
^CA = ^JA-^JC 


where, 

Ta and Tc are ambient and case temperatures (C) 
^CA = Case-to-Amblent thermal resistance (C/W) 

0JA = Junction-to-Ambient thermal resistance 
(C/W) 

djc = Junctlon-to-Case thermal resistance (C/W) 

P = maximum power consumption (Watts) 

P (maximum power consumption) Is specified in sec- 
tion 4.2. 


6.3. TCP Thermal Characteristics 


The primary heat transfer path from the die of the 
Tape Carrier Package (TCP) is through the back side 
of the die and Into the PC board. There are two ther- 
mal paths traveling from the PC board to the ambi- 
ent air. One Is the spread of heat within the board 
and the dissipation of heat by the board to the ambi- 
ent air. The other is the transfer of heat through the 
board and to the opposite side where thermal en- 
hancements (e.g., heat sinks, pipes) are attached. 
Solder-side heat sinking, compared to TCP compo- 
nent-side heat sinking, is the prefered method due 
to reduced risk of die damage, easier mechanical 
implementation and larger surface area for attach- 
ment. However, component-side heat sinking is pos- 
sible. The design requirements in a component-side 
thermal solution are: no direct loading of Inner lead 
bonds on the TCP, a maximum force of 4.5 kgf on 
the center of a clear TCP, no direct loading of the 
TAB tape or outer lead bonds and controlled board 
deflection. 



6.4. PC Board Enhancements 

Copper planes, thermal pads, and vias are design 
options that can be used to improve heat transfer 
from the PC board to the ambient air. Tables 24 and 
25 present thermal resistance data for copper plane 
thickness and via effects. It should be noted that 
although thicker copper planes will reduce the Oqa 
of a system without any thermal enhancements, 
they have less effect on the ^CA ^ system with 
thermal enhancements. However, placing vias under 
the die will reduce the Oqa a system with and 
without thermal enhancements. 
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Table 24. Thermal Resistance vs. Copper Plane Thickness with and without Enhancements 


Copper 

^ca(°c/W) 

OcaCC/W) 

Plane 

No 

With 

Thickness’^ 

Enhancements 

Heat Pipe 

1 oz. Cu 

18 

8 

3 oz. Cu 

14 

8 


NOTES: 

*225 vias underneath the die 
(1 02 = 1.3 ml) 


Table 25. Thermal Resistance vs. Thermal Vias underneath the Die 


Thermal Via Configuration 

OcaCC/W) 

No Enhancements 

No thermal vias 

15 

20 mil drill on 40 mil pitch 

13 


Table 26. Pentium® Processor with Voltage Reduction Technology 
TCP Package Thermal Resistance without Enhancements 



fljc 

^CA 


rc/w) 

(X/W) 

Thermal Resistance without Enhancements 

0.8 

13.9 
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Table 27. Pentium® Processor with Voltage Reduction Technology 
TCP Package Thermal Resistance with Enhancements (without Airflow) 


Thermal 

^CA 

Notes 

Enhancements 

(X/W) 

Heat sink 

11.7 

1.2" X 1.2" X .35" 

Al Plate 

8.7 

4" X 4" X .030" 

Al Plate with Heat Pipe 

7.8 

0.3" X 1" X 4" 


Table 28. Pentium® Processor with Voltage Reduction Technology 
TCP Package Thermal Resistance with Enhancements (with Airfiow) 


Thermal 

Enhancements 

^CA 

(°C/W) 

Notes 

Heat sink with Fan @1.7 CFM 

5.0 

1 . 2 " X 1 . 2 " X .35" HS 
1" XI" X .4" Fan 

Heat sink with Airflow @ 400 LFM 

5.1 

1.2" X 1.2" X .35" HS 

Heat sink with Airflow @ 600 LFM 

4.3 

1.2" X 1.2" X .35" HS 


HS = heat sink 

LFM = Linear Feet/Minute 

CFM = Cubic Feet/Minute 


6.4.1. STANDARD TEST BOARD 
CONFIGURATION 

All Tape Carrier Package (TCP) thernnal measure- 
ments provided in the following tables were taken 
with the component soldered to a 2" x 2" test board 
outline. This six-layer board contains 13.5 mil drill on 
40 mil pitch vias (underneath the die) in the die at- 
tach pad which are connected to two 3 oz. copper 
planes located at layers two and five. For the TCP 
Pentium processor with voltage reduction technolo- 
gy, the vias in the die attach pad should be connect- 
ed without thermal reliefs to the ground plane(s). 
The die is attached to the die attach pad using a 
thermally and electrically conductive adhesive. This 
test board was designed to optimize the heat 
spreading Into the board and the heat transfer 
through to the opposite side of the board. 

NOTE 

Thermal resistance values should be used 
as guidelines only, and are highly system de- 
pendent. Final system verification should al- 
ways refer to the case temperature specifi- 
cation. 


7.0. SPGA PENTIUM® PROCESSOR 
WITH VOLTAGE REDUCTION 
TECHNOLOGY SPECIFICATIONS 


7.1. SPGA Pentium® Processor with 
Voltage Reduction Technology 
Differences from 3.3V Pentium 
Processor 

All SPGA Pentium processor with voltage reduction 
technology Specifications, except the differences 
described in this section, are identical to those of the 
3.3V Pentium processor. 

7.1.1 Features Removed 

The following features have been removed for the 
Pentium processor with voltage reduction technolo- 
gy: Upgrade, Dual Processing (DP), APIC and Mas- 
ter/Checker functional redundancy. Table 1 lists the 
corresponding pins which exist on the 3.3V Pentium 
processor but have been removed on the Pentium 
processor with voltage reduction technology. 
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7.1.2. Maximum Rating 

The following values are stress ratings only. Func- 
tional operation at the maximum ratings is not im- 
plied nor guaranteed. Functional operating condi- 
tions are given in the AC and DC specification ta- 
bles. 

Extended exposure to the maximum ratings may af- 
fect device reliability. Furthermore, although the 
SPGA Pentium processor with voltage reduction 
technology contains protective circuitry to resist 
damage from static electric discharge, always take 
precautions to avoid high static voltages or electric 
fields. 


Case temperature under bias -65°C to 11 OX 

Storage temperature -65X to 150°C 

3V Supply voltage 

with respect to Vss -0.5V to +4.6V 

2.9V Supply voltage 

with respect to Vss -0.5V to +4.1 V 

3V Only Buffer DC Input Voltage — -0.5V to Vcc3 
+ 0.5; not to exceed 4.6V (2) 

5V Safe Buffer 

DC Input Voltage -0.5V to 6.5V d-3) 

NOTES: 

1 . Applies to CLK. 


2. Applies to all SPGA Pentium processor with voltage re- 
duction technology inputs except CLK. 

3. See Table 30. 


WARNING 

Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent 
damage. These are stress ratings only. Op- 
eration beyond the “Operating Conditions” is 
not recommended and extended exposure 
beyond the “Operating Conditions” may af- 
fect device reliability. 

7.1.3. DC Specifications 

Tables 29, 30 and 31 list the DC specifications which 
apply to the SPGA Pentium processor with voltage 
reduction technology. The SPGA Pentium processor 
with voltage reduction technology core operates at 
2.9V Internally while the I/O Interface operates at 
3.3V. The CLK Input may be at 3.3V or 5V. Since the 
3.3V (5V safe) input levels defined in Table 30 are 
the same as the 5V TTL levels, the CLK input Is 
compatible with existing 5V clock drivers. The power 
dissipation specification In Table 32 Is provided for 
design of thermal solutions during operation in a 
sustained maximum level. This Is the worst-case 
power the device would dissipate In a system for a 
sustained period of time. This number is used for 
design of a thermal solution for the device. 


2-218 


I 



PENTIUM® PROCESSORS WITH VOLTAGE REDUCTION TECHNOLOGY 





Table 29. 3.3V DC Specifications 

Tcase = 0 to85°C; Vcc2 = 2.9V±165mV; Vcc3 = 3.3V±165mV 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

V|L3 

Input Low Voltage 

-0.3 

0.8 

V 

TTL Level (3) 

V|H3 

Input High Voltage 

2.0 

Vcc3 + 0.3 

V 

TTL Level (3) 

V0L3 

Output Low Voltage 


0.4 

V 

TTL Level (1) (3) 

V0H3 

Output High Voltage 

2.4 


V 

TTL Level (2) (3) 

ICC2 

Power Supply Current 


2096 

mA 

@75 MHz (4) 


from 2.9V core supply 


2515 

mA 

@90 MHz (4) 




2500 

mA 

@120 MHz (4) (5) 

Icc3 

Power Supply Current 






from 3.3V I/O buffer 






supply 






NOTES: 

1 . Parameter measured at 4 mA. 

2. Parameter measured at 3 mA. 

3. 3.3V TTL levels apply to all signals except CLK. 

4. This value should be used for power supply design. It was estimated for a worst-case instruction mix and Vcc2 = 
2.9V ± 1 65mV and Vcc3 = 3-3V ± 1 65mV. Power supply transient response and decoupling capacitors must be sufficient 
to handle the instantaneous current changes occurring during transitions from stop clock to full active modes. 

5. The lower power number Is due to a process improvement. 


Tabie 30. 3.3V (5V Safe) DC Specifications 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

V|L5 

Input Low Voltage 

-0.3 

0.8 

V 

TTL Level (1) 

V|H5 

Input High Voltage 

2.0 

5.55 

V 

TTL Level (1) 


NOTES: 

1 . Applies to CLK only. 
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Table 31. Input and Output Characteristics 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

C|N 

Input Capacitance 


15 

PF 

(4) 

Co 

Output Capacitance 


20 

PF 

(4) 

Ci/o 

I/O Capacitance 


25 

pF 

(4) 

CCLK 

CLK Input Capacitance 


15 

pF 

(4) 

Ctin 

Test Input Capacitance 


15 

pF 

(4) 

Ctout 

Test Output Capacitance 


20 

pF 

(4) 

Ctck 

Test Clock Capacitance 


15 

pF 

(4) 

Ili 

Input Leakage Current 


±15 

jaA 

0 < V|N < Vcc3(1) 

•lo 

Output Leakage Current 


±15 

fxA 

0<V|n<Vcc3(1) 

l|H 

Input Leakage Current 


200 

fiA 

V|n = 2.4V(3) 

l|L 

Input Leakage Current 


-400 

jjlA 

V|n = 0.4V(2) 


NOTES: 

1 . This parameter is for Input without pull up or pull down. 

2. This parameter is for input with pull up. 

3. This parameter Is for input with pull down. 

4. Guaranteed by design. 


Table 32. Power Dissipation Requirements for Thermal Solution Design 


Parameter 

Typicald) 

Max(2) 

Unit 

Notes 

Active Power Dissipation 

2.0-3.0 

0.0 

Watts 

@75 MHz 


2.5-3.5 

7.3 

Watts 

@90 MHz 


2.5-3.5 

7.1 

Watts 

@120 MHz (5) 

Stop Grant and Auto Halt 


1.0 

Watts 

@75 MHz 

Powerdown Power Dissipation 


1.2 

Watts 

@90 MHz (3) 



1.2 

Watts 

@120 MHz (3) 

Stop Clock Power Dissipation 

.02 

0.05 

Watts 

(4) 


NOTES: 

1 . This is the typical power dissipation in a system. This value was the average value measured in a system using a typical 
device at Vcc2 = 2.9V and Vcc3 = 3-3V running typical applications. This value is highly dependent upon the specific 
system configuration. 

2. Systems must be designed to thermally dissipate the maximum active power dissipation. It is determined using a worst- 
case instruction mix with Vcc2 = 2.9V and Vcc3 = 3.3V. The use of nominal Vqc in this measurement takes into 
account the thermal time constant of the package. 

3. Stop Grant/ Auto Halt Powerdown Power Dissipation is determined by asserting the STPCLK# pin or executing the HALT 
Instruction. 

4. Stop Clock Power Dissipation is determined by asserting the STPCLK# pin and then removing the external CLK input. 

5. The lower power number is due to a process improvement. 
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7. 1.3.1. Power Sequencing 

There is no specific sequence required for powering 
up or powering down the Vcc2 and Vcc3 power sup- 
plies. However, for compatibility with future mobile 
processors, It is recommended that the Vcc2 and 
Vcc3 power supplies be either both on or both off 
within one second of each other. 


7.1.4. AC Specifications 

The AC specifications of the SPGA Pentium proces- 
sor with voltage reduction technology consist of set- 
up times, hold times, and valid delays at 0 pF. All 
SPGA Pentium processor with voltage reduction 
technology AC specifications are valid for Vcc2 = 
2.9V + 165mV, Vcc3 = 3.3V + 1 65mV, and Tease 
= 0 to 85"C. 


WARNING 

Do not exceed the 75-MHz Pentium proces- 
sor with voltage reduction technology inter- 
nal maximum frequency of 75 MHz by either 
selecting the V 2 bus fraction or providing a 
clock greater than 50 MHz. 

Do not exceed the 90-MHz Pentium proces- 
sor with voltage reduction technology inter- 
nal maximum frequency of 90 MHz by either 
selecting the bus fraction or providing a 
clock greater than 60 MHz. 


7. 1.4.1. Power and Ground 

For clean on-chip power distribution, the SPGA Pen- 
tium processor with voltage reduction technology 
has 25 Vcc2 (2.9V power), 28 Vcc3 (3.3V power) 
and 53 Vss (ground) inputs. Power and ground con- 
nections must be made to all external Vcc2, Vcc3 
and Vss pins of the SPGA Pentium processor with 
voltage reduction technology. On the circuit board 
all vcc2 pins must be connected to a 2.9V Vcc2 
plane (or island) and all Vcc3 pins must be connect- 
ed to a 3.3V Vcc3 plane. All Vss pins must be con- 
nected to a Vss plane. Refer to Table 35 for a listing 
of Vcc2 and Vcc3. 


7. 1.4.2. Decoupling Recommendations 

Transient power surges can occur as the processor 
is executing instruction sequences or driving large 
loads. To mitigate these high frequency transients, 
liberal high frequency decoupling capacitors should 
be placed near the processor. 


Low Inductance capacitors and interconnects are 
recommended for best high frequency electrical per- 
formance. Inductance can be reduced by shortening 
circuit board traces between the processor and de- 
coupling capacitors as much as possible. 

These capacitors should be evenly distributed 
around each component on the 3.3V plane and the 
2.9V plane (or island). Capacitor values should be 
chosen to ensure they eliminate both low and high 
frequency noise components. 


Power transients also occur as the processor rapidly 
transitions from a low level of power consumption to 
a much higher level (or high to low power). A typical 
example would be entering or exiting the Stop Grant 
state. Another example would be executing a HALT 
instruction, causing the processor to enter the Auto 
HALT Powerdown state, or transitioning from HALT 
to the Normal state. All of these examples may 
cause abrupt changes in the power being consumed 
by the processor. Note that the Auto HALT Power- 
down feature is always enabled even when other 
power management features are not Implemented. 



Bulk storage capacitors with a low ESR (Effective 
Series Resistance) in the 10 to 100 juiF range are 
required to maintain a regulated supply voltage dur- 
ing the interval between the time the current load 
changes and the point that the regulated power sup- 
ply output can react to the change in load. In order 
to reduce the ESR, it may be necessary to place 
several bulk storage capacitors In parallel. 


These capacitors should be placed near the proces- 
sor (on the 3.3V plane and the 2.9V plane (or Is- 
land)) to ensure that these supply voltages stay with- 
in specified limits during changes in the supply cur- 
rent during operation. 

For more detailed informations, please contact Intel 
or refer to the Pentium Processor with Voltage Re- 
duction Technology: Power Supply Design Consider- 
ations for Mobile Systems application note (Order 
Number 242558). 


7. 1.4.3. Connection Specifications 

All NC pins must remain unconnected. Refer to Ta- 
ble 35 for a listing of NC pins. 

All RESERVED pins must remain unconnected. 
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For reliable operation, always connect unused In- 
puts to an appropriate signal level. Unused active 
low inputs should be connected to Vcc3. Unused 
active high Inputs should be connected to ground. 

7.I.4.4. AC Timings 

Table 33 contains the SPG A Pentium processor with 
voltage reduction technology AC timing changes for 
50-MHz bus operation. Table 34 contains the SPG A 
Pentium processor with voltage reduction technolo- 
gy AC timing changes for 60-MHz bus operation. 

7.1.5. Thermal Specifications 

The SPGA Pentium processor with voltage reduction 
technology Is specified for proper operation when 
the case temperature, Tqase (Tc) is within the spec- 
ified range of 0 °C to 85 °C. 

7.1.6. SPGA Package Differences 

The SPGA Pentium processor with voltage reduction 
technology package has a pin array that is mechani- 
cally identical to the SPGA version of the 3.3V Penti- 
um, but some pins need to be connected differently. 
Also, there are small differences in the package di- 
mensions. 


7.I.6.I. Pinout 

Table 35 lists the SPGA Pentium processor with 
voltage reduction technology pins that are different 
from the SPGA 3.3V Pentium processor. Figure 21 
depicts the pin side SPGA pinout diagram. The 


Vcc2 pins are 3.3V Vcc pins for the 3.3V Pentium 
processor, but will be 2.9V Vcc2 pins for the SPGA 
Pentium processor with voltage reduction technolo- 
gy. The NC pins correspond to the unused (for mo- 
bile) functions listed in Table 1. They should be left 
unconnected. Connection of these pins may result in 
component failure or Incompatibility with processor 
steppings. For a brief functional description of the 
remaining pins, please refer to Tables 3 and 4. For 
Input and Output pins reference, please refer to Ta- 
ble 5, 6 and 7. 


7. 1.6.2. Package Dimensions 

The Pentium processor with voltage reduction tech- 
nology Implements an SPGA package that removes 
the Heat spreader from the top of the package. The 
package is mechanically equivalent to the package 
used on the 3.3V Pentium processor C2 stepping 
except that the SPGA Pentium processor with volt- 
age reduction technology will use the metal lid In- 
stead of a ceramic lid, and has the dimensions 
shown in Figure 22. 

7.1.7. I/O Buffer Models 

The I/O buffer models provided In section 4.4 of this 
document apply to both the TCP and SPGA Pentium 
processor with voltage reduction technology pack- 
ages, although the capacitance (Cp) and inductance 
(Lp) parameter values differ between the two pack- 
ages. For SPGA Pentium processor with voltage re- 
duction technology values, refer to Chapter 24 of the 
Pentium® Processor Family Developer’s Manual, 
Volume 1: Pentium® Processors. 
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Table 33. SPG A Pentium® Processor with Voltage Reduction Technology 
AC Timing Changes for 50-MHz Bus Operation 

Vcc2 = 2.9V +165mV, Vcc3 = 3.3V +165mV, Tease = to 85°C, Cl = OpF 


Symbol 

Parameter 

Min 

Max 

Unit 

tea 

W/R# Valid Delay 

1.0 

7.9 

ns 

tea 

BEO-7# Valid Delay 

1.0 

8.1 

ns 

tec 

LOCK# Valid Delay 

1.1 

7.9 

ns 

tea 

PWT Valid Delay 

1.0 

7.5 

ns 

tea 

CACHE# Valid Delay 

1.0 

7.3 

ns 

tec 

A3-A31 Valid Delay 

1.1 

8.3 

ns 

ted 

ADS# Valid Delay 

1.0 

7.4 

ns 

tlOb 

HITM# Valid Delay 

1.1 

6.6 

ns 

tl2 

DP, DBUS Valid Delay 

1.3 

9.2 

ns 


Tabie 34. SPG A Pentium® Processor with Voltage Reduction Technology 
AC Timing Changes for 60-MHz Bus Operation 

Vcc2 = 2.9V +165mV, Vcc3 = 3.3V +165mV, Tease = to SS^C, CL = OpF 


Symbol 

Parameter 

Min 

Max 

Unit 

tec 

A3-A31 Valid Delay 

1.1 

7.7 

ns 

tl2 

DP, DBUS Valid Delay 

1.3 

7.8 

ns 


i 
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Table 35. SPGA Pentium® Processor with Voltage Reduction Technology Vcc2 and Vcc3 Pins 


Vcc2* 


A17 

A07 

001 

AA01 

AN11 

A15 

G01 

S01 

AC01 

AN13 

A13 

J01 

U01 

AE01 

AN15 

A11 

L01 

W01 

AG01 

AN17 

A09 

N01 

Y01 

AN09 

AN19 

Vcc3’ 

A19 

A27 

AE37 


G37 


U33 

A21 

A29 

AG37 

AN27 

J37 

037 

U37 

A23 

AA37 

AN21 

AN29 

L33 

S37 

W37 

A25 

AC37 

AN23 

E37 

L37 

T34 

Y37 


NC** 


A37 

AE03 

AN35 

035 

W33 

AA03 

AE35 

H34 

R34 

W35 

AC03 

AL19 

J33 

S33 

Y03 

AD04 

AM02 

L35 

S35 

Y35 


NOTE: 

*These Vcc2 pins are 3.3V Vcc pins for the SPGA 3.3V Pentium® processor. For the SPGA Pentium processor with voltage 
reduction technology, these pins are 2.9V Vcc2 supplies for the SPGA core. 

**These NC pins should be left unconnected. Connection of these pins may result in component failure or Incompatibility 
with processor steppings. 
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Figure 21. SPG A Pentium® Processor with Voltage Reduction Technology Pinout 
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Table 36. 296-Pin Ceramic Pin Grid Array: 
The Package Dimensional Specification 


w 

Millimeters 

Inches 

Min 

Max 

Notes 

Min 

Max 

Notes 

HKH 

3.27 

3.83 

Ceramic Lid 

0.129 

0.151 

Ceramic Lid 

A1 

0.66 

0.86 

Ceramic Lid 

0.026 

0.034 

Ceramic Lid 

A2 

2.62 

2.97 


0.103 

0.117 


B 

0.43 



0.017 

0.020 


D 




1.940 

1.960 


D1 




1.795 

1.805 


D3 

24.00 

mm 

includes Fillet 

0.945 

0.955 

Includes Fillet 

e1 

2.29 

2.79 


0.090 

0.110 


L 

3.05 

3.30 


0.120 

1.130 


N 

296 

Total Pins 

296 

Total Pins 

S1 

1.52 

2.54 


0.060 

0.100 
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INTEL OverDrive® PROCESSORS 

■ Powerful Processor Upgrades for most )«iiiox4 0v6iDn<r» )>r«ac»<ir 

lntel486TM Microprocessor-Based 
Systems 

— Significantly Accelerates All 
Software Applications 

■ Intei OverDrive® Processor Family 
Includes: 

— Pentium® OverDrive Processor 

— lntelDX4TM OverDrive Processor 

— lntelDX2TM OverDrive Processor 

■ Designed to Upgrade Systems Based 
on: 

— lntel486TM SX Processors 

— lntel486TM dx Processors 

— lntelSX2TM Processors 

— lntelDX 2 TM Processors 

■ Large Installed Base of Thousands of 
Applications 

■ Incorporates SMM Power Saving 
Features 

The Pentium® OverDrive® processor upgrades most Intel486 processor-based systems to Pentium processor 
technology. It is the recommended upgrade option for lntelSX 2 TM and lntelDX 2 TM CPU-based systems, and 
the superior upgrade option for Intel486 SX and DX CPU-based systems. It features a true Pentium processor 
core (superscalar architecture, branch prediction and faster floating point unit), silicon enhancements (sepa- 
rate code and data caches, 16 KB each and 32-blt bus interface), and package innovations (on-package 
voltage regulation and fan heat sink). 

The lntelDX 4 TM OverDrive processor Is an upgrade for most Intel486 SX and DX CPU-based systems. It 
features Intel’s speed-tripling technology, enhanced 16 KB on-chip cache memory and a math coprocessor. 

The lntelDX2 OverDrive processor is an entry-level upgrade for most Intel486 SX and DX CPU-based systems. 
It features Intel’s speed-doubling technology, on-chip math coprocessor and 8 KB on-chip cache memory. 



OwrOrivr Processor 
290436-61 



*Other brands and names are the property of their respective owners. 
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1.0 INTRODUCTION 

This data sheet describes the Intel OverDrive proc- 
essors, a family of CPU upgrades for Intel486 proc- 
essor-based systems. This family includes the 
lntelDX2 OverDrive processor, the lntelDX4 
OverDrive processor and the Pentium OverDrive 
processor. These processor upgrades significantly 
accelerate all software applications, thereby increas- 
ing overall PC performance. 

It Is important to note that this data sheet Is intended 
to be used in conjunction with the Intel486 Micro- 
processor Family Datasheet — which describes the 
Intel Family Architecture and functionality (Order 
# 242202-003). All enhancements or differences 
between the OverDrive processor and the original 
processor (i.e., lntelDX2 or lntelDX4 OverDrive vs. 
Intel486 DX processor, Pentium vs. Pentium Over- 
Drive processors) are described In this data sheet. 


Intel486 SX, Intel486 DX, lntelSX2, or lntelDX2 proc- 
essor-based systems that are compatible to the Intel 
OverDrive processor(s) must be designed to both 
the original processor specifications and the Intel 
OverDrive processor(s) specifications. 


1 . 1 Product Overview 

The following sections provide an overview of each 
of the OverDrive processors. Refer to the specific 
product sectlon(s) for more detailed Information. 

Figure 1-1 lists some of the key features of each 
OverDrive processor. Figure 1-2 describes the up- 
grade choices available for an existing Intel486 SX 
or DX system. 


lntelDX2'^^ 

OverDrive® 

Processor 


• For Up To 33 MHz Intel486 SX or DX Processor-Based Systems 

• Based on lntelDX2 Technology, which Includes Speed 
Doubling and Floating Point Math Unit 

• Intel486 DX Processor and Intel487 Math Coprocessor Pinouts 

• 8 KByte Integrated Instruction and Data Cache 


lntelDX4''’*^ 

OverDrive 

Processor 


• For Up To 33 MHz Intel486 SX or DX Processor-Based Systems 

• Based on lntelDX4 Speed Tripling Technology, 
which Includes Floating Point Math Unit 

• Intel486 DX Processor and Intel487 Math Coprocessor Pinouts 

• 16 KByte Integrated Instruction and Data Cache 


Pentium® 

OverDrive 

Processor 


• For Up To 33 MHz Intel486 SX or DX Processor-Based Systems 

• For Up To 66 MHz lntelDX2 or 50 MHz lntelSX2 Processor-Based Systems 

• Based on Intel Pentium Processor Technology, which includes 
Superscalar, Faster Floating Point, Branch Prediction 

• Separate Code and Data Caches, 16 KByte 
each. Data Cache has Write-Back Capability 

• Integrated Fan Heat Sink 

290436-27 


Figure 1-1. Key Features 
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Current Upgrades To OverDrive® 

System ^ Processor 


lntel486‘'‘‘^SX 


lntelDX2^^ 

or DX System 



OverDrive 




Processor 




IntelDXA'''^ 




OverDrive 




Processor 

lntelSX2^’^ 


^ 

Pentium® 

or lntelDX2 


^ 

OverDrive 

Systems 


Processor 


290436-28 


Figure 1-2. Upgrade Choices 


1.1.1 lntelDX2TM OverDrive® PROCESSOR 

The lntelDX2 OverDrive processor is the entry-level 
processor upgrade designed for most Intel486 SX 
and Intel486 DX processor-based systems. Based 
on the lntelDX2 processor, It features the Intel 
speed doubling technology. This accelerates both 
integer and floating point software, to deliver per- 
formance equivalent to a similarly configured In- 
telDX2 processor-based system. 

The lntelDX2 OverDrive processor integrates an in- 
teger unit, a floating point math coprocessor unit, a 
memory management unit and an 8 KByte cache on 
a single chip. The speed doubling technology allows 
the processor to operate internally at twice the 
speed of the system bus; up to a maximum of 
66 MHz for a 33 MHz system. 


The lntelDX2 OverDrive processor comes In two 
package offerings; 168-lead Pin Grid Array (PGA) 
and 169-lead PGA. It is designed to be installed into 
the OverDrive processor socket of Intel486 SX and 
DX processor-based systems. It can also replace 
the existing processor in single-socket systems. 

1.1.2 lntelDX4TM OverDrive® PROCESSOR 

The lntelDX4 OverDrive processor is an upgrade 
designed for most Intel486 SX and Intel486 DX 
processor-based systems. Utilizing the Intel speed 
tripling technology, the lntelDX4 OverDrive proces- 
sor accelerates both integer and floating point soft- 
ware, achieving performance comparable to a simi- 
larly configured lntelDX4 processor-based system. 
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The lntelDX4 OverDrive processor integrates an in- 
teger unit, a floating point math coprocessor unit, a 
memory management unit and a 1 6-KByte cache on 
a single chip. The speed tripling technology allows 
the processor to operate internally at three times the 
speed of the system bus; up to a maximum of 
100 MHz for a 33 MHz system. 

The lntelDX4 OverDrive processor comes in two 
package offerings; 168-lead Pin Grid Array (PGA) 
and 169-lead PGA. It is designed to be installed Into 
the OverDrive processor socket of Intel486 SX and 
DX processor-based systems. It can also replace 
the existing processor in most single-socket sys- 
tems. 


1.1.3 Pentium® OverDrive® PROCESSOR 

The Pentium OverDrive processor Is the highest per- 
formance CPU upgrade available for systems based 
on the Intel486 family of CPUs, bringing Pentium 
processor technology (Including Superscalar Archi- 
tecture, Branch Prediction, faster floating-point unit, 
and separate data and code caches) to most 
Intel486 processor-based systems. It is the recom- 
mended upgrade option for most lntelSX2 and In- 
tel DX2 processor-based systems, and the superior 
upgrade option for most Intel486 SX and DX proces- 
sor-based systems. 

Inclusion of the Pentium OverDrive processor socket 
in systems based on the Intel486 family of micro- 
processors provides the end user with an easy and 
cost-effective way to Increase system performance 
for most Intel486 processor-based systems. The 
majority of upgrade installations which take advan- 
tage of the Pentium OverDrive processor socket will 


be performed by end users and resellers. Therefore, 
It is important that the design be “end user easy”, 
and that the amount of training and technical exper- 
tise required to install the OverDrive processors be 
minimized. Upgrade installation instructions should 
be clearly described In the system user’s manual. In 
addition, by making Installation simple and foolproof, 
PC manufacturers can reduce the risk of system 
damage, warranty claims and service calls. Feed- 
back from Intel’s upgrade customers highlight three 
main characteristics of end user easy designs: ac- 
cessible socket location, clear indication of upgrade 
component orientation, and minimization of insertion 
force. Recommendations regarding designing for 
easy upgradabllity appear In Appendix C. 


1.2 Pinouts 

1.2.1 168/169 PIN SOCKET 

Refer to Figures 1-3 and 1-4 for an illustration of 
each of the two PGA packages. Figure 1-3 shows 
the 169-lead PGA package, while Figure 1-4 Illus- 
trates the 1 68-lead PGA package. 

Table 1-1 cross-references the pin number to pin 
function for the 169-lead PGA package. Table 1-2 is 
a cross-reference for the 1 68-lead package. 

Table 5-1 in Section 5 gives a brief description of the 
function of each pin. 

Refer to each specific OverDrive processor section 
for a description of any differences from the pinouts 
described in this section. 
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Figure 1-3. 169-Lead PGA Bottom View Pinout (ODP) 
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Figure 1-4. 168-Lead PGA Bottom View Pinout (ODPR) 
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Table 1-1. 169-Lead PGA Pin Cross Reference by Pin Name (ODP) 


Address 

Data 

Control 

Control 

NC 

Vcc 

Vss 

A2 

Q14 

Do 

PI 

A20M# 

D15 

PLOCK# 

016 

A3 

B7 

A7 

As 

R15 

Di 

N2 

ADS# 

S17 

PWT 

LI 5 

A14 

B9 

A9 

A4 

SI 6 

D2 

N1 

AHOLD 

A17 

RDY# 

F16 

B16 

B11 

All 

As 

Q 12 

O 3 

H2 

BEO# 

K15 

RESET 

C16 

Cl 3 

C4 

B3 

Ae 

SI 5 

D 4 

M3 

BE1# 

J16 

SMI# 

BIO 


C5 

B4 

At 

Q13 

Ds 

J2 

BE2# 

J15 

SMI ACT# 

C12 


E2 

B5 

As 

R13 

De 

L2 

BE3# 

FI 7 

SRESET 

CIO 


E16 

El 

Ag 

Q 11 

D 7 

L3 

BLAST# 

R16 

STPCLK# 

G15 


G2 

E17 

Aio 

S13 

Dg 

F2 

BOFF# 

D17 

UP# 

B14 


G16 

G1 

Aii 

R12 

Dg 

DI 

BRDY# 

H15 

W/R# 

N17 


H16 

G17 

Ai2 

S7 

D 1 O 

E3 

BREQ# 

015 




J1 

HI 

Ai3 

Q 10 

D 11 

Cl 

BS8# 

D16 




K2 

H17 

Ai4 

S5 

D -12 

G3 

BSI 6 # 

Cl 7 




K16 

K1 

Ai5 

R7 

Di3 

D2 

CLK 

C3 

Pncition 


LI 6 

K17 

Ai6 

Q9 

□i 4 

K3 

D/C# 

M15 




M2 

LI 

Ai7 

Q3 

Di5 

F3 

DPO 

N3 

KEY 

D4 


M16 

LI 7 

Ai8 

R5 

Di6 

J3 

DPI 

FI 

PLUG 

D5 


P16 

Ml 

Ai9 

Q4 

□i 7 

D3 

DP2 

H3 

PLUG 

D13 


R3 

M17 

A 20 

Q8 

Di8 

C2 

DP3 

A5 

PLUG 

D14 


R6 

P17 

A 2 I 

Q5 

Di9 

B1 

EADS# 

B17 

PLUG 

E4 

IMP 

R8 

02 

A 22 

Q7 

D 2 O 

A1 

FERR# 

A13 

PLUG 

E14 

IIX w 

R9 

R4 

A 23 

S3 

D 2 I 

B2 

FLUSH# 

C15 

PLUG 

N4 

AIO 

RIO 

S6 

A 24 

Q6 

D 22 

A2 

HLDA 

P15 

PLUG 

N14 

A12 

R11 

S8 

A 25 

R2 

D 23 

A4 

HOLD 

E15 

PLUG 

P4 

B12 

R14 

S9 

A 26 

S2 

D 24 

A6 

IGNNE# 

A15 

PLUG 

P5 

B13 


S10 

A 27 

S1 

D25 

B6 

INTR 

A16 

PLUG 

P13 

C11 


S11 

A 28 

R1 

D26 

C7 

KEN# 

FI 5 

PLUG 

P14 

C14 


S12 

A 29 

P2 

□27 

C6 

LOCK# 

N15 



R17 


S14 

A 30 

P3 

D 28 

C8 

M/IO# 

N16 



S4 



A 3 I 

Q1 

D29 

A8 

NMI 

B15 








D 30 

C9 

PCD 

J17 








D 3 I 

B8 

PCHK# 

017 







NOTES: 

1 . All NC pins must remain unconnected. 

2. Refer to each specific OverDrive section for differences in pin functions. 

3. NC = No Connection. 

4. INC = Internal No Connect. 
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Table 1-2. 168-Lead PGA Pin Cross Reference by Pin Name (ODPR) 


Address 

Data 

Control 

Control 

N/C 

Vcc 

Vss 

A 2 

Q14 

Do 

P1 

A20M# 

D15 

PLOCK# 

Q 16 

A3 

B7 

A7 

A3 

R15 

Di 

N2 

ADS# 

S17 

PWT 

LIS 

A14 

B9 

A9 

A4 

S16 

Da 

N1 

AHOLD 

A17 

RDY# 

F16 

B14 

B11 

All 

As 

Q12 

D 3 

H2 

BEO# 

K15 

RESET 

C16 

B16 

C4 

B3 

Ae 

S15 

D 4 

M3 

BE1# 

J16 

SMI# 

BIO 

Cl 3 

CS 

B4 

A7 

Q13 

Ds 

J2 

BE2# 

J15 

SMIACT# 

C12 


E2 

BS 

As 

R13 

De 

L2 

BE3# 

F17 

SRESET 

CIO 


E16 

El 

Ag 

Q11 

D 7 

L3 

BLAST# 

R16 

STPCLK# 

G1S 


G2 

E17 

Aio 

S13 

Ds 

F2 

BOFF# 

D17 

UP# 

C11 


G16 

G 1 

An 

R12 

Dg 

D1 

BRDY# 

H15 

W/R# 

N17 


H16 

G17 

Ai 2 

S7 

D 1 O 

E3 

BREQ# 

Q15 




J1 

HI 

Ai3 

Q10 

D 11 

C 1 

BS 8 # 

D16 




K2 

H17 

Ai4 

S5 

□i2 

G3 

BS16# 

C17 




K16 

K1 

Ai5 

R7 

Di3 

D2 

CLK 

C3 




LI 6 

K17 

Ai6 

Q9 

□i4 

K3 

D/C# 

M15 




M2 

LI 

Ai7 

Q3 

Di5 

F3 

DPO 

N3 




M16 

LI 7 

Ai8 

R5 

Di6 

J3 

DP1 

F1 




P16 

Ml 

Ai9 

Q4 

Di7 

D3 

DP2 

H3 




R3 

M17 

A 20 

Q 8 

Di8 

C2 

DP3 

A5 



INC 

R 6 

P17 

A 2 I 

Q5 

Di9 

B1 

EADS# 

B17 




R 8 

02 

A 22 

Q7 

D 20 

A1 

FERR# 

C14 



AIO 

R9 

R4 

A 23 

S3 

D 21 

B2 

FLUSH# 

CIS 



A12 

RIO 

S 6 

A 24 

Q 6 

D 22 

A2 

HLDA 

P15 



A13 

R11 

S 8 

A 25 

R2 

D 23 

A4 

HOLD 

E15 



B12 

R14 

S9 

A 26 

S2 

D 24 

A 6 

IGNNE# 

A15 



B13 


S10 

A 27 

S1 

D 25 

B 6 

INTR 

A16 



R17 


S 11 

A 28 

R1 

D 26 

C7 

KEN# 

FI 5 



S4 


S12 

A 29 

P2 

D 27 

C 6 

LOCK# 

N15 





S14 

A 30 

P3 

D 28 

C 8 

M/IO# 

N16 






A 31 

Q 1 

D 29 

A 8 

NMI 

BIS 








D 30 

C9 

PCD 

J17 








D 3 I 

B 8 

PCHK# 

017 







NOTES: 

1 . All NC pins must remain unconnected. 

2. Refer to each specific OverDrive section for differences in pin functions. 

3. NC = No Connection. 

4. INC = Internal No Connect. 
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1.2.2 Pentium® OverDrive® PROCESSOR 
SPECIFICATIONS 

The Intel Pentium OverDrive processor socket spec- 
ifies 237 contacts. The 237 contacts correspond to a 
standard 240 pin socket with one inside “KEY” con- 
tact, one outer “KEY” contact and four ’orientation’ 
contacts plugged on the outside corner. The inside 
“KEY” contact provides backward compatibility for 
the lntelDX2 and lntelDX4 OverDrive processors for 
Intel486 SX, Intel486 DX, lntelSX2, and lntelDX2 
processor-based systems. The Pentium OverDrive 
processor itself (not the socket) does not have any 


“KEY” pins. The five contacts plugged on the out- 
side corner ensure proper orientation for the Penti- 
um OverDrive processor. The Pentium OverDrive 
processor pinout is shown In Figures 1 -5 and 1 -6. 

Please note that the boundary scan pins (TCK, 
TDO,TDI, and TMS), and all testability pins have 
been removed from the production version of the 
Pentium OverDrive processor. An engineering sam- 
ple will be available that will allow the use of bounda- 
ry scan and testability functions. For more Informa- 
tion on boundary scan and testability pins, please 
contact Intel. 
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1.2.2.1 Pentium® OverDrive® Processor Pinout 
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♦NOTE: 






















Pin A1 is located in the lower left corner to make the labels on the top plate of Intel processors orient right side up. All 

“RES” and "NC” pins should be left unconnected to insure proper operation. 










Figure 1-5. Pentium® OverDrive® Processor Pinout (Top Side View) 
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♦NOTE: 

Pin A 1 is located in the lower left corner to make the labels on the top plate of Intel processors orient right side up. All 
“RES” and “NC” pins should be left unconnected to insure proper operation. 


Figure 1-6. Pentium® OverDrive® Processor Pinout (Bottom Side View) 


2-242 


I 




INTEL OverDrive<^ PROCESSORS 


iny. 

1. 2.2.2 Pin Cross Reference 


Table 1-3. Pentium® OverDrive® Processor Pin Cross Reference 


Address 

Data 

Control 

N/C 

Vcc 

Vss 

A2 

R15 

DO 

Q2 

A20M# 

E16 

INV 

N1 

A19 

A9 

LI 

A5 

M18 

A3 

S16 

D1 

P3 

ADS# 

T18 

KEN# 

G16 

D14 

A10 

L3 

A8 

M19 

A4 

T17 

D2 

P2 

AHOLD 

B18 

LOCK# 

P16 


All 

LI 7 

A12 

N2 

A5 

R13 

D3 

J3 

BEO# 

L16 

M/IO# 

P17 

INC 

A16 

LI 9 

A13 

N18 

A6 

T16 

D4 

N4 

BE1# 

K17 

NMI 

C16 

C8 

M17 

A14 

N19 

A7 

R14 

D5 

K3 

BE2# 

K16 

PCD 

K18 

B11 

CIO 

N3 

A15 

01 

A8 

S14 

D6 

M3 

BE3# 

G18 

PCHK# 

R18 

B13 

C12 

N17 

A17 

018 

A9 

R12 

D7 

M4 

BLAST# 

S17 

PLOCK# 

R17 

B4 

D1 

017 

B8 

019 

A10 

T14 

D8 

G3 

BLEN# 

A7 

PWT 

M16 

B15 

D5 

R1 

BIO 

R3 

A11 

S13 

D9 

E2 

BOFF# 

E18 

RDY# 

G17 

C17 

D6 

R19 

B12 

SI 

A12 

T8 

D10 

F4 

BRDY# 

J16 

RESET 

D17 

C13 

D19 

S4 

C4 

S5 

A13 

R11 

Dll 

D2 

BREQ 

R16 

SMI# 

C11 

C14 

F3 

S7 

C5 

S19 

A14 

T6 

D12 

H4 

BS8# 

E17 

SMIACT# 

D13 

Dll 

F17 

S9 

C6 

T7 

A15 

S8 

D13 

E3 

BS16# 

D18 

STPCLK# 

H16 

D12 

H3 

S10 

Cl 9 

T9 

A16 

R10 

D14 

L4 

CACHE# 

G1 

UP# 

Cl 5 

D15 

H17 

S11 

El 

T10 

A17 

R4 

D15 

G4 

CLK 

D4 

W/R# 

P18 

SI 8 

J1 

S12 

E19 

Til 

A18 

S6 

D16 

K4 

D/C# 

N16 

WB/WT# 

T1 

T5 

J17 

SI 5 

F2 

T12 

A19 

R5 

D17 

E4 

DPO 

P4 




J19 

U4 

F18 

T13 

A20 

R9 

D18 

D3 

DP1 

G2 




K1 

U9 

G19 

T15 

A21 

R6 

D19 

C2 

DP2 

J4 




K2* 

U10 

HI 

U3 

A22 

R8 

D20 

B2 

DP3 

B6 



RES 

K19 

U11 

H2 

U5 

A23 

T4 

D21 

C3 

EADS# 

Cl 8 





U16 

H18 

U6 

A24 

R7 

D22 

B3 

EWBE# 

P1 



A6 



H19 

U7 

A25 

S3 

D23 

B5 

FERR# 

B14 



A18 



J2 

U8 

A26 

T3 

D24 

B7 

FLUSH# 

D16 



B19 



J18 

U12 

A27 

T2 

D25 

C7 

HIT# 

U2 



FI 



L2 

U13 

A28 

S2 

D26 

D8 

HITM# 

U1 



PI 9 



LI 8 

U14 

A29 

Q3 

D27 

D7 

HLDA 

016 



T19 



Ml 

U15 

A30 

Q4 

D28 

D9 

HOLD 

F16 



U18 



M2 

U17 

A31 

R2 

D29 

B9 

IGNNE# 

B16 



U19 







D30 

D10 

INIT 

F19 










D31 

C9 

INTR 

B17 









*lf designing for single socket compatibility with future Pentium OverDrive processors, pin K2 may be connected to Vcc via 
a circuit to limit the current through the pin. Please contact Intel for more information about compatibility with future Pentium 
OverDrive processors. 


NOTE: 

The Pentium OverDrive processor socket provides orientation guides for lntelDX2 OverDrive processors one “KEY” pin in 
location E5. The Pentium OverDrive processor does not employ this inside “KEY” pin, which is left for backwards compati- 
bility, but relies on the keying mechanism in the A1 corner to ensure proper orientation. 


[F>l^ilLDO!SlflK]^[^Y 
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2.0 lntelDX2TM OverDrive® PROCESSOR FOR lntel486TM SX AND DX 
MICROPROCESSOR-BASED SYSTEMS 


■ Processor Upgrade for most lntel486TM 
SX and DX Processor-Based Systems 
— Single-Chip Upgrade 

— - Increases Both Integer and Floating 
Point Performance 

■ Two Package Variations to Support 
Systems with and without an 
OverDrive® Processor Socket 

■ 169-Lead Pin Grid Array Package 

— Pin Compatible with lntel487TM sx 
Math Coprocessor 

— 169th Alignment Pin Ensures Proper 
Chip Orientation 

■ 168-Lead Pin Grid Array Package 

— Pin Compatible with lntel486TM DX 
Processor 

■ Utilizes lntelDX2 Speed-Doubling 
Technology 

— Processor Core Runs at Twice the 
Frequency of the System Bus 
— Compatible with 33, 25, 20 and 
16 MHz Systems 


■ Floating Point Math Unit Included On- 
Chip 

■ High Integration Enables On-Chip 
— 8 KByte Code and Data Cache 

— Paged, Virtual Memory Management 

■ Binary Compatible with Large installed 
Software Base 

— MS-DOS, OS/2TM, Windows 
— UNIX System V/386 
— IRMX, IRMKtm Kernels 

■ High Performance Design 

— Core Clock Speed up to 66 MHz 
— 106 Mbyte/sec Burst Bus 
— CHMOS V Process Technology 

■ Complete 32-Bit Architecture 
— Address and Data Busses 
— Registers 

-8-, 16-, 32-Bit Data Types 

■ Compatible with Intel SL Enhanced 
Features 


The lntelDX2 OverDrive processor is the entry-level processor upgrade option offering excellent price/per- 
formance for cost-conscious users of most Intel486 SX and DX processor-based systems. Based on Intel’s 
lntelDX2 technology, the lntelDX2 OverDrive processor integrates an integer unit, a floating point unit, a 
memory management unit, SL Enhanced features and an 8 KByte cache on a single chip. 


Using the lntelDX2 processor’s speed doubling technology, the lntelDX2 OverDrive processor operates inter- 
nally at twice the speed of the system bus. This allows users of Intel486 SX and DX microprocessor-based 
systems to double the frequency of their computer’s processor by adding a single chip, without upgrading any 
other system components. For example, adding an lntelDX2 OverDrive processor to an Intel486 DX 33 MHz 
system will double the processor’s Internal operating speed to 66 MHz. 
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The lntelDX2 OverDrive processor is based on the 
intelDX2 microprocessor technology. This technolo- 
gy doubles the clock speed of the internal processor 
core, while interfacing with the system at the same 
external clock speed. When installed In a 33 MHz 
Intel486 SX or DX microprocessor-based system, 
the Internal processor core, integer unit, floating 
point unit and cache operate at 66 MHz, while the 
speed of the external bus remains at 33 MHz. This 
provides Increased processor performance while 
maintaining compatibility with the existing system 
design. 

The lntelDX2 OverDrive processor Is currently avail- 
able in four product versions, which consist of two 
speed options (50 MHz and 66 MHz) and two pack- 
age options (168-lead Pin Grid Array (PGA) and 169- 
lead PGA). 

The 50 MHz lntelDX2 OverDrive processor Is de- 
signed to upgrade 25 MHz Intel486 DX microproces- 


sor-based systems and 16 MHz, 20 MHz and 
25 MHz Intel486 SX microprocessor-based systems. 
The 66 MHz lntelDX2 OverDrive processor Is de- 
signed to upgrade 33 MHz Intel486 SX and DX 
microprocessor-based systems. Table 2-1 illustrates 
the speed and pinout configurations for each system 
type. 

These products come with a (0.25" high) heat sink 
attached to the standard 1 69-lead PGA or 1 68-lead 
PGA package to aid in heat dissipation. All lntelDX2 
OverDrive processors are binary compatible with a 
large base of software based on DOS, OS/2, Win- 
dows and Unix operating systems. 

For more detailed information about the operation of 
the lntelDX2 OverDrive processor, refer to the In- 
telDX2 microprocessor data book (Order #241731- 
001 ). 
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Table 2-1. lntelDX2 OverDrive Processor to System Reference Table 


OverDrive® Processor 
Part Number 

OverDrive Processor 
Pinout 

Systems Upgraded 

DX2ODP50 

169 

lntel486TM sX 

-16 MHz 
-20 MHz 
-25 MHz 

DX20DP66 

169 

Intel486 SX 
-33 MHz 

DX2ODPR50 

168 

Intel486 DX 
-25 MHz 

DX20DPR66 

168 

Intel 486 DX 
-33 MHz 


2. 1 Socket Configurations 

Both single-socket and two-socket system configu- 
rations can be upgraded with the lntelDX2 OverDrive 
processor. In a single-socket Intel486 microproces- 
sor-based system, this is done by replacing the origi- 
nal processor with the OverDrive processor. In a 
two-socket system, the lntelDX2 OverDrive proces- 
sor can simply be placed Into the empty OverDrive 
processor socket. 


2.2 169-Lead PGA Device (DX20DP) 

The 169-lead version of the lntelDX2 OverDrive 
processor is currently available In two speeds; 
50 MHz (DX2ODP50) and 66 MHz (DX20DP66). 
The 169-lead versions are designed to be used in 
most Intel486 SX processor-based system and con- 
tain a key pin to assure proper orientation of the 
device (refer to Table 2-1). The OverDrive processor 
Is simply Inserted Into the OverDrive processor sock- 
et, while the original processor remains in Its socket. 


Figure 1-3 shows the bottom-view (pin-side) pinout 
diagram of the 1 69-lead Pin Grid Array (PGA) pack- 
age. Table 1-1 cross references the device’s pin 
numbers to the pin names. 


2.3 168-Lead PGA Device (DX20DPR) 

The 168-lead version of the lntelDX2 OverDrive 
processor is currently available in two speeds; 
50 MHz (DX2ODPR50) and 66 MHz (DX20DPR66). 
The 168-lead versions are designed to be used in 
most Intel486 DX processor-based system (refer to 
Table 2-1). The existing processor is removed and 
the upgrade processor is simply inserted into the 
same socket. 

Figure 1-4 shows the bottom-view (pin-side) pinout 
diagram of the 1 68-lead Pin Grid Array (PGA) pack- 
age. Table 1-2 cross references the device’s pin 
numbers to the pin names. 
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3.0 lntelDX 4 TM OverDrive® PROCESSOR FOR lntel486TM SX AND DX 
MICROPROCESSOR-BASED SYSTEMS 


■ Processor Upgrade for most lntel486TM 
SX and DX Processor-Based Systems 
— Single-Chip Upgrade 

— Increases Both Integer and Floating 
Point Performance 

■ Two Package Variations to Support 
Systems with and without an 
OverDrive® Processor Socket 

■ 169-Lead Pin Grid Array Package 

— Pin Compatibie with intei487TM sX 
Math Coprocessor 

— 169th Alignment Pin Ensures Proper 
Chip Orientation 

■ 168-Lead Pin Grid Array Package 

— Pin Compatibie with lntei486 TM dX 
Processor 

■ High integration Enabies On-Chip 
— 16 KByte Code and Data Cache 

— Paged, Virtuai Memory Management 

■ Fioating Point Math Unit inciuded 
On-Chip 


■ Utiiizes lnteiDX4 Speed-Trlpiing 
Technoiogy 

— Processor Core Runs at Three Times 
the Frequency of the System Bus 
— Compatibie with 33, 25, 20 and 
16 MHz Systems 

■ Binary Compatibie with Large Instailed 
Software and Operating System Base 
— MS-DOS, OS/2TM, Windows 

— UNIX System V/386 
— IRMX, IRMKTM Kernels 

■ High Performance Design 

— Core Ciock Speed up to 100 MHz 
— CHMOS V Process Technoiogy 

■ Compiete 32-Bit Architecture 
— Address and Data Busses 
— Registers 

-8-, 16-, 32-Bit Data Types 

■ SL Enhanced lntei486TM 
Microprocessor Features Inciuded 
On-Chip 


The lntelDX4 OverDrive processor is an upgrade for most Intel486 SX and DX microprocessor-based systems. 
It operates at a maximum internal core frequency of 100 MHz and is available in two package versions. When 
Installed in a system, the lntelDX4 OverDrive processor significantly increases both the integer and floating 
point performance. 


The lntelDX4 OverDrive processor offers several new features not found In the lntelDX2 OverDrive proces- 
sors. It has 16 KByte on-chip cache and the Internal core operates at 3x (speed tripled) the external clock 
frequency. The underlying technology behind the lntelDX4 OverDrive processor Is the lntelDX4 microproces- 
sor core with on-package voltage regulation. This allows the OverDrive processor to plug directly into existing 
5V systems. Like the lntelDX2 OverDrive processor the lntelDX4 OverDrive processor supports System Man- 
agement Mode (SMM) and Stop Clock Mode. The SMM and Stop Clock Mode, identical to those implemented 
in SL Enhanced Intel486 SX and DX microprocessors, make the lntelDX4 OverDrive processor compatible 
with the advanced power management, system security and device emulation features of SL Enhanced sys- 
tems. 
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The lntelDX4 OverDrive processor i$ based on the 
lntelDX4 microprocessor technology. This technolo- 
gy triples the clock speed of the Internal processor 
core, while interfacing with the system at the same 
external clock speed. When installed in a 33 MHz 
Intel486 SX or DX microprocessor-based system, 
the internal processor core, integer unit, floating 
point unit and cache operate at 100 MHz, while the 
speed of the external bus remains at 33 MHz. This 
provides increased processor performance while 
maintaining compatibility with the existing system 
design. In addition, the Internal cache has been dou- 
bled to 1 6 KBytes. 

The lntelDX4 OverDrive processor is currently avail- 
able in four product versions, which consist of two 
speed options (75 MHz and 100 MHz) and two pack- 
age options (168-lead Pin Grid Array (PGA) and 169- 
lead PGA). 

The 100 MHz OverDrive processors are designed to 
upgrade most 33 MHz Intel486 SX and DX micro- 


processor-based systems. The 75 MHz OverDrive 
processors are designed to upgrade most 25 MHz 
Intel486 DX microprocessor-based systems and 
16 MHz, 20 MHz and 25 MHz Intel486 SX micro- 
processor-based systems. Table 3-1 illustrates this. 
The speed tripling technology will triple the internal 
speed of the processor to three times the bus speed 
of the existing system. 

These products come with a (0.6" high) heat sink 
attached to the standard 169-lead PGA or 168-lead 
PGA package to aid in heat dissipation. Refer to 
Sections 14.0 and 15.0 for clearance and thermal 
requirements. All lntelDX4 OverDrive processors are 
binary compatible with a large base of software 
based on DOS, OS/2, Windows and Unix operating 
systems. 

For more detailed Information about the operation of 
the lntelDX4 OverDrive processor, refer to the 
lntelDX4 microprocessor data book (Order 
#241944-001). 
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Table 3-1. lntelDX4 OverDrive Processor to System Reference Table 


OverDrive® Processor 
Part Number 

OverDrive Processor 
Pinout 

Systems Upgraded 

DX40DP75 

169 

lntel486TM SX 

-16 MHz 
-20 MHz 
-25 MHz 

DX4ODP100 

169 

Intel486 SX 
-33 MHz 

DX40DPR75 

168 

Intel486 DX 
-25 MHz 

DX4ODPR100 

168 

Intel 486 DX 
-33 MHz 


3.1 Socket Configurations 

Both single-socket and two-socket system configu- 
rations can be upgraded with the lntelDX4 OverDrive 
processor. In a single-socket Intel486 microproces- 
sor-based system, this is done by replacing the origi- 
nal processor with the OverDrive processor. In a 
two-socket system, the lntelDX4 OverDrive proces- 
sor can simply be placed Into the empty OverDrive 
processor socket. 


3.2 169-Lead PGA Device (DX40DP) 

The 169-lead version of the lntelDX4 OverDrive 
processor is currently available in two speeds; 
75 MHz (DX40DP75) and 100 MHz (DX4ODP100). 
The 169-lead versions are designed to be used in 
most Intel486 SX processor-based system and con- 
tain a key pin to assure proper orientation of the 
device (refer to Table 3-1). The processor is simply 
inserted into the OverDrive processor socket, while 
the original processor remains in its socket. 


Figure 1-3 shows the bottom-view (pin-side) pinout 
diagram of the 1 69-lead Pin Grid Array (PGA) pack- 
age. Table 1-1 cross references the device’s pin 
numbers to the pin names. 


3.3 168-Lead PGA Device (DX40DPR) 

The 168-lead version of the lntelDX4 OverDrive 
processor is currently available in two speeds; 
75 MHz (DX40DPR75) and 100 MHz 
(DX4ODPR100). The 168-lead versions are de- 
signed to be used In most Intel486 DX processor- 
based system (refer to Table 3-1). The existing proc- 
essor is removed and the upgrade processor is sim- 
ply inserted into the same socket. 

Figure 1-4 shows the bottom-view (pin-side) pinout 
diagram of the 168-lead Pin Grid Array (PGA) pack- 
age. Table 1-2 cross references the device’s pin 
numbers to the pin names. 
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4.0 INTEL Pentium® OverDrive® PROCESSOR 


■ Powerful CPU Upgrade for most 
lntel486TM CPU-Based Systems 

Makes Intel Procesor-Based Systems 
Run Faster 

— Significantly Accelerates All 
Software Applications 

■ Designed for Systems Based on: 

— Intel486 SX Processors 

— Intel486 DX Processors 

— lntelSX2TM Processors 

— lntelDX2TM Processors 

■ Compatible with Installed Base of 
Thousands of Applications 

■ Based on Intel Pentium® Processor 
Technology 

— Superscalar Architecture 


— Branch Prediction 
— Faster Floating Point Unit 

■ Enhancements to Core Pentium 
Processor Silicon 

— Separate Code and Data Caches 
— 16 KB Code Cache 
— 16 KB Write-Back Data Cache 
— 32-Bit Bus Interface 

■ Package Innovations 

— On-Package Voltage Regulation 
— Integrated Fan Heat Sink 

■ Incorporates SMM Power Saving 
Features 


The Pentium OverDrive processor is Intel’s highest performance CPU upgrade for systems based on the 
Intel486 family of CPUs. It is the recommended upgrade option for most lntelSX2 and lntelDX2 CPU-based 
systems and the superior upgrade option for most Intel486 SX and DX CPU-based systems. The Pentium 
processor’s superscalar architecture (which allows more than one instruction per clock cycle to be executed), 
the 32 KB enhanced on-chip cache memory and faster floating point unit provide a significant performance 
boost across a wide range of applications. The specially-designed bus interface unit enables the Pentium 
OverDrive processor to operate internally at 64 bits while working seamlessly with the 32-bit Intel486 architec- 
ture. 


The Pentium OverDrive processor may contain certain design defects or errors known as errata. Current 
characterized errata are available on request. 
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4.1 Product Description 

The Pentium OverDrive processor is designed to up- 
grade most systems based on Intel486 SX, Intel486 
DX, lntelSX2, and lntelDX2 processor-based sys- 
tems and Is based on Intel’s Pentium processor 
technology. It is 100% binary compatible with the 
8086/88, 80286, Intei386 DX, Intel386 SX, Intel486 
DX, Intel486 SX, lntelSX2, and the lntelDX2 proces- 
sor family. 

The Pentium OverDrive processor provides signifi- 
cant improvements over the Intel486 CPU including: 

• Superscalar Architecture 

• Dynamic Branch Prediction 

• Pipelined Floating-Point Unit 

• Separate 16K Code and 16K Data Caches 

• Improved Instruction Execution Times 

• Write back MESI Protocol Implemented in Data 
Cache 

• System Management Mode 

The Pentium OverDrive processor significantly in- 
creases the integer performance, and can attain up 
to 2x floating-point performance relative to an equiv- 
alent frequency lntelDX2 processor. The bus fre- 
quencies for the Pentium OverDrive processor are 
25 MHz and 33 MHz. 


The Pentium OverDrive processor has two pipelines 
and a floating-point unit that are capable of indepen- 
dent operation. Each pipeline issues frequently used 
instructions in a single clock. Together, the dual 
pipes can issue two integer instructions in one clock, 
or one floating point instruction (under certain cir- 
cumstances, 2 floating point instructions) in one 
clock. 


The floating-point unit has been completely rede- 
signed over the lntelDX2 processor. Faster algo- 
rithms provide at least 3X Internal speed-up for com- 
mon floating point operations Including ADD, MUL, 
and LOAD. With instruction scheduling and over- 
lapped (pipelined) execution, these three perform- 
ance enhancements can allow many math intensive 
applications to achieve a 2X performance boost. 

The Pentium OverDrive processor Implements 32-bit 
address and data busses. 



The Pentium OverDrive processor has separate 
code and data caches, both are 16 KBytes each. 
The data cache has write-back capabilities. 

The Pentium OverDrive also has an integrated fan 
heat sink. The heat sink contains logic circuitry 
which senses if the speed of the fan is insufficient to 
cool the processor and will reduce the internal fre- 
quency of the processor to that of the internal bus. 
This will allow the processor to run indefinitely with- 
out damage. 

NOTE: 

1. Refer to the Pentium Processor Data 
Book for more information on instruction ex- 
ecution timing and pairing. 
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5.0 PIN DESCRIPTIONS 


5.1 Pins Common to All OverDrive® 
Processors 

Tables 5-1 through 5-4 list pin descriptions of the 
signals present on the Intel DX2, lntelDX4 OverDrive 
processors, and are not unique on the Pentium 
OverDrive processor. 


Table 5-1. Pin Descriptions 


Symbol 

Type 

Name and Function 

CLK 

1 

Clock provides the fundamental timing for the bus interface unit and is multiplied by 
two (2x) for the Intel DX2 OverDrive Processors or three (3x) for the Intel DX4 
OverDrive Processor to provide the internal frequency for the Intel OverDrive 
processor. All external timing parameters are specified with respect to the rising 
edge of CLK. 

ADDRESS BUS 

A31 -A4 
A2-A3 

I/O 

o 

A31 ~A2 are the address lines of the processor. A31 -A2, together with the byte 
enables BE0#-BE3#, define the physical area of memory or Input/output space 
accessed. Address lines A31 -A4 are used to drive addresses into the processor to 
perform cache line invalidations. Input signals must meet setup and hold times X 22 
and t 23 - A31 -A2 are not driven during bus or address hold. 

BEO-3# 

0 

The byte enable signals indicate active bytes during read and write cycles. During 
the first cycle of a cache fill, the external system should assume that all byte 
enables are active. BE3# applies to D24-D31, BE2# applies to D16-D23, BE1 # 
applies to D8-D15 and BEO# applies to D0-D7. BE0#-BE3# are active LOW and 
are not driven during bus hold. 

DATA BUS 

D31-D0 

I/O 

These are the data lines for the Intel OverDrive processor. Lines D0-D7 define the 
least significant byte of the data bus while lines D24-D31 define the most 
significant byte of the data bus. These signals must meet setup and hold times t 22 
and t 23 for proper operation on reads. These pins are driven during the second and 
subsequent clocks of write cycles. 

DATA PARITY 

DP0-DP3 

I/O 

There Is one data parity for each byte of the data bus. Data parity is generated 
on all write data cycles with the same timing as the data driven by the Intel 
OverDrive processor. Even parity Information must be driven back into the 
microprocessor on the data parity pins with the same timing as read Information to 
Insure that the correct parity check status is indicated by the Intel OverDrive 
processor. The signals read on these pins do not affect program execution. 

Input signals must meet setup and hold times t 22 and t 23 - DP0-DP3 should be 
connected to Vcc through a pullup resistor in systems which do not use parity. 
DP0-DP3 are active HIGH and are driven during the second and subsequent clocks 
of write cycles. 
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Table 5-1. Pin Descriptions (Continued) 


Symbol 

Type 

Name and Function 

DATA PARITY (Continued) 

PCHK# 

' 

0 

Parity Status is driven on the PCHK# pin the clock after ready for read operations. 
The parity status is for data sampled at the end of the previous clock. A parity error is 
indicated by PCHK# being LOW. Parity status is only checked for enabled bytes as 
Indicated by the byte enable and bus size signals. PCHK# is valid only in the clock 
Immediately after read data is returned to the microprocessor. At all other times 
PCHK# is inactive (HIGH). PCHK# is never floated. 

BUS CYCLE DEFINITION 

M/IO# 

o 

The memory/input-output, data/control ar\6 write/read Wnes are the primary bus 

D/C# 

0 

definition signals. These signals are driven valid as the ADS# signal Is asserted. 

W/R# 

0 

M/IO# D/C# W/R# Bus Cycle Initiated 



0 0 0 Interrupt Acknowledge 

0 0 1 Halt/Speclal Cycle 

0 1 0 I/O Read 

0 1 1 I/O Write 

1 0 0 Code Read 

10 1 Reserved 

1 1 0 Memory Read 

111 Memory Write 



The bus definition signals are not driven during bus hold and follow the timing of the 
address bus. Refer to Section 7.2.1 1 for a description of the special bus cycles. 

LOCK# 

0 

The bus lock pin indicates that the current bus cycle Is locked. The Intel OverDrive 
processor will not allow a bus hold when LOCK# Is asserted (but address holds are 
allowed). LOCK# goes active in the first clock of the first locked bus cycle and goes 
inactive after the last clock of the last locked bus cycle. The last locked cycle ends 
when RDY# is returned. LOCK# is active LOW and is not driven during bus hold. 
Locked read cycles will not be transformed into cache fill cycles If KEN # is returned 
active. 

PLOCK# 

0 

The pseudo-lock pin Indicates that the current bus transaction requires more than 
one bus cycle to complete. Examples of such operations are floating point long 
reads and writes (64 bits), segment table descriptor reads (64 bits), in addition to 
cache line fills (128 bits). The Intel OverDrive processor will drive PLOCK# active 
until the addresses for the last bus cycle of the transaction have been driven 
regardless of whether RDY # or BRDY # have been returned. 

Normally PLOCK# and BLAST # are inverse of each other. However during the first 
bus cycle of a 64-bit floating point write, both PLOCK# and BLAST # will be 
asserted. 



PLOCK# Is a function of the BS8#, BS16# and KEN# Inputs. PLOCK# should be 
sampled only in the clock RDY# is returned. PLOCK# is active LOW and Is not 
driven during bus hold. 

BUS CONTROL 

ADS# 

0 

The address status output indicates that a valid bus cycle definition and address are 
available on the cycle definition lines and address bus. ADS# is driven active In the 
same clock as the addresses are driven. ADS# is active LOW and is not driven 
during bus hold. 
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Table 5-1. Pin Descriptions (Continued) 


Symbol 

Type 

Name and Function 

BUS CONTROL (Continued) 

RDY# 

1 

The non-burst ready Input indicates that the current bus cycle is complete. RDY# 
indicates that the external system has presented valid data on the data pins in response 
to a read or that the external system has accepted data from the Intel OverDrive 
processor in response to a write. RDY# is ignored when the bus is idle and at the end of 
the first clock of the bus cycle. 

RDY# is active during address hold. Data can be returned to the processor while 
AHOLD is active. 

RDY# is active LOW, and is not provided with an internal pullup resistor. RDY# must 
satisfy setup and hold times t-ie and t^j for proper chip operation. 

BURST CONTROL 

BRDY# 

1 

The burst ready input performs the same function during a burst cycle that RDY# 
performs during a non-burst cycle. BRDY# Indicates that the external system has 
presented valid data in response to a read or that the external system has accepted data 
in response to a write. BRDY # is ignored when the bus is idle and at the end of the first 
clock in a bus cycle. 

BRDY# is sampled in the second and subsequent clocks of a burst cycle. The data 
presented on the data bus will be strobed into the microprocessor when BRDY # is 
sampled active. If RDY# Is returned simultaneously with BRDY#, BRDY# Is ignored 
and the burst cycle is prematurely Interrupted 

BRDY# is active LOW and is provided with a small pullup resistor. BRDY# must satisfy 
the setup and hold times ti e and ti 7 . 

BLAST# 

0 

The burst iast signal indicates that the next time BRDY# is returned the burst bus cycle 
is complete. BLAST # Is active for both burst and non-burst bus cycles. BLAST # Is 
active LOW and is not driven during bus hold. 

INTERRUPTS 

RESET 

1 

The RESET input forces the processor to begin execution at a known state. Reset is 
asynchronous, but must meet setup and hold times t 20 and t 21 for recognition in any 
specific clock. The processor cannot begin execution of instructions until at least 1 ms 
after Vcc and CLK have reached their proper AC and DC specifications. However, for 
soft resets, RESET should remain active for at least 15 CLK periods. The RESET pin 
should remain active during this time to ensure proper processor operation. RESET is 
active HIGH. 

RESET sets the SMBASE descriptor to a default address of 30000H. If the system uses 
SMBASE relocation, then the SRESET pin should be used for soft resets. 

SRESET 

1 

The SRESET pin duplicates all the functionality of the RESET pin with the following two 
exceptions: 

1 . The SMBASE register will retain its previous value. 

2. If UP# (1) Is asserted, SRESET will not have an effect on the host microprocessor. 
For soft resets, SRESET should remain active for at least 1 5 CLK periods. SRESET Is 
active HIGH. SRESET is asynchronous but must meet setup and hold times t 2 o and t 2 i 
for recognition In any specific clock. 
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Table 5-1. Pin Descriptions (Continued) 


Symbol 

Type 

Name and Function 

INTERRUPTS (Continued) 

SMI# 

1 

The System Management Interrupt input is used to invoke the System Management 
Mode (SMM). SMI # is a falling edge triggered signal which forces the processor into 
SMM at the completion of the current instruction. SMI# is recognized on an instruction 
boundary and at each iteration for repeat string instructions. SMI# does not break 
LOCKed bus cycles and cannot Interrupt a currently executing SMM. The processor 
will latch the falling edge of one pending SMI# signal while the processor Is executing 
an existing SMI. The nested SMI will not be recognized until after the execution of a 
Resume (RSM) Instruction. 

SMIACT# 

o 

The System Management Interrupt ACTive is an active low output, indicating that 
the processor is operating in SMM. It is asserted when the processor begins to execute 
the SMI state save sequence and will remain active LOW until the processor executes 
the last state restore cycle out of SMRAM. 

STPCLK# 

1 

The SToP CLocK request Input signal indicates a request has been made to turn off 
the CLK input. When the processor recognizes a STPCLK#, the processor will stop 
execution on the next Instruction boundary, unless superseded by a higher priority 
interrupt, empty ail internal pipelines and the write buffers and generate a Stop Grant 
acknowledge bus cycle. STPCLK# is active LOW and Is provided with an internal pull- 
up resistor. STPCLK# Is asynchronous but setup and hold times t 2 o and t 2 i must be 
met to ensure recognition in any specific clock. 

INTR 

1 

The maskable interrupt xndAOdiXes that an external Interrupt has been generated. If the 
internal interrupt flag Is set in EFLAGS, active Interrupt processing will be Initiated. The 
Intel OverDrive processor will generate two locked interrupt acknowledge bus cycles in 
response to the INTR pin going active. INTR must remain active until the interrupt 
acknowledges have been performed to assure that the interrupt is recognized. 

INTR Is active HIGH and Is not provided with an Internal pulldown resistor. INTR is 
asynchronous, but must meet setup and hold times t 2 o and t 2 i for recognition in any 
specific clock. 

NMI 

1 

The non-maskable interrupt request signal Indicates that an external non-maskable 
interrupt has been generated. NMI Is rising edge sensitive. NMI must be held LOW for 
at least four CLK periods before this rising edge. NMI is not provided with an internal 
pulldown resistor. NMI is asynchronous, but must meet setup and hold times t 2 o and 
t 2 i for recognition in any specific clock. 

BUS ARBITRATION 

BREQ 

0 

The internal cycle pending signal indicates that the Intel OverDrive processor has 
Internally generated a bus request. BREQ Is generated whether or not the Intel 
OverDrive processor is driving the bus. BREQ is active HIGH and is never floated. 

HOLD 

1 

The bus hold request aWovjs another bus master complete control of the Intel 
OverDrive processor bus. In response to HOLD going active the Intel OverDrive 
processor will float most of Its output and Input/output pins. HLDA will be asserted 
after completing the current bus cycle, burst cycle or sequence of locked cycles. The 
Intel OverDrive processor will remain in this state until HOLD Is deasserted. HOLD Is 
active high and is not provided with an internal pulldown resistor. HOLD must satisfy 
setup and hold times t^s and tig for proper operation. 
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Table 5-1. Pin Descriptions (Continued) 


Symboi 

Type 

Name and Function 

BUS ARBiTRATiON (Continued) 

HLDA 

0 

Hold acknowledge goes active in response to a hold request presented on the HOLD 
pin. HLDA indicates that the Intel OverDrive processor has given the bus to another 
local bus master. HLDA is driven active In the same clock that the Intel OverDrive 
processor floats its bus. HLDA is driven inactive when leaving bus hold. HLDA is active 
HIGH and remains driven during bus hold. 

BOFF# 

' 

1 

The backoff \x\puX forces the Intel OverDrive processor to float its bus in the next clock. 
The microprocessor will float all pins normally floated during bus hold but HLDA will not 
be asserted In response to BOFF#. BOFF# has higher priority than RDY# or BRDY#; 
if both are returned in the same clock, BOFF# takes effect. The microprocessor 
remains in bus hold until BOFF# is negated. If a bus cycle was In progress when 
BOFF# was asserted the cycle will be restarted. BOFF# Is active LOW and must meet 
setup and hold times t-ie and t-ig for proper operation. 

CACHE iNVALiDATION 

AHOLD 

1 

The address hold request allows another bus master access to the Intel OverDrive 
processor’s address bus for a cache Invalidation cycle. The Intel OverDrive processor 
will stop driving its address bus in the clock following AHOLD going active. Only the 
address bus will be floated during address hold, the remainder of the bus will remain 
active. AHOLD is active HIGH and is provided with a small internal pulldown resistor. For 
proper operation AHOLD must meet setup and hold times tis and t-ig. 

EADS# 

1 

This signal indicates that a valid external address has been driven onto the Intel 
OverDrive processor address pins. This address will be used to perform an internal 
cache invalidation cycle. EADS# is active LOW and is provided with an internal pullup 
resistor. EADS# must satisfy setup and hold times ti 2 and t^g for proper operation. 

CACHE CONTROL 

KEN# 

1 

The cache enable pin Is used to determine whether the current cycle is cacheable. 
When the Intel OverDrive processor generates a cycle that can be cached and KEN # is 
active, the cycle will become a cache line fill cycle. Returning KEN# active one clock 
before RDY# during the last read in the cache line fill will cause the line to be placed In 
the on-chip cache. KEN # Is active LOW and Is provided with a small Internal pullup 
resistor. KEN# must satisfy setup and hold times t -|4 and t -|5 for proper operation. 

FLUSH# 

1 

The cache flush input forces the Intel OverDrive processor to flush Its entire internal 
cache. FLUSH# is active low and need only be asserted for one clock. FLUSH# is 
asynchronous but setup and hold times t 2 o and t 2 i must be met for recognition in any 
specific clock. FLUSH# being sampled low in the clock before the falling edge of 
RESET causes the Intel OverDrive processor to enter the tri-state test mode. 

PAGE CACHEABILITY 

PWT 

0 

The page write-through and page cache disable pins reflect the state of the page 

PCD 

0 

attribute bits, PWT and PCD, in the page table entry or page directory entry. If paging is 
disabled or for cycles that are not paged, PWT and PCD reflect the state of the PWT and 
PCD bits in control register 3. PWT and PCD have the same timing as the cycle definition 
pins (M/IO#, D/C# and W/R#). PWT and PCD are active HIGH and are not driven 
during bus hold. PCD is masked by the cache disable bit (CD) In Control Register 0. 
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Table 5-1. Pin Descriptions (Continued) 


Symbol 

Type 

Name and Function 

NUMERIC ERROR REPORTING 

FERR# 

0 

The floating point error is driven active when a floating point error occurs. FERR# is 
similar to the ERROR# pin on the lntel 387 TM math coprocessor. FERR# is included for 
compatibility with systems using DOS type floating point error reporting. FERR# will not 
go active if FP errors are masked in FPU register. FERR# is active LOW, and is not 
floated during bus hold. 

IGNNE# 

I 

When the ignore numeric error gin is asserted the Intel OverDrive processor will ignore a 
numeric error and continue executing non-control floating point instructions, but FERR# 
will still be activated by the Intel OverDrive processor. When IGNNE# is deasserted the 
Intel OverDrive processor will freeze on a non-control floating point Instruction, If a 
previous floating point instruction caused an error. IGNNE# has no effect when the NE 
bit in control register 0 is set. IGNNE# is active LOW and is provided with a small 
internal pullup resistor. IGNNE# is asynchronous but setup and hold times t 2 o and t£i 
must be met to insure recognition on any specific clock. 

BUS SIZE CONTROL 

BS16# 

BS8# 

I 

I 

The bus size 16 and bus size 8 pins (bus sizing pins) cause the Intel OverDrive 
processor to run multiple bus cycles to complete a request from devices that cannot 
provide or accept 32 bits of data in a single cycle. The bus sizing pins are sampled every 
clock. The state of these pins in the clock before ready Is used by the Intel OverDrive 
processor to determine the bus size. These signals are active LOW and are provided 
with Internal pullup resistors. These Inputs must satisfy setup and hold times ti 4 and ti 5 
for proper operation. 

ADDRESS MASK 

A20M# 

I 

When the address bit 20 mask pin is asserted, the Intel OverDrive processor masks 
physical address bit 20 (A20) before performing a lookup to the Internal cache or driving 
a memory cycle on the bus. A20M # emulates the address wraparound at one Mbyte 
which occurs on the 8086. A20M # is active LOW and should be asserted only when the 
processor is in real mode. This pin is asynchronous but should meet setup and hold 
times t 2 o and t 2 i for recognition In any specific clock. For proper operation, A20M# 
should be sampled high at the falling edge of RESET. 

i486 DX AND i486 SX PROCESSOR INTERFACE 

UP#C.2) 

0 

The upgrade present pin is used to signal the Intel486 Microprocessor to float its outputs 
and get off the bus. It is active low and Is never floated. UP# is driven low at power-up 
and remains active for the entire duration of the Upgrade Processor operation. 

KEY PIN 

KEY(2) 


The KEY pin is an electrically non-functional pin which is used to ensure correct Upgrade 
Processor orientation In a 1 69-pin socket. 


NOTE: 

1. The UP# pin was previously named the MP# pin in the i486 SX Microprocessor/ i487 SX Math Coprocessor data book. 
The functionality is the same, only the name has changed. 

2. The UP# input pin and KEY pin are not defined on the OverDrive processor for replacement of PGA Intel486 DX Micro- 
processor (ODPR). 


I 
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Table 5-2. Output Pins 


Name 

Active 

Level 

When 

Floated 

BREO 

HIGH 


HLDA 

HIGH 


BE0#-BE3# 

LOW 

; Bus Hold 

PWT, PCD 

HIGH 

Bus Hold 

W/R#,D/C#,M/IO# 

HIGH 

Bus Hold 

LOCK# 

LOW 

Bus Hold 

PLOCK# 

LOW 

Bus Hold 

ADS# 

LOW 

Bus Hold 

BLAST# 

LOW 

Bus Hold 

PCHK# 

LOW 


FERR# 

LOW 


SMIACT# 

LOW 


UP# 

LOW 


A2-A3 

HIGH 

Bus, Address Hold 


Table 5-3. Input Pins 


Name 

Active 

Level 

Synchronous/ 

Asiynchronous 

CLK 

RESET 

HIGH 

Asynchronous 

HOLD 

HIGH 

Synchronous 

AHOLD 

HIGH 

Synchronous 

EADS# 

LOW 

Synchronous 

BOFF# 

LOW 

Synchronous 

FLUSH# 

LOW 

Asynchronous 

A20M# 

LOW 

Asynchronous 

BS16#,BS8# 

LOW 

Synchronous 

KEN# 

LOW 

Synchronous 

RDY# 

LOW 

Synchronous 

BRDY# 

LOW 

Synchronous 

INTR 

HIGH 

Asynchronous 

NMI 

HIGH 

Asynchronous 

SRESET 

HIGH 

Asynchronous 

SMI# 

LOW 

Asynchronous 

STPCLK# 

LOW 

Asynchronous 

IGNNE# 

LOW 

Asynchronous 
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Table 5-4. Input/Output Pins 


Name 

Active 

When 

Level 

Floated 

D0-D31 

HIGH 

Bus Hold 

DP0-DP3 

HIGH 

Bus Hold 

A4-A31 

HIGH 

Bus, Address Hold 


5.2 Pentium® OverDrive® Processor 
Pin Descriptions 

This section provides a summary of the Pentium 
OverDrive processor pins and how they function. For 
more information on the pinout differences between 
the Write-Back Enhanced lntelDX2 processor and 
the Pentium OverDrive processor, please see Ap- 
pendix B. 
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5.2.1 SIGNAL DESCRIPTIONS 

Table 5-5 provides a brief pin description. 


Table 5-5. Signal Description 


Symbol 

Type 

Name and Function 

INTERRUPTS 

INIT 

I 

The INIT pin is the Pentium OverDrive processor initialization pin. Since the SL- 
enhanced Intel486 processors implement this functionality on the SRESET pin, the 
corresponding pin (D11) on the Pentium OverDrive Processor is defined as an INC 
pin so that pin F19 and pin D1 1 may be tied together on the motherboard. INIT will 
force the Pentium OverDrive Processor to begin execution in a known state. The 
processor state after INIT is the same as the state after RESET except that the 
internal caches, floating point registers, and the SMM base register retain whatever 
values they had prior to INIT. INIT may NOT be used in lieu of RESET after power- 
up. INIT can not be used to cause the processor to enter BIST or Tri-State Test 
Mode. INIT is an edge triggered interrupt and is processed at instruction boundaries. 
Since INIT is an interrupt, ADS# may be driven even if INIT is active. Recognition 
of INIT is guaranteed in a specific clock If it is asserted synchronously and meets 
setup and hold times. To guarantee recognition if INIT is asserted asynchronously, it 
must have been deasserted for a minimum of two clocks before being returned 
active to the processor and remain asserted for a minimum pulse width of two 
clocks. INIT must remain active for three clocks prior to the BRDY # or RDY # of 
I/O write cycle to guarantee the processor recognizes and performs INIT right after 
I/O write instruction. INIT is asynchronous but must meet setup and hold times t 2 o 
and t 2 i to be recognized on any one clock. INIT Is supplied with an Internal pull- 
down. 

CACHE CONTROL 

WB/WT# 

I 

This pin allows a cache line to be defined as write back or write through on a line by 
line basis. As a result, it controls the MESI state that the line is saved in. This pin is 
sampled in the clock in which the first BRDY # or RDY # is returned for a read cycle 
or a write through cycle. However, it must the meet setup and hold times at every 
clock. Cache lines are not allocated on write through cycles. This pin is also used as 
a configuration pin at the falling edge of RESET only. If WB/WT # Is driven low, or 
left unconnected, the processor will operate in a standard bus (write through 
only) mode. This means that the Pentium OverDrive processor will run in an 
lntelDX2 processor compatible write through cache mode. If WB/WT # is driven 
high, the processor will operate in enhanced bus (write back) mode. INIT 
can not be used to change the mode of the processor with WB/WT#. During 
RESET, WB/WT # should be held at its desired value for two clocks before and 
after the falling edge of RESET. WB/WT # is ignored when the processor is in 
standard bus mode. Please see Appendix A for a detailed description of the two 
modes of operation. WB/WT # has an internal pull down resistor to force the 
processor into the standard bus mode if left unconnected. The pin timings must 
meet setup and hold times Xsq and tag on every clock edge. 
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Table 5-5. Signal Description (Continued) 


Symbol 

Type 

Name and Function 

CACHE INQUIRE 

EWBE# 

1 

The External Write Buffer Empty p\n, when inactive (HIGH), Indicates that a write 
through cycle Is pending in the external system. When the processor generates a 
non-write back cycle, and EWBE# is sampled inactive, the processor will hold off all 
subsequent writes to all E- or M- state lines until all write-through cycles have 
completed, as indicated by EWBE# going active. This ensures that writes are visible 
from outside the processor in the same order as they were generated by software. 
When the Pentium OverDrive processor serializes instruction execution through the 
use of a serializing instruction, it waits for EWBE# to go active before fetching and 
executing the next Instruction. EWBE# is sampled with each BRDY# or RDY# of a 
write through cycle. If sampled Inactive, the processor will repeatedly sample 
EWBE# In each clock until it Is found active. Once sampled active, it will ignore 
EWBE# until the next BRDY# or RDY# of a write cycle. EWBE# Is not sampled 
and has no effect on processor operation while the processor is in standard bus 
mode. If unused, EWBE# should be tied LOW or left unconnected. EWBE# is 
active low and must meet setup and hold times Xqq and tag and is supplied with an 
internal pull-down. 

HIT# 

0 

This pin participates In an inquire cycle. If an Inquire cycle hits a valid line in the 
processor, this pin is asserted two clocks after EADS# has been driven to the 
processor. If the inquire cycle misses In the processor cache, this pin is negated two 
clocks after EADS#. This pin changes its value only as a result of inquire cycle as 
described above and retains its value between any two inquire cycles. 

HUM# 

0 

HITM# is asserted when an inquire cycle hits a modified line In the Pentium 
OverDrive processor. It can be used to inhibit another bus master from accessing 
the data until the line Is completely written back. HITM# Is asserted two clocks after 
an EADS# assertion hits a modified line in the processor cache and deasserts after 
the last BRDY # or RDY # of the corresponding write back is returned. HITM# is 
guaranteed to be deasserted before the next ADS# following a write back cycle. If 
an INVD instruction occurs at the same time as an external snoop, HITM# may be 
asserted and deasserted without a corresponding ADS# for a write back cycle. 

CACHE BURST CONTROL 

BLEN# 

1 

BLEN# controls if write back cycles will be attempted to run as burst cycles. When 
BLEN# is HIGH, the processor will write out a dirty line as four separate writes, each 
with its own ADS# and BLAST #. When BLEN# Is LOW, a write back is done as a 
1 6 byte burst. BLEN# is a constant input, meaning that it will have to be tied HIGH 
or LOW. As a result, it does not have setup and hold time specifications. BLEN# Is 
has no effect and is not sampled when the processor is in standard bus mode. 
BLEN # is supplied with an Internal pull-up resistor. 

CACHE# 

0 

' 

The CACHE# pin is used to Indicate a cache operation. CACHE# will be active 
along with the first ADS# until the first RDY# /BRDY # and is undefined during any 
other time period. On cacheable read accesses, CACHE# will be asserted when 
PCD is low, except on locked cycles. CACHE# will always be asserted In the 
beginning of cacheable reads (line fills and code prefetches) and can be used as an 
Indication that the processor intends to perform a lineflll. For write cycles, CACHE# 
is active for write backs only. The beginning of a replacement write back can be 
uniquely identified by the presence of ADS#, W/R# and CACHE# together. The 
beginning of a snoop write back is marked by ADS#, W/R#, CACHE# and HITM# 
being active together. 
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Table 5-5. Signal Description (Continued) 


Symbol 

Type 

Name and Function 

INC PINS 

INC 


The INC pin is defined to be an internal no-connect. This means that the pin is not 
connected internally, and may be used for the routing of external signals. It will never 
be used for any other function, and is guaranteed to remain an INC pin. Any voltage 
level applied to an INC pin must remain within the processor Vcc specifications. Most 
INC pins have a specified use in creating a design that supports multiple processors in 
one socket. For more information, please see Section 9. 


5.2.2 OUTPUT PINS 

Table 5-6 lists all the output pins, indicating their active level, and when they are floated. 


Table 5-6. Output Pins 


Name 

Active 

Level 

When Floated 

BREQ 

HIGH 


HLDA 

HIGH 


BE3#-BE0# 

LOW 

Bus Hold, Backoff 

PWT, PCD 

HIGH 

Bus Hold, Backoff 

W/R#, D/C#, M/IO# 

LOW 

Bus Hold, Backoff 

LOCK# 

LOW 

Bus Hold, Backoff 

PLOCK# 

LOW 

Bus Hold, Backoff 

ADS# 

LOW 

Bus Hold, Backoff 

BLAST# 

LOW 

Bus Hold, Backoff 

PCHK# 

LOW 


FERR# 

LOW 


SMIACT# 

LOW 


A3-A2 

HIGH 

Bus Hold, Address Hold and Backoff 

HIT#, HITM# 

LOW 


CACHE# 

LOW 

Bus Hold, Backoff 

UP# 

LOW 
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5.2.3 INPUT PINS 

Table 5-7 lists all input pins, indicating their active level, and whether they are synchronous or asynchronous 
inputs. 


Table 5-7. Input Pins 


Name 

Active 

Level 

Synchronous/ 

Asynchronous 

Internal 

Resistor 

Qualified 

CLK 





RESET 

HIGH 

Asynchronous 



HOLD 

HIGH 

Synchronous 



AHOLD 

HIGH 

Synchronous 

PULLDOWN 


EADS# 

LOW 

Synchronous 

PULLUP 


BOFF# 

LOW 

Synchronous 

PULLUP 


FLUSH# 

LOW 

Asynchronous 

PULLUP 


A20M# 

LOW 

Asynchronous 

PULLUP 


BS16#,BS8# 

LOW 

Synchronous 

PULLUP 


KEN# 

LOW 

Synchronous 

PULLUP 


RDY# 

LOW 

Synchronous 



BRDY# 

LOW 

Synchronous 

PULLUP 


INTR 

HIGH 

Asynchronous 



NMI 

HIGH 

Asynchronous 



IGNNE# 

LOW 

Asynchronous 

PULLUP 


BLEN# 

. . ,| 

LOW 

Tie High or Low 

PULLUP 


EWBE# 

LOW 

Synchronous 

PULLDOWN 

BRDY#/RDY# 

INIT 

HIGH 

■ 

Asynchronous 

PULLDOWN 


INV 

HIGH 

Synchronous 

PULLUP 

EADS# 

STPCLK# 

LOW 

Asynchronous 

PULLUP 


SMI# 

LOW 

Asynchronous 

PULLUP 


WB/WT# 

BOTH 

Synchronous 

PULLDOWN 

FIRST 

RDY#/RDY# 
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5.2.4 INPUT/OUTPUT PINS 

Table 5-8 lists all the input/output pins, indicating 
their active level, and when they are floated. 


Table 5-8. Input/Output Pins 


Name 

Active 

Level 

When Floated 

D31-D0 

HIGH 

Bus Hold, Backoff 

DP3-DP0 

HIGH 

Bus Hold, Backoff 

A31 -A4 

HIGH 

Bus, Address Hold, 
Backoff 


5.3 Architecture Block Diagram 

5.3.1 lntelDX2TM and lntelDX4TM OverDrive® 
PROCESSORS 

Figure 5-1 shows a block diagram of the lntelDX2 
and lntelDX4 OverDrive Processor Architecture. 
There are a few minor architectural differences be- 
tween each of the OverDrive processors. These dif- 
ferences are summarized below, with respect to Fig- 
ure 5-1. 

The lntelDX4 OverDrive processor contains a clock 
tripling circuit, as opposed to the clock doubling cir- 
cuit used in the lntelDX2 OverDrive processors. This 
Is located In the upper left of the diagram. 


The lntelDX4 OverDrive processor contains a 
1 6 KByte cache, as opposed to the 8 KByte cache 
used In the lntelDX2 OverDrive processors. This is 
located In the center of the diagram. 
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5.3.2 INTEL Pentium® OverDrive® 

PROCESSOR 

Figure 5-2 shows the Pentium OverDrive proces- 
sor’s two pipelines and floating-point unit that are 
capable of independent operation. Each pipeline is- 
sues frequently used instructions in a single clock. 
Together, the dual pipes can issue two integer in- 
structions in one clock, or one floating point instruc- 
tion (under certain circumstances, 2 floating point 
instructions) in one clock. 


The floating-point unit has been completely rede- 
signed over the lntelDX2 processor. Faster algo- 
rithms provide at least 3X internal speed-up for com- 
mon floating point operations including ADD, MUL, 
and LOAD. With instruction scheduling and over- 
lapped (pipelined) execution, these three perform- 
ance enhancements can allow many math intensive 
applications to achieve a 2X performance boost. 
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Figure 5-2. Pentium® OverDrive® Processor Block Diagram 
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The Pentium OverDrive processor implements 32-blt 
address and data busses. 

The block diagram shows that the Pentium 
OverDrive processor contains two instruction pipe- 
lines, the “u” pipe and the “v” pipe. Both the u- and 
the v-pipes execute integer instructions, while only 
the u-pipe executes floating point instructions. The 
one exception is the FXCH instruction which may 
also be executed in the v-pipe. Therefore, the Penti- 
um OverDrive processor Is capable of executing two 
integer instructions In each clock, or one floating 
point instruction In each clock. Floating point instruc- 
tions can be paired In certain condltions(i). Each 
pipeline has its own address generation logic, arith- 
metic logic unit and data cache interface. 

NOTE: 

1. Refer to the Pentium Processor Data 

Book for more information on Instruction ex- 
ecution timing and pairing. 

Note that there are two separate caches, a code 
cache and a data cache. The data cache has three 
tag ports, one for each of the two pipes and one 
dedicated to handle snoops from other processors. 
It has a dedicated Translation Lookaside Buffer 
(TLB) to translate linear addresses to the physical 
addresses used by the data cache. 

The code cache, branch target buffer and prefetch 
buffers are responsible for getting raw Instructions 
into the execution units of the Pentium OverDrive 
processor. Instructions are fetched from the code 
cache or from the external bus. Branch addresses 
are remembered by the branch target buffer. The 
code cache TLB translates linear addresses to phys- 
ical addresses used by the code cache. 

The decode unit decodes the prefetched instruc- 
tions so that the Pentium OverDrive processor can 
execute the instruction. The control ROM contains 
the microcode which controls the sequence of oper- 
ations that must be performed to implement the 
Pentium OverDrive processor architecture. The con- 
trol ROM unit has direct control over both pipelines. 


6.0 DIFFERENCES IN 

FUNCTIONALITY BETWEEN THE 

lntelDX2TM AND lntelDX4TM 

OverDrive® PROCESSOR 
FAMILY AND THE intel486TM SX 
AND lntel486TM DX 
PROCESSORS 

The lntelDX2 and lntelDX4 OverDrive processors 
are an enhanced family of Intel486 microprocessors. 
There are, however, four functional differences. 
First, the lntelDX2 and lntelDX4 OverDrive proces- 
sors have an Internal clock doubling (lntelDX2) or 
clock tripling (lntelDX4) circuit which decreases the 
time required to execute instructions. Second, the 
lntelDX2 and lntelDX4 OverDrive processor family 
does not support the JTAG boundary scan test fea- 
ture. Third, the lntelDX2 and lntelDX4 OverDrive 
processors have different processor revision identifi- 
cations than the Intel486 SX or Intel486 DX proces- 
sors. Finally, the lntelDX4 OverDrive processor con- 
tains a 16 KByte cache, as opposed to the 8 KByte 
cache on the lntelDX2 OverDrive processors. These 
four differences are described in the following sec- 
tions, according to how they affect the processor 
functionality. 


6.1 Hardware Interface 

The bus of the Intel OverDrive processors has been 
designed to be Identical to the Intel486 Microproces- 
sor bus. Although the external clock is Internally 
doubled or tripled, and data and instructions are ma- 
nipulated in the processor core at twice or three 
times the external frequency, the external bus is 
functionally identical to that of the Intel486 proces- 
sor. 

The four boundary scan test signals (TCK, Test 
clock; TMS, Test Mode select; TDI, Test Data Input; 
TDO, Test Data Output), defined for some Intel486 
processors, are not specified for the Intel486 DX2 
OverDrive processor. 
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The UP# (Upgrade Present) signal, which is defined 
as an input for some Intel486 processors, is an out- 
put signal on the Intel OverDrive processor. The 
UP# pin on the Intel OverDrive processor provides 
a logical low output signal which can be used to en- 
able logic to recognize and configure the system for 
the Intel OverDrive processor. This signal is identical 
to the MP# output defined for the Intel487 SX Math 
Coprocessor. 

The DX register always contains the component 
Identifier at the conclusion of RESET. The Intel 
OverDrive processor has a different revision identifi- 
er in the DL register than the Intel486 SX or Intel486 
DX microprocessors (refer to Section 11.1). When 
the OverDrive processor is installed in a system the 
component identifier is supplied by the OverDrive 
processor, rather than the original processor. The 
stepping identification portion of the component 
identification will change with different revisions of 
the OverDrive processor. The designer should only 
assume that the component identification for the 
OverDrive processor will be 043x for the lntelDX2 
OverDrive processor and 148x or 048x for the 
lntelDX4 OverDrive processor, where “x” is the 
stepping identifier. 


6.2 Testability 

As detailed In Section 6.1, the Intel OverDrive proc- 
essor does not support the JTAG boundary scan 
testability feature. 


6.3 Instruction Set Summary 

The Intel OverDrive processor supports all Intel486 
extensions to the 8086/80186/80286 instruction 
set. In general, instructions will run faster on the Intel 
OverDrive processors than on the Intel486 micro- 
processor. Specifically, an instruction that only uses 
memory from the on-chip cache executes at the full 
core clock rate while all bus accesses execute at the 
bus clock rate. To calculate the elapsed time of an 
instruction, the number of clock counts for that in- 
struction must be multiplied by the clock period for 
the system. The instruction set clock count summary 
tables from the Intel486 SX and Intel486 DX Micro- 


processor Data Sheets can be used for the Over- 
Drive processor with the following modifications: 

— Clock counts for a cache hit: This value repre- 
sents the number of internal processor core 
clocks for an instruction that requires no external 
bus accesses or the base core clocks for an in- 
struction requiring external bus accesses. 

— Penalty clock counts for a cache miss: This value 
represents the worst-case approximation of the 
additional number of external clock counts that 
are required for an instruction which must access 
the external bus for data (a cache miss). This 
number must be multiplied by 2 (for the lntelSX2 
and lntelDX2 OverDrive processors) or 3 (for the 
lntelDX4 OverDrive processor) to convert It to an 
equal number of internal processor core clock 
counts and added to the base core clocks to 
compute the number of core clocks for this in- 
struction. 

The actual number of core clocks for an instruction 
with a cache miss may be less than the base clock 
counts (from the cache hit column) plus the penalty 
clock counts (2 times the cache miss column num- 
ber for the lntelSX2 and lntelDX2, 3 times the cache 
miss column number for the lntelDX4). The clock 
counts in the cache miss penalty column can be a 
cumulative value of external bus clocks (for data 
reads) and internal clocks for manipulating the data 
which has been loaded from the external bus. The 
number of clocks which are related to external bus 
accesses are correctly represented in terms of inter- 
nal core clocks by multiplying by two. However, the 
clock counts related to internal data manipulation 
should not be multiplied by two. Therefore the total 
number of processor core clock counts for an in- 
struction with a cache miss represents a worst-case 
approximation. 

To calculate the execution time for an OverDrive 
processor instruction, multiply the total processor 
core clock counts by the core clock period. For ex- 
ample, in a 25 MHz system upgraded with a 50 MHz 
lntelDX2 OverDrive processor, the core clock period 
is 20 ns (1/50 MHz). 

Additionally, the assumptions specified below 
should be understood in order to estimate instruc- 
tion execution time. 
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A cache miss will force the OverDrive processor to 
run an external bus cycle. The Intel486 microproces- 
sor 32-bit burst bus is defined as r-b-w. 

Where: 

r = The number of bus clocks in the first cycle of a 
burst read or the number of clocks per data 
cycle is a non-burst read. 

b = The number of bus clocks for the second and 
subsequent cycles in a burst read. 

w = The number of bus clocks for a write. 

The fastest bus the OverDrive processor can sup- 
port is 2-1 - 2 assuming 0 waits states. The clock 
counts in the cache miss penalty column assume a 
2-1-2 bus. For slower busses add r-2 clocks to 
the cache miss penalty for the first dword accessed. 
Other factors also affect instruction clock counts. 

Instruction Clock Count Assumptions 

1 . The external bus is available for reads or writes 
at all times. Else add bus clocks to reads until 
the bus is available 

2. Accesses are aligned. Add three core clocks to 
each misaligned access. 

3. Cache fills complete before subsequent access- 
es to the same line. If a read misses the cache 
during a cache fill due to a previous read or pre- 
fetch, the read must wait for the cache fill to 
complete. If a read or write accesses a cache 
line still being filled, It must wait for the fill to 
complete. 

4. If an effective address is calculated, the base 
register is not the destination register of the pre- 
ceding instruction. If the base register is the des- 
tination register of the preceding instruction add 
1 to the core clock counts shown. Back-to-back 
PUSH and POP instructions are not affected by 
this rule. 

5. An effective address calculation uses one base 
register and does not use an index register. 
However, If the effective address calculation 
uses an index register. 1 core clock may be add- 
ed to the clock shown. 

6. The target of a jump is in the cache. If not, add r 
clocks for accessing the destination instruction 
of a jump. If the destination instruction Is not 
completely contained in the first dword read, add 
a maximum of 3b bus clocks. If the destination 
instruction is not completely contained in the first 
16 byte burst, add a maximum of another r+3b 
bus clocks. 


7. If no write buffer delay, w bus clocks are added 
only in the case In which all write buffers are full. 

8. Displacement and immediate not used together. 
If displacement and Immediate used together, 1 
core clock may be added to the core clock count 
shown. 

9. No Invalidate cycles. Add a delay of 1 bus clock 
for each Invalidate cycle if the invalidate cycle 
contends for the internal cache/external bus 
when the OverDrive processor needs to use it. 

10. Page translation hits in TLB. A TLB miss will add 
13, 21 or 28 bus clocks + 1 possible core clock 
to the instruction depending on whether the Ac- 
cessed and/or Dirty bit in neither, one or both of 
the page entries needs to be set in memory. This 
assumes that neither page entry is in the data 
cache and a page fault does not occur on the 
address translation. 

1 1 . No exceptions are detected during Instruction 
execution. Refer to interrupt core Clock Counts 
Table for extra clocks If an interrupt is detected. 

12. Instructions that read multiple consecutive data 
items (I.e., task switch, POPA, etc.) and miss the 
cache are assumed to start the first access on a 
16-byte boundary. If not, an extra cache line fill 
may be necessary which may add up to (r + 3b) 
bus clocks to the cache miss penalty. 


7.0 DIFFERENCES BETWEEN THE 
lntel 486 TM FAMILY AND THE 
Pentium® OverDrive® 
PROCESSOR 

This section covers the differences between the 
Intel486 family of microprocessors and the Pentium 
OverDrive processor. 


7.1 Software 

The Pentium OverDrive processor is compatible with 
the entire installed base of applications for 
MS-DOS^ Windows*. OS/2*, and UNIX*. In addi- 
tion to being binary compatible with the Intel archi- 
tecture based processors which preceded the Penti- 
um processor, It can also run programs which have 
been compiled to utilize Pentium processor Instruc- 
tions. This allows pairing of Instructions to take ad- 
vantage of the Superscalar Architecture and adds 
floating point instructions if replacing an Intel486 SX 
or lntelSX2 processor. 
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7.2 Hardware 

The Pentium OverDrive processor is in a 235-Pln 
Grid Array package while the Intel486 family uses a 
168-Pin Grid Array package. These extra pins are 
used for extra power and ground pins, including sep- 
arate power and ground for the fan heatsink, also 
the internal cache write-back signals are on these 
pins. 


8.0 DIFFERENCES BETWEEN THE 
Pentium® PROCESSOR AND 
THE Pentium® OverDrive® 
PROCESSOR 

There are several differences between the Pentium 
processor and the Pentium OverDrive processors. 
These differences are covered in the next two sec- 
tions. 


8.1 Software 

The following paragraphs are provided as a refer- 
ence for software differences between the Pentium 
OverDrive processor and the Pentium processor. 
Unless otherwise stated, it can be assumed that the 
Pentium OverDrive processor will have the same 
software characteristics as the Pentium processor. 
For more information on the software characteristics 
of the Pentium Processor, please see the Pentium 
Processor Data Book or Programmers Reference 
Manual. 

The Pentium OverDrive processor does not support 
machine check exception. As a result, CR4.MCE is 
not useful. It will be forced to a zero by the hard- 
ware. However, any attempt by the software to set 
this bit to 1 will not create a general protection ex- 
ception. 

The Pentium OverDrive processor allows two differ- 
ent page sizes: 4 KB and 4 MB. Please contact Intel 
for more information on the use of 4 MB pages. 

The behavior of INVD, WBINVD and INVPLG in- 
structions are similar to the Pentium processor. If the 
processor is in the enhanced bus mode, the 
WBINVD instruction will write back all dirty lines first, 
flush the cache and run two special cycles (the write 
back special cycle followed by the flush special cy- 
cle) on the bus. INVD will flush the cache and run 
one special cycle (The flush special cycle) on the 


bus. INVD will not write back the dirty lines. If any. All 
three instructions are privileged level 0 and should 
be executed by BIOS or operating system code only. 

On the lntelDX2 processor, when paging Is disabled, 
and/or when instructions that are not affected by 
paging are executed, the PCD and PWT pins are 
driven with values from CR3.PCD and CR3.PWT 
bits, respectively. On the Pentium OverDrive proces- 
sor, when paging is disabled and/or when instruc- 
tions that are not affected by paging are executed, 
the PWT pin will be drive LOW and the PCD pin will 
reflect the value of the CRO.CD bit. 


When the CPU ID Instruction is performed with EAX 
= 1, the Pentium OverDrive processor will return 
the following values to the EDX register. These bits 
Indicate what features the processor has. 

The various bit positions have the following mean- 
ing: 



Table 8-1. Feature Bit Assignment 


Bit 

Value 

Meaning 

0 

1 

FPU: Floating Point Unit 
On-Chip 

1 

1 

VME: Virtual-8086 Mode 
Enhancements 

2 

1 

DE: Debugging Extensions 

3 

1 

PSE: Page Size Extension 

4 

1 

TSC: Time Stamp Counter 

5 

1 

MSR: Pentium 
Processor-Style MSR 

6 

R 

Reserved 

7 

R 

Reserved 

8 

1 

CX8: CMPXCHG8B 
Instruction 

9-31 

R 

Reserved 


A value of “R” means that the corresponding bit Is 
reserved and the software should not depend on its 
value. 


8.2 Hardware 

This section covers the hardware differences be- 
tween the Pentium processor and the Pentium Over- 
Drive processor. 


I 
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The Pentium processor has a 64-bit data bus while 
the Pentium OverDrive processor has a 32-bit data 
bus. This is required in order for the Pentium Over- 
Drive processor to work in an Intel486 architecture 
based system. 

The size of the data bus requires a similar decrease 
in the internal cache line size. A burst memory ac- 
cess is four bus widths of data this is the length of 
each line in the cache. For an Intel486 based archi- 
tecture system that is 16-Bytes, for a Pentium proc- 
essor based system this is 32-bytes. The internal 
cache in the Pentium processor is expecting 
32-bytes. This would require two burst reads. There- 
fore the cache line size was reduced to 16-bytes 
wide. 

The cache on the Pentium processor Is split into two 
8 KByte caches. One Is for data and the other Is the 
Instruction or code cache. The Pentium OverDrive 
processor keeps the idea of two separate caches 
but increases the size to 1 6 KBytes each. 

The Pentium OverDrive processor does not have the 
JTAG boundry scan capabilities that the Pentium 
processor has. 

The package is different. The Pentium processor is 
packaged in a 273-Pin Grid Array while the Pentium 
OverDrive processor uses a 235-Pln Grid Array 
package. 


The Pentium OverDrive processor has the integrat- 
ed fan heatsink attached. This integrated fan In- 
forms the processor if the fan has slowed or 
stopped. This reduces the internal frequency to lx 
multiplier from the previous 2.5x. The part can run 
indefinitely at the lower frequency without incurring 
any damage. This allows the Pentium OverDrive 
processor to continue in the system until a replace- 
ment fan can be installed. 


9.0 lntelDX2TM and lntelDX4TM 
OverDrive® PROCESSOR 
CIRCUIT DESIGN 


9. 1 Upgrade Circuit for InteUSO™ 
Processor-Based Systems with 
UP# 

Figure 9-1 shows the lntelDX2 and lntelDX4 Over- 
Drive processor socket circuit for Intel486 proces- 
sor-based systems using UP#. The Upgrade Pres- 
ent input, UP# pin, allows the Intel486 processor to 
directly recognize when the Intel OverDrive proces- 
sor socket Is populated. When the UP# pin is driven 
active to the Intel486 processor, the Intel486 proc- 
essor tri-states all of its output pins and enters pow- 
er-down mode. 
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Figure 9 - 1 . Intel OverDrive® Socket Circuit Diagram for Systems 
Based on lntel486TM Processors That Have the UP# Input Pin 
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10.0 Pentium® OverDrive® 
PROCESSOR DESIGN 
CONSIDERATIONS 


10.1 Hardware Design Considerations 

10.1.1 INTRODUCTION 

This section describes the organization of the Trans- 
lation Lookaside Buffers (TLBs), write buffers and 
the buffering scheme used in the Pentium OverDrive 
processor. Other important Pentium OverDrive Proc- 
essor design specific details are also included as 
well as the use of the WB/WT # pin as an input to 
determine the fundamental cache operation mode of 
the processor. 

1 0. 1 . 1 . 1 Cache Consistency Cycles 

The external system can check and invalidate cache 
lines in the internal processor cache using inquire 
cycles (snooping). Snooping allows the external sys- 
tem to keep cache coherency throughout the sys- 


int^. 

tern. Snoop cycles may be performed using AHOLD, 
BOFF#, or HLDA and then asserting EADS# to In- 
form the processor that the snoop address Is avail- 
able on the bus. The following table summarizes the 
snoop mechanism initiated by any of these three 
control signals. 

The snoop cycle begins by checking whether a par- 
ticular cache line has been “cached” and invali- 
dates the line based on the state of the INV pin. If 
the Pentium OverDrive processor is configured in 
the Standard Bus Mode, the processor will always 
invalidate the cache line on snoop hits. If the proces- 
sor is configured in the Enhanced Bus Mode, the 
system must drive INV high to invalidate a particular 
cache line. The Pentium OverDrive processor will in- 
validate the line and write back an E-state line if the 
system snoop hits either S-state, E-state, or M-state 
line, provided INV was driven high during EADS# 
assertion. If INV is driven low, a modified line will be 
written back to memory and will remain in the cache 
as a write-back line. If INV is driven low, a shared 
line also will continue to remain in the cache as a 
shared line. 


Table 10-1. Snoop Cycles under AHOLD, BOFF#, or HLDA 


AHOLD 

Tri-states the address bus. ADS# will be asserted under AHOLD only to initiate a snoop 
writeback cycle. An ongoing burst cycle will complete under an AHOLD. For non-burst cycles, a 
specific non-burst transfer (ADS#-RDY# transfer) will complete under AHOLD and will be 
fractured (Interrupted) before the next 

assertion of ADS#. A snoop writeback cycle will be reordered ahead of a fractured non-burst 
cycle. Should an ADS# be required to start the next cycle while AHOLD is asserted, the 
processor will only perform snoop write back cycles. If the processor issues and ADS# while 
AHOLD is asserted, it Is the responsibility of the system to determine the address of the snoop 
write back from the snoop address driven with EADS#. An interrupted non-burst cycle will be 
completed only after the snoop writeback cycle is completed, provided there are no other 
snoop writeback cycles scheduled and AHOLD is deasserted. If 

BLEN# is driven inactive (disabling bursted writes), the processor will drive four individual 
ADS#-RDY# cycles to complete the cycle while AHOLD is active. 

BOFF# 

Overrides AHOLD; takes effect in the next clock. Ongoing bus cycles will stop In the clock 
following BOFF# being asserted and resumes when BOFF# is deasserted, in the same 
manner as the standard Intel486 processor bus. A snoop writeback will be reordered ahead of 
the backed off cycle. The snoop writeback cycle begins after BOFF# is deasserted followed by 
any backed off cycle. 

HOLD 

HOLD will be acknowledged only between bus cycles, except for a non-cacheable, non-bursted 
code prefetch cycle. In a non-cacheable, non-bursted code prefetch cycle, HOLD is 
acknowledged after the system returns RDY# or If BOFF# is asserted. Once HLDA is active, 
the processor blocks all bus activities until the system releases the bus (by de-asserting 

HOLD). 
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After asserting AHOLD or BOFF#, the external 
master driving a snoop cycle must wait at least two 
clocks before asserting EADS#. If snooping is done 
after HLDA assertion, then the master performing a 
snoop must wait for at least one clock cycle before 
driving the snoop addresses and asserting EADS#. 
INV should be driven low during bus master read 
operations to minimize invalidations. INV should be 
driven high to invalidate a cache line during bus 
master write operations. The Pentium OverDrive 
processor asserts HIT # and HUM# if the cycle hits 
an M state line in the cache or HIT # only If the cycle 
hits an E or S state line. These output signals be- 
come valid two clock periods after EADS# is valid 
on the bus. HUM# will remain asserted at least until 
the last RDY# or BRDY# of the snoop writeback 
cycle is returned. The HU # signal will continue to 
drive the result of the last snoop until the next exter- 
nal snoop occurs. Most timing diagrams in the fol- 
lowing sections do not include the HU # signal since 


it is not necessary for single processor system de- 
signs. Snoop operations may interrupt an ongoing 
bus operation in both the Standard Bus Mode and 
Enhanced Bus Mode. 


The Pentium OverDrive processor can accept 
EADS# in every clock period whiie in the Stan- 
dard Bus Mode, in the Enhanced Bus Mode, the 
processor can accept EADS# every other ciock 
period untii the externai snoop hits an M-state 
iine. Any EADS# assertion after the EADS# that hit 
a modified line will be Ignored. The processor will 
not accept any further EADS# assertions until the 
snoop writeback operation is completed and HUM# 
is deasserted. Figure 10-1 shows the allowable 
EADS# window for the different snooping mecha- 
nisms (AHOLD, HOLD, BOFF#). For the En- 
hanced bus mode, EADS# must not be asserted 
outside the windows presented in the diagrams 
beiow. 


2 



Figure 10-1. EADS# Snooping Window 


I 
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Figure 10-2 shows that the processor can accept an EADS# assertion only every other clock while in en- 
hanced bus mode. 



Figure 10-2. EADS# Snooping Frequency in Enhanced Bus Mode 


10.1.1.2 Write Back Cycies 

Writeback cycles may be bursted or non-bursted by 
returning RDY# or BRDY#. All writeback opera- 
tions write 1 6 bytes of data to memory correspond- 
ing to the modified line in the cache. BS8# and 
BS16# are not aiiowed during writeback cycies. 

The state of BLEN# determines how a 16 byte line 
is written back. When BLEN# is LOW, the write 
back is done as a 16-byte burst transfer. BRDY# or 
RDY# may terminate each transfer. At the fourth 
transfer, BLAST# will signify the end of the write 
back. A write back when BLEN # is LOW but RDY # 
is used rather than BRDY # is shown in Figure 1 0-4. 
When BLEN# is HIGH, the 16-byte write back will 
be done as four consecutive 4 byte writes, each with 
its own ADS# and BLAST#. (See Figure 10-5). 

BLEN# is not a dynamic pin since it cannot be tog- 
gled on a cycle per cycle basis. It cannot be 
changed once power has been applied to the sys- 
tem, so it should be tied HIGH or LOW. 

The CACHE# pin is used to indicate that a cache 
operation is taking place. CACHE# Is active with the 
first ADS# for both write backs and line fills, and Is 


terminated by the first RDY# /BRDY#. An occur- 
rence of ADS# = 0, W/R# = 1, and CACHE# = 
0 indicates that a replacement write back Is starting. 
The occurrence of HITM# = 0 during the above 
operation signifies that a snoop write back is occur- 
ring. Write back cycles begin at address 0x0 of the 
1 6-byte line being pushed out. The burst order Is the 
standard Intel486 Processor order of 0x0, 0x4, 0x8 
and OxC. If the write back is done as four separate 
writes, then each write will push out four bytes start- 
ing at byte 0x0. PCD and CACHE# are low during 
write back cycles, while KEN# is ignored. 

BS8#, BS16# are ignored during write back cycles. 
After the last BRDY# /RDY# of a write back cycle 
Is asserted, the Pentium OverDrive Processor will 
wait at least one CLK before issuing the next ADS#. 
In other words, a dead clock Is inserted by the proc- 
essor after the last transfer in a write back cycle. 
The dead clock is between the last BRDY# /RDY#, 
and the next ADS#. The dead clock appears only 
after the write back is complete, so there are no 
dead clocks between individual transfers of a write 
back. This dead clock time is used by the Pentium 
OverDrive processor to complete internal cache op- 
erations. 
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10.1.2 WB/WT# AS AN INITIALIZATION INPUT 

To make the Pentium OverDrive processor more 
compatible with the lntelDX2 processor, several 
small enhancements have been added to the proc- 
essor to help distinguish different processor modes 
of operation. These two modes will be referred to as 
“standard bus mode” (Write through processor 
cache only) and “enhanced bus mode” (Write back 
processor enabled and are discussed In the follow- 
ing paragraphs. 

In order to allow the Pentium OverDrive processor to 
operate in more of an lntelDX2 processor manner, 
the WB/WT # pin is used as an initialization input to 
configure the operating mode of the processor. At 
the falling edge of RESET, the processor can be 
configured to operate In a write through only (In- 
tel DX2 CPU compatible) LI cache mode (standard 
bus mode), or in a write back LI cache mode (en- 
hanced bus mode). Once a mode Is selected, the 
processor will continue to operate in the selected 
mode and can only be changed to a different mode 
by starting the RESET process again. Assertion of 
I NIT will not change the operating mode of the proc- 
essor. WB/WT # has an Internal pulldown that will 
force any design that leaves WB/WT # unconnect- 
ed Into the write through mode of operation. Table 
1 0-2 lists the two modes of operation and the differ- 
ences between them. 


For more information on the effect of the mode op- 
eration on the various signals mentioned above, 
please see the Intel486 Microprocessor Family Data 
Book. Unless otherwise mentioned, all other func- 
tions of the Pentium OverDrive processor remain 
Identical in both operating modes. 

10.1.3 INIT FUNCTIONALITY 

INIT behaves like an edge triggered interrupt on the 
Pentium OverDrive processor while In both en- 
hanced bus mode (WB/WT# = HIGH at RESET) 
and standard bus mode (WB/WT# = LOW at 
RESET). Therefore, when INIT is asserted, there is 
a high probability that one or more bus cycles will be 
run by the processor while INIT Is HIGH. The follow- 
ing figures demonstrate two scenarios of how the 
processor can issue an ADS# while INIT is assert- 
ed. Although the figures assume that an initial I/O 
write causes the INIT to be asserted by the support 
logic, these cases apply whenever INIT Is HIGH. 
The first figure describes cycles being run by the 
processor before INIT Is recognized. The second 
details cycles being run after INIT has been recog- 
nized. 

Figure 10-6 shows the INIT signal being triggered by 
an I/O write. Even though INIT Is asserted immedi- 
ately, there Is a pending prefetch which executes 
before the INIT is recognized. 


Table 10-2. Effects of WB/WT# Initialization 


State of WB/WT# 
at Reset Falling 

Affect on Processor Operation 

WB/WT# = LOW 

Processor is in Standard Bus Mode 
** lntelDX2 Processor Compatible ** 

1 : No Special FLUSH# Acknowledge Cycles are run on the bus after the assertion of 
the FLUSH# pin. 

2: When FLUSH# is asserted, the caches will be invalidated in 15-20 system CLKs. 
3: All Write Back specific inputs are ignored— -(BLEN#, EWBE#, WB/WT #, INV) 

4: EADS# is sampled at any time. 

WB/WT# = HIGH 

Processor is in Enhanced Bus Mode 

** Intel486 Processor Write Back Bus Operation ** 

1 : The special FLUSH# Acknowledge Cycles will be run on the bus after the 
assertion of the FLUSH# and all the cache write backs (If any) are complete. 

2: Write backs will be performed if a cache flush is requested (i.e.: FLUSH#, 
WBINVD Inst . . . ). The flush will take about 2000+ clocks. The system must 
watch for the FLUSH# special cycles to determine the end of the flush. 

3; WB/WT # Is sampled on a line by line basis to determine the storage state of a 
cache line on reads and writes. 

4: The BLEN#, EWBE# and INV are no longer ignored. 

5: EADS# Is sampled only when the processor is an a HOLD, AHOLD, or BOFF# 
state. 

6: PLOCK# Is inactive and driven HIGH. 
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Figure 10-6. ADS# Issued during INIT: Case 1 



Figure 10-7. ADS# Issued during INIT: Case 2 


Figure 10-7 assumes that an I/O cycle was used to 
generate the INIT, but the system waited until all bus 
activity had stopped (by monitoring the HALT spe- 
cial cycle) before asserting the INIT pin. In this case, 
the processor recognizes INIT, and starts a prefetch 
before INIT is deasserted. The prefetch may be from 
any location, and not necessarily the F..F0h ad- 
dress, even though INIT has been recognized. 


On other Intel486 write through cache processors 
(Write-Back Enhanced lntelDX2 In standard bus 
mode and SL-Enhanced CPUs), the SRESET pin Is 
executed immediately, in a manner similar to the RE- 
SET pin. This means that no cycles will be run after 
SRESET is asserted on these processors. With the 
Pentium OverDrive processor, it is the responsibility 
of the system to ensure that any cycles that are is- 
sued while INIT is active are completed properly to 
prevent data corruption, lost bus cycles or system 
lock-ups. 
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10.1.4 INSTRUCTION PREFETCH 

The Pentium OverDrive processor contains a pre- 
fetch buffer of several bytes, and can prefetch a sig- 
nificant number of bytes beyond the end of the last 
executed Instruction. In addition, the processor Im- 
plements a dynamic branch prediction algorithm 
which speculatively runs code fetch cycles to ad- 
dresses corresponding to instructions executed 
some time In the past. Such code fetch cycles are 
run based on past execution history, regardless of 
whether the instructions retrieved are relevant to the 
currently executing instruction sequence. 

The effect of both mechanisms is that the Pentium 
OverDrive processor may run code fetch bus cycles 
to retrieve instructions which are never executed. Al- 
though the opcodes retrieved are discarded, the 
system must complete the code fetch bus cycle by 
returning RDY#/BRDY#. It is particularly Important 
that the system return RDY#/BRDY# for all code 
fetch cycles, regardless of the address. 

Furthermore, it is possible that the processor may 
run speculative code fetch cycles to addresses be- 
yond the end of the current code segment. Although 
the processor may prefetch beyond the CS limit, it 
will not attempt to execute beyond the CS limit. It will 
raise a GP fault instead. Thus, segmentation cannot 
be used to prevent speculative code fetches to Inac- 
cessible areas of memory. On the other hand, the 
processor will never run code fetch cycles to Inac- 
cessible pages, so the paging mechanism guards 
against both the fetch and execution of instructions 
in inaccessible pages. 

If the processor has been placed in a halt state with 
the HLT Instruction, and the processor has issued 
the halt cycle, or the processor has run a shutdown 
cycle, one of the methods of exiting this condition Is 
to assert an interrupt. Once the interrupt is asserted, 
the Pentium OverDrive processor may issue a pre- 
fetch before the interrupt is acknowledged with an 
interrupt cycle, or the action desired by the interrupt 
is performed. For example. If the processor is In a 
halt state, and the FLUSH# Interrupt is asserted, 
the processor could exit the halt state, perform a 
prefetch, and then start driving the write backs for 
the flush operation. Prefetches of this type may be 
run after any Interrupt, Including INTR. 

For memory reads and writes, both segmentation 
and paging prevent the generation of bus cycles to 
Inaccessible regions of memory. 


10.2 Upgrade Circuit Design 


10.2.1 DUAL PROCESSOR SITE DESIGN 


The Pentium OverDrive processor can reside on the 
same processor bus as an Intel486 processors. The 
Pentium OverDrive processor specifies a UP# out- 
put (Upgrade Present) pin which should be connect- 
ed directly to the UP# input pin of the Intel486 mi- 
croprocessor. When the Pentium OverDrive proces- 
sor occupies the Pentium OverDrive processor 
socket, the UP# signal (active low) forces the In- 
tel486 microprocessor to tri-state all outputs and re- 
duce power consumption. When the Pentium Over- 
Drive processor is not present, a pull-up resistor. In- 
ternal to the Intel486 microprocessor, drives UP# 
inactive and allows the Intel486 microprocessor to 
control the processor bus. 



10.2.2 SINGLE PROCESSOR SITE DESIGN 


A single processor site is defined as a system de- 
sign that can accept all Intel486 processors In a sin- 
gle socket location. Doing a single socket design re- 
quires that certain pins are connected via the INC 
pins of the Pentium OverDrive processor. See Sec- 
tion 9 for more details on how to design a single 
socket processor site compatible other Intel486 
processors. 


10.2.3 CIRCUIT CONSIDERATIONS FOR WRITE 
BACK CACHE SUPPORT 

The Pentium OverDrive processor is specified to 
support the MESI write back protocol for the on-chip 
cache. To support the write back protocol, seven 
new signals , are defined for the Pentium OverDrive 
processor, four of which are present on the Write- 
Back Enhanced lntelDX2 processor. The new sig- 
nals defined for MESI write back capability are WB/ 
WT#, INV, HIT#, HITM#, CACHE#, EWBE#, and 
BLEN#. Another new pin, INIT, is used to facilitate 
warm resets. These new signals are defined in detail 
in Section 5.2. For more Information on designing a 
system for processor write back cache support that 
Is compatible with the Write-Back Enhanced 
lntelDX2 processor, please see Appendix B. 
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1 0.3 Software Considerations 

10.3.1 EXTERNAL BUS CYCLE ORDERING 

10.3.1.1 Write Buffers and Memory Ordering 

The Pentium OverDrive processor has write buffers 
to enhance the performance of consecutive writes 
to memory. Writes in these buffers are driven out on 
the external bus in the order they were generated by 
the processor core. No reads (as a result of cache 
miss) are reordered around previously generated 
writes sitting in the write buffers (Unlike the lntelDX2 
processor). The implication of this is that the write 
buffers will be emptied before a subsequent proces- 
sor generated bus cycle is run on the external bus. 

It should be noted that only memory writes are buff- 
ered and I/O writes are not. There is no guarantee 
of synchronization between completion of memory 
writes on the bus and instruction execution after the 
write. The OUT Instruction or a serializing Instruction 
needs to be executed to synchronize writes with the 
next Instruction. Please refer to the Pentium Proces- 
sor Programmers Reference Manual for Information 
on serializing instructions. 

No re-ordering of read cycles occurs on the Pentium 
OverDrive processor. Specifically, the write buffers 
are emptied before the IN Instruction is executed. 

10.3.1.2 External Event Synchronization 

When the value of NMI, INTR, FLUSH#, SMI# or 
INIT changes as the result of executing an OUT In- 
struction, these inputs must be at a valid state three 
clocks before RDY#/BRDY# is returned to ensure 
that the new value will be recognized before the next 
Instruction is executed. 

Note that If an OUT instruction is used to modify 
A20M#, this will not affect previously prefetched in- 
structions. A serializing Instruction must be executed 
to guarantee recognition of A20M# before a specif- 
ic instruction. 


10.3.2 MODEL SPECIFIC REGISTERS 

The Pentium OverDrive processor defines certain 
Model Specific Registers that are used in execution 
tracing, performance monitoring and testing. They 


are unique to the Pentium OverDrive processor and 
may or may not be implemented In the same way In 
future processors. 

Please contact Intel for more Information on the 
model specific registers. 

10.3.3 EXCEPTION PRIORITIES 

Exceptions are serviced and recognized on the 
boundary between instructions. The instruction 
pointer pushed onto the stack for the Interrupt han- 
dler points to the next Instruction. The priority among 
simultaneous exceptions is as follows (interrupt vec- 
tor numbers are shown in decimal In parentheses): 

Trap on the previous instruction; 

• Breakpoint (#3) 

External Interrupts: 

• FLUSH# 

• SMI# 

• INIT 
« NMI 

• INTR 

Floating Point Errors: 

• FERR# 

External Interrupt: 

• STPCLK# 

Faults on Fetching Next Instruction: 

• Code Seg Limit Violation (#13), Page Fault on 
prefetch (#14) (the relative priority unpredict- 
able) 

Faults in Decoding the next Instruction: 

• Invalid Opcode (#6), Device Not Available 
(#7) 

• General Protection Fault for Instruction 
Length > 15B(#13) 

Faults on Executing an Instruction (These may occur 
in a manner that varies from implementation to im- 
plementation as necessary to insure functional cor- 
rectness. They are not listed In any particular order): 

• General Detect (#1) 

• FP Error (from previous FP instruction) (#16) 
® Interrupt on Overflow (#4) 

• Bound (#5) 

• Invalid TSS (#10) 
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• Segment Not Present (#11) 

• Stack Exception (#12) 

• General Protection (#13) 

• Data Page Fault (#14) 

• Alignment Check (#17) 

10.3.3.1 External Interrupt Considerations 

The Pentium OverDrive processor recognizes the 
following external interrupts: FLUSH#, SMI#, INIT, 
NMI, INTR and STPCLK#. They are listed in priority 
order, however, they are subject to the considera- 
tions listed below. 


FLUSH# 

Note that unlike the Intel486 CPU which invalidates 
its cache a small fixed number of clocks after 
FLUSH# is asserted, the FLUSH# pin on the Penti- 
um OverDrive processor is an interrupt and there- 
fore is only recognized at the boundary between in- 
structions. While FLUSH# is being serviced, all the 
dirty lines in the data cache are written back to main 
memory. This may take several thousand clocks. 
During this time no instructions are executed and no 
other interrupts are recognized. If the processor is in 
the HALT or Shutdown state, FLUSH# is still recog- 
nized. The processor will return to the HALT or Shut- 
down state after servicing the FLUSH#. 


11.0 BIOS AND SOFTWARE 

The following should be considered when designing 
a system for upgrade with an Intel OverDrive proces- 
sor. 


11.1 Intel OverDrive ® Processor 
Detection 

The component identifier and the stepping/revision 
identifier for the Intel OverDrive processors is read- 
able in the DH and DL registers, respectively, imme- 
diately after RESET. The value loaded into each reg- 
ister Is defined in Table 11-1. The “x” value defines 
the device stepping. 


Table 11-1. CPU ID Values 


Processor 

DH Reg. 

DL Reg. 

lntel486DX 

04h 

Oxh, Ixh 

lntel486SX 

04h 

2xh 

lntelSX2 OverDrive 

04h 

5xh 

Intel DX2 OverDrive 

04h 

3xh 

Intel DX4 OverDrive 

14h, 04h 

8xh 

Pentium OverDrive 

15h 

3xh 


As it Is difficult to differentiate between Intel486 DX 
processor and some of the Intel OverDrive proces- 
sors in software, it is recommended that the BIOS 
save the contents of the DX register Immediately af- 
ter RESET. This will allow the information to be used 
later. If required, to identify an Intel OverDrive proc- 
essor in the system. 

Alternately, for those OverDrive processors support- 
ing It, the CPU ID instruction can be used to identify 
the processor. Refer to the Intel486 Microprocessor 
Data Book for additional Information on the CPU ID 
instruction and its use. 

NOTE: 

Initialization routines for lntelSX2 OverDrive 
processor and Intel486 SX processor-based 
systems should check for the presence of a 
floating point unit and set the CRO register 
accordingly (refer to the Intel486 SX Micro- 
processor Data Book for specific details). In 
addition, the BIOS should check for the 
presence of the 16 KByte cache in the 
lntelDX4 OverDrive processor. 


11.2 Timing Dependent Loops 

The Intel OverDrive processors execute instructions 
at two times (for the lntelSX2 and lntelDX2 Over- 
Drive processors) or three times (for the lntelDX4 
OverDrive processor) the frequency of the Input 
clock. Thus, software (or instruction based) timing 
loops will execute faster on the Intel OverDrive proc- 
essor than on the Intel486 DX or Intel486 SX proc- 
essor (at the same input clock frequency). Instruc- 
tions such as NOP, LOOP, and JMP $ + 2, have 
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been used by BIOS to implement timing loops that 
are required, for example, to enforce recovery time 
between consecutive accesses for I/O devices. 
These instruction based timing loop implementa- 
tions may require modification for systems intended 
to be upgradable with the Intel OverDrive proces- 
sors. 

In order to avoid any incompatibilities, it is recom- 
mended that timing requirements be implemented In 
hardware rather than in software. This provides 
transparency and also does not require any change 
In BIOS or I/O device drivers in the future when 
moving to higher processor clock speeds. As an ex- 
ample, a timing routine may be Implemented as fol- 
lows: The software performs a dummy I/O instruc- 
tion to an unused I/O port. The hardware for the bus 
controller logic recognizes this I/O instruction and 
delays the termination of the I/O cycle to the proc- 
essor by keeping RDY# or BRDY# deasserted for 
the appropriate amount of time. 


11.3 Test Register Access on the 

Pentium® OverDrive® Processor 

The lntelDX2 processor has test registers which al- 
low OEM’s to test the functionality of different areas 
of the component. These test registers are ac- 
cessed on the Intel486 processor family using the 
“MOV reg, TRx and MOV TRx, reg” Instructions. 
These Instructions are not available on the Pentium 
OverDrive processor. Any attempt to execute them 
will cause a Invalid opcode exception. The Pentium 
OverDrive processor uses the Model Specific Regis- 
ters (MSR’s) to implement on chip testing. These 
MSR’s are accessed using the RDMSR and 
WRMSR instructions. BIOS must recognize this fun- 
damental difference between the Pentium OverDrive 
processor and the lntelDX2 processor and act ac- 
cordingly. 


12.0 Pentium® OverDrive® 
PROCESSOR TESTABILITY 

12.1 Introduction 

This section describes the features which are includ- 
ed in the Pentium OverDrive processor for the pur- 
pose of enhancing the testability of the part. The 
capabilities of the Intel486 processor test hooks are 
included in the processor, however they are Imple- 
mented differently. In addition, new test features 
were added to assure timely testing and production 
of a system product. All features described here are 
also present In the Pentium processor. 

Internal component testing through the Built In Self 
Test (BIST) feature of the Pentium OverDrive proc- 
essor provides 100% single stuck at fault coverage 
of the microcode ROM and large PLAs. Some test- 
ing of the instruction cache, data cache. Translation 
Lookaside Buffers (TLBs), and Branch Target Buffer 
(BTB) Is also performed. In addition, the constant 
ROMs are checked. 

The production version of the Pentium OverDrive 
processor will not include the boundary scan or test- 
ability pins. 

Several test registers are also Included In the Penti- 
um OverDrive processor to simplify access to all on- 
chip caches and TLBs. These test registers on the 
processor are not compatible with the definitions for 
the test registers on the lntelDX2 processor, and will 
be provided by Intel at a later date. For the latest 
Information on these test registers, please contact 
Intel. 

The following list summarizes the Pentium Over- 
Drive processor testability features: 

• Built In Self Test 

• Cache and TLB Test Registers 

• Tristate Test Mode 


Table 12-1. Pentium® OverDrive® Processor RESET Modes 


RESET 

INIT 

Type of 
Reset 

Effect on 
I/D Caches 

Effect on 
FP Registers 

Effect on SMM 
Base Register 

0 

0 

None 

Not Applicable 

Not Applicable 

Not Applicable 

0 

1 

Warm Reset 

None 

None 

None 

1 

X 

Cold Reset 
(w/ BIST) 

Invalidated 

Initialized 

Invalidated 

1 

X 

Cold Reset 
(w/o BIST) 

Invalidated 

Undefined 

Invalidated 
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12.2 Pentium® OverDrive® Processor 
Reset Pins/BiST initiation 

Two pins, RESET and INIT, are used to reset the 
Pentium OverDrive processor in different manners. 
The following table shows the different types of re- 
sets that can be initiated using these pins. 

Toggling either the RESET pin or the INIT pin indi- 
vidually forces the Pentium OverDrive processor to 
begin execution at address OFFFFFFFOh. The inter- 
nal Instruction cache and data cache are invalidated 
when RESET is asserted (modified lines In the data 
cache are NOT written back). The instruction cache 
and data cache are not altered when the INIT pin is 
asserted without RESET. In neither case are the 
floating point registers altered. In both cases, the 
BTB, the segment descriptor cache and both TLBs 
are all invalidated. 


Table 12-2. Register State after RESET, INIT and BIST 

(Register States are given in Hexadecimal Format) 


Storage Element 

RESET (no BIST) 

RESET (BIST) 

INIT 

EAX 

0 

0 if pass 

0 

EDX 

1 530 + stepping 

1530 + stepping 

1530 + stepping 

ECX, EBX, ESP 
EBP, ESI, EDI 

0 

0 

0 

EFLAGS 

2 

2 

2 

EIP 

OFFFO 

OFFFO 

OFFFO 

CS 

selector = FOOO 

selector = FOOO 

selector = FOOO 

base = FFFFOOOO 

base = FFFFOOOO 

base = FFFFOOOO 

limit = FFFF 

limit = FFFF 

limit = FFFF 

DS,ES,FE,GS,SS 

selector = 0 

selector = 0 

selector = 0 

base = 0 

base = 0 

base = 0 

limit = FFFF 

limit = FFFF 

limit = FFFF 


Reset with self test Is initiated by holding the 
AHOLD pin HIGH for 2 clocks before and 2 clocks 
after RESET is driven from HIGH to LOW. The in- 
struction cache and data cache are invalidated and 
the floating point registers are Initialized. The proc- 
essor begins execution at address OxFFFFFFFOh. 
The BTB, the segment descriptor cache and both 
TLBs are all Invalidated before execution begins. 

At the conclusion of reset, with or without self test, 
the DX register will contain a component identifier. 
The upper byte will contain 1 5h and the lower byte 
will contain a stepping identifier. 

Table 12-2 defines the processor state after RESET, 
INIT and RESET with BIST (built in self test). 
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Table 12-2. Register State after RESET, INIT and BIST 

(Register States are given in Hexadecimal Format) 


Storage Element 

RESET (no BIST) 

RESET (BIST) 

INIT 

IDTR 

base = 0 

base = 0 

base = 0 

limit =FFF 

limit = FFF 

limit =FFF 

GDTR,LDTR,TR 

undefined 

undefined 

undefined 

CRO 

60000010 

60000010 

Note 1 

CR2,3,4 

0 

0 

0 

DR3-0 

0 

0 

0 

DR6 

FFFFOFFO 

FFFFOFFO 

FFFFOFFO 

DR7 

00000400 

00000400 

00000400 

Time Stamp Counter 

0 

0 

UNCHANGED 

Control and Event Select 

0 

0 

UNCHANGED 

TR12 

0 

0 

UNCHANGED 

All Other MSR’s 

undefined 

undefined 

UNCHANGED 

CW 

undefined 

37F 

UNCHANGED 

SW 

undefined 

0 

UNCHANGED 

TW 

undefined 

FFFF 

UNCHANGED 

FIP,FEA,FCS. 

FDS.FOP 

undefined 

0 ' 

UNCHANGED 

FSTACK 

undefined 

undefined 

UNCHANGED 

Data and Code Cache 

invalid 

invalid 

UNCHANGED 

Code Cache TLB, Data 
Cache TLB, BTB, SDC 

invalid 

invalid 

invalid 


NOTE: 

1 . CD and NW are unchanged, bit 4 is set to 1 , all other bits are cleared. 

State of output pins after RESET: 

High. LOCK#, ADS#, PCHK#, HIT#, HITM#, FERR#, SMIACT# 

Low: HLOA, BREQ 

High Impedance: D31>D0 

Undefined: A31-A3, BE3#-BE0#, W/R#, M/IO#, D/C#, PCD, PWT, CACHE# 
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12.3 Built In Self Test (BIST) 

Self test is initiated by holding the AHOLD pin HIGH 
for the clock before RESET changes from HIGH to 
LOW. If asserted asynchronously, AHOLD must be 
asserted two clocks before and two clocks after 
RESET to guarantee recognition. 

No bus cycles are run by the Pentium OverDrive 
processor during self test. The duration of self test Is 
approximately internal clocks. Approximately 
70% of the devices in the processor are tested by 
BIST. 

The Pentium OverDrive processor BIST consists of 
two parts: hardware self test and microcode self 
test. 

During the hardware portion of BIST, the microcode 
and all large PLAs are tested. All possible Input com- 
binations of the microcode ROM and PLAs are test- 
ed. 

The constant ROMs, BTB, TLBs, and all caches are 
tested by the microcode portion of BIST. The array 
tests (caches, TLBs, and BTB) have two passes. On 
the first pass, data patterns are written to arrays, 
read back and checked for mismatches. The second 
pass writes the complement of the Initial data pat- 
tern, reads it back, and checks for mismatches. The 
constant ROMs are tested by using the microcode 
to add various constants and check the result 
against a stored value. 

Upon completion of BIST, the cumulative result of all 
tests are stored in the EAX register. If EAX contains 
OxOh, then all checks passed; any non-zero result 
indicates a faulty unit. 

During BIST, EADS# should not be used to perform 
snoops, otherwise false HITM# Indications, with no 
corresponding write back cycles, can occur. 


1 2.4 T ri-State T est Mode 

The Pentium OverDrive processor provides the abili- 
ty to float all its outputs and bi-directional pins. This 
includes pins that are floated during bus hold as well 


as some pins that are not normally floated during 
normal operation. When the Pentium OverDrive 
processor is in tri-state test mode, external testing 
can be used to test on board connections. 

The tri-state test mode Is invoked by driving 
FLUSH # low for 2 clocks before and 2 clocks after 
RESET going low. The outputs are guaranteed to tri- 
state no later than 1 0 clocks after RESET goes low. 
The processor will remain in tri-state test mode until 
the next RESET. 


12.5 Cache, TLB and BTB Test 
Registers 

The Pentium OverDrive processor contains several 
test registers. The purpose of the test registers is to 
provide direct access to the processor caches, 
TLBs, and BTB, so user programs can easily exer- 
cise these structures. Because the architecture of 
the caches, TLBs, and BTB is different, a different 
set of test registers (along with a different test mech- 
anism) is required for each. Most test registers can 
be shared between the code and data caches. 

Since much of the testability hardware is used for 
other purposes during normal operation of the Penti- 
um OverDrive processor, some restrictions may ex- 
ist on what software may do while testability opera- 
tions are being run. 

Please contact Intel for more information on the 
Pentium OverDrive processor Cache, TLB, and BTB 
Test Registers. 


12.6 Fan Protection Mechanism and 
THermai ERRor Bit 

The Pentium OverDrive processor employs an active 
fan/heatsink unit to assist in cooling the processor. 
Another integral part of this cooling solution is the 
ability for software to poll the status of the fan to 
determine If the fan has fallen to a speed that is 
unacceptable to cool the processor. Should the fan 
fall into a speed range that is too slow, a control 
register will record the event. (For more information, 
please contact Intel.) 
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13.0 ELECTRICAL DATA 

The following sections describe recommended elec- 
trical connections for the Intel OverDrive processor, 
and its electrical specifications. 


13.1 Power and Grounding 

13.1.1 POWER CONNECTtONS 

Power and ground connections must be made to ail 
external Vcc and GND pins of the Intel OverDrive 
processor. On the circuit board, ail Vcc P‘ns must be 
connected on a Vcc plane. All Vss P»ns must be 
likewise connected on a GND plane. 

13.1.2 Intel OverDrive® PROCESSOR 
DECOUPLING CAPACITORS 

Because of the fast internal switching speeds of the 
Intel OverDrive processor, it Is Important that the 
Intel OverDrive processor use a liberal amount of 
decoupling capacitors. For proper Vcc transient re- 
sponse, Intel recommends that a system design em- 
ploy at least 4 each of 47 jixF bulk capacitors and 9 
each of 0.1 juF and 0.01 /ulF capacitors. It Is recom- 
mended that surface mount capacitors be used for 
decoupling the Intel OverDrive processor. This style 
of capacitor introduces less inductance than leaded 
capacitors, so fewer are needed to achieve the 
same results. The capacitors should be added 
around the Intel OverDrive processor In a manner 
that ensures they are evenly spread about and close 
to the processor location. 


13.1.3 OTHER CONNECTION 
RECOMMENDATIONS 

N.C. pins should always remain unconnected. 

For reliable operation, always connect unused in- 
puts to an appropriate signal level. Active LOW in- 
puts should be connected to Vcc through a pullup 
resistor. Pullups In the range of 20 Kfl are recom- 
mended. Active HIGH inputs should be connected to 
GND. 


13.2 Maximum Ratings 

Table 13-1 lists the absolute maximum ratings for 
each of the OverDrive processors. This table is a 
stress rating only, and functional operation at the 
maximums is not guaranteed. Functional operating 
conditions are given in Section 13.3, DC Specifica- 
tions, and Section 1 3.4, AC Specifications. 

Extended exposure to the maximum ratings may af- 
fect device reHablllty. Furthermore, although the Intel 
OverDrive processors contains protective circuitry to 
resist damage from static electric discharge, always 
take precautions to avoid high static voltages or 
electric fields. 


13.3 DC Specifications 

The DC specifications for each of the OverDrive 
processors are contained In the tables in Sections 
13.3.1, 13.3.2, and 13.3.3. For additional informa- 
tion, refer to the appropriate Intel microprocessor 
handbook. 


Table 13-1. Absolute Maximum Ratings 



lntelDX2TM 

lntelDX4TM 

Pentium® 


OverDrive® 

OverDrive® 

OverDrive® 

Case Temperature under Bias 

-65°Cto +110°C 

-30"Cto +110®C 

-30"Cto +110°C 

Fan/Heat sink Temperature 
under Bias 

N/A 

N/A 

-5°Cto +60°C 

Storage Temperature 

-es^cto -M50°C 

-30°Cto -M25°C 

-30°Cto +125°C 

Fan/Heat sink Storage Temperature 

N/A 

N/A 

-40X10 -l-70°C 

Voltage on any Pin 

-0.5V to 

-0.5V to 

-0.5V to 

with Respect to Ground 

(Vcc + 0.5V) 

(Vcc + 0.5V) 

(Vcc + 0.5V) 

Supply Voltage with Respect to Vss 

-0.5V to +6.5V 

- 0.5V to + 6.5V 

-0.5V to +6.5V 
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13.3.1 lntelDX 2 TM OverDrive® PROCESSOR DC SPECIFICATIONS 

Table 13-2 details the DC Specifications of the lntelDX2 OverDrive processor. 


Table 13-2. DC Specifications for the lntelDX 2 'TM OverDrive® Processor 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

V|L 

Input Low Voltage 

-0.3 

+ 0.8 

V 


V|H 

Input High Voltage 

2.0 

Vcc +0.3 

V 


VoL 

Output Low Voltage 


0.45 

V 

(Note 2) 

Vqh 

Output High Voltage 

2.4 


V 

(Note 3) 

Icc 

Power Supply Current 
CLK = 33 MHz 
CLK = 25 MHz 


1200 

950 

mA 

(Note 4) 

Ili 

Input Leakage Current 


+ 15 

julA 

(Note 5) 

l|H 

Input Leakage Current 

.M HIM. "/ 

200 

julA 

(Note 6) 

llL 

Input Leakage Current 


-400 

juiA 

(Note 7) 

>LO 

Output Leakage Current 


±15 

jxA 


C|N 

Input Capacitance 


13 

PF 

Fc = 1 MHz(8) 

Co 

I/O or Output Capacitance 


17 

PF 

Fc = 1 MHz(8) 

CcLK 

CLK Capacitance 


15 

pF 

Fc = 1 MHz(8) 


NOTES: 

1 . The function operating temperature range is: 

OverDrive processor— 25 MHz, Tsmk = to +95“C 
OverDrive processor— 33 MHz, Tsmk = 0”^ to +95‘’C 

2. This parameter is measured at: 

Address, Data, BEn 4.0 mA 

Definition, Control 5.0 mA 

3. This parameter is measured at: 

Address, Data, BEn - 1 .0 mA 

Definition, Control -0.9 mA 

4. Typical supply current: 

775 mA @ CLK = 25 MHz 
975 mA @ CLK = 33 MHz 

5. This parameter is for inputs without internal pullups or pulldowns and 0 ^ V|n ^ Vcc- 

6. This parameter is for inputs with internal pulldowns and Vm = 2.4V. 

7. This parameter is for inputs with internal pullups and V|i_ = 0.45V. 

8. Not 100% tested. 


I 
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13.3.2 lntelDX4TM OverDrive® PROCESSOR DC SPECIFICATIONS 

Table 13-3 details the DC Specifications of the lntelDX4 OverDrive processor. 


Table 13-3. DC Specifications for the lnteiDX4TM OverDrive® Processor 

Functional operating range; Vcc = 5V + 5%, Tsink = to +95°C. 


Symbol 

— 

Parameter 

Min 

Max 

Unit 

Notes 

V|L 

Input Low Voltage 

-0.3 

+ 0.8 

V 


V|H 

Input High Voltage 

2.0 

Vcc + 0.3 

V 


VoL 

Output Low Voltage 


0.45 

V 

(Note 1) 

Vqh 

Output High Voltage 

2.4 , 


V 

lOH = -2 mA 

Icc 

Power Supply Current <: 

CLK = 25/75 MHz 
CLK = 33/100 MHz 

'' 

1200 

1550 

mA 

(Note 2) 

Icc stop 
Grant 

Power Supply Current in Stop QrtW St^^' 
CLK = 25/75 MHz ' .. 

CLK = 33/100 MHz , X' 


85 

110 

< < 
E E 

(Note 3) 

Icc stop 
Clock 

Power Supply Current In Stopx J^ J 
Clock State . 


20 

mA 

(Note 4) 

Ili 

Input Leakage Current<;^!^ 


±15 

fxA 

(Note 5) 

l|H 

Input Leakage Current 


200 

jaA 

(Note 6) 

l|L 

Input Leakage Current 


-400 

Ij^ll 


mam 

Output Leakage Current 


±15 

H9I 


C|N 

Input Capacitance 


13 

PF 

Fc = MHz(8) 

Co 

I/O or Output Capacitance 


17 

, PF 

Fc = MHz(8) 

CcLK 

CLK Capacitance 


15 

pF 

Fc = MHz(8) 


NOTES: 

1 . This parameter is measured at: 

4.0 mA; Address, Data, BEn 

5.0 mA: Definition, Control 

2. The maximum and typical values shown here are design estimates. Typical supply current: 

Ice = 835 mA @ CLK = 25 MHz 
Ice = 1085 mA @ CLK = 33 MHz 

3. The Ice Stop Grant specification refers to the Ice value once the lntelDX4 OverDrive processor enters the Stop Grant or 
Halt Auto Powerdown State. 

4. The Ice Stop Clock specification refers to the Ice value once the lntelDX4 OverDrive processor enters the Stop Clock 

State. V|H and V|l levels must be Vee and OV, respectively, in order to meet the Ice Stop Clock specification. 

5. This parameter Is for Inputs without pullups or pulldowns and 0 ^ V|n ^ Vee- 

6. This parameter is for inputs with pulldowns and Vm = 2.4V. 

7. This parameter is for inputs with pullups and V|l = 0.45V. 

8. Not 100% tested. 
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13.3.3 Pentium® OverDrive® PROCESSOR DC SPECIFICATIONS 

Table 13-4 provides the DC operating conditions for the Pentium OverDrive processor. 
Functional operating range: Vcc = 5V +5%; Ta(in) = to +55“C @33 MHz and 25 MHz. 


Table 13-4. DC Specifications for the Pentium® OverDrive® Processor 


Symbol 

Parameter 

Min 

Max 

Units 

Notes 

V|L 

— 

Input Low Voltage 

-0.3 

-fO.8 

V 


V|H 

Input High Voltage 

2.0 

Vcc + 0.3 

V 


VoL 

Output Low Voltage 


0.45 

V 

(Note 1) 

VOH 

Output High Voltage 

2.4 


V 

(Note 2) 

•cc 

Power Supply Current 
CLK = 25 MHz 
CLK = 33 MHz 


2200 

2600 

mA 


Ili 

Input Leakage Current 


±15 

JLtA 

(Note 3) 

l|H 

Input Leakage Current 


200 

|llA 

(Note 4) 

l|L 

Input Leakage Current 


-400 

jllA 

(Note 5) 

•lo 

Output Leakage Current 


±15 

julA 


C|N 

Input Capacitance 


13 

PF 

Fc = 1 MHz (6) 

Co 

I/O or Output, Capacitance 


17 

PF 

Fo = 1 MHz (6) 

CcLK 

CLK Capacitance 


15 

pF 

Fc = 1 MHz (6) 


NOTES: 

1 . This parameter is measured at: 

Address, Data, BEn 4.0 mA 

Definition, Control 5.0 mA 

2. This parameter is measured at: 

Address, Data, BEn - 1 .0 mA 

Definition, Control -0.9 mA 

3. This parameter is for inputs without puliups or pulldowns and 0 < ViN < Vcc- 

4. This parameter is for inputs with pulldowns and V|h = 2.4V. 

5. This parameter is for inputs with puliups and V||_ = 0.45V. 

6. Not 100% tested. 
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13.4 AC Specifications 

The AC specifications for each of the OverDrive 
processors are contained in the tables in Sections 
13.4.1, 13.4.2 and 13.4.3. These specifications con- 
sist of output delays, input setup requirements and 
input hold requirements. All AC specifications are 
relative to the rising edge of the CLK signal. 

AC specification measurements are defined by Fig- 
ures 13-1 through 13-6. All timings are referenced to 
1.5V, unless otherwise specified. Inputs must be 
driven to the voltage levels indicated by Figure 1 3-3 
when AC specifications are measured. Intel Over- 
Drive processor output delays are specified with 
minimum and maximum limits, measured as shown. 
The minimum Intel OverDrive processor delay times 
are hold times provided to external circuitry. Intel 
OverDrive processor input setup and hold times are 
specified as minimums, defining the smallest ac- 
ceptable sampling window. Within the sampling win- 
dow, a synchronous signal must be stable for cor- 
rect Intel OverDrive processor operation. 

Table 13-5 defines the AC timing specifications for a 
33 MHz system. Table 13-7 defines the AC timing 
specifications for a 25 MHz system. Table 13-8 de- 
fines the AC timing specifications for a 20 MHz sys- 
tem. Table 13-8 defines the AC timing specifications 
for a 16 MHz system. 

Each Intel OverDrive processor meets the AC speci- 
fications for the processor It is upgrading. For exam- 
ple, a 100 MHz lntelDX4 OverDrive processor 


meets the system AC timing specifications for the 
33 MHz processor it is upgrading. 

Refer to Sections 13.4.1 through 13.4.3 for any tim- 
ing differences from those specified in the following 
tables. 

For additional information, refer to the appropriate 
Intel microprocessor handbook. 

13.4il lntelDX 2 TM OverDrive® PROCESSOR AC 
SPECIFICATIONS 

The lntelDX2 OverDrive processor can be placed 
into an existing 16 MHz, 20 MHz, 25 MHz or 33 MHz 
Intel486 system, doubling the internal processor 
speed to 32 MHz, 40 MHz, 50 MHz or 66 MHz, re- 
spectively. 

Tables 13-5 through 13-8 contain the AC timing 
specifications for the processors in those systems. 

13.4.2 lntelDX4TM OverDrive® PROCESSOR AC 
SPECIFICATIONS 

The lntelDX4 OverDrive processor can be placed 
into an existing 16 MHz, 20 MHz, 25 MHz or 33 MHz 
Intel486 system, tripling the internal processor 
speed to 48 MHz, 60 MHz, 75 MHz or 100 MHz, 
respectively. 

Tables 13-5 through 13-8 contain the AC timing 
specifications for the processors In those systems. 
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Table 13-5. 33 MHz Intel Processor Characteristics(i) 


Vcc = 5V ±5%; Tsink = See Note 6; C| = 50 pF unless otherwise specified(3) 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 


Frequency 

8 

33 

MHz 


1 X Clock Driven to 
OverDrive processor 

ti 

CLK Period 

30 

125 

ns 

13-1 


^1a 

CLK Period Stability 


0.1% 

A 


Adjacent Clocks 

^2 

CLK High Time 

11 


ns 

13-1 

at 2V 

^3 

CLK Low Time 

11 


ns 

13-1 

at 0.8V 

t4 

CLK Fall Time 


3 

ns 

13-1 

2V to 0.8V 

*5 

CLK Rise Time 


3 

ns 

13-1 

^ 0.8V to 2V 

^6 

A2-A31, PWT, PCD, BEO-3#, M/IO#, 
D/C#, W/R#, ADS#, LOCK#, SMIACT#, 
FERR#, BREQ, HLDA Valid Delay 

3 

14 

ns 

13-5 . > 

(Note 4) 

ty 

A2-A31, PWT, PCD, BEO-3#, M/IO#, 
D/C#, W/R#, ADS#, LOCK# Float Delay 


20 

ns 

13-6 

(Note 2) 

% 

PCHK# Valid Delay 


22 

m 

13-4 

(Note 4) 

%a 

BLAST#, PLOCK# Valid Delay 


20 : 

ns 

13-5 

(Note 4) 

tg 

BLAST#, PLOCK# Float Delay 


20 

1 

Its 

13-6 

(Note 2) 

^10 

D0-D31 , DPO-3 Write Data Valid Dflay 


18 

ns 

13-5 

(Note 4) 

til 

D0-D31 , DPO-3 Write Data Flpat Delay 



' ns 

13-6 

(Note 2) 

tl2 

EADS# Setup Time 

‘'5 


ns 

13-2 


tl3 

EADS# Hold Time 

3 ' 


ns 

13-2 


tl4 

KEN#, BS16#, BS8# Mup Time , ^ . 

\5 


ns 

13-2 


tl5 

KEN#, BS16#, BS8# Hold Tiirw 

3 


ns 

13-2 


tl6 

RDY#, BRDY# Setup Time , 

5 


ns 

13-3 


tl7 

RDY#, BRDY# HoldTinrie ^ 

3 


ns 

13-3 


tl8 

HOLD, AHOLD Setup 

6 


ns 

13-2 


tl8a 

BOFF # Setup Time 

7 


ns 

13-2 

1 

tl9 

HOLD, AHOLD, &0W# Hold Time 

3 


ns 

13-2 

1 

t20 

RESET, FLl^#, A20M#, NMI, INTR, 
SMI#, STPO.K#, SRESET, IGNNE# 
Setup Time 

5 


ns 

1 

13-2 


t21 

RESET, FLUSH#, A20M#, NMI, INTR, 
SMI#, STPCLK#, SRESET, IGNNE# 
Hold Time 

3 


ns 

13-2 


t22 

D0-D31 , DPO-3, A4-A31 Read Setup Time 

5 


ns 

13-2,13-3 


t23 

D0-D31, DPO-3, A4-A31 Read Hold Time 

3 


ns 

13-2, 13-3 



NOTES: 

1. To be used for 66 MHz lntelDX2 and 100 MHz lntelDX4 OverDrive processors. 

2. Not 100% tested. Guaranteed by design characterization. 

3. All timing specifications assume Ci_ = 50 pF. 

4. The minimum Intel OverDrive processor output valid delays are hold times provided to external circuitry. 

5. A reset pulse width of 1 5 CLK cycles is required for warm resets. Power-up resets require RESET to be asserted for at 
least 1 ms after Vcc and CLK are stable. 

6- Tsink temperatures are: 
lntelDX2 OverDrive processor: 0°C to +95°C 
lntelDX4 OverDrive processor: 0“C to + 95°C 
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Table 13-6. 25 MHz Intel Processor Characterlstics<i) 


Vcc = 5V ±5%; Tsink = See Note 6; C| = 50 pF unless otherwise specified(3) 



Parameter 

Min 

Max 

Unit 

Figure 

Notes 


Frequency 





IX Clock Driven to 
OverDrive Processor 

t1 

CLK Period 




13-1 


fla 

CLK Period Stability 


0.1% 

A 



t2 

CLK High Time 

14 




at2V 

t3 

CLK Low Time 

14 


ns 

13-1 

at 0.8V 

t4 

CLK Fall Time 


4 

ns 

13-1 

2V to 0.8V 

ts 

CLK Rise Time 


4 



0.8V to 2V 

te 

A2-A31, PWT, PCD, BEO-3#, M/IO#, 
D/C#, W/R#, ADS#, LOCK#, 
FERR#, BREQ, HLDA, SMIACT#, 
Valid Delay 

3 

19 


1 3-5 '4^5^% 

II^Note 4) 

t? 

A2-A31, PWT, PCD, BEO-3#, M/IO#, 
D/C#, W/R#, ADS#, LOCK# Float 
Delay 





(Note 2) 

t8 

PCHK# Valid Delay 




4:. 13-4 


tea 

BLAST#, PLOCK# Valid Delay 





■SSSEHIIIIIIIi 

tg 

BLAST#, PLOCK# Float Delay 




13-6 


tio 

D0-D31 , DPO-3 Write Data Valid ' ' 

3 

- 


13-5 

(Note 4) 

tii 


wm 

'' '' "28 

hs 


(Note 2) 

tl2 


wm 


ns 

13-2 


tl3 


H9I 


ns 

13-2 


tl4 





13-2 


tl5 

KEN#, BS16#, BSif'Hold Time^ . 



ns 

13-2 


tie 

RDY#, BRDY# Setup Time , 

J ' 


ns 

13-3 


tl7 

RDY#,BRDY# HoldTim%; i-. '? 

3 


ns 

13-3 


tie 

HOLD, AHOLD, B0FF4i^ilp T\m ^ ' 

8 


ns 

13-2 


tl9 

HOLD, AHOLD, BOFF^iSild TiN» ’ ' 

3 


ns 

13-2 


t20 

RESET, FLUSH^A^OM # , NMI, 
SMI#, STPQ|;1?4#?^ESET, INTR, 
IGNNE# §^fefime 

8 


ns 

13-2 


t21 

RESET;RtlSH#, A20M#, NMI, 
SMI#, STPCLK#, SRESET, INTR, 
IGNNE# Hold Time 

3 


ns 

13-2 


t22 

D0-D31, DPO-3, A4-A31 Read 
Setup Time 

5 


ns 

13-2,13-3 


t23 

D0-D31 , DPO-3, A4-A31 Read 
Hold Time 

3 


ns 

13-2, 13-3 



NOTES: 

1. To be used for 50 MHz or 60 MHz lntelDX2 and 75 MHz or 100 MHz lntelDX4 OverDrive processors. 

2. Not 100% tested. Guaranteed by design characterization. 

3. All timing specifications assume Cl = 50 pF. 

4. The minimum Intel OverDrive processor output valid delays are hold times provided to external circuitry. 

5. A reset pulse width of 1 5 CLK cycles is required for warm resets. Power-up resets require RESET to be asserted for at 
least 1 ms after Vcc and CLK are stable. 

6- Tsink temperatures are; 
lntelDX2 OverDrive processor: 0°C to + 95°C 
lntelDX4 OverDrive processor: 0®C to + 95°C 
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Table 13-7. 20 MHz Intel Processor Characteristics(i) 


Vcc = 5V ±5%; Tsink = See Note 6; C| = 50 pF unless otherwise specified(3) 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 


Frequency 

8 

20 

MHz 


1X Clock Driven to 
OverDrive Processor 

ti 

CLK Period 

50 

125 

ns 

13-1 


tia 

CLK Period Stability 


0.1% 

A 


Adjacent Clocks 

*2 

CLK High Time 

16 


ns 

13-1 

at2V 

ta 

CLK Low Time 

16 


ns 

13-1 

at 0.8V 

t4 

CLK Fall Time 


6 

ns 

13-1 

2V to 0.8V 

t5 

CLK Rise Time 


6 

ns 

13-1 

0.8V to 2V 

te 

A2-A31, PWT, PCD, BEO-3#, M/IO#, 
D/C#, W/R#, ADS#, LOCK#, 
FERR#, BREQ, HLDA, SMIACT# 

Valid Delay 

3 

23 

ns 

13-5 ^ 

. (Note 4) 

ty 

A2-A31, PWT, PCD, BEO-3#, M/IO#, 
D/C#, W/R#, ADS#, LOCK# 

Float Delay 


37 

ns 

, ^3-6 

(Note 2) 

ts 

PCHK# Valid Delay 

3 

28 

_ ris' 

13-4 

(Note 4) 

tsa 

BLAST#, PLOCK# Valid Delay 

S, - 

28 


13-5 

(Note 4) 

tg 

BLAST#, PLOCK# Float Delay 


37 ' ; 

rrs > 

:V, 13-6 

(Note 2) 

tio 

D0-D31, DPO-3 Write Data Valid Deia^ 

3 

26""'^ " 

M..1 

13-5 

(Note 4) 

tii 

D0-D31 , DPO-3 Write Data Float 0e5y 



■ ':ns 

13-6 

(Note 2) 

tl2 

EADS# Setup Time 



ns 

13-2 


tl3 

EADS# Hold Time 



ns 

13-2 


tl4 

KEN # , BS1 6 # , BS8 # SbWp Time 

10 „ 


ns 

13-2 


tl5 

KEN#, BS16#, BSf# HokJ Time 



ns 

13-2 


tl6 

RDY# , BRDY# SeS^ Time 



ns 

13-3 


tl7 

RDY#,BRDY# Hold Time 

h 1 


ns 

13-3 


tl8 

HOLD, AHOLD, Setup Time . ^ 

12 


ns 

13-2 


tl9 

HOLD, AHOLD, BOFF#ftpfiTimf 

3 


ns 

13-2 


t20 

RESET, FLUSH#, A20M#, NMI, 
SMI#, STPCLK#, SRESET, INTR, 
IGNNE# Setup tfene 

12 


ns 

13-2 

(Note 5) 

t21 

RESET, FLUSH#, A20M#, NMI, 
SMI#, STT^K#, SRESET, INTR, 
IGNNE# Hold Time 

3 


ns 

13-2 

(Note 5) 

t22 

D0-D31 , DPO-3, A4-A31 Read 
Setup Time 

6 


ns 

! 13.-2, 13-3 


t23 

D0-D31, DPO-3, A4-A31 Read 
Hold Time 

3 


ns 

13-2,13-3 



NOTES: 

1. To be used 50 MHz or 60 MHz lntelDX2 and 75 MHz or 100 MHz lntelDX4 OverDrive processors. 

2. Not 100% tested. Guaranteed by design characterization. 

3. All timing specifications assume Cl = 50 pF. 

4. The minimum Intel OverDrive processor output valid delays are hold times provided to external circuitry. 

5. A reset pulse width of 15 CLK cycles is required for warm resets. Power-up resets require RESET to be asserted for at 
least 1 ms after Vcc CLK are stable. 

6. Tsink temperatures are: 

lntelDX2 OverDrive processor: 0°C to +95°C 
lntelDX4 OverDrive processor: 0°C to +95°C 
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Table 13-8. 16 MHz Intel Processor Characteristics(i) 


Vcc = 5V ±5%; Tsink = See Note 6; C| = 50 pF unless otherwise specified 


Symbol 

Parameter 

Min 

Max 

Unit 

Figure 

Notes 


Frequency 

8 

16 

MHz 


IX Clock Driven to 
OverDrive Processor 

ti 

CLK Period 

62.5 

125 

ns 

13-1 


fla 

CLK Period Stability 


0.1% 

A 


Adjacent Clocks 

t2 

CLK High Time 

20 


ns 

13-1 

at 2V 

*3 

CLK Low Time 

20 


ns 

13-1 

at 0.8V 

t4 

CLK Fall Time 

— 

8 

ns 

13-1 

2V to 0.8V 

fs 

CLK Rise Time 


8 

ns 

13-1 

0.8V to 2V 

te 

A2-A31, PWT, PCD, BEO-3#, M/IO#, 
D/C#, W/R#, ADS#, LOCK#, 
FERR#, BREQ, HLDA, SMIACT# 

Valid Delay 

3 

26 

ns 

13-5 

(Note 4) 

t? 

A2-A31, PWT, PCD, BEO-3#, M/IO#, 
D/C#, W/R#, ADS#, LOCK# 

Float Delay 


4^ 

ns 


(Note 2) 

ts 

PCHK# Valid Delay 

BFWi 

1^91 


13-4 

(Note 4) 

tea 

BLAST#, PLOCK# Valid Delay 

ipia 

■B 


BKEEHI 

(Note 4) 

tg 

BLAST # , PLOCK # Float Delay \ 

HHH 


■EB 

wMEam 

(Note 2) 

tio 

D0-D31, DPO-3 Write Data Valid D^|>; 

3 

30"-'' 

.V % 

13-5 

(Note 4) 

tii 

D0-D31 , DPO-3 Write Data Floatil^^" 




13-6 

(Note 2) 

tl2 

EADS # Setup Time , '' 



\ ns 

13-2 


BEHH 

EADS# Hold Time 



ns 

13-2 


tl4 

KEN#, BS16#, BS8# ^l^^me 

12 



13-2 


tl5 

KEN#, Time 




13-2 






, ns 







ns 

13-3 




12 


ns 

13-2 


tl9 

HOLD, AHOLD, BOFFj#'l®ft^Tip^- 

4 


ns 

13-2 


t20 

RESET, FLUSH#, A2ofe NMI,™S; 
SMI#, STPCLH^CSRESET, INTR, 
IGNNE# S^ 'fe 

14 


ns 

13-2 

(Note 5) 

t21 

RESET, A20M#, NMI, 

SMI#, Sim.K#, SRESET, INTR, 
IGNNE# RTold Time 

4 


ns 

13-2 

(Note 5) 

t22 

D0-D31, DPO-3, A4-A31 Read 
Setup Time 

10 


ns 

13-2, 13-3 


t23 

D0-D31, DPO-3, A4-A31 Read 
Hold Time 



ns 

13-2, 13-3 



NOTES: 

1. To be used for 50 MHz or 60 MHz lntelDX2 and 75 MHz or 100 MHz lntelDX4 OverDrive processors. 

2. Not 100% tested. Guaranteed by design characterization. 

3. All timing specifications assume Ci_ = 50 pF. 

4. The minimum Intel OverDrive processor output valid delays are hold times provided to external circuitry. 

5. A reset pulse width of 15 CLK cycles is required for warm resets. Power-up resets require RESET to be asserted for at 
least 1 ms after Vcc ^nd CLK are stable. 

6. Tsink temperatures are: 

lntelDX2 OverDrive processor: 0°C to +95“C 
lntelDX4 OverDrive processor: 0®C to + 95°C 
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Figure 13-4. PCHK# Valid Delay Timing 


CLK 

A2-A31, PWT, PCD, 
BE0-3#,M/I0#, 
D/C#, W/R#, ADS#, 
LOCK#, FERR#, BREQ, 
HLDA 

D0-D31, DPO-3, 
(WRITE) 


BLAST#, PLOCK# 



Figure 13-5. Output Valid Delay Timing 


CLK 

A2-A31, PWT, PCD, 
BEO-3#,M/IO#, 
D/C#, W/R#, ADS#, 
LOCK#, FERR#, BREQ, 
HLDA 

D0-D31, DPO-3, 
(WRITE) 


BLAST#, PLOCK# 



Figure 13-6. Maximum Float Delay Timing 
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13.4.3.1 Vcc Transient Specification 

Due to the on-board voltage regulator, the Vcc 
the Pentium OverDrive processor is allowed to ex- 
ceed the DC Voltage specifications (Vcc = 5V + 
5%) when the processor creates a large current 
transient, as would be the case in a full operation to 
Autohalt transition (2.5A to 200 mA Ice change). 
The width of the pulse that exceeds 5V + 5% 
should be no wider than 1 ms, and can not exceed 
5.5V. Vcc is not allowed to go below the DC specifi- 
cation of 5V - 5% at any time. This specification 
applies to the Pentium OverDrive processor only 
and can not be applied to any other Intel processors. 
Figure 1 3-7 shows an example of the Vcc transient 
specification. 



Figure 13-7. Vqc Transient Example 


13.4.3 Pentium® OverDrive® PROCESSOR AC 
SPECIFICATIONS 

Tables 13-9 and 13-10 provide the AC specifications 
for the Pentium OverDrive processor at external 
clock frequencies of 25 MHz and 33 MHz respec- 
tively. They consist of output delays, input setup re- 
quirements, and input hold requirements. All AC 
specifications are relative to the rising edge of the 
input system clock unless otherwise specified. Inter- 
nal core frequencies will be a multiple of the system 
bus frequency. 
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Table 13-9. Pentium® OverDrive® Processor— 25 MHz AC Characteristics 


Vcc = 5V + 5%; Ta(in) = to +55°C; Cl = 50 pF (1) Unless Otherwise Specified 


Symbol 

Parameter 

Min 

Max 

Units 

Figure 

Notes 


Frequency 



8 

25 

MHz 


IX Clock Input to 
Processor 


CLK Period 

40 

125 

ns 

13-8 


ha 

CLK Period Stability 


250 

ps 


Adjacent Clocks 

h 

CLK High Time 

14 


ns 

13-8 

at 2V 

ts 

CLK Low Time 

11 


ns 

13-8 

at 0.8V 

t4 

CLK Fall Time 


4 

ns 

13-8 

2V to 0.8V 

ts 

CLK Rise Time 


4 

ns 

13-8 

0.8V to 2V 

fe 

A2-A31, PWT, PCD, BEO-3#, M/ 
IO#,D/C#,W/R#,ADS#, 
LOCK#, FERR#, BREQ, HLDA, 
SMIACT#, Valid Delay 

3 

19 

ns 

13-10 


t? 

A2-A31, PWT, PCD, BEO-3#, M/ 
10#, D/C#, W/R#, ADS#, LOCK# 

Float Delay 


28 

ns 

13-10 

After Clock 
Edge(2) 

t8 

PCHK# Valid Delay 

3 

24 

ns 

13-10 


tea 

BLAST#, PLOCK# Valid Delay 

3 

24 

ns 

13-10 


tg 

BLAST#, PLOCK# Float Delay 


28 

ns 

13-10 

After Clock 
Edge(2) 

tio 

D0-D31, DPO-3 Write Data Valid 
Delay 

3 

20 

ns 

13-10 


tii 

D0-D31, DPO-3 Write Data Float 
Delay 


28 

ns 

13-10 

After Clock 
Edge(2) 

tl2 

EADS# Setup Time 

8 


ns 

13-9 


tl3 

EADS# Hold Time 

3 


ns 

13-9 


tl4 

KEN#,BS16#,BS8# Setup Time 

8 


ns 

13-9 
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Table 13-9. Pentium® OverDrive® Processor— 25 MHz AC Characteristics (Continued) 
Vcc = 5V + 5%; Ta(in) = to +55°C; C|_ = 50 pF 0 ) Unless Otherwise Specified 


Symbol 

Parameter 

Min 

Max 

Units 

Figure 

Notes 

tl5 

KEN#, BS16#, BS8# Hold Time 

3 


ns 

13-9 


tie 

RDY#, BRDY#, Setup Time 

8 


ns 

13-9 


tl7 

RDY#,BRDY#,Hold Time 

3 


ns 

13-9 


tie 

HOLD, AHOLD Setup Time 

8 


ns 

13-9 


tl8a 

BOFF#, SMI# Setup Time 

8 


ns 

13-9 


tl9 

HOLD, AHOLD, BOFF#, SMI# 

Hold Time 

3 


ns 

13-9 


t20 

RESET, FLUSH#, A20M#, NMI, 
INTR, IGNNE#, INIT Setup Time 

8 


ns 

13-9 


t21 

RESET, FLUSH#, A20M#, NMI, 
INTR, IGNNE#, INIT Hold Time 

3 


ns 

13-9 


t22 

D0-D31, DPO-3, A4-A31 

Read Setup Time 

5 


ns 

13-9 


t23 

D0-D31, DPO-3, A4-A31 

Read Hold Time 

3 


ns 

13-9 


t38 

WB/WT# and EWBE# Setup Time 

8 


ns 

13-9 


t39 

WB/WT# and EWBE# Hold Time 

3 


ns 

13-9 


t40 

INV Setup Time 

8 


ns 

13-9 


t41 

INV Hold Time 

3 


ns 

13-9 


t42 

HIT#, HITM# Valid Delay 

3 

19 

ns 

13-10 


t43 

HIT#, HITM# Float Delay 

1 


28 

ns 

13-10 

Only during Three 
State Test Mode 

t44 

CACHE# Valid Delay 

3 

19 

ns 

13-10 


t45 

CACHE # Float Delay 


28 

ns 

13-10 


t46 

STPCLK# Setup Time 

5 


ns 

13-9 


U? 

STPCLK# Hold Time 

3 


ns 

13-9 



NOTES: 

1. All timing specifications assume Ci_ = 50 pF. Section 14.3.1 provides the charts that may be used to determine the delay 
due to derating, depending on the lumped capacitive loading, that must be added to these specification values. 

2. Not 100% tested, guaranteed by design characterization. 
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Table 13-10. Pentium® OverDrive® Processor— 33 MHz AC Characteristics 

Vcc = 5V + 5%; Ta(in) = to +55°C; Cl = 50 pF (1) Unless Otherwise Specified 


Symboi 

Parameter 

Min 

Max 

Units 

Figure 

Notes 


Frequency 

8 

33 

MHz 


IX Clock Input to 
Processor 

ti 

CLK Period 

30 

125 

ns 

13-8 


^1a 

CLK Period Stability 


250 

ps 


Adjacent Clocks 

t2 

CLK High Time 

11 


ns 

13-8 

At 2V 

t3 

CLK Low Time 

8 


ns 

13-8 

At 0.8V 

t4 

CLK Fall Time 


3 

ns 

13-8 

2V to 0.8V 

ts 

CLK Rise Time 


3 

ns 

13-8 

0.8V to 2V 

te 

A2-A31, PWT, PCD, BEO-3#, 
M/iO#, D/C#, W/R#, ADS#, 
LOCK#, PERR#, BREQ, HLDA, 
SMiACT#, Valid Delay 

3 

14 

ns 

13-10 


t/ 

A2-A31, PWT, PCD, BEO-3#, 
M/IO#, D/C#, W/R#, ADS#, 
LOCK# BP3, BP2, Float Delay 


20 

ns 

13-10 

After Clock 
Edge(2) 

t8 

PCHK# Valid Delay 

3 


ns 

13-10 


tea 

BLAST#, PLOCK# Valid Delay 

3 

14 

ns 

13-10 


tg 

BLAST#, PLOCK# Float Delay 


20 

ns 

13-10 

After Clock 
Edge(2) 

tio 

D0-D31, DPO-3 Write Data Valid 
Delay 

3 

14 

ns 

13-10 


tii 

i 

D0-D31, DPO-3 Write Data Float 
Delay 


20 

ns 

13-10 

After Clock 
Edge(2) 
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Table 13-10. Pentium® OverDrive® Processor— 33 MHz AC Characteristics (Continued) 
Vcc = 5V + 5%; Ta(in) = 10®CTO +55®C; Cl = 50 pF (“•) Unless Otherwise Specified 


Symbol 

Parameter 

Min 

Max 

Units 

Figure 

Notes 

tl2 

EADS# Setup Time 

5 


ns 

13-9 


fl3 

EADS# Hold Time 

3 


ns 

13-9 


fl4 

KEN#, BS16#, BS8# Setup Time 

5 


ns 

13-9 


fl5 

KEN#, BS16#, BS8# Hold Time 

3 


ns 

13-9 


tie 

RDY # , BRDY # , Setup Time 

5 


ns 

13-9 


tl7 

RDY#,BRDY#,Hold Time 

3 


ns 

13-9 


tie 

HOLD, AHOLD Setup Time 

6 


ns 

13-9 


tl8a 

BOFF#, SMI# Setup Time 

7 


ns 

13-9 


tl9 

HOLD, AHOLD, BOFF#, SMI# Hold 
Time 

3 


ns 

13-9 


t20 

RESET, FLUSH#, A20M#, NMI, 
INTR, IGNNE#, INIT Setup Time 

5 


ns 

13-9 


t21 

RESET, FLUSH#, A20M#, NMI, 
INTR, IGNNE#, INIT Hold Time 

3 


ns 

13-9 


t22 

D0-D31,DP0-3, A4-A31 

Read Setup Time 

5 


ns 

13-9 


t23 

D0-D31,DP0-3, A4-A31 

Read Hold Time 

3 


ns 

13-9 


t38 

WB/WT# and EWBE# Setup Time 

5 


ns 

13-9 


t39 

WB/WT# and EWBE# Hold Time 

3 


ns 

13-9 


t40 

INV Setup Time 

5 


ns 

13-9 


t41 

INV Hold Time 

3 


ns 

13-9 


t42 

HIT#,HITM# Valid Delay 

3 

i 

14 

ns 

13-10 


t43 

HIT#,HITM# Float Delay 

1 

1 

20 

ns 

13-10 

Only during Three 
State Test Mode 

t44 

CACHE# Valid Delay 

3 

14 

ns 

13-10 


t45 

CACHE# Float Delay 


20 

ns 

13-10 


t46 

STPCLK# Setup Time 

5 


ns 

13-9 


t47 

STPCLK# Hold Time 

3 


ns 

13-9 



NOTES: 

1. All signal timings except Boundary Scan timing specifications assume Cl = 50 pF. Section 14.3.1 provides the charts 
that may be used to determine the delay due to derating, depending on the lumped capacitive loading, that must be 
added to these specification values. 

2. Not 100% tested, guaranteed by design characterization. 
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Figure 13-10. Valid and Float Delay Timings 
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13.4.3.2 Derating I/O Specifications 

Figures 13-11 and 13-12 can be used to determine 
the amount of derating necessary for a given 
amount of lumped capacitive load. This delay due to 
derating must be added accordingly to the specifica- 
tion values listed in Tables 13-9 and 13-10 for the 
Pentium OverDrive processor. These values are de- 
sign estimates. 


Refer to the Pentium Processor Data Book for more 
information on instruction execution timing and pair- 
ing. 

A generic discussion on the operation of cache 
memories can be found in the Intel Cache Tutorial 
available from your Intel sales representative or from 
Intel’s Literature department, order #296543-002. 



Figure 13-11. Loading Delay vs Load Capacitance (High to Low Transition) 
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14.0 MECHANICAL DATA 

The following sections describe the physical dimen- 
sions of the OverDrive processor packages and heat 
sinks. 


1 4. 1 Package Dimensions for the 

inteiDX2TM and inteiDX4TM 

OverDrive® Processors 

Figure 14-1 describes the physical dimensions of the 
PGA packages (168-lead PGA and 169-lead PGA) 
used with the lntelDX2 and lntelDX4 OverDrive proc- 
essors. 



SEATING 
PLANE “n 



PLANE 


SEATING 
PLANE ■ 


0B (ALL PINS) 

i_, 

V 




SWAGGED 

PIN 

DETAIL 


290436-17 


Family: Ceramic Pin Grid Array Package | 

Symbol 

Millimeters 

Inches 

Min 

Max 

Notes 

Min 

Max 

Notes 

A 

3.56 

4.57 


0.140 

0.180 


Ai 

0.64 

1.14 

SOLID LID 

0.025 

0.045 

SOLID LID 

A2 

2.8 

3.5 

SOLID LID 

0.110 

0.140 

SOLID LID 

A3 

1.14 

1.40 


0.045 

0.055 


B 

0.43 

0.51 


0.017 

0.020 


D 

44.07 

44.83 


1.735 

1.765 


Di 

40.51 

40.77 


1.595 

1.605 


©1 

2.29 

2.79 


0.090 

0.110 


L 

2.54 

3.30 


0.100 

0.130 


N 

168, 169 


168, 169 


Si 

1.52 

2.54 


0.060 1 0.100 


ISSUE 

IWS REVX 7/15/88 



Figure 14-1. OverDrive® Processor Package Dimensions 
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14.2 Heat Sink Dimensions 

There are two different passive heat sinks and one 
fan heat sink used on the Intel OverDrive proces- 
sors. The lntelDX2 OverDrive processor uses the 
0.25" heat sink. The lntelDX4 OverDrive processor 
uses the 0.6" heat sink. The Pentiunfi OverDrive 
processor uses an integrated fan heat sink. All three 
heat sinks are described in the following sections. 


14.2.1 0.25" PASSIVE HEAT SINK 

Figure 1 4-2 describes the physical dimensions of the 
0.25" heat sink used with the lntelDX2 OverDrive 
processor. Table 14-1 lists the physical dimensions. 



290436-19 


Figure 14-2. Dimensions, lnteiDX 2 i'M OverDrive® Processor with 0.25" Heat Sink 
Tabie 14-1. 0.25" Heat Sink Dimensions 


Dimension (inches) 

Minimum 

Maximum 

A. Heatsink Width 

1.520 

1.550 

B. PGA Package Width 

1.735 

1.765 

C. Heat Sink Edge Gap 

0.065 

0.155 

D. Heat Sink Height 

0.212 

0.260 

E. Adhesive Thickness 

0.008 

0.012 

F. Package Height from Stand-Offs 

0.140 

0.180 

G. Total Height from Package Stand-Offs to Top of Heat Sink 

0.360 

0.452 
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14.2.2 0.6" PASSIVE HEAT SINK 

Figure 14-3 describes the physical dimensions of the 
0.6" heat sink used with the lntelDX4 OverDrive 
processors. The maximum and minimum dimensions 
for the PGA package with heat sink are shown in 


Table 14-2. As the table shows, the maximum height 
of the lntelDX4 OverDrive processor from the pin 
stand-offs to the top of the heat sink, including the 
adhesive thickness, is 0.780 inches. A minimum 
clearance of 0.25" should be allowed above the top 
of the heat sink. 



290436-36 

Figure 14-3. Dimensions, lnteiDX4TM OverDrive® Processor with 0.6" Heat Sink 


Tabie 14-2. 0.6" Heat Sink Dimensions 


Dimension (inches) 

Minimum 

Maximum 

A. Heat Sink Width 

1.520 

1.550 

B. PGA Package Width 

1.735 

1.765 

C. Heat Sink Edge Gap 

0.065 

0.155 

D. Heat Sink Height 

0.580 

0.600 

E. Adhesive Thickness 

0.006 

0.012 

F. Package Height from Stand-Offs 

0.140 

0.180 

G. Total Height from Package Stand-Offs to Top of Heat Sink 

0.720 

0.780 
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14.2.3 Pentium® OverDrive® PROCESSOR 
ACTIVE HEAT SINK 

The Pentium OverDrive processor is designed to fit 
in a standard 240-lead (19 x 19) PGA socket with 
four corner pins removed. The Pentium OverDrive 
processor will use an active heat sink, and therefore 
requires more vertical clearance. For more discus- 
sion on the Pentium OverDrive processor active 
heat sink, please see the following section. 

The maximum and minimum dimensions of the Pen- 
tium OverDrive processor package with the active 
heat sink are shown in Table 14-3. The active heat 
sink unit is divided into the size of the actual heat 
sink, and the required free space above the heat 
sink. The total height required for the Pentium Over- 
Drive processor from the motherboard will depend 
on the height of the PGA socket. The total external 
height given in the table below is only measured 
from the PGA pin stand-offs. Table 14-3 also details 
the minimum clearance needed around the PGA 
package. 


Table 14-3. Pentium® OverDrive® Processor, 
235-Pin, PGA Package Dimensions with 
Active Heat Sink Attached 


Component 

(inches) 

Length 
and Width 

Height 

Min 

Max 

Min 

Max 

PGA Package 

1.950 

1.975 

0.140 

0.180 

Adhesive 

N/A 

N/A 

0.008 

0.012 

Fan/Heat Sink 

1.77 

1.82 

0.790 

0.810 

Required Airspace 

0.200 

N/A 

0.400 

N/A 

External Pkg. Total 

1.950 

1.975 

0.938 

1.002 

Min. Ext. w/ 
Airspace Fixture 

2.150 


1.338 
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14.2.3.1 ACTIVE HEAT SINK DETAILS 'S transparent to the external system. The fan/heat 

sink has been designed so that should the fan stop, 
Since the Pentium OverDrive processor dissipates it will have the capability to properly cool the proces- 

more power than the Intel486 Family, it requires a sor in a still air environment. The fan unit is remov- 

larger cooling capacity. To accomplish the task of able so that the unit may be easily replaced. If the 

cooling the Pentium OverDrive processor, an active fan is removed, or power to the fan is lost, the proc- 
heat sink is attached to the top of the part. The ac- essor will treat these conditions as if the fan has 

tive heat sink will use a heat sink/fan combination to failed. Figure 1 4-5 below gives a functional repre- 

provlde airflow at high velocity to the Pentium Over- sentation of the Pentium OverDrive processor and 

Drive processor. No external connections (Power, heat sink unit, 

etc ... ) will be required for the active heat sink. All 

the needed connections will be made through the As can be seen in the mechanical dimensions In Ta- 

pins of the processor. The amount of extra power ble 14-3, the actual height required by the heat sink 

needed for the fan Is taken into account In the Ice is less than the total space allotted. Since the Pentl- 
numbers of the processor. urn OverDrive processor employs an active heat 

sink, a certain amount of space is required above 
The fan/heat sink unit also supports an integrated the heat sink unit to ensure that the airflow is not 

thermal protection mechanism that will allow the fan blocked. Figure 14-6 shows unacceptable blocking 

to signal the processor if the speed of the fan should of the airflow for the Pentium OverDrive processor 

become insufficient to cool the processor. Should heat sink unit. Figure 14-7 details the minimum 

this occur, the processor will modify its internal core space needed around the PGA package to ensure 

frequency to match the CLK input in a manner that proper heat sink airflow. 
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Heat Sink Unit 


ZIF Socket 


Motherboard 


A = Space from package (0.200") 

0 = Height from motherboard (Socket Dependent) 

290436-56 


Figure 14-7. Required Free Space from Sides of PGA Package 


As shown in Figure 14-7, it is acceptable to allow 
any device to enter within the free space distance of 
0,2" from the PGA package if it is not taller than the 
level of the heat sink base. In other words, if a com- 
ponent is taller than height “B”, it can not be closer 
to the PGA package than distance “A”. This applies 
to all four sides of the PGA package, although the 
back and handle sides of a ZIF socket will generally 
automatically meet this specification since they have 
widths larger than distance “A”. 


14.3 Pentium® OverDrive® Processor 
Socket 

14.3.1 SOCKET BACKWARD COMPATIBILITY 

The Pentium OverDrive processor socket is de- 
signed specifically for the requirements of the Penti- 
um OverDrive processor. In addition the socket can 
accept and is pin compatible with the lntelDX2 and 
lntelDX4 OverDrive processors. This added compat- 
ibility may be useful during system troubleshooting 
and debug. 


patiblllty, the inner row key pin location (E5) must be 
Included in any socket that is to accept the Pentium 
OverDrive processor. For proper operation of the 
Pentium OverDrive processor, all the power and 
ground pins In the outer row of pins must be con- 
nected. 


14.3.2 SOCKET 3 PINOUT 

Socket 3 Is the ZIF (Zero Insertion Force) socket 
recommended for the Pentium OverDrive processor. 
To ensure proper orientation, four corner pins have 
been removed from the outer row of pins. Additional- 
ly, the three inner rows of pins are compatible with 
the lntelDX2 and lntelDX4 OverDrive processors. 
This Includes the “key” pin in the Inside corner. 
Figure 14-8 shows an example of the pinout of 
Socket 3. 

Socket 2, a previous ZIF socket definition for the 
Pentium OverDrive processor. Is compatible to the 
lndelDX2, lntelDX4, and Pentium OverDrive proces- 
sors. This definition has been replaced with the 
socket 3 definition so it will not be discussed. 


The Pentium OverDrive processor defines a fourth 
row of contacts around the outside of the 169 con- 
tacts defined for the lntelDX2 and lntelDX4 Over- 
Drive processors. The three inner rows of the socket 
are 100% compatible with the lntelDX2 and In- 
telDX4 OverDrive processors. For backward com- 


Product Highlights 

• Distinctive socket with the “Socket 3” marking 

• Rapid end user access to Socket 3 

• Keyed ZIF socket for easy and correct Pentium 
OverDrive processor installation 
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Figure 14-8. 237-Pin, PGA ZIF Socket 3 
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Table 15-1. Thermal Resistance, lntelDX2TM OverDrive® Processor with Attached Heat Sink 


0JS = 2.5X/W 

Airflow (LFM) 

0 

200 

400 

600 

800 

AjaCC/W) 

14.0 

10.0 

7.5 

6.2 

5.7 


Table 15-2. Thermal Resistance, lnteiDX4TM OverDrive® Processor with Attached Heat Sink 


6js = 2.0X/W 

Airflow (LFM) 

0 

50 

100 

200 

ejA(“C/w) 

11.5 

10.7 

9.5 

7.0 


15.0 THERMAL MANAGEMENT 

The heat generated by the Intel OverDrive proces- 
sor requires that heat dissipation be managed care- 
fully. All OverDrive processors are supplied with a 
heat sink attached with adhesive to the package. 
System designs must, therefore, provide sufficient 
clearance (a minimum of 0.25" above the heat sink) 
for the processor and the attached heat sink. 

Section 14 contains the physical dimensions for 
each of the heat sinks and packages used. 

The standard product markings and logo for the Intel 
OverDrive processor with the attached heat sink will 
be included on a 1 in2 plate located on the top, cen- 
ter of the heat sink. 

The heat sink is omni-directional, allowing air to flow 
from any direction in order to achieve adequate 
cooling. The thermal resistance values for the Over- 
Drive processors with an attached heat sink are 
shown In Table 15-1 through Table 15-3. 

The Pentium OverDrive processor and system chas- 
sis have several unique design requirements due to 
the attached active heat sink. The following sections 
provide sample maximum system operating temper- 
ature calculations so that systems may be designed 
to comply with the thermal requirements of the Pen- 
tium OverDrive processor. 


1 5. 1 Thermal Calculations for a 
Hypothetical System 

The following equation can be used to calculate the 
maximum operating temperature of a system. 



Ta(IN) = Tsink - (Power * dsi) 

The parameters are defined as follows; 

Ta(IN): The temperature of the air going Into the 

heat sink fan unit. 

Tsink- Temperature of heat sink base, as mea- 
sured in the center. 

Power: Dissipation In Watts = Vcc * Icc 

0sr- Heat Sink to Internal Temperature 
[Ta(in) 1 Thermal Resistance 

Ta(OUT)- The temperature of the air outside the 
system. 

Since the Pentium OverDrive processor uses an ac- 
tive heat sink, ^si relatively constant, regardless 
of the airflow provided to the processor. The 6s\ is 
provided in Table 15-3. Table 15-4 details the maxi- 
mum current requirements of the Pentium OverDrive 
processor. The maximum allowable Ta(in) is 55®C 
for both 25 MHz and 33 MHz with the heat sink at- 
tached. 


Table 15-3. Thermal Resistance 


(°C/W)esi 


Processor Type 

Osi— x/w 

Active Heat Sink 

2.4 


I 
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Table 15-4. Pentium® OverDrive® Processor 
Typical and Maximum Iqc Values 


System 

Frequency 

(MHz) 

Processor 
Typical 
icc (n^A) 

Processor 
Maximum 
Icc (n™A) 

25 

TBD 

2200 

33 

TBD 

2600 


Ice is dependent upon the Vec level of the system, 
processor bus loading, software code sequences, 
and silicon process variations. For the Pentium 
OverDrive processor specifications, the maximum 
Ice value is derived by testing a sample of compor 
nents under the following worst case conditions: 
Vec = 5.3V, full DC current loads on all output pins, 
and running a file with the predicted worst case soft^ 
ware code sequences at the specified frequency. 
The typical Ice value published Is the Ice corre- 
sponding to the worst observed Ice value for an av- 
erage component running under the above worst 
case conditions. No additional margin Is added to 
this value. Ice typical is not a guaranteed specifica- 
tion. 


15.2 Airflow 

Since the Pentium OverDrive processor employs an 
active heat sink. It is not as important that the proc- 
essor heat sink receive direct airflow, rather that the 
system has sufficient capability to remove the warm 
air that the Pentium OverDrive processor will gener- 
ate. This implies that enough airflow exists at the 
Pentium OverDrive processor socket site to keep lo- 
calized heating from occurring. This can be accom- 
plished by a standard power supply fan with a clear 
path to the processor. Figure 15-1 shows how sys- 
tem design can cause localized heating to occur by 
limiting the airflow in the area of the processor. The 
airflow supplied in the system should also be 
enough to insure that the OEM processor shipped 
with the system will meet the OEM processor ther- 
mal specifications before the system is upgraded 
with the Pentium OverDrive processor. 


Vents 


Fan 



Fan 


Vents 



Better Venting and Design = 
Good Air Exchange 


Poor Venting and Design = 
Poor Air Exchange 
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Figure 15-1. Pentium® OverDrive® Processor Airflow Design Examples 
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APPENDIX A 
CACHE FUNCTIONALITY 


Cache Introduction 

Special hooks are provided to support the Pentium 
OverDrive processor on-chip write back cache and 
to maintain cache consistency. The external envi- 
ronment can dynamically change the caching policy 
of the Pentium OverDrive processor on a line by line 
basis. 

The Pentium OverDrive processor has separate 
code and data caches. Each of the caches are 
1 6 Kbytes in size and each is organized as a 4-way 
set associative cache. The data cache follows the 
MESI cache consistency protocol while the code 
cache follows a subset of that protocol. For a com- 
plete description of the cache see the Intel486 Mi- 
croprocessor Family Data Boold^). 


NOTE: 

2. A generic discussion on the operation of 
cache memories can be found in the Intel 
Cache Tutorial available from your Intel sales 
representative or from Intel’s Literature de- 
partment, order #296543-002. 


Cache Organization 


The Pentium OverDrive processor includes separate 
code and data caches on chip to meet Its perform- 
ance goals. The code and data caches can be ac- 
cessed simultaneously. The code cache can provide 
up to 16 bytes of raw opcodes and the data cache 
can provide data for two data references all in the 
same clock. Each of the caches are accessed with 
physical addresses and each cache has its own TLB 
(translation look aside buffer) to translate linear ad- 
dresses to physical addresses. A cache consistency 
protocol called the MESI protocol Is implemented in 
the data cache to ensure data consistency in a multi- 
processor environment. 




Figure A-1. Conceptual Organization of Data Cache 


I 
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Each of the caches are 1 6 Kbytes in size and each is 
organized as a 4-way set associative cache. There 
are 256 sets in each cache, each set containing 4 
lines. Each cache line is 16 bytes wide. Replace- 
ment In both the data and Instruction caches is han- 
dled by a pseudo LRU mechanism which requires 
three bits per set in each of the caches. A conceptu- 
al diagram of the organization of the data cache Is 
shown in Figure A-1. 

The data cache can support two data references 
simultaneously In one clock, one from each of the 
two pipelines. It is a write back cache with full sup- 
port for data consistency In a multimaster environ- 
ment. This Is implemented with two status bits asso- 
ciated with each cache line. The data cache can op- 
tionally be configured In write through mode on a 
line by line basis when In write back cache mode. 
The storage array in the data cache is single ported 
but Interleaved on 4 byte boundaries to be able to 
provide data for two simultaneous accesses to the 
same cache line. The tags in the data cache are 
triple ported. One of the ports is dedicated to snoop- 
ing while the other two are used to lookup two Inde- 
pendent addresses corresponding to data refer- 
ences from each of the pipelines. The code cache 
tags are also triple ported. Again, one port is dedi- 
cated to support snooping and other two ports facili- 
tate split line accesses (simultaneously accessing 
upper half of one line and lower half of the next line). 

The data cache has a 4-way set associative, 64-en- 
try TLB for 4 KB pages and a separate 4-way set 
associative, 8-entry TLB to support 4 MB pages. The 
code cache has one 4-way set associative, 32-entry 
TLB for 4 KB pages as well as 4 MB pages which 
are cached In 4 KB Increments. The TLBs associat- 
ed with the instruction cache are single ported 
whereas the data cache TLBs are fully dual ported 
to be able to translate two independent linear ad- 
dresses for two data references simultaneously. Re- 
placement in the TLBs is handled by a pseudo LRU 
mechanism (similar to the lntel486TM CPU) that re- 


quires 3 bits per set. The tag and data arrays of the 
TLBs are parity protected with a parity bit associated 
with each of the tag and data entries In the TLBs. 


State Transition Tabies 

Lines cached in the Pentium OverDrive processor 
can change state because of Pentium OverDrive 
processor generated activity or as a result of activity 
on the Pentium OverDrive processor bus generated 
by other bus masters (snooping). As shown in the 
following tables, state transitions occur because of 
Pentium OverDrive processor generated transac- 
tions (memory reads/writes) and snooping by the 
external system. This protocol has minor differences 
from the MEI protocol of the Write-Back Enhanced 
intelDX2 processor as detailed in Appendix B. 


READ CYCLE 

The state transitions for the data cache during reads 
are shown in Table A-1. For a cache line that is In 
the M (Modified), E (Exclusive) or S (Shared) states, 
the data is transferred from the cache to the core, 
with no bus cycle generated. 

Three different cases can occur when a cache read 
occurs for an l-state (Invalid) line. An access to an 
Invalid line Indicates a miss in the cache, so a read 
cycle will be generated. If the CACHE# and KEN# 
pins are sampled low, and WB/WT# is high, then 
the line will be stored in the E-state in the cache. 
WB/WT# is sampled with the first BRDY# or 
RDY# of the transfer, while KEN# is sampled one 
clock before the first RDY# or BRDY#. If the 
CACHE# and KEN# are low, and WB/WT# Is low, 
then the cache will be defined as write-through. If 
PWT is HIGH, cache line fills will always be stored 
as shared lines, even If WB/WT # Is high. This will 
cause the line to be stored in a S state. If either 
CACHE# or KEN# is high, then the line is non- 
cacheable, so it will remain in the I state. 
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Table A-1. Data Cache State Transitions for Pentium® OverDrive® 


Processor Initiated Unlocked Read Cycles 


Present 

State 

Pin Activity 

Next 

State 

Description 

M 

n/a 

M 

Read hit; data is provided to the Pentium OverDrive processor 
core by cache. No bus cycle is generated. 

E 

n/a 

E 

Read hit; data is provided to the Pentium OverDrive processor 
core by cache. No bus cycle is generated. 

S 

n/a 

S 

Read hit; Data is provided to the Pentium OverDrive processor by 
the cache. No bus cycle Is generated. 

I 

CACHE# low 
AND 

KEN# low 
AND 

WB/WT# high 
AND 

PWT low 

E 

Data item does not exist in cache (MISS). A bus cycle (read) will 
be generated by the Pentium OverDrive processor. This state 
transition will happen if WB/WT # Is sampled high with first 

BRDY# or RDY#. 

I 

CACHE# low 
AND 

KEN# low 
AND 

(WB/WT# low 
OR 

PWT high) 

S 

Same as previous read miss case except that WB/WT # is 
sampled low with first BRDY # or RDY#. If PWT is high, 
WB/WT # is ignored and the resulting line state is always “S”. 

I 

CACHE# high 
OR 

KEN# high 

I 

KEN # pin inactive; the line is not intended to be cached In the 
Pentium OverDrive processor. 


NOTE: 

The transition from I to E or S-states (based on WB/WT#) happens only if the line is cacheable. If KEN# is sampled high, 
the line is not cached and remains in the l-state. 
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WRITE CYCLE 

The state transitions of data cache lines during Pen- 
tium OverDrive processor generated write cycles are 
illustrated in Table A-2. Writes to SHARED lines in 
the data cache are always sent out on the bus along 
with updating the cache with the write item. The 
status of the PWT and WB/WT # pins during these 
write cycles on the bus determines the state tran- 
sitions in the data cache during writes to S-state 
lines. 

A write to a SHARED line in the data cache will gen- 
erate a write cycle on the Pentium OverDrive proc- 
essor bus to update memory and/or Invalidate the 
contents of other caches. If the PWT pin is driven 
high when the write cycle Is run on the bus, the line 
will be updated, and will stay in the S- state regard- 
less of the status of the WB/WT # pin that is sam- 
pled with the first BRDY# or RDY#. If PWT Is driv- 
en low, the status of the WB/WT# pin sampled 


Table A-2. Data Cache State Transitions for Pentium® OverDrive® Processor Initiated Write Cycles 


Present 

State 

Pin Activity 

Next 

State 

Description 

M 

n/a 

M 

Write hit; update data cache. No bus cycle generated to update 
memory. 

E 

n/a 

M 

Write hit; update cache only. No bus cycle generated; line Is now 
MODIFIED. 

S 

PWT low 
AND 

WB/WT# high 

E 

Write hit; data cache updated with write data item. A write through 
cycle Is generated on bus to update memory and/or invalidate 
contents of other caches. All subsequent writes to E- or M-state 
lines are held off until completion of write cycle is known and state 
transition happens. 

S 

PWT low 
AND 

WB/WT# low 

S 

Same as above case of write to S-state line except that WB/WT # 
Is sampled low. 

s 

PWT high 

S 

Same as above cases of writes to S-state lines except that this Is a 
write hit to a line In a write-through page; status of WB/WT # pin is 
ignored. 

I 

n/a 

I 

Write MISS; a write through cycle Is generated on the bus to 
update external memory. No allocation is done. 


along with the first BRDY# or RDY# for the write 
cycle determines what state (E or S) the line tran- 
sitions to. 

The state transition from S to E is the only transition 
In which the data and the status bits are not updated 
at the same time. The data will be updated when the 
cycle is written to the Pentium OverDrive processor 
write buffers. The state transition does not occur un- 
til the write has completed on the bus (last BRDY # 
or RDY# has been returned). Writes to the line after 
the transition to the E-state will not generate bus 
cycles. However, it Is possible that writes to the 
same line that were buffered before the transition to 
the E-state will generate bus cycles after the tran- 
sition to E-state. 

An Inactive EWBE# input will stall subsequent 
writes to an E- or an M- state line until EWBE# is 
returned active. 


NOTE: 

Memory writes are buffered while I/O writes are not. There is no guarantee of synchronization between completion of 
memory writes on the bus and instruction execution after the write. 
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INQUIRE CYCLES (SNOOPING) 

The purpose of inquire cycles is to check whether 
the address being presented is contained within the 
caches in the Pentium OverDrive processor. Inquire 
cycles may be initiated with or without an invalida- 
tion request (INV = 1 or 0). The processor samples 
the snoop address during the clock that EADS# is 
active. An inquire cycle Is run through the data and 
code caches through a dedicated snoop port to de- 
termine If the address is contained in one of the 
Pentium OverDrive processor caches. If the address 
Is in a Pentium OverDrive processor cache, the 
HIT # pin is asserted. If the address hits a modified 
line In the processor , the HITM# pin is also assert- 
ed and the modified line Is then written back to ex- 
ternal memory. 

Table A-3 shows the state transitions for Inquire cy- 
cles. 


Processor Code Cache Consistency 
Protocol 

The Pentium OverDrive processor code cache fol- 
lows a subset of the MESI protocol. Access to lines 
in the code cache are either a Hit (Shared) or a Miss 


(Invalid). In the case of a read hit, the cycle is serv- 
iced internally to the Pentium OverDrive processor 
and no bus activity Is generated. In the case of a 
read miss, the read is sent to the external bus and 
may be converted to a line fill. 

Lines are never overwritten in the code cache. 
Writes generated by the Pentium OverDrive proces- 
sor are snooped by the code cache. If there Is a hit, 
the line is invalidated. If there is a miss, no action is 
taken by the code cache. 


Warm Reset Cache Behavior 


The INIT pin can be used to reset the Pentium Over- 
Drive processor without Invalidating the on-chip 
cache. The Pentium OverDrive processor state after 
INIT Is the same as the state after RESET except 
that the internal caches, floating point registers, and 
SMM Base Register retain whatever values they had 
prior to recognition of INIT. The INIT signal can be 
used instead of RESET for warm resets when the 
cache contents need to be maintained. However, 
INIT cannot be used in lieu of RESET after power 
up. For more information on the INIT and the Penti- 
um OverDrive processor, please see Section 10.3. 



Table A-3. Cache State Transitions during Inquire Cycies 


Present 

State 

Next State 
INV=1 

Next State 
INV = 0 

Description 

M 

1 

S 

Snoop hit to a MODIFIED line indicated by HIT # and HITM# 
pins low. Pentium OverDrive processor schedules the writing 
back of the modified line to memory. 

E 

1 

S 

Snoop hit indicated by HIT # pin low; no bus cycle generated. 

S 

1 

s 

Snoop hit indicated by HIT # pin low; no bus cycle generated. 

I 

1 

1 

Address not in cache; HIT # pin high. 


I 
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APPENDIX B 

DESIGNING FOR Write-Back Enhanced lntelDX2TM/ 
Pentium® OverDrive® PROCESSOR COMPATIBILITY 


End Users have made upgradability an expected 
feature in any personal computer purchase. The 
Pentium OverDrive Processor is the intended up- 
grade for systems based on the Write-Back En- 
hanced lntelDX2 processor, an lntelDX2 processor 
with an on-board write back cache. When installed in 
a system designed to support a write back proces- 
sor cache, the Pentium OverDrive processor can 
reach its full performance potential. 

To make the task of designing an upgradable sys- 
tem easier, the Write-Back Enhanced lntelDX2 and 
the Pentium OverDrive processor have been de- 
signed to be compatible with one another. However, 
since the Pentium OverDrive processor retains many 
of its Pentium processor features, certain system de- 
sign considerations must be taken into account to 
ensure that a Write-Back Enhanced lntelDX2 proc- 
essor system can be upgraded seamlessly. 

Throughout this section, a “Single Socket Design” 
will refer to a motherboard design that has only one 
processor site. This means that the Write-Back En- 
hanced lntelDX2 processor must be removed from 
the socket before the Pentium OverDrive processor 
can be Installed. A “Dual Socket Design” refers to a 
two socket motherboard, one in which the Write- 
Back Enhanced intelDX2 resides in a fixed location, 
and the Pentium OverDrive processor is installed 
Into an empty upgrade socket. This section will 
make reference to both types of designs, but con- 
centrates on the single socket design strategy. 

The following section provides a list of considera- 
tions that must be examined to allow a Pentium 
OverDrive processor to operate properly In a system 
designed to support the Write-Back Enhanced 


lntelDX2 processor and a write back processor 
cache. The considerations listed here are only In- 
tended to be relevant to the Write-Back Enhanced 
lntelDX2 processor Enhanced Bus Mode although 
some may still be valid for the Standard Bus Mode. 
These considerations are provided as guidelines 
only, and should be used in conjunction with the rest 
of this document to ensure proper Pentium Over- 
Drive processor operation. 


Pinout Differences 

The Pentium OverDrive processor pinout Is based 
on a 1 9x1 9 PGA package as opposed to the Write- 
Back Enhanced lntelDX2 processor 17x17 PGA 
package. Most of the signals that are common be- 
tween the Write-Back Enhanced lntelDX2 processor 
and the Pentium OverDrive processor exist on the 
same pin on both parts (assuming that pin A1 on the 
Write-Back Enhanced lntelDX2 processor = Pin B2 
on the Pentium OverDrive processor). 

NOTE: 

All references to Pentium OverDrive proces- 
sor pins are with respect to a 19x19 grid, 
while references to Write-Back Enhanced 
lntelDX2 processor pins are on a 1 7x1 7 grid. 


ADDITIONAL PINS ON THE Pentium® 
OverDrive® PROCESSOR 

The Pentium OverDrive processor defines signal 
pins that provide functionality that the Write-Back 
Enhanced lntelDX2 processor does not have. These 
pins are defined In Table B-1. 
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Table B-1. Additional Pentium® OverDrive® Processor Pins 


Signal 

Name 

Pentium® OverDrive® 
Processor Pin/ 
Write-Back 
Enhanced 
lntelDX2 
Processor Pin 

Comment 

BLEN# 

(Input) 

A7/Not Present 

BLEN # (Burst Length) controls write bursting on the Pentium 
OverDrive processor. It can not be toggled and should be tied high, 
low, or left unconnected. It must be driven LOW If the system is 
able to accept burst write backs. If BLEN# is driven HIGH to force 
write backs to be written out as four separate write cycles, HOLD 
will not be recognized until all four cycles have completed, even 
though each cycle will have its own ADS# and BLAST #. 

EWBE# 

(Input) 

PI /Not Present 

EWBE# (External Write Buffer Empty) will allow writes to E or M 
state lines when asserted LOW. If it is sampled HIGH the 
processor will hold off writes to E or M state lines until asserted 
LOW again. 

HIT# 

(Output) 

U2/Not Present 

HIT # provides an indication that an external snoop has hit a M,E 
or S state line in the Internal cache. 

UP# 

(Output) 

C15/B14 

UP# Is driven LOW to indicate to the system that an upgrade 
processor is installed. In a single socket design, it shares a pin with 
the Write-Back Enhanced lntelDX2 processor signal, TMS. In a 
dual socket design, it should be connected to the Write-Back 
Enhanced lntelDX2 processor UP# (Input). 


Due to its larger package and the ability to consume 
more power, the Pentium OverDrive processor also 
defines a number of extra Vcc and Vss pins that the 
Write-Back Enhanced lntelDX2 processor does not 
support. The extra pins are listed in Table B-2. 


Tabie B-2. Additional Vcc ^SS 


Vcc 

Vss 

Vss 


A5 

U3 

A9 

A8 

U5 

A10 

A12 

U6 

A11 

A13 

U7 

A16 

A14 

U8 

D1 

A15 

U12 

D19 

A17 

U13 

J1 

Cl 9 

U14 

J19 

E1 

U15 

K1 

E19 

U17 


Vcc 

Vss 

Vss 

K19 

G19 


LI 

H1 


L19 

H19 


R1 

Ml 


R19 

M19 


U4 

N19 


U9 

01 


U10 

Q19 


U11 

SI 


U16 

SI 9 



PINS NOT SUPPORTED BY THE Pentium® 
OverDrive® PROCESSOR 

The Pentium OverDrive processor supports all of the 
pins on the Write-Back Enhanced lntelDX2 proces- 
sor except those required for JTAG boundary scan 
functionality and the UP# input pin. Single socket 
designs should ensure that If boundary scan fea- 
tures are implemented, they will not Interfere with 
the operation of the Pentium OverDrive processor. 
Dual socket designs should not route the Pentium 
OverDrive processor into the boundary scan chain. 
Table B-3 lists the location of the pins that exist on 
the Write-Back Enhanced lntelDX2 processor, and 
the corresponding different signals on the Pentium 
OverDrive processor. 


I 
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Table B-3. Unsupported Write-Back Enhanced lntelDX2 Processor Pins 


Write-Back 

Enhanced 

intelDX2 

Processor 

Signal 

Name/Pin 

Pentium® 

OverDrive® 

Processor 

Signal 

Name/Pin 

Comment 

TCK (Input) 
Pin A3 

INC 

Pin B4 

Pin B4 on the Pentium OverDrive processor Is defined as an INC pin so 
that TCK can be used by the Write-Back Enhanced lntelDX2 processor 
in a single socket design without requiring a jumper. 

TDI (Input) 
Pin A14 

INC 

PinB15 

Pin B1 5 on the Pentium OverDrive processor is defined as an INC pin so 
that TDI can be used by the Write-Back Enhanced lntelDX2 processor 
in a single socket design without requiring a jumper. 

TDO (Output) 
PinB16 

INC 

PinC17 

Pin C1 7 on the Pentium OverDrive processor is defined as an INC pin 
so that TDO can be used by the Write-Back Enhanced lntelDX2 
processor in a single socket design without requiring a jumper. 

TMS (Input) 
Pin B14 

UP# (Output) 
Pin Cl 5 

If the Write-Back Enhanced lntelDX2 processor boundary scan features 
are used in a single socket design, the design should ensure that TMS 
will not conflict with the Pentium OverDrive processor UP# when the 
upgrade is installed. 

UP# (Input) 
Pin C1 1 

INC 

Pin D12 

Pin D12 on the Pentium OverDrive Processor Is defined as an INC pin 
so that there can be no conflict with UP# (Input). 


SHARED SIGNALS LOCATED ON DIFFERENT 
PINS 

There are several signals that the Pentium Over- 
Drive Processor has in common with the Write-Back 
Enhanced lntelDX2 processor, but which are located 
on different pins. An example of this would be the 
HITM# signal. On the Pentium OverDrive proces- 
sor, it is located In the outer row of pins, while on the 
Write-Back Enhanced lntelDX2 processor, it is locat- 
ed on one of the inner row processors. Single socket 
designs require that these signals be tied together 
so that the use of a jumper to reroute the signal is 
unnecessary. This Is done through the use of the 
INC pin. 

INC pins, by definition are “internally not connected” 
and may be used for routing of signals. Certain Pen- 
tium OverDrive processor INC pins should be con- 
nected to the signals that correspond to the Write- 
Back Enhanced lntelDX2 processor write back sig- 
nals and the SRESET signal. Table B-4 details pins 
that should be routed together. Please note that the 
last two columns In Table B-4 are the pins on the 
Pentium OverDrive socket which must be routed to- 
gether. 


Table B-4. Single Socket Compatibility Signals 


Signal 

Write-Back 
Enhanced 
lntelDX2 
Processor 
Signal Pin 

Pentium® 
OverDrive® 
Processor 
Signal Pin 

Pentium® 
OverDrive® 
Processor 
INC Pins 

INV 

A10 

N1 

B11 

HITM# 

A12 

U1 

B13 

CACHE# 

B12 

G1 

C13 

WB/WT# 

B13 

T1 

C14 

INIT 

i 

C10 

... I 

F19 

. D11 

FERR# 

C14 

B14 

D15 


Figure B-1 shows an example of how the INC pins 
shown in Table B-4 should be connected together to 
allow single socket compatibility between the Write- 
Back Enhanced lntelDX2 processor and the Penti- 
um OverDrive processor. The figure is provided as 
an example only and Is not Intended to be guide for 
how the signals should actually be routed on a moth- 
erboard. 
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SRESET 


SRESET/INIT 



168 Pin Write-Back Enhanced 
lntelDX2 Processor 
Signal Layout 


237 Pin Single Socket Design 
Using INC Pins 


290436-60 


Figure B-1. Sample Routing of INC Pins 


Functional Differences 

The Pentium OverDrive processor and the Write- 
Back Enhanced lntelDX2 processor have been de- 
signed to be functionally alike, but because the Pen- 
tium OverDrive processor is based on the advanced 
Pentium processor core, there are some minor dif- 
ferences that should be accounted for to ensure that 
a Pentium OverDrive processor will operate properly 
in a Write-Back Enhanced lntelDX2 processor- 
based system. 

WRITE BACK PROCESSOR CACHE 
CONSIDERATIONS 

Both the Write-Back Enhanced lntelDX2 processor 
and the Pentium OverDrive processor support an In- 
ternal write back processor cache. The Pentium 
OverDrive processor carries over the Pentium proc- 
essor cache protocol which supports multiple proc- 
essors In the same system. The Write-Back En- 
hanced lntelDX2 processor cache coherency proto- 
col is designed for single processor systems and is a 
subset of the Pentium OverDrive processor MESI 
protocol. If implemented correctly, a system can be 


designed that will support both protocols without 
sacrificing functionality. The differences of the cache 
cycles between the two processors are described 
below in Table B-5. 

For any cache read cycle (read hit or line fill), the 
Pentium OverDrive processor behaves In the same 
manner as the Write-Back Enhanced lntelDX2 proc- 
essor. 

As detailed in the Table B-5, the Pentium OverDrive 
processor allows cache transitions on write through 
cycles (write hits to ‘S’ state lines). If PWT is driven 
low, the processor will use the state of WB/WT # to 
determine the final state of the entire cache line, 
even if only part of the line was written out by the 
write through cycle. If WB/WT# is driven HIGH, the 
state of the line will be changed to the ‘E’ state. If 
driven LOW, the line will remain in the ‘S’ state. This 
differs from the Write-Back Enhanced lntelDX2 
processor and Its dedicated ‘S’ state which always 
enforces the write through properties of a line stored 
in the ‘S’ state. If a system allows regions of memory 
to be stored as write through only via the WB/WT # 
pin, and other memory regions are stored as write 
back lines, then WB/WT # must toggle properly to 
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Table B-5. Differences in Cache Cycles 


Type of Cycle 

Pentium® 
OverDrive® 
Processor 
Line State 
Transition 

Write-Back 
Enhanced 
lntelDX2 
Processor 
Line State 
Transition 

Comments 

Cache Write 
Hit to ‘S’ State 
Line 

‘S’ to ‘E’ OR 
‘S’ to ‘S’ 

‘S’ to ‘S’ 

The Pentium OverDrive processor samples WB/WT # 
on write through cycles if PWT is LOW to determine 
what kind of transition should occur. 

External Snoop 
Hit 

INV - 0 

‘M’ to ‘S’ 
‘E’ to ‘S’ 
‘S' to ‘S’ 

‘M’ to ‘E’ 
‘E’ to ‘E’ 
‘S’ to ‘S’ 

The assumption that a Write-Back Enhanced lntelDX2 
processor will operate In a single processor system 
allows for direct transitions to the ‘E’ state. 


ensure that ‘S’ state lines are never changed to write 
back ‘E’ lines. If the cache Is used In a write back 
mode only (llnefills are never stored in the ‘S’ state), 
then there will be no cache coherency issues, but 
there can be a performance issue due to snoop hits 
with INV = LOW. 

For external snoop hits Into the cache, the Pentium 
OverDrive processor differs In behavior from the 
Write-Back Enhanced lntelDX2 processor only In ex- 
ternal snoop hits that drive INV = LOW. As shown 
In Table 10-5, any time a snoop hit occurs with INV 
= LOW, the Pentium OverDrive processor will 
change the cache line state to ‘S’. The Write-Back 
Enhanced lntelDX2 processor will allow lines de- 
fined as write back (‘M’ and ‘E’) to transition to the 
initial write back line state of ‘E’. If the line started 
out in the ‘S’ state, the Write-Back Enhanced In- 
telDX2 processor will protect the write through 
status of the line by keeping it in the ‘S’ state. On the 
Pentium OverDrive processor, if a system design 
supports snoop cycles with INV = LOW, this could 
result in write back lines (‘M’ or ‘E’) being stored in a 
write through state (‘S’). This will not cause memory 
coherency issues, but any time a write cycle to the 
line is generated, the cycle will be driven to the bus, 
rather than simply stored in the cache In the ‘M’ 
state. To avoid performance Issues, systems that 
can drive INV = LOW should drive WB/WT# = 
HIGH when a write through cycle to such a line oc- 
curs on the bus. As shown in Table B-5, this will 
ensure that a write back line that has accidentally 
been converted to a write through line will not cause 
more than one unnecessary write cycle on the bus. 


STANDARD/ENHANCED BUS DIFFERENCES 

Both the Write-Back Enhanced lntelDX2 processor 
and the Pentium OverDrive processor use the 
WB/WT # pin as an initialization input on the falling 
edge of RESET, Several signals behave differently 
depending on If the processors are operating in en- 
hanced bus mode or standard bus mode. Some of 
these behaviors are slightly different between the 
Pentium OverDrive processor and the Write-Back 
Enhanced lntelDX2 processor, and are listed below 
in Table B-6. 


Table B-6. Differences in Bus Modes 


Functionality 

Pentium® 

OverDrive® 

Processor 

— 

Write-Back 

Enhanced 

lntelDX2 

Processor 

Standard Bus 

Mode 

CPUID 

0153xh 
X = 0 to F 

0043xh 
X = 0 to F 

Enhanced Bus 

Mode 

CPUID 

0153xh 
X = 0 to F 

0047xh 
X = 0 to F 

Standard Bus 
Mode 

INIT 

INIT Is treated 
as an Interrupt 

SRESET is not 
an interrupt 

Standard Bus 
Mode 

FLUSH# 

FLUSH# will 
take about 1 5 
Bus CLKs 
No Write 
Backs 

FLUSH# will 
take 1 Bus 
CLK 

No Write 
Backs 
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One item to note in Table B-6 is that the INIT pin on 
the Pentium OverDrive processor is treated as an 
edge triggered interrupt in both the standard and en- 
hanced bus modes. This means that INIT will not be 
recognized until instruction boundaries, and after 
INIT has been asserted and recognized, more 
ADS# cycles can be started, even if INIT has not 
been deasserted. 


SOFTWARE DIFFERENCES 

Due to the Pentium processor features found on the 
Pentium OverDrive processor, there are several 
software visible differences that should be account- 
ed for in any system specific firmware or BIOS rou- 
tines. 


Cache Testing and Test Registers 

The cache of the Pentium OverDrive processor Is 
structured as separate code and data caches, each 
16 KBytes in size. Because of this structure, the 
Pentium OverDrive processor supports Model Spe- 
cific Registers (MSR’s) for cache testing, rather than 
the Write-Back Enhanced lntelDX2 processor Test 
Registers. Any attempt to access the Write-Back En- 
hanced lntelDX2 processor test registers on the 
Pentium OverDrive processor will result In Invalid op- 
code exceptions. For more information on testing 
the caches of the Pentium OverDrive processor, 
please contact Intel. 


Timing Loops 

Timing loops (i.e.: executing a tight loop that does 
nothing) are a common method of providing a soft- 
ware based delay for I/O recovery. Because of the 
Pentium processor core and an increased core 
speed, the Pentium OverDrive processor will be able 
to execute instructions must faster than previous 
generations of processors. It is suggested that tim- 
ing loops be avoided, and that a hardware based 
delay scheme be developed, such as writing to a 
dummy I/O port that will delay the returning of 
RDY # for a fixed amount of time. 


EXTERNAL SNOOPiNG REQUIREMENTS ON 
EADS# 

The specification set out in the Hardware Design 
Considerations Section (Sections 10.1.1.1 and 
10.1.1.2) must be observed to ensure that EADS# 
will be recognized properly by both the Pentium 
OverDrive processor and the Write-Back Enhanced 
lntelDX2 processor. 

DIFFERENCES IN STOP GRANT STATE 
OPERATION 

If the STPCLK# pin is asserted and the Pentium 
OverDrive processor issues the stop grant special 
cycle, the processor Is In the stop grant state. While 
in this state, the following conditions apply: 

1) If any of the following Interrupts are asserted, 
they will be latched and serviced as soon as the 
STPCLK# pin Is released and the processor ex- 
its the stop grant state: 

FLUSH#, SMI#, NMI, INIT 

If an interrupt is asserted and then released while 
the processor is In the stop grant state, it will be 
recognized once the processor exits the stop 
grant state even though the interrupt may be 
deasserted. This behavior is different than that of 
the Write-Back Enhanced lntelDX2 processor, 
which requires these interrupts to be held until 
the processor has exited the stop grant state. 

NOTE: 

INTR is a level triggered interrupt and will 
not be latched. It must be held until the inter- 
rupt acknowledge cycle to guarantee recog- 
nition. 

2) Unlike the Write-Back Enhanced lntelDX2 proc- 
essor, if INIT is asserted while in the stop grant 
state, the processor will not automatically exit the 
stop grant state and perform the INIT. As men- 
tioned above, INIT Is latched and will be recog- 
nized once the processor exits the stop grant 
state when STPCLK# is deasserted. 
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FUTURE PENTIUM® OVERDRIVE® PROCESSOR FOR 
PENTIUM PROCESSOR (510\60, 567\66)-BASED 
SYSTEMS SOCKET SPECIFICATIONS 

1.0 INTRODUCTION 

The Future Pentium® OverDrive® processor is an end user single-chip CPU upgrade prod- 
uct for Pentium processor (510\60, 567\66)-based systems. The Future Pentium 
OverDrive processor will speed up most software applications by 40% to 70%. It is binary 
compatible with the Pentium processor (510X60, 567X66). 

An upgrade socket (Socket 4) has been defined along with the Pentium processor (510X60, 
567X66) as part of the processor architecture. The Future Pentium OverDrive processor will 
be socket compatible with the Pentium processor (510X60, 567X66). The Future Pentium 
OverDrive processor is packaged in a 273-pin ceramic pin grid array package with an at- 
tached fan/heatsink present on the turbo upgrade processor component. 

Execution tracing is not supported in the Future Pentium OverDrive processor, and perform- 
ance monitoring is implemented differently than in the Pentium processor (510X60, 567X66). 


1.1 Upgrade Objectives 

Systems using the Pentium processor (510X60, 567X66) must use Socket 4 to also accept the 
Future Pentium OverDrive processor. Inclusion of upgrade Socket 4 in Pentium processor 
(510X60, 567X66) systems provides the end user with an easy and cost effective way to 
increase system performance. The process of simply installing an upgrade component into an 
easy to use Zero Insertion Force (ZIF) socket to achieve enhanced system performance is 
familiar to the millions of end users and dealers who have purchased Intel Math Coprocessor 
upgrades to boost system floating-point performance. 

Inclusion of Socket 4 in Pentium processor (510X60, 567X66) systems provides the end-user 
with an easy and cost-effective way to increase system performance. The paradigm of simply 
installing an additional component into an easy to use Zero Insertion Force (ZIF) Socket to 
achieve enhanced system performance is familiar to the millions of end-users and dealers who 
have purchased Intel math coprocessor upgrades to boost system floating point performance. 

The majority of upgrade installations which take advantage of Socket 4 will be performed by 
end users and resellers. Therefore, it is important that the design be “end user easy,” and that 
the amount of training and technical expertise required to install the upgrade processors be 
minimized. Upgrade installation instructions should be clearly described in the system user’s 
manual. In addition, by making installation simple and foolproof, PC manufacturers can 
reduce the risk of system damage, warranty claims and service calls. 


2-324 


November 1995 
Order Number: 290484-004 



OVERDRIVE® PROCESSOR SOCKET SPECIFICATIONS 


iny 

Feedback from Intel’s Math Coprocessor upgrade customers highlights three main character- 
istics of end user easy designs: 

• accessible socket location 

• clear indication of upgrade component orientation 

• minimization of insertion force 

The Future Pentium OverDrive processor will support the Intel 82430 PCIset. Unlike the 
Pentium processor (510\60, 567\66), the Future Pentium OverDrive processor will not sup- 
port the 82496 Cache Controller and 82491 Cache SRAM chip set. 


1.2 Intel Verification Program 


The Intel Verification Program ensures that a Pentium processor (510\60, 567\66)-based 
personal computer meets a minimum set of design criteria for reliable and straightforward 
CPU upgradability with a Future Pentium OverDrive processor. Testing performed at the 
Intel Verification Labs confirms that future Pentium OverDrive processor specifications for 
mechanical, thermal, electrical, functional, and end-user installation attributes have been 
met. While system designs may exceed these minimum design criteria, the intent is to provide 
end-users with confidence that computer systems based on verified designs can be upgraded 
with Futute Pentium OverDrive processors. 



The OEM submits production-ready designs to one of Intel’s worldwide Verification Labs for 
testing. The OEM benefits from advance testing of the design prior to availability of the 
Future Pentium OverDrive processor. By identifying and resolving upgradability problems 
before a system is introduced, the OEM increases system quality and reduces future support 
costs associated with end-user calls and complications when the CPU upgrade is ultimately 
installed. 


Contact your local Intel representative for more information on the Intel Verification Pro- 
gram for Pentium processor (510\60, 567\66)-based systems. 


2.0 Future Pentium® OverDrive® Processor Socket 

The following drawings in Figure 1 show the preliminary worst case socket footprints from 
two qualified Socket 4 vendors, AMP and Yamaichi. OEMs should work directly with socket 
vendors for the most current socket information. 

To order Socket 4 from AMP and Yamaichi, the phone numbers and part numbers are: 

AMP: 1-800-522-6752 Part#: 916510-1 

Yamaichi: 1-800-769-0797 Part#: NP11J-273K 13221 

Figure 2 shows the Future Pentium OverDrive processor chip’s orientation in the Socket 4. 

For a complete list of Qualified Sockets and Vendor Order Numbers, call the Intel Faxback 
number for your geographical area and have document #7209 automatically faxed to you. 
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3.0 SOCKET 4 PINOUT 

The Future Pentium OverDrive processor pinout is identical to that of the Pentium processor 
(510\60, 567\66). Note that all input pins must meet their AC/DC specifications to guaran- 
tee proper functional behavior. Figure 3 shows the Socket 4 pinout. 


Locations E17, S17 and S5 should be plugged on Socket 4 in order to ensure that the Pentium 
processor (510\60, 567\66) or OverDrive processor chip is installed in the socket with the 
correct orientation. 
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Figure 3. Socket 4 Pinout (Top View) 
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4.0 ELECTRICAL SPECIFICATIONS 

The Future Pentium OverDrive processor will have the same power and ground specifica- 
tions, decoupling recommendations, connection specifications and maximum ratings as the 
Pentium processor (510\60, 567\66). 


4.1 Absolute Maximum Ratings For Upgrade 

The on-chip voltage regulation and fan/heatsink devices included on the Future Pentium 
OverDrive processor require different stress ratings than the Pentium processor (510\60, 
5 67 \ 66). The voltage regulator is surface mounted on the Future Pentium OverDrive proces- 
sor and is, therefore, an integral part of the assembly. The Future Pentium OverDrive proces- 
sor storage temperature ratings area tightened as a result. The fan is a detachable unit, and 
the storage temperature is stated separately in the table below. Functional operation of the 
Future Pentium OverDrive processor remains 0®C to 70°C. 


Table 1. Absolute Maximum Ratings 


Future Pentium® OverDrive® Processor and Voltage Regulator Assembly: 


Parameter 

Min 

Max 

Unit 

Notes 


Storage Temperature 

-30 

100 

°C 



Case Temperature Under Bias 

-30 

100 

°C 


Fan: 


Parameter 

Min 

Max 

Unit 

Notes 


Storage Temperature 

-30 

75 

°C 



Case Temperature Under Bias 

-30 

75 




WARNING: 

Stressing the devices beyond the “Absolute Maximum Ratings’’ may cause permanent damage. These are stress 
ratings only. Operation beyond the “Operating Conditions’’ is not recommended and extended exposure be- 
yond the “Operating Conditions’’ may affect device reliability. 


4.2 DC Specifications 

The Future Pentium OverDrive processor will have the same DC specifications as the 
Pentium processor (510\60, 567\66), including Ice (Power Supply Current) as shown in 
Table 2. 


Table 2. OverDrive® Processor ipc Specif ications(^) 


Symbol 

Parameter 

Min 

Max 

Unit 

Notes 

>cc 

Power Supply 
Current 


3200 

2910 

II 

66MHz(1) 

60MHz(1) 


NOTES: 

1 . Worst case average I cc lo*" ® of test patterns. (The mix of test patterns will be determined after silicon is examined.) 

2. Refer to Pentium processor at iCOMP index 510\60 MHz, and Pentium processor at iCOMP index 567\66 MHz datasheet 
for remaining Pentium processor (510\60, 567\66) DC and Vec specifications. 
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Refer to Pentium processor at iCOMP index 510\60 MHz, and Pentium processor at iCOMP 
index 567X66 MHz datasheets for a listing of the remaining DC specifications. 

4.3 AC Specifications 

The Future Pentium OverDrive processor will have the same AC specifications as the 
Pentium processor (510X60, 567X66). Refer to Pentium processor at iCOMP index 
510X60 MHz, and Pentium processor at iCOMP index 567X66 MHz datasheets for a listing 
of the AC specifications. The functional parameters for the Future Pentium OverDrive proc- 
essor’s AC specifications are the same as those for Pentium processor (510X60, 567X66) 
except Tsink shown below: 


Tsink= 0°Cto + 70°C 

5.0 MECHANICAL SPECIFICATIONS 



The Future Pentium OverDrive processor for Pentium processor (510X60, 567X66)-based 
systems is packaged in a 273-pin ceramic pin grid array (PGA) with attached fan/heatsink. 
The pins are arranged in a 21 x 21 matrix and the package dimensions will be 2.16" x 2.16" 
(5.49 cm X 5.49 cm). See Table 3. 


Table 3, OverDrive® Processor Package Information Summary 


Package Type 

Total Pins 

Pin Array 

Package Size 

PGA 

273 

21 x21 

2.16" X2.16" 

(5.49 cm X 5.49 cm) 


NOTE: 

See DC Specifications for more detailed power specifications. 


As can be seen in the mechanical dimensions in Table 4 and Figure 4, the actual height 
required by the heatsink and fan is less than the total space allotted. Since the Future 
Pentium OverDrive processor for Pentium processor (510X60, 567X66)-based systems em- 
ploys a fan/heatsink, a certain amount of space is required above the fan/heatsink unit to 
ensure that the airflow is not blocked. Figure 5 shows unacceptable blocking of the airflow 
for the Future Pentium OverDrive processor fan/heatsink. Figure 6 details the minimum 
space needed around the PGA package to ensure proper heatsink airflow. 

As shown in Figure 6, it is acceptable to allow any device (i.e., add-in cards, surface mount 
device, chassis, etc.) to enter within the free space distance of 0.2" from the PGA package if 
it is not taller than the level of the heatsink base. In other words, if a component is taller than 
height “B,” it cannot be closer to the PGA package than distance “A.” This applies to three 
of the four sides of the PGA package, although the back and handle sides of a ZIF socket will 
generally automatically meet this specification since they have widths larger than distance 
“A.” 
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Table 4. OverDrive® Processor Mechanical Specifications 


Family: Ceramic Pin Grid Array Package 

Symbol 

Millimeters 

Inches 

Min 

Max 

Notes 

Min 

Max 

Notes 

A 


33.98 

Solid Lid 


1.338 

Solid Lid 

A1 

2.84 

3.50 

Solid Lid 

0.112 

0.138 

Solid Lid 

A2 

0.33 

0.43 

Solid Lid 

0.013 

0.017 

Solid Lid 

A3 

2.51 

3.07 


0.099 

0.121 


A4 


20.32 



0.800 


AS 

10.16 



0.400 



B 

0.43 

0.51 


0.017 

0.020 


D 

54.61 



2.150 

2.170 






1.995 

2.005 



2.29 



0.090 

0.110 


L 

3.05 

3.30 


0.120 

0.130 



273 


273 


S1 

1.65 

2.16 



0.085 





Figure 4. Processor Package Dimensions 
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Figure 5. Fan/Heatsink Top Space Requirements 



Figure 6. Required Free Space from Sides of PGA Package 


6.0 THERMAL SPECIFICATIONS 

The fan/heatsink cooling solution will properly cool the Future Pentium OverDrive proces- 
sor as long as the maximum air temperature entering the fan/heatsink cooling solution 
(TA(In)) does not exceed 45°C. It is left up to the OEM to ensure that T^CIn) meets this 
specification by providing sufficient airflow around the Future Pentium OverDrive processor 
heatsink unit. 
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Intel’s fan/heatsink will dissipate approximately 1 W and is powered by the chip such that no 
external wires or connections are required. The extra power needed for the fan/heatsink is 
taken into account in the Ice numbers of the processor. Additionally, Intel is evaluating the 
feasibility of having the Future Pentium OverDrive processor monitor its temperature. No 
BIOS or hardware changes will be needed for this thermal protection mechanism. The shut- 
down temperature will be greater than the maximum temperature specification of the proces- 
sor. The fan/heatsink unit will be designed to be removable so that if fan failure should occur, 
the unit may be easily replaced. Figure 7 gives a functional representation of the processor 
and fan/heatsink unit. The actual fan/heatsink unit may be different from the one shown in 
the figure. 

Since the Future Pentium OverDrive processor for Pentium processor (510\60, 567\66)- 
based systems employs a fan/heatsink, it is not as important that the processor heatsink 
receive direct airflow, rather that the system has sufficient capability to remove the warm air 
that the Future Pentium OverDrive processor will generate. This implies that enough airflow 
exists at the Socket 4 to keep localized heating from occurring. This can be accomplished by a 
standard power supply fan with a clear path to the processor. Figure 8 shows how system 
design can cause localized heating to occur by limiting the airflow in the area of the proces- 
sor. The airflow supplied in the system should also be enough to ensure that the OEM 
processor shipped with the system will meet the OEM processor thermal specifications before 
the system is upgraded with the Future Pentium OverDrive processor. 



Figure 7. Fan/Heatsink Example 
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Figure 8. Airflow Design Examples 


7.0 TESTABILITY 

7.1 Boundary Scan 

The Future Pentium OverDrive processor supports the IEEE Standard 1149.1 boundary scan 
using the Test Access Port (TAP) and TAP Controller. The boundary scan register for the 
Future Pentium OverDrive processor contains a cell for each pin. The turbo upgrade compo- 
nent will have a different bit order than the Pentium processor (510\60, 567\66). If the TAP 
port on your system will be used by an end user following installation of the Future Pentium 
OverDrive processor, please contact Intel for the bit order of the upgrade processor boundary 
scan register. 
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Pentium® PROCESSOR REFERENCE SHEET 


For more information regarding the Pentium® Proces- 
sor, you may obtain the Pentium® Processor Family 
Developers Manual by calling our toll-free literature 
distribution center at 1-800-548-4725. The Pentium® 
Processor Family DevelopeFs Manual is a three-volume 
set with details on Pentium Processor hardware and 
software design parameters, with specifications also for 
the 82496 Cache Controller/82491 Cache SRAM, and 
82497 Cache Controller/82492 Cache SRAM Ohipsets. 


Also listed in this chapter are brief technical profiles of 
other Pentium Processor peripheral products, including 
the 82489DX Advanced Interrupt Controller and the 
82430 PCIset. For more information on these products, 
please consult the 1995 Peripherals Handbook. 
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Pentium® PROCESSORS AT iCOMP® INDEX 735\90, 
610\75 MHz WITH VOLTAGE REDUCTION TECHNOLOGY 

SmartDie^^ Product Specification 


■ Compatible with Large Software Base 
— MS-DOS*, Windows*, OS/2*, UNIX* 

■ 32-Bit CPU with 64-Bit Data Bus 

■ Superscalar Architecture 

— Two Pipelined Integer Units Are 
Capable of Two Instructions Per 
Clock 

— Pipelined Floating Point Unit 

■ Separate Code and Data Caches 

— 8 Kbyte Code, 8 Kbyte Writeback 
Data 

— MESI Cache Protocol 

■ Advanced Design Features 
— Branch Prediction 

— Virtual Mode Extensions 

■ Low Voltage BiCMOS Silicon 
Technology 


■ 4 Mbyte Pages for Increased TLB Hit 
Rate 

■ IEEE 1149.1 Boundary Scan 

■ Internal Error Detection Features 

■ SL Enhanced Power Management 
Features 

— System Management Mode 
— Clock Control 

■ Voltage Reduction Technology 

— 2.9V Vcc ^or Core Supply 

— 3.3V Vcc Buffer Supply 

■ Fractional Bus Operation 

— 75 MHz Core / 50 MHz Bus 

— 90 MHz Core / 60 MHz Bus 

■ Intel SmartDie Product 

— Full AC/DC Testing at Die Level 

— 0°C to 105°C (Junction) Temperature 
Range 


NOTICE: This document contains preliminary information on new products in production. It is valid for the 
devices indicated in the revision history. This specification is subject to change without notice. Verify with your 
local Intel sales office that you have the latest product specification before finalizing a design. 

REFERENCE INFORMATION: The information in this document is provided as a supplement to the Standard 
Package Data Sheet on a specific product. Please reference the Standard Package Data Sheet/ Book (Order 
No. 242557) for additional product Information and specifications not found in this document. 


The Pentium processor Is fully compatible with the entire installed base of applications for DOS, Windows*, 
OS/2*, and UNIX*, and all other software that runs on any earlier Intel 8086 family product. The Pentium 
processor’s superscalar architecture can execute two instructions per clock cycle. Branch prediction and 
separate caches also increase performance. The pipelined floating-point unit delivers workstation level per- 
formance. Separate code and data caches reduce cache conflicts while remaining software transparent. The 
Pentium processor with voltage reduction has 3.3 million transistors. It is built on Intel’s advanced low voltage 
BICMOS silicon technology, and has full SL Enhanced power management features, including System Man- 
agement Mode (SMM) and clock control. The additional SL Enhanced features, 2.9V core operation along with 
3.3V I/O buffer operation, and the availability of a SmartDie product version, which are not available in the 
Pentium processor (510\60, 567\66), make the SmartDie product Pentium processor with voltage reduction 
technology ideal for enabling mobile Pentium processor designs. 


December 1995 

Order Number: 272751-002 
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Pentium® Processor 



1.0 DIE SPECIFICATIONS 

The plot and the die photo on the opposite page Indicate the orientation of the die in the GEL-PAK* (shipping 
container). Die are aligned as shown relative to a 45° notch which is in one corner of the GEL-PAK. An Intel 
internar manufacturing name 80P54LM appears on Pentium processor die. 


GEL-PAK* Notch 



Figure 2. Pentium® Processor Die/Bond Pad Layout 
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Pentium® Processor 


int^. 

1.1 Pad Description 


Table 1. Pentium® Processor Bond Pad Center Data (Sheet 1 of 11) 


PAD# 

SIGNAL 

Pad Center | 

Mils ( = .001 inch) 

Microns 

X 

Y 

X 

Y 

001 

D/C# 

-224.8 

221.0 

-5710 

5614 

002 

PWT 

-224.8 

217.3 

-5710 

5519 

003 

PCD 

-224.8 

213.6 

-5710 

5424 

004 

Vcc-3.3 

-224.8 

209.8 

-5710 

5329 

005 

Vss 

-224.8 

206.1 

-5710 

5234 

006 

N.C. 

-224.8 

202.3 

-5710 

5139 

007 

LOCK# 

-224.8 

198.6 

-5710 

5044 

008 

Vss 

-224.8 

194.9 

-5710 

4949 

009 

Vcc-2.9 

-224.8 

191.1 

-5710 

4854 

010 

Vcc-2.9 

-224.8 

187.4 

-5710 

4759 

oil 

Vss 

-224.8 

183.6 

-5710 

4664 

012 

Vcc-3.3 

-224.8 

179.9 

-5710 

4569 

013 

Vss 

-224.8 

176.2 

-5710 

4474 

014 

AP 

-224.8 

172.4 

-5710 

4379 

015 

Vss 

-224.8 

168.7 

-5710 

4284 

016 

Vcc-2.9 

-224.8 

164.9 

-5710 

4189 

017 

Vcc-2.9 

-224.8 

161.2 

-5710 

4094 

018 

Vss 

-224.8 

157.5 

-5710 

3999 

019 

HLDA 

00 

CM 

CM 

1 

153.7 

-5710 

3904 

020 

BREQ 

-224.8 

150.0 

-5710 

3809 

021 

Vcc-3.3 

-224.8 

146.2 

-5710 

3714 

022 

Vss 

00 

'M- 

CM 

CM 

1 

142.5 

-5710 

3619 

023 

APCHK# 

-224.8 

138.8 

-5710 

3524 

024 

PCHK# 

00 

'M- 

CM 

CM 

1 

135.0 

-5710 

3429 

025 

PRDY 

-224.8 

131.3 

-5710 

3334 

026 

SMIACT# 

-224.8 

127.5 

-5710 

3239 

027 

Vss 

-224.8 

123.8 

-5710 

3144 

028 

Vcc-2.9 

-224.8 

120.1 

-5710 

3049 

029 

Vcc-2.9 

-224.8 

116.3 

-5710 

2954 

030 

Vss 

-224.8 

112.6 

-5710 

2859 

031 

N.C. 

-224.8 

108.8 

-5710 

2764 

032 

Vcc-3.3 

-224.8 

105.1 

-5710 

2669 

033 

Vss 

-224.8 

101.4 

-5710 

2574 

034 

N.C. 

-224.8 

97.6 

-5710 

2479 

035 

N.C. 

-224.8 

93.9 

-5710 

2384 


I 
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Table 1. Pentium® Processor Bond Pad Center Data (Sheet 2 of 1 1) 


PAD# 

SIGNAL 

Pad Center | 

Mils ( = .001 inch) 

Microns | 

X 

Y 

X 

Y 

036 

N.C. 

-224.8 

90.1 

-5710 

2289 

037 

HOLD 

-224.8 

86.4 

-5710 

2194 

038 

WB/WT# 

-224.8 


-5710 

2099 

039 

Vss 

-224.8 


-5710 

2004 

040 

VcC-2.9 

-224.8 

75.2 

-5710 

1909 

041 

VcC-2.9 

-224.8 

71.4 

-5710 

1814 

042 

Vss 

-224.8 

67.7 

-5710 

1719 

043 

NA# 

-224.8 

63.9 

-5710 

1624 

044 

BOFF# 

-224.8 

60.2 

-5710 

1529 

045 

BRDY# 

-224.8 

56.5 

-5710 

1434 

046 

N.C. 

-224.8 

52.7 

0 

1 

1339 

047 

Vss 

-224.8 

49.0 


1244 

048 

Vcc-2.9 

-224.8 



1149 

049 

Vcc-2.9 

-224.8 

41.5 

-5710 

1054 

050 

Vss 

-224.8 

37.8 

-5710 

959 

051 

KEN# 

-224.8 

34.0 

-5710 

864 

052 

AHOLD 

-224.8 

30.3 

-5710 

769 

053 

INV 

-224.8 

26.5 


674 

054 

EWBE# 

-224.8 

22.8 

-5710 

579 

055 

Vss 

-224.8 

19.1 

1 

CJ1 

o 

484 

056 

Vcc-2.9 

-224.8 

15.3 

-5710 

389 

057 

Vcc-2.9 

-224.8 

11.6 

-5710 

IIBIiSSHii 

058 

Vss 

-224.8 

7.8 

-5710 

199 

059 

Vcc-3.3 

-224.8 

4.1 

-5710 

104 

060 

Vss 

-224.8 

0.4 

-5710 

9 

061 

CACHE# 


-3.4 

-5710 

-86 

062 

M/IO# 

-224.8 

-7.1 

-5710 

-181 

063 

VcC-3.3 

-224.8 

-10.9 

-5710 

-276 

064 

Vss 

-224.8 

-14.6 

-5710 

-371 

065 

BP3 


-18.3 

-5710 

-466 

066 

BP2 

-224.8 

-22.1 

-5710 

-561 

067 

PM1/BP1 

-224.8 

-25.8 

-5710 

-656 

068 

PMO/BPO 

-224.8 


-5710 

-751 

069 

FERR# 


hbeeshi 

-5710 

-846 

070 

Vss 

-224.8 

-37.0 

-5710 

-941 

071 

Vcc-2.9 

-224.8 

-40.8 

-5710 

-1036 

072 

Vcc-2.9 

-224.8 

-44.5 

-5710 

-1131 
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Table 1. Pentium® Processor Bond Pad Center Data (Sheet 3 of 11) 


PAD# 

SIGNAL 

Pad Center | 

Mils ( = .001 inch) 

Microns 

X 

Y 

X 

Y 

073 

Vss 

-224.8 

-48.3 

-5710 

-1226 

074 

lERR# 

-224.8 

-52.0 

-5710 

-1321 

075 

Vcc-3.3 

-224.8 

-55.7 

-5710 

-1416 

076 

Vss 

-224.8 

-59.5 

-5710 

-1511 

077 

DP7 

-224.8 

-63.2 

-5710 

-1606 

078 

D63 

-224.8 

-67.0 

-5710 

-1701 

079 

D62 

-224.8 

-70.7 

-5710 

B^SBBB 

080 

D61 

-224.8 

-74.4 

-5710 


081 

Vss 

-224.8 

-78.2 

-5710 

bbseebbi 

082 

VcC-2.9 

-224.8 

-81.9 

-5710 

BIB^miBM 

083 


-224.8 

-85.7 

-5710 


084 

Vss 

-224.8 

-89.4 

-5710 

-2271 

085 

Vcc-3.3 

-224.8 

-93.1 

-5710 

-2366 

086 


-224.8 

-96.9 

-5710 

-2461 

087 

D60 

-224.8 

-100.6 

-5710 

-2556 

088 

D59 

-224.8 

-104.4 

-5710 

-2651 

089 

D58 

-224.8 

-108.1 

-5710 

-2746 

090 

D57 

-224.8 

-111.8 

-5710 

-2841 

091 

Vss 

-224.8 

-115.6 

-5710 

-2936 

092 

Vcc-2.9 

-224.8 

-119.3 

-5710 

-3031 

093 

VcC-2.9 

-224.8 

-123.1 

-5710 

-3126 

094 

Vss 

00 

CM 

CM 

1 

-126.8 

-5710 

-3221 

095 


-224.8 

-130.5 

-5710 

-3316 

096 

Vss 

-224.8 

-134.3 

-5710 

-3411 

097 

D56 

-224.8 

-138.0 


-3506 

098 

DP6 

-224.8 

-141.8 

BBB^SEliB 

-3601 

099 

D55 

-224.8 

-145.5 


-3696 

100 

D54 

-224.8 

-149.2 

-5710 

-3791 

101 

Vss 


-153.0 

-5710 

-3886 

102 

Vcc-2.9 

-224.8 

-156.7 


-3981 

103 

Vcc-2.9 

-224.8 

-160.5 


-4076 

104 

Vss 

-224.8 

-164.2 

-5710 

-4171 

105 



-167.9 

-5710 

-4266 

106 

Vss 


-171.7 


-4361 

107 

D53 

-224.8 

-175.4 


-4456 

108 

D52 

-224.8 

-179.2 

-5710 

-4551 

109 

D51 

-224.8 

-182.9 

-5710 

-4646 


I 
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Table 1. Pentium® Processor Bond Pad Center Data (Sheet 4 of 1 1) 


PAD# 

SIGNAL 

Pad Center | 

Mis ( = .001 inch) 

Microns 

X 

Y 

X 

Y 

110 

D50 

-224.8 

-186.6 

-5710 

-4741 

111 

Vss 

-224.8 

-190.4 

-5710 

-4836 

112 

Vcc-2.9 

-224.8 

-194.1 

■BESEHi 

-4931 

113 

Vcc-2.9 

-224.8 

-197.9 

bbeqdehi 

-5026 

114 

Vss 

-224.8 

-201.6 

-5710 

-5121 

115 

Vcc-3.3 

-224.8 

-205.3 

-5710 

-5216 

116 

Vss 

-224.8 

-209.1 

-5710 

-5311 

117 

D49 

-224.8 

-212.8 

-5710 

-5406 

118 

D48 

-224.8 

-216.6 

-5710 

-5501 

119 

DP5 

-224.8 

-220.3 

-5710 

-5596 

120 

D47 

-224.8 

-224.0 

-5710 

-5691 

121 

Vcc-3.3 

-205.3 

-244.8 

-5214 

-6217 

122 

Vss 

-201.5 

-244.8 

-5119 

-6217 

123 

D46 

-197.8 

-244.8 

-5024 

-6217 

124 

D45 

-194.1 

-244.8 

-4929 

-6217 

125 

D44 

-190.3 

-244.8 

-4834 

-6217 

126 

D43 

-186.6 

-244.8 

-4739 

-6217 

127 


-182.8 

-244.8 

-4644 

-6217 

128 

Vss 

-179.1 

-244.8 

-4549 

-6217 

129 

D42 

-175.4 

-244.8 

-4454 

-6217 

130 

D41 

-171.6 

-244.8 

-4359 

-6217 

131 

D40 

-167.9 

-244.8 

-4264 

-6217 

132 

DP4 

-164.1 

-244.8 

-4169 

-6217 

133 


-160.4 

-244.8 

-4074 

-6217 

134 

Vss 

-156.7 

-244.8 

-3979 

-6217 

135 

D39 

-152.9 

-244.8 

-3884 

-6217 

136 

D38 

-149.2 

-244.8 

-3789 

-6217 

137 

D37 

-145.4 

-244.8 

-3694 

-6217 

138 

D36 

-141.7 

-244.8 

-3599 

-6217 

139 

Vcc-3.3 


-244.8 


-6217 

140 

Vss 

-134.2 



-6217 

141 

D35 

-130.5 

-244.8 

-3314 

-6217 

142 

D34 

-126.7 

-244.8 

-3219 

-6217 

143 

D33 

-123.0 

-244.8 

-3124 

-6217 

144 

D32 

-119.3 

-244.8 

-3029 

-6217 

145 

Vcc-3.3 

-115.5 

-244.8 

-2934 

-6217 

146 

Vss 

-111.8 

-244.8 

-2839 

-6217 
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Tabie 1. Pentium® Processor Bond Pad Center Data (Sheet 5 of 11) 


PAD# 

SIGNAL 

Pad Center | 

Mils ( = .001 inch) 

Microns 

X 

Y 

X 

Y 

147 

DP3 

-108.0 

-244.8 

-2744 

-6217 

148 

D31 

-104.3 

-244.8 

-2649 

-6217 

149 

D30 

-100.6 

-244.8 

-2554 

-6217 

150 ' 

D29 

-96.8 

-244.8 

-2459 

-6217 

151 

Vcc-3.3 

-93.1 

-244.8 

-2364 

-6217 

152 

Vss 

-89.3 

-244.8 

-2269 

-6217 

153 

D28 

-85.6 

-244.8 

-2174 

-6217 

154 

D27 

-81.9 

-244.8 

■BBi 

-6217 

155 

D26 

-78.1 

-244.8 

-1984 

-6217 

156 

D25 

-74.4 

-244.8 

-1889 

-6217 

157 

Vcc-3.3 

-70.6 

-244.8 

-1794 

-6217 

158 

Vss 

-66.9 

-244.8 

-1699 

-6217 

159 

Vss 

-63.2 


-1604 

-6217 

160 

Vcc-2.9 

-59.4 

-244.8 

-1509 

-6217 

161 

Vcc-2.9 

-55.7 

-244.8 

-1414 

-6217 

162 

Vss 

-51.9 

■■BEOHI 

-1319 

-6217 

163 

D24 

-48.2 



-6217 

164 

DP2 

-44.5 

-244.8 

-1129 

-6217 

165 

D23 

-40.7 

-244.8 

-1034 

-6217 

166 

D22 

-37.0 


-939 

-6217 

167 

Vcc-3.3 

-33.2 

-244.8 

-844 

-6217 

168 

Vss 

-29.5 

-244.8 


-6217 

169 

D21 

-25.8 

-244.8 


-6217 

170 

D20 

-22.0 

-244.8 


-6217 

171 

D19 

-18.3 

-244.8 

-464 

-6217 

172 

D18 

-14.5 

-244.8 

-369 

-6217 

173 

Vcc-3.3 

-10.8 

-244.8 

-274 

-6217 

174 

Vss 

-7.1 

-244.8 

-179 

-6217 

175 

D17 

-3.3 

-244.8 

-84 

-6217 

176 

D16 

0.4 

-244.8 

11 


177 

DPI 

4.2 

-244.8 

106 


178 

D15 

7.9 

-244.8 

201 

-6217 

179 

Vcc-3.3 

11.6 

-244.8 

296 

-6217 

180 

Vss 

15.4 

-244.8 

391 

-6217 

181 

D14 

19.1 

-244.8 

486 

-6217 

182 

D13 

22.9 

-244.8 

581 

-6217 

183 

D12 

26.6 

-244.8 

676 

-6217 
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Tsbie 1. Pentium® Processor Bond Pad Center Data (Sheet 6 of 11) 


PAD# 

SIGNAL 

Pad Center | 

Mils (=.001 inch) 

Microns 

X 

Y 

X 

Y 

184 

Dll 

30.3 

-244.8 

771 

-6217 

185 

Vcc-3.3 

34.1 

-244.8 

866 

-6217 

186 

Vss 

37.8 

-244.8 

961 

-6217 

187 

DIO 

41.6 

-244.8 

1056 

-6217 

188 

D9 

45.3 

-244.8 

1151 

-6217 

189 

D8 

CO 

b 

-244.8 

1246 

-6217 

190 

DPO 

52.8 

-244.8 

1341 

-6217 

191 

Vcc-3.3 

56.5 

-244.8 

1436 

-6217 

192 

Vss 

60.3 

-244.8 

1531 

-6217 

193 

D7 

64.0 

-244.8 

1626 

-6217 

194 

D6 

67.7 

-244.8 

1721 

-6217 

195 

D5 

71.5 

-244.8 

1816 

-6217 

196 

D4 

75.2 

-244.8 

1911 

-6217 

197 

Vcc-3.3 

79.0 

-244.8 

2006 

-6217 

198 

Vss 

82.7 

-244.8 

2101 

-6217 

199 

D3 

86.4 

-244.8 

2196 

-6217 

200 

D2 


CM 

1 

2291 

-6217 

201 

D1 

93.9 

-244.8 


-6217 

202 

DO 

97.7 

-244.8 

2481 

-6217 

203 

Vss 


-244.8 

2576 

-6217 

204 

VcC-2.9 


-244.8 

2671 

-6217 

205 




2766 

-6217 

206 

Vss 


-244.8 

2861 

^ -6217 

207 

N.C. 


-244.8 

2956 

-6217 

208 

N.C. 


-244.8 

3051 

-6217 

209 

N.C. 


-244.8 

3146 

-6217 

210 

N.C. 


-244.8 


-6217 

211 

Vcc-3.3 

131.3 

-244.8 

3336 

-6217 

212 

Vss 

135.1 

-244.8 

3431 

-6217 

213 

Vcc-3.3 

138.8 



-6217 

214 

TCK 

224.8 

-224.0 

5710 

-5691 

215 

TDO 

224.8 


5710 

-5596 

216 

TDI 

224.8 

-216.6 

5710 

-5501 

217 

TMS 

224.8 

-212.8 

5710 

-5406 

218 

Vss 

224.8 

-209.1 


-5311 

219 

VcC-2.9 

224.8 

-205.3 

5710 

-5216 

220 

Vcc-2.9 

224.8 

-201.6 

5710 

-5121 
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Table 1. Pentium® Processor Bond Pad Center Data (Sheet 7 of 11) 


PAD# 

SIGNAL 

Pad Center | 

Mils ( = .001 inch) 

Microns 

X 

Y 

X 

Y 

221 

Vss 

224.8 

-197.9 

5710 

-5026 

222 

TRST# 

224.8 

-194.1 

5710 

-4931 

223 

Vss 

224.8 

-179.2 

5710 

-4551 

224 

Vcc_2.9 

224.8 

-175.4 

5710 

-4456 

225 

Vcc-2.9 

224.8 

-171.7 

5710 

-4361 

226 

Vss 

224.8 

-167.9 

5710 

-4266 

227 

FTo ' 

224.8 

-153.0 

5710 

-3886 

228 

VcC-3.3 

224.8 

-149.2 

5710 

-3791 

229 

Vss 

224.8 

-145.5 

5710 

-3696 

230 

Vcc-2.9 

224.8 

-141.8 

5710 

-3601 

231 

VcC-2.9 

224.8 

-138.0 

5710 

-3506 

232 

Vss 

224.8 

-134.3 

5710 

-3411 

233 

N.C. 

224.8 

-130.5 

5710 

-3316 

234 

N.C. 

224.8 

-126.8 

5710 

-3221 

235 

Vss 

224.8 

-111.8 

5710 

-2841 

236 

Vcc-2.9 

224.8 

-108.1 

5710 

-2746 

237 

Vcc-2.9 

224.8 

-104.4 

5710 

-2651 

238 

Vss 

224.8 

-100.6 

5710 

-2556 

239 

Vss 

224.8 

-89.4 

5710 

-2271 

240 

Vss 

224.8 

-85.7 

5710 

-2176 

241 

Vss 

224.8 

-81.9 

5710 

-2081 

242 

Vss 

224.8 

-78.2 

5710 

-1986 

243 

Vcc-2.9 

224.8 

-74.4 

5710 

-1891 

244 

Vcc-2.9 

224.8 

-70.7 

5710 

-1796 

245 

Vss 

224.8 

-67.0 

5710 

-1701 

246 

N.C. 


-48.3 

5710 

-1226 

247 

Vss 


-44.5 

5710 

-1131 

248 

Vcc-2.9 

224.8 

-40.8 

5710 

-1036 

249 

Vcc-2.9 

224.8 

-37.0 

5710 

-941 

250 

Vss 

224.8 

-33.3 


CO 

00 

1 

251 

VcC-3.3 


-14.6 


-371 

252 

Vss 

224.8 

-10.9 


-276 

253 

Vcc-2.9 

224.8 

-7.1 

5710 

-181 

254 

Vcc-2.9 


-3.4 

5710 

-86 

255 

Vss 

GO 

CM 

CM 

0.4 

5710 

9 

256 

N.C. 

224.8 

4.1 


104 

257 

STPCLK# 

224.8 

7.8 

5710 

199 


I 
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Table 1. Pentium® Processor Bond Pad Center Data (Sheet 8 of 11) 


PAD# 

SIGNAL 

Pad Center | 

Mils (=.001 inch) 

Microns 

X 

Y 

X 

Y 

258 

N.C. 

224.8 

19.1 

5710 

484 

259 

Vss 

224.8 

22.8 

5710 

579 

260 

VcC-2.9 

224.8 

26.5 

5710 

674 

261 

Vcc~2.9 

224.8 

30.3 

5710 

769 

262 

Vss 

224.8 

34.0 

5710 

864 

263 

N.C. 

224.8 

45.2 

5710 

1149 

264 

N.C. 

224.8 

49.0 

5710 

1244 

265 

BF 

224.8 

52.7 

5710 

1339 

266 

Vss 

224.8 

56.5 

5710 

1434 

267 

VcC-2.9 

224.8 

60.2 

5710 

1529 

268 

VcC-2.9 

224.8 

63.9 

5710 

1624 

269 

Vss 

224.8 

67.7 

5710 

1719 

270 

Vss 

224.8 

71.4 

5710 

1814 

271 

N.C. 

224.8 

82.6 

5710 

2099 

272 

Vss 

224.8 

86.4 

5710 

2194 

273 

VcC-2.9 

224.8 

90.1 

5710 

2289 

274 

VcC-2.9 

224.8 

93.9 

5710 

2384 

275 

Vss 

224.8 

97.6 

5710 

2479 

276 

N.C. 

224.8 

101.4 

5710 

2574 

277 

PEN# 

224.8 

105.1 

5710 

2669 

278 

INIT 

224.8 

108.8 

5710 

2764 

279 

IGNNE# 

224.8 

112.6 

5710 

2859 

280 

Vss 

224.8 

116.3 

5710 

2954 

281 

VcC-2.9 

224.8 

120.1 

5710 

3049 

282 

VcC-2.9 

224.8 

123.8 

5710 

3144 

283 

Vss 

224.8 

127.5 

5710 

3239 

284 

SMI# 

224.8 

131.3 

5710 

3334 

285 

INTR 

224.8 

135.0 

5710 

3429 

286 

R/S# 

224.8 

138.8 

5710 

3524 

287 

NMI 

224.8 

142.5 

5710 

3619 

288 

N.C. 

224.8 

150.0 

5710 

3809 

289 

A21 

224.8 

153.7 

5710 

3904 

290 

A22 

224.8 

157.5 

5710 

3999 

291 

A23 

224.8 

161.2 

5710 

4094 

292 

Vss 

224.8 

164.9 

5710 

4189 

293 

Vcc-3.3 

224.8 

168.7 

5710 

4284 

294 

A24 

224.8 

172.4 

5710 

4379 
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Table 1. Pentium® Processor Bond Pad Center Data (Sheet 9 of 11) 


PAD# 

SIGNAL 

Pad Center | 

Mils ( = .001 inch) 

Microns 

X 

Y 

X 

Y 

2^ ' 

A25 

224.8 

176.2 

5710 

4474 

296 

A26 

224.8 

179.9 

5710 

4569 

297 

A27 

224.8 

183.6 

5710 

4664 

298 

Vss 

224.8 

187.4 

5710 

4759 

299 

Vcc~3.3 

224.8 

191.1 

5710 

4854 

300 

A28 

224.8 

194.9 

5710 

4949 

301 

A29 

224.8 

198.6 

5710 

5044 

302 

A30 

224.8 

202.3 

5710 

5139 

303 

A31 

224.8 

206.1 

5710 

5234 

304 

Vss 

224.8 

209.8 

5710 

5329 

305 

Vcc-3.3 

224.8 

213.6 

5710 

5424 

306 

VcC-2.9 

224.8 

217.3 

5710 

5519 

307 

Vss 

224.8 

221.0 

5710 

5614 

308 

A3 

206.2 

244.8 

5238 

6217 

309 

Vss 

202.5 

244.8 

5143 

6217 

310 

Vcc-3.3 

198.8 

244.8 

5048 

6217 

311 

A4 

195.0 

244.8 

4953 

6217 

312 

A5 

191.3 

244.8 

4858 

6217 

313 

Vss 

187.5 

244.8 

4763 

6217 

314 

Vcc-3.3 

183.8 

244.8 

4668 

6217 

315 

A6 

180.1 

244.8 

4573 

6217 

316 

A7 

176.3 

244.8 

4478 

6217 

317 

Vss 

172.6 

244.8 

4383 

6217 

318 

Vcc-3.3 

168.8 

244.8 

4288 

6217 

319 

A8 

165.1 

244.8 

4193 

6217 

320 

Vss 

161.4 

244.8 

4098 

6217 

321 

VcC-2.9 

157.6 

244.8 

4003 

6217 

322 

Vcc-2.9 

153.9 

244.8 

3908 

6217 

323 

Vss 

150.1 

244.8 

3813 

6217 

324 

A9 

146.4 

244.8 

3718 

6217 

325 

Vss 

142.6 

244.8 

3623 

6217 

326 

Vcc-3.3 

138.9 

244.8 

3528 

6217 

327 

A10 

135.2 

244.8 

3433 

6217 

328 

All 

131.4 

244.8 

3338 

6217 

329 

Vss 

127.7 

244.8 

3243 

6217 

330 

Vcc-3.3 

123.9 

244.8 

3148 

6217 

331 

A12 

120.2 

244.8 

3053 

6217 
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Table 1. Pentium® Processor Bond Pad Center Data (Sheet 10 of 1 1) 


PAD# 

SIGNAL 

Pad Center | 

Mils ( = .001 inch) 

Microns | 

X 

Y 

X 

Y 

332 

Vss 

116.5 

244.8 

2958 

6217 

333 

Vcc~2.9 

112.7 

244.8 

2863 

6?I7 

334 

Vcc-2.9 

109.0 

244.8 

2768 

6217 

335 

Vss 

105.2 

244.8 

2673 

6217 

336 

A13 

101.5 

244.8 

2578 


337 

Vss 

97.8 

244.8 

2483 

6217 

338 


94.0 

244.8 

2388 

6217 

339 

A14 

90.3 

244.8 

2293 

6217 

340 

Vss 

86.5 

244.8 

2198 

6217 

341 


82.8 

244.8 

2103 

6217 

342 


79.1 

244.8 

2008 

6217 

343 


75.3 

244.8 

1913 

6217 

344 

A15 

71.6 

244.8 

1818 

6217 


Vss 

67.8 


1723 

6217 

346 

Vcc-3.3 

64.1 

244.8 

1628 

6217 

^HEESlHi 

A16 

60.4 


1533 



A17 

56.6 

244.8 

1438 


349 

Vss 

52.9 

iiiQQgimi 

1343 

6217 

350 


49.1 

■EEOH 

1248 

6217 

351 

A18 

45.4 

244.8 

1153 

6217 

352 

Vss 

41.7 

244.8 

1058 

6217 

353 

VcC-2.9 

37.9 


963 

IBS 

354 


34.2 

mESEm 

868 

■Si 

355 


30.4 

244.8 

773 

6217 

356 

A19 

26.7 

244.8 

678 

6217 

357 


23.0 

244.8 

583 

6217 

358 


19.2 


488 

6217 

359 


15.5 

244.8 

393 

6217 

360 


11.7 

244.8 

298 

6217 

361 


8.0 

244.8 

203 

6217 

362 


4.3 


108 

6217 

363 

Vss 

0.5 

244.8 

13 

6217 

364 

VcC-2.9 

-3.2 

244.8 

-82 

6217 

365 

Vss 

-7.0 

244.8 

-177 

6217 

366 

RESET 

-10.7 

244.8 

-272 

6217 

367 

N.C. 

-108.0 

244.8 

-2744 

6217 

368 

CLK 

-111.8 

244.8 

-2839 

6217 
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Table 1. Pentium® Processor Bond Pad Center Data (Sheet 11 of 11) 


PAD# 

SIGNAL 

Pad Center | 

Mils ( = .001 inch) 

Microns 

X 

Y 

X 

Y 

369 

SCYC 

-115.5 

244.8 

-2934 

6217 

370 

Vss 

-119.3 

244.8 

-3029 

6217 

371 

VcC-3.3 

-123.0 

244.8 

-3124 

6217 

372 

BE7# 

-126.7 


-3219 

6217 

373 

BE6# 

-130.5 

mEsnm 

-3314 

6217 

374 

BE5# 

-134.2 

heeh 

-3409 


375 

BE4# 

-138.0 

■EEOBI 

-3504 


376 

Vss 

-141.7 

^Esnm 

-3599 


377 

Vcc-3.3 

-145.4 


-3694 

6217 

378 

BE3# 

-149.2 

heeh 

-3789 


379 

BE2# 

-152.9 

■EEEH 

-3884 


380 

BE1# 

-156.7 

■EEEH 

-3979 


381 

BEO# 

-160.4 

■EEOH 

-4074 


382 

A20M# 

-164.1 

HEn 

-4169 


383 

FLUSH# 

-167.9 

■BEEHI 

-4264 


384 

BUSCHK# 

-171.6 

HEm 

-4359 


385 

W/R# 

-175.4 

■REM 

-4454 


386 

Vss 

-179.1 


-4549 


387 

Vcc~3.3 

-182.8 

wmsmi 

-4644 


388 

HIT# 

-186.6 


-4739 

6217 

389 

HITM# 

-190.3 

■EEm 

-4834 

■ESBHI 


Vss 

-194.1 

mmsnm 

-4929 


391 

Vcc-3.3 

-197.8 

■EEEfli 

-5024 

6217 

392 

ADS# 

-201.5 

244.8 

-5119 

6217 

393 

EADS# 

-205.3 

244.8 

-5214 

6217 


NOTES: 

1 . N.C. signifies No Connect. These pads must not be connected. 

2. The symbol ‘#‘ is used at the end of the signal to denote an active low signal. 

3. X-Y pad coordinates represent bond pad centers and are relative to the center of the die. 

4. Boundary Scan (JTAG) is Implemented through the following pads: 

214 (TCK). 215 (TOO). 216 (TDI), 217 (TMS), 222 (TRST). 
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2.0 INTEL DIE PRODUCTS 
PROCESSING 

2.1 Test Procedure 

Intel has instituted full-speed functional testing at 
the die level for all SmartDie products. This level of 
testing is ordinarily performed only after assembly 
into a package. Each die is tested to the same elec- 
trical limits as the equivalent packaged unit. 

2.2 Wafer Probe 

Wafer probing is performed on every wafer pro- 
duced in Intel Fabs. The process consists of specific 
electrical tests and device-specific functionality 
tests. 

At the wafer level, built-in test structures are probed 
to verify that device electrical characteristics are In 
control and meet specifications. Measurements are 
made of transistor threshold voltages and current 
characteristics; poly and contact resistance; gate ox- 
ide and junction integrity; and specific parameters 
critical to the particular technology and device type. 
Wafer-to-wafer, across-the-wafer run-to-run varia- 
tion and conformance to spec limits are checked. 

The actual devices on each wafer are then probed 
for both functionality and performance to specifica- 
tions. Additional reliability tests are also included in 
the probe steps. 

2.3 Wafer Saw 

Probed wafers are transferred to Intel’s assembly 
sites to be sawed. The saw cuts totally through the 
wafer. 

2.4 Die Inspection 

Upon completion of the wafer saw, the die are 
moved to pick and place equipment that removes 
reject die. The remaining die are submitted to the 
same visual inspection as standard packaged prod- 
uct. The compliant die are then transferred to GEL- 
PAKs for shipment. 

2.5 Packing Procedure 

Intel will ship ail Intel die products in GEL-PAKs*. 
GEL-PAKs eliminate the die edge damage usually 
associated with die cavity plates or chip trays. 


The backside of each die adheres to the gel mem- 
brane in the GEL-PAK, eliminating the risk of dam- 
age to the active die surface. A simple vacuum re- 
lease mechanism allows for pick and place removal 
at the customer’s site. 

Only die from the same wafer lot are packaged to- 
gether In a GEL-PAK, and all die are placed in the 
GEL-PAKs with a consistent orientation. The GEL- 
PAKs are then sealed and labeled with the following 
information: 

• Intel SmartDie 

• Intel Part Number 

• Assembly Process Order / Spec 

• ROM Code (If applicable) 

• Customer Part Number (If applicable) 

• Assembly Lot Traveler Number 

• Finished Product Order Number 

• Quantity 

• Seal Date 

• Country of Origin 

NOTE: 

GEL-PAKs require a Vacuum Release Sta- 
tion. Contact Vichem Corporation for more 
information. 


2.6 Inspection Steps 

Multiple Inspection steps are performed during the 
die fabrication and packing flow. These steps are 
performed according to the same specifications and 
criteria established for Intel’s standard packaged 
product. Specific inspection steps include a wafer 
saw visual as well as a final die visual just before die 
are sealed in moisture barrier bags. 


2.7 Storage Requirements 

Intel die products will be shipped in GEL-PAKs and 
sealed in a moisture-barrier anti-static bag with a de- 
siccant. No special storage procedures are required 
while the bag is still unopened. Once opened, the 
GEL-PAK should be stored In a dry, inert atmo- 
sphere to prevent corrosion of the bond pads. 


2.8 Eiectro-Static Discharge (ESD) 

Components are ESD sensitive. 
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3.0 SPECIFICATIONS 

Specifications within this document are specific to a 
particular die revision and are subject to change 
without notice. Verify with your local Intel Sales Of- 
fice that you have the latest data before finalizing a 
design. 


3.1 Physical Specifications 

Table 2 defines Pentium processor physical specifi- 
cations. 


Table 2. Pentium® Processor Physical Specifications 


Die Revision: 

A-1 

Post-Saw Die Dimensions: 

Mils: X = 463 ± 0.5, Y = 503 ± 0.5 

See associated Die/ Bond Pad Layout for X, Y orientation. 

Die Thickness: 

17 ± 1 mils 

Minimum Pad Pitch: 

Pads may not be evenly pitched. 
Minimum pitch Is: 95 microns (3.7 mils) 

Pad Passivation Opening Size: 

Mils: 2.8 x 5.0 (single pads) 
Microns: 71 x 128 (single pads) 

Bond Pad Metallization: 

(outermost layer first) 

14,000 Angstroms Al (0.5% Cu), 1000 Angstroms Ti, 
365 Angstroms TIN 

Pads per Die: 

393 

Die Backside Material: 

(outermost layer first) 

1600 Angstroms Gold, 1 50 Angstroms Chrome 

Passivation: 

(outermost layer first) 

6.13 microns polyimide, 0.45 microns nitride 

Intel Fabrication Process: 

BiCMOS (min. feature size 0.6 microns) 
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3.2 DC Specifications 

ABSOLUTE MAXIMUM RATINGS* 

GEL-PAK Storage Temperature 0®C to + 70*C 

Junction Temperature Under Bias . . . -65®C to + 1 10®C 

3V Supply Voltage wrt. Vss -0.5V to + 4.6V 

2.9V Supply Voltage wrt. Vss • -0.5V to + 4.1 V 

3V Only Buffer DC Input Voltage . -0.5V to Vcc3 + 0-5V; 

not to exceed 4.6V(0 
5V Safe Buffer DC Input Voltage -0.5V to 4- 6.5V(2) 

OPERATING CONDITIONS* 

Vcc3(i/0 Supply Voltage) 3.3V ± 165 mV 

Vcc2 (Core Supply Voltage) 2.9V ± 165 mV 

Tj (Junction Temperature Under Bias) . .0®C to 105®C(3) 

Core Operating Frequency 75, 90 MHz 

(50, 60 MHz Bus) 

Substrate Bias Drive Vss 


NOTICE: This data sheet contains preliminary infor- 
mation on new products in production. The specifica- 
tions are subject to change without notice. Verify with 
your local Intel Sales office that you have the latest 
data sheet before finalizing a design. 

* WARNING: Stressing the device beyond the ‘Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
‘‘Operating Conditions” is not recommended and ex~ 
tended exposure beyond the ‘‘Operating Conditions” 
may affect device reliability. 


NOTES: 

1. Applies to all Pentium processors with Voltage Reduction Technology inputs except CLK. 

2. Applies to CLK. 

3. Average die surface temperature. 

4.0 DEVICE NOMENCLATURE 


Valid Combinations: 

X805025075 

X805026090 


0 

8 


5 

0 



0 

9 

I 


I 

I 


LJ 

1 .1 

1 


Package Type 
X = Die 


Bus Speed 
(MHz) 


Pentium Processor 
Base Number 


Core Speed 
(MHz) 


5.0 REFERENCE INFORMATION 


Document Title 

Order # 

Pentium® Processors at iComp® Index 735/90, 610/75 MHz with Voltage Reduction Technology 

242557 

Pentium® Processors and Related Products 

241732 

AP-479 Pentium® Processor Clock Design (Application Note) 

241574 

AP-480 Pentium® Processor Thermal Design Guidelines (Application Note) 

241575 


6.0 REVISION HISTORY 


Revision 

Date 

Description 

-001 

7/95 

initial Release 

-002 

10/95 

Pads 228, 239, 240, 241 — Signal names modified. 
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82437MX SYSTEM CONTROLLER (MTSC) 
AND 82438MX DATA PATH UNIT (MTDP) 


■ Supports the Pentium Processor at 
iCOMPTM Index 1000/120 MHz, iCOMP 
Index 735/90 MHz and the 610/75 MHz 
Pentium Processor 

■ Integrated Second Level Cache 
Controller 

— Direct Mapped Organization 
— Write-Back Cache Policy 
— Cacheless, 256 Kbyte, and 
512 Kbyte 

— Standard, Burst and Pipelined Burst 
SRAMs 

— Cache Hit Read/Write Cycle Timings 
at 3-1-1-1 with Burst or Pipelined 
Burst SRAMs 

— Back-to-Back Read Cycles at 
3-1-1-1-1-1-1-1 with Burst or 
Pipelined Burst SRAMs 
— Integrated Tag/ Valid Status Bits for 
Cost Savings and Performance 
— Supports 3.3V SRAMs for Tag 
Address 

■ Integrated DRAM Controller 

— 64-Bit Data Path to Memory 

— 4 Mbytes to 128 Mbytes Main 
Memory 

— EDO/Hyper Page Mode DRAM 
(x-2-2-2 Reads) Provides Superior 
Cacheless Designs 
— Standard Page Mode DRAMs 

— 4 RAS Lines 


— 4 Qword Deep Buffer for 3-1-1-1 
Posted Write Cycles 

— Symmetrical and Asymmetrical 
DRAMS 

— 3V or 5V DRAMs 

■ Power Management 

— DRAM Refresh During Suspend 
— Self Refresh and Extended Refresh 

■ Fully Synchronous 25/30/33 MHz PCI 
Bus Interface 

— 100 MB/s Instant Access Enables 
native signal processing on Pentium 
Processors 

— Synchronized CPU-to-PCI Interface 
for High Performance Graphics 
— PCI Bus Arbiter: MPIIX and Three PCI 
Bus Masters Supported 
— CPU-to-PCI Memory Write Posting 
with 4 Dword deep buffers 
— Converts Back-to-Back Sequential 
CPU to PCI Memory Writes to PCI 
Burst Writes 

— PCI-to-DRAM Posting of 12 Dwords 
— PCI-to-DRAM up to 120 Mbytes/Sec 
Bandwidth Utilizing Snoop Ahead 
Feature 

■ HAND Tree for Board-Level ATE 
Testing 

■ 208 Pin QFP for the 82437MX System 
Controller (MTSC); 100 Pin TQFP for 
Each 82438MX Data Path (MTDP) 


The 82430MX PCIset consists of the 82437MX System Controller (MTSC), two 82438MX Data Paths (MTDP), 
and the 82371 MX PCI lO IDE Xcelerator (MPIIX). The MTSC/MTDP form a Host-to-PCI bridge and provide the 
second level cache control and a full function 64-bit data path to main memory. The MTSC integrates the 
cache and main memory DRAM control functions and provides bus control for transfers between the CPU, 
cache, main memory, and the PCI Bus. The second level (L2) cache controller supports a write-back cache 
policy for cache sizes of 256 KBytes and 512 KBytes. Cacheless designs are also supported. The cache 
memory can be implemented with either standard, burst, or pipelined burst SRAMs. An external Tag RAM is 
used for the address tag and an Internal Tag RAM for the cache line status bits. For the MTSC’s DRAM 
controller, four rows are supported for up to 128 MBytes of main memory. The MTSC’s optimized PCI interface 
allows the CPU to sustain the highest possible bandwidth to the graphics frame buffer at all frequencies. Using 
the snoop ahead feature, the MTSC allows PCI masters to achieve full PCI bandwidth. The MTDPs provide the 
data paths between the CPU /cache, main memory, and PCI. For increased system performance, the MTDPs 
contain read prefetch and posted write buffers. 


December 1995 

Order Number: 290524-001 
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A[31:3I ^ 
BE(7:01# — 
ADS# — 
D/C# — 

mo# — 

W/R# — 
BRDY# <• 
EADS# ^ 
HITM# — 
BOFF# ◄- 
AHOLD ^ 
NA# -4- 
KEN#/INV 
CACHE# — 
HLOCK# — 
SMIACT# — 


CCS# <■ 
TWE# 
COE# 
CWE[7:0]# 
CADS#/CA3# 
CADV#/CA4 <■ 
TlO[7:0] *4 


HCLKIN 

PCLKIN 


RTCCLK 

PWRSD 

PWROK 


290524-1 


Host 

Interface 


Cache 

Interface 


Qocks 


Power 

Mgnt. 


PCI 

Interface 


DRAM 

Interface 


MTDP 

Interface 


-4 AD[31:0] 
-► aBE[3:0]# 
FRAME# 
-► TRDY# 

-► IRDY# 

-► STOP# 

-► LOCK# 

-► DEVSEL# 
PAR 

-► REQ[2:0]# 

GNTT2:0]# 

PHLD# 

-► PHLDA# 

RST# 

-► CLKRUN# 

-► RAS[3:0]# 
-► CASf7:0]# 
MA{11:0] 
-► WE# 

-► PLINK115:0] 
-► MSTB# 

-► MADV# 

->► PCMD[1:0] 
HOE# 

-► MOE# 

-► POE# 


82437FX TSC Simplified Block Diagram 



82438FX TDP Simplified Block Diagram 


The complete document for this product is available from InteTs Literature Center at 1-800-548-4725. 
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82371MX PCI I/O IDE XCELERATOR (MPIIX) 


■ Provides a Bridge between the PCI Bus 
and Extended I/O Bus 

— PCI Bus; 25 MHz-33 MHz 
— Extended I/O Bus; 7.5 MHz-8.33 MHz 

■ System Power Management (Intel SMM 
Support) 

— Programmable System Management 
Interrupt (SMI) — Hardware/Software 
Events, EXTSMI# 

— Programmable CPU Clock Control 
(STPCLK#) With Auto Clock Throttle 
— Peripheral Device Power 
Management (Local Standby) 

— Suspend State Support (Suspend-to- 
DRAM and Suspend-to-Disk) 

■ Enhanced DMA Functions 

— Two 8237 DMA Controllers 
— Compatible DMA Transfers 
— PC/PCI DMA Expansion for Docking 
Support 

■ Fast IDE Interface 

— PIO Mode 4 Transfers 
— 2x16 Bit Posted Write Buffer and 
1x32 bit Read Prefetch Buffer 


■ Plug-n-Play Port for Motherboard 
Devices 

— 3 Steerable DMA Channels 

— 1 Steerable Interrupt Line (Plus 2 
Steerable PCI Interrupts) 

— 1 Programmable Chip Select 

■ Functionality of One 82C54 Timer 
— System Timer 

— Refresh Request 
— Speaker Tone Output 

■ Functionality of Two 82C59 Interrupt 
Controllers 

— 14 Interrupts Supported 
— Independently Programmable for 
Edge/Level Sensitivity 

■ X-Bus Peripheral Support 
— Chip Select Decode 

— Controls Lower X-Bus Data Byte 
Transceiver 

■ Non-Maskable Interrupts (NMI) 

— PCI System Error Reporting 

■ NAND Tree for Board-Level ATE 
Testing 

■ 176-Pin TQFP 


The 82371 MX PCI I/O IDE Xcelerator (MPIIX) provides the bridge between the PCI bus and the ISA-like 
Extended I/O expansion bus. In addition, the 82371 MX has an IDE interface that supports two IDE devices 
providing an interface for IDE hard disks and CD ROMs. The MPIIX integrates many common I/O functions 
found in ISA based PC systems — a seven channel DMA controller, two 82C59 interrupt controllers, an 8254 
timer/counter, Intel SMM power management support, and control logic for NMI generation. Chip select 
decoding is provided for BIOS, real time clock, and keyboard controller. Edge/ Level Interrupts and interrupt 
steering are supported for PCI plug and play compatibility. 

The MPIIX also provides the Extended I/O Bus for a direct connection to Super I/O devices providing a 
complete PC compatible I/O solution. MPIIX also provides support for the “Mobile PC/PCI” DMA Expansion 
protocol that enables the implementation of Docking Stations with full ISA and PCI capability without running 
the full ISA bus across the docking connector. For motherboard plug and play compatibility, the 82371 MX also 
provides three steerable DMA channels, up to three steerable interrupt lines, and a programmable chip select. 
The interrupt lines can be routed to any of the available ISA interrupts. 

The MPIIX’s power management function supports SMI# interrupt sources, extensive clock control (including 
Auto Clock Throttling), peripheral power idle detection with access traps, system Suspend-to-DRAM and 
Suspend-to-Disk. 


December 1995 

Order Number: 290525-001 


2-355 


82371 MX (MPIIX) 
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82371MX MPIIX Simplified Block Diagram 


The complete document for this product is available from Intel’s Literature Center at 1 -800-548-4725. 
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82430FX PCIset DATASHEET 82437FX 
SYSTEM CONTROLLER (TSC) AND 
82438FX DATA PATH UNIT (TDP) 


■ Supports the Pentium® Processor at 
iCOMP® Index 1110\133 MHz, iCOMP 
Index 1000M20 MHz, iCOMP Index 
815M00 MHz, ICOMP Index 735\90 MHz 
and the iCOMP Index 610\75 MHz 

■ Integrated Second Level Cache 
Controller 

— Direct Mapped Organization 
— Write-Back Cache Policy 
— Cacheless, 256-Kbyte, and 512-Kbyte 
— Standard Burst and Pipelined Burst 
SRAMs 

— Cache Hit Read/Write Cycle Timings 
at 3-1-1-1 with Burst or Pipelined 
Burst SRAMs 

— Back-to-Back Read Cycles at 3-1-1-1- 
1-1-1-1 with Burst or Pipelined Burst 
SRAMs 

— Integrated Tag/Valid Status Bits for 
Cost Savings and Performance 
— Supports 5V SRAMs for Tag Address 

■ Integrated DRAM Controller 

— 64-Bit Data Path to Memory 

— 4 Mbytes to 128 Mbytes Main 
Memory 

— EDO/Hyper Page Mode DRAM 
(x-2-2-2 Reads) or Standard Page 
Mode DRAMS 

— 5 RAS Lines 

— 4 Qword Deep Buffer for 3-1-1-1 
Posted Write Cycles 


— Symmetrical and Asymmetrical 
DRAMS 

— 3V or 5V DRAMS 

■ EDO DRAM Support 

— Highest Performance with Burst or 
Pipelined Burst SRAMs 
— Superior Cacheless Designs 

■ Fully Synchronous 25/30/33 MHz PCI 
Bus Interface 

— 100 MB/s Instant Access Enables 
Native Signal Processing (NSP) on 
Pentium Processors 
— Synchronized CPU-to-PCI Interface 
for High Performance Graphics 
— PCI Bus Arbiter: PIIX and Four PCI 
Bus Masters Supported 
CPU-to-PCI Memory Write Posting 
with 4 Dword Deep Buffers 
— Converts Back-to-Back Sequential 
CPU to PCI Memory Writes to PCI 
Burst Writes 

— PCI-to-DRAM Posting of 12 Dwords 
— PCI-to-DRAM up to 120 Mbytes/Sec 
Bandwidth Utilizing Snoop Ahead 
Feature 

■ NAND Tree for Board-Level ATE 
Testing 

■ 208 Pin QFP for the 82437FX System 
Controller (TSC); 100 Pin QFP for Each 
82438FX Data Path (TDP) 


The 82430FX PCIset consists of the 82437FX System Controller (TSC), two 82438FX Data Paths (TDP), and 
the 82371 FB PCI ISA IDE Xcelerator (PIIX). The PCIset forms a Host-to-PCI bridge and provides the second 
level cache control and a full function 64-bit data path to main memory. The TSC integrates the cache and 
main memory DRAM control functions and provides bus control for transfers between the CPU, cache, main 
memory, and the PCI Bus. The second level (L2) cache controller supports a write-back cache policy for cache 
sizes of 256 Kbytes and 512 Kbytes. Cacheless designs are also supported. The cache memory can be 
implemented with either standard, burst, or pipelined burst SRAMs. An external Tag RAM is used for the 
address tag and an internal Tag RAM for the cache line status bits. For the TSC’s DRAM controller, five rows 
are supported for up to 128 Mbytes of main memory. The TSC’s optimized PCI interface allows the CPU to 
sustain the highest possible bandwidth to the graphics frame buffer at all frequencies. Using the snoop ahead 
feature, the TSC allows PCI masters to achieve full PCI bandwidth. The TDPs provide the data paths between 
the CPU/cache, main memory, and PCI. For increased system performance, the TDPs contain read prefetch 
and posted write buffers. 


December 1995 

Order Number: 290518-001 
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82437FX TSC Simplified Block Diagram 
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82437FX TSC AND 82438FX TDP 
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1.0 ARCHITECTURE OVERVIEW OF 
TSC/TDP 

The 82430FX PCIset (Figure 1) consists of the 
82437FX System Controller (TSC), two 82438FX 
Data Path (TDP) units, and the 82371 FB PCI IDE 
ISA Xcelerator (PI IX). The TSC and two TDPs form a 
Host-to-PCI bridge. The PI IX is a multi-function PCI 
device providing a PCI-to-ISA bridge and a fast IDE 
interface. The PI IX also provides power manage- 
ment and has a plug and play port. 


The two TDPs provide a 64-bit data path to the host 
and to main memory and provide a 1 6-bit data path 
(PUNK) between the TSC and TDP. PUNK provides 
the data path for CPU to PCI accesses and for PCI 
to main memory accesses. The TSC and TDP bus 
interfaces are designed for 3V and 5V busses. The 
TSC/TDP connect directly to the Pentium® proces- 
sor 3V host bus; The TSC/TDP connect directly to 
5V or 3V main memory DRAMs; and the TSC con- 
nects directly to the 5V PCI Bus. 



290518-3 

Figure 1. 82430FX PCIset System 
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DRAM Interface 

The DRAM interface is a 64-bit data path that sup- 
ports both standard page mode and Extended Data 
Out (EDO) (also known as Hyper Page Mode) mem- 
ory. The DRAM interface supports 4 Mbytes to 
128 Mbytes with five RAS lines available and also 
supports symmetrical and asymmetrical addressing 
for 51 2K, 1M, 2M, and 4M deep DRAMs. 

Second Level Cache 

The TSC supports a write-back cache policy provid- 
ing all necessary snoop functions and inquire cycles. 
The second level cache is direct mapped and sup- 
ports both a 256-Kbyte or 512-Kbyte SRAM configu- 
ration using either burst, pipelined burst, or standard 
SRAMs. The burst 256-Kbyte configuration perform- 
ance is 3-1 -1-1 for read/write cycles; pipelined back- 
to-back reads can maintain a 3-1 -1-1 -1-1 -1-1 trans- 
fer rate. 

TDP 

Two TDPs create a 64-bit CPU and main memory 
data path. The TDP’s also interface to the TSC’s 
16-bit PUNK inter-chip bus for PCI transactions. The 
combination of the 64-blt memory path and the 
16-bit PUNK bus make the TDP’s a cost effective 
solution, providing optimal CPU-to-main memory 
performance while maintaining a small package 
footprint (100 pins each). 

PCI Interface 

The PCI interface is 2.0 compliant and supports up 
to 4 PCI bus masters in addition to the PI IX bus mas- 
ter requests. While the TSC and TDP’s together pro- 
vide the interface between PCI and main memory, 
only the TSC connects to the PCI Bus. 

Buffers 

The TSC and TDP’s together contain buffers for op- 
timizing data flow. A four Qword deep buffer is pro- 
vided for CPU-to-main memory writes, second level 
cache write back cycles, and PCI-to-main memory 
transfers. This buffer is used to achieve 3-1 -1-1 
posted writes to main memory. A four Dword buffer 
is used for CPU-to-PCI writes. In addition, a four 
Dword PCI Write Buffer is provided which Is com- 
bined with the DRAM Write Buffer to supply a 12 
Dword deep buffering for PCI to main memory 
writes. 


System Clocking 

The processor, second level cache, main memory 
subsystem, and PUNK bus all run synchronous to 
the host clock. The PCI clock runs synchronously at 
half the host clock frequency. The TSC and TDP’s 
have a host clock Input and the TSC has a PCI clock 
input. These clocks are derived from an external 
source and have a maximum clock skew require- 
ment with respect to each other. 


2.0 SIGNAL DESCRIPTION 

This section provides a detailed description of each 
signal. The signals are arranged in functional groups 
according to their associated interface. 

The “#” symbol at the end of a signal name indi- 
cates that the active, or asserted state occurs when 
the signal is at a low voltage level. When “#” is not 
present after the signal name, the signal Is asserted 
when at the high voltage level. 

The terms assertion and negation are used exten- 
sively. This is done to avoid confusion when working 
with a mixture of “active-low” and “active-high” sig- 
nals. The term assert, or assertion indicates that a 
signal is active. Independent of whether that level is 
represented by a high or low voltage. The term ne- 
gate, or negation indicates that a signal is inactive. 

The following notations are used to describe the sig- 
nal type. 

I Input is a standard input-only signal. 

O Totem pole output is a standard active driver, 
o/d Open drain. 

t/s Tri-State is a bi-directional, tri-state input/out- 
put pin. 

s/t/s Sustained tri-state is an active low tri-state 
signal owned and driven by one and only one 
agent at a time. The agent that drives a s/t/s 
pin low must drive it high for at least one 
clock before letting it float. A new agent can 
not start driving a s/t/s signal any sooner 
than one clock after the previous owner tri- 
states it. An external pull-up is required to 
sustain the inactive state until another agent 
drives it and must be provided by the central 
resource. 
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82437FX TSC AND 82438FX TDP 

® 

2.1 TSC Signals 


2.1.1 HOST INTERFACE (TSC) 


Signal 

Name 

Type 

Description 

A[31;3] 

I/O 3V 

ADDRESS BUS: A[31 :3] connect to the address bus of the CPU. During CPU 
cycles A[31 :3] are inputs. These signals are driven by the TSC during cache 
snoop operations. Note that A[31 :28] provide poweron/reset strapping options 
for the second level cache. 

BE[7:0]# 

13V 

BYTE ENABLES: The CPU byte enables indicate which byte lane the current 
CPU cycle is accessing. All eight byte lanes are provided to the CPU if the cycle 
is a cacheable read regardless of the state of BE[7:0] #. 

ADS# 

13V 

ADDRESS STATUS: The CPU asserts ADS# to indicate that a new bus cycle is 
being driven. 

BRDY# 

0 3V 

BUS READY: The TSC asserts BRDY# to indicate to the CPU that data is 
available on reads or has been received on writes. 

NA# 

0 3V 

NEXT ADDRESS: When burst SRAMs are used in the second level cache dr the 
second level cache is disabled, the TSC asserts NA# in T2 during CPU write 
cycles and with the first assertion of BRDY# during CPU linefills. NA# is never 
asserted if the second level cache is enabled with asynchronous SRAMs. NA# 
on the TSC must be connected to the CPU NA# pin for all configurations. 

AHOLD 

0 3V 

ADDRESS HOLD: The TSC asserts AHOLD when a PCI master is accessing 
main memory. AHOLD is held for the duration of the PCI burst transfer. The TSC 
negates AHOLD when the PCI to main memory read/write cycles complete and 
during PCI peer transfers. 

EADS# 

0 3V 

EXTERNAL ADDRESS STROBE: Asserted by the TSC to inquire the first level 
cache when servicing PCI master accesses to main memory. 

BOFF# 

0 3V 

BACK OFF: Asserted by the TSC when required to terminate a CPU cycle that 
was in progress. 

HITM# 

13V 

HIT MODIFIED: Asserted by the CPU to indicate that the address presented with 
the last assertion of EADS# is modified in the first level cache and needs to be 
written back. 

M/IO#,D/C#, 

W/R# 

13V 

MEMORY/IO; DATA/CONTROL; WRITE/READ: Asserted by the CPU with 
ADS# to indicate the type of cycle on the host bus. 

HLOCK# 

13V 

HOST LOCK: All CPU cycles sampled with the assertion of HLOCK# and 
ADS#, until the negation of HLOCK# must be atomic (i.e., no PCI activity to 
main memory is allowed). 

CACHE# 

13V 

CACHEABLE: Asserted by the CPU during a read cycle to indicate the CPU can 
perform a burst line fill. Asserted by the CPU during a write cycle to indicate that 
the CPU will perform a burst write-back cycle. If CACHE# Is asserted to indicate 
cacheability, the TSC asserts KEN# either with the first BRDY#, or with NA#, if 
NA# is asserted before the first BRDY # . 
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Signal 

Name 

Type 

Description 

KEN#/INV 

0 3V 

CACHE ENABLE/INVALIDATE: KEN#/INV functions as both the KEN# signal 
during CPU read cycles and the INV signal during first level cache snoop cycles. 
During CPU cycles, KEN# /INV is normally low. The TSC drives KEN# high during the 
first BRDY# or NA# assertion of a non-cacheable (in first level cache) CPU read 
cycle. 

The TSC drives INV high during the EADS# assertion of a PCI master DRAM write 
snoop cycle and low during the EADS# assertion of a PCI master DRAM read snoop 
cycle. 

SMI ACT# 

I3V 

SYSTEM MANAGEMENT INTERRUPT ACTIVE: The CPU asserts SMIACT# when it 
is in system management mode as a result of an SMI. After SMM space (located at 
AOOOOh) is loaded and locked by BIOS, this signal must be sampled active with ADS# 
for the processor to access the SMM space of DRAM. 


2.1.2 DRAM INTERFACE (TSC) 


Signal 

Name 

Type 

Description 

RAS[4:0]# 

0 3V 

ROW ADDRESS STROBE: These pins select the DRAM row. 

CAS [7:0]# 

0 3V 

COLUMN ADDRESS STROBE: These pins always select which bytes are affected by 
a DRAM cycle. 

MAM 1:2] 

0 3V 

MEMORY ADDRESS: This is the row and column address for DRAM. 

MAA[1:0] 

0 3V 

MEMORY ADDRESS COPY A: One copy of the MAs that change during a burst read 
or write of DRAM. 

MAB[1:0] 

0 3V 

MEMORY ADDRESS COPY B: A second copy of the MAs that change during a burst 
read or write of DRAM. 
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2.1.3 SECONDARY CACHE INTERFACE (TSC) 


Signal 

Name 

Type 

Description 

CADV#/ 

CAA4 

0 3V 

CACHE ADVANCE/CACHE ADDRESS 4 (COPY A): This pin has two modes of 
operation depending on the type of SRAMs selected via hardware strapping 
options or programming the CC Register. The CAA4 mode is used when the L2 
cache consists of asynchronous SRAMs. CAA4 is used to sequence through the 
Qwords in a cache line during a burst operation. 

CADV# mode is used when the L2 cache consists of burst SRAMs. In this mode, 
assertion causes the burst SRAM in the L2 cache to advance to the next Qword 
in the cache line. 

CADS#/CAA3 

0 3V 

CACHE ADDRESS STROBE/CACHE ADDRESS 3 (COPY A): This pin has two 

modes of operation depending on the type of SRAMs selected via hardware 
strapping options or programming the CC Register. The CAA3 mode is used 
when the L2 cache consists of asynchronous SRAMs. CAA3 is used to sequence 
through the Qwords in a cache line during a burst operation. 

CADS# mode is used when the L2 cache consists of burst SRAMs. In this mode 
assertion causes the burst SRAM in the L2 cache to load the BSRAM address 
register from the BSRAM address pins. 

CAB3 

0 3V 

CACHE ADDRESS 3 (COPY B): CAB3 is used when the L2 cache consists of 
asynchronous SRAMs. CAB3 is used to sequence through the Qwords in a 
cache line during a burst operation 

CCS#/CAB4 

0 3V 

CACHE CHIP SELECT/CACHE ADDRESS (COPY B): This pin has two modes 
of operation depending on the type of SRAMs selected via hardware strapping 
options or programming the CC Register. The CAB4 mode is used when the L2 
cache consists of asynchronous SRAMs. CAB4 is used to sequence through the 
Qwords in a cache line during a burst operation. 

A L2 cache consisting of burst SRAMs will power up, if necessary, and perform 
an access if CCS# is asserted when CADS# is asserted. A L2 cache consisting 
of burst SRAMs will power down if CCS# is negated when CADS# is asserted. 
When CCS# is negated, a L2 cache consisting of burst SRAMs ignores ADS#. If 
CCS# is asserted when ADS# is asserted, a L2 cache consisting of burst 
SRAMs will power up, if necessary, and perform an access. 

COE# 

0 3V 

CACHE OUTPUT ENABLE: The secondary cache data RAMs drive the CPU’s 
data bus when COE# is asserted. 

CWE[7:Ol# 

0 3V 

CACHE WRITE ENABLE: Each CWE# corresponds to one byte lane. Assertion 
causes the byte lane to be written into the secondary cache data RAMs if they 
are powered up. 

TIO[7:0] 

I/O 5V 

TAG ADDRESS: These are inputs during CPU accesses and outputs during L2 
cache line fills and L2 cache line invalidates due to inquire cycles. TIO[7;0] 
contain the L2 tag address for 256-Kbyte L2 caches. TIO[6:0] contains the L2 
tag address and T107 contains the L2 cache valid bit for 512-Kbyte caches. 

TWE# 

0 5V 

TAG WRITE ENABLE: When asserted, new state and tag addresses are written 
into the external tag. 
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2.1.4 PCI INTERFACE (TSC) 


Signal 

Name 

Type 

Description 

AD[31;0] 

I/O 5V 

ADDRESS DATA BUS: The standard PCI address and data lines. The address is 
driven with FRAME# assertion and data is driven or received in following clocks. 

C/BE[3:0]# 

I/O 5V 

COMMAND, BYTE ENABLE: The command Is driven with FRAME# assertion. 
Byte enables corresponding to supplied or requested data are driven on following 
clocks. 

FRAME# 

I/O 5V 

FRAME: Assertion indicates the address phase of a PCI transfer. Negation 
indicates that one more data transfer is desired by the cycle Initiator. 

DEVSEL# 

I/O 5V 

DEVICE SELECT: The TSC drvles DEVSEL# when a PCI Initiator attempts to 
access main memory. DEVSEL# is asserted at medium decode time. 

IRDY# 

I/O 5V 

INITIATOR READY: Asserted when the Initiator is ready for a data transfer. 

TRDY# 

I/O 5V 

TARGET READY: Asserted when the target is ready for a data transfer. 

STOP# 

I/O 5V 

STOP: Asserted by the target to request the master to stop the current transaction. 

LOCK# 

I/O 5V 

LOCK: Used to establish, maintain, and release resource locks on PCI. 

REQ[3:0]# 

15V 

REQUEST: PCI master requests for PCI. 

GNT[3:0]# 

0 5V 

GRANT: Permission Is given to the master to use PCI. 

PHLD# 

15V 

PCI HOLD: This signal comes from the PIIX. PHLD# is the PIIX request for the PCI 
Bus. The TSC flushes the DRAM Write Buffers and acquires the host bus before 
granting PIIX via PHLDA#. This ensures that the guaranteed access time is met for 
ISA masters. 

PHLDA# 

0 5V 

PCI HOLD ACKNOWLEDGE: This signal is driven by the TSC to grant PCI to the 
PIIX. 

PAR 

I/O 5V 

PARITY: A single parity bit Is provided over AD[31 :0] and C/BE[3;0]. 


15V 

RESET: When asserted, RST # resets the TSC and sets all register bits to the 
default value. 
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2.1.5 TDP INTERFACE (TSC) 


Signal 

Name 

Type 

Description 

PLINK[15:0] 

I/O 3V 

PCI LINK: These signals are connected to the PUNK data bus on the TDP. This is 
the data path between the TSC and TDP. Each TDP connects to one byte of the 
16-bit bus. 

MSTB# 

0 3V 

MEMORY STROBE: Assertion causes data to be posted in the DRAM Write Buffer. 

MADV# 

0 3V 

MEMORY ADVANCE: For memory write cycles, assertion causes a Qword to be 
drained from the DRAM Write Buffer and the next data to be made available to the 
MD pins of the TDPs. For memory read cycles, assertion causes a Qword to be 
latched in the DRAM Input Register. 

PCMD[1:0] 

0 3V 

PLINK COMMAND: This field controls how data is loaded into the PUNK input and 
output registers. 

HOE# 

0 3V 

HOST OUTPUT ENABLE: This signal is used as the output enable for the Host 
Data Bus. 

MOE# 

0 3V 

MEMORY OUTPUT ENABLE: This signal is used as the output enable for the 
memory data bus. A buffered copy of MOE# also serves as a WE# select for the 
DRAM array. 

POE# 

0 3V 

PLINK OUTPUT ENABLE: This signal is used as the output enable for the PLINK 
Data Bus. 


2.1.6 CLOCKS (TSC) 


Signal 

Name 

Type 

Description 

HCLKIN 

I5V 

HOST CLOCK IN: This pin receives a buffered host clock. This clock Is used by all of the 
TSC logic that is In the Host clock domain. This should be the same clock net that is 
delivered to the CPU. The net should tee and have equal lengths from the tee to the CPU 
and the TSC. 

PCLKIN 

I5V 

PCI CLOCK IN: This pin receives a buffered divide-by-2 host clock. This clock is used by 
all of the TSC logic that is in the PCI clock domain. 
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2.2 TDP Signals 


2.2.1 DATA INTERFACE SIGNALS (TDP) 


Signal 

Name 

Type 

Description 

HD[31:0] 

I/O 3V 

HOST DATA: These signals are connected to the CPU data bus. The CPU data 
bus is interleaved between the two TDPs for every byte, effectively creating an 
even and an odd TDP. 

MD[31:0] 

I/O 3V/5V 

MEMORY DATA: These signals are connected to the DRAM data bus. The 
DRAM data bus is interleaved between the two TDPs for every byte, effectively 
creating an even and an odd TDP. 

PLINK[7:0] 

I/O 3V 

PCI LINK: These signals are connected to the PUNK data bus on the TSC. This 
is the data path between the TSC and TDP. Each TDP connects to one byte of 
the 16-bit bus. 


2.2.2 TSC INTERFACE SIGNALS (TDP) 


Signal 

Name 

Type 

Description 

MSTB# 

I3V 

MEMORY STROBE: Assertion causes data to be posted in the DRAM Write Buffer. 

MADV# 

I3V 

MEMORY ADVANCE: For memory write cycles, assertion causes a Qword to be 
flushed from the DRAM Write Buffer and the next data to be made available to the MD 
pins of the TDPs. For memory read cycles, assertion causes a Qword to be latched In 
the DRAM Input register. 

PCMD[1;0] 

I3V 

PLINK COMMAND: This field controls how data is loaded into the PUNK input and 
output registers. 

HOE# 

I3V 

HOST OUTPUT ENABLE: This signal is used as the output enable for the Host Data 
Bus. 

MOE# 

I3V 

MEMORY OUTPUT ENABLE: This signal is used as the output enable for the Memory 
Data Bus. 

POE# 

I3V 

PLINK OUTPUT ENABLE: This signal is used as the output enable for the PUNK 
Data Bus. 


2.2.3 CLOCK SIGNAL (TDP) 


Signal 

Name 

Type 

Description 

HCLK 

I5V 

HOST CLOCK: Primary clock input used to drive the part. 
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2.3 Signal State During Reset 

Table 1 shows the state of all TSC and TDP output and bi-directional signals during a hard reset (RST # 
asserted). The TSC samples the strapping options on the A[31:28] signal lines on the rising edge of RST#. 
When RST# Is asserted, the TSC enables the TDP outputs via the HOE#, MOE#, and POE# TSC/TDP 
Interface signals. When RST # is negated, the TSC resets the TDP logic by driving HOE#, MOE#, and POE# 
inactive for two HCLKs. 


Table 1. Output and I/O Signal States During Hard Reset 


Signal 

State 

TSC 


A[31:28l 

Input 

A[27:3] 

Low 

BRDY# 

High 

NA# 

High 

AHOLD 

High 

EADS# 

High 

BOFF# 

High 

KEN#/INV 

Low 

RAS[4:0] # 

Low 

CAS[7:0] # 

Low 

MA[11:2] 

Low 

MAA[1:0] 

Low 

MAB[1:0] 

Low 

CADV#/CAA4 

High 

CADS#/CAA3 

High 


Signal 

state 

CCS#/CAB4 

High 

CAB3 

High 

COE# 

High 

CWE[7;0l# 

High 

TIO[7;0]# 

Tri-state 

TWE# 

High 

AD[31:0] 

Low 

C/BE[3:0]# 

Low 

FRAME# 

Tri-state 

DEVSEL# 

Tri-state 

IRDY# 

Tri-state 

TRDY# 

Tri-state 

STOP# 

Tri-state 

LOCK# 

Tri-state 

GNT[3:0]# 

Tri-state 

PHLDA# 

Tri-state 


Signal 

State 

PAR 

Low 

PLINK[15;0l 

Low 

MSTB# 

High 

MADV# 

High 

PCMD[1:0] 

High 

HOE# 

High 

MOE# 

Low 

POE# 

Low 

TDP 

HD[31:0] 

Tri-state Low 

MD[31:1] 

Tri-state Low 

MDO 

NAND Tree 
Output 

PLINK[7:0] 

tri-state Low 
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3.0 REGISTER DESCRIPTION 

The TSC contains two sets of software accessible 
registers (Control and Configuration registers), ac- 
cessed via the Host CPU I/O address space. Con- 
trol Registers control access to PCI configuration 
space. Configuration Registers reside in PCI config- 
uration space and specify PCI configuration, DRAM 
configuration, cache configuration, operating param- 
eters, and optional system features. 

The TSC internal registers (both I/O Mapped and 
Configuration registers) are only accessible by the 
Host CPU and cannot be accessed by PCI masters. 
The registers can be accessed as Byte, Word 
(16-bit), or Dword (32-blt) quantities, with the excep- 
tion of CONFADD which can only be accessed as a 
Dword. All multi-byte numeric fields use “little-endi- 
an” ordering (I.e., lower addresses contain the least 
significant parts of the field). The following nomen- 
clature is used for access attributes. 

RO Read Only. If a register is read only, writes 
to this register have no effect. 

R/W Read/Write. A register with this attribute 
can be read and written. 

R/WC Read/Write Clear. A register bit with this at- 
tribute can be read and written. However, a 
write of 1 clears (sets to 0) the correspond- 
ing bit and a write of 0 has no effect. 

Some of the TSC registers described In this section 
contain reserved bits. Software must deal correctly 
with fields that are reserved. On reads, software 
must use appropriate masks to extract the defined 
bits and not rely on reserved bits being any particu- 
lar value. On writes, software must ensure that the 
values of reserved bit positions are preserved. That 


Intel. 

is, the values of reserved bit positions must first be 
read, merged with the new values for other bit posi- 
tions and then written back. 

In addition to reserved bits within a register, the TSC 
contains address locations in the PCI configuration 
space that are marked “Reserved” (Table 2). The 
TSC responds to accesses to these address loca- 
tions by completing the Host cycle. Software should 
not write to reserved TSC configuration locations in 
the device-specific region (above address offset 
3Fh). 

During a hard reset (RST # asserted), the TSC sets 
its internal configuration registers to predetermined 
default states. The default state represents the min- 
imum functionality feature set required to success- 
fully bring up the system. Hence, it does not repre- 
sent the optimal system configuration. It is the re- 
sponsibility of the system Initialization software (usu- 
ally BIOS) to properly determine the DRAM configu- 
rations, cache configuration, operating parameters 
and optional system features that are applicable, 
and to program the TSC registers accordingly. 


3.1 Control Registers 

The TSC contains two registers that reside In the 
CPU I/O address space — the Configuration Address 
(CONFADD) Register and the Configuration Data 
(CONFDATA) Register. These registers can not re- 
side in PCI configuration space because of the spe- 
cial functions they perform. The Configuration Ad- 
dress Register enables/disables the configuration 
space and determines what portion of configuration 
space is visible through the Configuration Data win- 
dow. 
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3.1.1 CONFADD— CONFIGURATION ADDRESS REGISTER 

I/O Address: 0CF8h (Dword access only) 

Default Value: OOOOOOOOh 

Access: Read /Write 

CONFADD is a 32-bit register accessed only when referenced as a Dword. A Byte or Word reference will 
“pass through” the Configuration Address Register to the PCI Bus. The CONFADD Register contains the Bus 
Number, Device Number, Function Number, and Register Number for which a subsequent configuration ac- 
cess is intended. 


Bit 

Descriptions 

31 

Configuration Enabie (CONE): 1 = Enable; 0 = Disable. 

30:24 

Reserved. 

23:16 

Bus Number (BUSNUM): When BUSNUM is programmed to OOh, the target of the configuration 
cycle is either the TSC or the PCI Bus that is directly connected to the TSC, depending on the 
Device Number field. If the Bus Number is programmed to OOh and the TSC is not the target, a type 
0 configuration cycle is generated on PCI. If the Bus Number is non-zero, a type 1 configuration 
cycle is generated on PCI with the Bus Number mapped to AD[23:16] during the address phase. 

15:11 

Device Number (DEVNUM): This field selects one agent on the PCI Bus selected by the Bus 
Number. During a Type 1 Configuration cycle, this field is mapped to AD[1 5:1 1]. During a Type 0 
configuration cycle, this field is decoded and one of AD[31 :1 1] is driven to 1 . The TSC is always 
Device Number 0. 

10:8 

Function Number (FUNCNUM): This field is mapped to AD [10:8] during PCI configuration cycles. 
This allows the configuration registers of a particular function in a multi-function device to be 
accessed. The TSC responds to configuration cycles with a function number of 000b; all other 
function number values attempting access to the TSC (Device Number = 0, Bus Number = 0) 
generate a type 0 configuration cycle on the PCI Bus with no IDSEL asserted, which results In a 
master abort. 

7:2 

Register Number (REGNUM): This field selects one register within a particular bus, device, and 
function as specified by the other fields In the Configuration Address Register. This field is mapped 
to AD[7:2] during PCI configuration cycles. 

1:0 

Reserved. 


3.1.2 CONFDATA— CONFIGURATION DATA REGISTER 

I/O Address: CFCh 

Default Value: OOOOOOOOh 

Access: Read /Write 


CONFDATA is a 32-bit read/write window into configuration space. The portion of configuration space that is 
referenced by CONFDATA is determined by the contents of CONFADD. 


Bit 

Descriptions 

31:0 

Configuration Data Window (CDW): If bit 31 of CONFADD Is 1 , any I/O reference in the 
CONFDATA I/O space is mapped to configuration space using the contents of CONFADD. 


I 
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3.2 PCI Configuration Registers 

The PCI Bus defines a slot based “configuration 
space” that allows each device to contain up to 256 
8-bit configuration registers. The PCI specification 
defines two bus cycles to access the PCI configura- 
tion space — Configuration Read and Configura- 
tion Write. While memory and I/O spaces are sup- 
ported by the Pentium microprocessor, configuration 
space Is not supported. The PCI specification de- 
fines two mechanisms to access configuration 
space, Mechanism #1 and Mechanism #2. The 
TSC only supports Mechanism #1. Table 2 shows 
the TSC configuration space. 

The configuration access mechanism makes use of 
the CONFADD Register and CONFDATA Register. 
To reference a configuration register, a Dword I/O 
write cycle is used to place a value into CONFADD 
that specifies the PCI Bus, the device on that bus, 
the function within the device, and a specific config- 
uration register of the device function being ac- 
cessed. CONFADD[31] must be 1 to enable a con- 
figuration cycle. Then, CONFDATA becomes a win- 
dow onto four bytes of configuration space speci- 


fied by the contents of CONFADD. Read/write ac- 
cesses to CONFDATA generates a PCI configura- 
tion cycle to the address specified by CONFADD. 

Type 0 Access 

If the Bus Number field of CONFADD Is 0, a type 0 
configuration cycle is generated on PCI. 
CONFADD[10:2] Is mapped directly to AD[10:2]. 
The Device Number field of CONFADD Is decoded 
onto AD[31:11l. The TSC is Device #0 and does 
not pass its configuration cycles to PCI. Thus, AD1 1 
Is never asserted. (For accesses to device #1, 
AD12 Is asserted, etc., to Device #20 which asserts 
AD31.) Only one AD line is asserted at a time. All 
device numbers higher than 20 cause a type 0 con- 
figuration access with no IDSEL asserted, which re- 
sults in a master abort. 

Type 1 Access 

If the Bus Number field of CONFADD Is non-zero, a 
type' 1 configuration cycle Is generated on PCI. 
CONFADD[23:2] are mapped directly to AD[23:2]. 
AD[1:0] are driven to 01 to indicate a Type 1 Config- 
uration cycle. All other lines are driven to 0. 
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Table 2. TSC Configuration Space 


Address Offset 

Symbol 

Register Name 

Access 

00-01 h 

VID 

Vendor Identification 

RO 

02-03h 

DID 

Device Identification 

RO 

04-05h 

PCICMD 

Command Register 

R/W 

06-07h 

PCISTS 

Status Register 

RO. R/WC 

08h 

RID 

Revision Identification 

RO 

09h 


Reserved 


OAh 

SUBC 

Sub-Class Code 

RO 

OBh 

BCC 

Base Class Code 

RO 

OCh 


Reserved 


ODh 

MLT 

Master Latency Timer 

R/W 

OEh 


Reserved 


OFh 

BIST 

BIST Register 

R/W 

10-49h 


Reserved 


50h 

PCON 

PCI Control Register 

R/W 

51h 


Reserved 


52h 

CC 

Cache Control 

R/W 

53-56h 


Reserved 


57h 

DRAMC 

DRAM Control 

R/W 

58h 

DRAMT 

DRAM Timing 

R/W 

59-5Fh 

PAM [6:0] 

Programmable Attribute Map (7 registers) 

R/W 

60-64h 

DRB[4:0] 

DRAM Row Boundary (5 registers) 

R/W 

65-67h 


Reserved 


68h 

DRT 

DRAM Row Type 

R/W 

69-71 h 


Reserved 


72h 

SMRAM 

System Management RAM Control 

R/W 

73-FFh 


Reserved 
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3.2.1 VID— VENDOR IDENTIFICATION REGISTER 

Address Offset: 00-01 h - 
Default Value: 8086h 

Attribute: Read Only 


The VID Register contains the vendor identification number. This 16-bit register combined with the Device 
Identification Register uniquely identify any PCI device. Writes to this register have no effect. 


Bit 

Description 

15:0 

Vendor Identification Number: This is a 16-bit value assigned to Intel. 


3.2.2 DID— DEVICE IDENTIFICATION REGISTER 

Address Offset: 02-03h 
Default Value: 122h 

Attribute: Read Only 


This 16-bit register combined with the Vendor Identification register uniquely identifies any PCI device. Writes 
to this register have no effect. 


Bit 

Description 

15:0 

Device Identification Number. This is a 16-bit value assigned to the TSC. 


3.2.3 PCICMD— PCI COMMAND REGISTER 

Address Offset: 04-05h 
Default: 06h 

Access: Read /Write 

This register controls the TSC’s ability to respond to PCI cycles. 


m 

Descriptions 


Reserved. 

9 

Fast Back-to-Back: (Not Implemented) This bit is hardwired to 0. 

8 

SERR# Enable (SERRE): (Not Implemented) This bit is hardwired to 0. 

7 

Address/Data Stepping: (Not Implemented) This bit is hardwired to 0. 

6 

Parity Error Enable (PERRE): (Not Implemented) This bit is hardwired to 0. 


Reserved: These bits are hardwired to 0. 

■ 

Bus Master Enable (BME): (Not Implemented) The TSC does not support disabling of its bus 
master capability on the PCI Bus. This bit is hardwired to 1 . 

■ 

Memory Access Enable (MAE): 1 = Enable PCI master access to main memory, if the PCI address 
selects enabled DRAM space; 0= Disable (TSC does not respond to main memory accesses). 

0 

I/O Access Enable (lOAE): (Not Implemented) This bit is hardwired to 0. The TSC does not 
respond to PCI I/O cycles. 
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3.2.4 PCISTS— PCI STATUS REGISTER 

Address Offset; 06-07h 
Default Value: 0200h 

Access; Read Only, Read/Write Clear 


PCISTS reports the occurrence of a PCI master abort and PCI target abort. PCISTS also indicates the 
DEVSEL# timing that has been set by the TSC hardware. 


Bit 

Descriptions 

15 

Detected Parity Error (DPE): (Not implemented) This bit is hardwired to 1 . 

14 

Signaled System Error (SSE)R/WC: This bit is hardwired to 0. 

13 

Received Master Abort Status (RMAS)— R/WC: When the TSC terminates a Host-to-PCI 
transaction (TSC is a PCI master) with an unexpected master abort, this bit is set to 1 . 

NOTE: 

Master abort is the normal and expected termination of PCI special cycles. Software sets this 
bit to 0 by writing 1 to it. 

12 

Received Target Abort Status (RT AS)— R/WC: When a TSC-lnitiated PCI transaction is 
terminated with a target abort, RTAS is set to 1 . Software sets RTAS to 0 by writing 1 to it. 

11 

Signaled Target Abort Status (STAS): This bit is hardwired to 0. The TSC never terminates a PCI 
cycle with a target abort. 

10:9 

DEVSEL# Timing (DEVT)— RO: This 2-bit field indicates the timing of the DEVSEL# signal when 
the TSC responds as a target, and is hard-wired to the value 01b (medium) to Indicate the slowest 
time that DEVSEL# Is generated. 

8 

Data Parity Detected (DPD)— R/WC: This bit is hardwired to 0 

7 

Fast Back-to-Back (FB2B): (Not Implemented) This bit is hardwired to 0. 

6:0 

Reserved. 


3.2.5 RID— REVISION IDENTIFICATION REGISTER 

Address Offset: 08h 

Default Value: See stepping information document 

Access: Read Only 


This register contains the revision number of the TSC. 


Bit 

Description 

7:0 

Revision Identification Number: This is an 8-bit value that indicates the revision identification 
number for the TSC. 
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3.2.6 SUBC— SUB-CLASS CODE REGISTER 

Address Offset: OAh 
Default Value: OOh 

Access: Read Only 

This register indicates the function sub-class In relation to the Base Class Code. 


Bit 

Description 

7:0 

Sub-Class Code (SUBC): OOh = Host bridge. 



3.2.7 BCC— BASE CLASS CODE REGISTER 

Address Offset: OBh 
Default Value: 06h 

Access: Read Only 

This register contains the Base Class Code of the TSC. 


Bit 

Description 

7:0 

Base Class Code (BASEC): 06h = Bridge device. 


3.2.8 MLT— MASTER LATENCY TIMER REGISTER 

Address Offset: ODh 
Default Value: OOh 

Access: Read/Write 

MLT is an 8-bit register that controls the amount of time the TSC, as a bus master, can burst data on the PCI 
Bus. The Count Value Is an 8-blt quantity. However, MLT [2:0] are hardwired to 0. MLT Is also used to 
guarantee the host CPU a minimum amount of the system resources as described in the PCI Bus Arbitration 
section. 


Bit 

Description 

1 

Master Latency Timer Count Value: The number of clocks programmed in the MLT represents the 
minimum guaranteed time slice (measured in PCI clocks) allotted to the TSC, after which It must 
surrender the bus as soon as other PCI masters are granted the bus. The default value of MLT Is OOh 
or 0 PCI clocks. The MLT should always be programmed to a non-zero value. 

2:0 

Reserved: Hardwired to 0. 
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3.2.9 BIST— BIST REGISTER 

Address Offset: OFh 
Default: OOh 

Access: Read/Write 


The Built In Self Test (BIST) function is not supported by the TSC. Writes to this register have no affect. 


Bit 

Descriptions 

7 

BIST Supported — RO: OOh = Disable BIST function. 

6 

Start BIST: This function is not supported and writes have no affect. 

5:4 

Reserved. 

3:0 

Completion Code — RO: This field always returns 0 when read and writes have no affect. 


3.2.10 PCON— PCI CONTROL REGISTER 

Address Offset: 50h 
Default: OOh 

Access: Read/Write 


The PCON Register enables and disables features related to the PCI unit operation not already covered in the 
PCI required configuration space. 


Bit 

Descriptions 

7:5 

CPU Inactivity Timer Bits: This field selects the value used in the CPU Inactivity Timer. This timer 
counts CPU inactivity in PCI clocks. The Inactivity window is defined as the last BRDY# to the next 
ADS#. When active, the CPU is default owner of the PCI Bus. If the CPU is inactive, PHOLD and the 
REQx# lines are given priority. 

Bits [7:5] PCI Clocks 

000 1 

001 2 

010 3* 

011 4 

100 5=^ 

101 6 

110 7 

111 8 

* Recommended settings 

4 

Reserved. 

3 

Peer Concurrency Enable Bit (PCE): 1 = Peer Concurrency enabled. 0 = Peer Concurrency disabled. 
This bit is normally programmed to 1 . 

2 

CPU-to-PCI Write Bursting Disable Bit: 0 = CPU-to-PCI Write bursting enabled. 1 = CPU-to-PCI Write 
bursting disabled. 

1 

PCI Streaming Bit: 0 = PCI streaming enabled. 1 = PCI streaming disabled. 

0 

Bus Concurrency Disable Bit: 0 = Bus concurrency enabled. 1 = Bus concurrency disabled. 
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3.2.11 CC— CACHE CONTROL REGISTER 

Address Offset: 52h 

Default: SSSS0010 (S = Strapping option) 

Access: Read/Write 


The CC Register selects the secondary cache operations. This register enables/disables the L2 cache, ad- 
justs cache size, defines the cache SRAM type, and controls tag initialization. After a hard reset, CC[7:4] 
reflect the inverted signal levels on the host address lines A[31:28]. 


Bit 

Description 

7:6 

Secondary Cache Size (SCS): This field reflects the inverted signal level on the A [31 :30] pins at the 
rising edge of the RESET signal (default). The default values can be overwritten with subsequent 
writes to the CC Register. The options for this field are: 

Bits [7:6] Secondary Cache Size 

0 0 Cache not populated 

0 1 256 Kbytes 

1 0 512 Kbytes 

1 1 Reserved 

NOTE: 

1 . When SCS = 00, the L2 cache is disabled and the cache tag state is frozen. 

2. To enable the L2 cache, SCS must be non-zero and the FLCE bit must be 1 . 

5:4 

SRAM Type (SR AMT): This field reflects the Inverted signal level on the A [29:28] pins at the rising 
edge of the RESET signal (default). The default values can be overwritten with subsequent writes to 
the CC Register. The options for this field are: 

Bits[5:4] SRAM Type 

0 0 Pipelined Burst 

0 1 Burst 

1 0 Asynchronous 

1 1 Pipelined Burst for 51 2K/Dual-bank Inplementations. Selects 3-1 -1 -1 -2-1 -1 -1 Instead of 

3-1 -1-1 -1-1 -1-1 back-to-back burst timings with NA# enabled. An extra clock is inserted 
for bank turnaround. SCS must be set to 10. 

3 

NA# Disabie Bit: 0 = NA# will be asserted as appropriate by the TSC (default). 1 =TCS’s NA# signal 
is never asserted. This bit should be configured as desired before either the LI or L2 caches are 
enabled. 

2 

Reserved. 

1 

Secondary Cache Force Miss or invaiidate (SCFMI): When SCFMI = 1 , the L2 hit/miss detection is 
disabled, and all tag lookups result in a miss. If the L2 is enabled, the cycle is processed as a miss. If 
the L2 is populated but disabled (FLCE = 0) and SCFMI = 1 , any CPU read cycle invalidates the 
selected tag entry. When SCFMI = 0, normal L2 cache hit/ miss detection and cycle processing occurs. 

Software can flush the cache (cause all modified lines to be written back to main memory) by setting 
SCFMI to 1 with the L2 cache enabled (SCS^OO and FLCE = 1), and reading all L2 cache tag address 
locations. 
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Bit 

Description 

0 

First Level Cache Enable (FLCE): FLCE enables/disables the first level cache. When FLCE= 1 , the 
TSC responds to CPU cycles with KEN # asserted for cacheable memory cycles. When FLCE = 0, 
KEN # Is always negated and line fills to either the first level or L2 cache are prevented. Note that, 
when FLCE = 1 and SCFMI = 1 , writes to the cache are also forced as misses. Thus, it is possible to 
create incoherent data between main memory and the L2 cache. A summary of FLCE/SCFMI bit 
Interactions is as follows: 

FLCE SCFMI L2 Cache Result 

0 0 Disabled 

0 1 Disabled; tag invalidate on reads 

1 0 Normal L2 cache operation (dependent on SCS) 

1 1 Enabled; miss forced on reads/writes 


3.2.12 DRAMC—DRAM CONTROL REGISTER 

Address Offset: 57h 
Default Value: 01 h 

Access: Read/Write 


This 8-bit register controls main memory DRAM operating modes and features. 


Bit Description 

7:6 Hole Enable (HEN): This field enables a memory hole in main memory space. CPU cycles matching 
an enabled hole are passed on to PCI. PCI cycles matching an enabled hole are Ignored by the TSC 
(no DEVSEL#). Note that a selected hole Is not remapped. Note that this field should not be changed 
while the L2 cache is enabled. 


Bits[7:6] 

Hole Enabled 

00 

None 

01 

512 Kbytes -640 Kbytes 

10 

1 5 Mbytes - 1 6 Mbytes 

11 

Reserved 


5:4 


Reserved. 


3 EDO Detect Mode Enable (EDME): This bit, if set to 1 , enables a special timing mode for BIOS to 
detect EDO DRAM type on a bank-by-bank basis. Once all DRAM row banks have been tested for 
EDO, the EDME bit should be set to 0. Otherwise, performance will be seriously Impacted. An 
algorithm for using the EDME bit 3 follows the table. 

2:0 DRAM Refresh Rate (DRR): The DRAM refresh rate is adjusted according to the frequency selected 
by this field. Note that refresh is also disabled via this field, and that disabling refresh results In the 
eventual loss of DRAM data. 


Bits [2:0] 

Host Bus Frequency 

000 

Refresh Disabled 

001 

50 MHz 

010 

60 MHz 

oil 

66 MHz 

1XX 

Reserved 
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Bit 

Description 

1:0 

DRAM Leadoff Timing (DLT): The DRAM leadoff timings for page/row miss cycles are controlled by 
the DLT bits. DLT controls the MA setup to the first CAS# assertion. The DLT bits do not effect page 
hit cycles. 

DLT Read Leadoff Write Leadoff RAS# Precharge 

00 8 6 3 

01 7 5 3 

10 8 6 4 

11 7 5 4 

Note that the DLT field and RCD bit have cumulative affects (i.e., setting DLT0 = 0 and RCD = 0 results 
in two additional clocks betwwen RAS# assertion and CAS# assertion). 


I 
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3.2.14 PAM— PROGRAMMABLE ATTRIBUTE MAP REGISTERS (PAM[6:0]) 

Address Offset: PAMO (59h)— PAM6 (5Fh) 

Default Value: OOh 

Attribute: Read/Write 

The TSC allows programmable memory and cacheability attributes on 14 memory segments of various sizes in 
the 640-Kbyte to 1 -Mbyte address range. Seven Programmable Attribute Map (PAM) Registers are used to 
support these features. Three bits are used to specify LI cacheability and memory attributes for each memory 
segment. These attributes are: 

RE Read Enable. When RE = 1 , the CPU read accesses to the corresponding memory segment are directed 
to main memory. Conversely, when RE = 0, the CPU read accesses are directed to PCI. 

WE Write Enable. When WE = 1 , the CPU write accesses to the corresponding memory segment are direct- 
ed to main memory. Conversely, when WE = 0, the CPU write accesses are directed to PCI. 

CE Cache Enable. When CE = 1 , the corresponding memory segment Is LI cacheable. CE must not be set 
to 1 when RE = 0 for any particular memory segment. When CE=1 and WE = 0, the corresponding 
memory segment Is cached in the first level cache only on CPU code read cycles. 

The RE and WE attributes permit a memory segment to be Read Only, Write Only, Read/Write, or disabled 
(Table 3.). For example, if a memory segment has RE= 1 and WE = 0, the segment Is Read Only. 


Table 3. Attribute Definition 


Read/Write Attribute 

Definition 

Read Only 

Read cycies: CPU cycles are serviced by the main memory or second level cache 
in a normal manner. 

Write cycles: CPU initiated write cycles are ignored by the DRAM interface as well 
as the second level cache. Instead, the cycles are passed to PCI for termination. 

Areas marked as read only are LI cacheable for code accesses only. These 
regions are not cached In the second level cache. 

Write Only 

Read cycies: All read cycles are ignored by main memory as well as the second 
level cache. CPU-initiated read cycles are passed onto PCI for termination. The 
write only state can be used while copying the contents of a ROM, accessible on 
PCI, to main memory for shadowing, as in the case of BIOS shadowing. 

Write cycles: CPU write cycles are serviced by main memory and L2 cache in a 
normal manner. 

Read/Write 

This is the normal operating mode of main memory. Both read and write cycles 
from the CPU and PCI are serviced by main memory and L2 cache interface. 

Disabled 

All read and write cycles to this area are ignored by the main memory and cache 
interface. These cycles are forwarded to PCI for termination. 
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Each PAM Register controls two regions, typically 
16-Kbyte in size. Each of these regions has a 4-bit 
field. The four bits that control each region have the 
same encoding and are defined in Table 4. 

PCI master access to main memory space is also 
controlled by the PAM Registers. If the PAM pro- 
gramming indicates a region is writeable, then PCI 
master writes are accepted (DEVSEL# generated). 


Table 4. Attribute Bit Assignment 


Bits [7,3] 
Reserved 

Bits [6,2] 
Cache Enabie 

Bits [5,1] 
Write Enable 

Bits [4,0] 
Read Enable 

Description 

X 

X 

0 

0 

Main memory disabled; accesses directed to 
PCI 

X 

0 

0 

1 

Read only; main memory write protected; 
non-cacheable 

X 

1 

0 

1 

Read only; main memory write protected; LI 
cacheable for code accesses only 

X 

0 

1 

0 

Write only 

X 

0 

1 

1 

Read/write; non-cacheable 

X 

1 

1 

1 

Read/write; cacheable 


If the PAM programming indicates a region is read- 
able, PCI master reads are accepted. If a PCI write 
to a non-writeable main memory region or a PCI 
read of a non-readable main memory region occurs, 
the TSC does not accept the cycle (DEVSEL# is not 
asserted). PCI master accesses to enabled memory 
hole regions are not accepted by the TSC. 
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read of that address. This read is forwarded to the 
expansion bus. The CPU then performs a write of 
the same address, which is directed to main memo- 
ry. After BIOS is shadowed, the attributes for that 
memory area are set to read only so that all writes 
are forwarded to the expansion bus. 


Table 5. PAM Registers and Associated Memory Segments 


PAM Reg 

Attribute Bits 

Memory Segment 

Comments 

Offset 

PAM0l3:0] 

Reserved 



59h 

PAM0[7:4] 

R 

CE 

WE 

RE 

OFOOOO-OFFFFFh 

BIOS Area 

59h 

PAM 1 [3:0] 

R 

CE 

WE 

RE 

0C0000-0C3FFFh 

ISA Add-on BIOS 

5Ah 

PAM 1 [7:4] 

R 

CE 

WE 

RE 

0C4000-0C7FFFh 

ISA Add-on BIOS 

5Ah 

PAM2[3:0] 

R 

CE 

WE 

RE 

0C8000-0CBFFFh 

ISA Add-on BIOS 

5Bh 

mBSSSSBSM 


wm 



OCCOOO-OCFFFFh 

ISA Add-on BIOS 

5Bh 

PAM3[3:0] 


IIQ^ 

MM 

RE 

0D0000-0D3FFFh 

ISA Add-on BIOS 

5Ch 

PAM3[7:4] 

R 



RE 

0D4000~0D7FFFh 

ISA Add-on BIOS 

5Ch 

PAM4[3:0] 

R 

Jm 


RE 

0D8000-0DBFFFh 

ISA Add-on BIOS 

5Dh 


O 

mm 


■a 

ODCOOO-ODFFFFh 

ISA Add-on BIOS 

5Dh 

ISSSSSSH 

O 

mm 


■a 

0E0000-0E3FFFh 

BIOS Extension 

5Eh 


o 

mm 


■a 

0E4000-0E7FFFh 

BIOS Extension 

5Eh 





■a 

0E8000-0EBFFFh 

BIOS Extension 


PAM6[7:4] 

R 

CE 

WE 

RE 

OECOOO-OEFFFFh 

BIOS Extension 

5Fh 


NOTE: 

The CE bit should not be changed while the L2 cache is enabled. 


As an example, consider a BIOS that is implemented 
on the expansion bus. During the initialization pro- 
cess, BIOS can be shadowed in main memory to 
increase the system peHormance. To shadow BIOS, 
the attributes for that address range should be set to 
write only. BIOS Is shadowed by first performing a 



DOS Application Area (00000-9FFFh) 

Read, write, and cacheability attributes are always 
enabled and are not programmable for the 0- 640- 
Kbyte DOS application region. 

Video Buffer Area (AOOOO-BFFFFh) 

This 128-Kbyte area Is not controlled by attribute 
bits. CPU-initiated cycles in this region are always 
forwarded to PCI for termination. This area Is not 
cacheable. See section 3.2.16 for details on the use 
of this range as SMRAM. 


Expansion Area (COOOO-DFFFFh) 

This 128-Kbyte area is divided into eight 16-Kbyte 
segments. Each segment can be assigned one of 
four read/write states: read-only, write-only, read/ 
write, or disabled memory that is disabled is not re- 
mapped. Cacheability status can also be specified 
for each segment. 

Extended System BIOS Area (EOOOO-EFFFFh) 

This 64-Kbyte area is divided Into four 16-Kbyte seg- 
ments. Each segment can be assigned independent 
cacheability, read, and write attributes. Memory seg- 
ments that are disabled are not remapped else- 
where. 
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System BIOS Area (FOOOO-FFFFFh) On power-up or reset the CPU vectors to the Flash 

BIOS area, mapped in the range of 4 Gbyte to 
This area is a single 64-Kbyte segment. This seg- 4 Gbyte - 512 Kb]^e. This area is physically mapped 

ment can be assigned cacheability, read, and write on the expansion bus. Since these addresses are in 

attributes. When disabled, this segment is not re- the upper 4 Gbyte range, the request is directed to 

mapped. PCI. 

Extended Memory Area (1 00000- FFFFFFFFh) The main memory space can occupy extended 

memory from a minimum of 1 Mbyte up to 
The extended memory area can be split into several 1 28 Mbytes. This memory is cacheable. 
parts; 

• Flash BIOS area from 4 Gbyte to 4 Gbyte - P^l memory space from the top of main memory to 

512 Kbyte (aliased on ISA at 16 Mbyte - 4Gbytes is always non-cacheable. 

15.5 Mbyte) 

• Main Memory from 1 Mbyte to a maximum of 
128 Mbytes 

• PCI Memory space from the top of main memory 
to 4 Gbyte - 512 Kbyte 

3.2.15 DRB— DRAM ROW BOUNDARY REGISTERS 

Address Offset; 60h(DRB0)— 64h(DRB4) 

Default Value; 02h 
Access; Read/Write 

The TSC supports 5 rows of DRAM. Each row is 64 bits wide. The DRAM Row Boundary Registers define 
upper and lower addresses for each DRAM row. Contents of these 8-bit registers represent the boundary 
addresses in 4-Mbyte granularity. Note that bit 0 of each DRB must always be programmed to 0 for proper 
operation. 

DRBO = Total amount of memory in row 0 (In 4 Mbytes) 

DRB1 = Total amount of memory in row 0 + row 1 (in 4 Mbytes) 

DRB2 = Total amount of memory in row 0 + row 1 + row 2 (In 4 Mbytes) 

DRB3 = Total amount of memory in row 0 + row 1 -f row 2 + row 3 (In 4 Mbytes) 

DRB4 = Total amount of memory in row 0 + row 1 + row 2 + row 3 + row4 (in 4 Mbytes) 

The DRAM array can be configured with 512Kx32, 1Mx32, 2Mx32, and 4Mx32 SIMMs. Each register defines 
an address range that causes a particular RAS# line to be asserted (e.g., if the first DRAM row is 8 Mbytes in 
size then accesses within the 0 to 8-Mbyte range causes RASO# to be asserted). 

Bit Description 

7;6 Reserved. 

5;0 Row Boundary Address: This 6-bit field is compared against address lines A[27;22] to determine 
the upper address limit of a particular row (i.e., DRB minus previous DRB = row size). 



IFI^lCLDRSlDIM^l^Y 
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Row Boundary Address 

These 6-bit values represent the upper address lim- 
its of the 5 rows (i.e., this row minus previous row = 
row size). Unpopulated rows have a value equal to 
the previous row (row size = 0). DRB4 reflects the 
maximum amount of DRAM in the system. The top 
of memory is determined by the value written into 
DRB4. If DRB4 is greater than 128 Mbytes, then 
1 28 Mbytes of DRAM are available. 


As an example of a general purpose configuration 
where 4 physical rows are configured for either sin- 
gle-sided or double-sided SIMMs, the memory array 
would be configured like the one shown Figure 2. In 
this configuration, the TSC drives two RAS# signals 
directly to the SIMM rows. If single-sided SIMMs are 
populated, the even RAS# signal is used and the 
odd RAS# is not connected. If double-sided SIMMs 
are used, both RAS# signals are used. 


RAS4# ► 

SIMM-5 Back 

SIMM-4 Back 


RAS3# ► 

SIMM-5 Front 

SIMM-4 Front 



RAS2# ► 

SIMM-3 Back 

SIMM-2 Back 

RAS1# ► 

SIMM-3 Front 

SIMM-2 Front 


RASO# 



DRB5 

DRB4 


DRB3 

DRB2 


DRBO 


290518-4 


Figure 2. SIMMs and Corresponding DRB Registers 
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The following 2 examples describe how the DRB 
Registers are programmed for cases of single-sided 
and double-sided SIMMs on a motherboard having a 
total of four 8-byte or eight 4-byte SIMM sockets. 

Example #1 

The memory array is populated with four single-sid- 
ed 1 MB x 32 SIMMs, a total of 16 Mbytes of DRAM. 
Two SIMMs are required for each populated row 
making each populated row 8 Mbytes in size. 


DRBO = 02h 

populated (2 SIMMs, 8 Mbyte this 


row) 

DRB1 = 04h 

populated (2 SIMMs, 8 Mbyte this 


row) 

DRB2 = 04h 

empty row 

DRB3 = 04h 

empty row 

DRB4 = 04h 

empty row 


Example #2 

The memory array is populated with two 2-Mbyte x 
32 double-sided SIMMs (one row), and four 4-Mbyte 
X 32 single-sided SIMMs (two rows), yielding a total 
of 96 Mbytes of DRAM. The DRB Registers are pro- 
grammed as follows; 


DRBO = 04h 

populated with 16 Mbytes, y^ of 
double-sided SIMMs 

DRB1 = 08h 

the other 16 Mbytes of the dou- 
ble-sided SIMMs 

DRB2 = lOh 

populated with 32 Mbytes, one of 
the sided SIMMs 

DRB3 = 18h 

the other 32 Mbytes of single-sid- 
ed SIMMs 

DRB4 = 18h 

empty row 


3.2.16 DRT— DRAM ROW TYPE REGISTER 

Address Offset: 68h 
Default Value: OOh 

Access: Read/Write 


This 8-bit register identifies the type of DRAM (EDO or page mode) used in each row, and should be pro- 
grammed by BIOS for optimum performance if EDO DRAMs are used. The TSC uses these bits to determine 
the correct cycle timing on DRAM cycles. 


Bit 

Description 

7:5 

Reserved. 

4:0 

DRAM Row Type (DRT[4:0]): Each bit in this field corresponds to the DRAM row identified by the 
corresponding DRB Register. Thus, DRTO corresponds to row 0, DRT 1 to row 1 , etc. When DRTx = 0, 
page mode DRAM timings are used for that bank. When DRTx = 1 , EDO DRAM timings are used for 
that bank. 
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3.2.17 SMRAM— SYSTEM MANAGEMENT RAM CONTROL REGISTER 

Address Offset: 72h 
Default Value: 02h 

Access: Read/Write 


The System Management RAM Control Register controls how accesses to this space are treated. The Open, 
Close, and Lock SMRAM Space bits function only when the SMRAM enable bit is set to 1 . Also, the OPEN bit 
(DOPEN) should be set to 0 before the LOCK bit (DLCK) is set to 1 . 


Bit 

Description 

7 

Reserved. 

6 

SMM Space Open (DOPEN): When DOPEN = 1 and DLCK = 0, SMM space DRAM is made visible, 
even when SMIACT # is negated. This is intended to help BIOS initialize SMM space. Software should 
ensure that DOPEN = 1 Is mutually exclusive with DCLS= 1 . When DLCK is set to 1 , DOPEN Is set to 0 
and becomes read only. 

5 

SMM Space Closed (DCLS): When DCLS = 1 , SMM space DRAM is not accessible to data 
references, even If SMIACT # is asserted. Code references may still access SMM space DRAM. This 
allows SMM software to reference “through” SMM space to update the display, even when SMM 
space is mapped over the VGA range. Software should ensure that DOPEN = 1 Is mutually exclusive 
with DCLS = 1 . 

4 

SMM Space Locked (DLCK): When DLCK Is set to 1 , the TSC sets DOPEN to 0 and both DLCK and 
DOPEN become read only. DLCK can be set to 1 via a normal configuration space write but can only 
be cleared by a power-on reset. The combination of DLCK and DOPEN provide convenience with 
security. The BIOS can use the DOPEN function to initialize SMM space and then use DLCK to “lock 
down” SMM space in the future so that no application software (or BIOS Itself) can violate the Integrity 
of SMM space, even If the program has knowledge of the DOPEN function. 

3 

SMRAM Enable (SMRAME): When SMRAME = 1 , the SMRAM function is enabled, providing 
1 28 Kbytes of DRAM accessible at the AOOOOh address while in SMM (ADS# with SMIACT#). 

2:0 

SMM Space Base Segment (DBASESEG): This field selects the location of SMM space. “SMM 
DRAM” is not remapped. It Is simply “made visible” if the conditions are right to access SMM space. 
Otherwise, the access is forwarded to PCI. DBASESEG = 010 is the only allowable setting and selects 
the SMM space as AOOOO-BFFFFh. All other values are reserved. PCI masters are not allowed 
access to SMM space. 


(Pl^ilLOMOlKl^l^Y 
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Table 6 summarizes the operation of SMRAM space cycles targeting SMI space addresses (A and B seg- 
ments); 


Table 6. SMRAM Space Cycles 


SMRAME 

DLCK 

DCLS 

DOPEN 

SMI ACT# 

Code Fetch 

Data Reference 

0 

X 

X 

X 

X 

PCI 

PCI 

1 

0 

0 

0 

0 

DRAM 

DRAM 

1 

0 

X 

0 

1 

PCI 

PCI 

1 

0 

. 0 

1 

X 

DRAM 

DRAM 

1 

0 

1 

0 

0 

DRAM 

PCI 

1 

0 

1 

1 

X 

INVALID 

INVALID 

1 

1 

0 

X 

0 

DRAM 

DRAM 

1 

1 

X 

X 

1 

PCI 

PCI 

1 

1 

1 

X 

0 

DRAM 

PCI 
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4.0 FUNCTIONAL DESCRIPTION 

This section provides a functional description of the 
TSC and TDP. 


4.1 Host Interface 

The Host Interface of the TSC Is designed to sup- 
port the Pentium processor. The host interface of 
the TSC supports 50 MHz, 60 MHz, and 66 MHz bus 
speeds. The 82430FX PCIset supports the Pentium 
processor with a full 64-bit data bus, 32-bit address 
bus, and associated internal write-back cache logic. 
Host bus addresses are decoded by the TSC for 
accesses to main memory, PCI memory, and PCI I/ 
O. The TSC also supports the pipelined addressing 
capability of the Pentium processor. 


4.2 PCI Interface 

The 82437FX Integrates a high performance inter- 
face to the PCI local bus taking full advantage of the 
high bandwidth and low latency of PCI. Five PCI 
masters are supported by the Integrated arbiter in- 
cluding a PCI-to-ISA bridge and four general PCI 
masters. The TSC acts as a PCI master for CPU 
accesses to PCI. The PCI Bus is clocked at one half 
the frequency of the CPU clock. This divided syn- 
chronous Interface minimizes latency for CPU-to-PCI 
cycles and PCI-to-main memory cycles. 

The TSC/TDPs integrate posted write buffers for 
CPU memory writes to PCI. Back-to-back sequential 
memory writes to PCI are converted to burst writes 
on PCI. This feature allows the CPU to continue 
posting dword writes at the maximum bandwidth for 
the Pentium processor for the highest possible 
transfer rates to the graphics frame buffer. 


Read prefetch and write posting buffers In the TSC/ 
TDPs enable PCI masters to access main memory at 
up to 120 MB/second. The TSC incorporates a 
snoop-ahead feature which allows PCI masters to 
continue bursting on both reads and writes even as 
the bursts cross cache line boundaries. 


4.3 Secondary Cache Interface 

The TSC integrates a high performance second lev- 
el cache controller using internal /external tags and 
provides a full first level and second level cache co- 
herency mechanism. The second level cache Is di- 
rect mapped, non-sectored, and supports a write- 
back cache policy. Cache lines are allocated on 
read misses (no write allocate). 

The second level cache can be configured for either 
256-Kbyte or 512-Kbyte cache sizes using either 
synchronous burst or pipelined burst SRAMs, or 
standard asynchronous SRAMs. For the 256-Kbyte 
configurations, an 8kx8 standard SRAM is used to 
store the tags. For the 512-Kbyte configurations, a 
16kx8 standard SRAM Is used to store the tags and 
the valid bits. A 5V SRAM is used for the Tag. 

A second level cache line Is 32 bytes wide. In the 
256-Kbyte configurations, the second level cache 
contains 8K lines, while the 512-Kbyte configura- 
tions contain 16K lines. Valid and modified status 
bits are kept on a per-line basis. Cacheabllity of the 
entire memory space in the first level cache is sup- 
ported. For the second level cache, only the lower 
64 Mbytes of main memory are cacheable (only 
main memory controlled by the TSC DRAM interface 
Is cached). PCI memory Is not cached. Table 7 
shows the different standard SRAM access time re- 
quirements for different host clock frequencies. 


Table 7. SRAM Access Time Requirements 


Host Clock 
Frequency 
(MHz) 

Standard SRAM 
Access Time 
(ns) 

Burst SRAM 
Clock-to-Output 
Access Time (ns) 

Standard 

Burst 

Tag RAM 
Access 
Time (ns) 

Tag RAM 
Access 
Time (ns) 

50 

20 (17 ns Buffer) 

13.5 

30 

20 

60 

1 7 (1 0 ns Buffer) 

10 

20 

15 

66 

15 (7 ns Buffer) 

8.5 

15 

15 
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4.3.1 CLOCK LATENCIES 

Table 8 and Table 9 list the latencies for various 
processor transfers to and from the second level 
cache for standard and burst SRAM. The clock 
counts are identical for pipelined and non-pipelined 
burst SRAM. 


Table 8. Second Level Cache 
Latencies with Standard SRAM 


Cycle Type 

HCLK Count 

Burst Read 

3-2-2-2 

Burst Write 
(Write Back) 

4-3-3-3 

Single Read 

3 

Single Write 

4 


Table 9. Second Level Cache 
Latencies with Burst SRAM 


Cycle Type 

HCLK Count 

Burst Read 

3-1 -1-1 

Burst Write 
(Write Back) 

3-1-1-1 

Single Read 

3 

Single Write 

3 

Pipelined Back-to-Back 

3-1-1-1, 

Burst Reads 

1-1-1-1 


4.3.2 SNOOP CYCLES 

Snoop cycles are used to maintain coherency be- 
tween the caches (first and second level) and main 
memory. The TSC generates a snoop (or Inquire) 
cycle to probe the first level and second level 
caches when a PCI master attempts to access main 
memory. Snoop cycles are performed by driving the 
PCI master address onto the host address bus and 
asserting EADS#. 

To maintain optimum PCI bandwidth to main memo- 
ry, the TSC utilizes a “snoop ahead” algorithm. 
Once the snoop for the first cache line of a transfer 
has completed, the TSC automatically snoops the 


next sequential cache line. This algorithm enables 
the TSC to continue burst transfers across cache 
line boundaries. 

Reads 

If the snoop cycle generates a first level cache hit to 
a modified line, the line In the first level cache Is 
written back to main memory (via the DRAM Posted 
Write Buffers). The line in the second level cache (if 
it exists) is invalidated. Note that the line In the first 
level cache is not invalidated if the INV pin on the 
CPU is tied to the KEN# signal from the TSC. The 
TSC drives KEN# /INV low with EADS# assertion 
during PCI master read cycles. 

At the same time as the first level snoop cycle, the 
TSC performs a tag look-up to determine whether 
the addressed memory Is in the second level cache. 
If the snoop cycle generates a second level cache 
hit to a modified line and there was not a hit in the 
first level cache (HITM# not asserted), the second 
level cache line is written back to main memory (via 
the DRAM Posted Write Buffers) and changed to the 
“clean” state. The PCI master read completes after 
the data has been written back to main memory. 

Writes 

PCI Master write cycles never result in a write direct- 
ly into the second level cache. A snoop hit to a modi- 
fied line in either the first or second caches results in 
a write-back of that line to main memory. If both the 
first and second level caches have modified lines, 
the line is written back from the first level cache. In 
all cases, lines in the first and second level caches 
are invalidated and the PCI write to main memory 
occurs after the writeback completes. A PCI master 
write snoop hit to an unmodified line in either the first 
or second level caches results in the line being inval- 
idated. The TSC drives KEN# /INV with EADS# as- 
sertion during PCI master write cycles. 

4.3.3 CACHE ORGANIZATION 

Figure 3, Figure 4, Figure 5, Figure 6, and Figure 7 
show the connections between the TSC and the ex- 
ternal tag RAM and data SRAM. A 51 2K standard 
SRAM cache is implemented with 64Kx8 data 
SRAMs and a 16Kx8 tag RAM. The second ADS# 
pin from the CPU should be used to drive the 
ADSP# pin on Burst or Pipelined Burst SRAMs. 
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Figure 3. 256-Kbyte Second Level Cache (Standard SRAM) 
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Figure 4. 256-Kbyte Second Level Cache (Burst SRAM) 
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Figure 5. 256-Kbyte Second Level Cache (Burst SRAM) 
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Figure 7. Two Bank 512-Kbyte Second Level Cache (Pipelined Burst SRAM) 
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4.4 DRAM Interface 

The 82430FX PCIset’s main memory DRAM inter- 
face supports a 64-bit wide memory array and main 
memory sizes from 4 to 128 Mbytes. The TSC gen- 
erates the RAS#, CAS#, WE# (using MOE#) and 
multiplexed addresses for the DRAM array and con- 
trols the data flow through the 82438FX TDP’s. For 
CPU-to-DRAM cycles the address flows through the 
TSC and data flows through the TDP’s. For PCI or 
ISA cycles to memory the address flows through the 
TSC and data flows to the TDP’s through the TSC 
and PUNK bus. The TSC and TDP DRAM interfaces 
are synchronous to the CPU clock. 

The 82430FX PCIset supports industry standard 
32-bit wide memory modules with fast page-mode 
DRAMs and EDO (Extended Data Out) DRAMs (also 
known as Hyper Page mode). With twelve multi- 
plexed address lines (MA[11:0]), the TSC supports 
512KX32, 1M32, 2Mx32, and 4Mx32 SIMM’s (both 
symmetrical and asymmetrical addressing). Five 
RAS# lines permit up to five rows of DRAM and 
eight CAS# lines provide byte write control over the 
array. The TSC supports 60 ns and 70 ns DRAMs 
(both single and double-sided SIMM’s). The TSC 
also provides an automatic RAS# only refresh, at a 
rate of 1 refresh per 15.6 ms at 66 MHz, 60 MHz, 
and 50 MHz. A refresh priority queue and “smart 
refresh’’ algorithm are used to minimize the perform- 
ance impact due to refresh. 

The DRAM controller interface is fully configurable 
through a set of control registers (see Register De- 
scription section for programming details). The 
DRAM Interface is configured by the DRAM Control 
Mode Register, the five DRAM Row Boundary (DRB) 
Registers, and the DRAM Row Type (DRT) Register. 
The DRAM Control Mode Registers configure the 
DRAM interface to select fast page-mode or EDO 
DRAMs, RAS timings, and CAS rates. The five DRB 
Registers define the size of each row In the memory 
array, enabling the TSC to assert the proper RAS# 
line for accesses to the array. 

Seven Programmable Attribute Map (PAM) Regis- 
ters are used to specify the cacheability, PCI enable, 
and read /write status of the memory space between 
640 Kbytes and 1 Mbyte. Each PAM Register de- 
fines a specific address area enabling the system to 
selectively mark specific memory ranges as cache- 
able, read-only, write-only, read/write, or disabled. 
When a memory range is disabled, all CPU access- 
es to that range are forwarded to PCI. 


The TSC also supports one of two memory holes; 
either from 512 Kbytes -640 Kbytes or from 15 
Mbytes- 16 Mbytes in main memory. Accesses to 
the memory holes are forwarded to PCI. The memo- 
ry hole can be enabled/disabled through the DRAM 
Control Register. All other memory from 1 Mbyte to 
the top of main memory is read/write and cache- 
able. 

The SMRAM memory space is controlled by the 
SMRAM Control Register. This roister selects If the 
SMRAM space Is enabled, opened, closed, or 
locked. SMRAM space Is between 640 Kbytes and 
768 Kbytes. See section 3.2.17 for more details on 
SMRAM. 


4.4.1 DRAM ORGANIZATION 

Figure 8 illustrates a 4-SI MM configuration that sup- 
ports 4 double-sided SIMM’s and motherboard 
DRAM. RASO# is used for motherboard memory. 
This memory should not be implemented with 
SIMMs. 

Except for motherboard memory, a row in the DRAM 
array is made up of two SIMM’s that share a com- 
mon RAS# line. Within any given row, the two 
SIMMs must be the same size. For different rows, 
SIMM densities can be mixed in any order. Each row 
is controlled by 8 CAS lines. EDO and Standard 
page mode DRAM’s can be mixed between rows or 
within a row. When DRAM types are mixed (EDO 
and standard page mode), each row will run opti- 
mized for that particular type of DRAM. If DRAM 
types are mixed within a row, page mode timings 
must be selected. 

SIMMs can be used for the sockets connected to 
RAS[2:1]# and RAS[4:3]#. The two RAS lines per- 
mit double-sided SIMMs to be used in these socket 
pairs. The following rules apply to the SIMM configu- 
ration. 

1. SIMM sockets can be populated in any order. 

2. SIMM socket pairs need to be populated with the 
same densities. For example, SIMM sockets 
RAS[2:1]# should be populated with identical 
densities. However, SIMM sockets using 
RAS [4:3]# can be populated with different den- 
sities than the SIMM socket pair using 
RAS[2:1]#. 
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3. The TSC only recognizes a maximum of 
128 Mbytes of main memory, even if populated 
with more memory. 

4. EDO’s and standard page mode can both be 
used. 


4.4.2 MAIN MEMORY ADDRESS MAP 

The main memory organization (Figure 9) represents 
the maximum 128 Mbytes of address space. Ac- 
cesses to memory space above the top of main 
memory, video buffer range, or the memory gaps (if 
enabled) are not cacheable and are forwarded to 
PCI. Below 1 Mbyte, there are several memory seg- 
ments with selectable cacheability. 


Table 10. DRAM Address Translation 


Memory 

Address, 

MA[11:0] 

11 

10 

9 

8 

7 

6 

5 

4 

3 

2 

1 

0 

Row 

Address 

A24 

A23 

A21 

A20 

A19 

A18 

A17 

A16 

A15 

A14 

A13 

A12 

Column 

Address 

X 

A24 

A22 

All 

A10 

A9 

A8 

A7 

A6 

A5 

A4 

A3 


4.4.3 DRAM ADDRESS TRANSLATION 

The multiplexed row/column address to the DRAM 
memory array Is provided by MA[1 1:0] which are de- 
rived from the host address bus or PCI address as 
defined by Table 10. The TSC has a 4-Kbyte page 
size. The page offset address is driven on the 
MA[8:0] lines when driving the column address. The 
MA[1 1:0] lines are translated from the address lines 
A[24:3] for all memory accesses. 


The types of DRAMs depth configuration supported are: 


Depth 

Row Width 

Coiumn Width 

512K 

10 

9 

1M 

10 

10 

2M 

11 

10 

4M 

11 

11 

4M 

12 

10 


(F>l^l(LDRaOKl^l^V 
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Figure 8. DRAM Array Connections 
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4.4.4 DRAM PAGE MODE 

For any row containing standard page mode DRAM on read cycles, the TSC keeps CAS[7:0] # asserted until 
data Is sampled by the TDPs. 



Forward To PCI 

4 GB 


(Non-Cacheable) 

128 MB 


Second Level Cache (Non-Cacheable) 



First Level Cache (Cacheable) 




64 MB 


Always Cacheable 




16 MB 


Optional Memory Space Gap 

15 MB 


Cacheable 



1 MB 


Expansion and BIOS Region 



(Cacheable Segments) 

768 KB 


Video Buffer 


(SMM Space Non-Cacheable) 

640 KB 


Optional Memory Space Gap 


DOS Applications 

512 KB 


(No Read/Write Protect) 



(Always Cacheable) 

0 
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Figure 9. Memory Space Organization 
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4.4.5 EDO MODE 

Extended Data Out (or Hyper Page Mode) DRAM is 
designed to improve the DRAM read performance. 
EDO DRAM holds the memory data valid until the 
next CAS# falling edge. Note that standard page 
mode DRAM tri-states the memory data when 
CAS# negates to precharge. With EDO, the CAS# 
precharge overlaps the memory data valid time. This 
allows CAS# to negate earlier while still satisfying 
the memory data valid window time. 


The EDO Detect Mode Enable bit in the DRAM Con- 
trol Register enables a special timing mode for BIOS 
to detect the DRAM type on a row by row basis. 

4.4.6 DRAM PERFORMANCE 

The DRAM performance is controlled by the DRAM 
Timing Register, processor pipelining, and by the 
type of DRAM used (EDO or standard page mode). 
Table 11 lists both EDO and standard page mode 
optimum timings. 


Table 11. CPU to DRAM Performance Summary 


Processor Cycle Type (Pipelined) 

Ciock Count (ADS# to BRDY#) 

Comments 

Burst read page hit 

7-2-2-2 

EDO 

Read row miss 

0-2-2-2 (note 1) 

EDO 

Read page miss 

12-2-2-2 

EDO 

Back-to-back burst reads page hit 

7-2-2-2-3-2-2-2 

EDO 

Burst read page hit 

7-3-3-3 

Standard page mode 

Burst read row miss 

0-3-3-3 (note 1) 

Standard page mode 

Burst read page miss 

12-3-3-3 

Standard page mode 

Back-to-back burst read page hit 

7-3-3-3-3-3-3-3 

Standard page mode 

Posted write 

3-1-1-1 

EDO/Standard page mode 

Retire data for posted write 

Every 3 clocks 

EDO/Standard page mode 


NOTES: 

1. Due to the MA[11:2] to RAS# setup requirements, if a page is open, two clocks are added to the leadoff. 

2. Read and write rates to DRAM are programmable via the DRAMT Register. 
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4.4.7 DRAM REFRESH 

The TSC supports RAS# only refresh and gener- 
ates refresh requests. The rate that requests are 
generated is determined by the DRAM Control Reg- 
ister. When a refresh request is generated, the re- 
quest is placed in a four entry queue. The DRAM 
controller services a refresh request when the re- 
fresh queue is not empty and the controller has no 
other requests pending. When the refresh queue is 
full, refresh becomes the highest priority request and 
is serviced next by the DRAM controller, regardless 
of other pending requests. When the DRAM control- 
ler begins to service a refresh request, the request is 
removed from the refresh queue. 

There is also a “smart refresh” algorithm imple- 
mented in the refresh controller. Except for Bank 0, 
refresh is only performed on banks that are populat- 
ed. For bank 0, refresh Is always performed. If only 
one bank is populated, using bank 0 will result in 
better performance. 

4.4.8 SYSTEM MANAGEMENT RAM 

The 82430FX PCIset support the use of main memo- 
ry as System Management RAM (SMRAM), enabling 
the use of System Management Mode. When this 
function is disabled, the TSC memory map is defined 
by the DRB and PAM Registers. When SMRAM is 
enabled, the TSC reserves the A and B segments of 
main memory for use as SMRAM. 


SMRAM is placed at AOOOO-BFFFFh via the 
SMRAM Space Register. Enhanced SMRAM fea- 
tures can also be enabled via this register. PCI mas- 
ters can not access SMRAM when It is programmed 
to the A and B segments. 

When the TSC detects a CPU stop grant special cy- 
cle, It generates a PCI Stop Grant Special cycle with 
0002h in the message field (AD[15:0l) and 001 2h in 
the message dependent data field (AD[31:16]) dur- 
ing the first data phase (IRDY# asserted). 


4.5 82438FX Data Path (TDP) 

The TDP’s provide the data path for host-to-main 
memory, PCI-to-main memory, and host-to-PCI cy- 
cles. Two TDP’s are required for the 82430FX PCI- 
set system configuration. The TSC controls the data 
flow through the TDP’s with the PCMD[1:0], HOE#, 
POE#, MOE#, MSTB#, and MADV# signals. 

The TDP’s have three data path interfaces; the host 
bus (HD[63:0l). the memory bus (MD[63:0]), and the 
PLINK[15;0] bus between the TDP and TSC. The 
data paths for the TDP’s are interleaved on byte 
boundaries (Figure 10). Byte lanes 0, 2, 4, and 6 
from the host CPU data bus connects to the even 
order TDP and byte lanes 1 , 3, 5, and 7 connect to 
the odd order TDP. PLINK[7:0] connects to the even 
order TDP and PLINK[15;8] connect to the odd or- 
der TDP. 
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HOE# — 

HOE# 

— 

MOE# 

MOE# — 
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— 

POE# 

POE# — 
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PCMD[1:0] — 

PCMD[1:0] 

— 

MSTB# 

MSTB# — 
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HCLK 


HCLK 
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Figure 10. TDP 64-Bit Data Path Partitioning 
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4.6 PCI Bus Arbitration 

The TSC’s PCI Bus arbiter allows PCI peer-to-peer 
traffic concurrent with CPU main memory/second 
level cache cycles. The arbiter supports five PCI 
masters (Figure 11). REQ[3;0]#/GNT[3:0]# are 
used by PCI masters other than the PCI-to-ISA 
expansion bridge (PIIX). PHLD#/PHLDA# are the 
arbitration request/grant signals for the PIIX and 
provide guaranteed access time capability for ISA 
masters. PHLD#/PHLDA# also optimize system 
performance based on PIIX known policies. 


PHLD# 

REQO# 

REQ1# 

REQ2# 

REQ3# 

290518-13 



► GNT2# 

► GNT3# 


Figure 11. Arbiter 


4.6.1 PRIORITY SCHEME AND BUS GRANT 

The arbitration mechanism employs two interacting 
priority queues; one for the CPU and one for the PCI 
agents. The CPU queue guaranatees that the CPU Is 
explicity granted the bus on every fourth arbitration 
event. The PCI priority queue determines which PCI 
agent Is granted when PCI wins the arbitration event. 

A rotating priority scheme is used to determine the 
highest priority requester In the case of simulta- 


int^. 

neous requests. If the highest priority Input at arbitra- 
tion time does not have an active request, the next 
priority active requester is granted the bus. Granting 
the bus to a lower priority requester does not change 
the rotation order, but it does advance the priority 
rotation. The rotation priority chain is fixed (Figure 
12). If the highest priority agent does not request the 
bus, the next agent in the chain is the highest priori- 
ty, and so forth down the chain. 

When no PCI agents are requesting the bus, the 
CPU Is the default owner of the bus. CPU cycles 
incur no additional delays in this state. 

The grant signals (GNTx#) are normally negated af- 
ter FRAME# assertion or 16 PCLKs from grant as- 
sertion, if no cycle has started. Once asserted, 
PHLDA# is only negated after PHLD# has been 
negated. 


4.6.2 CPU POLICIES 

The CPU never explicitly requests the bus. Instead, 
the arbiter grants the bus to the CPU when: 

• the CPU is the highest priority 

• PCI agents do not require main memory (peer-to- 
peer transfers or bus idle) and the PCI Bus Is not 
currently locked by a PCI master 

When the CPU Is granted as highest priority, the 
MLT timer Is used to guarantee a minimum amount 
of system resources to the CPU before another re- 
questing PCI agent is granted. 

An AHOLD mechanism controls granting the bus to 
the CPU. 
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CPU/PCI Priority Queue PCI Priority Queue 



290518-14 

NOTES: 

1 . For the CPU/PCI priority queue, the CPU is granted the PCI Bus after three consecutive PCI grants. 

2. For the PCI priority queue, the last agent granted is always dropped to the bottom of the queue for the next arbitra- 
tion cycle. However, the order of the chain is always preserved. 


Figure 12. Arbitration Priority Rotation 


4.7 Clock Generation and Distribution 

The TSC and CPU should be clocked from one clock 
driver output to minimize skew between the CPU 
and TSC. The TDPs should share another clock driv- 
er output. 

4.7.1 RESET SEQUENCING 

The TSC Is asynchronously reset by the PCI reset 
(RST #). After RST # Is negated, the TSC resets the 
TDP by driving HOE#, MOE#, and POE# to 1 for 
two HCLKs. The TSC changes HOE#, MOE#, and 
POE# to their default value after the TDP is reset. 


Arbiter (Central Resource) Functions on Reset 

The TSC arbiter includes support for PCI central re- 
source functions. These functions include driving the 
AD [31:0], C/BE [3:0]#, and PAR signals when no 
agent is granted the PCI Bus and the bus is Idle. The 
TSC drives O’s on these signals during reset and 
drives valid levels when no other agent is granted 
and the bus is idle. 
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5.0 PINOUT AND PACKAGE INFORMATION 

5.1 82437FX Pinout 
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Table 12. 82437FX Alphabetical Pin Assignment 


Name 

Pin# 

Type 

A3 

37 

I/O 

A4 

40 

I/O 

A5 

43 

I/O 

A6 

42 

I/O 

A7 

41 

I/O 

A8 

44 

moiiii 

A9 

56 

mol 

A10 

46 


A11 

45 

IIIQQI 

A12 

57 


A13 

59 


A14 

58 


A15 

60 

mom 

A16 

47 


A17 

48 


A18 

49 


A19 

50 


A20 

55 


A21 

29 

BSlii 

A22 

32 


A23 

28 


A24 

30 

mon 

A25 

34 

IIQQIII 


33 

BQI 


31 

mm 


35 


A29 

39 

I/O 

A30 

38 

I/O 

A31 

36 

I/O 


Name 

Pin# 

Type 

ADO 

3 

I/O 

ADI 

206 

I/O 

AD2 

205 

I/O 

AD3 

204 

I/O 

AD4 

203 

I/O 

AD5 

mm 

I/O 

AD6 

mm 

I/O 



I/O 

AD8 

198 



197 



194 


ESDI 

193 

I/O 


192 

I/O 


191 

I/O 


190 

I/O 


189 

I/O 

ADI 6 

177 

I/O 


176 

I/O 


175 



174 

I/O 


173 

I/O 

AD21 

172 

I/O 

AD22 

171 

I/O 


168 

I/O 


166 

I/O 




AD26 

164 

I/O 

AD27 

163 

I/O 

AD28 

162 

I/O 


Name 

Pin# 

Type 

AD29 

161 

I/O 

AD30 

160 

I/O 

AD31 

159 

I/O 

ADS# 

70 

1 

AHOLD 

65 

o 

BEO# 

80 

1 

BE1# 

81 

1 

BE2# 


1 

BE3# 


1 

BE4# 

84 

1 

BE5# 


1 

BE6# 

IHB! 

1 

BE7# 


1 

BOFF# 


0 

BRDY# 


0 

C/BEO# 

199 

■BM 

C/BE1 # 



C/BE2# 



C/BE3# 



CAB3 

25 

0 

CACHE# 

63 

1 

CADS#/ 

CAA3 

14 

0 

CADV#/ 

CAA4 

13 

0 

CASO# 

141 

0 

CAS1# 

139 

0 

CAS2# 

143 

o 

CAS3# 

137 

0 

CAS4# 

140 

0 
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Table 12. 82437FX Alphabetical Pin Assignment (Continued) 


Name 

Pin# 

Type 

CASS# 

138 

0 




CAS7# 

136 


CCS#/ 

CAB4 

24 

H 

COE# 

15 



20 




0 

CWE2# 


0 

CWE3# 


0 

CWE4# 

BB 

mQiiii 

CWE5# 

mm 


CWE6# 

mm 

mQiiii 

CWE7# 


mQiiii 

D/C# 

71 

mil 



I/O 

EADS# 

69 

0 

FRAME# 


1100111 

ONTO# 

ll^ll 

mQin 

GNT1# 

148 

0 

GNT2# 

146 


GNT3# 

144 

0 

HCLKIN 

76 

1 

HITM# 

72 

1 

HLOCK# 

61 

1 

HOE# 

112 

0 

IRDY# 

180 

I/O 

KEN# 

64 

0 




M/IO# 


imi 

MA2 

119 

0 


Name 

Pin# 

Type 

MA3 

120 

0 

MA4 


0 

MAS 

122 

0 

MAS 

123 

0 

MA7 

124 

o 

MA8 

125 

0 

MA9 


0 

MA10 


0 

MA11 

mm 

o 

MAAO 

115 

0 

MAA1 


0 

. 

MABO 


o 

MAB1 


o 

MADV# 

111 

0 

MOE# 

114 

O 

MSTB# 

110 

0 

NA# 

67 

0 

PAR 

187 

I/O 



1 


IQOIII 

0 

PCMD1 


o 

PHLD# 

153 

1 

PHLDA# 

152 

0 

PLINKO 

88 

I/O 

PLINK1 

89 


PLINK2 

90 

IHQOI 

PLINK3 

91 


PLINK4 


l^ll 







PLINK7 

95 

I/O 


Name 

Pin# 

Type 

PLINK8 

96 

I/O 


97 


ISISS^I 







100 




I/O 

PLINK14 


I/O 

IQ0Q9I 

IBSi 

I/O 


mooi 

o 



0 

RAS1# 

135 

0 

RAS2# 

132 

0 

RAS3# 

133 

o 



0 

REQO# 


1 


149 

1 

REQ2# 

147 

1 

REQ3# 


1 


77 

1 


74 

1 


185 

mol 

TlOO 

4 


loom 

5 

■EEI 


6 

I/O 

TI03 

11 

I/O 

TI04 

10 

I/O 

TI05 

9 

I/O 

TI06 

8 


TI07 

7 

I/O 

TRDY# 

181 

I/O 

TWE# 

12 

0 
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Table 12. 82437FX Alphabetical Pin Assignment (Continued) 


Name 

Pin# 

Type 

VDD3 

27 

V 


53 




HQH 


130 

HDH 

VDD5 

54 

V 


78 


VDD5 


HQH 

VDD5 


V 

VDD5 

158 

V 

VDD5 

170 

V 


Name 

Pin# 

Type 

VDD5 

183 

V 


196 



207 



208 

HDI 


1 

HDH 

HiH 

2 

V 

vss 

26 

HDH 

vss 

51 

V 

vss 

52 

V 

vss 

75 

V 


Name 

Pin# 

Type 

vss 

79 

V 


mm 

m 


mm 

HDH 


mm 


VSS 

155 

V 

vss 

156 

V 

vss 

169 

V 

vss 

182 

V 

vss 

195 

V 

W/R# 

73 

1 


I IPKllLOliiaDKlAISV 
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5.2 82438FX Pinout 


O-r-CVICO'cJ-LOCOr^ 

^ 2>c: be: ^ ^ ^ ioOOoo>4t: 

T4-cocM'.-o222Z2Z22a5QS2»“QliJ 
QQQQQ_l_j_l_j_j_j_j_jC0QOO^<O 
XXXXXQ.a.OLQ.Q-Q.Q.Q->>a.Q_SSX 


vss 

VDD3 

HD5 

HD6 

HD7 

HD8 

HD9 

HD10 

HD11 

HD12 

HD13 

HD14 

HD15 

HD16 

HD17 

HD18 

HD19 

HD20 

VSS 

HD21 

HD22 

HD23 

HD24 

VDD3 

HD25 

HD26 

HD27 

VSS 

VDD5 

HCLK 


o°' 


: 1 
: 2 
:3 
: 4 
: 5 

:e 

:7 
:8 
:9 
: 10 
: 11 
: 12 
: 13 
: 14 
: 15 
16 

17 

18 

19 

20 
21 
22 

23 

24 

25 

26 

27 

28 

29 

30 


80 

79 

78 

77 

76 

75 

74 

73 

72 

71 

70 

69 

68 

67 

66 

65 

64 

63 

62 

61 

60 

59 

58 

57 

56 

55 

54 

53 

52 

51 


VSS 

VDD3 

POE# 

MOE# 

VDD3/5 

MD15 

MD31 

MD7 

MD23 

MD14 

MD30 

MD6 

MD22 

MD13 

MD29 

VSS 

VDD3/5 

MD5 

MD21 

M04 

MD20 

MD12 

MD28 

MD3 

MD19 

MD11 

MD27 

VSS 

VDD5 

MD2 


COODCTJO'r-COCO'^OOCDOlOOJr^-r-COOljOCOCO 

COCMCMCOCOQajCMQ-r-QCMQ-f-QCMT-^CO'^ 

>qqqqq>Q2QsQsQsQQq>Q 

XXXX> S 2 S S SSo 2 

> 


290518-16 


NOTES: 

VDD3 is connected to the 3.3V rail; VDD5 is connected to the 5V, VDD3/5 is connected to the 3.3V rail for 3.3V DRAMs 
and to the 5V rail for 5V DRAMs. 


Figure 14. 82438FX Pin Assignment 


2-408 





82437FX TSC AND 82438FX TDP 



® 


Table 13. 82438FX Alphabetical Pin Assignment 


Name 

Pin# 

Type 

HCLK 

30 

1 

HDO 

96 

I/O 

HD1 

97 

I/O 

HD2 

98 

I/O 

HD3 

99 

I/O 

HD4 

100 

I/O 

HD5 

3 

I/O 

HD6 

4 

I/O 

HD7 

5 

I/O 

HD8 

6 

I/O 

HD9 

7 

I/O 

HD10 

8 

I/O 

HD11 

9 

I/O 

HD12 

10 

I/O 

HD13 

11 

I/O 

HD14 

12 

I/O 

HD15 

13 

I/O 

HD16 

14 

I/O 

HD17 

15 

I/O 

HD18 

16 

I/O 

HD19 

17 

I/O 

HD20 

18 

I/O 

HD21 

20 

I/O 

HD22 

21 

I/O 

HD23 

22 

I/O 

HD24 

23 

I/O 

HD25 

25 

I/O 

HD26 

26 

I/O 

HD27 

27 

I/O 

HD28 

32 

I/O 


Name 

Pin# 

Type 

HD29 

33 

I/O 

HD30 

34 

I/O 

HD31 

35 

I/O 

HOE# 

81 

1 

MADV# 

82 

1 

MDO 

41 

I/O 

MD1 

45 

I/O 

MD2 

51 

I/O 

MD3 

57 

I/O 

MD4 

61 

I/O 

MD5 

63 

I/O 

MD6 

69 

I/O 

MD7 

73 

I/O 

MD8 

39 

I/O 

MD9 

43 

I/O 

MD10 

47 

I/O 

MD11 

55 

I/O 

MD12 

59 

I/O 

MD13 

67 

I/O 

MD14 

71 

I/O 

MD15 

75 

I/O 

MD16 

40 

I/O 

MD17 

44 

I/O 

MD18 

50 

I/O 

MD19 

56 

I/O 

MD20 

60 

I/O 

MD21 

62 

I/O 

MD22 

68 

I/O 

MD23 

1 72 

I/O 

MD24 

1 38 

I/O 


Name 

Pin# 

Type 

MD25 

42 

I/O 

MD26 

46 

I/O 

MD27 

54 

I/O 

MD28 

58 

I/O 

MD29 

66 

I/O 

MD30 

70 

I/O 

MD31 

74 

I/O 

MOE# 

77 

1 

MSTB# 

83 

1 

PCMDO 

85 

1 

PCMD1 

84 

1 

PLINKO 

95 

I/O 

PLINK1 

94 

I/O 

PLINK2 

93 

I/O 

PLINK3 

92 

I/O 

PLINK4 

91 

I/O 

PLINK5 

90 

I/O 

PLINK6 

89 

I/O 

PLINK7 

88 

I/O 

POE# 

78 

1 

VDD3 

2 

V 

VDD3 

24 

V 

VDD5 

29 

V 

VDD3 

36 

V 

VDD3/5 

48 

V 

VDD5 

52 

V 

VDD3/5 

64 

V 

VDD3/5 

76 

V 

VDD3 

79 

V 

VDD5 

86 

V 
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Table 13. 82438FX Alphabetical Pin Assignment (Continued) 
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Table 14. 208 Pin Quad Flat Pack (QFP) Dimensions 


Symbol 

Description 

Value (mm) 

A 

Seating Height 

4.25 (max) 

A1 

Stand-off 

0.05 (min); 0.40 (max) 

b 

Lead Width 

0.2 ± 0.10 

C 

Lead Thickness 

0.15 +0.1/-0.05 

D 

Package Length and Width, including pins 

30.6 ± 0.4 

D1 

Package Length and Width, excluding pins 

28 ± 0.2 

e1 

Linear Lead Pitch 

0.5 ± 0.1 

Y 

Lead Coplanarity 

0.08 (max) 

L1 

Foot Length 

0.5 ± 0.2 

T 

Lead Angle 

O’’ -10" 


[F>l^iLDIS!ilOK!/^I^Y 
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Table 15. 100 Pin Quad Flat Pack (QFP) 6.0 82437FX TSC TESTABILITY 

Dimensions 


Symbol 

Description 

Value (mm) 

A 

Seating Height 

3.3 (max) 

A1 

Stand-off 

0.0 (min); 
0.50 (max) 

b 

Lead Width 

0.3 ± 0.10 

C 

Lead Thickness 

0.15 +0.1/-0.05 

D 

Package Width, 
including pins 

17.9 ± 0.4 

D1 

Package Width, 
excluding pins 

14 0.2 

E 

Package Length, 
including pins 

23.9 ± 0.4 

E1 

Package Length, 
excluding pins 

20 ± 0.2 

e1 

Linear Lead Pitch 

0.65 ±0.12 

Y 

Lead Coplanarlty 

0.1 (max) 

L1 

Foot Length 

0.8 0.2 

T 

Lead Angle 

O'-IO'^ 


6.1 Test Mode Description 

The test modes are decoded from the REQ#[3:0] 
and qualified with the RESET# pin. Test mode se- 
lection is asynchronous, these signals need to re- 
main in their respective state for the duration of the 
test modes. The test modes are defined as follows. 


Test 

Mode 

RST# 

REQO# 

REQ1# 

REQ2# 

REQ3# 

NAND 

Tree 

0 

0 

0 

0 

0 


6.2 NAND Tree Mode 

Tri-states all outputs and bi-directional buffers ex- 
cept for RST#, REQ#[3;0l, GNT#[3:1]. The NAND 
tree follows the pins sequentially around the chip 
skipping only RESET#, REQ#[3;0], and 
GNT#[3:1]. The first input of the NAND chain 
GNTO#, and the NAND chain is routed counter- 
clockwise around the chip (e.g., GNTO#, PHLDA#, 
. . . ). The only valid outputs during NAND tree mode 
are GNT1#, GNT2#, and GNT3#. GNT1 # and 
GNT #3 are both final outputs of the NAND tree, and 
GNT2# Is the halfway point of the NAND tree. 


To perform a NAND tree test, all pins included In the 
NAND tree should be driven to 1 with the exception 
of PCLKIN which should be driven to 0. 

Beginning with GNTO# and working counter-clock- 
wise around the chip, each pin can be toggled with a 
resulting toggle observed on GNT3#, GNT2#, and 
GNT1 #. The GNT2# output is provided so that the 
NAND tree test can be divided into two sections. 
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Table 16. NAND Tree Cell Order for the 82437FX 


Pin# 

Pin Name 

Notes 

77 

RST# 

Must be 0 to enter NAND 
tree mode. This signal must 
remain 0 during the entire 
NAND tree test. 

145 

REQ3# 

Must be 0 to enter NAND 
tree mode. This signal must 
remain 0 during the entire 
NAND tree test. 


REQ2# 




REQO# 


150 

ONTO# 


PHLDA# 

153 

PHOLD# 

154 

PCLKIN 

1 

159 

AD31 

160 


161 


162 

AD28 

163 

AD27 

164 

ISQ8III 

165 



AD24 

167 

C/BE3# 

168 

AD23 


Must be 0 to enter NAND 
tree mode. This signal must 
remain 0 during the entire 
NAND tree test. 


Must be 0 to enter NAND 
tree mode. This signal must 
remain 0 during the entire 
NAND tree test. 


Must be 0 to enter NAND 
tree mode. This signal must 
remain 0 during the entire 
NAND tree test. 


Start of the NAND tree 
chain. 


PCLKIN needs to be 0 to 
pass the NAND-tree chain, a 
logic 1 will block the NAND- 
tree chain. 


171 

AD22 


172 

AD21 


173 

AD20 




176 ADI 7 


ADI 6 


179 FRAME# 


181 TRDY# 


184 DEVSEL# 


STOP# 


LOCK# 


189 ADI 5 


190 




99 C/BEO# 


200 AD7 
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Table 16. HAND Tree Cell Order for the 82437FX (Continued) 


Pin # 

Pin Name 

Notes 

33 

A26 


34 

A25 


35 

A28 


36 

A31 


37 

A3 


38 

A30 


39 

A29 


40 

A4 


41 

A7 


42 

A6 


43 

A5 


44 

A8 


45 

All 


46 

A10 


47 

A16 


48 

A17 


49 

A18 


50 

A19 


55 

A20 


56 

A9 


57 

A12 


58 

A14 


59 

A13 


60 

A15 


61 

HLOCK# 


62 

M/IO# 


63 

CACHE# 


64 

KEN# 


65 

AHOLD 


66 

BRDY# 



Pin # 

Pin Name 

Notes 

206 

ADI 


3 

ADO 


4 

TlOO 


5 

TI01 


6 

TI02 


7 

TI07 


8 

TI06 


9 

TI05 


10 

TI04 


11 

T103 


12 

TWE# 


13 

CADV#/ 

CAA4 


14 

CADS#/ 

CAA3 


15 



16 



17 

Q2SQIIIII 


18 

CWE6# 


19 

CWE7# 


20 

CWEO# 


21 

CWE1# 


22 

CWE2# 


23 

CWE3# 


24 

CCS#/ 

CAB4 


25 

CAB3 


28 

A23 


29 

A21 


30 

A24 


31 

A27 


32 

A22 



I 
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Table 16. NAND Tree Cell Order for the 82437FX (Continued) 


Pin # 

Pin Name 

Notes 

101 

PLINK13 


102 

PLINK14 


107 

PLINK15 


108 

PCMDO 


109 

PCMD1 


QQII 

MSTB# 


mi 

MADV# 


112 

HOE# 


113 

POE# 


iW 

MOE# 


1^1 



BQ^I 






118 



IBM 

|2Q9H[| 


IB^I 

MA3 

1 

1 


MA4 

1 


MAS 





124 



1^9 




MA9 


127 

MA10 



MA11 



RAS4# 



RAS2# 


133 

RAS3# 


134 

RASO# 


135 

RAS1# 


136 

CAS7# 



Pin # 

Pin Name 

Notes 

67 

NA# 


68 

BOFF# 


69 

EADS# 


BH 

ADS# 


um 

D/C# 


Qi 

HUM# 


EH 

W/R# 


BH 

SMIACT# 

.. 

JEM 

HCLKIN 



BEO# 


IB 

BE1# 



BE2# 








85 

BE5# 


f 

BE6# 


IB 



88 

PLINKO 


fm 

PLINK1 



PLINK2 


IB 

PLINK3 


B 

PLINK4 


i^n 

PLINK5 


lai 

PLINK6 








97 

PLINK9 


98 

PLINK10 


99 

PLINK11 


100 

PLINK12 
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Table 16. NAND Tree Cell Order for the 82437FX (Continued) 


Pin # 

Pin Name 

Notes 

137 

CAS3# 


138 

CAS5# 


139 

CAS1# 


140 

CAS4# 


141 

CASO# 


142 

CAS6# 



Pin # 

Pin Name 

Notes 

143 

CAS2# 


144 

GNT3# 

Final output of the NAND 
tree chain. 

146 

GNT2# 

Half way point of the NAND 
tree chain. 

148 

GNT1# 

Final output of the NAND- 
tree chain. 




2-417 




82437FX TSC AND 82438FX TDP 



Figure 17 is a schematic of the NAND tree circuitry. 
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Figure 17. 82437FX NAND Tree Circuitry 
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NAND Tree Timing Requirements 

Allow 800 ns for the input signals to propagate to the 
NAND tree outputs (input-to-output propagation de- 
lay specification). 


7.0 82438FX TDP TESTABILITY 


7.1 Test Mode Description 

The test modes are decoded from HOE#, MOE#, 
POE#, and MSTB#. HCLK must be active for at 
least one clock to sample the above signals. Once 
these signals are sampled then HCLK must be as- 
serted to 0 for the duration of the NAND tree test. 
The test modes are defined as follows. 


Test Mode 

HOE# 

MOE# 

POE# 

MSTB# 

NAND Tree 

1 

1 

1 

1 


7.2 NAND Tree Mode 

Tri-states all outputs and bidirectional buffers except 
for MDO which is the output of the NAND tree. The 
NAND tree follows the pins sequentially around the 
chip skipping only HCLK and MDO. The first Input of 
the NAND chain is HD5, and the NAND chain is rout- 
ed counter-clockwise around the chip (e.g., HD5, 
HD6 . . .). The only valid output during NAND tree 
mode is MDO. 

To perform a NAND tree test, all pins included in the 
NAND tree should be driven to 1 , with the exception 
of HCLK and MDO. Beginning with HD5 and working 
counter-clockwise around the chip, each pin can be 
toggled with a resulting toggle observed on MDO. 
After changing an input pin to 0, keep it at 0 for the 
remainder of the NAND tree test. 


NAND tree mode is exited by starting HCLK with 
HOE#, MOE#, and POE# not equal to “111”. 
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Table 17. NAND Tree Cell Order for the 82438FX 


Pin # 

Pin Name 

Notes 

13 

HD15 


14 

HD16 


15 

HD17 


16 

HD18 


17 

HD19 


18 

HD20 


20 

HD21 








i^^nii 

HD24 


mm 

HD25 


26 




HD27 


E^lll 

HD28 


33 

HD29 


Em 




HD31 


38 

MD24 


39 

MD8 


40 

MD16 



m 


IB 

UBi 


44 

MD17 


Em 



IB 



IB 



50 




MD2 


54 

MD27 


55 

MD11 



Pin # 

Pin Name 

Notes 

77 

MOE# 

Must be 1 to enter NAND 
tree mode. This pin is 
included in the NAND tree 
mode input pin sequence. 

78 

POE# 

Must be 1 to enter NAND 
tree mode. This pin is 
included in the NAND tree 
mode input pin sequence. 

81 

HOE# 

Must be 1 to enter NAND 
tree mode. This pin is 
included In the NAND tree 
mode input pin sequence. 

83 

MSTB# 

Must be 1 to enter NAND 
tree mode. This pin is 
Included In the NAND tree 
mode input pin sequence. 

30 

HCLK 

HCLK must clock at least 
once to sample MOE#, 
POE#, HOE#, and MSTB# 
to select NAND tree mode. 
Then to enter NAND tree 
mode HCLK must remain 0. 
To exit NAND tree mode 
HCLK must be started. 

41 

MDO 

Output of the NAND tree 
chain. 

3 

HD5 

First signal in the NAND tree 
chain. 

4 

HD6 


5 

HD7 


6 

HD8 


7 

HD9 


8 

HD10 


9 

HD11 

1 


10 

HD12 


11 > 

HD13 


12 

HD14 
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Table 17. NAND Tree Cell Order for the 82438FX (Continued) 


Pin # 

Pin Name 

Notes 

81 

HOE# 

Must be 1 to enter NAND 
tree mode. This pin is 
included in the NAND tree 
mode input pin sequence. 

82 

MADV# 


83 

MSTB# 

Must be 1 to enter NAND 
tree mode. This pin is 
included In the NAND tree 
mode input pin sequence. 

84 

PCMD1 


85 

PCMDO 


88 

PLINK7 


89 

PLINK6 


90 

PLINK5 


91 

PLINK4 


92 

PLINK3 


93 

PLINK2 


94 

PLINK1 


95 

PLINKO 


96 

HDO 


97 

HD1 


98 

HD2 


99 

HD3 


100 

HD4 

Final signal in the NAND tree 
chain. 


Pin # 

Pin Name 

Notes 

56 

MD19 


57 

MD3 


58 

MD28 


59 

MD12 


60 

MD20 


61 

MD4 


62 

MD21 


63 

MD5 


66 

MD29 


67 

MD13 


68 

MD22 


69 

MD6 


70 

MD30 


71 

MD14 


72 

MD23 


73 

MD7 


74 

MD31 


75 

MD15 


77 

MOE# 

Must be 1 to enter NAND 
tree mode. This pin Is 
included in the NAND tree 
mode input pin sequence. 

78 

POE# 

Must be 1 to enter NAND 
tree mode. This pin is 
included in the NAND tree 
mode input pin sequence. 
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Figure 1 8 is a schematic of the NAND tree circuitry. 



Figure 18. 82438FX NAND Tree Circuitry 


NAND Tree Timing Requirements 

Allow 500 ns for the input signals to propagate to the 
NAND tree outputs (input-to-output propagation de- 
lay specification). 
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82371FB PCI ISA IDE XCELERATOR (PIIX) 


■ Provides a Bridge Between the PCi Bus 
and ISA Bus 

■ PCI and ISA Master/Slave Interface 
— PCI from 25 to 33 MHz 

— ISA from 7.5 to 8.33 MHz 
— Five ISA Slots 

■ Fast IDE Interface 

— Supports PIO and Bus Master IDE 
— Supports Up to Mode 4 Timings 
— Transfer Rates to 22 Mbytes/Sec 

— 8 X 32-Bit Buffer for Bus Master IDE 
PCI Burst Transfers 

■ Plug-and-Play Port for Motherboard 
Devices 

— 2 Steerable DMA Channels 
— Fast DMA with 4-Byte Buffer 

— Up to 2 Steerable Interrupt Lines 

— 1 Programmable Chip Select 

■ Steerable PCI Interrupts for PCI Device 
Plug-and-Play 

■ Functionality of One 82C54 Timer 
— System Timer 

— Refresh Request 
— Speaker Tone Output 


■ Functionality of Two 82C59 Interrupt 
Controllers 

— 14 Interrupts Supported 
— Independently Programmable for 
Edge/ Level Sensitivity 

■ Enhanced DMA Functions 

— Two 8237 DMA Controllers 
— Fast Type F DMA 
— Compatible DMA Transfers 
— Seven Independently Programmable 
Channels 

■ X-Bus Peripheral Support 
— Chip Select Decode 

— Controls Lower X-Bus Data Byte 
Transceiver 

■ System Power Management (Intel SMM 
Support) 

— Programmable System Management 
Interrupt (SMI)Hardware Events, 
Software Events, EXTSMI# 

— Programmable CPU Clock Control 
(STPCLK#) 

— Fast-On/Off Mode 

■ Non-Maskable Interrupts (NMI) 

— PCI System Error Reporting 

■ NAND Tree for Board-Level ATE 
Testing 

■ 208-Pin QFP 


The 82371 FB PCI ISA IDE Xcelerator (PIIX) is a multi-function PCI device implementing a PCI-to-ISA bridge. In 
addition, the PIIX has an IDE interface with both programmed I/O (PIO) and Bus Master functions. As a PCI-to- 
ISA bridge, the PIIX integrates many common I/O functions found in ISA-based PC systems — a seven channel 
DMA controller, two 82C59 interrupt controllers, an 8254 timer/counter, Intel SMM power management sup- 
port, and control logic for NMI generation. In addition to compatible transfers, each DMA channel supports 
type F transfers. Chip select decoding is provided for BIOS, real time clock, and keyboard controller. Edge/lev- 
el Interrupts and interrupt steering are supported for PCI plug and play compatibility. 

For motherboard plug-and-play compatibility, the PIIX also provides two steerable DMA channels (including 
type F transfers), up to two steerable interrupt lines, and a programmable chip select. The Interrupt lines can 
be routed to any of the available ISA interrupts. 

The PlIXs fast IDE Interface supports two IDE connectors for up to four IDE devices providing an Interface for 
IDE hard disks and CD ROMs. 


December 1995 

Order Number: 290519-001 
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MDRQ[1:0] 

MOAK[1:0]#^ 

MIRQ[1:0] 


DD12/SBHE# 

D0[11:0]/SA[19:8] 

LA23/CS1S 

LA22/CS3S 

LA21/CS1P 

LA20/CS3P 

LA[19:17]/DA[2:0] 



IRQ8# 

IRQ12/M 

INTR^ 

NMI 

IRQ[15, 14, 11:9, 7:3,1] 
PIRQ[A:D]# 


DREQ[7:5,3:0] 
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1.0 SIGNAL DESCRIPTION 

This section contains a detailed description of each 
signal. The signals are arranged in functional groups 
according to their Interface. 

The “#” symbol at the end of a signal name indi- 
cates that the active or asserted state occurs when 
the signal is at a low voltage level. When is not 
present after the signal name, the signal is asserted 
when at the high voltage level. 

The terms assertion and negation are used exten- 
sively. This is done to avoid confusion when working 
with a mixture of “active-low” and “active-high” sig- 
nals. The term assert, or assertion indicates that a 
signal is active, independent of whether that level is 
represented by a high or low voltage. The term ne- 
gate, or negation indicates that a signal is inactive. 

Certain signal pins provide two separate functions. 
At the system level, these pins drive other signals 
with different functions through external buffers or 
transceivers. These pins have two different signal 
names depending on the function. These signal 
names have been noted in the signal description ta- 
bles, with the signal whose function is being de- 


scribed in bold font. (For example, LA23/CS1S is in 
the section describing CS1S and LA23/CS1S Is in 
the section describing LA23). 

The following notations are used to describe the sig- 
nal type: 

I Input is a standard input-only signal. 

O Totem Pole Output is a standard active driv- 
er. 

I/O Input/Output is a bi-directional, tri-state sig- 
nal. 

od Open Drain allows multiple devices to share 
as a wIre-OR. 

t/s Tri-state is a bi-directional, tri-state input/ 
output pin. 

s/t/s Sustained Tri-state is an active low tri-state 
signal owned and driven by one agent at a 
time. The agent that drives a s/t/s pin low 
must drive It high for at least one clock be- 
fore letting it float. A new agent can not 
start driving a s/t/s signal any sooner than 
one clock after the previous owner tri-states 
It. An external pull-up is required to sustain 
the Inactive state until another agent drives 
it and must be provided by the central re- 
source. 


1.1 PCI Interface Signals 


Signal Name 

Type 

Description 

PCICLK 

I 

PCI CLOCK: PCICLK provides timing for all transactions on the PCI Bus. All other 
PCI signals are sampled on the rising edge of PCICLK, and all timing parameters 
are defined with respect to this edge. PCI frequencies of 25-33 MHz are 
supported. 

AD[31:0] 

I/O 

PCI ADDRESS/DATA: The standard PCI address and data lines. The address is 
driven with FRAME# assertion and data is driven or received in following clocks. 

C/BE[3:0]# 

I/O 

BUS COMMAND AND BYTE ENABLES: The command is driven with FRAME# 
assertion. Byte enables corresponding to supplied or requested data is driven on 
following clocks. 

FRAME# 

I/O 

(s/t/s) 

FRAME: Assertion indicates the address phase of a PCI transfer. Negation 
indicates that one or more data transfer Is desired by the cycle initiator. 

TRDY# 

I/O 

(s/t/s) 

TARGET READY: Asserted when the target Is ready for a data transfer. 

IRDY# 

I/O 

(s/t/s) 

INITIATOR READY: Asserted when the initiator is ready for a data transfer. 

STOP# 

I/O 

(s/t/s) 

STOP: Asserted by the target to request the master to stop the current transaction. 

IDSEL 

I 

INITIALIZATION DEVICE SELECT; IDSEL is used as a chip select during 
configuration read and write transactions. 
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Signal Name 

Type 

Description 

DEVSEL# 

I/O 

(s/t/s) 

DEVICE SELECT: The PIIX asserts DEVSEL# to claim a PCI transaction through 
positive or subtractive decoding. 

PAR 

0 

CALCULATED PARITY SIGNAL: PAR is “even” parity and is caiculated on 36 
bits— AD[31:0] plus C/BE[3:0] #. 

SERR# 

1 

SYSTEM ERROR: SERR# can be pulsed active by any PCI device that detects a 
system error condition. Upon sampling SERR# active, the PIIX can be 
programmed to generate a non-maskable Interrupt (NMI) to the CPU. 

PHOLD# 

0 

PCI HOLD: The PIIX asserts this signal to request the PCI Bus. 

PHLDA#. 

1 

PCI HOLD ACKNOWLEDGE: The TSC asserts this signal to grant the PCI Bus to 
the PIIX. 


1.2 Motherboard I/O Device Interface Signals 


Signal Name 

Type 

Description 

MDRQ[1:0] 

1 

MOTHERBOARD DEVICE DMA REQUEST: The signals can be connected 
Internally to any of DREQ[3:0,7:5]. Each pair of request/acknowledge signals Is 
controlled by a separate register. Each signal can be configured as steerable 
Interrupts for motherboard devices. 

MDAK[1:0]# 

0 

MOTHERBOARD DEVICE DMA ACKNOWLEDGE: These signals can be 
connected internally to any of DACK[3:0,7:5]. Each pair of request/acknowledge 
signals is controlled by a separate register. Each signal can be configured as 
steerable interrupts for motherboard devices. 

MIRQ[1:0] 

1 

MOTHERBOARD DEVICE INTERRUPT REQUEST: The MIRQ signals can be 
internally connected to Interrupts IRQ[15,14,12:9,7:3]. Each MIRQx line has a 
separate Route Control Register. If MIRQx and PIRQx are steered to the same ISA 
interrupt, the device connected to the MIRQx should produce active high, level- 
sensitive Interrupts. If the Bus Master mode of the IDE interface Is used and the 
secondary IDE channel Is used, the interrupt for that channel must be connected to 
MIRQO. 

If an MIRQ line Is steered to a given IRQ input to the internal 8259, the 
corresponding ISA IRQ is masked, unless the Route Control Register Is 
programmed to allow the interrupts to be shared. The should only be done if the 
device connected to the MIRQ line and the device connected to the ISA IRQ line 
both produce active high level interrupts. 
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1.3 IDE Interface Signals 


Signal Name 

Type 

Description 

DD[15:0]/ 

I/O 

DISK DATA: These signals directly drive the corresponding signals on up to two IDE 

PCS#, 

o 

connectors (primary and secondary). In addition, these signals are buffered (using 

SBHE#, 

I/O 

2xALS245’s on the motherboard) to produce the SA[19:8] and PCS# and SBHE# 

SA[19:8] 

I/O 

signals (see separate descriptions). 

DIOR# 

0 

DISK I/O READ: This signal directly drives the corresponding signal on up to two 
IDE connectors (primary and secondary). 

DlOW# 

0 

DISK I/O WRITE: This signal directly drives the corresponding signal on up to two 
IDE connectors (primary and secondary). 

DDRQ[1:0] 

1 

DISK DMA REQUEST: These input signals are directly driven from the DRQ signals 
on the primary (DDRQO) and secondary (DDRQ1) IDE connectors. They are used in 
conjunction with any ISA-Compatible DMA channel. 

DDAK[1:0]# 

0 

DISK DMA ACKNOWLEDGE: These signals directly drive the DAK# signals on the 
primary (DDAKO#) and secondary (DDAK1 #) IDE connectors. These signals are 
used In conjunction with the PCI Bus Master IDE function and are not associated 
with any ISA-Compatible DMA channel. 

lORDY 

1 

lO CHANNEL READY: This Input signal is directly driven by the corresponding 
signal on up to two IDE connectors (primary and secondary). 

SOE# 

0 

SYSTEM ADDRESS TRANSCEIVER OUTPUT ENABLE: This signal controls the 
output enables of the 245 transceivers that interface the DD[1 5:0] signals to the 
SA[19:8], SBHE#, and PCS# signals. 

SDIR 

0 

SYSTEM ADDRESS TRANSCEIVER DIRECTION: This signal controls the direction 
of the ‘245 transceivers that interface the DD[1 5:0] signals to the SA[1 9:8], 

SBHE#, and PCS# signals. Default condition is high (transmit). When an ISA Bus 
Master is granted use of the bus, the transceivers are turned around to drive the ISA 
address [19:8] on DD[15:3]. The address can then be latched by the PIIX. In this 
case, the SDIR signal Is low (receive). The SOE# and SDIR signals taken together 
as a group can assume one of three states: 

SOE# SDIR State 

0 1 PCI to ISA transaction 

1 1 PCI to IDE 

0 0 ISA Bus Master 
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Signals Buffered from LA [23: 17] 


These signals are buffered from the LA[23:17] lines by an ALS244 tri-state buffer. The output enable of this 
buffer Is tied asserted. These signals are set up with respect to the IDE command strobes (DIOR# and lOW#) 
and are valid throughout I/O transactions targeting the ATA Register clock(s). 


Signal Name 

Type 

Description 

LA23/ 

CS1S 

I/O 

CHIP SELECT: CS1S is for the ATA command register block and corresponds to 
the Inverted CS1 FX# on the secondary IDE connector. CS1S is inverted externally 
(see PCI Local Bus IDE section). 

LA22/ 

CSSS 

I/O 

CHIP SELECT: CSSS Is for the ATA control register block and corresponds to the 
inverted CS3FX# on the secondary IDE connector. CS35 Is inverted externally (see 
PCI Local Bus IDE section). 

LA21/ 

CS1P 

I/O 

CHIP SELECT: CS1 P is for the ATA command register block and corresponds to 
the inverted CS3FX# on the primary IDE connector. CS1 P is inverted externally 
(see PCI Local Bus IDE section). 

LA20/ 

CS3P 

I/O 

CHIP SELECT: CS3P is for the ATA control register block and corresponds to the 
inverted CS3FX# on the primary IDE connector. CS3P is inverted externally (see 
PCI Local Bus IDE section). 

LA[19:17]/ 
DA [2:0] 

I/O 

DISK ADDRESS: DA [2:0] are used to indicate which byte in either the ATA 
command block or control block Is being addressed. 


1.4 ISA Interface Signals 


Signal Name 

Type 

Description 

BALE 

o 

BUS ADDRESS LATCH ENABLE: BALE Is an active high signal asserted by the 
PIIX to indicate that the address (SA[19:0], LA[23:17]) and SBHE# signal lines are 
valid. 

AEN 

0 

ADDRESS ENABLE: AEN is asserted during DMA cycles to prevent I/O slaves from 
misinterpreting DMA cycles as valid I/O cycles. This signal is also driven high during 
PIIX initiated refresh cycles. 

When TC is sampled low on the assertion of PWORK (external DMA mode), the PIIX 
tri-states this signal. 

SYSCLK 

0 

ISA SYSTEM CLOCK: SYSCLK is the reference clock for the ISA Bus and drives 
the bus directly. SYSCLK is generated by dividing PCICLK by 3 or 4. The SYSCLK 
frequencies supported are 7.5 MHz and 8.33 MHz. SYSCLK is a divided down 
version of PCICLK. 

Hardware Strapping Option 

SYSCLK is tri-stated when PWRQK is negated. The value of SYSCLK Is sampled on 
the assertion of PWROK: If sampled high, the ISA clock divisor is 3 (for 25 MHz 
PCI). If sampled low, the divisor Is 4 (for 30 and 33 MHz PCI). 

lOCHRDY 

I/O 

I/O CHANNEL READY: Resources on the ISA Bus negate lOCHRDY to Indicate 
that additional time (wait states) Is required to complete the cycle. This signal is 
normally high on the ISA Bus. lOCHRDY Is an input when the PIIX owns the ISA Bus 
and the CPU or a PCI agent Is accessing an ISA slave or during DMA transfers. 
lOCHRDY is output when an external ISA Bus Master owns the ISA Bus and Is 
accessing DRAM or a PIIX register. 


2-432 


DK1IF©(^(M1AT0©M 







82371FB (PIIX) 



® 


Signal Name 

Type 

Description 

I0CS16# 

I 

16-BIT I/O CHIP SELECT: This signal is driven by I/O devices on the ISA Bus to 
indicate that they support 16-bit I/O bus cycles. 

lOCHK# 

I 

I/O CHANNEL CHECK: lOCHK# can be driven by any resource on the ISA Bus. 
When asserted, it Indicates that a parity or an uncorrectable error has occurred for a 
device or memory on the ISA Bus. If enabled, a NMI is generated to the CPU. 

lOR# 

I/O 

I/O READ: lOR# is the command to an ISA I/O slave device that the slave may 
drive data on to the ISA data bus (SD[1 5:0]). 

low# 

I/O 

I/O WRITE: low# is the command to an ISA I/O slave device that the slave may 
latch data from the ISA data bus (SD[1 5:0]). 

LA[23:17]/ 

CS1S# 

CS3S# 

CS1P# 

CS3P# 

DA [2:01 

1/0/ 

0 

0 

0 

0 

0 

UNLATCHED ADDRESS: The LA[23:17] address lines are bi-directional. These 
address lines allow accesses to physical memory on the ISA Bus up to 1 6 Mbytes. 

The LA [23: 17] are also used to drive the IDE interface chip selects and address 
lines via an external ALS244 buffer. See the IDE Interface signal descriptions. 

SA[7:0l, 

SA[19:8]/ 

DD[11;0] 

I/O, 

I/O, 

I/O, 

SYSTEM ADDRESS BUS: These bi-directional address lines define the selection 
with the granularity of one byte within the one Mbyte section of memory defined by 
the LA[23:17] address lines. The address lines SA[19:17] that are coincident with 
LA[19:17] are defined to have the same values as LA[19:17] for all memory cycles. 
For I/O accesses, only SA[15:0] are used. 

SBHE#/ 

DD12 

I/O 

I/O 

SYSTEM BYTE HIGH ENABLE: SBHE# indicates, when asserted, that a byte is 
being transferred on the upper byte (SD[1 5:8]) of the data bus. SBHE# is negated 
during refresh cycles. 

MEMCS16# 

od 

MEMORY CHIP SELECT 16: MEMCS16# is a decode of LA[23:17] without any 
qualification of the command signal lines. ISA slaves that are 16-bit memory devices 
drive this signal low. The PIIX drives this signal low during ISA master to DRAM 
Cycles. 

MEMR# 

I/O 

MEMORY READ: MEMR# Is the command to a memory slave that it may drive data 
onto the ISA data bus. This signal Is also driven by the PIIX during refresh cycles. 

MEMW# 

I/O 

MEMORY WRITE: MEMW# Is the command to a memory slave that it may latch 
data from the ISA data bus. 

SMEMR# 

0 

STANDARD MEMORY READ: The PIIX asserts SMEMR# to request an ISA 
memory slave to drive data onto the data lines. If the access is below 1 Mbyte 
(OOOOOOOO-OOOFFFFFh) during DMA compatible, PIIX master, or ISA master 
cycles, the PIIX asserts SMEMR#. SMEMR# is a delayed version of MEMR#. 

SMEMW# 

0 

STANDARD MEMORY WRITE: The PIIX asserts SMEMW# to request an ISA 
memory slave to accept data from the data lines. If the access Is below 1 Mbyte 
(OOOOOOOO-OOOFFFFFh) during DMA compatible, PIIX master, or ISA master 
cycles, the PIIX asserts SMEMW#. SMEMW# is a delayed version of MEMW#. 
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Signal Name 

Type 

Description 

ZEROWS# 

I 

ZERO WAIT-STATES: An ISA slave asserts ZEROWS# after its address and 
command signals have been decoded to Indicate that the current cycle can be 
shortened. A 1 6-bit ISA memory cycle can be reduced to two SYSCLKs. An 8-bit 
memory or I/O cycle can be reduced to three SYSCLKs. ZEROWS# has no effect 
during 16-bit I/O cycles. 

SD[15:0] 

I/O 

SYSTEM DATA: SD[15;0] provide the 16-bit data path for devices residing on the 
ISA Bus. SD[15:8] correspond to the high order byte and SD[7;0] correspond to the 
low order byte. SD[15:0] are undefined during refresh. 


1.5 DMA Signals 


Signal 

Name 

Type 

Description 

DREQ 
[7:5, 3:0] 

1 

DMA REQUEST: The DREQ lines are used to request DMA service from the PlIXs 
DMA controller or for a 16-bit master to gain control of the ISA expansion bus. The 
active level (high or low) Is programmed via the DMA Command Register. The 
request must remain active until the appropriate DACKx# signal is asserted. 

DACK 

[7:5,3:01# 

0 

DMA ACKNOWLEDGE: The DACK output lines indicate that a request for DMA 
service has been granted by the PIIX or that a 16-blt master has been granted the 
bus. The active level (high or low) Is programmed via the DMA Command Register. 
These lines should be used to decode the DMA slave device with the lOR# or lOW# 
line to Indicate selection. If used to signal acceptance of a Bus Master request, this 
signal indicates when it is legal to assert MASTER#. 

When TC is sampled low on the assertion of PWORK (external DMA mode), the PIIX 
tri-states these signals. 

TC 

0 

TERMINAL COUNT: The PIIX asserts TC to DMA slaves as a terminal count 
indicator. When all the DMA channels are not in use, TC is negated (low). 

Hardware Strapping Option 

This strapping option selects between the internal ISA DMA mode and external DMA 
mode. When TC is sampled high on the assertion of PWROK (ISA DMA mode), the 
PIIX drives the AEN, TC, and DACK# [7:5,3:0] normally. When TC is sampled low on 
the assertion of PWROK (external DMA mode), the PIIX tri-states the AEN, TC, and 
DACK[7:5,3:0] # signals, and also forwards PCI masters I/O accesses to location 
OOOOh to ISA. TC has an internal pull-up resistor. For normal operation, this pin Is 
pulled high by the internal pull-up. 

REFRESH# 

I/O 

REFRESH: As an output, REFRESH# Indicates when a refresh cycle is In progress. 
It should be used to enable the SA[1 5:0] address to the row address Inputs of ail 
banks of dynamic memory on the ISA Bus. Thus, when MEMR# is asserted, the 
entire expansion bus dynamic memory is refreshed. Memory slaves must not drive 
any data onto the bus during refresh. As an output, this signal is driven directly onto 
the ISA Bus. This signal is an output only when the PIIX DMA refresh controller is a 
master on the bus responding to an internally generated request for refresh. As an 
input, REFRESH# is driven by 16-blt ISA Bus Masters to initiate refresh cycles. 
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1.6 Timer/Counter Signals 


Signal 

Name 

Type 

Description 

SPKR 

0 

SPEAKER DRIVE: The SPKR signal is the output of counter 2. 

OSC 

1 

OSCILLATOR: OSC is the 14.31818 MHz ISA clock signal. It is used by the internal 8254 
Timer. 


1.7 Interrupt Controller Signals 


Signal 

Name 

Type 

Description 

IRQI15.14, 

11:9,7:3,1] 

1 

INTERRUPT REQUEST: The IRQ signals provide both system board components 
and ISA Bus I/O devices with a mechanism for asynchronously interrupting the CPU. 
The assertion mode of these inputs depends on the programming of the two ELCR 
Registers. The IRQ1 4 signal (pin 83) must be used by the Bus Master IDE Interface 
function to signal interrupts on the primary IDE channel. 

IRQ8# 

1 

INTERRUPT REQUEST EIGHT SIGNAL: IRQ8# is always an active low edge 
triggered interrupt input (i.e., this interrupt can not be modified by software). Upon 
PCIRST#, IRQ8# is placed in active low edge sensitive mode. 

IRQ12/M 

1 

INTERRUPT REQUEST/MOUSE INTERRUPT: In addition to providing the standard 
interrupt function (see IRQ[1 5,1 4,1 1:9, 7:3,1] signal description), this pin can be 
programmed (via X-Bus Chip Select Register) to provide a mouse interrupt function. 

PIRQ[3:0]# 

1 

PROGRAMMABLE INTERRUPT REQUEST: The PIRQx# signals can be shared 
with interrupts IRQ[1 5,14,12:9,7:3] as described in the Interrupt Steering section. 
Each PIRQx# line has a separate Route Control Register. These signals require 
external pull-up resisters. 

INTR 

od 

CPU INTERRUPT: INTR Is driven by the PIIX to signal the CPU that an interrupt 
request Is pending and needs to be serviced. The interrupt controller must be 
programmed following PCIRST # to ensure that INTR is at a known state. 

NMI 

od 

NON-MASKABLE INTERRUPT: NMI is used to force a non-maskable interrupt to the 
CPU. The PIIX generates an NMI when either SERR# or lOCHK# is asserted, 
depending on how the NMI Status and Control Register is programmed. 


1.8 System Power Management (SMM) Signals 


Signal 

Name 

Type 

Description 

SMI# 

od 

SYSTEM MANAGEMENT INTERRUPT: SMI# is an active low synchronous output 
that is asserted by the PIIX in response to one of many enabled hardware or software 
events. 

STPCLK# 

od 

STOP CLOCK: STPCLK# is an active low synchronous output that is asserted by the 
PIIX in response to one of many hardware or software events. STPCLK# connects 
directly to the CPU and is synchronous to PCICLK. 

EXTSMI# 

1 

EXTERNAL SYSTEM MANAGEMENT INTERRUPT: EXTSMI# is a falling edge 
triggered input to the PIIX indicating that an external device is requesting the system to 
enter SMM mode. An external pullup should be placed on this signal if it is not used or 
it is not guaranteed to be always driven. 
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1.9 X-Bus Signals 


Signal 

Name 

Type 

Description 

XDIR# 

O 

X-BOS DiRECTSON: XDIR# is tied directly to the direction control of a 74F245 that 
buffers the X Bus data (XD[7:0]). XDIR# is asserted for all I/O read cycles, regardless 
if the accesses are to a PIIX supported device. XDIR# is only asserted for memory 
cycles if BIOS space has been decoded. For PCI Master and ISA master-initiated read 
cycles, XDIR# is asserted from the falling edge of either lOR# or MEMR# (from 
MEMR# only if BIOS space has been decoded), depending on the cycle type. When 
the rising edge of lOR# or MEMR # occurs, the PIIX negates XDIR #. For DMA read 
cycles from the X~Bus, XDIR# is asserted from DACKx# falling and negated from 
DACKx# rising. At all other times, XDIR# Is negated. 

XOE# 

0 

X-BUS OUTPUT ENABLE: XOE# is tied directly to the output enable of a 74F245 that 
buffers the X-Bus data (XD[7:0]) from the system data bus (SD[7:0]). XOE# is 
asserted when a PIIX supported X-Bus device is decoded, and the devices decode is 
enabled in the X-Bus Chip Select Enable Register (XBCS Register). XOE# is asserted 
from the falling edge of the ISA commands (lOR#, lOW#, MEMR#, or MEMW#) for 
PCI Master and ISA master-initiated cycles. XOE# is negated from the rising edge of 
the ISA command signals for CPU and PCI Master-initiated cycles and the SA[16:0] 
and LA [23:1 7] address for ISA master-initiated cycles. XOE# is not generated during 
any access to an X-Bus peripheral In which it’s decode space has been disabled. 

DD15/ 

PCS# 

0 

PROGRAMMABLE CHIP SELECT: PCS# Is asserted for ISA I/O cycles that are 
generated by PC! masters and subtractively decoded to ISA, if the access hits the 
address range programmed into the PCSC Register. The X-Bus buffer signals are 
enabled when the chip select is asserted (i.e., it is assumed that the peripheral that is 
selected via this pin resides on the X-Bus). 

BIOSes# 

0 

BIOS CHIP SELECT: BIOSCS# is asserted during read or write accesses to BIOS. 
BIOSes# is driven cornbinatorially from the ISA addresses SA[16:0] and LA [23:17], 
except during DMA. During DMA cycles, BIOSCS# is not generated. 

KBCS# 

0 

KEYBOARD CONTROLLER CHIP SELECT: KBCS# is asserted during I/O read or 
write accesses to KBC locations 60h and 64h. This signal is driven cornbinatorially from 
the ISA addresses SA[16:0] and LA [23:17]. For DMA cycles, KBCS# Is never 
asserted. 

RTCCS# 

0 

REAL TIME CLOCK CHIP SELECT: RTCCS# is asserted during read or write 
accesses to RTC locatfon 71 h. hlTCCS# can be tied to a pair of external OR gates to 
generate the real time dock road and write command signals. 

RTCALE 

0 

REAL TIME CLOCK ADDRESS LATCH: RTCALE is used to latch the appropriate 
memory address into the RTC. A write to port 70h with the appropriate RTC memory 
address that will be written to or read from, causes RTCALE to be asserted. RTCALE is 
asserted based on lOW # falling and remains asserted for two SYSCLKs. 

FERR# 

od 

NUMERIC COPROCESSOR ERROR: This signal is tied to the coprocessor error 
signal on the CPU. SGNNE# is only used If the PIIX coprocessor error reporting 
function is enabled in the XBCSA Register. If FERR# is asserted, the PIIX generates 
an internal IRQ13 to it’s interrupt controller unit. The PIIX then asserts the INTR output 
to the CPU. FERR # is also used to gate the IGNNE# signal to ensure that IGNNE# is 
not asserted to the CPU unless FERR# is active. FERR# has a weak internal pull-up 
used to ensure a high level when the coprocessor error function is disabled. 
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Signal 

Name 

Type 

Description 

IGNNE# 

od 

IGNORE ERROR: This signal is connected to the ignore error pin on the CPU. IGNNE# 
is only used if the PIIX coprocessor error reporting function is enabled In the XBCSA 
Register. If FERR# is asserted, Indicating a coprocessor error, a write to the 
Coprocessor Error Register (FOh) causes the IGNNE# to be asserted. IGNNE# remains 
asserted until FERR# is negated. If FERR# is not asserted when the Coprocessor Error 
Register is written, the IGNNE# signal Is not asserted. 


1.10 System Reset Signals 


Signal 

Name 

Type 

Description 

PWROK 

1 

POWER OK: When asserted, PWROK Is an indication to the PIIX that power and 
PCICLK have been stable for at least 1 ms. PWROK can be driven asynchronously. 
When PWROK transitions from low to high, the PIIX asserts CPURST, PCIRST # and 
RSTDRV. 

CPURST 

od 

. 

CPU RESET: The PIIX asserts CPURST to reset the CPU. The PIIX asserts CPURST 
during power-up and when a hard reset sequence is Initiated through the RC Register. 
CPURST Is driven synchronously to the rising edge of PCICLK. If a hard reset is initiated 
through the RC Register, the PIIX resets it’s internal registers to the default state. 

PCIRST# 

0 

PCI RESET: The PIIX asserts PCIRST # to reset devices that reside on the PCI Bus. 
The PIIX asserts PCIRST # during power-up and when a hard reset sequence is 
initiated through the RC Register. PCIRST # is driven inactive a minimum of 1 ms after 
PWROK is driven active. PCIRST # is driven active for a minimum of 1 ms when 
initiated through the RC Register. PCIRST # Is driven asynchronously relative to 
PCICLK. 

INIT 

0 

INITIALIZATION: The PIIX asserts INIT If It detects a shut down special cycle on the 
PCI Bus or if a soft reset is Initiated via the RC Register. 

RSTDRV 

o 

RESET DRIVE: The PIIX asserts this signal during a hard reset and during power-up to 
reset ISA Bus devices. RSTDRV is also asserted for a minimum of 1 ms if a hard reset 
has been programmed in the RC Register. 


1.11 Test Signals 


Signal 

Name 

Type 

Description 

TESTIN# 

I 

TEST INPUT: The Test signal is used to tri-state all of the PIIX outputs. This input 
contains an internal pull-up resistor. 
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1.12 Signal State During Reset 

Table 1 shows the state of ail PliX output and bi-directional signals during a hard reset. A hard 
when PWROK is asserted or by programming a hard reset through the RC Register. 


reset is initiated 


Signal 


AD[31:0] 


C/BE[3:0]# 


FRAME# 


TRDY# 


IRDY# 


DEVSEL# 


PAR 


PHOLD# 


MDAK[1:0l# 


DD[15:0l/ 

PCS#,SBHE#, 

SA[19:8] 


SA[7:0] 


DDAK[T.0l# 


SOE# 


LA23/CS1S 


Table 1. Output and I/O Signal States During Hard Reset 


State 


Low 


Low 


Tri-state 


Tri-state 


Tri-state 


Tri-state 


Tri-state 


input 


High 


High 


Undefined 


High 


High 


High* 


High 


Undefined 


MEMW# 


SMEMR# 
^EMW# 

DACK[7:5, 


Signal 

State 

TO 

High* 

REFRESH# 

Tri-state 

SPKR 

Low 


Open dram 
Open drain 
Open drain 


XOE# 

1 High 1 

BIOSes# 


KBCS# 

High 

RTCCS# 

High 

RTCALE 

Low 

FERR# 

Open drain 

IGNNE# 

Open drain 

CPURST 

Open drain 

PCIRST# 

Low 


2 - 
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2.0 REGISTER DESCRIPTION 

The PI IX internal registers are organized into five 
groups — PCI Configuration Registers (function 0), 
PCI Configuration Registers (function 1), ISA-Com- 
patible Registers, PCI Bus Master IDE Registers, 
and Power Management Registers. These registers 
are discussed in this section. 

Some of the PI IX registers contain reserved bits. 
Software must deal correctly with fields that are re- 
served. On reads, software must use appropriate 
masks to extract the defined bits and not rely on 
reserved bits being any particular value. On writes, 
software must ensure that the values of reserved bit 
positions are preserved. That Is, the values of re- 
served bit positions must first be read, merged with 
the new values for other bit positions and then writ- 
ten back. 

During a hard reset, the PI IX sets Its internal regis- 
ters to predetermined default states. The default 
values are indicated In the Individual register de- 
scriptions. 

The following notation Is used to describe register 
access attributes: 

RO Read Only. If a register is read only, writes 
have no effect. 

WO Write Only. If a register is write only, reads 
have no effect. 

R/W Read/Write. A register with this attribute 
can be read and written. Note that individu- 
al bits in some read /write registers may be 
read only. 

R/WC Read/Write Clear. A register bit with this 
attribute can be read and written. However, 
a write of 1 clears (sets to 0) the corre- 
sponding bit and a write of 0 has no effect. 


2.1 Register Access 

Table 2, Table 3, and Table 4, show the I/O assign- 
ments for the PCI Configuration Registers (function 
0), ISA Compatible Registers, and PCI Configuration 
Registers (function 1). The CPU and PCI masters 
have access to all PI IX internal registers. In addition, 
ISA masters have access to some of the ISA-Com- 
patible Registers (see Table 4). Table 5 show the 
I/O assignments for the Bus Master IDE Interface 
Registers. 


PCI Configuration Registers (Functions 0 and 1) 

The PI IX is a multi-function device on the PCI Bus 
implementing two functions — PCI-to-ISA Bridge 
(function 0) and IDE Interface (function 1). These 
functions can be independently configured with two 
sets of PCI Configuration Registers In compliance 
with the PCI Local Bus Specification, Revision 2.0. 
The two sets of configuration registers are accessed 
by the CPU through a mechanism defined for multi- 
functional PCI devices. The PI IX does not assert 
DEVSEL# for PCI Configuration cycles that target 
functions 2 through 7. 

ISA Compatible Registers 

The ISA-Compatible Registers (e.g., DMA Registers, 
timer/couhter registers, X-Bus Registers, and NMI 
Registers) are accessed through normal I/O space. 
Except for the DMA Registers, the PI IX positively 
decodes accesses to the ISA-Compatible Registers. 
The PIIX subtractively decodes accesses to all I/O 
space registers contained within the ISA-Compatible 
DMA function. This permits another device in the 
system to Implement the compatible DMA function. 

PCI master accesses to the ISA-Compatible Regis- 
ters can be 8, 16, 24, or 32 bits. However, the PIIX 
only responds to the least significant byte. On writes 
the other bytes are not loaded and on reads the 
other bytes have Invalid data. The PIIX responds as 
an 8-blt ISA I/O slave when accessed by an ISA 
master. See the PCI Local Bus IDE section for ac- 
cesses to the IDE Register blocks located in the IDE 
device. 

In general, accesses from CPU or PCI masters to 
the internal PIIX registers are not broadcast to the 
ISA Bus. Exceptions to this are read/write accesses 
to 70h and FOh and write accesses to 80h, 84-86h, 
88h, 8C-8Eh, 90h, 94-96h, 98h, and 9C-9Eh. 
These accesses are broadcast to the ISA Bus. Note 
that aliasing of the 90-9Fh to 80-8Fh can be en- 
abled/disabled via the ISA Controller Recovery Tim- 
er Register. 

Power Management Registers 

There are two power management registers located 
in normal I/O space. These registers are accessed 
(by PCI Bus Masters) with 8-bit accesses. The other 
power management registers are located In PCI con- 
figuration space for function 0. 
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PCI Bus Master IDE Registers 

The PCI Bus Master IDE function uses 16 bytes located in normal I/O space, allocated via the BMIBA Register 
(a PCI base address register). All Bus Master IDE I/O space registers can be accessed as 8, 16, or 32 bit 
quantities. 


Table 2. PCI Configuration Registers — Function 0 (PCI to ISA Bridge) 


Configuration 

Offset 

Mnemonic 

Register 

Register 

Access 

00-01 h 

VID 

Vendor Identification 

RO 

02-03h 

DID 

Device Identification 

RO 

04-05h 

PCICMD 

PCI Command 

R/W 

06-07h 

PCISTS 

PCI Device Status 

R/WC 

08h 

RID 

Revision Identification 

RO 

09h 

PI 

Programming Interface 

RO 

OAh 

SUBC 

Sub Class Code 

RO 

OBh 

BCC 

Base Class Code 

RO 

OC-ODh 


Reserved 


OEh 

HEDT 

Header Type 

RO 

0F-4Bh 


Reserved 

. 

4Ch 

lORT 

ISA I/O Controller Recovery Timer 

R/W 

4Dh 


Reserved 


4Eh 

XBCS 

X-Bus Chip Select Enable 

R/W 

4F-5Fh 


Reserved 


60-63h 

PIRQRC[A:D] 

PCI IRQ Route Control 

R/W 

64-68h 


Reserved 

' 

69h 

TOM 

Top of Memory 

R/W 

6A-6Bh 

MSTAT 

Miscellaneous Status 

R/W 

6C-6Fh 


Reserved 


70-71h 

MBIRQ[1:0] 

Motherboard IRQ Route Control 

R/W 

72-75h 


Reserved 


76-77h 

MBDMA[1:0l 

Motherboard Device DMA Control 

R/W 

78-79h 

PCSC 

Programnriable Chip Select Control 

R/W 

7A-9Fh 


Reserved 


AOh 

SMICNTL 

SMI Control 

R/W 

Alh 


Reserved 


A2-A3h 

SMIEN 

SMI Enable 


A4-A7h 

SEE 

System Event Enable 
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Table 2. PCI Configuration Registers — Function 0 (PCI to ISA Bridge) (Continued) 


Configuration 

Offset 

Mnemonic 

Register 

Register 

Access 

A8h 

FTMR 

Fast-Off Timer 

R/W 

A9h 


Reserved 

. 


AA-ABh 

SMIREQ 

SMI Request 

R/W 

ACh 

CTLTMR 

Clock Scale STPCLK# Low Timer 

R/W 

ADh 


Reserved 


AEh 

CTHTMR 

Clock Scale STPCLK# High Timer 

R/W 

AF-FFh 


Reserved 



Table 3. PCI Configuration Registers — Function 1 (IDE Interface) 


Configuration 

Offset 

Mnemonic 

Register 

Register 

Access 

00-01 h 

VID 

Vendor Identification 



RO 

02-03h 

DID 

Device Identification 

RO 

04-05h 

PCICMD 

Command 

R/W 

06-07h 

PCISTS 

PCI Device Status 

R/WC 

08h 

RID 

Revision Identification 

RO 

09h 

PI 

Programming Interface 

RO 

OAh 

SUBC 

Sub Class Code 

RO 

OBh 

BCC 

Base Class Code 

RO 

OCh 


Reserved 


ODh 

MLT 

Master Latency Timer 

R/W 

OEh 

HEDT 

Header Type 

RO 

0F-1Fh 


Reserved 


20-23h 

BMIBA 

Bus Master Interface Base Address 

R/W 

24-3Fh 


Reserved 


40-43h 

IDETIM 

IDE Timing Modes 

R/W 

44-FFh 


Reserved 
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Table 4. ISA-Compatible and Power Management Registers 


Address 

(hex) 

Address (bits) 

Type 

Name 

Access 

FEDC 

BA98 

7664 

3210 

0000h3 

0000 

0000 

OOOx 

0000 

r/w 

DMA1 CHO Base and Current Address 

PCI 

0001 h3 

0000 

0000 

OOOx 

0001 

r/w 

DMA1 CHO Base and Current Count 

PCI 

0002h3 

0000 

0000 

OOOx 

0010 

r/w 

DMA1 CH1 Base and Current Address 

PCI 

0003h3 

0000 

0000 

OOOx 

0011 

r/w 

DMA1 CHI Base and Current Count 

PCI 

0004h3 

0000 

0000 

OOOx 

0100 

r/w 

DMA1 CH2 Base and Current Address 

PCI 

0005H3 

0000 

0000 

OOOx 

0101 

r/w 

DMA1 CH2 Base and Current Count 

PCI 

0006h3 

0000 

0000 

OOOx 

0110 

r/w 

DMA1 CH3 Base and Current Address 

PCI 

0007h3 

0000 

0000 

OOOx 

0111 

r/w 

DMA1 CH3 Base and Current Count 

PCI 

0008h3 

0000 

0000 

OOOx 

1000 

r/w 

DMA1 Status(r) Command(w) Register 

PCI 

0009h3 

0000 

0000 

OOOx 

1001 

wo 

DMA1 Write Request 

PCI 

000Ah3 

0000 

0000 

OOOx 

1010 

wo 

DMA1 Write Single Mask Bit 

PCI 

000Bh3 

0000 

0000 

OOOx 

1011 

wo 

DMA1 Write Mode 

PCI 

000Ch3 

0000 

0000 

OOOx 

1100 

wo 

DMA1 Clear Byte Pointer 

PCI 

000Dh3 

0000 

0000 

OOOx 

1101 

wo 

DMA1 Master Clear 

PCI 

000Eh3 

0000 

0000 

OOOx 

1110 

wo 

DMA1 Clear Mask 

PCI 

000Fh3 

0000 

0000 

OOOx 

1111 

r/w 

DMA1 Read/Write All Mask Register Bits 

PCI 

0020h 

0000 

0000 

OOlx 

xxOO 

r/w 

INT 1 Control 

PCI/ISA 

0021 h 

0000 

0000 

OOlx 

xxOI 

r/w 

INT 1 Mask 

PCI/ISA 

0040h 

0000 

0000 

01 Ox 

0000 

r/w 

Timer Counter 1 - Counter 0 Count 

PCI/ISA 

0041 h 

0000 

0000 

01 Ox 

0001 

r/w 

Timer Counter 1 - Counter 1 Count 

PCI/ISA 

0042h 

0000 

0000 

01 Ox 

0010 

r/w 

Timer Counter 1 - Counter 2 Count 

PCI/ISA 

0043h 

0000 

0000 

01 Ox 

0011 

wo 

Timer Counter 1 Command Mode 

PCI /ISA 

0060hi 

0000 

0000 

0110 

0000 

r 

Reset XBus IRQ1 2/M and IRQ1 

PCI/ISA 

0061 h 

0000 

0000 

0110 

0001 

r/w 

NMI Status and Control 

PCI/ISA 

0070hl 

0000 

0000 

0111 

OxxO 

wo 

CMOS RAM Address and NMI Mask Reg 

PCI/ISA 

0080h2.3 

0000 

0000 

lOOx 

0000 

r/w 

DMA Page (Reserved) 

PCI/ISA 

0081 h3 

0000 

0000 

lOOx 

0001 

r/w 

DMA Channel 2 Page 

PCI/ISA 

0082h3 

0000 

0000 

1000 

0010 

r/w 

DMA Channel 3 Page 

PCI/ISA 

0083h3 

0000 

0000 

lOOx 

0011 

r/w 

DMA Channel 1 Page 

PCI/ISA 

0084h2.3 

0000 

0000 

lOOx 

0100 

r/w 

DMA Page (Reserved) 

PCI/ISA 

0085h2.3 

0000 

0000 

lOOx 

0101 

r/w 

DMA Page (Reserved) 

PCI/ISA 
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Table 4. ISA-Compatible and Power Management Registers (Continued) 


Address 

(hex) 

Address (bits) 

Type 

Name 

Access 

FEDC 

BA98 

7654 

3210 

0086h2.3 

0000 

0000 

lOOx 

0110 

r/w 

DMA Page (Reserved) 

PCI/ISA 

0087h3 

0000 

0000 

lOOx 

0111 

r/w 

DMA Channel 0 Page 

PCI/ISA 

0088h2.3 

0000 

0000 

lOOx 

0100 

r/w 

DMA Page (Reserved) 

PCI/ISA 

0089h3 

0000 

0000 

lOOx 

1001 

r/w 

DMA Channel 6 Page 

PCI /ISA 

008Ah3 

0000 

0000 

lOOx 

1010 

r/w 

DMA Channel 7 Page 

PCI/ISA 

008Bh3 

0000 

0000 

lOOx 

1011 

r/w 

DMA Channel 5 Page 

PCI/ISA 

008Ch2.3 

0000 

0000 

lOOx 

1100 

r/w 

DMA Page (Reserved) 

PCI/ISA 

008Dh2.3 

0000 

0000 

lOOx 

1101 

r/w 

DMA Page (Reserved) 

PCI/ISA 

008Eh2.3 

0000 

0000 

lOOx 

1110 

r/w 

DMA Page (Reserved) 

PCI/ISA 

008Fh3 

0000 

0000 

100x 

1111 

r/w 

DMA Low Page Register Refresh 

PCI/ISA 

OOAOh 

0000 

0000 

101x 

xxOO 

r/w 

INT 2 Control 

PCI/ISA 

00A1h 

0000 

0000 

lOIx 

xxOI 

r/w 

INT 2 Mask 

PCI/ISA 

00B2h 

0000 

0000 

1011 

0010 

r/w 

Advanced Power Management Control 

PCI 

00B3h 

0000 

0000 

1011 

0011 

r/w 

Advanced Power Management Status 

PCI 

00C0h3 

0000 

0000 

1100 

OOOx 

r/w 

DMA2 CHO Base and Current Address 

PCI 

00C2h3 

0000 

0000 

1100 

OOlx 

r/w 

DMA2 CHO Base and Current Count 

PCI 

00C4h3 

0000 

0000 

1100 

01 Ox 

r/w 

DMA2 CHI Base and Current Address 

PCI 

00C6h3 

0000 

0000 

1100 

Ollx 

r/w 

DMA2 CHI Base and Current Count 

PCI 

00C8h3 

0000 

0000 

1100 

lOOx 

r/w 

DMA2 CH2 Base and Current Address 

PCI 

00CAh3 

0000 

0000 

1100 

lOIx 

r/w 

DMA2 CH2 Base and Current Count 

PCI 

00CCh3 

0000 

0000 

1100 

IlOx 

r/w 

DMA2 CH3 Base and Current Address 

PCI 

00CEh3 

0000 

0000 

1100 

111x 

r/w 

DMA2 CH3 Base and Current Count 

PCI 

00D0h3 

0000 

0000 

1101 

OOOx 

r/w 

DMA2 Status(r) Command(w) 

PCI 

00D2h3 

0000 

0000 

1101 

OOlx 

wo 

DMA2 Write Request 

PCI 

00D4h3 

0000 

0000 

1101 

01 Ox 

wo 

DMA2 Write Single Mask Bit 

PCI 

00D6h3 

0000 

0000 

1101 

Ollx 

wo 

DMA2 Write Mode 

PCI 

00D8h3 

0000 

0000 

1101 

lOOx 

wo 

DMA2 Clear Byte Pointer 

PCI 

00DAh3 

0000 

0000 

1101 

lOIx 

wo 

DMA2 Master Clear 

PCI 

00DCh3 

0000 

0000 

1101 

IlOx 

wo 

DMA2 Clear Mask 

PCI 

00DEh3 

0000 

0000 

1101 

111x 

r/w 

DMA2 Read/Write All Mask Register Bits 

PCI 

OOFOhi 

0000 

0000 

1111 

0000 

wo 

Coprocessor Error 

PCI/ISA 

04D0h 

0000 

0100 

1101 

0000 

r/w 

INT-1 Edge/ Level Control 

PCI/ISA 
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Table 4. ISA-Compatible and Power Management Registers (Continued) 


Address 

(hex) 

Address (bits) 

Type 

Name 

Access 

FEDC 

BA98 

7654 

3210 

04D1h 

0000 

0100 

1101 

0001 

r/w 

INT-2 Edge/ Level Control 

PCI/ISA 

0CF9h 

0000 

1100 

1111 

1001 

r/w 

Reset Control 

PCI 


NOTES: 

1 . Read and write accesses to these locations are always broadcast to the ISA Bus. 

2. Write accesses to these locations are broadcast to the ISA Bus. Read Accesses are not. If programmed in the ISA 
Controller Recovery Timer Register, the PIIX will not alias the 90h-9Fh address range with the following addresses; 80h, 
84h-86h, 88h, and 8C-8Eh. In this case, accesses to the 90h-9Fh address range for the previously specified addresses 
are forwarded to the ISA Bus for both reads and writes and are ignored during ISA Master cycles (i.e., they are no-longer 
considered PIIX registers). Note that port 92 is always a distinct ISA Register and is always forwarded to the ISA Bus. 

3. ISA-Compatible DMA Register I/O space accesses are always subtractively decoded. 


Table 5. PCI Bus Master IDE I/O Registers 


Offset From 
Base Address 

Mnemonic 

Register 

Register 

Access 

OOh 

BMICP 

Bus Master IDE Command (Primary) 

R/W 

Olh 


Reserved 


02h 

BMISP 

Bus Master IDE Status (Primary) 

R/WC 

03h 


Reserved 


04-07h 

BMIDTPP 

Bus Master IDE Descriptor Table Pointer (Primary) 

R/W 

08h 

BMICS 

Bus Master IDE Command (Secondary) 

R/W 

09h 


Reserved 


OAh 

BMISS 

Bus Master IDE Status (Secondary) 

R/WC 

OBh 


Reserved 


OC-OFh 

BMIDTPS 

Bus Master IDE Descriptor Table Pointer (Secondary) 

R/W 


NOTE: 

The base address is programmable via the BMIBA Register (20-23h; function 1). 
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2.2 PCI Configuration Registers — Function 0 (PCI to ISA Bridge) 

2.2.1 VID— VENDOR IDENTIFICATION REGISTER (FUNCTION 0) 

Address Offset: 00-01 h 
Default Value: 8086h 

Attribute: Read Only 

The VI D Register contains the vendor identification number. This register, along with the Device Identification 
Register, uniquely identifies any PCI device. Writes to this register have no effect. 


Bit 

Description 

15:0 

Vendor Identification Number: This is a 16-bit value assigned to Intel. 


2.2.2 DID— DEVICE IDENTIFICATION REGISTER (FUNCTION 0) 

Address Offset: 02-03h 
Default Value: 122Eh 

Attribute: Read Only 


The DID Register contains the device identification number. This register, along with the VI D Register, define 
the PIIX. Writes to this register have no effect. 


Bit 

Description 

15:0 

Device Identification Number: This is a 16-bit value assigned to the PIIX. 


2.2.3 PCICMD— COMMAND REGISTER (FUNCTION 0) 

Address Offset: 04-05h 
Default Value: 0007h 

Attribute: Read/Write 


Bit 

Description 

15:10 

Reserved: Read as 0. 

9 

Fast Back-to-Back Enable: (Not Implemented). This bit is hardwired to 0. 

8:5 

Reserved: Read as 0. 

4 

Postable Memory Write Enable: (Not Implemented). This bit is hardwired to 0. 

3 

Special Cycle Enable (SCE): 1 = Enable (the PIIX recognizes shutdown special cycle). 0 = Disable 
(the PIIX ignores all PCI special cycles). 

2 

Bus Master Enable (BME): (Not Implemented). The PIIX does not support disabling it’s Bus Master 
capability. This bit is hardwired to 1 . 

1 

Memory Access Enable (MAE): (Not Implemented). The PIIX does not support disabling access to 
main memory. This bit is hardwired to 1 . 

0 

I/O Space Access Enable (lOSE): The PIIX does not support disabling it’s response to PCI I/O 
cycles. This bit is hardwired to 1 . 
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2.2.4 PCISTS— PCI DEVICE STATUS REGISTER (FUNCTION 0) 

Address Offset: 06-07h 

Default Value: 0200h 

Attribute: Read/Write, Read Only 


The PCISTS Register reports the occurrence of a PCI master-abort by the PI IX or a PCI target-abort when the 
PIIX is a master. The register also Indicates the PIIX DEVSEL# signal timing. 


m 

Description 

15 

Detected Parity Error (PERR): (Not Implemented). Read as 0. 

14 

Signaled SERR# Status (SERRS): (Not Implemented). Read as 0. 

13 

Master-Abort Status (MA)— R/W: When the PIIX, as a master (for the ISA bridge function), 
generates a master-abort, MA is set to 1 . Software sets MA to 0 by writing 1 to this bit location. 

12 

Received Target-Abort Status (RTA)— R/W: When the PIIX is a master on the PCI Bus (for the ISA 
bridge function) and receives a target-abort, this bit is set to 1 . Software sets RTA to 0 by writing 1 to 
this bit location. 

11 

Signaled Target-Abort Status (STA)— R/W: This bit is set when the PIIX ISA bridge function is 
targeted with a transaction that the PIIX terminates with a target abort. Software sets STA to 0 by 
writing 1 to this bit location. 

10:9 

DEVSEL# Timing Status (DEVT)— RO: The PIIX always generates DEVSEL# with medium timing 
for ISA functions. Thus, DEVT=01. This DEVSEL# timing does not include configuration cycles. 

8 

PERR# Response: (Not Implemented). Read as 0. 

7 

Fast Back to Back — RO: This bit Indicates to the PCI Master that PIIX as a target Is capable of 
accepting fast back-to-back transactions. 


Reserved: Read as Os. 



2.2.5 RID— REVISION IDENTIFICATION REGISTER (FUNCTION 0) 

Address Offset: 08h 

Default Value: Refer to stepping information 

Attribute: Read Only 

This 8 bit register contains device stepping information. Writes to this register have no effect. 


Bit 

Description 

7:0 

Revision ID Byte: This register is hardwired to the default value. 
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2.2.6 PI— PROGRAMMING INTERFACE REGISTER (FUNCTION 0) 

Address Offset: 09h 
Default Value: OOh 

Attribute: Read Only 

This register contains the device programming interface information related to the Sub Class Code Register 
and Base Class Code Register definition for this function. 


Bit 

Description 

7:0 

Programming Interface: OOh-hardwired as a PCI-to-ISA bridge. 


2.2.7 SUBC— SUB CLASS CODE REGISTER (FUNCTION 0) 

Address Offset: OAh 
Default Value: 01 h 

Attribute: Read Only 

This register Indicates the function sub class in relation to the Base Class Code Register. 


Bit 

Description 

7:0 

Sub-Class Code (SCC): 01 h = PCI-to-ISA bridge. 


2.2.8 BCC— BASE CLASS CODE REGISTER (FUNCTION 0) 

Address Offset: OBh 
Default Value: 06h 

Attribute: Read Only 

This register contains the Base Class Code of the PIIX. 


Bit 

Description 

7:0 

Base Class Code (BASEC): 06h = bridge device. 


2.2.9 HEDT— HEADER TYPE REGISTER (FUNCTION 0) 

Address Offset: OEh 
Default Value: 80h 

Attribute: Read Only 

The HEDT Register identifies the PIIX as a multi-function device. 


Bit 

Description 

7:0 

Device Type (DEVCET): 80h = multi-function device. 
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2.2.10 lORT— ISA I/O RECOVERY TIMER REGISTER (FUNCTION 0) 

Address Offset: 4Ch 
Default Value: 4Dh 

Attribute: Read/Write 

The I/O recovery mechanism in the PIIX is used to add additional recovery delay between CPU or PCI master 
originated 8-bit and 16-bit I/O cycles to the ISA Bus. The PIIX automatically forces a minimum delay of 3.5 
SYSCLKs between back-to-back 8- and 16-blt I/O cycles to the ISA Bus. This delay is measured from the 
rising edge of the I/O command (lOR# or lOW#) to the falling edge of the next I/O command. If a delay of 
greater than 3.5 SYSCLKs is required, the ISA I/O Recovery Time Register can be programmed to increase 
the delay in Increments of SYSCLKs. No additional delay is Inserted for back-to-back I/O “sub cycles” 
generated as a result of byte assembly or disassembly. This register defaults to 8 and 1 6-bit recovery enabled 
with one SYSCLK clock added to the standard I/O recovery. 


Bit 

Description 

7 

DMA Reserved Page Register Aliasing Control (DMAAC): When DMAAC= 0, the PIIX aliases I/O 
accesses in the 90“9Fh range to the 80-8Fh range. In this case, the PIIX only forwards write 
accesses to these locations to the ISA Bus. When DMAAC = 1 , the PIIX disables aliasing for the 
following registers; 80h, 84-86h, 88h, and 8C-8Eh. When disabled, the PIIX forwards read and write 
accesses to those registers to the ISA Bus. Note that port 92h is always a distinct ISA Register In the 
90-9Fh range and is always forwarded to the ISA Bus. When DMAAC = 1 , ISA master accesses to the 
90-9Fh range are ignored by the PIIX. Also, when DMAAC = 1 , the PIIX does not re-load the power 
management Fast-Off-Timer with its original value for accesses to the 90-9Fh address range. 

6 

8-Bit I/O Recovery Enable: 1 = Enable the recovery time programmed in bits[5:3]. 0 = Disable 
recovery times in bits [5:3] and the recovery timing of 3.5 SYSCLKs is inserted. 

5:3 

8-Blt I/O Recovery Times: When bit 6 = 1 , this 3-blt field defines the recovery time for 8-bit I/O. 
Bit[5:3] SYSCLK Bit[6:3] SYSCLK 
001 1 101 5 

010 2 110 6 

oil 3 111 7 

100 4 000 8 

2 

16-Blt I/O Recovery Enable: 1 = Enable, the recovery times programmed in bits[1 :0]. 0 = Disable, 
programmable recovery times In blts[1 :0] and the recovery timing of 3.5 SYSCLKs is Inserted. 

1:0 

16-Bit I/O Recovery Times: When bit 2 = 1 , this 2-blt field defines the recovery time for 16-bit I/O. 
Bit[1:0] SYSCLK 
01 1 

10 2 

11 3 

00 4 
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2.2.11 XBCS— X-BUS CHIP SELECT REGISTER (FUNCTION 0) 

Address Offset: 4Eh 
Default Value: 03h 

Attribute: Read/Write 


This register enables/disables accesses to the RTC, keyboard conirolier and BiOS Disabling any of these bits 
prevents the chip select and X-Bus output enable control signal (XOL# l for thai device from being generated. 
This register also provides coprocessor error and mouse functions. 


Bit 

Description 

7 

Extended BIOS Enable: When bit 7 = 1 (enabled), PCI master accesses to locations FFF80000- 
FFFDFFFFh are forwarded to ISA and result in the generation ot BIOSCS# and XOE#. When 
forwarding the additional 384-Kbyte region at the top of 4 Gbytes, the Pl’X allows the PC! address 
A[23:20] to propagate to the ISA LA[23:20] lines as all 1 ’s, aliasing this 384-Kbyte region to the top of 
the 16-Mbyte space. To avoid contention, ISA add-in memory must not be present in this region 
(00F80000-00FDFFFFh). When bit 7 = 0, the P!!X does not generate BIOSCS# or XOE#. 

6 

Lower BIOS Enable: When bit 6 = 1 (enabled), PC! master, or iSA mabter accesses to the lower 
64-Kbyte BIOS block (EOOOO-EFFFFh) at the lop of 1 Mbyte, or the a sases at the top of 4 Gbyte 
(FFFEOOOO-FFFEFFFFh) result in the generation ot BIOSCS# and XOE# When forwarding the 
region at the top of 4 Gbytes to the ISA Bus, the ISA LA [23 20 i lines are all Ts, aliasing this region to 
the top of the 16 Mbyte space. To avoid contention, ISA addin memory must not be present in this 
region (00F80000-00FDFFFFh). When bit 6 = 0, the PIIX does not generate BIOSCS# or XOE# 
during these accesses and does not forward the accesses to *SA. 

5 

Coprocessor Error Function Enable: 1 = Enable, the FERF^# input, when asserted, triggers 1RQ13 
(internal). FERR# is also used to gate the IGNNE# output. 

4 

IRQ12/M Mouse Function Enable: 1 = Mouse function; 0 = Standard 1RQ12 inierrupt function. 

3 

Reserved. 

2 

BIOSCS# Write Protect Enable: 1 = Enable (BIOSCS# is asserted for BIOS memory read and write 
cycles in decoded BIOS region); 0 = Disable (BIOSCS# is only asserted for BIOS read cycles). 

1 

Keyboard Controller Address Location Enable: 1 = Enable KBCS# and XOE# for address 
locations 60h and 64h. 0 = Disable KBCS# /XOE# for accesses to these locations. 

0 

RTC Address Location Enable: 1 = Enable RTCCS#/RTCALE and XOE# for accesses to address 
locations 70-77h. 0 = Disable RTCCS#/RTCALE and XOE# for these accesses. 


2.2.12 PIRQRC[A:D]— PIRQx ROUTE CONTROL REGISTERS (FUNCTION 0) 

Address Offset: 60h (PIRQRCA#)-63h (PIRQRCD#j 
Default Value: 80h 

Attribute: Read/Write 

These registers control the routing ot the PIRQ[A:D1# signals to the IRQ inputs of the interrupt controller. 
Each PIRQx# can be independently routed to any one of 1 1 interrupts. AH four PIRQx# lines can be routed to 
the same IRQx input. Note that the IRQ that is selected through bits[3:0j must be set to level sensitive mode in 
the corresponding ELCR Register. When a PIRQ signal is touted to an interrupt controller IRQ, the PIIX masks 
the corresponding IRQ signal. 
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6:4 Reserved. Read as Os. 


3:0 Interrupt Routing: When bit 7 = 0, this field selects the routing of the PIRQx to one of the interrupt 
controller interrupt inputs. 

Bits [3:0] iRQ Routing Bits [3:0] IRQ Routing Bits [3:0] iRQ Routing 

0000 Reserved 0110 IRQ6 1011 IRQ11 

0001 Reserved 0111 IRQ7 1100 IRQ12 

0010 Reserved 1000 Reserved 1101 Reserved 

0011 IRQ3 1001 IRQ9 1110 IRQ14 

0100 IRQ4 1010 IRQ10 1111 IRQ15 

0101 IRQ5 


2.2.13 TOM— TOP OF MEMORY REGISTER (FUNCTION 0) 

Address Offset: 69h 
Default Value: 02h 

Attribute: Read/Write 

This register enables the forwarding of ISA and DMA memory cycles to the PCI Bus and sets the top of main 
memory accessible by ISA or DMA devices. In addition, this register controls the forwarding of ISA or DMA 
accesses to the lower BIOS region (EOOOO-EFFFFh) and the 512-640-Kbyte main memory region (80000- 
AOOOOh). The Top of Memory Configuration Register must be set by the BIOS. 

Bit Description 

7:4 Top Of Memory: The top of memory can be assigned in 1 -Mbyte increments from 1-16 Mbytes. ISA 
or DMA accesses within this region, and not in the memory hole region, are forwarded to PCI. 

Bits [7:4] Top of Memory Bits [7:4] Top of Memory Bits [7:4] Top of Memory 

0000 1 Mbyte 0110 7 Mbyte 1011 12 Mbyte 

0001 2 Mbyte 0111 8 Mbyte 1100 13 Mbyte 

0010 3 Mbyte 1000 9 Mbyte 1101 14 Mbyte 

0011 4 Mbyte 1001 10 Mbyte 1110 15 Mbyte 

0100 5Mbyte 1010 11Mbyte 1111 16Mbyte 

0101 6 Mbyte 

NOTE: 

The PI IX only supports a main memory hole at the top of 1 6 Mbytes. Thus, if a 1 -Mbyte memory 
hole is created for the TSC’s DRAM controller between 1 5 and 16 Mbytes, the PIIX Top of 
Memory should be set at 1 5 Mbytes. 

3 ISA/DMA Lower BIOS Forwarding Enable: 1 = Enable (forwarded to PCI, if XBCS Register bit 6 = 0); 

0 = Disable (contained to ISA). Note that if the XBCS Register bit 6=1, ISA/DMA accesses in this 
region are always contained to ISA. 

2 Reserved. 

1 ISA/DMA 512-640 Kbyte Region Forwarding Enable: 1 = Enable (forwarded to PCI); 0 = Disable 
(contained to ISA). 

0 Reserved. 
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2.2.14 MSTAT— MISCELLANEOUS STATUS REGISTER (FUNCTION 0) 

Address Offset; 6B-6Ah 
Default Value: Undefined 

Attribute: Read Only (bit 2 read/write) 

This register reports the hardware strapping options selected for internal ISA DMA or external DMA mode and 
the ISA clock divisor. 


Bit 

Description 

15:3 

Reserved. 

2 

PCi Header Type Bit Enabie: This bit controls the “Header Type Bit” in PIIX register OEh which 
defines the PIIX as a multifunction device. This bit defaults to 1 (multifunction device), and should be 
left in the default state. This bit Is read/write. 

1 

Internal ISA DMA or External DMA Mode Status (lEDMAS): This bit reports the strapping option 
selected on the TC signal. This bit is 0 for normal DMA operation. This bit indicates strapping at the 
TC pin during reset (pulled high at reset for a value of 0). 

0 

ISA Clock Divisor Status: This bit reports the strapping option on the SYSCLK signal. 1 = clock 
1 divisor of 3 (PCICLK = 25 MHz). 0 = Clock divisor of 4 (PCICLK = 33 MHz). Note that, for 
PCICLK = 30 MHz, a clock divisor of 4 must be selected and produces a SYSCLK of 7.5 Mhz. 


I 
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2.2.15 MBIRQ[1:0]— MOTHERBOARD DEVICE IRO ROUTE CONTROL REGISTERS (FUNCTION 0) 

Address Offset: 70h— MBIRQO; 71h— MBIRQ1 
Default Value: 80h 

Attribute: Read/Write 

These registers control the routing of motherboard device interrupts (MIRQ[1:0]) to the Internal IRQ Inputs of 
the interrupt controller. Each MIRQx# can be independently routed to any one of the Interrupts. If the Bus 
Master mode of the IDE interface is used and there Is a secondary IDE channel, the Interrupt for that channel 
must be connected to MIRQO. 

Note that when a MIRQ line and a PIRQ# line are steered to the same ISA interrupt, the device connected to 
the MIRQ line must be set for active high, level sensitive interrupts. In this case, the ISA interrupt will be 
masked. Bit 6 of that Motherboard Device IRQ Route Control Register must be programmed to 0. 

Bit Description 

7 Interrupt Routing Enable: 0 = Enable routing; 1 = Disable routing. 

6 MIRQx/IRQx Sharing Enable: 0 = Disable sharing; 1 = Enable sharing. When sharing is disabled and 
bit 7 of this register Is 0, the interrupt specified by bits[3:0] is masked. Interrupt sharing should only be 
enabled when the device connected to the MIRQ line and the device connected to the ISA IRQ line 
both produce active high, level-sensitive interrupts. 

5:4 Reserved: Read as Os. 

3:0 Interrupt Routing: When bit 7 == 0, this field selects the routing of the MBIRQx to one of the Interrupt 
controller interrupt inputs. 

Bits[3:0] IRQ Routing Bits[3:0] IRQ Routing Bits[3:0] IRQ Routing 

0000 Reserved 0110 IRQ6 1011 IRQ11 

0001 Reserved 0111 IRQ7 1100 IRQ12 

0010 Reserved 1000 Reserved 1101 Reserved 

0011 IRQ3 1001 IRQ9 1110 IRQ14 

0100 IRQ4 1010 IRQ10 1111 IRQ15 

0101 IRQ5 
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2.2.16 MBDMA[1:0]— MOTHERBOARD DEVICE DMA CONTROL REGISTERS (FUNCTION 0) 

Address Offset; 76h— MBDMAO#; 77h— MBDMA1 # 

Default Value: 04h 

Attribute; Read /Write 

These registers control the routing of motherboard device DMA signals (MDRQ[1;0] and MDAK[1;0]) to the 
DREQ and DACK# signals on the 8237 DMA controller unit. This register also enables a fast transfer mode 
(type F, 3 SYSCLK) for motherboard devices. 

When a MDRQ/MDAK# pair is programmed for a given 8237 DMA channel and DMC=1, the MDRQ/ 
MDAK# signals are masked. If both motherboard DMAs are used, the motherboard DMAs should be pro- 
grammed to different compatible DMA channels. Programming both motherboard DMAs to the same compati- 
ble DMA channel results in unpredictable device operation. 

When DMC=1, this register enables type F transfers and the 4-byte DMA buffer for an ISA peripheral on a 
given channel. When DMC = 0, this register steers the corresponding MDRQ/MDAK# signals to a compatible 
ISA channel for a motherboard peripheral and also enable type F transfers and the 4-byte DMA buffer. 

Bit Description 

7 Type F and DMA Buffer Enable (FAST): 1 = Enable for the channel selected by bits [2:0]. 0 = Disable 
for the channel selected by bits [2:0]. 

6:4 Reserved. Read as Os. 

3 Disable Motherboard Channel (DMC): When this bit 3 = 0, the MDRQ/MDAK # pair associated with 
this channel is routed to the compatible ISA channel determined by the CHNL field (bits[2:0j). When 
bit 3 = 1 , the ISA DREQ/DACK# pair is used for that channel. 

2:0 DMA Channel Select (CHNL): This field selects the DMA channel connected to the MDRQ/MDAK# 
pair. 

Bits [2:0] DMA Channel Bits [2:0] DMA Channel 

000 0 

001 1 

010 2 

oil 3 


default (disabled) 

5 

6 
7 
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2.2.17 PCSC— PROGRAMMABLE CHIP SELECT CONTROL REGISTER (FUNCTION 0) 

Address Offset: 78-79h 
Default Value: 0002h 

Attribute: Read/Write 

This register controls the assertion of the PCS# programmable chip select signal. The PCS# signal is assert- 
ed for subtractively decoded I/O cycles generated by PCI masters that fall in the range specified by this 
register. The address is programmable to any 1 6 bit I/O space location and the range is programmable to be 
4, 8 or 16 bytes. A split range is precluded. The upper 16 address bits (AD [31 : 16]) must be 0 for the address to 
be decoded and the PCS# signal asserted. The PCS# signal Is never asserted for ISA Bus Masters access. 


Bit 

Description 

15:2 

PCS Address (PCSADDR): This field defines a 16 bit I/O space address (4 byte range) that causes 
the PCS# signal to assert. Address bits [3:2] may be masked (considered “don’t care”) by 
programming bits [1:0] of this register. 

1:0 

PCS Address Mask: When bit 1 = 1 , PCSADDR3 is masked. When bit 0 = 1 , PCSADDR2 Is masked. 
Bits [1:0] Range 

00 4 bytes (default) 

01 8 bytes, contiguous 

1 0 Disabled 

11 16 bytes, contiguous 
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2.2.18 SMICNTL— SMI CONTROL REGISTER (FUNCTION 0) 

Address Offset: AOh 
Default Value: 08h 

Attribute: Read/Write 


The SMICNTL Register provides Fast-Off Timer control, STPCLK# enable/disable, and CPU clock scaling. 
This register also enables/disables the system management interrupt (SMI). 


Bit 

Description 

7:5 

Reserved. 

4:3 

Fast-Off Timer Freeze (CTMRFRZ): This field enables/disables the Fast-Off Timer and when 
enabled, selects the timer count granularity as shown below: 

Bits [4:3] Count Granularity Count Granularity Count Granularity 
(33 MHz PCICLK) (30 MHz PCICLK) (25 MHz PCICLK) 

00 1 Minute 1.1 Minute 1.32 Minute 

01 Disabled (default) Disabled (default) Disabled (default) 

10 1 PCICLK 1 PCICLK 1 PCICLK 

11 1msec 1.1msec 1.32 msec 

2 

STPCLK# Scaling Enable (CSTPCLKSC): 1 = Enable; 0 = Disable. When enabled (and bit 1 = 1), the 
high and low times for the STPCLK# signal are controlled by the Clock Scaling STPCLK# High Timer 
and Clock Scaling STPCLK# Low Timer Registers. 

1 

STPCLK# Signal Enable (CSTPCLKE): 1 = Enable; 0 = Disable. When enabled, an APMC Register 
read causes STPCLK# to be asserted. When disabled, the STPCLK# signal is disabled and is 
negated (high). Software can set this bit to 0 by writing 0 to it. 

0 

SMI# Gate (CSMIGATE): 1 = Enable; 0 = Disable. When enabled, a system management Interrupt 
condition asserts the SMI# signal. When disabled, the SMI# signal is masked and negated. This bit 
only affects the SMI # signal and does not affect the detection/recording of SMI events (I.e., this bit 
does not affect the SMI status bits in the SMIREQ Register). Thus, if an SMI is pending when this bit is 
set to 1 , the SMI # signal is asserted. 



I 
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2.2.19 SMIEN— SMI ENABLE REGISTER (FUNCTION 0) 

Address Offset: A2-A3h 
Default Value: OOOOh 

Attribute: Read/Write 

This register enables the generation of SMI (asserting the SMI# signal) for the associated hardware events 
(bits[5:0]), and software events (bit 7). When a hardware event is enabled, the occurrence of a corresponding 
event results in the assertion of SMI#, If enabled via the SMICNTL Register. The SMI# is asserted Indepen- 
dent of the current power state (Power-On or Fast-Off). The default for all sources in this register Is disabled. 


Bit 

Description 

15:8 

Reserved. 

7 

APMC Write SMI Enable: 1 = Enable; 0 = Disable. 

Bi 

EXTSMI# SMI Enable: 1 = Enable; 0 = Disable. 

m 

Fast-Off Timer SMi Enable: 1 = Enable; 0 = Disable. When enabled, the timer generates an SMI 
when It decrements to 0. 

m 

IRQ12 SMI Enable (PS/2 Mouse Interrupt): 1 = Enable; 0 = Disable. 

3 

IRQ8 SMI Enable (RTC Alarm Interrupt): 1 - Enable; 0 = Disable. 

2 

IRQ4 SMI Enable (COM2/COM4 Interrupt or Mouse): 1 = Enable; 0 = Disable. 

1 

IRQ3 SMI Enable (COM1/COM3 Interrupt or Mouse): 1 = Enable; 0 = Disable. 

0 

IRQ1 SMI Enable (Keyboard Interrupt): 1 = Enable; 0 = Disable. 
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2.2.20 SEE— SYSTEM EVENT ENABLE REGISTER (FUNCTION 0) 

Address Offset: A4-A7h 
Default Value: OOOOOOOOh 

Attribute: Read/Write 

This register enables hardware events as system events and break events for power management control. 
The default for each system/break event in this register is disabled. Bits[31,29,15:3,1:0] generate both system 
and break events and bit 30 generates break events only. 

System Events: Activity by these events can keep the system from powering down. When a system event is 
enabled, the corresponding hardware event activity prevents a Fast-Off power-down condition by reloading 
the Fast-Off Timer with its initial count. 


Break Events: These events can awaken a powered down system. When a break event is enabled, the 
corresponding hardware event activity powers up the system by negating STPCLK#. 


Bit 

Description 

31 

Fast-Off SMI Enable (FSMIEN): 1 = Enable; 0 = Disable. 

30 

INTR Enable (FINTREN): 1 = Enable; 0 = Disable. When enabled, INTR is used as a global break 
event. In this case, any IRQ that is generated causes the system to powerup via the negation of 
STPCLK#, regardless of the state of bits[1 5:3,1 :0] in this register. 

29 

Fast-Off NMI Enable (FNMIEN): 1 = Enable, 0 = Disable. 

28:16 

Reserved. 

15:3 

Fast-Off IRQ[15:3] Enable (FIRQ[15:3]EN): 1 = Enable; 0 = Disable. 

2 

Reserved. 

1:0 

Fast-Off IRQ[1:0] Enable (FIRQ[1:0]EN): 1 = Enable; 0 = Disable. 


2.2.21 FTMR— FAST-OFF TIMER REGISTER (FUNCTION 0) 

Address Offset: A8h 
Default Value: OFh 

Attribute: Read/Write 

The Fast-Off Timer indicates (through an SMI) that the system has been idle for a preprogrammed period of 
time. When the timer expires, an SMI special cycle Is generated. The count time Interval is programmable (via 
the SMICNTL Register). The granularity of the counter is programmable via the SMICNTL Register. 


NOTE: 

1 . Before writing to the FTMR Register, the Fast-Off Timer must be stopped via bits [4:3] of the 
SMICNTL Register. 


Bit 

Description 

7:0 

Fast-Off Timer Value: Bits[7:0] contain one less than the actual count-down value. Thus, if X is 
programmed into this register, the countdown value is X + 1 . The X + 1 value Is loaded into the counter 
when an enabled system event occurs. When the Fast-Off Timer reaches OOh, an SMI Is generated 
and the timer is re-loaded with the X + 1 value. When the Fast-Off Timer is enabled (via the SMICNTL 
Register), the timer counts down from this value. A read from the FTMR Register returns the value last 
written. 
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2.2.22 SMIREQ— SMI REQUEST REGISTER (FUNCTION 0) 

Address Offset: AA-ABh 
Default Value: OOh 

Attribute: Read/Write 

The SMIREQ Register contains status bits indicating which enabled event caused a SMI. 

NOTES: 

1. The SMIREQ bits are set, cleared, or read Independently of each other and Independently of the 
CSMIGATE bit In the SMICNTL Register. 

2. If software attempts to set a status bit to 0 at the same time that the PIIX Is setting Jt to 1 , the bit Is set 
to 1. 

3. Each of the SMIREQ bits Is set by the PIIX in response to the activation of the corresonding SMI 
event. If the SMI event is still active when the corresponding SMIREQ bit is set to 0, the PIIX does not 
set the status bit back to 1 (i.e., there Is only one status indication per active SMI event). 

4. When an IRQx signal is asserted, the corresponding IRQx status bit is set to 1. If the IRQx signal Is 
still active when software sets the corresponding status bit to 0, the status bit Is not set back to 1 . 
The IRQx may be negated before software sets the status bit to 0. However, if the status bit is set to 
0 at the same time a new IRQx is activated, the status bit remains at 1. This indicates to the SMI 
handler that a new SMI event has been detected. 


5. If an IRQx is set in level mode and shared by two devices, the IRQ should not be enabled as an 
SMI# event. The PIIX’s SMIREQ bits are essentially set with an edge. When the second IRQ occurs 
on a shared IRQ, there is not second edge and the SMI# will not be generated for the second IRQ. 



Description 

15:8 

Reserved. 

7 

ARM SMI Status (RAPMC): The PIIX sets this bit to 1 to indicate that a write to the APM Control 
Register caused an SMI. Software sets this bit to 0 by writing 0 to it. 

6 

EXTSMi# SMI Status (REXT): The PIIX sets this bit to 1 to indicate that EXTSMI# caused an SMI. 
Software sets this bit to 0 by writing 0 to it. 

5 

Fast-Off Timer Expired Status (RFOT): The PIIX sets this bit to 1 to indicate that the Fast-Off Timer 
expired and caused an SMI. Software sets this bit to 0 by writing 0 to It. Note that the timer re-starts 
counting 1 the next clock after it expires. 

4 

IRQ12 Request SMI Status (RIRQ12): The PIIX sets this bit to 1 to indicate that IRQ12 caused an 
SMI. Software sets this bit to 0 by writing 0 to it. 

3 

IRQ8# Request SMI Status (RIRQ8): The PIIX sets this bit to 1 to indicate that IRQ8# caused an 
SMI. Software sets this bit to 0 by writing 0 to It. 

2 

IRQ4 Request SMI Status (RIRQ4): The PIIX sets this bit to 1 to indicate that IRQ4 caused an SMI. 
Software sets this bit to 0 by writing 0 to it. 

1 

IRQ3 Request SMI Status (RIRQ3): The PIIX sets this bit to 1 to Indicate that IRQ3 caused an SMI. 
Software sets this bit to 0 by writing 0 to it. 

0 

IRQ1 Request SMI Status (RIRQ1): The PIIX sets this bit to 1 to indicate that IRQ1 caused an SMI. 
Software sets this bit to 0 by writing 0 to it. 
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2.2.23 CTLTMR— CLOCK SCALE STPCLK# LOW TIMER (FUNCTION 0) 

Address Offset: ACh 
Default Value: OOh 

Attribute: Read/Write 

The value in this register defines the duration of the STPCLK# asserted period when bit 2 in the SMICNTL 
Register is set to 1. The value in this register is loaded into the STPCLK# Timer when STPCLK# is asserted. 
The STPCLK# timer is a divide of PCI clocks and is, therefore, frequency dependent. 

The base count for a value of 0 is as follows: 

50.0 MHz timebase is 42 microseconds 

60.0 MHz timebase is 35 microseconds 

66.6 MHz timebase is 32 microseconds ^ 


The numbers above are derived from the formula: # of PCI clocks STPCLK# asserted (or negated) = 1 + 
1056* (programmed value + 1) where “programmed value” = the value programmed in the clock scale 
STPCLK# low or high timers, register offset OACh and OAEh. 


Bit 

Description 

7:0 

Clock Scaling STPCLK# Low Timer Value: Bits[7:0] define the duration of the STPCLK# asserted 
period during clock throttling. 


2.2.24 CTHTMR— CLOCK SCALE STPCLK# HIGH TIMER (FUNCTION 0) 

Address Offset: AEh 
Default Value: OOh 

Attribute: Read /Write 

The value in this register defines the duration of the STPCLK# negated period when bit 2 in the SMICNTL 
Register is set to 1. The value in this register is loaded into the STPCLK# timer when STPCLK# is negated. 
The STPCLK# timer is a divide of PCI clicks and is, therefore, frequency dependent. See the STPCLK# Low 
Timer description in Section 2.2.23.. 


Bit 

Description 

7:0 

Clock Scaling STPCLK# High Timer Value: Bits [7:0] define the duration of the STPCLK# negated 
period during clock throttling. 
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2.3 PCI Configuration Registers — Function 1 (IDE Interface) 

The PIIX is a multi-function (device, as indicated by bit 7 of the Header Type Register. The PCI IDE interface 
function uses Function 1 . 

2.3.1 VID— VENDOR ID REGISTER (FUNCTION 1) 

Address Offset: 00-01 h 
Default Value: 8086h 

Attribute: Read Only 


The VI D Register contains the vendor identification number. This register, along with the Device Identification 
Register, uniquely identify any PCI device. Writes to this register have no effect. 


Bit 

Description 

15:0 

Vendor Identification Number: This is a 16-bit value assigned to Intel. 


2.3.2 DID— DEVICE IDENTIFICATION REGISTER (FUNCTION 1) 

Address Offset: 02-03h 
Default Value: 1 230h 
Attribute: Read Only 


The DID Register contains the device identification number. This register, along with the VI D Register, define 
the PIIX. Writes to this register have no effect. 


Bit 

Description 

15:0 

Device Identification Number: This is a 16-bit value assigned to the PIIX. 
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2.3.3 PCICMD^OMMAND REGISTER (FUNCTION 1) 

Address Offset: 04-05h 
Default Value: OOOOh 

Attribute: Read/Write 


The PCICMD Register controls access to the I/O Space Registers. 


Bit 

Description 

15:10 

Reserved: Read 0. 

9 

Fast Back to Back Enable (FBE): (Not Implemented). This bit is hardwired to 0. 

8:5 

Reserved: Read as 0. 

4 

Memory Write and Invalidate Enable (MWI): (Not Implemented). This bit is hardwired to 0. 

3 

Special Cycle Enable (SCE): (Not Implemented). This bit is hardwired to 0. 

2 

Bus Master Enable (BME): 1 = Enables the PIIX to be an IDE Bus Master. 0 = Disables the PIIX 
from generating PCI accesses for the IDE Bus Master function. This bit must be programmed to 1 by 
BIOS for Bus Master IDE operation. 

1 

Memory Space Enable (MSE): (Not Implemented). This bit is hardwired to 1 . 

0 

I/O Space Enable (lOSE): This bit controls access to the I/O Space Registers. When lOSE = 1 , 
access to the Legacy IDE ports (both primary and secondary) and the PCI Bus Master IDE I/O 
Registers is enabled. The Base Address Register for the PCI Bus Master IDE I/O Registers should 
be programmed before this bit Is set to 1 . 
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2.3.4 PCISTS— PCI DEVICE STATUS REGISTER (FUNCTION 1) 

Address Offset: 06-07h 
Default Value: 0280h 

Attribute: Read/Write 


PCISTS Is a 16-bit status register for the IDE interface function. The register also Indicates the PIIX’s 
DEVSEL# signal timing. 


Bit 

Description 

15 

Detected Parity Error (PERR): (Not Impiemented). Read as 0. 

14 

SERR# Status (SERRS): (Not Implemented). Read as 0. 

13 

Master-Abort Status (MAS) — R/W: When the Bus Master IDE interface function, as a master, 
generates a master abort, MA is set to 1 . Software sets MA to 0 by writing 1 to this bit. 

12 

Received Target-Abort Status (RTA) — R/W: When the Bus Master IDE interface function Is a 
master on the PCI Bus and receives a target abort, this bit Is set to 1 . Software sets RTA to 0 by 
writing 1 to this bit. 

11 

Signaled Target Abort Status (STA)— R/W: This bit is set when the PHX IDE interface function is 
targeted with a transaction that the PHX terminates with a target abort. Software resets STA to 0 by 
writing 1 to this bit. 

10:9 

DEVSEL# Timing Status (DEVT)— RO: For the PHX, DEVT = 01 Indicating medium timing for 
DEVSEL# assertion when performing a positive decode. DEVSEL# timing does not include 
configuration cycles. 

8 

Data Parity Detected (DPD): (Not implemented). Read as 0. 

7 

Fast Back-to-Back Capable (FBC)— RO: Hardwired to 1 . This bit indicates to the PCI Master that 
PHX, as a target. Is capable of accepting fast back-to-back transactions. 

6:0 

Reserved: Read as Os. 


2.3.5 RID— REVISION IDENTIFICATION REGISTER (FUNCTION 1) 

Address Offset: 08h 

Default Value: Refer to stepping Information 

Attribute: Read Only 

This 8-bit register contains device stepping Information. Writes to this register have no effect. 


Bit 

Description 

7:0 

Revision ID Byte: The register Is hardwired to the default value during manufacturing. 
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2.3.6 PI— PROGRAMMING INTERFACE REGISTER (FUNCTION 1) 

Address Offset: 09h 
Default Value: 80h 

Attribute: Read Only 

This register contains the device programming interface information related to the Sub Class Code Register 
and Base Class Code Register definition for this function. 


Bit 

Description 

7:0 

Programming Interface: 80h = Capable of IDE Bus Master operation. 


2.3.7 SUBC— SUB CLASS CODE REGISTER (FUNCTION 1) 

Address Offset: OAh 
Default Value: 01 h 

Attribute: Read Only 

This register indicates the function sub>class in relation to the Base Class Code Register. 


Bit 

Description 

7:0 

Sub Ciass Code (SUBC): 01 h = IDE controller. 


2.3.8 BCC— BASE CLASS CODE REGISTER (FUNCTION 1) 

Address Offset: OBh 
Default Value: 01 h 

Attribute: Read Only 

This register contains the Base Class Code of the IDE function on the PIIX. 


Bit 

Description 

7:0 

Base Class Code (BASEC): 01 h = Mass storage device. 
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2.3.9 MLT— MASTER LATENCY TIMER REGISTER (FUNCTION 1) 

Address Offset: ODh 
Default Value: OOh 

Attribute: Read/Write 

MLT controls the amount of time PIIX, as a Bus Master, can burst data on the PCI Bus. The count value is an 8 
bit quantity. However, MLT[3:0] are reserved and 0 when determining the count value. MLT is cleared and 
suspended when PIIX is not asserting FRAME#. When PIIX asserts FRAME#, the counter begins counting. If 
PIIX finishes its transaction before the count expires, the MLT count Is Ignored. If the count expires before the 
transaction completes (count = # of clocks programmed in MLT), PIIX initiates a transaction termination as 
soon as its PHLDA# is removed. The number of clocks programmed in the MLT represents the guaranteed 
time slice (measured in PCI clocks) allotted to PIIX. The default value of MLT is OOh, or 0 PCI clocks. 


Bit 

Description 

7:4 

Master Latency Timer Count Value: PllX-inItiated PCI burst cycles can last indefinitely, as long as 
PHLDA# remains active. However, If PHLDA# is negated after the burst cycle Is initiated, PIIX limits 
the burst cycle to the number of PCI Bus clocks specified by this field. 

3:0 

Reserved. 


2.3.10 HEDT— HEADER TYPE REGISTER (FUNCTION 1) 

Address Offset: OEh 
Default Value: 80h 

Attribute: Read Only 

The HEDT Register identifies the PIIX as a multi-function device. 


Bit 

Description 

7:0 

Device Type (DEVICET): 80h = Multi-function device. 


2.3.11 BMIBA— BUS MASTER INTERFACE BASE ADDRESS REGISTER (FUNCTION 1) 

Address Offset: 20-23h 
Default Value: 00000001 h 

Attribute: Read/Write 

This register selects the base address of a 16-byte I/O space to provide a software interface to the Bus 
Master functions. Only 12 bytes are actually used (6 bytes for primary and 6 bytes for secondary). 


Bit 

Description 

31:16 

Reserved: Hardwired to 0. 

15:4 

Bus Master Interface Base Address: These bits provide the base address for the Bus Master 
Interface Registers and correspond to AD[15:4]. 

3:2 

Reserved: Hardwired to 0. 

1 

Reserved. 

0 

Resource Type Indicator (RTE)— RO: This bit is hardwired to 1 indicating that the base address 
field in this register maps to I/O space. 
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2.3.12 IDETM— IDE TIMING REGISTER (FUNCTION 1) 

Address Offset: Primary Channel = 40-41 h; Secondary Channel = 42-43h 
Default Value: OOOOh 

Attribute: Read/Write Only 


This register controls the PIIX’s IDE interface and selects the timing characteristics of the PCI Local Bus IDE 
cycle. 


Bit 

Description 

15 

IDE Decode Enable (IDE): 1 = Enable; 0 = Disable. When enabled, I/O transactions on PCI 
targeting the IDE ATA Register blocks (command block and control block) are positively decoded 
on PCI and driven on the PIIX IDE interface. When disabled, PIIX subtractively decodes these 
accesses to ISA. 

14 

Reserved. 

13:12 

lORDY Sample Point (ISP): This field selects the number of clocks between DlOx# assertion and 
the first lORDY sample point. 

Bits [ 1 3: 1 2] Number Of Ciocks 

00 5 

01 4 

10 3 

11 2 

11:10 

Reserved. 

9:8 

Recovery Time (RTC): This field selects the minimum number of clocks between the last lORDY# 
sample point and the DlOx# strobe of the next cycle. 

Bits [9:8] Number Of Ciocks 

00 4 

01 3 

10 2 

11 1 

7 

DMA Timing Enabie Only (DTE1): When DTE1 = 1 , fast timing mode is enabled for DMA data 
transfers for drive 1 . Note that PIO transfers to the IDE data port still run In compatible timing. 

6 

Prefetch and Posting Enable (PPE1): When PPE1 = 1 , prefetch and posting to the IDE data port Is 
enabled for drive 1 . 

5 

lORDY Sample Point Enabie Drive Select 1 (IE1): When IE1 =0, lORDY sampling Is disabled for 
Drive 1 . The internal lORDY signal is forced asserted guaranteeing that lORDY is sampled asserted 
at the first sample point as specified by the ISP field in this register. 

When IE1 = 1 and the currently selected drive (via a copy of bit 4 of 1x6h) is Drive 0, all accesses to 
the enabled I/O address range sample lORDY. The lORDY sample point Is specified by the ISP field 
in this register. 




2-465 




82371FB (PIIX) 


int^ 


Bit 

Description 

4 

Fast Timing Bank Drive Select 1 (TIME1): When TIME1 =0, accesses to the data port of the 
enabled I/O address range use the 16 bit compatible timing PCI local bus path. 

When TIME1 = 1 and the currently selected drive (via a copy of bit 4 of 1x6h) Is Drive 1 , accesses to 
the data port of the enabled I/O address range use the fast timing bank PCI local bus IDE path. 
Accesses to the data port use fast timing only If bit 7 of this register (DTE1 ) is zero. Accesses to ail 
non-data ports of the enabled I/O address range use the 8 bit compatible timing PCI local bus path. 

3 

DMA Timing Enabie Oniy (DTEO): When DTEO = 1 , fast timing mode is enabled for DMA data 
transfers for drive 0. Note that PIO transfers to the IDE data port still run In compatible timing. 

2 

Prefetch and Posting Enabie (PPEO): 1 = Enable; 0 = Disable. When enabled, prefetch and posting to 
the IDE data port Is enabled for drive 0. 

1 

iORDY Sample Point Enabie Drive Select 0 (lEO): When IE0 = 0, lORDY sampling is disabled for 
Drive 0. The internal IORDY signal is forced asserted guaranteeing that IORDY is sampled asserted at 
the first sample point as specified by the ISP field in this register. 

When IE0 = 1 and the currently selected drive (via a copy of bit 4 of 1x6h) Is Drive 0, ail accesses to the 
enabled I/O address range sample IORDY. The IORDY sample point is specified by the ISP field in this 
register. 

0 

Fast Timing Bank Drive Select 0 (TIMED): When TIMED = 0, accesses to the data port of the 
enabled I/O address range uses the 16 bit compatible timing PCI local bus path. 

When TIMED = 1 and the currently selected drive (via a copy of bit 4 of 1x6h) is Drive D, accesses to 
the data port of the enabled I/O address range use the fast timing bank PCI local bus IDE path. 
Accesses to the data port use fast timing only If bit 3 of this register (DTED) is D. Accesses to ail non- 
data ports of the enabled I/O address range use the 8 bit compatible timing PCI local bus path. 


2.4 ISA-Compatible Registers 

The ISA-Compatible Registers contain the DMA, timer/counter, and interrupt registers. This group also con- 
tains the X-Bus, coprocessor, NMI, and reset registers. 


2.4.1 DMA REGISTERS 

The PIIX contains DMA circuitry that incorporates the functionality of two 82C37 DMA controllers (DMA1 and 
DMA2). The DMA Registers control the operation of the DMA controllers and are all accessible from the Host 
CPU via the PCI Bus interface. In addition, some of the registers are accessed from the ISA Bus via ISA I/O 
space. Unless otherwise stated, a CPURST sets each register to its default value. 
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2.4. 1.1 DCOM — DMA Command Register 

I/O Address: Channels 0-3 — 08h; Channels 4-7 — ODOh 

Default Value: OOh (CPURST or Master Clear) 

Attribute: Write Only 

This 8-bit register controls the configuration of the DMA. Note that disabling channels 4-7 also disables 
channels 0-3, since channels 0-3 are cascaded into channel 4. 

* Bit Description 

7 PACK# ACTIVE Level (PACK# [3:0, (7:5)]): 1 = Active high; 0 = Active low. 

6 DREQ Sense Assert Level (DREQ [3:0, (7:5)1): 1 = Active low; 0 = Active high. 

5 Reserved: Must be 0. 

4 DMA Group Arbitration Priority: 1 = Rotating priority; 0 = Fixed priority 
3 Reserved: Must be 0. 

2 DMA Channel Group Enable: 1 = Disable; 0 = Enable. 

1 :0 Reserved: Must be 0. 

2.4. 1.2 DCM — DMA Channel Mode Register 

I/O Address: Channels 0-3 = OBh; Channels 4-7 = 0D6h 

Default Value: Bits[7:2] = 0, Bits[1 :0] = undefined (CPURST or Master Clear) 

Attribute: Write Only 


Each channel has a 1 6-bit DMA Channel Mode Register. The Channel Mode Registers provide control over 
DMA transfer type, transfer mode, address Increment/decrement, and autoinitialization. 



7:6 

DMA Transfer Mode: Each DMA channel can be programmed in one of four different modes: 


Bits[7:6l 

Transfer Mode 


00 

Demand mode 


01 

Single mode 


10 

Block mode 


11 

Cascade mode 

5 

Address Increment/Decrement Select: 0 = Increment; 1 = Decrement. 



OKllF®l^(i!flA‘irO©[isfl 


2-467 





82371FB (PIIX) 



Bit 

Description 

3:2 

DMA Transfer Type: When Bits[7:6] = 1 1 , the transfer type bits are Irrelevant. 


BKs[3:2] 

Transfer Type 


00 

Verify transfer 


01 

Write transfer 


10 

Read transfer 


11 

Illegal 

1:0 

DMA Channei Select: Bits[1 :0] select the DMA Channel Mode Register written to by bits [7:2]. 


Bits[1:0] 

Channel 


00 

Channel 0 (4) 


01 

Channel 1 (5) 


10 

Channel 2 (6) 


11 

Channel 3 (7) 


2.4. 1.3 DR — DMA Request Register 

I/O Address; Channels 0-3— 09h; Channels 4-7— 0D2h 

Default Value: Bits[1 :0] = undefined, Bits[7:2] = 0 (CPURST or Master Clear) 

Attribute; Write Only 

The Request Register is used by software to initiate a DMA request. The DMA responds to the software 
request as though DREQx is asserted. These requests are non-maskable and subject to prioritization by the 
priority encoder network. For a software request, the channel must be In Block Mode. The Request Register 
status for DMA1 and DMA is output on bits [7:4] of a Status Register read. 



Description 


Reserved: Must be 0. 


DMA Channel Service Request: 0 = Resets the individual software DMA channel request bit. 1 = Sets 
the request bit. Generation of a TC also sets this bit to 0. 

1:0 

DMA Channei Select: Bits[1 :0] select the DMA channel mode Register to program with bit 2. 


Bits[1:0] 

Channel 


00 

Channel 0 


01 

Channel 1 (5) 


10 

Channel 2 (6) 


11 

Channel 3 (7) 
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2.4. 1.4 Mask Register — Write Single Mask Bit 

I/O Address: Channels 0-3 — OAh; Channels 4-7 — 0D4h 

Default Value: Bits[1 :0] = undefined; Bit 2 = 1 ; Bits [7:3] = 0 (CPURST or a Master Clear) 

Attribute: Write Only 

A channel’s mask bit is automatically set when the Current Byte/Word Count Register reaches terminal count 
(unless the channel is programmed for autoinitialization). Setting the entire register disables all DMA requests 
until a clear mask register Instruction allows them to occur. This instruction format is similar to the format used 
with the DMA Request Register. Masking DMA channel 4 (DMA controller 2, channel 0) also masks DMA 
channels [3:0]. 


Bit 

Description 

7:3 

Reserved: Must be 0. 

2 

Channel Mask Select: 1 = Disable DREQ for the selected channel. 0 = Enable DREQ for the selected 
channel. 

1:0 

DMA Channel Select: Bits[1 :0] select the DMA Channel Mode Register for bit 2. 
Bits[1:0] Channel 

00 Channel 0 (4) 

01 Channel 1 (5) 

1 0 Channel 2 (6) 

1 1 Channel 3 (7) 


2.4. 1.5 Mask Register^Write All Mask Bits 

I/O Address: Channels 0-3 — OFh; Channels 4-7 — ODEh 

Default Value: Bit[3:0] = 1 ; Bit[7:4] = 0 (CPURST or Master Clear) 

Attribute: Read/Write 

A channel’s mask bit is automatically set to 1 when the Current Byte/Word Count Register reaches terminal 
count (unless the channel Is programmed for autoinitlalizatlon). Setting bits [3:0] to 1 disables all DMA requests 
until a clear mask register instruction enables the requests. Note that, masking DMA channel 4 (DMA control- 
ler 2, channel 0), masks DMA channels [3:0]. Also note that masking DMA controller 2 with a write to port 
ODEh also masks DREQ assertions from DMA controller 1 . 


Bit 

Description 

7:4 

Reserved: Must be 0. 

3:0 

Channel Mask Bits: 1 = Disable the corresponding DREQ(s); 0 = Enable the corresponding DREQ(s). 


Bit 

Channel 


0 

0(4) 


1 

1 (5) 


2 

2(6) 


3 

3(7) 
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2.4. 1.6 DS— DMA Status Register 

I/O Address: Channels 0-3 — 08h; Channels 4-7 — ODOh 

Default Value: OOh 

Attribute: Read Only 


Each DMA controller has a read-only DMA Status Register that indicates which channels have reached 
terminal count and which channels have a pending DMA request. 


■ 

Description 

7:4 

Channel Request Status: When a valid DMA request is pending for a channel (on its DREQ signal 
line), the corresponding bit is set to 1 . When a DMA request is not pending for a particular channel, the 
corresponding bit is set to 0. The source of the DREQ may be hardware or a software request. Note 
that channel 4 does not have DREQ or DACK lines, so the response for a read of DMA2 status for 
channel 4 Is irrelevant. 


Bit 

Channel 


4 

0 


5 

1(5) 


6 

2(6) 


7 

3(7) 

3:0 

Channel Terminal Count Status: 1 = TC is reached; 0 = TC Is not reached. 


Bit 

Channel 


0 

0 


1 

1(5) 


2 

2(6) 


3 

3(7) 


2.4. 1.7 DMA Base and Current Address Registers (8237 Compatibie Segment) 

I/O Address: DMA Channel OOOOh DMA Channel 40C0h 

DMA Channel 1 002h DMA Channel 50C4h 

DMA Channel 2004h DMA Channel 60C8h 

DMA Channel 3006h DMA Channel 70CCh 

Default Value: XXXXh (CPURST or Master Clear) 

Attribute: Read/Write 

This register works In conjunction with the Low Page Register. After an autoinitialization, this register retains 
the original programmed value. Autoinitiallze takes place after a TC. The address register is automatically 
Incremented or decremented after each transfer. This register is read/written In successive 8-bit bytes. The 
programmer must issue the “Clear Byte Pointer Flip-Flop” command to reset the Internal byte pointer and 
correctly align the write prior to programming the Current Address Register. Autoinitiallze takes place only after 
aTC. 


Bit 

Description 

15:0 

Base and Current Address [15:0]: These bits represent address bits[15:0] used when forming the 
24-bit address for DMA transfers. 
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2.4. 1.8 DMA Base and Current Byte/ Word Count Registers (Compatible Segment) 

I/O Address: DMA Channel 0001 h DMA Channel 40C2h 

DMA Channel 1003h DMA Channel 50C6h 

DMA Channel 2005h DMA Channel 60CAh 

DMA Channel 3007h DMA Channel 70CEh 

Default Value: XXXXh (CPURST or Master Clear) 

Attribute: Read/Write 

This register determines the number of transfers to be performed. The actual number of transfers Is one more 
than the number programmed in the Current Byte/Word Count Register When the value In the register is 
decremented from zero to FFFFh, a TC is generated. Autoinitiallze can only occur when a TC occurs. If it Is not 
autolnitialized, this register has a count of FFFFh after TC. 

For transfers to/from an 8-bit I/O, the Byte/Word count Indicates the number of bytes to be transferred. This 
applies to DMA channels 0-3. For transfers to/from a 16-bit I/O, with shifted address, the Byte/Word count 
Indicates the number of 16-blt words to be transferred. This applies to DMA channels 5-7. 

Bit Description 

1 5:0 Base and Current Byte/ Word Count: These bits represent the 1 6 byte/word count bits used when 
counting down a DMA transfer. 

2.4. 1.9 DMA Memory Low Page Registers 

I/O Address: DMA Channel 0087h DMA Channel 508Bh 

DMA Channel 1083h DMA Channel 6089h 

DMA Channel 2081 h DMA Channel 708Ah 

DMA Channel 3082h 

Default Value: XXh (CPURST or Master Clear) 

Attribute: Read/Write 

This register works In conjunction with the Current Address Register. After an autoinitialization, this register 
retains the original programmed value. Autoinitiallze takes place after a TC. 

Bit Description 

7:0 DMA Low Page [23:16]: These bits represent address blts[23:1 6] of the 24-blt DMA address. 
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2.4.1.10 DMA Clear Byte Pointer Register 

I/O Address: Channels 0-3 — OOCh; Channels 4-7 — 0D8h 

Default Value: All bits undefined 

Attribute: Write Only 

Writing to this register executes the Clear Byte Pointer Command. This command is executed prior to reading/ 
writing a new address or word count to the DMA. The command initializes the byte pointer flip-flop to a known 
state so that subsequent accesses to register contents address upper and lower bytes In the correct se- 
quence. The Clear Byte Pointer Command (or CPURST or the Master Clear Command) clears the Internal 
latch used to address the upper or lower byte of the 16-bit Address and Word Count Registers. 


Bit 

Description 

7:0 

Clear Byte Pointer: No specific pattern. Command enabled with a write to the I/O port address. 


2.4.1.11 DMC— DMA Master Clear Register 

I/O Address: Channel 0-3 — OODh; Channel 4-7— ODAh 

Default Value: All bits undefined 

Attribute: Write Only 

This software instruction has the same effect as the hardware reset. 


Bit 

Description 

7:0 

Master Clear: No specific pattern. Command enabled with a write to the I/O port address. 


2.4.1.12 DCLM— DMA Clear Mask Register 

I/O Address: Channel 0-3 — OOEh; Channel 4-7— ODCh 

Default Value: All bits undefined 

Attribute: Write Only 


Bit 

Description 

7:0 

Clear Mask Register: No specific pattern. Command enabled with a write to the I/O port address. 
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2.4.2 TIMER/COUNTER REGISTER DESCRIPTION 

2.4.2. 1 TCW— Timer Counter Control Word Register 

I/O Address: 043h 

Default Value: All bits undefined 

Attribute: Write Only 

The Timer Control Word Register specifies the counter selection, the operating mode, the counter byte pro- 
gramming order and size of the count value, and whether the counter counts down In a 16-bit or binary-coded 
decimal (BCD) format. After writing the control word, a new count can be written at any time. The new value 
takes effect according to the programmed mode. 


Bit 

Description 

7:6 

Counter Select: The Read Back Command Is selected when bits [7:6] are both 1 . 
Bit [7:6] Function 

00 Counter 0 

01 Counter 1 

1 0 Counter 2 

1 1 Read Back Command 

5:4 

Read/ Write Select: The Counter Latch Command is selected when bits [5:4] are both 0. 
Bit [5:4] Function 

00 Counter Latch Command 

01 R/W Least Significant Byte 

10 R/W Most Significant Byte 

1 1 R/W LSB then MSB 

3:1 

Counter Mode Selection: Bits[3:1] select one of six possible counter modes. 
Bit[3:1] Mode Function 

000 0 Out signal on end of count ( = 0) 

001 1 Hardware retriggerable one-shot 

XI 0 2 Rate generator (divide by n counter) 

XII 3 Square wave output 

1 00 4 Software triggered strobe 

101 5 Hardware triggered strobe 

0 

Binary/BCD Countdown Select: 0 = Binary countdown. The largest possible binary count is 2 ^^. 
1 = Binary coded decimal (BCD) count Is used. The largest BCD count allowed is 10^. 


Read Back Command 

The Read Back Command is used to determine the count value, programmed mode, and current states of the 
OUT pin and Null count flag of the selected counter or counters. The Read Back Command is written to the 
Timer Control Word Register which latches the current states of the above mentioned variables. The value of 
the counter and Its status may then be read by I/O access to the counter address. Note that the Timer Counter 
Register bit definitions are different during the Read Back Command than for a normal Timer Counter Register 
write. 
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Bit 

Description 

7:6 

Read Back Command: When bits [7:6] = 1 1 , the Read Back Command is selected during a write to 
the Timer Control Word Register. Following the Read Back Command, I/O reads from the selected 
counter’s I/O addresses produce the current latch status, the current latched count, or both If bits 4 
and 5 are both 0. 

5 

Latch Count of Selected Counters: When bit 5 = 0, the current count value of the selected counters 
will be latched. When bit 5 = 1 , the count will not be latched. 

4 

Latch Status of Selected Counters: When bit 4 = 0, the status of the selected counters will be 
latched. When bit 4 = 1 , the status will not be latched. The status byte format is described in Section 
4.3.3, Interval Timer Status Byte Format Register. 

3 

Counter 2 Select: When bit 3 = 1 , Counter 2 is selected for the latch command selected with bits 4 
and 5. When bit 3 = 0, status and/or count will not be latched. 

2 

Counter 1 Select: When bit 2 = 1 , Counter 1 Is selected for the latch command selected with bits 4 
and 5. When bit 2 = 0, status and/or count will not be latched. 

1 

Counter 0 Select: When bit 1 = 1 , Counter 0 is selected for the latch command selected with bits 4 
and 5. When bit 1 = 0, status and/or count will not be latched. 

0 

Reserved: Must be 0. 


Counter Latch Command 

The Counter Latch Command latches the current count value at the time the command is received. If a 
Counter is latched once and then, some time later, latched again before the count is read, the second Counter 
Latch Command is ignored. The count read will be the count at the time the first Counter Latch Command was 
issued. If the counter is programmed for two byte counts, two bytes must be read. The two bytes do not have 
to be read successively (read, write, or programming operations for other counters may be inserted between 
the reads). Note that the Timer Counter Register bit definitions are different during the Counter Latch Com- 
mand than for a normal Timer Counter Register write. Note that if a counter is programmed to read/write two- 
byte counts, a program must not transfer control between reading the first and second byte to another routine 
that also reads from that same counter. Otherwise, an incorrect count will be read. 


Bit 

Description 

7:6 

Counter Selection: Bits 6 and 7 are used to select the counter for latching. 


Blt[7:6] 

Function 


00 

latch counter 0 


01 

latch counter 1 


10 

latch counter 2 


11 

Read Back Command 

5:4 

Counter Latch Command: When bits [5:4] = 00, the Counter Latch Command is selected during a 
write to the Timer Control Word Register. Following the Counter Latch Command, I/O reads from the 
selected counter’s I/O addresses produce the current latched count. 

3:0 

Reserved: Must be 0. 
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2A.2.2 Interval Timer Status Byte Format Register 

I/O Address: Counter 0 — 040h; Counter 1 — 041 h; Counter 2 — 042h 

Default Value: Bits[6:0] = X; Bit 7 = 0 

Attribute: Read Only 

Each counter’s status byte can be read following an Interval Timer Read Back Command. If latch status is 
chosen (bit 4 = 0, Read Back Command) as a read back option for a given counter, the next read from the 
counter’s Counter Access Ports Register returns the status byte. 

Bit Description 

7 Counter OUT Pin State: 1 = Pin is 1 ; 0 = Pin is 0. 

6 Count Register Status: This bit indicates when the last count written to the Count Register (CR) has 
been loaded into the counting element (CE). 0 = Count has been transferred from CR to CE and is 
available for reading. 1 = Count has not been transferred from CR to CE and is not yet available for 
reading. 

5:4 Read/Write Selection Status: Bits [5:4] reflect the read/write selection made through bits [5:4] of the 
Control Register. 

Bit[5:4] Function 

00 Counter Latch Command 

01 R/W Least Significant Byte (LSB) 

1 0 R/W Most Significant Byte (MSB) 

1 1 R/W LSB then MSB 

3:1 Mode Selection Status: Blts[3:1] return the counter mode programming. 

Bit [3: 1 ] Mode Selected Bit [3: 1 ] Mode Selected 

000 0 X1 1 3 

001 1 100 4 

X10 2 101 5 

0 Countdown Type Status: 0 = Binary countdown; 1 = Binary coded decimal (BCD) countdown. 


2.4.2.S Counter Access Ports Register 

I/O Address: Counter 0 — 040h; Counter 1 — 041 h; Counter 2 — 042h 

Default Value: All bits undefined 

Attribute: Read/Write 

Each of these I/O ports is used for writing count values to the Count Registers; reading the current count value 
from the counter by either an I/O read, after a counter-latch command, or after a Read Back Command; and 
reading the status byte following a Read Back Command. 

Bit Description 

7:0 Counter Port bit[x]: Each counter I/O port address is used to program the 1 6-bit Count Register, The 
order of programming, either LSB only, MSB only, or LSB then MSB, is defined with the Interval 
Counter Control Register. The counter I/O port is also used to read the current count from the Count 
Register and return counter programming status following a Read Back Command. 


I 
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2.4.3 INTERRUPT CONTROLLER REGISTERS 

The PIIX contains an ISA-Compatible Interrupt controller that incorporates the functionality of two 82C59 
interrupt controllers. The interrupt registers control the operation of the interrupt controller. 


2.4.3.1 ICW1 — Initialization Command Word 1 Register 

I/O Address: INT CNTRL-1--020h; INT CNTRL-2— OAOh 

Default Value: All bits undefined 

Attribute: Write Only 

A write to Initialization Command Word 1 starts the interrupt controller initialization sequence. Addresses 020h 
and OAOh are referred to as the base addresses of CNTRL-1 and CNTRL-2, respectively. An I/O write to the 
CNTRL-1 or CNTRL-2 base address with bit 4 equal to 1 is interpreted as ICW1. For PllX-based ISA systems, 
three I/O writes to “base address + 1 “ must follow the ICW1 . The first write to “base address + 1 ” performs 
ICW2, the second write performs ICW3, and the third write performs ICW4. 

ICW1 starts the initialization sequence during which the following automatically occur: ^ 

1. The Interrupt Mask Register Is cleared. 

2. IRQ7 input Is assigned priority 7. 

3. The slave mode address Is set to 7. 

4. Special Mask Mode is cleared and Status Read Is set to IRR. 

5. If IC4 was set to 0, then all functions selected by ICW4 are set to 0. However, ICW4 must be programmed 
In the PIIX Implementation of this interrupt controller, and IC4 must be set to 1. 


Bit 

Description 

7:6 

ICW/OCW Seiect: These bits should be 000 when programming the PIIX. 

4 

ICW/OCW Select: Bit 4 must be 1 to select ICW1 . After the fixed Initialization sequence to ICW1 , 
ICW2, ICW3, and ICW4, the controller base address Is used to write to OCW2 and OCW3. Bit 4 is 0 on 
writes to these registers. A 1 on this bit at any time will force the Interrupt controller to Interpret the 
write as an ICW1 . The controller will then expect to see ICW2, ICW3, and ICW4. 

3 

Edge/Level Bank Select (LTIM): This bit is disabled. Its function is replaced by the Edge/ Level 
Triggered Control (ELCR) Registers. 

2 

ADI: Ignored for the PIIX. 

1 

Single or Cascade (SNGL): This bit must be programmed to 0. 

0 

ICW4 Write Required (IC4): This bit must be set to 1 . 
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2.4.S.2 ICW2 — Initialization Command Word 2 Register 

I/O Address: INT CNTRL-1— 021h; INT CNTRL-2— 0A1h 

Default Value: All bits undefined 

Attribute: Write Only 


ICW2 is used to initialize the interrupt controller with the five most significant bits of the interrupt vector 
address. 


Bit 

Description 

7:3 

Interrupt Vector Base Address: Bits [7:3] define the base address in the interrupt vector table for 
the interrupt routines associated with each interrupt request level input. 

2:0 

Interrupt Request Level: Must be programmed to all Os. 


2.4.S.3 ICW3— Initialization Command Word 3 Register (Master Controller) 

I/O Address: INT CNTRL-1— 021h 

Default Value: All bits undefined 

Attribute: Write Only 

The meaning of ICW3 differs between CNTRL-1 and CNTRL-2. On CNTRL-1, the master controller, ICW3 
indicates which CNTRL-1 IRQ line physically connects the INTR output of CNTRL-2 to CNTRL-1. 


Bit 

Description 

7:3 

Reserved: Must be programmed to all Os. 

2 

Cascaded Mode Enable: This bit must be programmed to 1 selecting cascade mode. 

1:0 

Reserved: Must be programmed to all Os. 


2.4.3.4 ICW3 — Initialization Command Word 3 Register (Slave Controller) 

I/O Address: INT CNTRL-2—0A1 h 

Default Value: All bits undefined 

Attribute: Write Only 

On CNTRL-2, the slave controller, ICW3 is the slave identification code broadcast by CNTRL-1. 


Bit 

Description 

7:3 

Reserved: Must be programmed to all Os. 

2:0 

Slave Identification Code: Must be programmed to 01 Ob. 
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2.4.3.S ICW4 — Initialization Command Word 4 Register 

I/O Address: INT CNTRL-1— 021 h; INT CNTRL-2— 0A1 h 

Default Value: 01 h 

Attribute: Write Only 

Both PIIX interrupt controllers must have ICW4 programmed as part of their initialization sequence. 


Bit 

Description 

7:5 

Reserved: Must be programmed to all Os. 

■ 

Special Fully Nested Mode (SFNM): Bit 4, SFNM, should normally be disabled by writing 0 to this bit. 
If SFNM - 1 , the special fully nested mode is programmed. 

El 

Buffered Mode (BUF): Must be programmed to 0 selecting non-buffered mode. 

m 

Master/Slave in Buffered Mode: Should always be programmed to 0. Bit not used. 

1 

AEOI (Automatic End of Interrupt): This bit should normally be programmed to 0. This is the normal 
end of interrupt. If this bit is 1 , the automatic end of interrupt mode is programmed. 

0 

Microprocessor Mode: Must be programmed to 1 indicating an Intel Architecture-based system. 


2.4.3.6 OCW1 — Operational Control Word 1 Register 

I/O Address: INT CNTRL-1— 021 h; INT CNTRL-2—0A1 h 

Default Value: OOh 

Attribute: Read/Write 

OCW1 sets and clears the mask bits in the Interrupt Mask Register (IMR). Each interrupt request line may be 
selectively masked or unmasked any time after initialization. The IMR stores the interrupt line mask bits. The 
IMR operates on the IRR. Masking of a higher priority input does not affect the interrupt request lines of lower 
priority. Unlike status reads of the ISR and IRR, for reading the IMR, no OCW3 is needed. The output data bus 
contains the IMR when an I/O read is active and the I/O address is 021 h or 0A1 h (OCW1). All writes to OCW1 
must occur following the ICW1-ICW4 initialization sequence, since the same I/O ports are used for OCWT, 
ICW2, ICW3 and ICW4. 


Bit 

Description 

7:0 

Interrupt Request Mask (Mask [7:0]): When 1 is written to any bit in this register, the corresponding 
IRQx line is masked. For example, if bit 4 is set to 1 , then IRQ4 is masked. Interrupt requests on IRQ4 
do not set channel 4’s Interrupt Request Register (IRR) bit as long as the channel is masked. When 0 
is written to any bit in this register, the corresponding IRQx is unmasked. Note that masking IRQ2 on 
CNTRL-1 also masks the interrupt requests from CNTRL-2, which is physically cascaded to IRQ2. 
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2.4.S.7 0CW2 — Operational Control Word 2 Register 

I/O Address: INT CNTRL-1— 020h; INT CNTRL-2— OAOh 

Default Value: Bits [4:0] = undefined; Bits [7:5] = 001 

Attribute: Write Only 


OCW2 controls both the Rotate Mode and the End of Interrupt Mode. Following a CPURST or ICW initializa- 
tion, the controller enters the fully nested mode of operation. Both rotation mode and specific EOl mode are 
disabled following initialization. 


Bit 


Description 


7:5 


Rotate and EOl Codes: R, SL, EOl - These three bits control the Rotate and End of Interrupt modes 


combinations of the two. A chart of these combinations is listed 

above under the bit definition. 

Bits[7:5] 

Function 

Bits [7:5] 

Function 

001 

Non-specific EOl Cmd 

000 

Rotate in Auto EOl Mode (Clear) 

oil 

Specific EOl Cmd 

111 

* Rotate on Specific EOl Cmd 

101 

Rotate on Non-Specific EOl Cmd 

110 

*Set Priority Cmd 

100 

Rotate In Auto EOl Mode (Set) 

010 

No Operation 


* LO - L2 Are Used 


4:3 OCW2 Select: Must be programmed to 00 selecting OCW2. 

2:0 Interrupt Level Select (L2, LI, LO): L2, LI , and LO determine the interrupt level acted upon when the 
SL bit is active (bit 6). When the SL bit is inactive, bits[2:0] do not have a defined function; 
programming L2, LI and LO to 0 is sufficient in this case. 


Blts[2:0] 

Interrupt Level 

Bits [2:0] 

Interrupt Level 

000 

IRQ 0(8) 

100 

IRQ 4(12) 

001 

IRQ 1(9) 

101 

IRQ 5(13) 

010 

IRQ 2(10) 

110 

IRQ 6(14) 

oil 

IRQ 3(11) 

111 

IRQ 7(15) 


2.4.3.8 OCWS^Operational Control Word 3 Register 

I/O Address: INT CNTRL-1— 020h; INT CNTRL-2— OAOh 

Default Value: Bits [6,0] = 0; Bits [7,4:2] = Undefined; Bits[5,1 ] = 1 

Attribute: Read/Write 


OCW3 serves three important functionsEnable Special Mask Mode, Poll Mode control, and IRR/ISR Register 
read control. 


Bit 

Description 

7 

Reserved: Must be 0. 

6 

Special Mask Mode (SMM): If ESMM = 1 and SMM = 1 , the interrupt controller enters Special Mask 
Mode. If ESMM = 1 and SMM = 0, the interrupt controller Is in normal mask mode. When ESMM = 0, 
SMM has no effect. 

5 

Enable Special Mask Mode (ESMM): 1 = Enable SMM bit; 0 = Disable SMM bit. 

4:3 

OCW3 Select: Must be programmed to 01 selecting QCW3. 
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Bit 

Description 

2 

Poll Mode Command; 0 = Disable Poll Mode Command. When bit 2 = 1 , the next I/O read to the 
interrupt controller Is treated as an Interrupt acknowledge cycle indicating highest priority request. 

1:0 

Register Read Command: Blts[1 :0] provide control for reading the In-Service Register (ISR) and the 
Interrupt Request Register (IRR). When bit 1 = 0, bit 0 doesi not affect the register read selection. 
When bit 1 = 1 , bit 0 selects the register status returned following an OCW3 read. If bit 0 = 0, the IRR 
will be read. If bit 0 = 1 , the ISR will be read. Following ICW initialization, the default OCW3 port 
address read will be “read IRR”. To retain the current selection (read ISR or read IRR), always write 0 
to bit 1 when programming this register. The selected register can be read repeatedly without 
reprogramming OCW3. To select a new status register, OCW3 must be reprogrammed prior to 
attempting the read. 

Bits [1:0] Function 

00 No Action 

01 No Action 

1 0 Read IRQ Register 

1 1 Read IS Register 


2.4.S.9 ELCR1— Edge/Level Triggered Register 

I/O Address: INT CNTRL-1--4D0h 

Default Value: OOh 

Attribute: Read/Write 

ELCR1 Register allows IRQ3-IRQ7 to be edge or level programmable on an interrupt-by-Interrupt basis. IRQO, 
IRQ1 and IRQ2 are not programmable and are always edge sensitive. 


Bit 

Description 

7 

IRQ7 ECL: 0 = edge triggered mode; 1 = level sensitive mode. 

6 

IRQ6 ECL: 0 = edge triggered mode; 1 = level sensitive mode. 

5 

IRQ5 ECL: 0 = edge triggered mode; 1 = level sensitive mode. 

4 

IRQ4 ECL: 0 = edge triggered mode; 1 = level sensitive mode. 

Di 

IRQ3 ECL: 0 = edge triggered mode; 1 = level sensitive mode. 

2:0 

Reserved: Must be 0. 
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2.4.3.10 ELCR2— Edge/Level Triggered Register 

I/O Address: INT CNTRL-2--4D1 h 

Default Value: OOh 

Attribute: Read /Write 

ELCR2 Register allows IRQ[15,14,12:9] to be edge or level programmable on an Interrupt by interrupt basis. 
Note that IRQ[13,8#1 are not programmable and are always edge sensitive. 


Bit 

Description 

7 

IRQ15 ECL: 0 = edge triggered mode; 1 = level sensitive mode. 

6 

IRQ 14 ECL: 0 = edge triggered mode; 1 = level sensitive mode. 

5 

Reserved: Must be 0. 

4 

IRQ12 ECL: 0 = edge triggered mode; 1 = level sensitive mode. 

3 

IRQ1 1 ECL: 0 = edge triggered mode; 1 = level sensitive mode. 

2 

IRQ 10 ECL: 0 = edge triggered mode; 1 = level sensitive mode. 

1 

IRQ9 ECL: 0 = edge triggered mode; 1 = level sensitive mode. 

0 

Reserved: Must be 0. 


2.4.4 X-BUS, COPROCESSOR, AND RESET REGISTERS 

2.4.4.1 Reset X-Bus IRQ12 and IRQ1 Register 

I/O Address: 60h 

Default Value: N/A 

Attribute: Read Only 

This register clears the mouse interrupt function and the keyboard interrupt (IRQ1). Reads to this address are 
monitored by the PIIX. When the mouse interrupt function Is enabled (X-Bus Chip Select Register), the mouse 
interrupt function is provided on the IRQ12/M input signal. In this mode, a mouse Interrupt generates an 
interrupt through IRQ12 to the Host CPU. A read of 60h releases IRQ12. Reads/writes flow through to the ISA 
Bus. 


Bit 

Description 

7:0 

Reset IRQ12 and IRQ1: No specific pattern. A read of address 60h executes the command. 
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2.4.4.2 Coprocessor Error Register 

I/O Address: FOh 

Default Value: N/A 

Attribute: Write Only 


Writing to this register causes the PIIX to assert IGNNE#. The PIIX also negates IRQ13 (internal to the PIIX). 
Note that IGNNE# is not asserted unless FERR# is active. Reads/writes flow through to the ISA Bus. 


Bit 

Description 

7:0 

No special pattern required: A write to address FOh executes the command. 


2.4.4.3 RC — Reset Control Register 

I/O Address: CF9h 

Default Value: OOh 

Attribute: Read/Write 


Bits 1 and 2 in this register are used by the PIIX to generate a hard reset or a soft reset. 


Bit 

Description 

7:4 

Reserved. 

3 

Reserved. 


Reset CPU (RCPU): This bit Is used to initiate a hard or soft reset to the CPU. To perform a reset, this 
bit should be set to 0 and then set to 1 . This “0” to “1 ” transition Initiates the reset. During a hard 
reset, the PIIX asserts CPURST, PCIRST#, and RSTDRV. The PIIX initiates a hard reset when this 
register is programmed for a hard reset or PWROK transitions from low to high. This bit cannot be read 
as 1. 

1 

System Reset (SRST): This bit Is used in conjunction with bit 2 in this register to Initiate a hard reset. 
When SRST = 1 , the PIIX initiates a hard reset to the CPU when bit 2 In this register transitions from 0 
to 1 . When SRST = 0, the PIIX initiates a soft reset wheri bit 2 in this register transitions from 0 to 1 . 

0 

Reserved. 
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2.4.5 NMI REGISTERS 

The NMI logic incorporates two different 8-bit registers. The CPU reads the NMISC Register to determine the 
NMI source (bits set to 1). After the NMI interrupt routine processes the interrupt, software clears the NMI 
status bits by setting the corresponding enable/disable bit to 1. The NMI Enable and Real-Time Clock Register 
can mask the NMI signal and disable/enable all NMI sources. 

To ensure that all NMI requests are serviced, the NMI service routine software flow should be as follows: 

1. NMI is detected by the processor on the rising edge of the NMI input. 

2. The processor will read the status stored In port 061 h to determine what sources caused the NMI. The 
processor may then set to 0 the register bits controlling the sources that it has determined to be active. 
Between the time the processor reads the NMI sources and sets them to 0, an NMI may have been 
generated by another source. The level of NMI will then remain active. This new NMI source will not be 
recognized by the processor because there was no edge on NMI. 

3. The processor must then disable all NMIs by setting bit 7 of port 070H to 1 and then enable all NMIs by 
setting bit 7 of port 070H to 0. This will cause the NMI output to transition low then high if there are any 
pending NMI sources. The CPU’s NMI input logic will then register a new NMI. 

2.4.5.1 NMISC— NMI Status Control Register 

I/O Address: 061 h 

Default Value: OOh 

Attribute: Read/Write, Read Only 

This register reports the status of different system components, control the output of the speaker counter 
(Counter 2), and gate the counter output that drives the SPKR signal. 

Bit Description 

7 SERR# NMI Source Status — RO: Bit 7 is set if a system board agent (PCI devices or main memory) 

detects a system board error and pulses the PCI SERR# line. This Interrupt source is enabled by 
setting bit 2 to 0. To reset the interrupt, set bit 2 to 0 and then set it to 1 . When writing to port 061 h, bit 
7 must be 0. 

6 lOCHK# NMI Source Status — RO: Bit 6 is set If an expansion board asserts lOCHK# on the ISA 

Bus. This interrupt source is enabled by setting bit 3 to 0. To reset the Interrupt, set bit 3 to 0 and then 
set it to 1 . When writing to port 061 h, bit 6 must be 0. 

5 Timer Counter 2 OUT Status — RO: The Counter 2 OUT signal state is reflected in bit 5. The value on 

this bit following a read is the current state of the Counter 2 OUT signal. Counter 2 must be 
programmed following a CPURST for this bit to have a determinate value. When writing to port 061 h, 
bit 5 must be 0. 

4 Refresh Cycle Toggle — RO: The Refresh Cycle Toggle signal toggles from either 0 to 1 or 1 to 0 

following every refresh cycle. When writing to port 061 h, bit 4 must be 0. 

3 lOCHK# NMI Enable— R/W: 1 = Clear and disable; 0 = Enable lOCHK# NMIs. 

2 PCI SERR # Enable — R/W: 1 = Clear and Disable; 0 = Enable. 

1 Speaker Data Enable — R/W: 0 = SPKR output is 0; 1 = the SPKR output is the Counter 2 OUT signal 
value. 

0 Timer Counter 2 Enable — R/W: 0 = Disable; 1 = Enable. 


I 
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2.4.S.2 NMI Enable and Real-Time Clock Address Register 

I/O Address: 070h 

Default Value: Bit [6:0] = undefined; Bit 7 = 1 

Attribute: Write Only 


This port is shared with the real-time clock. Do not modify the contents of this register without considering the 
effects on the state of the other bits. Reads and writes to this register address flow through to the ISA Bus. 


Bit 

Description 

7 

NMI Enable: 1 = Disable; 0 = Enable. 

6:0 

Real Time Clock Address: Used by the Real Time Clock on the Base I/O component to address 
memory locations. Not used for NMI enabling/disabling. 


2.5 System Power Management Registers 

This section describes two power management registers — ARMS and APMC Registers. These registers are 
located In normal I/O space and must be accessed (via the PCI Bus) with 8 bit accesses. 

2.5.1 APMC— ADVANCED POWER MANAGEMENT CONTROL PORT 

I/O Address: 0B2h 

Default Value: OOh 

Attribute: Read/Write 


This register passes data (APM Commands) between the OS and the SMI handler. In addition, writes can 
generate an SMI and reads can cause STPCLK# to be asserted. The PIIX operation is not affected by the 
data in this register. 


Bit 

Description 

7:0 

APM Control Port (APMC): Writes to this register store data in the APMC Register and reads return 
the last data written. In addition, writes generate an SMI, if bit 7 of the SMIEN Register and bit 0 of the 
SMICNTL Register are both is set to 1 . Reads cause the STPCLK# signal to be asserted, if bit 1 of the 
SMICNTL Register Is set to 1 . Reads do not generate an SMI. 


2.5.2 APMS— ADVANCED POWER MANAGEMENT STATUS PORT 

I/O Address: 0B3h 

Default Value: OOh 

Attribute: Read/Write 


This register passes status information between the OS and the SMI handler. The PIIX operation Is not 
affected by the data in this register. 


Bit 

Description 

7:0 

APM Status Port (APMS): Writes store data in this register and reads return the last data written. 
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2.6 PCI Bus Master IDE Registers 

The PCI Bus Master IDE function uses 16 bytes of I/O space, allocated via the BMIBA Register (A PCI Base 
Address Register). All Bus Master IDE I/O Space Registers can be accessed as byte, word, or Dword quanti- 
ties. The description of the 16 bytes of I/O registers follows: 


2.6.1 BMICOM— BUS MASTER IDE COMMAND REGISTER 

Address Offset: Primary Channel— Base + OOh; Secondary Channel— Base + 08h 
Default Value: OOh 

Attribute: Read / Write 


Bit 

Description 

7:4 

Reserved 

3 

Bus Master Read/Write Control (RWCON): 0 = Reads; 1 = Writes. This bit must NOT be changed 
when the Bus Master function is active. 

2:1 

Reserved 

0 

Start/Stop Bus Master (SSBM): 1 = Start; 0 = Stop. When this bit is set to 1 , Bus Master operation 
starts. The controller transfers data between the IDE device and memory only when this bit is set. 
Master operation can be stopped by writing 0 to this bit. This results in all state information being lost 
(i.e., master mode operation cannot be stopped and then resumed). 

If this bit is set to 0 while Bus Master operation Is still active (i.e.. Bit 0 = 1 In the Bus Master IDE Status 
Register for that IDE channel) and the drive has not yet finished its data transfer (bit 2= 0 in the 
channel’s Bus Master IDE Status Register), the Bus Master command is aborted and data transferred 
from the drive may be discarded before being written to system memory. This bit is intended to be set 
to 0 after the data transfer is completed, as indicated by either bit 0 or bit 2 being set in the IDE 
Channel’s Bus Master IDE Status Register. 


2.6.2 BMISTA— BUS MASTER IDE STATUS REGISTER 

Address Offset: Primary Channel — Base + 02h; Secondary Channel — Base + OAh 

Default Value: OOh 

Attribute: Read/Write Clear 


This register provides status information about the IDE device and state of the IDE DMA transfer. Table 6 
describes IDE Interrupt Status and Bus Master IDE Active bit states after a DMA transfer has been started. 


Bit 

Description 

7 

Reserved: This bit Is hardwired to 0. 

6 

Drive 1 DMA Capable (DMA1CAP)— R/W: 1 = Drive 1 Is capable of DMA transfers. This bit is a 
software controlled status bit that indicates IDE DMA device capability and does not affect hardware 
operation. 

5 

Drive 0 DMA Capable (DMAOCAP)— R/W: 1 = Drive 0 Is capable of DMA transfers. This bit is a 
software controlled status bit that indicates IDE DMA device capability and does not affect hardware 
operation. 

4:3 

Reserved. 
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Bit 

Description 

2 

IDE Interrupt Status — R/WC: This bit, when set to 1 , indicates when an IDE device has asserted its 
interrupt line. When bit 2 = 1 , all read data from the IDE device has been transferred to main memory 
and all write data has been transferred to the IDE device. Software sets this bit to 0 by writing 1 to it. 
The IRQ14 signal (pin 83) must be used for the primary channel and MIRQO is used for the 
secondary channel. If the interrupt status bit is set to 0 by writing 1 to this bit while the interrupt line 
(IRQ14 or MIRQO) Is still at the active level, this bit remains 0 until another assertion edge is detected 
on the interrupt line. 

1 

IDE DMA Error— R/WC: This bit Is set to 1 when the PIIX encounters a target abort or master abort 
while transferring data on the PCI Bus. Software sets this bit to 0 by writing 1 to It. 

0 

Bus Master IDE Active (BMIDEA) — RO: The PIIX sets this bit to 1 when bit 0 in the BMICCM Register 
is set to 1 . The PIIX sets this bit to 0 when the last transfer for a region is performed (where ECT for 
that region is set in the region descriptor). The PIIX also sets this bit to 0 when bit 0 of the BMICCM 
Register is set to 0. When this bit is read as 0, ail data transferred from the drive during the previous 
Bus Master command Is visible in system memory, unless the Bus Master command was aborted. 


Table 6. Interrupt/ Activity Status Combinations 


Bit 2 

BitO 

Description 

0 

1 

DMA transfer is in progress. No Interrupt has been generated by the IDE device. 

1 

0 

The IDE device generated an interrupt and the Physical Region Descriptors exhausted. This 
Is normal completion where the size of the physical memory regions Is equal to the IDE 
device transfer size. 

1 

1 

The IDE device generated an interrupt. The controller has not reached the end of the physical 
memory regions. This is a valid completion case when the size of the physical memory 
regions Is larger than the IDE device transfer size. 

0 

0 

Error condition. If the IDE DMA Error bit Is 1 , there Is a problem transferring data to/from 
memory. Specifics of the error have to be determined using bus-specific information. If the 
Error bit Is 0, the PRD’s specified a smaller size than the IDE transfer size. 


2.6.3 BMIDTP— BUS MASTER IDE DESCRIPTOR TABLE POINTER REGISTER 

Address Offset: Primary Channel — Base + 04h; Secondary Channel — Base + OCh 
Default Value: OOOOOOOOh 

Attribute: Read/Write 

This register provides the base memory address of the descriptor table. The Descriptor Table must be Dword 
aligned and not cross a 4-Kbyte boundary in memory. 


Bit 

Description 

31:2 

Descriptor Tabie Base Address: Bits[31 :2] correspond to A[31 :2]. 

1:0 

Reserved. 
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3.0 FUNCTIONAL DESCRIPTION 

This section describes each of the major functions 
on the PIIX including the memory and I/O address 
map, DMA controller, interrupt controller, timer/ 
counter, and power management. The PCI, ISA, 
X-Bus, and IDE interfaces. 


3.1 Memory and I/O Address Map 

The PIIX interfaces to two system buses — PCI and 
ISA Buses. The PIIX provides positive decode for 
certain I/O and memory space accesses on these 
buses as described in this section. ISA masters and 
DMA devices have access to PCI memory and some 
of the internal PIIX registers as described in the Reg- 
ister Description section. ISA masters and DMA de- 
vices do not have access to host or PCI I/O space. 

3.1.1 I/O ACCESSES 

The PIIX positively decodes accesses to the PCI 
Configuration Registers (PCI only), power manage- 
ment registers (PCI only), and Bus Master IDE Inter- 
face registers (PCI only). The PIIX also positively de- 
codes the ISA-Compatible Registers (PCI and ISA), 
except for the DMA Register I/O space which is sub- 
tractively decoded. For details concerning accessing 
these registers, see Register Description section. 


The PIIX also provides positive decode for BIOS, 
X-Bus, and system event decode for SMM support. 
In addition, the PIIX positively decodes PCI Bus ac- 
cesses to registers located on the IDE device, when 
enabled. For IDE port accesses, see PCI Local Bus 
IDE section. 


3.1.2 MEMORY ADDRESS MAP 

For PCI accesses to ISA memory, accesses below 
16 Mbyte (Including BIOS space) that are not 
claimed by a PCI device (subtractive decode) are 
forwarded to ISA. For write accesses that are not 
claimed by an ISA slave, the cycle completes nor- 
mally (i.e. 8-blt, 6 SYSCLK cycle). For read accesses 
that are not claimed by an ISA slave, the PIIX returns 
data corresponding to the state of the ISA Bus and 
completes the cycle normally (i.e. 8-bit, 6 SYSCLK 
cycle). 

For ISA/DMA accesses to main memory, all access- 
es to memory locations 0-512 Kbytes 
(512-640 Kbytes, if enabled), or accesses above 1 
Mbyte and below the top of memory are forwarded 
to the PCI Bus (Table 7). The Top of Memory is 
equal to the value programmed in the Top of Memo- 
ry Register (bits [7:3]). All remaining ISA originated 
accesses are confined to the ISA Bus. 


Table 7. DMA and ISA Master Accesses to Main Memory 


Memory Space 

Response 

Top of main memory to 128 Mbytes 

Confine to ISA 

1 Mbyte to top of main memory 

Forward to main memoryi 

1 Mbyte minus 1 28 Kbytes to 1 Mbyte minus 64 Kbytes 

Confine to ISA2 

640 Kbytes to 1 Mbyte minus 1 28 Kbytes 

Confine to ISA 

512-640 Kbytes 

Confine to ISA3 

0-512 Kbytes 

Forward to PCI 


NOTES: 

1 . Except accesses to programmed memory hole. 

2. Forward to mam memory if bit 6 = 0 in the XBCS Register and bit 3 = 1 in the TOM Register. 

3. Forward to main memory if bit 1 = 0 In the TOM Register. 
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3.1.3 BIOS MEMORY 

The PIIX supports 512 Kbytes of BIOS space. This 
includes the normal 128-Kbyte space plus an addi- 
tional 384-Kbyte BIOS space (known as the extend- 
ed BIOS area). The XBCS Register provides BIOS 
space access control. Access to the lower 64-Kbyte 
block of the 128-Kbyte space and the extended 
BIOS space can be individually enabled/disabled. In 
addition, write protection can be programmed for the 
entire BIOS space. 

PCI Access to BIOS Memory 

The 128-Kbyte BIOS memory space is located at 
OOOEOOOO-OOOFFFFFh (top of 1 Mbyte) and is ali- 
ased at FFFEOOOOh (top of 4 Gbytes). This 
128-Kbyte block is split into two 64-Kbyte blocks. 
Accesses to the top 64 Kbytes (OOOFOOOO- 
OOOFFFFFh) are forwarded to the ISA Bus and 
BIOSes# is always generated. Accesses to the bot- 
tom 64 Kbytes (OOOEOOOO-OOOEFFFFh) are for- 
warded to the ISA Bus and BIOSCS# Is only gener- 
ated when this BIOS region Is enabled. If this BIOS 
region is enabled (bit 6 = 1 in the XBCS Register), 
accesses to the aliased region at the top of 4 Gbytes 
(FFFEOOOOh - FFFEFFFFh) are forwarded to ISA 
and BIOSCS# generated. If disabled, these access- 
es are not forwarded to ISA and BIOSCS# is not 
generated. 

The additional 384-Kbyte region resides at 
FFF80000-FFFDFFFFh. If this BIOS region is en- 
abled (bit 7 = 1 in the XBCS Register), these access- 
es (FFF80000h~FFFDFFFFh) are forwarded to ISA 
and BIOSCS# generated. If disabled, these access- 
es are not forwarded to ISA and BIOSCS# not gen- 
erated. 

ISA Access to BIOS Memory 

The PIIX confines all ISA-initiated BIOS accesses to 
the top 64 Kbytes of the 128-Kbyte region (FOOOO- 
FFFFFh) to the ISA Bus, even If BIOS is shadowed 
in main memory. Accesses to the bottom 64 Kbytes 
of the 128-Kbyte BIOS region (EOOOO-EFFFFh) are 
confined to the ISA Bus, when this region is enabled. 
When the BIOS region is disabled, accesses are for- 
warded to main memory. 

Accesses to the top 64-Kbyte BIOS region always 
generates BIOSCS#. Accesses to the bottom 
64-Kbyte BIOS region generate BIOSCS#, when 
this region is enabled. 


3.2 PCI Interface 

The PIIX incorporates a fully PCI Bus-compatible 
master and slave interface. As a PCI master, the 
PIIX runs cycles on behalf of DMA, ISA masters, or a 
Bus Master IDE. As a PCI slave, the PIIX accepts 
cycles initiated by PCI masters targeted for the 
PIIX’s Internal register set or the ISA Bus. The PIIX 
directly supports the PCI interface running at either 
25 MHz, 30 MHz, or 33 MHz. 


3.2.1 PCI COMMAND SET 

Bus commands indicate to the slave the type of 
transaction the master is requesting. Bus commands 
are encoded on the C/BE[3:0] # lines during the ad- 
dress phase of a PCI cycle. 


Table 8. PCI Commands 


C/BE[3:0] # 

Command Type 
As Slave 

Supported 
As Slave 

Supported 
As Master 

0000 

Interrupt 

Acknowledge 

Yes 

No 

0001 

Special Cycle 

Yes4 

No 

0010 

I/O Read 

Yes 

No 

0011 

I/O Write 

Yes 

No 

0100 

Reserved 

No3 

No 

0101 

Reserved 

No3 

No 

0110 

Memory Read 

Yes 

Yes 

0111 

Memory Write 

Yes 

Yes 

1000 

Reserved 

No3 

No 

1001 

Reserved 

No3 

No 

1010 

Configuration Read 

Yes 

No 

1011 

Configuration Write 

Yes 

No 

1100 

Memory Read 
Multiple 

No2 

No 

1101 

Reserved 

No3 

No 

1110 

Memory Read Line 

No2 

No 

1111 

Memory Write 
and Invalidate 

Nol 

No 


NOTES: 

1. Treated as Memory Write. 

2. Treated as Memory Read. 

3. Reserved cycles are considered invalid by the PIIX and 
are completely ignored. All internal address decoding is 
ignored and DEVSEL# is never to be asserted. 

4. The PIIX responds to 1 type of special cyclea Shut 
Down special cycle. All other special cycles are ignored 
by the PIIX. 
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3.2.2 TRANSACTION TERMINATION 

The PIIX supports the standard PCI cycle termina- 
tions as described in the PCI Local Bus specifica- 
tion. 

PIIX as a Master— Master-Initiated Termination 

The PIIX supports three forms of master-initiated ter- 
mination: 

1 . Normal termination of a completed transaction. 

2. Normal termination of an incomplete transaction 
due to timeout (applies to line buffer operations- 
IDE Bus Master). 

3. Abnormal termination due to the slave not re- 
sponding to the transaction (Abort). 

PIIX as a Master — Response to Target-Initiated 
Termination 

As a master, the PIIX responds in one of three ways 
to a target-termination — Target-Abort, Retry, or Dis- 
connect. 

PIIX as a Target— Target-Initiated Termination 

The PIIX supports three forms of target-initiated ter- 
mination — Disconnect, Retry, Target Abort. 

3.2.3 PARITY SUPPORT 

As a master, the PIIX generates address parity for 
read/write cycles and data parity when the PIIX Is 
providing the data. As a slave, the PIIX generates 
data parity for read cycles. The PIIX does not check 
parity and does not generate SERR#. However, the 
PIIX does generate an NMI when another PCI device 
asserts SERR# (if enabled). 

PAR is the calculated parity signal. PAR is even pari- 
ty and is calculated on 36 bitsAD[31:0] signals plus 
C/ BE [3:0]#. PAR is always calculated on 36 bits, 
regardless of the valid byte enables. PAR is only 
guaranteed to be valid one PCI clock after the corre- 
sponding address or data phase. 


3.2.4 PCI ARBITRATION 

The PIIX requests the use of the PCI Bus on behalf 
of ISA devices (Bus Masters and DMA) and IDE 
DMA slave devices using the PHOLD# and 
PHLDA# signals. These signals connect to the TSC 
where the PCI arbiter Is located. 

ISA devices (Bus Master or DMA) assert DREQ to 
gain access to the ISA Bus. In response, the PIIX 
asserts PHOLD#. The PIIX keeps DACK negated 
until the PIIX has ownership of the PCI Bus and 
Memory. The PCI arbiter asserts PHLDA# to the 
PIIX when the above conditions are met. The PIIX 
gives ownership of the ISA Bus (PCI and Memory) to 
the ISA device after sampling PHLDA# asserted. 


3.3 ISA Interface 

The PIIX incorporates a fully ISA Bus compatible 
master and slave interface. The PIIX directly drives 
five ISA slots without external data buffers. External 
transceivers are used on the SA[19:8] and SBHE# 
signals to permit these signals to be used with the 
IDE interface (Figure 1). The ISA interface also pro- 
vides byte swap logic, I/O recovery support, wait 
state generation, and SYSCLK generation. 

The ISA interface supports the following types of cy- 
cles: 

• PCI master-initiated I/O and memory cycles to 
the ISA Bus 

• DMA compatible cycles between main memory 
and ISA I/O and between ISA I/O and ISA mem- 
ory 

• Enhanced DMA cycles between PCI memory and 
ISA I/O (for motherboard devices only) 

• ISA refresh cycles initiated by either the PIIX or 
an external ISA master 

• ISA master-initiated memory cycles to PCI and 
ISA master-initiated I/O cycles to the internal 
PIIX registers, as shown in ISA-Compatible Reg- 
ister table in the Register Description section. 
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Figure 1. ISA Interface 


3.4 DMA Controller 

The DMA circuitry incorporates the functionality of 
two 82C37 DMA controllers with seven indepen- 
dently programmable channels (Channels 0-3 and 
Channels 5-7). DMA Channel 4 is used to cascade 
the two controllers and defaults to cascade mode in 
the DMA Channel Mode (DCM) Register. In addition 
to accepting requests from DMA slaves, the DMA 
controller also responds to requests that are initiat- 
ed by software. Software may initiate a DMA service 
request by setting any bit in the DMA Channel Re- 
quest Register to 1 . The DMA controller for Chan- 
nels 0-3 is referred to as “DMA-1” and the control- 
ler for Channels 4-7 is referred to as “DMA-2”. 



Figure 2. Internal DMA Controller 


Each DMA channel Is hardwired to the compatible 
settings for DMA device size; channels [3:0] are 
hardwired to 8-blt count-by-bytes transfers and 
channels [7:5] are hardwired to 16-bit count-by- 
words (address shifted) transfers. The PIIX provides 
the timing control and data size translation neces- 
sary for the DMA transfer between the memory (ISA 
or main memory) and the ISA Bus device. ISA-Com- 
patible DMA timing is supported. Type F transfers 
are supported for motherboard devices and ISA add- 
in cards, when programmed via the MBDMAx Regis- 
ter. 

The PIIX provides 24-blt addressing in compliance 
with the ISA-Compatible specification. Each channel 
includes a 16-bit ISA-Compatible Current Register 
that contains the 16 least-significant bits of the 
24-blt address, an ISA Compatible Page Register 
that contains the eight next most significant bits of 
address. The DMA controller also features refresh 
address generation, and auto-initialization following 
a DMA termination. 

The DMA controller Is either in master or slave 
mode. In master mode, the DMA controller is either 
servicing a DMA slave’s request for DMA cycles or 
allowing a 16-bit ISA master to use the bus (via a 
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cascaded DREQ signal). In slave mode, the PIIX 
monitors both the ISA Bus and PCI, decoding and 
responding to I/O read and write commands that 
address its registers. 

Note that a DMA device (I/O device) is always on 
the ISA Bus, but the memory referenced is located 
on either an ISA Bus device or on PCI. When the 
PIIX is running a compatible DMA cycle, it drives the 
MEMR# or MEMW# strobes if the address is less 
than 16 Mbytes (000000- FFFFFFh). These memory 
strobes are generated regardless of whether the cy- 
cle Is decoded for PCI or ISA memory. The 
SMEMR# and SMEMW# are generated if the ad- 
dress is less than 1 Mbytes (OOOOOOO-OOFFFFFh). 
If the address is greater than 16 Mbytes (1000000- 
7FFFFFFh), the MEMR# or MEMW# strobe is not 
generated in order to avoid aliasing problems. 

The PIIX drives the AEN signal asserted (high) dur- 
ing DMA cycles to prevent the I/O devices from mis- 
interpreting the DMA cycle as a valid I/O cycle. The 
BALE signal Is also driven high during DMA cycles. 
Also, during DMA memory read cycles to the PCI 
Bus, the PIIX return all Is to the ISA Bus if the PCI 
cycle is either target aborted or master aborted. 

NOTES: 

1 . For type F timing mode DMA transfers, the 
channel must be programmed with a 
memory range that will be forwarded to 
PCI. This means that if BIOS detects that 
ISA memory is used in the system (i.e., 
that the top of memory reported to the op- 
erating system is higher than the top of 
memory programmed in the PIIX Top of 
Memory Register), the BIOS should not 
enable type F for any channel. 

2. All DMA channels support type F trans- 
fers. However, only two channels can be 
programmed for type F transfers at the 
same time. 

3. In external DMA mode (selected via a 
strapping option on the TC signal) the PIIX 
tri-states the AEN, TC, and DACK[7:5, 

3:0] # signals, and also forwards PCI mas- 
ter I/O accesses to location OOOOh to ISA. 


3.4.1 TYPE F TIMING 

The type F DMA cycles can be used with mother- 
board devices and ISA add-in cards, through the use 
of the MDRQ[1:0] and MDAK[T.0j# signals. The 
type F cycles occur back to back at a minimum repe- 
tition rate of 3 SYSCLKs (360 ns minimum). The type 
F cycles are always performed using the 4-byte 
DMA buffer. 

DMA Buffer for Type F Transfers 

The PIIX has a 4-byte buffer that is used to reduce 
the PCI utilization resulting from DMA transfers by 
motherboard devices. The DMA buffer is always 
used in conjunction with the type F transfers. The 
type F transfers and the use of the DMA buffer are 
invoked in the MBDMAx Register. The 4-byte buffer 
and the type F timings may be used only when the 
DMA channel is programmed to increment mode 
(not decrement), and cannot be used when the 
channel is programmed to operate in block mode 
(single transfer mode and demand mode are legal). 
In addition, verify transfers are not supported with 
type F DMA. 

3.4.2 ISA REFRESH CYCLES 

Refresh cycle requests are generated by two sourc- 
es — the refresh controller inside the PIIX component 
or ISA Bus Masters other than the PIIX. In both cas- 
es, the PIIX generates the ISA memory refresh. The 
PIIX enables address lines SA[7:0]. Thus, when 
MEMR# goes active, the entire ISA system memory 
is refreshed at one time. Memory slaves on the ISA 
Bus must not drive any data onto the data bus during 
the refresh cycle. The PIIX maintains a four deep 
buffer to record internally generated refresh re- 
quests that have not been serviced. Counter 1 In the 
timer register set should be programmed to provide 
a request for refresh about every 1 5 jlls. 

PIIX Initiated Refresh Cycle 

The PIIX asserts REFRESH# to indicate a refresh 
cycle and then drives the address lines SA[7:0] onto 
the ISA Bus and generates MEMR# and SMEMR#. 
The PIIX drives AEN and BALE high for the entire 
refresh cycle. The memory device may extend this 
refresh cycle by pulling lOCHRDY low. 
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ISA Bus refresh cycles are completely decoupled 
from DRAM Refresh. Transactions driven by PCI 
masters that target ISA or IDE resources while re- 
fresh Is active are held off with wait states until the 
refresh is complete. 

ISA Master Initiated Refresh Cycle 

If an ISA Bus Master holds the ISA Bus longer than 
1 5 jas, the ISA master must initiate memory refresh 
cycles. If the ISA Bus Master initiates a refresh cycle 
before it relinquishes the bus, it floats the address 
lines and control signals and asserts the 
REFRESH# to the PIIX. The PIIX drives address 
lines SA[7:0] and MEMR# onto the ISA Bus. BALE 
is driven high and AEN Is driven low for the entire 
refresh cycle. 

If the ISA Bus Master holding the bus does not a 
generate a refresh request and the PIIX’s Internal 
refresh request is not serviced within the normal 
1 5 juLS, a refresh queue counter is incremented. The 
counter records up to four incomplete refresh cy- 
cles, which are ail executed as soon as PIIX gets the 
ISA Bus. 


3.4.3 ISA DATA RETURNED ON A MASTER 
ABORT CYCLE 

The PIIX will return random data to an ISA device on 
a Master Abort Cycle (i.e., ISA DMA access to main 
memory). 


3.5 PCI Local Bus IDE 

The PIIX integrates a high-performance Interface 
from PCI to IDE. This interface is capable of acceler- 
ated PIO data transfers as well as acting as a PCI 
Bus Master on behalf of an IDE DMA slave device. 
The PIIX provides an interface for both primary and 
secondary IDE connectors (Figure 3). 

The IDE data transfer command strobes, DMA re- 
quest and grant signals, and lORDY signal Interface 
directly to the PIIX. The IDE data lines interface di- 
rectly to the PIIX, and are buffered to provide part of 
the ISA address bus as well as the X-Bus chip select 
signals. The IDE address and chip select signals are 
multiplexed onto the LA[23:17] lines. The IDE con- 
nector signals are driven from the LA [23: 17] lines by 
an ALS244 buffer. 

NOTE: 

The IRQ14 signal (pin 83) must be used to 
signal interrupts for the primary channel 
in Bus Master mode, MIRQ[0] must be 
used for the secondary channel. 

Only PCI masters have access to the IDE port. ISA 
Bus Masters cannot access the IDE I/O port ad- 
dresses. Memory targeted by the IDE interface act- 
ing as a PCI Bus Master on behalf of IDE DMA 
slaves must reside on PCI, usually main memory im- 
plemented by the host-to-PCI bridge. 
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Connector 

290519-4 

NOTES: 

Support for Older Drives: There are cases where the PIIX asserts both IDE chip selects (CSix and CS3x). Some older 
drives may not operate properly when both chip selects are asserted. Because the IDE chip selects are muxed with the 
ISA LA lines, the 74ALS00 in the figure is used to ensure proper operation of older drives by gating the LA signals with 
SOE#. 


Figure 3. PIIX IDE Interface 


3.5.1 ATA REGISTER BLOCK DECODE 

The IDE ATA I/O ports are decoded by the PIIX 
when enabled In the PCICMD and IDETIM Registers 
for function 1 (ATA stands for “AT Attachment”— 
the specification for AT compatible drive interfaces). 
The actual ATA Registers are implemented in the 
drive itself. An access to the IDE Registers results in 
the assertion of the appropriate chip select for the 
register. The transaction is then run using compati- 
ble timing and using the IDE command strobes 
(DIOR#, DlOW#). 


For each cable (primary and secondary), there are 
two I/O ranges; the command block that corre- 
sponds to the CSix# chip select, and the control 
block that corresponds to the CS3x# chip select. 
The command block is an 8-byte range while the 
control block is a 4-byte range. The upper 1 6 bits of 
the I/O address are decoded as all Os. Note that the 
IDE chip select signals on the PIIX must be inverted 
externally to provide active low signals. 

Primary Command Block Offset; 01 FOh 

Primary Control Block Offset: 03F4h 

Secondary Command Block Offset: 0170h 

Secondary Control Block Offset: 0374h 
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Table 9 specifies the registers as they affect the PIIX 
hardware definition. 


Table 9. IDE Legacy I/O Port Definition: 
COMMAND BLOCK (CSIx# Chip Select) 


10 Offset 

Register Function 
(Read/Write) 

Access 

OOh 

Data 

R/W 

Olh 

Error/ Features 

R/W 

02h 

Sector Count 

R/W 

03h 

Sector Number 

R/W 

04h 

Cylinder Low 

R/W 

05h 

Cylinder High 

R/W 

06h 

Drive/ Head 

R/W 

07h 

Status/Command 

R/W 


The Data Register is accessed as a 16-bit register 
for PIO transfers (except for ECC bytes). All other 
registers are accessed as 8-bit quantities. 


Table 10. IDE Legacy I/O Port Definition: 
COMMAND BLOCK (CS3x# Chip Select) 


10 Offset 

Register Function 
(Read/Write) 

Access 

OOh 

Reserved 

reserved 

Olh 

Reserved 

reserved 

02h 

Alt Status/ Device Control 

R/W 

03h 

Forward to ISA (Floppy) 

R/W 


The PIIX claims all accesses to these ranges. The 
byte enables do not have to be externally decoded 
to assert DEVSEL#. Accesses to byte 3 of the Con- 
trol Block are forwarded to ISA where the floppy disk 
controller responds. 

Each of the two drives (drive 0 or 1) on a cable im- 
plement separate ATA Register files. To determine 
the targeted drive, the PIIX shadows the value of bit 
4 (drive bit) of byte 6 (drive/ head register) of the 
ATA command block (CSIx#) for each of the two 
IDE connectors (primary and secondary). 


3.5.2 ENHANCED TIMING MODES 

The PIIX includes fast timing modes. The fast timing 
modes can be enabled only for the IDE data ports. 
All other transactions to the IDE Registers are run in 
single transaction mode with compatible timings. 

Up to two IDE devices may be attached per IDE con- 
nector (drive 0 and drive 1). For each connector, 
only one fast timing mode may be specified (via the 
IDETIM Register). This mode can be applied to drive 
0, drive 1, or both. Transactions targeting the other 
drive will use compatible timing. 

3.5.2. 1 Back-to-Back PIO IDE Transactions 

IDE data port transaction latency consists of startup 
latency, cycle latency, and shutdown latency. Cycle 
latency consists of the I/O strobe assertion length 
and recovery time. Recovery time is provided so that 
transactions may occur back-to-back on the IDE In- 
terface (without incurring startup and shutdown la- 
tency) without violating minimum cycle periods for 
the IDE interface. 

Startup latency Is incurred when a PCI master cycle 
targeting the IDE data port is decoded and the 
DA [2:0] and CSxx# lines are not set up. Startup 
latency provides the setup time for the DA [2:0] and 
CSxx# lines with respect to the read and write 
strobes (DIOR# and DlOW#). 

Shutdown latency Is incurred after outstanding 
scheduled IDE data port transactions (either a non- 
empty write post buffer or an outstanding read pre- 
fetch cycles) have completed and before other 
transactions can proceed. It provides hold time on 
the DA [2:0] and CSxx# lines with respect to the 
read and write strobes (DIOR# and DlOW#). 

Cycle latency Is the latency incurred by each individ- 
ual 16 bit IDE data port transfer, and consists of 
command strobe width and recovery time. The com- 
mand strobe assertion width is selected by the IDE- 
TIM Register and may be set to 2, 3, 4, or 5 PCI 
clocks. The recovery time is selected by the IDETIM 
Register and may be set to 1 , 2, 3, or 4 PCI clocks. 

If lORDY Is asserted when the initial sample point is 
reached, no wait states are added. If lORDY Is nega- 
ted when the initial sample point is reached, addi- 
tional wait states are added. Since the rising edge of 
lORDY must be synchronized, at least two additional 
PCI clocks are added. 
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NOTE: 

Bit 2 (16 bit I/O recovery enable) of the ISA 
Controller Recovery Timer Register does not 
add wait states to IDE data port read ac- 
cesses when any of the fast timing modes 
are enabled. 


3.5.2.2 lORDY Masking 

The lORDY signal can be forced asserted on a 
drive-by-drive basis via the IDETIM Register. 

3.5.2.3 PIO 32 Bit IDE Data Port Mode 

If the 32-blt IDE data port mode Is enabled (via bit 4 
and 0 of the IDETIM Register), 32-blt accesses to 
the IDE data port address (default OlFOh primary, 
etc.) result in two back-to-back 1 6-blt transactions to 
IDE. The 32-bit data port feature Is enabled for ail 
timings, not just enhanced timing. 

3.5.3 BUS MASTER FUNCTION 

The PIIX can act as a PCI Bus Master on behalf of 
an IDE slave device. Two PCI Bus Master channels 
are providedone channel for each IDE connector 


(primary and secondary). By performing the IDE data 
transfer as a PCI Bus Master, the PIIX off-loads the 
CPU and improves system performance in multitask- 
ing environments. 

NOTE: 

The PCICMD Command Register (Func- 
tion 1) bit 2 must be programmed to 1 for 
Bus Master operation. 

Physical Region Descriptor Format 

The physical memory region to be transferred is de- 
scribed by a Physical Region Descriptor (PRD). The 
PRDs are stored in a table in memory. The data 
transfer proceeds until all regions described by the 
PRDs in the table have been transferred. Note that 
the Bus Master IDE does not support memory for 
regions or PRDs on ISA. 

Each PRD entry is 8 bytes in length. The first 4 bytes 
specify the byte address of a physical memory re- 
gion. The next 2 bytes specify the count of the re- 
gion in bytes (64-Kbyte limit per region). A value of 0 
In these 2 bytes indicates 64 Kbytes. Bit 7 of the last 
byte indicates the end of the table (EOT). Bus Mas- 
ter operation terminates when the last descriptor 
has been completed. 


Main Memory 
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Figure 4. Physical Region Descriptor Table Entry 
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NOTE: 

The memory region specified by the descrip- 
tor cannot straddle a 64-Kbyte boundary. 
This means that the byte count can be limit- 
ed to 64 Kbytes and the incrementer for the 
current address register need only extend 
from bit 1 to bit 1 5. Also, the total sum of the 
descriptor byte counts must be equal to or 
greater than the size of the disk transfer re- 
quest. If greater than the disk transfer re- 
quest, the driver must terminate the Bus 
Master transaction (by setting bit 0 In the 
Bus Master IDE Command Register to 0) 
when the drive issues an Interrupt to signal 
transfer completion. 

Operation 

To initiate a Bus Master transfer between memory 

and an IDE DMA slave device, the following steps 

are required: 

1. Software prepares a PRD Table in main memory. 
Each PRD is 8 bytes long and consists of an ad- 
dress pointer to the starting address and the 
transfer count of the memory buffer to be trans- 
ferred. In any given PRD Table, two consecutive 
PRDs are offset by 8-bytes and are aligned on a 
4-byte boundary. 

2. Software provides the starting address of the 
PRD Table by loading the PRD Table Pointer 
Register . The direction of the data transfer Is 
specified by setting the Read/Write Control bit. 
Clear the Interrupt bit and Error bit in the Status 
Register. 

3. Software Issues the appropriate DMA transfer 
command to the disk device. 

4. Engage the Bus Master function by writing 1 to 
the Start bit in the Bus Master IDE Command 
Register for the appropriate channel. The first en- 
try in the PRD table is fetched by the PIIX. The 
channel remains masked until the first descriptor 
is loaded. 

5. The controller transfers data to/from memory re- 
sponding to DMA requests from the IDE device. 

6. At the end of the transfer, the IDE device signals 
an interrupt. 

7. In response to the interrupt, software resets the 
Start/Stop bit in the command register. It then 
reads the controller status and then the drive 
status to determine if the transfer completed suc- 
cessfully. 
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When the last data transfer for a region has been 
completed on the IDE interface, the next descriptor 
is fetched from the table. The descriptor contents 
are loaded into the Current Base and Current Count 
Registers. 

The last PRD In a table has the End of List (EOL) bit 
set. The PCI Bus Master data transfers terminates 
when the physical region described by the last PRD 
in the table has been completely transferred. The 
active bit in the BMISx Register is set to 0 and the 
DDRQx signal is masked. 

NOTE: 

The IRQ14 signal (pin 83) must be used to 
signal interrupts for the primary channel in 
Bus Master mode, MIRQ[0] must be used 
for the secondary channel. 

Line Buffer 

A single line buffer exists for the PCI Bus Master IDE 
Interface. This buffer is not shared with any other 
function. The buffer is maintained in either the read 
state or the write state. The size of the buffer Is 
32 bytes, and is aligned on the cache line boundary. 
The line buffer allows burst data transfers to pro- 
ceed at peak transfer rates. 

Arbitration 

The two Bus Master IDE channels are fairly arbitrat- 
ed (round robin between the two). The ISA DMA 
channels and the IDE Bus Master channels are arbi- 
trated fairly as a group (fairness between the two 
groups). This arbitration is not programmable. 


3.6 Interval Timer 

The PIIX contains three counters that are equivalent 
to those found in the 82C54 programmable interval 
timer. The three counters are contained in one PIIX 
timer unit, referred to as Timer- 1 . Each counter out- 
put provides a key system function. Counter 0 is 
connected to Interrupt controller IRQO and provides 
a system timer interrupt for a time-of-day, diskette 
time-out, or other system timing functions. Counter 1 
generates a refresh request signal and Counter 2 
generates the tone for the speaker. The 14.31818 
MHz counters normally use OSC as a clock source. 
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Counter 0, System Timer 

This counter functions as the system timer by con- 
trolling the state of IRQO and is typically pro- 
grammed for mode 3 operation. The counter produc- 
es a square wave with a period equal to the product 
of the counter period (838 ns) and the initial count 
value. The counter loads the Initial count value one 
counter period after software writes the count value 
to the counter I/O address. The counter initially as- 
serts IRQO and decrements the count value by two 
each counter period. The counter negates IRQO 
when the count value reaches 0. It then reloads the 
initial count value and again decrements the initial 
count value by two each counter period. The counter 
then asserts IRQO when the count value reaches 0, 
reloads the initial count value, and repeats the cycle, 
alternately asserting and negating IRQO. 

Counter 1, Refresh Request Signal 

This counter provides the refresh request signal and 
is typically programmed for mode 2 operation. The 
counter negates refresh request for one counter pe- 
riod (838 ns) during each count cycle. The initial 
count value is loaded one counter period after being 
written to the counter l/Q address. The counter Ini- 
tially asserts refresh request, and negates it for 1 
counter period when the count value reaches 1 . The 
counter then asserts refresh request and continues 
counting from the Initial count value. 

Counter 2, Speaker Tone 

This counter provides the speaker tone and is typi- 
cally programmed for mode 3 operation. The coun- 
ter provides a speaker frequency equal to the coun- 
ter clock frequency (1 .193 MHz) divided by the initial 
count value. The speaker must be enabled by a 
write to port 061 h. 


3.7 Interrupt Controller 

The PIIX provides an ISA compatible interrupt con- 
troller that incorporates the functionality of two 
82C59 interrupt controllers. The two controllers are 
cascaded so that 13 external and three internal in- 
terrupts are possible. The master interrupt controller 
provides IRQ [7:0] and the slave interrupt controller 
provides IRQ[15:8] (Figure 5). The three internal In- 
terrupts are used for internal functions only and are 
not available to the user. IRQ2 Is used to cascade 
the two controllers together. IRQO is used as a sys- 
tem timer interrupt and is tied to Interval Timer 1, 
Counter 0. IRQ13 is connected Internally to FERR#. 
The remaining 13 interrupt lines (IRQ[1 5,1 4,1 2:3,1]) 
are available for external system interrupts. Edge or 
level sense selection is programmable on an individ- 
ual channel by channel basis. 

The Interrupt unit also supports Interrupt steering. 
The PIIX can be programmed to allow the four PCI 
active low interrupts (PIRQ[3:0]#) to be internally 
routed to one of 11 interrupts (IRQ[1 5,1 4,12:9,7:3]). 
In addition, up to six interrupt signals dedicated to 
motherboard devices (M IRQ [5:0]) may be routed to 
any of the 1 1 interrupts. 

The Interrupt Controller consists of two separate 
82C59 cores. Interrupt Controller 1 (CNTRL-1) and 
Interrupt Controller 2 (CNTRL-2) are Initialized sepa- 
rately and can be programmed to operate in differ- 
ent modes. The default settings are: 80x86 Mode, 
Edge Sensitive (IRQ[15:0]) Detection, Normal EQI, 
Non-Buffered Mode, Special Fully Nested Mode dis- 
abled, and Cascade Mode. CNTRL-1 is connected 
as the Master Interrupt Controller and CNTRL-2 is 
connected as the Slave Interrupt Controller. 



Figure 5. Block Diagram of the Interrupt Controller 
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Note that IRQ13 is generated internally (as part of 
the coprocessor error support) by the PIIX. IRQ12/M 
is generated internally (as part of the mouse sup- 
port) when bit-4 in the XBCS Register is set to 1. 
When this bit is set to 0, the standard IRQ12 func- 
tion is provided and IRQ12 appears externally. 

3.7.1 PROGRAMMING THE ICWs/OCWs 

The Interrupt Controller accepts two types of com- 
mand words generated by the CPU or Bus Master: 

1 . Initialization Command Words (ICWs): Before 
normal operation can begin, each Interrupt Con- 
troller In the system must be initialized. In the 
82C59, this is a two to four byte sequence. How- 
ever, for the PIIX, each controller must be Initial- 
ized with a four byte sequence. This four byte se- 
quence is required to configure the interrupt con- 
troller correctly for the PIIX implementation. This 
implementation Is ISA-compatible. The four initial- 
ization bommand words are referred to by their 
acronyms: ICW1, ICW2, ICW3, and ICW4. The 
base address for each interrupt controller is a 
fixed location in the I/O memory space, at 0020h 
for CNTRL-1 and at OOAOh for CNTRL-2. 

An I/O write to the CNTRL-1 or CNTRL-2 base 
address with data bit 4 equal to 1 is interpreted as 
ICW1. For PllX-based ISA systems, three I/O 
writes to “base address + 1“ (021 h for CNTRL-1 
and OAOh for CNTRL-2) must follow the ICW1. 
The first write to “base address + 1“ (021 h/ 
OAOh) performs ICW2, the second write performs 
ICW3, and the third write performs ICW4. 

2. Operation Command Words (OCWs): These 
are the command words that dynamically repro- 
gram the interrupt controller to operate in various 
Interrupt modes. Any interrupt lines can be 
masked by writing an OCW1 . A 1 written In any bit 
of this command word masks incoming interrupt 
requests on the corresponding IRQx line. OCW2 
Is used to control the rotation of interrupt priorities 
when operating In the rotating priority mode and 
to control the End of Interrupt (EOl) function of 
the controller. OCW3 set up reads of the ISR and 
IRR, enable/disables the Special Mask Mode 
(SMM), and sets up the interrupt controller in 
polled Interrupt mode. The OCWs can be written 
to the Interrupt Controller any time after initializa- 
tion. 


3.7.2 EDGE AND LEVEL TRIGGERED MODE 

In ISA systems this mode is programmed using bit 3 
in ICW1. With PIIX this bit is disabled and a new 


register for edge- and level-triggered mode selection 
(per interrupt input) is included. This Is the Edge/ 
Level control Registers ELCR1 and ELCR2. The de- 
fault programming is equivalent to programming the 
LTIM bit (ICW1 bit 3) to 0 (all interrupts selected for 
edge triggered mode). Note that IRQO, 1, 2, 8#, and 
13 can not be programmed for level-sensitive mode 
and can not be modified by software. 

If an ELCR blt = 0, an interrupt request is recognized 
by a low-to-high transition on the corresponding 
IRQx Input. The IRQ input can remain high without 
generating another interrupt. 

If an ELCR bit== 1, an interrupt request is recognized 
by a low level on the corresponding IRQ Input and 
there is no need for an edge detection. The interrupt 
request must be removed before the EOl command 
is issued to prevent a second interrupt from occur- 
ring. 

In both the edge and level triggered modes, the IRQ 
inputs must remain active until after the falling edge 
of the first INTERRUPT ACKNOWLEDGE CYCLE. If 
the IRQ Input goes inactive before this time, a de- 
fault IRQ7 occurs when the CPU acknowledges the 
interrupt. This can be a useful safeguard for detect- 
ing interrupts caused by spurious noise glitches on 
the IRQ inputs. To implement this feature, the IRQ7 
routine Is used for “clean up” simply executing a 
return instruction, thus Ignoring the Interrupt. If IRQ7 
is needed for other purposes, a default IRQ7 can still 
be detected by reading the ISR. A normal IRQ7 In- 
terrupt sets the corresponding ISR bit. A default 
IRQ7 does not set this bit. However, if a default 
IRQ7 routine occurs during a normal IRQ7 routine, 
the ISR remains set. In this case. It is necessary to 
keep track of whether or not the IRQ7 routine was 
previously entered. If another IRQ7 occurs. It is a 
default. 


3.7.3 INTERRUPT STEERING 

The PIIX can be programmed to allow four PCI pro- 
grammable Interrupts (PIRQ[3:0]#) to be internally 
routed to one of 11 interrupts (IRQ[15, 14,12:9,7:3]) 
using the PIRQx Route Control Register. PCLK is 
used to synchronize the PIRQx# inputs. The assign- 
ment is programmable through the PIRQx Route 
Control Registers. One or more PIRQx# lines can 
be routed to the same IRQx input. If interrupt steer- 
ing is not required, the Route Registers can be pro- 
grammed to disable steering. 
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Figure 6. Interrupt Steering 


The PIRQx# lines are defined as active low, level- 
sensitive to allow multiple interrupts on a PCI Board 
to share a single line across the connector. When a 
PIRQx# is routed to a specified IRQ line, the soft- 
ware must change the IRQ’s corresponding ELCR 
bit to level-sensitive mode. Note that this means that 
the selected IRQ can no longer be used by an ISA 
device, unless that ISA device can respond as an 
active low level sensitive interrupt. 

The PIIX also supports up to two programmable in- 
terrupts (MIRQ[1:0]; Intended for use with mother- 
board devices) to be routed to one of the 1 1 inter- 
rupts (IRQ[15,14,12:9,7;3]) using the MBIRQx Route 
Control Register. The routing is accomplished in the 
same manner as for the PIRQx# inputs, except that 
the interrupts are active high. Two MIRQx lines may 
be routed to the same IRQx Input. If interrupt steer- 
ing is not required, the MBIRQx Registers can be 
programmed to disable routing. 

When more than one MIRQ line is routed to an IRQ 
input, the software must change the IRQ’s corre- 
sponding ELCR bit to level sensitive mode. Interrupt 
sharing for motherboard devices must be evaluated 
for the particular combination of devices under con- 
sideration. The IRQ selected bit MBIRQx[3:0] can 
no longer be used by an ISA device, unless that ISA 
device can respond as an active high level sensitive 
interrupt. 


3.8 X-Bus Peripheral Support 

The PIIX provides positive decode (chip selects) and 
X-Bus buffer control (XDIR# and XOE#) for a real 
time clock, keyboard controller and BIOS for PCI 
and ISA initiated cycles. The PIIX also generates 


RTCALE (address latch enable) for the RTC. The 
chip selects are generated combinatorlally from the 
ISA SA(16:0) and LA (23:17) address lines (it is as- 
sumed that ISA masters drive SA(19:16) and 
LA(23:17) low when accessing I/O devices). The 
PIIX also provides PS/2 mouse support via the 
IRQ12/M signal and coprocessor functions (PEER# 
and IGNNE#). The chip selects and X-Bus buffer 
control lines can be enabled/disabled via the XBCS 
Register. 

Coprocessor Error Function 

This function provides coprocessor error support for 
the CPU and is enabled via the XBCS Register. 
FERR # Is tied directly to the coprocessor error sig- 
nal of the CPU. If FERR# is driven active to the PIIX, 
an internal IRQ13 Is generated and the INTR output 
from the PIIX Is driven active. When a write to I/O 
location FOh is detected, the PIIX negates IRQ13 
(internal to the PIIX) and drives IGNNE# active. 
IGNNE# remains active until FERR# is driven inac- 
tive. IGNNE# is not driven active unless FERR# Is 
active. 

Mouse Function 

When the mouse interrupt function Is enabled (via 
the XBCS Register), the mouse interrupt function is 
provided on the IRQ12/M input signal. In this mode, 
a mouse interrupt generates an interrupt through 
IRQ1 2 to the Host CPU. The PIIX Informs the CPU of 
this interrupt via a INTR. A read of 60h releases 
IRQ12. If the mouse interrupt function is disabled, a 
read of address 60h has no effect on IRQ12/M. 
Reads and writes to this register flow through to the 
ISA Bus. For additional information, see the 
IRQ12/M description in the Signal Description. 
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3.9 Power Management 

The PIIX has extensive power management capabili- 
ty permitting a system to operate in a low power 
state without being powered down. In a typical desk- 
top personal computer there are two statesPower- 
On and Power-Off. Leaving a system powered on 
when not in use wastes power. The PIIX provides a 
Fast-On/Off feature that creates a third state called 
Fast-Off (Figure 7). When In the Fast-Off state, the 
system consumes less power than the Power-On 
state. 

The PIIX’s power management architecture Is based 
on three functions — System Management Mode 
(SMM), Clock Control, and Advanced Power Man- 


agement (APM). Software (called SMM code) con- 
trols the transitions between the Power-On state 
and the Fast-Off state. The PIIX invokes this soft- 
ware by generating an SMI to the CPU (asserting the 
SMI# signal). A variety of programmable events are 
provided that can generate an SMI. The SMM code 
places the system In either the Power-On state or 
the Fast-Off state. 

A Fast-On event Is an event that instructs the com- 
puter (via an SMI to the CPU) to enter the Power-On 
state In anticipation of system activity by the user. 
Fast-On events are programmable and Include mov- 
ing the mouse, pressing a key on the keyboard, an 
external hardware event, an Incoming call to a sys- 
tem FAX/ Modem, a RTC alarm, or the operating 
system. 
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3.9.1 SMM MODE 

SMM mode is invoked by asserting the SMI# signal 
to the CPU. The PIIX provides a variety of program- 
mable events that can generate an SMI. When the 
CPU receives an SMI, it enters SMM mode and exe- 
cutes SMM code out of SMRAM. Depending on the 
current state, the SMM code places the system in 
either the Power-On state or the Fast-Off state. In 
the Power-On state, the computer system operates 
normally. In this state, one of the four programmable 
events listed below can trigger an SMI. 

1 . A global idle timer called the Fast-Off Timer ex- 
pires (an indication that the end user has not used 
the computer for a programmed period of time). 

2. The EXTSMI# pin is asserted. 

3. The operating system issues an APM call. 

3.9.2 SMI SOURCES 

The SMI# signal can be asserted by hardware inter- 
rupt events, the Fast-Off Timer, an external SMI 
event (EXTSMI#), and software events (via the 
APMC and APMS Registers). Enable/disable bits (in 
the SMIEN Register) permit each event to be individ- 
ually masked from generating an SMI. In addition, 
the SMI# signal can be globally enabled/disabled In 
the SMICNTL Register. Status of the individual 
events causing an SMI is provided In the SMIREQ 
Register. For detailed information on the SMI con- 
trol/status registers, refer to the Register Descrip- 
tion section. 

Hardware Interrupt Events 

Hardware events (IRQ [12,8 #,4,3,1] and the Fast- 
Off Timer) are enabled/disabled from generating an 
SMI in the SMIEN Register. When enabled, the oc- 
currence of the corresponding hardware event gen- 
erates an SMI (asserts the SMI# signal), regardless 
of the current power state of the system. 

Fast-Off Timer 

The Fast-Off Timer is used to indicate (through an 
SMI) that the system has been idle for a pro- 
grammed period of time. The timer counts down 
from a programmed start value and when the count 
reaches OOh, can generate an SMI. The timer decre- 
ment rate is programmable (via the SMICNTL Regis- 
ter) and Is re-loaded each time a system event oc- 
curs. This counter should not be programmed to 
OOh. System and break events are described in the 
SEE Register. 


EXTSMI# 

The EXTSMI# input pin provides the system design- 
er the capability to Invoke SMM with external hard- 
ware. For example, the EXTSMI# input could be 
connected to a “green button” permitting the user to 
enter the Fast-Off state by depressing a button. The 
EXTSMI# generation of an SMI Is enabled/disabled 
in the SMIEN Register. 

Software Events 

Software events (accessing the APMx Registers) in- 
dicate that the OS Is passing power management 
Information to the SMI handler. There are two Ad- 
vanced Power Management (APM) Registers — APM 
Control (APMC) and APM Status (APMS) Registers. 
These registers permit software to generate an SMI; 
by writing to the APMC Register. For example, the 
APMC Register can be used to pass an APM com- 
mand between APM OS and BIOS and the APMS 
Register could be used to pass data between the 
OS and the SMI handler. 

The two APM Registers are located in normal I/O 
space. The PIIX subtractively decodes PCI accesses 
to these registers and forwards the accesses to the 
ISA Bus. The APM Registers are not accessible by 
ISA masters. Note that the remaining power man- 
agement registers are located in PCI Configuration 
space. 

3.9.3 CLOCK CONTROL 

The CPU can be put in a low power state by assert- 
ing the STPCLK# signal. STPCLK# is an interrupt 
to the CPU. However, for this type of interrupt, the 
CPU does not generate an interrupt acknowledge 
cycle. Once the STPCLK# interrupt is executed, the 
CPU enters the stop-grant state. In this state, the 
CPU’s internal clocks are disabled and Instruction 
execution is stopped. The stop-grant state is exited 
when the STPCLK# signal is negated. 

Software can assert STPCLK# (if enabled via the 
SMICNTL Register) by a read of the APMC Register. 
Note that STPCLK# can also be periodically assert- 
ed by using clock scaling as described below. 

The PIIX automatically negates STPCLK# when a 
break event occurs (if enabled in the SEE Register). 
Software can negate STPCLK# by disabling 
STPCLK# in the SMICNTL Register or by a write to 
the APMC Register. 
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Clock Scaling (Emulating Clock Division) 

Clock scaling permits the PIIX to periodically place 
the CPU In a low power state. This emulates clock 
division. When clock scaling is enabled, the CPU 
runs at full frequency for a pre-defined time period 
and then is stopped for a pre-defined time period. 
The run/stop time interval ratio emulates the clock 
division effect from a power/performance point of 
view. However, clock scaling is more effective than 
dividing the CPU frequency. For example, if the CPU 
is in the stop grant state and a break event occurs, 
the CPU clock returns to full frequency. In addition, 
there Is no recovery time latency to start the clock. 

Two programmable 8-blt clock scale timer control 
registers set the STPCLK# high (negate) and low 
(assert) times — ^the CTLTMRH and CTLTMRL Reg- 
isters. The timer is clocked by a 32-jLtsec internal 
clock. This allows a programmable timer interval for 
both the STPCLK# high and low times of 0-8 msec. 


3.10 Reset Support 

The PIIX integrates the system reset logic for the 
system. The PIIX generates CPURST, PCIRST#, 
and RSTDRV during power up (PWROK) and when 
a hard reset is initiated through the RC Register. The 


following PIIX signals interface directly to the proc- 
essor: CPURST, INTR, NMI, IGNNE#, SMI#, and 
STPCLK#. 

These signals are open drain. Thus, external logic is 
not required for interfacing with the processors 
based on 3.3V technology which do no support 5V 
tolerant input buffers. During power-up these signals 
are driven low to prevent problems associated with 
5V/3.3V power sequencing. 

Some PCI devices may drive 3.3V friendly signals 
directly to 3.3V devices that are not 5V tolerant. If 
such signals are powered from the 5V supply, they 
must be driven low when PCIRST# is asserted. 
Some of these signals may need to be driven high 
before CPURST is negated. PCIRST# Is negated 1 
ms to 2 ms before CPURST to allow time for this to 
occur. 


3.10.1 HARDWARE STRAPPING OPTIONS 

There are two hardware strapping options on the 
PIIX. The SYSCLK signal Is used during a hard reset 
to select the ISA clock divisor (sampled high for divi- 
sor of 3 MHz-25 MHz PCI operation; sampled low 
for a divisor of 4 MHz-33 MHz or 30 MHz PCI opera- 
tion. 
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4.0 PINOUT AND PACKAGE INFORMATION 


4.1 82371FB (PIIX) Pinout 








110 

109 
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107 

106 

105 
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Figure 8. 82371 FB (PIIX) Pinout 




2-503 



82371 FB (PIIX) 


Table 11. Alphabetical Pin Assignment 



Name 

AD30 


Pin# Type 

160 I/O 


Name 

DD13 


iny 


Pin# Type 

37 I/O 



mm 


163 

I/O 



162 

I/O 

AD29 

161 

I/O 

AD3 

203 

I/O 


DD10/SA18 


DD11/SA19 39 

DD12/SBHE# 38 


lORDY 

low# 
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Table 11. Alphabetical Pin Assignment (Continued) 


Name 

Pin# 

Type 

IRDY# 

180 

I/O 

IRQ1 

4 

1 

IRQ3 

58 

1 

IRQ4 

56 

1 

IRQ5 

34 

1 

IRQ6 

33 

1 

IRQ7 

32 

1 

IRQ8# 

5 

1 

IRQ9 

10 

1 

IRQ10 

73 

1 

IRQ11 

75 

1 

IRQ12 

77 

1 

IRQ14 

83 

1 

IRQ15 

81 

1 

KBCS# 

139 

0 

LAI 7/DAO 

86 

I/O 

LAI 8/DAI 

84 

I/O 

LA19/DA2 

82 

I/O 

LA20/CS3P 

80 

I/O 

LA21/CS1P 

76 

I/O 

LA22/CS3S 

74 

I/O 

LA23/CS1S 

72 

I/O 

MDAK1 

144 

0 

MDAKO 

145 

0 

MDRQO 

143 

1 

MDRQ1 

142 

1 

MEMCS16# 

70 

I/O 

MEMR# 

88 

I/O 

MEMW# 

90 

I/O 

MIRQO 

147 

0 

MIRQ1 

146 

1 


Name 

Pin# 

Type 

NMI 

135 

0 

OSC 

136 

1 

PAR 

186 

0 

PCICLK 

132 

1 

PCIRST# 

128 

0 

PHLDA# 

110 

1 

PHOLD# 

109 

0 

PIRQA# 

149 

1 

PIRQB# 

150 

1 

PIRQC# 

151 

1 

PIRQD# 

152 

1 

PWROK 

126 

1 

REFRESH# 

31 

I/O 

RSTDRV 

28 

0 

RTCALE 

148 

0 

RTCCS# 

138 

0 

SAO 

69 

I/O 

SA1 

68 

I/O 

SA2 

67 

I/O 

SA3 

66 

I/O 

SA4 

63 

I/O 

SA5 

61 

I/O 

SA6 

59 

I/O 

SA7 

57 ! 

I/O 

SDO 

17 

I/O 

SD1 

16 

I/O 

SD2 

14 

I/O 

SD3 

13 

I/O 

SD4 

11 

I/O 

SD5 

9 

I/O 

SD6 

8 

I/O 


Name 

Pin# 

Type 

SD7 

7 

I/O 

SD8 

92 

I/O 

SD9 

94 

I/O 

SD10 

96 

I/O 

SD11 

98 

I/O 

SD12 

100 

I/O 

SD13 

101 

I/O 

SD14 

102 

I/O 

SD15 

107 

I/O 

SDIR 

118 

0 

SERR# 

3 

1 

SMEMR# 

19 

0 

SMEMW# 

22 

0 

SMI# 


0 

SOE# 


0 

SPKR 

117 

0 

STOP# 

185 

I/O 

STPCLK# 

124 

0 

SYSCLK 


mQiiii 

TC 



TESTIN# 

134 

1 

TRDY# 

181 

I/O 

VDD 

27 

V 

VDD 

53 

V 

VDD 

54 

V 

VDD 

78 

V 

VDD 

103 

V 

VDD 

104 

V 

VDD 

130 

V 

VDD 

157 

V 

VDD 

158 



V 


AOmiM©! 0K!1F®(^1M1ATD©K1 
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Table 11. Alphabetical Pin Assignment (Continued) 
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Table 12. 208-Pin Quad Flat Pack (QFP) Dimensions 


Symbol 

Description 

Vaiue (mm) 

A 

Seating Height 

4.25 (max) 

A1 

Stand-off 

0.05 (min); 0.40 (max) 

b 

Lead Width 

0.2 ± 0.10 

C 

Lead Thickness 

0.15 +0.1/-0.05 

D 

Package Length and Width, Including pins 

30.6 ± 0.4 

D1 

Package Length and Width, excluding pins 

28 ± 0.2 

e1 

Linear Lead Pitch 

0.5 ± 0.1 

Y 

Lead Coplanarlty 

0.08 (max) 

L1 

Foot Length 

0.5 ± 0.2 

T 

Lead Angle 

0^-10° 


6.0 82371FB TESTABILITY 


6.1 Test Mode Description 

The test modes are decoded from the IRQ inputs 
(IRQ 7, 6, 5) and qualified with the TESTIN# pin. 
Test mode selection is asynchronous. These signals 
need to remain in their respective state for the dura- 
tion of the test modes. The test modes are defined 
as follows. 


Test Mode 

IRQ7 

IRQ6 

IRQ5 

TESTIN# 

NAND Tree 

0 

X 

X 

0 

NAND Tree 

X 

X 

0 

0 

Tri-state 
All Outputs 

1 

1 

1 

0 


6.2 NAND Tree Mode 

Tri-states all outputs and bi-directional buffers ex- 
cept for XDIR and DACK1 #. Every output buffer ex- 
cept for XDIR and DACK1 # is configured as an in- 
put in NAND tree mode and included In the NAND 
chain. The first Input of the NAND chain is MDRQ1 , 
and the NAND chain is routed counter-clockwise 
around the chip (e.g., MDRQ1, MDRQO, 
MDAK1 #,...). DACK1 # is an Intermediate output, 
and XDIR is the final output. PCICLK and TESTIN# 
are the only input pins not Included in the NAND 
chain. Note in the table above there are two possible 
ways to select NAND tree test mode. 


To perform a NAND tree test, all pins included In the 
NAND tree should be driven to 1 except for the fol- 
lowing pins, which use inverting Schmitt trigger in- 
puts and should be driven to 0: 


Pin # 

Pin Name 

4 

IRQ1 

5 

IRQ8# 

6 

lOCHK# 

10 

IRQ9 

15 

ZEROWS# 

32 

IRQ7 

33 

IRQ6 

34 

IRQ5 

56 

IRQ4 

58 

IRQ3 

73 

IRQ10 

75 

IRQ11 

77 

IRQ12 

81 

IRQ15 

83 

IRQ14 

126 

PWROK 


Beginning with MDRQ and working counter-clock- 
wise around the chip, each pin can be toggled and a 
resulting toggle observed on DACK1 # or XDIR. The 
DACK1 # output Is provided so that the NAND tree 
test can be divided into two sections. 
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Pin # 

Pin Name 

Notes 

134 

TESTIN# 

TESTIN# should be driven 



to 0 for the duration of the 
NAND tree test. 


IRQ7 

Test mode select signal. 

i^m 

IRQ6 

Test mode select signal. 

34 

IRQ5 

Test mode select signal. 


Table 13. NAND Tree 

Pin # Pin Name 

Jriven 172 AD21 




SYSCLK 

IDSEL 

AD31 

AD30 


9 

8 

ADI 7 


6 

C/BE2# 


FRAME# 


IRDY# 

TRDY# 

DEVSEL# 

STOP# 


151 

PIRQC# 



PIRQD# 
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Table 13. NAND Tree (Continued) 


Pin # 

Pin Name 

Notes 

206 

ADO 


3 

SERR# 


4 

IRQ1 

Inverted input signal 

5 

IRQ8# 

Inverted input signal 

6 

lOCHK# 

Inverted input signal 

10 

IRQ9 

Inverted input signal 

11 

SD4 


12 

DREQ2 


13 

SD3 


14 

SD2 


15 

ZEROWS# 

Inverted Input signal 

16 

SD1 


17 

SDO 


18 

lOCHRDY 


19 

SMEMR# 


20 

AEN 


21 

DACK3# 


22 

SMEMW# 


23 

lOR# 


24 

low# 


25 

DREQ3 


28 

RSTDRV 


29 

DACK1 # 

Intermediate NAND-tree 
output. 

30 

DREQ1 


31 

REFRESH# 


32 

IRQ7 

Inverted Input signal 

33 

IRQ6 

Inverted input signal 

34 

IRQ5 

Inverted input signal 

35 

DD15 

I 

i 

36 

DD14 



Pin # 

Pin Name 

Notes 

37 

DD13 


38 

DD12 


39 

DD11 


40 

DD10 


41 

DD9 


43 

DD8 


44 

DD7 


45 

DD6 


46 

DD5 


47 

DD4 


48 

DD3 


49 

DD2 


50 

DD1 


55 

DDO 


56 

IRQ4 

Inverted input signal 

57 

SA7 


58 

IRQ3 

Inverted input signal 

59 

SA6 


60 

DACK2# 


61 

SA5 


62 

TC 


63 

SA4 


64 

BALE 


66 

SA3 


67 

SA2 


68 

SA1 


69 

SAO 


70 

MEMCS16# 


71 

IOCS16# 


72 

LA23 
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Table 13. NAND Tree (Continued) 


Pin # 

Pin Name 

Notes 

73 

IRQ10 

inverted input signal 

74 

LA22 



IRQ11 

Inverted input signal 

76 

LA21 



IRQ12 

inverted input signal 

80 





Inverted input signal 

82 

LAI 9 


n^iii 

IRQ14 

Inverted Input signal 

mm 

LAI 8 


85 

DACKO# 


86 

LAI 7 


mm 



i[9iii 



89 

DACK5# 


90 

MEMW# 





92 

SD8 


93 

DACK6# 


94 

SD9 



DREQ6 



SD10 


97 

DACK7# 


98 



99 

DREQ7 



SD12 


101 

SD13 


102 

8014 


107 

SD15 


108 

DDRQO 



Pin # 

Pin Name 

Notes 

109 

PHOLD# 


110 

PHLDA# 





112 

DlOW# 





114 

lORDY 


115 

DDAKO# 


116 

DDAK1 # 


117 

SPKR 


118 

SDIR 


119 

SOE# 


120 

FERR# 


121 

IGNNE# 


1^9 









125 




PWROK 

Inverted Input signal 

127 

CPURST# 


128 

PCIRST# 


129 

INIT 


132 

PCICLK 

Input only, not included In 
the NAND tree test mode. 

135 

NMi 


136 



137 



138 



139 

KBCS# 


140 

XOE# 


141 

XDIR 

Final NAND tree output 
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Intel. 

Figure 10 is a schematic of the NAND tree circuitry. 



o 
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Figure 10. NAND Tree Circuitry 

NAND Tree Timing Requirements 5.3 Tri-State Mode 

Allow 500 ns for the Input signals to propagate to the The TESTIN# signal must be 0 and IRQ’s 7, 6, and 

NAND tree outputs (Input-to-output propagation de- 5 must be 1 to enter the tri-state test mode. When In 

lay specification). the tri-state test mode, all outputs and bi-directional 

pins are tri-stated, Including the NAND tree outputs. 


I 
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82430LX/82430NX PCIset 


■ Supports the Pentium® Processor at 60 
and 66 MHz (82430LX) 

■ Sufipor^ the Pefitlufii Processor at 

iCOMPTM Viidex MHz» Peniulft 

Proi^sor at iOOMP Index ms\m 
MM2« and Penthiiii Prmmmm at ICOMP 
liid^x 610\7S MHz 

■ Supports lMi#rocessor (UP) or Oual*^ 
Processor (DP) Configurations 

■ Interfaces the Host and Standard 
Buses to the PCI Local Bus 

— Up to 132 MBytes/Sec Transfer Rate 
— Full Concurrency Between CPU Host 
Bus and PCI Bus Transactions 

■ Integrated Cache Controller Provided 
for Optional Second Level Cache 

— 256 KByte or 512 KByte Cache 
— Write-Back or Write-Through Policy 
(82430LX) 

--Write-Back Policy (82430NX) 

— Standard or Burst SRAM 

■ Integrated Tag RAM for Cost Savings 
on Second Level Cache 

■ Supports the Pipelined Address Mode 
of the Pentium Processor for Higher 
Performance 


■ Provides a 64-Bit Interface to DRAM 
Memory 

— From 2 MBytes to 512 MBytes of 
Main Memory 

— 70 ns and 60 ns DRAMs Supported 

■ Optional ISA or EISA Standard Bus 
Interface 

— Single Component ISA Controller 
— Two Component EISA Bus Interface 
— Minimal External Logic Required 

■ Supports Burst Read and Writes of 
Memory from the CPU and PCI Buses 

■ Five Integrated Write Posting and Read 
Prefetch Buffers Increase CPU and PCI 
Performance 

■ Host CPU Writes to PCI Converted to 
Zero Wait-State PCI Bursts with 
Optional TRDY# Connection 

■ Integrated Low Skew Host Bus Clock 
Driver for Cost and Board Space 
Savings 

■ PCIset Operates Synchronous to the 
CPU and PCI Clocks 

■ Byte Parity Support for the Host and 
Main Memory Buses 

— Optional Parity on the Second Level 
Cache 


The 82430LX/82430NX PCIsets provide the Host/PCI bridge, cache/main memory controller, and an I/O 
subsystem core (either PCI/EISA or PCI/ ISA bridge) for the next generation of high-performance personal 
computers based on the Pentium processor. System designers can take advantage of the power of the PCI 
Local bus for the local I/O while maintaining access to the large base of EISA and ISA expansion cards, and 
corresponding software applications. Extensive buffering and buffer management within the bridges ensures 
maximum efficiency in all three bus environments (Host CPU, PCI, and EISA/ISA Buses). 


The 82430LX PCIset consists of the 82434LX PCI/Cache Memory Controller (PCMC) and the 82433LX Local 
Bus Accelerator (LBX) components, plus, either a PCI/ISA bridge or a PCI/EISA bridge. The PCMC and LBX 
provide the core cache and main memory architecture and serve as the Host/PCI bridge. For an ISA-based 
system, the 82430LX PCIset includes the 82378ZB System I/O (SIO) component as the PCI/ISA bridge. For 
an EISA-based system, the 82430LX PCIset includes the 82375EB/SB PCI/EISA Bridge (PCEB) and the 
82374EB/SB EISA System Component (ESC). The PCEB and ESC work in tandem to form the complete 
PCI/EISA bridge. Both the ISA and EISA-based systems are shown on the following pages. 


The 82430NX PCIset counts df the i2434NX PCI/Oaohe Memory Controller (PCMC) and the 824S3NX Local 
Bus Accelerator {LB)Q components, plus* either a PO/ISA bridge or a PGI/EISA bridge* For an ISA-based 
system, the 82430NX PCIset Includes the 8237818 System I/O (SIO) componer^ as the POI/ISA bridge. For 
the DP ISA based system, 824^NX POJset Includes the 82378AB* For UP or OP EISA-based systems, the 
mmm PCIset immrn m a23?5E8/S8 PGI/EISA iiklge (PCEB) and the 62374E8/SB EISA System 
Component (ESC)* 


This document desolbes both the 6^430LX and $2430NX. Unshaded areas describe the 824$4LX. Shad- 
ed areas, like this one, describe 82430MX operaHoris that differ from the 82434LX. 
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Host Bus 



82430LX or 


82430LX/82430NX PCIset 


Pentium® 
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i 

k i 

1 \ Control 
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Data i 
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PCMC 


LBX Cnti 


Control 


Addr^ 
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Memory 

^Pata^ 

LBX 


CntI ^ 

(DRAM) 





A A 


Address/Pata 


r 


A 

PCI Devlce(s) 


> 

290481-1 

I2430NX PCIset ISA Block Diagram 


3 




290481 -2 

82430LX or Uni-Processor 82430NX PCIset EISA Block Diagram 


The complete document for this product is available from Intel’s Literature Center at 1-800-548-4725. 
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82496 CACHE CONTROLLER AND 
82491 CACHE SRAM 

FOR USE WITH THE Pentium® PROCESSOR 


■ High Performance Second Level Cache 
— Zero Wait States at 66 MHz 

— Two-way Set Associative 
— Write-Back with MESI Protocol 
— Concurrent CPU Bus and Memory 
Bus Operation 
— Boundary Scan 

■ Pentium® Processor 

— Chip Set Version of Pentium 
Processor 

— Superscalar Architecture 
— Enhanced Floating Point 
— On-chip 8K Code and 8K Data 
Caches 

— See Pentium® Processor Family 
Developers Manual, Volume 2 for 
more Information 


■ Highly Flexible 

— 256K to 512K with parity 

— 32, 64, or 128-Bit Wide Memory Bus 
— Synchronous, Asynchronous, and 

Strobed Memory Bus Operation 
— Selectable Bus Widths, Line Sizes, 
Transfers, and Burst Orders 

■ Full Multiprocessing Support 

— Concurrent CPU, Memory Bus, and 
Snoop Operations 
— Complete MESI Protocol 
— Internal/External Parity Generation/ 
Checking 

— Supports Read-for Ownership, Write- 
Allocation, and Cache-to-Cache 
Transfers 


The 82496 Cache Controller and multiple 82491 Cache SRAMs combine with the Pentium processor to form a 
CPU Cache chip set designed for high performance servers and function-rich desktops. The high speed 
interconnect between the CPU and cache components has been optimized to provide zero-wait state opera- 
tion. This CPU Cache chip set is fully compatible with existing software, and has new data integrity features for 
mission critical applications. 

The 82496 cache controller implements the MESI write-back protocol for full multiprocessing support. Dual 
ported buffers and registers allow the 82496 to concurrently handle CPU bus, memory bus, and internal cache 
operation for maximum performance. 

The 82491 is a customized high-performance SRAM that supports 32, 64, and 128-blt wide memory bus 
widths, 16, 32, and 64 byte line sizes, and optional sectoring. The data path between the CPU bus and 
memory bus is separated by the 82491, allowing the CPU bus to handshake synchronously, asynchronously, 
or with a strobed protocol, and allowing concurrent CPU bus and memory bus operations. 


241814-1 

The complete document for this product is available from InteTs Literature Center at 1-800-548-4725. 

November 1995 

Order Number: 241814-001 
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82497 CACHE CONTROLLER AND 
82492 CACHE SRAM 

For Use with the Pentium® Processor (735\90, 8 15\ 100) 


■ High Performance Second Level Cache 
— Zero Wait States at 66 MHz 

— Two-Way Set Associative 
— Writeback with MESI Protocoi 
— Concurrent CPU Bus and Memory 
Bus Operation 
— Boundary Scan 

■ Pentium® Processor (735\90, 815\100) 
— Chip Set Version of Pentium® 

Processor (735\90, 815\100) 

-- Superscaiar Architecture 
~ Enhanced Floating Point 
— On-Chip 8K Code and 8K Data 
Caches 

— See Pentium® Processor Family 
Developer's Manual, Volume 2 ior 
More Information 


■ Highly Flexible 

— 256K to 512K with Parity 
-32-, 64-, or 128-Bit Wide Memory Bus 
— Synchronous, Asynchronous and 
Strobed Memory Bus Operation 
— Selectable Bus Widths, Line Sizes, 
Transfers and Burst Orders 

■ Full Multiprocessing Support 

— Concurrent CPU, Memory Bus and 
Snoop Operations 
— Complete MESI Protocol 
— Internal/External Parity Generation/ 
Checking 

— Supports Read For Ownership, 
Write-Allocation and Cache-to-Cache 
Transfers 


The 82497 Cache Controller and multiple 82492 Cache SRAMs combine with the Pentium® processor 
(735\90, 810\100) to form a CPU Cache chip set designed for high performance servers and function-rich 
desktops. The high-speed interconnect between the CPU and cache components has been optimized to 
provide zero-wait state operation. This CPU Cache chip set is fully compatible with existing software, and has 
new data integrity features for mission critical applications. 

The 82497 cache controller implements the MESI write-back protocol for full multiprocessing support. Dual 
ported buffers and registers allow the 82497 to concurrently handle CPU bus, memory bus, and internal cache 
operation for maximum performance. 

The 82492 Is a customized high-performance SRAM that supports 32-, 64-, 1 28-blt wide memory bus widths, 
1 6-, 32-, and 64-byte line sizes, and optional sectoring. The data path between the CPU bus and memory bus 
is separated by the 82492, allowing the CPU bus to handshake synchronously, asynchronously, or with a 
strobed protocol, and allowing concurrent CPU bus and memory bus operations. 



The complete document for this product is available from InteTs Literature Center at 1-800-548-4725. 

November 1995 
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82498 CACHE CONTROLLER AND 
82493 CACHE SRAM 

For use with the Pentium® Processor (735/90, 815/100) 


■ High Performance Second Level Cache 
— Zero Wait States at 66 MHz 

— Two-Way Set Associative 
— Writeback with MESI Protocol 
— Concurrent CPU Bus and Memory 
Bus Operation 
— Boundary Scan 

■ Pentium® Processor (735/90, 815/100) 
— Chip Set Version of Pentium® 

Processor (735/90, 815/100) 

— Superscalar Architecture 
— Enhanced Floating Point 
— On-Chip 8K Code and 8K Data 
Caches 

— See Pentium® Processor Family 
Developer's Manual, Volume 2 iov 
More Information 


■ Highly Flexible 

— 1 Mbyte to 2 Mbyte 
-64-, or 128-Bit Wide Memory Bus 
— Synchronous, Asynchronous and 
Strobed Memory Bus Operation 
— Selectable Bus Widths, Line Sizes, 
Transfers and Burst Orders 

■ Full Multiprocessing Support 

— Concurrent CPU, Memory Bus and 
Snoop Operations 
— Complete MESI Protocol 
— Internal/External Parity 
Generation/Checking 
— Supports Read For Ownership, 
Write-Allocation and Cache-to-Cache 
Transfers 


The 82498 Cache Controller and multiple 82493 Cache SRAMs combine with the Pentium® processor 
(735/90, 815/100) and future Pentium Processors to form a CPU Cache chip set designed for high perform- 
ance servers and function-rich desktops. The high-speed interconnect between the CPU and cache compo- 
nents has been optimized to provide zero-wait state operation. This CPU Cache chip set is fully compatible 
with existing software, and has new data integrity features for mission critical applications. 


The 82498 Cache Controller implements the MESI write-back protocol for full multiprocessing support. Dual 
ported buffers and registers allow the 82498 to concurrently handle CPU bus, memory bus, and internal cache 
operation for maximum performance. 


The 82493 is a customized high-performance SRAM that supports 64-, and 1 28-bit wide memory bus widths, 
32-, and 64-byte line sizes, and optional sectoring. The data path between the CPU bus and memory bus is 
separated by the 82493, allowing the CPU bus to handshake synchronously, asynchronously, or with a strobed 
protocol, and allowing concurrent CPU bus and memory bus operations. 


The complete document for this product is available from Intel’s Literature Center at 1-800-548-4725. 


November 1995 

Order Number: 242426-002 
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82433LX/82433NX 
LOCAL BUS ACCELERATOR (LBX) 


■ Supports the Full 64-bit Pentium® 
Processor Data Bus at Frequencies up 
to 66 MHz (82433LX and 82433NX) 

■ 3.3V SIgifiri t^els on the CPU 
Data and Address lus^ (824S3NX} 

■ Provides a 64-Bit interface to DRAM 
and a 32-Bit Interface to PCI 

■ Five Integrated Write Posting and Read 
Prefetch Buffers increase CPU and PCi 
Performance 

— CPU-to-Memory Posted Write Buffer 
4 Qwords Deep 

— PCi-to-Memory Posted Write Buffer 
Two Buffers, 4 Dwords Each 
— PCi-to-Memory Read Prefetch Buffer 
4 Qwords Deep 

— CPU-to-PCI Posted Write Suffer 
4 Dwords Deep 

— CPU-to-PCi Read Prefetch Buffer 
4 Dwords Deep 

■ CPU-to-Memory and CPU-to-PCi Write 
Posting Buffers Acceierate Write 
Performance 


■ Duai-Port Architecture Aiiows 
Concurrent Operations on the Host and 
PCi Buses 

■ Operates Synchronousiy to the CPU 
and PCI Clocks 

■ Supports Burst Read and Writes of 
Memory from the Host and PCI Buses 

■ Sequential CPU Writes to PCI 
Converted to Zero Wait-State PCI 
Bursts with Optionai TRDY# 

Connection 

■ Byte Parity Support for the Host and 
Memory Buses 

— Optionai Parity Generation for Host 
to Memory Transfers 
— Optional Parity Checking for the 
Secondary Cache 

— Parity Checking for Host and PCI 
Memory Reads 

— Parity Generation for PCI to Memory 
Writes 

■ 160-Pin QFP Package 


Two 82433 LX or 82433 NX Local Bus Accelerator (LBX) components provide a 64-bit data path between the 
host CPU/Cache and main memory, a 32-bit data path between the host CPU bus and PCI Local Bus, and a 
32-bit data path between the PCI Local Bus and main memory. The dual-port architecture allows concurrent 
operations on the host and PCI Buses. The LBXs incorporate three write posting buffers and two read prefetch 
buffers to increase CPU and PCI performance. The LBX supports byte parity for the host and main memory 
buses. The 82433NX is Intended to be used with the 82434NX PCI/Cache/Memory Controller (PCMC). The 
82433LX is intended to be used with the 82434LX PCMC. During bus operations between the host, main 
memory and PCI, the PCMC commands the LBXs to perform functions such as latching address and data, 
merging data, and enabling output buffers. Together, these three components form a “Host Bridge” that 
provides a full function dual-port data path interface, linking the host CPU and PCI bus to main memory. 

This dooiment describes both the 82433LX and 82433NX. Shaded areas, like this one, describe the 

82433NX operations that differ from die 82433LX.> 
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1.0 ARCHITECTURAL OVERVIEW 

The 82430 PCIset consists of the 82434LX PCMC 
and 82433LX LBX components plus either a PCI/ 
ISA bridge or a PCI/EISA bridge. The 82430NX PCI- 
set consists of the 82434NX PCMC and 82433NX 
LBX components plus either a PCI/ISA bridge or a 
PCI /EISA bridge. The PCMC and LBX provide the 
core cache and main memory architecture and 
serves as the Host/ PCI bridge. An overview of the 
PCMC follows the system overview section. 

The Local Bus Accelerator (LBX) provides a high 
performance data and address path for the 
82430LX/82430NX PCIset. The LBX incorporates 
five Integrated buffers to Increase the performance 
of the Pentium processor and PCI master devices. 
Two LBXs In the system support the following areas: 

1 . 64-bit data and 32-blt address bus of the Pentium 
processor. 


2. 32-blt multiplexed address/data bUs of PCI. 

3. 64-blt data bus of the main memory. 

In addition, the LBXs provide parity support for the 
three areas noted above (discussed further in Sec- 
tion 1.4). 


1.1 Buffers in the LBX 

The LBX components have five integrated buffers 
designed to increase the performance of the Host 
and PCI Interfaces of the 82430LX/82430NX 
PCIset. 

With the exception of the PCI-to-Memory write buffer 
and the CPU-to-PCI write buffer, the buffers in the 
LBX store data only, addresses are stored in the 
PCMC component. 
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NOTES: 

1 . CPU-to-Memory Posted Write Buffer: This buffer is 4 Qwords deep, enabling the Pentium processor to write back a 
whole cache line in 4-1 -1-1 timing, a total of 7 CPU clocks. 

2. PCI-to-Memory Posted Write Buffer: A PCI master can post two consecutive sets of 4 Dwords (total of one cache 
line) or two single non-consecutive transactions. 

3. PCI-to-Memory Read Prefetch Buffer: A PCI master to memory read transaction will cause this prefetch buffer to 
read up to 4 Qwords of data from memory, allowing up to 8 Dwords to be read onto PCI in a single burst transaction. 

4. CPU-to-PCI Posted Write Buffer: The Pentium processor can post up to 4 Dwords into this buffer. The TRDY# 
connect option allows zero-wait state burst writes to PCI, making this buffer especially useful for graphic write 
operations. 

5. CPU-to-PCI Read Prefetch Buffer: This prefetch buffer is 4 Dwords deep, enabling faster sequential Pentium proc- 
essor reads when targeting PCI. 


Figure 1. Simplified Block Diagram of the LBX Data Buffers 
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1.2 Control Interface Groups 

The LBX Is controlled by the PCMC via the control 
interface group signals. There are three Interface 
groups: Host, Memory, and PCI. These control 
groups are signal lines that carry binary codes which 
the LBX internally decodes In order to Implement 
specific functions such as latching data and steering 
data from PCI to memory. The control interfaces are 
described below. 

1. Host Interface Group: These control signals are 
named HIG[4:0] and define a total of 29 (30 for 
the 82433NX) discrete commands. The PCMC 
sends HIG commands to direct the LBX to per- 
form functions related to buffering and storing 
host data and/or address. 

2. Memory Interface Group: These control signals 
are named MIG [2:0] and define a total of 7 dis- 
crete commands. The PCMC sends MIG com- 
mands to direct the LBX to perform functions re- 
lated to buffering, storing, and retiring data to 
memory. 

3. PCI Interface Group: These control signals are 
named PIG [3:0] and define a total of 15 discrete 
commands. The PCMC sends PIG commands to 
direct the LBX to perform functions related to 
buffering and storing PCI data and/or address. 


1.3 System Bus Interconnect 

The architecture of the 82430/82430NX PCIset 
splits the 64-blt memory and host data buses Into 
logical halves in order to manufacture LBX devices 
with manageable pin counts. The two LBXs interface 
to the 32-bit PCI AD[3T.O] bus with 16 bits each. 
Each LBX connects to 16 bits of the AD[31:0] bus 
and 32-bits of both the MD[0:63] bus and the 
D[0:63] bus. The lower order LBX (LBXL) connects 
to the low word of the AD [3 1:0] bus, while the high 
order LBX (LBXH) connects to the high word of the 
AD[31:0] bus. 

Since the PCI connection for each LBX falls on 
16-bit boundaries, each LBX does not simply con- 
nect to either the low Dword or high Dword of the 
Qword memory and host buses. Instead, the low or- 
der LBX buffers the first and third words of each 
64-blt bus while the high order LBX buffers the sec- 
ond and fourth words of the memory and host 
buses. 

As shown in Figure 2, LBXL connects to the first and 
third words of the 64-blt main memory and host data 
buses. The same device also drives the first 1 6 bits 
of the host address bus, A[15:0]. The LBXH device 
connects to the second and fourth words of the 
64-bit main memory and host data buses. Corre- 
spondingly, LBXH drives the remaining 1 6 bits of the 
host address bus, A[31:16]. 
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Figure 2. Simplified Interconnect Diagram of LBXs to System Buses 
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1.4 PCITRDY# Interface 

The PCI control signals do not interface to the LBXs, 
instead these signals connect to the 82434LX 
PCMC component. The main function of the LBXs 
PCI interface is to drive address and data onto PCI 
when the CPU targets PCI and to latch address and 
data when a PCI master targets main memory. 

The TRDY # option provides the capability for zero- 
wait state performance on PCI when the Pentium 
processor performs sequential writes to PCI. This 
option requires that PCI TRDY# be connected to 
each LBX, for a total of two additional connections in 
the system. These two TRDY# connections are in 
addition to the single TRDY# connection that the 
PCMC requires. 


1.5 Parity Support 

The LBXs support byte parity on the host bus (CPU 
and second level cache) and main memory buses 
(local DRAM). The LBXs support parity during the 
address and data phases of PCI transactions to/ 
from the host bridge. 


2.0 SIGNAL DESCRIPTIONS 

This section provides a detailed description of each 
signal. The signals (Figure 3) are arranged in func- 
tional groups according to their associated interface. 

The ‘ # ’ symbol at the end of a signal name indicates 
that the active, or asserted state occurs when the 
signal is at a low voltage level. When '#’ is not pres- 
ent after the signal name, the signal is asserted 
when at the high voltage level. 

The terms assertion and negation are used exten- 
sively. This is done to avoid confusion when working 
with a mixture of ‘active-low’ and ‘active-high’ sig- 
nals. The term assert, or assertion indicates that a 
signal Is active, independent of whether that level Is 
represented by a high or low voltage. The term ne- 
gate, or negation indicates that a signal is inactive. 

The following notations are used to describe the sig- 
nal type. 

in Input is a standard Input-only signal. 

out Totem Pole output Is a standard active driver. 

t/s Tri-State is a bi-directional, tri-state Input/out- 
put pin. 



AD[15:0]|PCI 
TRDY# /interface 


HIG[4:0] \ 


MIG[2:0] 

MDLE 


PIG[3;0] 

DRVPCI 

EOL 


I PCMC 
{ Interface 


PPOUT J 
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Figure 3. LBX Signals 
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2.1 Host Interface Signals 


Signal 

Type 

Description 

A[15:0] 

t/s 

ADDRESS BUS: The bi-directional A[15:0] lines are connected to the address lines of the 
host bus. The high order LBX (determined at reset time using the EOL signal) is 
connected to A[31 :16], and the low order LBX is connected to A[1 5:0]. The host address 
bus is common with the Pentium processor, second level cache, PCMC and the two 
LBXs. During CPU cycles A [31 :3] are driven by the CPU and A [2:0] are driven by the 
PCMC, all are inputs to the LBXs. During inquire cycles the LBX drives the PCI master 
address onto the host address lines A [31 :0]. This snoop address is driven to the CPU and 
the PCMC by the LBXs to snoop LI and the integrated second level tags, respectively. 
During PCI configuration cycles bound for the PCMC, the LBXs will send or receive the 
configuration data to/from the PCMC by copying the host data bus to/from the host 
address bus. The LBX drives both halves of the Qword host data bus with data from the 
32-bit address during PCMC configuration read cycles. The LBX drives the 32-bit address 
with either the low Dword or the high Dword during PCMC configuration write cycles. 

in ihB S2433NX, pins contain weak Internal pull-down resistors* 

The high order 8243$NX LBX samples A1 1 at the falling edge of reset to configure the 
LBX for BLL test mode. When Ai i is sampled low, the LBX is In normal oi^atlng rhode* 
When All Is sampled high, the LBX dmres the internal HCLK from me PLL on me EOL 
pin. Note that At 1 on the high order LBX is connected to the A27 line on the CPU address 
bus. This same address line is used to put |he PCMC into PLL test mode. 

D[31;0] 

t/s 

HOST DATA: The bi-directional D[31 :0] lines are connected to the data lines of the host 
data bus. The high order LBX (determined at reset time using the EOL signal) is 
connected to the host data bus D[63:48] and D[31 :16] lines, and the low order LBX Is 
connected to the host data bus D[47:32] and D[15:0] lines. In the 82433LX, these pins 
contain weak internal pull-up resistors. 

in the B2433NX, these pins contain weak Internal pull-down resistors. 

HP[3:0] 

t/s 

HOST DATA PARITY: HP [3:0] are the bi-directional byte parity signals for the host data 
bus. The low order parity bit HP[0] corresponds to D[7:0] while the high order parity bit 
HP[3] corresponds to D[31 :24]. The HP[3:0] signals function as parity inputs during write 
cycles and as parity outputs during read cycles. Even parity is supported and the HP [3:0] 
signals follow the same timings as D[31 :0]. In the 82433 LX, these pins contain weak 
internal pull-up resistors. 

In the 02433NX, these pins contain we^ internal pull-down resistors. 
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2.2 Main Memory (Dram) Interface Signals 


Signal 

Type 

Description 

MD[31;0] 

t/s 

MEMORY DATA BUS: MD[31 :0] are the bi-directional data lines for the memory data 
bus. The high order LBX (determined at reset time using the EOL signal) is connected to 
the memory data bus MD[63:48] and MD[31 :16] lines, and the low order LBX Is 
connected to the memory data bus MD[47:32] and MD[15:0] lines. The MD[31 :0] 
signals drive data destined for either the host data bus or the PCI bus. The MD[31 :0] 
signals input data that originated from either the host data bus or the PCI bus. These 
pins contain weak internal pull-up resistors. 

MP[3:0] 

t/s 

MEMORY PARITY: MP[3:0] are the bi-directional byte enable parity signals for the 
memory data bus. The low order parity bit MP[0] corresponds to MD[7:0] while the high 
order parity bit MP[3] corresponds to MD[31:24]. The MP[3:0] signals are parity outputs 
during write cycles to memory and parity Inputs during read cycles from memory. Even 
parity is supported and the MP[3;0] signals follow the same timings as MD[31 :0]. These 
pins contain weak internal pull-up resistors. 



2.3 PCI Interface Signals 


Signal 

Type 

Description 

AD[15;0l 

t/s 

ADDRESS AND DATA: AD[15:0] are bi-directional data lines for the PCI bus. The 
AD[1 5:0] signals sample or drive the address and data on the PCI bus. The high order 
LBX (determined at reset time using the EOL signal) is connected to the PCI bus 
AD[31 :16] lines, and the low order LBX is connected to the PCI AD[1 5:0] lines. 

TRDY# 

In 

TARGET READY: TRDY# indicates the selected (targeted) device’s ability to complete 
the current data phase of the bus operation. For normal operation, TRDY# Is tied 
asserted low. When the TRDY # option Is enabled in the PCMC (for zero wait-state PCI 
burst writes), TRDY# should be connected to the PCI bus. 


2.4 PCMC Interface Signals 


Signal 

Type 

Description 

HIG[4:0] 

in 

HOST INTERFACE GROUP: These signals are driven from the PCMC and control the 
host interface of the LBX. The 82433LX decodes the binary pattern of these lines to 
perform 29 unique functions (30 for the 83433NX). These signals are synchronous to the 
rising edge of HCLK. 

MIG [2:0] 

in 

MEMORY INTERFACE GROUP: These signals are driven from the PCMC and control 
the memory interface of the LBX. The LBX decodes the binary pattern of these lines to 
perform 7 unique functions. These signals are synchronous to the rising edge of HCLK. 

PIG [3:0] 

in 

PCI INTERFACE GROUP: These signals are driven from the PCMC and control the PCI 
interface of the LBX. The LBX decodes the binary pattern of these lines to perform 1 5 
unique functions. These signals are synchronous to the rising edge of HCLK. 

MDLE 

in 

MEMORY DATA LATCH ENABLE: During CPU reads from DRAM, the LBX uses a 
clocked register to transfer data from the MD[31 :0] and MP[3:0] lines to the D[31 :0] and 
HP[3:0] lines. MDLE Is the clock enable for this register. Data Is clocked into this register 
when MDLE Is asserted. The register retains its current value when MDLE is negated. 

During CPU reads from main memory, the LBX tri-states the D[31 :0] and HP[3:0] lines 
on the rising edge of MDLE when HIG[4:0] = NOPC. 

DRVPCI 

in 

DRIVE PCI BUS: This signals enables the LBX to drive either address or data 
information onto the PCI AD [15:0] lines. 
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2.4 PC 

MC Interface Signals (Continued) 

Signal 

Type 

Description 

EOL 

t/s 

End Of Line: This signal is asserted when a PCI master read or write transaction is about 
to overrun a cache line boundary. The low order LBX will have this pin connected to the 
PCMC (internally pulled up in the PCMC). The high order LBX connects this pin to a pull- 
down resistor. With one LBX EOL line being pulled down and the other LBX EOL pulled 
up, the LBX samples the value of this pin on the negation of the RESET signal to 
determine if it’s the high or low order LBX. 

PPOUT 

t/s 

LBX PARITY: This signal reflects the parity of the 1 6 AD lines driven from or latched into 
the LBX, depending on the command driven on PIG [3:0]. The PCMC uses PPOUT from 
both LBXs (called PPOUT[1:0]) to calculate the PCI parity signal (PAR) for CPU to PCI 
transactions during the address phase of the PCI cycle. The LBX uses PPOUT to check 
the PAR signal for PCI master transactions to memory during the address phase of the 
PCI cycle. When transmitting data to PCI the PCMC uses PPOUT to calculate the proper 
value for PAR. When receiving data from PCI the PCMC uses PPOUT to check the value 
received on PAR. 

If the L2 cache does not implement parity, the LBX will calculate parity so the PCMC can 
drive the correct value on PAR during L2 reads Initiated by a PCI master. The LBX 
samples the PPOUT signal at the negation of reset and compares that state with the state 
of EOL to determine whether the L2 cache implements parity. The PCMC internally pulls 
down PPOUT[0] and Internally pulls up PPOUT[1]. The L2 supports parity If PPOUTiO] is 
connected to the high order LBX and PPOUT[1] Is connected to the low order LBX. The 
L2 is defined to not support parity If these connections are reversed, and for this case, the 
LBX will calculate parity. For normal operations either connection allows proper parity to 
be driven to the PCMC. 


2.5 Reset and Clock Signals 


Signal 

Type 

Description 

HCLK 

in 

HOST CLOCK: HCLK is input to the LBX to synchronize command and data from the host 
and memory interfaces. This input is derived from a buffered copy of the PCMC HCLKx 
output. 

PCLK 

in 

PCI CLOCK: All timing on the LBX PCI interface is referenced to the PCLK Input. All 
output signals on the PCI interface are driven from PCLK rising edges and all input signals 
bn the PCI interface are sampled on PCLK rising edges. This input is derived from a 
buffered copy of the PCMC PCLK output. 

RESET 

In 

RESET: Assertion of this signal resets the LBX. After RESET has been negated the LBX 
configures Itself by sampling the EOL and PPOUT pins. RESET is driven by the PCMC 
CPURST pin. The RESET signal is synchronous to HCLK and must be driven directly by 
the PCMC. 

LP1 

out 

LOOP 1: Phase Lock Loop Filter pin. The filter components required for the LBX are 
connected to these pins. 

LP2 

in 

LOOP 2: Phase Lock Loop Filter pin. The filter components required for the LBX are 
connected to these pins. 

TEST 

in 

TEST: The TEST pin must be tied low for normal system operation. 

TSCON 

in 

TRI-STATE CONTROL: This signal enables the output buffers on the LBX. This pin must 
be held high for normal operation. If TSCON is negated, all LBX outputs will tri-state. 
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3.0 FUNCTIONAL DESCRIPTION 


3.1 LBX Post and Prefetch Buffers 

This section describes the five write posting and 
read prefetching buffers implemented in the LBX. 
The discussion in this section refers to the operation 
of both LBXs in the system. 

3.1.1 CPU-TO-MEMORY POSTED WRITE 
BUFFER 

The write buffer is a queue 4 Qwords deep, it loads 
Qwords from the CPU and stores Qwords to memo- 
ry. It is 4 Qwords deep to accommodate write-backs 
from the first or second level cache. It Is organized 
as a simple FIFO. Commands driven on the HIG[4:0] 
lines store Qwords Into the buffer, while commands 
on the MIG [2:0] lines retire Qwords from the buffer. 
While retiring Qwords to memory, the DRAM control- 
ler unit of the PCMC will assert the appropriate MA, 
CAS[7;0]#, and WE# signals. The PCMC keeps 
track of full /empty states, status of the data and 
address. 

Byte parity for data to be written to memory is either 
propagated from the host bus or generated by the 
LBX. The LBX generates parity for data from the 
second level cache when the second level cache 
does not implement parity. 

3.1.2 PCI-TO-MEMORY POSTED WRITE BUFFER 

The buffer is organized as 2 buffers (4 Dwords 
each). There is an address storage register for each 
buffer. When an address is stored one of the two 
buffers Is allocated and subsequent Dwords of data 
are stored beginning at the first location in that buff- 
er. Buffers are retired to memory strictly in order, 
Qword at a time. 

Commands driven on the PIG [3:0] lines post ad- 
dresses and data into the buffer. Commands driven 
on HIG[4:0] result in addresses being driven on the 
host address bus. Commands driven on MIG [2:0] 
result in data being retired to DRAM. 

For cases where the address targeted by the first 
Dword is odd, i.e. A[2] = 1, and the data is stored in 
an even location in the buffer, the LBX correctly 
aligns the Dword when retiring the data to DRAM. In 
other words the buffer Is capable of retiring a Qword 
to memory where the data In the buffer is shifted by 


1 Dword (Dword is position 0 shifted to 1 , 1 shifted 
to 2 etc.). The DRAM controller of the PCMC asserts 
the correct CAS [7:0] # signals depending on the PCI 
C/BE[3:0]# signals stored in the PCMC for that 
Dword. 

The End Of Line (EOL) signal is used to prevent PCI 
master writes from bursting past the cache line 
boundary. The device that provides “warning” to the 
PCMC is the low order LBX. This device contains the 
PCI master write low order address bits necessary to 
determine how many Dwords are left to the end of 
the line. Consequently, the LBX protocol uses the 
EOL signal from the low order LBX to provide this 
“end-of-line” warning to the PCMC, so that it may 
retry a PCI master write when it bursts past the 
cache line boundary. This protocol is described fully 
In Section 3.3.6. 

The LBX calculates Dword parity on PCI write data, 
sending the proper value to the PCMC on PPOUT. 
The LBX generates byte parity on the MP signals for 
writing into DRAM. 


3.1.3 PCI-TO-MEMORY READ PREFETCH 
BUFFER 

This buffer is organized as a line buffer (4 Qwords) 
for burst transfers to PCI. The data is transferred into 
the buffer a Qword at a time and read out a Dword at 
a time. The LBX then effectively decouples the 
memory read rate from the PCI rate to increase con- 
currence. 

Each new transaction begins by storing the first 
Dword in the first location in the buffer. The starting 
Dword for reading data out of the buffer onto PCI 
must be specified within a Qword boundary; that is 
the first requested Dword on PCI could be an even 
or odd Dword. If the snoop for a PCI master read 
results in a write-back from first or second level 
caches, this write back is sent directly to PCI and 
main memory. The following two paragraphs de- 
scribe this process for cache line write-backs. 

Since the write-back data from LI is in linear order, 
writing Into the buffer is straightforward. Only those 
Qwords to be transferred into PCI are latched into 
the PCI-to-memory read buffer. For example, if the 
address targeted by PCI is in the 3rd or 4th Qword in 
the line, the first 2 Qwords of write back data are 
discarded and not written into the read buffer. The 
primary cache write-back must always be written 
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completely to the CPU-to-Memory posted Write 
Buffer. 

If the PCI master read data is read from the second- 
ary cache, it is not written back to memory. Write- 
backs from the second level cache, when using 
burst SRAMs, are in Pentium processor burst order 
(the order depending on which Qword of the line is 
targeted by the PCI read). The buffer Is directly ad- 
dressed when latching second level cache write- 
back data to accommodate this burst order. For ex- 
ample, if the requested Qword is Qword 1 , then the 
burst order is 1 -0-3-2. Qword 1 Is latched in buffer 
location 0, Qword 0 is discarded, Qword 3 is latched 
into buffer location 2 and Qword 2 Is latched into 
buffer location 1 . 

Commands driven on MIG [2:0] and HIG[4:0] enter 
data Into the buffer from the DRAM Interface and the 
host interface (I.e. the caches), respectively. Com- 
mands driven on the PIG [3:0] lines drive data from 
the buffer onto the PCI AD [3 1:0] lines. 

Parity driven on the PPOUT signal Is calculated from 
the byte parity received on the host bus or the mem- 
ory bus, whichever is the source. If the second level 
cache is the source of the data and does not Imple- 
ment parity, the parity driven on PPOUT is generated 
by the LBX from the second level cache data. If 
main memory is the source of the read data, PCI 
parity is calculated from the DRAM byte parity. Main 
memory must implement byte parity to guarantee 
correct PCI parity generation. 

3.1.4 CPU-TO-PCI POSTED WRITE BUFFER 

The CPU-to-PCI Posted Write Buffer is 4 Dwords 
deep. The buffer Is constructed as a simple FIFO, 


with some performance enhancements. An address 
is stored in the LBX with each Dword of data. The 
structure of the buffer accommodates the packetiza- 
tion of writes to be burst on PCI. This is accom- 
plished by effectively discarding addresses of data 
Dwords driven within a burst. Thus, while an address 
Is stored for each Dword, an address is not neces- 
sarily driven on PCI for each Dword. The PCMC de- 
termines when a burst write may be performed 
based on consecutive addresses. The buffer also 
enables consecutive bytes to be merged within a 
single Dword, accommodating byte, word, and misa- 
ligned Dword string store and string move opera- 
tions. Qword writes on the host bus are stored within 
the buffer as two Individual Dword writes, with sepa- 
rate addresses. 

The storing of an address with each Dword of data 
allows burst writes to be retried easily. In order to 
retry transactions, the FIFO is effectively “backed 
up” by one Dword. This Is accomplished by making 
the FIFO physically one entry larger than it is logical- 
ly. Thus, the buffer is physically 5 entries deep (an 
entry consists of an address and a Dword of data), 
while logically It is considered full when 4 entries 
have been posted. This design allows the FIFO to 
be backed up one entry when it is logically full. 

Commands driven on HIG[4:0] post addresses and 
data into the buffer, and commands driven on 
PIG [3:0] retire addresses and data from the buffer 
and drive them onto the PCI AD[31:0] lines. As dis- 
cussed previously, when bursting, not all addresses 
are driven onto PCI. 

Data parity driven on the PPOUT signal is calculated 
from the byte parity received on the host bus. Ad- 
dress parity driven on PPOUT is calculated from the 
address received on the host bus. 
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3.1.5 CPU-TO-PCI READ PREFETCH BUFFER 

This prefetch buffer is organized as a single buffer 
4 Dwords deep. The buffer is organized as a simple 
FIFO, reads from the buffer are sequential; the buff- 
er does not support random access of its contents. 
To support reads of less than a Dword the FIFO 
read pointer can function with or without a pre-incre- 
ment. The pointer can also be reset to the first entry 
before a Dword is driven. When a Dword is read, it is 
driven onto both halves of the host data bus. 

Commands driven on the HIG[4;0] lines enable read 
addresses to be sent onto PCI, the addresses are 
driven using PIG [3:0] commands. Read data Is 
latched into the LBX by commands driven on the 
PIG [3:0] lines and the data is driven onto the host 
data bus using commands driven on the HIG[4:0] 
lines. 

The LBX calculates Dword parity on PCI read data, 
sending the proper value to the PCMC on PPOUT. 
The LBX does not generate byte parity on the host 
data bus when the CPU reads PCI. 


3.2 LBX Interface Command 
Descriptions 

This section describes the functionality of the HIG, 
MIG and PIG commands driven by the PCMC to the 
LBXs. 


3.2.1 HOST INTERFACE GROUP: HIG[4:0] 

The Host Interface commands are shown in Table 1. 

These commands are issued by the host interface of 

the PCMC to the LBXs In order to perform the fol- 
lowing functions: 

• Reads from CPU-to-PCI read prefetch buffer 
when the CPU reads from PCI. 

• Stores write-back data to PCI-to-memory read 
prefetch buffer when PCI read address results in 
a hit to a modified line in first or second level 
caches. 

• Posts data to CPU-to-memory write buffer In the 
case of a CPU to memory write. 

• Posts data to CPU-to-PCI write buffer in the case 
of a CPU to PCI write. 

• Drives host address to Data lines and data to ad- 
dress lines for programming the PCMC configura- 
tion registers. 
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Table 1. HIG Commands 


Command 

Code 

Description 

NOPC 

00000b 

No Operation on CPU Bus 

CMR 

11100b 

CPU Memory Read 


00100b 

CPU Read First Dword from CPU-to-PCI Read Prefetch Buffer 


00101b 

CPU Read Next Dword from CPU-to-PCI Read Prefetch Buffer, Toggle A 


00110b 

CPU Read Next Dword from CPU-to-PCI Read Prefetch Buffer, Toggle B 


00111b 

CPU Read Qword from CPU-to-PCI Read Prefetch Buffer 






Store Write-Back Data Qword 1 to PCI-to-Memory Read Buffer 




SWB3 

01011b 

Store Write-Back Data Qword 3 to PCI-to-Memory Read Buffer 

PCMWQ 

01100b 

Post to CPU-to-Memory Write Buffer Qword 

PCMWFQ 

01101b 

Post to CPU-to-Memory Write and PCI-to-Memory Read Buffer First Qword 

PCMWNQ 

01110b 

Post to CPU-to-Memory Write and PCI-to-Memory Read Buffer Next Qword 

PCPWL 

10000b 

Post to CPU-to-PCI Write Low Dword 

MCP3L 

10011b 

Merge to CPU-to-PCI Write Low Dword 3 Bytes 

MCP2L 

10010b 

Merge to CPU-to-PCI Write Low Dword 2 Bytes 

MCP1L 

10001b 

Merge to CPU-to-PCI Write Low Dword 1 Byte 

PCPWH 

10100b 

Post to CPU-to-PCI Write High Dword 

MCP3H 

10111b 

Merge to CPU-to-PCI Write High Dword 3 Bytes 

MCP2H 

10110b 

Merge to CPU-to-PCI Write High Dword 2 Bytes 

MCP1H 

10101b 

Merge to CPU-to-PCI Write High Dword 1 Byte 

LCPRAD 

00001b 

Latch CPU-to-PCI Read Address 

DPRA 

11000b 

Drive Address from PCI A/D Latch to CPU Address Bus 

DPWA 

11001b 

Drive Address from PCI-to-Memory Write Buffer to CPU Address Bus 

ADCPY 

11101b 

Address to Data Copy in the LBX 

DACPYH 

11011b 

Data to Address Copy in the LBX High Dword 

DACPYL 

11010b 

Data to Address Copy in the LBX Low Dword 

PSCD 

01111b 

Post Special Cycle Data 

DRVFF 

11110b 

Drive FF..FF (All 1 ’s) onto the Host Data Bus 

POFWHO 

00011b 

Post to CPU-to-PCI Write High Dword Ckin^uration 


NOTE: 

All other patterns are reserved. 
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NOPC No Operation is performed on the host 
bus by the LBX hence it tri-states its 
host bus drivers. 

CMR This command effectively drives 

DRAM data onto the host data bus. 
The LBX acts as a transparent latch In 
this mode, depending on MDLE for 
latch control. With the MDLE signal 
high the CMR command will cause the 
LBXs to buffer memory data onto the 
host bus. When MDLE Is low. The LBX 
will drive onto the host bus whatever 
memory data that was latched when 
MDLE was negated. 

CPRF This command reads the first Dword of 
the CPU-to-PCI read prefetch buffer. 
The read pointer of the FIFO Is set to 
point to the first Dword. The Dword is 
driven onto the high and low halves of 
the host data bus. 

CPRA This command increments the read 
pointer of the CPU-to-PCI read pre- 
fetch buffer FIFO and drives that 
Dword onto the host bus when It Is 
driven after a CPRF or CPRB com- 
mand. If driven after another CPRA 
command, the LBX drives the current 
Dword while the read pointer of the 
FIFO Is not incremented. The Dword is 
driven onto the upper and lower halves 
of the host data bus. 

CPRB This command increments the read 
pointer of the CPU-to-PCI read pre- 
fetch buffer FIFO and drives that 
Dword onto the host bus when it Is 
driven after a CPRA command. If driv- 
en after another CPRB command, the 
LBX drives the current Dword while the 
read pointer of the FIFO is not Incre- 
mented. The Dword Is driven onto the 
upper and lower halves of the host 
data bus. 

CPRQ This command drives the first Dword 
stored in the CPU-to-PCI read prefetch 
buffer onto the lower half of the host 
data bus, and drives the second Dword 
onto the upper half of the host data 
bus, regardless of the state of the read 
pointer. The read pointer is not affect- 
ed by this command. 


SWBO This command stores a Qword from 
the host data lines Into location 0 of 
the PCI-to-Memory Read Buffer. Parity 
is either generated for the data or prop- 
agated from the host bus based on the 
state of the PPOUT signals sampled at 
the negation of RESET when the LBXs 
were initialized. 

SWB1 This command, (similar to SWBO), 

stores a Qword from the host data 
lines Into location 1 of the PCI-to-Mem- 
ory Read Buffer. Parity is either gener- 
ated from the data or propagated from 
the host bus based on the state of the 
PPOUT signal sampled at the falling 
edge of RESET. 

SWB2 This command, (similar to SWBO), 

stores a Qword written back from the 
first or second level cache into location 
2 of the PCI-to-memory read buffer. 
Parity is either generated from the data 
or propagated from the host bus based 
on the state of the PPOUT signal sam- 
pled at the falling edge of RESET. 

SWB3 This command stores a Qword from 
the host data lines into location 3 of 
the PCI-to-Memory Read Buffer. Parity 
is either generated for the data or prop- 
agated from the host bus based on the 
state of the PPOUT signal sampled at 
the falling edge of RESET. 

PCMWQ This command posts one Qword of 
data from the host data lines to CPU- 
to-Memory Write Buffer in case of a 
CPU memory write or a write-back from 
the second level cache. 

PCMWFQ If the PCI Memory read address leads 
to a hit on a modified line in the first 
level cache, then a write-back Is 
scheduled and this data has to be writ- 
ten into the CPU-to-Memory Write Buff- 
er and PCI-to-Memory Read Buffer at 
the same time. The write-back of the 
first Qword is done by this command to 
both the buffers. 

PCMWNQ This command follows the previous 
command to store or post subsequent 
write-back Qwords. 




2-533 


82433LX/82433NX 


PCPWL 


MCP3L 


MCP2L 


MCP1L 


PCPWH 


MCP3H 


MCP2H 


MCP1H 


LCPRAD 



This command posts the low Dword of DPRA 
a CPU-to-PCI write. The CPU-to-PCI 
Write Buffer stores a Dword of PCI ad- 
dress for every Dword of data. Hence, 
this command also stores the address 
of the Low Dword in the address loca- 
tion for the data. Address bit 2 (A2) is dPWA 
not stored directly. This command as- 
sumes a value of 0 for A2 and this is 
what is stored. 

This command merges the 3 most sig- 
nificant bytes of the low Dword of the 
host data bus Into the last Dword post- 
ed to the CPU-to-PCI write buffer. The 
address is not modified. 

This command merges the 2 most sig- ADCPY 
nificant bytes of the low Dword of the 
host data bus into the last Dword post- 
ed to the CPU-to-PCI write buffer. The 
address is not modified. 

This command merges the most signif- 
icant byte of the low Dword of the host 
data bus into the last Dword posted to 
the CPU-to-PCI write buffer. The ad- 
dress is not modified. 

This command posts the upper Dword 
of a CPU-to-PCI write, with Its address, 
into the address location. Hence, to do 
a Qword write PCPWL has to be fol- 
lowed by a PCPWH. Address bit 2 (A2) 
is not stored directly. This command 
forces a value of 1 for A2 and this Is 
what is stored. 


The PCI memory read address is 
latched in the PCI A/D latch by a PIG 
command LCPRAD, this address is 
driven onto the host address bus by 
DPRA. Used in PCI to memory read 
transaction. 

The DPWA command drives the ad- 
dress of the current PCI Master Write 
Buffer onto the host address bus. This 
command is potentially driven for multi- 
ple cycles. When it is no longer driven, 
the read pointer will increment to point 
to the next buffer, and a subsequent 
DPWA command will read the address 
from that buffer. 

This command drives the host data 
bus with the host address. The ad- 
dress Is copied on the high and low 
halves of the Qword data bus; i.e. 
A [3 1:0] is copied onto D[31:0] and 
D [63:32]. This command is used when 
the CPU writes to the PCMC configura- 
tion registers. 

DACPYH This command drives the host address 
bus with the high Dword of host data. 
This command is used when the CPU 
writes to the PCMC configuration regis- 
ters. 

DACPYL This command drives the host address 
bus with the low Dword of host data. 
This command is used when the CPU 
writes to the PCMC configuration regis- 
ters. 


This command merges the 3 most sig- PSCD 
nificant bytes of the high Dword of the 
host data bus Into the last Dword post- 
ed to the CPU-to-PCI Write Buffer. The 
address Is not modified. 

This command merges the 2 most sig- 
nificant bytes of the high Dword of the 
host data bus into the last Dword post- 
ed to the CPU-to-PCI Write Buffer. The 
address is not modified. 

This command merges the most signif- 
icant byte of the high Dword of the host 
data bus into the last Dword posted to 
the CPU-to-PCI Write Buffer. The ad- 
dress Is not modified. 

This command latches the host ad- 
dress to drive on PCI for a CPU-to-PCI 
read. It is necessary to latch the ad- 
dress in order to drive inquire address- 
es on the host address bus before the 
CPU address is driven onto PCI. 


This command is used to post the val- 
ue of the Special Cycle code into the 
CPU-to-PCI Posted Write Buffer. The 
value is driven onto the A[31:0] lines 
by the PCMC, after acquiring the ad- 
dress bus by asserting AHOLD. The 
value on the A [3 1:0] lines Is posted 
into the DATA location in the CPU-to- 
PCI Posted Write Buffer. 

DRVFF This command causes the LBX to drive 
ail “Is” (i.e. FFFFFFFFh) onto the host 
data bus. It is used for CPU reads from 
PCI that terminate with master abort. 

PCP^HC This wmrmt^ posts ths high half of 
^0 OFU ds^ bus. The LSXs post the 
high half of the tMs bus even If A2 
from the PCMC 1$ low. This oommand 
Is used during configuration writes 
when using PCI conflgurafion access 
mechanism #1. 
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3.2.2 MEMORY INTERFACE GROUP: MIG [2:0] 

The Memory Interface commands are shown In Table 2. These commands are issued by the DRAM controller 
of the PCMC to perform the following functions: 

• Retires data from CPU-to-Memory Write Buffer to DRAM. 

• Stores data into PCI-to-Memory Read Buffer when the PCI read address Is targeted to DRAM. 

• Retires PCI-to-Memory Write Buffer to DRAM. 


Table 2. MIG Commands 


Command 

Code 

Description 

NQPM 

000b 

No Qperatlon on Memory Bus 

PMRFQ 

001b 

Place into PCI-to-Memory Read Buffer First Qword 

PMRNQ 

010b 

Place into PCI-to-Memory Read Buffer Next Qword 

RCMWQ 

100b 

Retire CPU-to-Memory Write Buffer Qword 

RPMWQ 

101b 

Retire PCI-to-Memory Write Buffer Qword 

RPMWQS 

110b 

Retire PCI-to-Memory Write Buffer Qword Shifted 

MEMDRV 

111b 

Drive Latched Data Qnto Memory Bus for 1 Clock Cycle 


NOTE: 

All other patterns are reserved. 


NOPMN Operation on the memory bus. The LBX 
tri-states its drivers driving the memory 
bus. 

PMRFQ The PCI-to-Memory read address tar- 
gets memory If there is a miss on first 
and second caches. This command 
stores the first Qword of data starting at 
the first location in the buffer. This buff- 
er is 8 Dwords or 1 cache line deep. 

PMRNQ This command stores subsequent 
Qwords from memory starting at the 
next available location in the PCI-to- 
Memory Read Buffer. It is always used 
after PMRFQ. 

RCMWQ This command retires one Qword from 
the CPU-to-Memory Write Buffer to 
DRAM. The address is stored In the ad- 
dress queue for this buffer in the 
PCMC. 

RPMWQ This command retires one Qword of 
data from one line of the PCI-to-Memo- 
ry write buffer to DRAM. When all the 
valid data in one buffer is retired, the 
next RPMWQ (or RPMWQS) will read 
data from the next buffer. 


RPMWQS This command retires one Qword of 
data from one line of PCI-to-Memory 
write buffer to DRAM. For this com- 
mand the data in the buffer is shifted by 
one Dword (Dword in position 0 is shift- 
ed to 1 , 1 to 2 etc.). This Is because the 
address targeted by the first Dword of 
the write could be an odd Dword (I.e., 
address bit[2] is a 1). To retire a misa- 
ligned line this command has to be 
used for all the data in the buffer. When 
all the valid data In one buffer is retired, 
the next RPMWQ (or RPMWQS) will 
read data from the next buffer. 

MEMORY For a memory write operation the data 
on the memory bus is required for more 
than one clock cycle hence all DRAM 
retires are latched and driven to the 
memory bus in subsequent cycles by 
this command. 
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3.2.3 PCI INTERFACE GROUP: PIG [3:0] 

The PCI Interface commands are shown in Table 3. 

These commands are issued by the PCI master/ 

slave interface of the PCMC to perform the following 

functions: 

• Slave posts address and data to PCI-to-Memory 
Write Buffer. 

• Slave sends PCI-to-Memory read data on the AD 
bus. 

• Slave latches PCI master memory address so 
that It can be gated to the host address bus. 

• Master latches CPU-to-PCI read data from the 
AD bus. 

• Master retires CPU-to-PCI write buffer. 

• Master sends CPU-to-PCI address to the AD bus. 


The PCI AD[31:0] lines are driven by asserting the 
signal DRVPCI. This signal Is used for both master 
and slave transactions. 

Parity is calpulated on either the value being driven 
onto PCI or the value being received on PCI, de- 
pending on the command. In Table 3, the PAR col- 
umn has been included to indicate the value that the 
PPOUT signals are based on. An “I” indicates that 
the PPOUT signals reflect the parity of the AD lines 
as inputs to the LBX. An “O” indicates that the 
PPOUT signals reflect the value being driven on the 
PCI AD lines. See Section 3.3.4 for the timing rela- 
tionship between the PIG [3:0] command, the 
AD [3 1:0] lines, and the PPOUT signals. 


Table 3. PIG Commands 


Command 

Code 

PAR 

Description 

PPMWA 

1000b 

1 

Post to PCI-to-Memory Write Buffer Address 

PPMWD 

1001b 

1 

Post to PCI-to-Memory Write Buffer Data 

SPMRH 

1101b 

0 

Send PCI Master Read Data High Dword 

SPMRL 

1100b 

0 

Send PCI Master Read Data Low Dword 

SPMRN 

1110b 

0 

Send PCI Master Read Data Next Dword 

LCPRF 

0000b 

1 

Latch CPU Read from PCI into Read Prefetch Buffer First Dword 

LCPRA 

0001b 

1 

Latch CPU Read from PCI Into Prefetch Buffer Next Dword, A Toggle 

LCPRB 

0010b 

1 

Latch CPU Read from PCI Into Prefetch Buffer Next Dword, B Toggle 

DCPWA 

0100b 

0 

Drive CPU-to-PCI Write Buffer Address 

DCPWD 

0101b 

0 

Drive CPU-to-PCI Write Buffer Data 

DCPWL 

0110b 

0 

Drive CPU-to-PCI Write Buffer Last Data 

DCCPD 

1011b 

0 

Discard Current CPU-to-PCI Write Buffer Data 

BCPWR 

1010b 

0 

Backup CPU-to-PCI Write Buffer for Retry 

SCPA 

0111b 

0 

Send CPU-to-PCI Address 

LPMA 

0011b 

1 

Latch PCI Master Address 


NOTE: 

All Other patterns are reserved. 
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PPMWA 


PPMWD 


SPMRH 


SPMRL 


SPMRN 


LCPRF 


LCPRA 


This command selects a new buffer 
and places the PCI master address 
latch value into the address register 
for that buffer. The next PPMWD 
command posts write data in the first 
location of this newly selected buff- 
er. This command also causes the 
EOL logic to decrement the count of 
□words remaining in the line. 

This command stores the value in 
the AD latch Into the next data loca- 
tion In the currently selected buffer. 
This command also causes the EOL 
logic to decrement the count of 
□words remaining in the line. 

This command sends the high order 
□word from the first Qword of the 
PCI-to-Memory Read Buffer onto 
PCI. This command also causes the 
EOL logic to decrement the count of 
□words remaining In the line. 

This command sends the low order 
□word from the first Oword of the 
PCI-to-Memory Read Buffer onto 
PCI. This command also selects the 
□word alignment for the transaction 
and causes the EOL logic to decre- 
ment the count of Dwords remaining 
in the line. 

This command sends the next 
□word from the PCI-to-Memory 
Read Buffer onto PCI. This com- 
mand also causes the EOL logic to 
decrement the count of Dwords re- 
maining In the line. This command Is 
used for the second and all subse- 
quent Dwords of the current transac- 
tion. 

This command acquires the value of 
the AD[31:0] lines into the first loca- 
tion in the CPU-to-PCI Read Pre- 
fetch Buffer until a different com- 
mand Is driven. 

When driven after a LCPRF or 
LCPRB command, this command 
latches the value of the AD[31:0] 
lines Into the next location into the 
CPU-to-PCI Read Prefetch Buffer. 
When driven after another LCPRA 
command, this command latches 
the value on AD [31 :0] into the same 
location in the CPU-to-PCI Read 
Prefetch Buffer, overwriting the pre- 
vious value. 


LCPRB 


DCPWA 


DCPWD 


DCPWL 


DCCPD 


BCPWR 


SCPA 

LPMA 


When driven after a LCPRA com- 
mand, this command latches the val- 
ue of the AD[31:0] lines Into the next 
location into the CPU-to-PCI Read 
Prefetch Buffer. When driven after 
another LCPRB command, this com- 
mand latches the value on AD[31:0] 
Into the same location in the CPU-to- 
PCI Read Prefetch Buffer, overwrit- 
ing the previous value. 

This command drives the next ad- 
dress In the CPU-to-PCI Write Buffer 
onto PCI. The read pointer of the 
FIFO Is not incremented. 

This command drives the next data 
□word In the CPU-to-PCI Write Buff- 
er onto PCI. The read pointer of the 
FIFO is incremented on the next 
PCLK if TRDY# is asserted. 

This command drives the previous 
data Dword in the CPU-to-PCI Write 
Buffer onto PCI. This is the data 
which was driven by the last DCPWD 
command. The read pointer of the 
FIFO is not incremented. 

This command discards the current 
Dword in the CPU-to-PCI Write Buff- 
er. This is used to clear write data 
when the write transaction termi- 
nates with master abort, where 
TRDY# is never asserted. 

For this command the CPU-to-PCI 
Write Buffer is “backed up” one en- 
try such that the address/ data pair 
last driven with the DCPWA and 
DCPWD commands will be driven 
again on the AD[31:0] lines when 
the commands are driven again. 
This command is used when the tar- 
get has retried the write cycle. 

This command drives the value on 
the host address bus onto PCI. 

This command stores the previous 
AD[31;0] value into the PCI master 
address latch. If the EOL logic deter- 
mines that the requested Dword Is 
the last Dword of a line, then the 
EOL signal will be asserted; other- 
wise the EOL signal will be negated. 
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3.3 LBX Timing Diagrams 

This section describes the timing relationship be- 
tween the LBX control signals and the interface 
buses. 


3.3.1 HIG[4:0] COMMAND TIMING 

The commands driven on HIG[4:0] can cause the 
host address bus and/or the host data bus to be 
driven and latched. The following timing diagram il- 
lustrates the timing relationship between the driven 
command and the buses. The “host bus” in Figure 4 
could be address and/or data. 


Intel. 

The Drive commands in Figure 4 are any of the 
following: 

CMR CPRF CPRA CPRB 

CPRQ DPRA DPWA ADCPY 

DACPYH DACPYL DRVFF 

The Latch command in Figure 4 is any of the 
following: 

SWBO SWB1 SWB2 SWB3 

PCMWQ PCMWFQ PCMWNQ PCPWL 

MCP3L MCP2L MCP1L PCPWH 

MCP3H MCP2H LCPRAD PSCD 


Note that the Drive command takes two cycles to 
drive the host data bus, but only one to drive the 
address. When the NOPC command is sampled, the 
LBX takes only one cycle to release the host bus. 



Figure 4. HIG[4:0] Command Timing 
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3.3.2 HIG[4:0] MEMORY READ TIMING 

Figure 5 illustrates the timing relationship between 
the HIG[4:0], MIG[2:0], CAS[7:0]#, and MDLE sig- 
nals for DRAM memory reads. The delays shown in 
the diagram do not represent the actual AC timings, 
but are intended only to show how the delay affects 
the sequencing of the signals. 

When the CPU Is reading from DRAM, the HIG[4:0] 
lines are driven with the CMR command that causes 
the LBX to drive memory data onto the HD bus. Until 
the MD bus is valid, the HD bus Is driven with invalid 
data. When CAS[7:0]# assert, the MD bus be- 
comes valid after the DRAM CAS[7:0l# access 
time. The MD and MP lines are directed through a 


synchronous register inside the LBX to the HD and 
HP lines. MDLE acts as a clock enable for this regis- 
ter. When MDLE is asserted, the LBX samples the 
MD and MP lines. When MDLE is negated, the MD 
and HD register retains its current value. 

The LBX releases the HD bus based on sampling 
the NOPC command on the HIG[4:0] lines and 
MDLE being asserted. By delaying the release of the 
HD bus until MDLE is asserted, the LBX provides 
hold time for the data with respect to the write en- 
able strobes (CWE[7:0]#) of the second level 
cache. 
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3.3.3 MiG [2:0] COMMAND 

Figure 6 illustrates the timing of the MIG [2:0] com- 
mands with respect to the MD bus, CAS [7:0] # , and 
WE#. Figure 6 shows the MD bus transitioning from 
a read to a write cycle. 

The Latch command in Figure 6 is any of the 
following: 

PMRFQ PMRNQ 

The Retire command in Figure 6 is any of the 
following: 

RCMWQ RPMWQ RPMWQS 


The data on fhe MD bus is sampled at the end of the 
first cycle Into the LBX based on sampling the Latch 
command. The CAS [7:0]# signals can be negated 
In the next cycle. The WE# signal Is asserted in the 
next cycle. The required delay between the asser- 
tion of WE# and the assertion of CAS [7:0] # means 
that the MD bus has 2 cycles to turn around; hence 
the NORM command driven in the second clock. 
The LBX starts to drive the MD bus based on sam- 
pling the Retire command at the end of the third 
clock. After the Retire command is driven for 1 cy- 
cle, the data Is held at the output by the MEMDRV 
command. The LBX releases the MD bus based on 
sampling the NORM command at the end of the 
sixth clock. 
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3.3.4 PIG [3:0] COMMAND, DRVPCI, AND PPOUT 
TIMING 

Figure 7 illustrates the timing of the PIG [3:0] com- 
mands, the DRVPCI signal, and the PPOUT[1:0] sig- 
nal relative to the PCI AD [3 1:0] lines. 

The Drive commands in Figure 7 are any of the fol- 
lowing: 

SPMRH SPMRL SPMRN 
DCPWA DCPWD DCPWL 
SCPA 

The Latch commands In Figure 7 are any of the fol- 
lowing: 

PPMWA PPMWD LPMA 

The following commands do not fit in either catego- 
ry, although they function like Latch type commands 
with respect to the PPOUT[1:0] signals. They are 
described In Section 3.3.5. 

LCPRF LCPRA LCPRB 


The DRVPCI signal is driven synchronous to the PCI 
bus, enabling the LBXs to initiate driving the PCI 
AD [3 1:0] lines one clock after DRVPCI is asserted. 
As shown in Figure 7, if DRVPCI is asserted in cycle 
N, the PCI AD[31:0] lines are driven In cycle N + 1. 
The negation of the DRVPCI signal causes the LBXs 
to asynchronously release the PCI bus, enabling the 
LBXs to cease driving the PCI AD [3 1:0] lines in the 
same clock that DRVPCI is negated. As shown in 
Figure 7, if DRVPCI is negated in cycle N, the PCI 
AD[31:0] lines are released in cycle N. 

PCI address and data parity Is available at the LBX 
Interface on the PPOUT lines from the LBX. The par- 
ity for data flow from PCI to LBX is valid 1 clock 
cycle after data on the AD bus. The parity for data 
flow from LBX to PCI Is valid in the same cycle as 
the data. When the AD[31:0] lines transition from 
input to output, there is no conflict on the parity lines 
due to the dead cycle for bus turnaround. This Is 
Illustrated in the sixth and seventh clock of Figure 7. 
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3.3.5 PIG[3:0]: READ PREFETCH BUFFER 
COMMAND TIMING 

The structure of the CPU-to-PCI read prefetch buffer 
requires special considerations due to the partition 
of the PCMC and LBX. The PCMC interfaces only to 
the PCI control signals, while the LBXs interface only 
to the data. Therefore, it is not possible to latch a 
□word of data Into the prefetch buffer after it is quali- 
fied by TRDY#. Instead, the data is repetitively 
latched into the same location until TRDY# is sam- 
pled asserted. Only after TRDY# is sampled assert- 
ed Is data valid in the buffer. A toggling mechanism 
is Implemented to advance the write pointer to the 
next Dword after the current Dword has been quali- 
fied by TRDY#. 

Other considerations of the partition are taken into 
account on the host side as well. When reading from 
the buffer, the command to drive the data onto the 
host bus is sent before it is known that the entry is 
valid. This method avoids the wait-state that would 
be Introduced by waiting for an entry’s TRDY# to be 
asserted before sending the command to drive the 
entry onto the host bus. The FIFO structure of the 
buffer also necessitates a toggling scheme to ad- 
vance to the next buffer entry after the current entry 
has been successfully driven. Also, this method 
gives the LBX the ability to drive the same Dword 
twice, enabling reads of less than a Dword to be 
serviced by the buffer; reads of individual bytes of a 
Dword would read the same Dword 4 times. 


The HIG[4:0] and PIG [3:0] lines are defined to en- 
able the features described previously. The LCPRF 
PIG [3:0] command latches the first PCI read Dword 
into the first location in the CPU-to-PCI read prefetch 
buffer. This command Is driven until TRDY # is sam- 
pled asserted. The valid Dword would then be In the 
first location of the buffer. The cycle after TRDY# is 
sampled asserted, the PCMC drives the LCPRA 
command on the PIG [3:0] lines. This action latches 
the value on the PCI AD[31:0] lines into the next 
Dword location in the buffer. Again, the LCPRA com- 
mand is driven until TRDY# is sampled asserted. 
Each cycle the LCPRA command is driven, data is 
latched into the same location in the buffer. When 
TRDY# is sampled asserted, the PCMC drives the 
LCPRB command on the PIG [3:0] lines. This latches 
the value on the AD [31 :0] lines into the next location 
In the buffer, the one after location that the previ- 
ous LCPRA command latched data into. After 
TRDY# has been sampled asserted again, the com- 
mand switches back to LCPRA. In this way, the 
same location In the buffer can be filled repeatedly 
until valid, and when It is known that the location is 
valid, the next location can be filled. 

The commands for the HIG[4:0], CPRF, CPRA, and 
CPRB, work exactly the same way. If the same com- 
mand is driven, the same data is driven. Driving an 
appropriately different command results In the next 
data being driven. Figure 8 Illustrates the usage of 
these commands. 
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Figure 8. PIG [3:0] CPU-to-PCI Read Prefetch Buffer Commands 


Figure 8 shows an example of how the PIG com- 
mands function on the PCI side. The LCPRF com- 
mand Is driven on the PIG [3:0] lines until TRDY# is 
sampled asserted at the end of the fifth PCI clock. 
The LCPRA command is then driven until TRDY# is 
again sampled asserted at the end of the seventh 
PCI clock. TRDY# is sampled asserted again so 
LCPRB is driven only once. Finally, LCPRA Is driven 
again until the last TRDY# is asserted at the end of 
the tenth PCI clock. In this way, 4 Dwords are 
latched in the read CPU-to-PCI prefetch buffer. 

Figure 8 also shows an example of how the HIG 
commands function on the host side of the LBX. 
Two clocks after sampling the CPRF command, the 
LBX drives the host data bus. The data takes two 
cycles to become stable. The first data driven in this 
case is invalid, since the data has not arrived on PCI. 
The data driven on the host bus changes in the sev- 
enth host clock, since the LCPRF command has 
been driven on the PIG [3:0] lines the previous cycle, 


latching a new value Into the first location of the read 
prefetch buffer. At this point the data is not the cor- 
rect value, since TRDY# has not yet been asserted 
on PCI. The LCPRF command is driven again In the 
fifth PCI clock while TRDY # is sampled asserted at 
the end of this clock. The requested data for the 
read is then latched into the first location of the read 
prefetch buffer and driven onto the host data bus, 
becoming valid at the end of CPU clock 12. The 
BRDY# signal can therefore be driven asserted in 
this clock. The following read transaction (issued in 
CPU clock 1 5) requests the next Dword, and so the 
CPRA command is driven on the HIG [4:0] lines, ad- 
vancing to read the next location In the read pre- 
fetch buffer. As the correct data is already there, the 
command is driven only once for this transaction. 
The next read transaction requests data in the same 
Dword as the previous. Therefore, the CPRA com- 
mand is driven again, the buffer Is not advanced, 
and the same Dword is driven onto the host bus. 
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3.3.6 PIG [3:0]: END-OF-LINE 
WARNING SIGNALS: EOL 

When posting PCI master writes, the PCMC must be 
informed when the line boundary is about to be over- 
run, as it has no way of determining this itself (recall 
that the PCMC does not receive any address bits 
from PCI). The low order LBX determines this, as It 
contains the low order bits of the PCI master write 
address and also tracks how many Dwords of write 
data have been posted. Therefore, the low order 
LBX component sends the “end-of-line” warning to 
the PCMC. This Is accomplished with the EOL signal 
driven from the low order LBX to the PCMC. Figure 9 
illustrates the timing of this signal. 

1. The FRAME# signal is sampled asserted in the 
first cycle. The LPMA command is driven on the 
PIG [3:0] signals to hold the address while it Is 
being decoded (e.g. in the MEMCS# decode cir- 
cuit of the 82378 SIO). The first data (DO) remains 
on the bus until TRDY# is asserted In response 
to MEMCS# being sampled asserted in the third 
clock. 

2. The PPMWA command is driven in response to 
sampling MEMCS# asserted. TRDY# Is asserted 
in this cycle indicating that DO has been latched at 
the end of the fourth clock. The action of the 
PPMWA command is to transfer the PCI address 


captured in the PCI AD latch at the end of the first 
clock to the posting buffer, and open the PCI AD 
latch in order to capture the data. This data will be 
posted to the write buffer In the following cycle by 
the PPMWD command. 

3. The EOL signal is first negated when the LPMA 
command Is driven on the PIG [3:0] signals. How- 
ever, if the first data Dword accepted Is also the 
last that should be accepted, the EOL signal will 
be asserted in the third clock. This is the “end-of- 
line” Indication. In this case, the EOL signal is as- 
serted as soon as the LPMA command has been 
latched. The action by the PCMC in response Is to 
negate TRDY# and assert STOP# in the fifth 
clock. Note that the EOL signal is asserted even 
before the MEMCS# signal is sampled asserted 
in this case. The EOL signal will remain asserted 
until the next time the LPMA command is driven. 

4. If the second Dword is the last that should be 
accepted, the EOL signal will be asserted in the 
fifth clock to negate TRDY# and assert STOP# 
on the following clock. The EOL signal is asserted 
in response to the PPMWA command being sam- 
pled, and relies on the knowledge that TRDY# for 
the first Dword of data will be sampled asserted 
by the master in the same cycle (at the end of the 
fourth clock). Therefore, to prevent a third asser- 
tion of TRDY# in the sixth clock, the EOL signal 
must be asserted in the fifth clock. 
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A similar sequence is defined for PCI master reads. 1 . The LPMA command sampled at the end of the 
While it is possible to know when to stop driving read second clock causes the EOL signal to assert if 

data due to the fact that the read address is latched there is only one Dword left in the line, otherwise 

into the PCMC before any read data is driven on PCI, it will be negated. The first TRDY# will also be 

the use of the EOL signal for PCI master reads sim- the last, and the STOP# signal will be asserted 

plifles the logic Internal to the PCMC. Figure 1 0 illus- with TRDY#. 

trates the timing of EOL with respect to the PIG[3:0] 2. The SPMRH command causes the count of the 

commands to drive out PCI read data. number of Dwords left in the line to be decre- 

^ ^ . mented. If this count reaches one, the EOL signal 

Note that unlike the PCI master write sequence, the jg asserted. The next TRDY # will be the last, and 
STOP# signal is asserted with the last data transfer, STOP# Is asserted with TRDY# 
not after. 



Figure 10. EOL Signal Timing for PCI Master Reads 



I 
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3.4 PLL Loop Filter Components 

As shown in Figure 1 1 , loop filter components are 
required on the LBX components. A 4.7 Kfl 5% re- 
sistor is typically connected between pins LP1 and 
LP2. Pin LP2 has a path to the PLLAGND pin 
through a 100n 5% series resistor and a 0.01 jllF 
10% series capacitor. The ground side of capacitor 
Cl and the PLLVSS pin should connect to the 
ground plane at a common point. All PLL loop filter 
traces should be kept to minimal length and should 
be wider than signal traces. Inductor LI is connect- 
ed to the 5V power supply on both the 82433LX and 
82433NX. 

Some circuit boards may require filtering the power 
circuit to the LBX PLL. The circuit shown in Figure 
1 1 will typically enable the LBX PLL to have higher 
noise Immunity than without. Pin PLLVDD is con- 
nected to the 5V Vcc through a lOfl 5% resistor. 
The PLLVDD and PLLVSS pins are bypassed with a 
0.01 jaF 10% series capacitor. 


The high c^der a2433NX LBX All at the 

fgrtllng edge of reset to oonflgure the LiX for PLL 
test mode. When A1 1 is sampled low, die LBX is In 
normal operating mode. When Ai 1 1s sampled high, 
the LBX drives the internal HOLK from the PLL on 
the EOL pin* Note that A1 1 on the high carder LBX is 
oonneoted to the A37 llpe on the CPU address bus* 
This same address line Is used to put the PCMO Into 
PLL test mode. 



Mercury 
60 MHz 

Mercury 
66 MHz 

Neptune 

R1 

4.7 Kn 

2.2 Kn 

4.7 Kn 

R2 

loon 

loon 

loon 

C2 

0.01 ]liF 

0.01 JLtP 

0.01 /xF 

R3 

ion 

ion 

ion 

Cl 

0.47 jliF 

0.47 jLiF 

0.47 ;xF 

C11 

0.01 nF 

0.01 jliF 

0.01 jliF 



290478-12 

Figure 11. Loop Filter Circuit 
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3.5 PCI Clock Considerations 

There is a 1 .25 ns clock skew specification between 
the PCMC and the LBX that must be adhered to for 
proper operation of the PCMC/ LBX timing. As 
shown in Figure 12, the PCMC drives PCLKOUT to 
an external clock driver which supplies copies of 
PCLK to PCI devices, the LBXs, and back to the 
PCMC. The skew specification is defined as the dif- 


ference in timing between the signal that appears at 
the PCMC PCLKIN Input pin and the signal that ap- 
pears at the LBX PCLK input pin. For both the low 
order LBX and the high order LBX, the PCLK rising 
and falling edges must not be more than 1.25 ns 
apart from the rising and falling edge of the PCMC 
PCLKIN signal. 



Figure 12. Clock Considerations 
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4.0 ELECTRICAL CHARACTERISTICS 

4.1 Absolute Maximum Ratings 

Table 4 lists stress ratings only. Functional operation 
at these maximums is not guaranteed. Functional 
operation conditions are given in Sections 4.2 
and 4.3. 

Extended exposure to the Absolute Maximum Rat- 
ings may affect device reliability. 

Case Temperature under Bias 0°C to + 85‘'C 

Storage Temperature -40°C to + 125®C 

Voltage on Any Pin 

with Respect to Ground -0.3 to Vcc + 0-3V 

Supply Voltage 

with Respect to Vss -0.3 to + 7.0V 

4.2 Thermal Characteristics 


Maximum Power Dissipation; 1 .4W (82433 LX) 

.l.4W{0t4S3NX) 
Vcc3 .. . . * . * *430 mW 

The /meidiym, teW power Jn the 

Oh Voo end Vocs plof is 1,4W; Hie 
V<jc3 pioe mtyTjraw mudh m 430 mW, howe^, 
to^l po\y^ mt 


NOTICE: This data sheet contains information on 
products in the sampling and initial production phases 
of development. The specifications are subject to 
change without notice. Verify with your local Intel 
Sales office that you have the latest data sheet be- 
fore finalizing a design. 

♦ WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings’* may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


The LBX is designed for operation at case temperatures between 0°C and 85®C. The thermal resistances of 
the package are given in the following tables. 

Table 4. Thermal Resistance 


Parameter 

Air Flow Rate (Linear Feet per Minute) 


0 

400 

600 

8ja (‘’C/Watt) 

51.9 

37.1 

34.8 

ejc(“C/Watt) 


10 
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4.3 DC Characteristics 

Host Interface Signals 

A[15;0](t/s), D[31:0](t/s), HIG[4:0](in), HP[3:0](t/s) 

Main Memory (DRAM) Interface Signals 

MD[31:0](t/s), MP[3;0](t/s), MIG[2:0](in), MDLE(in) 

4.3.1 82433LX LBX DC CHARACTERISTICS 


Functional Operating Range: Vcc = 4.75 V to 5.25V; Tcase = OX to + 85X 


Symbol 

Parameter 

Min 

Typical 

Max 

Unit 

Notes 

VlL1 

Input Low Voltage 

-0.3 


0.8 

V 

1 

V|H1 

Input High Voltage 

2.0 


Vcc + 0.3 

V 

1 

V|L2 

Input Low Voltage 

-0.3 


0.3 X Vcc 

V 

2 

VlH2 

Input High Voltage 

0.7 X Vcc 


Vcc + 0.3 

V 

2 

V0L1 

Output Low Voltage 



0.4 

V 

3 

VqH1 

Output High Voltage 

2.4 



V 

3 

VoL2 

Output Low Voltage 



0.5 

V 

4 

V0H2 

Output High Voltage 

Vcc - 0.5 



V 

4 

IOL1 

Output Low Current 



1 

mA 

5 

•OH1 

Output High Current 

-1 




5 

•OL2 

Output Low Current 



3 


6 

IOH2 

Output High Current 

-2 



mA 

6 


PCI Interface Signals 

AD[15:0](t/s), TRDY#(in), PIG[3;0](in), DRVPCI(in), 
EOL(t/s), PPOUT(t/s) 

Reset and Clock Signals 

HCLK(in), PCLK(in), RESET(in), LPI(out), LP2(in), 
TEST(in) 
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Functional Operating Range: Vcc - 4.75V to 5.25V; Tqase ^ to +85X (Continued) 


Symboi 

Parameter 

Min 

Typical 

Max 

Unit 

Notes 

•OL3 

Output Low Current 



3 

mA 

7 

•OH3 

Output High Current 

-1 



mA 

7 

•iH 

Input Leakage Current 



+ 10 

julA 


l|L 

Input Leakage Current 



-10 

/xA 


C|N 

Input Capacitance 


4.6 


PF 


Gout 

Output Capacitance 


4.3 


PF 


C|/0 

I/O Capacitance 


4.6 


pF 



NOTES: 

1. V|Li and V|H 1 apply to the following signals: AD[15:0], A[15:0], D[31:0], HP[3:0], MD[31:0], MP[3:0], TRDY#, RESET, 
HCLK, PCLK 

2. V|L 2 and V|H 2 apply to the following signals: HIG[4:0], PIG[3:0], MIG[2:0], MDLE, DRVPCI 

3. VoLi and VoHi apply to the following signals: AD[15:0], A[15:0], D[31:0], HP[3:0], MD[31:0], MP[3:0] 

4- Vql 2 and VoH2 apply to the following signals: PPOUT, EOL 

5. Iqli and Iqhi apply to the following signals: PPOUT, EOL 

6. loL 2 and Iqh 2 apply to the following signals: AD[15:0] 

7. loL 3 and loH 3 apply to the following signals: A[15:0], D[31:0], HP[3:0], MD[31:0], MP[3:0] 


4XZ 82433NX LBX DC CHARACTERISTICS 

Fuiictlmad OperatiiHl Rimg« Vcc ” 4,75V to 5.SSV; Vcca " 3.135 to 3.45SV, Tcase ” to +0a°C 


SynM 

Ptrainel8r 

Min 

Typical 

Max 

Unit 

umm 

ViLI 

Input Low Voltage 

-“0,3 


0.8 

V 

1 ' 

V|H1 

High Vottage 

2.0 


Vcc + 0.3 

■■ 


V|t2 

Input Low Voltage 



0.3xVo3 

■■1 

2 

mam 

Input High Voltage 

0.7 X Voo 


Vcc + 0.3 

wm 

2 

Vita 

input Low Voltage 

-0.3 


0,8 ^ 

V 

3 

V|H3 

inputHighVoltage 

2.0 


VcC3 

V 

■■i 

Vou 

Output Low Voltage 



0.4 

V 

4 

VCM1 

Output High Voltage 

2.4 



V 

4 

Vot2 

Output Low Voltage 



0.5 

V 

5 

VoH2 

Output High Voltage 

Vcc “ 0.5 



V 

5. . 

t(jL1 

Output Low Current 



1 

mA 

6 

sssm 

Output High Current 

i -1 



mA 

6 

lESHii 

Output Low Current 



3 

mA 

mm 

*OH2 

Output High Current 




mA 

7 
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Functtoml 0|»ratin9 Range; Vcc " 4.75V to 5.26V; Vcca “ 3.135V to 3.465V, 
Tcase = ore to + 85"C (Continued) 


Symbol 

1 

I 

mn 

Typical 

Max 

Mult 

Hotea 

loi3 

Oiitput Low Oyrront 



3 

mA 

8 

hm 

Output High Current 

-1 



mA 

a 

Nh 

Input Leakage Current 



4*10 

jU«A 


*(i 

input Leakage Current 




fiA 


C|N 

input Capacitance 


4*6 


PF 


Gout 

Output Capacitance 


4*3 


pF 


G|/0 

l/0Capacitenc6 


4.6 


pF 



NOTES: 

1. V|Li and ViHi apply to the following signals: AD(15«], MD[31:0], MPM. TROY#, RESET, HCLK, PCLK 
Z V|L 2 and V(H 2 apply to the fdllowiftg ^nate: HIQ[4:0l, MQt3:0]. MIG[2:0], MOLE, ORVPGI 

3. V|L 3 and V(H 3 apply to the following ^gnals: A[15:0], Dl31:03, HP|3:0] 

4. VoLi and VoHl appy to the following signals: AD[15«3, AUStO], D[31:0], HP[3.-0]. MD[31:0], MP[3:0] 

5. VoL2 and V(»i 2 apply to the following ^als: PPOUT, ECS. 

6. loLi and loHi apply to the following signals: PPOlif, EOL 

7. loL 2 and loH 2 ap;Sy to toe following signals: AD(1S:0] 

8. loL 3 and loH 3 apply to the MIowing ^gttols: A[15:0], 0[31:0], HP[3:0], MD[31:0], MP[3:0] 

9. The output buffers for A[15:0J, D[31:01 and HPt3:0) are powered with Vcc 3 and therefore chive 3.3V signal levels. 
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4.4 82433LX AC Characteristics 

The AC specifications given in this section consist of 
propagation delays, valid delays, Input setup require- 
ments, input hold requirements, output float delays, 
output enable delays, clock high and low times and 
clock period specifications. Figure 1 3 through Figure 
21 define these specifications. Sections 4.3.1 
through 4.3.3 list the AC Specifications. 


In Figure 13 through Figure 21 VT = 1.5V for the fol- 
lowing signals; MD[31:0], MP[3:0], D[31:0], 

HP[3:0], A[15:0], AD[15:0], TRDY#, HCLK, PCLK, 
RESET, TEST. 

VT = 2.5V for the following signals: HIG[4:0], 
PIG [3:0], MIG [2:0], MOLE, DRVPCI, PPOUT, EOL. 


4.4.1 HOST AND PCI CLOCK TIMING, 66 MHZ (82433LX) 

Functional Operating Range: Vcc = 4.9V to 5.25V; Tcase == to + 70X 


Symbol 

Parameter 

Min 

Max 

Figure 

Notes 

tia 

HCLK Period 

15 

20 

18 


tib 

HCLK High Time 

5 


18 


tic 

HCLK Low Time 

5 


18 


tid 

HCLK Rise Time 


1.5 

19 


tie 

HCLK Fall Time 


1.5 

19 


tif 

HCLK Period Stability 


±100 


psi 

t2a 

PCLK Period 

30 


18 


t2b 

PCLK High Time 

12 


18 


t2c 

PCLK Low Time 

12 


18 


t2d 

PCLK Rise Time 


3 

19 


t2e 

PCLK Fall Time 


3 

19 


t3 

HCLK to PCLK Skew 

-7.2 

5.8 

21 



NOTE: 

1 . Measured on rising edge of adjacent clocks at 1 .5 Volts. 


2-552 





82433LX/82433NX 
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4.4.2 COMMAND TIMING, 66 MHZ (82433LX) 


Functional Operating Range: Vcc = 4.9V to 5.25V; Tcase == to +70°C 


Symbol 

Parameter 

Min 

Max 

Figure 

Notes 

t10a 

HIG[4:0] Setup Time to HCLK Rising 

5.4 


15 


t10b 

HIG[4:0] Hold Time from HCLK Rising 

0 


15 


t11a 

MIG [2:0] Setup Time to HCLK Rising 

5.4 


15 


t11b 

MIG [2:0] Hold Time from HCLK Rising 

0 


15 


t12a 

PIG [3:0] Setup Time to PCLK Rising 

15.6 


15 


t12b 

PIG [3:0] Hold Time from PCLK Rising 

-1.0 


15 


t13a 

MDLE Setup Time to HCLK Rising 

5.7 


15 


t13b 

MDLE Hold Time to HCLK Rising 

-0.3 


15 


t14a 

DRVPCI Setup Time to PCLK Rising 

6.5 


15 


t14b 

DRVPCI Hold Time from PCLK Rising 

-0.5 


15 


t15a 

RESET Setup Time to HCLK Rising 

3.1 


15 


t15b 

RESET Hold Time from HCLK Rising 

0.3 


15 




I 




2-553 



82433LX/82433NX 


iny 


4.4.3 ADDRESS, DATA, TRDY#, EOL, TEST, TSCON AND PARITY TIMING, 66 MHz (82433LX) 
Functional Operating Range: Vcc = 4.9V to 5.25V; Tqase = to + 70X 


Symbol 

Parameter 

Min 

Max 

Figure 

Notes 

t20a 

AD[15;0] Output Enable Delay from PCLK Rising 

2 


17 


t20b 

AD[1 5:0] Valid Delay from PCLK Rising 

2 

11 

14 

1 

t20c 

AD[15:0] Setup Time to PCLK Rising 

7 


15 


t20d 

AD[15:0] Hold Time from PCLK Rising 

0 


15 


t20e 

AD[15:0] Float Delay from DRVPCI Falling 

2 

10 

16 


t21a 

TRDY# Setup Time to PCLK Rising 

7 


15 


t21b 

TRDY# Hold Time from PCLK Rising 

0 


15 


t22a 

D[31;0], HP[3:0] Output Enable Delay from HCLK Rising 

0 

7.7 

17 

2 

t22b 

D[31:0], HP[3:0] Float Delay from HCLK Rising 

3.1 

15.5 

16 


t22c 

D[31:0], HP[3:0] Float Delay from MDLE Rising 

2 

11.0 

16 

3 

t22d 

D[31:0], HP[3:0] Valid Delay from HCLK Rising 

0 

7.7 

14 

2 

t22e 

D[31:0], HP[3:0] Setup Time to HCLK Rising 

3.0 


15 


t22f 

D[31:0], HP[3:0] Hold Time from HCLK Rising 

0.3 


15 


t23a 

HA[15:0] Output Enable Delay from HCLK Rising 

0 

15.2 

17 


t23b 

HA[15:0] Float Delay from HCLK Rising 

0 

15.2 

16 


t23c 

HA[15:0] Valid Delay from HCLK Rising 

0 

16 

14 

7 

t23cc 

HA[15:0] Valid Delay from HCLK Rising 

0 

14.5 


8 

t23d 

HA[15:0] Setup Time to HCLK Rising 

15 


15 

4 

t23e 

HA[15:0] Setup Time to HCLK Rising 

4.1 


15 

5 

t23f 

HA[15:0] Hold Time from HCLK Rising 

0.3 


15 


t24a 

MD[31;0], MP[3:0] Valid Delay from HCLK Rising 

0 

12.0 

14 

6 

t24b 

MD[31:0], MP[3:0] Setup Time to HCLK Rising 

4.0 


15 


t24c 

MD[31:0], MP[3;0] Hold Time from HCLK Rising 

0.4 


^5 


t25 

EOL, PPOUT Valid Delay from PCLK Rising 

2.3 

17.2 

14 

2 

t26a 

All Outputs Float Delay from TSCON Falling 

0 

30 

16 


t26b 

All Outputs Enable Delay from TSCON Rising i 

0 

30 

17 



NOTES: 

1. Min: 0 pF, Max: 50 pF 

2. 0 pF 

3. When NOPC command sampled on previous rising HCLK on HIG[4:0] 

4. CPU to PCI Transfers 

5. When ADCPY command is sampled on HIG[4:0] 

6. 50 pF 

7. When DACPYL or DACPYH commands are sampled on HIG[4:0] 

8. Inquire cycle 
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4.4.4 HOST AND PCI CLOCK TIMING, 60 MHz (82433LX) 


Functional Operating Range: Vcc = 4.75V to 5.25V; Tcase = to + 85“C 


Symbol 

Parameter 

Min 

Max 

Figure 

Notes 

t1a 

HCLK Period 

16.6 

20 

18 


t1b 

HCLK High Time 

5.5 


18 


t1c 

HCLK Low Time 

5.5 


18 


t1d 

HCLK Rise Time 


1.5 

19 


tie 

HCLK Fall Time 


1.5 

19 


t1f 

HCLK Period Stability 


±100 


psi 

t2a 

PCLK Period 

33.33 


18 


t2b 

PCLK High Time 

13 


18 


t2c 

PCLK Low Time 

13 


18 


t2d 

PCLK Rise Time 


3 

19 


t2e 

PCLK Fall Time 


3 

19 


t3 

PCLK to PCMC PCLKIN: Input to Input Skew 

-7.2 

5.8 

21 



NOTES: 

1 . Measured on rising edge of adjacent clocks at 1 .5 Volts 


4.4.5 COMMAND TIMING, 60 MHZ (82433LX) 


Functional Operating Range: Vcc = 4.75V to 5.25V; Tcase = to +85°C 


Symbol 

Parameter 

Min 

Max 

Figure 

Notes 

tlOa 

HIG[4:0] Setup Time to HCLK Rising 

6.0 


15 


tlOb 

HIG[4:0] Hold Time from HCLK Rising 

0 


15 


tlla 

MIG [2:0] Setup Time to HCLK Rising 

6.0 


15 


tub 

MIG[2:0l Hold Time from HCLK Rising 

0 


15 


t12a 

PIG [3:0] Setup Time to PCLK Rising 

16.0 


15 


t12b 

PIG [3:0] Hold Time from PCLK Rising 

0 


15 


t13a 

MOLE Setup Time to HCLK Rising 

5.9 


15 


t13b 

MOLE Hold Time to HCLK Rising 

-0.3 


15 


t14a 

DRVPCI Setup Time to PCLK Rising 

7.0 


15 


t14b 

DRVPCI Hold Time from PCLK Rising 

-0.5 


15 


t15a 

RESET Setup Time to HCLK Rising 

3.4 


15 


t15b 

RESET Hold Time from HCLK Rising 

0.4 


15 
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4.4.6 ADDRESS, DATA, TRDY#, EOL, TEST, TSCON AND PARITY TIMING, 60 MHz (82433LX) 
Functional Operating Range: Vcc = 4.75V to 5.25V; Tqase = 0*"^ to + 85X 


Symbol 

Parameter 

Min 

Max 

Figure 

Notes 

t20a 

AD[15:0] Output Enable Delay from PCLK Rising 

2 


17 


t20b 

AD[15:0] Valid Delay from PCLK Rising 

2 

11 

14 

1 

t20c 

AD[15:0] Setup Time to PCLK Rising 

7 


15 


t20d 

AD[15:0] Hold Time from PCLK Rising 

0 


15 


t20e 

AD[15:0] Float Delay from DRVPCI Falling 

2 

10 

16 


t21a 

TRDY# Setup Time to PCLK Rising 

7 


15 


t21b 

TRDY# Hold Time from PCLK Rising 

0 


15 


t22a 

D[31:0], HP[3:0] Output Enable Delay from HCLK Rising 

0 

7.9 

17 

2 

t22b 

D[31:0], HP[3:0] Float Delay from HCLK Rising 

3.1 

15.5 

16 


t22c 

D[31 :0], HP[3:0] Float Delay from MDLE Rising 

2 

11.0 

16 

3 

t22d 

D[31 :0], HP[3:0] Valid Delay from HCLK Rising 

0 

7.8 

14 

2 

t22e 

D[31:0],HP[3:0] Setup Time to HCLK Rising 

3.4 


15 


t22f 

D[31:0], HP[3:0] Hold Time from HCLK Rising 

0.3 


15 , 


t23a 

HA[15:0] Output Enable Delay from HCLK Rising 

0 

15.2 

17 


t23b 

HA[15:0] Float Delay from HCLK Rising 

0 

15.2 

16 


t23c 

HA[15:0] Valid Delay from HCLK Rising 

0 

18.5 

14 

7 

t23cc 

HA[15:0] Valid Delay from HCLK Rising 

0 

15.5 


8 

t23d 

HA[15:0] Setup Time to HCLK Rising 

15.0 


15 

4 

t23e 

HA[15;0] Setup Time to HCLK Rising 

4.1 


15 

5 

t23f 

HA[15;0] Hold Time from HCLK Rising 

0.3 


15 


t24a 

MD[31;0], MP[3:0] Valid Delay from HCLK Rising 

0 

12.0 

14 

6 

t24b 

MD[31:0], MP[3:0] Setup Time to HCLK Rising 

4.4 


15 


t24c 

MD[31:0], MP[3:0l Hold Time from HCLK Rising 

1.0 


15 


t25 

EOL, PPOUT Valid Delay from PCLK Rising 

2.3 

17.2 

14 

2 

t26a 

All Outputs Float Delay from TSCON Falling 

0 

30 

16 


t26b 

All Outputs Enable Delay from TSCON Rising 

0 

30 

17 



NOTES: 

1 . Min; 0 pF, Max; 50 pF 

2. OpF 

3. When NOPC command sampled on previous rising HCLK on HIG[4;0] 

4. CPU to PCI Transfers 

5. When ADCPY command Is sampled on HIG[4;0] 

6. 50 pF 

7. When DACPYL or DACPYH commands are sampled on HIG[4;0] 

8. Inquire cycle 
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4.4.7 TEST TIMING (82433LX) 


Functional Operating Range: Vcc = 4.75V to 5.25V; Tcase ^ to +85‘*C 


Symbol 

Parameter 

Min 

Max 

Figure 

Notes 

t30 

All Test Signals Setup Time to 
HCLK/PCLK Rising 

10.0 



In PLL Bypass 
Mode 

t31 

All Test Signals Hold Time to 
HCLK/PCLK Rising 

12.0 



In PLL Bypass 
Mode 

t32 

Test Setup Time to HCLK/PCLK Rising 

15.0 


15 


t33 

Test Hold Time to HCLK/PCLK Rising 

5.0 


15 


t34 

PPOUT Valid Delay from PCLK Rising 

0.0 

500 

15 

In PLL Bypass 
Mode 


4.S 82433NX AC Characteristics 

The AC specifications given in this section consist of propagation delays, valid delays, input setup require* 
ments, input hold requirements, outptrt float delays, ou^ut enable delays, dock high and low times and clock 
period specifications. Figure 13 through Figure 21 de^ne fiese speciflca^ons. Section 4.6 lists the AG ^ecffi- 
cations. 

in Figure 13 through Figure 21 VT « 1.5V lor the following dgnals: MD[31:D], MP13:0], D[3t:0], HF13:0], 
At15:0l, AD[15:0i; TRDY#, HOIK, FOLK, RESET, TEST. 

VT 2.5V for #ie following signals: HIG[4:DJ, FlGt3:0|, MIG[2:0], MDLE, DRVPCI, FPOUT. EOL 


4 J.1 HOST AND PCI CLOCK TIMING, (8243SNX) 

FunctlonalOpera«ngRanie:Vcsc 4JSV to 5.25V; Vces « 3.1SSVto3.45SV,ToASE * ^"Cto +85"C 


SynttMH 

Parameter 

Mn 

Max 


Notes 

tia : 

HOLK Period 

15 

20 

ta 


t1b 

HDLK High Time 

S 


IS 


tic 

HCLK Low Time 



IS 


tid 

HCLK Rise Time 


1.5 

19 


tie 

HCLK Fall Time 


t.5 

19 


tif 

HCLK Period Stdbiiity 


±100 


p$i 

t2a 

PCLKPeriod 

30 


18 


tab 

PCLK High Time 

12 


ts 


t2c 

PCLK Low Time 

/ 12 


18 






19 


t2e 

PCLKFallTime 


3 

19 


t3 

HCLK to PCLK Skew 

-"7.2 

S.B 

21 



NOTE; 

1. Measured on rising edge of ad)acent docks at 1 S Volts. 
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82433LX/82433NX 

4JSJt aHHMAND TIMING, (82433NX) 


Funi^toial <H>erat»ig iMige: Vcc 4.7SV to S.25V; VfX 9 ~ 3-13SV to 3485V, Tcase ° to +8S°C 


Syn^ol 

Nnanetor 

Min 

Max 

Rgura 

Notes 

tlOa 

HlQ[4:0! Seti^ Time to HaK Rising 

53 


15 


nob 

, HIGt4:0l Hold Tlm« ton HCLK Rising 

0 


15 


t11n 

MIQ[2;0| Setup Time to HaK Rising 

53 ' 


15 


t11b 

MIGt2:0j Hold Time ton HaK RWr^ 

0 




t12a 

PIGISK)] Seto Time to PaK Risir^ 

145 '' 


15 


t12b 

pmim] Hold Time from POLK RIoitig 

m 


JS 


tl3a 

MDte Setup TImo to HOIK Rising 

1 5*$' 


15 


t13b 

miB Hold Time to HOIK Rising 

-0.3 


15 ' 1 


t14a 

DRWCI Setup Time to POK Ri^ 

7.0 


15 


t14b 

DRVPCI Hold Time from PaK Rising 

‘-0.5 


15 


t1Sa 

RE^ Thne to HCLK Rl^ng 

3.4 ^ . 


15 


t1ib 

RESET Hold Tima from HCLK Rising 

0.4 


'16- ; 




4.5.3 ADDRESS, DATA, TRDY#, EOL, TEST, mON ANDJPAFHTY TmiNG, ^433NX) 


F«ncMoitrtC^a«n8Rai^V<x = 4.75V to S.2W5Vci»“ 3.135V to 3.4i5V, TcAag - 8“Cto +85'C 


Symbol 

Parameter 

Min 

Max 

Flgyra 

t20a 

AD[1 5:0] Output Enable D^y from TOLK Risir® 

2 


17 

t2(to 

ADtl 5:0] ValW Delay from PCLK Rising , 

2 ' 

K'11 : 

14 

120c 

ADtl 6:0] Setup Tirr» to PaK RNr^ 

' 7/ 

hh 

15 

120d 

AD[1 5:0] HoW Time from TOLK Rlsir^ 

Q . 


15 

t20e 

ADCl 5:0] Fk^rt May from CWVPCI Frting 

2 

10 

10 

t2ta 

TRDY# Setup Time to PCLK Rising 

7 

[Bill 

15 

mb 

■mOY# Hold Time from PCLK Rls^r^ 

0 


15 

t22a^ 

D[31 :01, HPC3:0J OufrHJt Enable Delay from FKiLK Rislrns 

0 

B9I 

17 


D|31:01, HPI3:0J Float £tolay from HCLK R^ 

ai 

15,5 

10 

t22C' ^ ^ 

D{31:01, HPt3:0j Ftoat May from Mae Rii^ 

2 

9.5 

10 

t22d. . 

. DJ31:0], HP]3;0I Va«d Detay from HCIK FU^ 

IIQIIIII 

' 7.5 

"'14' ' ' 

t22a 

D{31 :0].HP{3:0] Setup Time to HaK Rfeing 



'15 ^ 

t22f 

Dl31:0h HPt3:0] Hold 11106 from HaK RIsIfig 



15 
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82433LX/82433NX 


Fiinotlonal Operallng flange: Voc ^ 4JSV to SV^ Vcca ^ 3*13SV to 3.46iV, 
Tcasi ** cr C to 4^ sre (Continued) 


Spnbol 

Parameter 


Max 

Figure 

Notes 

t23a 

HAtl 5:0] Output Enable Delay from HCLK Rlslrtg 

0 

13.5 

17 


t23b 

HAt16:0] Float Delay from HOJ< Ri^ng 

0 

13.5 



t23c 

HA115.-0] Valid Delay from HCLK Rising 

0 

17.5 

14 

7 

t23cc 

HA[i 6:0] Valid Delay from HCLK Rising 

0 

13.5 


a 

t23d 

HA[1 5:0] Setup Time to HaK Rising 

15 


15 

4 

t23e 

HA[l 5:0] Setup Time to HCLK ffising 

gQgg 


SB 

5 

t23f 

HA[1 5:0] Hold Time from HCLK Rising 

BB 

ggg| 

IIIIIIIQyi^^ 


t24a 

MDtSI :0], MPt3:0] Valid Delay from HCXK Rising 

0 

IB 

14 

6 

t24b 

MOI31:0], MPI3:0] Setup Time to HCLK Rising 

■■ 


15 


IBS 

MDt31:0]. MPf3:0] Hold Time from HCLK Ri^ng 

1.0 


15 



EOL, PPOUT Valid Delay from PGLK Rising 

2.3 

17.2 

14 

2 

tsea 

AH Outputs Float Delay from TSCON Falling 

0 

30 

16 


t26b 

All Outputs Enable Delay from TStX>N Rising 

0 

30 

17 



NOTE: 

1. Min: 0 pF, Max: 50 pF 

2. OpF 

3. When NOPC command aamplod on fxravioua rising HOtK on HI(5f4:Ol 

4. CPU to PCI Transfers 

6. When ADCPY command Is sampled on HIG[4:01 
a 60 pF 

7. When DAOPYL or DAOPYH commands are sampled on Hl^t4:03 

8. inquire cy<^e 


4 J.4 TEST imim (82433NX) 

Functional Operating Range: Vco *** 4.76V to 5.2SV; Vcc 3 “ 3.135V to 3.465V, T^ase “ to + 8S**0 


Symboi 

Paremeter 

Min 

Max 

Figure 

Notes 

t30 

AH Test Signals Setup Time to HCLK/ 
PCLK Rising 

10.0 

■ 


In PLL Bypass Mode 


All Test Signals Hold Time to HCLK/ 
PCLK Rising 

12.0 

gi 


In PU. Bypass Mode 

t32 

Test Setup Time to HCLK/PCLK Rising 

15.0 


IS 


tS3 

Test Hold Time to HCLK/PCLK Rising 



15 


t34 

PPOUT Valid Delay from POLK Rising 


500 

15 

In PLL Bypass Mode 



OKlF©K(JiflM’D©K] 
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4.5.5 TIMING DIAGRAMS 



Input 

I4* Propagation Delay 

Output 

290478-14 

Figure 13. Propagation Deiay 


Clock \ / 

U- Valid Delay-Pj 

Output 

290478-15 

Figure 14. Vaiid Delay from Rising Clock Edge 


Clock 

Setup Time Hold Time 


Input VT^ VT^ 

290478-16 


Figure 15. Setup and Hold Times 




Input y 

^ VT 

^ Float Delay^ 



Output ^y 

290478-17 


Figure 16. Float Delay 


Clock y 

^ 




^Output Enable Delay ^ 







290478-18 


Figure 17. Output Enabie Deiay 
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290478-19 

Figure 18. Clock High and Low Times and Period 



Figure 19. Clock Rise and Fall Times 



Outputi 


Output2 







Output to Output Delay 



290478-22 


Figure 21. Output to Output Delay 
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5.0 PINOUT AND PACKAGE INFORMATION 

5.1 Pin Assignment 

Plus 1 , 22, 41 , 61 , and 1 50 aro VDD3 pins on ths 6243SNX. Tfisss pins mst ba oonnaot^ to the 3 JV power 
supply. All olbar VDD pins on the 82433NX must be oonneoted to tlw SV power supply. 



Figure 22. 82433LX and 82433NX Pin Assignment 


2-562 


I 




82433LX/82433NX 





Table 5. 82433LX and 82433NX Numerical Pin Assignment 


Pin Name 

Pin # 

Type 

V{®(82433U0 

Vdd3(82433NX) 

1 

V 

Vss 

2 

V 

PLLVdd 

3 

V 

PLLVss 

4 

V 

PLLAGND 

5 

V 

LP2 

6 

in 

LP1 

7 

out 

HCLK 

8 

in 

TEST 

9 

in 

D6 

10 

t/s 

D2 

11 

t/s 

D14 

12 

t/s 

D12 

13 

t/s 

D11 

14 

t/s 

HP1 j 


t/s 

D4 

16 

t/s 

DO 

17 

t/s 

D16 

18 

t/s 

TSCON 

19 

in 

Vss 

20 

V 

Vss 

21 

V 

Voo(82433t-X 

Vdd3(82433NX) 

22 

V 

D20 

23 

t/s 

D18 

24 

t/s 

HP3 

25 

t/s 


Pin Name 

Pin # 

Type 

D22 

26 

t/s 

HP2 

27 

t/s 

D25 

28 

t/s 

D17 

29 

t/s 

D19 

30 

t/s 

D23 

31 

t/s 

A14 

32 

t/s 

A12 

33 

t/s 

A8 

34 

t/s 

A6 

35 

t/s 

A10 

36 

t/s 

A3 

37 

t/s 

A4 

38 

t/s 

A9 

39 

t/s 

Vdd 

40 

V 

Vdp®2433LX) 

41 

V 

Vod3(82433NX) 



Vss 

42 

V 

A2 

43 

t/s 

A1 

44 

t/s 

AO 

45 

t/s 

A5 

46 

t/s 

A15 

47 

t/s 

A13 

48 

t/s 

All 

49 

t/s 

A7 

50 

t/s 


Pin Name 

Pin # 

Type 

D21 

51 

t/s 

D24 

52 

t/s 

D27 

53 

t/s 

D31 

54 

t/s 

D30 

55 

t/s 

D26 

56 

t/s 

D29 

57 

t/s 

D28 

58 

t/s 

Vss 

59 

V 

Vss 

60 

V 

Vpp(82433LX) 

61 

V 

VpD3{32433NX) 



HIGO 

62 

in 

HIG1 

63 

in 

HIG2 

64 

in 

HIG3 



HIG4 

66 


MIGO 

67 

in 

MIG1 

68 

in 

MIG2 

69 

in 

MD8 

70 

t/s 

MD24 

71 

t/s 

MDO 

72 

t/s 

MD16 

73 

t/s 

MD9 

74 

t/s 

MD25 

75 

t/s 
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Table 5. 82433LX and 82433NX Numerical Pin Assignment (Continued) 
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. 82433LX and 82433NX Alphabetical Pin Assignment List (Continued) 


Pin Name 


MD9 


MD10 


MD11 


MD12 


MD13 


























































































Figure 23. 82433LX and 82433NX 160-Pin QFP Package 


Tabie 7. 160-Pin QFP Package Vaiues 


Symboi 

Min Vaiue 
(mm) 

Max Vaiue 
(mm) 

A 


4.45 

A1 

0.25 

0.65 

A2 

3.30 

3.80 

B 

0.20 

0.40 

D 

31.00 

32.40 

D1 

27.80 

28.20 

D3 


25.55 


Symboi 

Min Vaiue 
(mm) 

Max Value 
(mm) 

E 

31.60 

32.40 

El 

27.80 

28.20 

E3 


25.55 

e 


0.65 

L 

0.60 

1.00 

e 

0“ 

10" 

g 


0.1 
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6.0 TESTABILITY 

The TSCON pin may be used to help test circuits 
surrounding the LBX. During normal operations, the 
TSCON pin must be tied to VCC or connected to 
VCC through a pull-up resistor. All LBX outputs are 
tri-stated when the TSCON pin is held low or 
grounded. 


6.1 N AND Tree 

A NAND tree is provided in the LBX for Automated 
Test Equipment (ATE) board level testing. The 
NAND tree allows the tester to set the connectivity 
of each of the LBX signal pins. 

The following steps must be taken to put the LBX 
into PLL bypass mode and enable the NAND tree. 
First, to enable PLL bypass mode, drive RESET In- 
active, TEST active, and the DCPWA command 
(0100) on the PIG [3:0] lines. Then drive PCLK from 
low to high. DRVPCI must be held low on all rising 
edges of PCLK during testing in order to ensure that 
the LBX does not drive the AD[15:0] lines. The host 
and memory buses are tri-stated by driving NOPM 


(000) and NOPC (00000) on the iyilG[2:0] and 
HIG[4:0] lines and driving two rising edges on 
HCLK. A rising edge on PCLK with RESET high will 
cause the LBXs to exit PLL bypass mode. TEST 
must remain high throughout the use of the NAND 
tree. The combination of TEST and DRVPCI high 
with a rising edge of PCLK must be avoided. TSCON 
must be driven high throughout testing since driving 
it low would tri-state the output of the NAND tree. A 
1 0 ns hold time is required on all inputs sampled by 
PCLK or HCLK when in PLL bypass mode. 


6.1.1 TEST VECTOR TABLE 

The following test vectors can be applied to the 
82433LX and 82433NX to put it into PLL bypass 
mode and to enable NAND tree testing. 


6.1.2 NAND TREE TABLE 

Table 9 shows the sequence of the NAND tree in 
the 82433LX and 82433NX. Non-inverting inputs are 
driven directly into the input of a NAND gate in the 
tree. Inverting inputs are driven into an Inverter be- 
fore going into the NAND tree. The output of the 
NAND tree is driven on the PPOUT pin. 


Table 8. Test Vectors to put LBX Into PLL Bypass and Enable NAND Tree Testing 


LBX 

Pin/Vector# 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

PCLK 

0 

1 

0 

0 

1 

1 

1 

1 

1 

1 

1 

PIG [3:0] 

Oh 

Oh 

Oh 

4h 

4h 

4h 

4h 

4h 

4h 

4h 

4h 

RESET 

1 

1 

1 

0 

0 

0 

1 

1 

1 

1 

1 

HCLK 

0 

0 

0 

0 

0 

0 

0 

1 

0 

1 

0 

MIG [2:0] 

Oh 

Oh 

Oh 

Oh 

Oh 

Oh 

Oh 

Oh 

Oh 

Oh 

Oh 

HIG[4:0] 

Oh 

Oh 

Oh 

Oh 

Oh 

Oh 

Oh 

Oh 

Oh 

Oh 

Oh 

TEST 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

DRVPCI 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 
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Order 

Pin # 

Signal 

Non- 

Inverting 

1 

10 

D6 

Y 

2 

11 

D2 

Y 

3 

12 

D14 

Y 

4 

13 

D12 

Y 




Y 

6 

15 


Y 

7 

16 


Y 

8 

17 

Qyill 

Y 

9 

18 

D16 

Y 

10 

23 

D20 

Y 

11 

24 

D18 

Y 

12 

25 

HP3 

Y 


26 


Y 

14 

27 

HP2 

Y 

15 

28 

D25 

Y 

16 

29 

D17 

Y 

17 

30 

D19 

Y 

18 

31 

D23 

Y 

19 

32 

A14 

Y 

20 

33 

A12 

Y 

21 

34 


Y 

22 

35 


Y 

23 

36 


Y 

24 

37 


Y 

25 

38 

A4 

Y 

26 

39 

A9 

Y 


Table 9. NAND Tree Sequence 


Order 

Pin # 

Signal 

Non- 

Inverting 

27 

43 

A2 

Y 

28 

44 

A1 

Y 

29 

45 

AO 

Y 

30 

46 

A5 

Y 






m 


BBB 


m 


BBB 




bob 


m 


BBB 

jm 



Y 

EBI 


D27 

Y 




Y 


55 

D30 

Y 

40 

56 

1^1 

Y 

41 

57 


Y 

42 

58 

1^91 

Y 

43 

62 

HIGO 

Y 

44 

63 

HIG1 

Y 

45 

64 

HIG2 

Y 

46 

65 

HIG3 

Y 




Y 




N 

B 



N 

BB 



N 

51 

70 

MD8 

N 

52 

71 

MD24 

N 


Order 

Pin # 

Signal 

Non- 

Inverting 

53 

72 

MDO 

N 

54 

73 

MD16 

N 

55 

74 

MD9 

N 

56 

75 

MD25 

N 



[QQigi 

N 

58 

77 


N 





60 

82 


Y 

61 



N 

62 

84 

MD26 

N 




N 

m 

m 


N 


87 

IQ3QI 

warn 


88 

MD27 

mm 



MD3 

mm 



003 

N 


B 

3EI 

mm 




mm 



031 

mm 

B 


OOB 

mm 

m 


OgOI 

mm 



QI^OI 

mm 



MD5 


76 



N 

77 

102 

MD14 

N 

78 

103 

MD30 

N 


01 MlF©(^liSlATD©l}!fl 
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Table 9. NAND Tree Sequence (Continued) 


Order 

Pin # 

Signal 

Non- 

Inverting 

79 

104 

MD6 

N 

80 

105 

MD22 

N 

81 

106 

MD15 

N 

82 




ESI 


BESI 

■■I 

Em 



N 

85 



N 

86 

113 

MP2 

N 

87 

114 

MP1 

N 

88 

115 

MP3 

N 

ESI 



Y 



SSQI 

Y 

91 

118 


Y 

82 

119 

AD3 

Y 

93 

123 

EOL 

Y 


Order 

Pin # 

Signal 

Non- 

Inverting 

94 

125 

AD4 

Y 

95 

126 

AD5 

Y 

96 

127 

AD6 

Y 

97 

128 

AD7 

Y 

98 



Y 


131 

AD9 

Y 




Y 

101 

133 

AD11 

Y 

102 

134 

ADI 2 

Y 




Y 




Y 

105 



Y 




Y 

107 

143 

DRVPCI 

N 


Order 

Pin # 

Signal 

Non- 

Inverting 

108 

144 

PIG3 

N 

109 

145 

PIG2 

N 

110 

146 

PIG1 

N 

111 

147 

PIGO 

N 

112 

148 

D7 

Y 

113 


n 

Y 

114 


QSI 

Y 

OH 


Em 

Y 




Y 



QSI 

Y 

118 

156 

DIO 

Y 



D15 

Y 



D13 

Y 

121 

159 

D9 

Y 


6^ PLLTesf M(Kt» 

The h^h drter £@433N>( UBX eamptos All at the 
Mng edge of reset to cortfigure ttie LBX for PLL 
test mwJe. Wm\ All Is sampled low, ttie LBX fe In 
notM t^iefating mocte. When A11 Is sampled h^h, 
the LBX (Mves the InterrmI HCLK from the PU. on 
the EOL pin. 
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82434LX/82434NX PCI, CACHE AND MEMORY 
CONTROLLER (PCMC) 


■ Supports the PentiumTM Processor at 
iCOMPTM Index 510X60 MHz and iCOMP 
Index 567X66 MHz 

■ Supports the Pentium Processor at 
iCOMP lnd#K 735X90 MHz, iCOMP Iniiez 
915X100 MHz, and ICOMP imtex 910X75 
MHz 

■ Supports Pipelined Addressing 
Capabiiity of the Pentium Processor 

■ The &2430NX Drives 13V Slgnai Levels 
on the CPU and Cache Interfaces 

■ High Performance CPU/PCI/Memory 
Interfaces via Posted Write and Read 
Prefetch Buffers 

■ Fuily Synchronous PCI Interface with 
Fuil Bus Master Capabiiity 

■ Supports the Pentium Processor 
Internai Cache in Either Write-Through 
or Write-Back Mode 

■ Programmable Attribute Map of DOS 
and BIOS Regions for System 
Fiexibility 

■ integrated Low Skew Clock Driver for 
Distributing Host Ciock 

■ Integrated Second Level Cache 
Controller 

— Integrated Cache Tag RAM 
— Write-Through and Write-Back Cache 
Modes for the 82434LX 
^ Write^Back for the 92434NX 
— 82434NX S^porte Low^Power Cache 
Standby 

— Direct Mapped Organization 
— Supports Standard and Burst SRAMs 
— 256-KByte and 512-KByte Sizes 
— Cache Hit Cycle of 3-1-1-1 on Reads 
and Writes Using Burst SRAMs 
— Cache Hit Cycie of 3-2-2-2 on Reads 
and 4-2-2-2 on Writes Using 
Standard SRAMs 


■ Integrated DRAM Controller 

— Supports 2 MBytes to 192 MBytes of 
Cacheable Main Memory for the 
82434LX 

— Supports 2 MBytes to 512 MBytes of 
Main Memory for the 

82434HX 

— Supports DRAM Access Times of 
70 ns and 60 ns 

— CPU Writes Posted to DRAM 4-1-1-1 

— Refresh Cycies Decoupled from ISA 
Refresh to Reduce the DRAM 
Access Latency 

-Six RAS# Unes (82434LX) 

--- Eight RAS# Lines <82434HX) 

— Refresh by RAS# -Only, or CAS- 
Before-RAS#, in Single or Burst 
of Four 

■ Host/PCI Bridge 

— Translates CPU Cycles into PCI Bus 
Cycles 

— Translates Back-to-Back Sequential 
CPU Memory Writes into PCI Burst 
Cycles 

— Burst Mode Writes to PCI in Zero PCI 
Wait-States (i.e. Data Transfer Every 
Cycle) 

— Full Concurrency Between CPU-to- 
Main Memory and PCI-to-PCI 
Transactions 

— Full Concurrency Between CPU-to- 
Second Level Cache and PCI-to-Main 
Memory Transactions 

— Same Cache and Memory System 
Logic Design for ISA and EISA 
Systems 

— Cache Snoop Filter Ensures Data 
Consistency for PCI-to-Main Memory 
Transactions 

■ 208-Pin QFP Package 


* Other brands and names are the property of their respective owners. 


December 1994 

Order Number: 290479<004 
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TWs 6o1ti #1 8f434D( pi<(l Unsha?Jf<l artas dasorlba tha 82434LX, 

Shad^ araa% lllc# tUla 8^ M tSffmimm tie S2434LX. 


The 82434LX/82434NX PCI, Cache, Memory Controllers (PCMC) Integrate the cache and main memory 
DRAM control functions and provide bus control for transfers between the CPU, cache, main memory, and the 
PCI Local Bus. The cache controller supports write-back (or write-through for 82434 LX) cache policy and 
cache sizes of 256-KBytes and 512-KBytes. The cache memory can be implemented with either standard or 
burst SRAMs. The PCMC cache controller integrates a high-performance Tag RAM to reduce system cost. 
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A[31 :3] ^ 
BE[7:0]#- 
ADS#- 
D/C#- 
M/IO# - 

W/R# 

BRDY#^- 



BOFF#^ 
AHOLD ◄- 
NA#^ 
KEN#<^ 


CCS[1:0]#, CADV[1:0]#^- 
CALE<- 
COE[1:0]#^- 
CWE[7:0]#, CBS[7:0]# ◄- 
CADS[1:0]#, CR/W[1:0]# 

CAA[6:3] <- 
CAB[6:3] ◄- 


WE#<~ 

RAS[7:0]#^- 

CAS[7:0]#^- 

MA[11:0]<- 



Host 

Interface 


Cache 

Interface 


PCI 

Interface 


◄- 

◄- 

◄“ 

◄“ 

◄- 

◄- 

◄- 

◄- 

◄- 

◄- 


<- 

<- 


Reset 

and 

Clock 


LBX 

Interface 


NOTE: 

RAS[7:6]# and MA11 are only on the 82434NX. CCS[1:0] functionality is only on the 82434NX. 


Simplified Block Diagram of the PCMC 


C/BE[3:0]# 

FRAME# 

TRDY# 

IRDY# 

STOP# 

PLOCK# 

MEMOS# 

DEVSEL# 

MEMREQ# 

PAR 

PERR# 

SERR# 

REQ# 

GNT# 

FLSHREQ# 

MEMACK# 


PWROK 

CPURST 

INIT 

HCLKOSC 

HCLKIN 

HCLK[A:F] 

PCLKIN 

PCLKOUT 

PCIRST# 

TESTEN 


PPOUT[1:0] 

MIG[2:0] 

A[2:0] 

HIG[4:0] 

PIG[3:0] 

DRVPCI 

MDLE 

EOL 


290479-1 
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1.0 ARCHITECTURAL OVERVIEW 

This section provides an 82430LX/82430NX PCIset 
system overview that includes a description of the 
bus hierarchy and bridges between the buses. The 
82430LX PCIset consists of the 82434LX PCMC and 
82433LX LBX components plus either a PCI/ISA 
bridge or a PCI/EISA bridge. The 82430NX PCIset 
consists of the 82434NX PCMC and 82433NX LBX 
components plus either a PCI/ ISA bridge or a PCI/ 
EISA bridge. The PCMC and LBX provide the core 
cache and main memory architecture and serve as 
the Host/PCI bridge. An overview of the PCMC fol- 
lows the system overview section. 


1.1 System Overview 

The 82430LX/82430NX PCIset provides the Host/ 
PCI bridge, cache and main memory controller, and 
an I/O subsystem core (either PCI/EISA or PCI/ISA 
bridge) for the next generation of high-performance 
personal computers based on the Pentium proces- 
sor. System designers can take advantage of the 
power of the PCI (Peripheral Component Intercon- 
nect) local bus while maintaining access to the large 
base of EISA and ISA expansion cards. Extensive 
buffering and buffer management within the bridges 
ensures maximum efficiency in all three buses (Host 
CPU, PCI, and EISA/ISA Buses). 

For an ISA-based system, the PCIset includes the 
System I/O (82378IB SIO) component (Figure 1) as 
the PCI/ISA bridge. For an EISA-based system (Fig- 
ure 2), the PCIset Includes the PCI-EISA bridge 
(82375EB PCEB) and the EISA System Component 
(82374EB ESC). The PCEB and ESC work in tan- 
dem to form the complete PCI/EISA bridge. 

1.1.1. BUS HIERARCHY— CONCURRENT 
OPERATIONS 

Systems based on the 82430LX/82430NX PCIset 
contain three levels of buses structured in the fol- 
lowing hierarchy: 


• Host Bus as the execution bus 

• PCI Bus as a primary I/O bus 

• ISA or EISA Bus as a secondary I/O bus. 

This bus hierarchy allows concurrency for simulta- 
neous operations on all three buses. Data buffering 
permits concurrency for operations that crossover 
into another bus. For example, the Pentium proces- 
sor could post data destined to the PCI in the LBX. 
This permits the Host transaction to complete in 
minimum time, freeing up the Host Bus for further 
transactions. The Pentium processor does not have 
to wait for the transfer to complete to Its final desti- 
nation. Meanwhile, any ongoing PCI Bus transac- 
tions are permitted to complete. The posted data is 
then transferred to the PCI Bus when the PCI Bus is 
available. The LBX implements extensive buffering 
for Host-to-PCI, Host-to-main memory, and PCI-to- 
main memory transactions. In addition, the PCEB/ 
ESC chip set and the SIO implement extensive buff- 
ering for transfers between the PCI Bus and the 
EISA and ISA Buses, respectively. 

Host Bus 

Designed to meet the needs of high-performance 
computing, the Host Bus features: 

• 64-bit data path 

• 32-bit address bus with address pipelining 

• Synchronous frequencies of 60 MHz and 66 MHz 

• Syhohronous frequency of iO MHz (82430NX) 

• Burst read and write transfers 

• Support for first level and second level caches 

• Capable of full concurrency with the PCI and 
memory subsystems 

• Byte data parity 

• Full support for Pentium processor machine 
check and DOS compatible parity reporting 

• Support for Pentium processor System Manage- 
ment Mode (SMM). 
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Figure 1. Block Diagram of a 82430LX/82430NX PCIset iSA System 


PCI Bus satisfy. In addition to the higher bandwidth, reliability 

and robustness of the I/O subsystem are becoming 
The PCI Bus is designed to address the growing in- increasingly important. PCI addresses these needs 
dustry needs for a standardized local bus that is not and provides a future upgrade path. PCI features In- 
directly dependent on the speed and the size of the elude; 

processor bus. New generations of personal com- * Processor independent 
puter system software such as WindowsTM and 

Win-NTTM with sophisticated graphical interfaces, * Multiplexed, burst mode operation 
multi-tasking, and multi-threading bring new require- • Synchronous at frequencies up to 33 MHz 

merits that traditional PC I/O architectures cannot , MByte/sec usable throughput 

(132 MByte/sec peak) for a 32-bit data path 
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Low latency random access (60 ns write access 
latency to slave registers from a master parked 
on the bus) 

Capable of full concurrency with the processor/ 
memory subsystem 

Full multi-master capability allowing any PCI mas- 
ter peer-to-peer access to any PCI slave 

Hidden (overlapped) central arbitration 


• Low pin count for cost effective component pack- 
aging (multiplexed address/data) 

• Address and data parity 

• Three physical address spaces: memory, I/O, 
and configuration 

• Comprehensive support for autoconfiguration 
through a defined set of standard configuration 
functions. 



290479-3 

Figure 2. Block Diagram of the 82430LX/82430NX PCIset EISA System 
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ISA Bus 

Figure 1 represents a system using the ISA Bus as 
the second level I/O bus. It allows personal comput- 
er platforms built around the PCI as a primary I/O 
bus to leverage the large ISA product base. The ISA 
Bus has 24-bit addressing and a 16-bit data path. 

EISA Bus 

Figure 2 represents a system using the EISA Bus as 
the second level I/O bus. It allows personal comput- 
er platforms built around the PCI as a primary I/O 
bus to leverage the large EISA/ ISA product base. 
Combinations of PCI and EISA buses, both of which 
can be used to provide expansion functions, will sat- 
isfy even the most demanding applications. 

Along with compatibility for 1 6-bit and 8-bit ISA hard- 
ware and software, the EISA bus provides the fol- 
lowing key features: 

• 32-bit addressing and 32-bit data path 

• 33 MByte/sec bus bandwidth 

• Multiple bus master support through efficient arbi- 
tration 

• Support for autoconfiguration. 


1.1.2 BUS BRIDGES 

Host/PCI Bridge Chip Set (PCMC and LBX) 

The PCMC and LBX enhance the system perform- 
ance by allowing for concurrency between the Host 
CPU Bus and PCI Bus, giving each greater bus 
throughput and decreased bus latency. The LBX 
contains posted write buffers for Host-to-PCI, Host- 
to-main memory, and PCI-to-main memory transfers. 
The LBX also contains read prefetch buffers for 
Host reads of PCI, and PCI reads of main memory. 
There are two LBXs per system. The LBXs are con- 
trolled by commands from the PCMC. The PCMC/ 
LBX Host/PCI bridge chip set is covered in more 
detail In Section 1 .2, PCMC Overview. 

PCI-EISA Bridge Chip Set (PCEB and ESC) 

The PCEB provides the master/slave functions on 
both the PCI Bus and the EISA Bus. Functioning as 
a bridge between the PCI and EISA buses, the 
PCEB provides the address and data paths, bus 
controls, and bus protocol translation for PCI-to- 
EISA and EISA-to-PCI transfers. Extensive data buff- 
ering in both directions increase system perform- 




ance by maximizing PCI and EISA Bus efficiency and 
allowing concurrency on the two buses. The PCEB’s 
buffer management mechanism ensures data coher- 
ency. The PCEB integrates central bus control func- 
tions including a programmable bus arbiter for the 
PCI Bus and EISA data swap buffers for the EISA 
Bus. Integrated system functions include PCI parity 
generation, system error reporting, and programma- 
ble PCI and EISA memory and I/O address space 
mapping and decoding. The PCEB also contains a 
BIOS Timer that can be used to implement timing 
loops. The PCEB is intended to be used with the 
ESC to provide an EISA I/O subsystem Interface. 

The ESC integrates the common I/O functions 
found in today’s EISA-based PCs. The ESC Incorpo- 
rates the logic for EISA Bus controller, enhanced 
seven channel DMA controller with scatter-gather 
support, EISA arbitration, 14 level interrupt control- 
ler, Advanced Programmable Interrupt Controller 
(APIC), five programmable timer/counters, non- 
maskable-interrupt (NMI) control, and power man- 
agement. The ESC also integrates support logic to 
decode peripheral devices (e.g., the flash BIOS, real 
time clock, keyboard /mouse controller, floppy con- 
troller, two serial ports, one parallel port, and IDE 
hard disk drive). 

PCI/ISA Bridge (SIO): 

The SIO component provides the bridge between 
the PCI Bus and the ISA Bus. The SIO also inte- 
grates many of the common I/O functions found in 
today’s ISA-based PCs. The SIO incorporates the 
logic for a PCI interface (master and slave), ISA in- 
terface (master and slave), enhanced seven channel 
DMA controller that supports fast DMA transfers and 
scatter-gather, data buffers to isolate the PCI Bus 
from the ISA Bus and to enhance performance, PCI 
and ISA arbitration, 14 level interrupt controller, a 
16-bit BIOS timer, three programmable timer/ coun- 
ters, and non-maskable-interrupt (NMI) control logic. 
The SIO also provides decode for peripheral devices 
(e.g., the flash BIOS, real time clock, keyboard/ 
mouse controller, floppy controller, two serial ports, 
one parallel port, and IDE hard disk drive). 


1.2 PCMC Overview 

The PCMC (along with the LBX) provides three basic 
functions: a cache controller, a main memory DRAM 
controller, and a Host/PCI bridge. This section pro- 
vides an overview of these functions. Note that, in 
this document, operational descriptions assume that 
the PCMC and LBX components are used together. 
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1.2.1 CACHE OPERATIONS 

The PCMC provides the control for a second level 
cache memory array Implemented with either stan- 
dard asynchronous SRAMs or synchronous burst 
SRAMs. The data memory array is external to the 
PCMC and located on the Host address/data bus. 
Since the Pentium processor contains an internal 
cache, there can be two separate caches in a Host 
subsystem. The cache inside the Pentium processor 
Is referred to as the first level cache (also called 
primary cache). A detailed description of the first lev- 
el cache is beyond the scope of this document. The 
PCMC cache control circuitry and associated exter- 
nal memory array is referred to as the second level 
cache (also .called secondary cache). The second 
level cache Is unified, meaning that both CPU data 
and instructions are stored in the cache. The 
82434LX PCMC supports both write-through and 
write-back caching policies and the 82434NX sup- 
ports write-back. 

The optional second level cache memory array can 
be either 256-KBytes or 512-KBytes in size. The 
cache Is direct-mapped and is organized as either 
8K or 16K cache lines of 32 bytes per line. 


During a main memory read or write operation, the 
PCMC first searches the cache. If the addressed 
code or data is in the cache, the cycle Is serviced by 
the cache. If the addressed code or data Is not In the 
cache, the cycle is forwarded to main memory. 

For the write-through (82434LX only) and write-back 
(both 82434LX and 82434NX) policies, the cache 
operation Is determined by the CPU read or write 
cycle as follows: 

Write Cycle 

If the caching policy is write-through and the write 
cycle hits in the cache, both the cache and main 
memory are updated. Upon a cache miss, only 
main memory is updated. The cache is not updat- 
ed (no write-allocate). 

If the caching policy is write-back and the write 
cycle hits In the cache, only the cache is updated; 
main memory is not affected. Upon a cache miss, 
only main memory is updated. The cache is not 
updated (no write-allocate). 

Read Cycle 


In addition to the cache data RAM, the second level 
cache contains a 4K set of cache tags that are inter- 
nal to the PCMC. Each tag contains an address that 
is associated with the corresponding data sector 
(2 lines for a 256 KByte cache and 4 lines for a 
512 KByte cache) and two status bits for each line In 
the sector. 


Upon a cache hit, the cache operation is the same 
for both write-through and write-back. In this case, 
data is transferred from the cache to the CPU. 
Main memory is not accessed. 



Figure 3. Second Level Cache Organization 
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If the read cycle causes a cache miss, the line 
containing the requested data is transferred from 
main memory to the cache and to the CPU. In the 
case of a write-back cache, if the cache line fill is 
to a sector containing one or more modified lines, 
the modified lines are written back to main memory 
and the new line is brought into the cache. For a 
modified line write-back operation, the PCMC 
transfers the modified cache lines to main memory 
via a write buffer in the LBX. Before writing the last 
modified line from the write buffer to main memory, 
the PCMC updates the first and second level 
caches with the new line, allowing the CPU access 
to the requested data with minimum latency. 

1.2. 1.1 Cache Consistency 

The Snoop mechanism in the PCMC ensures data 
consistency between cache (both first level and sec- 
ond level) and main memory. The PCMC monitors 
PCI master accesses to main memory and when 
needed, initiates an inquire (snoop) cycle to the first 
and second level caches. The snoop mechanism 
guarantees that consistent data is always delivered 
to both the host CPU and PCI masters. 


1.2.2 ADDRESS/DATA PATHS 

Address paths between the CPU /cache and PCI 
and data paths between the CPU /cache, PCI, and 
main memory are supplied by two LBX components. 
The LBX is a companion component to the PCMC. 
Together, they form a Host/ PCI bridge. The PCMC 
(via the PCMC/LBX interface signals), controls the 
address and data flow through the LBXs. Refer to 
the LBX data sheet for more details on the address 
and data paths. 

Data is transferred to and from the PCMC internal 
registers via the PCMC address lines. When the 
Host CPU performs a write operation, the data is 
sent to the LBXs. When the PCMC decodes the cy- 
cle as an access to one of its internal, registers. It 
asserts AHOLD to the CPU and instructs the LBXs 
to copy the data onto the Host address lines. When 
the PCMC decodes a Host read as an access to a 
PCMC internal register, It asserts AHOLD to the 
CPU. The PCMC then places the register data on its 
address lines and instructs the LBX to copy the data 
on the Host address bus to the Host data bus. When 
the register data is on the Host data bus, the PCMC 
negates AHOLD and completes the cycle. 


1. 2.2.1 Read/ Write Buffers 

The LBX provides an Interface for the CPU address 
and data buses, PCI Address/ Data bus, and the 
main memory DRAM data bus. There are three post- 
ed write buffers and one read-prefetch buffers Imple- 
mented in the LBXs to increase performance and to 
maximize concurrency. The buffers are: 

• CPU-to-Main Memory Posted Write Buffer 
(4 Qwords) 

• CPU-to-PCI Posted Write Buffer (4 Dwords) 

• PCI-to-Main Memory Posted Write Buffer (2x4 
Dwords) 

• PCI-to-MaIn Memory Read Prefetch Buffer (line 
buffer, 4 Qwords). 

Refer to the LBX data sheet for details on the opera- 
tion of these buffers. 


1.2.3 HOST/PCi BRIDGE OPERATIONS 

The PCMC permits the Host CPU to access devices 
on the PCI Bus. These accesses can be to PCI I/O 
space, PCI memory space, or PCI configuration 
space. 

As a PCI device, the PCMC can be either a master 
initiating a PCI Bus operation or a target responding 
to a PCI Bus operation. The PCMC is a PCI Bus 
master for Host-to-PCI cycles and a target for PCI- 
to-main memory transfers. Note that the PCMC does 
not permit peripherals to be located on the Host 
Bus. CPU I/O cycles, other than to PCMC internal 
registers, are forwarded to the PCI Bus and PCI Bus 
accesses to the Host Bus are not supported. 

When the CPU initiates a bus cycle to a PCI device, 
the PCMC becomes a PCI Bus master and trans- 
lates the CPU cycle into the appropriate PCI Bus 
cycle. The Host/ PCI Posted write buffer In the LBXs 
permits the CPU to complete CPU-to-PCI Dword 
memory writes in three CPU clocks (1 wait-state), 
even if the PCI Bus is currently busy. The posted 
data is written to the PCI device when the PCI Bus is 
available. 

When a PCI Bus master initiates a main memory ac- 
cess, the PCMC (and LBXs) become the target of 
the PCI Bus cycle and responds to the read/write 
access. During PCI-to-main memory accesses, the 
PCMC automatically performs cache snoop opera- 
tions on the Host Bus, when needed, to maintain 
data consistency. 
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As a PCI device, the PCMC contains all of the re- 
quired PCI configuration registers. The Host CPU 
reads and writes these registers as described in 
Section 3.0, Register Description. 


1.2.4 DRAM MEMORY OPERATIONS 

The PCMC contains a DRAM controller that sup- 
ports CPU and PCI master accesses to main memo- 
ry. The PCMC DRAM interface supplies the control 
signals and address lines and the LBXs supply the 
data path. DRAM parity is generated for main mem- 
ory writes and checked for memory reads. 

For the 82434 LX, the memory array is 64-bits wide 
and ranges in size from 2 MBytes- 192 MBytes. The 
array can be implemented with either single-sided or 
double-sided SIMMs. DRAM SIMM sizes of 256K x 
36, 1 M X 36, and 4M x 36 are supported. 

For the 82434NX, the memory array Is 64-bits wide 
and ranges in size from 2 MByte$-S12 MBytes. The 
array can be implemented with either single-sided or 
double-sided SIMMs. DRAM SiMM sizes of 256K x 
36* 1M X 36» 4M x 36, and 16M x 36 are supported. 

To provide optimum support for the various cache 
configurations, and the resultant mix of bus cycles, 
the system designer can select between 0-actlve 
RAS# and 1 -active RAS# modes. These modes af- 
fect the behavior of the RAS# signal following either 
CPU-to-maIn memory cycles or PCI-to-maIn memory 
cycles. 

The PCMC also provides programmable memory 
and cacheability attributes on 1 4 memory segments 
of various sizes in the ISA compatibility range 
(512 KByte-1 MByte address range). Access rights 
to these memory segments from the PCI Bus are 
controlled by the expansion bus bridge. 

The PCMC permits a gap to be created in main 
memory within the 1 MByte- 16 MBytes address 
range, accommodating ISA devices which are 
mapped Into this range (e.g., ISA LAN card or an ISA 
frame buffer). 


1.2J 3.3V SIHNALS 

Th6 62434NX POMO drives 3.3V signal (avals m tha 
CPU and second level cache Interfaces. Thus, no 
extra logic (i»e. SV/3.3V translation) Is required when 
int^cing to 3.3V processors and SRAMs. Six of 
the power pins on the S2434NX are VDD3 |:^ns. 
These pins are connected to a 3.3V power swppfy. 
The VDD3 pins power the output buffers on tha CPU 
and second level cache Interfaces. The VDD3 pins 
also power tha output buffers for the HQLKIA-F] 
outputs. 


2.0 SIGNAL DESCRIPTIONS 

This section provides a detailed description of each 
signal. The signals are arranged in functional groups 
according to their associated interface. The states of 
ail of the signals during hard reset are provided in 
Section 8.0, System Clocking and Reset. 

The “#” symbol at the end of a signal name indi- 
cates that the active, or asserted state occurs when 
the signal is at a low voltage level. When “#” is not 
present after the signal name, the signal is asserted 
when at the high voltage level. 

The terms assertion and negation are used exten- 
sively. This is done to avoid confusion when working 
with a mixture of “active-low” and “active-high” sig- 
nals. The term assert, or assertion Indicates that a 
signal is active. Independent of whether that level is 
represented by a high or low voltage. The term ne- 
gate, or negation indicates that a signal is inactive. 

The following notations are used to describe the sig- 
nal type. 

in Input is a standard input-only signal 

out Totem pole output is a standard active driver 

o/d Open drain 

t/s Tri-State is a bi-directional, tri-state input/out- 
put pih 

s/t/s Sustained tri-state is an active low tri-state sig- 
nal owned and driven by one and, only one 
agent at a time. The agent that drives a s/t/s 
pin low must drive It high for at least one clock 
before letting it float. A new agent can not 
start driving a s/t/s signal any sooner than 
one clock after the previous owner tri-states it. 
An external pull-up is required to sustain the 
Inactive state until another agent drives it and 
must be provided by the central resource. 
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2.1 Host Interface 


Signal 

Type 

Description 

A[31;0] 

t/s 

ADDRESS BUS: A [31 ;0] are the address lines of the Host Bus. A [31 :3] are connected to 
the CPU A[31:3] lines and to the LBXs. A[2:0] are only connected to the LBXs. Along with 
the byte enable signals, the A[31:3] lines define the physical area of memory or I/O being 
accessed. During CPU cycles, the A[31 :3] lines are inputs to the PCMC. They are used for 
address decoding and second level cache tag lookup sequences. Also during CPU cycles, 
A [2:0] are outputs and are generated from BE[7:0] #. A [27:24] provide hardware 
strapping options for test features. For more details on theses options, refer to Section 
11.0 Testability. 

During inquire cycles, A [31 :5] are Inputs from the LBXs to the CPU and the PCMC to 
snoop the first and the second level cache tags, respectively. In response to a Flush or 
Flush Acknowledge Special Cycle, the PCMC asserts AHOLD and drives the addresses of 
the second level cache lines to be written back to main memory on A[1 8:7]. 

During CPU to PCI configuration cycles, the PCMC drives A [31 :0] with the PCI 
configuration space address that Is Internally derived from the CPU physical I/O address. 
All PCMC Internal configuration registers are accessed via A[31 :0]. During CPU reads 
from PCMC internal configuration registers, the PCMC asserts AHOLD and drives the 
contents of the addressed register on A [31 :0]. The PCMC then signals the LBXs to copy 
this value from the address lines onto the host data lines. During writes to PCMC Internal 
configuration registers, the PCMC asserts AHOLD and signals the LBXs to copy the write 
data onto the A [31 :0] lines. 

Finally, when in deturbo mode, the PCMC periodically asserts AHOLD and then drives 
A [31 :0] to valid logic levels to keep these lines from floating for an extended period of 
time. 

A[31 :28] provide hardware strapping options at powerup. For more details on strapping 
options, refer to Section 8.0, System Clocking and Reset. A[27:24] provide hardware 
strapping options for test features. For more details on these options, refer to Section 
11.0 Testability. 
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Signal 

Type 

Description 

BE[7:0]# 

in 

BYTE ENABLES: The byte enables indicate which byte lanes on the CPU data bus 
carry valid data during the current bus cycle. In the case of cacheable reads, all 8 bytes 
of data are driven to the Pentium processor, regardless of the state of the byte enables. 
The byte enable signals indicate the type of special cycle when M/IO# = D/C# = 0 and 
W/R# = 1 . During special cycles, only one byte enable Is asserted by the CPU. The 
following table depicts the special cycle types and their byte enable encodings: 

Special Cycle Type Asserted Byte Enable 

Shutdown BEO# 

Flush BE1 # 

Halt/Stop Grant BE2# 

Write Back BE3# 

Flush Acknowledge BE4# 

Branch T race Message BE5 # 

When the PCMC decodes a Shutdown Special Cycle, it asserts AHOLD, drives 
000.. .000 (the PCI Shutdown Special Cycle Encoding) on the A[31 :0] lines and signals 
the LBXs to latch the host address bus. The PCMC then drives a Special Cycle on PCI, 
signaling the LBXs to drive the latched address (00... 00) on the AD [31 :0] lines during 
the data phase. The PCMC then asserts INIT for 16 HCLKs. 

In response to Flush and Flush Acknowledge Special Cycles, the PCMC internally 
Inspects the Valid and Modified bits for each of the Second Level Cache Sectors. If a 
line Is both valid and modified, the PCMC drives the cache address of the line on the 
A[18:7] and CAA/CAB[6:3] lines and writes the line back to main memory. The valid 
and modified bits are both reset to 0. All valid and unmodified lines are simply marked 
invalid. 

In response to a write back special cycle, the PCMC simply returns BRDY# to the CPU. 
The second level cache will be written back to main memory in response to the 
following flush special cycle. 

If BE2 # is asserted during a special cycle, the 82434NX uses A4 to determine If the 
cycle Is a Halt or Stop Grant Special Cycle* If A4« 0, the cycle Is a Halt Special Cycle 
and If A4 - 1 , the cycle Is a Stop Grant Special cycle. 

In response to a halt special cycle, the PCMC asserts AHOLD, drives 000...001 (the PCI 
halt special cycle encoding) on the A[31 :0] lines, and signals the LBXs to latch the host 
address bus. The PCMC then drives a special cycle on PCI, signaling the LBXs to drive 
the latched address (00.. .01) on the AD[31 :0] lines during the data phase. 

Wmn the 82434NX PCMC detects a GPU Stop Grant Special Cycle {M/IO# 0, 

D/C# p, W/R# t , A4 1 , BE[?:01 # FSh), It generates a PCI Stop Grant Special 
cycle, with 0002H in the message Held (ADt1 5:0]) and 001 2h in the message dependent 
dam Held (AD|31i6]) during the first data phase {iRDY# asserted)* 

ADS# 

in 

ADDRESS STROBE: The Pentium processor asserts ADS# to indicate that a new bus 
cycle is beginning. ADS# is driven active in the same clock as the address, byte enable, 
and cycle definition signals. The PCMC ignores a floating low ADS# that may occur 
when BOFF# is asserted as the CPU is asserting ADS#. 
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Signal 

Type 

Description 

BRDY# 

out 

BURST READY: BRDY # indicates that the system has responded in one of three ways; 

1 . valid data has been placed on the Pentium processor data pins in response to a read, 

2. CPU write data has been accepted by the system, or 

3. the system has responded to a special cycle. 

NA# 

out 

NEXT ADDRESS: The PCMC asserts NA# for one clock when the memory system is 
ready to accept a new address from the CPU, even if all data transfers for the current 
cycle have not completed. The CPU may drive out a pending cycle two clocks after NA# 
is asserted and has the ability to support up to two outstanding bus cycles. 

AHOLD 

out 

ADDRESS HOLD: The PCMC asserts AHOLD to force the Pentium processor to stop 
driving the address bus so that either the PCMC or LBXs can drive the bus. During PCI 
master cycles, AHOLD is asserted to allow the LBXs to drive a snoop address onto the 
address bus. If the PCI master locks main memory, AHOLD remains asserted until the 
PCI master locked sequence is complete and the PCI master negates PLOCK#. 

AHOLD is asserted during all accesses to PCMC Internal configuration registers to allow 
configuration register accesses to occur over the A [31 :0] lines. 

When in deturbo mode, the PCMC periodically asserts AHOLD to prevent the processor 
from Initiating bus cycles in order to emulate a slower system. The duration of AHOLD 
assertion in deturbo mode Is controlled by the Deturbo Frequency Control Register 
(offset 51 h). When PWROK is negated, the PCMC asserts AHOLD to allow the strapping 
options on A [31 :28] to be read. For more details on strapping options, see the System 
Clocking and Reset section. 

EADS# 

out 

EXTERNAL ADDRESS STROBE: The PCMC asserts EADS# to indicate to the Pentium 
processor that a valid snoop address has been driven onto the CPU address lines to 
perform an Inquire cycle. During PCI master cycles, the PCMC signals the LBXs to drive a 
snoop address onto the host address lines and then asserts EADS# to cause the CPU to 
sample the snoop address. 

INV 

out 

INVALIDATE: The INV signal specifies the final state (invalid or shared) that a first level 
cache line transitions to in the event of a cache line hit during a snoop cycle. When 
snooping the caches during a PCI master write, the PCMC asserts INV with EADS#. 
When INV is asserted with EADS#, an inquire hit results In the line being Invalidated. 
When snooping the caches during a PCI master read, the PCMC does not assert INV with 
EADS#. In this case, an inquire cycle hit results in a line transitioning to the shared state. 

BOFF# 

out 

BACKOFF: The PCMC asserts BOFF# to force the Pentium processor to abort all 
outstanding bus cycles that have not been completed and float its bus in the next clock. 
The PCMC uses this signal to force the CPU to re-order a write-back due to a snoop cycle 
around a currently outstanding bus cycle. The PCMC also asserts BOFF# to obtain the 
CPU data bus for write-back cycles from the secondary cache due to a snoop hit. The 
CPU remains in bus hold until BOFF# is negated. 

HUM# 

in 

HIT MODIFIED: The Pentium processor asserts HITM# to Inform the PCMC that the 
current Inquire cycle hit a modified line. HITM# is asserted by the Pentium processor two 
clocks after the assertion of EADS# if the inquire cycle hits a modified line in the primary 
cache. 
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Signal 

Type 

Description 

SMIACT# 

in 

SYSTEM MANAGEMENT INTERRUPT ACTIVE; The Pentium processor asserts 
SMIACT # to indicate that the processor is operating in System Management Mode 
(SMM). When the SMRAM Enable bit in the DRAM Control Register (offset 57h) is set 
to 1 , the PCMC allows CPU accesses SMRAM as permitted by the SMRAM Space 
Register at configuration space offset 72h. 

PEN# 

out 

PARITY ENABLE; The PEN # signal, along with the MCE bit in CR4 of the Pentium 
processor, determines whether a machine check exception will be taken by the CPU as 
a result of a parity error on a read cycle. The PCMC asserts PEN # during DRAM read 
cycles if the MCHK on DRAM/L2 Cache Data Parity Error Enable bit in the Error 
Command Register (offset 70h) Is set to 1 . The PCMC asserts PEN # during CPU 
second level cache read cycles If the MCHK on DRAM/L2 Cache Data Parity Error 
Enable and the L2 Cache Parity Enable bits in the Error Command Register (offset 70h) 
are both set to 1 . 

PCHK# 

in 

DATA PARITY CHECK; PCHK# is sampled by the PCMC to detect parity errors on 
CPU read cycles from main memory If the Parity Error Mask Enable bit In the DRAM 
Control Register (offset 57h) is reset to 0. PCHK# is sampled by the PCMC to detect 
parity errors on CPU read cycles from the second level cache If the L2 Cache Parity 
Enable bit In the Error Command Register (offset 70h) Is set to 1 . If incorrect parity was 
detected on a data read, the PCHK# signal Is asserted by the Pentium processor two 
clocks after BRDY# Is returned. PCHK# is asserted for one clock for each clock In 
which a parity error was detected. 


I 
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Inteii 

face 

Signal 

Type 

Description 

RAS(5:0] # 

out 

ROW ADDRESS STROBES: The R AS [5:0] # signals are used to latch the row 
address on the MA[10:0] lines into the DRAMs. Each RAS[5:0] # signal corresponds 
to one DRAM row. The 82434LX PCMC supports up to 6 rows In the DRAM array. 
Each row is eight bytes wide. These signals drive the RAS# lines of the DRAM array 
directly, without external buffers. 

RAS[7:6]# 

out 

ROW AODRE8iS StROBES: The BZ4B4HX suppom up to eight rom of DRAM. 
RAS[7:6I # are used with RA6i|^:i0i to Utch the row addr^a on the MAtl 1 :0l Wtm 
Into the DRAMe, Each row js €«ght bytee wic^. These signals drive the RAS# lines of 
the ORAM array directly, without external buffeia. 

CAS[7:0J# 

out 

COLUMN ADDRESS STROBES: The CAS [7:0] # signals are used to latch the 
column address on the MA[10:0] lines into the DRAMs. Each CAS[7:0] # signal 
corresponds to one byte of the eight byte-wide array. These signals drive the CAS# 
lines of the DRAM array directly, without external buffers. In a minimum configuration, 
each CAS[7:0] # line only has one SIMM load, while the maximum configuration has 6 
SIMM loads. 

WE# 

out 

DRAM WRITE ENABLE: WE# is asserted during both CPU and PCI master writes to 
main memory. During burst writes to main memory, WE# is asserted before the first 
assertion of CAS [7:0] # and is negated with the last CAS [7:0] # . The WE# signal is 
externally buffered to drive the WE# inputs on the DRAMs. 

MA[10:0] 

out 

DRAM MULTIPLEXED ADDRESS: MA[10:0] provide the row and column address to 
the DRAM array. The 82434LX uses MA[10:0] for the complete DRAM address bus. 
The MA[10:0] lines are externally buffered to drive the multiplexed address lines of 
the DRAM array. 

MA11 

out 

DRAM MULTIPLEXED ADDRESS: MA1 1 provides the extra addressability for ttia 
1 6M X 36 SIMMs that are supported by the 82434NX. MAf1 1 :0] provide the row aod 
column address to the DRAM array, like MA[10:0], MAt 1 1s externally buffered to 
drive the multiplexed address lines of the DRAM array. 
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2.3 Cache interface 


Signal 

Type 

Description 

GALE 

out 

CACHE ADDRESS LATCH ENABLE: GALE controls the external latch between the 
host address lines and the cache address lines. GALE is asserted to open the 
external latch, allowing the host address lines to propagate to the cache address 
lines. GALE is negated to latch the cache address lines. 

CADS[1:0]#, 

CR/W[1:0]# 

out 

This signal pin has two functions, depending on the type of SRAMs used for the 
second level cache. 

CACHE ADDRESS STROBE: GADS[1 ;0] # are used with burst SRAMs. When 
asserted, GADS[1 :0] # cause the burst SRAMs to latch the cache address on the 
rising edge of HCLK. GADS[1 :0] # are glitch-free synchronous signals. GADS[1 ;0] # 
functionality is selected by the SRAM type bit in the Secondary Gache Gontrol 
Register. Two copies of this signal are provided for timing reasons only. 

CACHE READ/WRITE: GR/W# provide read/write control to the second level 
cache when using asynchronous dual-byte select SRAMs. This functionality is 
selected by the SRAM Type and Gache Byte Gontrol Bits in the Secondary Gache 
Gontrol Register. The two copies of this signal are always driven to the same logic 
level. 

CADV[1:0]#. 

CCSf1:0l# 

out 

This signal pin has two functions. The Gache Ghip Select function is only enabled 
when the SRAM connectivity bit (bit 2) in the SGG Register Is set to 1 . 

CACHE ADVANCE: GADV[1 :0] # are used with burst SRAMs to advance the 
internal two bit address counter inside the SRAMs to the next address of the burst 
sequence. Two copies of this signal are provided for timing reasons only. The two 
copies are always driven to the same logic level. 



CACHE CHIP ^LECT: OGS[1:0] # are used viHth asynchronous SRAMs to de« 
select the SRAMs, placing them in a low power standby mode. When the CPU runs 
a halt or stop grant special cycle, the 82434NX negates COSH :0] # , placing the 
second level cache In a power saving mode. The PGMO then asserts CCS[1 M # 
{activating the SRAMs) v^en the CPU asserts ADS# , 

When u^rig burst SRAMs, only CCS1 # Implements the CCS# function. GADVO# 
retains the address advance function, COSi # serve two purposes with burst 
SRAMs; 1) It Is used (along with CADSH :0] #) to place the SRAMs in a low power 
standby mode. When the CPU runs a halt or stop grant special cycle, the 82434NX 
n^ates C0S1 # and asserts OADSt1:0] # for one clock, placing me SRAMs in a 
power saving mode. The PCMC then asserts CCS1 # so that me next ADS# from 
the CPU places the SRAMs in an active mode. 2) C0S1 # is used to block pipelined 
cycles from me SRAMs when me SRAMs are serviang a cycle. After NA# Is 
asserted, the PCMC negates CX)S1 # preventing the SRAMs from sampling a new 
address. COSI # Is asserts again when the SRAMs have completed the current 
cycle. 

CAA[6:3] 
CAB [6:3] 

out 

CACHE ADDRESS [6:3]: CAA[6:3] and CAB [6:3] are connected to address lines 
A [3:0] on the second level cache SRAMs. CAA[4:3] and CAB [4:3] are used with 
standard SRAMs to advance through the burst sequence. CAA[6:5] and CAB [6:5] 
are used during second level cache write-back cycles to address the modified lines 
within the addressed sector. Two copies of these signals are provided for timing 
reasons only. The two copies are always driven to the same logic level. 
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Signal 

Type 

Description 

COE[1:0]# 

out 

CACHE OUTPUT ENABLE: COE[1 :0] # are asserted when data is to be read from 
the second level cache and are negated at all other times. Two copies of this signal 
are provided for timing reasons only. The two copies are always driven to the same 
logic level. 

CWE[7:0]#, 
CBS [7:0]# 

out 

This signal pin has two functions, depending on the type of SRAMs used for the 
second level cache. 

CACHE WRITE ENABLES: CWE[7;0] # are asserted to write data to the second 
level cache SRAMs on a byte-by-byte basis. CWE7# controls the most significant 
byte while CWEO# controls the least significant byte. These signals are cache write 
enables when using burst SRAMs (SRAM Type bit in SCC Register Is 1) or when 
using asynchronous SRAMs (SRAM Type bit in SCC Register is 0) and the Cache 
Byte Control Bit is 1 . 

CACHE BYTE SELECTS: The CBS[7:0] # lines provide byte control to the 
secondary cache when using dual-byte select asynchronous SRAMs. These signals 
are Cache Byte select lines when the SRAM Type and Cache Byte Control Bits in the 
SCC Register are both 0. 


2.4 PCI Interface 


Signal 

Type 

Description 

C/BE[3:0l# 

t/s 

PCI BUS COMMAND AND BYTE ENABLES: C/BE [3:0] # are driven by the current 
bus master during the address phase of a PCI cycle to define the PCI command, and 
during the data phase as the PCI byte enables. The PCI commands indicate the 
current cycle type, and the PCI byte enables indicate which byte lanes carry 
meaningful data. C/BE [3:0] # are outputs of the PCMC during CPU cycles that are 
directed to PCI. C/BE[3:0] # are inputs when the PCMC acts as a slave. The 
command encodings and types are listed below. 



C/BE[3;0]# 

Command 



0000 

Interrupt Acknowledge 



0001 

Special Cycle 



0010 

I/O Read 



0011 

I/O Write 



0100 

Reserved 



0101 

Reserved 



0110 

Memory Read 



0111 

Memory Write 



1000 

Reserved 



1001 

Reserved 



1010 

Configuration Read 



1011 

Configuration Write 



1100 

Memory Read Multiple 



1101 

Reserved 



1110 

Memory Read Line 



1111 

Memory Write and Invalidate 
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Signal 

Type 

Description 

FRAME# 

s/t/s 

CYCLE FRAME: FRAME# is driven by the current bus master to indicate the 
beginning and duration of an access. FRAME# is asserted to indicate that a bus 
transaction is beginning. While FRAME# is asserted, data transfers continue. When 
FRAME# is negated, the transaction is in the final data phase. FRAME# Is an output 
' of the PCMC during CPU cycles which are directed to PCI. FRAME# is an input to the 
PCMC when the PCMC acts as a slave. 

IRDY# 

s/t/s 

INITIATOR READY: The assertion of IRDY# Indicates the current bus master’s ability 
to complete the current data phase. IRDY# works in conjunction with TRDY# to 
indicate when data has been transferred. On PCI, data Is transferred on each clock 
that both IRDY# and TRDY# are asserted. During read cycles, IRDY# Is used to 
indicate that the master is prepared to accept data. During write cycles, IRDY# is used 
to Indicate that the master has driven valid data on the AD [31 :0] lines. Walt states are 
inserted until both IRDY# and TRDY# are asserted together. IRDY# is an output of 
the PCMC when the PCMC Is the PCI master. IRDY# is an input to the PCMC when 
the PCMC acts as a slave. 

TRDY# 

s/t/s 

TARGET READY: TRDY# Indicates the target device’s ability to complete the current 
data phase of the transaction. It is used in conjunction with IRDY#. A data phase Is 
completed on each clock that TRDY# and IRDY# are both sampled asserted. During 
read cycles, TRDY# Indicates that valid data is present on AD[31:0] lines. During write 
cycles, TRDY # Indicates the target is prepared to accept data. Wait states are 
Inserted on the bus until both IRDY# and TRDY# are asserted together. TRDY# is an 
output of the PCMC when the PCMC is the PCI slave. TRDY# is an input to the PCMC 
when the PCMC is a master. 

DEVSEL# 

s/t/s 

DEVICE SELECT: When asserted, DEVSEL# indicates that the driving device has 
decoded its address as the target of the current access. DEVSEL# is an output of the 
PCMC when PCMC is a PCI slave and is derived from the MEMCS# input. MEMCS# 
is generated by the expansion bus bridge as a decode to the main memory address 
space. During CPU-to-PCI cycles, DEVSEL# Is an input. It Is used to determine if any 
device has responded to the current bus cycle, and to detect a target abort cycle. 
Master-Abort termination results if no subtractive decode agent exists in the system, 
and no one asserts DEVSEL# within a programmed number of clocks. 

STOP# 

1 s/t/s 

STOP: STOP# indicates that the current target Is requesting the master to stop the 
current transaction. This signal is used In conjunction with DEVSEL# to indicate 
disconnect, target-abort, and retry cycles. When PCMC is acting as a master on PCI, if 
STOP# Is sampled active on a rising edge of PCLKIN, FRAME# Is negated within a 
maximum of 3 clock cycles. STOP# maybe asserted by the PCMC in three cases. If a 
PCI master attempts to access main memory when another PCI master has locked 
main memory, the PCMC asserts STOP# to signal retry. The PCMC detects this 
condition when sampling FRAME# and LOCK# both active during an address phase. 
When a PCI master is reading from main memory, the PCMC asserts STOP# when the 
burst cycle is about to cross a cache line boundary. When a PCI master is writing to 
main memory, the PCMC asserts STOP# upon filling either of the two PCI-to-maIn 
memory posted write buffers. Once asserted, STOP# remains asserted until FRAME# 
is negated. 
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Description 

PLOCK# 

1 

PCI LOCK: PLOCK# is used to indicate an atomic operation that may require 
multiple transactions to complete. PCI provides a mechanism referred to as 
“resource lock” In which only the target of the PCI transaction is locked. The 
assertion of GNT # on PCI does not guarantee control of the PLOCK# signal. 

Control of PLOCK# is obtained under its own protocol. When thd PCMC is the PCI 
slave, PLOCK# is sampled as an input on the rising edge of PCLKIN when FRAME# 
is sampled active. If PLOCK# is sampled asserted, the PCMC enters into a locked 
state and remains in the locked state until PLOCK# is sampled negated on a 
following rising edge of PCLKIN, when FRAME# is sampled asserted. 

REQ# 

out 

REQUEST: The PCMC asserts REQ# to indicate to the PCI bus arbiter that the 
PCMC Is requesting use of the PCI Bus in response to a CPU cycle directed to PCI. 

GNT# 

in 

GRANT: When asserted, GNT # indicates that access to the PCI Bus has been 
granted to the PCMC by the PCI Bus arbiter. 

MEMOS# 

in 

MAIN MEMORY CHIP SELECT: When asserted, MEMCS# Indicates to the PCMC 
that a PCI master cycle is targeting main memory. MEMCS# is generated by the 
expansion bus bridge. MEMCS# Is sampled by the PCMC on the rising edge of 
PCLKIN on the first and second cycle after FRAME# has been asserted. 

FLSHREQ# 

in 

FLUSH REQUEST: When asserted, FLSHREQ# Instructs the PCMC to flush the 
CPU-to-PCI posted write buffer In the LBXs and to disable further posting to this 
buffer as long as FLSHREQ# remains active. The PCMC acknowledges completion 
of the CPU-to-PCI write buffer flush operation by asserting MEMACK#. MEMACK# 
remains asserted until FLSHREQ# is negated. FLSHREQ# is driven by the 
expansion bus bridge and is used to avoid deadlock conditions on the PCI Bus. 

MEMREQ# 

in 

MEMORY REQUEST: When asserted, MEMREQ# instructs the PCMC to flush the 
CPU-to-PCI and CPU-to-maIn memory posted write buffers and to disable posting in 
these buffers as long as MEMREQ# is active. The PCMC acknowledges completion 
of the flush operations by asserting MEMACK#. MEMACK# remains asserted until 
MEMREQ# is negated. MEMREQ# is driven by the expansion bus bridge. 

MEMACK# 

out 

MEMORY ACKNOWLEDGE: When asserted, MEMACK# indicates the completion 
of the operations requested by an active FLSHREQ# and/or MEMREQ#. 

PAR 

t/s 

PARITY: PAR is an even parity bit across the AD[31 :0] and C/BE [3:0] # lines. Parity 
is generated on all PCI transactions. As a master, the PCMC generates even parity 
on CPU writes to PCI, based on the PPQUT[1 :0] inputs from the LBXs. During CPU 
read cycles from PCI, the PCMC checks parity by checking the value sampled on the 
PAR Input with the PPQUT[1 :0] inputs from the LBXs. As a slave, the PCMC 
generates even parity on PAR, based on the PPQUT[1 :0]. inputs during PCI master 
reads from main memory. During PCI master writes to main memory, the PCMC 
checks parity by checking the value sampled on PAR with the PPQUT[1:0] inputs. 
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Signal 

Type 

Description 

PERR# 

s/t/s 

PARITY ERROR: PERR# may be pulsed by any agent that detects a parity error during 
an address phase, or by the master or the selected target during any data phase in which 
the AD lines are inputs. The PERR# signal is enabled when the PERR# on Receiving 
Data Parity Error bit in the Error Command Register (offset 70h) and the Parity Error 
Enable bit in the PCI Command Register (offset 04h) are both set to 1 . 

When enabled, CPU-to-PCI write data is checked for parity errors by sampling the 
PERR# signal two PCI clocks after data Is driven. Also, when enabled, PERR# is 
asserted by the PCMC when it detects a data parity error on CPU read data from PCI and 
PCI master write data to main memory. PERR# Is neither sampled nor driven by the 
PCMC when either the PERR# on Receiving Data Parity Error bit In the Error Command 
Register or the Parity Error Enable bit in the PCI Command Register is reset to 0. 

SERR# 

0/d 

SYSTEM ERROR: SERR# may be pulsed by any agent for reporting errors other than 
parity. SERR# is asserted by the PCMC whenever a serious system error (not 
necessarily a PCI error) occurs. The Intent Is to have the PCI central agent (for example, 
the expansion bus bridge) assert NMI to the processor. Control over the SERR# signal is 
provided via the Error Command Register (offset 70h) when the Parity Error Enable bit in 
the PCI Command Register (offset 04h) is set to 1 . When the SERR # DRAM/L2 Cache 
Data Parity Error bit is set to 1 , SERR# is asserted upon detecting a parity error on CPU 
read cycles from DRAM. If the L2 Cache Parity bit Is also set to 1 , SERR# will be 
asserted upon detecting a parity error on CPU read cycles from the second level cache. 
The Pentium processor Indicates these parity errors to the PCMC via the PCHK# signal. 
When the SERR# on PCI Address Parity Error bit Is set to 1 , the PCMC asserts SERR# If 
a parity error is detected during the address phase of a PCI master cycle. 

When the SERR# on Received PCI Data Parity bit Is set to 1 , the PCMC asserts SERR# 

If a parity error is detected on PCI during a CPU read from PCI. During CPU to PCI write 
cycles, when the SERR# on Transmitted PCI Data Parity Error bit is set to 1, the PCMC 
asserts SERR# in response to sampling PERR# active. When the SERR# on Received 
Target Abort bit Is set to 1 , the PCMC asserts SERR# when the PCMC receives a target 
abort on a PCMC Initiated PCI cycle. If the Parity Error Enable bit in the PCI Command 
Register Is reset to 0, SERR# Is disabled and is never asserted by the PCMC. 
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2.5 LBX Interface 


Signal 

Type 

Description 

HIG[4:0] 

out 

HOST INTERFACE GROUP: HIG[4:0] are outputs of the PCMC used to control the 
LBX HA (Host Address) and HD (Host Data) buses. Commands driven on HIG[4:0] 
cause the host data and/or address lines to be either driven or latched by the LBXs. 
See the 82433LX (LBX) Local Bus Accelerator Data Sheet for a listing of the 
HIG[4:0] commands. 

MIG [2:0] 

out 

MEMORY INTERFACE GROUP: MIG [2:0] are outputs of the PCMC and control the 
LBX MD (Memory Data) bus. Commands driven on the MIG [2:0] lines cause the 
memory data lines to be either driven or latched by the LBXs. See the 82433 LX (LBX) 
Local Bus Accelerator Data Sheet for a listing of the MIG [2:0] commands. 

MDLE 

out 

MEMORY DATA LATCH ENABLE: During CPU reads from main memory. MDLE is 
used to control the latching of memory read data on the CPU data bus. MDLE is 
negated as CAS [7:0] # are negated to close the latch between the memory data bus 
and the host data bus. During CPU reads from main memory, the PCMC closes the 
memory data to host data latch in the LBXs as BRDY# is asserted and opens the 
latch after the CPU has sampled the data. 

PIG [3:0] 

out 

PCI INTERFACE GROUP: PIG [3:0] are outputs of the PCMC used to control the LBX 
AD (PCI Address/Data) bus. Commands driven on the PIG [3:0] lines cause the AD 
lines to be either driven or latched. See the 82433LX (LBX) Local Bus Accelerator 
Data Sheet for a listing of the PIG [3:0] commands. 

DRVPCI 

out 

DRIVE PCI: DRVPCI acts as an output enable for the LBX AD lines. When sampled 
asserted, the LBXs begin driving the PCI AD lines. When negated, the AD lines on 
the LBXs are tri-stated. The LBX AD lines are tri-stated asynchronously from the 
falling edge of DRVPCI. 

EOL 

in 

END OF LINE: EOL is asserted by the low order LBX when a PCI master read or 
write transaction Is about to overrun a cache line boundary. EOL has an internal pull- 
up resistor inside the PCMC. The low order LBX EOL signal connects to this PCMC 
input. The high order LBX EOL signal Is connected to ground through an external 
pull-down resistor. 

PPOUT[1:0] 

in 

PCI PARITY OUT: These signals reflect the parity of the 32 AD lines driven from or 
latched in the LBXs, depending on the command driven on PIG [3:0]. The PPOUTO 
pin has a weak internal pull-down resistor. The PPOUT 1 pin has a weak internal pull- 
up resistor. 


2.6 Reset Anc 

Clock 

Signal 

Type 

Description 

HCLKOSC 

in 

HOST CLOCK OSCILLATOR: The HCLKOSC Input is driven externally by a 
crystal oscillator. The PCMC generates six copies of HCLK from HCLKOSC 
(HCLKA-HCLKF). During power-up, HCLKOSC must stabilize for 1 ms before 
PWROK is asserted. If an external clock driver is used to clock the CPU, PCMC, 
LBXs and second level cache SRAMs instead of the HCLKA-HCLKF outputs, 
HCLKOSC must be tied either high or low. 

HCLKA-HCLKF 

out 

HOST CLOCK OUTPUTS: HCLKA-HCLKF are six low skew copies of the host 
clock. These outputs eliminate the need for an external low skew clock driver. 
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Signal 

Type 

Description 

HCLKIN 

in 

HOST CLOCK INPUT: All timing on the host, DRAM and second level cache interfaces 
is based on HCLKIN. If an external clock driver is used to clock the CPU, PCMC, LBXs 
and second level cache SRAMs, the externally generated clock must be connected to 
HCLKIN. During power-up HCLKIN must stabilize for 1 ms before PWROK is asserted. 

CPURST 

out 

CPU HARD RESET: The CPURST pin is asserted in response to one of two conditions. 

Powerup 

82434LX: During powerup the 82434LX asserts CPURST when PWROK is negated. 
When PWROK is asserted, the 82434LX first ensures that it has been initialized before 
negating CPURST. 



S2434NX: During powerup, the B2434NX PCMC negates CPURST while PWROK is 
negated When PWROK Is asserted, the 82434NX asserts CPURST for 2 ms. 

Software 

CPURST is also asserted when the System Hard Reset Enable bit in the Turbo-Reset 
Control Register (I/O address 0CF9h) is set to 1 and the Reset CPU bit toggles from 0 
to 1 (82434LX and 82434NX). CPURST is driven synchronously to the rising edge of 
HCLKIN. 

INIT 

out 

INITIALIZATION: INIT is asserted in response to any one of two conditions. When the 
System Hard Reset Enable bit in the Turbo-Reset Control Register Is reset to 0 and the 
Reset CPU bit toggles from 0 to 1 , the PCMC initiates a soft reset by asserting INIT. 
The PCMC also initiates a soft reset by asserting INIT In response to a shutdown 
special cycle. In both cases, INIT is asserted for a minimum of 2 Host clocks. 

PWROK 

in 

POWER OK: When asserted, PWROK is an indication to the PCMC that power and 
HCLKIN have stabilized for at least 1 ms. PWROK can be driven asynchronously. 

82434LX: When PWROK is negated, the 82434LX asserts both CPURST and 
PCIRST#. When PWROK is driven high, the 82434LX ensures that it Is Initialized 
before negating CPURST and PCIRST#. 

82434NX: When PWROK Is negated, the S2434NX negates CPURST and asserts 
PCIRST#. When PWROK is asserted, the S2434NX asserts CPURST for 2 ms. 
PCIRST # is negated 1 ms after PWROK Is asserted. 

PCLKOUT 

out 

PCI CLOCK OUTPUT: PCLKOUT Is internally generated by a Phase Locked Loop 
(PLL) that divides the frequency of HCLKIN by 2. This output must be buffered 
externally to generate multiple copies of the PCI Clock. One of the copies must be 
connected to the PCLKIN pin. 
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Signal 

Type 

Description 

PCLKIN 

in 

PCI CLOCK INPUT: An Internal PLL locks PCLKIN in phase with HCLKIN. All timing on 
the PCMC PCI Interface is referenced to the PCLKIN input. All output signals on the PCI 
interface are driven from PCLKIN rising edges and all Input signals on the PCI Interface 
are sampled on PCLKIN rising edges. 

PCIRST# 

out 

PCI RESET: PCIRST # is asserted to initiate hard reset on PCI. PCIRST # Is asserted in 
response to one of two conditions. 

Power-up 

During power-up the PCMC asserts PCIRST # when PWROK is negated. 

82434LX: When PWROK is asserted the PCMC will first ensure that It has been 
Initialized before negating PCIRST#. 

82^34NX: Whep py^mKMr^m, tfie 824341% assim PORST#. Hie 82434NX 
then negates PCIRST# 1 ms after PWrOK is ai^it^. 

Software 

PCIRST # is also asserted when the System Hard Reset Enable bit in the Turbo/ Reset 
Control Register is set to 1 and the Reset CPU bit toggles from 0 to 1 (82434LX and 
82434NX). PCIRST# is driven asynchronously. 

TESTEN 

In 

TEST ENABLE: TESTEN must be tied low for normal system operation. 


3.0 REGISTER DESCRIPTION 

The 82434LX/82434NX PCMC contains two sets of software accessible registers. These registers are ac- 
cessed via the Host CPU I/O address space. The PCMC also contains a set of configuration registers that 
reside In PCI configuration space and are used to specify PCI configuration, DRAM configuration, cache 
configuration, operating parameters and optional system features (see Section 3.2, PCI Configuration Space 
Mapped Registers). The PCMC Internal registers (both I/O Mapped and Configuration registers) are only 
accessible by the Host CPU and cannot be accessed by PCI masters. The registers can be accessed as Byte, 
Word (16-bit), or Dword (32-bit) quantities. All multi-byte numeric fields use “little-endian” ordering (i.e., lower 
addresses contain the least significant parts of the field). 

Some of the PCMC registers described in this section contain reserved bits. These bits are labeled “R”. 
Software must deal correctly with fields that are reserved. On reads, software must use appropriate masks to 
extract the defined bits and not rely on reserved bits being any particular value. On writes, software must 
ensure that the values of reserved bit positions are preserved. That Is, the values of reserved bit positions 
must first be read, merged with the new values for other bit positions and then written back. 

In addition to reserved bits within a register, the PCMC contains address locations In the PCI configuration 
space that are marked “Reserved” (Table 1). The PCMC responds to accesses to these address locations by 
completing the Host cycle. When a reserved register location Is read, OOOOh Is returned. Writes to reserved 
registers have no affect on the PCMC. 

Upon receiving a hard reset via the PWROK signal, the PCMC sets its internal configuration registers to 
predetermined default states. The default state represents the minimum functionality feature set required to 
successfully bring up the system. Hence, it does not represent the optimal system configuration. It is the 
responsibility of the system initialization software (usually BIOS) to properly determine the DRAM configura- 
tions, cache configuration, operating parameters and optional system features that are applicable, and to 
program the PCMC registers accordingly. 
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The following nomenclature is used for access attributes. 

RO Read Only. If a register is read only, writes to this register have no effect. 

R/W Read/Write. A register with this attribute can be read and written. 

R/WC Read/Write Clear. A register bit with this attribute can be read and written. However, a write of a 1 
clears (sets to 0) the corresponding bit and a write of a 0 has no effect. 


3.1 I/O Mapped Registers 

The 82434LX PCMC contains three registers that reside In the CPU I/O address space— the Configuration 
Space Enable (CSE) Register, the Turbo-Reset Control (TRC) Register and the Forward (FORW) Register. 
These registers can not reside in PCI configuration space because of the special functions they perform. The 
CSE Register enables/disables the configuration space and, hence, can not reside in that space. The TRC 
Register enables/disables deturbo mode which effectively slows the processor to accommodate software 
programs that rely on the slow speed of PC/XT systems to time certain events. The FORW Register deter- 
mines which of the possible hierarchical PCI Buses a cycle is directed. The 82434LX uses mechanism #2 for 
accessing PCI configuration space. 

The 82434NX PCMC contains live registers that reside in die CPU I/O address Spacethe (k>nffguration Ad- 
dress (CONFADO) Register, the Gon%uration Space Enable (CSE) Register, the Turbo^Reset Control (TRC) 
Register, die Forward (FORW) Regtor, and the PCI Mechanism Centred (PMC) Register. The CSE, TRC, aixl 
FORW Registers are the same lor both the 82434LX 82434NX POMCs. The S2434NX cam use eiher 

Configuration Access Mechanism #1 or #2 lor accessbtg PCI oon%uratlon spaca When Conllguradon Ac* 
cess Mechanism #1 is used (See Section 3,2, PCI Configuration %ia<^ Mapped Registers), The CONFAOD 
Register enables/disahies tim conllguration space and determines what portion of oondguratlon space Is 
viable through the Configuration Data (CONFDATA) y^^ndow* The C^E imd FORW Registers are used for 
Configuration Access Mechanism #2. The PCI Mechanism Control (PMC) Register selects whether Oorlfigura* 
tion Access Mechanism 1 or 2 is used (see the Rev 2,0 PCI Local Bus Specification), 


3.1.1 OORFADD-COHFiayRAtiOH ADDRESS RiOISTtR 

I/O Address: OCFSh Accessed as a Dword 

Default Value: 000(X)000h 

Access: Read/Write 

Site: 32Nts 

CX>NFADD is a 32*btt register used In Configuration Ao:ess Mechanism #1. tt is accessed only when refer* 
enced as a Dword and POAMS in tie PMC Register Js set 1. Byte or Word references “pass trough” the 
CONFADD Register to the I/O locations “behind” It For example a byte access lo OCFSh will access the CSE 
Roister* while a word access to CFSh will access both the CSE and TRC Registers. The CONFAOD Register 
contains the Bus Number, Device Number, Function Number, and Register Number where the CONFDATA 
wlncfi^ is kKiated. 
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31 

EKIUeUf ^ 

spsKid at« «r)abl«4 of tte PMC master Is i; WNn CONE- 0, {bceSM to PCI 

aM ctebtod, M tho M te t . If ttie POAi^ )8 0, tliM bK ?ias no effect 

30:24 

R^ERVCD 

23:16 

EUI$ NUMftER (Bli^iUMHR/W: Wien the BI^UM is pi^rsmmed to OOh, the mrget d ttie 
CkinflgiMt^ Cycle is littier the KM) or tlw PCI focal to that is cMre<% oonnMed to tfie PCMC. 
PCI Access Mechenlsm #1 can generate ^her type 0 or t^fiel con%«alfoncyck«<»iK3, Afype 
0 Ckiitfigimtior) 1^ if the Bus fiuitte ^ l»‘ogmriKfi^ 0(Ki and the 

Httieiiiei%Mt^bnoit'3»«oat^l oon%Ma^<^ctoMgeiiehMenraviMi 
the Bus NurrAer meiiped to ^l^tS] Airirig the 


C£VW)E NUHiBB llhtofieto sete^one on the PCI s^edM by the 

BusNuRtoer.CHii«igaType10Mii^waAm(^^M$fleM1srneiH^toAO{15:1 1|. Curtog a Type 0 
Cmiflgumticm C^etMs decKided SKid one of ^(31:1T] te cHva) to a 1. The PCM) ale^ 

Dei^NurrtoerO. 

10:8 

PUHCTKW NUMBER 

(toii%Haikto cy(^ TNsaHows ttw cbi^guiattoii of a ptMa^ func^m bl a rmritt* 

ii8icA^tMc6'tDbeac(to»»^/ , 

7:2 ' 

REGISTER NUiffiiER ()REGNyil>«^/Wt This one register v^hin 

Devto, and Fun^ion as specified by the ct^r Mds in 6^ Con^gumtlon Address Registari 
RiGNUy is rn^pSd to AD(7:2} durtiig FOI oonflgyratlPn cycles. 

1:0 

mBmmn ^ \ 


3.1.2 CSE— CONFIGURATION SPACE ENABLE REGISTER 

I/O Address: 0CF8h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 

The CSE Register enables/disables configuration space access and provides access to specific functions 
within a PCI agent. The register is located in the CPU I/O address space. The PCMC, as a Host/PCI Bridge, 
supports multi-function devices on the PCI Bus. The function number permits individual configuration spaces 
for up to eight functions within an agent. The register is located In the CPU I/O address space. 


Bit 

Description 

7:4 

KEY FIELD (KEY)— R/W: This field Is used only when the PCI Mechanism Control Register (PMC) 
indicates Configuration Access Mechanism 2 is to be used. When the key field Is programmed to Oh, 
the PCI configuration space Is disabled. When the key field is programmed to a non-zero value, all 
CPU accesses to CnXXh (where n Is a non zero value) are forwarded to PCI as configuration space 
accesses. Additionally, when the key field is programmed to a non-zero value, all CPU accesses to 
COXXh are intercepted by the PCMC and directed to a PCMC internal register. 

3:1 

FUNCTiON NUMBER (FN) — R/W: For multi-function devices, this field selects a particular function 
within a PCI device. During a configuration cycle, blts[3:1] become part of the PCI Bus address and 
correspond to AD[1 0:8]. 

0 

RESERVED 
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3.1.3 TRC— TURBO-RESET CONTROL REGISTER 

I/O Address: 0CF9h 

Default Value: OOh 

Attribute: Read /Write 

Size: 8 bits 


The TRC Register is an 8-bit read/write register that selects turbo/deturbo mode of the CPU, initiates PCI Bus 
and CPU reset cycles, and initiates the CPU Built In Self Test (BIST). TRC is located In CPU I/O address 
space. 


Bit 

Description 

7:3 

RESERVED 

2 

RESET CPU (RCPU)— R/W: RCPU is used to Initiate a hard reset or soft reset to the CPU. During a 
hard reset, the PCMC asserts CPURST and PCIRST #. The PCMC initiates a hard reset when this 
register is programmed for a hard reset or when the PWROK signal is asserted. During a soft reset, the 
PCMC asserts IN IT. The PCMC initiates a soft reset when this register Is programmed for a soft reset 
and in response to a shutdown special cycle. 

Note that a hard reset initializes the entire system and invalidates the CPU cache. A soft reset 
initializes only the CPU. The contents of the CPU cache are unaffected. 

This bit is used in conjunction with bit 1 of this register. Bit 1 must be set up prior to writing a 1 to this 
register. Thus, two write operations are required to Initiate a reset using this bit. The first write 
operation programs bit 1 to the appropriate state while setting this bit to 0. The second write operation 
keeps bit 1 at the programmed state (1 or 0) while setting this bit to a 1 . When RCPU transitions from a 
0 to a 1 , a hard reset Is Initiated if bit 1 = 1 and a soft reset Is Initiated if bit 1 = 0. 

1 

SYSTEM HARD RESET ENABLE (SHRE)— R/W: This bit Is used in conjunction with bit 2 of this 
register to initiate either a hard or soft reset. When SHRE = 1 , the PCMC initiates a hard reset to the 
CPU when bit 2 transitions from 0 to 1 . When SHRE = 0, the PCMC initiates a soft reset when bit 2 
transitions from 0 to 1 . 

0 

DETURBO MODE (DM)— R/W: This bit enables and disables deturbo mode. When DM = 1, the PCMC 
is in the deturbo mode. In this mode, the PCMC periodically asserts the AHOLD signal to slow down 
the effective speed of the CPU. The AHOLD duty cycle is programmable through the Deturbo 
Frequency Control (DFC) Register. When DM = 0, the deturbo mode is disabled. 

Deturbo mode can be used to maintain backward compatibility with older software packages that rely 
on the operating speed of older processors. For accurate speed emulation, caching should be 
disabled. If caching is disabled during runtime, the following steps should be performed to make sure 
that modified lines have been flushed from the cache to main memory before entering deturbo mode. 
Disable the primary cache via the PCE bit in the HCS Register. This prevents the KEN# signal from 
being asserted, which prevents any further first and second level cache line fills. At this point, software 
executes the WBINVD instruction to flush the caches, and then sets DM to 1 . When exiting the deturbo 
mode, the system software must first set DM to 0, then enable first and second level caching by writing 
to the HCS Register. 
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3.1.4 FORW— FORWARD REGISTER 

I/O Address: OCFAh 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 Bits 


This 8-blt register specifies which PCI Bus configuration space is enabled In a multiple PCI Bus configuration. 
The default value for the FORW Register enables the configuration space of the PCI Bus connected to the 
PCMC. 


Bit 

Description 

7:0 

FORWARD BUS NUMBER— R/W: When this register value is OOh, the configuration space of the PCI 
Bus connected to the PCMC Is enabled and the PCMC Initiates a type 0 configuration cycle. If the 
value of this register is not OOh, the PCMC initiates a type 1 configuration cycle to forward the cycle 
(via one or more PCI/PCI Bridges) to the PCI Bus specified by the contents of this register. For non- 
zero values, blts[7:0] are mapped to AD[23:16], respectively. 


MM FMO-P0I mmAHism ooNTRQd mmmm 

I/O Address: OCFBb 

Penult Value: Qph 

Aoce$8: Read/Wdte 

Size: 8 bits 


The PMC Register selects whether PCI Oon^gyrefion Acc^s Mechanism 1 or 2 is to be used. The register Is 
located In the CPU I/O address space. 


m 

Descripllofi 

181 

REi^ve} 

0 

PCI COMPICliflATION ACCESS ilECHAH^ SEU^T (PCUIBMVIlV: W«8n PCAMS»0, the 
to ra Cwflgiration Aeo^ Mech»M #^. Wiwi PCAMS<°^ 1 , IttMe IKM:; uses to Pa 
Conf^ura^ Acce^ Meehanbm #1.The (XJNFAiaD iand CONPpATA Reg^simiu^of^aBces^le 
wh«iPCAMS“»1.' ‘ 


3J J CONFDATA^<*<X>NFIGyRA^^^ DATA RiGIfTER 

OQFOh 

DeMt Value: OOh 

Aocm: Read/Wrtte 

Sfeet' ’ 32yts 


CXNNFDATA Is a 32 bit read/write wimlow In^ conjuration ^ace. The portion of configuration jaoe that Is 
relimnoed% OONFDATA Is determined the contents of OONFADD. 


Bit 

Dasafptlon 

31:0 

O^FIGURATiON DATA WINPOW (CDWH^/W: When using Gonfiguradon Access Mechanism 
# 1 1f bit 31 of OONFADD Is t any I/O reference diat falls in the CONFDATA I/O s^ce will be 
mapped to con juration space using the contents of (X>HFADD. 
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3.2 PCI Configuration Space Mapped Registers 

The PCI Bus defines a slot based “configuration space” that allows each device to contain up to 256 8-bit 
configuration registers. The PCI specification defines two bus cycles to access the PCI configuration space — 
Configuration Read and Configuration Write. While memory and I/O spaces are supported by the Pentium 
processor, configuration space is not supported. For PCI configuration space access, the PCMC translates the 
Pentium processor I/O cycles into PCI configuration cycles. Table 1 shows the PCMC configuration space. 


Table 1. PCMC Configuration Space 


Address 

Offset 

Register 

Symbol 

Register Name 

Access 

00-01 h 

VID 

Vendor Identification 

RO 

02-03h 

DID 

Device Identification 

RO 

04-05h 

PCICMD 

Command Register 

R/W 

06-07h 

PCISTS 

Status Register 

RO, R/WC 

08h 

RID 

Revision Iden^ioatlon 

RO 

09h 

RLPI 

Register-Level Programming Interface 

RO 

OAh 

SCCD 

Sub-Class Code 

RO 

OBh 


Base Class Code 

RO 

OCh 

— 

Reserved 

— 

ODh 

MLT 

— 

Master Latency Timer 

R/W 

OEh 

— 

Reserved 

— 

OFh 

BIST 

BIST Register 

RO 


— 

Reserved 

— 


HCS 

Host CPU Seiec^on 

R/W 

51 h 

DFC 

Deturbo Frequency Control 

R/W 

52h 

SCX) 

Secondary Cadte Control 

R/W 

53b 

H8C 

Host Read/ Write Buff er Control 

R/W 

54h 

PBC 

PCI Read/Write Buffer Control 

R/W 

55h 

, — 

Reserved 


56h 

— 

Reserved 

— 

57b 

DRAMC 

DRAM Corvtroi 

R/W 

5Bb 

ORAMT 

DRAM Timing 

R/W 

59-5Fh 

PAM [6:0] 

Programmable Attribute Map (7 Registers) 

R/W 

60-65h 

DRB[5:0] 

DRAM Row Boundary (6 Registers) 

R/W 

S6-6Th 


DRAM Row Boundary g: Regl^ers) 

R/W 

68-6Bh 

DRBE 

DRAM Row Boundary Extension 

R/W 

6C-6Fh 

— 

Reserved 

— 

70h 

ERRCMD 

Error Command 

R/W 
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Table 1. PCMC Configuration Space (Continued) 


Address 

Offset 

Register 

Symbol 

Register Name 

Access 


ERRSTS 

Error Stasis 

R/WO 

72h 

SMRS 

SMRAM Space Control 

R/W 

73-77h 


Reserved 


78-79h 

MSG 

Memory Space Gap 

R/W 

7A-7B 


Reserved 

— 

7C-7Fh 

FBR 

Frame Buffer Range 

R/W 

80-FFh 

— 

Reserved 

— 


NOTE: 

Shaded rows indicate register differences between the 82434LX and 82434NX devices. For non-shaded rows, the registers 
are the same for the two devices. 


3.2.1 CONFIGURATION SPACE ACCESS MECHANiSM 

The 82434LX supports Configuration Space Access Mechanism #2 and the 82434NX supports both configu- 
ration space access mechanisms #1 and #2. The mechanism is selected via the PCAMS bit in the PMC 
Register. The bus cycles used to access PCMC Internal configuration registers are described in Section 7.0, 
PCI Interface. 


3.2. 1.1 Access Mechanism #1: 

For oonflguratior^ mmm meohanism #1» the 82434NX PCMC uses the OONFADD and OONFDAT^i R^ls~ 
tarn. Note that while ttie CONFADD and PMC Regster addre^ spaces overlap, the (50NFADD Register is 
relerent^d only by a Dword read or write to 0F8h. This allows the PMC Begster to be accessed by a byte 
write to CFSh, even when using conUguration access mechanism #1 

To referem^e a oon^guratlon register with access mectianism #1, a 0wc«rd I/O loads the CONFADD 
Register a 32*blt value that specifies the l^i Bus, ^e device m that bus, the function wlWn the device, 
and a epedfio coeflguratlon register of the device funoto belr^ m(mm4 (Figure 4). Bit 3t of the OONFADD 
Rubier must be 1 to enable a configuratloh cycle. CONFDATA dien b^mes a four byte window of conflgu- 
mtion ^ce specific by the contents of the CONFADD Register. A read or write to CONFDATA results In the 
PCMC b^ansladhg CX>NFADD Into a PCI configurabon cycle. 

TyptOAocei^ 

if the BilSNUM field is O, a Type 0 configumtion c^cie is perfcroed on the Ki Bm CONFAOD{10;2} ^e 
m^i^ped directly to AD[l0;2i The DEVNUM field Is decoded onto AD[31:17] and AD[1S:1 1] (for acoeeses to 
dewoe 1, ADIT Is asserted; for accesses to deyl<^ #2, ADIS Is asserted; etc,), The PCMC Is Dwbe #0 and 
does not pass its cpriligumtlon cycles to the W Bus.. Thus, ADti Is never asserted. For accesses to de>4ce 
1 S, AD3i is asserted, etc. this mapping allows die same Device Numb^ to acdvate the same AD line in either 
c^figuratlon access mechanism. All other AD lines are 0. , 
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Figure 4. Mechanism # 1 Type 0 Configuration Address to PCI Address Mapping 


Type 1 Access 


If the BUSNUM field of the CONFADD Register is non-zero, a Type 1 configuration cycle Is performed on the 
PCI Bus. CONFADD[23:2] are mapped directly to AD[23:2] (Figure 5). AD[1:0] are driven to 01 to indicate a 
Type 1 Configuration cycle. All other lines are driven to 0. 



Figure 5. Mechanism # 1 Type 1 Configuration Address to PCI Address Mapping 


3.2. 1.2 Access Mechanism #2 

The 82434LX/82434NX PCMC uses the CSE and Forward Registers for configuration access mechanism #2. 
When PCI configuration space is enabled via the CSE Register, the PCMC maps PCI configuration space into 
4-KBytes of CPU I/O space. Each PCI device has Its own 256-Byte configuration space. When configuration 
space Is enabled, CPU accesses to I/O locations CXXXh are translated into configuration space accesses. In 
this mode, the PCMC translates all I/O cycles in the CIOOh-CFFFh range into configuration cycles on the PCI 
Bus. I/O accesses within the COOOh-COFFh range are intercepted by the PCMC and are directed to the 
PCMC internal configuration registers. These cycles are not forwarded to the PCI Bus. 

When configuration space access is disabled, CPU accesses to I/O locations CXXXh are forwarded to the PCI 
Bus I/O space. CPU cycles to I/O locations other than CXXXh are unaffected by whether the configuration 
mode is enabled or disabled. These cycles are always treated as ordinary I/O cycles by the PCMC. 
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Type 0 Access 

If the Forward Register contains OOh a Type 0 configuration access is generated on the PCI Bus (Figure 6). For 
type 0 configuration cycles, AD[1:0] = 00. Host CPU address bits A[7:2] are not translated and become 
AD [7:2] on the PCI Bus. AD [7:2] select one of the 256 8-bit I/O locations In the PCI configuration space. The 
FUNCTION NUMBER field from the CSE Register (CSE[3:1]) Is driven on AD[10:8]. Host CPU address bits 
A[11:8] are mapped to an IDSEL input for each of the 16 possible PCI devices. The IDSEL input for each PCI 
device must be hard-wired to one of the AD[31:16] signals on the PCI Bus. ADI 6 Is reserved for the PCMC. 
When CPU address A[1 1 :8] = Fh, PCI address bits A31 = 1 and A[30:16] = OOh. Other devices on the PCI Bus 
should not use ADI 6. Note that when A[1 1:8] =0h, an access to the PCMC internal registers occurs and the 
cycle is not forwarded to the PCI Bus. 


15 12 11 8 7 2 


CPUAddraM 
A[15:2], BE[7:0I« 

Device 

Number 

Reg. 

Index 



y*' 


PCIAddres* Only One 1 0 

AD[31:0] 

Function 

Number 

Reg. 

Index 

00 

31 16 15 11 10 8 7 2 1 0 

290479-7 


Figure 6. Mechanism #2 Type 0 Host-to-PCI Address Mapping 
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Type 1 Access 

If the Forward Register is non-zero a Type 1 configuration access Is generated on PCI. For type 1 configuration 
cycles, AD[1:0] = 01. AD[10:2] are generated the same as for the type 0 configuration cycle. Host CPU 
address bits A[1 1:8] contain the specific device number and are mapped to AD[14:1 1]. AD[23:16] contain the 
Bus Number of the PCI Bus that Is to be accessed and corresponds to the Forward Address Register bits 
[7:01. 

During a Type 1 configuration access AD[1:0] = 01 (Figure 7). The Register Index and Function Number are 
mapped to the AD lines the same way In Type 1 configuration access as In a Type 0 configuration access. 
CPU address bits A[1 1:8] are mapped directly to PCI lines AD[14:11] as the Device Number. The contents of 
the Forward Register are mapped to AD [23: 16] to form the Bus Number. 


15 12 11 87 2 


CPU Address 
A[15:2], BE(7:0]# 

1 100 

Bus 

Number 

Reg. 

Index 


/ 

/ 

/ 

/ 

/ 

/ 

/ 

/ j 


PCi Address q Bus q 

AO[31 :0] Number 

Device 

Number 

Function 

Number 

Reg. 

Index 

ZD 


31 24 23 16 15 14 11 10 8 7 2 1 0 

290479-8 

Figure 7. Mechanism #2 Type 1 Host-to-PCI Address Mapping 
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3.2.2 VID— VENDOR IDENTIFICATION REGISTER 

Address Offset: 00-01 h 

Default Value: 8086h 

Attribute: Read Only 

Size: 16 bits 


The VID Register contains the vendor identification number. This 16-bit register combined with the Device 
Identification Register uniquely identify any PCI device. Writes to this register have no effect. 


Bits 

Description 

15:0 

VENDOR IDENTIFICATION NUMBER: This is a 16-bit value assigned to Intel. 


3.2.3 DID— DEVICE IDENTIFICATION REGISTER 

Address Offset: 02-03h 

Default Value: 04A3h 

Attribute: Read Only 

Size: 16 bits 


This 16-bit register combined with the Vendor Identification Register uniquely identifies any PCI device. Writes 
to this register have no effect. 


Bits 

Description 

15:0 

DEVICE IDENTIFICATION NUMBER: This Is a 16 bit value assigned to the PCMC. 
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3.2.4 PCICMD— PCI COMMAND REGISTER 

Address Offset: 04-05h 

Default: 06h 

Attribute: Read/Write 

Size: 1 6 bits 


This 16-bit register provides basic control over the PCMC’s ability to respond to PCI cycles. The PCICMD 
Register enables and disables the SERR# signal, the parity error signal (PERR#), PCMC response to PCI 
special cycles, and enables and disables PCI master accesses to main memory. 


Bits 

Description 

15:9 

RESERVED 

8 

SERR# ENABLE (SERRE): SERRE enables/disables the SERR# signal. When SERRE = 1 and 
PERRE = 1 , SERR # is asserted if the PCMC detects a PCI Bus address/data parity error, or main 
memory (DRAM) or cache parity error, and the corresponding errors are enabled in the Error- 
Command Register. When SERRE = 1 and bit 7 in the Error Command Register is set to 1 , the PCMC 
asserts SERR# when It detects a target abort on a PCMC-initiated PCI cycle. When SERRE = 0, 
SERR # Is never asserted. 

7 

RESERVED 

6 

PARITY ERROR ENABLE (PERRE): PERRE controls the PCMC’s response to PCI parity errors. This 
bit is a master enable for bit 3 of the ERRCMD Register. PERRE works in conjunction with the 
SERRE bit to enable SERR# assertion when the PCMC detects a PCI bus parity error, or a main 
memory or cache parity error. 

5:3 

RESERVED 

2 

BUS MASTER ENABLE (BME): The PCMC does not support disabling of its bus master capability on 
the PCI Bus. This bit is always set to 1 , permitting the PCMC to function as a PCI Bus master. Writes 
to this bit position have no affect. 

1 

MEMORY ACCESS ENABLE (MAE): This bit enables/disables PCI master access to main memory 
(DRAM). When MAE = 1 , the PCMC permits PCI masters to access main memory if the MEMCS# 
signal is asserted. When MAE = 0, the PCMC does not respond to PCI master main memory 
accesses (MEMCS# asserted). 

0 

I/O ACCESS ENABLE (lOAE): The PCMC does not respond to PCI I/O cycles, hence this command 
is not supported. PCI master access to I/O space on the Host Bus Is always disabled. 
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3.2.5 PCISTS— PCI STATUS REGISTER 

Address Offset: 06-07h 

Default Value: 40h 

Attribute: Read Only, Read/Write Clear 

Size: 1 6 bits 


PCISTS is a 16-blt status register that reports the occurrence of a PCI master abort, PCI target abort, and 
DRAM or cache parity error. PCISTS also indicates the DEVSEL# timing that has been set by the PCMC 
hardware. Blts[15:12] are read/write clear and bits[10:9] are read only. 


Bits 

Attribute 

Description 

15 


RESERVED 

14 

R/WC 

SIGNALED SYSTEM ERROR (SSE): When the PCMC asserts the SERB# signal, this bit 
is also set to 1 . Software sets SSE to 0 by writing a 1 to this bit. 

13 

R/WC 

RECEIVED MASTER ABORT STATUS (RMAS): When the PCMC terminates a Host-to- 
PCI transaction (PCMC is a PCI master), which is not a special cycle, with a master abort, 
this bit is set to 1 . Software resets this bit to 0 by writing a 1 to It. 

12 

R/WC 

RECEIVED TARGET ABORT STATUS (RTAS): When a PCMC-lnitlated PCI transaction 
is terminated with a target abort, RTAS is set to 1. The PCMC also asserts SERR# If the 
SERR# Target Abort bit In the ERRCMD Register is 1 . Software resets RTAS to 0 by 
writing a 1 to It. 

11 


RESERVED 

10:9 

RO 

DEVSEL# TIMING (DEVT): This 2-blt field indicates the timing of the DEVSEL# signal 
when the PCMC responds as a target. The PCI specification defines three allowable 
timings for assertion of DEVSEL#: 00 = fast, 01 = medium, and 10 = slow (DEVT = 1 1 is 
reserved). DEVT indicates the slowest time that a device asserts DEVSEL# for any bus 
command, except configuration read and write cycles. Note that these two bits determine 
the slowest time that the PCMC asserts DEVSEL#. However, the PCMC can also assert 
DEVSEL# in medium time. 

The PCMC asserts DEVSEL# In response to sampling MEMCS# asserted. The PCMC 
samples MEMCS# one and two clocks after FRAME# is asserted. If MEMCS# is 
asserted one PCI clock after FRAME# is asserted, then the PCMC responds with 
DEVSEL# in slow time. 

8 

R/WC 

DATA PARITY DETECTED (DPD): This bit is set to 1 when all of the following conditions 
are met: 1). The PCMC asserted PERR# or sampled PERR# asserted. 2). The PCMC 
was the bus master for the operation in which the error occurred. 3). The PERRE bit in 
the Command Register Is set to 1 . Software resets DPD to 0 by writing a 1 to it. 

7:0 


RESERVED 
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3.2.6 RID— REVISION IDENTIFICATION REGISTER 


Address Offset: 
Default Value: 


Attribute: 

Size: 


08h 

03h for A-3 Stepping (82434LX) 
01 h for A-1 Stepping (82434LX) 
lOh for A-0 Stuping {B2434NX) 
11h for A-1 Stepping (82434NX) 
Read Only 
8 bits 


This register contains the revision number of the PCMC. These bits are read only and writes to this register 
have no effect. For the A-2 Stepping of the 82434LX, this value Is 03h. 

For the A-1 Stepping of the 82434NX» this value is 1 th. 


Bits 

Description 

7:0 

REVISION IDENTIFICATION NUMBER: This is an 8-bit value that indicates the revision Identification 
number for the PCMC. 


3.2.7 RLPI— REGISTER-LEVEL PROGRAMMING INTERFACE REGISTER 

Address Offset: 09h 

Default Value: OOh 

Attribute: Read Only 

Size: 8 bits 


This register defines the PCMC as having no defined register-level programming interface. 


Bits 

Description 

7:0 

REGISTER-LEVEL PROGRAMMING INTERFACE (RLPI): The value of OOh defines the PCMC as 
having no defined register-level programming interface. 


3.2.8 SUBC— SUB-CLASS CODE REGISTER 

Address Offset: OAh 

Default Value: OOh 

Attribute: Read Only 

Size: 8 bits 


This register defines the PCMC as a host bridge. 


Bits 

Description 

7:0 

SUB-CLASS CODE (SCCD): The value of this register is OOh defining the PCMC as host bridge. 
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3.2.9 BASEC— BASE CLASS CODE REGISTER 

Address Offset: OBh 

Default Value: 06h 

Attribute: Read Only 

Size: 8 bits 


This register defines the PCMC as a bridge device, 


Bits 

Description 

7:0 

BASE CLASS CODE (BCCD): The value in this register is 06h defining the PCMC as bridge device. 


3.2.10 MLT— MASTER LATENCY TIMER REGISTER 

Address Offset: ODh 

Default Value: 20h 

Attribute: Read/Write 

Size: 8 bits 

MLT is an 8-bit register that controls the amount of time the PCMC, as a bus master, can burst data on the PCI 
Bus. MLT is used when the PCMC becomes the PCI Bus master and is cleared and suspended when the 
PCMC is not asserting FRAME#. When the PCMC asserts FRAME#, the counter is enabled and begins 
counting. If the PCMC finishes Its transaction before the count expires, the MLT count is ignored. If the count 
expires before the transaction completes, the PCMC initiates a transaction termination as soon as its GNT# is 
removed. The number of clocks programmed In the MLT represents the guaranteed time slice (measured in 
PCI clocks) allotted to the PCMC, after which it must surrender the bus as soon as its GNT# is taken away. 
The number of clocks in the Master Latency Timer Is the count value field multiplied by 1 6. 


Bits 

Description 

7:4 

MASTER LATENCY TIMER COUNT VALUE: If GNT# is negated after the burst cycle is initiated, the 
PCMC limits the duration of the burst cycle to the number of PCI Bus clocks specified by this field 
multiplied by 16. 

3:0 

RESERVED 


3.2.11 BIST— BIST REGISTER 

Address Offset: OFh 

Default Value: Oh 

Attribute: Read Only 

Size: 8 bits 


The BIST function is not supported by the PCMC. Writes to this register have no affect. 


Bits 

Attribute 

Description 

7 

RO 

BIST SUPPORTED: This read only bit Is always set to 0, disabling the BIST function. 
Writes to this bit position have no affect. 

6 

RW 

START BIST: This function is not supported and writes have no affect. 

5:4 


RESERVED 

3:0 

RO 

COMPLETION CODE: This read only field always returns 0 when read and writes have 
no affect. 
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3.2.12 HCS— HOST CPU SELECTION REGISTER 

Address Offset: 50h 

Default Value: 82h (82434LX) 

A2h {83434NX) 

Access: Read/Write, Read Only 

Size: 8 bits 


The HCS Register is used to specify the Host CPU type and speed. This 8-bit register is also used to enable 
and disable the first level cache. 


Bits 

Access 

Description 

7:5 

RO 

HOST CPU TYPE (HCT): This field defines the Host CPU type. 

82434LX 

These bits are hardwired to 1 00 which selects the Pentium processor. All other 
combinations are reserved. 

$24$4NX 

in the S2434NX, these bits are reserved. Reads and writes to these bits have no effect. 

4:3 


RESERVED 

2 

R/W 

FIRST LEVEL CACHE ENABLE (FLCE): FLCE enables and disables the first level cache. 
When FLCE = 1 , the PCMC responds to CPU cycles with KEN # asserted for cacheable 
memory cycles. When FLCE = 0, KEN# is always negated. This prevents new cache line 
fills to either the first level or second level caches. 

1:0 

R/W 

HOST OPERATING FREQUENCY (HOF): The DRAM refresh rate is adjusted according to 
the frequency selected by this field. For the 82434LX, only bit 0 is used and bit 1 is 
reserved. 

82434LX 

Bit 1 is reserved. If bit 0 Is 1 , the 82434LX supports a 66 MHz CPU. If bit 0 is 0, the 
82434LX supports a 60 MHz CPU. 

82434NX 

These bits select the Host GPU frequency supported as follows: 

BItsh :0] Host CPU Frequency 

00 Reserved 

01 50 MHz 

10 60 MHz 

11 66 MHz 
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3.2.13 DFC— DETURBO FREQUENCY CONTROL REGISTER 

Address Offset: 51 h 

Default Value: 80h 

Attribute: Read/Write 

Size: 8 bits 

Some software packages rely on the operating speed of the processor to time certain system events. To 
maintain backward compatibility with these software packages, the PCMC provides a mechanism to emulate a 
slower operating speed. This emulation is achieved with the PCMC’s deturbo mode. The deturbo mode is 
enabled and disabled via the DM bit in the Turbo-Reset Control Register. When the deturbo mode is enabled, 
the PCMC periodically asserts AHOLD to slow down the effective speed of the CPU. The duty cycle of the 
AHOLD active period is controlled by the DFC Register. 


Bits 

Description 

7:6 

DETURBO MODE FREQUENCY ADJUSTMENT VALUE: This 8-bit value effectively defines the duty 
cycle of the AHOLD signal. DFC[7:6] are programmable and DFC[5:0] are 0. The value programmed 
into this register is compared against a free running 8-bit counter running at Vs the CPU clock. When 
the counter is greater than the value specified in this register, AHOLD is asserted. AHOLD is negated 
when the counter value is equal to or smaller than the contents of this register. AHOLD is negated 
when the counter rolls over to OOh. The deturbo emulation speed is directly proportional to the value 
in this register. Smaller values in this register yield slower deturbo emulation speed. The value of OOh 
is reserved. 

5:0 

RESERVED 


3.2.14 see— SECONDARY CACHE CONTROL REGISTER 


Address Offset: 
Default Value: 


Attribute: 

Size: 


52h 

SSS01R10 (82434LX) 
SSS01010 (824S4NX) 
(S = Strapping option) 
Read /Write 
8 bits 


This 8-bit register defines the secondary cache operations. The SCC Register enables and disables the 
second level cache, adjusts cache size, selects the cache write policy, and defines the cache SRAM type. 
After hard reset, SCC[7:5] contain the opposite of the signal levels sampled on the Host address lines 
A[31:29]. 


Bits 

Description 

7:6 

SECONDARY CACHE SiZE (SCS): This field defines the size of the second level cache. The values 
sampled on the A [31 :30] lines at the rising edge of the PWROK signal are inverted and stored In this 


field. 



Bits[7:6] 

Secondary Cache Size 


00 

Cache not populated 


01 

Reserved 


10 

256-KBytes 


11 

512-KBytes 
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Bits 

Description 

5 

SRAM TYPE (SRAMT): This bit selects between standard SRAMs or burst SRAMS to implement the 
second level cache. When SRAMT = 0, standard SRAMs are selected. When SRAMT = 1, burst 
SRAMs are selected. This bit reflects the signal level on the A29 pin at the rising edge of the PWROK 
signal. This value can be overwritten with subsequent writes to the SCC Register. 

4 

82434LX: SECONDARY CACHE ALLOCATION (SCA): SCA controls when the PCMC performs line 
fills in the second level cache. When SCA Is set to 0, only CPU reads of cacheable main memory with 
CACHE# asserted are cached In the second level cache. When SCA is set to 1 , all CPU reads of 
cacheable main memory are cached in the second level cache. 

3 

CACHE BYTE CONTROL (CBC): When programmed for asynchronous SRAMs, this bit defines 
whether the cache uses individual write enables per byte or has a single write enable and byte select 
lines per byte. When CBC is set to 1 , write enable control is used. When CBC is set to 0, byte select 
control Is used. 

2 

82434LX: RESERVED 

82434NX: SRAM CONNECTIVITY (SRAMC^ This bit enables different connectivities for the second 
level cache. When SRAMC 1$ set to 0, the second level cache 1$ in 82434LX compatible mode and all 
connections between the PCMC and second level cache SRAMs are the same as the 82434LX, 

When asynchronous SRAMs are used, setbng this bit to t enables the OCSIi :0] # functionality. 
COSEl :0] # are used with asynchronous SRAMs to de-select the SRAMs, placing them in a low 
power standby mode. When the CPU runs a h^t or stop grant special cycle, the S2434NX negates 
OOS[t ;0] #, placing the second level cache in a power saving mode. The PCMC then asserts 
CCSft :0] # (activating the SRAMs) when the CPU asserts ADS#* When using burst SRAMs, setting 
this bit to 1 enabies the CCSI # functionality and Indicates to the PCMC that no external address 
latch is present 

1 

82434LX: SECONDARY CACHE WRITE POLICY (SCWP): SCWP selects between write back and 
write-through cache policies for the second level cache. When SCWP = 0 and the second level cache 
is enabled (bit 0 = 1), the second level cache is configured for write-through mode. When SCWP = 1 
and the second level cache Is enabled (bit 0 = 1), the second level cache Is configured for write-back 
mode. 

82434NX: RESERVED: Secondary cache write-through mode is not supported. The secondary cache 
Is always in write-baok mode and this bit has no affect. SCWP can be set to 0, however, the 82434NX 
will still operate the secondary cache in write-back mode. 

0 

SECONDARY CACHE ENABLE (SCE): SCE enables and disables the secondary cache. When 
SCE = 1 , the secondary cache is enabled. When SCE = 0, the secondary cache is disabled. When the 
secondary cache is disabled, the PCMC forwards all main memory cycles to the DRAM interface. 
Note that setting this bit to 0 does not affect existing valid cache lines. If a cache line contains 
modified data, the data is not written back to memory. Valid lines In the cache remain valid. When the 
secondary cache is disabled, the CWE[7:0] # lines remain negated. COE[1 :0] # may still toggle. 

When system software disables secondary caching through this register during run-time, the software 
should first flush the second level cache. This process is accomplished by first disabling first level 
caching via the PCE bit in the HCS Register. This prevents the KEN# signal from being asserted, 
which disables any further line fills. At this point, software executes the WBINVD instruction to flush 
the caches. When the instruction completes, bit 0 of this register can be reset to 0, disabling the 
secondary cache. The first level cache can then be enabled by writing the PCE bit in the HCS 
Register. 
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3.2.15 HBC— HOST READ/WRITE BUFFER CONTROL 

Address Offset: 53h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 

The HBC Register enables and disables Host-to-main memory and Host-to-PCI posting of write cycles. When 
posting is enabled, the write buffers in the LBX devices post the data that is destined for either main memory 
or PCI. This register also permits a CPU-to-main memory read cycle to be performed before any pending 
posted write data is written to memory. 



Description 

m 

RESERVED 

3 

READ-AROUND-WRITE ENABLE (RAWCM): If enabled, the PCMC, during a CPU read cycle to 
memory where posted write cycles are pending, Internally snoops the write buffers. If the address of 
the read differs from the posted write addresses, the PCMC Initiates the memory read cycle ahead of 
the pending posted memory write. When RAWCM = 0, the pending posted write is written to memory 
before the memory read Is performed. When RAWCM = 1 , the PCMC Initiates the memory read ahead 
of the pending posted memory writes. 

2 

RESERVED 

1 

HOST-TO-PCI POSTING ENABLE (HPPE): This bit enables/disables the posting of Host-to-PCI 
write data In the LBX posting buffers. When HPPE = 1 , up to 4 Dwords of data can be posted to PCI. 
HPPE = 0 is reserved. Buffering Is disabled and each CPU write does not complete until the PCI 
transaction completes (TRDY# is asserted). 

0 

82434LX: HOST-TO-MEMORY POSTING ENABLE (HMPE): This bit enables/disables the posting of 
Host-to-main memory write data In the LBX buffers. When HMPE = 1 , the CPU can post a single write 
or a burst write (4 Qwords). The CPU burst write completes at 4-1 -1-1 when the second level cache is 
in write-back mode and at 3-1 -1-1 when the second level cache is either disabled or in write-through 
mode. When HMPE = 0, Host-to-main memory posting Is disabled and the CPU write cycles do not 
complete until the data is written to memory. 

82434NX:.RESERVED: For the 82434NX» postingle always enabled and this bit has no affect The 
CPU can post a single write or burst write (4 Qwords). HMPE can be set to 0, however, the 82434NX 
will still allow posting of CPU-to-main memory writes. 


2-618 









82434LX/82434NX 

® 


3.2.16 PBC— PCI READ/WRITE BUFFER CONTROL REGISTER 

Address Offset: 54h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 


The PBC Register enables and disables PCI-to-main memory write posting and permits single CPU-to-PCI 
writes to be assembled into PCI burst cycles. 


Bits 

Description 

7:3 

RESERVED 

2 

LBXs CONNECTED TO TRDY#: The TRDY # pin on the LBXs can be connected either to the PCI 
TRDY# signal or to ground. The cycle time for CPU-to-PCI writes is improved if TRDY# is connected 
to the LBXs. Since there are two LBXs used in a system, connecting this signal to the LBXs increases 
the electrical loading of TRDY# by two loads. When the LBXs are externally hard-wired to TRDY#, 
this bit should be set to 1 . Note that this should be done prior to the first Host-to-PCI write or data 
corruption will occur. Setting this bit to 1 enables the capability of CPU-to-PCI writes at 2-1 -1-1 . . . 
(PCI clocks). When this bit Is 0, the LBXs are not connected to TRDY# and CPU-to-PCI writes are 
completed at 2-2-2-2 . . . timing. 

1 

PCI BURST WRITE ENABLE (PBWE): This bit enables and disables PCI Burst memory write cycles 
for back-to-back sequential CPU memory write cycles to PCI. When PBWE Is set to 1, PCI burst 
writes are enabled. When PBWE Is reset to 0, PCI burst writes are disabled and each single CPU write 
to PCI invokes a single PCI write cycle (each cycle has an associated FRAME# sequence). 

0 

PCI-TO-MEMORY POSTING ENABLE (PMPE): This bit enables and disables posting of PCI-to- 
memory write cycles. The posting occurs in a pair of four Dword-deep buffers in the LBXs. When 
PMPE is set to 1 , these buffers are used to post PCI-to-main memory write data. When PMPE is reset 
to 0, PCI write transactions to main memory are limited to single transfers. The PCMC asserts 
STOP# with the first TRDY# to disconnect the PCI Master. 
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3.2.17 DRAMC— DRAM CONTROL REGISTER 

Address Offset: 57h 

Default Value: 31 h 

Attribute: Read/Write 

Size: 8 bits 


This 8-bit register controls main memory DRAM operating modes and features. 


Bits 

Description 

7:6 

82434LX: RESERVED 

824$4NX: DRAM BURST TIMING (DBT): The DRAM Interface can be configured for 3 different burst 
Umihga, The <^S# pulse v^th lor X*3-3-3 timing Is one clock shorter than the CAS# pulse width for 
X-4*44 timing* 

Blts(7:8| Burst Timing 

0 0 X4*44 Read/Wflte timing (default) 

01 X-44-4 Read, X-3-3-3 Write timing 

1 0 Reserved 

1 1 X-3-3-3 Bead/Wfite timing 

5 

PARITY ERROR MASK (PERRM): When PERRM = 1 , parity errors generated during DRAM read 
cycles initiated by either the CPU request or a PCI Master are masked. This bit affects bits 0 and 1 of 
the Error Command Register and the ability of the PCMC to respond to PCHK# and assert SERR# 
when a DRAM parity error occurs. When PERRM is reset to 0, parity errors are not masked. 

4 

0-ACTIVE RAS# MODE: This bit determines if the DRAM page for a particular row remains open (I.e. 
RAS# remains asserted after a DRAM cycle) enabling the possibility that the next DRAM access may 
be either a page hit, a page miss, or a row miss. The DRAM interface is then in 1 -active RAS# mode. 
If this bit is reset to 0, RAS# remains asserted after a DRAM cycle. If this bit is set to 1 , RAS# is 
negated after every DRAM cycle, resulting In a row miss for every DRAM cycle. The DRAM interface 
is then In 0-active RAS# mode. 

3 

SMRAM ENABLE (SMRE): When SMRE = 1 , CPU accesses to SMM space are qualified with the 
SMIACT # pin of the CPU. The location of this space is determined by the SBS field of the SMRAM 
Register. Read and write cycles to SMM space function normally if SMIACT # Is asserted. If 
SMIACT # is negated when accessing this space, the cycle Is forwarded to PCI. When SMRE = 0, 
accesses to SMM space are treated normally and SMIACT # has no effect. SMRE must be set to 1 to 
enable the use of the SMRAM Register at configuration space offset 72h. 

2 

BURST OF FOUR REFRESH (BFR): When BFR is set to 1 , refreshes are performed in sets of four, at 
a frequency % of the normal refresh rate. The PCMC defers refreshes to idle times. If possible. When 
BFR is reset to 0, single refreshes occur at 1 5.6 jms refresh rate. 

1 

82434LX: REFRESH TYPE (RT): When RT= 1, the PCMC uses CAS#-before-RAS# timing to 
refresh the DRAM array. For this refresh type, the PCMC does not supply refresh addresses. When 
RT = 0, RAS# Only refresh is used and the PCMC drives refresh addresses on the MA[10:0] lines. 

RAS# only refresh can be used with any type of second level cache configuration (i.e., no second 
level cache is present, or either a burst SRAM or standard SRAM second level cache is 
implemented). CAS#-before-RAS# refresh should not be used when a standard SRAM second level 
cache Is Implemented. 

82434NX: REFRESH TYPE (RT): In addition to above, when RT“*0, RAS# only refresh Is used and 
gie PCMC drives refresh addresses on the MA[11:0] lines. Also, CAS#*before*RAS# refre#i can be 
used vdth a standrad SRAM second level cache. 

0 

REFRESH ENABLE (RE): When RE is set to 1 , the main memory array is refreshed as configured via 
bits 1 and 2 of this register. When RE is reset to 0, DRAM refresh Is disabled. Note that disabling 
refresh results in the loss of DRAM data. 
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3.2.18 DRAMT—DRAM TIMING REGISTER 

Address Offset: 58h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 

For the 82434LX, this register controls the leadoff latency for CPU DRAM accesses. 


For the 82434NX, this register provides additional contii^l over DRAM timings. One additional wa^-state can 
be independently added before the assertion of RAS#* the assertion of the first CAS#, or both. Titis Is to 
allow more flexibility in the layout of the motherboard and in the selection of DRAM speed grades. 


Bits 

Description 

7:2 

RESERVED 

1 

82434LX: RESERVED 

824S4NX: RAS# WAIT-STATE (RWS): When RWS»» t, one additional wait state m be inserted 
before RAS# is asserted for row misses or page misses in 1 -Active RAS mode and all cycles in 
0-Active RAS mode. TOs prtMm additional MA[1 1 :0J setup time to RAS# assertion. 

0 

CAS# WAIT-STATE (CWS): When CWS = 1 , one additional wait state will be inserted before the first 
assertion of CAS# within a burst cycle. There is no additional delay between CAS# assertions. This 
provides additional MA[1 1 :0] setup time to CAS# assertion. The CWS bit is typically reset to 0 for 
60 MHz operation and set to 1 for 66 MHz operation. 



3.2.19 PAM— PROGRAMMABLE ATTRIBUTE MAP REGISTERS (PAM[6:0]) 

Address Offset: 59-5Fh 

Default Value: PAM0 = 0Fh, PAM[1:6] = 00h 

Attribute: Read/Write 

The PCMC allows programmable memory and cacheability attributes on 1 4 memory segments of various sizes 
in the 512 KByte- 1 MByte address range. Seven Programmable Attribute Map (PAM) Registers are used to 
support these features. Three bits are used to specify cacheability and memory attributes for each memory 
segment. These attributes are: 

RE: Read Enable. When RE = 1 , the CPU read accesses to the corresponding memory segment are direct- 

ed to main memory. Conversely, when RE = 0, the CPU read accesses are directed to PCI. 

WE: Write Enable. When WE = 1 , the CPU write accesses to the corresponding memory segment are 

directed to main memory. Conversely, when WE = 0, the CPU write accesses are directed to PCI. 

CE: Cache Enable. When CE = 1 , the corresponding memory segment is cacheable. CE must not be set to 

1 when RE is reset to 0 for any particular memory segment. When CE = 1 and WE = 0, the correspond- 
ing memory segment is cached in the first and second level caches only on CPU coded read cycles. 

The RE and WE attributes permit a memory segment to be Read Only, Write Only, Read/Write, or disabled. 
For example. If a memory segment has RE = 1 and WE = 0, the segment is Read Only. The characteristics for 
memory segments with these read/write attributes are described In Table 2. 
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Table 2. Attribute Definition 


Read/Write 

Attribute 

Definition 

Read Only 

Read cycles: CPU cycles are serviced by the DRAM in a normal manner. 

Write cycles: CPU Initiated write cycles are ignored by the DRAM interface as well as the 
cache. Instead, the cycles are passed to PCI for termination. 

Areas marked as Read Only are cacheable for Code accesses only. These regions may be 
cached In the second level cache, however as noted above, writes are forwarded to PCI, 
effectively write protecting the data. 

Write Only 

Read cycles: All read cycles are ignored by the DRAM interface as well as the second level 
cache. CPU-initiated read cycles are passed onto PCI for termination. The write only state 
can be used while copying the contents of a ROM, accessible on PCI, to main memory for 
shadowing, as in the case of BIOS shadowing. 

Write cycles: CPU write cycles are serviced by the DRAM and cache in a normal manner. 

Read/Write 

This is the normal operating mode of main memory. Both read and write cycles from the CPU 
and PCI are serviced by the DRAM and cache Interface. 

Disabled 

All read and write cycles to this area are ignored by the DRAM and cache interface. These 
cycles are forwarded to PCI for termination. 


Each PAM Register controls two regions, typically 16-KByte in size. Each of these regions have a 4-blt field. 
The four bits that control each region have the same encoding and are defined in Table 3. 


Table 3. Attribute Bit Assignment 


Bits [7,3] 
Reserved 

Bits [6,2] 
Cache Enabie 

Bits [5,1] 
Write Enabie 

Bits [4,0] 
Read Enabie 

Description 

X 

X 

0 

0 

DRAM Disabled, Accesses Directed to PCI 

X 

0 

0 

1 

Read Only, DRAM Write Protected, Non- 
cacheable 

X 

1 

0 

1 

Read Only, DRAM Write Protected, 
Cacheable for Code Accesses Only 

X 

0 

1 

0 

Write Only 

X 

0 

1 

1 

Read/Write, Non-Cacheable 

X 

1 

1 

1 

Read/Write, Cacheable 


NOTE: 

To enable PCI master access to the DRAM address space from COOOOh to FFFFFh the MEMOS# configuration registers of 
the ISA or EISA bridge must be properly configured. These registers must correspond to the PAM Registers in the PCMC. 

As an example, consider a BIOS that is Implemented on the expansion bus. During the initialization process 
the BIOS can be shadowed in main memory to increase the system performance. When a BIOS is shadowed 
In main memory, it should be copied to the same address location. To shadow the BIOS, the attributes for that 
address range should be set to write only. The BIOS is shadowed by first doing a read of that address. This 
read is forwarded to the expansion bus. The CPU then does a write of the same address, which is directed to 
main memory. After the BIOS is shadowed, the attributes for that memory area are set to read only so that all 
writes are forwarded to the expansion bus. 
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Table 4. PAM Registers and Associated Memory Segments 


PAM Reg 

Attribute Bits 

Memory Segment 

Comments 

Offset 

PAM0[3:0l 

PAM0[7:4] 

R 

CE 

WE 

RE 

080000h-09FFFFh 

512K-640K 

59h 

R 

CE 

WE 

RE 

OFOOOOh-OFFFFFh 

BIOS Area 

59h 

PAM1 [3:0] 
PAM1 [7:4] 

R 

CE 

WE 

RE 

0C0000h-0C3FFFh 

ISA Add-on BIOS 

5Ah 

R 

CE 

WE 

RE 

0C4000h-0C7FFFh 

ISA Add-on BIOS 

5Ah 

PAM2[3:0] 

PAM2[7:4] 

R 

CE 

WE 

RE 

0C8000h-0CBFFFh 

ISA Add-on BIOS 

5Bh 

R 

CE 

WE 

RE 

OCCOOOh-OCFFFFh 

ISA Add-on BIOS 

5Bh 

PAM3[3:0] 

PAM3[7:4] 

R 

CE 

WE 

RE 

0D0000h-0D3FFFh 

ISA Add-on BIOS 

5Ch 

R 

CE 

WE 

RE 

0D4000h-0D7FFFh 

ISA Add-on BIOS 

5Ch 

PAM4[3:0] 

PAM4[7:4] 

R 

CE 

WE 

RE 

0D8000h-0DBFFFh 

ISA Add-on BIOS 

5Dh 

R 

CE 

WE 

RE 

ODCOOOh-ODFFFFh 

ISA Add-on BIOS 

5Dh 

PAM5[3:0] 

PAM5[7:4] 

R 

CE 

WE 

RE 

0E0000h-0E3FFFh 

BIOS Extension 

5Eh 

R 

CE 

WE 

RE 

0E4000h-0E7FFFh 

BIOS Extension 

5Eh 

PAM6[3:0] 

PAM6[7:4] 

R 

CE 

WE 

RE 

0E8000h-0EBFFFh 

BIOS Extension 

5Fh 

R 

CE 

WE 

RE 

OECOOOh-OEFFFFh 

BIOS Extension 

5Fh 


DOS Application Area (00000h-9FFFh) 

The 640-KByte DOS application area is split into two regions. The first region is 0-512-KByte and the second 
region is 512-640 KByte. Read, write, and cacheability attributes are always enabled and are not programma- 
ble for the 0-512 KByte region. 

Video Buffer Area (AOOOOh-BFFFFh) 

This 1 28-KByte area is not controlled by attribute bits. CPU-initiated cycles in this region are always forwarded 
to PCI for termination. This area is not cacheable. 

Expansion Area (COOOOh-DFFFFh) 

This 1 28-KByte area is divided Into eight 16-KByte segments. Each segment can be assigned one of four 
Read/Write states: read-only, write-only, read/write, or disabled Memory that Is disabled is not remapped. 
Cacheability status can also be specified for each segment. 

Extended System BIOS Area (EOOOOh-EFFFFh) 

This 64-KByte area is divided into four 16-KByte segments. Each segment can be assigned independent 
cacheability, read, and write attributes. Memory segments that are disabled are not remapped elsewhere. 
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System BIOS Area (FOOOOh-FFFFFh) 

This area is a single 64-KByte segment. This segment can be assigned cacheability, read, and write attributes. 
When disabled, this segment is not remapped. 

Extended Memory Area (lOOOOOh-FFFFFFFFh) 

The extended memory area can be split into several parts: 

• Flash BIOS area from 4 GByte to 4 GByte-512-KByte (aliased on ISA at 16 MBytes-15.5 MBytes) 

• DRAM Memory from 1 MByte to a maximum of 192 MBytes 

• PCI Memory space from the top of DRAM to 4 GByte - 512-KByte 

• Memory Space Gap between the range of 1 MByte up to 15.5 MBytes 

• Frame Buffer Range mapped Into PCI Memory Space or the Memory Space Gap. 

On power-up or reset the CPU vectors to the Flash BIOS area, mapped in the range of 4 GByte to 4 GByte - 
512-KByte. This area is physically mapped on the expansion bus. Since these addresses are In the upper 
4 GByte range, the request is directed to PCI. 

The DRAM memory space can occupy extended memory from a minimum of 2 MBytes up to 192 MBytes. This 
memory is cacheable. 

The address space on PCI between the Flash BIOS (4 GByte to 4 GByte - 512 KByte) and the top of DRAM 
(including any remapped memory) may be occupied by PCI memory. This memory space Is not cacheable. 


3.2.20 DRB— DRAM ROW BOUNDARY REGISTERS 


Address Offset: 

Default Value: 
Attribute: 

Size: 


60-65h (82434LX) 
(82434NX) 
02h 

Read/Write 
8 bits 


Note the address offset for each DRB Register is DRB0 = 60h, DRB1=61h, DRB2 = 62h, DRB3 = 63h, 
DRB4 = 64h, DRB5 = 65h, DRB6 = 66h, and DRB7 = 67h. 


3.2.20.1 82434LX Description 

The PCMC supports 6 rows of DRAM. Each row is 64 bits wide. The DRAM Row Boundary Registers define 
upper and lower addresses for each DRAM row. Contents of these 8-blt registers represent the boundary 
addresses In MBytes. 

DRBO = Total amount of memory in row 0 (in MBytes) 

DRB1 = Total amount of memory in row 0 + row 1 (in MBytes) 

DRB2 = Total amount of memory in row 0 + row 1 + row 2 (in MBytes) 

DRB3 = Total amount of memory In row 0 + row 1 + row 2 + row 3 (In MBytes) 

DRB4 = Total amount of memory In row 0 + row 1 + row 2 + row 3 + row 4 (in MBytes) 

DRB5 = Total amount of memory in row 0 + row 1 + row 2 + row 3 + row 4 + row 5 (in MBytes) 

The DRAM array can be configured with 256K x 36, 1M x 36 and 4M x 36 SIMMs. Each register defines an 
address range that will cause a particular RAS# line to be asserted (e.g. if the first DRAM row Is 2 MBytes in 
size then accesses within the 0 MByte-2 MBytes range will cause RASO# to be asserted). The DRAM Row 
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Boundary (DRB) Registers are programmed with an 8-bit upper address limit value. This upper address limit is 
compared to A[27;20] of the Host address bus, for each row, to dete'-'^ine if DRAM is being targeted. Since 
this value Is 8 bits and the resolution is 1 MByte, the total bits compared span a 256 MByte space. However, 
only 192 MBytes of main memory Is supported. 


Bits 

Description 

7:0 

ROW BOUNDARY ADDRESS IN MBYTES: This 8-bit value is compared against address lines 
A [27:20] to determine the upper address limit of a particular row, i.e. DRB - previous DRB = row 
size. 


Row Boundary Address in MBytes 


These 8-bit values represent the upper address limits of the six rows (i.e., this row - previous row = row size). 
Unpopulated rows have a value equal to the previous row (row size = 0). The value programmed into DRB5 
reflects the maximum amount of DRAM in the system. Memory remapped at the top of DRAM, as a result of 
setting the Memory Space Gap Register, is not reflected in the DRB Registers. The top of memory is always 
determined by the value written into DRB5 added to the memory space gap size (if enabled). 


As an example of a general purpose configuration where 3 physical rows are configured for either single-sided 
or double-sided SIMMs, the memory array would be configured like the one shown in Figure 8. In this configu- 
ration, the PCMC drives two RAS# signals directly to the SIMM rows. If single-sided SIMMs are populated, the 
even RAS# signal is used and the odd RAS# is not connected. If double-sided SIMMs are used, both RAS# 
signals are used. 


RAS7# 

RAS6# 

RAS5# 

RAS4# 


SIMM-7 Back 
SIMM-7 Front 

SIMM-6 Back 
SIMM-6 Front 


SIMM-5 Back 
SIMM-5 Front 

SIMM-4 Back 
SIMM-4 Front 


RAS3# 

SIMM-3 Back 

SIMM-2 Back 

RAS2# ^ 

SIMM-3 Front 

SIMM-2 Front 


RAS1# 

SIMM-1 Back 

SIMM-0 Back 

RASO# 

SIMM-1 Front 

SIMM-0 Front 


n a a a ^ iT 

CAS7# CASS# CASS# CAS1# 

CAS6# CAS4# CAS2# CASO# 


DRB7 

DRB6 


DRB5 

DRB4 


DRB3 

DRB2 


DRB1 

DRBO 


82434NX 

Only 


290479-9 


Figure 8. SIMMs and Corresponding DRB Registers 


The following 2 examples describe how the DRB Registers are programmed for cases of single-sided and 
double-sided SIMMs on a motherboard having a total of 6 SIMM sockets. 
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Example #1 

The memory array is populated with six single-sided 256-KByte x 36 SIMMs. Two SIMMs are required for each 
populated row making each populated row 2 MBytes in size. Filling the array yields 6 MBytes total DRAM. The 
DRB Registers are programmed as follows: 

DRBO = 02h populated 

DRB1 = 02h empty row, not double-sided SIMMs 
DRB2 = 04h populated 

DRB3 = 04h empty row, not double-sided SIMMs 
DRB4 = 06h populated 

DRB5 = 06h empty row, not double-sided SIMMs, maximum memory = 6 MBytes. 

Example #2 

As an another example, if the first four SIMM sockets are populated with 2 MBytes x 36 double-sided SIMMs 
and the last two SIMM sockets are populated with 4 MBytes x 36 single-sided SIMMs then filling the array 
yields 64 MBytes total DRAM. The DRB Registers are programmed aS follows: 

DRBO = 08h populated with 8 MBytes, Va of the double-sided SIMMs 
DRB1 = 10h the other 8 MBytes of the double-sided SIMMs 
DRB2 = 18h populated with 8 MBytes, V 2 of the double-sided SIMMs 
DRB3 = 20h the other 8 MBytes of the double-sided SIMMs 
DRB4 = 40h populated with 32 MBytes 

DRB5 = 40h empty row, not double-sided SIMMs, maximum memory = 64 MBytes. 


3X20.2 82434NX DeaerlpllOil 

The PCMC eupporle 8 rows of DRAM* Each row Is ^ ^e, The DRAM Row ioufidtery Registers define 

upper and lower addresses for each DRAM row. Contents of these 8-btt registers are concatenated with Ow 
associated nibble of the DRBE Register to form 1l2blt qyantltleBthat repfel^ the row botiixjlary addresses In 
MBytes. 

DRBEl3:0] DRBO « Total arnount of rrtemory Iri row 0 (In Mfiytes) 

PRBE|7:4] PRB1 * To^l amount of memory W row 0 -F 1 {In MBytes) 

bRBE|t1:S| I DRB2 » Total amount of memory in row 0 f row 1 row 2 (In Miyt^) 

DRBE|1S:12] DRB3 Total amount Of memory lO tow 0 ^ row 1 -F row 2 ;*F row 3 fln Miytes) 

DRBE|10:16] DRB4 ® TOtatf amount Of memory In roW + row1 -F row 2 -F > iow4(^M6yte^ 
DRBE|23 j 2DJ DR85 » Total amount of memory In row 0 -F rdw 1 -F fow 2 “F row S row 4 4- row 5 (In 
Bytes) 

DRBEI27:24] | | DRB6 Total amount of memory In row 0 4^ row I 4* row 2 -F row 3 4* rpm 4 4 row S 4 
row 6 (In MBytes) 

DRBE|31:28] j | DRB7 «« Total amount of memory In row 0 4 row 1 4 rdw 2 4 row 3 4 rw 4 4 row S 4 
row 6 4 row 7 (In MBytes) 

The DRAM array can be configured with 256K x 36, 1M x 36, 4M n 36, and n 36 SIMMs* re|lster 
defines an address range that v^ll cause a particular RAS# line to asseilsd (e*g* If the first DRAM row ^ 
2 MBytes In slie then accesses within the 0 to 2 MBytes range vdll dluse RA$0# to be asserted). The DRAM 
Row Boundary (DRB) Registers are programmed vdth an 6*Nt upper address limit value. The DRBE Register 
extends me programming model of this mechanism to 12 bUs, howev^ only 10 bits are Implemented at this 
time. This upper address limit Is compared to A[2g:20j of the Rost address bus, for ^oh ro#, to detem^r^ If 
DRAM Is being targeted. Since this value Is 1€ bits and ^ resdWon Is 1 MByli) the tOlii tM ccxnpared span 
a 1 CByte space. However, other resource limits In tie PCMC cap tbe total usable ORAM space at 
S12MB^es. 


AOmiNKDS OIKI(F©l^lifflA‘irD@!Kl 
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Bits Description ^ 

7:0 M)WTOUKOARYAD[me^lNMBYTE8:Thls84)ttvahieisconcatmt^wWiantbt^fr(»i<the 
DR8E Registw aid that c(»r^>ared against address lines ACE!9:20I to detowine the upper addra^ 
lknitofaf»rtic»darrow(Le.ORB - pradousDFIB * rowstze). 


Row i^itmday Addri^ In IM3^^ . 

These t(M>it r^msent tfie upper aldress lirMts of tfie 8 rcnes (l.e., this rcw • previmis row - row sto). 
Unpoptriated rows have a ViAje epual to the previous row (row size » 0). The value propfammed into 
OFffiE(31 :2i] || DRB7 r^lects the madmum amount of DRAM In the sysMn. Memory reme^iped at the top of 
ORAM, m a r«^ of settti^ the MenK»y Space Gap Regtst^, is not reflected In tee DR8 Reg^ters. Itie top of 
rr»trK»y is detemAned by tee vaitte written Mo £^SE{3tt28] || DRB7 add^ to the memory ^ce pap size ^ 
e»«Med). if DRBE131'J?81 1| OTB7 the merntwy pp Is greats flten 512 M^tes then 512 MBytes of 

DRAM we availabte. 

The foHow^ 2 ertemples ttescMie how tite ORB R^istem are programmed for cases of #)gle<sidwi and 
dCHJtrte-sIded SIMMs rm a mcteerboard havteg a total of 8 SIMM sock^ r 

Example #1 

The mem^ array te populated wite ^ght single>3ided 2^4CByte x 36 SIMMs. Two SIMMs we repfuired tor 
pop^ted row msMng each pr^tdatod row 2 MBytes In she. FMngthe wr^ yields 8 kbytes toal ORAM. 
The ORB R^^ers are progmmmed as foHows: 

CRBECSa] • (te DR») - 02h pr^ltoed 

C«8EI7:4J = (te DRB1 « 02h ert^^ row, not douWe-eMed aMWte 

DRBE|11:8] “Oh DRB2 “ 04h ftepulated 

DRBE£i8:12] - Oh DRB3 ” 04h errpty row, not ctouble-skled SIMMs 

DRBEllteiel “ » DRB4 « 0«i populated 

ORBE£^:29l - Oh DRB5 = 06h wt^ihr row, not doubie-aded SIMMs 

DR8EJ27:24] “ Oh DRB6 - 08h populated 

DRBEl3l:28] “ (te CRB7 “ 08h erhpty row, not dottoie>^ded SIMMs, max mwrtery « 8 MByte®. 

Example #2 

As an another example, if tee first four SIMM sockets are popjlated with 2 MByte x 36 double-sided SIMMs 
and the test four SIMM sockets are pr^niteted with 16 M%te x 36 slng^-skted SIMMs teen fUling tee wtay 
yMds 288 MBytes total DRAM. The ORB Re^sters are programmed as follows: 

ORBEM “ Oh DRffl) - 08h populated with 8 MBytes, 14 of doitole-sided SIMMs 
[WBE(7^4j “Ml DRB1 = 1Wi tee other 8 MBytes of tee dcafl^e-slded SIMMs 
DF»E[11;8l »0h DR62 = pqxrlated vdth 8 MBytes, 14 of douUe-sided SIMMs 
t»SE[15:12] » Oh DRB3 = Kte the oteer 8 MBytes of tf» doitole-skfed SIMMs 
DRBE(18;18] “ Oh DRB4 “ AOh populated vrMi 128 M^es 

DRBE[23;20] ° Oh ORBS “ Alte empty row, not double^Med SIMMs 

DR8Ei27:24] = 1h 0RB6 = 20h populated with 128 MBytes 

DR8E[31:28] “ 1h DRB7 ■» ^ empty row, not double-sided SIMMs, max memory *» 288 M^es. 
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3.2.22 ERRCMD— ERROR COMMAND REGISTER 

Address Offset: 70h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 

The Error Command Register controls the PCMC responses to various system errors. Bit 6 of the PCICMD 
Register is the master enable for bit 3 of this register. Bit 6 of the PCICMD Register must be set to 1 to enable 
the error reporting function defined by bit 3 of this register. Bits 6 and 8 of the PCICMD Register are the master 
enables for bits 7, 6, 5, 4, and 1 of this register. Both bits 6 and 8 of the PCICMD Register must be set to 1 to 
enable the error reporting functions defined by bits 7, 6, 5, 4, and 1 of this register. 
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Bits 

Description 

7 

SERB# ON RECEIVED TARGET ABORT: When this bit is set to 1 (and bit 8 of the PCICMD 
Register is 1), the PCMC asserts SERR# upon receiving a target abort. When this bit is set to 0, the 
PCMC is disabled from asserting SERR# upon receiving a target abort. 

6 

SERR# ON TRANSMITTED PCI DATA PARITY ERROR: When this bit is set to 1 (and bits 6 and 8 
of the PCICMD Register are both 1), the PCMC asserts SERR# when it detects a data parity error as 
a result of a CPU-to-PCI write (PERR# detected asserted). When this bit is set to 0, the PCMC is 
disabled from asserting SERR# when data parity errors are detected via PERR#. 

5 

82434LX: RESERVED 

Bmmm serr# m received pci data parity EnmmtWrn m^ m is set to i (and bits s 
and $ of the PCIOMD are both 1)» the PCMO aseerla iSERR# it a data parity 

error m a result of a CPU4o*POI read (PAR Incorrect widi received Cto), In this the SERR # 

s^nal ^ asserted when parity errors are detected m PCI reairn data. Wtm thi^ bit Is set to die 
POMO Is disabled from asserting SERR# when data parity errors are duftng a CPU-to-PCI 

read 

1 

82434LX: RESERVED 

82484NX:SERR# ON PCI ADDRESS PMIW ERRORS V\monM^ 1 (S^b^sSar^Sof 

the PCICMD Register are both 1), die TOMC a^€a1e SERR # adien It det^^ m addre^ l^ty ^or 
on PCI tranMCliona Wien this set to 0, the PCMC Is d^led from as^ng SERR# wh^ 

address parity errors are det€K:>ted on P0 Irans^ona. 

3 

82434LX: RESERVED 

82484NX: PERR# ON RECEIVING A DATA PARITY ERROR; TNs Ml MicS^ whedt^ the 
PERR # signal Is implemented In the s^tem. When thi^ bit is set to 1 (and bft 8 of the PCICMD 
Register is 1), die PCMC asserts PERR# when It detects a «^ta pai% error (PAR incorrect with 
received data)* ^dier from a CPU-to-PCI readoral^l Wster wdteto ^ Wien this fc^t Is set to 

d (or bit 6 of the PCICMD Register is set to 0), the PERR# signal Is not as^rted by the PcMO. 

2 

L2 CACHE PARITY ENABLE: This bit indicates that the second level cache implements parity. When 
this bit is set to 1 , bits 0 and 1 of this register control the checking of parity errors during CPU reads 
from the second level cache. If this bit is 0, parity Is not checked when the CPU reads from the 
second level cache (PCHK# Ignored) and neither bit 1 nor bit 0 apply. 

1 

SERR# ON DRAM/L2 CACHE DATA PARITY ERROR ENABLE: This bit enabies/disabies the 
SERR# signal for parity errors on reads from main memory or the second level cache. When this bit 
is set to 1 and bit 0 of this register is set to 1 (and bits 6 and 8 of the PCICMD Register are set to 1), 
SERR# is enabled upon a PCHK# assertion from the CPU when reading from main memory or the 
second level cache. The processor Indicates that a parity error was received by asserting PCHK#. 
The PCMC then latches status Information In the Error Status Register and asserts SERR#. When 
this bit is 0, SERR # is not asserted upon detecting a parity error. Bits[1 :0] = 1 0 is a reserved 
combination. 

0 = Disable assertion of SERR# upon detecting a DRAM/second level cache read parity error. 

1 = Enable assertion of SERR# upon detecting a DRAM/second level cache read parity error. 

0 

MCHK ON DRAM/L2 CACHE DATA PARITY ERROR ENABLE: When this bit is set to 1 , PEN # is 

asserted for data returned from main memory or the second level cache. The processor indicates 
that a parity error was received by asserting the PCHK# signal. In addition, the processor Invokes a 
machine check exception, if enabled via the MCE bit in CR4 in the Pentium processor. The PCMC 
then latches status information in tho Error Status register. When this bit is 0, PEN # is not asserted. 
Bits[1 ;0] = 1 0 is a reserved combination. 
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3.2.23 ERRSTS— ERROR STATUS REGISTER 

Address Offset: 71 h 

Default Value: OOh 

Attribute: Read/Write Clear 

Size: 8 bits 


The Error Status Register is an 8-bit register that reports the occurrence of PCI, second level cache, and 
DRAM parity errors. This register also reports the occurrence of a CPU shutdown cycle. 


Bits 

Description 

7 

RESERVED 


PCI TRANSMITTED DATA PARITY ERROR: The PCMC sets this bit to a 1 when It detects a data 
parity error (PERR# asserted) as a result of a CPU-to-PCI write. Software resets this bit to 0 by 
writing a 1 to it. 

1 

82434LX: RESERVED 

8a434MX: Pt^ffi^lVEDIMTAPiUliTY EiKK^tTliePC^ICj^tilsMto w^jtdetedsa 
(Ma (PAR incoiTecHt with (data) a a CRMo>PCI SoA«m 

1 

82434LX: RESERVED 

82434NX:'^I A£pP£SSMRiTY ERROfeTtie address 

p^lyerrc^ {PAR Address ami C/BE# lliids)onaPOIri^stfrtrafiMCto 

Softwmres^sttkblt^ . 

3 

MAIN MEMORY DATA PARITY ERROR: The PCMC sets this bit to a 1 when it detects a parity error 
from the CPU PCHK# signal resulting from a CPU-to-main memory read. Software resets this bit to 0 
by writing a 1 to It. 

2 

L2 CACHE DATA PARITY ERROR: The PCMC sets this bit to a 1 when it detects a parity error from 
the CPU PCHK# signal resulting from a CPU read access that hit in the second level cache. Software 
resets this bit to 0 by writing a 1 to it. 

1 

RESERVED 

0 

SHUTDOWN CYCLE DETECTED: The PCMC sets this bit to a 1 when it detects a shutdown special 
cycle on the Host Bus. Under this condition the PCMC drives a shutdown special cycle on PCI and 
asserts IN IT. Software resets this bit to 0 by writing a 1 to it. 
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3.2.24 SMRS— SMRAM SPACE REGISTER 

Address Offset: 72h 

Default Value: OOh 

Attribute: Read /Write 

Size: 8 bits 

The PCMC supports a 64-KByte SMRAM space that can be selected to reside at the top of main memory, 
segment AOOOO-AFFFFh or segment BOOOO-BFFFFh. The SMM space defined by this register is not cache- 
able. This register defines a mechanism that allows the CPU to execute code out of the SMM space at either 
AOOOOh or BOOOOh while accessing the frame buffer on PCI. The SMRAM Enable bit In the DRAM Control 
Register must be 1 to enable the features defined by this register. Register bits [5:3] apply only when segment 
AOOOO-AFFFFh or BOOOO-BFFFFh are selected. 


Bits 

Description 

7:6 

RESERVED 

5 

OPEN SMRAM SPACE (OSS): When CSS= 1 , the CPU can access SMM space without being in 
SMM mode. That is, accesses to SMM space are permitted even with SMI ACT # negated. This bit is 
intended to be used during POST to allow the CPU to initialize SMRAM space before the first SMI # 
interrupt is issued. 

4 

CLOSE SMRAM SPACE (CSS): When CSS= 1 and SMRAM is enabled, CPU code accesses to the 
SMM memory range are directed to SMM space in main memory and data accesses are forwarded to 
PCI. This bit allows the CPU to read and write the frame buffer on PCI while executing SMM code. 
When CSS = 0 and SMRAM is enabled, all accesses to the SMRAM memory range, both code and 
data, are directed to SMRAM (main memory). 

3 

LOCK SMRAM SPACE (LSS): When LSS= 1 , this bit prevents the SMM space from being manually 
opened, effectively disabling bit 5 of this register. Only a power-on reset can set this bit to 0. 

2:0 

SMM BASE SEGMENT (SBS): This field defines the 64 KByte base segment where SMM space is 
located. The memory that is defined by this field is non-cacheable. 

Bits[2:0] SMRAM Location Bits[2:0] SMRAM Location 

000 Top of main memory 100 Reserved 

001 Reserved 101 Reserved 

010 AOOOO-AFFFFh 110 Reserved 

011 BOOOO-BFFFFh 111 Reserved 


3.2.25 MSG— MEMORY SPACE GAP REGISTER 

Address Cffset: 78-79h 

Default Value: OOh 

Attribute: Read/Write 

Size: 16 bits 

The Memory Space Gap Register defines the starting address and size of a gap in main memory. This register 
accommodates ISA devices that have their memory mapped Into the 1 MByte- 15.5 MByte range (e.g., an ISA 
LAN card or an ISA frame buffer). The Memory Space Gap Register defines a hole in main memory that 
transfers the cycles in this address space to the PCI Bus Instead of main memory. This area is not cacheable. 

The memory space gap starting address must be a multiple of the memory space gap size. For example, a 
2 MByte gap must start at 2, 4, 6, 8, 10, 12, or 14 MBytes. 
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NOTE: 


Memory that is disabled by the gap created by this register is remapped to the top of memory. This 
remapped memory is accessible, except In the case where this would cause the top of main memory 
to exceed 192 MBytes (or 512 MBytes for the 824(^4NX). 


Bits 

Description 

15 

MEMORY SPACE GAP ENABLE (MSGE): MSGE enables and disables the memory space gap. 
When MSGE is set to 1 , the CPU accesses to the address range defined by this register are 
forwarded to PCI bus. The size of the gap created In main memory causes a corresponding amount 
of DRAM to be remapped at the top of main memory (top specified by DRB Registers). If the Frame 
Buffer Range is programmed below 16 MBytes and within main memory space, the MSG register 
must include the Frame Buffer Range. When MSGE Is reset to 0, the memory space gap is disabled. 

14:12 

MEMORY SPACE GAP SIZE (MSGS): This 3 bit field defines the size of the memory space gap. If 
the Frame Buffer Range is programmed below 16 MBytes and within main memory space, this 
register must include the frame buffer range. The amount of main memory^speclfied by these bits Is 
remapped to the top of main memory. 

Bit[14:12] Memory Gap Size 

000 1 MByte 

001 2 MBytes 

oil 4 MBytes 

111 8 MBytes 

NOTE: 

All other combinations are reserved. 

11:8 

RESERVED 

7:4 

MEMORY SPACE GAP STARTING ADDRESS (MSGSA): These 4 bits define the starting address 
of the memory space gap In the space from 1 MByte- 16 MBytes. These bits are compared against 
A [23:20]. The memory space gap starting address must be a multiple of the memory space gap 
size. For example, a 2 MBytes gap must start at 2, 4, 6, 8, 10, 12, or 14 MBytes. 


RESERVED 


3.2.26 FBR— FRAME BUFFER RANGE REGISTER 

Address Offset: 7C-7Fh 

Default Value: OOOOh 

Attribute: Read/Write 

Size: 32 bits 

This 32-bit register enables and disables a frame buffer area and provides attribute settings for the frame 

buffer area. The attributes defined in this register are intended to Increase the performance of the frame buffer. 
The FBR Register can be used to accommodate PCI devices that have their memory mapped onto PCI from 
the top of main memory to 4 GByte-51 2-KByte range (e.g., a linear frame buffer). If the Frame Buffer Range is 
located within the 1 MByte- 16 MBytes main memory region where DRAM is populated, the Memory Space 
Gap Register must be programmed to include the Frame Buffer Range. 


2-632 










82434LX/82434NX 



® 


Bits 

Description 

31:20 

BUFFER OFFSET (BO): BO defines the starting address of the frame buffer address space in 
increments of 1 MByte. This 12-bit field is compared directly against A[31 :20]. The frame buffer 
range can either be located at the top of memory, Including remapped memory or within the memory 
space gap (i.e., frame buffer range programmed below 16 MBytes and within main memory space. 
When bits [31 :20] = OOOOh and bit 1 2 = 0, ail features defined by this register are disabled. 

19:14 

RESERVED 

13 

BYTE MERGiNG (BM): Byte merging permits CPU-to-PCI byte writes to the LBX posted write buffer 
to be combined into a single transfer on the PCI Bus, when appropriate. When BM Is set to 1 , byte 
merging on CPU-to-PCI posted write cycles is enabled. When BM is reset to 0, byte merging is 
disabled. 

12 

128K VGA RANGE ATTRIBUTE ENABLE (VRAE): When VRAE = 1 , the attributes defined in this 
register (bits [13, 10:7]) also apply to the VGA memory range of AOOOOh-BFFFFh regardless of the 
value programmed In the Buffer Offset field. When VRAE = 0, the attributes do not apply to the VGA 
memory range. Note that this bit only affects the mentioned attributes of the VGA memory range 
and does not enable or disable accesses to the VGA memory range. 

11:10 

RESERVED 

9 

NO LOCK REQUESTS (NLR): When NLR Is set to 1 , the PCMC never requests exclusive access to 
a PCI resource via the PCI LOCK# signal in the range defined by this register. When NLR Is reset to 
0, exclusive access via the PCI LOCK# signal in the range defined by this register is enabled. 

8 

RESERVED 

7 

TRANSPARENT BUFFER WRITES (TBW): When set to a 1 , this bit Indicates that writes to the 
Frame Buffer Range need not be flushed for deadlock or coherence reasons on synchronization 
events (i.e., PCI master reads, and the FLSHBUF#/MEMREQ# protocol). 

When reset to 0, this bit Indicates that upon synchronization events, flushing Is required for Frame 
Buffer writes posted in the CPU-to-PCI Write Buffer In the LBX 

6:4 

RESERVED 

3:0 

BUFFER RANGE (BR): These bits define the size of the frame buffer address space, allowing up to 
16 MBytes of frame buffer. If the Frame Buffer Range is within the memory space gap, the buffer 
range is limited to 8 MBytes and must be included within the memory space gap. The bits listed 
below In the Reserved Buffer Offset (BO) Bits column are ignored by the PCMC for the 
corresponding buffer sizes. 

Bits [3:0] Buffer Size Reserved Buffer Offset (BO) Bits 

0000 1 MByte None 

0001 2 MBytes [20] 

0011 4 MBytes [21:20] 

0111 8 MBytes [22:20] 

1111 16 MBytes [23:20] 

NOTE: 

(all other combinations are reserved) 
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4.0 PCMC ADDRESS MAP 

Thf* Pentium processor has two distinct physical ad- 
dress spaces; Memory and I/O. The memory ad- 
dress space is 4 GBytes and the I/O address space 
is 64 KBytes. The PCMC maps accesses to these 
address spaces as described in this section. 


region that provides a window to PCI-based memo- 
ry. The location and size of the gap Is programma- 
ble. Accesses to addresses in the gap are ignored 
by the DRAM controller and forwarded to PCI. Note 
that CPU memory accesses that are forwarded to 
PCI (Including the Memory Space Gap) are not 
cacheable. Only main memory controlled by the 
PCMC DRAM Interface Is cacheable. 


4.1 CPU Memory Address Map 

Figure 9 shows the address map for the 4 GByte 
Host CPU memory address space. Depending on 
the address range and whether a memory gap Is 
enabled via the MSG Register, the PCMC forwards 
CPU memory accesses to either main memory or 
PCI memory. Accesses forwarded to main memory 
Invoke operations on the DRAM Interface and ac- 
cesses forwarded to PCI memory invoke operations 
on PCI. Mapping to the PCI Bus permits PCI or 
EISA/ISA Bus-based memory. 


4.2 System Management RAM — 
SMRAM 

The PCMC supports the use of main memory as 
System Management RAM (SMRAM) enabling the 
use of System Management Mode. This function is 
enabled and disabled via the DRAM Control Regis- 
ter. When this function Is disabled, the PCMC mem- 
ory map is defined by the DRB and PAM Registers. 
When SMRAM is enabled, the PCMC reserves the 
top 64- KBytes of main memory for use as SMRAM. 


The main memory size ranges from 2 MBytes- 
192 MBytes for the 82434LX and 2 MBytes- 
512 MB^es for the 82434NX. Memory accesses 
above 192 MBytes (512 MBytes for the 82434NX) 
are always forwarded to PCI. In addition, a memory 
gap can be created in the 1 MByte- 16 MBytes 


SMRAM can also be placed at AOOOO-AFFFFh or 
BOOOO-BFFFFh via the SMRAM Space Register. 
Enhanced SMRAM features can also be enabled via 
this register. PCI masters can not access SMRAM 
when It Is programmed to the A or B segments. 


4 GB 




PCI Memory 


192 MB (82434LX) 


Main Memory 

512 MBytes (82434NX) 


Upper Limit 

16 MByte 

Main Memory 


Memory Space Gap End 




Memory Space Gap 


Memory Space Gap Base 

(8 Mbyte Max) 


Main Memory 


1024 KB 




Main Memory 



or PCI Memory 


512 KB 

(PC Compatibility Range) 


Main Memory 


0 

(PC Compatibility Range) 
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Figure 9. CPU Memory Address Map — Full Range 
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However, PCI masters can access SMRAM when 
the top of memory is selected. 

Wtien the Q2^4NX PCUC depots i OW 

(M/10# D/C# W/R#«»1, 
A4»1, Bi{7:01#*«Fih), It 8 PCI Stop 

Grant Special cycle, ()00ih In the mmm^^ Md 

(AD[1S:01) iMfid CK)12h in the message depeiktent 
data geld (AD[31:t6|) dar^ the M data phase 
(IRDY# asserted^. 


4.3 PC Compatibility Range 

The PC Compatibility Range is the first MByte of the 
Memory Map. The 512 KByte- 1 MByte range Is sub- 
divided into several regions as shown in Figure 10. 
Each region Is provided with programmable attri- 


butes in the PAM Registers. The attributes are Read 
Enable (RE), Write Enable (WE) and Cache Enable 
(CE). The attributes determine readability, wrlteabili- 
ty and cacheability of the corresponding memory re- 
gion. When the associated bit In the PAM Register is 
set to a 1 , the attribute is enabled and when set to a 
0 the attribute is disabled. The following rules apply 
for cacheability in the first level and second level 
caches: 

1. If RE=1, WE=1, and CE=1, the region is 
cacheable in the first level and second level 
caches. 

2. If RE=1, WE = 0, and CE=1, the region is 
cacheable only on code reads (i.e., D/C#=0). 
Data reads do not result in a line fill. Writes to the 
region are not serviced by the secondary cache, 
but are forwarded to PCI. 


1024 KB 




OFFFFFh 

Planar BIOS Memory 

Programmable 


960 KB 

OFOOOOh 

(64 KBytes) 

Attributes: RE, WE, CE 

OEFFFFh 

BIOS Extension Memory 
Setup and POST Memory 

Programmable 




PCI Development BIOS Memory 

Attributes: RE, WE, CE 

896 KB 

OEOOOOh 

(64 KBytes) 


ODFFFFh 

ISA Card BIOS & Buffer Memory 

Programmable 


800 KB 

0C8000h 

96 KBytes 

Attributes: RE, WE, CE 

0C7FFFH 

Video BIOS Memory 

Programmable 


768 KB 

OCOOOOh 

(32 KBytes) 

Attributes: RE, WE, CE 

OBFFFFh 

PCI/ISA Video Buffer Memory 

Read/Write Accesses 


640 KB 

OAOOOOh 

(128 KBytes) 

forwarded to PCI Bus 

09FFFFh 

Host/PCI/EISA Memory 

Programmable 


512 KB 

080000h 

(128 KBytes) 

Attributes: RE, WE, CE 

07FFFFh 

Host Memory 

Fixed Attributes: 



0 

(512 KBytes) 

RE,WE, CE 

‘ 
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Figure 10. CPU Memory Address Map— PC Compatibility Range 
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The RE and WE bits for each region are used to 
shadow BIOS ROM in main memory for improved 
system performance. To shadow a BIOS area, RE Is 
reset to 0 and WE is set to 1 . RE is set to 1 and WE 
is reset to 0. Any writes to the BIOS area are for- 
warded to PCI. 


4.4 I/O Address Map 

I/O devices (other than the PCMC) are not support- 
ed on the Host Bus. The PCMC generates PCI Bus 
cycles for all CPU I/O accesses, except to the 
PCMC Internal registers. Figure 1 1 shows the map- 
ping Jor the CPU I/O address space. For the 
82434LX, three PCMC registers are located In the 
CPU I/O address space—the Configuration Space 
Enable (CSE) Register, the Turbo-Reset Control 
(TRC) Register, and the Forward (FORW) Register. 


64 KB 



FFFFh 


PCI I/O Space 



(12 KB) 


52 KB 



OOOOh 


PCI Configuration Space For 

CFFFh 


Access Mechanism #2 

ClOOh 




COOOh 

48 KB 



BFFFh 


PCI I/O Space 



(45KB) 





ODOOh 

3KB 

CONFDATA Register 

OCFFh 

(3K-3)B 

(Note 1) 

OCFCh 

(3K-4)B 

PMC Register 


OCFBh 

(3K-5)B 

FORW Register 

CONFAOD 

OCFAh 



— Register — 


(3K-6)B 

TRC Register 

(Note 2) 

0CF9h 

(3K-7)B 

CSE Register 


0CF8h 

(3K-8)B 



0CF7h 


PCI I/O Space 



(3K-8 Bytes) 


0 



Oh 
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^ 1 Ttite a^434NX register Is er^y vfeitjte when conitoeto mmm mechanto #1 is enabled (via bit $1 of the CX)N* 

FADD Register). Othervi4se» this f/0 range is In PCI I/O space. 


1 2. This 82434NX register is acoessed during Dword read/wdtes to 0CF8h. Byte or word cycles the oorre^nd- 

Ing re^stms» even If configuration access mechar^^ # 1 1s enabled. 



Figure 11. CPU I/O Address Map 
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For th# 82434NX» §lx PCMC ara located In 

the CPU I/O acWreee spaoe-^the Oon%umtlqn 
Space enable (C58B) Regleler* ttie Con%umtion Ad* 
dr^s BepMer {QDNFADDK the Turbo-Reset Con- 
trol (IRQ) Regislen the Fon^d (FORW) Roister, 
the FOI Meoh^sm Centred (PMC) Register, and dte 
Conflgyratlon Data (CONFOATA) Register. 

Except for the I/O locations of the above mentioned 
registers, all other CPU I/O accesses are mapped to 
either PCI I/O space or PCI configuration space. If 
the access is to PCI I/O space, the PCI address Is 
the same as the CPU address. If the access Is to PCI 
configuration space, the CPU address is mapped to 
a configuration space address as described in Sec- 
tion 3.0, Register Description. 

If configuration space Is enabled via the CSE Regis- 
ter (access mechanism #2), the PCMC maps ac- 
cesses In the address range of CtOOh to CFFFh to 
PCI configuration space. Accesses to the PCMC 
configuration register range (COOOh to COFFh) are 
Intercepted by the PCMC and not forwarded to PCI. 
If the configuration space Is disabled In the CSE 
Register, CPU accesses to the configuration ad- 
dress range (COOOh to CFFFh) are forwarded to PCI 
I/O space. 


5.0 SECOND LEVEL CACHE 
INTERFACE 

This section describes the second level cache Inter- 
face for the 82434LX Cache (Section 5.1) and the 

82434NX Cache (Section 5.2). The differences are 

in the following areas: 

1. The 82434LX supports both write-through and 
write-back cache policies. The 82434NX only 
supports the write-back policy. 

2. The 82434LX timings are for 60 and 66 MHz and 
the 82434NX timings are for 50, 60, and 66 MHz. 
Note that the cycle latencies for 60 and 66 MHz 
are the same for both devices. 

3. When burst SRAMs are used to implement the 
secondary cache, address latches are not need- 
ed for the 82434NX type SRAM connectivity. 
However, a control bit has been added to the 
82434NX that permits address latches for 
82434LX type SRAM connectivity. 

4. A low-power second level cache standby mode 
has been added to the 82434NX. 

5. There are new or changed cache control bits as 
Indicated by the shading in Section 3.0, Register 
Description. For example, the 82434NX supports 
zero wait-state cache at 50 MHz via the zero 
wait-state control bit. 


NOTE: 

• Second level cache sizes and organization 
are the same for the 82434LX and 
82434NX. 

• The general operation of the second level 
cache write-back policy is the same for the 
82434LX and 82434NX. For example, the 
Valid and Modified bits operate the same 
for both devices. In addition, snoop opera- 
tions are the same for both devices, as 
well as the handling of flush, flush ac- 
knowledge, and write-back special cycles. 


5.1 82434LX Cache 

The 82434LX PCMC integrates a high performance 
wrIte-back/wrIte-through second level cache con- 
troller providing integrated tags and a full first level 
and second level cache coherency mechanism. The 
second level cache controller can be configured to 
support either a 256-KByte cache or a 512 KByte 
cache using either synchronous burst SRAMs or 
standard asynchronous SRAMs. The cache is direct 
mapped and can be configured to support either a 
write-back or write-through write policy. Parity on the 
second level cache data SRAMs Is optional. 

The 82434LX contains 4096 address tags. Each tag 
represents a sector In the second level cache. If the 
second level cache Is 256-KByte, each tag repre- 
sents two cache lines. If the second level cache is 
512-KByte, each tag represents four cache lines. 
Thus, In the 256-KByte configuration each sector 
contains two lines. In the 512-KByte configuration, 
each sector contains four lines. Valid and modified 
status bits are kept on a per line basis. Thus, in the 
case of a 256-KByte cache each tag has two valid 
bits and two modified bits associated with it. In the 
case of a 512-KByte cache each tag has four valid 
and four modified bits associated with it. Upon a 
CPU read cache miss, the PCMC inspects the valid 
and modified bits within the addressed sector and 
writes back to main memory only the lines marked 
both valid and modified. All of the lines in the sector 
are then invalidated. The line fill will then occur and 
the valid bit associated with the allocated line will be 
set. Only the requested line will be fetched from 
main memory and written into the cache. If no write- 
back is required, all of the lines In the sector are 
marked invalid. The line fill then occurs and the valid 
bit associated with the allocated line will be set. 
Lines are not allocated on write misses. When a 
CPU write hits a line in the second level cache, the 
modified bit for the line Is set. 
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The second level cache is optional to allow the Two 74AS373 latches complete the cache. Only 

82434LX PCMC to be used in a low cost configura- main memory controlled by the PCMC DRAM inter- 

tion. A 256-KByte cache is implemented with a sin- face is cached. Memory on PCI is not cached, 

gle bank of eight 32K x 9 SRAMs if parity is support- 
ed or 32K X 8 SRAMs if parity is not supported on Figure 12 and Figure 13 depict the organization of 

the cache. A 512-KByte cache is implemented with the internal tags In the PCMC configured for a 

four 64K X 18 SRAMs If parity is supported or 64K x 256 KByte cache and a 512-KByte cache. 

16 SRAMs if parity is not supported on the cache. 



Figure 12. PCMC Internal Tags with 256-KByte Cache 
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Figure 13. PCMC Internal Tags with 512-KByte Cache 


In the 256-KByte cache configuration A[17:6] form 
the tag RAM index. The ten tag bits read from the 
tag RAM are compared against A [27: 18] from the 
host address bus. Two valid bits and two modified 
bits are kept per tag in this configuration. Host ad- 
dress bit 5 is used to select between lines 0 and 1 
within a sector. In the 512-KByte cache configura- 
tion A[18:7] form the tag RAM index. The nine bits 
read from the tag RAM are compared against 
A [27: 19] from the host bus. Four valid bits and four 
modified bits are kept per tag. Host address bits 5 
and 6 are used to select between lines 0, 1 , 2 and 3 
within a sector. 


The Secondary Cache Controller Register at offset 
52h In configuration space controls the secondary 
cache size, write and allocation policies, and SRAM 
type. The cache can also be enabled and disabled 
via this register. 

Figure 14 through Figure 18 show the connections 
between the PCMC and the external cache data 
SRAMs and latches. 




2-639 



82434LX/82434NX 


iny 



Figure 14. 82434LX Connections to 256-KByte Cache with Standard SRAM 
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Figure 15. 82434LX Connections to 512-KByte Cache with Standard SRAM 
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Figure 16. 82434LX Connections to 512-KByte Cache with Duai-Byte Seiect Standard SRAMs 
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PCMC 
82434 LX 


CALE 


CAA/B[6:3] 
CADS[1:0]# 
CADV[1:0]# 
C0E[1 :0]# 


74AS373 


CWE7# 

CWE6# 

CWE5# 

CWE4# 

CWE3# 

CWE2# 

CWE1# 

CWEO# 


HCLK[C-F] 



HD[63:56], DP7 

► HD[55:48], DP6 
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Figure 17. 82434LX Connections to 256-KByte Cache with Burst SRAM 
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HA[18:7] 


CA[18:7] 


CAA/B[6:3] 
CADS[1:0]# 
CA0V[1 :0]# 
COE[1:0]# 


— HCLK[C-D] 
64KX18SRAM 


A[15:4] 
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CWE4# 
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^ WL# D[8:0]4-< 
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HD[63:56], DP7 
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HD[23:16], DP2 
HD[15:8], DPI 
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Figure 18. 82434LX Connections for 512-KByte Cache with Burst SRAM 
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When GALE is asserted, HA[18:7] flow through the 
address latch. When GALE is negated the address is 
captured in the latch allowing the processor to pipe- 
line the next bus cycle onto the address bus. Two 
copies of GA[6:3], GOE#, GADS# and GADV# are 
provided to reduce capacitive loading. Both copies 
should be used when the second level cache is im- 
plemented with eight 32K x 8 or 32K x 9 SRAMs. 
Either both copies or only one copy can be used 
with 64K X 1 8 or 64K x 1 6 SRAMs as determined by 
the system board layout and timing analysis. The 
two copies are always driven to the same logic level. 
GAA[4:3] and GAB [4:3] are used to count through 
the Pentium processor burst order when standard 
SRAMs are used to Implement the cache. 

With burst SRAMs, the address counting Is provided 
inside the SRAMs. In this case, GAA[4:3] and 
GAB [4:3] are only used at the beginning of a cycle 
to load the initial low order address bits Into the 
burst SRAMs. During GPU accesses, host address 
lines 6 and 5 are propagated to the GAA[6:5] and 
GAB [6:5] lines and are internally latched. When a 
GPU read cycle forces a line replacement in the sec- 
ond level cache, all modified lines within the ad- 
dressed sector are written back to main memory. 
The PGMG uses GAA[6:5] and GAB [6: 5] to select 
among the lines within the sector. The Gache Output 
Enables (GOE[1:0]#) are asserted to enable the 
SRAMs to drive data onto the host data bus. The 
Gache Write Enables (GWE[7:0]#) allow byte con- 
trol during GPU writes to the second level cache. 

An asynchronous SRAM 512-KByte cache can be 
implemented with two different types of SRAM byte 
control. Figure 15 depicts the PGMG connections to 
a 512 KByte cache using 64K x 18 SRAMs or 64K x 
1 6 SRAMs with two write enables per SRAM. Each 
SRAM has a high and low write enable. Figure 16 


depicts the PGMG connections to a 512-KByte 
cache using 64K x 18 SRAMs or 64K x 16 SRAMs 
with two byte select lines per SRAM. Each SRAM 
has a high and low byte select. 

The type of cache byte control (write enable or byte 
select) is programmed in the Gache Byte Gontrol bit 
in the Secondary Gache Gontrol Register at configu- 
ration space offset 52h. When this bit Is set to 0, 
byte select control is used. In this mode, the 
GBS[7:0]# lines are multiplexed onto pins 90, 91, 
and 95-100 and GR/W[1:0]# pins are multiplexed 
onto pins 93 and 94. When this bit is set to 1 , byte 
write enable control Is used. In this mode, the 
GWE[7:0]# lines are multiplexed onto pins 90, 91, 
and 95-100. GADS[1:0]# and GADV[1:0]# are only 
used with burst SRAMs. The Gache Address 
Strobes (GADS[1:0]#) are asserted to cause the 
burst SRAMs to latch the cache address at the be- 
ginning of a second level cache access. 
GADS[1:0] # can be connected to either ADSP# or 
ADSG# on the SRAMs. The Gache Advance signals 
(GADV[1:0]#) are asserted to cause the burst 
SRAMs to advance to the next address of the burst 
sequence. 


5.1.1 CLOCK LATENCIES (82434LX) 

Table 5 and Table 6 list the latencies for various 
CPU transfers to or from the second level cache for 
standard SRAMs and burst SRAMs. Standard 
SRAM access times of 1 2 ns and 1 5 ns are recom- 
mended for 66 MHz and 60 MHz operation, respec- 
tively. Burst SRAM clock access times of 8 ns and 
9 ns are recommended for 66 MHz and 60 MHz op- 
eration, respectively. Precise SRAM timing require- 
ments should be determined by system board elec- 
trical simulation with SRAM I/O buffer models. 


Table 5. Second Level Cache Latencies with Standard SRAM (82434LX) 


Cycle Type 

HCLK Count 

Burst Read 

3-2-2-2 

Burst Write 

4-2-2-2 

Single Read 

3 

Single Write 

4 

Pipelined Back to Back Burst Reads 

3-2-2-273-2-2-2 

Burst Read followed by Pipelined Write 

3-2-2-274 
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Table 6. Second Level Cache Latencies with Burst SRAM (82434LX) 


Cycle Type 

HCLK Count 

Burst Read 

3-1-1-1 

Burst Write 

3-1-1-1 

Single Read 

3 

Single Write 

3 

Pipelined Back to Back Burst Reads 


Read Followed by Pipelined Write 

3-1-1-1/2 


5.1.2 STANDARD SRAM CACHE CYCLES 
(82434LX) 

The following sections describe the activity of the 
second level cache interface when standard asyn- 
chronous SRAMs are used to implement the cache. 

5.1.2.1 Burst Read (82434LX) 

Figure 19 depicts a burst read from the second level 
cache with standard SRAMs. The CPU initiates the 
read cycle by driving address and status onto the 
bus and asserting ADS#. Initially, the CA[6:3] are a 
propagation delay from the host address lines 
A[6:3]. Upon sampling W/R# active and M/IO# in- 
active, while ADS# Is asserted, the PCMC asserts 
COE# to begin a read cycle from the SRAMs. CALE 
is negated, latching the address lines on the SRAM 
address inputs, allowing the CPU to pipeline a new 
address onto the bus. CA[4:3] cycle through the 
Pentium processor burst order, completing the cy- 
cle. PEN# is asserted with the first BRDY# and 


negated with the last BRDY # if parity is implement- 
ed on the second level cache data SRAMs and the 
MCHK DRAM/Second Level Cache Data Parity bit 
in the Error Command Register (offset 70h) is set. 

Figure 20 depicts a burst read from the second level 
cache with standard 16- or 18-bit wide dual-byte se- 
lect SRAMs. A single read cycle from the second 
level cache Is very similar to the first transfer of a 
burst read cycle. CALE is not negated throughout 
the cycle. COE# Is asserted as shown above, but Is 
negated with BRDY#. 

When the Secondary Cache Allocation (SCA) bit In 
the Secondary Cache Control Register Is set to 1, 
the PCMC performs a line fill in the secondary 
cache, even if the CACHE# signal from the CPU is 
inactive. In this case, AHOLD Is asserted to prevent 
the CPU from beginning a new cycle while the sec- 
ond level cache line fill is completing. 

Back-to-back pipelined burst reads from the second 
level cache are shown In the Figure 21. 




2-646 











82434LX/82434NX 



® 







HI 

^^^^^l^^^^^^BBBMBflBBBSBHBnBHBM 






flHHI 




bh 






flHlHI 





■i^HBHHMi^^^nH 


hhH 



HHHI 



HPHH 

SBHIHHHHHiiHHHHHHlIiHBIH^^I 





mukHii 


^■BB|n^^^^^BB||n|||^^^^^H|B|B|||B^^B 


mmfifB 

^HHb 

HHHI^HIIHHlIiHiilBInlliHHi^B^^^B 

hIhh 



SHIJHBHHHIIH 

bhhi 




HHpH 




BBiHi 




Bll 




nlHHHHH^HBHHHIIliHHHHIIIII^^^B 


290479-21 


Figure 19. CPU Burst Read from Second Level Cache with Standard SRAM (82434LX) 
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Second Level Cache with Standard SRAM (82434LX) 


Due to assertion of NA#, the CPU drives a new ad- 
dress onto the bus before the first cycle is complete. 
In this case, the second cycle is a hit in the second 
level cache. Immediately upon completion of the first 
read cycle, the PCMC begins the second cycle. 
When the first cycle completes, the PCMC drives the 
new address to the SRAMs on CA[6:3] and asserts 
CALE. The second cycle is very similar to the first, 
completing at a rate of 3-2-2-2. The cache address 
lines must be held at the SRAM address inputs until 
the first cycle completes. Only after the last BRDY# 
is returned, can CALE be asserted and CA[6:3] be 
changed. Thus, the pipelined cycle completes at the 
same rate as a non-pipelined cycle. 


5. 1.2.2 Burst Write (82434LX) 

A burst write cycle Is used to write back a cache line 
from the first level cache to either the second level 
cache or DRAM. Figure 22 depicts a burst write cy- 
cle to the second level cache with standard SRAMs. 


The CPU initiates the write cycle by driving address 
and status onto the bus and asserting ADS#. Initial- 
ly, the CA[6:3] propagate from the host address 
lines A [6:3]. CALE Is negated, latching the address 
lines on the SRAM address inputs, allowing the CPU 
to pipeline a new address onto the bus. Burst write 
cycles from the Pentium processor always begin 
with the low order Qword and advances to the high 
order Qword. CWE[7:0j# are generated from an In- 
ternally delayed version of HCLK, providing address 
setup time to CWE[7:0] # falling and data setup time 
to CWE[7:0]# rising edges. HIG[4:0] are driven to 
PCMWQ (Post CPU to Memory Write Buffer Qword) 
only when the PCMC Is programmed for a write- 
through write policy. When programmed for write- 
back mode, the modified bit associated with the line 
is set within the PCMC. The single write cycle is very 
similar to the first write of a burst write cycle. A burst 
read cycle followed by a pipelined write cycle with 
standard SRAMs Is depicted in Figure 24. 
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Figure 24. Burst Read Followed by Pipelined Write with Standard SRAM (82434LX) 


5. 1.2.3 Cache Line Fill (82434LX) 

If the CPU issues a memory read cycle to cacheable 
memory that is not in the second level cache, a first 
and second level cache line fill occurs. Figure 25 
depicts a CPU read cycle that results in a line fill into 
the first and second level caches. 


Figure 27 depicts the host bus activity during a CPU 
read cycle that forces a write-back from the second 
level cache to the CPU-to-memory posted write buff- 
er as the DRAM read cycle begins. 
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Figure 25. Cache Line Fill with Standard SRAM, DRAM Page Hit (82434LX) 
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Figure 26. Cache Line Fill with Dual-Byte Select Standard SRAM, DRAM Page Hit (82434LX) 
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Figure 27. CPU Cache Read Miss, Write-Back, Line Fiii with Standard SRAM (82434LX) 


The CPU issues a memory read cycle that misses in 
the second level cache. In this instance, a modified 
line in the second level cache must be written back 
to main memory before the new line can be filled 
into the cache. The PCMC Inspects the valid and 
modified bits for each of the lines within the ad- 
dressed sector and writes back only the valid lines 
within the sector that are In the modified state. Dur- 
ing the write-back cycle, CA[4:3] begin with the ini- 
tial value driven by the Pentium processor and pro- 
ceed In the Pentium processor burst order. CA[6:5] 
are used to count through the lines within the ad- 
dressed sector. When two or more lines must be 
written back to main memory, CA[6:5] count in the 
direction from line 0 to line 3. CA[6:5] advance to 
the next line to be written back to main memory. 


skipping lines that are not modified. Figure 23 de- 
picts the case of just one of the lines In a sector 
being written back to main memory. In this case, the 
entire line can be posted In the CPU-to-Main memo- 
ry posted write buffer by driving the HIG[4:0] lines to 
the PCMWQ command as each Qword is read from 
the cache. At the same time, the required DRAM 
read cycle Is beginning. As soon as the de-allocated 
line is written Into the posted write buffer, the 
HIG[4:0] lines are driven to CMR (CPU Memory 
Read) to allow data to propagate from the DRAM 
data lines to the CPU data lines. The CWE[7:0]# 
lines are not generated from a delayed version of 
HCLK (as they are in the case of CPU to second 
level cache burst write), but from ordinary HCLK ris- 
ing edges. CMR Is driven on the HIG[4:0] lines 
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throughout the DRAM read portion of the cycle. With 
the fourth assertion of BRDY# the HIG[4;0] lines 
change to NOPC. The LBXs however, do not tri- 
state the host data lines until MDLE rises. 
CWE[7:0]# and MDLE track such that MDLE will 
not rise before CWE[7:0]#. Thus, the LBXs contin- 
ue to drive the host data lines until CWE[7:0]# are 
negated. CA[6:3] remain at the valid values until the 
clock after the last BRDY#, providing address hold 
time to CWE [7:0]# rising. 

PEN# Is asserted as shown if the MCHK DRAM/L2 
Cache Data Parity Error bit in the Error Command 
Register (offset 70h) Is set. If the second level cache 
supports parity, PEN# is always asserted during 
CPU read cycles In the third clock in case the cycle 
hits in the cache. 

If more than one line must be written back to main 
memory, the PCMC fills the CPU-to-Main Memory 
Posted Write Buffer and loads another Qword into 
the buffer as each Qword write completes into main 
memory. The writes into DRAM proceed as page hit 
write cycles from one line to the next, completing at 
a rate of X-4-4-4-5-4-4-4-5-4-4-4 for a three line 


write-back. All modified lines except for the last one 
to be written back are posted and written to memory 
before the DRAM read cycle begins. The last line to 
be written back is posted as the DRAM read cycle 
begins. Thus, the read data is returned to the CPU 
before the last line is retired to memory. 

The line which was written into the second level 
cache is marked valid and unmodified by the PCMC. 
All the other lines in the sector are marked invalid. A 
subsequent CPU read cycle which hits in the same 
sector (but a different line) in the second level cache 
would then simply result in a line fill without any 
write-back. 


5.1.3 BURST SRAM CACHE CYCLES (82434LX) 

The following sections show the activity of the sec- 
ond level cache Interface when burst SRAMs are 
used for the second level cache. 


5. 1.3.1 Burst Read (82434LX) 

Figure 28 depicts a burst read from the second level 
cache with burst SRAMs. 



Figure 28. CPU Burst Read from Second Level Cache with Burst SRAM (82434LX) 
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The cycle begins with the CPU driving address and 
status onto Host Bus and asserting ADS#. The 
PCMC asserts CADS# and COE# in the second 
clock. After the address is latched by the burst 
SRAMs and the PCMC determines that no write- 
back cycles are required from the second level 
cache, CALE is negated. Back-to-back burst reads 
from the second level cache are shown in Figure 29. 

When the Secondary Cache Allocation (SCA) bit In 
the Secondary Cache Control Register is set to 1, 
the PCMC performs a line fill In the secondary 


cache, even If the CACHE# signal from the CPU Is 
negated. In this case, AHOLD is asserted to prevent 
the CPU from beginning a new cycle while the sec- 
ond level cache line fill is completing. 

Back-to-back burst reads which hit in the second 
level cache complete at a rate of 3-1 -1-1/1 -1-1-1 
with burst SRAMs. As the last BRDY# is being re- 
turned to the CPU, the PCMC asserts CADS# caus- 
ing the SRAMs to latch the new address. This allows 
the data for the second cycle to be transferred to the 
CPU on the clock after the first cycle completes. 



Figure 29. Pipelined Back-to-Back Burst Reads from Second Level Cache (82434LX) 
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5. 1.3.2 Burst Write (82434LX) clock relative to the burst read cycle. HIG[4:0] are 

driven to PCMWQ (Post CPU-to-Memory Write Buff- 
A burst write cycle is used to write back a line from er Qword) only when the PCMC is programmed for a 

the first level cache to either the second level cache write-through write policy. When programmed for 

or DRAM. A burst write cycle from the first level write-back mode, the modified bit associated with 

cache to the second level cache is shown in Fig- the line is set within the PCMC. The single write is 

ure 30. very similar to the first write in a burst write. CADS# 

is asserted in the second clock. BRDY# and 
The Pentium processor always writes back lines CWE[7:0]# are asserted in the third clock. A burst 
starting with the low order Qword advancing to the read cycle followed by a pipelined single write cycle 

high order Qword. CADS# is asserted in the second is depicted in Figure 31 . 

clock. CWE[7:0l# and BRDY# are asserted in the 
third clock. CADV# assertion is delayed by one 



Figure 30. Burst Write to Second Level Cache with Burst SRAM (82434LX) 
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Figure 31. Burst Read Followed by Pipelined Single Write Cycle with Burst SRAM (82434LX) 
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5.1. 3.3 Cache Line Fill (82434LX) Figure 33 depicts a CPU read cycle which forces a 

write-back in the second level cache. 

If the CPU issues a memory read cycle to cacheable 
memory which does not hit in the second level 
cache, a cache line fill occurs. Figure 32 depicts a 
first and second level cache line fill with burst 
SRAMs. 
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Figure 33. CPU Cache Read Miss, Write-Back, Line Fill with Burst SRAM (82434LX) 


The CPU issues a memory read cycle which misses 
in the second level cache. In this instance, a modi- 
fied line in the second level cache must be written 
back to main memory before the new line can be 
filled into the cache. The PCMC inspects the valid 
and modified bits for each of the lines within the 
addressed sector and writes back only the valid 


lines within the sector that are marked modified. 
CA[6:5] are used to count through the lines within 
the addressed sector. When two or more lines must 
be written back to main memory, CA[6:5] count in 
the direction from line 0 to line 3 after each line is 
written back. Figure 29 depicts the case of just one 
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of the lines in a sector being written back to main 
memory. In this case, the entire line can be posted in 
the CPU-to-Memory Posted Write Buffer by driving 
the HIG[4:0] lines to PCMWQ as each Qword is 
read from the cache. At the same time, the required 
DRAM read cycle is beginning. After the de-allocat- 
ed line is written into the posted write buffer, the 
HIG[4:0] lines are driven to CMR (CPU Memory 
Read) to allow data to propagate from the DRAM 
data lines to the CPU data lines. Figure 29 assumes 
that the read from DRAM is a page hit and thus the 
first Qword is already read from the DRAMs when 
the transfer from cache to the CPU to Memory post- 
ing buffer is complete. The rest of the DRAM cycle 
completes at a -4-4-4 rate. CADV# is asserted with 
the last three BRDY# assertions. CMR is driven on 
the HIG[4:0] lines throughout the DRAM read por- 
tion of the cycle. Upon the fourth assertion of 
BRDY# the HIG[4:0] lines change to NOPC. 

PEN# is asserted as shown If the MCHK DRAM/L2 
Cache Data Parity Error bit In the Error Command 
Register (offset 70h) is set. If the second level cache 
supports parity, PEN# is always asserted during 
CPU read cycles in clock 3 In case the cycle hits in 
the cache. 

If more than one line must be written back to main 
memory, the PCMC fills the CPU-to-Main Memory 
Posted Write Buffer and loads another Qword Into 
the buffer as each Qword write completes Into main 
memory. The writes into DRAM proceed as page hit 
write cycles from one line to the next, completing at 
a rate of X-4-4-4-5-4-4-4-5-4-4-4 for a three line 
write-back when programmed for X-4-4-4 DRAM 
write timing or X-3-3-3-4-3-3-3-4-3-3-3 when pro- 
grammed for X-3-3-3 DRAM write timing. All modi- 
fied lines except for the last one to be written back 
to memory are posted and retired to memory before 
the DRAM read cycle begins. The last line to be writ- 
ten back Is posted as the DRAM read cycle begins. 
Thus, the read data is returned to the CPU before 
the last line is retired to memory. 


The line which was written Into the second level 
cache Is marked valid and unmodified by the PCMC. 
All the other lines In the block are marked invalid. A 
subsequent CPU read cycle which hits the same 
sector (but a different line) in the second level cache 
results in a line fill without any write-back. 

5.1.4 SNOOP CYCLES 

Snoop cycles are the same for the 82434LX and 
82434NX. The inquire cycle is used to probe the first 
level and second level caches when a PCI master 
attempts to access main memory. This is done to 
maintain coherency between the first and second 
level caches and main memory. When a PCI master 
first attempts to access main memory a snoop re- 
quest is generated Inside the PCMC. The PCMC 
supports up to two outstanding cycles on the CPU 
address bus at a time. Outstanding cycles include 
both CPU initiated cycles and snoop cycles. Thus, if 
the Pentium processor pipelines a second cycle 
onto the host address bus, the PCMC will not Issue a 
snoop cycle until the first CPU cycle terminates. If 
the PCMC were to initiate a snoop cycle before the 
first CPU cycle were complete then for a brief period 
of time, three cycles would be outstanding. Thus, a 
snoop request Is serviced with a snoop cycle only 
when either no cycle is outstanding on the CPU bus 
or one cycle is outstanding. 

Snoop cycles are performed by driving the PCI mas- 
ter address onto the CPU address bus and asserting 
EADS#. The Pentium processor then performs a 
tag lookup to determine if the addressed memory is 
in the first level cache. At the same time the PCMC 
performs an internal tag lookup to determine if the 
addressed memory is in the second level cache. Ta- 
ble 7 describes how a PCI master read from main 
memory is serviced by the PCMC. 
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Table 7. Data Transfers for PCI Master Reads from Main Memory 


Snoop Result 

Action 

First Level 
Cache 

Second Level 
Cache 


Miss 

Miss 

Data is transferred from DRAM to PCI. 

Miss 

Hit Unmodified Line 

Data Is transferred directly from second level cache to PCI. The 
line remains valid and unmodified in the second level cache. 

Miss 

Hit Modified Line 

Data is transferred directly from second level cache to PCI. Line 
remains valid and modified In the second level cache. The line 
is not written to DRAM. 

Hit Unmodified Line 

Miss 

Data is transferred from DRAM to PCI. 

Hit Unmodified Line 

Hit Unmodified Line 

Data is transferred directly from second level cache to PCI. The 
line remains valid and unmodified in the second level cache. 

Hit Unmodified Line 

Hit Modified Line 

Data is transferred directly from second level cache to PCI. Line 
remains valid and modified In the second level cache. The line 
is not written to DRAM. 

Hit Modified Line 

Miss 

A write-back from first level cache occurs. The data Is sent to 
both PCI and the CPU-to- Memory Posted Write Buffer. The 
CPU-to-Memory Posted Write Buffer is then written to memory. 

Hit Modified Line 

Hit Unmodified Line 

A write-back from first level cache occurs. The data is posted to 
PCI and written Into the second level cache. When the second 
level cache is in write-back mode, the line is marked modified 
and is not written to DRAM. When the second level cache is in 
write-through mode, the line Is posted and then written to 
DRAM. 

Hit Modified Line 

Hit Modified Line 

A write-back from first level cache occurs. The data is posted to 
PCI and written into the second level cache. The line Is not 
written to DRAM. This scenario can only occur when the 
second level cache Is in write-back mode. 


PCI master write cycles never result in a write direct- 
ly into the second level cache. A snoop hit to a modi- 
fied line in either the first level or second level cache 
results in a write-back of the line to main memory. 
The line is invalidated and the PCI write to main 
memory occurs after the write-back completes. The 


other lines in the sector are not written back to main 
memory or invalidated. A PCI master write snoop hit 
to an unmodified line in either the first level or sec- 
ond level cache results in the line being invalidated. 
Table 8 describes the actions taken by the PCMC 
when a PCI master writes to main memory. 
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Table 8. Data Transfers for PCI Master Writes to Main Memory 


Snoop Result 

Action 

First Level 
Cache 

Second Level 
Cache 


Miss 

Miss 

The PCI master write data Is transferred from PCI to DRAM. 

Miss 

Hit Unmodified Line 

The PCI master write data Is transferred from PCI to DRAM. 
The line is Invalidated In the second level cache. 

Miss 

Hit Modified Line 

A write-back from second level cache to DRAM occurs. The 
PCI master write data is then written to DRAM. The line is 
invalidated in the second level cache. 

Hit Unmodified Line 

Miss 

The first level cache line is invalidated. The PCI master write 
data Is written to DRAM. 

Hit Unmodified Line 

Hit Unmodified Line 

The line Is invalidated In both the first level and second level 
caches. The PCI master write data is written to DRAM. 

Hit Unmodified Line 

Hit Modified Line 

The first level cache line is Invalidated. The second level cache 
line is written back to main memory and invalidated. The PCI 
master write data is then written to DRAM. 

Hit Modified Line 

Miss 

The first level cache line is written back to DRAM and 
Invalidated. The PCI master write data is then written to DRAM. 

Hit Modified Line 

Hit Unmodified Line 

The first level cache line is written back to DRAM and 
invalidated. The second level cache line is invalidated. The PCI 
master write data is then written to DRAM. 

Hit Modified Line 

Hit Modified Line 

The first level cache line Is written back to DRAM and 
Invalidated. The second level cache line is invalidated. The PCI 
master write data Is then written to DRAM. 


A snoop hit results In one of three transfers; a write- posted to the LBXs and written to the second level 

back from the first level cache posted to the LBXs, a cache. A snoop cycle that does not result in a write- 

write-back from the second level cache posted to back Is depicted in Figure 34. 
the LBXs or a write-back from the first level cache 


2-662 










82434LX/82434NX 






The PCMC begins to service the snoop request by 
asserting AHOLD, causing the Pentium processor to 
tri-state the address bus in the clock after assertion. 
In the case of a PCI master read cycle, the PCMC 
drives the DPRA (Drive PCI Read Address) com- 
mand onto the HIG[4:0] lines causing the LBXs to 
drive the PCI address onto the host address bus. 
For a write cycle, the PCMC drives the DPWA (Drive 
PCI Write Address to CPU Address Bus) command 
on the HIG[4:0] lines, also causing the LBXs to be- 
gin driving the host address bus. The PCMC then 
asserts EADS#, initiating the snoop cycle to the 
CPU. The INV signal is asserted by the PCMC only 
during snoops due to PCI master writes. INV re- 
mains negated during snoops due to PCI master 
reads. If the snoop results in a hit to a modified line 
in the first level cache, the Pentium processor as- 
serts HITM#. The PCMC samples the HITM# signal 
two clocks after the CPU samples EADS# asserted 
to determine if the snoop hit in the first level cache. 
By this time the PCMC has completed an internal tag 
lookup to determine if the line is in the second level 
cache. Since this snoop does not result In a write- 
back, the NOPC command Is driven on the HIG[4:0] 
lines, causing the LBXs to tri-state the address bus. 
The sequence ends with AHOLD negation. 


If the Pentium processor asserts ADS# in the same 
clock as the PCMC asserts AHOLD, the PCMC will 
assert BOFF # in two cases. First, if the snoop cycle 
hits a modified line in the first level cache, the PCMC 
will assert BOFF# for 1 HCLK to re-order the write- 
back around the currently sending cycle. Second, If 
the snoop requires a write-back from the second lev- 
el cache, the PCMC will assert BOFF# to enable 
the write-back from the secondary cache SRAMs. 

Figure 35 depicts a snoop hit to a modified line in the 
first level cache due to a PCI master memory read 
cycle. 

The snoop cycle begins when the PCMC asserts 
AHOLD causing the CPU to tri-state the address 
bus. The PCMC drives the DPRA (Drive PCI Read 
Address) command on to the HIG[4:0] lines causing 
the LBXs to drive the PCI address onto the host ad- 
dress bus. The PCMC then asserts EADS#, Initiat- 
ing the snoop to the first level cache. INV is not 
asserted since this is a PCI master read cycle. INV is 
only asserted with EADS# when the snoop cycle Is 
in response to a PCI master write cycle. As the CPU 
is sampling EADS# asserted, the PCMC latches the 
address. Two clocks later, the PCMC completes the 
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internal tag lookup to determine if the line is in the 
second level cache. In this instance, the snoop hits 
a modified line in the first level cache and misses in 
the second level cache. Thus, the second level 
cache is not involved In the write-back cycle. The 
PCMC allows the LBXs to stop driving the address 
lines by driving NOPC command on the HIG[4:0] 
lines. The CPU then drives the write-back cycle onto 
the bus by asserting ADS# and driving the write- 
back data on the data lines even though AHOLD is 
still asserted. The write-back into the LBX buffers 
occurs at a rate of 3-1 -1-1. The PCMC drives 
PCMWFQ on the HIG[4:0] lines for one clock caus- 
ing the write data to be posted to both PCI and main 
memory. For the next three clocks, the HIG[4:0] 
lines are driven to PCMWNQ, posting the final three 
Qwor^s to both PCI and main memory. 

A similar transfer from first level cache to the LBXs 
occurs when a snoop due to a PCI master write hits 
a modified line in the first level cache. In this case, 
the write-back is transferred to the CPU-to-Memory 
Posted Write Buffer. If the line Is in the second level 
cache, it is invalidated. The cycle is similar to the 
snoop cycle shown above with two exceptions. The 
PCMC drives the DPWA command on the HIG[4:0] 
lines instead of the DPRA command. During the four 
clocks where the PCMC drives BRDY# active to the 


CPU, It also drives PCMWQ on the HIG[4:0] lines, 
causing the write to be posted to main memory. 

In both of the above cases where a write-back from 
the first level cache is required, AHOLD Is asserted 
until the write-back is complete. If the CPU has be- 
gun a read cycle directed to PCI and the snoop re- 
sults in a hit to a modified line in the first level cache, 
BOFF# Is asserted for one clock to abort the CPU 
read cyclr and re-order the write-back cycle before 
the read cycle. 

When a PCI master read or write cycle hits a modi- 
fied line in the second level cache and either misses 
in the first level cache or hits an unmodified line in 
the first level cache, a write-back from the second 
level cache to the LBXs occurs. When a PCI master 
write snoop hits an unmodified line in the second 
level cache and either misses in the first level cache 
or hits an unmodified line In the first level cache, no 
data transfer from the second level cache occurs. 
The line is simply invalidated. In the case of a PCI 
master write cycle, the line is Invalidated in both the 
first level and second level caches. In the case of a 
PCI master memory read cycle, neither cache is in- 
validated. A PCI master read from main memory 
which hits either a modified or unmodified line In the 
second level cache is shown In Figure 36. 
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Figure 36. Snoop Hit to Modified Line in Second Levei Cache, Store in PCI Read Prefetch Buffer 


The snoop cycle begins with the PCMC asserting 
AHOLD, causing the CPU to tri-state the host ad- 
dress bus. The PCMC drives the DPRA command 
enabling the LBXs to drive the snoop address onto 
the host address bus. The PCMC asserts EADS#. 
INV is not asserted in this case since the snoop cy- 
cle is in response to a PCI master read cycle. If the 
snoop were in response to a PCI master write cycle 
then INV would be asserted with EADS#. Two 
clocks after the CPU samples EADS# active, the 
PCMC completes the Internal tag lookup. In this 
case the snoop hit either an unmodified line or a 
modified line in the second level cache. Since 
HITM# is inactive, the snoop did not hit in the first 
level cache. The PCMC then schedules a read from 
the second level cache to be written to the LBXs. 
When the CPU burst cycle completes the PCMC ne- 
gates the control signals to the second level cache 
and asserts CALE opening the cache address latch 
and allowing the snoop address to flow through to 
the SRAMs. The second level cache executes a 


read sequence which completes at 3-2-2-2 in the 
case of standard SRAMs and 3-1 -1-1 in the case of 
burst SRAMs. During ail snoop cycles where a write- 
back from the second level cache is required, 
BOFF # is asserted throughout the write-back cycle. 
This prevents the deadlock that would occur if the 
CPU is In the middle of a non-postable write and the 
data bus is required for the second level cache 
write-back. 

When using burst SRAMs, the read from the SRAMs 
follows the Pentium processor burst order. However, 
the memory to PCI read prefetch buffer In the LBXs 
is organized as a FIFO and cannot accept data out 
of order. The SWBO, SWB1, SWB2 and SWB3 com- 
mands are used to write data into the buffer in as- 
cending order. In the above example, the PCI master 
requests a data Item which hits Qword 0 in the 
cache, thus CA[4:3] count through the following se- 
quence: 0, 1, 2, 3 (00, 01, 10, 11). If the PCI mas- 
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ter requests a data item that hits Qword 1 , the SWBO 
command is sent via the HIG[4;0] lines to store 
Qword 1in the first buffer location. The next read 
from the cache is not in ascending order, thus a 
NOPC is sent on the HIG[4:0] lines. This Qword is 
not posted in the buffer. The next read from the 
cache is to Qword 3. SWB2 is sent on the HIG[4:0] 
lines. The final read from the cache Is Qword 2. 
SWB1 is sent on the HIG[4:0] lines. Thus, Qword 1 
is placed in entry 0 in the buffer, Qword 2 is placed 
In entry 1 in the buffer and Qword 3 is placed in entry 
2 In the buffer. The ordering between the Qwords 
read from the cache and the HIG[4;0] commands 
when using burst SRAMs is summarized In Table 9. 


Table 9. HIG[4:0] Command Sequence for 
Second Level Cache to PCI Master Read 
Prefetch Buffer Transfer 


Burst Order 
from Cache 

HIG[4:0] Command 
Sequence 

0, 1,2,3 

SWBO, SWB1, 
SWB2, SWB3 

1,0, 3,2 

SWBO, NOPC, 
SWB2, SWB1 

2. 3, 0, 1 

SWBO, SWB1, 
NOPC, NOPC 

3, 2,1,0 

SWBO, NOPC, 
NOPC, NOPC 


int^. 

When using standard asynchronous SRAMs, the 
read from the SRAMs occurs in a linear burst order. 
Thus, CAA[4:3] and CAB [4:3] count in a linear burst 
order and the Store Write Buffer commands are sent 
In linear order. The burst ends at the cache line 
boundary and does not wrap around and continue 
with the beginning of the cache line. 

A PCI master write cycle which hits a modified line in 
the second level cache and either hits an unmodified 
line In the first level cache or misses in the first level 
cache will also cause a transfer from the second 
level cache to the LBXs. In this case, the read from 
the SRAMs is posted to main memory and the line is 
Invalidated in the second level cache. The cycle 
would differ only slightly from the above cycle. INV 
would be asserted with EADS#. Instead of the 
DPRA command, the PCMC would use the DPWA 
command to drive the snoop address onto the host 
address bus. The write would be posted to the 
DRAM, thus the PCMC would drive the PCMWQ 
command on the HIG[4:0] lines to post the write to 
DRAM. 

A snoop cycle can result in a write-back from the 
first level cache to both the second level and LBXs 
in the case of a PCI master read cycle which hits a 
modified line in the first level cache and hits either a 
modified or unmodified line in the second level 
cache. The line is written to both the second level 
cache and the memory to PCI read prefetch buffer. 
The cycle is shown in Figure 37. 
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Figure 37. Snoop Hit to Modified Line in First Levei Cache, Write-Back from First Levei Cache to 

Second Levei Cache and Send to PCI 


This cycle is shown for the case of a second level 
cache with burst SRAMs. In this case, as it com- 
pletes the second level cache tag lookup, the PCMC 
samples HUM# active. The write-back is written to 
the second level cache and simultaneously stored In 
the memory to PCI prefetch buffer. In the case 
shown in Figure 33, the PCI master requests a data 
Item which is contained In Qword 0 of the cache line. 
Note that a write-back from the first level cache al- 
ways starts with Qword 0 and finishes with Qword 3. 
Thus the HIG[4:0] lines are sequenced through the 
following order: SWBO, SWB1, SWB2, SWB3. If the 
PCI master requests a data item which is contained 
in Qword 1 , the HIG[4:0] lines sequence through the 


following order: NOPC, SWBO, SWB1, SWB2. If the 
PCI master requests a data item which Is contained 
in Qword 2, the HIG[4:0] lines sequence through the 
following order: NOPC, NOPC, SWBO, SWB1. If the 
PCI master requests a data item which is contained 
in Qword 3, the HIG[4:0] lines sequence through the 
following order: NOPC, NOPC, NOPC, SWBO. 
AHOLD is negated after the write-back cycle is com- 
plete. 

If the CPU has begun a read cycle directed to PCI 
and the snoop results in a hit to a modified line in the 
first level cache, BOFF# Is asserted for one clock to 
abort the CPU read cycle and re-order the write- 
back cycle before the pending read cycle. 
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5.1.5 FLUSH, FLUSH ACKNOWLEDGE AND 
WRITE-BACK SPECIAL CYCLES 

There are three special cycles that affect the second 
level cache, flush, flush acknowledge, and write- 
back. If the processor executes an INVD instruction, 
it will invalidate all unmodified first level cache lines 
and issue a flush special cycle. If the processor exe- 
cutes a WBINVD Instruction, It will write back ail 
modified first level cache lines, invalidate the first 
level cache, and issue a write-back special cycle fol- 
lowed by a flush special cycle. If the Pentium proc- 
essor FLUSH# pin Is asserted, the CPU will write- 
back all modified first level cache lines, invalidate 
the first level cache, and issue a flush acknowledge 
special cycle. 

The second level cache behaves the same way In 
response to the flush special cycle and flush ac- 
knowledge special cycle. Each tag is read and the 
valid and modified bits are examined. If the line is 
both valid and modified It Is written back to main 
memory and the valid bit for that line Is reset. All 
valid and unmodified lines are simply marked invalid. 
The PCMC advances to the next tag when all lines 
within the current sector have been examined. 
BRDY# is returned to the Pentium processor after 
all modified lines in the second level cache have 
been written back to main memory and all of the 
valid bits for the second level cache are reset. The 
sequence of write-back cycles will only be Interrupt- 
ed to service a PCI master cycle. 

The write-back special cycle is ignored by the PCMC 
because all modified lines will be written back to 
main memory by the following flush special cycle. 
Upon decoding a write-back special cycle, the 
PCMC simply returns BRDY# to the Pentium proc- 
essor. 


S.2 82434NXCaoti0 

The 82434NX PCMC If^egrates a high performance 
wilte-back second level cache controller, tag RAM 
and a full first and second level cache coherency 
m^hanlsm. The cache is either 258 KBytes cx 
512 KBytes using either synchronous tmrst SRAMs 
or standard asynchronous SRAMs. Parity on the 
data SRAMs Is optlonaL The cache uses a write- 
back write policy. Wdte-through mode is not support- 
ed. 

The 02434NX PCMC supports a direct m^ped sec- 
ondary cache. The PCMC corMm 4006 tags. Each 
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tag represents a sector in the cache. If the cache Is 
512 KB, each sector cont^ns four cache lines, if the 
cache is 256 KB, sector contains two cache 
lines. VaM md MadifM bhs are kept on a per line 
basis* The 62434NX Tag RAM is 1 bit vi^der than the 
82434LX Tag RAM. 

The PCMC can be configured to cache main memo- 
ry on read cycles even when CACHE# Is not assert- 
ed. When bit 4 In the Secondary Cadte Control Reg- 
ister (of^ 52h) ia set to 1, ^l accesses to main 
memory, except those to SMM memory or any ran^ 
marked non-cache^ie via the PAM registers* are 
cached in the secondary cache. Accesses with 
CACHE# asserted result In a fine fill in both the first 
and serxsnd level cache while accesses with 
CAOfE# negated result in a line flil only in the sec- 
ond level cache. When bit 4 In the SCC Register is 
set to 0, only access v^4th CACHE# asserted can 
generate a first and second level cache line fill. 

When a Halt or Stop Grant Special Cyde Is detected 
from the CPU, the 82434NX PCMC plaoes the sec- 
ond level cache into the low power stand-by mode 
by deseleodng the SRAMs and then generates the 
corresponding special cycle on PCi. (Le., if the CPU 
c^cle was a halt special cycle then the PCMC gener- 
ates a halt special cycle on PCI and if the CPU cycle 
is a stop grant spedal r^cie the PCMC generates a 
stop grant special cycle on PCI). 

When a burst SRAM secondary cache Is implement- 
ed, bit 2 of the Secondary Cache Control Register 
(offset S2h} is used to sefect between 82434LX 
SRAM connectivity and the new 62434NX SRAM 
connectkrity. When set to 0, the secondary cache 
interface Is in 82430-compatible mode. (i.e„ the four 
low order address lines on the SRAMs are connect- 
ed to CAA/8t6:3l on the PCMC, When set to 1 , sec- 
ond level cache stand-by is en^l^ arxl no latch is 
used between ttie host CPU address lines and the 
SRAM address Tines. All of the SRAM address lines 
are then connected directly to the CPU address 
lines. Write-back addresses are driven by the PCMC 
over the host address lines, When a standard SRAM 
secondary cache is Implemante4 W 2 of the Sec- 
ondary Cac^e Control Register (of^et 52h> is used 
to enable second level cache stand-by. The default 
value of this bit Is 0. 

Figure 38 and Figure 41 show the connections be- 
tween the PCMC and the external cache data 
SRAMs and latc^ for the case of an asynchronous 
SRAM cache. 
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Flgiiri 3$. i12 Sioomlary Caohi, Slaotlani fOuai^iyli^N^ol (AsyodNr} SH AMI, 80 1 6$ MHz 


Roum BB 4BpkM tie POMC oonn^ioos to a 
$12 KByts burst SRAM saooodary cmh% wh$u tits 
PCMO Is coitfioufid for $0, 60, or 66 MHz operation. 
Host adOr^s lines HA[16:$] are oonnected directly 
to tile SRAM address lines, AC16:0J, ADS# from ^e 
GPU Is connected to ADSP# on the SRAMs. 
C^DVO# implements the address advance (ADV#) 
fimctlonallty. A new signal, <XS#, is multiplexed 
onto the CADV1 # pin* When bit 2 in the SCO regie* 
ter is s^ to 1, SRAMs containing logio which gates 
AOSP# yMi OS# must be used. When negated, 
CCS# prevent the SRAMs from latching a new ad* 
dress tije lo a pipelined ADS# from theCPU during 
cache line lla Note that, unifice the burst SRAM 
configuration \«4th the $2430 PClset, no externai 
iatch is used between the CPU address bus and the 
SRAM address lines. The SRAM Connectivity bit (bit 
2) In die Secondary Cache Control register (offset 
$2h) must be set to 1 when using this cache configu* 
ration. 


If the ^g lookup result in a miss in the cache arxl 
the sectcx^ to be replaced contains erne or more mod* 
Ified Ikies, the PCMO drives the write*back address 
from the A[l$:3] lines on the host bus. Although not 
used In the wrlte-back, AtST.ISl (or A{31:18j in the 
case of a 256 KB cache) are driven to valid logic 
levels by the PCMO. 

Rgure 39 depicts the 32434NX PCMC connections 
to a 512 KB^e standard asynchronous SRAM sec* 
ondary cache. Rgure 40 depicts die 82434NX con- 
nections to a 256 KByte as^mohronous SRAM sec* 
ondary cache. l4ost address itn^ HA[1 8i?T are 
driven through an external latch to form die upper 
SRAM address lines, CA[18:7l. CAI6:3] are 
driven from the PCMC. Rgure 41 depicts the 
32434NX PCMC connections to a 512 KByte stan- 
dard SRAM secondary cache with dual*write*enabie 
SRAMs, 
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The 60 MHz and 66 MHz asynchronous SRAM la- 
tendes mqulm 16 ns gynd 12 ns SRAMs, respective* 
ly. The 624S4NX FCMC supports asynchronous 
SRAMs at 50 MHz* The 60 MHz (1 wait-state) tim- 
ings require 20 ns SRAMs* The burst SI^K^ 
speeds for 66 MHz, 60 MHz and 60 MHz operation 
are S ns, 0 ns, and 1 3 ns ciocMo-output valid into a 
0 pF test load. The SRAM access times listed In this 
paragri^h are recommendations. Actual access 
time requirements are a function of system board 
layout and routing and should be validated with elec* 
trical simulation. 


6X2 STANDARD SRAM CAOHE CYCtiS 
(82434NX) 

At 60, 60 and 66 MHz, the timing of the second level 
cache Interface with standard asynchronous SRAMs 
Is identical to the timing In the 82430LX PCiset 
Compared to the 624341X second level cache, one 
additional connec^n can be made from tile POMO 
to the SRAMs. The CCStl.Ol# pins, in tiie case of 
asynchronous SRA^, are multiplexed onto the 
CADVt1:0}# pins. These are then connected to the 
SRAM CS# pins. The two copies are functionally 
Identical. The two copies are provided for timing rea- 
sons. These pins allow the PCMC to (^select the 
SRAMs, putting tiiem Into standby mod^. When a 
halt special cycle or a stop grant special cycle Is 
detected from the CPU, the PCMC negates 
COS[1:01#, placing the SRAMs into the low power 
standby mode. The PCMC then generates a halt or 
stop grant special cycle on PCI. 


6X3 SECOND LEVEL CACHE STANDBY 

When the PCMC detects a halt or stop grant special 
cycle from tire CPU, It first places the second level 
cache into the low power stand*by mode by dese* 
lecting the SRAMs and then generates a halt or stop 
grant special cycle on PCI. 

With a standard SRAM secondary cache, a halt or 
stop grant special cycle from the CPU causes the 
PCMC to negate CCS[t:0]#, deselecting the 
SRAMs and placing them in a low power standby 
mode* When the cache is in stand-by mode, the first 
bus cycle from the CPU brings the cache out of 


stand-by and intq active mode, ensiling the SRAMs 
to service the cycle in the case of a hit to the cache* 
The POMO asserts OOSl1:0] # as a propagation de* 
lay from the falling edge of ADS#* OCSt1:0]# are 
then left asserted until the ne>d halt or stop grant 
special cycle is occurs. When exiting tiie power^wn 
state, the PCMC ignores the Secx>ndsHry Cache Lea* 
doff walt*statas bit and executes a $-2*2-2 read or 
4-2-2-2 wnte In orcter to allow tiie SRAMs time to 
power up. In the case of a read cycle, COE[1:0l# 
are asserted In clock two as in ttia case of ordinary 
read cycles. 

When the SRAMs are powered down, the POMO as- 
serts CCS(1:0|# when performing a sno<^ cycle, 
regardless of whether the cyc^ hl^ In the second 
level cache. The PCMC then negates COS# after 
the snoop cycle is complete, 

Witii a burst SRAM secondary cache, a halt or stc^ 
grant special cycle from the CPU causes the PCMC 
to negate CCS# and assert CADS[1:0] #, deselect- 
ing the SRAMs, placing them In a low power standby 
mode* CCS# Is then asserted and Is left asserted by 
the PCMC* Thus, when the first cycle Is driven from 
the CPU, the SRAMs sample ADSP# and CS# ac* 
tive, placing tt^m In active mode and initiating the 
first access. 

If the SRAMs are required to service a snoop, they 
are brought out of power-down when the PCMC m- 
sorts CAOS[lrO]#. The PCMC always asserts 
CADS[1:0|# with COS# negated after a snoop cy- 
cle Is complete, regardless of whether the SRAMs 
were powered down prior to the snoop cycle* 


6.2.4 SNOOP CYCLES 

For snoop operations, refer to Section 6.1. 82434LX 
Cache. 

6.2J FLUSH. FLUSH ACKNOWLED0E, AND 
WRITE-BACK SPECIAL CYCUES 

For flush, flush acknowledge, and write-back special 
cycles, refer to Section 6,1, 82434LX Cache. 
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6.0 DRAM INTERFACE 

This section describes the DRAM interface for the 
82434LX DRAM Interface (Section 6.;l) and the 
82434NX DRAM Interface (Section 6.2). The differ- 
ences are in the following areas: 

1. Increased maximum DRAM memory size to 
512 MBytes. An extra address line (MA11) has 
been added to the 82434NX. 

2. Two additional RAS# lines for a total of eight 
(RAS[0:7]#. 

3. Addition of 50 MHz host-bus optimized DRAM 
timing sets. Thus, the 82434LX supports 60 and 
66 MHz frequencies and the 82434NX supports 
50, 60, and 66 MHz. 


6.1 82434LX DRAM interface 

The 82434LX PCMC integrates a high performance 
DRAM controller supporting from 2-192 MBytes of 
main memory. The PCMC generates the RAS#, 
CAS#, WE# and multiplexed addresses for the 
DRAM array, while the data path to DRAM is provid- 
ed by two 82433LX LBXs. The DRAM controller In- 
terface Is fully configurable through a set of control 
registers. Complete descriptions of these registers 
are given in Section 3.0, Register Description. A brief 
overview of the registers which configure the DRAM 
Interface Is provided in this section. 

The 82434LX controls a 64-bit memory array (72-bit 
including parity) ranging in size from 2 MBytes up to 
192 MBytes using industry standard 36-bit wide 
memory modules with fast page-mode DRAMs. Both 
single- and double-sided SIMMs are supported. The 
eleven multiplexed address lines, M A [10:0] allow 
the PCMC to support 256K x 36, 1M x 36, and 
4M X 36 SIMMs. The PCMC has six RAS# lines en- 
abling the support of up to six rows of DRAM. Eight 
CAS# lines allow byte control over the array during 
read and write operations. The PCMC supports 70 
and 60 ns DRAMs. The PCMC DRAM interface is 
synchronous to the CPU clock and supports page 
mode accesses to efficiently transfer data in bursts 
of four Qwords. 

The DRAM Interface of the PCMC is configured by 
the DRAM Control Mode Register (offset 57h) and 
the six DRAM Row Boundary (DRB) Registers (off- 


sets 60h-65h). The DRAM Control Mode Register 
contains bits to configure the DRAM interface for 
RAS# modes and refresh options. In addition, 
DRAM Parity Error Reporting and System Manage- 
ment RAM space can be enabled and disabled. 
When System Management RAM Is enabled. If 
SMI ACT # from the Pentium processor is not assert- 
ed, all CPU read and write accesses to SMM memo- 
ry are directed to PCI. The SMRAM Space Register 
at configuration space offset 72h provides additional 
control over the SMRAM space. The six DRB Regis- 
ters define the size of each row in the memory array, 
enabling the PCMC to assert the proper RAS# line 
for accesses to the array. 

CPU-to-Memory write posting and read-around-write 
operations are enabled and disabled via the Host 
Read/Write Buffer Control Register (offset 53h). 
PCI-to-Memory write posting is enabled and dis- 
abled via the PCI Read/Write Buffer Control Regis- 
ter (offset 54h). PCI master reads from main memory 
always result in the PCMC and LBXs reading the 
requested data and prefetching the next seven 
Dwords. 

Seven Programmable Attribute Map (PAM) Regis- 
ters (offsets 59h-5Fh) are used to specify the 
cacheability and read/write status of the memory 
space between 512 KBytes and 1 MByte. Each PAM 
Register defines a specific address area enabling 
the system to selectively mark specific memory 
ranges as cacheable, read-only, write-only, read/ 
write or disabled. When a memory range is disabled, 
all CPU accesses to that range are directed to PCI. 

Two other registers also affect the DRAM interface, 
the Memory Space Gap Register (offsets 78h-79h) 
and the Frame Buffer Range Register (offsets 7Ch- 
7Fh). The Memory Space Gap Register is used to 
place a logical hole in the memory space between 
1 MByte to 16 MBytes to accommodate memory 
mapped ISA boards. The Frame Buffer Range Reg- 
ister, is used to map a linear frame buffer Into the 
Memory Space Gap or above main memory. When 
enabled, accesses to these ranges are never direct- 
ed to the DRAM interface, but are always directed to 
PCI. 
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6.1.1 DRAM CONFIGURATIONS 

Figure 42 illustrates a 12-SIMM configuration which 
supports single-sided SIMMs. A row In the DRAM 
array Is made up of two SIMMs which share a com- 
mon RAS# line. SIMMO and SIMM1 are connected 
to RASO# and therefore, comprise row 0. SI MM 10 
and SIMM11 form row 5. Within any given row, the 
two SIMMs must be the same size. Among the six 
rows, SIMM densities can be mixed In any order. 
That is, there are no restrictions on the ordering of 
SIMM densities among the six rows. 

The low order LBX (LBXL) Is connected to byte 
lanes 5, 4, 1, and 0 of the host and memory data 
buses, and the lower two bytes of the PCI AD bus. 
The high order LBX (LBXH) is connected to byte 
lanes 7, 6, 3, and 2 of the host and memory data 
buses, and the upper two bytes of the PCI AD bus. 
Thus, SIMMs connected to LBXL are connected to 
CAS[5;4,1:0]# and SIMMs connected to LBXH are 
connected to CAS[7:6, 3:2]#. 

The M A [10:0] and WE# lines are externally buff- 
ered to drive the large capacitance of the memory 
array. Three buffered copies of the MA[10:0] and 
WE# signals are required to drive the six row array. 


Figure 43 illustrates a 6-SIMM configuration that 
supports either single- or double-sided SIMMs. In 
this configuration, single- and double-sided SIMMs 
can be mixed. For example. If single-sided SIMMs 
are installed Into the sockets marked SIMMO and 
SIMM1, then RASO# is connected to the SIMMs 
and RAS1 # Is not connected. Row 0 is then popu- 
lated and row 1 Is empty. Two double-sided SIMMs 
could then be installed In the sockets marked 
SIMM2 and SIMM3, populating rows 2 and 3. 

6.1.2 DRAM ADDRESS TRANSLATION 

The 82434LX multiplexed row/column address to 
the DRAM memory array is provided by the 
MA[10:0] signals. The MA[10:0] bits are derived 
from the host address bus as defined by Table 12. 

MA[10:0] are translated from the host address 
A [24:3] for all memory accesses, except those tar- 
geted to memory that has been remapped as a re- 
sult of the creation of a memory space gap in the 
lower extended memory area. In the case of a cycle 
targeting remapped memory, the least significant 
bits come directly from the host address, while the 
more significant bits depend on the memory space 
gap start address, gap size, and the size of main 
memory. 


Table 12. DRAM Address Translation 


Memory Address, 
MA[10:0] 

10 

9 

8 

7 

6 

5 

4 

3 

2 

1 

0 

Row Address 

A24 

A22 

A20 

A19 

A18 

A17 

A16 

A15 

A14 

A13 

A12 

Column Address 

A23 

A21 

All 

A10 

A9 

A8 

A7 

A6 

A5 

A4 

A3 
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PCMC 

CAS[7:0J# 

RASO# 

RAS1# 

RAS2# 

RAS3# 

RAS4# 

RAS5# 


WE# 

MA[10:0] 


CAS[7:6,3:2]# 


CAS[5:4,1:0]# 


BWE# 


BMA[10:0] 


CAS[3:0]# 
RAS0#,RAS2# 

D[31:161 
WE# DP[3:21 


TZE 


SIMMO 

D[15:0] 

DP[1:0] 


CAS[3:0]# 
RAS0#,RAS2# 

A[10:0] d[31:16] 
WE# DP[3:2] 

i t 


SIMM2 

D[15:0] 

DP[1:0] 


SIMM4 


CAS[3:0]# 

RAS0#,RAS2# 

A[10:0] d[31:16] D[15:0] 
WE# DP[3:2] DP[1:0] 

T 


CAS[3:0]« 

RAS0#,RAS2# 

SIMM1 

A[10:0J o[31:16] 
WE# DP[3:2] 

D[15:0] 

DP[1:0] 

^ f 

t 

CAS[3:0]# 

RAS0#,RAS2# 

SIMM3 

A[10:0J 

WE# DP[3:2] 

D[15:0] 

DP[1:0] 

1 t f 

CAS[3:0]# 

RAS0#,RAS2# 

SIMMS 

A[10:0] 

WE# DP[3:2] 

D[15:0] 

DP[1:0] 


^ t t 


\ t t 



SIMMS 


S.MM7 


RAS0#,RAS2# 


RAS0#,RAS2# 


A[10:0] d[31:16] D[15:0] 

-► 

A[10:0] D[ 3 i.i 0 j o[15:0] 

' — ► 

WE# DP[3:2] DP[1:0] 

-> 

WE# OP[3:2] DP[1;0] 


jL_t i 


r-f ~'~t 



SIMMS 


SIMMS 


RAS0#,RAS2# 

-► 

RAS0#,RAS2# 


A[10:0] d[31:161 D[15:0] 


A[10:0] d[31:16] D[15:0] 

' — ► 

WE# DP[3:2] DP[1:0] 

-> 

WE# DP[3:2] DP[1:0] 


1 1. 



SIMM10 

RAS0#,RAS3* 


CAS[3:0]# 

RAS0#,RAS2# SIMM11 


A[10:0] Q[3i.i6] Qfi5:oj 

-> 

A[10:0] OJ31.J0J 0[^5.0j 

— ► 

WE# DP[3:2] DP[1:0] 

-► 

WE# DP[3:2] DP[1:0] 


PCI Address/Data 
AD[31:0] 


A 

LBXH 

MD[31:16] 

MD[15:0] 


LBXL 

MD[31:16] 

MD[15:0] 


MP[3:2] 

MP[1:0] 


MP[3:2] 

MP[1:0J 

AD[31:16] 

AD[15:0] 



AD[15:0] 

AD[15:0] 




D[31:16] 

D[15:0] 


D[31:16] 

D[15:0] 




HP[3:2] 

HP[1:0] 



HP[3:2] 

HP[1:0] 


Host Data 
D[63:0] ^ 

DP[7:0] 


D[63:48] i 

^ D[31:16] i 

^ D[47:32] | D[15:0] | 

DP[7:6] 

DP[3:2] 

DP(5:41 DP[1:0] 


290479-51 


NOTE: 

The figure shows the connections for the 82434LX. For the 82434NX, there are two additional RAS lines (RAS[7:6]#) 
and one additional address line (MA11). 


Figure 42. 82434LX DRAM Configuration Supporting Single-Sided SIMMs 
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Host Data 
D[63:0] 
DP[7:0] 


D[63:48] 

DP[7:6] 


D[31;16] 

DP[3:2] 


D[47:32] 

DP[5:4] 


D[15:0] 

DP[1:0] 
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NOTE: 

The figure shows the connections for the 82434LX. For the 82434NX, there are two additional RAS lines (RAS[7:6]#) 
and one additional address line (MA1 1 ). 


Figure 43. 82434LX DRAM Configuration Supporting Single- or Double-Sided SIMMs 
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6.1.3 CYCLE TIMING SUMMARY 

The 82434LX PCMC DRAM performance is summa- 
rized in Table 13 for all CPU read and write cycles. 


Table 13. CPU to DRAM Performance Summary 


Cycle Type 

Burst, 

x-4-4-4 

Timing 

Single, 

x-4-4-4 

Timing 

Read Page Hit 

7-4-4-4 

7 

Read Row Miss 

11-4-4-4 

11 

Read Page Miss 

14-4-4-4 

14 

Posted Write, WT L2 

3-1-1-1 

3 

Posted Write, WB L2 

4-1 -1-1 

4 

Write Page Hit 

12-4-4-4 

12 

Write Row Miss 

13-4-4-4 

13 

Write Page Miss 

16-4-4-4 

16 

0-Active RAS# 
Mode Read 

10-4-4-4 

10 

0-Actlve RAS# 
Mode Write 

12-4-4-4 

12 


CPU writes to the CPU-to-Memory Posted Write 
Buffer are completed at 3-1 -1-1 when the second 
level cache is configured for write-through mode and 
4-1 -1-1 when the cache is configured for write-back 
mode. Table 14 shows the refresh performance in 
CPU clocks. 


Table 14. Refresh Cycle Performance 


Refresh 

Type 

Hidden 

Refresh 

RAS# only 
Refresh 

CAS# before 
RAS# 

Single 

12 

13 

14 

Burst of Four 

48 

52 

56 


6.1.4 CPU TO DRAM BUS CYCLES 

This section describes the CPU-to-DRAM cycles for 
the 82434LX. 


6.1.4.1 Read Page Hit 

Figure 44 depicts a CPU burst read page hit from 
DRAM. The 82434LX PCMC decodes the CPU ad- 
dress as a page hit and drives the column address 
onto the MA[10:0] lines. CAS[7:0] # are then assert- 
ed to cause the DRAMs to latch the column address 
and begin the read cycle. CMR (CPU Memory Read) 
Is driven on the HIG[4:0] lines to enable the memory 
data to host data path through the LBXs. The PCMC 
advances the MA[1:0] lines through the Pentium 
processor burst order, negating and asserting 
CAS[7:0l# to read each Qword. The host data is 
latched on the falling edge of MDLE, when 
CAS[7:0] # are negated. The latch is opened again 
when MDLE is sampled asserted by the LBXs. The 
LBXs tri-state the host data bus when HIG[4:0] 
change to NOPC and MDLE rises. A single read 
page hit from DRAM is similar to the first read of this 
sequence. The HIG[4:0] lines are driven to NOPC 
when BRDY# is asserted. 
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Figure 44. Burst DRAM Read Cycle-Page Hit 
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6. 1.4.2 Read Page Miss 

Figure 45 depicts a CPU burst read page miss from 
DRAM. The 82434LX decodes the CPU address as 
a page miss and switches from initially driving the 
column address to driving the row address on the 
MA[10:0] lines. RAS# Is then negated to precharge 
the DRAMs and then asserted to cause the DRAMs 
to latch the new row address. The PCMC then 
switches the MA[10:0] lines to drive the column ad- 
dress and asserts CAS[7:0]#. CMR (CPU Memory 
Read) is driven on the HIG[4:0] lines to enable the 
memory data to host data path through the LBXs. 


The PCMC advances the MA[1:0] lines through the 
Pentium processor burst order, negating and assert- 
ing CAS[7:0] # to read each Qword. The host data is 
latched on the falling edge of MDLE, when 
CAS [7:0] # are negated. The latch is opened again 
when MDLE Is sampled asserted by the LBXs. The 
LBXs tri-state the host data bus when HIG[4:0] 
change to NOPC and MDLE rises. A single read 
page miss from DRAM Is similar to the first read of 
this sequence. The HIG[4:0] lines are driven to 
NOPC when BRDY# is asserted. 
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6. 1.4.3 Read Row Miss 

Figure 46 depicts a CPU burst read row miss from 
DRAM. The 82434LX decodes the CPU address as 
a row miss and switches from initially driving the col- 
umn address to driving the row address on the 
M A [10:0] lines. The RAS# signal that was asserted 
is negated and the RAS# for the currently accessed 
row is asserted. The PCMC then switches the 
MA[10:0] lines to drive the column address and as- 
serts CAS[7:0]#. CMR (CPU Memory Read) is driv- 
en on the HIG[4;0] lines to enable the memory data 


to host data path through the LBXs. The PCMC ad- 
vances the MA[1:0] lines through the Pentium proc- 
essor burst order, negating and asserting 
CAS [7:0]# to read each Qword. The host data is 
latched on the falling edge of MDLE, when 
CAS [7:0]# are negated. The latch is opened again 
when MDLE is sampled asserted by the LBXs. The 
LBXs tri-state the host data bus when HIG[4:0] 
change to NOPC and MDLE rises. A single read row 
miss from DRAM is similar to the first read of this 
sequence. The HIG[4:0] lines are driven to NOPC 
when BRDY# is asserted. 


HCLK 

'\K 

^V\AA> 

^aaaaaaaKKaaaaa/^^ 

ADS# 


1 i I 




• •••••! 

ill; 

1 I 

A[31:3] 


? ! 1 




• i i i ! i i 

i i i i 

zic 



i I i 




•I • ! • • ! ! 

! ! ! ! 


> 

D 

6 

1 . 

Tli ! ROW ! 


COL1 

xz 

COL 2 IX 

COL 3 

X I COL 4 

jjr 

! 


i i i i i 



! i 

MAB[10:0] 


XI X ROW 


COL1 


ICOL2I X 

COL 3 


! 1 : 


• 1 • I 1 



! ! ! 1 ! 1 1 1 ! ! 1 1 ! ! I 

RAS# 


i \ \L^ 


i 









/Ki i 

/Kl 

1 /Kl 


1 1 

CAS# 

1 1 1 1 1 


'A 





/ ! ! 


I f 1 1 1 


'"I 


!oy 

r- i -I 1 1 — i T 


”T 1 — i i 

MD[63:0] 


— - 



1 n ? 

i j 



i 1 

MDLE 

1 1 I i « 





vj/ 1 1 

i 

NKi 

i 


HIG[4:0] 

Nore ixn i 





I CMRi 


■yNopc 


1 1 1 r" 

1 




— 




i" ' '1 


HD[63:0] 


11 i ^ 

1 

— 


—id 

1 QW 1 !A 1 J 

lQ»L£1a— 

A QW 3|A 

J i 

V i-n 

BRDY# 

i i i ! 1 





\J/ i ! 

1/ 1 

K-J/ 1 

1 

\j/i 


290479-55 


Figure 46. Burst DRAM Read Cycle-Row Miss 
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6. 1.4.4 Write Page Hit 

Figure 47 depicts a CPU burst write page hit from 
DRAM. The 82434LX decodes the CPU write cycle 
as a DRAM page hit. The HIG[4;0] lines are driven 
to PCMWQ to post the write to the LBXs. In the fig- 
ure, the write cycle Is posted to the CPU-to-Memory 
Posted Write Buffer at 4-1 -1 -1 . The write is posted at 
4-1 -1-1 when the second level cache Is configured 
for a write-back policy. The write is posted to DRAM 
at 3-1 -1-1 when the second level cache Is config- 


int^. 

ured for a write-through policy. When the cycle is 
decoded as a page hit, The PCMC asserts WE# and 
drives the RCMWQ command on MIG [2:0] to enable 
the LBXs to drive the first Qword of the write onto 
the memory data lines. MEMDRV Is then driven to 
cause the LBXs to continue to drive the first Qword 
for three more clocks. CAS[7:0]# are then negated 
and asserted to perform the writes to the DRAMs as 
the MA[1:0] lines advance through the Pentium 
processor burst order. A single write Is similar to the 
first write of the burst sequence. MIG [2:0] are driven 
to NOPM in the clock after CAS [7:0] # are asserted. 



Figure 47. Burst DRAM Write Cycle-Page Hit 
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6.1.4.5 Write Page Miss 

Figure 48 depicts a CPU burst write page miss to 
DRAM. The 82434LX decodes the CPU write cycle 
as a DRAM page miss. The HIG[4:0] lines are driven 
to PCMWQ to post the write to the LBXs. In the fig- 
ure, the write cycle is posted to the CPU-to-Memory 
Posted Write Buffer at 4-1 -1 -1 . The write is posted at 
4-1 -1-1 when the second level cache is configured 
for a write-back policy. The write is posted to DRAM 
at 3-1 -1-1 when the second level cache Is config- 
ured for a write-through policy. When the cycle is 
decoded as a page miss, the PCMC switches the 
MA[10:0] lines from the column address to the row 
address and asserts WE#. The PCMC drives the 


RCMWQ command on MIG [2:0] to enable the LBXs 
to drive the first Qword of the write onto the memory 
data lines. MEMDRV is then driven to cause the 
LBXs to continue to drive the first Qword. The RAS# 
signal for the currently decoded row Is negated to 
precharge the DRAMs. RAS# is then asserted to 
cause the DRAMs to latch the row address. The 
PCMC then switches the MA[10:0] lines to the col- 
umn address and asserts CAS[7:0j# to initiate the 
first write. CAS [7:0]# are then negated and assert- 
ed to perform the writes to the DRAMs as the 
MA[1:0] lines advance through the Pentium proces- 
sor burst order. A single write is similar to the first 
write of the burst sequence. MIG [2:0] are driven to 
NOPM in the clock after CAS [7:0]# are asserted. 
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Figure 48. Burst DRAM Write Cycie-Page Miss 
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6. 1.4.6 Write Row Miss asserts the RAS# signal for the currently de- 

coded row. The PCMC asserts WE # and drives the 
Figure 49 depicts a CPU burst write row miss to RCMWQ command on MIG [2:0] to enable the LBXs 

DRAM. The 82434LX decodes the CPU write cycle to drive the first Qword of the write onto the memory 

as a DRAM row miss. The HIG[4:0] lines are driven data lines. MEMDRV is then driven to cause the 

to PCMWQ to post the write to the LBXs. In the fig- LBXs to continue to drive the first Qword. The PCMC 

ure, the write cycle is posted to the CPU-to-Memory then switches the MA[10:0] lines to the column ad- 

Posted Write Buffer at 4- 1-1-1. The write is posted at dress and asserts CAS[7:0]# to initiate the first 

4-1 -1-1 when the second level cache is configured write. CAS[7:0]# are then negated and asserted to 

for a write-back policy. The write is posted to DRAM perform the writes to the DRAMs as the MA[1:0] 

at 3-1 -1-1 when the second level cache is config- lines advance through the Pentium processor burst 

ured for a write-through policy. When the cycle is order. A single write is similar to the first write of the 

decoded as a row miss, the PCMC negates the al- burst sequence. MIG [2:0] are driven to NOPM in the 

ready active RAS# signal, switches the MA[10:0] clock after CAS [7:0] # are asserted, 

lines from the column address to the row address 



Figure 49. Burst DRAM Write Cycie-Row Miss 
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6. 1.4.7 Read Cycle, 0-Active RAS# Mode 

When in 0-active RAS# mode, every CPU cycle to 
DRAM results In a RAS# and CAS# sequence. 
RAS# is always negated after a cycle completes. 
Figure 50 depicts a CPU burst read cycle from 
DRAM where the 82434LX is configured for 0-active 
RAS# mode. When in 0-active RAS# mode, the 
PCMC defaults to driving the row address on the 
MA[10:0] lines. The PCMC asserts the RAS# signal 
for the currently decoded row causing the DRAMs to 
latch the row address. The PCMC then switches the 
MA[10;0] lines to drive the column address and as- 
serts CAS[7:0]#. CMR (CPU Memory Read) is driv- 



Figure 50. Burst DRAM Read Cycle, 0-Active RAS# Mode 


en on the HIG[4:0] lines to enable the memory data 
to host data path through the LBXs. The PCMC ad- 
vances the MA[1:0] lines through the Pentium proc- 
essor burst order, negating and asserting 
CAS [7:0]# to read each Qword. The host data is 
latched on the falling edge of MDLE, when 
CAS[7:0]# are negated. The latch is opened again 
when MDLE is sampled asserted by the LBXs. The 
LBXs tri-state the host data bus when HIG[4:0] 
change to NOPC and MDLE rises. A single read row 
miss from DRAM is similar to the first read of this 
sequence. The HIG[4:0] lines are driven to NOPC 
when BRDY# is asserted. RAS# Is negated with 
CAS [7:0]#. 
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6. 1.4.8 Write Cycle, 0-Active RAS# Mode 

When in 0-active RAS# mode, every CPU cycle to 
DRAM results In a RAS# and CAS# sequence. 
RAS# is always negated after a cycle completes. 
Figure 51 depicts a CPU Burst Write Cycle to DRAM 
where the 82434LX is configured for 0-active RAS# 
mode. The HIG[4;0] lines are driven to PCMWQ to 
post the write to the LBXs. In the figure, the write 
cycle is posted to the CPU-to-Memory Posted Write 
Buffer at 4-1 -1-1. The write is posted at 4-1 -1-1 
when the second level cache Is configured for a 
write-back policy. The write is posted to DRAM at 
3-1 -1-1 when the second level cache is configured 
for a write-through policy. When in 0-active RAS# 
mode, the PCMC defaults to driving the row address 


on the M A [10:0] lines. The PCMC asserts the RAS# 
signal for the currently decoded row causing the 
DRAMs to latch the row address. The PCMC asserts 
WE# and drives the RCMWQ command on 
MIG [2:0] to enable the LBXs to drive the first Qword 
of the write onto the memory data lines. MEMDRV is 
then driven to cause the LBXs to continue to drive 
the first Qword. The PCMC then switches the 
MA[10:0] lines to the column address and asserts 
CAS[7:0]# to Initiate the first write. CAS[7:0]# are 
then negated and asserted to perform the writes to 
the DRAMs as the MA[1:0] lines advance through 
the Pentium processor burst order. A single write Is 
similar to the first write of the burst sequence. 
MIG [2:0] are driven to NOPM in the clock after 
CAS [7:0] are asserted. 
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Figure 51. Burst DRAM Write Cycie, 0-Active RAS# Mode 
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6.1.5 REFRESH 

The refresh of the DRAM array can be performed by 
either using RAS#-only or CAS#-before-RAS# re- 
fresh cycles. When programmed for CAS#-before- 
RAS# refresh, hidden refresh cycles are Initiated 
when possible. RAS# only refresh can be used with 
any type of second level cache configuration (I.e., no 
second level cache is present, or either a burst 
SRAM or standard SRAM second level cache is im- 
plemented). CAS#-before-RAS# refresh can be en- 
abled when either no second level cache Is present 
or a burst SRAM second level cache is Implement- 
ed. CAS#-before-RAS# refresh should not be used 
when a standard SRAM second level cache Is imple- 
mented. The timing of internally generated refresh 
cycles is derived from HCLK and is Independent of 
any expansion bus refresh cycles. 

The DRAM controller contains an internal refresh 
timer which periodically requests the refresh control 
logic to perform either a single refresh or a burst of 
four refreshes. The single refresh interval is 1 5.6 juls. 
The interval for burst of four refreshes is four times 
the single refresh interval, or 62.4 jas. The PCMC is 
configured for either single or burst of four refresh 
and either RAS# -only or CAS#-before-RAS# re- 
fresh via the DRAM Control Register (offset 57h). 

To minimize performance impact, refresh cycles are 
partially deferred until the DRAM Interface is Idle. 
The deferment of refresh cycles Is limited by the 
DRAM maximum RAS# low time of 100 juts. Refresh 
cycles are Initiated such that the RAS# maximum 
low time is never violated. 


Hidden refresh cycles are run whenever all eight 
CAS# lines are active when the refresh cycle is in- 
ternally requested. Normal CAS#-before-RAS# re- 
fresh cycles are run whenever the DRAM interface is 
idle when the refresh is requested, or when any sub- 
set of the CAS# lines is inactive as the refresh is 
internally requested. 

To minimize the power surge associated with re- 
freshing a large DRAM array the DRAM interface 
staggers the assertion of the RAS# signals during 
both CAS#-before-RAS# and RAS# -only refresh 
cycles. The order of RAS# edges Is dependent on 
which RAS# was most recently asserted prior to the 
refresh sequence. The RAS# that was active will be 
the last to be activated during the refresh sequence. 
All RAS [5:0]# lines are negated at the end of re- 
fresh cycles, thus, the first DRAM cycle after a re- 
fresh sequence is a row miss. 


6.1.5.1 RAS#-Only Refresh-Single 

Figure 52 depicts a RAS# -only refresh cycle when 
the 82434LX is programmed for single refresh cy- 
cles. The diagram shows a CPU read cycle complet- 
ing as the refresh timing inside the PCMC generates 
a refresh request. The refresh address is driven on 
the MA[10:0] lines. Since the CPU cycle was to row 
0, RASO# is negated. RAS1 # is the first to be as- 
serted. RAS2# through RAS5# are then asserted 
sequentially while RASO# is driven high, precharg- 
ing the DRAMs in row 0. RASO# is then asserted 
after RAS5#. Each RAS# line is asserted for six 
host clocks. 
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Figure 52. RAS# Only Refresh-Single 
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6. 1.5.2 CAS#-before-RAS# Refresh-Single 

Figure 53 depicts a CAS#-before-RAS# refresh cy- 
cle when the 82434LX is programmed for single re- 
fresh cycles. The diagram shows a CPU read cycle 
completing as the refresh timing inside the PCMC 
generates a refresh request. The CPU read cycle is 


less than a Qword, therefore a hidden refresh is not 
Initiated. After the CPU read cycle completes, all of 
the RAS# and CAS# lines are negated. The PCMC 
then asserts CAS[7:0]# and then sequentially as- 
serts the RAS# lines, starting with RAS1 # since 
RASO# was the last RAS# line asserted. Each 
RAS# line is asserted for six clocks. 
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Figure 53. CAS#-before-RAS# Refresh-Single 
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6. 1.5.3 Hidden Refresh-Single 

Figure 54 depicts a hidden refresh cycle which takes 
place after a DRAM read page hit cycle. The dia- 
gram shows a CPU read cycle completing as the 
refresh timing inside the 82434LX generates a re- 
fresh request. The CPU read cycle Is an entire 


Qword, therefore a hidden refresh is initiated. After 
the CPU read cycle completes, RAS# is negated, 
but all eight CAS# lines remain asserted. The 
PCMC then sequentially asserts the RAS# lines, 
starting with RAS1 # since RASO# was the last ac- 
tive RAS# line. Each RAS# line is asserted for six 
clocks. 
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Figure 54. Hidden Refresh-Single 
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6.2 82434NX DRAM Inumm 

THIS ssction dssoribss the 82434NX DRAM inter- 
face* Changes In the 8243DNX PCIset from the 

02430 POIset Inclucie: 

t, inoreased ma)dmunfi DRAM memory ^ze to 
512 MBytes* The 82430NX PCIset Increases the 
maximom memory arrs^ size from 1 92 MBytes to 
512 MBytes* 

2* Two additional row address lines (RA$tT:6] #) for 
a total of eight (RAS[7;0|#)* 

3. Addition of 50 MHz host^bus optimized DRAM 
timing sets* 

4* Three additional registers are added ^ support 
the Increased memory sizeDRAM Row Boundary 
Registers 6 and 7 (DR8[7:S1) and the DRAM 
Row Boundary Extension (DRBE) Register. 


5. ModH^led MAt11:0j timing to provide more 
MAt11:0] setup time to CAS[7;0l# asser^on. 


8*2.1 mm ADDRESS tRARSlATIONi 

The MA[1 1 :01 lines are tr^slated from the host ad- 
dress lines A[26:3i for all memory accesses, except 
those targeted to memory that has been remapped 
as a result of the creation of a membiy space gap in 
the lower extended memory area* In the case of a 
cycle target^g remapped rn^rnory, the least signifi- 
cant bits come directly from the host address, while 
the more signifloant bits depend bn the memory 
space gap start address, gap size, and the size of 
mainmemrxy* 


Table 15. DRAM Address Translation 


Memory Address 
MA[11:0] 

11 

10 

9 

8 

7 

6 

5 

4 

3 

2 

1 

0 

Column Address 

A25 

A23 

A21 

All 

A10 

A9 

A8 

A7 

A6 

A5 

A4 

A3 

Row Address 

A26 

A24 

A22 

A20 

A19 

A18 

A17 

A16 

A15 

A14 

A13 

A12 
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6^3.1 Btir^ ilRAN Read Page HR 

Ftgyie SB deplete a CPU iMirat read pt^ Ntt to 
DRAM. The sa434NX decodes ttte CW rddress as 
a Nt and drives ttre cohmn adcfr«te onto Che 
Ihies. CAStTrO]# are Rwn asserted to* 
two eaxs and negated for one CLK CMR (QPU 
Menwty Reacft Is drtven ttw HIS[4:0! ttiea to en- 
able the toenmry data to hod data path toe 

LBXS. The PC*«3 advances the MA{t:0] lines 
through the proomor tatost mhr, rtegding aitd as- 
s^tthf CA8l7:0j# to read dato QvKwd. Tito 
MOt^O] data is sample with HCLK In the LEDte 
whdi MOLE Is ateSdted, and cMven cm tito Itod bus 
toe foHowtog to med toe setop Untto of ttto 


CPU. BROy# Is toOT assdtod. When MOLE is neg- 
ated, the LBX conflrtties to drive the tetohed 
HD{6^] to enteire tost ttto data hold ttme to 
(ME[7:(4# is met for dandard SRAMs. The LBXs 
W-stete toe hod data bus when HI6{4.’0] cltor^e to 
NOTCi add MOLE ttetos. A dn^ read hK from 
[XtAM Is Writer to toe first read of ttrte settoence. 
The H«3l4:d] tetos oe diven to NOPC vtoen toe lad 
^Oy# te ass^ted. 

The dR^am dso shows the tyi^ contod signal 
tinttng for a kmt line W htote that 

CXIS# ktoctive wi meek any new AC^# (caitoedby 
toe NA# assertion) to ttto ^Akte. 
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BJtMJtrnmi mm mm 

Pi§wt% 66 a OpU biirat M6 

Th<i 82^4NX cte0^a Ilia CPU a 

cotoin a66rtM t6 driving 6ia rw ad^r^s mi tht 
MAE11:6J Wn6a, Isltimi^aapitedto 
ihB DflAMa aM lhen as^M to fate# tha 
dram t<m acfclra^. Tha POMC than aiM^has ttia 
MA|1 1 :6| ifnaa to driva tha oolumn addr^s and as- 
softs CAS[7:01#, GMR (CPU Mamory R^d) is drlv« 
an on tha HI0|4:O] llnas to anabfa ^a memory data 
to tot data through die L8Xs* Tha PCMC ad- 


vances tha MAf1:0j Unas through the micfomocas- 
sor hurst order, n^^atlng and aMardng OAS[7^0}# 
to mad each QmmUi, The MDt83;0] data Is sampled 
with HOLK In the LSXs when MDLE Is a^rtad, and 
driven on the tot bus tie fo^n^ng cycle to m^t 
the ^ti^ time c4 the OPU, BRDY# Is then asserted. 
When yPLE Is nested* the LBX condnu^ to drive 
the latched RDl6$:0J to ensure that the data hdid 
tfet)a toCWC|7:0|# Is met for standard SRAMs, the 
UBXs trI-state die host data bus when HISI|4:0} 
tonge to NOPO and MDIE rto The HK3|4:0] 
fines are driven to MOPO when the last BRPY# Is 
^as^ried^ . ^ < 
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6X3.3 Burnt DRAM Read Row Ml$a 

Figum 57 dopiots a CPU to DRAM l^rat raid row 
miss cycle. The 82434NX decodes the CPU address 
as a row miss ami switches from MiaHy dr^eg the 
ccrfumn address to driving the row acNJress on the 
MA[t1:0} lines. The RAS# s^nai that was asserted 
is heated and RAS# lor the ourrendy accessed 
row is asserted (RAS# is asserted 1 clock esHtler In 
0-Acdve RAS# Mode.) The PCMC then switches 
the MA[1 1 :01 lines to drive the column address and 
asserts 0AS(7:0J#. CMR (CPU Memoiy Read) is 
driven on the HtC[4:0I lines to enable the memory 
data ^ host data path through the tiXs. PCMC 

advances the MA{1:0] lines through the microproc> 


essor burst order, negadng and asserting 
OAS(7:0] # to read each Qword. The MD[63:0] data 
is sampled with HOIK in the IBXs when MDli Is 
asserted* and driven on the host bus the following 
cycle to meet the setup time of the CPU. BRDY # ^ 
then asserted. When MOLE is negated, tl^ IBX 
continues to drive dte latched HD{63:0] to ensure 
that the data hold time to CWE[7:0!# Is met for 
standard SRAMs. The tBXs trl-state dte host data 
bus whm HIG(4:0} charge to NOPC and MDLE ris* 
as, A single r^d row miss from DRAM is similar to 
the first read of this sequence. The HIG{4:0J lines 
are driven to NOPC when the last BRDY# Is 
asserted. 
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6.241.4 Bur«l DRAM WiftNI l»age Mt 

F^yrs §8 t CFU burnt pmp M p 

tMAU* Tb# 62434NX dteoxlis tb© CFU writs c^fe 
a$ a PFtAy pags bit;>Tb# H i\nm are cft^^ 
PCMWO to post tbo to tbs IBXs In tba % 
ura, pB wrUa <^|a Is posteO to tho OPU4o-Memoiy 
PostaO Writs Bufor at $-1*1-1 Wban the oyola is 
OaOc^lacI as a papa bit, tho POMO assart WE# isu^O 
drives tha RCMVTO oommand on MiafeOj to enab^ 


the l*BXs to ctrive tba Qword Of tha write onto 
tbo niemory data lines. MEMDRV Is than drfvan to 
mum UBXs to oontlmie to drive the first Qword 
for pfd more ciooi0. CAStTtOj# are then negated 
and sorted ^ ^e wdtOs to die ORAMs as 
tha MAtl^O} Inas advanoe tirou^ the Pantium 
proc^sebr burst <Xdsr^ A singie write Is Mlar to die 
first wd|e of the burst seouenoe. The lines 

ara driven to NOPf^ in the otook whan the last 
OASC750] #' ire assarted ; ^ 





Figure SS. Buret DRAM Write Pa|^ Mies 
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6XSU iurct imM WHIe 

Rgut» a. CPU tost write p«^« ntfss te 

DRAM. The 82434NX decoctes the CPU write cycle 
as a tJRAM pi^ nte «Hid ttie PCMWQ o 3 tn> 
maral [HIQ[4:0] hiea] to pto the write dtoi te ttte 
Li)te. In the flpire, the write c^cte is posted to the 
CPU<to^wwy ftteted VWte BwHer at 3-1>1>l. 
When the c^sle is toxided as a pe^ rtos, the 
PCMC switcim the MA[1 1:0] trws h'om to cohmn 
address to to row and M«sts WE# In 

clock 4. The raw: drlv^ to IftCMWQ oornttwd 
on MIQ^.0| to enato to LBXs te drive to first 
ChWHd of to write onto the rhemcsy ctete lirm 


is ton cbiven to ctejse the LBXs to <ten> 
ttii» to ckive to first Qwwd. The RA8# s^nal for 
to ciwently decoded row is negated to prtoiai^ 
to onAto. RAS# is ton i»^ed to caiBS to 
DRAMS to latoh to rcw address. The PCa/IC ton 
switches to MA[11:0] flnes to to (tolumn ttodress 
and asserte CA8(7X3]# to bWe to first write. 
CA8(7^>] # ate ton negated and tto^ted to pm- 
term to writes to to ORAMs os the MAClrO] Ikies 
advance thrcai^i to Penton proos^or tost ortter. 
A ^n^ write Is ^nMar to to fkst wite of to tost 
sequence. The MlCt^} Mies are driven to NCM4ki 
to clock wtoi to tot OASiTiOl # are atstelto 



Figure 89, Burst DRAU Write Cyde-N^ Miss 
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$Jt33 iiirst ORAM Write Roie MIee 

60 depicts e CPU burst writs row miss to 
PRAM* Tbs 82434NX decode tbs CPU writs cyc^ 
as s ORAM row mte and the HIG|4:01 Jnss are drlv- 
so to POMWO to |3N3St tbs writs data Into IBXs* 
When the cycle Is decoded as a row miss* tis PCMC 
negates tis alreat^ active R AS# signal* switches 
the MAH 1:0J fines from tbs column ^dress to the 
row address and asserts the RAS# signal for HhB 
currently decoded row* The PCM0 assert Wi# 
and dtfvss the RCMWQ comntand on MIOC2;OJ to 


soabis the IBXs to drive the ftrst Oword of the write 
onto the memory data fines* MEMDRV Is then driven 
to c^uss die LiXs to condmie to drive die first 
Qword. The POI^ then switches the MAH 1:01 tines 
to the column address and asserts CAS[T**0|# to 
Initiate the diet vwite, CAS[7;0l# are then negated 
and as^rted to perform the writes, to the DRAMs as 
the MAH fines advance through the microproces* 

sor burst order* A Single write Is similar to ^e first 
write of the burst seguer^^e. The Ml^[2:0} fines are 
driven to NORM In the olock when the last 
GASt7:03 # are asserted* 
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S.2.4 HiFRiSH 

Tfm of ORAM trmy cai^ bo porforme^l by 
BWmt using RAS#*<mly m CAS#4ofofa-RAS# 
roffosh oyoios* Wion ofogrammecl for CAS#- 
boforo*RAS# rofrosb, hid<^n rofrosh oydss ars 
initiated when possible. The timii^ of InternaNy gen* 
erated refresh oyoles is derive froin HOIK and is 
Independent of any expansion tnm rel^esh cycles. 

The DRAM controller oonMins an Internal refresh 
timer which perlodicaliy r^uests ^ refresh mntrol 
iogte to p^orm either a dr^le refr^h a burst of 
four refreshes. The single refresh interval Is 1S.8 jtis. 
The Intervd for burst of four refreshes is four imes 
the single refresh interval* or 02.4 fj,s. The POMC Is 
configured for either sir^je or burst of four refresh 
and either RAS#*only m CAS#-belore RAS# re- 
fresh via the DRAM Oonfroi Reg^ter (offset 67h). 

To minimize performance impaol» refr^ cyo^s are 
partially deferred until the DRAM Int^ace is Idle. 
Refresh cyci^ are Initiated such that the RAS# 
maximum active time Is never violated. 

Hidden refresh cycles are run whenever all eight 
CAS# lines mtB active at the end of a read fransac- 
tion when the refresh cycle Is internally requested. 
Normal CAS#-befofe-RAS# refresh cycles me run 


whenever the DRAM Interface Is Idle when the re- 
fresh is requested* or when any subset of the CAS# 
lines is Inactive as the refresh Is internally requested. 

To minimize die power surge for refreshing a large 
DRAM army, the DRAM interfrtce daggers the as* 
^rtion and negation of the RAS# signals during 
both CAS#-before-RAS# and RAS#*only refresh 
c^ies. 7fm order of RAS# er^es is dependent on 
which RAS# was most recently asserted prior to the 
refresh sequence. The RAS# ftat was active will be 
the last to be activated during the refresh sequence. 
Ail RAStTrOl# lines are negated at the end of re- 
fresh cycles, making tie first DRAM cycle a 
refresh sequeiK^e a row miss. 


8,2A1 RAS#-Only Refresh--Slfi 0 le 

Figure 01 depicts a RAS#*oniy refresh cycle when 
the 024$4NK Is programmed for single refresh oy* 
cles. The diagram shows a cycle completing as the 
refresh timer inside the PCMC generates a refresh 
request The refresh address Is driven on the 
MA(11:0l lines. Snce the cycle was to row 0, 
RASO# is negated. RASi # Is hie first to be assert- 
ed. RAS2# ttroi^h RAS7# are then asserted se- 
quentially white RASO# is driven high, precharging 
the PRAMS in row 0. RASO# is then asserted after 
RAS7#. Each RAS# line is asserted for eight host 
clocks. 
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C4A2 ' Oword, tfi&rafora a hidden refresh Is not Misted. 

After the cycle c^mplet^, all of the RAS# and 
^ depicts a CAS#-foefi(^e*BAS# refresh CAS# lines are negated. The POMC dien asserts 
c^cle wipi ttie 82434NX ^ progmihhied for single C^S{T:0j # and then segtieniafly asserts the RAS# 

re#e^ oydM, The diagram sl^ws a write cycle llneS> swing Mh RAPI# since RA80# mm the 

cmipletlhi as the reh^esh imer Wde tie pOMC last RAS# line as^rted, Each RAS# line Is assert^ 

generates a refresh request The cycle Is less than a ed fcNr ^ght cN>cks. 




Figure 82. CAS#-Before«RAS# Refresh^-^lngle 
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8X4.$ mddeii Refresh**$ifi^Se 

Figum 83 a ralraah cyol# which takas 
place atlar a ORAM read page hit cycle. The dla- 
graifi $lK)w$ a read i^cle completing as the refresh 
timing Inside the S2434NX POMC genmites a re- 
fresh request* The cycle Is an entire Ck«^ord; there- 


fore, a hidden refresh Is Initiated, After the cycle 
completes, RAS# Is negated, but 0 eight CAS# 
lines reman asserted. The POMC then sequentially 
asserts the RAS# lines, starting with RAS1# since 
RASO# was the last active RAS# line. Each RAS# 
line Is asserted for eight clocks* 
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7.0 PCI INTERFACE 

The description in this section applies to both the 
82434LX and 82434NX. 


7.1 PCI Interface Overview 

The PCMC and LBXs form a high performance 
bridge from the Pentium processor to PCI and from 
PCI to main memory. During PCI-to-main memory 
cycles, the PCMC and LBXs act as a target on the 
PCI Bus, allowing PCI masters to read from and 
write to main memory. During CPU cycles, the 
PCMC acts as a PCI master. The CPU can then read 
and write I/O, memory and configuration spaces on 
PCI. When the CPU accesses I/O mapped and con- 
figuration space mapped PCMC registers, the PCMC 
Intercepts the cycles and does not forward them to 
PCI. Although these CPU cycles do not result in a 
PCI bus cycle, they are described in this section 
since most of the PCMC Internal registers are 
mapped into PCI configuration space. 


7.2 CPU-to-PCI Cycles 

7.2.1 CPU WRITE TO PCI 

Figure 64 depicts a series of CPU memory writes 
which are posted to PCI. The CPU initiates the 
cycles by asserting ADS# and driving the memory 
address onto the host address lines. The PCMC 
asserts NA# in the clock after ADS# allowing the 
Pentium processor to drive another cycle onto the 
host bus two clocks later. The PCMC decodes the 
memory address and drives PCPWL on the HIG[4:0] 
lines, posting the host address bus and the low 
Dword of the data bus to the LBXs. The PCMC as- 
serts BRDY#, terminating the CPU cycle with one 
wait state. Since NA# is asserted in the second 


clock of the first cycle, the Pentium processor does 
not insert an idle cycle after this, cycle completes, 
but immediately drives the next cycle onto the bus. 
Thus, the Pentium processor maximum Dword write 
bandwidth of 89 MBytes/second is achieved during 
back-to-back Dword writes cycles. Each of the fol- 
lowing write cycles is posted to the LBXs in three 
clocks. 

In this example, the PCMC is parked on PCI and 
therefore, does not need to arbitrate for the bus. 
When parked, the PCMC drives the SCPA command 
on the PIG [3:0] lines and asserts DRVPCI, causing 
the host address lines to be driven on the PCI 
AD[3T.O] lines. After the write is posted, the PCMC 
drives the DCPWA command on the PIG [3:0] lines 
to drive the previously posted address onto the 
AD[31:0] lines. The PCMC then drives DCPWD onto 
the PIG [3:0] lines, to drive the previously posted 
write data onto the AD[31:0] lines. As this is occur- 
ring on PCI, the second write cycle Is being posted 
on the host bus. In this case, the second write is to a 
sequential and incrementing address. Thus, the 
PCMC leaves FRAME# asserted, converting the 
write cycle into a PCI burst cycle. The PCMC contin- 
ues to drive the DCPWD command on the PIG [3:0] 
lines. The LBXs advance the posted write buffer 
pointer to point to the next posted Dword when 
DCPWD is sampled on PIG [3:0] and TRDY# is 
sampled asserted. Therefore, if the target inserts a 
wait-state by negating TRDY#, the LBXs continue 
to drive the data for the current transfer. The remain- 
ing writes are posted on the host bus, while the 
PCMC and LBXs complete the writes on PCI. 

CPU I/O write cycles to PCI differ from the memory 
write cycle described here in that I/O writes are nev- 
er posted. BRDY# is asserted to terminate the cycle 
only after TRDY# Is sampled asserted, completing 
the cycle on PCI. 
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Figure 64. CPU Memory Writes to PCI 


7.3 Register Access Cycles 

The PCMC contains two registers which are mapped 
into I/O space, the Configuration Space Enable 
Register (I/O port CF8h) and the Turbo-Reset Con- 
trol Register (I/O port CF9h). All other internal 
PCMC configuration registers are mapped into PCI 
configuration space. Configuration space must be 
enabled by writing a non-zero value to the Key field 
in the CSE Register before accesses to these regis- 
ters can occur. These registers are mapped to loca- 
tions COOOh through COFFh in PCI configuration 


space. If the Key field is programmed with Oh, CPU 
I/O cycles to locations COOOh through CFFFh are 
forwarded to PCI as ordinary I/O cycles. Externally, 
accesses to the I/O mapped registers and the con- 
figuration space mapped registers use the same bus 
transfer protocol. Only the PCMC internal decode of 
the cycle differs. NA# is never asserted during 
PCMC configuration register or PCI configuration 
register access cycles. See Section 3.2, PCI Config- 
uration Space Mapped Registers for details on the 
PCMC configuration space mapping mechanism. 


I 
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7.3.1 CPU WRITE CYCLE TO PCMC INTERNAL 
REGISTER 

A write to an internal PCMC register (either CSE 
Register, TRC Register or a configuration space- 
mapped register) is shown in Figure 65. The cycle 
begins with the address, byte enables and status 
signals (W/R#, D/C# and M/IO#) being driven to 
a valid state indicating an I/O write to either CF8h to 
access the CSE register, CF9h to access the TRC 
Register or COXXh when configuration space is en- 
abled to access a PCMC internal configuration regis- 
ter. The PCMC decodes the cycle and asserts 
AHOLD to tri-state the CPU address lines. The 
PCMC signals the LBXs to copy either the upper 
Dword or the lower Dword of the data bus onto the 


address lines. The PCMC makes the decision on 
which Dword to copy based on the BE [7:0]# lines. 
The HIG[4:0] lines are driven to DACPYH or 
DACPYL depending on whether the lower Dword of 
the data bus or the upper Dword of the data bus 
needs to be copied onto the address bus. The LBXs 
sample the HIG[4:0] command, and drive the data 
onto the address lines. The PCMC samples the 
A[31:0] lines on the second rising edge of HCLK 
after the LBXs begin driving the data. Finally, the 
PCMC negates AHOLD and asserts BRDY#, termi- 
nating the cycle. 

If the write is to the CSE Register and the Key field is 
programmed to 0000b then configuration space Is 
disabled. If the Key field Is programmed to a non- 
zero value then configuration space Is enabled. 



2-704 


I 




82434LX/82434NX 


iny 


7.3.2 CPU READ FROM PCMC INTERNAL 
REGISTER 

A read from an internal PCMC register (either CSE 
Register, TRC Register or a configuration space- 
mapped register) is shown in Figure 66. The I/O 
read cycle is from either CF8h to access the CSE 
register, CF9h to access the TRC Register or COXXh 
when configuration space is enabled to access a 
configuration space-mapped register. The PCMC 
decodes the cycle and asserts AHOLD to tri-state 


the CPU address lines. The PCMC then drives the 
contents of the addressed register onto the A[31:0] 
lines. One byte is enabled on each rising HCLK edge 
for four consecutive clocks. The PCMC signals the 
LBXs that the current cycle is a read from an internal 
PCMC register by Issuing the ADCPY command to 
the LBXs over the HIG[4:0] lines. The LBXs sample 
the HIG[4;0] command and copy the address lines 
onto the data lines. Finally, the PCMC negates 
AHOLD, and asserts BRDY# terminating the cycle. 
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7.3.3 CPU WRITE TO PCI DEVICE 
CONFIGURATION REGISTER 

In order to write to or read from a PCI device config- 
uration register the Key field in the CSE register 
must be programmed to a non-zero value, enabling 
configuration space. When configuration space is 
enabled, PCI device configuration registers are ac- 
cessed by CPU I/O accesses within the range of 
CnXXh where each PCI device has a unique non- 
zero value of n. This allows a separate configuration 
space for each of 15 devices on PCI. Recall that 
when configuration space is enabled, the PCMC 
configuration registers are mapped into I/O ports 
COOOh through COFFh. 

A write to a PCI device configuration register is 
shown in Figure 67. The PCMC internally latches the 
host address lines and byte enables. The PCMC as- 
serts AHOLD to tri-state the CPU address bus and 
drives the address lines with the translated address 
for the PCI configuration cycle. The translation Is de- 
scribed in Section 3.2, PCI Configuration Space 
Mapped Registers. On the HIG[4:0] lines, the PCMC 
signals the LBXs to latch either the upper Dword of 


the host data bus or the lower Dword of the host 
data bus to be driven onto PCI during the data phase 
of the PCI cycle. On the PIG [3:0] lines, the PCMC 
signals the LBXs to drive the latched host address 
lines on the PCI AD[31:0] lines. The upper two bytes 
of the address lines are used during configuration as 
IDSEL signals for the PCI devices. The IDSEL pin on 
each PCI device Is connected to one of the 
AD[31:17] lines. 

The PCMC drives the command for a configuration 
write (1011) onto the C/BE[3:0]# lines and asserts 
FRAME# for one PCI clock. The PCMC drives the 
PIG [3:0] lines signaling the LBXs to drive the con- 
tents of the PCI write buffer onto the PCI AD [3 1:0] 
lines. This command Is driven for only one PCI clock 
before returning to the SCPA command on the 
PIG [3:0] lines. The LBXs continue to drive the 
AD[31:0] lines with the valid write data as long as 
DRVPCI is asserted. The PCMC then asserts 
IRDY# and waits until sampling the TRDY# signal 
active. When TRDY# is sampled asserted, the 
PCMC negates DRVPCI tri-stating the LBX AD [3 1:0] 
lines. BRDY# Is asserted for one clock to terminate 
the CPU cycle. 
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7.3.4 CPU READ FROM PCI DEVICE 
CONFIGURATION REGISTER 

In order to write to or read from a PCI device config- 
uration register the Key field in the CSE register 
must be programmed to a non-zero value, enabling 
configuration space. When configuration space is 
enabled, PCI device configuration registers are ac- 
cessed by CPU I/O accesses within the range of 
CnXXh where each PCI device has a unique non- 
zero value of n. This allows a separate configuration 
space for each of 15 devices on PCI. Recall that 
when configuration space is enabled, the PCMC 
configuration registers occupy I/O addresses 
COXXH. 

A CPU read from a PCI device configuration register 
Is shown in Figure 68. The PCMC Internally latches 
the host address lines and byte enables. The PCMC 
asserts AHOLD to tri-state the CPU address bus. 
The PCMC drives the address lines with the translat- 


ed address for the PCI configuration cycle. The 
translation Is described in Section 3.2, PCI Configu- 
ration Space Mapped Registers. On the PIG [3:0] 
lines, the PCMC signals the LBXs to drive the 
latched host address lines on the PCI AD[31:0] 
fines. The upper two bytes of the address lines are 
used during configuration as IDSEL signals for the 
PCI devices. The IDSEL pin on each PCI device is 
connected to one of the AD[31:17] lines. 

The PCMC drives the command for a configuration 
read (1010) onto the C/BE[3:0]# lines and asserts 
FRAME# for one PCI clock. The PCMC drives the 
PIG [3:0] lines signaling the LBXs to latch the data 
on the PCI AD[31:0] lines into the CPU-to-PCI first 
read prefetch buffer. The PCMC then drives the 
HIG[4:0] lines signaling the LBXs to drive the data 
from the buffer onto the host data lines. The PCMC 
asserts IRDY# and waits until sampling TRDY# ac- 
tive. After TRDY# Is sampled active, BRDY# is as- 
serted for one clock to terminate the CPU cycle. 
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Figure 68. CPU Read from PCI Device Configuration Register 




2 - 








82434LX/82434NX 


iny 


During system initialization, the CPU typically at- 
tempts to read from the configuration space of all 1 5 
possible PCI devices to detect the presence of the 
devices. If no device is present, DEVSEL# is not be 
asserted and the cycle is terminated, returning 
FF . . . FFh to the CPU. Figure 69 depicts an 


attempted read from a configuration register of a 
non-existent device. If no device responds then the 
PCMC aborts the cycle and sends the DRVFF com- 
mand over the HIG[4:0] lines causing the LBXs to 
drive FF . . . FFh onto the host data lines. 
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7.4 PCI-to-Main Memory Cycles 

7.4.1 PCI MASTER WRITE TO MAIN MEMORY 

Figure 70 depicts a PCI master burst write to main 
memory. The PCI master begins by driving the ad- 
dress on the AD [3 1:0] lines and asserting FRAME#. 
Upon sampling FRAME# active, the PCMC drives 
the LCPA command on the PIG [3:0] lines causing 
the LBXs to retain the address that was latched on 
the previous PCLK rising edge. The PCMC then 
samples MEMCS# active, indicating that the cycle 
is directed to main memory. The PCMC drives the 
PPMWA command on the PIG [3:0] lines to move 
the latched PCI address into the write buffer address 
register. The PCMC then drives the DPWA com- 
mand on the HIG[4:0] lines enabling the LBXs to 
drive the PCI master write address onto the host 
address bus. The PCMC asserts EADS# to initiate a 
first level cache snoop cycle and simultaneously be- 
gins an internal second level cache snoop cycle. 


Since the snoop is a result of a PCI master write, 
INV Is asserted with EADS#. HITM# remains nega- 
ted and the snoop either hits an unmodified line or 
misses in the second level cache, thus no write-back 
cycles are required. If the snoop hit an unmodified 
line In either the first or second level cache, the line 
is invalidated. The cycle is immediately forwarded to 
the DRAM interface. The four posted Dwords are 
written to main memory as two Qwords with two 
CAS[7:0] # cycles. In this example, the DRAM inter- 
face is configured for X-3-3-3 write timing, thus each 
CAS[7:0]# low pulse is two HCLKs in length. 

The PCMC disconnects the cycle by asserting 
STOP# when one of the two four-Dword-deep PCI- 
to-Memory Posted Write Buffers is full. If the master 
terminates the cycle before sampling STOP# as- 
serted, then IRDY#, STOP# and DEVSEL# are 
negated when FRAME# is sampled negated. If the 
master intended to continue bursting, then the mas- 
ter negates FRAME# when it samples STOP# as- 
serted. IRDY#, STOP# and DEVSEL# are then 
negated one clock later. 
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Figure 70. PCI Master Write to Main Memory-Page Hit 
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7.4.2 PCI MASTER READ FROM MAIN MEMORY The cycle is then forwarded to the DRAM interface. 

A read of four Qwords is performed. Each Qword is 
Figure 71 depicts a PCI master read from main posted in the PCI-Memory Read Prefetch Buffer, 

memory. The PCI master initiates the cycle by driv- The data Is then driven onto PCI in an eight Dword 

ing the read address on the AD [31 :0] lines and as- burst cycle. If the master terminates the cycle before 

selling FRAME#. The PCMC drives the LPMA com- sampling STOP#, then IRDY#, STOP# and 

mand on the PIG [3:0] lines causing the LBXs to re- DEVSEL# are all negated after FRAME# Is sam- 

tain the address latched on the previous PCLK rising pled inactive. If the master intended to continue 
edge. The PCMC drives the DPRA command on the bursting, then the master negates FRAME# when it 

HIG[4:0] lines enabling the LBXs to drive the read samples STOP# asserted and IRDY#, STOP# and 

address onto the host address lines. The snoop cy- DEVSEL# are negated one clock later, 
cle misses in the second level cache and either hits 
an unmodified line or misses In the first level cache. 



Figure 71. PCI Master Read from Main Memory-Page Hit 






82434LX/82434NX 


8.0 SYSTEM CLOCKING AND RESET 


8.1 Clock Domains 

The 82434LX and 82434NX PCMCs and 82433LX 
and 82433NX LBXs operate based on two clocks, 
HCLK and PCLK. The CPU, second level cache, and 
the DRAM interfaces operate based on HCLK. The 
PCI interface timing is based on PCLK. 


8.2 Clock Generation and Distribution 

Figure 72 shows an example of the 82434LX and 
82434NX PCMC host clock distribution in the CPU, 
cache and memory subsystem. HCLK is distributed 
to the CPU, PCMC, LBXs and the second level 
cache SRAMs (in the case of a burst SRAM second 
level cache). 

The host clock originates from an oscillator which is 
connected to the HCLKOSC Input on the PCMC. 
The PCMC generates six low skew copies of HCLK, 
HCLKA-HCLKF. Figure 72 shows an example of a 
host clock distribution scheme for a uni-processor 
system. In this figure, clock loading Is balanced with 


int^. 

each HCLK output driving two loads In the system. 
Each clock output should drive a trace of length k 
with stubs at the end of the trace of length / connect- 
ing to the two loads. The / and k parameters should 
be matched for each of the six clock outputs to mini- 
mize overall system clock skew. One of the HCLK 
outputs is used to clock the PCMC and the Pentium 
processor. Because the clock driven to the PCMC 
HCLKIN input and the Pentium processor CLK input 
originates with the same HCLK output, clock skew 
between the PCMC and the CPU can be kept lower 
than between the PCMC and other system compo- 
nents. Another copy of HCLK Is used to clock the 
LBXs. A 256 KByte burst SRAM second level cache 
can be implemented with eight 32 KByte x 9 syn- 
chronous SRAMs. The four remaining copies of 
HCLK are used to clock the SRAMs. Each HCLK 
output drives two SRAMs. A 512 KByte second level 
cache is implemented with four 64 KByte x 1 8 syn- 
chronous SRAMs. Two of the four extra copies are 
used to clock the SRAMs while the other two are 
unused. Any one of the HCLK outputs can be used 
to clock the PCMC and Pentium processor, the two 
LBXs or any pair of SRAMs. All six copies are identi- 
cal In drive strength. 

Figure 73 depicts the PCI clock distribution. 



Figure 72. HCLK Distribution Example 
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Figure 73. PCI Clock Distribution 


The PCMC generates PCLKOUT with an internal 
Phase Locked Loop (PLL). The PCLKOUT signal Is 
buffered using a single component to produce sev- 
eral low skew copies of PCLK to drive the LBXs and 
other devices on PCI. One of the outputs of the 
clock driver is directed back to the PCLKIN Input on 
the PCMC. The PLL locks the rising edges of 
PCLKIN in phase with the rising edges of HCLKIN. 
The PLL effectively compensates for the delay of 
the external clock driver. The resulting PCI clock is 
one half the frequency of HCLK. Timing for all of the 
PCI interface signals is based on PCLKIN. All PCI 
interface inputs are sampled on PCLKIN rising edg- 
es and all outputs transition as valid delays from 
PCLKIN rising edges. Clock skew between the 
PCLKIN pin on the PCMC and the PCLK pins on the 
LBXs must be kept within 1 .25 ns to guarantee prop- 
er operation of the LBXs. 


pins, PLLAVDD, PLLAVSS and PLLAGND. These 
power pins require a low noise supply. PLLAVDD, 
PLLAVSS and PLLAGND must be connected to the 
RC network shown in Figure 74. 

The second PCMC internal Phase Locked Loop 
(PLL) locks the PCLKIN input in phase with the 
HCLKIN input. The PLL is used by the PCMC to 
keep the PCI clock in phase with the host clock. An 
external loop filter is required. The PLLBRC1 and 
PLLBRC2 pins connect to the external PCLK loop 
filter. Two resistors and a capacitor form the loop 
filter. The loop filter circuitry should be placed as 
close as possible to the PCMC loop filter pins. The 
PLL also has dedicated power and ground pins, 
PLLBVDD, PLLBVSS and PLLBGND. These power 
pins require a low noise supply. PLLBVDD, 
PLLBVSS and PLLBGND must be connected to the 
RC network shown in Figure 74. 


8.3 Phase Locked Loop Circuitry 

The 82434LX and 82434NX PCMCs each contain 
two Internal Phase Locked Loops (PLLs). Loop fil- 
ters and power supply decoupling circuitry must be 
provided externally. Figure 74 shows the PCMC con- 
nections to the external PLL circuitry. 

One of the PCMC internal Phase Locked Loops 
(PLL) locks onto the HCLKIN input. The PLL is used 
by the PCMC in generating and sampling timing crit- 
ical signals. An external loop filter is required. The 
PLLARC1 and PLLARC2 pins connect to the exter- 
nal HCLK loop filter. Two resistors and a capacitor 
form the loop filter. The loop filter circuitry should be 
placed as close as possible to the PCMC loop filter 
pins. The PLL also has dedicated power and ground 


The resistance and capacitance values for the exter- 
nal PLL circuitry are listed below. 

R1 = 10 Ka ± 5% 

R2 = 150a ± 5% 

R3 = 33a ± 5% 

Cl = 0.01 juiF ± 10% 

C2 = 0.47 jliF ± 10% 

An additional 0.01 juF capacitor in parallel with C2 
will help to Improve noise immunity. 
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Figure 74. PCMC PLL Circuitry Connections 
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8.4 System Reset 

Figure 75 shows the 82434LX and 82434NX PCMC 
system reset connections. The 82434LX and 
82434NX PCMC reset logic monitors PWROK and 
generates CPURST, PCIRST# and INIT. 

When asserted, PWROK is an indicator to the PCMC 
that VDD and HCLK have stabilized long enough for 
proper system operation. CPURST is asserted to ini- 
tiate hard reset. INIT is asserted to initiate soft reset. 
PCIRST # is asserted to reset devices on PCI. 


Hard reset Is initiated by the PCMC in response to 
one of two conditions. First, hard reset is initiated 
when power is first applied to the system. PWROK 
must be driven inactive and must not be asserted 
until 1 ms after VDD and HCLK have stabilized at 
their AC and DC specifications. While PWROK is 
negated, the 82434LX asserts CPURST and 
PCIRST#. PWROK can be asserted asynchronous- 
ly. When PWROK is asserted, the 82434LX first en- 
sures that it has been completely initialized before 
negating CPURST and PCIRST#. CPURST is nega- 
ted synchronously to the rising edge of HCLK. 
PCIRST # is negated asynchronously. 



290479-85 

Figure 75. PCMC System Reset Logic 




2-717 



82434LX/82434NX 


int^ 


When PWROK is negated, the PCMC asserts 
AHOLD causing the CPU to tri-state the host ad- 
dress lines. Address lines A [3 1:29] are sampled by 
the PCMC 1 ms after the rising edge of PWROK. 
The values sampled on A[3T.30] are Inverted inside 
the PCMC and then stored in Configuration Register 
52h bits 7 and 6. The A [3 1:30] strapping options are 
depicted in Table 18. 


Table 18. A [3 1:30] Strapping Options 


A[31:30] 

Configuration 
Register 52h, 
Bits [7:6] 

Secondary 
Cache Size 

11 

00 

Not Populated 

10 

01 

Reserved 

01 

10 

256 KByte Cache 

00 

11 

512 KByte Cache 


The value sampled on A29 Is inverted inside the 
PCMC and stored In the SRAM Type Bit (bit 5) in the 
see Register. A28 is required to be pulled high for 
compatibility with future versions of the PCMC. 

The PCMC also Initiates hard reset when the System 
Hard Reset Enable bit in the Turbo-Reset Control 
Register (I/O address CF9h) is set to 1 and the Re- 
set CPU bit toggles from 0 to 1 . The PCMC drives 
CPURST and PCIRST# active for a minimum of 
1 ms. 

Table 19 shows the state of all 82434LX PCMC 
output and bi-directional signals during hard reset. 
During hard reset both CPURST and PCIRST # are 
asserted. When the hard reset is due to PWROK 
negation, AHOLD is asserted. The PCMC samples 
the strapping options on the A [3 1:29] lines 1 ms af- 
ter the rising edge of PWROK. When hard reset is 
initiated via a write to the Turbo-Reset Control Reg- 
ister (I/O port CF9h) AHOLD remains negated 
throughout the hard reset. Table 19 also applies to 
the 82434NX, with the exception of the signals listed 
in Section 8.5, 82434NX Reset Sequencing. 


Table 19. 82434LX Output and I/O Signal States 
During Hard Reset 


Signal 

State 

Signal 

state 

A[31:0] 

Input 

IRDY# 

Input 

AHOLD 

High/Low 

KEN# 

Undefined 

BOFF# 

High 

MA[10:0] 

Undefined 

BRDY# 

High 

MDLE 

High 

CAA[6;3] 

Undefined 

MEMACK# 

High-Z 

CAB [6:3] 

Undefined 

MIG [2:0] 

Low 

CADS[1:0j# 

High 

NA# 

High 

CADV[1:0]# 

High 

PAR 

Input 

CALE 

High 

PEN# 

High 

CAS[7:0] # 

High 

PERR# 

Input 

COE [1:0]# 

High 

PLOCK# 

Input 

CWE[7:0]# 

High 

PIG3 

Low 

C/BE[3:0]# 

Input 

PIG [2:0] 

High 

DEVSEL# 

Input 

RAS[5:0]# 

High 

DRVPCI 

Low 

REQ# 

HIgh-Z 

EADS# 

High 

SERR# 

Input 

FRAME# 

Input 

STOP# 

Input 

HIG[4:0] 

Low 

TRDY# 

Input 

INIT 

Low 

WE# 

High 

INV 

Low 




Soft reset is Initiated by the PCMC in response to 
one of two conditions. First, when the System Hard 
Reset Enable bit in the TRC Register is reset to 0, 
and the Reset CPU bit toggles from 0 to 1, the 
PCMC Initiates soft reset by asserting I NIT for a min- 
imum of 2 HCLKs. Second, the PCMC initiates a soft 
reset upon detecting a shutdown cycle from the 
CPU. In this case, the PCMC first broadcasts a shut- 
down special cycle on PCI and then asserts I NIT for 
a minimum of 2 HCLKs. 
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8.5 82434NX Reset Sequencing 

mm PmOK nested, the 8243#IX PCMC 
drives ttie following signals low— 8ROY#» NA#, 
AHOtD, EADS#, INV, 80EF#, KEN#, 
FEN#, CPURST, INIT, DALE, C^DSt1:0l#, 
OAOVt1:Dl#. CAAl6:3l, CA8tS:3|, GOEt1:0l#, 
CWE[7:0l#, HCIK[A:F1 are driven m soon as trie 
3.3V supply is active. Not# that CWEt7:0} # bw pro- 
vents the saconci lavsl oaoha data RAMs from driv* 
Ing the data bus, even though ODE{1:0] # are 8^so 
driven low. Also, note that SOFF# driven low caus- 
es the CPU to tri-state all outputs to the 624S4NX 
PCMO and 82433NX LBX, except HUM#, 
SMIACT#, and PCHK#. This minlmiies the number 


82434LX/82434NX 


of ^gnals that the CPU may drive to the PCMO when 
the 3.3V supply is active and the SV supply Is not 
active. 

Figure 76 shows how the S2434NX seguences 
CPURST and POIRST# In response to PWROK as- 
sertion. 

Some PCI devices may drive 3.3V friendly signals 
directly to 3.3V devices that are not 5V tolerant. If 
such signals are powered from dte 5V supply they 
must be driven low v^en PCIRST# is asserted. 
Some of these signals may need to be driven high 
before CPURST Is negated. PCIRST# Is negated 
1 ms before CPU RST to allow time for mis to occur. 



Figure 76. 82434NX Reset Sequencliig at Power-Up 
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9.0 ELECTRICAL CHARACTERISTICS 


9.1 Absolute Maximum Ratings 

Case Temperature under Bias 0°C to +85®C 

Storage Temperature - 55®C to + 1 50®C 

Voltage on Any Pin 

with Respect to Ground -0.3 to Vcc + 0-3V 

Supply Voltage 

with Respect to Vss -0.3 to + 6.5V 

Maximum Total Power Dissipation 2.0W 

Maximum Power Dlasipatlon, Vcx)3 470 mV\^ 

The Maximum total power dlsalpation In the 
82434NX on the Vqc and Voc& pins Is EOW. The 
Voc3 pirn may draw as much as 470 mW, however, 
total power will not exceed 2.0W. 


NOTICE: This data sheet contains Information on 
products in the sampling and initial production phases 
of development. The specifications are subject to 
change without notice. Verify with your local Intel 
Sales office that you have the latest data sheet be- 
fore finalizing a design. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


9.2 Thermal Characteristics 

The 82434LX and 82434NX PCMCs are designed 
for operation at case temperatures between 0®C and 
85° C. The thermal resistances of the package are 
given in Table 20. 


Table 20. PCMC Package Thermal Resistance 


Parameter 

Air Flow Meters/Second 
(Linear Feet per Minute) 


0 

0.5 

1.0 

2.0 

5.0 


(0) 

(98.4) 

(196.9) 

(393.7) 

(984.3) 

0 JA rc/watt) 

31 

27 

24.5 

23 

19 

^JC rC/Watt) 

8.6 






9.3 82434LX DC Characteristics 

Functional Operating Range (Vqq = 5V i5%;TQASE ~ 0°Cto +85°C) 


Symbol 

Parameter 

Min 

Max 

Unit 

Test 

Conditions 

V|L1 

Input Low Voltage 

-0.3 

0.8 

V 

Note 1, Vcc = 4.75V 

V|H1 

Input High Voltage 

2.2 

Vcc + 0.3 

V 

Note 1, Vcc = 5.25V 

V|L2 

Input Low Voltage 

-0.3 

1.35 

V 

Note 2, Vcc = 4.75V 

V|H2 

Input High Voltage 

3.85 

Vcc + 0.3 

V 

Note 2, Vcc = 5.25V 

Vti 

Schmitt Trigger Threshold Voltage, 
Falling Edge 

0.7 

1.35 

V 

Note 3, Vcc = 5.0V 

Vti + 

Schmitt Trigger Threshold Voltage, 
Falling Edge 

1.4 

2.2 

V 

Note 3, Vcc = 5.0V 

Vhi 

Hysteresis Voltage 

0.3 

1.2 

V 

Note 3, Vcc = 5.0V 

Vt2- 

Schmitt Trigger Threshold Voltage, 
Falling Edge 

1.25 

2.3 

V 

Note 3, Vcc = 5.0V 

Vt2 + 

Schmitt T rigger Threshold Voltage, 
Rising Edge 

2.3 

3.7 

V 

Note 3, Vcc = 5.0V 

Vh2 

Hysterersis Voltage 

0.3 

1.2 

V 

Note 3. Vcc = 5.0V 
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Functional Operating Range (Vcc = 5V ±5%;Tcase = OX to +85X) (Continued) 


Symboi 

Parameter 

Min 

Max 

Unit 

Test 

Conditions 

VqL1 

Output Low Voltage 


0.5 

V 

Note 4 

V0H1 

Output High Voltage 

Vcc - 0.5 


V 

Note 4 

V0L2 

Output Low Voltage 


0.4 

V 

Note 5 

V0H2 

Output High Voltage 

2.4 


V 

Note 5 

•OL1 

Output Low Current 


1 

mA 

Note 6 

>OH1 

Output High Current 

-1 


mA 

Note 6 

*OL2 

Output Low Current 


3 



•0H2 

Output High Current 

-2 


mol 


•OL3 

Output Low Current 





bH3 

Output High Current 

-2 




•OL4 

Output Low Current 


3 

mA 

Note 9 

IOH4 

Output High Current 

-1 


mA 

Note 9 

l|H 

input Leakage Current 


+ 10 

uA 


l|L 

Input Leakage Current 


-10 

uA 



Input Capacitance 


12 

pF 

Fc = 1 MHz 

CoUT 

Output Capacitance 


12 

PF 

Fc = 1 MHz 

C|/o 

I/O Capacitance 


12 

pF 

Fc = 1 MHz 


NOTES: 

1. ViLi and V|H 1 apply to the following signals: A[31:0], BE[7:0]#, D/C#, W/R#, M/IO#, HLOCK#, ADS#, PCHK#, 
HITM#, CACHE#, SMIACT#, PCLKIN, HCLKIN, HCLKOSC, FLSHBUF#, MEMCS#, SERR#, PERR#, MEMREQ#, 
GNT#, PLOCK#, STOP#, IRDY#, TRDY#, FRAME#, C/BE[3:0]#. 

2. V|L 2 and V|H 2 apply to the following signals; PPOUT[1;0], EOL. 

3. Vji - , Vti + and Vhi apply to PWROK. Vj 2 -. Vj 2 + and Vh 2 apply to TESTEN. 

4. VoLi and VoHi apply to the following signals: HIG[4:0], MIG[2:0], PIG[3:0], DRVPCI, MDLE, PCIRST#. 

5. VoL2 and Vqh 2 apply to the following signals: REQ#, MEMACK#, FRAME#, C/BE[3:0]#, TRDY#, IRDY#, STOP#, 
PLOCK#, DEVSEL#, PAR, PERR#, SERR#, BOFF#, AHOLD, BRDY#, NA#, EADS#, KEN#, INV, A[31:0], 
PCLKOUT, HCLKA-HCLKF, CALE, COE[1:0]#, CWE[7:0]#, CADV[1;0]#, CADS[1:0]#, CAA[6:3], CAB[6:3], 
RAS[5:0]#, CAS[7:0]#, MA[10:0], WE#. 

6. loLi and Iqhi apply to the following signals: HIG[4;0], MIG[2:0], PIG[3:0], DRVPCI, MDLE, PCIRST#. 

7. Iql 2 and Ioh 2 apply to the following signals: C/BE[3:0]#, REO#, MEMACK#, MA[10:0], WE#. 

8. loL 3 and Iqh 3 apply to the following signals: FRAME#, TRDY#, IRDY#, STOP#, PLOCK#, DEVSEL#, PAR, PERR#, 
SERR# 

9. Iql 4 and Ioh 4 apply to the following signals: BOFF#, AHOLD, BRDY#, NA#, EADS#, KEN#, INV, CPURST, INIT, 
A[31:0], PCLKOUT, CALE, COE[1:0]#, CADS[1:0]#, CADV[1:0]#, CWE[7:0l#, CAA[6:3], CAB[6:3], RAS[5:0]#, 
CAS[7:0]#. 


DlM[F©l^lMlA'irO©lf!fl 
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9.4 82434NX CMC Characterf8ttc» 

WumMoml Op^ritlns Ring# (Vco iV ±S%; = 






R#r#in#t#r 


^iLi Input low Voltag# 


ViHt Inj^t High Voltage 


Vjt 2 Input low Voltage 


V|H2 I^PUt High Voltage 


Vjt 3 input low Voltage 


V|H 3 InputHlghVoltage 


Vti Sohmitt Trigger Threshold Voltage, Falling idge 


Schmitt Trigger Threshold Voltage, RNng Edge 




Vt 2 - Schmitt Trigger Threshold Voltage, Palling Edge 




Vhi Hysterersis Voltage 


Von Output Low Voltage 


VoHt Oiiipv^ High Voltage 


Output Low Voltage 


Output High Voltage 


Output low Current 


Output High Current 


bis OutputlowCurrent 



Tcasb ^ 4* 


Teal 

Ootidlllon# 


Note1vVob«4J6V 


Note1,Voj-S*^SV 


Notea,Vcxj*«“4JSV 


Note2, « S.25V 


Note4;VoG**6pV 


Note4, Vc3C “ ^ ov 


Note4, Vcc ^ 5,0V 


Note 4, VpG S,pV 


Note 4, Vco** 5,0V 


Note 4, Vcx)^ 5,0V 


Notes 


Notes 


No^S 


No^6 ^ 



mA Note a 
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i^nctlorartO|)«ra«hig Range (Vcc $V ±S%;Vcc3 ~ 3.135 to 3.4^ V; 
T <«>«y •= 0°C to +55'C) (Continued) 


SymlK^ 

Raran^ier 

Min 

Max 

Unit 

Teat 

CoiUHtlona 

•OH2 

Output High Qirrertt | 



mA 

Notes 

NdL3 

Output Low Cktrrant 


6 

mA 

Notes 

l0H3 

Output High Qurrent 

-2 


mA 

Noted 

im.4 

Output Low (Xinrent 


$ 

mA 

Note 10 

IOH4 

Output High CLKTont 

-1 


mA 

Note 10 

l|H 

Input Laakaga Current 


+ld 

uA 


l|L 

input Laakaga Currant 


_10 

oA 


C|N 

input Capacitance 


12 

13 

Fq — 1 MHl 

CcWT 

Output Capacitance 


12 

13 

Fc* IMHx 

C|/0 

i/0 Capacitance 


12 

pF 

Fq ^ 1 MHl 


NOTES: 

I. Viu and Vm to the foltowir^ ^hrts: BEt7,-01#, 0/C#, W/R#, M/IO#, HtOCK#, M3S*, PCm*. HITM#, 

8MI/«3T#, PCLKIN, HCLKOSC, RJSHBUF#, MEMOS#, SERB#, reflR#, MEMREQ#, SNT#, PUXX#. 
ST»#, IRDY#, TROY#, FRAME#. C/BEI3:0l #. 
s. Vit^ and tVtolY to toe foltowtng sigmue; RPOUT[i:Ol, EOL. 

3. V113 and V1H3 ap[% to the »o»owing sSgnste A[31:0I, HO-KIN. 

4 Vri Vti+ and Vhi app^ to PWROK. Vra-, Vt 2 + and Vh 2 apply to TE8TEN. 

5. VoLi and VoHi««^ to the followtog sIgtMis: Hief4:0], MIQ(2:0l, MQ(3:0), ORVPC3, MDtE, PaRST#. 

6. V(^ and Vote aj^ to the tolloydng signals; REQ#, MEMACK#, FRAME#, C/BE{3i)l#, TROY#, IRDY#, STOP#, 
FLOCK#, tffiVaEL#, PAR, PEHR#, SERR#, BOFF#, AHOLD, BRDY#, NA#, EADS#, KB4#. INV, At31.>0l, 
POJ«3Vr, HCU<A-t«aj«=', CALE, C0EH«1#, CWEI7fll#. CADVL1.-0)#, CADSftd)]#, CAAt6;3], CAB[«.-3I, 
HASt7d)l#, CASt?:0)#, MA|11:0), WE#. 

7. loLi «id loHi appty to the following slp^s; HK3(4.-0J, MIGtaoJ, PIQt3;0), ORVPCI, MMJE, A{31.Sj, A[2.-0], PQRST#. 

5 tou »to loie apPV to the followtog s^ls: C/8E(3:0]#, REQ#, MEMACK#, MAE11K)}, WE#. 

9. toia and lom ^ply to the follovdng s^n^: WtAME#, TRDY#, IRDY#, STOP#, PLOCK#, C*V8EL#, PAa PERR#, 
SERR#« 

10. lou and lc»w apfrfy to the fotowlng signals: BC»=F#, AHOD, BRDY#, NA#, EAC«#, KEN#, INV, CPURST, INR, 
A(7:3), PCa.KOUT, CALE, COEl 1 : 0 ]#, CAOS[ 1 ^>J#, CADVflda#, CWEt7:0j#, CAA(63). CABl6;3l, RASt7:0l#. 
CASt7:01#. 

II. The output buffws for BRDY#, NA#, AHC40, EADS#, INV, BOFF#, KEN#, PEN#, CPURST, INIT, {VLLE, CADSH.Dl, 
CADVhiOl#, CAAt6:3], CAB[6:3], COEII®!#, CWEI7d)l#, A[31S] Wd HOJ<[A:F] are powered with V<x^ and toere- 

drive 3.3V s^nal levels. 





2-723 























































82434LX/82434NX 


9.5 82434LX AC Characteristics 

The AC characteristics given in this section consist of propagation delays, valid delays, input setup require- 
ments, input hold requirements, output float delays, output enable delays, output-to-output delays, pulse 
widths, clock high and low times and clock period specifications. Figure 77 through Figure 85 define these 
specifications. Section 9.5 lists the 82434LX AC Characteristics. Output test loads are listed in the right 
column. 

In Figure 77 through Figure 85, VT = 1 .5V for the following signals: 

A[3T.O], BE[7:0]#, PEN#, D/C#, W/R#, M/IO#, HLOCK#, ADS#, PCHK#, HUM#, EADS#, BRDY#, 
BOFF#, AHOLD, NA#, KEN#, INV, CACHE#, SMIACT#, INIT, CPURST, CALE, CADV[1:0]#, COE[1:0]#, 
CWE[7:0]#, CADS[1:0]#, CAA[6:3], CAB[6:3], WE#, RAS[5:0]#, CAS[7:0]#, MA[10:0], C/BE[3:0]#, 
FRAME#, TRDY#, IRDY#, STOP#, PLOCK#, GNT#, DEVSEL#, MEMREQ#, PAR, PERR#, SERR#, 
REQ#, MEMOS#, FLSHBUF#,MEMACK#, PWROK, HCLKIN, HCLKA-HCLKF, PCLKIN, PCLKOUT. 

VT = 2.5V for the following signals: 

PPOUT[1:0], EOL, HIG[4:0], PIG[3:0], MIG[2:0], DRVPCI, MDLE, PCIRST#. 

9.5.1 HOST CLOCK TIMING, 66 MHz (82434LX) 


Functional Operating Range (Vcc = 4.9V to 5.25V; Tcase = to + 70X) 


Symbol 

Parameter 

Min 

Max 

Figure 

Notes 

t1a 

HCLKOSC High Time 

IIQQI 


82 


t1b 

HCLKOSC Low Time 

||K|RH 


82 


t2a 

HCLKIN Period 


20 

82 


t2b 

HCLKIN Period Stability 


±100 


ps(i) 

t2c 

HCLKIN High Time 

4 


82 


t2d 

HCLKIN Low Time 

4 


82 


t2e 

HCLKIN Rise Time 


1.5 

83 


t2f 

HCLKIN Fall Time 


1.5 

83 


t3a 

HCLKA-HCLKF Output-to-Output Skew 


0.5 

85 

OpF 

t3b 

HCLKA-HCLKF High Time 

5.0 


85 

OpF 

t3c 

HCLKA-HCLKF Low Time 

5.0 


85 

OpF 


NOTE: 

1 . Measured on rising edge of adjacent clocks at 1 .5V. 
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9.5.2 CPU INTERFACE TIMING, 66 MHz (82434LX) 


Functional Operating Range (Vcc = 4.9V to 5.25V; Tcase == to +70X) 


Symboi 

Parameter 

Min 

Max 

Fig 

Notes 

t10a 

ADS#, HUM#, W/R#, M/IO#, D/C#, 
HLOCK#, CACHE#, BE[7:0]#, 
SMIACT# Setup Time to HCLKIN 
Rising 

4.6 


79 


t10b 

ADS#, HUM#, W/R#, M/IO#, D/C#, 
HLOCK#, CACHE#, BE[7:0]#, 
SMIACT# Hold Time from HCLKIN 
Rising 

0.8 


79 


t11a 

PCHK# Setup Time to HCLKIN Rising 

4.3 


79 


t11b 

PCHK# Hold Time from HCLKIN Rising 

1.1 


79 


t12a 

A[18:3] Rising Edge Setup Time to 
HCLKIN Rising 

4.5 


79 

Setup to HCLKIN rising when 
ADS# is sampled active by PCMC. 

t12aa 

A [18:3] Falling Edge Setup Time to 
HCLKIN Rising 

3.2 


79 

Setup to HCLKIN Rising when 
ADS# is Sampled Active by 
PCMC. 

t12ab 

A[18:3] Rising Edge Setup Time to 
HCLKIN Rising 

4.7 



Setup to HCLKIN Rising when 
ADS# is Sampled Active by 
PCMC. 

t12ac 

A[18:3] Falling Edge Setup Time to 
HCLKIN Rising 

4.1 



Setup to HCLKIN Rising when 
ADS# is Sampled Active by 
PCMC. 

t12b 

A[31:0] Hold Time from HCLKIN Rising 

0.5 


79 

Hold from HCLKIN rising two 
clocks after ADS# is sampled 
active by PCMC. 

t12c 

A[31:0] Setup Time to HCLKIN Rising 

6.5 


79 

Setup to HCLKIN rising when 
EADS# is sampled active by the 
CPU. 

t12d 

A[31:0] Hold Time from HCLKIN Rising 

1.5 


79 

Hold from HCLKIN rising when 
EADS# is sampled active by the 
CPU. 
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Functional Operating Range (Vcc = 4.9V to 5.25V; Tcase = to + 70®C) (Continued) 


Symbol 

Parameter 

Min 

Max 

Fig 

Notes 

t12e 

A[31:0] Output Enable from HCLKIN 
Rising 

0 

13 

81 


t12f 

A[31:0] Valid Delay from HCLKIN 
Rising 

1.3 

13 

78 

OpF 

t12g 

A [31 :0] Float Delay from HCLKIN 
Rising 

0 

13 

80 


t12h 

A [2:0] Propagation Delay from 
BE[7:0]# 

1 

16 

77 

OpF 

t13a 

BRDY# Rising Edge Valid Delay 
from HCLKIN Rising 

1.7 

7.8 

78 

OpF 

t13b 

BRDY# Falling Edge Valid Delay 
from HCLKIN Rising 

1.7 

7.6 

78 

OpF 

t14 

NA# Valid Delay from HCLKIN 
Rising 

1.3 

7.8 

78 

OpF 

t15a 

AHOLD Valid Delay from HCLKIN 
Rising 

1.3 

7.1 

78 

OpF 

t15b 

BOFF# Valid Delay from HCLKIN 
Rising 

1.8 

7.1 

78 


t16a 

EADS#, INV, PEN# Valid Delay from 
HCLKIN Rising 


7.4 

78 

OpF 

t16b 

CPURST Rising Edge Valid Delay 
from HCLKIN Rising 

0.9 

7.5 

78 


t16c 

CPURST Falling Edge Valid Delay 
from HCLKIN Rising 

0.9 

7.0 

78 


t16d 

KEN# Valid delay from HCLKIN 
Rising 

1.3 

7.6 

78 


t17 

INIT High Pulse Width 

2 HCLKs 


84 

Soft reset via TRC register or 
CPU shutdown special cycle 

t18 

CPURST High Pulse Width 

1 ms 


84 

Hard reset via TRC register, 0 pF 
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9.5.3 SECOND LEVEL CACHE STANDARD SRAM TIMING, 66 MHz (82434LX) 


Functional Operating Range (Vcc = 4.9V to 5.25V; Tqase = to +70X) 


Symboi 

Parameter 

Min 

Max 

Fig 

Notes 

t20a 

CAA [6:3] /CAB [6:3] Propagation 
Delay from A [6:3] 

0 

8.5 

77 

OpF 

t20b 

CAA[6:3]/CAB[6:3] Valid Delay from 
HCLKIN Rising 

0 

7.2 

78 

OpF 

t21a 

COE[1 :0] # Falling Edge Valid Delay 
from HCLKIN Rising 

0 

9 

78 

OpF 

t21b 

COE[1 :0] # Rising Edge Valid Delay 
from HCLKIN Rising 

0 

5.5 

78 

OpF 

t22a 

CWE[7:0l#/CBS[7;0l# Falling Edge 
Valid Delay from HCLKIN Rising 

2 

14 

78 

CPU burst or single write to 
second level cache, 0 pF 

t22b 

CWE[7:0] #/CBS[7:0] # Rising Edge 
Valid Delay from HCLKIN Rising 

3 

14 

78 

CPU burst or single write to 
second level cache, 0 pF 

t22c 

CWE[7:0]#/CBS[7:0l# Valid Delay 
from HCLKIN Rising 

1.4 

7.7 

78 

Cache line Fill, 0 pF 

t22d 

CWE[7:0]#/CBS[7;0]# Low Pulse 
Width 

1 HCLK 


84 

OpF 

t22e 

CWE[7:0]#/CBS[7;0]# Driven High 
before CALE Driven High 

-1 


85 

Last write to second level cache 
during cache line fill, 0 pF 

t22f 

CAA[4:3]/CAB[4;3] Valid before 
CWE[7:0]# Falling 

1.5 


85 

CPU burst write to second level 
cache, 0 pF 

t23 

CALE Valid Delay from HCLKIN 
Rising 

0 

7.5 

78 

OpF 

t24 

CR/W[1:0] # Valid Delay from 
HCLKIN Rising 

1.5 

7.6 

78 

0 pF 

t25 

CBS[1 :0] # Valid Delay from HCLKIN 
Rising; Reads from Cache SRAMs 

1.0 

12.0 

78 

OpF 
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9.5.4 SECOND LEVEL CACHE BURST SRAM TIMING, 66 MHz (82434LX) 

Functional Operating Range (Vcc = 4.9V to 5.25V; Tqase = to + 70X) 


Symbol 

Parameter 

Min 

Max 

Fig 

Notes 

t30a 

CAA [6:3] /CAB [6:3] Propagation Delay from A [6:3] 

0 


77 

OpF 

t30b 

CAA[6;3]/CAB[6:3] Valid Delay from HCLKIN Rising 

0 

7.0 

78 

OpF 

t31 

CADS[1:0]# Valid Delay from HCLKIN Rising 

1.5 

7.7 

78 

OpF 

t32 

CADV[1:0]# Valid Delay from HCLKIN Rising 

1.5 

7.1 

78 

OpF 

133 

CWE[7:0]# Valid Delay from HCLKIN Rising 

1.0 

9.0 

78 

OpF 

t34a 

COE[1:0]# Falling Edge Valid Delay from HCLKIN Rising 

0 

9.0 

78 

OpF 

t34b 

COE[1:0] # Rising Edge Valid Delay from HCLKIN Rising 

0 

5.5 

78 

OpF 

t35 

CALE Valid Delay from HCLKIN Rising 

0 

7.5 

78 

OpF 


9.5.5 DRAM INTERFACE TIMING, 66 MHz (82434LX) 


Functional Operating Range (Vcc ^ 4.9V to 5.25V; Tcase = to + 70°C) 


Symbol 

Parameter 

Min 

Max 

Fig 

Notes 


R AS [5:0] # Valid Delay from 
HCLKIN Rising 

0 

H 

78 

50 pF 

t40b 

RAS[5:0]# Pulse Width High 

4 HCLKs - 5 

■ 

84 

RAS# precharge at 
beginning of page miss cycle, 
50 pF 

t41a 

CAS [7:0]# Valid Deiayfrom 
HCLKIN Rising 

0 

B 

78 

50 pF 

t41b 

CAS[7:0]# Pulse Width High 

1 HCLKIN - 5 


84 

CAS# precharge during burst 
cycles, 50 pF 

t42 

WE# Valid Deiayfrom HCLKIN 
Rising 

0 



50 pF 

t43a 

MA[10:0] Propagation Deiay from 
A[23:3] 

0 

23 

77 

50 pF 

t43b 

MA[10:0] Valid Delay from 
HCLKIN Rising 

0 

10.1 

78 

50 pF 


9.5.6 PCI CLOCK TIMING, 66 MHz (82434LX) 


Functional Operating Range (Vcc = 4.9V to 5.25V; Tcase = to + 70X) 


Symbol 

Parameter 

Min 

Max 

Fig 

Notes 

t50a 

PCLKOUT High Time 

13 


82 

20 pF 

, t50b 

PCLKOUT Low Time 

13 


82 


t51a 

PCLKIN High Time 

12 


82 


t51b 

PCLKIN Low Time 

12 


82 


t51c I 

PCLKIN Rise Time 


3 

83 


t51d 

PCLKIN Fall Time 


3 

83 
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9.5.7 PCI INTERFACE TIMING, 66 MHz (82434LX) 


Functional Operating Range (Vcc = 4.9V to 5.25V; Tqase = to +70X) 


Symbol 

Parameter 

Min 

Max 

Fig 

Notes 

t60a 

C/BE[3:0] #, FRAME#, TRDY#, IRDY#, STOP#, 
PLOCK#, PAR, PERR#, SERR#, DEVSEL# Valid 
Delay from PCLKIN Rising 

2 

11 

78 

Min: 0 pF 
Max: 50 pF 

t60b 

C/BE[3:0] #, FRAME#, TRDY#, IRDY#, STOP#, 
PLOCK#, PAR, PERR#, SERR#, DEVSEL# Output 
Enable Delay from PCLKIN Rising 

2 


81 


t60c 

C/BE[3:0] #, FRAME#, TRDY#, IRDY#, STOP#, 
PLOCK#, PAR, PERR#, SERR#, DEVSEL# Float 
Delay from PCLKIN Rising 

2 

28 

80 


t60d 

C/BE[3:0]#, FRAME#, PLOCK#, PAR, PERR#, 
SERR#, Setup Time to PCLKIN Rising 

7 


79 


teoda 

TRDY#, IRDY# Setup Time to PCLKIN Rising 

8.1 


77 


teodb 

STOP#, DEVSEL# Setup Time to PCLKIN Rising 

8.5 


77 


t60e 

C/BE[3;0]#, FRAME#, PLOCK#, PAR, PERR#, 
SERR# Hold Time from PCLKiN Rising 

0 


77 


t61a 

REQ#, MEMACK# Valid Delay from PCLKIN Rising 

2 

12 

78 

Min: 0 pF 
Max: 50 pF 

t61b 

REQ#, MEMACK# Output Enable Delay from 
PCLKIN Rising 

2 


81 


t61c 

REQ#, MEMACK# Float Delay from PCLKIN Rising 

2 

28 

80 


t62a 

FLSHREQ#, MEMREQ# Setup Time to PCLKIN 
Rising 

12 


79 


t62b 

FLSHREQ#, MEMREQ# Hold Time from PCLKIN 
Rising 

0 


79 


t63a 

GNT # Setup Time to PCLKIN Rising 

10 


79 


t63b 

GNT# Hold Time from PCLKIN Rising 

0 


79 


t64a 

MEMCS# Setup Time to PCLKIN Rising 

7 


79 


t64b 

MEMCS# Hold Time from PCLKIN Rising 

0 


79 


t65 

PCIRST# Low Pulse Width 

1 ms 


84 

j 

Hard Reset via TRC 
Register, 0 pF 
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9.5.8 LBX INTERFACE TIMING, 66 MHz (82434LX) 

Functional Operating Range (Vcc = 4.9V to 5.25V; Tqase = to + 70X) 


Symbol 

Parameter 

Min 

Max 

Fig 

Notes 

t70 

HIG[4:0] Valid Delay from HCLKIN Rising 

0.8 

6.5 

78 

OpF 

t71 

MIG [2:0] Valid Delay from HCLKIN Rising 

0.9 

6.5 

78 

OpF 

t72 

PIG [3:0] Valid Delay from PCLKIN Rising 

0.7 


78 



PCIDRV Valid Delay from PCLKIN Rising 

1 


78 


noQuiiiiim 

MDLE Falling Edge Valid Delay from HCLKIN Rising 



78 



MDLE Rising Edge Valid Delay from HCLKIN Rising 

BiHl 



HBB 

IJSIlHi 

EOL, PPOUT[1:0] Setup Time to PCLKIN Rising 

mm 


mm 


t75b 

EOL, PPOUT[1:0] Hold Time from PCLKIN Rising 

1.0 


79 



9.5.9 HOST CLOCK TiMiNG, 60 MHz (82434LX) 


Functional Operating Range (Vcc == 4.75V to 5.25V; Tcase = to + 85°C) 


Symbol 

Parameter 

Min 

Max 

Fig 

Notes 

tia 

HCLKOSC High Time 

6.0 


82 


tib 

HCLKOSC Low Time 

5.0 


82 


t2a 

HCLKIN Period 


20 

82 


t2b 

HCLKIN Period Stability 


±100 


ps(i) 

t2c 

HCLKIN High Time 

4 


82 


t2d 

HCLKIN Low Time 

4 


82 


t2e 

HCLKIN Rise Time 


1.5 

83 


t2f 

HCLKIN Fall Time 


1.5 

83 


t3a 

HCLKA-HCLKF Output-to-Output Skew 


0.5 

85 

OpF 

t3b 

HCLKA-HCLKF High Time 

5.0 


82 

OpF 

t3c 

HCLKA-HCLKF Low Time 

5.0 


82 

OpF 


NOTE: 

1 . Measured on rising edge of adjacent clocks at 1 .5V. 
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9.5.10 CPU INTERFACE TIMING, 60 MHz (82434LX) 


Functional Operating Range (Vcc = 4.75V to 5.25V; Tqase = 0**^ to +85X) 


Symbol 

Parameter 

Min 

Max 

Fig 

Notes 

tlOa 

ADS#, HUM#, W/R#, M/IO#, D/C#, 
HLOCK#, CACHE#, BE [7:0]#, 
SMIACT# Setup Time to HCLKIN 
Rising 

4.6 


79 


t10b 

ADS#, HUM#, W/R#, M/IO#, D/C#, 
HLOCK#, CACHE#, BE[7;0]#, 
SMIACT# Hold Time from HCLKIN 
Rising 

1.1 


79 


t11a 

PCHK# Setup Time to HCLKIN Rising 

4.3 


79 


t11b 

PCHK# Hold Time from HCLKIN Rising 

1.1 


79 


t12a 

A[18:3] Rising Edge Setup Time to 
HCLKIN Rising 

4.5 


79 

Setup to HCLKIN rising when 
ADS# is sampled active by PCMC. 

t12aa 

A[18:3] Falling Edge Setup Time to 
HCLKIN Rising 

3.2 


79 

Setup to HCLKIN Rising when 
ADS# is Sampled Active by 
PCMC. 

t12ab 

A[18;3] Rising Edge Setup Time to 
HCLKIN Rising 

4.7 


79 

Setup to HCLKIN Rising when 
ADS# is Sampled Active by 
PCMC. 

t12ac 

A[18:3] Falling Edge Setup Time to 
HCLKIN Rising 

4.1 


79 

Setup to HCLKIN Rising when 
ADS# is Sampled Active by 
PCMC. 

t12b 

A[31:0] Hold Time from HCLKIN Rising 

0.5 


79 

Hold from HCLKIN rising two 
clocks after ADS# Is sampled 
active by PCMC. 

t12c 

A[31 :0] Setup Time to HCLKIN Rising 

6.5 


79 

Setup to HCLKIN rising when 
EADS# is sampled active by the 
CPU. 

t12d 

A[31:0] Hold Time from HCLKIN Rising 

1.5 


79 

Hold from HCLKIN rising when 
EADS# is sampled active by the 
CPU. 

tl2e 

A[31;0] Output Enable from HCLKIN 
Rising 

0 

13 

81 


t12f 

A[31 :0] Valid Deiay from HCLKiN Rising 

1.3 

13 

78 

OpF 

t12g 

A[31;0l Float Delay from HCLKIN 
Rising 

0 

13 

80 
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Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = to + 85®C) (Continued) 


Symbol 

Parameter 

Min 



Notes 

t12h 

A[2:0] Propagation Delay from 
BE[7:0]# 

1 



OpF 

t13a 

BRDY# Rising Edge Valid Delay 
from HCLKIN Rising 

2.1 

7.9 

78 

OpF 

t13b 

BRDY# Falling Edge Valid Delay 
from HCLKIN Rising 

2.1 

7.9 

78 

OpF 

t14 

NA# Valid Delay from HCLKIN 
Rising 

1.4 

8.4 

78 

OpF 


AHOLD Valid Delay from HCLKIN 
Rising 

2.0 

7.6 

78 

OpF 

n^mni 

BOFF# Valid Delay from HCLKIN 
Rising 

2.0 

7.6 

78 


B 

EADS#, INV. PEN# Valid Delay from 
HCLKIN Rising 

2.0 

8.0 

78 

OpF 

t16b 

CPURST Rising Edge Valid Delay 
from HCLKIN Rising 

1.2 

7.5 

78 


t16c 

CPURST Falling Edge Valid Delay 
from HCLKIN Rising 

1.2 

7.5 

78 



KEN# Valid delay from HCLKIN 
Rising 

1.7 

8.2 

78 



INIT High Pulse Width 

2 HCLKs 


84 

Soft reset via TRC register or 
CPU shutdown special cycle 

tie 

CPURST High Pulse Width 

1 ms 


84 

Hard reset via TRC register, 0 pF 
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9.5.11 SECOND LEVEL CACHE STANDARD SRAM TIMING, 60 MHz (82434LX) 


Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = to + 85X) 


Symboi 

Parameter 

Min 

Max 

Fig 

Notes 

t20a 

CAA[6:3]/CAB[6:3] 
Propagation Delay from A [6:3] 

0 

8.5 

77 

OpF 

t20b 

CAA[6:3]/CAB[6;3] Valid 
Delay from HCLKIN Rising 

0 

7.2 

78 

OpF 

t21a 

COE[1:0] # Falling Edge Valid 
Delay from HCLKIN Rising 

0 

9 

78 

0 pF 

t21b 

COE[1:0]# Rising Edge Valid 
Delay from HCLKIN Rising 

0 

5.5 

78 

OpF 

t22a 

CWE[7:0]#/CBS[7:0]# 
Falling Edge Valid Delay from 
HCLKIN Rising 

2 

14 

78 

CPU burst or single write to second 
level cache, 0 pF 

t22b 

CWE[7:0] # /CBS [7:0] # Rising 
Edge Valid Delay from HCLKIN 
Rising 

3 

15 

78 

CPU burst or single write to second 
level cache, 0 pF 

t22c 

CWE[7:0l#/CBS[7:0]# Valid 
Delay from HCLKIN Rising 

1.4 

7.7 

78 

Cache line Fill, 0 pF 

t22d 

CWE[7:0]#/CBS[7:0]# Low 
Pulse \Width 

1 HCLK 


84 

OpF 

t22e 

CWE[7:0]#/CBS[7:0]# Driven 
High before CALE Driven High 

-1 


85 

Last write to second level cache during 
cache line fill, 0 pF 

t22f 

CAA[4:3]/CAB[4:3] Valid 
before CWE[7:0l# Falling 

1.5 


85 

CPU burst write to second level cache, 
OpF 

t23 

CALE Valid Delay from HCLKIN 
Rising 

0 

8 

78 

OpF 

t24 

CR/W[1 :0] # Valid Delay from 
HCLKIN Rising 

1.5 

8.2 

78 

OpF 

t25 

CBS[1 :0] # Valid Delay from 
HCLKIN Rising; Reads from 
Cache SRAMs 

1.0 

12.0 

78 

OpF 
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9.5.12 SECOND LEVEL CACHE BURST SRAM TIMING, 60 MHz (82434LX) 

Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = to + 85X) 



Parameter 

Min 

Max 

Fig 

Notes 

n^mii 

CAA [6:3] /CAB [6:3] Propagation Delay from A [6:3] 

0 

8.5 

77 

OpF 

1^911 

CAA [6:3] /CAB [6:3] Valid Delay from HCLKIN Rising 

0 

8.2 

78 

OpF 

QQmi 

CADS[1:0] # Valid Deiay from HCLKIN Rising 

1.5 

8.2 

78 

OpF 


CADV[1 :0] # Vaiid Delay from HCLKIN Rising 

1.5 

8.2 

78 

OpF 

t33 

CWE[7:0]# Valid Delay from HCLKIN Rising 

1.0 

10.5 

78 

OpF 


COE[1 :0] # Falling Edge Valid Delay from HCLKIN Rising 

0 





COE[1 :0] # Rising Edge Valid Delay from HCLKIN Rising 

0 

6.0 

78 

OpF 

t35 

CALE Valid Delay from HCLKIN Rising 

0 

8.5 

78 

OpF 


9.5.13 DRAM INTERFACE TIMING, 60 MHz (82434LX) 

Functional Operating Range (Vcc == 4.75V to 5.25V; Tcase = 0®C to + 85®C) 


Symbol 

Parameter 

Min 



Notes 

t40a 

RAS[5:0] # Valid Delay from 
HCLKIN Rising 

0 

8.0 

78 


,t40b 

RAS[5:0] # Pulse Width High 

4HCLKS-5 


84 

RAS# precharge at beginning 
of page miss cycle, 50 pF 

t41a 

CAS [7:0] # Valid Deiay from 
HCLKIN Rising 

0 

8.0 

78 

50 pF 

t41b 

CAS [7:0]# Pulse Width High 

1 HCLK-5 


84 

CAS# precharge during burst 
cycles, 50 pF 

t42 

WE# Valid Delay from HCLKIN 
Rising 

0 

21 

78 

50 pF 

t43a 

MA[10:0] Propagation Delay from 
A[23:3] 

0 

23 

77 

50 pF 

t43b 

MA[10:0] Valid Delay from HCLKIN 
Rising 

0 

10.7 

78 

50 pF 
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9.5.14 PCI CLOCK TIMING, 60 MHz (82434LX) 


Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = to +85°C) 


Symbol 

Parameter 

Min 

Max 

Fig 

Notes 

t50a 

PCLKOUT High Time 

13 


82 

20 pF 

t50b 

PCLKOUT Low Time 

13 


82 

20 pF 

t51a 

PCLKIN High Time 

12 


82 


t51b 

PCLKIN Low Time 

12 


82 


t51c 

PCLKIN Rise Time 


3 

83 


t51d 

PCLKIN Fall Time 


CO 

83 



9.5.15 PCI INTERFACE TIMING, 60 MHz (82434LX) 


Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = 0**^ to +85X) 


Symbol 

Parameter 

Min 

Max 

Fig 

Notes 

teoa 

C/BE[3;0] #, FRAME#, TRDY#, IRDY#, STOP#, PLOCK#, 
PAR, PERR#, SERR#, DEVSEL# Valid Delay from PCLKIN 
Rising 

2 

11 

78 

Min; 0 pF 
Max: 50 pF 

teob 

C/BE[3:0] #, FRAME#, TRDY#, IRDY#, STOP#, PLOCK#, 
PAR, PERR#, SERR#, DEVSEL# Output Enable Delay from 
PCLKIN Rising 

2 


81 


teoc 

C/BE[3:0]#, FRAME#, TRDY#, IRDY#, STOP#, PLOCK#, 
PAR, PERR#, SERR#, DEVSEL# Float Delay from PCLKIN 
Rising 

2 

28 

80 


teod 

C/BE[3:0] #, FRAME#, TRDY#, IRDY#, STOP#, PLOCK#, 
PAR, PERR#, SERR#, DEVSEL# Setup Time to PCLKIN 
Rising 

9 


79 


teoe 

C/BE[3:0]#, FRAME#, TRDY#, IRDY#, STOP#, PLOCK#, 
PAR, PERR#, SERR#, DEVSEL# Hold Time from PCLKIN 
Rising 

0 


79 


teia 

REQ#, MEMACK# Valid Delay from PCLKIN Rising 

2 

12 

78 

Min: 0 pF 
Max: 50 pF 

teib 

REQ#, MEMACK# Output Enable Delay from PCLKIN Rising 

2 


81 


teic 

REQ#, MEMACK# Float Delay from PCLKIN Rising 

2 

28 

80 


t62a 

FLSHREQ#, MEMREQ# Setup Time to PCLKIN Rising 

12 


79 
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Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = to + 85®C) (Continued) 


Symbol 

Parameter 

Min 

Max 

Fig 

Notes 

t62b 

FLSHREQ#, MEMREQ# Hold Time 
from PCLKIN Rising 

0 


79 


t63a 

GNT # Setup Time to PCLKIN Rising 

10 


79 


t63b 

GNT# Hold Time from PCLKIN Rising 

0 


79 


t64a 

MEMCS# Setup Time to PCLKIN Rising 

7 


79 


t64b 

MEMCS# Hold Time from PCLKIN Rising 

0 


79 


t65 

PCIRST# Low Pulse Width 

1 ms 


84 

Hard Reset via TRC Register, 
OpF 


9.5.16 LBX INTERFACE TIMING, 60 MHz (82434LX) 

Functional Operating Range (Vcc = 4.75V to 5.25V; Tcase = to + 85®C) 


Symbol 

Parameter 

Min 

Max 

Fig 

Notes 

t70 

HIG[4:0] Valid Delay from HCLKIN Rising 

0.8 

6.7 

78 

OpF 

t71 

MIG[2:0] Valid Delay from HCLKIN Rising 

0.9 

6.5 

78 

OpF 

t72 

PIG [3:0] Valid Delay from PCLKIN Rising 

1.5 

12 

78 

OpF 

t73 

PCI DRV Valid Delay from PCLKIN Rising 

1 

13 

78 

OpF 


MDLE Falling Edge Valid Delay from HCLKIN Rising 

0.6 

6.8 


OpF 

t74b 

MDLE Rising Edge Valid Delay from HCLKIN Rising 

0.6 

6.8 

85 

OpF 

t75a 

EOL, PPOUT[1 :0] Setup Time to PCLKIN Rising 

7.7 


79 


t75b 

EOL, PPOUT[1:0] Hold Time from PCLKIN Rising 

1.0 


79 
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9M ftZ434NXAC Chara<^rlitiai 

The AC cficu^acteiista glvan h $eqlk»n conal^ of pr^tgatiaii delays, valid delays, lipit eelup redulre* 
mm% lapMt requirmieni^, output ^at delsys, ou4>ut enable delays, ou^ut^to*^tput deteys, pM^ 
wfdtts, clock high and low tees and otock period sp^citotois, Figure 77 through Figure 88 (kf^ne th^ 
specifications. Oidput t^t loads are fisted fii 8^ right column. 

In Figure 77 through Figure 85, VI « 1.6V for the followlr^ sl^ls: 

At31:0L 8EC7:0]#, F8N#, D/C#, W/fl#, M/IO#, HIDCK#, ADS#, TOHK#, HITM#, EACB#, BRD¥#, 
BOFF#. AHOLD. NA#, KEN#, INV. CACHE#, 0MIAOT#, INIT. CFUBST, GALE, CADV|1,i)]#, COECt:0|#, 
CWE[7:01#, CADSI1:0]#, CAA|8;31. CAit6r31, WE#, RASIM]#, OAS[7;01#, MAt1O:01, C/Bil3:01#, 
FRAME#, TROY#, IRDY#, STOP#, FLOCK#, 0NT#, DEVSEL#, MEMREQ#, FAR, PERR#, SERR#. 
REQ#, MEMOS#, FLSHBUF#, MEMAOK#. FWROK, HCLKIN, HCLKA-^HCLKF, TOLKIN, FCLKOUT. 

VT * 2.SV for the following signals: 

FPOUTtt :0l, EOL, HIOr4:Oj, FIO|3:0], MlCfe:0l, mWOK MOLE. PCIRST# 


84.1 HOST CLOCK UMINO, 88 MHl (8M84NX), miUMIHARY 

frnmkmni Opm^m Ranp^iVcc ^ 478V to iJ$Vi Vcc8 ^ lISSV to 3.488V^TcAsas ^ CT*C lo -f 8TC) 


S^bol 

ParaMMrtor 


MNuc 

m 

ftoHw 

tia 

HOLKOSC High Time 

8,0 


82 


tib 

HCLKOSC Low Time 

6.0 


82 


m 

HOKtN Period 

16 

20 

82 


t2b 

HCLKIN P^MStabMy 


±100 


psCD 

t2c 

HO.KIN High Time 

4 


82 


t2d 

HCLKIN Low Time 

4 


82 


t2e 

HCLKIN Rise Time 


1.5 

88 


Kf 

HCLKIN Fall Time 


1.5 

88 


t3a 

HCLKA-HCLKF Ou^to-CM^Hit Skm 


0.5 

85 

OpF 

tab 

HO-KA-HOLKP Wgh Time 

5.0 


82 

OpF 

t3c 

HCLKA--HCLKF Low Time 

5.0 


82 

OpF 


NOTES: 

1 Messursd on rising edge of adlacent clocks at 1.5V. 
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&fi4 OPU IKTBfiPACi m mu C«M34NX^ PRiUMINARY 

AtlMHUiMial dp«r^^ » 4.7$V to iJlf!V:.Vcc9 = 9.19SV to 3465V; = 0°C to -t-8S*C) 


svnMxN 


ttOa 





HHr 

ADS#;W/R#. S^ Time to HCLKIN 
Rtelr^ 

46 

8E|7;01# Setop Time to HCLKIN Rfeing 

46 

MITM# to HCtKIN Rising 

64 

CAOTE#. H#/IO# Setup Tln^ to 
HCLICNRWng 

';46 

P/C# SOI^P Time to HCLKIN Rising 

40 

HLOa<#, SMIACT#, Ttae to 

ICLKIN HWng 

4.0 

HtTM#, M/IO#, D/C#, Hold Time from 
HaKIN RWng 

a? 

W/R#, HlOCK#» Hold Umo km 
HOLKIN Rising 

0*8 

ADS#, 8El7:Ol# HoWTlmefrom 
HCLKIN Rising 

1.1 

CACHE#, SMiACT# Hold Time from 
HCUON Rising 

41 

PCMK# Setup Time to HaKIN Rising 

43 

PCaHIK# Hold Trme from HCLKIN Rising 

14 

A{31;0] Seti^ Time to HCLKIN RMng 

2J 

A£31 Kl! Hold rmto from HOKIN Rising 

0.8 

A|31:0l Set^ Time to HCLKIN Rising 

ao 




Setup to HCLKIN wh^ 
ADS# Is sat?^>leci a<^ by PCMC. 


HOLD from HCLKIN Rlslnfl tvro 
clobfcs efter ADS# Is sampled 
acftrabyPCMC 


79 Setup to HCLKIN rl«*ig when 
EADS# samiM aoiive by toe 
CPU. 


DM(F©[^IMl/®arO©[f!fl 

























































82434LX/82434NX 


Ini^ 

J® 

Fundional R«tS9 (Vec = 

Tcass* o°c 

SyiiilK^ 

Parameter 

t12d 

A|31 :0l HtoW nnw frwn HCLKIN 
Rising 

t12e 

A(31 :0I CXilput Ena^ie from HCLKiN 
Rising 

t12f 

Al31:0l Va(y Delay from HCLKIN 
Hisiog 

t12g 

A{31;01 RO£d Dei«^from HCLKIN 
Rising 

ti2h 

A{2'Xi] RrtHxagsfion IMayfrom 
BE1733]# 

t13a 

BHDY# Rlsiog Edpe Valid Delay 
tern HCLKIN Rising 

t13b 

BRDY# FaMng Ec^e VaNd Daisy 
from HOKIN Rising 

t14 

NA# Valid Delay from HCLKIN 
Rising 

t15a 

AHOLD Vdfd Delay from HCLKIN 
Rising 

t15b 

BOFF# Va8d Delay tom HCLKIN 
Rising 

tiaa 

EADS#, INV. PEN# VaW Delay frcsn 
HCLKiN Ri^ng 

t16b 

CPURST Rising Ec^a Valid Delay 
tom HCLKIN Rising 

t16c 

CPURST Failing Ecfee Valid Delay 
tom HCLKIN Rising 

tl6d 

KiN# Valid delay from HCLKIN 
Rising 

t17 

INITf^n Pulse Width 

tie 

CfHJRSr High Pitee Width 



70 Hold from HCLKIN iising whert 
EADS# is sampiod aot^a by 
the CPU. 


1,3 13 


0 


1,0 


13 80 


16 77 OpF 



1,6 7J 


1,6 7.5 78 OpF 

7.6 78 OpF 


1,5 7,0 78 OpF 


1,2 7.0 78 OpF 


1,2 7,0 78 OpF 


1,5 7,5 78 OpF 


2HCLKS OpF 


1 ms 84 0 pF; Hard reset via 


2 












































































82434LX/82434NX 


int^ 


9.td SECOND UEm CACt« STANDARD Sl^ TIMINE^ 86 Um (8248#D(]^ RREUWNARY 
Functional C^wratlng flans* ^ = 4.78VtoSJB^V(^ ^ 3.imtea468V?TcASE " 0°C<8 +8S°C) 


SyiiiM 


Min 

Max 

in 

Nolea 

taoa 

CAA[e:3l/CABl6:3i Pn^gatton Dalsvfrom 
AlfcS] 

0 

6J 

77 

OpF 

t^b 

CME6;3]/CAB{63] Vaikt May from 
HGLKIN Rising 

0 


78 

OpF,.^ 

t21a 

COEll # Fallir^ Edge Valid Delay from 
HO-KIN Rising 

0 

9 

78 


t21b 

COE[1 :0l # Rising Edge Valkl May from 
HCLKIN Rlsir^ 

0 

as 

78 

Opp 

t22a 

CWEt7:Oj#/ca3St7^3# Falling Edge Valid 
Delay from HOKINRIstog 

" '2 


78 

burnt at i^le wdte to 
smarfrt Imr^ c»ch^ 0 pF 

t22b 

CWEt7:Ol#/C»S[7S}3# f»tg Edge VtW 
May from HCajQN Rl^ng 

$ ' 

14 

78 

CPU burnt or single write to 
f eoond level caohe^ 0 pF 

t22c 

GWEI7:01#/CBS[7:0]# V^lid Detey from 
HCLKINRIsIng 

10 

7J 

78 

Cac?he line Fill, OpF 


CWEt7:0l#/C8SC7Ka# tow Pi4^ WWm 

1HCLK 


101 

■: 


CWEE7:0l#/C8Sf7:0}# Driven High before 
GALE Mven Hlg^ 


■ 

88 

laat write to sk^oncf level 
oaohe during oaobe line 

flyOpF 

1221 

CAAt4:3]/CAB[4:3i VaJWtofore 
ewE[7:0l# Faiihg 

18 


88 

CPU tximt wrifolo s^^md 
level cache, OpF 

t23 

CALE Vaiy Delay from HCIKIN BIsIng 

0 

SO 

m 

bpF 

t24 

CR/WEl :0] # Valid Delay from HCLKIN 
Rising 

18 

8.2 

78 

OpF 

125 

CBS{1:ffll # Valid Delay from HO.KIN 
Rising; Reads from Cache SRAMs 

10 

12.0 

70 

OfP 

t26a 

CCSt1 :0l # Propagation Delay from ADS# 
Patting 


7.0 

77 

0 pF; First 
afWpowadown 

t26b 

CX3S[1:0] # Valid Delay from HCLKIN fltsfog 

18 

8.2 

78 

0 pF; Entering powerdown 
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int^ 


82434LX/82434NX 


8.8.4 mmm LEVEL CACHE EUHST SRAM 7IMINS, 68 Mfk (82434NX), RRELIMIHARY 
Eufictlonai Operatfiis Rang# (Vcp ^ 4.7SV to S.2SV| Vcq 3 « S.13SV to 448iV$ Tc^St ”0^0 to 4^ SrC) 


$yinl>c4 

Farameter 

Min 

mm 

Hi 


I30a 

CAA[6:3]/OAB[6:3] Propagation Delay from A[6:3J 

0 

6.5 

m 

D3 

t30b 

CAA[6:3]/CAB[8:3] Valid Delay from HCLKIN Ri^ng 

0 

8.2 

m 

OpF 

tai 

CADStI :0] # Valid Delay from HCLKIN Ri^ 

1.5 

8.0 

m 

OpF 

t32 

CADVtl :0J # Valid Dslay from HCLKIN Rising 

1.5 

in 

ESI 

OpF 

t33 

CWEt7:0] # Valid Delay from HCLKIN Risir^ 

1.5 

El 

El 

OpF 

^4a 

C»E[1:0l# Falling Edge Valid Delay from HCa.l«N Risir^ 

OS 

9.0 

181 

0 pF 

®4b 

COE[1 :0] # Rising Edge Valkl Delay from HCLKIN Rteing 

0.5 

8.0 

1^ 

OpF 

tas 

OALE Valid Delay from HCLKIN Rising 

0 

8.0 

78 

OpF 


8JJ CRAM INTERFACE TIMING, 88 MHai (82434NX), FRELIMINARY 

¥umUtmnl Operatlfig Ran^e (Vcc ”” 4.7S V to S.2S V; Vcc^ 3.1$$Vlo3»488V;tcj^ ^ 8*Cto $S^C) 


SymM 

Farameter 

Mill 

Max 

HI 

Notes 

t40a 

RASt7:0l # Valid Delay from 
HCLKIN Rising 

0 

a.o 

R 

50 pF 

t40b 

RASt7:0l # Pulse W«th High 

AHQLKb-S 


84 

RAS# precimrge at b^fnrring 
of page tiNss ^ pF 

t4la 

CASI7®] # Valid Delay from 
HCLKIN Rising 

0 

8.0 


50 pF 

t41b 

CAS|7:0] # Pulse Width High 

1 HO.KIN-5 


84 

GAS# precharge dirir^ burst 
cyci^, SO pF 

t42 

WE# Valid Delay from HCLKIN 
Rising 

0 

21 


50 pF 

t43a 

MA[10;0] Propagation Delay from 
A(23;3! 

0 

23 

77 

50 pF 

t43b 

MA[10:0] Valid Del^ from HCLKIN 
Rising 

0 

10.7 

78 


t43c 

MA11 Propagation Delay from 
A[25:24] 

0 

28.0 

77 

SOpF 

t43d 

MA11 Valid Delay from HCLKIN 
Rising 

0 

12 

78 

50 pF 


I A©miM©l 2-741 















































































82434LX/82434NX 


ms l»ei CLOCK TfMINIl, ii Mils 02484NX), 

« 4.?SV to S,2tV| V|^3 « ai3SVtli848iV;Toj^^ «« CTCI0 -t^SrC) 


9jrnM 

■ ' . i^NrwMi«Nr • 

Miri 


ns 

umm 


TOLKOUTHIghTftne 

13 


82 

20pF 

mb 

f>CLK0MT tow Tima 

13 


02 

^pF 

t8ia 

r>aKINHIgtiTlm© 

12 

\ 

82 


mb 

KXKINLowTtnis 

1'^ 


82 


t51c 

FttJ^I^TinfWi 


3' ^ 

m 


%mb 

l=«UWPattTline. 


''3 '' 

' 83 " ■ 




9JJ f>ci mmmcE imm^,m mMx (i24a4iix)» f^niuintiiARY 

Putmoml Optmlliig Raiiflefflcc ”” 4JiV tn 8^iV; Vcq 3 ^ 8.1^V to 3,46SV|TcASi ” ^0 to >8rC) 



Famifiatar 

Mill 

Man 

151 

Notes 

100a 

C/BE{3:0I#, fmm*, TFM3Y#, IRDY#, STOP#, PUDOK#, 
PAR, PERR#, SERR#, tifeVSlL# VaW Detey from PCUON 
Rls^i^ 

2 

It 

78 

MifKOpF 

MdJcSOpF 

t0Ob 

C/BE[3^|#, FRAME#, TFOY#. tRDY#. STOP#,PLOCK#, 
PAR, PERR#, SERR#, DEV8EL# Oj^pftrt Er«bte Delay frCWH 
PCLKIN R»ig 

I. 2 

■ 

81 


teoo 

C/8Et3rO}#, FRAME#, TRDY#, IRDY#, STOF#» FLOCK#, 
PAR, PERR#, SERR#, DEVSEt# Float Pelaj^lroiDi PCLKIN 
Rising 

2 

28 

80 


taod 

C/8E[3:0|#, FRAME#, TROY#, IRPY#, STOP#, PLOCK#, 
PAR, PERR#, SERR#, DEVSEL# Setup Uma to PCLKIN 
Rising 

7 

■ 

78 

■ 

t80a 

C/BEt3:0j#, FRAME#, TRDY#, HRDY#, STOP#, PUXJK#, 
PAR, PERR#, ^RR#, C^SEL# How Time ffw« PCLKIN 
Rising 

0 

■ 

79 


teia 

REQ#, MEMACK# Delay from PCLKIN RNng 

■ 2 

12 

78 

MIreOpF 

NfrscSOpF 

«1b 

REQ#, MEMACkIi^ Output Enable Deis^ from PCLKIN FUsWg 

2 


El 


teio 

REQ#, MEMACK# Float Delay from TOLKtN RIaing 

2 

28 

Mi 


t02a 

FLSHREQ#, MEMREO# Setup Time to PCLKIN RIaing 

12 


E9 


102b 

aSHREQ#, MEMREO# Hold Thne from PaKIN Rteir^ 

0 


79 
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82434LX/82434NX 



® 


Fuiictlonal 0|>eratliig ftanfe (Voc 4JSV to BMV; NTcc^ ^ tSSV to 3.46$V; 


Tcase == (TCto -h85X) 

(Continued) 

Symbol 

Paramator 

mui 


Kffl 

Notes 

t63a 

ONT# Setup Time to PGLKIN Rising 

iQi 


Q 


tesb 

GNT# Hold Time from PCLKIN Rising 

0 

ijlHi 

m 


tS4a 

MEMOS# Setup Time to PCLKIN Risirtg 

D 

HI 

Q| 


t64b 

MEMOS# Hold Time from PCLKIN Rising 

0 . 

HU 

m 


t65 

POIRST# Low Pulse Width 

1 ms 


m 

Hard Reset via TRC Roister, 0 pF 


94 J tiX IMTil^FAOE TIMINO, 88 UHz (9a434NX)» 

l^ynetioiial Oporatlog Range (Vcc ^ 4 J8V to S.2SV; ¥cc3 ^ 3,t$SV to 3.48iVg Tcase ^ 0°C to 8SX) 


Syn^ 

Paraifieter 

Min 

Max 

Fig 

BSSB 

t70 

HIG[4:0] VaHd Delay from HCLKIN Rising 

04 

64 

76 

H|J| 

t71 

MIQtZrOj Valid D^ay from HCLKIN Rising 

04 

64 

76 

gQJggI 

t72 

PIQl3:0] Vsfid Delay from PCLKIN Rising 

14 

12 

hh 

9031 

t73 

PCIDRV Valid Delay from PCLKIN Risif^ 

1 

13 

HE13R 

OQ33HI 

t74a 

MOLE Falling Edge Valid Delay from HCLKIN Rising 

HB 

64 

78 

OpF 

t74b 

MDLE Rising Edge Valid from HCLKIN Rising 

migN 

84 

86 

OpF 

t75a 

EOL, PPOUTH :0] Sehip Time to PCLKIN RWng 

m 


79 


t75b 

EOL, fTOUTl1;0] Hotel Time from PCLKIN Rising 

14 


79 



944 HOST CLOCK TlMlNO» $0 and 80 MHx (82434NX) 

Puiiotlooal Oparatlog Raogo (Vqc 4 J8V to 8.28V| Vcc3 - 3>138V to 3488V; Tqase - OX to srC) 


Symbol 

Parameter 

Min 

Max 

Fig 

Notes 

tia 

HCLKOSC High Time 

64 


82 


tib 

HGLKOSC Low Time 

64 


82 


t2a 

HCLKIN Period 


20 

62 


t2b 

HCLKIN Period Stability 


±100 


ps(4 

t2c 

HCLKIN High Time 

HEHi 


82 


t2d 

HCLKIN Low Time 

HEHI 


82 


t2e 

HCLKIN Rtee Time 


14 

m 


tat 

HCLKIN Fall Time 


14 



^a 

HCLKA-HCLKF Output-to-Output Skew 


04 


OpF 

t3b 

HCLKA-HGLKF High Time 

64 


82 

OpF 

t3c 

HCLKA-^HGLKF Low Time 

64 


82 

OpF 


NOTES; 

1, Measured on rising edge of adjacent clocks at l*5V* 


A©m(Kl©l OMlF©(^[iifflA‘irO@[M 
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82434LX/82434NX 


iny 


9.&19 

lN«nieti^^Op0(ii^ 4,7$yto£2l^ Vcc^ 3. 


Symbol •• ", , J .Mbi ' Mix 


MOa A£^#.Vtf/R#.^lX>TteetoHaJKIN 4.fi 


BECn-O] # Situp T1m» tb WW 


HtTM#8ettx?T«(W0toHaKINRl8h^ M 

CACHE#, Mi^^CWSifeipIJri)® to 46 

HCLWNRWna 


D/C# SetopTto)8 to H(XJW 


HLOCK#, I^IACT#, a^^nnoe to 
HCLKIHRteipg \ 


HITM# , M/10#, O/C*. HoW Ttos® tow 0.7 
HCLKfNRisirs 


W/R#. HLCXX# Hold tow HCI.KIH 0.8 


130V to 3^V$ = O’C to +80^) 


NOtos 


/««#, BE{7:Ca # HdW Thrte tow 
HCLKIN Rising 


CAOHE# , SMIACT# HoW Ttoto from , 1.1 

HCLKINRteIng 


PCWK# ^tup Timo to HCLKIN Rising 4 J 


F»CMK # Hold Time from HCLKIN Rtoliig 


Al31:01 Setup mm© to HCLKIN Rising 


AfSI :Oi Hold Ttoie from HOLKIN Rl^ng 0.5 


t12c AI31®] SetltoTime to HOKIN Rl*ig &5 


t12d A[31:0I Hold TTm© from HCLKIN Rising 1.5 



79 

Selito to HCLKIN rising when 
ADS# Is sampled acBve tor POMC. 

79 

toLO from HCLKIN RIstog two 
docKsato' ADS# is sample 
SBStivebyPCMC 

79 

Setyp to HOtKIN rWnf whon 
EADS# Is sampisd active by the 
CPU* 


79 Hoidfrom HCLKIN rising when 
lAtSS# is samiNed active by the 
OFHJ. 
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int^ 


82434LX/82434NX 


ruilcttoniil Optmlliig tenge (Vcc 4.7SV to $.2$V; Vcc3 ** to 3.488V; Tcasi “ 0^0 to ^$W*C) 

(Continued) 


Symbol 

terameter 

Min 

Max 

Fig 

Notes 

t12e 

A[31:0! Ou^ut Enable from HCLKIN 
Rising 

0 

13 

81 


t12f 

A[31:0l Valid Delay from HCIKIN 
Rising 

T3 

13 


OpF 

t120 

AI31:01 Float Delay from HCLKIN 
Rising 

0 

13 

80 


tl2h 

A{2:0] Propagation Delay from 
BEt7:0]# 

1.0 

16 


OpF 

tl3a 

BRDY# Rising Edge Valid Delay 
from HCLKIN Rising 

2,1 

7.9 

78 

OpF 

tl3b 

BRDY # Falling Edge Valid Delay 
ft^om HCLKIN Rising 

Z1 

7.9 

78 

OpF 

t14 

NA# Valid Delay from HCLKIN 
Rising 

1.4 

8.4 

78 

OpF 

tiSa 

AHOLD Valid Delay from HCLKIN 
Rising 

2.0 

7.6 

78 

OpF 

tiSb 

BOFF# Valid Delay from HCLKIN 
Rising 

2.0 

7.6 

78 

OpF 

t16a 

EADS#, INV, FEN# Valid Delay from 
HCLKIN Rising 

2.0 

8.0 


OpF 

tl6b 

CPURST Rising Ec^e Valid Delay 
from HCLKIN Rising 

1.2 

7.6 


OpF 

IQI^IIIIIIII 

CPURST Falling Edge Valid Delay 
from HCLKIN Rising 

1.2 

7.5 


OpF 


KEN# Valid delay from HCLKIN 
Rising 

1.7 

8.2 


OpF 

t17 

INITHigh Pulse Width 

2 HCLKs 


11 

OpF 

t18 

CPURST High Pulse Width 

1 ms 


84 

0 pF; Hard reset via IRC register 


A®WA1K1©1 OM[F®[^IM/®iTD©[K] 
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82434LX/82434NX 


inl^ 


9^11 GAC»ie SrANOAR» SRAM TIMNQ, 

Rail^<Vcc =” 4.7SVtoS^^ ^ S«1i«v»9 a46SV;TcAaE ~ 0°CIO -l-W*C) 


SymiMtrt 


NMn 

Iffax 

E3 

itatas 


CAA[6:3]/CA8C^} Dday 

from AC&3] 

0 


77 

opF : 

taot) 

dAAI&M/CMtfeSl VrtW D«^ from 
HClKINRlsIr^ 

0 

7.2'' 

78 

OpF 

t21a ^ 

COEfliO)# F^aDif^ Ed^a Valid Dalay 
kornmmmmt^ 

0 

m 

78 

0 pF 

t21b 

QOE[1:01# Rising fidgoVtW D«tey 
frwn HOLKtN Ryr« 

0 

S.5 

7B 

OpF 

122a 

We|7:6j#/CBSi>:05# Falimg Edge 
Valid Delay from HOJ<lN Rl^ 

' 2' 

14 

78 

CPU burst dr ^ngla wMb to 
saoond laval aaohOi 0 gF 

^2b 

CWE{7:0I # /OBSmoi # FWng Edge 
Valid Delay from HCLKIN RUig 

$ 

IS 

78 

CPU burst or !^n#e write to 
second level cache, 0 pF 

t22c 

CWE[7:0J#/<»8C7®|# VaHd 
frcrniHO-KINRi#^ 

14 

7J 

78 

Oaclw line Fill, 0 pF 

t22ci 

CWE[7:01#/Q8S[7;01# LowPW^ 
Width 

14 


84 

OpF 

t22e 

GWE[7:01#/CBS[7:0|# Drlvwi 
before CAL£ Dftimn Hig^ 

-1 


88 

Last vniKe to second level 
cache during cache Brie All, 0 pF 

ijjj^ljll^^ 

CAA[4:31/CABI4^] Valid b^ore 
CWEt7:0j# FaHing 

iS 


$5 

O^btM^t write to 
second level caciie, 0 pF 

t23 

CALE Valid May from HCLKiN Rlsir^ 

' 

a 

IM 

■Opp . ' 

t24 

eR7Wt1:0j# V«M Delay from HCLKIN 
Ri^ng 

1J 

8*2 

78 

OpF 

t28 \ 

CSSH.-O] # ValW Ctotey from HOKIN 
Rlsfr^; Reads from Cac^ i^=lAMs 

1,0 

12.0 

78 

OpF 

l^lllll^ 

CCS[1:0J# PropagationDelayffom 
ADS# Falling 


7,0 

77 

0 pFj First access ate 
powerdown 

t26b 

CCS[1 :0] « Valid Delay from HCLKIN 
R^ng 

1J 

0,2 

78 

0 pF; Enuring powerdown 


2-746 AE)miM©l 0KlF®(^Rifl,®iT0©M 

























































































82434LX/82434NX 

® 

8.6.12 mmm level cache BUHST sham TIMIMS, $8 AHD 60 MHz (82434NX) 


EyndlofiM OpemMiig Hang# (Voq « 4.76V to BM\ft Vco3 « 3.136V to 3.466V^ Icim ”” 0**C to H- OTC) 


Sfmimi 

Fiy'aifi^lar 

Mfti 

Max 

151 

Notes 

t30a 

CAAC6:3]/GAB[6:3] Pro| 3 i«wtton Delay frotn A[6:3] 

0 

8.6 

77 


t30b 

CyWC6;31/CABte.-31 Valid D«^ from HCLKIN Wsit^ 

0 

8.2 

78 

OpF 

t31 

CADSC1:0J # ValM Delay from HCa.K)N Rising 

13 

8.2 

78 

OpF 

132 

CADV|1:0j # Valid Delay from HCLKIN Rising 

13 

8.2 

78 

OpF 

133 

CWilTiOl # Delay from hO-KIN Ri^ 

1.0 

10.6 



134a 

(X>Et1 :0l # Falling Edge Valid Delay from HCLKIN Hieing 

0 

8.6 

78 

OpF 

134I> 

COE[1 :0| # Riskig Ed^ VsAd Delf^r ftwrt l«:XKIN Rising 

0 

6.0 

78 

OpF 

13S 

GALE Valid Delay from HCLKIN R^ng 

0 

8.6 

78 

OpF 


8.6.13 CHAM INTERFACE TIMII^, SO ANC ^ MHz (82434HX) 

FynctloiiM Operating Range (Vee ” 4.76V to 06V; Vqc^ « 3.13SV to 3.46SV;tc^ « ITC to ^66*^0) 


Symtw^ 

Parameter 

Min 

Wax 

ng 

Nofrsa 

t40a 

RASlr:0l#VaftJ Delay from 
HCLK3N Rising 

0 

8.0 

78 

^ pF 

140b 

RAStT.Ol# Pulse VWdth l^h 

4HCLKS-5 


84 

RAS# pr^friargeatbegfeHifrig 
of pif^ miss cycle, JO 

im 

C5ASI7:01 # VaW Dstoy from 
HCLKIN Rieing 

0 

8.0 

78 

^pF 

141 b 

CAS|7:0] * Pulse WWUt 

1HOK-S 


84 

CAS# precharge during buret 
cycles, 60 pF 

142 

WE# Valid Delay from HCLKIN 
Rising 

0 

21 


60 pF 

143a 

MAti0:0j Propagafron Delay from 
AJ23:3I 

0 

23 

77 

60 pF 

t43b 

MA[10t0] Valid Delay from HCLKIN 

0 

10.7 

78 

60pF 

143c 

MA11 Prt^sgaUcm Delay from 
A[25:24] 

0 

24.3 

77 

60 pF 

t43d 

I MA1 1 Valid Delay from HCLKIN 
1 Rising 

0 

12 

78 

60 pF 
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9 J.14 MSI CLOCK HMINK1, ^ AND 60 Mite (82434NX) 

l^uticltolKril^p«ntff^R)^^ » 3.135V tel 3.46 SV;Tcase - 0°Cto +8rC) 


, Sytob# ' 

l^ammeter 

tsoa 

PCLkOUTHIghnma 

eob 

POlKOUTLowlime 

t81a 

PCLKIN High Time 

tS1b 

PCLKiN Low Tima 

tS1c 

PCLKIN Rtee Time 

tS1c[ 

PCLKIN Fall Tima 



9.6.16 PCI INtEfTACC TIMINC, 50 AND 60 MHz {62434NX) 

IHiii«ttoi»riOpef«OnoRao^(Va: - 4.75V to S.25V;Vcc3 » 3.mV to a4651 ^ Tca^ ° 0°Cto +86°C) 


Min Max 


11 78 MlniOpF 

MascBOpF 


Syinliol 

Paraiiieler 

tSDa 

C/BEC3;d]#. FRAME#, TRDY#, IR0Y#.8T0P#,PL0CK#. 
FAR, PERR#, SERR#. DEVSEL# Valid Detey from PCLKIN 
RfsN 

teob 

C/BEfStOl #. FRAME#, TROY#, IRDY#, STOP#, PLOCK#, 
PAR, PERR#, SERR#, OEWEL# Output Enable CMay from 
PCUQN Rising 

tsoc 

C/BEM#, FRAME#, TRDY#, iRDY#,STOP#. PLOCK#, 
PAR. PfeRR# , SERF# , DEVSEL# Float Ctelay frcmi PCUCIN 
Rlsfrig 


C/BiCSKI] #, FRAWiE#, TRCW#, IRDY#, STOP#, PLOCK#, 
PAR, PERR#, SERR# , OE\«EL# SetiflJ Time to PO.m 
Rie^ 

tSOa 

FRAME#, TRDY#, IRDY#, STOP#, PLOCK#, 
PAR, PERR#, SERB#, DEVSEL# Hold Timo from PCLKIN 
Rising 

teia 

REQ#, MEMACK# Valid Delay from PCLKIN Rishig 

mb 

REQ#, MfiMACK# OutfHJt En^ Delay from PC3.K1N Rising 

teio 

REQ#, MEMACK# Float O^ty from PCLKIN Ri^ 

t62a 

FLSHREQ#, MEMRK3# Setop TTnto to TOLKIN Wsittg 

— 

= FL»iRB3#. MiMPm# «©« Time fromPGLKIN Rii^ 

t63a 

QNT# Sotup Timo to PCLKIN Rising 

t63b 

GNT# Hold Time from PCLKIN Rising 

»4a 

MEMOS# Setop Time to PCLKIN Rising 

t64b 

MEMOS# Hold Time from PCLKIN Rising 

■ 

POIRST# Low Ptri^ Width 




84 Hiu-d Reset via 
THC Register. 
OpF 
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84.18 tm INTEI^FACi TIMIHO, $0 AND 80 UHz (8a434NX) 

Omrnm§ Batig^ (Vqc 4.78V to $My; Vqc 3 - ai38V to 3.488 V; Tqase (TC to 88X) 


SymOc^ 

Parameter 

8QQI 

Max 

Fig 

BSSSI 

t70 

HIQ[4:01 VaW Delay from HCLKIN 

0.8 

6.7 

78 

■B 

t71 

MIG|2:0) VaW Del«^ from HCLKIN Risirrg 

0.9 

6.5 

78 

0 pF 

t72 

PIG [3:0] VaW Delay from PCLKIN RMig 

1.6 

12 

78 

0 pF 

t73 

PCIDRV Valid Delay from PCLKIN Rising 

1 

13 

78 

OpF 

t74a 

MOLE Faulty Ec^e Vald Delay from HCLKIN Ri^ 

0,6 

6.8 

78 

OpF 1 

t74b 

MDLE Rising Edge Valid Delay tern HCLKIN Rising 

0.6 

6.8 

65 

OpF 


EOL, PPOUT[1:0] Setup Time to POlKIN Rlsir^ 

mm 


79 



EOL, PPOUTJI :0] Hold lime from PCLKIN Rieir^ 

HQQI 


79 



9.6.17 TIMING DIAGRAMS 


Input 

Output 




Propagation Delay 


ay— H 


Figure 77. Propagation Delay 



Clock 


Input 






Setup Time 

◄ ► 


Hold Time 

◄ ► 




Figure 79. Setup and Hold Times 
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Clock 


Output 




1.5 V 

Output Enable Delay 



290479-91 


Figure 81. Output Enable Delay 



290479-92 

Figure 82. Clock High and Low Times and Period 



Figure 83. Clock Rise and Fall Times 
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290479-95 

Figure 85. Output-to-Output Delay 
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82434LX/82434NX 



10.0 PINOUT AND PACKAGE INFORMATION 


10.1 Pin Assignment 

Except for the pins listed in Figure 86 notes, the pin assignment for the 82434LX and 82434NX are the same. 








.a.co>220u:Lua.Q.» 



“i§r 

■mm 

oo 


290479-96 


NOTES: 

1. For the 82434NX, pin 105 = RAS6#, 106 = RAS7#, and 109 = MA11. These pins are no connects for the 82434LX 
and are signal connections for the 82434NX. 

2. For the 82434NX, pins 23, 35, 43, 74, 86, and 102 are 3.3V VDD pins (i.e., VDD3). These pins are VDD pins for the 
82434LX. 


Figure 86. PCMC Pin Assignment 
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Table 21. 82434LX Alphabetical Pin Assignment 


Pin Name 

Pin # 

Type 

CAS5# 

138 

out 

CAS6# 

134 

out 

CAS7# 

132 

out 

CBEO# 

146 

t/s 

CBE1# 

145 

t/s 

CBE2# 

144 

t/s 

CBE3# 

143 

t/s 

COEO# 

87 

out 

COE1# 

85 

out 

CPURST 

25 

out 

CWE0#/CBS0# 

100 

out 

CWE1#/CBS1# 

99 

out 

CWE2#/CBS2# 

98 

out 

CWE3#/CBS3# 

97 

out 

CWE4#/CBS4# 

96 

out 

CWE5#/CBS5# 

95 

out 

CWE6#/CBS6# 

91 

out 

CWE7#/CBS7# 

90 

out 

D/C# 

68 

in 

DEVSEL# 

170 

s/t/s 

DRVPCI 

186 

out 

EADS# 

34 

out 

EOL 

161 

in 

FLSHREQ# 

162 

in 

FRAME# 

173 

s/t/s 

GNT# 

163 

in 

HCLKA 

42 

out 

HCLKB 

41 

out 

HCLKC 

40 

out 

HCLKD 

39 

out 

HCLKE 

38 

out 

HCLKF 

37 

out 

HCLKIN 

50 

in 


Pin Name 

Pin # 

Type 

AO 

204 

t/s 

A1 

205 

t/s 

A2 

206 

t/s 

A3 

12 

t/s 

A4 

9 

t/s 

A5 

10 

t/s 

A6 

11 

t/s 

A7 

14 

t/s 

A8 

13 

t/s 

A9 

16 

t/s 

A10 

15 

t/s 

All 

18 

t/s 

A12 

17 

t/s 

A13 

19 

t/s 

A14 

21 

t/s 

A15 

22 

t/s 

A16 

201 

t/s 

A17 

202 

t/s 

A18 

203 

t/s 

A19 

6 

t/s 

A20 

7 

t/s 

A21 

200 

t/s 

A22 

4 

t/s 

A23 

196 

t/s 

A24 

3 

t/s 

A25 

8 

t/s 

A26 

5 

t/s 

A27 

197 

t/s 

A28 

2 

t/s 

A29 

198 

t/s 

A30 

207 

t/s 

A31 

199 

t/s 

ADS# 

66 

in 


Pin Name 

Pin # 

Type 

AHOLD 

33 

out 

BEO# 

56 

in 

BE1# 

53 

in 

BE2# 

57 

in 

BE3# 

59 

in 

BE4# 

55 

in 

BE5# 

54 

in 

BE6# 

58 

in 

BE7# 

60 

in 

BOFF# 

30 

out 

BRDY# 

32 

out 

CAA3 

82 

out 

CAA4 

80 

out 

CAA5 

78 

out 

CAA6 

76 

out 

CAB3 

84 

out 

CAB4 

81 

out 

CAB5 

79 

out 

CAB6 

77 

out 

CACHE# 

64 

in 

CADS0#,CR/W0# 

93 

out 

CADS1#,CR/W1# 

94 

out 

GM)V0# (82434UQ 

CADV0#/CC80# 

(82434N50 

88 

out 

CADV1 # (82434UQ 

CADV1#/CCS1# 

(82434NX) 

88 

out 

CALE 

101 

out 

CASO# 

135 

out 

CAS1# 

137 

out 

CAS2# 

133 

out 

CAS3# 

131 

out 

CAS4# 

136 

out 




2-753 




82434LX/82434NX 


iny 


Table 21. 82434LX Alphabetical Pin Assignment (Continued) 


Pin Name 

Pin # 

Type 

HCLKOSC 

52 

in 

HIGO 

184 

out 

HIG1 

183 

out 

HIG2 

182 

out 

HIG3 

181 

out 

HIG4 

180 

out 

HUM# 

65 

in 

HLOCK# 

71 

in 

INIT 

26 

out 

INV 

28 

out 

IRDY# 

142 

s/t/s 

KEN# 

29 

out 

M/IO# 

61 

in 

MAO 

122 

out 

MA1 

121 

out 

MA2 

119 

out 

MA3 

118 

out 

MA4 

117 

out 

MAS 

116 

out 

MA6 



MA7 

113 


MAS 



MA9 

111 


MA10 




Pin Name 

Pin # 

Type 

MA11 

(82434NX0nly) 

109 

out 

MDLE 

185 

out 

MEMACK# 

195 

out 

MEMOS# 

164 

in 

MEMREQ# 

165 

in 

MIGO 

179 

out 

MIG1 

178 

out 

MIG2 

175 

out 

NA# 

31 

out 

NC 

70 

NC 

NC (82434LX only) 

105 

NC 

NC (82434LX only) 

106 

NC 

NC (82434LX only) 

109 

NC 

PAR 

171 

t/s 

PCHK# 

72 

in 

PCIRST# 

147 

out 

PCLKIN 

156 

in 

PCLKOUT 

174 

out 

PEN# 



PERR# 

169 

s/o/d 

PIGO 



PIG1 



PIG2 



PIG3 

187 



Pin Name 

Pin # 

Type 

PLLAGND 

45 

V 

PLLARC1 

46 

in 

PLLARC2 

48 

in 

PLLAVDD 

49 

V 

PLLAVSS 

47 

V 

PLLBGND 

151 

V 

PLLBRC1 

152 

in 

PLLBRC2 

154 

in 

PLLBVDD 

155 

V 

PLLBVSS 

153 

V 

PLOCK# 

168 

s/t/s 

PPOUTO 

159 

in 

PPOUT1 

160 

in 

PWROK 

62 

in 

RASO# 

127 

out 

RAS1# 

125 

out 

RAS2# 

126 

out 

RAS3# 

124 

out 

RAS4# 

128 

out 

RAS5# 

123 

out 

RAS6# 

(82434NXonly) 

m 

QiH 

RAS7# 

(8243<H4XOitly) 

. 108 

out 
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Table 21. 82434LX Alphabetical Pin Assignment (Continued) 


172 s/o/d 
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Table 22. Numerical Pin Assignment 


Pin# 

Pin Name 

. 

Type 

32 

BRDY# 

out 

33 

AHOLD 

out 

34 

EADS# 

out 

■ 

Vot»^434NX) 

Y' 


Vss 

V 

37 

HCLKF 

out 

38 

HCLKE 

out 






out 

41 

HCLKB 

out 

42 

HCLKA 

out 

40 

Vob#2-<34U0 

Vot»P2434NJ0 

■ 


Vss 


45 

PLLAGND 



PLLARC 1 

in 



■■ 

48 

PLLARC2 

in 

49 

PLLAVDD 

■i 

50 

HCLKIN 

in 

51 

Vss 




in 


BE 1 # 

in 


BE5# 

in 

55 

BE4# 



BEO# 

■■ 


BE2# 

■9 



mm 


BE3# 

mm 

60 

BE7# 

in 

61 

M/IO# 

in 


Pin# 

Pin Name 

Type 

62 

PWROK 

in 

63 

TESTEN 

in 

64 

CACHE# 

■I 

65 

HUM# 

wm 

66 

ADS# 

m 

67 

W/R# 

in 

68 

D/C# 

■I 


SMIACT# 

in 

m 

NC 

NC 

D 

HLOCK# 

m 

m 

PCHK# 



Vdd 

V 

74 

Vob02404yc) 

Vbb3(a2404W 

y 

75 

Vss 

V 


CAA6 

BO 

77 

CABS 

out 

78 

CAA5 

out 


CABS 

out 


CAA4 

out 

81 

CAB4 

out 

m 

CAA3 

out 


Vss 

V 


CABS 

out 


COE1# 

out 

m 

VoD (834341)0 
Vcto(8«484N)0 

V 

87 

COEO# 

out 

as 

QADV4# ^mmx) 
CA0Vo#/o:3o# 

mmm 

'■'•out— 

m 

CADV1# 

CWDV1#/CX»1# 

P2434NX) 

oi4 


Pin# 

Pin Name 

Type 

1 

Vss 

V 

2 

A28 

gogg 


A24 

ggg 

IDI 

A22 

t/s 


A26 

t/s 

6 

A19 

t/s 

7 

A20 

t/s 

8 

A25 

t/s 

9 

A4 

t/s 

10 

A5 

t/s 

11 

A 6 

t/s 


A3 

t/s 

13 

A 8 

t/s 


A7 

t/s 


A10 

t/s 

16 

A9 

t/s 

17 

A12 

ggg 


All 

gngi 

19 

A13 

t/s 


Vdd 


US 

AI 4 



A15 

B9 

20 

Vod(^ 434LX> 
Vpo 3 (a2404NX) 

gi 

24 

Vss 

■■ 

25 

CPURST 

out 


INIT 

mo[i 


PEN# 

iQm 


INV 

out 

29 



30 

BOFF# 


31 

NA# 
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Table 22. Numerical Pin Assignment (Continued) 


Pin# 

Pin Name 

Type 

119 

MA2 

out 

120 

Vdd 

V 

121 

MAI 

out 

122 

MAO 

out 

123 

RAS5# 

out 

124 

RAS3# 

out 

125 

RAS1# 

out 

126 

RAS2# 

out 

127 

RASO# 

out 

128 

RAS4# 

out 

129 

Vss 

V 

130 

Vdd 

V 

131 

CAS3# 

out 

132 

CAS7# 

out 

133 

CAS2# 

out 

134 

CAS6# 

out 

135 

CASO# 

out 

136 

CAS4# 

out 

137 

CAS1# 

out 

138 

CAS5# 

out 

139 

Vdd 

V 

140 

Vss 

V 

141 

TRDY# 

s/t/s 

142 

IRDY# 

s/t/s 

143 

CBE3# 

t/s 

144 

CBE2# 

t/s 

145 

CBE1# 

t/s 

146 

CBEO# 

t/s 

147 

PCIRST# 

out 

148 

Vss 

V 

149 

Vdd 

V 

150 

Vss 

V 


Pin# 

Pin Name 

Type 

151 

PLLBGND 

V 

152 

PLLBRC1 

in 

153 

PLLBVSS 

V 

154 

PLLBRC2 

in 

155 

PLLBVDD 

V 

156 

PCLKIN 

in 

157 

Vss 

V 

158 

Vdd 

V 

159 

PPOUTO 

in 

160 

PPOUT1 

in 

161 

EOL 

in 

162 

FLSHREQ# 

in 

163 

GNT# 

in 

164 

MEMOS# 

in 

165 

MEMREQ# 

in 

166 

Vss 

V 

167 

STOP# 

s/t/s 

168 

PLOCK# 

s/t/s 

169 

PERR# 

s/o/d 

170 

DEVSEL# 

s/t/s 

171 

PAR 

t/s 

172 

SERR# 

s/o/d 

173 

FRAME# 

s/t/s 

174 

PCLKOUT 

out 

175 

MIG2 

out 

176 

Vdd 

V 

177 

Vss 

V 

178 

MIG1 

out 

179 

MIGO 

out 

180 

HIG4 

out 

181 

HIG3 

out 

182 

HIG2 

out 


Pin# 

Pin Name 

Type 

90 

CWE7#/CBS7# 

out 

91 

CWE6#/CBS6# 

out 

92 

Vss 

V 

93 

CADS0#,CR/W0# 

out 

94 

CADS1#,CR/W1# 

out 

95 

CWE5#/CBS5# 

out 

96 

CWE4#/CBS4# 

out 

97 

CWE3#/CBS3# 

out 

98 

CWE2#/CBS2# 

out 

99 

CWE1#/CBS1# 

out 

100 

CWE0#/CBS0# 

out 

101 

GALE 

out 

102 

V00(824a4U) 

Vddj3(82434NX) 

V 

103 

Vdd 

V 

104 

Vss 

V 

105 

NC{82434U0 

NC 


RAS6# (02434NX) 

out 

icm 

NC(82434LX) 

NC 


HAS7# (82434NX) 

out 

107 

Vss 

V 

108 

WE# 

out 

109 

NC(82434U) 

NO 


MA11 (82434NX) 

out 

110 

MA10 

out 

111 

MA9 

out 

112 

MAS 

out 

113 

MA7 

out 

114 

MAS 

out 

115 

Vss 

V 

116 

MA5 

out 

117 

MA4 

out 

118 

MAS 

out 


AIEimM©! DKllF®l^|jMlM’D©[f!fl 
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Table 22. Numerical Pin Assignment (Continued) 


Pin# 

Pin Name 

Type 

192 

PIG1 

out 

193 

PIGO 

out 

194 

REQ# 

out 

195 

MEMACK# 

out 

196 

A23 

t/s 

197 

A27 

t/s 

198 

A29 

t/s 

199 

A31 

t/s 

200 

A21 

t/s 


Pin# 

Pin Name 

Type 

201 

A16 

t/s 

202 

A17 

t/s 

203 

A18 

t/s 

204 

AO 

t/s 

205 

A1 

t/s 

206 

A2 

t/s 

207 

A30 

t/s 

208 

Vdd 

V 


Pin# 

Pin Name 

Type 

183 

HIG1 

out 

184 

HIGO 

out 

185 

MOLE 

out 

186 

DRVPCI 

out 

187 

PIG3 

out 

188 

Vdd 

V 

189 

Vss 

V 

190 

Vss 

V 

191 

PIG2 

out 
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Lead Width 


0.18 +0.1/-0.05 


Package Length and 30.6 ± 0.3 
Width, Including Pins 

Package Length and 28 ± 0.1 
Width, Excluding Pins 


Linear Lead Pitch 
Lead Coplanarity 
Lead Length 
Lead Angle 


0.5 ± 0.1 
0.1 (max) 
0.5 ± 0.2 


Lead Width 

Package Length and 
Width, Including Pins 

Package Length and 
Width, Excluding Pins 

linear Lead Pitch 
Lead Ooplanarity 
Lead Length 
Lead Angie 


0.13-0f.27 
30.6 ± 0.3 

28 ± 0.1 

0.5 (nominal) 
0.1 (max) 
0.5 ± 0.2 
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11.0 TESTABILITY 

A NAND tree is provided in the 82434LX and 
82434NX PCMCs for Automated Test Equipment 
(ATE) board level testing. The NAND tree allows the 
tester to test the connectivity of a subset of the 
PCMC signal pins. 

For the 82434LX, the output of the NAND tree is 
driven on pin 109. The NAND tree is enabled when 
A24=1, A25 = 0, A26 = 1, and TESTEN = 1 at the 
rising edge of PWROK. PLL Bypass mode is en- 
abled when A24 = 1 , and TESTEN = 1 at the rising 
edge of PWROK. In PLL Bypass mode, the 82434LX 
and 82434NX PCMC AC specifications are affected 
as follows: 

1 . Output valid delays increase by 20 ns. 

2. All hold times are 20 ns. 

3. Setup times and propagation delays are 
unaffected. 

4. Input clock high and low times are 100 ns. 

In both the NAND tree test mode and PLL Bypass 
mode, TESTEN must remain asserted throughout 
the testing. A [28:24] should be set up at least 
1 HCLK before the rising edge of PWROK and held 
at least 3 HCLKs after PWROK. Table 1 1 shows the 
order of the NAND tree inside the PCMC. 

When not In NAND Tree test mode, the 82434LX 
drives the output of the host clock PLL onto pin 1 09. 

Birnmx Tmi Modts 

Tha mta of AmMl TBBTBH, ORURST, and 
PWROK cm placo me 82434NX PCMC Into two test 
rm^Jes* When PWROK is low, AWM] and 
TiSTEN directly control the mode of operation of 


the PCMC. When PWROK Is high, the state of 
AC27:24) and TEBtEH are latched ami the PCMC 
remains In the Indicated mode yntil PWROK Is a^ln 
negated/ The Ngh order L8X samples the state of 
A27 on die falling edge of CPURST. 

Wtoi TOROK is tow and 'boft TESTEN and A27 
are low; the 82434NX drives MA11 onto pin 109. If 
both TESTEN and A27 are low when PWROK tran- 
sitions from low to hl0, the PCMC continues to 
drive MAH onto pin 109. If the high order LBX sam* 
pies A27 low on the falling edge of CPURST, it will 
trl-si^te pin 123* 

When PWROK is low, TESTEN is Tow, and A27 Is 
high the PCMC drives the output of the host dock 
PLL onto pin 109, Observing pin 109 when In this 
mode Indicates if the host clocK PLL has locked 
onto the correct frequency, if TESTEN is low and 
A27 Is high when PWROK transitions from low to 
high the PCMC condnues to drive the output of i^e 
host olock PLL onto pin 109, regardless of die val- 
ues of TESTEN and A27. If the hi^h order LBX sam- 
ples A27 high on the falling ed^ of CPURST, It 
drives the txatput of Its host clock PLL onto pin 123, 
No phase delay Information can be InferrmJ from 
these outputs. 

When PVVROK is low, TESTEN Is Wgh, A26 Is h^h, 
A28 is loW, A2$ Is high and A24 ^ high, the PCMC 
will drive die output of the NAND tree onto pin 1 09. If 
TESTEN Is high, A26 Is high, and A26 Is low when 
PWROK trar^fdons from low to high, die PCMC con- 
tinues to drive the output of the NANO tree onto 
pin 109. 

A27 must be pulled low via a pulldown resistor to 
ground for nomial operation. 
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Table 25. NAND Tree Order 


Order 

Pin # 

Signal 

25 

199 

A31 

26 

200 

A21 

27 

201 

A16 

28 

202 

A17 

29 

203 

A18 

30 

204 

AO 

31 

205 

A1 

32 

206 

A2 

33 

207 

A30 

34 

2 

A28 

35 

3 

A24 

36 

4 

A22 

37 

5 

A26 

38 

6 

A19 

39 

7 

A20 

40 

8 

A25 

41 

9 

A4 

42 

10 

A5 

43 

11 

A6 

44 

12 

A3 

45 

13 

A8 

46 

14 

A7 

47 

15 

A10 

48 

16 

A9 


Order 

Pin # 

Signal 

49 

17 

A12 

50 

18 

All 

51 

19 

A13 

52 

21 

A14 

53 

22 

A15 

54 

53 

BE1# 

55 

54 

BE5# 

56 

55 

BE4# 

57 

56 

BEO# 

58 

57 

BE2# 

59 

58 

BE6# 

60 

59 

BE3# 

61 

60 

BE7# 

62 

61 

M/IO# 

63 

64 

CACHE# 

64 

65 

HITM# 

65 

66 

ADS# 

66 

67 

W/R# 

67 

68 

D/C# 

68 

69 

SMIACT# 

69 

71 

HLOCK# 

70 

72 

PCHK# 

71 

63 1 

TESTEN 


Order 

Pin # 

Signal 

1 

141 

TRDY# 

2 

142 

IRDY# 

3 

143 

CBE3# 

4 

144 

CBE2# 

5 

145 

CBE1# 

6 

146 

CBEO# 

7 

159 

PPOUTO 

8 

160 

PPOUT1 

9 

161 

EOL 

10 

162 

FLSHBUF# 

11 

163 

GNT# 

12 

164 

MEMCS# 

13 

165 

MEMREQ# 

14 

167 

STOP# 

15 

168 

PLOCK# 

16 

169 

PERR# 

17 

170 

DEVSEL# 

18 

171 

PAR 

19 

172 

SERR# 

20 

173 

FRAME# 

21 

194 

REQ# 

22 

196 

A23 

23 

197 

A27 

24 

198 

A29 


ADDITIONAL TESTING NOTES: 

1. HCLKOUT[6:1] can be toggled via HCLKIN. 

2. CAx[6:3] are flow through outputs via A[6:3] after PWROK transitions high. 

3. MA[10:0] are flow through outputs via A[13:3] after PWROK transitions high. 

4. CAS [7:0] # outputs can be tested by performing a DRAM read cycle. 

5. PCLKOUT can be tested in PLL bypass mode, frequency is HCLK/2. 

6. PCIRST is the NAND Tree output of Tree Cell 6. 

7. INIT is the NAND Tree output of Tree Cell 53. 
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82420/82430 

PCIset BRIDGE COMPONENT 


82378ZB (SIO), 82379AB (SIO.A) FOR 
ISA BUSES 

■ Provides the Bridge between the PCI 
Bus and ISA Bus 

■ 100% PCI and ISA Compatible 

■ Enhanced DMA Functions (82378ZB 
Only) 

■ Integrated Data Buffers to Improve 
Performance 

■ Integrated 16-bit BIOS Timer 

■ Arbitration for PCI Devices 

■ Arbitration for ISA Devices 

■ Integrates the Functionality of One 
82C54 Timer 

■ Integrates the Functionality of Two 
82C59 Interrupt Controllers 

■ Non-Maskable Interrupts (NMI) 

■ Four Dedicated PCI Interrupts 

■ Complete Support for SL Enhanced 
lntel486TM CPU’s 

■ Integrated Power Management Support 
— System Management Interrupts 

— Fast Off Timer 

— STPCLK# Signal to Throttle CPU 
Clock 

— APM Port 

■ Provides I/O APIC for Dual-Processor 
(DP) Support 


82374EB/SB (ESC), 82375EB/SB 

(PCEB) FOR EISA BUSES 

■ Provides the Bridge between the PCI 
Bus and EISA Bus 

■ 100% PCI and EISA Compatible 

■ Data Buffers Improve Performance 

■ Data Buffer Management Ensures Data 
Coherency 

■ Burst Transfers on both the PCI and 
EISA Buses 

■ 32-Bit Data Paths 

■ PCI and EISA Address Decoding and 
Mapping 

■ Programmable Main Memory Address 
Decoding 

■ Integrated EISA Compatible Bus 
Controller 

■ Supports Eight EISA Slots 

■ Provides Enhanced DMA Controller 

■ Provides High Performance Arbitration 

■ Integrates Support Logic for X-Bus 
Peripheral and more 

■ Integrates the Functionality of Two 
82C59 Interrupt Controllers and Two 
82C54 Timers 

■ Generates Non-Maskable Interrupts 

■ Provides BIOS Interface 


The 82420/82430 PCIset Bridge components provide a bridge between the PCI to either EISA or ISA buses. 
The 82378 provides the bridge between PCI bus and the ISA bus while the 82374 and 83275 together provide 
the bridge between the PCI bus and the EISA bus. 

The SIO integrates many of the common I/O functions found in todays ISA based PC systems. The SIO 
incorporates the logic for a PCI interface (master and slave), ISA interface (master and slave), enhanced 
seven channel DMA controller and support for other decode logic. The 82379AB adds an APIC for dual-pro- 
cessing PentiumTM Processor systems. 
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82420/82430 PCIset 


The 82374 EISA System Component (ESC) and 83275 PCI-EISA Bridge (PCEB) together provide the EISA 
system compatible master/slave functions on both the PCI Local Bus and the EISA Bus and the common I/O 
functions found In today’s EISA systems. The ESC incorporates the logic for an EISA (master and slave) 
interface, EISA bus controller, enhanced seven channel DMA controller with Scatter-Gather support, EISA 
arbitration, 14 channel interrupt controller, five programmable timer/counters and non-maskable control logic. 
The ESC also integrates support logic to decode peripheral devices such as the Flash BIOS, Real Time Clock, 
Keyboard /Mouse Controller, Floppy Controller, two Serial Ports, one Parallel Port, and IDE Hard Disk Drive. 
The PCEB provides the address and data paths, bus controls, and bus protocol translation for PCI-to-EISA and 
EISA-to-PCI transfers. Extensive data buffering In both directions increases system performance by maximiz- 
ing PCI and EISA Bus efficiency and allowing concurrency on the two buses. The PCEB integrates central bus 
control functions, PCI parity generation, system error reporting, and programmable PCI and EISA memory and 
I/O address space mapping and decoding. 



The complete document for this product is available from Intel’s Literature Center at 1-600-548-4725. 
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82374EB/82374SB EISA 
SYSTEM COMPONENT (ESC) 


■ Integrates EISA Compatible Bus 
Controller 

— Translates Cycles Between EISA and 
ISA Bus 

— Supports EISA Burst and Standard 
Cycles 

— Supports ISA Zero Wait-State Cycies 
— Supports Byte Assembiy/ 

Disassembiy for 8-, 16- and 32-Bit 
Transfers 

— Supports EISA Bus Frequency of up 
to 8.33 MHz 

■ Supports Eight EISA Slots 

— Directly Drives Address, Data and 
Controi Signals for Eight Siots 
— Decodes Address for Eight Slot 
Specific AENs 

■ Provides Enhanced DMA Controiier 
— Provides Scatter-Gather Function 
— Supports Type A, Type B, Type C 

(Burst), and Compatibie DMA 
Transfer 

— Provides Seven Independentiy 
Programmable Channels 
— Integrates Two 82C37A Compatible 
DMA Controllers 

■ Integrates the Functionality of two 
82C59 Interrupt Controllers and two 
82C54 Timers 

— Provides 14 Programmabie Channels 
for Edge or Level Interrupts 
— Provides 4 PCI Interrupts Routible to 
any of 1 1 Interrupt Channels 
— Supports Timer Function for Refresh 
Request, System Timer, Speaker 
Tone, Faii Safe Timer, and CPU 
Speed Controi 

■ Advanced Programmable Interrupt 
Controller (APIC) 

— Multiprocessor Interrupt 
Management 

— Separate Bus For Interrupt Messages 

■ 5V CMOS Technology 


■ Provides High Performance Arbitration 
— Supports Eight EiSA Masters and 

PCEB 

— Supports ISA Masters, DMA 
Channels, and Refresh 
— Provides Programmabie Arbitration 
Scheme for Fixed, Rotating, or 
Combination Priority 

■ integrates Support Logic for X-Bus 
Peripherais 

— Generates Chip Seiects/Encoded 
Chip Seiects for Fioppy and 
Keyboard Controiier, IDE, Parallel/ 
Serial Ports , and General Purpose 
Peripherals 

— Provides interface for Real Time 
Ciock 

^ Generates Controi Signals for X-Bus 
Data Transceiver 

— integrates Port 92, Mouse Interrupt, 
and Coprocessor Error Reporting 

■ Generates Non-Maskabie Interrupts 
(NMI) 

— PCI System Errors 
— PCI Parity Errors 
— EiSA Bus Parity Errors 
— Faii Safe Timer 
— Bus Timeout 
— Via Software Controi 

■ Provides BiOS interface 

— Supports 512K Bytes of Fiash or 
EPROM BIOS on the X-Bus 
— Allows BIOS on PCI 
— Supports Integrated VGA BIOS 

■ 8237^8 System Power Management 
(Intel SMM Sypport) 

Fast On/Off Support via SMI 
GenerationHardware Events, 
Software Events, EXTSMI#, Fast Off 

' " Timer, System' Events 

-^Programmable CPU Clock Control 
^Enables Energy Efficient Desktop 
Systems 

■ Only Available as Part of a Supported 
Kit 

■ 208-Pin QFP Package 
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This document describes both the 82374EB and 62374SB components. Unshaded areas describe the 
82374E8. Shaded areas, like tWs one, describe the 82374SB operations that differ from the B2374EB* 

The 82374EB/SB EISA System Component (ESC) provides all the EISA system compatible functions. The 
ESC with the PCEB provide all the functions to implement an EISA-to-PCI bridge and EISA I/O subsystem. 
The ESC integrates the common I/O functions found in today’s EISA-based PC systems. The ESC incorp- 
orates the logic for an EISA (master and slave) interface, EISA bus controller, enhanced seven channel DMA 
controller with scatter-gather support, EISA arbitration, 14 channel interrupt controller. Advanced Programma- 
ble Interrupt Controller (APIC), five programmable timer/counters, and non-maskable-interrupt (NMI) control 
logic. The ESC also Integrates support logic to decode peripheral devices such as the Flash BIOS, real time 
clock, keyboard/mouse controller, floppy controller, two serial ports, one parallel port, and IDE hard disk drive. 


The 82374SB also contains support for SMM power management 
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PCICLK 

PERR# 

SERR# 

RESET# 

EISAHOLD 

EISAHLDA 

PEREQ#/INTA# 

NMFLUSH* 

SDCPYEN£13.3:1]# 

SDCPYUP 

SOOE[2:0]# 

SDLE[3:0]# 

AFLUSH# 

SPKR 

SLOWH# 


IRQ[15:9, 7:3,11 
IRQ8# 
INT 
NMI 

APICCLK 

APICDO 

APICD1 

SALE# 

LASAOE# 

SALAOE# 

FERR# 

iGNNE# 

LBtOSCS# 

KYBDCS# 

ALTRST# 

ALTA20 

ABFULL 

RTCALE 

RTCRD# 

RTCWR# 

FDCCS# 

DSKCHG 

DLIGHT# 

CRAMRD# 

CRAMWR# 

XBUSTR# 

XBUSOE# 

GPCS[2:0]#/ECS[2:0] 

AEN[4:1]/EAEN[4:1] 



BCLKOUT 

BCLK 

LA[31:27]#/CPG[4:0] 

LA[26:24]# 

LA[23:2] 

LA[23:2] 

BE[3:0]# 

M/IO# 

W/R# 

EX32# 

EX16# 

START# 

CMD# 

EXRDY 

SLBURST# 

MSBURST# 

MASTER16# 

S0[7:0] 

BALE 

SA[1:0] 

SBHE# 

Ml 6# 

1016# 

MRDC# 

MWTC# 

SMROC# 

SMVYTC# 

lORC# 

lOWC# 

CHRDY 

tOCHK# 

NOWS# 

OSC 

REFRESH# 

RSTDRV 

AEN# 


DREQ[7:S,3:0] 

DACK[7:5,3:0] 

EOP 

MREQ[7:4]#/PIRQ[0:31# 

MREQ[3:0]# 

MACK[3:0]#/EMACK[3:0] 


INITH-EST 


STPCLK# 

SMI# 

EXTSMI# 

STPGNT# 


290476-1 


NOTEj 

SUM InUmm ar«f m\T on the 82347SB only. 


Simplified ESC Block Diagram 
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1.0 ARCHITECTURAL OVERVIEW 

The PCI-EISA bridge chip set provides an I/O subsystem core for the next generation of high-performance 
personal computers (e.g., those based on the lntel486TM or Pentium® processors). System designers can take 
advantage of the power of the PCI (Peripheral Component Interconnect) for the local I/O bus while maintain- 
ing access to the large base of EISA and ISA expansion cards, and corresponding software applications. 
Extensive buffering and buffer management within the PCI-EISA bridge ensures maximum efficiency In both 
bus environments. 

The chip set consists of two components— the 82375EB/SB PCI-EISA Bridge (PCEB) and the 82374EB/SB 
EISA System Component (ESC). These components work In tandem to provide an EISA I/O subsystem 
interface for personal computer platforms based on the PCI standard. This section provides an overview of the 
PCI and EISA Bus hierarchy followed by an overview of the PCEB and ESC components. 

Bus Hierarchy— Concurrent Operations: 

Figure 1 shows a block diagram of a typical system using the PCI-EISA Bridge chip set. The system contains 
three levels of buses structured in the following hierarchy: 

• Host Bus as the execution bus 

• PCI Bus as a primary I/O bus 

• EISA Bus as a secondary I/O bus 

This bus hierarchy allows concurrency for simultaneous operations on all three bus environments. Data buffer- 
ing permits concurrency for operations that cross over into another bus environment. For example, a PCI 
device could post data Into the PCEB, permitting the PCI Local Bus transaction to complete in a minimum time 
and freeing up the PCI Local Bus for further transactions. The PCI device does not have to wait for the transfer 
to complete to its final destination. Meanwhile, any ongoing EISA Bus transactions are permitted to complete. 
The posted data is then transferred to its EISA Bus destination when the EISA Bus is available. The PCI-EISA 
Bridge chip set implements extensive buffering for PCI-to-EISA and EISA-to-PCI bus transactions. In addition 
to concurrency for the operations that cross bus environments, data buffering allows the fastest operations 
within a particular bus environment (via PCI burst transfers and EISA burst transfers). 

The PCI Local Bus with 132 MByte/sec and EISA with 33 MByte/sec peak data transfer rate represent bus 
environments with significantly different bandwidths. Without buffering, transfers that cross the single bus 
environment are performed at the speed of the slower bus. Data buffers provide a mechanism for data rate 
adoption so that the operation of the fast bus environment (PCI), I.e. usable bandwidth. Is not significantly 
impacted by the slower bus environment (EISA). 
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PCI Bus 

The PCI Bus has been defined to address the growing industry needs for a standardized local bus that is not 
directly dependent on the speed and the size of the processor bus. New generations of personal computer 
system software such as Windows^M and Win-NTTM with sophisticated graphical interfaces, multi-tasking and 
multi-threading bring new requirements that traditional PC I/O architectures can not satisfy. In addition to the 
higher bandwidth, reliability and robustness of the I/O subsystem is becoming increasingly important. The PCI 
environment addresses these needs and provides an upgrade path for the future. PCI features include: 

• Processor independent 

• Multiplexed, burst mode operation 

• Synchronous at frequencies from 20-33 MHz 

• 120 MByte/sec usable throughput (132 MByte/sec peak) for 32 bit data path 

• 240 MByte/sec usable throughput (264 MByte/sec peak) for 64 bit data path 

• Optional 64 bit data path with operations that are transparent with the 32 bit data path 

• Low latency random access (60 ns write access latency to slave registers from a master parked on the bus) 

• Capable of full concurrency with processor/memory subsystem 

• Full multi-master capability allowing any PCI master peer-to-peer access to any PCI slave 

• Hidden (overlapped) central arbitration 

• Low pin count for cost effective component packaging (address/data multiplexed) 

• Address and data parity 

• Three physical address spaces: memory, I/O, and configuration 

• Comprehensive support for autoconfiguration through a defined set of standard configuration functions 

System partitioning shown in Figure 1 illustrates how the PCI can be used as a common interface between 
different portions of a system platform that are typically supplied by the chip set vendor. These portions are the 
Host/PCI Bridge (Including a main memory DRAM controller and an optional second level cache controller) 
and the PCI-EISA Bridge. Thus, the PCI allows a system I/O core design to be decoupled from the processor/ 
memory treadmill, enabling the I/O core to provide maximum benefit over multiple generations of processor/ 
memory technology. For this reason, the PCI-EISA Bridge can be used with different processors. Regardless 
of the new requirements imposed on the processor side of the Host/PCI Bridge (e.g. 64-bit data path, 3.3V 
interface, etc.) the PCI side remains unchanged which allows reusability not only of the rest of the platform 
chip set (I.e. PCI-EISA Bridge) but also of all other I/O functions Interfaced at the PCI level. These functions 
typically include graphics, SCSI, and LAN. 

EISA Bus 

The EISA bus in the system shown in the Figure 1.0 represents a second level I/O bus. It allows personal 
computer platforms built around the PCI as a primary I/O bus to leverage the large EISA/ISA product base. 
Combinations of PCI and EISA buses, both of which can be used to provide expansion functions, will satisfy 
even the most demanding applications. 

Along with compatibility with 16-bit and 8-bit ISA hardware and software, the EISA bus provides the following 
key features: 

• 32-bit addressing and 32-bit data path 

• 33 MByte/sec bus bandwidth 

• Multiple bus master support through efficient arbitration 

• Support for autoconfiguration 
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Integrated Bus Central Control Functions 

The PCI-EISA Bridge chip set integrates central bus functions on both the PCI and EISA Buses. For the PCI 
Bus, the functions include PCI bus arbitration and default bus driver. For the EISA Bus, central functions 
include the EISA Bus controller and EISA arbiter are integrated in the ESC component and EISA Data Swap 
Logic is integrated in the PCEB. 

Integrated System Functions 

The PCI-EISA Bridge chip set integrates system functions including PCI parity and system errors reporting, 
buffer coherency management protocol, PCI and EISA memory and I/O address space mapping and decod- 
ing. For maximum flexibility all of these functions are programmable allowing for variety of optional features. 


1.1 PCEB Overview 

The PCEB provides the interface (bridge) between PCI and EISA buses by translating bus protocols in both 
directions. It uses extensive buffering on both the PCI and EISA interfaces to allow concurrent bus operations. 
The PCEB also implements the PCI central support functions (e.g., PCI arbitration, error signal support, and 
subtractive decoding). The major functions provided by the PCEB are described in this section. 

PCI Bus Interface 

The PCEB can be either a master or slave on the PCI Bus and supports bus frequencies from 25 MHz to 
33 MHz. For PCI-initiated transfers, the PCEB can only be a slave. The PCEB becomes a slave when it 
positively decodes the cycle. The PCEB also becomes a slave for unclaimed cycles on the PCI Bus. These 
unclaimed cycles are either negatively or subtractively decoded by the PCEB and forwarded to the EISA Bus. 

As a slave, the PCEB supports single cycle transfers for memory, I/O, and configuration operations and burst 
cycles for memory operations. Note that, burst transfers cannot be performed to the PCEB’s Internal registers. 
Burst memory write cycles to the EISA Bus can transfer up to four Dwords, depending on available space in 
the PCEB’s Posted Write Buffers. When space is no longer available in the buffers, the PCEB terminates the 
transaction. This supports the Incremental Latency Mechanism as defined in the Peripheral Component Inter- 
connect (PCI) Specification. Note that, if the Posted Write Buffers are disabled, PCI burst operations are not 
performed and all transfers are single cycle. 

For EISA-initiated transfers to the PCI Bus, the PCEB is a PCI master. The PCEB permits EISA devices to 
access either PCI memory or I/O. While all PCI I/O transfers are single cycle, PCI memory cycles can be 
either single cycle or burst, depending on the status of the PCEB’s Line Buffers. During EISA reads of PCI 
memory. The PCEB uses a burst read cycle of four Dwords to prefetch data into a Line Buffer. During EISA-to- 
PCI memory writes, the PCEB uses PCI burst cycles to flush the Line Buffers. The PCEB contains a program- 
mable Master Latency Timer that provides the PCEB with a guaranteed time slice on the PCI Bus, after which it 
surrenders the bus. 

As a master on the PCI Bus, the PCEB generates address and command signal (C/BE#) parity for read and 
write cycles, and data parity for write cycles. As a slave, the PCEB generates data parity for read cycles. Parity 
checking is not supported. 

The PCEB, as a resource, can be locked by any PCI master. In the context of locked cycles, the entire PCEB 
subsystem (including the EISA Bus) is considered a single resource. 
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PCI Bus Arbitration 

The PCI arbiter supports six PCI masters — The Host/PCI bridge, PCEB, and four other PCI masters. The 
arbiter can be programmed for twelve fixed priority schemes, a rotating scheme, or a combination of the fixed 
and rotating schemes. The arbiter can be programmed for bus parking that permits the Host/PCI Bridge 
default access to the PCI Bus when no other device is requesting service. The arbiter also contains an efficient 
PCI retry mechanism to minimize PCI Bus thrashing when the PCEB generates a retry. The arbiter can be 
disabled, if an external arbiter is used. 

EISA Bus Interface 

The PCEB contains a fully EISA-compatible master and slave interface. The PCEB directly drives eight EISA 
slots without external data or address buffering. The PCEB is only a master or slave on the EISA Bus for 
transfers between the EISA Bus and PCI Bus. For transfers contained to the EISA Bus, the PCEB is never a 
master or slave. However, the data swap logic contained in the PCEB is involved in these transfers, if data size 
translation is needed. The PCEB also provide support for I/O recovery. 

EISA/ ISA masters and DMA can access PCI memory or I/O. The PCEB only forwards EISA cycles to the PCI 
Bus If the address of the transfer matches one of the address ranges programmed into the PCEB for EISA-to- 
PCI positive decode. This includes the main memory segments used for generating MEMCS# from the EISA 
Bus, one of the four programmable memory regions, or one of the four programmable I/O regions. For EISA- 
initiated accesses to the PCI Bus, the PCEB is a slave on the EISA Bus. I/O accesses are always non-buffered 
and memory accesses can be either non-buffered or buffered via the Line Buffers. For buffered accesses, 
burst cycles are supported. 

During PCI-Initiated cycles to the EISA Bus, the PCEB is an EISA master. For memory write operations through 
the Posted Write Buffers, the PCEB uses EISA burst transfers. If supported by the slave, to flush the buffers. 
Otherwise, single cycle transfers are used. Single cycle transfers are used for all I/O cycles and memory 
reads. 

PCI/EISA Address Decoding 

The PCEB contains two address decoders— one to decode PCI-initiated cycles and the other to decode EISA- 
initiated cycles. The two decoders permit the PCI and EISA Buses to operate concurrently. 

The PCEB can also be programmed to provide main memory address decoding on behalf of the Host/PCI 
bridge. When programmed, the PCEB monitors the PCI and EISA bus cycle addresses, and generates a 
memory chip select signal (MEMCS#) indicating that the current cycle Is targeted to main memory residing 
behind the Host/PCI bridge. Programmable features include, read/write attributes for specific memory seg- 
ments and the enabling/disabling of a memory hole. If MEMCS# Is not used, this feature can be disabled. 

In addition to the main memory address decoding, there are four programmable memory regions and four 
programmable I/O regions for EISA-Initiated cycles. EISA/ISA master or DMA accesses to one of these 
regions are forwarded to the PCI Bus. 

Data Buffering 

To isolate the slower EISA Bus from the PCI Bus, the PCEB provides two types of data buffers. Buffer 
management control guarantees data coherency. 

For EISA-initiated cycles to the PCI Bus, there are four 16-byte wide Line Buffers. These buffers permit 
prefetching of PCI memory read data and posting of PCI memory write data. 
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By using burst transactions to fill or flush these buffers, if appropriate, the PCEB maximizes bus efficiency. For 
example, an EISA device could fill a Line Buffer with byte, word, or Dword transfers and The PCEB would use a 
PCI burst cycle to flush the filled line to PCI memory. 

BIOS Timer 

The PCEB has a 16 bit BIOS Timer. The timer can be used by BIOS software to Implement timing loops. The 
timer count rate is derived from the EISA clock (BCLK) and has an accuracy of ± 1 jus. 


1.2 ESC Overview 

The ESC implements system functions (e.g., timer/ counter, DMA, and interrupt controller) and EISA subsys- 
tem control functions (e.g., EISA bus controller and EISA bus arbiter). The major functions provided by the 
ESC are described in this section. 

EISA Controller 

The ESC incorporates a 32-bit master and an 8-bit slave. The ESC directly drives eight EISA slots without 
external data or address buffering. EISA system clock (BCLK) generation is Integrated by dividing the PCI 
clock (divide by 3 or divide by 4) and wait-state generation is provided. The AENx and MACKx signals provide 
a direct interface to four EISA slots and supports eight EISA slots with encoded AENx and MACKx signals. 

The ESC contains an 8-bit data bus (lower 8 bits of the EISA data bus) that is used to program the ESC’s 
internal registers. Note that for transfers between the PCI and EISA Buses, the PCEB provides the data path. 
Thus, the ESC does not require a full 32 bit data bus. A full 32-bit address bus is provided and is used during 
refresh cycles and for DMA operations. 

The ESC performs cycle translation between the EISA Bus and ISA Bus. For mis-matched master/slave 
combinations, the ESC controls the data swap logic that is located in the PCEB. This control Is provided 
through the PCEB/ ESC interface. 

DMA Controller 

The ESC incorporates the functionality of two 82C37 DMA controllers with seven independently programma- 
ble channels. Each channel can be programmed for 8 or 1 6 bit DMA device size, and ISA-compatible, type 
“A”, type “B”, or type “C” timings. Full 32 bit addressing is provided. The DMA controller is also responsible 
for generating refresh cycles. 

The DMA controller supports an enhanced feature called scatter/gather. This feature provides the capability 
of transferring multiple buffers between memory and I/O without CPU intervention. In scatter/gather mode, 
the DMA can read the memory address and word count from an array of buffer descriptors, located In main 
memory, called the scatter/ gather descriptor (SGD) table. This allows the DMA controller to sustain DMA 
transfers until all of the buffers in the SGD table are handled. 

Interrupt Controller 

The ESC contains an EISA compatible interrupt controller that incorporates the functionality of two 82C59 
Interrupt Controllers. The two interrupt controllers are cascaded providing 14 external and two Internal inter- 
rupts. 
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Advanced Programmable Interrupt Controller (APIC) 

In addition to the standard EISA compatible interrupt controller described above, the ESC incorporates the 
Advanced Programmable Interrupt Controller (APIC). While the standard interrupt controller is intended for use 
in a uni-processor system, APIC can be used in either a uni-processor or multi-processor system. APIC 
provides multi-processor interrupt management and Incorporates both static and dynamic symmetric interrupt 
distribution across all processors. In systems with multiple I/O subsystems, each subsystem can have its own 
set of interrupts. 

Timer/Counter 

The ESC provides two 82C54 compatible timers (Timer 1 and Timer 2). The counters in Timer 1 support the 
system timer Interrupt (IRQO#), refresh request, and a speaker tone output (SPKR). The counters in Timer 2 
support fail-safe timeout functions and the CPU speed control. 

Integrated Support Logic 

To minimize the chip count for board designs, the ESC incorporates a number of extended features. The ESC 
provides support for ALTA20 (Fast A20GATE) and ALTRST with I/O Port 92h. The ESC generates the control 
signals for SA address buffers and X-Bus buffer. The ESC also provides chip selects for BIOS, the keyboard 
controller, the floppy disk controller, and three general purpose devices. Support for generating chip selects 
with an external decoder is provided for IDE, a parallel port, and a serial port. The ESC provides support for a 
PC/AT compatible coprocessor interface and IRQ13 generation. 

Extansh/e power management capability permits a system to operate in a low power state without being 
powered down. Once in the low power state (called ‘*F^t Off** state), the computer appem to be off. For 
example, the SMM code could turn off the CRT, line prtnter, hard disk drivers spindle motor* and fans. In 
addition* the GPU’s clock can be governed. To the user* the machine appears to be in the off state. However, 
the system is actually In an extremely low power state that still permits the CPU to function and maintain 
communication connections normally associated with today’s desktops (e.g., IAN, Modem, or FAX). Program- 
mable options provide power management flexibility. For example, various system events can be programmed 
to place the system in the low power state or break events can be programmed to wake the system up. 


2.0 SIGNAL DESCRIPTION 

This section provides a detailed description of each signal. The signals are arranged in a functional group 
according to their associated interface. 

The “#” symbol at the end of a signal indicates that the active, or asserted state occurs when the signal is at 
a low voltage level. When “#” is not presented after the signal name, the signal is asserted when at the high 
voltage level. 

The terms assertion and negation are used extensively. This is done to avoid confusion when working with a 
mixture of “active-low” and “active-high” signals. The term assert, or assertion Indicates that a signal is 
active, Independent of whether that level is represented by a high or low voltage. The term negate, or 
negation indicates that a signal is inactive. 
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The following notations are used to describe the signal type, 
in Input Is a standard input-only signal, 

out Totem Pole Output is a standard active driver, 
o/d Open Drain Input/Output. 

t/s Tri-State is a bi-directional, tri-state input/output pin. 

s/t/s Sustained Tri-State is an active low tri-state signal owned and driven by one and only one agent at a 
time. The agent that drives a s/t/s pin low must drive it high for at least one clock before letting It float. 
A new agent can not start driving a s/t/s signal any sooner than one clock after the previous owner tri- 
states it. A pull-up sustains the inactive state until another agent drives It and is provided by the central 
resource. 



NOTE: 

During a hard reset, INTR, NMI, IGNNE#, SMI# (on 82374SB), ALTRST#, STPCLK# (on 82374SB) 
and ALTA20 are driven low to prevent problems associated with 5V/3.3V power sequencing. Any 
outputs of the ESC that are directed to a 3.3V CPU must be driven through a 5V to 3.3V translator. 


2.1 PCI Local Bus Interface Signals 


Pin Name 

Type 

Description 

PCICLK 

in 

PCI CLOCK: PCICLK provides timing for all transactions on the PCI bus. The ESC uses 
the PCI Clock (PCICLK) to generate EISA Bus Clock (BCLK). The PCICLK is divided by 
3 or 4 to generate the BCLK. The EISA Bridge supports PCI Clock frequencies of 
25 MHz through 33 MHz. 

PERR# 

in 

PARITY ERROR: PERR# indicates a data parity error. PERR# may be pulsed active 
by any agent that detects an error condition. Upon sampling PERR# active, the ESC 
generates an NMI interrupt to the CPU. 

SERR# 

in 

SYSTEM ERROR: SERR# may be pulsed active by any agent that detects an error 
condition. Upon sampling SERR# active, the ESC generates an NMI interrupt to the 
CPU. 

RESET# 

in 

SYSTEM RESET: RESET # forces the entire ESC chip Into a known state. All Internal 
ESC state machines are reset and all registers are set to their default values. RESET # 
may be asynchronous to PCICLK when asserted or negated. Although asynchronous, 
negation must be a clean, bounce-free edge. The ESC uses RESET # to generate 
RSTDRV signal. 


2.2 EISA Bus Interface Signals 


Pin Name 

Type 

Description 

BCLKOUT 

out 

EISA BUS CLOCK OUTPUT: BCLKOUT is typically buffered to create EISA Bus Clock 
(BCLK). The BCLK Is the system clock used to synchronize events on the EISA/ ISA 
bus. The BCLKOUT is generated by dividing the PCICLK. The ESC uses a divide by 3 
or divide by 4 to generate the BCLKOUT. 

BCLK 

in 

EISA BUS CLOCK: The ESC uses BCLK to synchronize events on the EISA bus. The 
ESC generates or samples all the EISA/ ISA bus signals on either the rising or the 
falling edge of BCLK. 
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Pin Name 

Type 

Description 

LA[31;27]#/ 

CPG[4:0] 

t/s 

EiSA ADDRESS BUS/CONFIGURATION RAM PAGE ADDRESS: These are 
multiplexed signals. These signals behave as the EISA address bus under all 
conditions except during access cycle to the Configuration RAM. 

EISA Address Bus: LA [31 :27] # are directly connected to the EISA address bus. 

The ESC uses the address bus in conjunction with the BE [3:0] # signals as inputs to 
decode accesses to its Internal resources except in DMA and Refresh modes. 
During DMA and Refresh modes, these are outputs, and the ESC uses these signals 
in conjunction with BE [3:0] # to drive Memory address. 

Configuration Ram Page Address: CPG[4:0] are connected to Configuration SRAM 
address lines. During I/O access to 0800h-08FFh, the ESC drives these signals with 
the configuration page address (the value contained In register OCOOh). The 
Configuration RAM Page Address function can be disabled by setting Mode Select 
register bit 5 = 0. 

LA [26:24]# 
and 

LA [23:2] 

t/s 

EISA ADDRESS BUS: These signals are directly connected to the EISA address 
bus. The ESC uses the address bus in conjunction with the BE [3:0] # signals as 
inputs to decode accesses to its internal resources except in DMA and Refresh 
modes. During DMA and Refresh modes, these are outputs, and the ESC uses 
these signals in conjunction with BE [3:0] # to drive Memory address. 

BE[3:0]# 

t/s 

BYTE ENABLES: BE [3:0] # signals are directly connected to the EISA address bus. 
These signals indicate which byte on the 32-bit EISA data bus are involved In the 
current cycle. BE [3:0] # are inputs during EISA master cycles which do not require 
assembly/disassembly operation. For EISA master assembly/disassembly cycles, 
ISA master cycles, DMA, and Refresh cycles BE [3:0] # are outputs. 

BEO#: Corresponds to byte lane 0-SD[7:0] 

BE1 #: Corresponds to byte lane 0-SD[15:8] 

BE2#: Corresponds to byte lane 0-SD[23:16] 

BE3#: Corresponds to byte lane 0-SD[31:24] 

M/IO# 

t/s 

MEMORY OR I/O CYCLE: M/IO# signal is used to differentiate between memory 
cycles and I/O cycles on the EISA bus. A High value on this signal indicates a 
memory cycle, and a Low value indicates an I/O cycle. M/IO# is an Input to the 
ESC during EISA master cycles, and M/IO# is an output during ISA, DMA, and ESC 
initiated Refresh cycles. M/IO# Is floated during ISA master initiated Refresh 
cycles. 

W/R# 

t/s 

WRITE OR READ CYCLE: W/R# signal is used to differentiate between write and 
read cycles on the EISA bus. A High value on this signal indicates a Write cycle , and 
a Low value indicates a Read cycle. W/R# is an Input to the ESC during EISA 
master cycles, and W/R# is an output during ISA, DMA, and Refresh cycles. 
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Pin Name 

Type 

Description 

EX32# 

o/d 

EiSA 32 BIT DEVICE DECODE; EX32# signal is asserted by a 32-bit EISA slave 
device. EX32# assertion indicates that an EISA device has been selected as a slave, 
and the device has a 32-bit data bus size. The ESC uses this signal as an input as 
part of its slave decode to determine if data size translation and/or cycle translation 
is required. EX32# is an output of the ESC during the last portion of the mis-matched 
cycle. This Is an indication to the backed-off EISA master that the data translation 
has been completed. The backed-off EISA master uses this signal to start driving the 
EiSA bus again. 

EX16# 

0/d 

EISA 16-BIT DEVICE DECODE: EX16# signal is asserted by a 16-blt EISA slave 
device. EX16# assertion Indicates that an EISA device has been selected as a slave, 
and the device has a 1 6 bit data bus size. The ESC uses this signal as an input as 
part of its slave decode to determine If data size translation and/or cycle translation 
Is required. EX16# is an output of the ESC during the last portion of the mis-matched 
cycle. This is an indication to the backed-off EISA master that the data translation 
has been completed. The backed-off EISA master uses this signal to start driving the 
EISA bus again. 

START# 

t/s 

START CYCLE: START # signal provides timing control at the start of an EISA cycle. 
START # is asserted for one BCLK. START # Is an input to the ESC during EISA 
master cycles except portions of the EISA master to mis-matched slave cycles where 
it becomes an output. During ISA, DMA, and Refresh cycles START # is an output. 

CMD# 

out 

COMMAND: CMD# signal provides timing control within an EISA cycle. The ESC is a 
central resource of the CMD# signal, and the ESC generates CMD# during ail EISA 
cycles. CMD# is asserted from the rising edge of BCLK simultaneously with the 
negation of START#, and remains asserted until the end of the cycle. 

EXRDY 

o/d 

EISA READY: EXRDY signal is deasserted by EISA slave devices to add wait states 
to a cycle. EXRDY Is an input to the ESC for EISA master cycles, ISA master cycles, 
and DMA cycles where an EISA slave has responded with EX32# or EX16# 
asserted. The ESC samples EXRDY on the falling edge of BCLK after CMD# is 
asserted (except during DMA compatible cycles). During DMA compatible cycles, 
EXRDY is sampled on the second falling edge of BCLK after CMD# is driven active. 
For all types of cycles If EXRDY is sampled inactive, the ESC keeps sampling it on 
every falling edge of BCLK#. EXRDY Is an output for EISA master cycles decoded as 
accesses to the ESC internal registers. ESC forces EXRDY low for one BCLK at the 
start of a potential DMA burst write cycle to insure that the initial write data is held 
long enough to be sampled by the memory slave. 

SLBURST# 

in 

SLAVE BURST: SLBURST # signal is asserted by an EISA slave to Indicate that the 
device is capable of accepting EISA burst cycles. The ESC samples SLBURST # on 
the rising edge of BCLK at the end of START # for all EISA cycles. During DMA 
cycles, the ESC samples SLBURST # twice; once on the rising edge of BCLK at the 
beginning of START # and again on the rising edge of BCLK at the end of START#. 
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Pin Name 

Type 

Description 

MSBURST# 

t/s 

MASTER BURST: MSBURST # signal is asserted by an EISA master to indicate 
EISA burst cycles. MSBURST # Is asserted by an EISA master In response to an 
asserted SLBURST # signal. The ESC samples SLBURST # on the rising edge of 
BCLK that CMD# is asserted. If asserted, the ESC samples SLBURST # on all 
subsequent rising edges of BCLK until sampled negated. The ESC keeps CMD# 
asserted during Burst cycles. MSBURST # Is an output during DMA burst cycles. 
The ESC drives MSBURST # active on the falling edge of BCLK, one half BCLK 
after SLBURST # Is sampled active at the end of START#. 

MASTER16# 

in 

MASTER 16-BIT: MASTER16# is asserted by a 16-blt EISA Bus master or an ISA 
Bus master device to indicate that it has control of the EISA Bus or ISA Bus. The 
ESC samples MASTER16# on the rising edge of BCLK that START # is asserted. If 
MASTER16# is sampled asserted, the ESC determines that a 16-bit EISA Bus 
master or an ISA Bus master owns the Bus. If MASTER16# is sampled negated at 
the first sampling point, the ESC will sample MASTER16# a second time on the 
rising edge of BCLK at the end of START#. If MASTER16# is sampled asserted 
here, the ESC determines that a 32-bit EISA Bus master has downshifted to a 16-blt 
Bus master, and thus, the ESC will disable the data size translation function. 

SD[7:0] 

t/s 

SYSTEM DATA: SD[7:0] signals are directly connected to the System Data bus. 
The SD[7:0] pins are outputs during I/O reads when the ESC internal registers are 
being accessed and during interrupt acknowledge cycles. The SD[7:0] pins are 
input during I/O writes cycles when the ESC internal registers are being accessed. 


2.3 ISA Bus Signals 




Description 

BALE 

out 

BUS ADDRESS LATCH ENABLE: BALE signal is asserted by the ESC to indicate that 
a address (SA[19:0], LA[23:17]), AEN and SBHE# signal lines are valid. The 
LA [23: 17] address lines are latched on the trailing edge of BALE. BALE remains active 
throughout DMA and ISA Master cycles and Refresh cycles. 


t/s 

ISA ADDRESS BITS 0& 1: SA[1 :0] are the least significant bits of the ISA address bus. 
SA[1 :0] are Inputs to the ESC during ISA master cycles except during ISA master 
initiated Refresh cycles. The ESC uses the SA[1 :0] in conjunction with SBHE# to 
generate BE [3:0] # on the EISA bus. The SA[1 :0] are outputs of the ESC during EISA 
master cycles and DMA cycles. The ESC generates these from BE[3:0] #. 

SBHE# 

t/s 

ISA BYTE HIGH ENABLE: SBHE# signal indicates that the high byte on the ISA data 
bus (SD[15:8]) Is valid. SBHE# is an input to the ESC during ISA master cycles, except 
during ISA master initiated Refresh cycles. The ESC uses the SBHE# in conjunction 
with SA[1 :0] to generate BE [3:0] # on the EISA bus. SBHE# is an output during EISA 
master and DMA cycles. 
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Pin Name 

Type 

Description 

M16# 

o/d 

MEMORY CHIP SELECT 16: Ml 6# is an input when the ESC component owns the 
ISA bus. M16# is an output when an external ISA bus Master owns the ISA bus. The 
ISA slave memory drives this signal Low if it is a 16-bit memory device. For ISA to EISA 
translation cycles, the ESC combinatorially asserts Ml 6# if either EX32# or EX16# 
are asserted. This signal has an external pull-up resistor. 

1016# 

0/d 

16 BIT I/O CHIP SELECT: 1016# signal is used to Indicate a 16-bit I/O bus cycle. This 
signal Is asserted by the I/O devices to Indicate that they support 16-bit I/O bus cycles. 
All I/O accesses to the ESC registers are run as 8-blt I/O bus cycles. This signal has 
an external pull-up resistor. 

MRDC# 

t/s 

MEMORY READ: MRDC# signal Indicates a read cycle to the ISA memory devices. 
MRDC# is the command to a memory slave that it may drive data onto the ISA data 
bus. MRDC# is an output when the ESC owns the ISA bus. MRDC# is an input when 
an external ISA Bus master owns the ISA Bus. This signal Is driven by the ESC during 
refresh cycles. 

MWTC# 

t/s 

MEMORY WRITE: MWTC# signal Indicates a write cycle to the ISA memory devices. 
MWTC# Is the command to a memory slave that it may latch data from the ISA data 
bus. MWTC# Is an output when the ESC owns the ISA bus. MWTC# is an input when 
an ISA Bus master owns the ISA Bus. 

SMRDC# 

out 

SYSTEM MEMORY READ: SMRDC# signal Is asserted by the ESC to request a 
memory slave to drive data onto the data lines. SMRDC# indicates that the memory 
read cycle is for an address below the 1 MByte range on the ISA bus. This signal Is also 
asserted during refresh cycles. 


out 

SYSTEM MEMORY WRITE: SMWTC# signal Is asserted by the ESC to request a 
memory slave to accept data from the data lines. SMWTC# indicates that the memory 
write cycle is for an address below the 1 MByte range. 

lORC# 

t/s 

I/O READ: lORC# is the command to an ISA I/O slave device that it may drive data on 
to the data bus (SD[1 5:0]). The device must hold the data valid until after lORC# is 
negated. lORC# is an output when the ESC component owns the ISA bus. lORC# Is 
an Input when an ISA Bus master owns the ISA Bus. 

lOWC# 

t/s 

I/O WRITE: lOWC# Is the command to an ISA I/O slave device that It may latch data 
from the ISA data bus (SD[15:0]). lOWC# is an output when the ESC component owns 
the ISA Bus. lOWC# is an input when an ISA Bus master owns the ISA Bus. 

CHRDY 

o/d 

I/O CHANNEL READY: CHRDY when asserted allows ISA Bus resources request 
additional time (wait-states) to complete the cycle. CHRDY is an input when the ESC 
owns the ISA Bus. CHRDY Is an input to the ESC during compatible DMA cycles. 
CHRDY is an output during ISA Bus master cycles to PCI slave or ESC internal register. 
The ESC will Ignores CHRDY for ISA-Bus master accessing an ISA-Bus slave. 

lOCHK# 



in 

I/O CHANNEL CHECK: lOCHK# can be asserted by any resource on the ISA Bus. 
When asserted, It indicates that a parity or an uncorrectable error has occurred for a 
device or memory on the ISA Bus. A NMI will be generated to the CPU if enabled. 
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Pin Name 

Type 

Description 

NOWS# 

0/d 

ZERO WAIT STATES: NOWS# indicates that an peripheral device wishes to 
execute a zero wait-state bus cycle (the normal default 16-blt ISA bus memory or I/O 
cycle is 3 BCLKS). When NOWS# is asserted, a 16-bit memory cycle will occur in 
two BCLKs and a 16-bit I/O cycle will occur in three BCLKs. When NOWS# is 
asserted by an 8-bit device the default 6 BCLKs cycle Is shortened to 4 or 5 BCLKs. 

NOWS# Is an input when the ESC performing bus translation cycles. NOWS# is an 
output when the ESC internal registers are accessed. 

If CHRDY and NOWS# are both asserted during the same clock then NOWS# will 
be ignored and wait-states will be added as a function of CHRDY (CHRDY has 
precedence over NOWS#). 

OSC 

In 

OSCILLATOR: OSC Is the 14.31818 MHz signal with 50% duty cycle. OSC is used 
by the ESC timers. 

RSTDRV 

out 

RESET DRIVE: RSTDRV Is asserted by the ESC. An asserted RSTDRV causes a 
hardware reset of the devices on the ISA Bus. RSTDRV is asserted whenever the 
RESET # input to the ESC Is asserted. 

REFRESH# 

t/s 

REFRESH: REFRESH # is used by the ESC as an output to indicate when a refresh 
cycle Is In progress. It should be used to enable the SA[1 5:0] address to the row 
address inputs of all banks of dynamic memory on the ISA bus so that when MRDC# 
goes active, the entire expansion bus dynamic memory is refreshed. Memory slaves 
must not drive any data onto the bus during refresh and should not add wait states 
since this will affect the entire system throughput. As an output, this signal is driven 
directly onto the ISA bus. This signal is an output only when the ESC DMA Refresh is 
a master on the bus responding to an Internally generated request for Refresh. Upon 
RESET this pin will tristate. Note that address lines [15:8] are driven during refresh, 
but the value is meaningless and is not used to refresh ISA bus memory. 

REFRESH# may asserted by an expansion bus adapter acting as a 16-bit ISA bus 
master. 

AEN# 

out 

ADDRESS ENABLE: AEN# is driven high for Bus giaster cycles. AEN# is driven 
low for DMA cycles, and Refresh cycles. AEN# is used to disable I/O devices from 
responding to DMA and Refresh cycles. System designs which do not used the slots 
specific AENs (AEN[4:1]/EAEN[4:1]) provided by the ESC can use the AEN# signal 
to generate their own slot specific AENs. 

AEN[4:1]/ 

EAEN[4;1J 

out 

SLOT SPECIFIC ADDRESS ENABLE/ENCODED SLOT SPECIFIC ADDRESS 
ENABLE: These pins have a slightly different function depending on the ESC 
configuration (Mode Select register bit 1 and bit 0). 

Slot Specific Address Enable: If the ESC Is programmed to support 4 EISA slots, 
these signals function as Slot Specific Address Enables (AEN[4:1]). 

Encoded Slot Specific Address Enable: If the ESC has been programmed to support 
more than 4 EISA slots, then these signals behave as Encoded Address Enables 
(EAEN[4:1]). A discrete decoder is required to generate slot specific AENs. 

Refer to Section 5.8.1 AEN GENERATION for a detailed description of these signals. 
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2.4 DMA Signal Description 


Pin Name 

Type 

Description 

DREQ[7:5,3:0] 

in 

DMA REQUEST: DREQ signals are either used to request DMA service from the 
ESC or used to gain control of the ISA Bus by a ISA Bus master. The active level 
(high or low) is programmed in the Command registers. When the Command 
register bit 6 is programmed to 0, DREQ are asserted high, otherwise the DREQ 
are asserted low. All inactive to active edges of DREQ are assumed to be 
asynchronous. The request must remain asserted until the appropriate DACK is 
negated. At power-up and after RESET, these lines should be low (negated). 

DACK#[7:5,3;0] 

out 

DMA ACKNOWLEDGE: DACK# indicate that a request for DMA service from 
the DMA subsystem has been recognized or that an ISA Bus master has been 
granted the bus. The level of the DACK lines when asserted may be 
programmed to be either high or low. This Is accomplished by programming the 
DMA Command register. These lines should be used to decode the DMA slave 
device with the lORC# or lOWC# line to indicate selection. If used to signal 
acceptance of a bus master request, this signal indicates when it is legal to 
assert MASTER16#. If the DMA controller has been programmed for a timing 
mode other than compatible mode, and another device has requested the bus, 
and a 4 juLS time has elapsed, DACK# will be negated and the transfer stopped 
before the transfer is complete. In this case, the transfer will be restarted at the 
next arbitration period in which the channel wins the bus. Upon reset these lines 
are negated. 

EOP 

t/s 

END OF PROCESS: EOP pin acts in one of two modes, and it is directly 
connected to the TC line of the ISA Bus. In the first mode, EOP-ln, the pin Is an 
Input and can be used by a DMA slave to stop a DMA transfer. In the second 
mode, TC-Out, It Is used as a terminal count output by DMA slaves. An active 
pulse Is generated when the byte counter reaches its last value. 

EOP-ln Mode: During DMA, for all transfer types, the EOP pin is sampled by the 
ESC. If it is sampled asserted, the address bus is tristated and the transfer is 
terminated. 

TC-Out Mode: The EOP output will be asserted after a new address has been 
output if the byte count expires with that transfer. The EOP (TC) will stay 
asserted until AEN# is negated unless AEN is negated during an 
autoinitialization. EOP (TC) will be negated before AEN is negated during an 
autoinitialization. 

Intout Mode: In this mode the EOP signal has the same behavior as the 
Chaining Interrupt or the Scatter-Gather interrupt to the host processor (IRQ1 3). 
If a scatter-gather or chaining buffer is expired, EOP will go active on the falling 
edge of BCLK. Only the currently active channel’s Interrupt will be reflected on 
this pin. Other channel’s with active interrupts pending will not affect the EOP 
pin. 

Whenever all the DMA channels are not in use, the EOP pin is kept In output 
mode and negated. After reset, the EOP pin Is kept in output mode and negated. 
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2.5 EISA Arbitration Signals 


Pin Name 


Type 


Description 


MREQ[3:0]# 


in 


MASTER REQUEST: MREQ[3:0] # are slot specific signals used by EISA bus 
masters to request bus access. MREQ# once asserted, must remain asserted 
until the corresponding MACK# Is asserted. The MREQ# Is negated on the falling 
edge of BCLK slightly before the end of a master transfer. The LA[ ], BE[ ] #, 
M/IO#, and W/R# lines should be floated on or before the rising edge of BCLK 
after MREQ# Is negated. The end of the last bus cycle is derived from CMD# in 
this case. The MREQ# signals are asserted on the falling edge of BCLK. MREQ# 
is always sampled on the rising edge of BCLK. MREQ# is synchronous with 
respect to BCLK. After asserting MREQ# , the corresponding master must not 
assert MREQ# until 1.5 BCLKs after CMD# is negated. 


MREQ[7:4l#/ 

PIRQ[0:3]# 


in 


MASTER REQUEST/PCi iNTERRUPT REQUEST: These pins behave in one of 
two modes depending on the state of the Mode Select Register bit 1 and bit 0. 


Master Request: MREQ# lines are slot specific signals used by EISA bus masters 
to request bus access. This signal behave in the same manner as MREQ[3:0] # 
signals. 


PCI Interrupt Request: PIRQ# are used to generate asynchronous interrupts to 
the CPU via the Programmable Interrupt Controller (82C59) integrated in the ESC. 
These signals are defined as level sensitive and are asserted low. The PIRQx# 
can be shared with PC compatible Interrupts IRQ3:IRQ7, IRQ9:IRQ15. The 
PIRQx# Route Control Register determines which PCI interrupt is shared with 
which PC compatible interrupt. 


Register 


Pins 


Bit[1:0] 

MREQ7#/ 

MREQ6#/ 

MREQ5#/ 

MREQ4#/ 


PIRQO# 

PiRQ1# 

PIRQ2# 

PiRQ3# 

00 

PIRQO# 

PIRQ1 # 

PIRQ2# 

PIRQ3# 

01 

PIRQO# 

PIRQ1# 

MREQ5# 

MREQ4# 

10 

PIRQO# 

MREQ6# 

MREQ5# 

MREQ4# 

11 

MREQ7# 

MREQ6# 

MREQ5# 

MREQ4# 
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Pin Name 

Type 

Description 

MACK[3:0]#/ 

EMACK[3:0l 

out 

MASTER ACKNOWLEDGE:/ENCODED MASTER ACKNOWLEDGE: These pins 
behave in one of two modes depending on the state of the Mode Select register bit 
1 and bit 0. If the ESC is programmed to support 4 EISA slots, then these pins are 
used as MACK#. If the ESC Is programmed to support more than 4 EISA slots, 
then these pins are used as EMACK# 

Master Acknowledge: The MACK [3:0] # signals are asserted from the rising edge 
of BCLK at which time the bus master may begin driving the LA[ ], BE[ ] #, M/IO#, 
and W/R# lines on the next falling edge of BCLK. MACK# will stay asserted until 
the rising edge of BCLK when MREQ# is sampled negated. MACK# is sampled by 
EISA Bus masters on the falling edge of BCLK. If another device has requested the 
bus, MACK# will be negated before MREQ# is negated. When MACK# Is 
liegated, the granted device has a maximum of 8 fxs to negate MREQ# and begin 
a final bus cycle. The ESC may negate the MACK# signal a minimum of one BCLK 
after asserting it if another device (or refresh) Is requesting the bus. Upon reset 
MACK# is negated. 

Encoded Master Acknowledge: EMACK# behaves like MACK#. The difference 
is that a discrete decoder Is required to generate MACK# for the EISA Bus 
masters. 

Refer to Section 5.8.2 MACK Generation for details. 


2.6 Timer Unit Signal 


Pin Name 

Type 

Description 

SPKR 

out 

SPEAKER DRiVE: SPKR is the output of Timer 1 , Counter 2 and is “ANDed” with Port 
061 h bit 1 to provide Speaker Data Enable. This signal drives an external speaker 
driver device, which In turn drives the ISA system speaker. SPKR has a 24 mA drive 
capability. Upon reset, its output state is low. 

SLOWH# 

out 

SLOW DOWN CPU: SLOWH # is the output of Timer 2, Counter 2. This counter Is used 
to slow down the main CPU of its execution via the CPU’s HOLD pin by pulse width 
modulation. The first read of I/O register In the 048h-04Bh range will enable SLOWH# 
signal to follow the output of the Timer 2, Counter 2. Upon reset, SLOWH # is negated. 

Hardware Reset (Strapping Option) 

During hardware reset this signal is an input and the level on the pin at the end of the 
reset sequence determines where BIOS resides. A high level indicates that BIOS 
resides on the X-Bus and a low level indicates that BIOS resides on the ISA Bus. The 
status Is used by the ESC, to control the X-Bus transceivers during BIOS access. 

NOTE: 

For the 82374EB, this pin has an Internal weak pull-up of approximately 8 Kfl. 

For proper configuration of the BIOS location during reset, a weak external pull- 
down resistor (approx. 500n) must be connected to this pin. 

An external pufWown resistor Is not needed for the 82374SB* 
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2.7 Interrupt Controller Signals 


Pin Name 

Type 

Description 

IRQ[15;9], 

IRQ8#, 

IRQ[7:3,1] 

in 

INTERRUPT REQUEST: IRQ These signals provide both system board components 
and EISA bus I/O devices with a mechanism for asynchronously Interrupting the CPU. 
The assertion mode of each Interrupt can be programmed to be edge or level 
triggered. An asserted IRQ Input must remain asserted until after the falling edge of 
INTA#. If the input is negated before this time, a DEFAULT IRQ7 will occur when the 
CPU acknowledges the interrupt. 

IRQ8# requires an external pull-up resistor (8 Kn-10 KH). 

INTR 

out 

CPU INTERRUPT: INTR is driven by the ESC to signal the CPU that an Interrupt 
request is pending and needs to be serviced. It Is asynchronous with respect to BCLK 
or PCICLK and It is always an output. The interrupt controllers must be programmed 
following a reset to ensure that this pin takes on a known state. Upon reset the state of 
this pin is undefined. 

NMi 

out 

NON-MASKABLE INTERRUPT: NMI is used to force a non-maskable interrupt to the 
CPU. The CPU registers an NMI when It detects a rising edge on NMI. NMI will remain 
active until a read from the CPU .to the NMI register at port 061 h is detected by the 
ESC. This signal Is set to low upon reset. 


2.8 APIC Bus Signals 


Pin Name 

Type 

Description 

APICCLK 

in 

APIC BUS CLOCK: APICCLK provides the timing reference for the APIC Bus. 
Changes on APICD[1 :0] # are synchronous to the rising edge of APICCLK. 

APICD[1:0] 

od 

APIC DATA: APICD1 and APICDO are the APIC data bus signals. Interrupt messages 
are sent/received over this bus. APIC arbitration uses APICD1 . 


2.9 System Power Managemmt Signals (82374SB Only) 




Des^ptlon 

STTOLK# 

out 

STOP CLOCK: STPCLK# is asserted by the ESC In response to one of many 
maskable hardware or software events. For $.3V processors that are not 6V to tont, 
STPCLK# is driven to the CPU STPCLK# pin through a 5V to 3.3V translator. When 
the CPU samples STFCLK# asserted It responds by stopping internal clock. After a 
hard reset, this slgnaMs negated. 

SMI# 

out 

SY$1HM MANAOiMiNT INTIflflUPT: SMI# Is asserted by the ESC In response to 
one of many maskable hardware or software events* For 3.3V processors that are not 
6V tolerant, SMI# Is driven to the CPU SMI# pin through a 6V to 3.3V ^^slator The 
CPU recognbjes the falling edge of SMI # as the highest p^bftty Ihterrupflh ffie system 
The CPU responds by enterlr^ SMM {System Management M^e). SMI# is nested 
and follo^r>g reset Altera hard reset, this signal Is negated. 
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Pin Name 

Type 

Dascriptlon 

EXTSMl# 

in 

EXTEBNAt SYSTEM MANAaEMENT INTEBRUBT: EXTSMi # is a failing edge 
trtg^red ingiit to the ESC indicating that an external device is regueating the system 
to enter SMM mocfe. When enabled via the SM( Enable Register, a falling edge on 
EXTSMI# results in the assertion of the SMi# signal to the CPU. EXTSMI# is an 
asynchronous input to the ESC. 

INIT/TEST 

i 



in 

INfTIAUZE/TiST: On the 82374SB, the function of this pin is selected by the value 
on the GPCSD# pin at reset If CPCSO# is low* INIT Is selected and if GPGSO# is 
high, TEST is selected. On tie 82374EB, this pin only functions as the TEST pin. 

INIT 

INIT is connected to the INIT pin on the CPU and indicates to the ESC tiat a CPU soft 
reset is occuring. When asserted, the ESC ensures that STPCLK# is negated when 
the CPU comes out of the soft reset The ESC also blocks SMI# generation when INIT 
Is asserted. 

TEST 

For TEST signal deschptbn, see the TEST signal section. 

STPGNT# 

in 

STPCLK# GRANT: When asserted, STPGNT # indicates to the ESC that a Stop grant 
PCI special cycle was recognized by tie PCE8. The ESC may then negate the 
STPCLK# signal when the STPCLK# Timer expires. 


2.10 ESC/PCEB Interface Signals 


2.10.1 ARBITRATION AND INTERRUPT ACKNOWLEDGE CONTROL 


Pin Name 

Type 

Description 

EISAHOLD 

out 

EISA HOLD: EISAHOLD is used to request control of the EISA bus from its default 
owner, the PCEB. This signal is synchronous to PCICLK and is asserted when 
RESET # is asserted. 

EISAHLDA 

in 

EISA HOLD ACKNOWLEDGE: EISAHLDA in used by the PCEB to inform the ESC 
that it has been granted ownership of EISA bus. This signal is synchronous to PCICLK. 

PEREQ#/ 

INTA# 

in 

PCI TO EISA REQUEST OR INTERRUPT ACKNOWLEDGE: PEREQ#/INTA# is a 
dual function signal. The context of the signal pin is determined by the state of 
EISAHLDA signal. 

When EISAHLDA is deasserted this signal has the context of Interrupt Acknowledge 
i.e. if PEREQ# /INTA# is asserted it indicates to the ESC that current cycle on the 
EISA is an interrupt acknowledge. 

When EISAHLDA is asserted this signal has the context of PCI-to-EISA Request i.e. if 
PEREQ# /INTA# is asserted it Indicates to the ESC that PCEB needs to obtain the 
ownership of the EISA bus on behalf of an PCI agent. 

This signal is synchronous to the PCICLK and it is driven inactive when RESET # is 
asserted. 
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2.10.2 PCEB BUFFER COHERENCY CONTROL 


Pin Name 

Type 

Description 

NMFLUSH# 

t/s 

NEW MASTER FLUSH: NMFLUSH# is a bi-directional signal which is used to 
provide handshake between PCEB and ESC to control flushing of system buffers on 
behalf of EISA masters. 

During an EISA bus ownership change, before ESC can grant the bus to the EISA 
master (or DMA) it must ensure that system buffers are flushed and buffers pointing 
(potentially) towards EISA subsystem are disabled. The ESC asserts NMFLUSH# 
signal for one PCI clock Indicating the request for system buffer flushing. (After 
driving NMFLUSH# asserted for 1 PCI clock the ESC tri-states NMFLUSH# signal.) 
When PCEB samples NMFLUSH# asserted It starts immediately to drive 
NMFLUSH# asserted and Initiates internal and external requests for buffer flushing. 
After all buffers have been flushed (indicated by the proper handshake signals), the 
PCEB negates NMFLUSH# for 1 PCI clock and stops driving it. When the ESC 
samples the signal deasserted that indicates that all system buffers are flushed, it 
grants EISA bus to an EISA master (or DMA). The ESC resumes responsibility of 
default NMFLUSH# driver and starts driving NMFLUSH# deasserted until the next 
time a new EISA master (or DMA) wins arbitration. 

This signal is synchronous with PCICLK and Is negated by the ESC at reset. 

AFLUSH# 

t/s 

APIC FLUSH: AFLUSH # is bi-directional signal between the PCEB and ESC that 
controls system buffer flushing on behalf of the APIC. After a reset the ESC negates 
AFLUSH # until the APIC Is Initialized and the first interrupt request is recognized. 

SDCPYUP 

out 

SYSTEM (DATA) COPY UP: SDCPYUP is used to control the direction of the byte 
copy operation. A High on the signal indicates a COPY UP operation where the 
lower byte lower word of the SD data bus Is copied on to the higher byte or higher 
word of the bus. A Low on the signal Indicates a COPY DOWN operation where the 
higher byte(s) of the data bus are copied on to the lower byte(s) of the bus. The 
PCEB uses the signal to perform the actual data byte copy operation during mis- 
matched cycles. 

SDOE[2;0]# 

out 

SYSTEM DATA OUTPUT ENABLES: SDOE# enable the SD data output of the 
PCEB Data Swap Buffers on to EISA bus. The ESC activates these signals only 
during mis-matched cycles. The PCEB uses these signal to enable the SD data 
buffers as follows: 

SDOEO # : Enables byte lane 0 SD [7:0] 

SDOE1 #: Enables byte lane 1 SD[15:8] 

SDOE2#: Enables byte lane 2 SD[23:16] and byte lane 3 SD[31:24] 

SDLE[3:0l# 

out 

i 

SYSTEM DATA LATCH ENABLES: SDLE[3:0] # enable the latching of EISA data 
bus These signals are activated only during mis-matched cycles except PCEB 
initiated write cycle. The PCEB uses these signals to latch the SD data bus as 
follows: 

SDLEO#: Latch byte lane 0 SD[7:0] 

SDLE1#: Latch byte lane 0 SD[ 15:8] 

SDLE2 # : Latch byte lane 0 SD [23: 1 6] 

SDLE3#: Latch byte lane 0 SD[31 :24] 
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2.1 1 Integrated Logic Signals 


2.11.1 EISA ADDRESS BUFFER CONTROL 


Pin Name 

Type 

Description 

SALE# 

out 

SA LATCH ENABLE: SALE# is directly connected to F543s which buffer the LA 
addresses from the SA addresses. The rising edge of SALE # latches the LA address 
bit LA[19:2] to the SA address bit SA[19:2]. 

LASAOE# 

out 

LA TO SA ADDRESS OUTPUT ENABLE: LASAOE# is directly connected to the SA 
output buffer enables of the F543s. The ESC asserts LASAOE# during EISA master 
cycles. When LASAOE# is asserted, the LA to SA output buffers of the F543s are 
enabled. 

SALAOE# 

out 

SA TO LA ADDRESS OUTPUT ENABLE: SALAOE# is connected to the LA output 
buffer enables of the F543s. This signal functionally is the exact opposite of 
LASAOE# signals. The ESC asserts SALAOE# during ISA master cycles. When 
LASAOE# is asserted, the SA to LA output buffers of the F543s are enabled. 


2.11.2 COPROCESSOR INTERFACE 


Pin Name 

Type 

Description 

FERR# 

In 

NUMERIC CO-PROCESSOR ERROR: FERR# signal is tied to the Co-processor error 
signal of the CPU. If FERR# Is asserted (Co-processor error detected by the CPU), an 
internal IRQ13 Is be generated and the INTR from the ESC will be asserted. 

IGNNE# 

out 

IGNORE NUMERIC ERROR: IGNNE# is tied to the ignore numeric error pin of the 
CPU. IGNNE# is asserted and Internal IRQ13 Is negated from the falling edge of 
lOWC# during an I/O write to location OOFOh. IGNNE# will remain asserted until 
FERR# is negated. During reset, this signal Is driven low. 



2.11.3 BIOS INTERFACE 


Pin Name 

Type 

Description 

LBIOSCS# 

out 

LATCHED BIOS CHIP-SELECT: LBIOSCS# Indicates the that the current address is 
for the system BIOS. The ESC generates this signal by decoding the EISA LA 
addresses. The ESC uses a transparent latch to latch the decoded signal. The 
LBIOSCS# is latched on the falling edge of BALE and qualified with REFRESH#. 
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2.11.4 KEYBOARD CONTROLLER INTERFACE 


Pin Name 

Type 

Description 

KYBDCS# 

out 

KEYBOARD CHIP SELECT: KYBDCS# is connected to the chip select of the 82C42. 
KYBDCS# is active for I/O addresses 0060h and 0064h. 

ALTRST# 

out 

ALTERNATE RESET: ALTRST # is used to reset the CPU under program control. 

This signal Is AND’ed together externally with the reset signal (RSTAR#) from the 
keyboard controller to provide a software means of resetting the CPU. This provides a 
faster means of reset than is provided by the Keyboard controller. Writing a 1 to bit 0 in 
the Port 92 register will cause this signal to pulse active (low) for approximately 4 
BCLK’s. Before another ALTRST # pulse can be generated, bit 0 must be written back 
to a 0. During reset, this signal Is driven low. 

ALTA20 

out 

ALTERNATE A20: ALTA20 is used to force A20M# to the CPU low for support of real 
mode compatible software. This signal is externally OR’ed with the ALTA20 signal 
from the Keyboard controller and CPURST to control the A20M # input of the CPU. 
Writing a “0” to bit 1 of Port 92h Register will force ALTA20 Inactive (low ). This in turn 
will drive A20M # to the CPU low, if A20GATE from the keyboard controller Is also low. 
Writing a “1” to bit 1 of the Port 92h Register will force ALTA20 active (high), which in 
turn will drive A20M# to the CPU high, regardless of the state of ALTA20 from the 
keyboard controller. Upon reset, this signal Is driven low. 

ABFULL 

in 

AUXILIARY BUFFER FULL: ABFULL is tied directly to the ABFULL signal on the 
keyboard controller on the system board. This signal indicates that the keyboard 
controller auxiliary buffer for the mouse interface is full. See the CLKDIV Register 
desciption for programming the ABFULL function. If this function is not used, ABFULL 
should be tied low through a 1 K resistor. 


2.11.5 REAL TIME CLOCK INTERFACE 


Pin Name 

Type 

Description 

RTCALE 

out 

REAL TIME CLOCK ADDRESS LATCH ENABLE: RTCALE Is directly connected to 
the system Real Time Clock. The RTC uses this signal to latch the appropriate memory 
address. A write to port 070h with the appropriate Real Time Clock memory address 
that will be written to or read from will cause RTCALE to go active. 

RTCRD#/ 

PIRQ3# 

out 

REAL TIME CLOCK READ COMMAND/PCI INTERRUPT REQUEST 3: This signal 
pin has two functions and the function is selected via the Mode Select Register. When 
functioning as RTCRD#, this signal is asserted for I/O reads from address 0071 h. If 
the Power On Password protection Is enabled (I/O Port 92h bit 3 = 1), then for 
accesses to RTC addresses 36h-3Fh (Port 70h), RTCRD# will not be asserted. For 
details on PIRQ3#, see the Mode Select Register description. For the PIRQ3# 
function, an external pull-up resistor (10-20 K) must be added to this signal. 
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Pin Name 

Type 

Description 

RTCWR#/ 

PIRQ2# 

out 

REAL TIME CLOCK WRITE COMMAND/PCI INTERRUPT REQUEST 2: This signal 
pin has two functions, and the function is selected via the Mode Select Register. 
When functioning as RTCWR#, this signal is asserted for I/O writes to address 
0071 h. If the Power On Password protection is enabled (I/O Port 92h bit 3 = 1) then 
for accesses to RTC addresses 36h-3Fh (Port 70h) RTCWR# will not be generated. 
For details on PIRQ2#, see the Mode Select Register description. For the PIRQ2# 
function, an external pull-up resistor (10K-20K) must be added to this signal. 


2.11.6 FLOPPY DISK CONTROLLER INTERFACE 


Pin Name 

Type 

Description 

FDCCS#/ 
PIRQ1 # 

out 

FLOPPY DISK CONTROLLER CHIP SELECT/PCI INTERRUPT REQUEST 1: This 
signal has two functions and the function Is selected via the Mode Select Register. As 
FDCCS# is asserted for I/O cycles to the floppy drive controller. When functioning as 
FDCCS#, this signal Is also asserted when IDECS1 # is decoded. See the Mode 
Select Register description for details on the PIRQ1 # function of this signal. Note that 
for the PIRQ1 # function, an external pull-up resistor (10 Ka-20 Kfl) must be added to 
this signal. 

DSKCHG 

in 

DISK CHANGE: DSKCHG signal is tied directly to the DSKCHG signal of the floppy 
controller. This signal is inverted and driven onto system data line 7 (SD7) during I/O 
read cycles to floppy address locations 3F7h (primary) or 377h (secondary) as 
indicated by the table below. Note that the primary and secondary locations are 
programmed In the X-Bus Address Decode Enable/Disable Register “A”. 

FDCCS# IDECSx# State of SD7 State of 

Decode Decode (output) XBUSOE# 

Enabled Enabled Tri-stated Enabled 

Enabled Disabled Driven Disabled 

via DSKCHG 

Disabled Enabled Tri-stated Disabled (note) 

Disabled Disabled Tri-stated Disabled 

NOTE: 

This mode is not supported because of potential contention between the X-Bus 
buffer and a floppy on the ISA bus driving the system bus at the same time 
during shared I/O accesses. 

This signal is also used to determine if the floppy controller is present on the X-Bus. It 
is sampled on the trailing edge of RESET, and If high, the Floppy is present. For 
systems that do not support a Floppy via the ESC, this pin should strapped low. If 
sampled low, the SD7 function, and XBUSOE# will not be enable for accesses lu the 
floppy disk controller. 
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Pin Name 

Type 

Description 

OUGHT#/ 

PIRQO# 

out 

FIXED DISK ACTIVITY LIght/PCI INTERRUPT REQUEST 0: This signal has two 
functions, depending on the programming of the Mode Select Register. As OUGHT#, 
this signal controls the fixed disk X light. When low, the light is on. When high, the light 
is off. If either bit 6 or bit 7 of the Port 92 register is set to a 1 (bit 6 and 7 are internally 
NOR’ed together), OUGHT # is driven active (low). Setting both bits 6 and 7 low will 
cause OLIGHT # to be driven high. For the PIRQO# function, see the Mode Select 
Register description. Note that for the PIRQO# function, an external pull-up resistor 
(10 Kn-20 KH) must be added to this signal. 


2.11.7 CONFIGURATION RAM INTERFACE 


Pin Name 

Type 

Description 

CRAMRO# 

out 

CONFIGURATION RAM READ COMMAND: CRAMRO# is connected directly to the 
system Configuration RAM. The ESC asserts CRAMRO# for I/O reads from the 
address range programmed into the low and high bytes of the configuration RAM 
command registers. 

CRAMWR# 

out 

CONFIGURATION RAM WRITE COMMAND: This is an active Low output. 
CRAMWR# is connected directly to the system Configuration RAM. The ESC 
activates CRAMWR # for I/O writes to the address range programmed into the low 
and high bytes of the configuration RAM command registers. 


2.11.8 X-BUS CONTROL AND GENERAL PURPOSE DECODE 




Description 

XBUST/R# 

out 

X-BUS DATA TRANSMIT/RECEIVE: XBUST/R # is tied directly to the direction 
control of a 74F245 that buffers the X-Bus data, XD(7:0), from the system data bus, 
SD(7:0). XBUST/R# Is driven high (transmit) during I/O and memory reads for EISA 
and ISA masters. For DMA cycles (channel 2 only), XBUST/R# is driven high for the 
following cases: 

1 . Memory read, I/O write cycles where LBIOSCS# is asserted. 

2. I/O read, memory write cycles where Digital Output Register bit 3 Is set to 1 . 
XBUST/R# is driven low (receive) under all other conditions. 
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Pin Name 

Type 

Description 

XBUSOE# 

out 

X-BUS DATA OUTPUT ENABLE: XBUSOE# is tied directly to the output enable of 
a 74F245 that buffers the X-Bus data, XD(7;0), from the system data bus, SD(7:0). 

For EISA and ISA master memory read or write cycles, XBUSOE# is asserted 
when LBIOSCS# is asserted. Otherwise, XBUSOE# is not asserted. 

For EISA and ISA master I/O read or write cycles, SBUSOE# is asserted if an ISC 
supported X-Bus device has been decoded, and the decoding for that device has 
been enabled via the proper configuration registers. An exception to this is during 
an I/O read access to floppy location 3F7h (primary) or 377h (secondary) if the IDE 
decode space is disabled (i.e., IDE is not present on the X-Bus). In this case, 
XBUSOE# is not asserted. XBUSOE# is also not asserted during an I/O access to 
the floppy controller if DSKCHG is sampled low at reset. 

XBUSOE# is not asserted during DMA cycles, except for channel 2 DMA. For 
channel 2 DMA, XBUSOE# is asserted. 

GPCS[2:0]#/ 
ECS [2:0] 

out 

GENERAL PURPOSE CHIP SELECT/ENCODED CHIP SELECT: These are dual 
function signals. The function of these pins is selected through the Mode Select 
Register bit 4. 

General Purpose Chip Select: G PCS [2:0] # are chip selects for peripheral 
devices. The peripheral devices can be mapped in the I/O range by programming 
the General Purpose Chip Select Base Address registers and General Purpose 
Mask registers (offset 64h-6Eh). 

Encoded Chip Select: ECS [2:0] provide encoded chip select decoding for serial 
ports, parallel port, IDE and general purpose devices. The device chip selects for 
the peripheral devices are generated by using a F138 with ECS [2:0] as inputs. 

Hardware Reset (Test Mode) 

82374SB^ 

During Reset, GPOSO/EGSO Is m input signal. The level of this signal Is sampled at 
the end of the reset sequence to determine whether the TEST pin is mmi as the 
current TEST hincto (sampled **1 ’*) or as the INIT ^gnal (sampled *‘0’*>* After 
reset, the existing GPOS/ECS functionality on this pin is maintained. Mote that an 
Internal pulFup of approximate^ 8 KA is Included on this pin. If the INIT mode on 
the TEST pin is to be selected, an external pulFdown of approximately SODA should 
be connected to the pin. 
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2.12 Test Signal 


Pin Name 

Type 

Description 

INIT/TEST 

in 

TEST: On the 82374EB, this pin only functions as a TEST pin. 

On the S2S74S8, the function of this pin is selected by the value on the GPCSO# pin 
at reset if QPGSO# is low, INIT is selected and if GPCSO# Is high, TEST is selected. 

INIf 

For iNIT signal description, see the Power Management Signal section* 

TEST 

TEST Is used to tri-state all of the outputs. For normal operations, this signal should be 
tied to Vcc- For test mode, this pin should be tied to ground. 


3.0 REGISTER DESCRIPTION 

The ESC contains ESC configuration registers, DMA registers, Timer Unit registers, Interrupt Unit registers, 
and EISA configuration registers. All of the registers are accessible from the EISA bus. During a reset the ESC 
sets its Internal registers to predetermined default states. The default values are Indicated in the Individual 
register descriptions. 

The following notation Is used to describe register access attributes: 

RO Read Only. If a register is read only, writes have no effect. 

WO Write Only. If a register is write only, reads have no effect. 

R/W Read/Write. A register with this attribute can be read and written. Note that individual bits In some 
read/write registers may be read only. 


3.1 Configuration Registers 

The ESC’s configuration registers are accessed through an indexing scheme. The index address register is 
located at I/O address 0022h, and the index data register is located at I/O address 0023h. The offset (data) 
written into the index address register selects the desired configuration register. Data for the selected configu- 
ration register can be read from or written to by performing a read or a write to the Index data register. See the 
Address Decode section for a summary of configuration register index addresses. 

Some of the ESC registers described In this section contain reserved bits. These bits are labeled “R”. Soft- 
ware must deal correctly with fields that are reserved. On reads, software must use appropriate masks to 
extract the defined bits and not rely on reserved bits being any particular value. On writes, software must 
ensure that the values of reserved bit positions are preserved. That is, the values of reserved bit positions 
must first be read, merged with the new values for other bit positions and then written back. 

In addition to reserved bits within a register, the ESC’s configuration space contains address locations that are 
marked “Reserved” (See Address Decode Section). The ESC responds to accesses to these address loca- 
tions by completing the Host cycle. When a reserved register location is read, OOOOh is returned. Writes to 
reserved registers have no effect on the ESC. 
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3.1.1 ESCID— ESC ID REGISTER 

Address Offset: 02h 

Default Value: OOh 

Attribute: Read /Write 

Size: 8 Bits 

Since the ESC configuration registers are accessed by the index addressing mechanism using I/O Ports 22h, 
and 23h, it is possible that another device in the system might use the same approach for configuration. In 
order to avoid contention with similar index register devices, the ID register must be written with OFh. The ESC 
will not respond to accesses to any other configuration register until the ID byte has been written in the ESC ID 
Register. 


Bit 

Description 

7:0 

ESC ID Byte: These bits must be written to a value of OFh before the ESC will respond to any other 
configuration register access. After a reset has occurred all of the configuration registers, except this 
register, are disabled. 


3.1.2 RID— REVISION ID REGISTER 

Address Offset: 08h 

Default Value: 02h (82374EB: A-2 stepping) 

03h (82374SB: B-0 stepping) 

Attribute: Read only 

Size: 8 Bits 


This 8-blt register contains device stepping Information. Writes to this register have no effect. 


Bit 

Description 

7:0 

Revision ID Byte: These bits contain the stepping information about the device. The register is 
hardwired to the default value during manufacturing. The register Is read only. Writes have no effect on 
the register value. 


3.1.3 MS— MODE SELECT REGISTER 

Address Offset: 40h 

Default Value: 20h 

Attribute: Read/Write 

Size: 8 Bits 


This register selects the various functional modes of the ESC. 


Bit 

Description 

7 

Reserved 

6 

MREQ[7:4] #/PIRQ[3:0] # Enable: This bit enables the selected (MREQ[7:4] #/PIRQ[3:0] # 
functionality. 1 = Enabled; 0 = Disabled 

5 

Configuration RAM Address: This bit is used to enable or disable the configuration RAM Page 
Address (CPG[4:0]) generation. If this bit is set to 1 , accesses to the configuration RAM space will 
generate the RAM page address on the LA[31 :27] # pins. If this bit is set to 0, the CPG[4:0] signals will 
not be activated. The default for this bit is 1 . 




2-799 





82374EB/82374SB 





Pin Name 

Description 

4 

General Purpose Chip Selects: This bit is used to select the functionality of the GPCS[2:0] #/ 
ECS [2:0] pins. If the bit is set to 0, the G PCS [2:0] # functionality is selected. If the bit is set to 1 , 
the ESC [2:0] functionality is selected. 

3 

System Error: This bit is used to disable (0) or enable (1) the generation of NMI based on 
SERR# signal pulsing active. When this bit = 1 (and NMIs are enabled via the NMIERTC 
Register) and SERR# is asserted, the NMI signal is asserted. When this bit = 0, the NMI signal 
is negated and SERR# is disabled from generating an NMI. Note that other NMI sources are 
enabled/disabled via the NMISC Register. 

2:0 

PIRQx Mux/Mapping Control: These bits select muxing/mapping of PIRQ[3:0] # with 
MREQ[7:4] and group of X-Bus signals (OUGHT#, RTCWR#, RTCRD#). Different bit 
combinations select the number of EISA slots or group of X-Bus signals which can be 
supported with the certain number of PIRQx# signals by determining the functionality of pins 
AEN[4:1]/EAEN[4:1], MACK[3:0]#/EMACK[3:0]#, MREQ[7:4] #/PIRQ[3:0] #, OUGHT#/ 
PIRQO#, FDCCS#/PIRQ1#, RTCWR #/PIRQ2#, RTCRD#/PIRQ3# as shown in Table 1. 


Table 1. Mode Select Register 


Bits 

[2:0] 

Signal Function 

AEN[4:1]/ 

EAEN[4:1]# 

MACK [3:0]#/ 
EMACK[3:0]# 

MREQ[7:4#/ 

PIRQ[0:3]# 

OUGHT#/ 

PIRQO# 

FDDCS#/ 

PIRQ1# 

RTCWR#/ 

PIRQ2# 

RTCRD#/ 

PIRQ3# 

000 

EAEN[4:1]# 

EMACK[3:0]# 

MREQ[7;4# 

PIRQO# 

PIRQ1 # 

PIRQ2# 

PIRQ3# 

001 

EAEN[4:1]# 

EMACK[3:0]# 

MREQ[7:4# 

PIRQO# 

PIRQ1 # 

RTCWR# 

RTCRD# 

010 

EAEN[4:1J# 

EMACK[3:0]# 

MREQ[7:4# 

PIRQO# 

FDDCS# 

RTCWR# 

RTCRD# 

oil 

EAEN[4:1]# 

EMACK[3:0]# 

MREQ[7:4# 

OUGHT# 

FDDCS# 

RTCWR# 

RTCRD# 

100 

AEN[4:1] 

MACK [3:0]# 

PIRQ[0:3]# 

OUGHT# 

FDDCS# 

RTCWR# 

RTCRD# 

101 

EAEN[4:1]# 

EMACK[3:0]# 

PIRQO#, 

PIRQ1#, 

MREQ5#, 

MREQ4# 

OUGHT# 

FDDCS# 

RTCWR# 

RTCRD# 

110 

EAEN[4:1]# 

EMACK[3:0]# 

PIRQO#, 

MREQ6#, 

MREQ5#, 

MREQ4# 

OUGHT# 

FDDCS# 

RTCWR# 

RTCRD# 

111 

EAEN[4:1]# 

EMACK[3:0]# 

MREQ[7:4# 

OUGHT# 

FDDCS# 

RTCWR# 

RTCRD# 
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3.1.4 BIOSCSA— BIOS CHIP SELECT A REGISTER 

Address Offset; 42h 

Default Value; 1 0h 

Attribute; Read/Write 

Size; 8 Bits 

The LBIOSCS# signal is used to decode access to the motherboard BIOS. The ESC decodes memory access 
to the following address ranges, and if the range has been enabled the LBIOSCS# signal is always asserted 
for memory reads in the enabled BIOS range. If the BIOS Write Enable bit is set in the configuration register 
BIOSCSB, the LBIOSCS# is also asserted for memory write cycles. 


Bit 

Description 

7;6 

Reserved 

5 

Eniarged BIOS: During Memory access to locations FFFSOOOOh-FFFDFFFFh with this bit set, 
LBIOSCS# will be asserted for memory read cycles. If bit 3 of BIOSCSB is set, then LBIOSCS# will 
be asserted for write cycles as well. 

4 

High BIOS: During Memory access to locations OFOOOOh-OFFFFFh, FFOOOOh-FFFFFFh, 
FFFFOOOOh-FFFFFFFFh with this bit set, LBIOSCS# will be asserted for memory read cycles. If bit 3 
of BIOSCSB Is set, then LBIOSCS# will be asserted for write cycles as well. 

3 

Low BIOS 4: During Memory access to locations OECOOOh-OEFFFFh, FFEECOOOh-FFEEFFFFh, 
FFFECOOOh-FFFEFFFFh with this bit set, LBIOSCS# will be asserted for memory read cycles. If bit 3 
of BIOSCSB is set, then LBIOSCS# will be asserted for write cycles as well. 

2 

Low BIOS 3: During Memory access to locations 0E8000h-0EBFFFh, FFEE8000h-FFEEBFFFh, 
FFFE8000h-FFFEBFFFh with this bit set, LBIOSCS# will be asserted for memory read cycles. If bit 3 
of BIOSCSB is set, then LBIOSCS# will be asserted for write cycles as well. 

1 

Low BIOS 2: During Memory access to locations 0E4000h-0E7FFFh, FFEE4000h-FFEE7FFFh, 
FFFE4000h-FFFE7FFFh with this bit set, LBIOSCS# will be asserted for memory read cycles. If bit 3 
of BIOSCSB Is set, then LBIOSCS# will be asserted for write cycles as well. 

0 

Low BIOS 1: During Memory access to locations 0E0000h-0E3FFFh, FFEE0000h-FFEE3FFFh, 
FFFE0000h-FFFE3FFFh with this bit set, LBIOSCS# will be asserted for memory read cycles. If bit 3 
of BIOSCSB is set, then LBIOSCS# will be asserted for write cycles as well. 
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3.1.5 BIOSCSB— BIOS CHIP SELECT B REGISTER 

Address Offset: 43h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 Bits 

The LBIOSCS# signal is used to decode access to the motherboard BIOS. The ESC decodes memory access 
to the following address ranges, and if the range has been enabled the LBIOSCS# signal is always asserted 
for memory reads in the enabled BIOS range. If the BIOS Write Enable bit is set in the configuration register 
BIOSCSB, the LBIOSCS# is also asserted for memory write cycles. 


Bit 

Description 

7:4 

Reserved 

3 

BIOS Write Enable: When enabled LBIOSCS# Is asserted for memory read AND write cycles for 
addresses in the decoded and enabled BIOS range, otherwise LBIOSCS# is asserted for memory 
read cycles ONLY. 

2 

16 Meg BIOS: During Memory access to locations FFOOOOh-FFFFFFh with this bit set, LBIOSCS# 
will be asserted for memory read cycles. If bit 3 of BIOSCSB is set, then LBIOSCS# will be asserted 
for write cycles as well. 

1 

High VGA BIOS: During Memory access to locations 0C4000h-0C7FFFh with this bit set, LBIOSCS# 
will be asserted for memory read cycles. If bit 3 of BIOSCSB is set, then LBIOSCS# will be asserted 
for write cycles as well. 

0 

Low VGA BIOS: During Memory access to locations 0C0000h-0C3FFFh with this bit set, LBIOSCS# 
will be asserted for memory read cycles. If bit 3 of BIOSCSB is set, then LBIOSCS# will be asserted 
for write cycles as well. 
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3.1.6 CLKDIV— EISA CLOCK DIVISOR REGISTER 

Address Offset: 4Dh 

Default Value: xxOOIOOOb 

Attribute: Read /Write 

Size: 8 Bits 

This register is used to select the integer value used to divide the PCI clock (PCICLK) to generate the EISA 
Bus Clock (BCLK) and enable/disable the co-processor error support. In addition, for the 82374SB, the 
register controls the ABFULL and KBFULL functions. 

Bit Description 

7:6 Reserved 

5 Co-processor Error: The state of this bit determines If the FERR # signal Is connected to the ESC 
internal IRQ1 3 interrupt signal. If this bit is set to 1 , the ESC will assert IRQ1 3 to the interrupt controller 
if FERR# signal is asserted. If this bit Is set to 0, then the FERR# signal is ignored by the ESC (i.e. this 
signal is not connected to any logic in the ESC). 

4 82374EB: Reserved 

82374SB: ABEULL (With IRQ12): When bit 4*0. m irtternai IRQ1 2 is directed to the imerrupt 
controller prid tran^tions on ABFULL have no affect on this interrupt aignal. When bit 4* 1 , the 
assei^bn of ABFULL is latched and directed to the Internal IB01 2 Signal In the following manner: 

♦ If Hie Interrupt controller is programmed for edge detect mode on IR012, a low-to-high transition Is 
generated on the internal IRQ1 2 signal* Transitions on the IRQ12 input p^n are not reflected on the 
InternaMRQl 2 signal. 

♦ If the interrupt controller is programmed ior ievel-sensitive mode, a high*to4ow Hansition is 
generated on the internai IRQ12 signal. Transitions on the IRQ12 input pin are aiso reliec^d on Hie 
internai IRQ12 ^gnal. 

The latching of the ABFULL signal is cleared by an I/O read of address 60h (no aliasing) or by a hard 
reset 

3 82374EB: Reserved 

82374SB; Keyboard Full (KBFULL): This bit selects the edge-detect KBFULL function on the IROI 
Input signal. When bit 3* D, 1RQ1 is directed to the interrupt controller. When bit 3* 1 (default). IRQ1 
Is latched and directed to the interrupt conHollet The latched IRQ1 is cleared by an I/O read of 
address 60h (no aliasing) or by a hard reset. 

2:0 Clock Divisor: These bits are used to select the integer that is used to divide the PCICLK down to 
generate the BCLK. Upon reset, these bits are set to 000b (divisor of 4). 

Bit [2:0] Divisor BCLK 

000 4 (33.33 MHz) 8.33 MHz 

001 3 (25 MHz) 8.33 MHz 

010 Reserved 

011 Reserved 

Ixx Reserved 
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3.1.7 PCSA— PERIPHERAL CHIP SELECT A REGISTER 

Address Offset: 4Eh 

Default Value: xOOOOl 11b 

Attribute: Read/Write 

Size: 8 Bits 

This register is used to enable or disable accesses to the RTC, keyboard controller, Floppy Disk controller, and 
IDE. Disabling any of these bits will prevent the chip select and X-Bus transceiver control signal (XBUSOE#) 
for that device from being generated. This register is also used to select which address range (primary or 
secondary) will be decoded for the resident floppy controller and IDE. It also allows control of where the 
keyboard controller is physically located (X-Bus or elsewhere). This Insures that there is no contention with the 
X-Bus transceiver driving the system data bus during read accesses to these devices. 



Description 

7 

Reserved 

6 

Keyboard Controller Mapping: 0 = keyboard controller mapped to the X-Bus (default). 

1 = keyboard controller not mapped to the X-Bus. 

When bit 6 = 0, the keyboard controller encoded chip select signal and the X-Bus transceiver enable 
(XBUSOE#) are generated for accesses to address locations 60h (82374EB/SB), 62h (82374EB 
only), 64h (82374EB/SB) and 66h (82374EB only). When bit 6= 1, the keyboard controller chip 
select signals are generated for accesses to these address locations. However XBUSOE# is 
disabled. Bit 1 must be 1 for either value of this configuration bit to decode an access to locations 
60h, 62h, 64h, or 66h. 

5,3:2 

Floppy Disk and IDE, Floppy Disk Decodes: Bits 2 and 3 are used to enable or disable the floppy 
locations as indicated. Bit 2 defaults to enabled (1) and bit 3 defaults to disabled (0) when a reset 
occurs. Bit 5 is used to select between the primary and secondary address range used by the Floppy 
Controller and the IDE. Only primary or only secondary can be programmed at any one time. This bit 
defaults to primary (0). The following table shows how these bits are used to select the floppy 
controller: 

Address Bit 2 Bit 3 Bits DSKCHG FDCCS# 

X X X X 0 1 

3F0h,3F1h X 1 0 1 0 

3F2h-3F7h 1X01 0 (Note) 

370h,371h X 1 1 1 0 

372h-37Fh 1X11 0 (Note) 

NOTE: 

If IDE decode is enabled, all accesses to locations 03F6h and 03F7h (primary) or 0376h and 
0377h (secondary) will result in decode for IDECS1 # (FDCCS# will not be generated). An 
external AND gate can be used to tie IDECS1 # and FDCCS# together to insure that the 
floppy is enabled for these accesses. 
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Pin Name 

Description 

4 

IDE DECODE: Bit 4 is used to enable or disable IDE locations 1 F0h~1 F7h (primary) or 1 70h~ 
177h (secondary) and 3F6h,3F7h (primary) or 376h,377h (secondary). 

82374EB: 

When this bit is set to 0, the IDE encoded chip select signals and the X-Bus transceiver signal 
(XBUSOE# ) are not generated for these addresses. 

82374SBS 

When this bit 1$ set to 0, the IDE encoded chip select signals amt the X*Bus transc^er signal 
(XBUSOE# ) are not generated for addresses t FOh-1 F7h (mfmary) m 170h-177h (secondary) 
and 3F6h» or 376h. Note that read/whte accesses to address $77h ami WTh are not 
disabled and still generate XBUSOE#, 

1 

KEYBOARD CONTROLLER DECODE: Enables (1) or disables (0) the keyboard controller 
address locations 60h (82374EB/SB), 62h (82374EB only), 64h (82374EB/SB), and 66h 
(82374EB only). When this bit is set to 0, the keyboard controller encoded chip select signals 
and the X-Bus transceiver signal (XBUSOE#) are not generated for these locations. Note that 
the value of this bit affects control function (keyboard controlling mapping) provided by bit 6 of 
this register. 

0 

Bit 0: REAL TIME CLOCK DECODE: Enables (1) or disables (0) the RTC address locations 
70h-77h. When this bit is set to 0, the RTC encoded chip select signals RTCALE, RTCRD, 
RTCWR#, and XBUSOE# signals are not generated for these addresses. 


3.1.8 PCSB--PERIPHERAL CHIP SELECT B REGISTER 

Address Offset: 4Fh 

Default Value; CFh 

Attribute: Read/Write 

Size: 8 Bits 


This register is used to enable or disable generation of the X-Bus transceiver signal (XBUSOE#) for accesses 
to the serial ports and parallel port locations. When disabled, the XBUSOE# signal for that device will not be 
generated. 


Bit 

Description 

7 

CRAM Decode: This bit is used to enable (1) or disable (0) I/O write accesses to location OCOOh and 
I/O read/write accesses to locations 0800h-08FFh. The configuration RAM read and write 
(CRAMRD#, CRAMWR#) strobes are valid for accesses to 0800h-08FFh. 

6 

Port 92 Decode: This bit is used to disable (0) access to Port 92. This bit defaults to enable (1) at 
PCIRST. 

5:4 

Parallel Port Decode: These bits are used to select which Parallel Port address range (LPT 1 , 2,or 3) 
is decoded. 

Bits [5:4] Decode 

00 LPT1 (3BCh-3BFh) 

01 LPT2 (378h-37Fh) 

10 LPT3 (278h-27Fh) 

1 1 Disabled 


I 
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Pin Name 

Description 

3:2 

Serial Port B Address Decode: if either COM1 or COM2 address ranges are selected, these 


bits default to disabled upon PCIRST. 


Bits[3:2] 

Decode 


00 

3F8h-3FFh (COM1) 


01 

2F8h-2FFh (COM2) 


10 

Reserved 


11 

Port A disabled 

1:0 

Serial Port A Address Decode: If either COM1 or COM2 address ranges are selected, these I 


bits default 

to disabled upon PCIRST. 


Bits[1:0] 

Decode 


00 

3F8h-3FFh (COM1) 


01 

2F8h-2FFh (COM2) 


10 

Reserved 


11 

Port A disabled 


3.1.9 EISAID[4:1]--EISA ID REGISTERS 

Address Offset: 50h, 51 h, 52h, 53h 

Default Value: OOh, OOh, OOh, OOh 

Attribute: Read/Write 

Size: 8 Bits each 


These 8 bit registers contain the EISA motherboard ID. The data in the register is reflected on the data bus for 
I/O cycles addressed to 0C80h-0C83h respectively. 


Bit 

Description 

7:0 

EISA ID Byte: These bits contain the EISA Motherboard ID information. On power up these bits 
default to OOh. These bit are written with the ID value during configuration. The value of these bits are 
reflected in I/O registers 0C80h-0C83h. 


3.1.10 SGRBA— SCATTER/GATHER RELOCATE BASE ADDRESS REGISTER 

Address Offset: 57h 

Default Value: 04h 

Attribute: Read/Write 

Size: 8 Bits 

The value programmed In this register determines the high order I/O address of the S-G registers. The default 
value is 04h. 


Bit 

Description 

7:0 

S-G Relocate Byte: These bits determine the I/O location of the Scatter Gather Registers. The 
Scatter-Gather register relocation range is xx10h-xx3Fh (default 0410h-043Fh). These bits 
determine the Byte 1 of the I/O address. Address signals LA[15:8] are compared against the contents 
of this register (blt[7:0]) to determine I/O accesses to the Scatter-Gather registers. The default on 
Power up Is 04h. 
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3.1.11 APICBASE— APIC BASE ADDRESS RELOCATION 

Address Offset: 59h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 Bits 

The APICBASE Register provides the modifier for the APIC base address. 

82374EB: 

APIC is mapped in the CPU memory space at the locations PECO xOOOh and PECO x010h (x = 0-Ph). The 

value of “x” is defined by bits [5:2]. Thus, the relocation register provides a 4 KByte address granularity. The 
default value of OOh provides APIC unit mapping at the addresses PECOOOOOh and PECOOOIOh. 

82374SB: 

APIC Is mapped in the CPU memory space at the locations PEC0_j<y00h and PECO^jcylOh (x=0-Ph, 
y-0»4,8,Ch). The value of y** is defined by blts[1:0] and value of is defined by bits[S:2]. Thus, the 
relocation register provides a 1 KByte address granularity {i.e. potentially up to 64 I/O APiCs can be uniformly 
addresses In the memory space). The default value of OOh provides APIC unit mapping at the addresses 
FECOOOOOh and FECOOOtOh. 


Bit 

Description 

7:6 

Reserved 

5:2 

X-Base Address — R/W: Blts[5:2] are compared to host address bits A[1 5:12], respectively. 

1:0 

82374EB: Reserved 

82374SB: Y-Base Address—R/Ws Bitstl :0] are compared to host address bits A{1 1 :10j» 
respectively. 


3.1.12 PIRQ[0:3]#— PIRQ ROUTE CONTROL REGISTERS 

Address Offset: 60h, 61 h, 62h, 63h 

Default Value: 80h 

Attribute: Read /Write 

Size: 8 Bits 

These registers control the routing of PCI Interrupts (PIRQ[0:3]#) to the PC compatible interrupts. Each PCI 
interrupt can be independently routed to 1 of 11 compatible interrupts. 

Interrupt Steering Programming Considerations 

When using the PCI programmable interrupt steering feature, the following programming considerations apply: 

1. Any interrupt steered to by a PIRQx# must be programmed to level sensitive mode. 

2. For an interrupt used as a PIRQx#, that IRQ pin is also level sensitive. It Is not permissible to use an 
interrupt on the EISA/ ISA Bus as edge triggered as well as on the PCI Bus as level sensitive. 

3. Registers that must be programmed when using a PIRQx# include the Mode Select Registers, Edge Level 
Registers, PIRQ[3:0]# Route Control Registers, and the Interrupt Mask Registers (listed in suggested 
programming order) 
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Bit Description 

7 Routing of Interrupts: When enabled (0) this bit routes the PCI Interrupt signal to the PC compatible 
interrupt signal specified In bits[6:0]. After a reset or a power-on this bit is disabled (set to 1). 


6:0 


IRQx# Routing Bits: These bits specify which IRQ signal to generate when the PCI Interrupt for this 
register has been triggered. 


Bits [6:0] 

IRQx# 

Bits [6:0] 

IRQx# 

0000000 

Reserved 

0001001 

IRQ9 

0000001 

Reserved 

0001010 

IRQ10 

0000010 

Reserved 

0001011 

IRQ11 

000001 1 

IRQ3 

0001100 

IRQ12 

0000100 

IRQ4 

0001101 

Reserved 

0000101 

IRQ5 

0001110 

IRQ14 

0000110 

IRQ6 

0001111 

IRQ15 

0000111 

IRQ7 

0010000 to 


0001000 

Reserved 

1111111 

Reserved 


3.1.13 GPCSLA[2:0]— GENERAL PURPOSE CHIP SELECT LOW ADDRESS REGISTER 

Address Offset: 64h, 68h, 6Ch 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 Bits 

This register contains the low byte of the General Purpose Peripheral mapping address. The contents of this 
register are compared with the LA [7:0] address lines. The contents of this register, the GPCSHA Register and 
the GPCSM Register control the generation the GPCS[2:0] # signal or the ESC[2:0] signal (101, 110 combina- 
tion). If Mode Select Register (offset 40h) bit 4 = 1, offset register 6Ch Is ignored. 


Bit 

Description 

7:0 

GPCS Low Address Byte: The contents of these bits are compared with the address lines LA[7:0] to 
generate the GPCS [2:0] # signal or the ECS [2:0] combination for this register. The mask register 
(GPCSM [2:0]) determines which bits to use during the comparison. 


3.1.14 GPCSHA[2:0]^ENERAL PURPOSE CHIP SELECT HIGH ADDRESS REGISTER 

Address Offset: 65h, 69h, 6Dh 

Default Value: COh 

Attribute: Read/Write 

Size: 8 Bits 

This register contains the high byte of the General Purpose Peripheral mapping address. The contents of this 
register are compared with the LA[1 5:8] address lines. The contents of this register, the GPCSLA Register and 
the GPCSM Register control the generation the GPCS[2:0] # signal or the ESC[2:0] signal (101,110 combina- 
tion). If Mode Select Register (offset 40h) bit 4=1, offset register 6Dh is ignored. 


Bit 

Description 

7:0 

GPCS High Address Byte: The contents of these bits are compared with the address lines LA[1 5:8] 
to generate the GPCS [2:0] # signal or the ECS [2:0] combination for this register. 
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3.1.15 GPCSM [2:0]— GENERAL PURPOSE CHIP SELECT MASK REGISTER 

Address Offset: 66h, 6Ah, 6Eh 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 Bits 

This register contains the mask bits for determining the address range for which the GPCSx# signals are 
generated. If a register bit is set to a 1 then the corresponding bit in the GPCSL register is not compared with 
the address signal In the generation of the GPCSx# signals. If Mode Select Register (offset 40h) bit 4=1, 
offset register 6Eh Is Ignored. 


Bit 

Description 

7:0 

GPCS Mask Register: The contents of these bits are used to determine which bits to compare 
GPCSLA[2:0] with the address lines LA[7:0]. A 1 bit means the bit should not be compared. 


3.1.16 GPXBC— GENERAL PURPOSE PERIPHERAL X-BUS CONTROL REGISTER 

Address Offset: 6Fh 

Default Value: xxxx xOOOb 

Attribute: Read/Write 

Size: 8 Bits 

The register controls the generation of the X-BUS buffer output enable (XBUSOE#) signal for I/O accesses to 
the peripherals mapped in the General Purpose Chip Select address decode range. This register determines If 
the General Purpose Peripheral is placed on the XBUS or not. If the General Purpose Peripheral is on the 
X-Bus, then the corresponding bit Is set to 1 . Otherwise the bit is set to 0. 


Bit 

Description 

7:3 

Reserved 

2 

XBUSOE# Generation for GPCS2#: When this bit is enabled XBUSOE# will be generated when 
GPCS2# is generated; 1 = Enabled, 0 = Disabled. 

1 

XBUSOE# Generation for GPCS1 #: When this bit is enabled XBUSOE# will be generated when 
GPCS1 # is generated; 1 = Enabled, 0 = Disabled. 

0 

XBUSOE# Generation for GPCSO#: When this bit is enabled XBUSOE# will be generated when 
GPCSO# is generated; 1 = Enabled, 0 = Disabled. 
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71^ 

Pe^MitVafm CNDb 

AtMWe: Re^d/Wrlte 

B\zm ^ \ 8..SI^ 

Tti6 RAO Ih#c5ip0rt^c>n of th 0 INTR ^ ARK^/RiC oonfigumto and the muting of ttie 

%i^em Managemnt Intemipt (SMI), 


Description 


Rei^rveil 


1 SMI Udi^hig Oontrol (SMIRC): When SMIRCH 1» the SMI Is routed via the ARIC, When SMfRC « 0, 

the SMI la miMi mm ttife SMI# ^gna). Note that ^en SMRC=® 1, INTR can not he routed through the 
ARIC, ^rice It la sharing the APIO Ihtwypt Inpin with SMI#, 


IMTR Routing Control (IRIRO^ Wl^n ARIG Is mmblBdi (In mixed or pure APiC mode), this bit allows 
Uie ESCa external HSITR signal to he masked (foroea INTR to the Inaotlve state hut does not tri-atates 
the signah. Thus, t^e CPU’s INTR can be used (by providing a simple -gate) for the ARIC Local 

Interru^ (LI NTRx). However, INTR must not be masM via this bit when ARIC is disabled and INTR Is 
the only mechanism to signai the 8289 reoognhEed Interrupts to the CPU, When INTRO == 1 , INTR la 
disabled (APIC must be enabled). When INTRO * 0, INTR Is enabled. 


3.1.18 TESTC— TEST CONTROL REGISTER 

Address Offset: 88h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 Bits 

This register provides control for ESC manufacturing test modes. The functionality of this register is reserved. 



34*19 SMICNTL-^I CONTROL RifilSTER 

Address Offset AOh 

Default Valuer OSh 

AtWhute: Read/ Write 

Sizer 8 Sits 

For the 82374SB, the SMIONTL Register provides Fast Off Timer control, STPCLK# enable/dlsable, amJ CPU 
clock scaling. This register also enables/disables the s^lsm management interrupt (SMI), 


Desorption 


Resei^ed: Must be 0 when Wi1tirig4hlsfeglster« ^ 


Reserved 


Fast Off Timer Freeze (CTMRFR2): This held en^l^/dlsahles the Fast Off Timer. When this bit 1$ 1 , 
the Fast Off timer stops counting. This prevents time-outs from occurring while executing SMM code. 
When this bit Is 0, the Fast Off hmer counts. 
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f^n Name 

Deecdptlon 


8TK»JK# StafltH] Emriite ^:sSTPCycsc:^ This M control of the 8TFCLK# 

Wgh/low toes the crtock soalbi^ timws. Whwi Mt 2= 1, the STPCa^K# a^gn# scaling OMitrof 
is enabled. When wiabted (and bit 1 1 , enabllr^ the STKH.K4 signal), the IMgh and low toes 
forlheSTPCLK# s^n6dar8«>ntrolledbytheaockScaMngSTfKl.K# Hi^ Tima' and Clock 
ScaBngSTKXK# low Timer Registers, n^pectively. When bit 2=0 (defetrft), the scaling 
control of the STRCIK# signal is cHsaUed. 

1 

STFOLK# SIf fiat Enable (0$Tb0yCE):i This bit permits software to place tie CPU into a low 
power state. When bit 1 ** 1 , the STPOLK# slgnai is enabled and a read from the APMC 
Registw causes STPOtK# to be asserted* When bit 1 (default), the STPCLK# ^‘gnai is 
disabled and is negated (high). Software can set this bit to 0 by wridng a 0 to It or by any write to 
the APMO Register* 

0 

SMI# Gate (C^IQATI^WItobitO=1.tha SMI# ^gnsl^anabladto^a^stm 
marm^nent Interrupt coTHitto t^Hises fha SMI # i^nal to be asswted. Wh^ bit 0 = 0 
(default), the SMI# ^gnsrf^ masked and negaM.TMsbKof%affeob{ the ^1# si^aland 
<k»6S not effect the dMec^ion/recorAv of SMI evtos (i.e.. This Mt does not effect tlw SMI 
status tMs in the SMIREQ Registw). Thus, ^1 conditions cdn be peruMug when tMs bit Is set to 
1 . If an ^1 is ptocNi^ when tNs M ^ set to 1 , ffie SMI # ^gi^ is asi^rtad. 


3 A20 EHAILE R£0IS11Ee 

Ad<lr^$ Aa*A3h 

Default Value: OOOOh 

Attribute: R^d/Write 

Size: leBita 

For the S3$?4SB, ht$ register enables the generation of SIMII (asserting the SMI# slgnai) for the associated 
hardware events (bits[S;0]), and software events (bit 7). When a hardware event Is enabled, the occurrence of 
a corresponding event results In the assertion of SMI#» If enabled via the SMICNTL Register* the SMI# Is 
asserted Independent of die ourr^t power state or Fast Off)* Hw default for aii souroes In this 

register Is disabled* 


m 

Oeicilptlciii 

15:8 

Reserved 

7 

APMO Write SMI Enable: This bit enables SMi for writes to m APMC Register. When bit 7 »» 1, 
writes to the APMC Register generate an SMI, When bit 7 ** 0, writes to the APMO Register do not 
generate an SMI. 

8 

EXT8MI# ^lEnafcto Whan bit 6=1, %»^1ing die EXT^I# tnjiKitsighalgwier^esanSMI.Wh^ 
bit 6 = 0, asserting EXTSMI # does not gonerats an SMI. 

5 

Fast Off Timer SMI Enable: This bit enables the Fast Off Timer to generate an SMI. When bit 5* t , 
the timer generates an SMi when it decrements to zero. When bit 5»»0, the timer does hot generate 
an SMi 

4 

IRQ12 SMI EnabM (F«/2 Ntawsa Internfftt^ This Ut eti^Mes iha IRQ1 2 sl^ to g^ato an SMI. 
When bit 4 = 1 , as^rting toe IRQ1 2 Irtout signal gen^£des an SMI. When bit 4 = 0, IRQ1 2 

does not generate an SMI. 

3 

IR08 $MK Enable (RTO Alarm Initerfrupt^* This bit enables the IRQ8 signal to generate an SMI. 
When bit 3 1 , asser^ng the IRQ8 input signal generates an SMI. When bit 3=0, asserting IR08 
does not generate an SMI* 
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Demrlptlon 

2 ^ 

IPI04 Enaiile Interrupt or lyiouse): ThsI bit enables the IRQ4 signal to generate 

aniSMt When bit 1 “ t, Mserting the IRQ3 irv^ut signal generates an SMI. When bit 2 « 0, asserting 
|R(M does nd ^nera;^ an SMI. 

1'" 

IROli SMI iiiaiiie (OOMI/OOMS Intemipt or Mouse)t This bit enables the IROS signal to generate 
an SMI. When bit 1“ 1, asserting frie IRQ3 Input ^gnal generates ah SMI. When bit t *0, asserting 
IRQ3 does not generate an SMI 

0 

SUI Enable ItCey^Oarii Intarrupl): This bit enables the IR01 signal to generate an SMI, When 
bit ass^Mg the IROI Input signal generates an SMI. When bit 0 «« C, as^rtlng IRQ1 does not 

gen#ateanSMl, 


3.121 ski-HS will EVEIff EMABLE BEdlSTER 

Addi'^M A4-A7H . > 

Default Valia: OtilM^OOOh 

Atyfeute: R^d/Wrrte 

Bkm ' 32 Site \ ' 

For the S23T4BB^ thie t^um eiiahles hardware mmt$ a$ eystem events or break events for power manage*^ 
ment control. Note tlmt all of the functional bits In the SEE Register provide system event control. In addl^on, 
all bits also provide titmk event control. The default for each s^tem/break event In this register Is disabled 

B^mn eventr. Activity by these events can keep the system from powering down. When a system event Is 
enabled, the corresponding haidware event activity prevents a Fast Ofr powerdown condition. Anytime frie 
corresponding t^dware event occurs (signal is asserted), the Fast Off Timer Is re4oaded v^h M Irrftlat count 

Br^k evenli: These im^erits can awaken a powered down system. When a break event le enabled, frie 
corresponding hardware event acivlty powers up the system by negating STFOIK#, No^ that STFCLK# Is 
not negated untlMhe ^op ^ant special cycle has been generated by the CPU. Thus, from the time that 
STPCtK# is asserted imtil the sfrjp grant cycle is returned, the oooirrenoe of subsequent break events are 
latched In the ESC, 

NOTE; 

IISIIT Is always enabled as a break event However, INIT only causes a break event after a stop grant 
special cty<^e has been received. If INIT Is asserted while STPCLK# Is acbve and then negated be- 
fore the stop grant cycle Is received, INIT does not cause a break event 


Bit 

Description 

31 

Fast OR ^1 Emibjim (FSMf EN): When bit 31 1 (enabled), an SMi causes a system event that re- 
loads tie Fast Off Timer and a br^k event that negates the STPCLK# signal. When bit 31 « 0 
(disabled), an SMI does not re-load the Fast Off Timer or negate the STPCLK# signal. 

33 

Reserved ^ 

29 

Fast Off NMI Enable (FNMIEN^ When bit (enabled), an NMI (e.g., parity error) causes a system 

event diet re-loads the Fast Off Timer and a break event that negates the STPCLK# signal. When bit 
29 (disabled), an SMI does not re-load the Fast Off Timer or negate the STPCLK# sIpiaL 
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Bit 

Descdption 

28:16 

Reserved 

15:3 

Fast Off IRQ[15:3] Enab^ (FIRQ11$:3]EN): These bile are used to prevent the system d^om 
entering Fast Off and break any current powerdown state when tf^ selected hardware Interrupt 
occurs* When a bit - 1 (enabled)* the corresponding interrupt causes a system event that re-loads 
the fmt Off Timer and a break event that negates the STFCLK# signal. When a bit* 0 (disabled), 
the corresponding Interrupt does not re-load the Fast Off Timer or negate die STFCLK# signal 

2 

Reserved 

1:0 

Fast Off IRQ(1:0] Enable (FIRQ[1:0]EN}: These bits are used to prevent the system from entering 
Fast Off and break any current powerdown sMe when die select^ hardware Intwupt occurs* 
When a 1^*1, thecorresporKknglnterruptr^usesa^stemeventthatre^loadsdieFastOffUmer 
and a break event that negates the STFCLK# signal When a bit* 0 (dissdiled}* the corresponding 
interrupt does not re-load the Fast Off Timer or negate the STFCLK# signal. 


3 FTMii— FAST OFF TIMER RiEOtSTER 

mh 

OFh 

Read/Write 
8 Sits 

For the 82374SB, the Fast Off Timer is used to indicate (through an SMI) that the system fm been idle for a 
pre-programmed period of Hme» The Fast Off Timer consists of a count-down taer and the vaiiie irogrammed 
into this register is loaded Into the Fast Off Jltmt when an enabled system event occum. When gie timer 
e3qsires» an SMI special cycle is generated When the Fast Off Timer is ensiled (bit in the SMICNTL 
Roister), ^e toer counts down from the value loaded Into this register. The count time Interval Is one minute. 
When the Fast Off Timer reaches OOh, an SMI Is generated and the toer is re-load with the value programmed 
Into this register. If an enabled system event occurs before die Fast Off Timer reaches (K)h, the Fast Off Timer 
is re-loaded with the value in this register* 


NOTES 

Before writing to the FTMR Register* die Fast Off Timer must be stopped via bit 3 of the SMICNTL 
Register, in additbn, tids register should NOT be programmed to QQh. 


Bit 

Description 

7:0 

Fast Off lliner Value: 8its{7:0] contain the stardng count value* A read from the FTMR Register 
returns the vakie last written. 


Address Offset 
Default Value; 
Attribute: 

Size: 


3.1.23 SMIREO-$MI REQUEST REGISTER 

Address Offset: AA*A8h 

Default Value: OOh 

Attribute: Read/Write 

Size: 16 Bits 

For the 82374S8, the SMIREQ Register contains status bits indicating the cause of an $ML When an enable 
event causes an SMI, the ESC automatically sets the ocrresponding events status bit to 1. Software sets the 
status bits to 0 by writing a 0 to them* Only the ESC hardware can set status bits to a 1. Software 
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wrling a 1 to any of tho status bits has no effect If software attempts to set a status bit to 0 at the same time 
that the ESC Is sating It to 1, the bit Is set to 1 (le.» the ESC har<^are dominates). 

The SMI handler can query the status bits to see what paused the SMI and then branch to the appropriate 
routine. As the Miyidual routines con^lete the handler resets the appropriate status bit by writing a 0 to the 
corresponding bit 

Each of the SMII^EQ bits 1$ set by the ESC In response to the activation of the corre^onplng SMI event. If the 
SMI event Is still acfye when Ihe corresponding SMfREQ bit Is set to 0, the ESC does not set the status bit 
back to a 1 {Le.» there Is only one stahjs Indicatlori per active SMI event). 

When an IRQx Is asserted, the oorresjK^ndlng RIROx bit Is set to a 1. If the IROx signal Is sill acive 
wl^n sof^are ^ts the RIRQx bit to 0, RlRQx Is not set back to a T The IRQx may be negated before 
sbfhvare sets th^ RlROx bit to 0. If the RIROx bit Is set to 0 at the same time a new IRCS( Is activated, RIRQx 
remains at 1. This tidioatei to the SMI handler that a new SMI event has been detected. 

NdTEs 

1* The SMIREQ bile are set, cleared* or read Independeniy of each other and Independently of the 
CSMfCATE bit In the SMICNTL Register. 

2. If an IROx Is set In level mode and shared by two devloes* the IRQ should not be envied as an 
SMI# event The ESC*s SMIREQ bits are essentially set with an edge. When the second IRQ occurs 
on a siwed IRQ, there Is nO second edge and the SMI# will not be generated for the second IRQ. 


ill 

Oeseilptloii 

1i:8 

Reserved 

'7 

APH SMI Statim ESC se^ tNs trit to 1 to initete that a wri^ to the Oor#ol 

Reg^ter cauaeci an ^1. Software sets iMa hK to a 6 wrWng a 0 to tt. 

6 

iXTSNHI# Status (REXT^ ESC sets bit te 1 to indloate ttwt EXT^I # caused an SMI, 

SoflMmre ^ts JMs M to a 0 by wrMig a 0 to tt. 

S 

Pmi$t Off Timer Expifed Stahis (REOT): The ESC ^ts this bit to 1 to lndl<^te that the Fast Off Timer 
expired and caused an SMI. Software sets this bit to a 0 by wring a 0 to It When the Fast Off Hmer 
expire, the ESC sets this bit to a 1 . Note that the imer re-starts oounting one the next clock after it 
expires. 

4 

mcllK SMI Stotus (RIRQ12): The ESC sets this bit to t to Micate that IRQ12 catMd an 

Softwwe seto tNs M to a Oby writtog a 0 to tt. 

3 

11108# ReiiiiesI SMI Status: The ESC sets this bit to 1 to Indicate that IR08# caused an SMI. 
Software sets tils bit tp a 0 by writing a 0 to it 

2 

IR04 Reguest SMI Stalua: The ESC sets this bit to 1 to Indicate that IR04 caused an SMI. Software 
sets this bit to a 0 by writing a 0 to it 

1 ' 

IRQS Request SMi Status: The ESC sets this bit to 1 to Indicate that IRQ3 caused an SMI. Software 
sets this bit to a 0 by writing a 0 to It. 

Q 

WtQl Re«|ue«t SM The ESC seta tote Wt to t to Indicate that IRQ^t caused an^;«ofts«r8" 

seto tois bit to a 0 by writing a 0 to ft 
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3J.24 CTLTMUeLOOIC SCALE STPCLIC# LOW TIMER 

Addross Offset AOh 

Default Value: OOh 

AtWfeftjte: Read/Wflte 

Size: 8 Bits 

For the 82374SB, the value In this register defines iie duration of 8ie STFCLK# asserted period when bit 2 In 
the SMIONTL Register is set to 1, The value In this roister is loaded into the STRCLK# Timer when 
STPCLK# Is asserted. However, the timer does not start until the Stop Grant Bus Cycle is received. The 
STPCtK# timer counts using a 32 juis clock. 


Bit 

Dtserlptloil 

7:0 

CliK^ Scaling STPCLK# Low nner Value: Blts{7:0] (tofhw Itie duration of the STRXK# asserted 
period during dock BirotMh^. 


3.1.2S CTLTMRH-OLOCK SCALE STRCLIC# HIGH HMER 

Address Offset: AEh 

Default Value: OOh 

Atmhute: Read/Write 

Size: 8 Bits 


For the 82374SB, the value in this register define me duration of the STPCLK# negated period when bit 2 in 
the SMIONTL Register Is set to 1. The m\m In this register is loaded into the STPCLK# Timer when 
STPCLK# is negated* The STPCLK# timer counm using a 32 p-s clock. 


Bit 

Descripliofi 

7:0 

Clock ScaNn« STPCLK# High Timer Value: Sts[7:0] define the duration of ttte STPCLK# negated 
period during dock throttlir^. 


3.2 DMA Register Description 

The ESC contains DMA circuitry that incorporates the functionality of two 82C37 DMA controllers (DMA1 and 
DMA2). The DMA registers control the operation of the DMA controllers and are all accessible from the EISA 
Bus. This section describes the DMA registers. Unless otherwise stated, a reset sets each register to its 
default value. The operation of the DMA is further described in Chapter 6.0, DMA Controller. 

3.2.1 DCOM— COMMAND REGISTER 

Register Location: 08h — Channels 0-3 

ODOh— Channels 4-7 
Default Value; OOh 

Attribute: Write Only 

Size: 8 Bits 

This 8-bit register controls the configuration of the DMA. It is programmed by the microprocessor in the 
Program Condition and is cleared by reset or a Master Clear instruction. Note that disabling Channels 4-7 will 
also disable Channels 0-3, since Channels 0-3 are cascaded onto Channel 4. The DREQ and DACK# channel 
assertion sensitivity is assigned by channel group, not per individual Channel. For priority resolution the DMA 
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consists of two logical channel groups-Channels 0-3 (Controller 1-DMA1) and Channels 4-7 (Controller 2- 
DMA2). Both groups may be assigned fixed priority, one group can be assigned fixed priority and the second 
rotating priority, or both groups may be assigned rotating priority. A detailed description of the channel priority 
scheme is found in the DMA functional description. Section 6.5. Following a reset or DMA Master Clear, both 
DMA-1 and DMA-2 are enabled in fixed priority, the DREQ sense level is active high, and the DACK# 
assertion level is active low. 



Bit 

Description 

7 

DACK# Assert Levei: Bit 7 controls the DMA channel request acknowledge (DACK#) assertion 
level. Following reset, the DACK# assertion level is active low. The low level Indicates recognition and 
acknowledgment of the DMA request to the DMA slave requesting service. Writing a 0 to bit 7 assigns 
active low as the assertion level. When a 1 Is written to this bit, a high level on the DACK# line 
indicates acknowledgment of the request for DMA service to the DMA slave. 

6 

DREQ Sense Assert Levei: Bit 6 controls the DMA channel request (DREQ) assertion detect level. 
Following reset, the DREQ sense assert level Is active high. In this condition, an active high level 
sampled on DREQ is decoded as an active DMA channel request. Writing a 0 to bit 6 assigns active 
high as the sense assert level. When a 1 is written to this bit, a low level on the DREQ line Is decoded 
as an active DMA channel request. 

5 

Reserved: Must be 0. 

4 

DMA Group Arbitration: Each channel group is individually assigned either fixed or rotating arbitration 
priority. At reset, each group is initialized in fixed priority. Writing a 0 to bit 4 assigns fixed priority to the 
channel group, while writing a 1 assigns rotating priority to the group. 

3 

Reserved: Must be 0. 

2 

DMA Group Enable: Writing a 1 to this bit disables the DMA channel group, while writing a 0 to this bit 
enables the DMA channel group. Both channel groups are enabled following reset. Disabling Channel 
group 4-7 also disables Channel group 0-3, which is cascaded through Channel 4. 

1:0 

Reserved: Must be 0. 
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3.2.2 DCM— DMA CHANNEL MODE REGISTER 

Register Location: OBh — Channels 0-3 

0D6h — Channels 4-7 
Default Value: OOOOOOxxb 

Attribute: Write Only 

Size: 8 Bits 

Each channel has a Mode Register associated with it. The Mode registers provide control over DMA Transfer 
type, transfer mode, address increment/decrement, and autoinitialization. When writing to the register, 
bits[1:0] determine which channel’s Mode Register will be written and are not stored. Only bits[7:2] are stored 
in the mode register. This register is set to the default value upon reset and Master Clear. Its default value is 
Verify transfer, autoinitiallze disable. Address Increment, and Demand mode. Channel 4 defaults to cascade 
mode and cannot be programmed for any mode other than cascade mode. 


Bit 

Description 

7:6 

DMA Transfer Mode: Each DMA channel can be programmed in one of four different modes: single 
transfer, block transfer, demand transfer and cascade. 

Bits [7:6] Transfer Mode 

00 Demand mode 

01 Single mode 

1 0 Block mode 

1 1 Cascade mode 

5 

Address Increment/ Decrement Select: Bit 5 controls address increment/decrement during multi- 
byte DMA transfers. When bit 5 = 0, address Increment is selected. When bit 5 = 1 , address decrement 
is selected. Address Increment Is the default after a PCIRST # cycle or Master Clear command. 

4 

Autoinitiallze Enable: When bit 4 = 1 , the DMA restores the Base Page, Address, and Word count 
information to their respective current registers following a terminal count (TC). When bit 4 = 0, the 
autoinitiallze feature Is disabled and the DMA does not restore the above mentioned registers. A 
PCIRST # or Master Clear disables autoinitialization (sets bit 4 to 0). 

3:2 

DMA Transfer Type: Verify, write and read transfer types are available. Verify transfer is the default 
transfer type upon PCIRST # or Master Clear. Write transfers move data from an I/O device to 
memory. Read transfers move data from memory to an I/O device. Verify transfers are pseudo 
transfers; addresses are generated as In a normal read or write transfer and the device responds to 
EOP etc. However, with Verify transfers, the ISA memory and I/O cycle lines are not driven. Bit 
combination 1 1 is illegal. When the channel is programmed for cascade ([7:6] = 1 1) the transfer type 
bits are Irrelevant. 

Bits [3:2] T ransf er T ype 

00 Verify transfer 

01 Write transfer 

10 Read Transfer 

1 1 Illegal 

1:0 

I 

DMA Channel Select: Blts[1 :0] select the DMA Channel Mode Register that will be written by 
bits [7:2]. 

Bits [1:0] Channel 

00 Channel 0 (4) 

01 Channel 1 (5) 

10 Channel 2 (6) 

1 1 Channel 3 (7) 
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3.2.3 DCEM— DMA CHANNEL EXTENDED MODE REGISTER 

Register Location: 040Bh — Channels 0-3 

04D6h — Channels 4-7 
Default Value: OOOOOOxxb 

Attribute: Write Only 

Size: 8 Bits 

Each channel has an Extended Mode Register. The register is used to program the DMA device data size, 
timing mode, EOP Input/output selection, and Stop register selection. When writing to the register, bits [1:0] 
determine which channel’s Extended Mode Register will be written and are not stored. Only bits [7:2] are 
stored in the Extended Mode Register. Four timing modes are available: ISA-compatible, A, B, and Burst. 

The default bit values for each DMA group are selected upon reset. A Master Clear or any other programming 
sequence will not set the default register settings. The default programmed values for DMA1 Channels 0-3 are 
8-bit I/O Count by Bytes, Compatible timing, and EOP output. The default values for DMA2 Channels 4-7 are 
16-bit I/O Count by Words with shifted address. Compatible timing, and EOP output. These default settings 
provide a rigorous ISA-compatible DMA implementation. 

NOTE: 

DMA1 /DMA2 refer to the original PC-AT implementation which used two discrete 8237 DMA control- 
lers. In this context, DMA1 refers to DMA Channels 0-3 and DMA2 refers to DMA Channels 4-7. The 
PC-AT used Channel 4 (Channel 0 of DMA2) as a cascade channel for DMA1 . Consequently, Chan- 
nel 4 is not used in compatible DMA controllers although the compatible DMA registers are kept to 
maintain compatibility with the original PC-AT. Because Channel 4 is not used, the DMA controller 
does not support extended registers for Channel 4. 


Bit 

Description 

7 

Stop Register: Bit 7 of this register selects whether or not the Stop registers associated with this 
channel are to be used. Normally the Stop Registers will not be used. This function was added to help 
support data communication or other devices that work from a ring buffer in memory. Upon reset, the 
bit 7 is set to 0-Stop register disabled. The detailed Stop register functional description discusses the 
use of the Stop registers. 

6 

EOP Input/Output: Bit 6 of the Extended Mode register selects whether the EOP signal is to be used 
as an output during DMA on this channel or an input. EOP will generally be used as an output, as was 
available on the PCAT. The input function was added to support Data Communication and other 
devices that would like to trigger an autoinitiallze when a collision or some other event occurs. The 
direction of EOP Is switched when DACK is changed (when a different channel wins the arbitration and 
is granted the bus). There may be some overlap of the ESC driving the EOP signal along with the DMA 
slave. However, during this overlap both devices will be driving the signal to a low level (negated). For 
example, assume Channel 2 Is about to go inactive (DACK negated) and channel 1 is about to go 
active. If Channel 2 is programmed for “EOP OUT” and Channel 1 Is programmed for “EOP IN”, when 
Channel 2’s DACK is negated and Channel 1 ’s DACK is asserted, the ESC may be driving EOP to a 
low value on behalf of Channel 2 at the same time the device connected to Channel 1 Is driving EOP In 
to the ESC, also at an inactive level. This overlap will only last until the ESC EOP output buffer is 
tristated, and will not effect the DMA operation. Upon reset, the value of bit 6 Is 0 (EOP output 
selected). 
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Bit 

Description 

5:4 

DMA Cycle Timing Mode: The ESC supports four DMA transfer timings: ISA-compatible, Type A, 

Type B, and Burst. Each timing and its corresponding code are described below. Upon reset, 
compatible timing is selected and the value of these bits is “00”. The cycle timings noted below are for 
a BCLK (8.33 MHz maximum BCLK frequency). DMA cycles to ISA expansion bus memory will default 
to compatible timing if the channel is programmed in one of the performance timing modes (Type A, B, 
or Burst). 

00 Compatible Timing 

DMA slaves on the ISA bus may run compatible DMA cycles. Bits[5:4] must be programmed to 00. 
Compatible timing is provided for DMA slave devices, which, due to some design limitation, cannot 
support one of the faster timings. Compatible timing runs at 9 BCLKs (1080 ns/single cycle) and 8 
BCLKs (960 ns/cycle) during the repeated portion of a BLOCK or DEMAND mode transfers. 

01 Type “A” Timing 

Type “A” timing is provided to allow shorter cycles to EISA memory. If ISA memory Is decoded, the 
system automatically reverts to ISA DMA type compatible timing on a cycle-by-cycle basis. Type “A” 
timing runs at 7 BCLKs (840 ns/single cycle) and 6 BCLKs (720 ns/cycle) during the repeated portion 
of a BLOCK or DEMAND mode transfer. Type “A” timing varies from compatible timing primarily in 
shortening the memory operation to the minimum allowed by system memory. The I/O portion of the 
cycle (data setup on write, I/O read access time) Is the same as with compatible cycles. The actual 
active command time is shorter, but it is expected that the DMA devices which provide the data access 
time or write data setup time should not require excess lOR# or lOW# command active time. 

Because of this, most ISA DMA devices should be able to use type “A” timing. 

10 Type “B” Timing 

Type “B” timing Is provided for 8-/16- bit ISA or EISA DMA devices which can accept faster I/O 
timing. Type “B” only works with EISA memory. Type “B” timing runs at 6 BCLKs (720 ns/single 
cycle) and 4 BCLKs (480 ns/cycle) during the repeated portion of a BLOCK or DEMAND mode 
transfer. Type “B” timing requires faster DMA slave devices than compatible timing in that the cycles 
are shortened so that the data setup time on I/O write cycles is shortened and the I/O read access 
time is required to be faster. Some of the current ISA devices should be able to support type “B” 
timing, but these will probably be more recent designs using relatively fast technology. 

1 1 Type “C” Timing (Burst) 

Burst timing is provided for high performance EISA DMA devices. The DMA slave device needs to 
monitor the EXRDY and lORC# or lOWC# signals to determine when to change the data (on writes) 
or sample the data (on reads). This timing will allow up to 33 MBytes per second transfer rate with a 
32-bit DMA device and 32-bit memory. Note that 8- or 1 6-blt DMA devices are supported (through the 
programmable Address size) and that they use the “byte lanes” natural to their size for the data 
transfer. As with all bursts, the system will revert to two BCLK cycles if the memory does not support 
burst. When a DMA burst cycle accesses non-burst memory and the DMA cycle crosses a page 
boundary into burstable memory, the ESC will continue performing non-burst cycles. This will not 
cause a problem since the data is still transferred correctly. 
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Bit 

Description 

3:2 

Addressing Mode: The ESC supports 8-, 1 6-, and 32-bit DMA device data sizes. The four data size 
options are programmable with bits[3:2]. Both the 8 bit I/O, “Count By Bytes” Mode and the 16-bit 
I/O, “Count By Words” (Address Shifted) Mode are ISA compatible. The 16-bit and 32-bit I/O, “Count 
By Bytes” Modes are EISA extensions. Byte assembly/disassembly is performed by the EISA Bus 
Controller. Each of the data transfer size modes is discussed below. 

00 8-Bit I/O, “Count By Bytes” Mode 

In 8 bit I/O, “count by bytes” mode, the address counter can be programmed to any address. The 
count register Is programmed with the “number of bytes minus 1 ” to transfer. 

01 16-Bit I/O, “Count By Words” (Address Shifted) Mode 

In “count by words” mode (address shifted), the address counter can be programmed to any even 
address, but must be programmed with the address value shifted right by one bit. The Page registers 
are not shifted during DMA transfers. Thus, the least significant bit of the Low Page register is Ignored 
when the address is driven out onto the bus. The Word Count register is programmed with the number 
of words minus 1 to be transferred. 

1 0 32-Blt I/O, “Count By Bytes” Mode 

In 32-blt “count by bytes” mode, the address counter can be programmed to any byte address. For 
most DMA devices, however, it should only be programmed to a Dword aligned address. If the starting 
address is not Dword aligned then the DMA controller will do a partial Dword transfer during the first 
and last during the first and last transfers if necessary. The bus controller logic will do the byte/word 
assembly necessary to read or write any size memory device and both the DMA and bus controllers 
support burst for this mode. In this mode, the Address register Is usually incremented or decremented 
by four and the byte count is usually decremented by four. The Count register should be programmed 
with the number of bytes to be transferred minus 1 . 

1 1 16-Bit I/O, “Count By Bytes” Mode 

In 16-bit “count by bytes” mode, the address counter can be programmed to any byte address. For 
! most DMA devices, however, it should be programmed only to even addresses. If the address Is 
programmed to an odd address, then the DMA controller will do a partial word transfer during the first 
and last transfer if necessary. The bus controller will do the byte/word assembly necessary to write 
! any size memory device. In this mode, the Address register is incremented or decremented by two and 
the byte count is decremented by the number of bytes transferred during each bus cycle. The Word 
1 Count register is programmed with the “number of bytes minus 1 ” to be transferred. This mode is 
offered as an extension of the two ISA compatible modes discussed above. This mode should only be 
programmed for 16 bit ISA DMA slaves. 

1:0 

DMA Channel Select: Blts[1 :0] select the particular channel that will have Its DMA Channel Extend 
Mode Register programmed with bits [7:2]. 

Bits [1:0] Channel 

00 Channel 0 (4) 

01 Channel 1 (5) 

10 Channel 2 (6) 

1 1 Channel 3 (7) 
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3.2.4 DR— DMA REQUEST REGISTER 

Register Location: 09h — Channels 0-3 

0D2h — Channels 4-7 
Default Value: OOOOOOxxb 

Attribute: Write Only 

Size: 8 Bits 

Each channel has a Request bit associated with it in one of the two Request Registers. The Request register is 
used by software to initiate a DMA request. The DMA responds to the software request as though DREQ[x] Is 
asserted. These requests are non-maskable and subject to prioritization by the Priority Encoder network (refer 
to the Channel Priority Functional Description). Each register bit Is set or reset separately under software 
control or is cleared upon generation of a TC. The entire register is cleared upon reset or a Master Clear. It Is 
not cleared upon a RSTDRV output. To set or reset a bit, the software loads the proper form of the data word. 
Blts[1:0] determine which channel Request register will be written. In order to make a software request, the 
channel must be in Block Mode. The Request register status for DMA1 and DMA2 is output on bits[7:4] of a 
Status register read to the appropriate port. 

Bit Description 

7:3 Reserved: Must be 0. 

2 DMA Channel Service Request: Writing a 0 to bit 2 resets the individual software DMA channel 

request bit. Writing a 1 to bit 2 will set the request bit. The request bit for each DMA channel is reset to 
0 upon a reset or a Master Clear. 

1 :0 DMA Channel Select: Blts[1 :0] select the DMA channel mode register to program with bit 2. 

Bits [1:0] Channel 

00 Channel 0 

01 Channel 1 (5) 

10 Channel 2 (6) 

1 1 Channel 3 (7) 


3.2.5 MASK REGISTER— WRITE SINGLE MASK BIT 

Register Location: OAh — Channels 0-3 

0D4h — Channels 4-7 
Default Value: 000001 xxb 

Attribute: Write Only 

Size: 1 Bit/Channel 

Each DMA channel has a mask bit that can disable an incoming DMA channel service request DREQ[x] 
assertion. Two registers store the current mask status for DMA1 and DMA2. Setting the mask bit disables the 
incoming DREQ[x] for that channel. Clearing the mask bit enables the incoming DREQ[x]. A channel’s mask 
bit is automatically set when the Current Word Count register reaches terminal count (unless the channel is 
programmed for autoinitialization). Each mask bit may also be set or cleared under software control. The entire 
register is also set by a reset or a Master Clear. Setting the entire register disables all DMA requests until a 
clear Mask register Instruction allows them to occur. This instruction format is similar to the format used with 
the Request register. 

Individually masking DMA Channel 4 (DMA controller 2, Channel 0) will automatically mask DMA Channels 
[3:0], as this Channel group is logically cascaded onto Channel 4. Setting this mask bit disables the incoming 
DREQ’s for Channels [3:0]. 
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Bit 

Description 

7:3 

Reserved: Must be 0. 

2 

DMA Channel Mask Set/Clear: Writing a 1 to bit 2 sets the mask bit and disables the incoming DREQ 
for the selected channel. Writing a 0 to bit 2 clears the mask bit and enables the Incoming DREQ for 
the elected channel. 

1:0 

DMA Channel Select: Blts[1 :0] select the DMA Channel Mode Register to program with bit 2. 


Bits[1:0] 

Channel 


00 

Channel 0 (4) 


01 

Channel 1 (5) 


10 

Channel 2 (6) 


11 

Channel 3 (7) 


3.2.6 WAMB— WRITE ALL MASK BITS REGISTER 

Register Location: OFh— Channels 0-3 

ODEh— Channels 4-7 
Default Value: OFh 

Attribute: Read/Write 

Size: 8 Bits 

This command allows enabling and disabling of incoming DREQ assertions by writing the mask bits for each 
controller, DMA1 or DMA2, simultaneously rather than by individual channel as is done with the “Write Single 
Mask Bit” command. Two registers store the current mask status for DMA1 and DMA2. Setting the mask bit 
disables the incoming DREQ[x] for that channel. Clearing the mask bit enables the incoming DREQ[x]. Unlike 
the “Write Single Mask Bit” command, this command includes a status read to check the current mask status 
of the selected DMA channel group. When read, the mask register current status appears on bits [3:0]. A 
channel’s mask bit is automatically set when the Current Word Count register reaches terminal count (unless 
the channel is programmed for autoinitialization). The entire register is also set by a reset or a Master Clear. 
Setting the entire register disables all DMA requests until a clear Mask register instruction allows them to 
occur. 

Two important points should be taken into consideration when programming the mask registers. First, individu- 
ally masking DMA Channel 4 (DMA controller 2, Channel 0) will automatically mask DMA Channels [3:0], as 
this channel group Is logically cascaded onto Channel 4. Second, masking off DMA controller 2 with a write to 
port ODEh will also mask off DREQ assertions from DMA controller 1 for the same reason: when DMA Channel 
4 is masked, so are DMA Channels 0-3. 
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Bit 

Description 

7:4 

Reserved: Must be 0. 

3:0 

Channel Mask Bits: Setting the blt(s) to a 1 disables the corresponding DREQ(s). Setting the bit(s) to 
a 0 enables the corresponding DREQ(s). Bits[3:0] are set to 1 upon PCIRST # or Master Clear. When 
read, blts[3:0] indicate the DMA channel [3:0] ([7:4]) mask status. 

Bit Channei 

0 0(4) 

1 1(5) 

2 2(6) 

3 3(7) 

NOTE: 

Disabling channel 4 also disables channels 0-3 due to the cascade of DMA1 through channel 4 
of DMA2. 


3.2.7 DS— DMA STATUS REGISTER 

Register Location: 08h — Channels 0-3 

ODOh — Channels 4-7 
Default Value: OOh 

Attribute: Read Only 

Size: 8 Bits 

Each DMA controller has a read-only Status register. A Status register read is used when determining which 
channels have reached terminal count and which channels have a pending DMA request. Bits[3:0] are set 
every time a TC is reached by that channel. These bits are cleared upon reset and on each Status Read. 
Bits[7:4] are set whenever their corresponding channel is requesting service. 


Bit 

Description 

7:4 

Request Status: When a valid DMA request is pending for a channel (on its DREQ signal line), the 
corresponding bit is set to 1 . When a DMA request is not pending for a particular channel, the 
corresponding bit is set to 0. The source of the DREQ may be hardware, a timed-out block transfer, or 
a software request. Note that channel 4 does not have DREQ or DACK lines, so the response for a 
read of DMA2 status for channel 4 is irrelevant. 

Bit Channei 

4 0 

5 1(5) 

6 2(6) 

7 3(7) 

3:0 

Terminal Count Status: When a channel reaches terminal count (TC), its status bit is set to 1 . If TC 
has not been reached, the status bit is set to 0. Note that channel 4 is programmed for cascade, and Is 
not used for a DMA transfer. Therefore, the TC bit response for a status read on DMA2 for channel 4 is 
irrelevant. 

Bit Channei 

0 0 

1 1(5) 

2 2(6) 

3 3(7) 
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3.2.8 DB&CA— DMA BASE AND CURRENT ADDRESS REGISTER (8237 COMPATIBLE SEGMENT) 

Register Location: OOOh — DMA Channel 0 

002h— DMA Channel 1 
004h— DMA Channel 2 
006h — DMA Channel 3 
OCOh— DMA Channel 4 
0C4h — DMA Channel 5 
0C8h — DMA Channel 6 
OCCh— DMA Channel 7 
Default Value: OOOOh 

Attribute: Read/Write 

Size: 16 Bits per channel 

Each channel has a 16-bit Current Address register. This register holds the value of the 16 least significant bits 
of the full 32-bit address used during DMA transfers. The address is automatically incremented or decrement- 
ed after each transfer and the Intermediate values of the address are stored In the Current Address register 
during the transfer. This register is written to or read from by the microprocessor or bus master In successive 
8-bit bytes. The programmer must Issue the “Clear Byte Pointer Flip-Flop” command to reset the internal byte 
pointer and correctly align the write prior to programming the Current address register. After clearing the Byte 
Pointer Flip-flop, the first write to the Current Address port programs the low byte, bits [7:0], and the second 
write programs the high byte, bits[15:8]. This procedure applies for read cycles also. It may also be re-inltial- 
Ized by an autolnitiallze back to Its original value, autoinitlallze takes place only after a TC or EOP. 

Each channel has a Base Address register located at the same port address as the corresponding Current 
Address register. These registers store the original value of their associated Current registers. During autolni- 
tiallze these values are used to restore the Current registers to their original values. The Base registers are 
written simultaneously with their corresponding Current register in successive 8-bit bytes by the microproces- 
sor. The Base registers cannot be read by any external agents. 

In Scatter-Gather Mode these registers store the lowest 16-bits of the current memory address. During a 
Scatter-Gather transfer the DMA will load a reserve buffer into the base memory address register. 


In Chaining Mode these register store the lowest 16-bits of the current memory address. The CPU will program 
the base register set with a reserve buffer. 


Bit 

Description 

15:0 

Base and Current Address: These bits represent the 16 least significant address bits used during 
DMA transfers. Together with the DMA Low Page register, they help form the ISA-compatible 24-bit 
DMA address. As an extension of the ISA compatible functionality, the DMA High Page register 
completes the 32-bit address needed when implementing ESC extensions such as DMA to the PCI 
bus slaves that can take advantage of full 32-blt addressability. Upon reset or Master Clear, the value 
of these bits is OOOOh. 
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3.2.9 DB&CBW— DMA BASE AND CURRENT BYTE/WORD COUNT REGISTER (8237 COMPATIBLE 
SEGMENT) 

Register Location: 001 h — DMA Channel 0 

003h— DMA Channel 1 
005h— DMA Channel 2 
007h— DMA Channel 3 
0C2h— DMA Channel 4 
0C6h — DMA Channel 5 
OCAh— DMA Channel 6 
OCEh— DMA Channel 7 
Default Value: OOOOh 

Attribute: Read/Write 

Size: 16 Bits per channel 

Each channel has a 16-bit Current Byte/Word Count register. This register determines the lower 16 bits for the 
number of transfers to be performed. There is a total of 24 bits in the Byte/Word Count registers. The 
uppermost 8 bits are in the High Byte/Word Count register. The actual number of transfers will be one more 
than the number programmed in the Current Byte/Word Count register (i.e., programming a count of 100 will 
result In 101 transfers). The byte/word count is decremented after each transfer. The Intermediate value of the 
byte/word count is stored in the register during the transfer. When the value in the register goes from zero to 
OFFFFFFh, a TC will be generated. 

Following the end of a DMA service it may also be re-initialized by an autoinitialization back to Its original value, 
autolnitlalize can occur only when a TC occurs. If it is not autoinitlalized, this register will have a count of 
FFFFh after TC. 

When the Extended Mode register is programmed for “count by word” transfers to/from a 16-bit I/O, with 
shifted address, the Byte/Word count will Indicate the number of 1 6-bit words to be transferred. 

When the Extended Mode register is programmed for “count by byte” transfers, the Byte/Word Count will 
indicate the number of bytes to be transferred. The number of bytes does not need to be a multiple of the 
transfer size in this case. 

Each channel has a Base Byte/Word Count register located at the same port address as the corresponding 
Current Byte/Word Count register. These registers store the original value of their associated Current regis- 
ters. During autoinitiallze these values are used to restore the Current registers to their original values. The 
Base registers cannot be read by any external agents. 

In Scatter-Gather mode these registers store the lowest 16-bits of the current Byte/Word Count. During a 
Scatter-Gather transfer the DMA will load a reserve buffer into the base Byte/Word Count register. 


In Chaining Mode these register store the lowest 16-bits of the current Byte/Word Count. The CPU will then 
program the base register set with a reserve buffer. 


Bit 

Description 

15:0 

Base and Current Byte/ Word Count: These bits represent the lower 1 6 byte/word count bits used 
when counting down a DMA transfer. Upon reset or Master Clear, the value of these bits is OOOOh. 


OKllF®[^(MA'irO©M 
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3.2.10 DMA BASE AND CURRENT HIGH BYTE/WORD COUNT REGISTER; DMA BASE HIGH BYTE/ 
WORD COUNT REGISTER 

Register Location: 401 h— DMA Channel 0 

403h— DMA Channel 1 
405h— DMA Channel 2 
407h— DMA Channel 3 
4C6h— DMA Channel 5 
4CAh—DMA Channel 6 
4CEh—DMA Channel 7 
Default Value: OOh 

Attribute: Read/Write 

Size: 8 Bits per channel 

Each channel has a 8-bit Current High Byte/Word Count register. This register provides the uppermost 8 bits 
for the number of transfers to be performed. The byte/word count is decremented after each transfer. The 
intermediate value of the byte/word count is stored in the register during the transfer. When the value in the 
register goes from zero to FFFFh, a TC may be generated. 

Following the end of a DMA service it may also be re-initialized by an autoinitialization back to its original value, 
autoinitialize can occur only when a TC occurs. If it is not autoinitialized, this register will have a count of 
FFFFh after TC. 

The High Byte/Word Count register must be the last Byte/Word Count register programmed. Writing to the 
8237 Compatible Byte/Word Count registers will clear the High Byte/Word Count register to OOh. 

When the Extended Mode register is programmed for “count by word” transfers to/from a 16-bit I/O, with 
shifted address, the Byte/Word count will Indicate the number of 1 6-blt words to be transferred. 

When the Extended Mode register Is programmed for “count by byte” transfers, the Byte/Word Count will 
indicate the number of bytes to be transferred. The number of bytes does not need to be a multiple of the 
transfer size in this case. 

Each channel has a Base High Byte/Word Count register located at the same port address as the correspond- 
ing Current High Byte/Word Count register. These registers store the original value of their associated Current 
registers. During autoinitialize these values are used to restore the Current registers to their original values. 
Normally, the Base registers are written simultaneously with their corresponding Current register in successive 
8 bit bytes by the microprocessor. However, in Chaining Mode only the Base register set is programmed and 
the Current register is not effected. The Base registers cannot be read by any external agents. 

In Scatter-Gather mode these registers store the lowest 8 bits of the current High Byte/Word Count. During a 
Scatter-Gather transfer the DMA will load a reserve buffer into the base High Byte/Word Count register. 


In Chaining Mode these register store the lowest 8 bits of the current High Byte/Word Count. The CPU will 
then program the base register set with a reserve buffer. 


Bit 

Description 

7:0 

Base and Current High Byte/Word Count: These bits represent the 8 high order byte/word count 
bits used when counting down a DMA transfer. Upon reset or Master Clear, the value of these bits is 
OOh. 
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3.2.11 DMA MEMORY LOW PAGE REGISTER; DMA MEMORY BASE LOW PAGE REGISTER 


Register Location: 


Default Value: 
Attribute: 

Size: 


087h— DMA Channel 0 
083h— DMA Channel 1 
081 h — DMA Channel 2 
082h— DMA Channel 3 
08Bh — DMA Channel 5 
089h — DMA Channel 6 
08Ah— DMA Channel 7 
OOh 

Read/Write 
8 Bits per channel 


Each channel has an 8-bit Low Page register associated with it. The DMA memory Low Page register contains 
the eight second most-significant bits of the 32-bit address. It works in conjunction with the DMA controller’s 
High Page register and Current Address register to define the complete (32-bit) address for the DMA channel. 
This 8-bit register is read or written directly by the processor or bus master. It may also be re-initialized by an 
autoinitlalize back to its original value, autoinitialize takes place only after a TC or EOP. 


Each channel has a Base Low Page Address register located at the same port address as the corresponding 
Current Low Page register. These registers store the original value of their associated Current Low Page 
registers. During autoinitialize these values are used to restore the Current Low Page registers to their original 
values. The 8-bit Base Low Page registers are written simultaneously with their corresponding Current Low 
Page register by the microprocessor. The Base Low Page registers cannot be read by any external agents. 


During Scatter-Gather these registers store the 8 bits from the third byte of the current memory address. 
During a Scatter-Gather transfer the DMA will load a reserve buffer into the base memory address register. 


In Chaining Mode these register store the 8 bits from the third byte of the current memory address. The CPU 
will program the base register set with a reserve buffer. 


Bit 

Description 

7:0 

DMA LOW PAGE AND BASE LOW PAGE: These bits represent the eight second most-significant 
address bits when forming the full 32-bit address for a DMA transfer. Upon reset or Master Clear, the 
value of these bits is OOh. 


3.2.12 DMAP— DMA PAGE REGISTER 

Register Location: 080h, 84h, 85h, 86h, 88h, 8Ch, 8Dh, 8Eh 

Default Value: xxh 

Attribute: Read/Write 

Size: 8 Bits 


These registers have no effect on the DMA operation. These registers provide extra storage space in the I/O 
space for DMA routines. 


Bit 

Description 

7:0 

DMA PAGE: These bit have no effect on the DMA operation. These bits only provide storage space in 
the I/O map. 
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3.2.13 DMALPR— DMA LOW PAGE REFRESH REGISTER 

Register Location: 08Fh 

Default Value: xxh 

Attribute: Read/Write 

Size: 8 Bits 


The contents of this register are driven on the address byte 2 (LA [23: 16]#) during Refresh cycles. 


Bit 

Description 

7:0 

DMA LOW PAGE REFRESH: The contents of the bits are driven on to the address bus(LA[23:16]) 
during refresh. 


3.2.14 DMAMHPG--DMA MEMORY HIGH PAGE REGISTER; DMA MEMORY BASE HIGH PAGE 
REGISTER 


Register Location: 


Default Value: 
Attribute: 

Size: 


0487h — DMA Channel 0 
0483h— DMA Channel 1 
0481 h— DMA Channel 2 
0482h — DMA Channel 3 
048Bh— DMA Channel 5 
0489h — DMA Channel 6 
048Ah— DMA Channel 7 
OOh 

Read/Write 
8 Bits per channel 


Each channel has an 8-bit High Page register. The DMA memory High Page register contains the eight most- 
significant bits of the 32-bit address. It works in conjunction with the DMA controller’s Low Page register and 
Current Address register to define the complete (32-bit) address for the DMA channels and corresponds to the 
“Current Address” register for each channel, this 8-bit register is read or written directly by the processor or 
bus master. It may also be re-initialized by an autoinitialize back to its original value. Autoinitialize takes place 
only after a TC or EOP. 


This register is reset to OOh during the programming of both the low page register and the Current Address 
register. Thus, if this register is not programmed after the other address and Low Page registers are pro- 
grammed, then Its value will be zero. In this case, the DMA channel will operate the same as an 82C37 (from 
an addressing standpoint). This is the address compatibility mode. 


If the high 8 bits of the address are programmed after the other addresses, then the channel will modify its 
operation to Increment (or decrement) the entire 32-blt address. This is unlike the 82C37 “Page” register in 
the original PCs which could only increment to a 64K boundary (for 8-bit channels) or 128K (for 16-bit chan- 
nels). This is extended address mode. In this mode, the ISA bus controller will generate the signals MEMR# 
and MEMW# only for addresses below 16 MBytes. 

Each channel has a Base High Page Address register located at the same port address as the corresponding 
Current High Page Address register. These registers store the original value of their associated Current 
registers. During autoinitialize these values are used to restore the Current registers to their original values. 
The 8 bit Base High Page registers are written simultaneously with their corresponding Current register by the 
microprocessor. The Base registers cannot be read by any external agents. 


During Scatter-Gather these registers store the 8 bits from the highest byte of the current memory address. 
During a Scatter-Gather transfer the DMA will load a reserve buffer Into the base memory address register. 
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In Chaining Mode these register store the 8 bits from the highest byte of the current memory address. The 
CPU will program the base register set with a reserve buffer. 


Bit 

Description 

7:0 

DMA High Page and Base High Page: These bits represent the eight most-significant address bits 
when forming the full 32-bit address for a DMA transfer. Upon reset or Master Clear, the value of these 
bits is OOh. 


3.2.15 DMAHPGR— DMA HIGH PAGE REGISTER REFRESH 

Register Location; 048Fh 
Default Value; xxh 

Attribute; Read/Write 

Size; 8 Bits per channel 


The contents of this register are driven on the address byte 3 (LA[31;24]#) during Refresh cycles. 


Bit 

Description 

7:0 

DMA High Page Refresh: The contents of the bits are driven on to the address bus (LA [31 :24]) during 
refresh. 


3.2.16 STOP REGISTERS 

Register Location; 04E0h — CHO Stop Reg Bits[7;2] 

04E1h— CHO Stop Reg Bits[15;8] 

04E2h— CHO Stop Reg Bits[23;16] 

04E4h— CHI Stop Reg Bits[7;2] 

04E5h— CHI Stop Reg Bits[15;8] 

04E6h— CH1 Stop Reg Bits[23;16] 

04E8h— CH2 Stop Reg Bits[7;2] 

04E9h — CH2 Stop Reg Bits[15;8] 

04EAh— CH2 Stop Reg Bits[23;16] 

04ECh— CH3 Stop Reg Bits[7;2] 

04EDh— CH3 Stop Reg Bits[15;8] 

04EEh— CH3 Stop Reg Bits[23;16] 

04F4h— CHS Stop Reg Bits[7;2] 

04F5h— CHS Stop Reg Bits[1S;8] 

04F6h— CHS Stop Reg Bits[23;16] 

04F8h— CH6 Stop Reg Bits[7;2] 

04F9h— CH6 Stop Reg Bits[1S;8] 

04FAh— CH6 Stop Reg Bits [23; 16] 

04FCh— CH7 Stop Reg Bits[7;2] 

04FDh— CH7 Stop Reg Bits[1S;8] 

04FEh— CH7 Stop Reg Bits [23; 16] 

Default Value; See Below 

Attribute; Read/Write 

Size; See Below 

The Stop registers are used to support a common data communication structure, the ring buffer. The ring 
buffer data structure and Stop Register operation are described in Section 6.7.4. The Stop registers, in con- 
junction with a channel’s Base and Current address and byte count registers, are used to define a fixed portion 
of memory for use by the ring buffer data structure. Following a reset, these registers are not reset to 0. 
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Bit 

Description 

23:2 

Upper, Mid, Lower Stop Bits: These 22 bits provide the Stop Address. If the Stop function is 
enabled then the channel will Stop whenever its Memory Address matches the Stop Address. 
Bits[23:16] are the upper stop bits. Bits[15:8] are the mid stop bits and bits[7:2] are the lower stop 
bits. Bits[1 :0] are not used and are don’t cares. 


3.2.17 CHAIN-CHAINING MODE REGISTER 

Register Location: 040Ah — Channels 0-3 

04D4h — Channels 4-7 
Default Value: OOOOOOxxb 

Attribute: Write Only 

Size: 8 Bits 

Each channel has a Chaining Mode register. The Chaining Mode register enables or disables DMA buffer 
chaining and indicates when the DMA Base registers are being programmed. When writing to the register, 
bits[1:0] determine which channel’s Chaining Mode register to program. The chaining status and interrupt 
status for all channels can be determined by reading the Chaining Mode Status, Channel Interrupt Status, and 
Chain Buffer Expiration Control registers. The Chaining Mode register is reset to zero upon reset, access (read 
or write) of a channel’s Mode register or Extended Mode register, or a Master Clear. The values upon reset are 
disable chaining mode and generate IRQ13. 


iSl 

Description 

7:5 

Reserved: Must be 0. 

4 

Buffer Expired Signal: After one of the two buffers in the DMA expires then the DMA will inform the 
CPU that the next buffer should be loaded into the base register set. This bit determines whether 
IRQ1 3 or EOP should be used to inform the CPU that the buffer is complete; 1 = generate TC, 

0 = Generate IRQ13; 1 = Programming complete, 0 = Don’t start chaining. 

3 

Base Register Programming: After the reserve buffer’s address and word count are written to the 
base register set, this bit should be set to 1 to inform the DMA that the second buffer is ready for 
transfer. ^ 

2 

Buffer Chaining Mode: Bit 2 enables the chaining mode logic. If the bit Is set to 1 after the initial DMA 
address and word count are programmed, then the Base address and word count are available for 
programming the next buffer in the chain. 1 = Enable chaining, 0 = Disable chaining. 

1:0 

DMA Channel Select: Bits[1 :0] select the DMA channel mode register to program with bits[4:2]. 

Bits [1:0] Channel 

00 0 or 4 

01 1 or 5 

10 2or6 

11 3or7 
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3.2.18 CHAINSTA— CHAINING MODE STATUS REGISTER 

Register Location: 04D4h 

Default Value: OOh 

Attribute: Read Only 

Size: 8 Bits 

This register is read only and is used to determine if chaining mode for a particular channel Is enabled or 
disabled. A 1 read in this register indicates that the channel’s chaining mode is enabled. A 0 Indicates that the 
chaining mode is disabled. All Chaining mode bits are disabled after a reset with reset. After the DMA Is used 
in Chaining mode the CPU will need to clear the Chaining mode enable bit if non-ChainIng mode is desired. 


Bit 

Description 

7:5, 

3:0 

Chaining Mode Status: If this bit is set to 1 then this channel has chaining enabled by writing 1 to bit 
2 of the Chaining Mode Register. This bit can be reset to 0 by either writing a 0 to bit 2 of the Chaining 
Mode Register or reset being asserted or by a Master Clear Command. 

4 

Reserved 


3.2.19 CHINTST— CHANNEL INTERRUPT STATUS REGISTER 

Register Location: 040Ah 

Default Value: OOh 

Attribute: Read Only 

Size: 8 Bits 

Channel Interrupt Status Is a read only register and is used to indicate the source (channel) of a DMA chaining 
interrupt on IRQ13. The DMA controller asserts IRQ13 after reaching terminal count, with chaining mode 
enabled. It does not assert IRQ13 during the initial programming sequence that loads the Base registers. After 
a reset, a read of this register will produce OOh. 


Bit 

Description 

7:5, 

3:0 

Chaining Interrupt Status: When a channel interrupt status read returns a 0, bits[7:5,3:0] indicates 
that channel did not assert IRQ13. When a channel interrupt status read returns a 1, then that channel 
asserted IRQ13 after reaching a Terminal Count. 

4 

Reserved 



3.2.20 CHAINBEC— CHAIN BUFFER EXPIRATION CONTROL REGISTER 

Register Location: 040Ch 

Default Value: OOh 

Attribute: Read Only 

Size: 8 Bits 

This register is read only and reflects the outcome of the expiration of a chain buffer. A Chain Buffer Expiration 
Control register bit with 0 Indicates the DMA controller asserts IRQ13 when the DMA controller reaches 
terminal count. A 1 indicates the DMA controller asserts TC when the DMA controller reaches terminal count. 
This bit is programmed in bit 4 of the Chaining Mode register. 
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Bit 

Description 

7:5, 

3:0 

Chaining Buffer Expired: When a chain buffer expiration control read returns 0, bit [7:5, 3:0] Indicates 
that Channel [7:5,3:0] will assert IRQ13 when the DMA channel reaches terminal count. When a 
chain buffer expiration control read returns 1 , bit[7:5,3:0] Indicates that Channel [7:5,3:0] will assert 
TC when the DMA controller reaches terminal count. This bit will reset to 0 following a reset. 

4 ^ 

Reserved 


3.2.21 SCATGA— SCATTER-GATHER COMMAND REGISTER 


Register Location: 


Default Value: 
Attribute: 

Size: 


041 Oh— Channels 0 
041 1 h— Channels 1 
041 2h— Channels 2 
041 3h— Channels 3 
041 5h— Channels 5 
041 6h— Channels 6 
041 7h— Channels 7 
OOxxxxOOb 

Write Only, Relocateable 
8 Bits 


The Scatter-Gather command register controls operation of the Descriptor Table aspect of S-G transfers. The 
S-G command register is write only. The current S-G transfer status can be read in the S-G channel’s corre- 
sponding S-G Status register. The S-G command register can initiate a S-G transfer, and stop a transfer. 

Scatter-Gather commands are issued with command codes. Bits[1:0] are used to implement the code mecha- 
nism. The S-G codes are described in the table below. Bit 7 is used to control the IRQ13/EOP assertion that 
follows a terminal count. Bit 6 controls the effect of bit 7. Common Scatter-Gather command writes are listed 
in Table 2. 


Table 2. Scatter Gather Command Bits 


Command 

Bits 

7654 

3210 

No S-G operation (S-G NOOP) 

0000 

0000b 

Start S-G 

xxOO 

0001b 

Stop S-G 

xxOO 

0010b 

Issue IRQ13 on Terminal Count 

0100 

OOxxb 

Issue EOP on Terminal Count 

1100 

OOxxb 


Note that the “x” don’t care states in Table 2 do not preclude programming those bits during the command 
write. For instance, for any S-G command code on bits[T.O], an optional selection of IRQ13 or EOF can take 
place if bit 7 is set to 1 and the appropriate choice is made for bit 6. All O’s in the command byte indicate an S- 
G NOOP: no S-G command is issued, and EOP/IRQ13 modification Is disabled. Note that an EOP/IRQ13 
modification can be made while disabling the S-G command bits (bits[1:0] = 00b); conversely, an S-G com- 
mand may be issued while EOP/IRQ13 modification is disabled (bit 6 = Ob). After a reset, or Master Clear, 
IRQ13 Is disabled and EOP is enabled. 
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The Start command assumes the Base and Current registers are both empty and will request a prefetch 
automatically. It also sets the status register to S-G Active, Base Empty, Current Empty, not Terminated, and 
Next Null Indicator to 0. The EOP/IRQ13 bit will still reflect the last value programmed. 


Bit 

Description 

7 

EOP/IRQ13 Seiection: Bit 7 is used to select whether EOP or IRQ will be asserted at termination 
caused by the last buffer expiring. The last buffer can be either the last buffer in the list or the last 
buffer loaded In the DMA while it is suspended. If this bit is set to 1 then EOP will be asserted 
whenever the last buffer is completed. If this bit is set to 0 then IRQ13 will be asserted whenever the 
last buffer is completed. 

EOP can be used to alert an expansion bus I/O device that a scatter-gather termination condition was 
reached; the I/O device in turn can assert its own interrupt request line, and invoke a dedicated 
Interrupt handling routine. IRQ13 should be used whenever the CPU needs to be notified directly. 

Following reset, or Master Clear, the value stored for this bit is 0, and IRQ1 3 Is selected. Bit 6 must be 
set to a 1 to enable this bit during an S-G Command register write. When bit 6 Is a 0 during the write, bit 
7 will not have any effect on the current EOP/IRQ13 selection. 

6 

Enable IRQ13/EOP Programming: Enabling IRQ13/EOP programming allows initialization or 
modification of the S-G termination handling bits. If bit 5 is reset to 0, bit 7 will not have any effect on 
the state of IRQ1 3 or EOP assertion. When bit 5 is set to a 1 , bit 7 determines the termination handling 
following a terminal count. 

5:2 

Reserved 

1:0 

S-G Command Code 
Bits [1:0] Function 

00 No S-G command operation is performed. Bits[7:5] may still be used to program EOP/ 
IRQ1 3 selection. 

01 The Start command Initiates the scatter-gather process. Immediately after the Start 
command Is issued a request is Issued to fetch the initial buffer to fill the Base Register set 
in preparation for performing a transfer. The Buffer Prefetch request has the same priority 
with respect to other channels as the DREQ it is associated with. Within the channel, 
DREQ is higher In priority than a prefetch request. 

1 0 The Stop command halts a Scatter-Gather transfer immediately. When a Stop command Is 
given, the Terminate bit in the S-G Status register and the DMA channel mask bit are both 
set. 

1 1 Reserved 

The S-G Status register contains Information on the S-G transfer status. This register maintains 
dynamic status information on S-G Transfer Activity, the Current and Base Buffer state, S-G Transfer 
Termination, and the End of the List Indicator. 
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3.2.22 SCAGAST— SCATTER-GATHER STATUS REGISTER 

Register Location: Channels 0 

041 9h — Channels 1 
041 Ah — Channels 2 
041 Bh— Channels 3 
041 Dh— Channels 5 
041 Eh — Channels 6 
041 Fh — Channels 7 
Default Value: 08h 

Attribute: Read Only, Relocatable 

Size: 8 Bits 

The Scatter-Gather Status Register provides Scatter-Gather process status information to the CPU or Master. 
An active bit is set to 1 after the S-G Start command is issued. The active bit will be 0 before the initial start 
command, following a terminal count, and after an S-G Stop command is issued. The Current Buffer and Base 
Buffer State Bits indicate whether the corresponding register has a buffer loaded. It Is possible for the Base 
Buffer State to be set while the Current Buffer State is cleared. When the Current Buffer transfer is complete, 
the Base Buffer will not be moved into the Current Buffer until the start of the next data transfer. Thus, the 
Current Buffer State is empty (cleared), while the Base Buffer State Is full (set). The Terminate bit is set active 
after a Stop command, after TC for the last buffer In the list and both Base and Current buffers have expired. 
The EOP and IRQ13 Bits indicate which end of process Indicator will be used to alert the system of an S-G 
process termination. The EOL status bit Is set If DMA controller has loaded the last buffer of the Link List. 


Bit 

Description 

7 

Next Link Nuil Indicator: If the Next SGD fetched from memory during a fetch operation has the EOL 
value (1), the current value of the Next Link register is not overwritten. Instead, bit 7 of the channel’s 
S-G Status register, the Next Link Null Indicator, Is set to a 1 . If the fetch returns a EOL value not equal 
to (1), this bit Is reset to 0. This status bit Is written after every fetch operation. Following reset, or 
Master Clear, this bit Is reset to 0. This bit Is also cleared by an S-G Start Command Write. 

6 

Reserved 

5 

IRQ13 or EOP on Last Buffer: When the IRQ13/EOP status bit Is 1 , EOP was either defaulted to at 
reset or selected through the S-G Command register as the S-G process termination indicator. EOP 
will be issued to alert the system when a terminal count occurs or following the Stop Command. When 
this bit is returned as a 0, an IRQ1 3 will be issued to alert the CPU of this same status. 

4 

Reserved 

3 

S-G Base Buffer State: When the Base Buffer status bit contains a 0, the Base Buffer Is empty. When 
the Base Buffer Status bit is set to 1 , the Base buffer has a buffer link loaded. Note that the Base 
Buffer State may be set while the Current buffer state is cleared. This condition occurs when the 
Current Buffer expires following a transfer; the Base Buffer will not be moved Into the Current Register 
until the start of the next DMA transfer. 

2 

S-G Current Buffer State: When the Current Buffer status bit contains a 0, the Current Buffer is 
empty. When the Current Buffer status bit is set to 1 , the Current Buffer has a buffer link loaded and is 
considered full. Following reset, bit 2 is reset to 0. 

1 

Reserved 
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Bit 

Description 

0 

S-G Active: The Scatter-Gather Active bit indicates the current S-G transfer status. Bit 0 will be a 1 
after a S-G Start Command Is issued. Bit 0 will be a 0 before the Start command is Issued. Bit 0 will be 
a 0 after terminal count on the last buffer on the channel is reached. Bit 0 will also be a 0 after a S-G 
Stop command has been issued. Following reset, or Master Clear, this bit is reset to 0. 


3.2.23 SCAGAD--SCATTER-GATHER DESCRIPTOR TABLE POINTER REGISTER 

Register Location; 0420h-0423h— Channels 0 

0424h-0424h— Channels 1 
0428h-042Bh— Channels 2 
042Ch-042Ch-~Channels 3 
0434h-0437h— Channels 5 
0438h”043Bh — Channels 6 
043Ch-043Fh— Channels 7 
Default Value; See below 

Attribute; Read/Write, Relocateable 

Size; 32 Bits 

The SGD Table Pointer register contains the 32 bit pointer to the first SGD entry in the SGD table In memory. 
Before the start of a S-G transfer, this register should have been programmed to point to the first SGD in the 
SGD table. Following a “Start” command, It initiates reading the first SGD entry by pointing to the first SGD 
entry to be fetched from the memory. Subsequently, at the end of the each buffer block transfer, the contents 
of the SGD table pointer registers are incremented by 8 until the end of the SGD table is reached. 

When programmed by the CPU, the SGD Table Pointer Registers can be programmed with a single 32-bit PCI 
write. Note that the PCEB and EISA Bus Controller will split the 32-bit write into four 8-bit writes. 

Following a prefetch to the address pointed to by the channel’s SGD table pointer register, the new Memory 
Address is loaded into the Base Address register, the new Byte Count is loaded into the Base Byte Count 
register, and the newly fetched Next SGD replaces the current Next SGD value. 


The end of the SGD table is indicated by a End of Table field having a MSB equal to 1 . When this value Is read 
during a SGD fetch, the current SGD value is not replaced. Instead, bit 7 of the channel’s status register Is set 
to a 1 when the EOL is read from memory. 


Bit 

Description 

31;0 

SGD Table Pointer: The SGD table pointer register contains a 32-bit pointer to the main memory 
location where the software maintains the Scatter Gather Descriptors for the linked-list buffers. 
These bits are translated Into A [31 ;0] signals for accessing memory on the PCI. 
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3.2.24 CBPFF— CLEAR BYTE POINTER FLIP FLOP REGISTER 

Register Location: OOCh — Channels 0-3 

0D8h — Channels 4-7 
Default Value: xxh 

Attribute: Write Only 

Size: 8 Bits 

This command Is executed prior to writing or reading new address or word count information to the DMA. This 
initializes the flip-flop to a known state so that subsequent accesses to register contents by the microproces- 
sor will address upper and lower bytes in the correct sequence. 

The Clear Byte Pointer command clears the internal latch used to address the upper or lower byte of the 1 6-blt 
address and Word Count registers. The latch is also cleared at power on by reset and by the Master Clear 
command. The Host CPU may read or write a 16-bit DMA controller register by performing two consecutive 
accesses to the I/O port. The Clear Byte Pointer command precedes the first access. The first I/O write to a 
register port loads the least significant byte, and the second access automatically accesses the most signifi- 
cant byte. 

When the Host CPU Is reading or writing DMA registers, two Byte Pointer Flip-Flops are used; one for Chan- 
nels 0-3 and one for Channels 4-7. Both of these act independently. There are separate software commands 
for clearing each of them (OCh for Channels 0-3, 0D8h for Channels 4-7). 

Bit Description 

7:0 Ciear Byte Pointer FF: No specific pattern. Command enabled with a write to the I/O port address. 


3.2.25 DMC— DMA MASTER CLEAR REGISTER 

Register Location: OODh — Channels 0-3 

ODAh — Channels 4-7 
Default Value: xxh 

Attribute: Write Only 

Size: 8 Bits 

This software Instruction has the same effect as the hardware Reset. The Command, Status, Request, and 
Internal First/ Last Flip-Flop registers are cleared and the Mask register is set. The DMA controller will enter 
the idle cycle. 


There are two independent Master Clear Commands, ODh which acts on Channels 0-3, and ODAh which acts 
on Channels 4-7. 



7:0 Master Clear: No specific pattern. Command enabled with a write to the I/O port address. 
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3.2.26 DCM— DMA CLEAR MASK REGISTER 

Register Location: OOEh — Channels 0-3 

ODCh— Channels 4-7 
Default Value: xxh 

Attribute: Write Only 

Size: n/a 


Software Command This command clears the mask bits of all four channels, enabling them to accept DMA 
requests. I/O port OEh is used for Channels 0-3 and I/O port ODCh Is used for Channels 4-7. 


Bit 

Description 

7:0 

Ciear Mask: No specific pattern. Command enabled with a write to the I/O port address. 


3.3 Timer Unit Registers 

The ESC contains five counters that are equivalent to those found in the 82C54 Programmable Interval Timer. 
The Timer registers control these counters and can be accessed from the EISA Bus via I/O space. This 
section describes the counter/timer registers on the ESC. The counter/timer operations are further described 
in Section 8.0, Interval Timer 


3.3.1 TCW— TIMER CONTROL WORD REGISTER 

Register Location: 043h — ^Timer 1 

04Bh — Timer 2 
Default Value: xxh 

Attribute: Write Only 

Size: 8 Bits 

The Timer Control Word specifies the counter selection, the operating mode, the counter byte programming 
order and size of the COUNT value, and whether it counts down in a 16-bit or binary-coded decimal (BCD) 
format. After writing the control word, a new count may be written at any time. The new value will take effect 
according to the programmed mode. 

There are six programmable counting modes. Typically, the ESC Timer Unit Counters 0 and 2 are programmed 
for Mode 3, the Square Wave Mode, while Counter 1 is programmed in Mode 2, the Rate Generator Mode. 

Two special commands are selected through the Control Word Register. The Counter Latch Command Is 
selected when bits[5:4] are both 0. The Read-Back Command is selected when bits[7:6] are both 1. When 
either of these two commands are selected with the Control Word Register, the meaning of the other bits In 
the register changes. Both of these special commands, and the respective changes they make to the bit 
definitions In this register, are covered in detail under separate register descriptions later In this section. 

Bits 4 and 5 are also used to select the count register programming mode. The programming process is 
simple: 

1 . Write a control word. 

2. Write an Initial count for each counter. 

3. Load the LSB, MSB, or LSB then MSB. 

The read/write selection chosen with the control word dictates the programming sequence that must follow 
when initializing the specified counter. 
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If a counter is programmed to read/write two-byte counts, the following precaution applies: A program must 
not transfer control between writing the first and second byte to another routine which also writes into that 
same counter. Otherwise, the counter will be loaded with an Incorrect count. The count must always be 
completely loaded with both bytes. 

Bits 6 and 7 are also used to select the counter for the control word you are writing. 

Following reset, the control words for each register are undefined. You must program each timer to bring it into 
a known state. However, each counter OUT signal Is reset to 0 following reset. The SPKR output, interrupt 
controller input IRQO (internal), bit 5 of port 061 h, and the internally generated Refresh request are each reset 
to 0 following reset. 


B 

Description 

7:6 

Counter Seiect: The Counter Selection bits select the counter the control word acts upon as shown 
below. The Read Back Command is selected when blts[7:6] are both 1. 

Bit[7:6] Function 

00 Counter 0 select 

01 Counter 1 select 

10 Counter 2 select 

1 1 Read Back Command (see Section 3.3.2) 

5:4 

Read/Write Seiect: Bits [5:4] are the read/write control bits. The Counter Latch Command is selected 
when bits [5:4] are both 0. The read/write options Include read/write least significant byte, read/write 
most significant byte, or read/write the LSB and then the MSB. The actual counter programming Is 
done through the counter I/O port (040h, 041 h, and 042h for counters 0, 1 , and 2, respectively). 

Bit[5:4] Function 

00 Counter Latch Command (see Section 3.3.3) 

01 R/W Least Significant Byte (LSB) 

1 0 R/W Most Significant Byte (MSB) 

11 R/W LSB then MSB 

3:1 

Counter Mode Seiection: Bits [3:1] select one of six possible modes of operation for the counter as 
shown below. Note that for the fail safe timer (timer 2, counter 0), modes 1 , 2, 3, 4, and 5 are reserved. 

Bit [3:1] Mode Function 

000 0 Out signal on end of count ( = 0) 

001 1 Hardware retriggerable one-shot (Reserved for timer 2, counter 0.) 

XI 0 2 Rate generator (divide by n counter) (Reserved for timer 2, counter 0.) 

XII 3 Square wave output (Reserved for timer 2, counter 0.) 

1 00 4 Software triggered strobe (Reserved for timer 2, counter 0.) 

1 01 5 Hardware triggered strobe (Reserved for timer 2, counter 0.) 

0 

Binary/BCD Countdown Seiect: When bit 0 = 0, a binary countdown is used. The largest possible 
binary count Is 216 . When bit 0 = 1 , a binary coded decimal (BCD) count is used. The largest BCD 
count allowed is 1 04. 
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3.3.2 TIMER READ BACK COMMAND REGISTER 

Register Location: 043h — Timer 1 

04Bh — Timer 2 
Default Value: xxh 

Attribute: Write Only 

Size: 8 Bits 

The Read-Back command is used to determine the count value, programmed mode, and current states of the 
OUT pin and Null Count flag of the selected counter or counters. The Read-Back command is written to the 
Control Word register, which latches the current states of the above mentioned variables. The value of the 
counter and its status may then be read by I/O access to the counter address. 

Status and/or count may be latched on one, two, or all three of the counters by selecting the counter during 
the write. The Count latched will stay latched until read, regardless of further latch commands. The count must 
be read before newer latch commands latch a new count. The Status latched by the read-back command will 
also remain latched until after a read to the counter’s I/O port. To reiterate, the Status and Count are 
unlatched only after a counter read of the Status register, the Count register, or the Status and Count register 
in succession. 

Both count and status of the selected counter(s) may be latched simultaneously by setting both the COUNT # 
and STATUS# bits [5:4] = 00b. This is functionally the same as issuing two consecutive, separate read-back 
commands. As stated above, if multiple count and/or status read-back commands are issued to the same 
counter(s) without any intervening reads, all but the first are ignored. 

If both count and status of a counter are latched, the first read operation from that counter will return the 
latched status, regardless of which was latched first. The next one or two reads (depending on whether the 
counter is programmed for one or two byte counts) return the latched count. Subsequent reads return an 
unlatched count. 


A register description of the Status Byte read follows later in this section. Note that bit definitions for a write to 
this port changed when the read-back command was selected, when compared to a normal control word write 
to this same port. 


Bit 

Description 

7:6 

Read Back Command: When bits [7:6] are both 1 , the read-back command is selected during a write 
to the control word. The normal meanings (mode, countdown, r/w select) of the bits in the control 
register at I/O address 043h change when the read-back command is selected. Following the read- 
back command, I/O reads from the selected counter’s I/O addresses produce the current latch status, 
the current latched count, or both if bits 4 and 5 are both 0. 

5 

Latch Status of Seiected Counters: When bit 5 is a 1 , the Current Count value of the selected 
counters will be latched. When bit 4 is a 0, the Status will not be latched. 

4 

Latch Count of Seiected Counters: When bit 4 is a 1 , the Status of the selected counters will be 
latched. When bit 4 is a 0, the Status will not be latched. The Status byte format is described in the 
next register description. 

3 

Counter 2: Counter 2 is selected for the latch command selected with bits 4 and 5 if bit 3 is a 1 . If bit 3 
is a 0, Status and/or Count will not be latched. 

2 

Counter 1: Counter 1 is selected for the latch command selected with bits 4 and 5 if bit 2 is a 1 . If bit 2 
is a 0, Status and/or Count will not be latched. 

1 

Counter 0: Counter 0 is selected for the latch command selected with bits 4 and 5 if bit 1 is a 1 . If bit 1 
is a 0, Status and/or Count will not be latched. 

0 

Reserved: Must be 0. 
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3.3.3 COUNTER LATCH COMMAND REGISTER 

Register Location: 043h — Timer 1 

04Bh — Timer 2 
Default Value: xxh 

Attribute: Write Only 

Size: 8 Bits 

The Counter Latch command latches the current count value at the time the command Is received. This 
command is used to insure that the count read from the counter is accurate (particularly when reading a two- 
byte count). The count value Is then read from each counter’s Count register. One, two or all three counters 
may be latched with one counter latch command. 

If a Counter Is latched once and then, some time later, latched again before the count is read, the second 
Counter Latch Command is ignored. The count read will be the count at the time the first Counter Latch 
Command was issued. 

The count must be read according to the programmed format. Specifically, if the Counter Is programmed for 
two byte counts, two bytes must be read. The two bytes do not have to be read one right after the other; read, 
write, or programming operations for other Counters may be inserted between them. 

One precaution Is worth noting. If a Counter is programmed to read/write two-byte counts, a program must not 
transfer control between reading the first and second byte to another routine which also reads from that same 
Counter. Otherwise, an incorrect count will be read. Finish reading the latched two-byte count before transfer- 
ring control to another routine. 

Note that bit definitions for a write to this port have changed when the read-back command was selected, 
when compared to a normal control word write to this same port. 

Bit Description 

7:6 Counter Seiection: Bits 6 and 7 are used to select the counter for latching. 

Function 

Latch counter 0 select 
Latch counter 1 select 
Latch counter 2 select 
Read Back Command select 

5:4 Specifies Counter Latch Command: When bits [5:4] are both 0, the Counter Latch command Is 

selected during a write to the control word. The normal meanings (mode, countdown, r/w select) of the 
bits in the control register at I/O address 043h change when the Counter Latch command is selected. 
Following the Counter Latch command, I/O reads from the selected counter’s I/O addresses produce 
the current latched count. 



Bit [7:6] 
00 
01 
10 
11 
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3.3.4 TMST AT— TIMER STATUS BYTE FORMAT REGISTER 

Register Location: 040h — Timer 1 , Counter 0 

041 h — Timer 1 , Counter 1 

042h — Timer 1 , Counter 2 

048h — Timer 2, Counter 0 

04Ah — Timer 2, Counter 2 

Default Value: Oxxxxxxxb 

Attribute: Read Only 

Size: 8 Bits per counter 

Each Counter’s Status Byte may be read following an Timer Read-Back Command. The Read-Back command 
is programmed through the counter control register. If “Latch Status” is chosen as a Read-Back option for a 
given counter, the next read from the counter’s I/O port address returns the Status byte. 


The Status byte returns the countdown type, either BCD or binary; the Counter Operational Mode; the Read/ 
Write Selection status; the Null count, also referred to as the Count Register Status; and the current State of 
the counter OUT pin. 


Bit 

Description 

7 

Counter OUT Pin State: When this bit is a 1 , the OUT pin of the counter is also a 1 . When this bit is a 
0, the OUT pin of the counter is also a 0. 

6 

Count Register Status: Also referred to as Null Count, indicates when the last count written to the 
Count Register (CR) has been loaded into the counting element (CE). The exact time this happens 
depends on the counter Mode and is described In the Mode definitions, but until the count Is loaded 
Into the counting element (CE), It can’t be read from the counter. If the count is latched or read before 
the load time, the count value returned will not reflect the new count written to the register. When bit 6 
Is a 0, the count has been transferred from CR to CE and is available for reading. When bit 6 is a 1 , the 
Null count condition exists. The count has not been transferred from CR to CE and is not yet available 
for reading. 

5:4 

Read/ Write Status: Bits [5:4] reflect the read/write selection made through bits [5:4] of the control 
register. The binary codes returned during the status read match the codes used to program the 
counter read/write selection. 

3:1 

Mode Selection Status: Bits [3:1] return the counter mode programming. The binary code returned 
matches the code used to program the counter mode, as listed under the bit function above. 

0 

Countdown Type Status: Bit 0 reflects the current countdown type, either 0 for binary countdown or a 
1 for binary coded decimal (BCD) countdown. 
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3.3.5 CAPS— COUNTER ACCESS PORTS 


Register Location: 


Default Value: 
Attribute: 

Size: 


040h — Timer 1 , Counter 0 
041 h — Timer 1, Counter 1 
042h — Timer 1 , Counter 2 
048h— Timer 2, Counter 0 
04Ah— Timer 2, Counter 2 
xxh 

Read/Write 
8 Bits per counter 


Each of these I/O ports Is used for writing count values to the count registers; reading the current count value 
from the counter by either an I/O read, after a counter-latch command, or after a read-back command; and 
reading the Status byte following a read-back command. 


Bit 

Description 

7:0 

Counter Access: Each counter I/O port address is used to program the 16 bit count register. The 
order of programming, either LSB only, MSB only, or LSB then MSB, is defined with the Counter 
Control register at I/O port address 043h. The counter I/O port Is also used to read the current count 
from the count register, and return the status of the counter programming following a read-back 
command. 


3.4 Interrupt Controller Registers 

The ESC contains an EISA compatible interrupt controller that Incorporates the functionality of two 82C59 
interrupt controllers. The Interrupt registers control the operation of the interrupt controller and can be ac- 
cessed from the EISA Bus via I/O space. This section describes the Interrupt registers. The operation of the 
Interrupt Controller is described in Chapter 9.0. 


3.4.1 ICW1— INITIALIZATION COMMAND WORD 1 

Register Location: 020h — INT CNTRL-1 

OAOh— INT CNTRL-2 
Default Value: xxh 

Attribute: Write Only 

Size: 8 Bits per controller 

A write to Initialization Command Word One starts the interrupt controller initialization sequence. Addresses 
020h and OAOh are referred to as the base addresses of CNTRL-1 and CNTRL-2 respectively. 

An I/O write to the CNTRL-1 or CNTRL-2 base address with bit 4 equal to 1 is interpreted as ICW1 . For ESC- 
based EISA systems, three I/O writes to “base address + 1” must follow the ICW1. The first write to “base 
address + 1 ” performs ICW2, the second write performs ICW3, and the third write performs ICW4. 
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ICW1 starts the initialization sequence during which the following automatically occur: 

a. The edge sense circuit is reset, which means that following initialization, an interrupt request (IRQ) input 
must make a low-to-high transition to generate an interrupt. 

b. The Interrupt Mask register is cleared. 

c. IRQ7 Input Is assigned priority 7. 

d. The slave mode address is set to 7. 

e. Special Mask Mode is cleared and Status Read Is set to IRR. 

f. If IC4 was set to 0, then all functions selected by ICW4 are set to zero. However, ICW4 must be programmed 
in the ESC implementation of this Interrupt controller, and IC4 must be set to a 1 . 

ICW1 has three significant functions within the ESC interrupt controller configuration. ICW4 is needed, so bit 0 
must be programmed to a 1. There are two interrupt controllers in the system, so bit 1, SNGL, must be 
programmed to a 0 on both CNTRL-1 and CNTRL-2, to Indicate a cascade configuration. Bit 4 must be a 1 
when programming ICW1. OCW2 and OCW3 are also addressed at the same port as ICW1. This bit indicates 
that ICW1, and not OCW2 or OCW3, will be programmed during the write to this port. 


Bit 2, ADI, and blts[7:5], A7-A5, are specific to an MSC-85 implementation. These bits are not used by the ESC 
Interrupt controllers. Blts[7:5,2] should each be initialized to 0. 


Bit 

Description 

7:5 

Reserved: A7-A5 are MCS-85 implementation specific bits. They are not needed by the ESC. These 
bits should be 000b when programming the ESC. 

4 

ICW/OCW Select: Bit 4 must be a 1 to select ICW1 . After the fixed Initialization sequence to ICW1 , 
ICW2, ICW3, and ICW4, the controller base address is used to write to OCW2 and OCW3. Bit 4 is a 0 
on writes to these registers. A 1 on this bit at any time will force the interrupt controller to interpret the 
write as an ICW1 . The controller will then expect to see ICW2, ICW3, and ICW4. 

3 

Reserved: This bit is not used in the ESC. 

2 

Reserved: ADI ignored for the ESC. 

1 

SNGL: This bit must be programmed to a 0 to indicate that two interrupt controllers are operating in 
cascade mode on the ESC. 

0 

IC4: This bit must be set to a 1 . IC4 indicates that ICW4 needs to be programmed. The ESC requires 
that ICW4 be programmed to Indicate that the controllers are operating in an 80x86 type system. 
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3.4.2 ICW2— INITIALIZATION COMMAND WORD 2 

Register Location: 021 h — INT CNTRL-1 

OAlh— INT CNTRL-21 
Default Value: xxh 

Attribute: Write Only 

Size: 8 Bits per controller 

ICW2 is used to initialize the interrupt controller with the five most significant bits of the interrupt vector 
address. The value programmed for bits[7:3] is used by the CPU to define the base address in the interrupt 
vector table for the Interrupt routines associated with each IRQ on the controller. Typical ISA ICW2 values are 
04h for CNTRL-1 and 70h for CNTRL-2. Section 9.8.1 of the Interrupt Unit Functional Description contains a 
table detailing the Interrupt vectors for each interrupt request level, as they would appear when the vector is 
driven onto the data bus. 


Bit 

Description 

7:3 

Interrupt Vector Base Address: Bits [7:3] define the base address in the interrupt vector table for the 
Interrupt routines associated with each interrupt request level input. For CNTRL-1 , a typical value is 
00001b, and for CNTRL-2, lOOOOb. 

The interrupt controller combines a binary code representing the Interrupt level to receive service with 
this base address to form the Interrupt vector that is driven out onto the bus. For example, the 
complete interrupt vector for IRQ[0] (CNTRL-1), would be 0000 1000b (CNTRL-1 [7:3] = 00001 b and 
000b representing IRQ[0]). This vector Is used by the CPU to point to the address information that 
defines the start of the interrupt routine. 

2:0 

Interrupt Request Level: When writing ICW2, these bits should all be 0. During an interrupt 
acknowledge cycle, these bits will be programmed by the interrupt controller with the interrupt code 
representing the interrupt level to be serviced. This Interrupt code Is combined with bits [7:3] to form 
the complete interrupt vector driven onto the data bus during the second INTA# cycle. The table In 
Section 9.8.1 outlines each of these codes. The code is a simple three bit binary code: 000b 
represents IRQO (IRQ8), 001 b IRQ1 (IRQ9), 01 Ob IRQ2 (IRQ1 0), and so on until 111b IRQ7 (IRQ1 5). 
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3.4.3 ICW3--INITIALIZATI0N COMMAND WORD 3 (MASTER) 

Register Location; 021 h— I NT CNTRL-1 
Default Value: xxh 

Attribute: Write Only 

Size: 8 Bits 

The meaning of ICW3 differs between CNTRL-1 and CNTRL-2. On CNTRL-1, the master controller, ICW3 
indicates which CNTRL-1 IRQ line physically connects the INT output of CNTRL-2 to CNTRL-1 . ICW3 must be 
programmed to 04h, indicating the cascade of the CNTRL-2 INT output to the IRQ[2] Input of CNTRL-1. 


An interrupt request on IRQ2 causes CNTRL-1 to enable CNTRL-2 to present the interrupt vector address 
during the second interrupt acknowledge cycle. 


Bit 

Description 

7:3, 

1:0 

Cascade Interrupt Controller IRQs: Bits[7:3] and bits[1:0] must be programmed to 0. 

2 

Cascade Interrupt Controller IRQs: Bit 2 must always be programmed to a 1. This bit indicates that 
CNTRL-2, the slave controller. Is cascaded on interrupt request line two (IRQ[2]). When an interrupt 
request is asserted to CNTRL-2, the IRQ goes through the priority resolver. After the slave controller 
priority resolution is finished, the INT output of CNTRL-2 is asserted. However, this INT assertion does 
not go directly to the CPU. Instead, the INT assertion cascades Into IRQ[2] on CNTRL-1. IRQ[2] must 
go through the priority resolution process on CNTRL-1 . If It wins the priority resolution on CNTRL-1 
and the CNTRL-1 INT signal is asserted to the CPU, the returning interrupt acknowledge cycle is really 
destined for CNTRL-2. The interrupt was originally requested at CNTRL-2, so the Interrupt 
acknowledge is destined for CNTRL-2, and not a response for IRQ[2] on CNTRL-1 . 

When an interrupt request from IRQ [2] wins the priority arbitration, in reality an interrupt from 
CNTRL-2 has won the arbitration. Because bit 2 of ICW3 on the master is set to 1 , the master knows 
which identification code to broadcast on the internal cascade lines, alerting the slave controller that it 
is responsible for driving the interrupt vector during the second INTA# pulse. 


3.4.4 ICW3— INITIALIZATION COMMAND WORD 3 (SLAVE) 

Register Location: INT CNTRL-2 port address-OAIh 

Default Value: xxh 

Attribute: Write Only 

Size: 8 Bits 

On CNTRL-2 (the slave controller), ICW3 is the slave identification code broadcast by CNTRL-1 from the 
trailing edge of the first INTA# pulse to the trailing edge of the second INTA# pulse. CNTRL-2 compares the 
value programmed in ICW3 with the incoming identification code. The code is broadcast over three ESC 
Internal cascade lines. ICW3 must be programmed to 02h for CNTRL-2. When 010b Is broadcast by CNTRL-1 
during the INTA# sequence, CNTRL-2 assumes responsibility for broadcasting the interrupt vector during the 
second interrupt acknowledge cycle. 

As an illustration, consider an interrupt request on IRQ[2] of CNTRL-1 . By definition, a request on IRQ[2] must 
have been asserted by CNTRL-2. If IRQ[2] wins the priority resolution on CNTRL-1, the interrupt acknowledge 
cycle returned by the CPU following the interrupt Is destined for CNTRL-2, not CNTRL-1. CNTRL-1 will see the 
INTA# signal, and knowing that the actual destination is CNTRL-2, will broadcast a slave Identification code 
across the internal cascade lines. CNTRL-2 will compare this Incoming value with the 010b stored in ICW3. 
Following a positive decode of the incoming message from CNTRL-1, CNTRL-2 will drive the appropriate 
interrupt vector onto the data bus during the second interrupt acknowledge cycle. 
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Bit 

Description 

7:3 

Reserved: Must be 0. 

2:0 

Slave Identification Code: The Slave Identification code must be programmed to 010b during the 
initialization sequence. The code stored in ICW3 is compared to the incoming slave identification code 
broadcast by the master controller during interrupt acknowledge cycles. 


3.4.5 ICW4>-INITIALIZATI0N COMMAND WORD 4 

Register Location: 021h-~ INT CNTRL-1 

0A1h— INT CNTRL-2 
Default Value: xxh 

Attribute: Write Only 

Size: 8 Bits 

Both ESC interrupt controllers must have ICW4 programmed as part of their initialization sequence. Minimally, 
the microprocessor mode bit, bit 0, must be set to a 1 to indicate to the controller that it is operating in an 
80x86 based system. Failure to program this bit will result in improper controller operation during interrupt 
acknowledge cycles. Additionally, the Automatic End of Interrupt (AEOI) may be selected, as well as the 
Special Fully Nested Mode (SFNM) of operation. 

The default programming for ICW4 is 01 h, which selects 80x86 mode, normal EOl, buffered mode, and special 
fully nested mode disabled. 

Bits 2 and 3 must be programmed to 0 for the ESC interrupt unit to function correctly. 

Both bit 1, AEOI, and bit 4, SFNM, can be programmed if the system developer chooses to invoke either 
mode. 


Bit 

Description 

7:5 

Reserved: Must be 0. 

4 

SFNM: Bit 4, SFNM, should normally be disabled by writing a 0 to this bit. If SFNM = 1 , the special fully 
nested mode is programmed. 

3:2 

Master/Slave Buffer Mode (BUF): Bit 3, BUF, must be programmed to 0 for the ESC. This is non- 
buffered mode. While different programming options are sometimes offered for bits 2 and 3, within the 
ESC interrupt unit, bits 2 and 3 must always be programmed to 00b. 

1 

AEOI: Bit 1 , AEOI, should normally be programmed to 0. This is the normal end of interrupt. If 
AEOI = 1 , the automatic end of interrupt mode is programmed. 

0 

Microprocessor Mode: The Microprocessor Mode bit must be programmed to 1 to indicate that the 
interrupt controller is operating in an 80x86 based system. Never program this bit to 0. 
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3.4.6 0CW1— OPERATION CONTROL WORD 1 

Register Location: 021 h — INT CNTRL-1 

OAlh— INT CNTRL-2 
Default Value: xxh 

Attribute: Read/Write 

Size: 8 Bits 

OCW1 sets and clears the mask bits in the interrupt Mask register (IMR). Each interrupt request line may be 
selectively masked or unmasked any time after initialization. A single byte is written to this register. Each bit 
position in the byte represents the same-numbered channel: Bit 0= IRQ[0], bit 1 =IRQ[1] and so on. Setting 
the bit to a 1 sets the mask, and clearing the bit to a 0 clears the mask. Note that masking IRQ [2] on CNTRL-1 
will also mask all of controller 2’s interrupt requests (IRQ8-IRQ15). Reading OCW1 returns the controller’s 
mask register status. 

The IMR stores the bits which mask the interrupt lines to be masked. The IMR operates on the IRR. Masking 
of a higher priority input will not effect the interrupt request lines of lower priority. 

Unlike status reads of the ISR and IRR, for reading the IMR, no OCW3 Is needed. The output data bus will 
contain the IMR whenever I/O read Is active and the I/O port address is 021 h or OAlh (OCW1). 


All writes to OCW1 must occur following the ICW1-ICW4 initialization sequence, since the same I/O ports are 
used for OCW1, ICW2, ICW3 and ICW4. 


Bit 

Description 

7:0 

Interrupt Request Mask: When a 1 is written to any bit in this register, the corresponding IRQ[x] line 
is masked. For example, if bit 4 is set to a 1 , then IRQ [4] will be masked. Interrupt requests on IRQ [4] 
will not set Channel 4’s Interrupt request register (IRR) bit as long as the channel is masked. 

When a 0 is written to any bit in this register, the corresponding IRQ[x] mask bit Is cleared, and 
interrupt requests will again be accepted by the controller. 

Note that masking IRQ[2] on CNTRL-1 will also mask the interrupt requests from CNTRL-2, which is 
physically cascaded to IRQ [2]. 


3.4.7 OCW2— OPERATION CONTROL WORD 2 

Register Location: 020h— INT CNTRL-1 

OAOh— INT CNTRL-2 
Default Value: xxh 

Attribute: Write Only 

Size: 8 Bits 

OCW2 controls both the Rotate Mode and the End of Interrupt Mode, and combinations of the two. The three 

high order bits In an OCW2 write represent the encoded command. The three low order bits are used to select 
individual interrupt channels during three of the seven commands. The three low order bits (labeled L2, LI and 
LO) are used when bit 6, the SL bit, is set to a 1 during the command. 

Following a reset and ICW initialization, the controller enters the fully nested mode of operation. Non-specific 
EOl without rotation is the default. Both rotation mode and specific EOl mode are disabled following Initializa- 
tion. 
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Bit 

Description 

7:5 

Rotate and EOl Codes (R, SL, EOl): These three bits control the Rotate and End of Interrupt modes 
and combinations of the two. A chart of these combinations is listed above under the bit definition. 


Bits[7:S] 

Function 


001 

Non-specific EOl command 


oil 

Specific EOl Command 


101 

Rotate on Non-Specific EOl Command 


100 

Rotate In Auto EOl Mode (Set) 


000 

Rotate In Auto EOl Mode (Clear) 


111 

* Rotate on Specific EOl Command 


110 

*Set Priority Command 


010 

No Operation 


* LO - L2 Are Used 

4:3 

OCW2 Select: When selecting OCW2, bits 3 and 4 must both be 0. If bit 4 is a 1 , the interrupt 
controller interprets the write to this port as an ICW1 . Therefore, always ensure that these bits are both 
0 when writing an OCW2. 

2:0 

interrupt Level Select (L2, LI, LO): L2, LI, and LO determine the Interrupt level acted upon when the 
SL bit is active. A simple binary code, outlined above, selects the channel for the command to act 
upon. When the SL bit is Inactive, these bits do not have a defined function; programming L2, LI and 
LO to 0 is sufficient In this case. 


Bit[2:0] 

Interrupt Level 


000 

IRQ 0(8) 


001 

IRQ 1(9) 


010 

IRQ 2(10) 


oil 

IRQ 3(11) 


100 

IRQ 4(12) 


101 

IRQ 5(13) 


110 

IRQ 6(14) 


111 

IRQ 7(15) 


3.4.8 0CW3— OPERATION CONTROL WORD 3 

Register Location: 020h— INT CNTRL-1 

OAOh-^INT CNTRL-2 
Default Value: x01 xxx1 Ob 

Attribute: Read/Write 

Size: 8 Bits 

OCW3 serves three important functions; Enable Special Mask Mode, Poll Mode control, and IRR/ISR register 
read control. 

First, OCW3 is used to set or reset the Special Mask Mode (SMM). The Special Mask Mode can be used by an 
Interrupt service routine to dynamically alter the system priority structure while the routine is executing, through 
selective enabling/disabling of the other channel’s mask bits. 

Second, the Poll Mode is enabled when a write to OCW3 is Issued with Bit 2 equal to 1. The next I/O read to 
the interrupt controller is treated like an interrupt acknowledge; a binary code representing the highest priority 
level interrupt request is released onto the bus. 
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Third, 0CW3 provides control for reading the In-Service Register (ISR) and the Interrupt Request Register 
(IRR). Either the ISR or IRR is selected for reading with a write to OCW3. Bits 0 and 1 carry the encoded 
command to select either register. The next I/O read to the OCW3 port address will return the register status 
specified during the previous write. The register specified for a status read is retained by the interrupt control- 
ler. Therefore, a write to OCW3 prior to every status read command is unnecessary, provided the status read 
desired Is from the register selected with the last OCW3 write. 


Bit 

Description 

7 

Reserved: Must be 0. 

6 

SMM: If ESMM = 1 and SMM = 1 the Interrupt Controller will enter Special Mask Mode. If ESMM = 1 
and SMM = 0 the Interrupt Controller will revert to normal mask mode. When ESMM = 0, SMM has no 
effect. 

5 

Enable Special Mask Mode: When this bit is set to 1 it enables the SMM bit to set or reset the Special 
Mask Mode. When ESMM = 0 the SMM bit becomes a “don’t care’’. 

4:3 

OCW3 Select: When selecting OCW3, bit 3 must be a 1 and bit 4 must be 0. If bit 4 is a 1 , the Interrupt 
Controller interprets the write to this port as an ICW1 . Therefore, always ensure that bits [4:3] are 
“01b’’ when writing an OCW3. 

2 

Poll Mode Command: When bit 2 is a 0, the Poll command is not issued. When bit 2 is a 1 , the next 
I/O read to the Interrupt Controller is treated as an Interrupt Acknowledge cycle. An encoded byte is 
driven onto the data bus, representing the highest priority level requesting service. 

1:0 

Register Read Command: Bits[1:0] provide control for reading the In-Service Register (ISR) and the 
Interrupt Request Register (IRR). When bit 1 =0, bit 0 will not effect the register read selection. When 
bit 1 = 1 , bit 0 selects the register status returned following an OCW3 read. If bit 0 = 0, the IRR will be 
read. If bit 0 = 1 , the ISR will be read. Following ICW initialization, the default OCW3 port address read 
will be “read IRR’’. To retain the current selection (read ISR or read IRR), always write a 0 to bit 1 
when programming this register. The selected register can be read repeatedly without reprogramming 
OCW3. To select a new status register, OCW3 must be reprogrammed prior to attempting the read. 

Bits[1:0] Function 

00 No Action 

01 No Action 

10 Read IRQ Register 

1 1 Read IS Register 
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3.4.9 ELCR— EDGE/LEVEL CONTROL REGISTER 

Register Location: 04D0h— INT CNTRL-1 

04D1h—INT CNTRL-1 
Default Value: OOh 

Attribute: Read/Write 

Size: 8 Bits 

The Edge/ Level Control Register is used to set the interrupts to be triggered by either the signal edge or the 
logic level. INTO, INTI, INT2, INT8, INTI 3 must be set to edge sensitive. After a reset all the INT signals are 
set to edge sensitive. 

Programming Considerations: 

If an interrupt is switched from level to edge sensitive, a false Interrupt is generated on that interrupt line. If the 
IRQx line is high, then switching the level/edge bet from a 1 to a 0 causes the interrupt controller to detect an 
interrupt. Also note that even if this interrupt Is masked when programming this register, the interrupt controller 
still latches the false interrupt. As soon as this interrupt is unmasked, the false interrupt is processed. 


Thus, before switching the edge/level function, disable interrupts to the processor (either mask interrupts or 
CLI Instruction). Then program the ELCR Register. Finally, re-initialize the interrupt controller to clear the false 
Interrupt. 


Bit 

Description 

7:0 

Edge/Levei Select: The bits select if the interrupts are triggered by either the signal edge or the logic 
level. A 0 bit represents an edge sensitive interrupt, and a 1 is for level sensitive. Blt[2:0] and bit 13 
must be set to 0. After A reset or power-on these registers are set to OOh. 


Bit 

Port 04D0h 

Port04D1h 


6 

INTO 

INT8 


1 

INTI 

INT9 


2 

INT2 

INT10 


3 

INT3 

INT11 


4 

INT4 

INTI 2 


5 

INT5 

INTI 3 


6 

INT6 

INT14 


7 

INT7 

INTI 5 


3.4.10 NMISC— NMI STATUS AND CONTROL REGISTER 

Register Location: 061 h 

Default Value: XOXO 0000 

Attribute: Read/Write, Read Only 

Size: 8 Bits 

This register Is used to check the status of different system components, control the output of the Speaker 
Counter (Timer 1, Counter 2), and gate the counter output that drives the SPKR signal. This register also 
controls NMI generation and reports NMI source status. Note that NMI generation is globally enabled/disabled 
via the NMIERTC Register and NMI generation for SERR# Is controlled via the MS Register. Bits[7:4] of this 
register are read-only and must be written as Os when writing to this register. Bits [3:0] are read/write. Follow- 
ing reset, bit 7 returns the PCI System Board Parity Error status (PERR#) and bit 5 is undetermined until 
Counter 2 is properly programmed. 
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Bit 

Description 

7 

System Board Error— RO: Bit 7 is set if the PERR# line is pulsed. This interrupt Is enabled by setting 
bit 2 to 0. To reset the interrupt, set bit 2 to 0 and then set it to 1 . Note that this bit does not reflect 
status of an NMl caused by SERR#, which is enabled and disabled/cleared via the MS Register. 

6 

lOCHK# NMi Source — RO: Bit 6 is set if an expansion board asserts lOCHK# on the ISA/EISA Bus. 
This Interrupt is enabled by setting bit 3 to 0. To reset the interrupt, set bit 3 to 0 and then set it to 1 . 

5 

Timer 1, Counter 2 — RO: The Timer 1 , Counter 2 OUT signal state is reflected In bit 5. The value on 
this bit following a read is the current state of the Counter 2 OUT signal. Counter 2 must be 
programmed following a reset for this bit to have a determinate value. 

4 

Refresh Cycle Toggle — RO: The Refresh Cycle Toggle signal toggles from either 0 to 1 or 1 to 0 
following every refresh cycle. 

3 

lOCHK# NMl Enable — R/W: When bit 3 is a 1 , lOCHK# NMI’s are disabled and cleared, and when 
bit 3 Is a 0 (default), lOCHK# NMI’s are enabled. 

2 

PCI System Board Error— R/W: When bit 2 is a 1 , the system board error is disabled and cleared. 
When bit 2 is a 0 (default), the system board parity error is enabled. Note that NMl generation for 
system board errors is enabled/disabled via bit 3 (System Error) of the Mode Select Register. 
Following reset, bit 2 Is a 0, and system board errors are enabled. 

1 

Speaker Data Enable — R/W: Speaker Data Enable is ANDed with the Timer 1, Counter 2 OUT signal 
to drive the SPKR output signal. When bit 1 is a 0 (default), the result of the AND is always 0 and the 
SPKR output is always 0. When bit 1 Is a 1 , the SPKR output is equivalent to the Counter 2 OUT signal 
value. 

0 

Timer 1, Counter 2 Gate Enable — R/W: When bit 0 is a 0, Timer 1 , Counter 2 counting Is disabled. 
Counting is enabled when bit 0 Is a 1 . This bit controls the GATE Input to Counter 2. 


3.4.11 NMIERTC— NMl CONTROL AND REAL-TIME CLOCK ADDRESS 

Register Location: 070h 

Default Value: See below 

Attribute: Write Only 

Size: 8 Bits 

The most-significant bit enables or disables all NMl sources including PERR#, SERR#, lOCHK#, Fail-Safe 
Timer, Bus Timeout, and the NMl Port. Write an 80h to The NMIERTC Register to mask the NMl signal. This 
register Is shared with the real-time clock. The real-time-clock uses the lower six bits of this port to address 
memory locations. Writing to port 70h sets both the enable/disable bit and the memory address pointer. Do 
not modify the contents of this register without considering the effects on the state of the other bits. 


Bit 

Description 

7 

NMl Enable: Setting bit 7 to a 1 will disable all NMl sources. Setting the bit to a 0 enables the NMl 
Interrupt. 

6:0 

Real-Time Clock Address: Used by the Real-Time Clock on the Base I/O component to address 
memory locations. Not used for NMl enabling/disabling. 
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3.4.12 NMIESC— NMl EXTENDED STATUS AND CONTROL REGISTER 

Register Location: 0461 h 

Default Value: See below 

Attribute: Read/Write, Read Only 

Size: 8 Bits 

This register is used to check the status of different system components, control the output of the Speaker 

Counter (Timer 1 , Counter 2), and gate the counter output that drives the SPKR signal. 

Bits 4, 5, 6 ,, and 7 are read-only. Bits 0-3 are both read and write. When writing to this port, these bits must be 
written as O’s. Bit 7 returns the Fail-Safe Timer Status. This input comes from Timer 2, Counter 0. The current 
status of bit 2 enables or disables this Fail-Safe Timer NMl source. Bit 6 returns the Bus Timeout Status. Bit 6 
Is set if either a 64 BCLK or a 256 BCLK occurs. The current status of bit 3 enables or disables this Fall-Safe 
Timer NMl source. If NMl is caused by a Bus Timeout, bit 4 distinguished between the 8 jms (64 BCLK) and 

32 jLts (256 BCLK) timeout. Bit 5 is the current state of an I/O write to port 0462h. The current status of bit 1 
enables or disables Software generated NMl. Bit 0 controls the state of the RSTDRV output signal. If bit 0 is 
set to 1 , the RSTDRV signal is asserted and a system bus reset is performed. Bit 0 should be set long enough 
(> 8 BCLKs) for the system bus devices to be properly reset. 


Bit 

Description 

7 

Faii-Safe Timer Status — RO: This bit indicates the status of the Fall-safe Timer. When Timer 2, 
Counter 0 count expires, this bit is set to a 1 If bit 2 has previously been set to 1 . A value of 0 Indicates 
that the current NMl was not caused by the Fail-Safe Timer. A value of 1 indicates that the Fall-Safe 
timer has timed out. 

6 

Bus Timeout Status— RO: This bit indicates the status of Bus master timeout logic. If this bit is 0, the 
Bus Master timeout logic has not detected a bus timeout. If this bit is 1 , the bus master timeout logic 
has detected a bus timeout. 

5 

Software NMl Status— RO: This bit indicates the status of the Software NMl port writes. A write to I/O 
port 0462 of any value will set this bit to 1 if bit 1 is set to 1 . If this bit Is 0, the current NMl was not 
caused by a write to the NMl Port. If this bit is 1 , the current NMl was caused by a write to the NMl Port. 

4 

Bus Timeout Status— RO: This bit indicates the status of the 8 jms EISA Bus master timeout event. If 
the bit Is 0, the current NMl was not caused by the 8 jus EISA bus master timeout. If this bit is 1 , the 
current NMl was caused by this bus timeout. 

3 

Bus Timeout Enable — R/W: This bit enables/disables NMl EISA bus timeout, if this bit is 0, an NMl 
will not be generated for bus timeout. Also the NMl condition caused by the Bus timeout will be 
cleared. If this bit is 1 an NMl will be generated when Timer 2 Counter 0 count expires. 

2 

Fail-Safe NMl Enable — R/W: This bit enables/disables NMl when the Fail-Safe Timer timesout. If this 
bit Is 0, an NMl will not be generated when the Timer 2 Counter 0 count expires. Also the NMl condition 
caused by the Fall-Safe Timer will be cleared. If this bit is 1 an NMl will be generated when Timer 2 
Counter 0 count expires. 

1 

Software NMl Enable — R/W: This bit enables/disables software generated NMl. If this bit is 0, a write 
to I/O port 0462h will not generate an NMl. If this bit is 1 NMl will be generated for a write to I/O port 
0462h. 

0 

Bus Reset — R/W: When bit 0 is a 0, RSTDRV signal function as a normal reset drive signal. When bit 
0 is 1 , the RSTDRV signal is asserted. Following reset, bit 0 Is a 0 and the RSTDRV output is low. 
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3.4.13 SOFTNMI— SOFTWARE NMI GENERATION REGISTER 

Register Location: 0462h 

Default Value: xxh 

Attribute: Write Only 

Size: 8 Bits 


A write to this port with any data will cause an NMI. This port provides a software mechanism to cause an NMI 
if interrupts are enabled. 


Bit 

Description 

7:0 

Software NMI Port: The bit pattern is not specific. A write to this port will generate a Software NMI if 
enabled. 



3.5 EISA Configuration, Floppy Support, and Port 92h 

3.5.1 CONFRAMP— CONFIGURATION RAM PAGE REGISTER 

Register Location: OCOOh 

Default Value: xxxOOOOOb 

Attribute: Read/Write 

Size: 8 Bits 


This register contains the Configuration RAM Page address. During accesses to the Configuration RAM 
(0800h-08FFh), the ESC drivers the CPG[4:0] signals with the value of bits[4:0] of this register. The CPG[4:0] 
signals are connected to address pins ADDR[12:8] of the Configuration RAM. 


Bit 

Description 

7:5 

Reserved 

4:0 

CRAM Page Address: The value of these bit selects a specific page from the Configuration RAM 
space. The SA[7:0] addresses select the location within this page during I/O accesses to the 
Configuration RAM. The value Is driven onto CPG[4:0] during accesses to Configuration RAM. 


3.5.2 DIGOUT— DIGITAL OUTPUT REGISTER 

Register Location: 03F2h (Primary), 0372h (Secondary) 

Default Value: xxxxOxxxb 

Attribute: Write only 

Size: 8 Bits 

This register is used to prevent XBUSOE# from responding to DACK2# during a DMA read access to a floppy 
controller on the ISA bus. If a second floppy (residing on the ISA bus) is using DACK2# in conjunction with a 
floppy on the X-bus, this prevents the floppy on the X-Bus and the X-bus transceiver from responding to an 
access targeted for the floppy on the ISA bus. This register is also located in the floppy controller device. 
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Description 

7:4 

Not Used: These bits exist in the 82077 FDC. Refer to the 82077 data sheet for further details. 

3 

DMA Enable: When this bit is a 1 , the assertion of DACK# will result In XBUSOE# being asserted. If 
this bit is 0, DACK2# has no effect on XBUSOE#. This port bit also exists on the 82077 FDC. This bit 
defaults to disable (0). 

2:0 

Not Used: These bits exist in the 82077 FDC. Refer to the 82077 data sheet for further details. 


3.5.3 PORT 92 REGISTER 

Register Location: 92h 

Default Value: 001 001 00b 

Attribute: Read/Write 

Size: 8 Bits 


This register is used to support the alternate reset (ALTRST #), alternate A20 (ALTA20), power-on password 
protection, and fixed disk light function (DLIGHT#). This register is only accessible If bit 6 in the Peripheral 
Chip Select Enable B Register is set to 1 . 


ig 

Description 

1 

Fixed Disk Activity Light: These bits are used to turn the Fixed Disk Activity Light on and off. When 
either of these bits are set to a 1 , the light Is turned on (DLIGHT # driven active). To turn the light off, 
both of these bits must be 0. 

5 

Reserved: This bit Is reserved and will always return a 1 when read. 

4 

Not Used: This bit is not used and will always return a 0 when read. 

3 

Power on Password Protection: A 1 on this bit enables power-on password protection by inhibiting 
accesses to the RTC memory for RTC addresses (port 70h) from 36h to 3Fh. This is accomplished by 
not generating RTCRD# and RTCWR# signals for theses accesses. 

m 

Reserved: This bit is reserved and will always return a 1 when read. 

1 

ALTA20 Signal: Writing a 0 to this bit causes the ALTA20 signal to be driven low. Writing a 1 to this bit 
causes the ALTA20 signal to be driven high. 

0 

ALTRST# Signal: This read/write bit provides an alternate system reset function. This function 
provides an alternate means to reset the system CPU to effect a mode switch from Protected Virtual 
Address Mode to the Real Address Mode. This provides a faster means of reset than is provided by 
the Keyboard controller. This bit Is set to a 0 by a system reset. Writing a 1 to this bit will cause the 
ALTRST # signal to pulse active (low) for approximately 4 SYSCLK’s. Before another ALTRST # pulse 
can be generated, this bit must be written back to a 0. 
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3.5.4 LEISAMG— LAST EISA BUS MASTER GRANTED REGISTER 

Register Location: 0464h 

Default Value: xxh 

Attribute: Read Only 

Size: 8 Bits 


This register contains information about which EISA bus master most recently had control of the EISA bus. A 
bit read of 0 indicates that the corresponding slot most recently was granted the bus. 


Bit 

Description 

7:0 

Last EISA Bus Master: A value of 1 is placed in the bit position of the most recently granted EISA Bus 
Master. 


3.6 Pow«r lyianasenuMfit Registers 

This section describes two power management registers that are In the a2374SBAPMS and APMC Registers. 
These registers are locate in normal I/O spaed and mast be accessed (via die CPU or PCI 8«s> udii 8-blt 
acc^^s. Note that the rest of the power management registers are ^mri of die ESC configwai^n registers. 


MA APMO-ADVANOED POmn MANAGiMENT CONTROL PORT 

I/O Address: 0B2h 

Default Valuer ODh 
Attribute: Read/Write 

Size: 8 Bits 

This register passes data (APM Commands) between the OS and the SMI handler. In addidon» wrlt^ can 
generate an SMI and reads can cause STPCLK# to be asserted. The ESC operadon is not effects by the 
data In this register. 


mt 

Descrikittoii 

7^ 

APM Control Port (APMC): Writes to this register store data in the APMC Register and mds redim 
the last data written. In addition, writes generate an SMI, if bit 7 of the SMiEN Register and bit 0 of dte 
SMICNTL Roister are both is set to 1 . Reads muse tie STPCLK# ^gnal to be asserted, if 1 of t:ys 

SMICNTL Register is set to 1. Reach do not generate an SMi. 


3 J.2 iUPMS-AOVANCED POWER MANAGEMENT STAItJS PCMT 

I/O krnmm: 0B3h 

Default Value: OOh 
Attribute: Read/Write 

Bkm 8 Bits 


This register passes stadis Inlormadon between the OS and the SMi handler. The ESC operadc^t is liot 
affected by the data In this register. 


HI 

Description 

iSI 

APM Stott» Port (APMS): VWtes store dato in this and rnttos rstarni Vtm tostdato wiiMti. 
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3.7 APIC Registers 

This section describes the registers used to program the Advanced Programmable Interrupt Controller. The 
I/O APIC registers are accessed by an indirect addressing scheme using two registers (lOREGSEL and 
lOWIN) that are located In the CPU’s memory space (memory address specified by the APICBASE Register). 
To reference an I/O APIC register, a Dword memory write loads the lOREGSEL Register with a 32-bit value 
that specifies the APIC register. The lOWIN Register then becomes a four byte window pointing to the APIC 
register specified by bits[7:0] of the lOREGSEL Register. The register address table is shown In the Address 
Decode section. 

All APIC registers are accessed using 32-bit loads and stores. This implies that to modify a field (e.g., bit, byte) 
In any register, the whole 32-bit register must be read, the field modified, and the 32-bits written back. In 
addition, registers that are described as 64-bits wide are accessed as multiple independent 32-bit registers. 


3.7.1 lOREGSEL— I/O REGISTER SELECT REGISTER 

Memory Address: PECO xOOOh (82374EB) (x = See APICBASE Register) 

PECO xyOOh APICBASE Regls^) 


Default Value: 
Attribute: 

Size: 


OOh 

Read/Write 
32 Bits 


This register selects an I/O APIC Unit register. The contents of the selected 32-blt register can be manipulated 
via the I/O Window Register. 


Bit 

Description 

31:8 

Reserved 

7:0 

APIC Register Address: Bits [7:0] specify the APIC register to be read/ written via the lOWIN 
Register. 


3.7.2 lOWIN— I/O WINDOW REGISTER 

Memory Address: PECO x010h (82374EB) (x = See APICBASE Register) 


PECO xylOh (8237438) APICBASE Register) 

Default Value: OOh 

Attribute: Read/Write 

Size: 32 Bits 




This register Is mapped onto the I/O Unit’s register selected by the lOREGSEL Register. Readabillty/writability 
by software is determined by the I/O APIC register that is currently selected. 


Bit 

Description 

31:0 

APIC Register Data: Memory references to this register are mapped to the APIC register specified 
by the contents of the lOREGSEL Register. 
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3.7.3 APICID— I/O APIC IDENTIFICATION REGISTER 

Address Offset: OOh ' 

Default Value: OOh 

Attribute: Read /Write 

Size: 32 Bits 

This register contains the unit’s 4-bit APIC ID. The ID serves as a physical name of the I/O APIC Unit. All APIC 
units using the APIC bus should have a unique APIC ID. The APIC bus arbitration ID for the I/O unit is also 
writtten during a write to the APICID Register (same data is loaded into both). This register must be pro- 
grammed with the correct ID value before using the I/O APIC unit for message transmission. 


Bit 

Description 

31:28 

Reserved 

27:24 

I/O APIC Identification: This 4-bit field contains the I/O APIC identification. 

23:0 

Reserved 


3.7.4 APICID— I/O APIC IDENTIFICATION REGISTER 

Address Offset: 01 h 

Default Value: OOh 

Attribute: Read Only 

Size: 32 Bits 

The I/O APIC Version Register identifies the APIC hardware version. Software can use this to provide compati- 
bility between different APIC implementations and their versions. In addition, this register provides the maxi- 
mum number of entries in the I/O Redirection Table. 



Bit 

Description 

31:24 

Reserved 

23:16 

Maximum Redirection Entry: This field contains the entry number (0 being the lowest entry) of the 
highest entry in the I/O Redirection Table. The value is equal to the number of interrupt input pins 
minus one of this I/O APIC. The range of values Is 0 through 239. For the ESC, this value is OFh. 

15:8 

Reserved 

7:0 

APIC VERSION: This 8 bit field Identifies the implementation version. The version numbers are 
assigned for 82489DX and APIC as follows: 

OXh = 82489DX 
IXh = APIC 
20-FFh = Reserved 

For the ESC, the current value Is 1 1 h. 
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3.7.5 APICARB— I/O APIC ARBITRATION REGISTER 

Address Offset: 02h 

Default Value: 000F0011h 

Attribute: Read Only 

Size: 32 Bits 


The APICARB Register contains the bus arbitration priority for the I/O APIC. This register is loaded whenever 
the I/O APIC ID Register Is written. 


Bit 

Description 

31:28 

Reserved 

27:24 

I/O APIC Identification: This 4 bit field contains the I/O APIC identification. 

23:0 

Reserved 


3.7.6 IOREDTBL[15;0]— I/O REDIRECTION TABLE REGISTERS 


Address Offset: 


Default Value: 
Attribute: 

Size: 


10-11h (lOREDTBLO) 
12-13h (IOREDTBL1) 
14-15h (IOREDTBL2) 
16-17h (IOREDTBL3) 
18-19h (IOREDTBL4) 
1A-1Bh (IOREDTBL5) 
1C-1Dh (IOREDTBL6) 
1E-1Fh (IOREDTBL7) 
20-21 h (IOREDTBL8) 
22-23h (IOREDTBL9) 
24-25h (IOREDTBL10) 
26-27h (IOREDTBL11) 
28-29h (IOREDTBL12) 
2A-2Bh (IOREDTBL13) 
2C-2Dh (IOREDTBL14) 
2E-2Fh (IOREDTBL15) 
xxOOOOOO OOOIOxxxh 
Read/Write, Read Only 
64 Bits each 


There are 16 1/0 Redirection Table entry registers. Each register is a dedicated entry for each interrupt input 
pin. Unlike IRQ pins of the 8259A, the notion of interrupt priority Is completely unrelated to the position of the 
physical interrupt input pin on the APIC. Instead, software determines the vector (and therefore the priority) for 
each corresponding interrupt input pin. For each interrupt pin, the operating system can also specify the signal 
polarity (low active or high active), whether the interrupt is signaled as edges or levels, as well as the destina- 
tion and delivery mode of the interrupt. The information in the redirection table is used to translate the 
corresponding Interrupt pin information into an Inter-APIC message. 

For a signal on an edge-sensitive interrupt input pin to be recognized as a valid edge (and not a glitch), the 
input level on the pin must remain asserted until the I/O APIC Unit broadcasts the corresponding message 
over the APIC bus and the message has been accepted by the destination(s) specified in the destination field. 
Only then will the source APIC be able to recognize a new edge on that Interrupt Input pin. That new edge only 
results In a new invocation of the handler if its acceptance by the destination APIC causes the Interrupt 
Request Register bit to go from 0 to 1. (In other words, if the Interrupt wasn’t already pending at the destina- 
tion.) 
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Bit 

Description 

63:56 

Destination Fieid: If the Destination Mode of this entry is Physical Mode (bit 11=0), bits[59:56] 
contain an APIC ID. If Logical Mode is selected (bit 1 1 = 1), the Destination Field potentially defines 
a set of processors. Bits [63:56] of the Destination Field specify the logical destination address. 

55:17 

Reserved 

16 

interrupt Mask: When this bit is 1 , the interrupt signal is masked. Edge-sensitive interrupts signaled 
on a masked interrupt pin are ignored (i.e., not delivered or held pending). Level-asserts or negates 
occurring on a masked level-sensitive pin are also ignored and have no side effects. Changing the 
mask bit from unmasked to masked after the interrupt is accepted by a local APIC has no effect on 
that interrupt. This behavior Is Identical to the case where the device withdraws the interrupt before 
that interrupt is posted to the processor. It is software’s responsibility to handle the case where the 
mask bit is set after the interrupt message has been accepted by a local APIC unit but before the 
interrupt is dispensed to the processor. When this bit Is 0, the interrupt is not masked. An edge or 
level on an interrupt pin that Is not masked results In the delivery of the interrupt to the destination. 

15 

Trigger Mode — R/W: The trigger mode field indicates the type of signal on the interrupt pin that 
triggers an interrupt. This bit is set to 1 for level sensitive and 0 for edge sensitive. 

14 

Remote IRR — RO: This bit is used for level triggered interrupts. Its meaning is undefined for edge 
triggered Interrupts. For level triggered interrupts, this bit is set to 1 when local APIC(s) accept the 
level Interrupt sent by the I/O APIC. The Remote IRR bit is set to 0 when an EOl message with a 
matching Interrupt vector is received from a local APIC. 

13 

Interrupt Input Pin Polarity (INTPOL) — R/W: This bit specifies the polarity of the interrupt signal. 
A 0 selects high active and a 1 selects low active. 

12 

Delivery Status (DELIVS) — RO: The Delivery Status bit contains the current status of the delivery 
of this interrupt. Delivery Status is read-only and writes to this bit (as part of a 32 bit word) do not 
effect this bit. When bit 1 2 = 0 (IDLE), there is currently no activity for this interrupt. When bit 1 2 = 1 
(Send Pending), the interrupt has been injected. However, its delivery is temporarily held up due to 
the APIC bus being busy or the inability of the receiving APIC unit to accept that interrupt at that 
time. 

11 

Destination Mode (DESTMOD) — R/W: This field determines the interpretation of the Destination 
field. When DESTMOD = 0 (physical mode), a destination APIC is identified by Its ID. Bits 56 through 
59 of the Destination field specify the 4 bit APIC ID. When DESTMOD = 1 (logical mode), 
destinations are Identified by matching on the logical destination under the control of the Destination 
Format Register and Logical Destination Register in each Local APIC. Bits 56 through 63 (8 MSB) of 
the Destination field specify the 8 bit APIC ID. 
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Bit 

Description 

10:8 

Deiivery Mode (DELMOD) — R/W: The Delivery Mode is a 3 bit field that specifies how the APICs 
listed in the destination field should act upon reception of this signal. Note that certain Deiivery 
Modes only operate as intended when used in conjunction with a specific trigger Mode. These 
restrictions are indicated in the following table for each Delivery Mode. 


Bits [10:8] 

Mode 

Description 


000 

Fixed 

Deliver the signal on the INTR signal of all processor cores listed in 
the destination. Trigger Mode for “fixed” Delivery Mode can be edge 
or level. 


001 

Lowest Priority 

Deliver the signal on the INTR signal of the processor core that is 
executing at the lowest priority among ail the processors listed in the 
specified destination. Trigger Mode for “lowest priority”. Delivery 
Mode can be edge or level. 


010 

SMI 

System Management Interrupt. A delivery mode equal to SMI requires 
an edge trigger mode. The vector information Is ignored but must be 
programmed to ail zeroes for future compatibility. 


oil 

Reserved 



100 

NMI 

Deliver the signal on the NMI signal of ail processor cores listed in the 
destination. Vector information is ignored. NMI must be programmed 
as edge-triggered for proper operation. 


101 

INIT 

Deliver the signal to all processor cores listed in the destination by 
asserting the INIT signal. All addressed local APICs will assume their 
INIT state. INIT must be programmed as edge-triggered for proper 
operation 


110 

Reserved 



111 

ExtINT 

Deliver the signal to the INTR signal of all processor cores listed in the 
destination as an interrupt that originated in an externally connected 
(8259A-compatlble) interrupt controller. The INTA cycle that 
corresponds to this ExtINT delivery is routed to the external controller 
that is expected to supply the vector. A Delivery Mode of “ExtINT” 
requires an edge trigger mode. 

7:0 

Interrupt Vector (INTVEC)— R/W: The vector field Is an 8 bit field containing the interrupt vector for 
this interrupt. Vector values range from 1 0 to FEh. 
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4.0 ADDRESS DECODING 

The ESC contains an address decoder to decode EISA/ ISA master cycles. The ESC address decoder uses 
the address line LA[31:2], and byte enable BE[3:0]# to decode EISA master cycles. For ISA master cycles, 
the ESC uses address line LA[31:2], SA[1:0], and high byte enable SHBE# for address decode. 

The ESC decodes the following set of addresses. 

1 . BIOS memory space. 

2. I/O addresses contained within the ESC. 

3. Configuration registers. 

4. X-Bus Peripherals. 

5. Memory addresses for accessing APIC. 


4.1 BIOS Memory Space 

The ESC supports a total of 512 KBytes of BIOS. The ESC will assert the LBIOSCS# signal for memory cycles 
decoded to be in the BIOS space. The 512 KBytes of BIOS includes the conventional 128 KBytes of BIOS and 
384 KBytes of enlarged BIOS. 

The 128 KBytes conventional BIOS memory space is mapped at 1 MByte boundary between memory address 
OOOEOOOOh-OOOFFFFFh. The 128 KByte conventional BIOS memory space is split into one 64 KByte region, 
and four 16 KByte regions. These regions are Low BIOS region 1 (000E0000h-000E3FFFh), Low BIOS region 
2 (OOOE4000h-OOOE7FFFh), Low BIOS region 3 (000E8000h-000EBFFFh), and Low BIOS region 4 
(OOOECOOOh-OOOEFFFFh) and High BIOS region (OOOFOOOOh-OOOFFFHFh). The ESC wiii assert the 
LBIOSCS# signal for memory cycles to these regions if the corresponding configuration bits In the BIOS Chip 
Select A register are set to enable (see Table 3). 

The conventional BIOS Is aliased at multiple memory regions. The aliased memory regions are at 16 MByte 
boundary (Fligh BIOS only), 4 GByte minus 1 MByte boundary, and 4 GByte boundary. The ESC will assert 
LBIOSCS# for memory cycles to these aliased regions If the corresponding configuration bits in the BIOS 
Chip Select B register are also set to enable (see Table 3). 

The ESC supported VGA BIOS on the motherboard by aliasing the VGA BIOS region to the conventional BIOS 
region. The VGA BIOS Is accessed at memory region 0000C0000h-0000C7FFF. The VGA BIOS region is 
divided into a Low VGA region (000C0000h-000C3FFFh) and a High VGA region (OOOC4000h-OOOC7FFFh). 
If the BIOS Chip Select B register bit 0 (Low VGA BIOS Enable) and bit 1 (High VGA BIOS Enable) are set to 
enable, memory accesses to Low VGA BIOS region and High VGA BIOS region will be aliased to conventional 
Low BIOS region 1 and Low BIOS region 2 respectively and the ESC will assert LBIOSCS# 

The ESC supports the 384 KBytes of enlarged BIOS as specified by the PCI specification. This 384 KByte 
region is mapped in memory space below the 4 GByte aliased conventional BIOS. The enlarged BIOS is 
accessed between FFF80000h-FFFDFFFFh memory space. If the enlarged BIOS is enabled In the BIOS 
Enable Chip Select 1 register bit 5 (Enlarged BIOS Enable), the ESC will assert LBIOSCS# signal for access- 
es to this region. 

BIOS Location Auto-Detection 

Some applications require that Flash-EPROM based BIOS be updated In the system from the data coming 
from the floppy disk. To support this, the X-bus signals must be properly controlled (i.e. the ESC’s X-Bus 
control logic must be aware of physical BIOS location — X-bus or ISA Bus). This Is supported transparently to 
the software by configuring ESC’s X-Bus logic during RESET using the SLOWH# pin. 


OKIF®K(MlyS^‘irO©lKl 


2-861 


82374EB/82374SB 



Logic level on SLOWH# pin is sampled at the end of reset sequence to determine whether BIOS resides on 
the X-Bus (1) or on the ISA bus (0). This information is used by the ESC to control the X-Bus transceivers 
during BIOS access. 


4GB 

4GB-64KB 

4GB-128KB 

4GB-512KB 

4GB-1MB 

4GB-(1MB-64KB) 

4GB-(1MB-128KB) 


16MB 

16MB-64KB 


1MB 

960KB 

896KB 

800KB 

768KB 


290476-65 

Figure 2. BIOS Memory Map 
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Table 3. BIOS Chip Select Enable Table 


Memory Address 
Range 

Low BIOS En 

High 

BIOS 

En 

ENL 

BIOS 

En 

Low 

VGA 

BIOS 

High 

VGA 

BIOS 

16M 

BIOS 

En 

LBIOSCS# 

Asserted 


1 

2 

3 

4 

En 

En 


OOOCOOOOh to 

X 

X 

X 

X 

X 

X 

0 

X 

X 

No 

000C3FFFh 

X 

X 

X 

X 

X 

X 

1 

X 

X 

Yes 

000C4000h to 

D 

B 

B 

B 



^B 


^B 


000C7FFFh 

H 

B 

B 

B 

B1 

BB 

IS 


IS 


OOOEOOOOh to 

□ 

B 

B 

B 


^B 



^B 

No 

000E3FFFh 

n 

B 

B 

B 

IS 

IS 

IS 

BB 

BB 

Yes 

000E4000h to 

D 

B 

B 

B 

BB 

Bi 

BB 

Bi 

BB 

No 

000E7FFFh 

D 


B 

B 

IS 

IS 

IS 

IS 

BB 

Yes 

OOOESOOOh to 

D 

HI 

B 

B 

BB 

Bi 

BB 

SI 

BB 

No 

OOOEBFFFh 

B 

B 

B 

B 

IS 

BB 

IS 

IS 

IS 

Yes 

OOOECOOOh to 

X 

X 

X 

0 

X 

^B 


s 

^B 

No 

OOOEFFFFh 

X 

X 

X 

1 

X 

l^i 

IS 

IS 

IS 

Yes 

OOOFOOOOh to 

D 

B 

B 

B 


^B 

BB 

s 

BB 

No 

OOOFFFFFh 
(960KB to 1MB) 

H 

■ 

■ 

1 


■ 

B 

B 

B 

Yes 

OOFFOOOOh to 

D 

B 

a 


DHI 


mm 


0 

No 

OOFFFFFFh 

H 

B 







0 

Yes 

(16MB-64KB to 
16MB) 

1 

■ 

■ 


1 

■ 

B 

B 

1 



□ 

B 

B 



^B 


s 

X 

No 


11 

B 

B 

B 

IS 

Si 

IS 

Bi 

X 

Yes 


D 

0 

B 

B 

wm 

BB 


s 

^B 



B 

1 

B 

B 

IS 

BB 

BB 

BB 

BB 


FFEE8000h to 

B 

B 

B 

B 


^B 

^B 

^B 

S 


FFEEBFFFh 

B 

B 

B 

B 

^B 

IS 

^B 

^B 

^B 


FFEECOOOh to 

B 

B 

B 

B 

BB 

Bi 

BB 

BB 

S 


FFEEFFFFh 

B 

B 

B 

B 

IS 

^B 

IS 

^B 

^B 


FFEFOOOOh to 

X 

X 

X 

X 

0 

X 

X 

X 

X 

No 

FFEFFFFFh 

X 

X 

X 

X 

1 

X 

X 

X 

X 

Yes 

FFFSOOOOh to 

X 

X 

X 

X 

X 

0 

X 

X 

X 

No 

FFFDFFFFh 
(4GB-512KB to 
4G- 128KB 

X 

X 

X 

X 

X 

1 

X 

X 

X 

Yes 

FFFEOOOOh to 

0 

X 

X 

X 

X 

X 

X 

X 

X 

No 

FFFE3FFFh 

1 

X 

X 

X 

X 

X 

X 

X 

X 

Yes 

FFFE4000h to 

X 

0 

X 

X 

X 

X 

X 

X 

X 

No 

FFFE7FFFh 

X 

1 

X 

X 

X 

X 

X 

X 

X 

Yes 
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Table 3. BIOS Chip Select Enable Table (Continued) 


Memory Address 
Range 

Low BIOS En 

High 

BIOS 

En 

ENL 

BIOS 

En 

Low 

VGA 

BIOS 

En 

High 

VGA 

BIOS 

En 

16M 

BIOS 

En 

LBIOSCS# 

Asserted 

1 

2 

3 

4 

FFFE8000h to 

X 

X 

0 

X 

X 

X 

X 

X 

X 

No 

FFFEBFFFh 

X 

X 

1 

X 

X 

X 

X 

X 

X 

Yes 

FFFECOOOh to 

X 

X 

X 

0 

X 

X 

X 

X 

X 

No 

FFFEFFFFh 

X 

X 

X 

1 

X 

X 

X 

X 

X 

Yes 

FFFFOOOOh to 

X 

X 

X 

X 

0 

X 

X 

X 

X 

No 

FFFFFFFFh 

X 

X 

X 

X 

1 

X 

X 

X 

X 

Yes 


NOTES: 

1 . “x” in the above table represents a don’t care condition. 

2. All the region control bits for the BIOS space are in the BIOS Chip Select A register and BIOS Chip Select 2 register at 
configuration offsets 42h and 43h respectively. 


4.2 I/O Addresses Contained Within The ESC 

The ESC integrates functions like DMA, Programmable Interrupt Controller, and Timers. All the compatibility 
registers associated with these functions are also integrated into the ESC. The ESC also integrates some 
additional registers like EISA System ID register in order to reduce the overall chip count In the system. 

All the registers integrated in the ESC are located in the I/O range. These are 8-blt registers and are accessed 
through the ESC EISA interface. The ESC Internal registers are at fixed I/O locations with the exception of 
DMA Scatter-Gather registers. The DMA Scatter-Gather registers default to the I/O addresses 041 Oh to 
043Fh upon reset. These registers can be relocated by programming the Scatter-Gather Relocate Base 
Address register. The DMA Scatter-Gather registers can be relocated to I/O addresses range xx10h-xx3Fh. 

Registers at I/O addresses 70h, 372h, and 3F2h are shared registers between ESC and external logic. Port 
70h is duplicated in the Real Time Clock logic. Bit 3 of ports 372h and 3F2h reside in the ESC and the other 
bits reside in the Floppy Disk Controller. Table 4 documents the I/O address to the ESC Internal registers. 


Table 4. ESC I/O Register Address Map 


Address 

(Hex) 

Address (Bit) 

Type 

Name 

Block 

FEDC 

BA98 

7654 

3210 

OOOOH 

0000 

0000 

OOOx 

0000 

R/W 

DMA1 CHO Base and Current Address 

DMA 

0001 h 

0000 

0000 

OOOx 

0001 

R/W 

DMA1 CHO Base and Current Count 

DMA 

0002h 

0000 

0000 

OOOx 

0010 

R/W 

DMA1 CHI Base and Current Address 

DMA 

0003h 

0000 

0000 

OOOx 

0011 

R/W 

DMA1 CHI Base and Current Count 

DMA 

0004h 

0000 

0000 

OOOx 

0100 

R/W 

DMA1 CH2 Base and Current Address 

DMA 
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Table 4. ESC I/O Register Address Map (Continued) 


Address 

(Hex) 

Address (Bit) 

Type 

Name 

Block 

FEDC BA98 7654 3210 

0005H 

0000 

0000 

OOOx 

0101 

R/W 

DMA1 CH2 Base and Current Count 

DMA 

0006h 

0000 

0000 

OOOx 

0110 

R/W 

DMA1 CH3 Base and Current Address 

DMA 

0007h 

0000 

0000 

OOOx 

0111 

R/W 

DMA1 CH3 Base and Current Count 

DMA 

0008h 

0000 

0000 

OOOx 

1000 

R/W 

DMA1 Status(r) Command(w) Register 

DMA 

0009h 

0000 

0000 

OOOx 

1001 

wo 

DMA1 Write Request 

DMA 

OOOAh 

0000 

0000 

OOOx 

1010 

wo 

DMA1 Write Single Mask Bit 

DMA 

OOOBh 

0000 

0000 

OOOx 

1011 

wo 

DMA1 Write Mode 

DMA 

OOOCh 

0000 

0000 

OOOx 

1100 

wo 

DMA1 Clear Byte Pointer 

DMA 

OOODh 

0000 

0000 

OOOx 

1101 

wo 

DMA1 Master Clear 

DMA 

OOOEh 

0000 

0000 

OOOx 

1110 

wo 

DMA1 Clear Mask 

DMA 

OOOFh 

0000 

0000 

OOOx 

1111 

R/W 

DMA1 Read/Write All Mask Register Bits 

DMA 

0020h 

0000 

0000 

001 X 

xxOO 

R/W 

INT 1 Control 

PIC 

0021 h 

0000 

0000 

OOlx 

xxOI 

R/W 

INT 1 Mask 

PIC 

0022h 

0000 

0000 

0010 

0010 

R/W 

Configuration Address Index 

CONF 

0023h 

0000 

0000 

0010 

0011 

R/W 

Configuration Data Index 

CONF 

0040h 

0000 

0000 

01 Ox 

0000 

R/W 

Timer 1 Counter 0 — System Clock 

TC 

0041 h 

0000 

0000 

01 Ox 

0001 

R/W 

Timerl Counter 1 — Refresh Request 

TC 

0042h 

0000 

0000 

01 Ox 

0010 

R/W 

Timer 1 Counter 2 — Speaker Tone 

TC 

0043h 

0000 

0000 

01 Ox 

0011 

wo 

Timer 1 Command Mode 

TC 

0048h 

0000 

0000 

01 Ox 

1000 

R/W 

Timer 2 Counter 0 — Fail-Safe Timer 

TC 

0049h 

0000 

0000 

01 Ox 

1001 

R/W 

Timer 2 Counter 1 — Reserved 

TC 

004Ah 

0000 

0000 

01 Ox 

1010 

R/W 

Timer 2 Counter 2 — CPU Speed Control 

TC 

004Bh 

0000 

0000 

01 Ox 

1011 

wo 

Timer 2 Command Mode Register 

TC 

0061 h 

0000 

0000 

0110 

00x1 

R/W 

NMI Status and Control 

Control 
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Table 4. ESC I/O Register Address Map (Continued) 


Address 

(Hex) 

Address (Bit) 

Type 

Name 

Block 

FEDC BA98 7654 3210 

0070H1 

0000 

0000 

0111 

OxxO 

wo 

NMI Mask 

Control 

0080h 

0000 

0000 

lOOx 

0000 

R/W 

DMA Page Register-— Reserved 

DMA 

0081 h 

0000 

0000 

lOOx 

0001 

R/W 

DMA Channel 2 Page 

DMA 

0082h 

0000 

0000 

1000 

0010 

R/W 

DMA Channel 3 Page 

DMA 

0083h 

0000 

0000 

lOOx 

0011 

R/W 

DMA Channel 1 Page 

DMA 

0084h 

0000 

0000 

lOOx 

0100 

R/W 

DMA Page Register — Reserved 

DMA 

0085h 

0000 

0000 

lOOx 

0101 

R/W 

DMA Page Register — Reserved 

DMA 

0086h 

0000 

0000 

lOOx 

0110 

R/W 

DMA Page Register — Reserved 

DMA 

0087h 

0000 

0000 

lOOx 

0111 

R/W 

DMA Channel 0 Page 

DMA 

0088h 

0000 

0000 

lOOx 

1000 

R/W 

DMA Page Register — Reserved 

DMA 

0089h 

0000 

0000 

lOOx 

1001 

R/W 

DMA Channel 6 Page 

DMA 

008Ah 

0000 

0000 

lOOx 

1010 

R/W 

DMA Channel 7 Page 

DMA 

008Bh 

0000 

0000 

lOOx 

1011 

R/W 

DMA Channel 5 Page 

DMA 

008Ch 

0000 

0000 

lOOx 

1100 

R/W 

DMA Page Register — Reserved 

DMA 

008Dh 

0000 

0000 

lOOx 

1101 

R/W 

DMA Page Register — Reserved 

DMA 

008Eh 

0000 

0000 

lOOx 

1110 

R/W 

DMA Page Register — Reserved 

DMA 

008Fh 

0000 

0000 

lOOx 

1111 

R/W 

DMA Refresh Page 

DMA 

0092h 

0000 

0000 

1001 

0010 

R/W 

System Control Port 

Control 

OOAOh 

0000 

0000 

lOIx 

xxOO 

R/W 

INT 2 Control 

PIC 

OOAIh 

0000 

0000 

lOIx 

xxOI 

R/W 

INT2Mask 

PIC 


0000 

0000 

1011 

0010 

R/W 

Advance Power Management Control 

APM 


0000 . 

0000 

1011 

0011 

R/W 

Advanced Power Management Status 



0000 

0000 

1100 

OOOx 

R/W 

DMA2 CHO Base and Current Address 

DMA 

00C2h 

0000 

0000 

1100 

001 X 

R/W 

DMA2 CHO Base and Current Count 

DMA 


0000 

0000 

1100 

01 Ox 

R/W 

DMA2 CHI Base and Current Address 

DMA 

00C6h 

0000 

0000 

1100 

Ollx 

R/W 

DMA2 CHI Base and Current Count 

DMA 
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Table 4. ESC I/O Register Address Map (Continued) 


Address 

(Hex) 

Address (Bit) 

Type 

Name 

Block 

FEDC BA98 7654 3210 

00C8H 

0000 

0000 

1100 

lOOx 

R/W 

DMA2 CH2 Base and Current Address 

DMA 

OOCAh 

0000 

0000 

1100 

lOIx 

R/W 

DMA2 CH2 Base and Current Count 

DMA 







DMA2 CH3 Base and Current Address 

DMA 


0000 

0000 

1100 

111x 

R/W 

DMA2 CH3 Base and Current Count 

DMA 


0000 

0000 

1101 

OOOx 

R/W 

DMA2 Status(r) Command(w) Register 

DMA 

KSiBHM 

0000 

0000 

1101 

001 X 

wo 

DMA2 Write Request 

DMA 


0000 

0000 

1101 

01 Ox 

wo 

DMA2 Write Single Mask Bit 

DMA 



0000 

1101 

Ollx 

wo 

DMA2 Write Mode 

DMA 


1^91 

0000 

1101 

lOOx 

wo 

DMA2 Clear Byte Pointer 




0000 

1101 

101x 

wo 

DMA2 Master Clear 

DMA 

OODCh 

0000 

0000 

1101 

110x 

wo 

DMA2 Clear Mask 


OODEh 

0000 

0000 

1101 

111x 

R/W 

DMA2 Read/Write All Mask Register Bits 


OOFOh 

0000 

0000 

1111 

0000 

wo 

Reset IRQ 13 


0372h2 

0000 

0011 

0111 

0010 

wo 

Secondary Floppy Disk Digital Output 


03F2h2 

0000 

0011 

1111 

0001 

wo 

Primary Floppy Disk Digital Output 

FDCCS# 

0400h 

0000 

0100 

0000 

0000 

R/W 

Reserved 

DMA 

0401 h 

0000 

0100 

0000 

0001 

R/W 

DMA1 CHO Base/Current Count 

DMA 

0402h 

0000 

0100 

0000 

0010 

R/W 

Reserved 

DMA 

0403h 

0000 

0100 

0000 

0011 

R/W 

DMA1 CHI Base/Current Count 

DMA 

0404h 

0000 

0100 

0000 

0100 

R/W 

Reserved 

DMA 

0405h 

0000 

0100 

0000 

0101 

R/W 

DMA1 CH2 Base/Current Count 

DMA 

0406h 

0000 

0100 

0000 

0110 

R/W 

Reserved 

DMA 

0407h 

0000 

0100 

0000 

0111 

R/W 

DMA1 CH3 Base/Current Count 

DMA 

0408h 

0000 

0100 

0000 

1000 

R/W 

Reserved 

DMA 
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Table 4. ESC I/O Register Address Map (Continued) 


Address 

(Hex) 

Address (Bit) 

Type 

Name 

Block 

FEDC BA98 7654 3210 

0409H 

0000 

0100 

0000 

1001 

R/W 

Reserved 

DMA 

040Ah 

0000 

0100 

0000 

1010 

R/W 

DMA Chaining Mode Status/ Interrupt Pending 

DMA 

040Bh 

0000 

0100 

0000 

1011 

wo 

DMA1 Extended Mode 

DMA 

040Ch 

0000 

0100 

0000 

1100 

wo 

Chaining Buffer Control 

DMA 

040Dh 

0000 

0100 

0000 

1101 

R/W 

Reserved 

DMA 

040Eh 

0000 

0100 

0000 

1110 

R/W 

Reserved 

DMA 

040Fh 

0000 

0100 

0000 

1111 

R/W 

Reserved 

DMA 



0100 

0010 

0000 

wo 

DMA CHO S-G Command 

DMA 





^^1 


DMA CHI S-G Command 

DMA 

|||Q]QMI 

I^QI 





DMA CH2 S-G Command 

DMA 


II2SEEI 



IQ3QI 


DMA CH3 S-G Command 

DMA 





IQQI 


DMA CHS S-G Command 

DMA 

041 6h 

0000 

0100 

0010 

QIQ 

wo 

DMA CH6 S-G Command 

DMA 

041 7h 

0000 



QQI 

wo 

DMA CH7 S-G Command 

DMA 

041 8h 

0000 




wo 

DMA CHO S-G Status 

DMA 

041 9h 

0000 




wo 

DMA CHI S-G Status 

DMA 

041 Ah 





wo 

DMA CH2 S-G Status 

DMA 

041 Bh 





wo 

DMA CH3 S-G Status 

DMA 

041 Dh 

0000 

0100 

0010 

1101 

wo 

DMA CHS S-G Status 

DMA 

041 Eh 

0000 

0100 

0010 

1110 

wo 

DMA CH6 S-G Status 

DMA 

041 Fh 

0000 

0100 

0010 

1111 

wo 

DMA CH7 S-G Status 

DMA 

0420h 

0000 

0100 

0010 

0000 

RO 

DMA CHO S-G Descriptor Pointer 

DMA 







DMA CHO S-G Descriptor Pointer 

DMA 







DMA CHO S-G Descriptor Pointer 



BBIBItl 



^^0 


DMA CHO S-G Descriptor Pointer 


0424h 

0000 





DMA CHI S-G Descriptor Pointer 

DMA 
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Table 4. ESC 1/0 Register Address Map (Continued) 


Address 

(Hex) 

Address (Bit) 

Type 

Name 

Block 

FEDC BA98 7654 3210 

0425H 

0000 

0100 

0010 

0101 

RO 

DMA CHI S-G Descriptor Pointer 

DMA 

0426h 

0000 

0100 

0010 

0110 

RO 

DMA CHI S-G Descriptor Pointer 

DMA 

0427h 

0000 

0100 

0010 

0111 

RO 

DMA CHI S-G Descriptor Pointer 

DMA 

0428h 

0000 

0100 

0010 

1000 

RO 

DMA CH2 S-G Descriptor Pointer 

DMA 

0429h 

0000 

0100 

0010 

1001 

RO 

DMA CH2 S-G Descriptor Pointer 

DMA 

042Ah 

0000 

0100 

0010 

1010 

RO 

DMA CH2 S-G Descriptor Pointer 

DMA 

042Bh 

0000 

0100 

0010 

1011 

RO 

DMA CH2 S-G Descriptor Pointer 

DMA 


IBBBl 

0100 

0010 

1100 

RO 

DMA CH3 S-G Descriptor Pointer 

DMA 


IBBBl 





DMA CH3 S-G Descriptor Pointer 

DMA 

042Eh 

0000 




l^QI 

DMA CH3 S-G Descriptor Pointer 

DMA 

042Fh 





Ea 

DMA CH3 S-G Descriptor Pointer 

Eca 






Ea 

DMA CHS S-G Descriptor Pointer 





IBBl 


Ea 

DMA CHS S-G Descriptor Pointer 

laa 

0436h 

0000 

0100 

0011 

0110 

RO 

DMA CHS S-G Descriptor Pointer 

DMA 







DMA CHS S-G Descriptor Pointer 


BiBcHW 

liBIBl 

BBiBl 


KBBBI 

Ea 

DMA CH6 S-G Descriptor Pointer 



KBBl 

liBiBl 


KBBH 

Ea 

DMA CH6 S-G Descriptor Pointer 



IBBBl 

liffiBl 




DMA CH6 S-G Descriptor Pointer 

DMA 

043Bh 

0000 

0100 

0011 

1011 

RO 

DMA CH6 S-G Descriptor Pointer 

DMA 
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Table 4. ESC I/O Register Address Map (Continued) 


— 

Address 

(Hex) 

Address (Bit) 

Type 

Name 

Block 

FEDC BA98 7654 3210 






RO 

DMA CH7 S-G Descriptor Pointer 

DMA 






RO 

DMA CH7 S-G Descriptor Pointer 

DMA 


0000 




RO 

DMA CH7 S-G Descriptor Pointer 

DMA 






RO 

DMA CH7 S-G Descriptor Pointer 

DMA 


IBBBl 


linn 

0001 

R/W 

Extended NMI and Reset Control 






0010 

R/W 

NMl I/O Interrupt Port 






0100 

RO 

Last EISA Bus Master Granted (L) 

Control 





0000 

R/W 

Reserved 

DMA 





0001 

R/W 

DMA CH2 High Page 


0482h 




0010 

R/W 

DMA CH3 High Page 





1000 

0011 

R/W 

DMA CHI High Page 

DMA 




1000 

0100 

R/W 

Reserved 

DMA 

0485h 



1000 

0101 

R/W 

Reserved 

DMA 

0486h 

0000 

0100 



R/W 

Reserved 

DMA 

0487h 

0000 

0100 



R/W 

DMA CHO High Page 

DMA 

0488h 

0000 

0100 



R/W 

Reserved 


0489h 

0000 

0100 



R/W 

DMA CH6 High Page 


048Ah 

0000 

0100 

1000 

1010 

R/W 

DMA CH7 High Page 



0000 

0100 



R/W 

DMA CHS High Page 







R/W 

Reserved 




liBBI 



R/W 

Reserved 

1329 

048Eh 

0000 

0100 

1000 

1110 

R/W 

Reserved 

DMA 

048Fh 

0000 

0100 

lOOx 

1111 

R/W 

DMA Refresh High Page 

DMA 

04C2h 

0000 

0100 

1100 

0010 

R/W 

Reserved 

DMA 
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Table 4. ESC I/O Register Address Map (Continued) 


Address 

(Hex) 

Address (Bit) 

Type 

Name 

Block 

FEDC BA98 7654 3210 

04C6H 

0000 

0100 

1100 

0110 

R/W 

DMA CHS High Base & Current Count 

DMA 

04CAh 

0000 

0100 

1100 

1010 

R/W 

DMA CH6 High Base & Current Count 

DMA 

04CEh 

0000 

0100 

1100 

1110 

R/W 

DMA CH7 High Base & Current Count 

DMA 

04D0h 

0000 

0100 

1101 

0000 

R/W 

INT-1 Edge/ Level Control 

PIC 

04D1h 

0000 

0100 

1101 

0001 

R/W 

INT-2 Edge/Level Control 

PIC 

04D2h 

0000 

0100 

1101 

0010 

R/W 

Reserved 

DMA 


0000 

0100 

1101 

0011 

R/W 

Reserved 



0000 

0100 

1101 

0100 

R/W 

DMA2 Chaining Mode 

wsm 


0000 

0100 

1101 

1001 

R/W 

Reserved 


04D6h 

0000 

0100 

1101 

0010 

wo 

DMA2 Extended Mode 


04D7h 

0000 

0100 

1101 

0111 

R/W 

Reserved 


04D8h 

0000 

0100 

1101 

1000 

R/W 

Reserved 



0000 

0100 

1101 

1001 

R/W 

Reserved 


04DAh 


0100 

1101 

1010 

R/W 

Reserved 

DMA 

04DBh 

0000 

0100 

1101 

1011 

R/W 

Reserved 




0100 

1101 

1100 

R/W 

Reserved 



IBBBl 

0100 

1101 

1101 

R/W 

Reserved 



0000 

0100 

1101 

1110 

R/W 

Reserved 


04DFh 

0000 

0100 

1101 

1111 

R/W 

Reserved 

DMA 

04E0h 

0000 

0100 

1110 

0000 

R/W 

DMA CHO Stop Register Bits[7:2] 

DMA 

04E1h 

0000 

0100 

1110 

0001 

R/W 

DMA CHO Stop Register Bits[15:8] 

DMA 

04E2h 

0000 

0100 

1110 

0010 

R/W 

DMA CHO Stop Register Bits[23:16] 

DMA 

04E3h 

0000 

0100 

1110 

0011 

R/W 

Reserved 

DMA 

04E4h 

0000 

0100 

1110 

0100 

R/W 

DMA CHI Stop Register Bits [7:2] 

DMA 

04E5h 

0000 

0100 

1110 

0101 

R/W 

DMA CHI Stop Register Bits[15:8] 

DMA 
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Table 4. ESC I/O Register Address Map (Continued) 


Address 

(Hex) 

Address (Bit) 

Type 

Name 

Block 

FEDC BA98 7654 3210 

04E6H 

0000 

0100 

1110 

0110 

R/W 

DMA CHI Stop Register Bits [23: 16] 

DMA 



0100 

1110 

0111 

R/W 

Reserved 

DMA 

04E8h 

0000 




R/W 

DMA CH2 Stop Register Bits [7:2] 

DMA 

04E9h 

0000 

0100 

1110 

1001 

R/W 

DMA CH2 Stop Register Bits[15:8] 

DMA 

04EAh 

0000 

0100 

1110 

1010 

R/W 

DMA CH2 Stop Register Bits [23: 16] 


04EBh 

0000 

0100 

1110 

1011 

R/W 

Reserved 


04EC 

0000 

0100 

1110 

1100 

R/W 

DMA CH3 Stop Register Bits [7:2] 


04EDh 

0000 

0100 

1110 

1101 

R/W 

DMA CH3 Stop Register Bits[15:8] 

DMA 

04EEh 

0000 

0100 

1110 

1110 

R/W 

DMA CH3 Stop Register Bits [23: 16] 

DMA 

04EFh 

0000 

0100 

1110 

1111 

R/W 

Reserved 

DMA 

04F0h 

0000 

0100 

1111 

0000 

R/W 

Reserved 

DMA 

04F1h 

0000 

0100 

1111 

0001 

R/W 

Reserved 

DMA 

04F2h 

0000 

0100 

1111 

0010 

R/W 

Reserved 

DMA 

04F3h 

0000 

0100 

1111 

0011 

R/W 

Reserved 

DMA 

04F4h 

0000 

0100 

1111 

0100 

R/W 

DMA CHS Stop Register Bits [7:2] 

DMA 

04F5h 

0000 

0100 

1111 

0101 

R/W 

DMA CHS Stop Register Bits[1S:8] 

DMA 

04F6h 

0000 

0100 

1111 

0110 

R/W 

DMA CHS Stop Register Bits [23: 16] 

DMA 







Reserved 



0000 

0100 

1111 

1000 

R/W 

DMA CH6 Stop Register Bits [7:2] 

DMA 

04F9h 

0000 

0100 

1111 

1001 

R/W 

DMA CH6 Stop Register Bits [16:8] 

DMA 

04FAh 

0000 

0100 

1111 

1010 

R/W 

DMA CHS Stop Register Bits [23: 16] 

DMA 
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Table 4. ESC I/O Register Address Map (Continued) 


Address 

(Hex) 

Address (Bit) 

Type 

Name 

Block 

FEDC BA98 7654 3210 

04FBH 

0000 

0100 

1111 

1011 

R/W 

Reserved 

DMA 

04FC 

0000 

0100 

1111 

1100 

R/W 

DMA CH7 Stop Register Bits[7:2] 

DMA 

04FDh 

0000 

0100 

1111 

1101 

R/W 

DMA CH7 Stop Register Bits[15:8] 

DMA 

04FEh 

0000 

0100 

1111 

0111 

R/W 

DMA CH7 Stop Register Bits [23: 16] 

DMA 

04FFh 

0000 

0100 

1111 

1111 

R/W 

Reserved 

DMA 

OCOOh 

0000 

1100 

0000 

0000 

R/W 

Configuration RAM Page Register 

Conf 

OCSOh 

0000 

1100 

100 

0000 

RO 

System Board ID Byte Lane 1 Bits [7:0] 

Board ID 

0C81h 

0000 

1100 

100 

0001 

RO 

System Board ID Byte Lane 2 Bits[15:8] 

Board ID 

0C82h 

0000 

1100 

100 

0010 

RO 

System Board ID Byte Lane 3 Bits[23:16] 

Board ID 

0C83h 

0000 

1100 

1000 

0011 

RO 

System Board ID Byte Lane 4 Blts[31:24] 

Board ID 


NOTES: 

1 . Port 70h resides in the ESC in addition the lower 7 bits of Port 70h reside in Real Time Clock also. 

2. Bit 3 of ports 372h and 3F2h reside in the ESC while the other bits reside on the ISA bus. 


4.3 Configuration Addresses 

ESC configuration registers are accessed through I/O registers 22h and 23h. These I/O registers are used as 
index address register (22h) and index data register (23h). The index address register is used to write the 
configuration register address. The data (configuration register address) in register 22h is used to decode a 
configuration register. The selected configuration register can be read or written to by performing a read or a 
write operation to the index data register at I/O address 23h. 


Table 5. Configuration Register Index Address 


Configuration 

Offset 

Abbreviation 

Register Name 

00-01 h 

— 

Reserved 

02h 

ESCID 

ESCID 

03-07h 

_ 

Reserved 

08h 

RID 

Revision ID 

09-3Fh 

— 

Reserved 
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Table 5. Configuration Register Index Address (Continued) 


Configuration 

Offset 

Abbreviation 

Register Name 

40h 

MS 

Mode Select 

41h 


Reserved 

42h 

BIOSCSA 

BIOS Chip Select A 

43h 

BIOSCSB 

BIOS Chip Select B 

44-4Ch 

— 

Reserved 

4Dh . 

CLKDIV 

BCLK Clock Divisor 

4Eh 

PCSA 

Peripheral Chip Select A 

4Fh 

PCSB 

Peripheral Chip Select B 

50h 

EISAID1 

EISA ID Byte 1 

51h 

EISAID2 

EISA ID Byte 2 


EISAID3 

EISA ID Byte 3 


EISAID4 

EISA ID Byte 4 

54-56h 

— 

Reserved 

57h 

SGRBA 

Scatter-Gather Relocate Base Address 

58h 

— 

Reserved 


APICBA 

APIC Base Address Relocation 


PIRQRCO 

PIRQO# Route Control 


PIRQRC1 

PIRQ1 # Route Control 


PIRQRC2 

PIRQ2# Route Control 

||||||||^|||^S|2^||||||||||||||||||HII 

PIRQRC3 

PIRQ3# Route Control 

64h 

GPCSLAO 

General Purpose Chip Select 0 Base Low Address 

65h 

GPCSHAO 

General Purpose Chip Select 0 Base High Address 

66h 

GPCSMO 

General Purpose Chip Select 0 Mask 

67h 

— 

Reserved 

68h 

GPCSLA1 

General Purpose Chip Select 1 Base Low Address 

69h 

GPCSHA1 

General Purpose Chip Select 1 Base High Address 

6Ah 

GPCSM1 

General Purpose Chip Select 1 Mask 

6Bh 

— 

Reserved 

6Ch 

GPCSLA2 

General Purpose Chip Select 2 Base Low Address 

6Dh 

GPCSHA2 

General Purpose Chip Select 2 Base High Address 
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Table 5. Configuration Register Index Address (Continued) 


Configuration 

Offset 

Abbreviation 

Register Name 

6Eh 

GPCSM2 

General Purpose Chip Select 2 Mask 

6Fh 

GPXBC 

General Purpose Peripheral X-Bus Control 

70h 

PACX3 

PIC/APfC Configuration Conb^oi 

71-87h 

— 

Reserved 

88h 

TSTC 

Test Control 

89-9Fh 

— 

Reserved 

AOh 

SMICNTL 

SMI Control 

A2-A3h 

SMiEN 

SMIEn£d>le 

A4-A7h 

SEE 

System Event Enable 

A8h 

FTMR 

Fast Off Timer 

A9h 

— 

Reserved 

AA-ABh 

SMIREQ 

SMI Request 

ACh 

CTLTMRL 

Clock ScaHng STPCLK# Low Tinw 

ADh 

— 

Reserved 

AEb 

CTLTMRH 

Clock Scaling STPCLK # High Timer 

AF-FFh 

— 

Reserved 


4.4 X-Bus Peripherals 

The ESC generates chip selects for certain functions that typically reside on the X-Bus. The ESC asserts the 
chip selects combinatorially from the LA addresses. The ESC generates chip select signals for the Keyboard 
Controller, Floppy Disk Controller, IDE, Parallel Port, Serial Port, and General Purpose peripherals. The ESC 
also generates read and write strobes for Real Time Clock and Configuration RAM. The read and write strobes 
are a function of LA addresses, the ISA read and write strobes (lORC# and lOWC#), and BCLK. All of the 
peripherals supported by the ESC are at fixed I/O addresses with the exception of the general purpose 
peripherals. The ESC support for these peripherals can be enabled or disabled through configuration registers 
Peripheral Chip Select A and Peripheral Chip Select B. The general purpose peripherals are mapped to I/O 
addresses by programming a set of configuration registers: General Purpose Chip Select x Base Low Address 
register. General Purpose Chip Select x Base High Address register, and General Purpose Chip Select x Mask 
register. 


I 
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Table 6. X-Bus Chip Selects Decode 


Address 

(Hex) 

Address (Bit) 

R/W 

Name 

Chip Select 

FEDC 

BA98 

7654 

3210 

0060h 

0000 

0000 

0110 

00x0 

R/W 

Keyboard 

Controller 

KYBDCS# 

0064h 

0000 

0000 

0110 

01x0 

R/W 

Keyboard 

Controller 

KYBDCS# 

0070h 

0000 

0000 

0111 

OxxO 

W 

Real Time 
Clock 

RTCALE 

0071 h 

0000 

0000 

0111 

Oxxl 

R/W 

Real Time 
Clock 

RTCWR#/ 

RTCRD# 

0170h- 

0177h 

0000 

0001 

0111 

Oxxx 

R/W 

IDE Controller 
0-Secondary 

ECS[2:0]=011 

(IDECSO#) 

OlFOh- 

01F7h 

0000 

0001 

1111 

Oxxx 

R/W 

IDE Controller 
0-Primary 

ECS[2:0]=011 

(IDECSO#) 

CO CD 
CM CM 

o o 

0000 

0010 

0111 

1000 to 
1011 

R/W 

Parallel Port 
LPT3 

ECS[2:0]=010 

(LPTCS#) 

02F8h- 

02FFh 

0000 

0010 

1111 

xxxx 

R/W 

Serial Port 
COM2 

ECS[2:0] = 00x 
(COMxCS#) 

0370h- 

0375h 

0000 

0011 

0111 

0000 to 
0101 

R/W 

Floppy Disk 

Controller- 

Secondary 

FDCCS# 

0376h 

0000 

0011 

0111 

0111 

R/W 

IDE Controller 
1 Secondary 

ECS[2:0] = 100 
(IDECS1 #) 

0377h 

0000 

0011 

0111 

0110 

R/W 

IDE Controller 
1 Secondary 

ECS[2;0] = 100 
(IDECS1 #) 

0377h 

0000 

0011 

0111 

0111 

R/W 

Floppy Disk 

Controller- 

Secondary 

FDCCS# 

0378h- 

037Bh 

0000 

0011 

0111 

1000 to 
1011 

R/W 

Parallel Port 
LPT2 

ECS[2:0] = 010 
(LPTCS#) 

03BCh- 

03BFh 

0000 

0011 

1011 

llxx 

R/W 

Parallel Port 
LPT1 

ECS[2:0]=010 

(LPTCS#) 

03F0h- 

0375h 

0000 

0011 

1111 

0000 to 
0101 

R/W 

Floppy Disk 

Controller- 

Primary 

FDCCS# 

03F6h 

0000 

0011 

0111 

0110 

R/W 

IDE Controller 
1 -Primary 

ECS[2:0] = 100 
(IDECS1 #) 
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Table 6. X-Bus Chip Selects Decode (Continued) 


Address 

(Hex) 

Address (Bit) 

R/W 

Name 

Chip Select 

FEDC 

BA98 

7654 

3210 

03F7h 

0000 

0011 

0111 

0111 

R/W 

IDE Controller 
1 -Primary 

ECS[2:0] = 100 
(IDECS1 #) 

03F7h 

0000 

0011 

0111 

0111 

R/W 

Floppy Disk 

Controller- 

Primary 

FDCCS# 

03F8h- 

03FFh 

0000 

0011 

1111 

. 1000 

R/W 

Serial Port 
COM 1 

ECS[2;0]=00x 

(COMxCS#) 

1 

O LL 
00 00 
O O 

0000 

1000 

xxxx 

xxxx 

W/R 

Configuration 

RAM 

CRAMWR#/ 

CRAMRD# 


4.5 I/O APIC Registers 

The APIC’s registers are indirectly address through two 32 bit registers located in the CPU’s memory space — 
the I/O Register Select (lOREGSEL) and I/O Window (lOWIN) Registers (Table 7). These registers can be 
relocated via the APIC Base Address Relocation Register and are aligned on 1 28 bit boundaries. 

To access an I/O APIC register, the lOREGSEL Register is written with the address of the intended APIC 
register. Bits[7:0] of the lOREGSEL Register provide the address offset (Table 8). The lOWIN Register then 
becomes a 32-bit window pointing to the register selected by the lOREGSEL Register. Note that, for each 
redirection table register, there are two offset addresses (e.g., address offset 10h selects lOREDTBLO 
bits[31:0] and 11h selects lOREDTBLO bits[63:32]. 


Table 7. Memory Address For Accessing APIC Registers 


Memory 

Address 

Mnemonic 

Register Name 

Access 

PECO xOOOh 
(82374EB) 

FECX)xy00h 

(82374SB) 

lOREGSEL 

I/O Register Select 

R/W 

FECOxOlOh 

(82374EB) 

FECOxylOh 

{82374S8) 

lOWIN 

I/O Window 

R/W 


NOTE: 

xy are determined by the x and y (82374SB only) fields in the APIC Base Address Relocation Register. Range for x = 0-Fh 
and the range for y = 0,4,8,Ch. 
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Table 8. I/O APIC Registers 


Memory 

Address 

Mnemonic 

Register Name 

Access 

OOh 

lOAPICID 

I/O APIC ID 

R/W 

01h 

lOAPICVER 

I/O APIC Version 

RO 

02h 

lOAPICARB 

I/O APIC Arbitration ID 

RO 

10-2Fh 

IOREDTBL[0;15] 

Redirection Table (Entries 0-15) (63 bits each) 

R/W 


NOTE: 

Address Offset is determined by I/O Register Select Bits[7:0] 


5.0 EISA CONTROLLER FUNCTIONAL DESCRIPTION 

5.1 Overview 

The EISA controller in the ESC provides Master/Slave EISA interface function for the ESC internal resources. 
In addition, the ESC acts as an EISA central resource for the system. As a system central resource, the EISA 
controller is responsible for generating the translation control signals necessary for bus-to-bus transfers. 
These translation includes transfer between devices on EISA Bus and ISA Bus and transfers between different 
size master device and slave device. The EISA controller generates the control signals for EISA Data Swap 
Buffers integrated in the PCEB. The ESC EISA interface generates cycles for DMA transfers, and refresh. The 
ESC internal registers are accessed through the EISA slave Interface. The ESC is responsible for supporting 
the following: 

Service EISA Master cycles to: 

• EISA slaves devices. 

• ISA slave devices. 

• ESC internal registers. 

Service ISA Master cycles to: 

• EISA slave devices. 

• ISA (mis-matched) slave devices. 

• ESC internal registers. 

Service DMA cycles : 

• From/to DMA slave on the EISA bus to/from memory on the EISA/ISA bus. 

• From/to DMA slave on the ISA bus to/from memory on the EISA/ ISA bus. 

• From/to DMA slave on the EISA/ISA bus to/from memory on the PCI bus. 

Service Refresh Cycles 

The EISA controller will service the refresh cycle by generating the appropriate address and command signals. 
These cycles are Initiated by either the ESC internal refresh logic or by an external ISA-Bus Master. 
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Generates Data Swap Buffer Control 

The EISA controller generates the control signals for the data bus swap control (assembly/ disassembly) and 
swapping process to support data size mismatches of the devices on the EISA and ISA buses. The actual data 
steering and swapping is performed by the PCEB. 

Generate Wait States 

The wait state generator Is responsible for generating the wait states based on the sampling of the EXRDY, 
CHRDY, NOWS# and the default wait states. The default wait state depends on the cycle type. 



5.2 Clock Generation 

The ESC is generates the EISA Bus clock. The ESC uses a divider circuit to generate the EISA Bus clock. The 
ESC supports PCI bus frequencies between 25 MHz and 33 MHz. The PCI clock is divided by 3 or 4 by the 
clock generation logic in the ESC. The EISA Clock Divisor register bits [2:0] select the divide value. 

The ESC provides the EISA Bus clock as the BCLKOUT output. Although the ESC Is capable of driving 240 pF 
load on the BCLKOUT pin, it is recommended that this signal be buffered to protect the EISA BCLK signal. 

The ESC EISA control logic and EISA interface is synchronous to the BCLK input. A maximum delay of 1 5 ns Is 
allowed between the BCLKOUT output and the BCLK input for proper device functionality. 


Table 9. PCICLK and BCLK Frequency Relationship 


PCICLK 

DIVISOR 

BCLK 

(MHz) 

(Programmable) 

(MHz) 

25 

3 

8.33 

30 

4 * 

7.5 

33.3 

4* 

8.33 


NOTE: 

The ESC wakes up after reset with a default divisor value of 4. 


5.2.1 CLOCK STRETCHING 

The ESC is capable of stretching EISA Bus clock (BCLKOUT) for PCEB generated EISA cycles. The ESC 
stretches the EISA Bus clock (BCLKOUT) In order to minimize the synchronization penalty between PCI clock 
and EISA clock for accesses to EISA Bus by PCI agents. The PCEB initiates an EISA cycle by asserting 
START# synchronous to PCICLK. The ESC ensures the START# minimum pulse width is met by stretching 
the EISA Bus clock low time. 

The ESC samples START # on every PCICLK when the PCEB has the EISA Bus. After sampling START # 
asserted, the ESC delays the rising edge of BCLKOUT until the START # has met the 115 ns minimum pulse 
width specification. 
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Figure 3. BCLK Stretching 


5.3 EISA Master Cycles 

EISA Master cycles are initiated on the EISA bus by an EISA Master (including PCEB for PCI agents). These 
cycles are accesses to the following resources: 

• EISA slaves devices (Including PCEB for PCI agents) 

• ISA slave devices 

• ESC internal registers (8-bit EISA Slave) 

An EISA master gains control of the bus by asserting MREQx# (PEREQ# in case of PCEB) to the ESC. The 
ESC, after performing the necessary arbitration, asserts the corresponding MACKn# (negates EISAHOLD In 
case of the PCEB). Refer to Section 7.0 for arbitration protocol. 

In response to receiving the acknowledge signal, the EISA Master starts the cycle by driving the bus with 
LA[31:02], BE[3:0], W/R, and M/IO. The EISA Master then asserts START# to indicate the beginning of the 
current cycle. A 16-blt EISA Master will also assert MASTER16# at this time. The ESC generates SBEH#, S1, 
and SO signals from the BE [3:0]# signals. 


5.3.1 EISA MASTER TO 32-BIT EISA SLAVE 

An EISA slave after decoding it’s address asserts EX32# or EX16#. The EISA master and the ESC use these 
signals to determine the EISA slave data size. The 32-bit or 16-blt EISA master continues with the cycles if 
EX32# or EX16# Is asserted respectively. The ESC acts as a central resources for the EISA master and 
generates CMD# for the cycles. The ESC asserts CMD# on the same BCLK edge that START # is negated. 
The ESC monitors the EXRDY signal on the EISA bus to determine when to negate the CMD#. An EISA Slave 
can extend the cycle by negating EXRDY. EISA specification require that EXRDY not be held negated for more 
than 2.5 jus. A burstable EISA slave asserts SLBURST # signal the same time the slave decodes it’s address. 
The EISA master will sample SLBURST # and assert MSBURST # if it Is capable of bursting. The ESC keeps 
the CMD# asserted during a burst EISA transfer. The ESC deasserts CMD# to Indicate the end of the burst 
transfer after the EISA master deasserts MSBURST#. 
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If EX16# is asserted, a 32-bit EISA master backs-off the bus by floating BE [3:0] # and START # (see Section 
5.3.4). The ESC acts as a central resource for the EISA master in this case and takes over the mastership of 
the EISA bus by deriving START#, CMD#, and the appropriate byte enables. The ESC generates the neces- 
sary translation cycles for the EISA master and returns the bus ownership to the master by asserting EX32# 
and EX16#. The ESC monitors the EXRDY signal on the EISA bus to determine when to negate the CMD#. 
An EISA Slave can extend the cycle by negating EXRDY. EISA specification require that EXRDY not be held 
negated for more than 2.5 juts. A burstable EISA slave will assert the SLBURST # signal the same time when 
its address Is decoded. The EISA master will sample SLBURST # and assert MSBURST # if it is capable of 
bursting. The ESC keeps the CMD# asserted during a burst EISA transfer. The ESC deasserts CMD# to 
indicate the end of the burst transfer after the EISA master deasserts MSBURST#. 
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Figure 4. Standard EISA Master to EISA Slave Cycle 
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5.3.2 EISA MASTER TO 16-BIT ISA SLAVE 

An ISA slave, after decoding it’s address, asserts M16# or 1016#. The ESC monitors the EX32#, EX16#, 
Ml 6#, and 1016# signals to determine the slave type. If EX32# and EX16# are negated and Ml 6# or 
1016# is asserted, the ESC performs ISA translation cycles for the EISA Bus master by generating BALE, 
MRDC#, MWRC#, lORC#, lOWC# signals as appropriate. The ISA slave can add wait states by negating 
CHRDY. The ESC samples CHRDY and translate it into EXRDY. 


5.3.3 EISA MASTER TO 8-BIT EISA/ISA SLAVES 

An 8-blt slave does not positively acknowledge It’s selection by asserting any signal. The absence of an 
asserted EX32#, EX16#, Ml 6#, and 1016# Indicate to the ESC that an 8-bit device has been selected. The 
EISA master is back^-off the bus, and the ESC takes over mastership of the EISA/ISA bus. The ESC will run 
8-bit translation cycles on the bus by deriving the EISA control signals and the ISA control signals. A slave can 
exter^d the cycles by negating EXRDY or CHRDY signals. 

The ESC (Internal Relgisters) Is accessed as an 8-bit slave. 
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5.3.4 EISA MASTER BACK-OFF 

During EISA master transfer where the master and slave size is mis-matched, the EISA master is required to 
back-off the bus on the first falling edge of BCLK after START# is negated. The EISA master floats its 
START#, BE [3:0] #, and data lines at this time. This allows the ESC to performs translation cycle. The master 
must back-off the bus if a master/slave data size mis-match is determined, regardless if data size translation is 
performed. 

At the end of the data size translation or transfer cycle control is transferred back to the bus master by the 
ESC by driving EX32# and EX16# active on the falling edge of BCLK, before the rising edge of BCLK that the 
last CMD# is negated. An additional BCLK is added at the end of the transfer to allow the exchanging of cycle 
control to occur. 
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5.4 ISA Master Cycles 

iSA cycles are initiated on the ISA bus by an ISA master. These cycles are accesses to the following system 
resources: 

• EISA slaves devices (including PCEB for PCI agents). 

• ISA slave devices. 

• ESC internal registers (8-blt EISA Slave). 

The ISA Master initiates such a cycle by asserting the DREQx# line to the ESC. The ESC, after performing the 
necessary arbitration, asserts the corresponding DACKx# line. Upon receiving an acknowledge from the ESC, 
the ISA master asserts the MASTER16# signal line to Indicate that it has control of the ISA bus and a cycle on 
the ISA bus will take place. The ESC translates the ISA address signals SBHE#, SA1, and SAG to EISA byte 
enables BE [3:0]#. 


5.4.1 ISA MASTER TO 32-/16-BIT EISA SLAVE 

An EISA slave will decode the address to determine if it has been selected. In response to a positive decode, 
the EISA slave will assert EX32# or EX16#. The ESC samples these signals to determine if an EISA Slave 
has been selected. If these signals are asserted, the ESC will perform ISA to EISA cycle translation by driving 
the EISA control signals. 

The ISA Master asserts one of the ISA command signals MRDC#, MWTC#, lORC# or lOWC# depending on 
whether or not the access Is to a memory, an I/O device or an I/O register. The ISA command signals will 
remain active until the end of the cycle. The ESC will generate the EISA translation by generating the EISA 
control signals; START#, CMD#, M/IO#, and W/R#. 

The EISA slave can add wait states by negating EXRDY. The ESC samples EXRDY and translates it Into 
CHRDY. The ESC will also generate the control signals to steer the data to the appropriate byte lanes for mis- 
matched cycles. 


5.4.2 ISA MASTER TO 16-BIT ISA SLAVE 

An ISA Master initiates cycles to ISA slave devices. These cycles are either memory read/write or I/O read/ 
write. The ISA bus Master is assumed to be 16-bit device, and it can access either 8- or 16-bit slave devices 
that reside on the ISA bus. A 16-bit ISA slave device will respond to a valid address by asserting Ml 6# for 
memory cycles and 1016# for I/O cycles. The ESC Is inactive during ISA Master cycles where either Ml 6# or 
1016# is sampled asserted. 
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Figure 7. ISA Master to 16-Bit ISA Slave Cycles (3 BCLKs) 


DKllF®13(i!DA¥0©[M 


2 - 






Figure 8. ISA Master to 16-Bit ISA Slave Extended Cycle (4 BCLKs) 


5.4.3 ISA MASTER TO 8-BIT EISA/ISA SLAVE 

An 8-bit slave does not positively acknowledge it’s selection by asserting any signal. The absence of an 
asserted EX32#, EX16#, Ml 6#, and 1016# indicate to the ESC that an 8-bit device has been selected. The 
EISA master is backed-off the bus, and the ESC takes over mastership of the EISA/ ISA bus. The ESC will run 
8-bit translation cycles on the bus by deriving the EISA control signals and the ISA control signals. A slave can 
extend the cycles by negating EXRDY or CHRDY signals. The ESC (Internal Registers) is accessed as an 8-bit 
slave. 


5.4.4 ISA WAIT STATE GENERATION 

There are three sources that can affect the generation of wait states for ISA cycles. The first is the default wait 
states, which determines the standard or default ISA bus cycle in the absence of any response from the slave. 
The second is cycle extension, which is Indicated by the slave pulling the CHRDY signal line Inactive (low). The 
CHRDY is high by default due to a pull-up resistor. Thus, the cycle will be extended until the CHRDY is 
returned to its active high value. The third way to change the number of wait states is when the slave asserts 
the NOWS# signal which makes the cycle shorter than the default or standard cycle. 

ISA Memory slaves (8- and 16-bits) and ISA I/O slaves (only 8-bits) can shorten their default cycles by 
asserting the NOWS# signal lines. A 16-bit I/O slave cannot shorten Its default cycles. When NOWS# is 
asserted at the same time the CHRDY is negated by the ISA slave device, NOWS# will be ignored and wait 
states will be added, (i.e.; CHRDY has precedence over NOWS#.) 

DMA devices (I/O) cannot add wait states, but memory can. Table 10 shows the number of BCLKs for each 
cycle type (Memory, I/O, DMA), default, wait states added and with NOWS# asserted. 
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Table 10. Number of BCLKs for ISA Master Cycles 


Cycle Type 

Bus 

Size 

No Wait State 
NOWS# = 0 

Standard CHRDY=1 
NOWS# = 1 

One Wait State 
CHRDY=0 



Number of BCLKs 

Memory 
Read /Write 

16 

2 

3 

4 

Memory 

Read/Write 

8 

4, 5 

6 

7 

I/O Read /Write 

16 

3 

3 

4 

I/O Read/Write 

8 

4,5 

6 

7 

DMA Compatible 

8/16 

8 

8 

10 

DMA Type AC"*) 

8/16 

NA 1 

6 

7 

DMA Type B(1) 

8/16 

NA 

4 

5 

DMA Type C(2) 

8/16 

NA 

2 

3 


NOTES: 

1 . If ISA memory responds, the ESC will extend the cycle by 1 BCLK. 

2. If ISA memory responds, the ESC will use DMA Type B read cycle timing. 


5.5 Mis-Match Cycles 

Data size translation is performed by the ESC for all mis-matched cycles. A mis-matched cycle is defined as a 
cycle in which the bus master and bus slave do not have equal data bus sizes (e.g., a 32-bit EISA master 
accessing a 16-bit ISA slave). The data size translation is performed in conjunction with the PCEB. The ESC 
generates the appropriate cycles and data steering control signals for mis-matched cycles. The PCEB uses 
the data steering control signals from the ESC to latch and redirect the data to the appropriate byte lanes. The 
ESC will perform one or more of the following operations depending on the master and slave type, transfer 
direction, and the number of byte enables active. 


Table 11. Mis-Match Master Slave Combinations 


Master Type 

Cycle Type 

Slave Type 



32-Bit 

16-Bit 

16-Bit 

8-Bit 



EISA 

EISA 

ISA 

EISA/ISA 

32-bit EISA with 16-bit 

Standard 

match 

Mis-Match 

Mis-Match 

Mis-Match 

downshift 

Burst 

match 

match 

na 

na 

32-bit EISA 

Standard 

match 

Mis-Match 

Mis-Match 

Mis-Match 


Burst 

match 

na 

na 

na 

16-bit EISA 

Standard 

Mis-Match 

match 

Mis-Match 

Mis-Match 


Burst 

Mis-Match 

match 

na 

na 


NOTE: 

na: Not Applicable. The cycle will never occur. 
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5.6 Data Swap Buffer Control Logic 

For all mis-matched cycles, the ESC is responsible for performing data size translations. The ESC performs 
these data size translations by either becoming the master of the EISA/ISA Bus (see Section 5.3.4) or by 
directing the flow of data to the appropriate byte lanes. In both cases, the ESC generates Data Swap Buffer 
control signals to perform data size translation. 

• SDCPYEN[13,3:1] 

• SDCPYUP 

• SDOE[2:0]# 

• SDLE[3:0]# 

The Data Swap Buffers are integrated in the PCEB (see PCEB data sheet Section 8.0 for Data Swap Buffer 
function description). The data size translation cycles consist of one or combinations of Assembly, Disassem- 
bly, Copy Up/Down, and Redrive. 

ASSEMBLY 

This occurs during reads when an EISA master data size Is greater than the slave data size. ISA masters are 
required to perform assemble when accessing 8-bit slaves. Assembly consists of two, three, or four cycles 
depending on the master data size, slave data size, and number of active byte enables. During the assembly 
process, the data is latched in to the PCEB data latch/buffers. This data is driven or redriven on to the EISA 
bus during the last cycle. The master after initiating the cycle backs-off the bus (see the EISA master back-off 
section for details) when a mis-matched is detected. The ESC becomes the bus master and runs the appropri- 
ate number of cycles. At the end of the last cycle, the ESC transfer the control of bus back to the original 
master. 

DISASSEMBLY 

This occurs during writes when the EISA master data size is greater than the slave data size. ISA masters are 
required to perform disassemble when accessing 8-bit slaves. Disassembly consists of two, three, or four 
cycles depending on the master data size, slave data size, and number of active byte enables. During the 
disassembly process, the data is latched in the PCEB latch/buffers on the first cycle. This data is driven or 
redriven on to the EISA bus on subsequent cycles. The master after Initiating the cycle backs-off the bus (see 
the EISA master back-off section for details) when a mis-matched Is detected. The ESC becomes the bus 
master and runs the appropriate number of cycles. At the end of the last cycle, the ESC transfer the control of 
bus back to the original master. 

COPY-UP 

This occurs during reads when the master data size is greater than the slave data size and during writes when 
the master data size Is smaller than the slave data size. The copy-up function is used for cycles with and 
without assembly/disassembly. 

COPY-DOWN 

This occurs during writes when the master data size is greater than the slave data size and during reads when 
the master data size Is smaller than the slave data size. The copy-down function is used for cycles with and 
without assembly/disassembly. 
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RE-DRIVE 

This occurs during reads and writes when both the master and slave are on the EISA/ISA bus and the PCEB is 
neither a master nor a slave. The re-drive function is always performed in conjunction with assembly/disas- 
sembly. During the assembly process, the last cycle Is a re-drive cycle. During disassembly, all the cycles 
except the first cycle are re-drive cycles. 


5.7 Servicing DMA Cycies 

The ESC is responsible for performing DMA transfers. If the memory is determined (EX32# or EX16# assert- 
ed) to be on the EISA bus, the DMA cycle can be “A”, “B”, or “C” type. If the memory is determined to be on 
the ISA bus, then the DMA cycle will run as a compatible cycle. The DMA transfers are described In detail In 
Section 8.0. 


5.8 Refresh Cycles 

The ESC support refresh cycles on the EISA/ISA bus. The ESC asserts the REFRESH# signal to Indicate 
when a refresh cycle is in progress. Refresh cycles are generated by two sources: the refresh unit inside the 
ESC or an external ISA bus masters. The EISA bus controller will enable the address lines LA[15:2] and the 
BE[3:0] #. The High and Low Page register contents will also be placed on the LA[31:16] bus during refresh. 
Memory slaves on the EISA/ ISA bus must not drive any data onto the data bus during the refresh cycle. Slow 
memory slaves on the EISA/ISA may extend the refresh cycle by negating the EXRDY or CHRDY signal 
respectively. The refresh cycles are also described In Section 6.11. 


5.9 EISA Slot Support 

The ESC support up of 8 EISA slots. The ESC provides support for the 8 slots as follows: 

• The ESC address and data output buffers directly drive 240 pF capacitive load on the Bus. 

• The ESC generates slot specific AENx signals. 

• The ESC supports EISA masters in all 8 slots. 

The ESC generates encoded AENs and encoded Master Acknowledge signals for 8 slots and 8 masters. 
These signals must to decoded on the system board to generate the slot specific AENx signals and MACKx# 
signals. The ESC can be programmed through Mode Select register blt[1:0] to directly generate these signals 
for 4 slots and 4 masters. 


5.9.1 AEN GENERATION 

The ESC directly generates the slot specific AEN signals if the ESC is configured to support 4 AENx (Table 
12). If the ESC Is programmed to support more than 4 EISA AENx, the ESC will generate Encoded AEN 
signals. Discrete logic like a FI 38 is required to generate the slot specific AENs. 
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Table 12. AEN Generation 


Cycle 

A[1S:12] 

A[11:8] 

A[7:4] 

A[3:0] 

AEN4 

AEN3 

AEN2 

AEN1 

DMA 

xxxx 

XXXX 

XXXX 

xxxx 

1 

1 

1 

1 

lO 

0000 

xxOO 

xxxx 

xxxx 

1 

1 

1 

1 

lO 

0001 

xxOO 

xxxx 

xxxx 

1 

1 

1 

0 

lO 

0010 

xxOO 

xxxx 

xxxx 

1 

1 

0 

1 

lO 

0011 

xxOO 

xxxx 

xxxx 

1 

0 

1 

1 

lO 

0100 

xxOO 

xxxx 

xxxx 

0 

1 

1 

1 

lO 

0101-1111 

xxOO 

xxxx 

xxxx 

1 

1 

1 

1 

lO 

xxxx 

xxOI 

xxxx 

xxxx 

0 

0 

0 

0 

lO 

xxxx 

xxlO 

xxxx 

xxxx 

0 

0 

0 

0 

lO 

xxxx 

xxll 

xxxx 

xxxx 

0 

0 

0 

0 

MEM 

xxxx 

xxxx 

xxxx 

xxxx 

0 

0 

0 

0 


Table 13. Encoded AEN (AEN) Generation 


Cycle 

A[15:12] 

A[11:8] 

A[7:4] 

A[3:0] 

EAEN4 

EAEN3 

EAEN2 

EAEN1 

DMA 

XXXX 

XXXX 

XXXX 

xxxx 

1 

1 

1 

1 

10 

0000 

xxOO 

xxxx 

xxxx 

1 

1 

1 

1 

10 

0001 

xxOO 

xxxx 

xxxx 

0 

0 

0 

1 

10 

0010 

xxOO 

xxxx 

xxxx 

0 

0 

1 

0 

10 

0011 

xxOO 

xxxx 

xxxx 

0 

0 

1 

1 

10 

0100 

xxOO 

xxxx 

xxxx 

0 

1 

0 

0 

10 

0101 

xxOO 

xxxx 

xxxx 

0 

1 

0 

1 

10 

0110 

xxOO 

xxxx 

xxxx 

0 

1 

1 

0 

10 

0111 

xxOO 

xxxx 

xxxx 

0 

1 

1 

1 

10 

1000 

xxOO 

xxxx 

xxxx 

1 

0 

0 

0 

10 

1001-1111 

xxOO 

xxxx 

xxxx 

1 

1 

1 

1 

10 

xxxx 

xxOI 

xxxx 

xxxx 

0 

0 

0 

0 

10 

xxxx 

xxlO 

xxxx 

xxxx 

0 

0 

0 1 

0 

10 

xxxx 

xxll 

xxxx 

xxxx 

0 

0 

0 

. 1 

0 

MEM 

xxxx 

xxxx 

xxxx 

xxxx 

0 

0 

0 

0 


NOTE: 

EAEN[4:1] combinations not specified in the table are Reserved. 
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5.9.2 MACKX# GENERATION 

The ESC generates the EISA Master Acknowledge signals if the ESC is configured for to directly support 4 
masters through Mode Select register bit[1 :0]. In this case the ESC generates MACKx#s for Master 0-3. If the 
ESC is programmed to support more than 4 EISA slots, the ESC will generate Encoded (E)MACKx#s. Discrete 
logic like a F138 is required to generate the MACKx#s for the Masters. 


Table 14. Encoded MACK# (EMACKx#) Generation 


EMACK [4:1] 

MACK7# 

MACK6# 

MACKS# 

MACK4# 

MACK3# 

MACK2# 

MACK1# 

MACKO# 

0000 

1 

1 

1 

1 

1 

1 

1 

0 

0001 

1 

1 

1 

1 

1 

1 

0 

1 

0010 

1 

1 

1 

1 

1 

0 

1 

1 

0011 

1 

1 

1 

1 

0 

1 

1 

1 

0100 

1 

1 

1 

0 

1 

1 

1 

1 

0101 

1 

1 

0 

1 

1 

1 

1 

1 

0110 

1 

0 

1 

1 

1 

1 

1 

1 

0111 

0 

1 

1 

1 

1 

1 

1 

1 

1111 

1 

1 

1 

1 

1 

1 

1 

1 



NOTE: 

EMACK[4:1] combinations 1000-1110 are Reserved. 


6.0 DMA CONTROLLER 


6.1 DMA Controller Overview 

The DMA circuitry incorporates the functionality of two 82C37 DMA controllers with seven independently 
programmable channels, (Channels 0-3 and Channels 5-7). DMA Channel 4 is used to cascade the two 
controllers together and will default to cascade mode In the Mode register. In addition to accepting requests 
from DMA slaves, the DMA also responds to requests that are initiated by software. Software may initiate a 
DMA service request by setting any DMA Channel Request register bit to a 1 . The DMA controller for Channels 
0-3 is referred to as “DMA-1” and the controller for Channels 4-7 is “DMA-2”. 
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Figure 9. Internal DMA Controller 

Each DMA channel can be programmed for 8- or 16-bit DMA device size. Each channel can also be pro- 
grammed for compatibility, Type “A”, Type “B”, or Type “C”(burst transfer) timings. Each DMA channel 
defaults to the PC-AT compatible settings for DMA device size: channels [3:0] default to 8-bit, count-by-bytes 
transfers, while channels [7:5] default to 16-bit, count-by-words (address shifted) transfers. The ESC provides 
the timing control and data size translation necessary for DMA transfers between EISA/ISA agents of mis- 
matched bus sizes. 

The DMA Controller supports full 32-bit addressing. Each channel includes a 1 6-bit ISA compatible Current 
register which holds the 16 least-significant bits of the 32-bit address, and an ISA compatilDle Low Page 
register which contains the eight second most significant bits. An additional High Page register contains the 
eight most significant bits of the 32-bit address. The address counter can be programmed as either 16-bit 
compatible address counter or a full 32-bit address counter. 

The channels can also be programmed for any of four transfer modes. The transfer modes Include single, 
block, demand, or cascade. Each of the three active transfer modes (single, block, and demand), can perform 
three different types of transfers (read, write, or verify). 

The DMA Controller also features refresh address generation, and auto-initialization following a DMA termina- 
tion. EISA compatible buffer chaining is included as well as Stop registers to support ring buffer structures. 

Scatter-Gather reduces CPU overhead by eliminating reprogramming of the DMA and I/O between buffers as 
well as reducing the number of interrupts. 

The DMA Controller includes the EISA Bus arbiter which works with the PCEB’s PCI bus arbiter. The arbiter 
determines which requester from among the requesting DMA slaves, EISA bus masters, the PCI bus, or 
Refresh should have the bus. 
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The DMA Controller is at any time either in master mode or slave mode. In master mode, the DMA controller is 
either servicing a DMA slave’s request for DMA cycles, allowing an ISA master to use the bus via a cascaded 
DREQ signal, or granting the bus to an EISA master via MREQ#/MACK#. In slave mode, the ESC monitors 
both the EISA bus decoding and responding to I/O read and write commands that address Its registers. 

When the DMA Is in master mode and servicing a DMA slave, it works in conjunction with the ESC EISA bus 
controller to create bus cycles on the EISA bus. The DMA places addresses onto the internal address bus and 
the bus controller informs the DMA when to place a new address on the Internal bus. 



6.2 DMA Transfer Modes 

The channels can be programmed for any of four transfer modes. The transfer modes include single, block, 
demand, or cascade. Each of the three active transfer modes (single, block, and demand), can perform three 
different types of transfers (read, write, or verify). The ESC does not support memory to memory transfers. 


6.2.1 SINGLE TRANSFER MODE 

In Single Transfer mode the DMA is programmed to make one transfer only. The byte/word count will be 
decremented and the address decremented or incremented following each transfer. When the byte/word 
count “rolls over” from zero to FFFFFFh, or an external EOF is encountered, a Terminal Count (TC) will load a 
new buffer via Scatter-Gather, buffer chaining or autoinitialize If It is programmed to do so. 



DREQ must be held active until DACK becomes active in order to be recognized. If DREQ is held active 
throughout the single transfer, the bus will be released to the CPU after a single transfer. With the DREQ 
asserted high, the DMA I/O device will rearbitrate for the bus. Upon winning the bus, another single transfer 
will be performed. This allows other bus masters a chance to arbitrate for, win, and execute cycles on the EISA 
Bus. 


6.2.2 BLOCK TRANSFER MODE 

In Block Transfer mode the DMA is activated by DREQ to continue making transfers during the service until a 
TC, caused by either a byte/word count going to FFFFFFh or an external EOP, is encountered. DREQ need 
only be held active until DACK becomes active. If the channel has been programmed for it, a new buffer will be 
loaded by buffer chaining or auto-initialization at the end of the service. In this mode, it is possible to lock out 
other devices for a period of time (Including refresh) If the transfer count is programmed to a large number and 
Compatible timing is selected. Block mode can effectively be used with Type “A”, Type “B”, or Burst timing 
since the channel can be interrupted through the 4 jjiS timeout mechanism, and other devices (or Refresh) can 
arbitrate for and win the bus. See Section 7.0 on the EISA Bus Arbitration for a detailed description of the 4 fxs 
timeout mechanism. Note that scatter-gather block mode Is not supported. 


6.2.3 DEMAND TRANSFER MODE 

In Demand Transfer mode the DMA channel is programmed to continue making transfers until a TC (Terminal 
Count) is encountered or an external EOP is encountered, or until the DMA I/O device pulls DREQ Inactive. 
Thus, transfers may continue until the I/O device has exhausted its data capacity. After the I/O device catches 
up, the DMA service is re-established when the DMA I/O device reasserts the channel’s DREQ. During the 
time between services when the system is allowed to operate, the intermediate values of address and byte/ 
word count are stored in the DMA controller Current Address and Current Byte/Word Count registers. A TC 
can cause a new buffer to be loaded via Scatter-Gather, buffer chaining or autoinitialize at the end of the 
service if the channel has been programmed for It. 
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6.2.4 CASCADE MODE 

This mode is used to cascade more than one DMA controller together for simple system DMA requests for the 
additional device propagate through the priority network circuitry of the preceding device. The priority chain is 
preserved and the new device must wait for its turn to acknowledge requests. Within the ESC architecture, 
Channel 0 of DMA Controller two (DMA-2, Ch 4) is used to cascade DMA Controller one (DMA-1) to provide a 
total of seven DMA channels. Channel 0 on DMA-2 (labeled Ch 4 overall) connects the second half of the 
DMA system. This channel Is not available for any other purpose. 

In Cascade Mode, the DMA Controller will respond to DREQ with DACK, but the ESC will not drive the bus. 

Cascade mode is also used to allow direct access of the system by 1 6-bit bus masters. These devices use the 
DREQ and DACK signals to arbitrate for the system bus and then they drive the address and command lines 
to control the bus. The ISA master asserts its ISA master request line (DREQx) to the DMA internal arbiter. If 
the ISA master wins the arbitration, the ESC responds with an ISA Master Acknowledge (DACKx) signal active. 
Upon sampling the DACKx line active, the ISA Master asserts MASTER16# signal and takes control of the 
EISA bus. The ISA Master has control of the EISA Bus, and the ISA Master may run cycles until It negates the 
MASTER16# signal. 


6.3 DMA Transfer Types 

Each of the three active transfer modes (Single, Block, or Demand) can perform three different types of 
transfers. These transfers are Read, Write and Verify. 

Write Transfer 

Write transfers cnove data from an EISA/ISA I/O device to memory located on EISA/ISA Bus or PCI Bus. The 
DMA indicates the transfer type to the EISA bus controller. The bus controller will activate lORC# and the 
appropriate EISA control signals (M/IO# and W/R#) to Indicate a memory write. 

Read Transfer 

Read transfers move data from EISA/ISA or PCI memory to an EISA/ISA I/O device. The DMA indicates the 
transfer type to the EISA bus controller. The bus controller will activate lOWC# and the appropriate EISA 
control signals (M/IO# and W/R#) to indicate a memory read. 

Verify Transfer 

Verify transfers are pseudo transfers. The DMA controller operates as in Read or Write transfers, generating 
addresses and producing TC, etc. However, the ESC does not assert the memory and I/O control signals. 
Only the DACK signals are asserted. Internally the DMA controller will count BCLKs so that the DACK signals 
have a defined pulse width. This pulse width is nine BCLKs long. If Verify transfers are repeated during Block 
or Demand DMA requests, each additional pseudo transfer will add eight BCLKs. The DACK signals will not be 
toggled for repeated transfers. 


6.4 DMA Timing 

The ESC DMA provides four transfer timings. In addition to the compatible timings, the ESC DMA provides 
Type “A”, Type “B”, and Type “C” (burst) timings for I/O slave devices capable of running at faster speeds. 
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6.4.1 COMPATIBLE TIMINGS 

Compatible timing is provided for DMA slave devices. Compatible timing runs at 9 BCLKs (1080 ns/single 
cycle) and 8 BCLKs (960 ns/ cycle) during the repeated portion of a Block or Demand mode transfers. 
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6.4.2 TYPE “A” TIMING 

Type “A” timing is provided to allow shorter cycles to EISA memory. (Note: Main memory behaves like EISA 
memory because the PCEB has an EISA slave interface.) Type “A” timing runs at 7 BCLKs (840 ns/single 
cycle) and 6 BCLKs (720 ns/cycle) during the repeated portion of a Block or Demand mode transfer. Type “A” 
timing varies from compatible timing primarily in shortening the memory operation to the minimum allowed by 
system memory. The I/O portion of the cycle (data setup on write, I/O read access time) is the same as with 
compatible cycles. The actual active command time is shorter, but it is expected that the DMA devices which 
provide the data access time or write data setup time should not require excess lORC# or lOWC# command 
active time. Because of this, most DMA devices should be able to use type “A” timing. 
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6.4.3 TYPE “B” TIMING 

Type “B” timing is provided for 8-/ 16-bit DMA devices which can accept faster I/O timing. Type “B” only 
works with fast system memory. Type “B” timing runs at 6 BCLKs (720 ns/single cycle) and 4 BCLKs (480 ns/ 
cycle) during the repeated portion of a block or demand mode transfer. Type “B” timing requires faster DMA 
slave devices than compatible timing in that the cycles are shortened so that the data setup time on I/O write 
cycles is shortened and the I/O read access time Is required to be faster. Some of the current ISA devices 
should be able to support type “B” timing, but these will probably be more recent designs using relatively fast 
technology. 
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6.4.4 TYPE “C” (BURST) TIMING 

Type “C” (burst) timing is provided for EISA DMA devices. The DMA slave device needs to monitor EXRDY 
and lORC# or lOWC# signals to determine when to change the data (on writes) or sample the data (on 
reads). This timing will allow up to 33 MBytes per second transfer rate with a 32-bit DMA device and 32-blt 
memory. Note that 8- or 1 6-blt DMA devices are supported (through the programmable DMA address incre- 
ment) and that they use the “byte lanes” natural to their size for the data transfer. As with all bursts, the 
system will revert to two BCLK cycles if the memory does not support burst. When a DMA burst cycle 
accesses non-burst memory and the DMA cycle crosses a page boundary into burstable memory, the ESC will 
continue performing standard (non-burst) cycles. This will not cause a problem since the data Is transferred 
correctly. 



6.5 Channel Priority 

For priority resolution the DMA consists of two logical channel groups-channels 0-3 and channels 4-6. Each 
group may be in either Fixed or Rotate mode, as determined by the Command register. 

For arbitration purposes, the source of the DMA request is transparent. DMA I/O slaves normally assert their 
DREQ line to arbitrate for DMA service. However, a software request for DMA service can be presented 
through each channel’s DMA Request register. A software request is subject to the same prioritization as any 
hardware request. Please see the detailed register description in Section 3.0 for Request Register program- 
ming Information. 
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Fixed Priority 


The initial fixed priority structure is as follows: 


High priority 


Low priority 


(0, 1,2, 3) 5, 6,7 


The fixed priority ordering is 0, 1 , 2, 3, 5, 6, and 7. In this scheme, Channel 0 has the highest priority, and 
Channel 7 has the lowest priority. Channels [3:0] of DMA-1 assume the priority position of Channel 4 in DMA- 
2, thus taking priority over Channels 5, 6, and 7. 

Rotating Priority 

Rotation allows for “fairness” In priority resolution. The priority chain rotates so that the last channel serviced 
is assigned the lowest priority in the Channel group (0-3, 5-7). Channels 0-3 rotate as a group of 4. They are 
always placed between Channel 5 and Channel 7 in the priority list. Channel 5-7 rotate as part of a group of 4. 
That is. Channels (5-7) form the first three partners in the rotation, while Channel group (0-3) comprises the 
fourth position in the arbitration. Table 15 demonstrates rotation priority: 


Table 15. Rotating Priority Example 


Programmed Mode 

Action 

Priority 

High Low 

Group (0-3) is In rotation mode 

1) Initial Setting 

(0, 1,2, 3), 5, 6,7 

Group (4-7) is in fixed mode. 

2) After sen/icing channel 2 

(3, 0, 1,2), 5, 6,7 


3) After servicing channel 3 

(0, 1,2, 3), 5, 6,7 

Group (0-3) In rotation mode 

1 ) Initial Setting 

(0,1,2 3), 5, 6,7 

Group (4-7) Is in rotation mode 

2) After servicing channel 0 

5, 6, 7, (1,2, 3, 0) 


3) After servicing channel 5 

6, 7, (1,2, 3, 0), 5 

(note that the first servicing of 

4) After servicing channel 6 

7, (1,2, 3, 0), 5,6 

channel 0 caused double rotation). 

5) After servicing channel 7 

(1,2, 3, 0), 5, 6,7 


6.6 Scatter-Gather Functional Description 

Scatter-Gather provides the capability of transferring multiple buffers between memory and I/O without CPU 
intervention. In Scatter-Gather, the DMA can read the memory address and word count from an array of buffer 
descriptors called the Scatter-Gather Descriptor (SGD) Table. This allows the DMA to sustain DMA transfers 
until all buffers In the Scatter-Gather Descriptor Table are transferred. 

The Scatter-Gather Command register and Scatter-Gather Status register are used to control the operational 
aspect of Scatter-Gather transfers (see Section 3.2 for details of these registers). The Scatter-Gather Descrip- 
tor Next Link register holds the address of the next buffer descriptor in the Scatter-Gather Descriptor Table. 

The next buffer descriptor is fetched from the Scatter-Gather Descriptor Table by a DMA read transfer. 
DACK# will not be asserted for this transfer because the I/O device is the DMA itself and the DACK is Internal 
to the ESC. The ESC will assert lOWC# for these bus cycles like any other DMA transfer. The ESC will behave 
as an 8-bit I/O slave and will run type “B” timings for a Scatter-Gather buffer descriptor transfer. EOP will be 
asserted at the end of the transfer. 
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To initiate a typical Scatter-Gather transfer between memory and an I/O device the following steps are 
Involved: 

1. Software prepares a Scatter-Gather Descriptor (SGD) table in system memory. Each Scatter-Gather de- 
scriptor is 8 bytes long and consists of an address pointer to the starting address and the transfer count of 
the memory buffer to be transferred. In any given SGD table, two consecutive SGDs are offset by 8 bytes 
and are aligned on a 4-byte boundary. 

2. Each Scatter-Gather Descriptor for the linked list must contain the following information: 

a. Memory Address (buffer start) 4 bytes 

b. Byte Count (buffer size) 3 bytes 

c. End of Link List 1 bit (MSB) 




byte 3 byte 2 

byte 1 byte 0 

Address 

Dword 0 

Memory Address 

XXXOh 

XXX3h 

Dword 1 

EOL 

RESERVED 

Byte Count 

XXX4h 

XXX7h 





290476-78 


Figure 15. Scatter-Gather Descriptor Format 


3. Initialize DMA. Mode and Extended Mode registers with transfer specific Information like 8-/1 6-bit I/O 
device, Transfer Mode, Transfer Type, etc. 

4. Software provides the starting address of the Scatter-Gather Descriptor Table by loading the Scatter-Gather 
Descriptor Table Pointer register. 

5. Engage the Scatter-Gather machine by writing a Start command to the Scatter-Gather Command register. 

6. The Mask register should be cleared as last the last step of programming the DMA register set. This is to 
prevent DMA from starting a transfer with a partially loaded command description. 

7. Once the register set is loaded and the channel is unmasked, the DMA will generate an internal request to 
fetch the first buffer from the Scatter Gather Descriptor Table. 

8. The DMA will then respond to DREQ or software requests. The first transfer from the first buffer will move 
the memory address and word count from the Base register set to the Current register set. As long as 
Scatter-Gather is active and the Base register set Is not loaded and the last buffer has not been fetched, the 
channel will generate a request to fetch a reserve buffer into the Base register set. The reserve buffer is 
loaded to minimize latency problems going from one buffer to another. Fetching a reserve buffer has a lower 
priority than completing DMA for the channel. 

9. The DMA controller will terminate a Scatter-Gather cycle by detecting an End of List (EOL) bit In the SGD. 
After the EOL bit is detected, the channel will transfer the buffers In the Base and Current register sets If 
they are loaded. At Terminal Count the channel will assert EOP or IRQ13 depending on Its programming 
and set the Terminate bit in the Scatter-Gather Status register. The Active bit in the Scatter-Gather Status 
register will be reset and the channel’s Mask bit will be set. 
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Figure 16. Link List Example 


6.7 Register Functionality 

See Section 3.2 for detailed information on register programming, bit definitions, and default values/functions 
after a reset. 

DMA Channel 4 is used to cascade the two DMA controllers together and should not be programmed for any 
mode other than cascade. The Mode register for Channel 4 will default to cascade mode. Special attention 
should also be take when programming the Command and Mask registers as related to Channel 4 (refer to the 
Command and Mask register descriptions. Section 3.2). 


6.7.1 ADDRESS COMPATIBILITY MODE 

Whenever the DMA is operating in Address Compatibility mode, the addresses do not increment or decrement 
through the High and Low Page registers, and the high page register is set to OOh. This is compatible with the 
82C37 and Low Page register implementation used in the PC AT. This mode is set when any of the lower three 
address bytes of a channel are programmed. If the upper byte of a channel’s address Is programmed last, the 
channel will go into Extended Address Mode. In this mode, the high byte may be any value and the address 
will increment or decrement through the entire 32-bit address. 
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After reset is negated all channels will be set to Address Compatibility Mode. The DMA Master Clear com- 
mand will also reset the proper channels to Address Compatibility Mode. The Address Compatibility Mode bits 
are stored on a per channel basis. 

6.7.2 SUMMARY OF THE DMA TRANSFER SIZES 

Table 16 lists each of the DMA device transfer sizes. The column labeled “Word Count Register” indicates 
that the register contents represent either the number of bytes to transfer or the number of 16-bit words to 
transfer. The column labeled “Current Address Register Increment/ Decrement” indicates the number added 
to or taken from the Current Address register after each DMA transfer cycle. The Mode Register determines if 
the Current Address register will be incremented or decremented. 


Table 16. DMA Transfer Size 


DMA Device Date Size And Word Count 

Word Count 
Register 

Current Address 
Increment/Decrement 

8-bit I/O, Count By Bytes 

Bytes 

1 

16-bit I/O, Count By Words (Address Shifted) 

Words 

1 

16-bit I/O, Count By Bytes 

Bytes 

2 

32-bit I/O, Count By Bytes 

Bytes 

4 


6.7.3 ADDRESS SHIFTING WHEN PROGRAMMED FOR 16-BIT I/O COUNT BY WORDS 

To maintain compatibility with the Implementation of the DMA in the PC/AT which used the 82C37, the DMA 
will shift the addresses when the Extended Mode register is programmed for, or defaulted to, transfers to/from 
a 16-blt device count6.7.3-by-words. Note that the least significant bit of the Low Page register is dropped in 
1 6-bit shifted mode. When programming the Current Address register while the DMA channel is In this mode, 
the Current Address must be programmed to an even address with the address value shifted right by one bit. 
The address shifting is as shown In Table 17. 


Table 17. Address Shifting in 16-Bit I/O DMA Transfers 


Output 

Address 

8-Bit i/0 
Programmed 
Address 

16-Bit I/O 
Programmed 
Address (Shifted) 

16-Bit I/O 
Programmed 
Address (No Shift) 

32-Bit I/O 
Programmed 
Address (No Shift) 

AO 

AO 

"0” 

AO 

AO 

[16:1] 

A[16:1] 

A[15;0] 

A[16:01] 

A[16;01] 

A[31:17] 

A[31:17] 

A[31:17] 

A[31:17] 

A[31:17] 


NOTE: 

The least significant bit of the Low Register is dropped in 16-blt shifted mode. 


6.7.4 STOP REGISTERS (RING BUFFER DATA STRUCTURE) 

To support a common data communication data structure, (the ring buffer), a set of DMA registers have been 
provided. These registers are called Stop registers. Each channel has 22-bits of register location associated 
with it. The 22-blts are distributed between three different registers (one 8-blt and two 8-bit). The Stop registers 
can be enabled or disabled by writing to the channel’s corresponding Extended Mode register. 

The ring buffer data structure reserves a fixed portion of memory, on Dword boundaries, to be used for a DMA 
channel. Consecutively received frames or other data structures are stored sequentially within the boundaries 
of the ring buffer memory. 
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The beginning and end of the ring buffer area is defined in the Base Address register and the Base Address 
register + the Base Byte/Transfer Count. The incoming frames (data) are deposited in sequential locations of 
the ring buffer. When the DMA reaches the end of the ring buffer, indicating the byte count has expired, the 
DMA controller (If so programmed) will autoinitialize. Upon autoinitialization, the Current Address register will 
be restored from the Base Address register, taking the process back to the start of the ring buffer. The DMA 
will then be available to begin depositing the incoming bytes in the ring buffers sequential locations, providing 
that the CPU has read the data that was previously placed in those locations. The DMA determines that the 
CPU has read certain data by the value that the CPU writes into the Stop register. 

Once the data of a frame is read by the CPU, the memory location it occupies becomes available for other 
Incoming frames. The Stop register prevents the DMA from over writing data that has not yet been read by the 
CPU. After the CPU has read a frame from memory it will update the Stop register to point to the location that 
was last read. The DMA will not deposit data Into any location beyond that pointed to by the Stop register. The 
last address transferred before the channel is masked is the first address that matches the Stop register. 

For example, if the stop register = 00001 Ch, the last three transfers are shown in Table 18. 

Table 18. Stop Register Functionality Example 



By Bytes 

By Words 

By Words 

Increment 

XXOOOOIAh 

XXOOOOIBh 

XXOOOOIBh 


XXOOOOIBh 

XXOOOOIAh 

XXOOOOIAh 


XXOOOOlCh 

XXOOOOlCh 

XXOOOOlCh 

Decrement 

XX000021h 

XX000023h 

XX000023h 

i 

XX000020h 

XX000021h 

XX000021h 


XXOOOOIFh 

XXOOOOIFh 

XXOOOOIFh 


NOTE: 

The Stop registers store values to compare against LA[23;2] only, so the size of the ring buffer is limited to 16 MBytes. 


6.7.5 BUFFER CHAINING MODE AND STATUS REGISTERS 

The Chaining Mode registers are used to implement the buffer chaining mode of a channel. The buffer 
chaining mode is useful when transferring data from a peripheral to several different areas of memory with one 
continuous transfer operation. Four registers are used to implement this function: the Chaining Mode register, 
the Chaining Mode Status Register, the Channel Interrupt Status register, and the Chain Buffer Expiration 
Control register. 

The Chaining Mode register controls the buffer chaining initialization. Buffer chaining mode can be enabled or 
disabled. A Chaining Mode bit is used to indicate if Base register programming is complete and chaining can 
begin, or to hold off chaining because the Base registers still need programming. Another bit dictates the 
buffer expiration response by indicating whether an 1RQ13 or EOP should be issued when the buffer needs 
reprogramming. The Chaining Mode Status Register indicates whether each channel’s chaining mode is en- 
abled or disabled. 

The Channel Interrupt Status Register indicates the channel source of a DMA chaining interrupt on IRQ13. 
The CPU can read this register to determine which channel asserted IRQ13 following a buffer expiration. The 
Chain Buffer Expiration Control Register is a read only register that reflects the outcome after the expiration of 
a chain buffer. If a channel bit is set to 0, IRQ13 will be activated following the buffer expiration. If a channel bit 
is set to 1, EOP will be asserted following the buffer expiration. 




2-903 



82374EB/82374SB 



6.7.6 AUTOINITIALIZE 

By programming a bit in the Mode register, a channel may be set up as an autolnitiallze channel. During 
Autoinitialization, the original values of the Current page. Current address and Current Byte/Word Count 
registers are automatically restored from the Base Address, and Word count registers of that channel following 
TC. The Base registers are loaded simultaneously with the Current registers by the microprocessor and remain 
unchanged throughout the DMA service. The mask bit is not set when the channel Is in autoinitlalize. Following 
autolnitiallze the channel Is ready to perform another DMA service, without CPU intervention, as soon as a 
valid DREQ is detected. (Note; Autoinitlalize will not function If the channel is also programmed for Scatter- 
Gather or buffer chaining. Only one of these features should be enabled at a time.) 


6.8 Software Commands 

These are additional special software commands which can be executed in the Program Condition. They do 
not depend on any specific bit pattern on the data bus. The three software commands are: 

1 . Clear Byte Pointer Flip-Flop. 

2. Master Clear. 

3. Clear Mask Register. 


6.8.1 CLEAR BYTE POINTER FLIP-FLOP 

This command is executed prior to writing or reading new address or word count Information to the DMA. This 
Initializes the flip-flop to a known state so that subsequent accesses to register contents by the microproces- 
sor will address upper and lower bytes In the correct sequence. 

When the CPU is reading or writing DMA registers, two Byte Pointer Flip-Flops are used; one for Channels 0-3 
and one for Channels 4-6. Both of these act independently. There are separate software commands for 
clearing each of them (OCh for Channels 0-3, 0D8h for Channels 4-7). 

An additional Byte Pointer Flip-Flop has been added for use when EISA masters are reading and writing DMA 
registers. (The arbiter state will be used to determine the current master of the bus.) This Flip-Flop is cleared 
when an EISA Master performs a write to either OOCh or 0D8h. there is one Byte Pointer Flip Flop per eight 
DMA channels. This Byte Pointer was added to eliminate the problem of the CPU’s byte pointer getting out of 
synchronization if an EISA Master takes the bus during the CPU’s DMA programming. 


6.8.2 DMA MASTER CLEAR 

This software instruction has the same effect as the hardware Reset. The Command, Status, Request, and 
Internal First/ Last Flip-Flop registers are cleared and the Mask register is set. The DMA Controller will enter 
the idle cycle. 

There are two independent Master Clear Commands, ODh which acts on Channels 0-3, and ODAh which acts 
on Channels 4-6. 


6.8.3 CLEAR MASK REGISTER 

This command clears the mask bits of ail four channels, enabling them to accept DMA requests. I/O port OOEh 
Is used for Channels 0-3 and I/O port ODCh Is used for Channels 4-6. 
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6.9 Terminal Count/EOP Summary 

Table 19 is a summary of the events that happen as a result of a terminal count or external EOP when running 
DMA in various modes. 


Table 19. Terminal Count/EOP Summary Table 


Conditions 

AUTOINIT 

No 

Yes 

Event 





Word Counter Expired 

Yes 

X 

Yes 

X 

EOP Input 

X 

Asserted 

X 

Asserted 

Result 

Status TC 

set 

set 

set 

set 

Mask 

set 

set 

— 

— 

SW Request 

cir 

cIr 

cir 

dr 

Current Register 

— 

— 

load 

load 


NOTES: 

1. load = Load Current From Base 

2. “-” = No Change 

3. X= Don’t Care 

4. clr= Clear 


6.10 Buffer Chaining 

The buffer chaining mode of a channel is useful for transferring data from a peripheral to several different 
areas of memory within one transfer operation (from the DMA device’s viewpoint). This Is accomplished by 
causing the DMA to Interrupt the CPU for more programming information while the previously programmed 
transfer is still In progress. Upon completion of the previous transfer, the DMA controller will then load the new 
transfer Information automatically. In this way, the entire transfer can be completed without interrupting the 
operation of the DMA device. This mode is most useful for DMA single-cycle or demand modes where the 
transfer process allows time for the CPU to execute the interrupt routine. 

The buffer chaining mode of a channel may be entered by programming the address and count of a transfer as 
usual. After the Initial address and count is programmed, the Base registers are selected via the Chaining 
Mode register Chaining Mode Enabled bit. The address and count for the second transfer and both the 
Chaining Mode Enabled and the Program Complete bit of the Chaining Mode register should be programmed 
at this point, before starting the DMA process. When, during the DMA process, the Current Buffer Is expired, 
the Base address. Page, and Count registers will be transferred to the Current registers and a signal that the 
buffer has been expired Is sent to the programming master. 

This signal will be an IRQ13 if the master is the CPU, or a TC if the programming master is an EISA Master 
device. The type of programming master Is indicated in the DMA’s Chaining Mode Register, bit 4. If the CPU is 
the programming master for the Channel, TC will be generated only if the Current buffer expires and there is no 
Next Buffer stored in the Base registers. 
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Upon the expiration of a Current Buffer, the new Base register contents should be programmed and both the 
Chaining Mode Enabled and Program complete bits of the Chaining Mode register should be set. This resets 
the interrupt, if the CPU was the programming master, and allows for the next Base register to Current register 
transfer. If the Program Complete bit Is not set before the current transfer reaches TC, then the DMA controller 
will set the Mask bit and the TC bit in the Status register and stop transferring data. In this case, an over-run is 
likely to occur. To determine if this has, a read of either Status register or the Mask register can be done (the 
Mask register has been made readable). If the channel Is masked or has registered a TC, the DMA channel 
has been stopped and the full address, count, and chaining mode must be programmed to return to normal 
operation. 

Note that if the CPU Is the programming master, an interrupt will only be generated If a Current Buffer expires 
and chaining mode Is enabled. It will not occur during Initial programming. The Channel Interrupt Status 
register will indicate pending interrupts only. That is. It will Indicate an empty Base register with Chaining Mode 
enabled. When Chaining mode is enabled, only the Base registers are written by the processor, and only the 
Current registers can be read. The Current registers are only updated on a TC. 


6.11 Refresh Unit 

The ESC provides an EISA Bus compatible refresh unit that provides 14 bits of refresh address for EISA/ISA 
bus DRAMs that do not have their own local refresh units. The refresh system uses the combined functions of 
the Interval Timers, the DMA Arbiter, DMA address counter, and EISA Bus Controller. Functionally, the Re- 
fresh unit is a sub-section of the ESC DMA unit. The DMA Address Counter is used to increment the Refresh 
Address register following each refresh cycle. Interval Counter 1, Timer 1 generates an internal refresh re- 
quest. The DMA Arbiter detects a Refresh signal from either the Counter/Timer or the REFRESH# Input and 
determines when the refresh will be done. The DMA drives the refresh address out onto the LA address bus. 
The cycle Is decoded and driven onto the EISA address bus by the EISA Bus Controller. The ESC EISA Bus 
Controller is responsible for generating the EISA cycle control signals. Timer 1 Counter 1 should be pro- 
grammed to provide a refresh request about every 15 fxs. 

Requests for refresh cycles are generated by two sources: the ESC (Timer 1 Counter 1), and 16-bit masters 
that activate REFRESH# when they own the EISA bus. 

If a 16-bit ISA bus master holds the bus longer than 15 jjls, it must initiate memory refresh cycles. If the ISA 
Master initiates a Refresh cycle while it owns the bus. It floats the address lines and cycle control signals and 
asserts REFRESH# to the ESC. The ESC EISA Bus Controller generates the cycle control signals and the 
ESC DMA Refresh unit supplies the refresh address. The ISA Master must then wait one BCLK after MRDC# 
is negated before floating REFRESH# and driving the address lines and control signals. 

Typically, the refresh cycle length is five BCLK’s. The I/O slave can insert one wait state to extend the cycle to 
six BCLK’s by asserting CHRDY. The ESC EISA Bus Controller, upon seeing REFRESH#, knows to run 
refresh cycles instead of DMA cycles. 


7.0 EISA BUS ARBITRATION 

The ESC receives requests for EISA Bus ownership from several different sources; from DMA devices, from 
the Refresh counter, from EISA masters and from PCI agents. PCI agents requesting the EISA Bus request the 
EISA Bus through the PCEB. Additionally, 16-blt ISA Masters may request the bus through a cascaded DMA 
channel (see the Cascade mode description in Section 6.2.4). 
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7.1 Arbitration Priority 

At the top level of the arbiter, the ESC uses a three way rotating priority arbitration method. On a fully loaded 
bus, the order in which the devices are granted bus access is independent of the order in which they assert a 
bus request, since devices are serviced based on their position in the rotation. The arbitration scheme assures 
that DMA channels and EISA masters are able to access the bus with minimal latency. 

The PCEB and EISA Masters share one of the slots in the three way rotating priority scheme. This sharing is a 
two way rotation between the CPU and EISA Masters as a group. In this arbitration scheme, the PCEB acts on 
behalf of the CPU and all other PCI masters. 

EISA Masters have a rotating priority structure which can handle up to eight master requests. 

The next position in the top level arbiter is occupied by the DMA. The DMA’s DREQ lines can be placed in 
either fixed or rotating priority. The default mode is fixed and by programming the DMA Command registers, 
the priority can be modified to rotating priority mode. 


7.2 Preemption 

An EISA compatible arbiter ensures that minimum latencies are observed for both EISA DMA devices, and 
EISA Masters. 


7.2.1 PCEB EISA BUS ACQUISITION AND PCEB PREEMPTION 

EISA bus arbitration is intended to be optimized for CPU access the EISA bus. Since the CPU accesses to the 
EISA Bus through the PCEB, the PCEB is assumed to be the default owner of the EISA bus. The arbitration 
interface between the PCEB and the ESC is implemented as a HOLD/HLDA (EISAHOLD/ EISAHLDA) pair. 

If a PCI cycle requires access to the EISA Bus while EISAHLDA signal Is asserted (EISA Bus busy) the PCI 
cycle is retried, and the PCEB requests the EISA bus by asserting PEREQ#. The ESC, after sampling PER- 
EQ# asserted, preempts the current owner of the EISA Bus. The ESC grants the EISA Bus by negating 
EISAHOLD signal. 

The ESC asserts EISAHOLD to the PCEB when the ESC needs to acquire the ownership of the EISA bus. 
While EISAHOLD is asserted, the arbitration process is dynamic and may change (I.e. the ESC is still accept- 
ing EISA Bus requests). When the PCEB returns EISAHLDA, the arbiter freezes the arbitration process and 
determine the winner. If the new winner is an EISA Master or DMA channel, the ESC will assert NMFLUSH#. 
The ESC tri-states the NMFLUSH# output driver on the following clock. The PCEB holds NMFLUSH# assert- 
ed until all buffers are flushed. After all buffers are flushed, the PCEB negates NMFLUSH# and then tri-state 
the output buffer. After sampling NMFLUSH# negated, the ESC resumes driving NMFLUSH# on the next PCI 
clock. This way the ESC does not assert MACK# or DACK# until the PCEB acknowledges that all line buffers 
have been flushed. 
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Figure 17. EISA Arbitration 
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7.2.2 EISA MASTER PREEMPTION 

EISA specification requires that EISA Masters must release the bus within 64 BCLKs (8 fxs) after the ESC 
negates MACKx#. If the bus master attempts to start a new bus cycle after this timeout period, a bus timeout 
(NMI) is generated and the RSTDRV is asserted to reset the offending bus master. 


7.2.3 DMA PREEMPTION 

A DMA slave device that Is not programmed for compatible timing is preempted from the EISA Bus by another 
device that requests use of the bus. This will occur regardless of the priority of the pending request. For DMA 
devices not using compatible timing mode, the DMA controller stops the DMA transfer and releases the bus 
within 32 BCLK (4 jixs) of a preemption request. Upon the expiration of the 4 jas timer, the DACK is negated 
after the current DMA cycle has completed. The EISA Bus then arbitrated for and granted to the highest 
priority requester. This feature allows flexibility in programming the DMA for long transfer sequences in a 
performance timing mode while guaranteeing that vital system services such as Refresh are allowed access to 
the expansion bus. 

The 4 jas timer is not used in compatible timing mode. It is only used for DMA channels programmed for Type 
“A”, Type “B”, or Type “C” (Burst) timing. The 4 jus timer is also not used for 16-bit ISA masters cascaded 
through the DMA DREQ lines. 

If the DMA channel that was preempted by the 4 /jls timer is operating in Block mode, an internal bit will be set 
so that the channel will be arbitrated for again, independent of the state of DREQ. 


7.3 Slave Timeouts 

A slave which does not release EXRDY or CHRDY can cause the CMD# active time to exceed 256 BCLKs 
(32 jus). The ESC does not monitor EXRDY or CHRDY for this timeout. Typically this function is provided in a 
system through a third party add-in card. The add-in cards which monitor EXRDY or CHRDY assert lOCHK 
signal when the 256 BCLK count expires. The ESC In response asserts NMI. 

The only way that a 16-bit ISA Master can be preempted from the EISA bus Is if it exceeds the 256 BCLK 
(32 juLS) limit on CMD# active. 


7.4 Arbitration During Non-Maskable Interrupts 

If a non-maskable interrupt (NMI) is pending at the PCEB, and the PCEB Is requesting the bus, the DMA and 
EISA Masters will be bypassed each time they come up for rotation. This gives the PCEB the EISA Bus 
bandwidth on behalf of the CPU to process the interrupt as fast as possible. 


8.0 INTERVAL TIMERS 

The ESC contains five counter/timers that are equivalent to those found in the 82C54 programmable interval 
timer. The five counters are contained in two separate ESC timer units, referred to as Timer- 1 and Timer-2. 
The ESC uses the Timers to implement key EISA system functions. Timer-1 contains three counters, and 
Timer-2 contains two counters. EISA systems do not use the middle counter on Timer-2. 

Interval Timer 1, Counter 0 Is connected to the interrupt controller IRQO and provides a system timer interrupt 
for a time-of-day, diskette time-out, or other system timing functions. Counter 1 generates a refresh-request 
signal and Counter 2 generates the tone for the speaker. 
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Interval Timer 2, Counter 0 implements a fail safe timer. Counter 0 generates NMI at regular intervals, thus 
preventing the system from locking up. Counter 1 is not used. Counter 2 is used to slow down the CPU by 
means of pulse-width modulation. The output of Timer 2 Counter 2 is tied to the SLOWH# signal. 


Table 20. Interval Timer Functions 


Function 

Counter 0 System Timer 

Counter 0 Fail-Safe Timer 

Gate 

Always On 

Always On 

Clock in 

1.193 MHz(OSC/ 12) 

0.298 MHz(OSC/48) 

Out 

INT-1 IRQO 

NMI Interrupt 


Counter 1 Refresh Request 


Gate 

Always On 


Clock In 

1.193MHz(0SC/12) 


Out 

Refresh Request 



Counter 2 

Counter 2 

Gate 

Programmable 

Refresh Request 

Clock In 

Port 61 h 


Out 

1.193MHz(OSC/12) 

8 MHz (BCLK) 


Speaker 

CPU Speed Control (SLOWH#) 


8.1 Interval Timer Address Map 

Table 21 shows the I/O address map of the interval timer counters: 


Table 21. Interval Timer I/O Address Map 


I/O Port Address 

Register Description 

040h 

Timer 1 , System Timer (Counter 0) 

041 h 

Timer 1, Refresh Request (Counter 1) 

042h 

Timer 1 , Speaker Tone (Counter 2) 

043h 

Timer 1 , Control Word Register 

048h 

Timer 2, Fail-Safe Timer (Counter 0) 

049h 

Timer 2, Reserved 

04Ah 

Timer 2, CPU Speed Control (Counter 2) 

04Bh 

Timer 2, Control Word Register 


Timer 1— Counter 0, System Timer 

This counter functions as the system timer by controlling the state of IRQ[0] and is typically programmed for 
Mode 3 operation. The counter produces a square wave with a period equal to the product of the counter 
period (838 ns) and the initial count value. The counter loads the initial count value one counter period after 
software writes the count value to the counter I/O address. The counter initially asserts IRQ[0] and decre- 
ments the count value by two each counter period. The counter negates IRQ[0] when the count value reaches 
0. It then reloads the initial count value and again decrements the initial count value by two each counter 
period. The counter then asserts IRQ[0] when the count value reaches “0”, reloads the initial count value, and 
repeats the cycle, alternately asserting and negating IRQ[0]. 
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Timer 1 — Counter 1, Refresh Request Signal 

This counter provides the Refresh Request signal and is typically programmed for Mode 2 operation. The 
counter negates Refresh Request for one counter period (833 ns) during each count cycle. The initial count 
value is loaded one counter period after being written to the counter I/O address. The counter initially asserts 
Refresh Request, and negates it for 1 counter period when the count value reaches 1. The counter then 
asserts Refresh Request and continues counting from the initial count value. 

Timer 1— Counter 2, Speaker Tone 

This counter provides the speaker tone and is typically programmed for Mode 3 operation. The counter 
provides a speaker frequency equal to the counter clock frequency (1.193 MHz) divided by the initial count 
value. The speaker must be enabled by a write to port 061 h (see Section 3.7 on the NMI Status and Control 
Ports). 

Timer 2 — Counter 0, Fail-Safe Timer 

This counter functions as a fail-save timer by preventing the system from locking up. This counter generates 
an interrupt on the NMI line as the count expires by setting bit 7 on Port 0461 h. Software routines can avoid 
the Fail-Safe NMI by resetting the counter before the timer count expires. 

Timer 2 — Counter 2, CPU Speed Control 

This counter generates the SLOWH# to the CPU and is typically programmed for Mode 1 operation. The 
counter is triggered by the refresh request signal generated by Timer 1 -Counter 1 only. If the counter is 
programmed, the counters SLOWH# output wiii stop the CPU ror the programmed period of the one-shot 
every time a refresh request occurs. This counter is not configured or programmed until a speed reduction in 
the system Is required. 


8.2 Programming The Interval Timer 

The counter/timers are programmed by I/O accesses and are addressed as though they are contained in two 
separate 82C54 interval timers. Timer 1 contains three counters and Timer 2 contains two counters. Each 
Timer is controlled by a separate Control Word register. Table 22 lists the six operating modes for the interval 
counters. Note that for the fail safe timer (timer 2, counter 0), only mode 0 is supported. 

The interval timer is an I/O-mapped device. Several commands are available; 

1 . The Control Word Command specifies: 

— which counter to read or write 

— the operating mode 

— the count format (binary or BCD) 

2. The Counter Latch Command latches the current count so that it can be read by the system. The count- 
down process continues. 

3. The Read Back Command reads the count value, programmed mode, the current state of the OUT pins, 
and the state of the Null Count Flag of the selected counter. 
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The Read/Write Logic selects the Control Word register during an I/O write when address lines A1, A0 = 11. 
This condition occurs during an I/O write to port addresses 043h and 04Bh, the addresses for the Control 
Word Register on Timer 1 and Control Word Register on Timer 2 respectively. If the CPU writes to port 043h or 
port 04Bh, the data is stored In the respective Control Word Register and Is interpreted as a Control Word 
used to define the operation of the Counters. 

The Control Word Register Is write-only. Counter Status information is available with the Read-Back Com- 
mand. 


Table 22. Counter Operating Modes 


Mode 

Function 

0 

Out signal on end of count ( = 0) 

1 

Hardware retriggerable one-shot 

2 

Rate generator (divide by n counter) 

3 

Square wave output 

4 

Software triggered strobe 

5 

Hardware triggered strobe 


Because the timer counters come up in an unknown state after power up, multiple refresh requests may be 
queued up. To avoid possible multiple refresh cycles after power up, program the timer counter immediately 
after power up. 

Write Operations 

Programming the Interval timer is a simple process: 

1 . Write a control word. 

2. Write an initial count for each counter. 

3. Load the least and/or most significant bytes (as required by Control Word Bits 5, 4) of the 16-blt counter. 

The programming procedure for the ESC timer units is very flexible. Only two conventions need to be ob- 
served. First, for each Counter, the Control Word must be written before the Initial count Is written. Second, the 
initial count must follow the count format specified in the Control Word (least significant byte only, most 
significant byte only, or least significant byte and then most significant byte). 

Since the Control Word Register and the three Counters have separate addresses (selected by the A1 , AO 
Inputs), and each Control Word specifies the Counter It applies to (SCO, SCI bits), no special instruction 
sequence is required. Any programming sequence that follows the conventions above is acceptable. 

A new initial count may be written to a Counter at any time without affecting the Counter’s programmed Mode 
In any way. Counting will be effected as described in the Mode definitions. The new count must follow the 
programmed count format. 

If a Counter Is programmed to read/write two-byte counts, the following precaution applies: A program must 
not transfer control between writing the first and second byte to another routine which also writes Into that 
same Counter. Otherwise, the Counter will be loaded with an incorrect count. 

Interval Timer Control Word Format 

The Control Word specifies the counter, the operating mode, the order and size of the COUNT value, and 
whether It counts down in a 1 6-bit or binary-coded decimal (BCD) format. After writing the control word, a new 
count may be written at any time. The new value will take effect according to the programmed mode. 
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If a counter is programmed to read/write two-byte counts, the following precaution applies: A program must 
not transfer control between writing the first and second byte to another routine which also writes into that 
same counter. Otherwise, the counter will be loaded with an incorrect count. The count must always be 
completely loaded with both bytes. 

Read Operations 

It is often desirable to read the value of a Counter without disturbing the count in progress. This is easily done 
in the ESC timer units. 

There are three possible methods for reading the counters: a simple read operation, the Counter Latch 
Command, and the Read-Back Command. 

Counter I/O Port Read 


The first method is to perform a simple read operation. To read the Counter the CLK input of the selected 
Counter must be inhibited by using either the GATE input or external logic. Otherwise, the count may be in the 
process of changing when it is read, giving an undefined result. When reading the count value directly, follow 
the format programmed In the control register: read LSB, read MSB, or read LSB then MSB. Within the ESC 
timer unit, the GATE Input on Timer 1 Counter 0, Counter 1 and Timer 2 Counter 0 are tied high. Therefore, the 
direct register read should not be used on these two counters. The GATE input of Timer 1 Counter 2 is 
controlled through I/O port 061 h. If the GATE is disabled through this register, direct I/O reads of port 042h 
will return the current count value. 



Counter Latch Command 


The Counter Latch command latches the count at the time the command is received. This command is used to 
insure that the count read from the counter is accurate (particularly when reading a two-byte count). The count 
value is then read from each counter’s Count register as was programmed by the Control register. 

The selected Counter’s output latch (OL) latches the count at the time the Counter Latch Command is 
received. This count is held in the latch until It is read by the CPU (or until the Counter is reprogrammed). The 
count is then unlatched automatically and the OL returns to “following” the counting element (CE). This allows 
reading the contents of the Counters “on the fly” without effecting counting In progress. Multiple Counter 
Latch Commands may be used to latch more than one Counter. Each latched Counter’s OL holds Its count 
until It is read. Counter Latch Commands do not effect the programmed Mode of the Counter in any way. The 
Counter Latch Command can be used for each counter in the ESC timer unit. 


If a Counter Is latched and then, some time later, latched again before the count Is read, the second Counter 
Latch Command is Ignored. The count read will be the count at the time the first Counter Latch Command was 
issued. 


With either method, the count must be read according to the programmed format; specifically, if the Counter is 
programmed for two byte counts, two bytes must be read. The two bytes do not have to be read one right after 
the other; read, write, or programming operations for other Counters may be Inserted between them. 

Another feature of the ESC timer unit Is that reads and writes of the same Counter may be interleaved. For 
example, if the Counter is programmed for two byte counts, the following sequence is valid: 

1 . Read least significant byte. 

2. Write new least significant byte. 

3. Read most significant byte. 

4. Write new most significant byte. 
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One precaution is worth noting. If a Counter is programmed to read/write two-byte counts, a program must not 
transfer control between reading the first and second byte to another routine which also reads from that same 
Counter. Otherwise, an Incorrect count will be read. 

Read Back Command 

The third method uses the Read-Back command. The Read-Back command is used to determine the count 
value, programmed mode, and current states of the OUT pin and Null Count flag of the selected counter or 
counters. The Read-Back command Is written to the Control Word register, which causes the current states of 
the above mentioned variables to be latched. The value of the counter and Its status may then be read by I/O 
access to the counter address. 

The read-back command may be used to latch multiple counter output latches (OL) by setting the COUNT # 
bit D5 = 0 and selecting the desired counter(s). This single command is functionally equivalent to several 
counter latch commands, one for each counter latched. Each counter’s latched count Is held until it is read (or 
the counter is reprogrammed). Once read, a counter is automatically unlatched. The other counters remain 
latched until they are read. If multiple count read-back commands are issued to the same counter without 
reading the count, all but the first are Ignored; I.e. the count which will be read is the count at the time the first 
read-back command was issued. 

The read-back command may also be used to latch status information of selected counter(s) by setting 
STATUS# bit D4 = 0. Status must be latched to be read. The status of a counter is accessed by a read from 
that counter’s I/O port address. 

If multiple counter status latch operations are performed without reading the status, ail but the first are ignored. 
The status returned from the read is the counter status at the time the first status read-back command was 
issued. 

Both count and status of the selected counter(s) may be latched simultaneously by setting both the COUNT # 
and STATUS# bits [5:4] == 00b. This is functionally the same as issuing two consecutive, separate read-back 
commands. The above discussions apply here also. Specifically, if multiple count and/or status read-back 
commands are issued to the same counter(s) without any intervening reads, all but the first are ignored. 

If both count and status of a counter are latched, the first read operation from that counter vyill return the 
latched status, regardless of which was latched first. The next one or two reads (depending on whether the 
counter Is programmed for one or two type counts) return the latched count. Subsequent reads return un- 
latched count. 


9.0 INTERRUPT CONTROLLER 

The ESC provides an EISA compatible Interrupt controller which incorporates the functionality of two 82C59 
interrupt controllers. The two controllers are cascaded so that 14 external and two internal interrupts are 
possible. The master Interrupt controller provides IRQ[7:0] and the slave interrupt controller provides 
IRQ[15;8] (Figure 19). The two Internal interrupts are used for internal functions only and are not available at 
the chip periphery. IRQ2 is used to cascade the two controllers together and IRQO is used as a system timer 
Interrupt and is tied to Interval Timer 1, Counter 0. The remaining 14 Interrupt lines (IRQ1, IRQ3-IRQ15) are 
available for external system Interrupts. Edge or level sense selection is programmable on a by-controller 
basis. 

The Interrupt Controller consists of two separate 82C59 cores. Interrupt Controller 1 (CNTRL-1) and Interrupt 
Controller 2 (CNTRL-2) are initialized separately, and can be programmed to operate in different modes. The 
default settings are: 80x86 Mode, Edge Sensitive (IRQO-15) Detection, Normal EOl, Non-Buffered Mode, 
Special Fully Nested Mode disabled, and Cascade Mode. CNTRL-1 is connected as the Master Interrupt 
Controller and CNTRL-2 Is connected as the Slave Interrupt Controller. 
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Figure 19. Block Diagram of the Interrupt Controller 


Table 23 lists the I/O port address map for the interrupt registers. 


Interrupts 

IRQ[7:0l 

IRQ[7:0] 

IRQ[7:0] 

IRQ[15:8] 

IRQ[15:8] 

IRQ[15:8] 


I/O Address 

0020h 
0021 h 
04D0h 
OOAOh 
OOMh 
04D1h 


Table 23. I/O Address Map 


# of bits 


Register 


8 


CNTRL-1 Control Register 


CNTRL-1 Mask Register 


CNTRL-1 Edge/ Level Control Register 


CNTRL-2 Control Register 


CNTRL-2 Mask Register 


CNTRL-2 Edge/ Level Control Register 


IRQO, and IRQ2 are connected to the interrupt controllers internally. The other Interrupts are always generated 
externally. IRQ12 and IRQ13 may be generated internally through the ABFULL and FERR# signals, respec- 
tively. 
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Table 24. Typical Interrupt Functions 


Priority 

Label 

Controller 

Typical Interrupt Source 

1 

IRQO 

1 

Interval Timer 1 , Counter 0 OUT 

2 

IRQ1 

1 

Keyboard 

3-10 

IRQ2 

1 

. 

Interrupt from Controller 2 

3 


2 

Real Time Clock 

4 

IRQ9 

2 

Expansion Bus Pin B04 

5 


2 

Expansion Bus Pin D03 

6 

iiimQQi 

2 

Expansion Bus Pin D04 

7 

IRQ12 

2 

Expansion Bus Pin DOS 

8 

■BH 

2 

Coprocessor Error, Chaining 

9 

■BH 

2 

Fixed Disk Drive Controller Expansion Bus Pin D07 

10 

IRQ15 

2 

Expansion Bus Pin D06 

11 

IRQ3 

1 

Serial Port 2, Expansion Bus B25 

12 


1 

Serial Port 1 , Expansion Bus B24 

13 


1 

Parallel Port 2, Expansion Bus B23 

14 


1 

Diskette Controller, Expansion Bus B22 

15 

IRQ7 

1 

Parallel Port 1 , Expansion Bus B21 


9.1 Interrupt Controller Internal Registers 

Several registers are \\j ■ no nuonuiJio cu mw mu input lines are nanaiea 

by two registers in cascade, the Interrupt Request Register (IRR) and the In-Service Register (ISR). The IRR is 
used to store all the interrupt levels which are requesting service and the ISR Is used to store all the interrupt 
levels which are being serviced. 

Internal circuitry determines the priorities of the bits set in the IRR. The highest priority is selected and strobed 
into the corresponding bit of the ISR during Interrupt Acknowledge Cycles. 

The Interrupt Mask Register (IMR) stores the bits which mask the Incoming interrupt lines. The IMR operates 
on the IRR. Masking of a higher priority input will not effect the Interrupt request lines of lower priority inputs. 


9.2 Interrupt Sequence 

The powerful features of the Interrupt Controller in a microcomputer system are Its programmability and the 
interrupt routine addressing capability. The latter allows direct or indirect jumping to the specific interrupt 
routine requested without any polling of the interrupting devices. The following shows the interrupt sequence 
for an x86 type system (the 8080 mode of the interrupt controller must never be selected when programming 
the ESC). 
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Note that externally, the interrupt acknowledge cycle sequence appears different than in a traditional discrete 

82C59 implementation. However, the traditional interrupt acknowledge sequence is generated within the ESC 

and it is an EISA compatible implementation. 

1. One or more of the Interrupt Request (IRQ[x]) lines are raised high, setting the corresponding IRR bit(s). 

2. The Interrupt Controller evaluates these requests, and sends an INTR to the CPU, if appropriate. 

3. The CPU acknowledges the INTR and responds with an interrupt acknowledge cycle. This cycle is translat- 
ed into a PCI bus command. This PCI command Is broadcast over the PCI bus as a single cycle as opposed 
to the two cycle method typically used. 

4. Upon receiving an interrupt acknowledge cycle from the CPU over the PCI, the PCEB converts the single 
cycle into an INTA# pulse to the ESC. The ESC uses the INTA# pulse to generate the two cycles that the 
internal 8259 pair can respond to with the expected interrupt vector. The cycle conversion is performed by a 
functional block In the ESC Interrupt Controller Unit. The internally generated interrupt acknowledge cycle is 
completed as soon as possible as the PCI bus Is held in wait states until the interrupt vector data is 
returned. Each cycle appears as an interrupt acknowledge pulse on the INTA# pin of the cascaded inter- 
rupt controllers. These two pulses are not observable at the ESC periphery. 

5. Upon receiving the first internally generated Interrupt acknowledge, the highest priority ISR bit is set and the 
corresponding IRR bit is reset. The Interrupt Controller does not drive the Data Bus during this cycle. On the 
trailing edge of the first cycle pulse, a slave identification code is broadcast by the master to the slave on a 
private. Internal three bit wide bus. The slave controller uses these bits to determine if it must respond with 
an interrupt vector during the second INTA# cycle. 

6. Upon receiving the second internally generated interrupt acknowledge, the Interrupt Controller releases an 
8-bit pointer (the interrupt vector) onto the Data Bus where it is read by the CPU. 

7. This completes the Interrupt cycle. In the AEOI mode the ISR bit is reset at the end of the second interrupt 
acknowledge cycle pulse. Otherwise, the ISR bit remains set until an appropriate EOi command is issued at 
the end of the interrupt subroutine. 

If no Interrupt request Is present at step four of either sequence (i.e., the request was too short in duration) the 

Interrupt Controller will issue an interrupt level 7. 


9.3 80x86 Mode 

When initializing the control registers of the 82C59, an option exists in Initialization Control Word Four (ICW4) 
to select either an 80x86 or an MSC-85 microprocessor based system. The interrupt acknowledge cycle Is 
different In an MSC-85 based system than in the 80x86 based system: the interrupt acknowledge takes three 
INTA# pulses with the MSC-85, rather than the two pulses with the 80x86. The ESC is used only in an 80x86 
based system. You must program each Interrupt controller’s ICW4 bit 0 to a “1” to indicate that the interrupt 
controller is operating in an 80x86 based system. This setting ensures proper operation during an interrupt 
acknowledge. 


9.3.1 ESC INTERRUPT ACKNOWLEDGE CYCLE 

As discussed, the CPU generates an interrupt acknowledge cycle that is translated into a single PCI command 
and broadcast across the PCI bus to the PCEB. The PCEB pulses the INTA# signal to the ESC. The ESC 
Interrupt Unit translates the INTA# signal into the two INTA# pulses expected by the interrupt controller 
subsystem. The Interrupt Controller uses the first interrupt acknowledge cycle to internally freeze the state of 
the interrupts for priority resolution. The first controller (CNTRL-1), as a master, issues a three bit interrupt 
code on the cascade lines to CNTRL-2 (internal to the ESC) at the end of the INTA# pulse. On this first cycle 
the interrupt controller block does not issue any data to the processor and leaves its data bus buffers disabled. 
CNTRL-2 decodes the information on the cascade lines, compares the code to the byte stored in Initialization 
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Command Word Three (ICW3), and determines if It will have to broadcast the interrupt vector during the 
second Interrupt acknowledge cycle. On the second interrupt acknowledge cycle, the master (CNTRL-1) or 
slave (CNTRL-2), will send a byte of data to the processor with the acknowledged Interrupt code composed as 
follows: 


Table 25. Content of Interrupt Vector Byte for 80x86 System Mode 


Interrupt 

D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 

IRQ7,15 

T7 

T6 

T5 

T4 

T3 

1 

1 

1 

IRQ6,14 

T7 

T6 

T5 

T4 

T3 

1 

1 

0 

IRQ5,13 

T7 

T6 

T5 

T4 

T3 

1 

0 

1 

IRQ4.12 

T7 

T6 

T5 

T4 

T3 

1 

0 

0 

IRQ3,11 

T7 

T6 

T5 

T4 

T3 

0 

1 

1 

IRQ2,10 

T7 

T6 

T5 

T4 

T3 

0 

1 

0 

IRQ1,9 

T7 

T6 

T5 

T4 

T3 

0 

0 

1 

IRQ0,8 

T7 

T6 

T5 

T4 

T3 

0 

0 

0 


NOTE: 

T7-T3 represent the interrupt vector address (refer Register Description section). 

The byte of data released by the interrupt unit onto the data bus is referred to as the “Interrupt vector”. The 
format for this data Is Illustrated on a per-interrupt basis in Table 25. 


9.4 Programming The Interrupt Controller 

The Interrupt Controller accepts two types of command words generated by the CPU or bus master: 

1. Initialization Command Words (ICWs): Before normal operation can begin, each Intermot Contmiior in 

.-wl mo un& is a iwo lo rour oyte sequence. However, for the ESC, each 

controller must be initialized with a four byte sequence. This four byte sequence is required to configure the 
interrupt controller correctly for the ESC implementation. This implementation is EISA-compatible. 

The four initialization command words are referred to by their acronyms: ICW1, ICW2, ICW3, and ICW4. 

The base address for each interrupt controller is a fixed location in the I/O memory space, at 0020h for 
CNTRL-1 and at OOAOh for CNTRL-2. 

An I/O write to the CNTRL-1 or CNTRL-2 base address with data bit 4 equal to 1 is interpreted as ICW1 . For 
ESC-based EISA systems, three I/O writes to “base address + 1” (021 h for CNTRL-1 and OAOh for 
CNTRL-2) must follow the ICW1. The first write to “base address + 1” (021h/0A0h) performs ICW2, the 
second write performs ICW3, and the third write performs ICW4. 
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ICW1 starts the initialization sequence during which the following automatically occur: 

a. Following initialization, an interrupt request (IRQ) Input must make a low-to-high transition to generate an 
Interrupt. 

b. The Interrupt Mask Register is cleared. 

c. IRQ7 input Is assigned priority 7. 

d. The slave mode address Is set to 7. 

e. Special Mask Mode is cleared and Status Read is set to IRR. 

ICW2 is programmed to provide bits [7:3] of the interrupt vector that will be released onto the data bus by 
the Interrupt controller during an Interrupt acknowledge. A different base [7:3] is selected for each interrupt 
controller. Suggested values for a typical EISA system are listed in Table 26. 

ICW3 Is programmed differently for CNTRL-1 and CNTRL-2, and has a different meaning for each control- 
ler. 

For CNTRL-1, the master controller, ICW3 is used to indicate which IRQx Input line is used to cascade 
CNTRL-2, the slave controller. Within the ESC interrupt unit, IRQ2 on CNTRL-1 is used to cascade the INTR 
output of CNTRL-2. Consequently, bit 2 of ICW3 on CNTRL-1 Is set to a 1, and the other bits are set to O’s. 

For CNTRL-2, ICW3 is the slave identification code used during an interrupt acknowledge cycle. CNTRL-1 
broadcasts a code to CNTRL-2 over three Internal cascade lines if an IRQ[x] line from CNTRL-2 won the 
priority arbitration on the master controller and was granted an interrupt acknowledge by the CPU. CNTRL-2 
compares this identification code to the value stored in ICW3, and if the code is equal to bits [2:0] of ICW3, 
CNTRL-2 assumes responsibility for broadcasting the interrupt vector during the second Interrupt acknowl- 
edge cycle pulse. 

!CW4 must be programmed on both controllers. At the very least, bit 0 must be set to a 1 to indicate that the 
controllers are operating in an 80x86 system. 

2. Operation Command Words (OCWs): These are the command words which dynamically reprogram the 
Interrupt Controller to operate in various interrupt modes. 

Any interrupt lines can be masked by writing an OCW1. A 1 written in any bit of this command word will 
mask Incoming interrupt requests on the corresponding IRQx line. 

QCW2 Is used to control the rotation of interrupt priorities when operating In the rotating priority mode and 
to control the End of Interrupt (EQI) function of the controller. 

QCW3 is used to set up reads of the ISR and IRR, to enable or disable the Special Mask Mode (SMM), and 
to set up the interrupt controller in polled interrupt mode. 

The QCWs can be written into the Interrupt Controller any time after Initialization. Table 26 shows an 
example of typical values programmed by the BIOS at power-up for the ESC Interrupt controller. 
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Table 26. Suggested Default Values For Interrupt Controller Registers 


Port 

Value 

Description of Contents 

020h 

11h 

CNTLR-1,ICW1 

021 h 

08h 

CNTLR-1 , ICW2 Vector Address for 000020h 

021 h 

04h 

CNTLR-1 , ICW3 Indicates Slave Connection 

021 h 

Olh 

CNTLR-1 , ICW4 8086 Mode 

021 h 

B8h 

CNTLR-1 , Interrupt Mask (may vary) 

4D0h 

OOh 

CNTLR-1 , Edge/Level Control Register 

OAOh 

11h 

CNTLR-2, ICW1 

OAlh 

70h 

CNTLR-2, ICW2 Vector Address for 0001 COh 

OAlh 

02h 

CNTLR-2, ICW3 Indicates Slave ID 

OAlh 

Olh 

CNTLR-2, ICW4 8086 Mode 

4D1h 

OOh 

CNTLR-2, Edge/ Level Control Register 

OAlh 

BDh 

CNTLR-2, Interrupt Mask (may vary) 


Figure 20 illustrates the sequence software must follow to load the interrupt controller Initialization Command 
Words (ICWs). The sequence must be executed for CNTRL-1 and CNTRL-2. After writing ICW1, ICW2, ICW3, 
and ICW4 must be written In order. Any divergence from this sequence, such as an attempt to program an 
OCW, will result In improper Initialization of the interrupt controller and unexpected, erratic system behavior. It 
Is suggested that CNTRL-2 be initialized first, followed by CNTRL-1. 

In the ESC, it is required that all four Initialization Command Words (ICWs) be initialized. As shown In Figure 
20, all ICWs must be programmed prior to programming the OCWs. 
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Timer 1 Counter 0 - 
IRQ1- 

IRQ3- 

IRQ4- 

IRQ5- 

IRQ6- 

IRQ7- 


82C59 

CORE 

CONTROLLER 1 
(MASTER) 


(INTR) 


INT 

(TO CPU) 


IRQ8# - 
IRQ9- 
IRQ10- 
IRQ11 - 
IRQ12or ABFULL - 
IRQ13orFERR# - 
IRQ14- 
!R015 - 


0# 


1 

2 

82C59 

CORE 

3 

CONTROLLER 2 

4 

5 

(SLAVE) 

6 

7 



(INTR) 


Figure 20. Initialization Sequence for ESC Initialization Command Words (ICWs) 


9.5 End-OMnterrupt Operation 

9.5.1 END OF INTERRUPT (EOl) 

The In Service (IS) bit can be reset either automatically following the trailing edge of the second internal 
INTA# pulse (when AEOI bit in ICW1 is set) or by a command word that must be issued to the Interrupt 
Controller before returning from a service routine (EOl command). An EOl command must be Issued twice with 
this cascaded interrupt controller configuration, once for master and once for the slave. 
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There are two forms of EOl commands: Specific and Non-Specific. When the Interrupt Controller is operated in 
modes which preserve the fully nested structure, it can determine which IS bit to reset on EOl. When a Non- 
Specific EOl command Is Issued, the Interrupt Controller will automatically reset the highest IS bit of those that 
are set, since in the fully nested mode the highest IS level was necessarily the last level acknowledged and 
serviced. A non-specific EOl can be issued with OCW2 (EOI = 1, SL=0, R = 0). 

When a mode is used which may disturb the fully nested structure, the Interrupt Controller may no longer be 
able to determine the last level acknowledged. In this case a Specific End of Interrupt must be issued which 
includes as part of the command the IS level to be reset. A specific EOl can be issued with OCW2 (EOl = 1 , 
SL = 1, R = 0, and L0-L2 Is the binary level of the IS bit to be reset). 

It should be noted that an IS bit that is masked by an IMR bit will not be cleared by a non-specific EOl if the 
Interrupt Controller is in the Special Mask Mode. 



9.5.2 AUTOMATIC END OF INTERRUPT (AEOI) MODE 

If AEOI = 1 In ICW4, then the Interrupt Controller will operate in AEOI mode continuously until reprogrammed 
by ICW4. Note that reprogramming ICW4 implies that ICW1, ICW2, and ICW3 must be reprogrammed first, in 
sequence. In this mode the Interrupt Controller will automatically perform a non-specific EOl operation at the 
trailing edge of the last interrupt acknowledge pulse. Note that from a system standpoint, this mode should be 
used only when a nested multilevel Interrupt structure Is not required within a single Interrupt Controller. The 
AEOI mode can only be used in a master Interrupt Controller and not a slave (on CNTRL-1 but not CNTRL-2). 


9.6 Modes Of Operation 

9.6.1 FULLY NESTED MODE 

This mode is entered after initialization unless another mode is programmed. The Interrupt requests are 
ordered in priority from 0 through 7 (0 being the highest). When an interrupt is acknowledged the highest 
priority request is determined and its vector placed on the bus. Additionallv. a hit nf the intomint 

v'^Lv/.rj/ lo oci. nils lo uii remains sei until tne microprocessor issues an End of Interrupt (EOl) 
command immediately before returning from the service routine. Or, if the AEOI (Automatic End of Interrupt) 
bit is set, this IS bit remains set until the trailing edge of the second internal INTA#. While the IS bit is set, all 
further interrupts of the same or lower priority are inhibited, while higher levels will generate an interrupt (which 
will be acknowledged only If the microprocessor internal Interrupt enable flip-flop has been re-enabled through 
software). 

After the initialization sequence, IRQO has the highest priority and IRQ7 the lowest. Priorities can be changed, 
as will be explained. In the rotating priority mode. 
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9.6.2 THE SPECIAL FULLY NESTED MODE 

This mode will be used in the case of a big system where cascading is used, and the priority has to be 
conserved within each slave. In this case the special fully nested mode will be programmed to the master 
(using ICW4). This mode is similar to the normal nested mode with the following exceptions: 

1 . When an interrupt request from a certain slave is in service, this slave is not locked out from the master’s 
priority logic and further Interrupt requests from higher priority IRQ’s within the slave will be recognized by 
the master and will Initiate interrupts to the processor. (In the normal nested mode a slave is masked out 
when its request is in service and no higher requests from the same slave can be serviced.) 

2. When exiting the Interrupt Service routine the software has to check whether the interrupt serviced was the 
only one from that slave. This is done by sending a non-specific End of Interrupt (EOl) command to the 
slave and then reading Its In-Service register and checking for zero. If it is empty, a non-specific EOl can be 
sent to the master too. If not, no EOl should be sent. 


9.6.3 AUTOMATIC ROTATION (EQUAL PRIORITY DEVICES) 

In some applications there are a number of interrupting devices of equal priority. Automatic rotation mode 
provides for a sequential 8-way rotation. In this mode a device receives the lowest priority after being serviced. 
In the worst case, a device requesting an interrupt will have to wait until each of seven other devices are 
serviced at most once. Figure 21 shows an example of automatic rotation. 


If the priority and "in service" status is: 

Before Rotate (IRQ4 the highest priority requiring service) 

IS7 IS6 IS5 IS4 IS3 IS2 IS1 ISO 


“IS" Status 

0 

1 

0 

1 

0 

0 

0 

0 


Priority 



7 

6 

5 

4 

3 

2 

1 

0 


I Lowest I Highest 

Priority Priority 

After Rotate (IRQ4 was serviced, all other priorities rotated correspondingly) 

IS7 IS6 IS5 IS4 IS3 IS2 IS1 ISO 

"IS" Status 

0 

1 

0 

0 

0 

0 

0 

0 


Priority 

Status 



2 

1 

0 

7 

6 

5 

4 

3 


’ Lowest Priority 

Highest Priority 

290476-84 


Figure 21. Automatic Rotation Mode Example 
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There are two ways to accomplish Automatic Rotation using OCW2, the Rotation on Non-Specific EOl Com- 
mand (R = 1, SL = 0, EOI = 1) and the Rotate in Automatic EOl Mode which is set by (R = 1, SL=0, EOI = 0) 
and cleared by (R = 0, SL=0, EOI = 0). 

9.6.4 SPECIFIC ROTATION (SPECIFIC PRIORITY) 

The programmer can change priorities by programming the bottom priority and thus fixing all other priorities. 
For example, if IRQ5 is programmed as the bottom priority device, then IRQ6 will be the highest priority device. 
The Set Priority command is issued in OCW2 where: R = 1, SL = 1; L0-L2 is the binary priority level code of 
the bottom priority device. See the register description for the bit definitions. 

Note that in this mode internal status is updated by software control during OCW2. However, it is independent 
of the End of Interrupt (EOl) command (also executed by OCW2). Priority changes can be executed during an 
EOl command by using the Rotate on Specific EOl command in OCW2 (R = 1, SL=1, EOI = 1 and LO- 
L2=IRQ level to receive bottom priority). 



9.6.5 POLL COMMAND 

The Polled Mode can be used to conserve space in the Interrupt vector table. Multiple interrupts that can be 
serviced by one Interrupt service routine do not need separate vectors If the service routine uses the poll 
command. The Polled Mode can also be used to expand the number of Interrupts. The polling interrupt service 
routine can call the appropriate service routine, instead of providing the interrupt vectors in the vector Table. In 
this mode the INTR output Is not used and the microprocessor internal Interrupt Enable flip-flop Is reset, 
disabling its interrupt input. Service to devices is achieved by software using a Poll command. 

The Poll command is issued by setting P = 1 in OCW3. The Interrupt Controller treats the next I/O read pulse 
to the Interrupt Controller as an interrupt acknowledge, sets the appropriate IS bit if there is a request, and 
reads the priority level. Interrupts are frozen from the I/O write to the I/O read. The word enabled onto the 
data bus during I/O read is shown in Figure 22. 


U! 

uo 

UD 

U4 

D3 

D2 

D1 

DO 

1 

- 

- 

- 

- 

W2 

W1 

WO 


290476-85 


NOTES: 

1 .W0-W2 : Binary code of the highest priority level requesting service. 
2.D[7:1] equal to 1 if there is an interrupt. 


Figure 22. Polled Mode 

This mode is useful if there is a routine command common to several levels so that the INTA# sequence Is 
not needed (saves ROM space). 


9.6.6 CASCADE MODE 

The Interrupt Controllers in the ESC system are interconnected in a cascade configuration with one master 
and one slave. This configuration can handle up to 1 5 separate priority levels. 

The master controls the slaves through a three line internal cascade bus. When the master drives 010b on the 
cascade bus, this bus acts like a chip select to the slave controller. 
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In a cascade configuration, the slave interrupt outputs are connected to the master interrupt request inputs. 
When a slave request line is activated and afterwards acknowledged, the master will enable the corresponding 
slave to release the interrupt vector address during the second INTA# cycle of the interrupt acknowledge 
sequence. 

Each Interrupt Controller in the cascaded system must follow a separate Initialization sequence and can be 
programmed to work in a different mode. An EOl command must be issued twice: once for the master and 
once for the slave. 


9.6.7 EDGE AND LEVEL TRIGGERED MODES 

There are two ELCR registers, one for each 82C59 bank. They are located at I/O ports 04D0h (for the Master 
Bank, IRQ[0:1,3:7]) and 04D1h (for the Slave Bank, IRQ[8#:15]). They allow the edge and level sense 
selection to be made on an Interrupt by interrupt basis Instead of on a complete bank. Only the interrupts that 
connect to the EISA bus may be programmed for level sensitivity. That is IRQ (0,1, 2,8 #,13) must be pro- 
grammed for edge sensitive operation. The LTIM bit is disabled In the ESC. The default programming Is 
equivalent to programming the LTIM bit (ICW1 bit 3) to a 0. 

If an ELCR bit Is equal to “0”, an interrupt request will be recognized by a low to high transition on the 
corresponding IRQ input. The IRQ input can remain high without generating another Interrupt. 

If an ELCR bit is equal to “1”, an interrupt request will be recognized by a “low” level on the corresponding 
IRQ input, and there is no need for an edge detection. For level triggered interrupt mode, the interrupt request 
signal must be removed before the EQI command is issued or the CPU Interrupt must be disabled. This Is 
necessary to prevent a second Interrupt from occurring. 

In both the edge and level triggered modes the IRQ inputs must remain active until after the falling edge of the 
first INTA#. If the IRQ input goes Inactive before this time a DEFAULT IRQ7 will occur when the CPU 
acknowledges the interrupt. This can be a useful safeguard for detecting interrupts caused by spurious noise 
glitches on the IRQ Inputs. To implement this feature the IRQ7 routine is used for “clean up” simply executing 
a return instruction, thus ignoring the interrupt. If IRQ7 Is needed for other purposes a default IRQ7 can still be 
detected by reading the ISR. A normal IRQ7 interrupt will set the corresponding ISR bit, a default IRQ7 won’t. 
If a default IRQ7 routine occurs during a normal IRQ7 routine, however, the ISR will remain set. In this case it is 
necessary to keep track of whether or not the IRQ7 routine was previously entered. If another IRQ7 occurs it is 
a default. 

IRQ13 still appears externally to be an edge sensitive Interrupt even though it is shared Internally with the 
Chaining interrupt. The Chaining Interrupt is QRed after the edge sense logic. 


9.7 Register Functionality 

For a detailed description of the Interrupt Controller register set, please see Section 3.4, Interrupt Controller 
Register. 


9.7.1 INITIALIZATION COMMAND WORDS 

Four Initialization command words (ICWs) are used to initialize each interrupt controller. Each controller Is 
initialized separately. Following this initialization sequence, the interrupt controller is ready to accept interrupts. 




2-925 


82374EB/82374SB 


9.7.2 OPERATION CONTROL WORDS (OCWS) 

After the Initialization Command Words (ICWs) are programmed into the Interrupt Controller, the chip is ready 
to accept interrupt requests at its input lines. However, Interrupt Controller operation can be dynamically 
modified to fit specific software/ hardware expectations. Different modes of operation are dynamically selected 
following initialization throqgh the use of Operation Command Words (OCWs). 



9.8 Interrupt Masks 

9.8.1 MASKING ON AN INDIVIDUAL INTERRUPT REQUEST BASIS 

Each Interrupt Request input can be masked individually by the Interrupt Mask register (IMR). This register is 
programmed through OCW1. Each bit in the IMR masks one interrupt channel if it is set to a “1”. Bit 0 masks 
IRQO, bit 1 masks IRQ1 and so forth. Masking an IRQ channel does not effect the other channel’s operation, 
with one notable exception. Masking IRQ[2] on CNTRL-1 will mask off all requests for service from CNTRL-2. 
The CNTRL-2 INTR output Is physically connected to the CNTRL-1 IRQ[2] Input. 


9.8.2 SPECIAL MASK MODE 

Some applications may require an interrupt service routine to dynamically alter the system priority structure 
during Its execution under software control. For example, the routine may wish to inhibit lower priority requests 
for a portion of Its execution but enable some of them for another portion. 

The difficulty here is that if an Interrupt Request is acknowledged and an End of Interrupt command did not 
reset its IS bit (I.e., while executing a service routine), the Interrupt Controller would have inhibited all lower 
priority requests with no easy way for the routine to enable them. 

The Special Mask Mode enables all Interrupts not masked by a bit set in the Mask Register. Interrupt service 
routines that require dynamic alteration of interrupt priorities can take advantage of the Special Mask Mode. 
For example, a service routine can Inhibit lower priority requests during a part of the Interrupt service, then 
enable some of them during another part. 

In the Special Mask Mode, when a mask bit is set in OCW1, it inhibits further interrupts at that level and 
enables interrupts from all other levels (lower as well as higher) that are not masked. 

Thus, any Interrupts may be selectively enabled by loading the Mask register with the appropriate pattern. 

Without Special Mask Mode, if an interrupt service routine acknowledges an Interrupt without issuing an EOl to 
clear the IS bit, the interrupt controller inhibits all lower priority requests. The Special Mask Mode provides an 
easy way for the interrupt service routine to selectively enable only the interrupts needed by loading the Mask 
register. 

The special Mask Mode Is set by OCW3 where: SSMM = 1 , SMM = 1 , and cleared where SSMM = 1 , SMM = 0. 


9.9 Reading The Interrupt Controller Status 

The input status of several Internal registers can be read to update the user Information on the system. The 
Interrupt Request Register (IRR) and In-Service Register (ISR) can be read via OCW3, as discussed in Section 
3.7. The Interrupt Mask Register (IMR) is read via a read of OCW1, as discussed in Section 3.7. Here are brief 
descriptions of the ISR, the IRR, and the IMR. 
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Interrupt Request Register (IRR): 8-bit register which contains the status of each interrupt request line. Bits 
that are clear indicate interrupts that have not requested service. The Interrupt Controller clears the IRR’s 
highest priority bit during an interrupt acknowledge cycle. (Not effected by IMR). 

In-Service Register (ISR); 8-bit register indicating the priority levels currently receiving service. Bits that are set 
indicate interrupts that have been acknowledged and their interrupt service routine started. Bits that are 
cleared indicate interrupt requests that have not been acknowledged, or Interrupt request lines that have not 
been asserted. Only the highest priority interrupt service routine executes at any time. The lower priority 
interrupt services are suspended while higher priority Interrupts are serviced. The ISR Is updated when an End 
of Interrupt Command is issued. 

Interrupt Mask Register (IMR): 8-blt register indicating which interrupt request lines are masked. 

The IRR can be read when, prior to the I/O read cycle, a Read Register Command is Issued with OCW3 
(RR = 1, RIS = 0). 

The ISR can be read when, prior to the I/O read cycle, a Read Register Command is issued with OCW3 
(RR = 1, RIS=1). 

The interrupt controller retains the ISR/IRR status read selection following each write to OCW3. Therefore, 
there Is no need to write an OCW3 before every status read operation, as long as the current status read 
corresponds to the previously selected register. For example. If the ISR Is selected for status read by an 
OCW3 write, the ISR can be read over and over again without writing to OCW3 again. However, to read the 
IRR, OCW3 will have to be reprogrammed for this status read prior to the OCW3 read to check the IRR. This is 
not true when poll mode is used. Polling Mode overrides status read when P= 1, RR = 1 in OCW3. 

After initialization, the Interrupt Controller is set to read the IRR. 

As stated, OCW1 Is used for reading the IMR. The output data bus will contain the IMR status whenever I/O 
read is active. The address is 021 h or 061 h (OCW1). 


9.10 Non-Maskable Interrupt (NMI) 

An NMI is an interrupt requiring immediate attention and has priority over the normal interrupt iines (IRQx). The 

ESC indicates error conditions by generating a non-maskable Interrupt. 

The ESC generates NMI interrupts based on the following Hardware and Software events. 

Hardware Events: 

1 . Motherboard Parity Errors: Memory parity errors for the motherboard memory. These errors are reported 
to the ESC through the PERR# signal line. 

2. System Errors: System error on the motherboard. The system board uses the SERR# signal to indicate 
system errors to the ESC. 

3. Add-In Board Parity Errors: Parity errors on the add-in memory boards on the EISA expansion bus. 
lOCHK# signal on the EISA bus is driven low by the add-in board logic when this error occurs. 

4. Fail-Safe Timer Timeout: Fail-Safe Timer (Timer 2, Counter 0) count expires. If this counter has been set 
and enabled, and the count expires before a software routine can reset the counter. 

5. Bus Timeout: An EISA bus Master or Slave exceeds the allocated time on the bus. A bus timeout occurs if 
an EISA Master does not relinquish the bus (MREQ# negated) within 64 BCLKS after it has been preempt- 
ed (MACK# negated). A bus timeout also occurs if a memory slave extends the cycle (CHRDY negated) 
long enough to keep CMD# asserted for more than 256 BCLKS. The DMA controller does not cause a bus 
timeout. The ESC asserts RESDRV when a bus timeout occurs. 
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Software Events: 

1. Software Generated NMI: If an I/O Write access to Port 0462h occurs. The data value for this write is 
a don’t care. 

The NMI logic incorporates four different 8-bit registers. These registers are used by the CPU to determine the 
source of the interrupt and to enable or disable/clear the Interrupts. See Section 3.4, Interrupt Controller 
Registers, for the register details. 

Table 27. NMI Register I/O Address Map 


I/O Port Address 

Register Description 

0061 h 

NMI Status Register 

0070h 

NMI Enable Register 

0461 h 

Extended NMI Register 

0462h 

Software NMI Register 


Table 28. NMI Source Enable/Disable And Status Port Bits 


NMI Source 

10 Port Bit for Status Reads 

iO Port Bit for Enable/Disabie 

PERR# 

Port 0061 h. Bit 7 

Port 0061 h. Bit 2 

lOCHK# 

Port 0061 h, Bite 

Port 0061 h, Bit 3 

Fail-Safe 

Port 0461 h. Bit 7 

Port 0461 h, Bit 2 

Bus Timeout 

Port 0461 h. Bit 6 

Port 0461 h, Bits 

Write to Port 0462h 

Port 0461 h, Bits 

Port 0461 h, Bin 


The individual enable/disable bits clear the NMI detect flip-flops when disabled. 

All NMI sources can be enabled or disabled by setting Port 070h bit[7]. This disable function does not clear 
the NMI detect Flip-Flops. This means, if NMI is disabled then enabled via Port 070h, then an NMI will occur 
when Port 070h is re-enabled if one of the NMI detect Flip-Flops had been previously set. 

To ensure that all NMI requests are serviced, the NMI service routine software needs to incorporate a few very 
specific requirements. These requirements are due to the edge detect circuitry of the host microprocessor, 
80386 or 80486. The software flow would need to be the following: 

1. NMI is detected by the processor on the rising edge of the NMI input. 

2. The processor will read the status stored in port 061 h and 0461 h to determine what sources caused the 
NMI. The processor may then reset the register bits controlling the sources that It has determined to be 
active. Between the time the processor reads the NMI sources and resets them, an NMI may have been 
generated by another source. The level of NMI will then remain active. This new NMI source will not be 
recognized by the processor because there was no edge on NMI. 

3. The processor must then disable all NMI’s by writing bit[7] of port 070H high and then enable all NMI’s by 
writing blt[7] of port 070H low. This will cause the NMI output to transition low then high if there are any 
pending NMI sources. The CPU’s NMI input logic will then register a new NMI. 
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10.0 ADVANCED PROGRAMMABLE INTERRUPT CONTROLLER (APIC) 

In addition to the standard EISA compatible interrupt controller described in the previous section, the ESC 
incorporates the Advanced Programmable Interrupt Controller (APIC). While the standard interrupt controller Is 
Intended for use in a uni-processor system, APIC can be used In either a uni-processor or multi-processor 
system. APIC provides multi-processor interrupt management and incorporates both static and dynamic sym- 
metric interrupt distribution across ail processors. In systems with multiple I/O subsystems, each subsystem 
can have its own set of interrupts. 


In a uni-processor system, APIC’s dedicated Interrupt bus can reduce interrupt latency over the standard 
Interrupt controller (i.e., the latency associated with the propagation of the Interrupt acknowledge cycle across 
multiple busses using the standard Interrupt controller approach). Interrupts can be controlled by the standard 
EISA compatible Interrupt controller unit, the I/O APIC unit, or mixed mode where both the standard and I/O 
APIC are used. The selection of which controller responds to an Interrupt is determined by how the interrupt 
controllers are programmed. Note that it Is the programmer’s responsibility to make sure that the same 
Interrupt input signal is not handled by both Interrupt controllers. 

At the system level, APIC consists of two parts (Figure 23) — one residing in the I/O subsystem (called the I/O 
APIC) and the other in the CPU (called the Local APIC). The ESC contains an I/O APIC unit. The local APIC 
and the I/O APIC communicate over a dedicated APIC bus. The ESC’s I/O APIC bus Interface consists of two 
bi-directional data signals (APICD[1:0]) and a clock Input (APICCLK). 



The CPU’s Local APIC Unit contains the necessary Intelligence to determine whether or not its processor 
should accept Interrupts broadcast on the APIC bus. The Local Unit also provides local pending of interrupts, 
nesting and masking of interrupts, and handles all interactions with its local processor (e.g., the INTR/INTA/ 
EOi protocol). The Local Unit further provides inter-processor interrupts and a timer, to its local processor. The 
register level interface of a processor to its local APIC Is identical for every processor. 



Figure 23. APIC System Structure 
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The ESC’s I/O APIC Unit consists of a set of interrupt input signals, a 16-entry Interrupt Redirection Table, 
programmable registers, and a message unit for sending and receiving APIC messages over the APIC bus 
(Figure 24). I/O devices inject interrupts into the system by asserting one of the interrupt lines to the I/O APIC 
(Figure 25). The I/O APIC selects the corresponding entry in the Redirection Table and uses the information In 
that entry to format an interrupt request message. Each entry in the Redirection Table can be individually 
programmed to Indicate edge/level sensitive interrupt signals, the Interrupt vector and priority, the destination 
processor, and how the processor Is selected (statically or dynamically). The Information in the table is used to 
transmit a message to other APIC units (via the APIC bus). 

The ESC’s I/O APIC contains a set of programmable registers. Two of the registers (I/O Register Select and 
I/O Window Registers) are located in the CPU’s memory space and are used to indirectly access the other 
APIC registers as described in Section 3.0, Register Description. The Version Register provides the Implemen- 
tation version of the I/O APIC. The I/O APIC ID Register is programmed with an ID value that serves as a 
physical name of the I/O APIC. This ID is loaded into the ARB ID Register when the I/O APIC ID Register is 
written and is used during bus arbitration. 

NOTE: 

1. When the ESC’s I/O APIC receives an interrupt request, the ESC instructs the PCEB to flush its 
buffers and to request all system buffers pointing to PCI to be flushed (via the AFLUSH# signal). The 
APIC does not send the interrupt message over the APIC bus until the ESC receives confirmation 
from the PCEB (via the AFLUSH# signal) that all buffers have been flushed and temporarily disabled. 

2. The interrupt number or the vector does not imply a particular priority for being sent. The I/O APIC 
continually polls the 16 Interrupts in a rotating fashion, one at a time. The pending interrupt polled first 
is the one sent. 



Figure 24. APIC Register Block Diagram 
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Internal 8259 Output 
IRQ1 

Timer 1 Counter 0 
IRQ3 
IRQ4 
IRQ5 
IRQ6 
IRQ7 
IRQ8# 
IRQ8 
IRQ10 
IRQ11 

IRQ12or ABFULL 
IRQ13 or S-G/Chain 
IRQ14 
IRQ15 
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Figure 25- I/O APIG Interrupt Mapping 


10.1 Physical Characteristics Of APIC Bus 

The APIC bus is a 3-wire synchronous bus connecting ail APICs (all I/O units and all local units). Two of these 
wires are used for data transmission, and one wire is a clock. For bus arbitration, the APIC uses only one of the 
data wires. The bus is logically a wire-OR and electrically an open-drain connection providing for both mes- 
sage transmission and arbitration for lowest priority. All the values mentioned in the protocol description are 
logical values (i.e. “Bus Driven” is logical 1 and “Bus Not Driven” is logical 0). The electrical values are 0 for 
logical one and 1 for logical zero. 


10.2 Arbitration For APiC Bus 

The APIC uses one wire arbitration to win the bus ownership. A rotating priority scheme is used for arbitration. 
The winner of the arbitration becomes the lowest priority agent and assumes an arbitration ID of 0. All other 
agents, except the agent whose arbitration ID is 15, increment their arbitration IDs by one. The agent whose ID 
was 15 takes the winner’s arbitration ID and increments It by one. Arbitration IDs are changed (incremented or 
assumed) only for messages that are transmitted successfully. For lowest priority messages, the arbitration ID 
is updated before the final status cycle, which ultimately decides if the message is successful. A message Is 
transmitted successfully If no CS error or acceptance error is reported for that message. 

An APIC agent can acquire the bus using two different priority schemes; normal, or EOl (End Of Interrupt). EOl 
has the highest priority. EOl priority is used to send EOl messages for level interrupts from local APIC to the 
I/O APIC. When an agent requests the bus with EOl priority, all others requesting the bus with normal priorities 
back off. 
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A bus arbitration cycle starts by the agent driving a start cycle (bit 1 = EOl, bit 0 = 1) on the APIC bus (Table 
29). Bit 1 = 1 indicates “EOl” priority and bit 1 = 0 indicates normal priority. Bit 0 should be 1. 

In cycles 2 through 5, the agent drives the arbitration ID on bit 1 of the bus. High-order ID bits are driven first 
with successive cycles proceeding to the low bits of the ID. All arbitration losers in a given cycle drop off the 
bus, using every subsequent cycle as a tie breaker for the previous cycle. When all arbitration cycles are 
completed, there will be only one agent left driving the bus. 


Table 29. Bus Arbitration Cycies 


Cycle 

Biti 

BItO 

Comments 

1 

EOl 

1 

01= normal, 1 1 = EOl 

2 

ArblD3 

0 

Arbitration ID bits 3 through 0 

3 

ArblD2 

0 


4 

ArblDI 

0 


5 

ArblDO 

0 



10.3 Bus Message Formats 

After bus arbitration the winner is granted exclusive use of the bus and drives its message on the bus. APIC 
messages come in four formats— 14 cycle EOl Message, 21 cycles Short Message, 33 cycles Lowest Priority 
Message, and 39 cycles Remote Read Message. All APICs on the APIC bus know the length of an interrupt 
message by checking the appropriate fields in the message. 

EOl Message For Level Triggered Interrupts 

The EOl Message Is used to send an EOl cycle occurring for a level triggered interrupt from local APIC to the 
I/O APIC. This cycle contains the priority vector (V[7:0]) of the Interrupt. When this message is received, the 
I/O APIC resets the Remote IRR bit for that Interrupt. If the interrupt signal is still active after the RIRR bit Is 
reset, the I/O APIC will treat it as a new interrupt. 


Table 30. EOl Message 


Cycle 

Bit 1 

BItO 

Comments 

1 

EOl 

1 

0 1 = normal, 1 1 = EOl 

2 

ArblD3 

0 

Arbitration ID bits 3 through 0 

3 

ArblD2 

0 


4 

ArblDI 

0 


5 

ArblDO 

0 


6 

V7 

V6 

Interrupt vector V7-V0 

7 

V5 

V4 


8 

V3 

V2 


9 

VI 

VO 
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Table 30. EOl Message (Continued) 


Cycle 

Bit 1 

BitO 

Comments 

10 

c 

C 

Check Sum 

11 

0 

0 

Postamble 

12 

A 

A 

Status CycleO 

13 

A1 

A1 

Status Cyclel 

14 

0 

0 

Idle 


Short Message 

Short Messages are used for the delivery of Fixed, NMI, SMI (82374SB only), Reset, ExtINT and Lowest 
Priority with Focus processor interrupts. The delivery mode bits (M[2:0]) specify the message. All short mes- 
sages take 21 cycles. Including the idle cycle. 

Cycle 1 is the start cycle (Table 31). Cycles 2 through 5 are for bus arbitration as described earlier. APIC ID bits 
are sent on the bus one bit at a time (Only one data bus bit is used). The other bit should be zero. Cycles 6 and 
7 provide destination mode and delivery mode bits. Cycle 8 provides level and trigger mode information. 
Cycles 1 0 through 1 3 are the 8-blt interrupt vector. The vector is only defined for delivery modes fixed, and 
lowest-priorlty. For delivery mode of “Remote Read”, the vector field contains the address of the register to be 
read remotely. 

If Destination Mode (DM) is 0 (physical mode), then cycles 15 and 16 are the APIC ID and cycles 13 and 14 are 
zero. If DM is 1 (logical mode), then cycles 13 through 16 are the 8-bit destination field. The interpretation of 
the logical mode 8-bit destination field Is performed by the local units using the Destination Format Register. 
Shorthands of “all-Incl-self” and “all-excl-self” both use physical destination mode and a destination field 
containing APIC ID value of all ones. The sending APIC knows whether it should (IncI) or should not (excl) 
respond to its own message. 

Cycle 1 7 Is a checksum for the data in cycles 6 through 1 6. The (single) APIC driving the message provides 
this checksum in cycle 17. 

Cycle 1 8 is a postamble cycle driven as 00 by all APICs to perform various internal computations based on the 
information contained in the received message. One of the computations takes the computed checksum of the 
data received in cycles 6 through 16 and compares It against the value in cycle 17. If any APIC computes a 
different checksum than the one passed in cycle 17, then that APIC signals an error on the APIC bus In cycle 
1 9 by driving it as 1 1 . If this happens, all APICs assume the message was never sent and the sender must try 
sending the message again, which includes re-arbitrating for the APIC bus. In lowest priority delivery when the 
interrupt has a focus processor, the focus processor signals this by driving 1 0 during cycle 1 9. This tells all the 
other APICs that the interrupt has been accepted, the LP arbitration Is preempted, and short message format 
Is used. Cycle 1 9 and 20 indicates the status of the message (i.e. accepted, check sum error, retry or error). 
Table 32 shows the status signals combinations and their meanings for all delivery modes. 

The checksum is calculated iteratively on each cycle by adding the following terms: 

1 . The two least significant bits from the last cycle’s checksum. 

2. The current two data bits. 

3. The carry bit from the last cycle’s checksum shifted to the least significant bit. 

Note that, at the beginning of the calculation, the three bits composing the previous cycle’s checksum (two 
lower bits and carry) are zero. 
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Tabl6 31. Short Message 


Cycle 

Bit 1 

BitO 

Comments 

1 

0 

1 

0 1= Normal. 1 1 = EOl 

2 

ArblD3 

0 

Arbitration ID bits 3 through 0 

3 

ArblD2 

0 


4 

ArblDI 

0 


5 

ArblDO 

0 


6 

DM 

M2 

DM = Destination Mode 

7 

Ml 

MO 

M2- MO = Delivery Mode 

8 

L 

TM 

L = Level, TM = Trigger Mode 

9 

V7 

V6 

V7-V0 = Interrupt Vector 

10 

V5 

V4 


11 

V3 

V2 


12 

VI 

VO 


13 

D7 

D6 

Destination 

14 

D5 

D4 


15 

D3 

D2 


16 

D1 

DO 


17 

C 

C 

Checksum for Cycles 6~16 

18 

0 

0 

Postamble 

19 

A 

A 

Status Cycle 0 

20 

A1 

A1 

Status Cycle 1 

21 

0 

0 

Idle 
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Table 32. APIC Bus Message Status Information 


Delivery 

Mode 

Focus 

Processor 

Status: 

AA 

Comments 

Status: 
A1 A1 

Comments 

Fixed, EOl 

N/A 

00 

CS is OK 

10 

Accepted 

Fixed. EOl 

N/A 

00 

CS is OK 

11 

Retry 

Fixed, EOl 

N/A 

00 

CS is OK 

OX 

Error 

Fixed, EOl 

N/A 

11 

CS Error 

XX 


Fixed, EOl 

N/A 

10 

Error 

XX 


Fixed, EOl 

N/A 

01 

Error 

XX 


NMI, SMM, Reset, ExtINT 

N/A 

00 

CS is OK 

10 

Accepted 

NMI, SMM, Reset, ExtINT 

N/A 

00 

CS is OK 

11 

Error 

NMI, SMM, Reset, ExtINT 

N/A 

00 

CS is OK 

ox 

Error 

NMI, SMM. Reset. ExtINT 

N/A 

11 

CS Error 

XX 


NMI, SMM, Reset, ExtINT 

N/A 

10 

CS Error 

XX 


NMI, SMM, Reset. ExtINT 

N/A 

01 

CS Error 

XX 


Lowest Priority 

No 

00 

CS is OK. No Focus Processor 

11 

Go for LP Arb. 

Lowest Priority 

No 

00 

CS is OK. No Focus Processor 

10 

End and Retry 

Lowest Priority 

No 

00 

CS is OK. No Focus Processor 

ox 

Error 

Lowest Priority 

Yes 

10 

CS is OK. Focus Processor 

XX 


Lowest Priority 

Yes 

11 

CS Error 

XX 


Lowest Priority 

Yes 

01 

Error 

XX 


Remote Read 

N/A 

00 

CS is OK 

XX 


Remote Read 

N/A 

11 

CS Error 

XX 


Remote Read 

N/A 

01 

Error 

XX 


Remote Read 

N/A 

10 

Error 

XX 



NOTE: 

CS = Check Sum 
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Lowest Priority (LP) without Focus Processor (FP) Message 

This message format Is used to deliver an interrupt in the lowest priority mode In which It does not have a 
Focus Processor. Cycles 1 through 20 for this message are the same as for the Short Message discussed 
above. Status cycle 1 9 Identifies If there is not a Focus processor (00) and a status value of 1 1 in cycle 20 
indicates the need for lowest priority arbitration. 

Cycle 21 through 28 are used to arbitrate for the lowest priority processor. The processors that take part in the 
arbitration drive their processor priority on the bus. Only the local APICs that have “free Interrupt slots” 
participate in the lowest priority arbitration. 

Cycle 29 through 32 are used to break a tie in case two or more processors have lowest priority. The bus 
arbitration IDs are used to break the tie. 

Cycle 33 is an additional status cycle driven by the accepting local APIC. By receiving 1 0 during this cycle, the 
sending I/O APIC knows that there was a local APIC left after LP arbitration. Otherwise, the message is 
retried. Cycle 34 is an Idle cycle. 


Table 33. Lowest Priority without Focus Processor Message 


Cycle 

Bit 1 

BitO 


1 

0 

1 

0 1 = normal, 1 1 = EOl 

2 

ArblD3 

0 

Arbitration ID bits 3 through 0 

3 

ArblD2 

0 


4 

ArblDI 

0 


5 

ArblDO 

0 


6 

DM 


DM = Destination mode 

7 

Ml 

MO 

M2- MO = Delivery mode 

8 

L 

TM 

L = Level, TM = Trigger Mode 

9 

V7 

V6 

V7-V0 = Interrupt Vector 

10 

V5 

V4 


11 

V3 

V2 


12 

VI 

VO 


13 

D7 

D6 

Destination 

14 

D5 

D4 


15 

D3 

D2 


16 

D1 

DO 


17 

C 

C 


18 

0 

0 

Postamble 

19 

A 

A 

Status cycle 0 

20 

A1 

A1 

Status cycle 1 
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Table 33. Lowest Priority without Focus Processor Message (Continued) 


Cycle 

Bit1 

BitO 


21 

P7 

0 

Inverted Processor Priority P7-P0 

22 

P6 

0 


23 

P5 

0 


24 

P4 

0 


25 

P3 

0 


26 

P2 

0 


27 

PI 

0 


28 

PO 

0 


29 

ArblD3 

0 

Arbitration ID 3 -0 

30 

ArblD2 

0 


31 

ArblDI 

0 


32 

ArblDO 

0 


33 

S 

s 

Status (1 0 means status OK; all other values indicate an error) 

34 

0 

0 

Idle 


Remote Read Message 


The Remote Read Message (Table 34) is used for a local APIC to read the register in another local APIC. The 
message format is the same as the Short Message for the first 20 cycles. 

Cycles 21 through 36 contain the Remote Register data. The status information in cycle 37 specifies if the data 
is good or not. The Remote Read Message is always successful in that it is never retried (although the data 
may be valid or invalid). The reason is that the Remote Read Message is a debug feature, and a “hung” 
remote APIC that Is unable to respond should not cause the debugger to hang up. 


Table 34. Remote Read Message 


Cycle 

Biti 

BitO 


1 

0 

1 

0 1 = normal, 11= EOl 

2 

ArblD3 

0 

Arbitration ID bits 3 through 0 

3 

ArblD2 

0 


4 

ArblDI 

0 


5 

ArblDO 

0 


6 

DM 

M2 

DM = Destination mode 

7 

Ml 

MO 

M2 -MO = Delivery mode 

8 

L 

TM 

L = Level, TM = Trigger Mode 
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Table 34. Remote Read Message (Continued) 


Cycle 

Biti 

BitO 


9 

V7 

V6 

V7-V0 = Interrupt Vector 

10 

V5 

V4 


11 

V3 

V2 


12 

VI 

VO 


13 

D7 

D6 

Destination 

14 

D5 

D4 


15 

D3 

D2 


16 

D1 

DO 


17 

C 

C 

Checksum for cycles 6-16 

18 

0 

0 

Postamble 

19 

A 

A 

Status cycle 0 

20 

A1 

A1 

Status cycle 1 

21 

d31 

d30 

Remote register data 31 -0 

22 

d29 

d28 


23 

d27 

d26 


24 

d25 

d24 


25 

d23 

d22 


26 

d21 

d20 


27 

d19 

d18 


28 

d17 

d16 


29 

d15 

d14 


30 

d13 

d12 


31 

dll 

dIO 


32 

d09 

d08 


33 

d07 

d06 


34 

d05 

d04 


35 

d03 

d02 


36 

dOI 

dOO 


37 

S 

S 

Data Status: 11= valid, 00 = Invalid 

38 

c 1 

C 

Check Sum for data d[31 ;00] 

39 

0 

0 

Idle 
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11-0 PCEB/ESC INTERFACE 

The PCEB/ESC interface (Figure 26) provides the inter-chip communications between the PCEB and ESC. 
The interface provides control information between the two components for PCI /EISA arbitration, data size 
translations (controlling the PCEB’s EISA data swap logic), and interrupt acknowledge cycles. 




290476-86 

NOTE- 

STPQNT# Is only on the 8237488 (and companion 6237888)* 


Figure 26 . PCEB/ESC Interface Signals 


11.1 Arbitration Control Signals 

The PCEB contains the arbitration circuitry for the PCI Bus and the ESC contains the arbitration circuitry for the 
EISA Bus. The PCEB/ESC Interface contains a set of arbitration control signals (EISAHOLD, EISAHOLDA, 
NMFLUSH#, and PEREQ#/INTA#) that synchronize bus arbitration and ownership changes between the 
two bus environments. The signals also force PCI device data buffer flushing, if needed, to maintain data 
coherency during EISA Bus ownership changes. 

The PCEB Is the default owner of the EISA Bus. If another EISA/ ISA master or DMA wants to use the bus, the 
ESC asserts EISAHOLD to instruct the PCEB to relinquish EISA Bus ownership. The PCEB completes any 
current EISA Bus transaction, tri-states Its EISA Bus signals, and asserts EISAHOLDA to inform the ESC that 
the PCEB Is off the bus. 

For ownership changes, other than for a refresh cycle, the ESC asserts the NMFLUSH# signal to the PCEB 
(for one PCICLK) to instruct the PCEB to flush its Line Buffers pointing to the PCI Bus. The assertion of 
NMFLUSH# also instructs the PCEB to Initiate flushing and to temporarily disable system buffers on the PCI 
Bus (via MEMREQ#, MEMACK, and FLSHREQ#). The buffer flushing maintains data coherency, in the event 
that the new EISA Bus master wants to access the PC! Bus. Buffer flushing also prevents dead-lock conditions 
between the PCI Bus and EISA Bus. Since the ESC/PCEB does not know ahead of time, whether the new 
master is going to access the PCI Bus or a device on the EISA Bus, buffers pointing to the PCI Bus are always 
flushed when there is a change of EISA Bus ownership, except for refresh cycles. For refresh cycles, the ESC 
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controls the cycle and, thus, knows that the cycle is not an access to the PCI Bus and does not initiate a flush 
request to the PCEB. After a refresh cycle, the ESC always surrenders control of the EISA Bus back to the 
PCEB. 

NMFLUSH# Is a bi-directional signal that is negated by the ESC when buffer flushing Is not being requested. 
The ESC asserts NMFLUSH# to request buffer flushing. When the PCEB samples NMFLUSH# asserted, it 
starts driving the signal in the asserted state and begins the buffer flushing process. (The ESC tristates 
NMFLUSH# after asserting if for the Initial 1 PCICLK period.) The PCEB keeps NMFLUSH# asserted until all 
buffers are flushed and then it negates the signal for 1 PCICLK. When the ESC samples NMFLUSH# negated, 
it starts driving the signal in the negated state, completing the handshake. When the ESC samples 
NMFLUSH# negated, it grants ownership to the winner of the EISA Bus arbitration (at the time NMFLUSH# 
was negated). Note that for a refresh cycle, NMFLUSH# is not asserted by the ESC. 



When the EISA master completes Its transfer and gets off the bus (i.e., removes its request to the ESC), the 
ESC negates EISAHOLD and the PCEB, in turn, negates EISAHOLDA. At this point, the PCEB resumes Its 
default ownership of the EISA Bus. 

If a PCI master requests access to the EISA Bus while the bus Is owned by a master other than the PCEB, the 
PCEB retries the PCI cycle and requests ownership of the EISA Bus by asserting PEREQ#/INTA# to the 
ESC. PEREQ#/INTA# is a dual function signal that Is a PCEB request for the EISA Bus (PEREQ# function) 
when EISAHOLDA is asserted. In response to the PCEB request for EISA Bus ownership, the ESC removes 
the grant to the EISA master. When the EISA master completes its current transactions and relinquishes the 
bus (removes its bus request), the ESC negates EISAHOLD and the PCEB, in turn, negates EISAHOLDA. At 
this point, a grant can be given to the PCI device for a transfer to the EISA Bus. Note that the INTA# function 
of the PEREQ#/INTA# signal is described in Section 11.5, Interrupt Acknowledge Control. 
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1 1.2 System Buffer Coherency Control— APIC 

During an interrupt sequence, the system buffers must be flushed before the ESC’s I/O APIC can send an 
interrupt message to the local APIC (CPU’s APIC). The ESC and PCEB maintain buffer coherency when the 
ESC receives an interrupt request for Its I/O APIC using the AFLUSH# signal. 



11.3 Power Management 

In response to the ESC*s STPCLK# assertion, the CPU sends out a stop grant bus cycle to Indicate that It has 
entered the stop grant state. The PCEB informs the ESC of the stop grant cycle using the STPCNT # slgr^al 


1 1.4 EISA Data Swap Buffer Control Signals 

The cycles in the EISA environment may require data size translations before the data can be transferred to its 
intermediate or final destination. As an example, a 32-bit EISA master write cycle to a 16-bit EISA slave 
requires a disassembly of a 32-blt Dword into 16 bit Words. Similarly, a 32-blt EISA master read cycle to a 
1 6-bit slave requires an assembly of two 1 6-bit Words into a 32-bit Dword. The PCEB contains EISA data swap 
buffers to support data size translations on the EISA Bus. The operation of the data swap logic Is described in 
the PCEB data sheet. The ESC controls the operation of the PCEB’s data swap logic with the following PCEB/ 
ESC interface signals. These signals are outputs from the ESC and inputs to the PCEB. 

• SDCPYEN[1 3,03:01]# 

• SDCPYUP 

• SDOE[2:Oj# 

• SDLE[3:0l# 

Copy Enable Outputs (SDCPYEN [13,3:1]#) 

These signals enable the byte copy operations between data byte lanes 0, 1, 2 and 3 as shown in the Table 
35. ISA master cycles do not perform assembly/disassembly operations. Thus, these cycles use 
SDCPYEN [13,03:01]# to perform the byte routing and byte copying between lanes. EISA master cycles 
however, can have assembly/disassembly operations. These cycles use SDCPYEN [1 3,03:01 ] # in conjunc- 
tion with SDCPYUP and SDLE[3:0]#. 
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Table 35. Byte Copy Operations 


Signal 

Copy Between Byte Lanes 

SDCPYEN01 # 

Byte 0 (bits[7:0]) and Byte 1 (bits[1 5:8]) 

SDCPYEN02# 

Byte 0 (bits[7:0l) and Byte 2 (bits[23:16] ) 

SDCPYEN03# 

Byte 0 (bits[7:0]) and Byte 3 (bits[31:24] ) 

SDCPYEN13# 

Byte 1 (bits[15;8l) and Byte 3 (bits [3 1:24]) 


System Data Copy Up (SDCPYUP) 

SDCPYUP controls the direction of the byte copy operations. When SDCPYUP is asserted (high), active lower 
bytes are copied onto the higher bytes. The direction is reversed when SDCPYUP is negated (low). 

System Data Output Enable (SDOE[2:0]#) 

These signals enable the output of the data swap buffers onto the EISA Bus (Table 36). SDOE[2:0] are re- 
drive signals In case of mis-matched cycles between EISA to EISA, EISA to ISA, ISA to ISA and the DMA 
cycles between the devices on EISA. 


Table 36. Output Enable Operations 


Signal 

Byte Lane 

SDOEO# 

Applies to Byte 0 (bits [7:0]) 

SDOE1 # 

Applies to Byte 1 (blts[15:8]) 

SDOE2# 

Applies to Byte 2 and Byte 3 (bits[31 :16]) 


System Data to internal (PCEB) Data Latch Enables (SDLE[3:0]#) 

These signals latch the data from the EISA Bus into the data swap latches. The data is then either sent to the 
PCI Bus via the PCEB or re-driven onto the EISA Bus. SDLE[3:0]# latch the data from the corresponding 
EISA Bus byte lanes during PCI reads from EISA, EISA writes to PCI, DMA cycles between an EISA device and 
the PCEB. These signals also latch data during mismatched cycles between EISA to EISA, EISA to ISA, ISA to 
ISA, the DMA cycles between the devices on EISA, and any cycles that require copying of bytes, as opposed 
to copying and assembly/disassembly. 


11.5 Interrupt Acknowledge Control 

PEREQ#/INTA# (PCI to EISA Request or Interrupt Acknowledge) is a dual function signal and the selected 
function depends on the status of EISAHLDA. When EISAHLDA Is negated, this signal is an interrupt acknowl- 
edge (INTA#) and supports interrupt processing. If interrupt acknowledge Is enabled via the PCEB’s PCICON 
Register and EISAHOLDA is negated, the PCEB asserts PEREQ#/INTA# when a PCI interrupt acknowledge 
cycle is being serviced. This informs the ESC that the forwarded EISA I/O read from location 04h is an 
Interrupt acknowledge cycle. Thus, the ESC uses this signal to distinguish between a request for the interrupt 
vector and a read of the ESC’s DMA register located at 04h. The ESC responds to the read request by placing 
the interrupt vector on SD[7:0]. 
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12.0 INTEGRATED SUPPORT LOGIC 

The ESC integrates support logic for assorted functions for a typical EISA system board. The following func- 
tions are directly supported by the ESC. 

• EISA Address Buffer Control 

• Coprocessor Interface 

• BIOS Interface 

• Keyboard Controller Interface 

• Real Time Clock Interface 

• Floppy Disk Controller Interface 

• Configuration RAM Interface 

• X-Bus and IDE Decode 


NOTE: 

The ESC directly supports X-Bus Floppy Disk Controller and IDE. If the IDE resides on another bus 
(e.g., ISA or PCI Bus), additional hardware (to modify the X-Bus signals) is required to support the 
X-Bus Floppy Disk Controller. 


12.1 EISA Address Buffer Control 

The EISA Bus consists of unlatched addresses (LA[31:2]) and latched addresses (SA[19:2l). EISA devices 
generate or monitor LA addresses, and ISA devices generate or monitor SA addresses. Three Discrete F543s 
are used to generate the SA address from LA and LA addresses from SA addresses (Figure 28). The ESC 
generates the control signals SALE#, LASAOE#, and SALAOE# for the F543s. These signals control the 
direction of the address flow. For EISA master, DMA, and Refresh cycles the, the LA addresses are generated 
by the master device, and the SA addresses are driven by the F543s. For ISA master devices, the SA 
addresses are generated by the master device, and the LA addresses by driven by the F543s. 
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LA[16:2] 

2 F543S 
A B 

SA[16:2] 

SALE# 

LEAB# 


LASAOE# 

OEAB# 


SALAOE# 

OEBA# 



LA[19:17] 

1 F543S 
A B 

SA[19;17] 

SALE# 

LEAB# 


LASAOE# 

OEAB# 


T 

OEBA# 
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Figure 28. EISA Address Buffers 
Table 37. EISA Address Buffer Control Function 


Signal 


Cycle 

Type 

- 


EISA Master 


DMA 

Refresh 

SALE# 

Pulses 

Low 

Pulses 

Pulses 

LASAOE# 

Low 

High 

Low 

Low 

SALAOE# 

High 

Low 

High 

High 


12.2 Coprocessor Interface 

The numeric coprocessor interface is designed to support PC/AT compatible numeric coprocessor exception 
handling. The EISA Clock Divider configuration register bit 5 needs to be set to a 1 in order to enable the 
coprocessor error support in the ESC. The coprocessor interface consists of FERR# signal and IGNNE# 
signal. The FERR# signal and IGNNE# signals are connected directly to the Floating Point Error pin and 
Ignore Floating Point Error pin of the CPU respectively. 

Whenever an error during computation is detected, the CPU asserts the FERR# signal to the ESC. The ESC 
internally generates an interrupt on the IRQ13 line of the Integrated Interrupt Controller. The result Is a 
asserted INTR signal to the CPU. ^ 
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When the ESC detects an I/O write to the internal port OOFOh, the ESC deasserts the internal IRQ13 line to 
the integrated Interrupt Controller. At the same time the ESC asserts the IGNNE# signal. The ESC keeps the 
IGNNE# signal asserted until the FERR# signal is negated by the CPU. 

If the coprocessor error support is enabled in the EISA Clock Divider configuration register then the ESC 
IRQ13 pins cannot be used, and this pin should be tied to ground. 



12.3 BIOS Interface 

The ESC supports a total of 512 KBytes of BIOS memory. The ESC asserts the LBIOSCS# signal for EISA or 
ISA memory cycles decoded to be in the BIOS space. The 512 KBytes of BIOS includes the conventional 128 
KBytes of BIOS and 384 KBytes of enlarged BIOS. The 128 KBytes of conventional BIOS is divided into 
multiple regions. Each region can be Independently enabled or disabled by setting the appropriate bits In the 
BIOS Chip Select A register and BIOS Chip Select B register. The 128 KBytes of conventional BIOS is also 
aliased at different locations within the memory space. Refer to Section 4.1, BIOS Memory Space, for details. 

The ESC generates the LBIOSCS# signal by Internally latching the output of the BIOS address decode with 
BALE signal. The ESC asserts the LBIOSCS# for all read cycles In the enabled BIOS memory space. The 
ESC will assert LBIOSCS# signal for write cycles In the enabled BIOS memory space only if the BIOS Chip 
Select B register bit 3 is set to 1 (BIOS write enable). 


12.4 Keyboard Controller Interface 

The ESC provides a complete interface to a glueless interface to a 8x42 Keyboard Controller. The ESC 
Keyboard Controller interface consists of Keyboard Controller Chip Select (KYBDCS#) signal. Mouse interrupt 
(ABFULL) signal. The ESC also supports the fast Keyboard commands for CPU reset (ALTRST#) and ad- 
dress A20 enable (ALTA20) by integrating Port 92h. 
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The ESC asserts the kVbDCS# signal for I/O cycles to addresses 60h (82374EB/SB), 62h (82374EB only), 
64h (82374EB/SB), and 66h (82374EB only) if the Peripheral Chip Select A register bit 1 is set to 1 . The ESC 
uses the ABFULL signal to internally generate an interrupt request to the integrated Interrupt Controller on the 
IRQ12 line if EISA Clock Divisor register bit 4 is set to 1 (Mouse Interrupt Enable). A low to high transition on 
the ABFULL signal is Internally latched by the ESC. The high level on this latch remains until a write to I/O port 
60h is detected or the ESC Is reset. 

The ALTRST # is used to reset the CPU under software control. The ESC ALTRST # signal needs to be 
AND’ed externally with the reset signal from the keyboard controller. A write to the System Control Register 
(092h) bit 0 to set the bit to a 1 from a 0 causes the ESC to pulse the ALTRST # signal. ALTRST # is asserted 
for approximately 4 BCLKs. The ESC will not pulse the ALTRST # signal if bit 0 has previously been set to a 1 . 



12.5 Real Time Clock 

The ESC provides a glueless interface for the Real Time Clock in the system. The ESC provides a Real Time 
Clock Address Latch Enable signal (RTCALE), a Real Time Clock read Strobe(RTCRD#), and a Real Time 
Clock Write strobe (RTCWR#). The ESC pulses the RTCALE signal asserted for one and a half BCLKs when 
an I/O write to address 70h Is detected. The ESC asserts RTCRD# signal and RTCWR# signal for I/O read 
and write accesses to address 71 h respectively. 

The ESC also supports the power on password protection through the Real Time Clock. The power on 
password protection is enabled by setting the System Control register 092h bit 3 to a 1 . The ESC does not 
assert RTCRD# signal or RTCWR# signal for I/O cycles to 71 h if the access are addressed to Real Time 
Clock addresses (write to 70h) 36h to 3Fh if the power on password protection is enabled. 


12.6 Floppy Disk Control Interface 

The ESC supports Interface to the 82077(SL) floppy disk controller chip. The ESC provides a Floppy Disk 
Controller Chip Select signal (FDCCS#). The ESC also provides a buffered Drive Interface (DSKCHG#) 
signal. In addition, the ESC generates the control for the disk light. 

The ESC supports both the primary address range (03F0h-03F7h) and secondary address range (0370h- 
0377h) of the Floppy Disk Controller. The state of Peripheral Chip Select A register bit 5 determines which 
address range is decoded by the ESC as access to Floppy Disk Controller. If bit 5 is set to 0, the ESC will 
decode the primary Floppy Disk Controller address range, if bit 5 is set to 1 , the ESC will decode the second- 
ary Floppy Disk Controller address range. 

The ESC supports the Drive Interface signal. During I/O accesses to address 03F7h (primary) or 0377h 
(secondary), the ESC drives the Inverted state of the DSKCHG # signal on to the SD7 data line. The ESC uses 
the DSKCHG# signal to determine if the Floppy Disk Controller is present on the X-Bus. If the DSKCHG# 
signal is samples low during reset, the ESC will disable Floppy Disk Controller support. 

The ESC also supports the Disk Light function by generating the DLIGHT # signal. If System Control 092h 
register bit 6 or bit 7 is set to a 1 , the ESC will assert the DLIGHT # signal. 
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12.7 Configuration RAM Interface 

The ESC provides the control signals for 8 Kbytes of external configuration RAM. The configuration RAM is 
used for storing EISA configuration system parameters. The configuration RAM is I/O mapped between 
location 0800h-08FFh. Due to the I/O address constraint (256 byte addresses for 8 Kbyte of RAM) , the 
configuration RAM is organized in 32 pages of 256 bytes each. The I/O port OCOOh is used to store the 
configuration RAM page address. The ESC integrates this port as Configuration RAM Page register. During a 
read or a write to the configuration RAM address space 0800h-08FFh, the ESC drives the configuration RAM 
page address by placing the content of the Configuration RAM Page Address register bits[4:0] on the EISA 
Address line LA[31:27]#. The ESC will also assert the CRAMRD# signal or the CRAMWR# signal for I/O 
read and write accesses to I/O address 0800h-08FFh. The ESC will only generate the configuration RAM 
page address and assert the CRAMRD# signal and CRAMWR# signal If the Peripheral Chip Select B register 
bit 7 is set to 1 . 


12.8 General Purpose Peripherals, IDE, Parallel Port, and Serial Port Interface 

The ESC provides three dual function pins (GPCS[2:0]#.ECS[2:0]). The functionality of these pins Is selected 
through the configuration Mode Select register bit 4. If Mode Select register bit 4 Is set to 0 the general 
purpose chip select functionality is selected. If Mode Select register bit 4 is set to 1 , the encoded chip select 
functionality is selected. 

In general purpose chip select mode, the ESC generates three general purpose chip selects (GPCS[2:0]#). 
The decode for each general purpose chip selects is programmed through a set of three configuration regis- 
ters; General Purpose Chip Select x Base Low Address register, General Purpose Chip Select x Base High 
Address register, and Generai Purpose Chip Select x Mask register. Each Genera! Purpose Peripheral can be 
mapped anywhere In the 64 Kbytes of I/O address. The general purpose peripheral address range is program- 
mable from 1 byte to 256 bytes with 2^ granularity. 

In encoded chip select mode (ESC[2:0l), in addition to decoding the general purpose chip select 0 address 
and general purpose chip select 1 address, the ESC also decodes IDE, Parallel Ports, and Serial Ports 
addresses. The encoded chip select mode requires an external decoder like a F138 to generate the device 
chip selects from the ESC [2:0] signals. 

The ESC generates encoded chip selects for two Serial Ports, COMACS# (ECS[2:0] = 000) and COMBCS# 
(ESC[2:0] = 001). The ESC supports Serial Port COM1 and Serial Port COM2. Accesses to Serial Port COM1 
or Serial Port COM2 are individually programmed through Peripheral Chip Select B register bits [0:3] to gener- 
ate a encoded chip select for COMACS# or COMBCS#. 
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Figure 30. Encoded Chip Select Decoder Logic 
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Table 38. Encoded Chip Select Decode 


ESC2 

ESC1 

ESCO 

. . 

PERIPHERAL CS 

0 

0 

0 

COM ACS# 

0 

0 

1 

COMBCS# 

0 

1 

0 

LPTCS# 

0 

1 

1 

IDECSO# 

1 

0 

0 

IDECS1 # 

1 

0 

1 

GPCSO# 

1 

1 

0 

GPCS1 # 

1 

1 

1 

idle state 


NOTE: 

Refer to Section 4.5 for the address decode of the peripheral chip selects. 


12.9 X-Bus Control And General Purpose Decode 

The X-Bus is a secondary data bus buffered from the EISA Bus. The X-Bus is used to interface with peripheral 
devices that do not require a high speed interface. Typically a discrete buffer device like a F245 is used to 
buffer the EISA Bus from the X-Bus. The ESC provides two control signals, XBUST/R# and XBUSOE#, for 
the discrete F245 buffer. 


NOTE: 

The ESC directly supports X-Bus floppy disk controller and X-Bus IDE hard disk controller. If IDE 
resides elsewhere (e.g., ISA Bus or PCI Bus), additional hardware Is required to support the X-Bus 
floppy. The additional hardware is used to modify the X-Bus control signals. Figure 31 shows the logic 
needed to support an X-Bus floppy disk with IDE on the ISA or PCI bus. 
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Figure 32. X-Bus Data Buffer 


The XBUST/R# signal controls the direction of the data flow of the F245. When the XBUST/R# signal is 
high, the data direction of the F245 buffer is from the XD[7:0] bus to the SD[7;0] bus. The ESC drives the 
XBUST/R# signal high during EISA master I/O read cycles, ISA master I/O read cycles, DMA write cycles 
(write to memory), and memory read cycles decoded to be in the X-Bus BIOS address space. The ESC also 
drives the XBUST/R# signal high for DMA reads (reads from memory/writes to I/O) from the X-Bus BIOS 
address space. The X-Bus BIOS address space is defined as the enabled regions and enabled aliases of the 
BIOS memory space. See Section 4.1 , BIOS Memory Space, for detailed description of the BIOS memory map 
and the configuration bits. 

The XBUSOE# signal controls outputs of the F245. When the XBUSOE# signal is asserted, the F245 drives 
its A buffers or B buffers depending on the state of the XBUST/R# signal. The ESC asserts the XBUSOE# 
signal for I/O cycles decoded to be In the address range of the peripherals supported by the ESC If these 
peripherals are enabled in the Peripheral Chip Select A register and Peripheral Chip Select B register. 
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13.0 POWER MANAOiMENT (02374SB) 

Th€ ESC has sxtensiva powar managamant capability permitting a system to operate In a low power state 
without being powered down. In a typical desktop per^nal computer there are two states— Power On and 
Power-OH. Leaving a extern powered on when not In use wastes power. The ESC provides a Fast On/Off 
feature ^at creates a third state called Fast Off (Figure 33), When In the Fast Off s^te, the system consumes 
less power than the Power-On state. 

The ESOs power management aroNtecture Is based on three functionsS^tem Management Mode {SMM}, 
Clock Control, and Advanced Power Management (APM). Software {called SMM code) controls the transitions 
betwe^ the Power Ckt state and the Fast state. The ESC Invokes tttls software by generatlrig an SMI to 
the CPU (asserting the SMI# ^gnal). A vsriety of programmable events are provided that can generate an 
SML The SMm <x)de places ^e s^tem In either the Power On state or the Fast Off state. 

A Fast On event Is an event diat Instructs the computer (^^a an SMI to the CPU) to enter the Power^Ori state In 
antypatlon of system activity by the user. Fast On events are programmable and Include moving the mouse, 
pressing a key on the ke^oard, an exterriaf hardw^e event, an Incoming call to a system FAX/Modem, a BTC 
alarm, or the operating system. 
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13.1 SMMMode 

SMM moda Is Invoked by asserting the SMI# signal to the CPU. The ESC provides a vsaiety of programmable 
events that can generate an SML When the CPU receives an SMI, it enters SMM mode and executes SMM 
code out of SMRAM. The SMM code places the system in either the Power On state or the Fast Off state. In 
the Power On sMte, the computer system operates normally. In this state one of the four programmable 
events listed below can trigger an SMI. 

t. A global Idle timer called the Fast Off timer expires (an Indica^on that the end user has not used the 
computer for a programmed period of time). 

2, The EXTSMI# pin is asserted. 

3, An RTC alarm interrupt Is detected. 

4, The operating system issues an APM call. 



13.2 SMISoyrees 

The SMI# signal can be asserted by hardware Interrupt events, the Fast Off Timer, an external SMI event 
(EXTSMI#), and software events (via the APMO and APMS Registers). Enable/disable bits (in Hhe SMIEN 
Register) permit each event to be Individually masked from generating an SML In addition, the SMI# signal 
can be globally enabied/dfsabled in the SMIONTL Register, Status of the Individual events causing an SMI Is 
provided In the SMIREO Register. For detailed informabon on the SM! control/status registers, relw to Section 
3.0, Register Descdptlon. 

Hardware Ititerrupl Events 

Hardware events {1R0C12,8# ,4,3,1] and the Fast Off Timer) are enabled/disabled from generating an SMI in 
the SMEN Register. When enabled, the occurrence of the corresponding hardware event generates an SMI 
(asserts the SMI# signal), regardless of the current power state of the system. 

Fast Off Timer 

The Fast Off Timer is used to indicate (through an SMI) that the system has been Idle for a programmed period 
of time. The timer counts down from a programmed start value and when the count reaohes OOh, can generate 
an SML The timer decrement rate Is 1 count every minute and is re-loaded each time a System Event occurs. 
This counter should NOT be programmed to OOh. 

$yst 0 m events ere pragremmetfe events M mn keep the system m the Power On smte when ^re is 
system eoMty (Figure $4), These events ere Mceted by the essertion of iRQl15:§,e4i,7:3, f:0l NMi, or SMI 
s^rmfs. The system event prevent me system from entering the Pest Off state by re-toading the Past Off 
Timer. 

In addition to system events, break events cause me s)^tem to transition from a Past Off state to the Power 
On state. System events (and break events} are enabisd/disabiedin the SEE Register. When enabled and me 
associated hardware event occurs (s^nat k asserted}, the Past Off Timer is redoaddd vdth its initial count 
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Software can assert STPCLK#, it enabled via the SMICHTL Register, by a read of the APMC Register. Note 
that STPCLK# can also be periodically asserted by using clock scaling as described below. 

The ESC automatically negates STPCLK# when a break event occurs (if enabled In the SEE Register) and the 
CPU stop grant special cycle has been received. Software can negate STPCLK# by disabling STPCLK# In 
the SMIONTL Register or by a wnte to the APMC Register. 

NOTE: 

1. INIT is always enabled as a break event Otherwise, INIT acts exactly as other break events: 

— If STPCLK# is negated when INIT is asserted, the STPCLK high ^mer is reloaded. 

— If INIT is asserted when STPCLK# is asserted but before the stop grant bus cycle, STPCLK# negation 
w^ until after the stop grant bus cycle. This happens after the CPU is reset when it samples STPCLK# 
still asserted. 

— If INIT is asserted when STPCLK# Is asserted and after the stop grant bus cycle, STPCLK# is negated 
immediately. This guarantees that STPCLK# will be n^ated after the CPU is reset. 

2. While the STPCLK# signal is asserted, the external interrupts (NMI, SMI# and INT) may be asserted to the 
CPU. if INTR is asserted, it will remain asserted until the CPU INTA cycle is detected, if SMI# (or NMI) is 
asserted, it remains asserted until the SMI (or NMI) handler clears the ESC’s OSMIGATE (or sets the ESC*s 
NMIMASK bit). Thus, SMi #, NMI and INTR can be applied to the CPU independent of the STPCLK# signal 
state. Note that when SMI#, NMI, and IRQx are enabled as break events, the occurrence of the break 
event negates STPCLK#. 

Clock Scaling (Emyiatlng Clock Dlv^lon) 

Clock scaling permits the ESC to periodically place the CPU In a low power state. This emulates clock division. 
When clock scaling is enabled, the CPU runs at full frequency for a pre-defined time period and then is 
stopped for a pre-defined time period. The run/stop bme interval ratio emulates the clock division effect from a 
power/performance point of view* However, clock scaling is more effective than dividing the CPU freguenoy. 
For example, if the CPU is in the stop grant state and a break event occurs, the CPU clock returns to full 
frequency. In addition, there is no recovery time latency to start the clock. 

Two programmable 8-blt clock scale timer control registers set the STPCLK# high (negate) and low (assert) 
times the CTLTMRH and CTLTMRL Registers. The timer Is clocked by a 32 p.s Internal clock. This allows a 
programmable timer interval for both the STPCLK# high and low times of 0*8 ms. When enabled via the 
SMIONTL Register, the STPCLK# Timer operates as follows: 

♦ When STPCLK# Is negated, the timer is loaded with the value in the CTLTMRH Register and starts 
counting down. When the timer reaches OOh, STPCLK# is asserted. Since the timer Is re-ioaded with the 
contents of the CTLTMRH Register every time STPCLK# is negated (for break events or clock throttling), 
the STPCLK# minimum inactive ^me is guaranteed. 

• When STPCLK# is asserted, the timer is loaded with the vakie in the CTLTMRL Register. The timer does 
not begin to count until the Stop Grant Special Cycle is received. When the timer reaches OOh, STPCLK# Is 
negated. Note that a break event also negates STPCLK#. 

NOTE: 

if STPCLK# is negated and a break event occurs, the STPCLK# Timer is loaded with the value in 
the CTLTMRH Register. 
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13.4 Sl^ Gmnt S|»»cisri Cycle 

TIi 6 {#,§, TOMO) tmnslato 18w GPU’s stop grant cydo into a PCI sppcfai oycio. The POiB 
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Halt or Autohalt s^ta» tha P64C does not rasgond to STPCLK# asser^on with a stop grant cyoie* 
However, ^dng Ws state m INTR, SMI# or NMI# assertion causes the CPU to exit the halted state, and 
evenhjaily retx^gnlze the STPCLK# assertion with a stop grant cycle* Tha systerh design must guarantee that 
INTR, SMI # and NMI # assertion Is not hlodced outside of ttie chipset while STPCLK# is asserted. Otherwise, 
a potential deadlock situation will exist 


1 3 j Dtial>nc«tt$8or Power Management Support 

Figure $$ depicts the power managemerit support for duaLprooesscv (DP) or P640T u(:^rade processor 
configuration* The Input signal of SMi#, STPCLK#, and NMI of both OEM and upgrade sockets are tied 
leather* 



Figure 3S. Dual Processor System Cotiflgurai^ 


U3A SMI# DILIVERY MECHANISM 

For Uni or CT tipgrads processor system configuradon, SMI# can either be delivered through the ESC SMI# 
slptal or I/O APIO. For the PS40/0M Dual-processor conffguradon, SMI# should be <kllver^ through I/O 
APIfijchly* ldeally,Jhe OS will put the CM processor In Autr^sdt after the CM proce^or rdCilVed a Fast-Oft 
SMI#* The CM processor will wake up if any non-masked system events occur. 
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1$.S.2 STPOUC# TliD TO BOTH SOCKETS 

To support m gluolass upgrade socket, it is r^eoessary to lie STPOtK# to both sockets. For F54C/CT proces- 
sor configura^on, the P54CT processor m\\ disable P64C and the toggling of STPCLK# has no effect to FS4C, 
For a P64C/CM DP conllgura^on, the toggling of STPCLK# effects both processors (unless the processor is 
in Autohalt state). Both processors respond with a STPGNT special bus cycle alter recognizing STPCLK# low. 
Both of the STPGNT special bus cycles are passed onto PCI by the PCMC as PCI STPGNT spedal cycles. 
The PCI STPGNT PCI cycle causes the PCEB component to assert the STPGNT# signal, depending on how 
the SCE bit in POEB is programmed. The ESC recognizes the first STPGNT# assertion, and negates 
STPCLK# upon the Stop Clock timer expiration or a stop break event 


SMI#/INTR (APIC MODE) 

When the APIC Is used for Interrupt delivery, additional considerations exist regarding ordering. If local inter- 
rupts (LINTO/1) are used in APiC mode, then the system can not guarantee an ordering between the local 
interrupts and any related SMI# events. 

In DP mode, Interrupts can generally be directed to a specific processor, which may not be the same proces- 
sor that the SMI# is directed. The IRQ blocking logic In the ESC still operates vwth APiC delivery mode. Thus, 
if an IRQ is enable to cause an SMi# event, it will be blocked until the CSMIGATE is cleared, regardless cf 
where the IRQ or SMi is to be directed by the APiC, 


14.0 ELECTRICAL CHARACTERISTICS 


14.1 Maximum Ratings 


Case Temperature Under Bias — 65®C to 1 10®C 

Storage Temperature -65°C to 1 50°C 

Supply Voltages with Respect to Ground -0.5V to Vcc + 0-5V 

Voltage On Any Pin -0.5V to Vcc + 0-5V 

Power Dissipation 0.70W fully loaded 

0.55W with four slots 


WARNING: 

Stressing the device beyond the “Absolute Maximum Ratings” may cause permanent damage. These 
are stress ratings only. Operating beyond the “Operating Conditions” is not recommended and ex- 
tended exposure beyond “Operating Conditions” may affect reliability. 


14.2 HAND Tree 

A NAND Tree is provided primarily for VIL/VIH testing. The NAND Tree is also useful for Automated Test 
Equipment (ATE) at board-level testing. The NAND Tree allows the tester to test the solder connections for 
each individual signal pin. 

The TEST pin, along with IRQ5 and IRQ3, activates the NAND Tree. Asserting TEST causes the output pulse 
train to appear on the EISAHOLD pin. IRQ5 must be driven high in order to enable the NAND Tree. The 
assertion of IRQ3 causes the ESC to disable its buffers. 



0K1F®[^IMATD©M 
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int^. 

The sequence of the ATE test is as follows: 

1. Drive TEST low, IRQ3 high, and IRQ5 high. 

2. Drive each pin that is a part of the NAND Tree high. Please note that not every pin is included in the tree. 
See table below for details. 

3. Starting at pin 165 (DLIGHT#) and continuing with pins 167, 168, etc.. Individually drive each pin low. 
Expect EISAHOLD to toggle after each corresponding input pin Is toggled. The final pin in the tree Is pin 1 00 
(EISAHOLD). Not every pin Is toggled In sequential order. Please refer to the table for tree ordering. When 
IRQ3 is driven low, the test mode is exited, and the ESC’s buffers will be enabled. 

4. Before enabling the ESC’s buffers (via IRQ3), turn off tester drivers. 

5. Reset the ESC prior to proceeding with further testing. 
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Table 39. NAND Tree Cell Order (82374EB) 


Pin # 

Name 

149 

IRQ11 

150 

1RQ12 

151 

1RQ15 

152 

IRQ14 

164 

CRAMRD# 

166 

DSKCHG 

171 

ABFULL 

179 

CMD# 

180 

START# 

186 

EXRDY 

187 

EX32# 

188 

EX16# 

189 

SLBURST# 

190 

EOP 

191 

SPKR 

193 

IRQ8# 

194 

IRQ13 

195 

IRQ1 

197 

DREQO 

198 

MRDC# 

200 

MWTC# 

201 

DREQ5 

203 

DREQ6 

205 

DREQ7 

206 

MASTER16# 

3 

LA31#/CPG4 

4 

LA30#/CPG3 

5 

LA29#/CPG2 

6 

LA28#/CPG1 

7 

LA27#/CPG0 

8 

LA26# 

10 

LA25# 


Pin # 

Name 

165 

DLIGHT#1 

167 

FDCCS# 

168 

RTCWR# 

169 

RTCRD# 

102 

AFLUSH# 

106 

REFRESH# 

107 

APICCLK 

108 

APICD1 

109 

APICDO 

110 

lOCHK# 

111 

RSTDRV 

112 

IRQ9 

113 

DREQ2 

114 

NOWS# 

115 

CHRDY# 

116 

SMWTC# 

121 

SMRDC# 

122 

lOWC# 

123 

lORC# 

125 

DREQ3 

127 

DREQ1 

135 

IRQ7 

136 

IRQ6 

141 

BALE 

142 

OSC 

143 

SA1 

144 

SAO 

145 

M16# 

146 

SBHE# 

147 

1016# 

148 

IRQ10 
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Table 39. NAND Tree Cell Order (82374EB) (Continued) 


Pin # 

Name 

49 

MREQ2# 

50 

MREQ1 # 

51 

MREQO# 

55 

BEO# 

56 

BE1# 

57 

BE2# 

58 

BE3# 

59 

SDO 

60 

SD1 

61 

SD2 

63 

SD3 

64 

SD4 

65 

SD5 

66 

SD6 

67 

SD7 

70 

W/R# 

71 

M/IO# 

72 

MSBURST# 

91 

FERR# 

95 

RESET# 

96 

PERR# 

97 

SERR# 

98 

NMFLUSH# 

99 

PEREQ#/INTA# 

138 

IRQ4 

139 

IRQ3(2) 

100 

EISAHOLDO) 


Pin # 

Name 

11 

LA24# 

12 

LAI 6 

13 

LAI 5 

15 

LAI 4 

16 

LAI 3 

17 

LAI 2 

19 

LA11 

20 

LA10 

21 

LA9 

22 

LA8 

23 

LA7 

24 

LA6 

28 

LA5 

29 

LA4 

30 

LA23 

31 

LA3 

32 

LA22 

33 

LA2 

34 

LA21 

36 

LA20 

40 

LAI 9 

42 

MREQ7#/PIRQ0# 

43 

LAI 8 

44 

MREQ6#/PIRQ1# 

45 

LAI 7 

46 

1 

MREQ5#/PIRQ2# 

47 

MREQ4#/PIRQ3# 

48 

MREQ3# 


2-958 







82374EB/82374SB 


iny 


Table 40. HAND Tree Cell Order (82374SB) 


DRE03 


DACK1 # 



EXTSMI# 

EXRDY 


0MF©[^[M]2SflrD©[M 
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irrt^ 




Mn # •- - 


v'. mm f ' 



Mim— 

188 

■wm—i 





' ' m: 



107 


tm 

■i 

m 

2m 


' ’ 201'"^ 





■^0# . 






{■ I?RiQ0 


QACK70 


mm? 








iAm*/cp(^ 


M^#/CP©2 






Name 


LAIS 


LA12 


LAIt 


LA10 


LAS 


LA8 


LA? 


LAS 


LAS 


LA4 


LASS 


LAS 


LASS 


LAs 


LA?^t 


LA^ 


MACKS# 


MAOK1# 


LAIS 


MACKO# 


MBEO?#7PiaOO# 


LA18 


MBE0S#/PiRQ1# 


LA17 


MREQS#/PlBQa# 


MBEQ4#/PIBQS# 


MRE03# 


MRE02# 


MRE01# 

MREOO# 
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Table 48. HAND Tree Cell Order (82374SB) (Contlfiuad) 


Pin# 

Name 

B7 

BE2# 

m 

8E3# 

59 

800 

60 

801 

8t 

802 

63 

SD3 

64 

S04 

66 

a36 

66 

S06 

67 

SOT 

70 

W/R# 

71 

M/IO# 

72 

MSiURST# 

73 

SDOE2# 

74 

SDOE1# 

75 

SDOEO# 

76 

SOCPYUP 

80 

80CPYEN13# 

6t 

80CPYEN03# 


Pbi# 

Heme 

62 

SDCPYEN02# 

63 

SOCPYEN01# 

64 

80LEO# 

66 

801E1# 

66 

801E2# 

87 

SDL£3# 

91 

FEFW# 

95 

RESET# 

96 

PERR# 

97 

SERB# 

96 

NMFLUSH# 

99 

PEREO#/(NTA# 

136 

IRQ4 

139 

IRQ3(2) 

100 

EISAHOLD(3) 


NOTES: 

1. First Pin in NAND Tree. 

2. Enables ESC’s Buffers when 0. 

3. Last Pin in NAND Tree. 
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15.0 PINOUT AND PACKAGE INFORMATION 


The ESC package is a 208-pin Plastic Quad Flat Pack (PQFP). The package signals are shown in Figure 36 
and listed in Table 41 and Table 42. Note that NC pins require individual pull-up resistors of 8 Kft-10 Kfl. 


15.1 Pinout And Pin Assignment 



Figure 36. ESC Package Pinout 
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Table 41. ESC Alphabetical Pin Assignment 


Name 

Pin # 

Type 

ABFULL 

171 

in 

AEN# 

134 

out 

AEN1/EAEN1 

120 

out 

AEN2/EAEN2 

119 

out 

AEN3/EAEN3 

118 

out 

AEN4/EAEN4 

117 

out 

AFLUSH# 

102 

t/s 

ALTA20 

94 

out 

ALTRST# 

93 

out 

APICCLK 

107 

in 

APICDO# 

109 

od 

APICD1 # 

108 

od 

BALE 

141 

out 

BCLK 

128 

in 

BCLKOUT 

178 

out 

BEO# 


t/s 

BE1# 

56 

IflSIlllllll 

BE2# 

57 

IHSSii 

BE3# 

58 

BD9H 

CHRDY 

115 

IIIIIIIIIIQIIQIIIII^^ 

CMD# 

179 

IIIIIIIIIIIIIQIQI^ 

CRAMRD# 

164 


CRAMWR# 

163 

out 

DACKO# 

196 

out 

DACK1 # 

126 

out 

DACK2# 

140 

out 

DACK3# 

124 

out 

DACK5# 

199 

out 

DACK6# 

202 

out 

DACK7# 

204 

out 

OUGHT# 

165 

out 


Name 

Pin # 

Type 

DREQO 

197 

in 

DREQ1 

127 

in 

DREQ2 


in 

DREQ3 

125 

in 

DREQ5 

201 

in 

DREQ6 

203 

in 

DREQ7 


in 

DSKCHG 

166 

in 

EISAHLDA 

100 

in 

EISAHOLD 

101 

out 

EOP 

190 

t/s 

EX16# 

188 

o/d 

EX32# 

187 

o/d 

EXRDY 

186 

o/d 

EXTSMI# (82374S8) 

m 

In 

FDCCS# 

167 

out 

FERR# 

91 

in 

GPCS0#/ECS0 

155 

out 

GPCS1#/ECS1 

159 

out 

GPCS2#/ECS2 

160 

IBBi 

IGNNE# 

92 


iNIT/TCST (82374SS) 

^ , 154 ^ 

In 

INTR 

89 

out 

1016# 

147 

o/d 

lOCHK# 

110 

in 

lORC# 

123 

t/s 

lOWC# 

122 

t/s 

IRQ1 

195 

in 

IRQ3 

139 

in 

IRQ4 

138 

in 

IRQ5 

137 

L_i[i 
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Table 41. ESC Alphabetical Pin Assignment (Continued) 


Name 

Pin # 

Type 

LA23 

30 

t/s 

LA24# 

11 

t/s 

LA25# 

10 

t/s 

LA26# 

8 

t/s 

LA27#/CPG0 

7 

t/s 


6 

t/s 


5 

t/s 

LA30#/CPG3 

4 

t/s 

LA31#/CPG4 

3 

t/s 

LASAOE# 

175 

out 

LBIOSCS# 

173 

out 

M/IO# 

71 

t/s 

M16# 

145 

0/d 

MACKO#/ 

EMACKO 

41 

out 

MACK1#/ 

EMACK1 

38 

out 

MACK2#/ 

EMACK2 

37 

out 

MACK3#/ 

EMACK3 

207 

out 

MASTER16# 

206 

in 

MRDC# 

198 

t/s 

MREQO# 

51 

in 

MREQ1 # 

50 

in 

MREQ2# 

49 

in 

MREQ3# 

48 

in 

MREQ4#PIRQ3# 

47 

in 

MREQ5#/PIRQ2# 

46 

in 

MREQ6#/PIRQ1# 

44 

in 

MREQ7#/PIRQ0# 

42 

in 

MSBURST# 

72 

t/s 


Name 

Pin # 


IRQ6 

136 

BBBH 

IRQ7 

135 

in 

IRQ8# 

193 


IRQ9 

112 

in 

IRQ10 

148 

HDHi 


149 

HHHI 


150 

in 

IRQ13 

194 

in 

IRQ14 

152 

HHHIi 

IRQ15 

151 


KYBDCS# 

172 

out 

LA2 

33 

mBam 

LA3 

31 

masm 

LA4 

29 

t/s 

LA5 

28 

t/s 

LA6 

24 

1 

t/s 

LA7 

23 

t/s 

LA8 

22 

t/s 

LA9 

21 

t/s 


20 

t/s 

LA11 

19 

■BBHI 

LAI 2 

17 

bbbiii 


16 


LAI 4 

15 


LAI 5 

13 

t/s 

LAI 6 

12 

t/s 

LAI 7 

45 

t/s 

LAI 8 

43 

t/s 

LAI 9 

40 

IBBBI 

LA20 

36 

IBE&Hi 

LA21 

34 

t/s 

LA22 

32 

t/s 
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Table 41. ESC Alphabetical Pin Assignment (Continued) 


Name 

MWTC# 

NC (82374EB) 

NC (82374EB) 

NC (82374EB) 

NC (82374EB) 
NMFLUSH# 

NMI 

NOWS# 

OSC 

PCICLK 

PEREQ#/INTA# 

PERR# 

REFRESH# 


RESET# 

RSTDRV 

RTCALE 

RTCRD# 


RTCWR# 

SAP 

SA1 

SALAOE# 

SALE# 

SBHE# 


_S 

S 


Name 

Pin # 

SDCPYEN02# 

82 

SDCPYEN03# 

81 

SDCPYEN13# 

80 

SDCPYUP 

76 

SDLEO# 

I 

84 

SDLE1 # 

85 

SDLE2# 

86 

SDLE3# 

87 

SDOEO# 

75 
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Table 41. ESC Alphabetical Pin Assignment (Continued) 


Name 

Pin # 

Type 

Vdd 

105 

V 

Vdd 

131 

V 

Vdd 

156 

V 

Vdd 

157 

V 

Vdd 

181 

V 

Vdd 

208 

V 

Vss 

2 

V 

Vss 

9 

V 

Vss 

18 

V 

Vss 

26 

V 

Vss 

27 

V 

Vss 

35 

V 

Vss 

54 

V 

Vss 

62 

V 


Name 

Pin # 

Type 

Vss 

69 

V 

Vss 

77 

V 

Vss 

78 

V 

Vss 

88 

V 

Vss 

103 

V 

Vss 

129 

V 

Vss 

130 

V 

Vss 

158 

V 

Vss 

177 

V 

Vss 


V 

Vss 


V 

W/R# 


t/s 

XBUSOE# 

161 

out 

XBUST/R# 

162 

out 
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! 42. ESC Numerical Pin Assignment 



LA31#/CPG4 

LA30#/CPG3 

LA29#/CPG2 

LA28#/CPG1 

LA27#/CPG0 



MACK2#/EMACK2 

MACK1#/EMACK1 


MACKO#/EMACKO 

MREQ7#/PIRQ0# 


MREQ6#/PIRQ1# 


MREQ5#/PIRQ2# 

MREQ4#/PIRQ3# 

MREQ3# 

MREQ2# 

MREQ1 # 

MREQO# 





CVI 
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Table 42. ESC Numerical Pin Assignment (Continued) 


Name 

Pin # 

Type 

56 

BE1# 

t/s 

57 

BE2# 

t/s 

58 

BE3# 

t/s 

59 

SDO 

t/s 

60 

SD1 

t/s 

61 

SD2 

t/s 

62 

Vss 

V 

63 

SD3 

t/s 

64 

SD2 

t/s 

65 

SD5 

t/s 

66 

SD6 

t/s 

67 

SD7 

t/s 

68 

Vdd 

V 

69 

Vss 

V 

70 

W/R# 

t/s 

71 

M/IO# 

t/s 

72 

MSBURST# 

t/s 

73 

SDOE2# 

out 

74 

SDOE1 # 

out 

75 

SDOEO# 

out 

76 

SDCPYUP 

out 

77 

Vss 

V 

78 

Vss 

V 

79 

Vdd 

V 

80 

SDCPYEN13# 

out 

81 

SDCPYEN03# 

out 

82 

SDCPYEN02# 

out 

83 

SDCPYEN01 # 

out 

84 

SDLEO# 

out 

85 

SDLE1 # 

out 

86 

SDLE2# 

out 

87 

SDLE3# 

out 


Name 

Pin # 

Type 

88 

Vss 

V 

89 

INTR 

out 

90 

NMI 

out 

91 

FERR# 

in 

92 

IGNNE# 

out 

93 

ALTRST# 

out 

94 

ALTA20 


95 

RESET# 


96 

PERR# 

in 

97 

SERR# 

in 

98 

NMFLUSH# 

t/s 

99 

PEREQ#/INTA# 

in 

100 

EISAHLDA 

in 

101 

EISAHOLD 

IIIIIIIIIIIIQIQ^ 

102 

AFLUSH# 

t/s 

103 

Vss 

V 

104 

Vdd 

V 

105 

Vdd 

V 

106 

REFRESH# 

t/s 

107 

APICCLK 

in 

108 

APICD1 # 

od 

109 

APICDO# 

od 

no 

lOCHK# 

in 

111 

RSTDRV 

out 

112 

IRQ9 

in 

113 

DREQ2 

in 

114 

NOWS# 

o/d 

115 

CHRDY 

o/d 

116 

SMWTC# 

out 

117 

AEN4/EAEN4 

out 

118 

AEN3/EAEN3 

out 

119 

AEN2/EAEN2 

out 
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Table 42. ESC Numerical Pin Assignment (Continued) 


Name 

Pin # 

Type 

120 

AEN1/EAEN1 

out 

121 

SMRDC# 

out 

122 

lOWC# 

t/s 

123 

lORC# 

t/s 

124 

DACK3# 

out 

125 

DREQ3 

in 

126 

DACK1 # 

out 

127 

DREQ1 

in 

128 

BCLK 

in 

129 

Vss 

V 

130 

Vss 

V 

131 

VdD 

V 

132 

NC (82374EB) 

— 


STPCLK# (82374SB) 

out 

133 

NC (R2374EB) 




STPGNT# (82374SB) 

in 

134 

AEN# 

out 

135 

1RQ7 

in 

136 

IRQ6 

in 

137 

IRQ5 

in 

138 

IRQ4 

in 

139 

IRQ3 

in 

140 

DACK2# 

out 

141 

BALE 

out 

142 

OSC 

in 

143 

SA1 

t/s 

144 

SAO 

t/s 

145 

M16# 

0/6 

146 

SBHE# 

t/s 

147 

1016# 

0/6 

148 

IRQ10 

in 


Name 

Pin # 

Type 

149 

IRQ11 

in 

150 

IRQ12 

in 

151 

IRQ15 

in 

152 

IRQ14 

in 

153 

PCICLK 

in 

154 

TEST (82374EB) 

in 


INIT/TEST (6237488) 

in 

155 

GPCS0#/ECS0 

out 

156 

Vdd 

V 

157 

Vdd 

V 

158 

Vss 

V 

159 

GPCS1#/ECS1 

out 

160 

GPCS2#/ECS2 

out 

161 

XBUSOE# 

out 

162 

XBUST/R# 

out 

163 

CRAMWR# 

out 

164 

CRAMRD# 

out 

165 

OUGHT# 

out 

166 

DSKCHG 

in 

167 

FDCCS# 

out 

168 

RTCWR# 

out 

169 

RTCRD# 

out 

170 

RTCALE 

out 

171 

ABFULL 

in 

172 

KYBDCS# 

out 

173 

LBIOSCS# 

out 

174 

SALAOE# 

out 

175 

LASAOE# 

out 

176 

SALE# 

out 

177 

Vss 

V 

178 

BCLKOUT 

out 

179 

CMD# 

out 


I 0KIF®(^[J4]AT0©IM 
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Table 42. ESC Numerical 


Name 

Pin # 

Type 

180 

START# 

t/s 

181 

Vdd 

V 

mm 

Vss 


mm 

Vss 


mm 

NC (82374EB) 

— 

mm 

SMI# (82374^) 

out 

185 

NC (82374EB) 

— 


EXrSMI# ( 82374 as) 

In 

186 

EXRDY 

o/d 

187 

EX32# 

o/d 

188 

EX16# 

o/d 

189 

SLBURST# 

in 

190 

EOP 

t/s 

191 

SPKR 

out 

192 

SLOWH# 

out 


Pin Assignment (Continued) 


Name 

Pin # 

Type 

193 

IRQ8# 

In 

194 

IRQ13 

In 

mm 

IRQ1 

In 

196 

DACKO# 

out 

197 

DREQO 

in 

198 

MRDC# 

t/s 

199 

DACK5# 

out 

200 

MWTC# 

t/^ 

201 

DREQ5 

in 

202 

DACK6# 

out 

203 

DREQ6 

in 

204 

DACK7# 

out 

205 

DREQ7 

In 

206 

MASTER16# 

in 

207 

MACK3#/EMACK3 

out 

208 

Vdd 

V 
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82375EB/82375SB PCI-EISA BRIDGE (PCEB) 


■ Provides the Bridge Between the PCi 
Locai Bus and EISA Bus 

■ 100% PCI and EISA Compatible 

— PCI and EISA Master/Slave Interface 
— Directly Drives 10 PCI Loads and 8 
EISA Slots 

— Supports PCI from 25 to 33 MHz 

■ Data Buffers Improve Performance 

— Four 32-bit PCI-to-EISA Posted Write 
Buffers 

— Four 16-byte EISA-to-PCI Read/ Write 
Line Buffers 

— EISA-to-PCI Read Prefetch 
— EISA-to-PCI and PCI-to-EISA Write 
Posting 

■ Data Buffer Management Ensures Data 
Coherency 

— Flush Posted Write Buffers 
— Flush or Invalidate Line Buffers 
— System-Wide Data Buffer Coherency 
Control 

■ Burst Transfers on both the PCI and 
EISA Buses 

■ 32-Bit Data Paths 


■ Integrated EISA Data Swap Buffers 

■ Arbitration for PCI Devices 

— Supports Six PCI Masters 

— Fixed, Rotating, or a Combination of 
the Two 

— Supports External PCI Arbiter and 
Arbiter Cascading 

■ PCI and EISA Address Decoding and 

Mapping 

— Positive Decode of Main Memory 
Areas (MEMCS# Generation) 

— Four Programmable PCI Memory 
Space Regions 

— Four Programmable PCI I/O Space 
Regions 

■ Programmable Main Memory Address 

Decoding 

— Main Memory Sizes up to 
512 MBytes 

— Access Attributes for 15 Memory 
Segments in First 1 MByte of Main 
Memory 

— Programmable Main Memory Hole 

■ Integrated 16-bit BIOS Timer 

■ Only Available as Part of a Supported 

Kit 


The 82375EB/SB PCI-EISA Bridge (PCEB) provides the master/slave functions on both the PCI Local Bus 
and the EISA Bus. Functioning as a bridge between the PCI and EISA buses, the PCEB provides the address 
and data paths, bus controls, and bus protocol translation for PCI-to-EISA and EISA-to-PCI transfers. Exten- 
sive data buffering in both directions increases system performance by maximizing PCI and EISA Bus efficien- 
cy and allowing concurrency on the two buses. The PCEB’s buffer management mechanism ensures data 
coherency. The PCEB integrates central bus control functions Including a programmable bus arbiter for the 
PCI Bus and EISA data swap buffers for the EISA Bus. Integrated system functions include PCI parity genera- 
tion, system error reporting, and programmable PCI and EISA memory and I/O address space mapping and 
decoding. The PCEB also contains a BIOS Timer that can be used to implement timing loops. The PCEB is 
intended to be used with the EISA System Component (ESC) to provide an EISA I/O subsystem interface. 

This document describes both the B2376EB and 8237588 components* Unshaded areas describe the 
8237580. Shaded areas, like this one, describe the 82375SB operations that differ from the 82375E8. 
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1.0 ARCHITECTURAL OVERVIEW 

The PCI-EISA bridge chip set provides an I/O subsystem core for the next generation of high-performance 
personal computers (e.g., those based on the lntel486TM or Pentium® processors). System designers can take 
advantage of the power of the PCI local bus while maintaining access to the large base of EISA and ISA 
expansion cards, and corresponding software applications. Extensive buffering and buffer management within 
the PCI-EISA bridge ensures maximum efficiency in both bus environments. 

The chip set consists of two components — the 82375EB PCI-EISA Bridge (PCEB) and the 82374EB EISA 
System Component (ESC). These components work in tandem to provide an EISA I/O subsystem Interface for 
personal computer platforms based on the PCI standard. This section provides an overview of the PCI and 
EISA Bus hierarchy followed by an overview of the PCEB and ESC components. 

Bus Hierarchy — Concurrent Operations 

Figure 1 shows a block diagram of a typical system using the PCI-EISA Bridge chip set. The system contains 
three levels of buses structured in the following hierarchy; 

• Host Bus as the execution bus 

• PCI Bus as a primary I/O bus 

• EISA Bus as a secondary I/O bus 

PCI Bus 

The PCI Bus has been defined to address the growing Industry needs for a standardized local bus that is not 
directly dependent on the speed end the size of the processor bus. New generations of personal computer 
system software such as WindowsTM and Win-NTTM with sophisticated graphical interfaces, multi-tasking and 
multi-threading bring new requirements that traditional PC I/O architectures can not satisfy. In addition to the 
higher bandwidth, reliability and robustness of the I/O subsystem are becoming Increasingly important. The 
PCI environment addresses these needs and provides an upgrade path for the future. PCI features Include: 

• Processor independent 

• Multiplexed, burst mode operation 

• Synchronous up to 33 MHz 

• 120 MByte/sec usable throughput (132 MByte/sec peak) for 32-bit data path 

• 240 MByte/sec usable throughput (264 MByte/sec peak) for 64-bit data path 

• Optional 64-bit data path with operations that are transparent with the 32-bit data path 

• Low latency random access (60 ns write access latency to slaves from a master parked on the bus) 

• Capable of full concurrency with processor/ memory subsystem 

• Full multi-master capability allowing any PCI master peer-to-peer access to any PCI slave 

• Hidden (overlapped) central arbitration 

• Low pin count for cost effective component packaging (multiplexed address/data) 

• Address and data parity 

• Three physical address spaces: memory, I/O, and configuration 

• Comprehensive support for autoconfiguration through a defined set of standard configuration functions 




2-979 


82375EB/SB 




290477-2 


Figure 1. PCI-EISA System Diagram 

System partitioning shown in Figure 1 illustrates how the PCI can be used as a common interface between 
different portions of a system platform that are typically supplied by the chip set vendor. These portions are the 
Host/PCI Bridge (including a main memory DRAM controller and an optional secondary cache controller) and 
the PCI-EISA Bridge. Thus, the PCI allows a system I/O core design to be decoupled from the processor/ 
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memory treadmill, enabling the I/O core to provide maximum benefit over multiple generations of processor/ 
memory technology. For this reason, the PCI-EISA Bridge can be used with different processors (i.e. deriva- 
tives of the Intel486 CPU or the new generation processors, such as the Pentium processor.) Regardless of 
the new requirements imposed on the processor side of the Host/ PCI Bridge (e.g. 64-bit data path, 3.3V 
Interface, etc.) the PCI side remains unchanged. This standard PCI environment allows reusability, not only of 
the rest of the platform chip set (I.e. PCI-EISA Bridge), but also of all other I/O functions interfaced at the PCI 
level. These functions typically include graphics, SCSI, and LAN. 

EISA Bus 

The EISA bus In the system shown in the Figure 1 represents a second level I/O bus. It allows personal 
computer platforms built around the PCI as a primary I/O bus to leverage the large EISA/ ISA product base. 
Combinations of PCI and EISA buses, both of which can be used to provide expansion functions, will satisfy 
even the most demanding applications. 

Along with compatibility for 1 6-bit and 8-blt ISA hardware and software, the EISA bus provides the following 
key features; 

• 32-blt addressing and 32-bit data path 

• 33 MByte/sec bus bandwidth 

• Multiple bus master support through efficient arbitration 

• Support for autoconfiguration 

Integrated Bus Central Control Functions 

The PCI-EISA Bridge chip set integrates central bus funciions on both the PC! and EISA Buses. For PCI, the 
functions include PCI bus arbitration and the default bus driver. For the EISA Bus, central functions Include the 
EISA Bus controller and EISA arbiter that are Integrated in the ESC and EISA data swap buffers that are 
integrated in the PCEB. 

Integrated System Functions 

The PCI-EISA Bridge chip set integrates system functions including PCI parity and system error reporting, 
buffer management, PCI and EISA memory and l/Q address space mapping and decoding. For maximum 
flexibility, all of these functions are programmable allowing for variety of optional features. 


1.1 PCEB Overview 

The PCEB and ESC form a PCI-EISA Bridge chip set. The PCEB/ESC iiiterface provides the inter-chip com- 
munications between these two devices. The major functions provided by the PCEB are described in this 
section. 

PCI Bus Interface 

The PCEB can be either a master or slave on the PCI Bus and supports bus frequencies from 25-to-33 MHz. 
The PCEB becomes a slave when it positively decodes a PCI cycle. The PCEB also becomes a slave for 
unclaimed cycles on the PCI Bus. These unclaimed cycles are subtractively decoded by the PCEB and 
forwarded to the EISA Bus. As a slave, the PCEB supports single cycle transfers for memory, I/O, and 
configuration operations. 
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For EISA-initiated transfers to the PCI Bus, the PCEB is a PCI master. The PCEB permits EISA devices to 
access either PCI memory or I/O. While all PCI I/O transfers are single cycle, PCI memory cycles can be 
either single cycle or burst, depending on the status of the PCEB’s Line Buffers. During EISA reads of PCI 
memory, the PCEB uses a burst read cycle of four Dwords to prefetch data Into a Line Buffer. During EISA-to- 
PCI memory writes, the PCEB uses PCI burst cycles to flush the Line Buffers. The PCEB contains a program- 
mable Master Latency Timer that provides the PCEB with a guaranteed time slice on the PCI Bus, after which it 
surrenders the bus. 

As a master on the PCI Bus, the PCEB generates address and command signals (C/BE [3:0] #), address parity 
for read and write cycles, and data parity for write cycles. As a slave, the PCEB generates data parity for read 
cycles. Parity checking is not supported. 

The PCEB, as a resource, can be locked by any PCI master. In the context of locked cycles, the entire PCEB 
subsystem (including the EISA Bus) is considered a single resource. 

PCI Bus Arbitration 

The PCI arbiter supports six PCI masters— the Host/PCI bridge, PCEB, and four other PCI masters. The arbiter 
can be programmed for twelve fixed priority schemes, a rotating scheme, or a combination of the fixed and 
rotating schemes. The arbiter can be programmed for bus parking that permits the Host/PCI Bridge default 
access to the PCI Bus when no other device is requesting service. The arbiter also contains an efficient PCI 
retry mechanism to minimize PCI Bus thrashing when the PCEB generates a retry. 

EISA Bus Interface 

The PCEB contains a fully EISA-compatible master and slave Interface. The PCEB directly drives eight EISA 
slots without external data or address buffering. The PCEB is only a master or slave on the EISA Bus for 
transfers between the EISA Bus and PCI Bus. For transfers contained to the EISA Bus, the PCEB is never a 
master or slave. However, the data swap buffers contained in the PCEB are involved in these transfers, If data 
size translation Is needed. The PCEB also provides support for I/O recovery. 

EISA/ISA masters and DMA can access PCI memory or I/O. The PCEB only forwards EISA cycles to the PCI 
Bus if the address of the transfer matches one of the address ranges programmed into the PCEB for EISA-to- 
PCI positive decode. This Includes the main memory segments used for generating MEMCS# from the EISA 
Bus, one of the four programmable memory regions, or one of the four programmable I/O regions. For EISA- 
Initiated accesses to the PCI Bus, the PCEB is a slave on the EISA Bus. I/O accesses are always non-buffered 
and memory accesses can be either non-buffered or buffered via the Line Buffers. For buffered accesses, 
burst cycles are supported. 

During PCI-initiated cycles to the EISA Bus, the PCEB Is an EISA master. Single cycle transfers are used for 1/ 
O and memory read/write cycles from PCI to EISA. 

PCI/EISA Address Decoding 

The PCEB contains two address decoders — one to decode PCI-initiated cycles and the other to decode EISA- 
Initiated cycles. The two decoders permit the PCI and EISA Buses to operate concurrently. 

The PCEB can also be programmed to provide main memory address decoding on behalf of the Host/PCI 
bridge. When programmed, the PCEB monitors the PCI and EISA bus cycle addresses, and generates a 
memory chip select signal (MEMCS#) indicating that the current cycle Is targeted to main memory residing 
behind the Host/PCI bridge. Programmable features include, read/write attributes for specific memory seg- 
ments and the enabling/disabling of a memory hole. If not used, the MEMCS# feature can be disabled. 
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In addition to the main memory address decoding, there are four programmable memory regions and four 
programmable I/O regions for EISA-initiated cycles. EISA/ ISA master or DMA accesses to one of these 
regions are forwarded to the PCI Bus. 

Data Buffering 

The PCEB contains four 1 6-byte wide Line Buffers for EISA-initiated cycles to the PCI Bus. The Line Buffers 
permit prefetching of read data from PCI memory and posting of data being written to PCI memory. 

By using burst transactions to fill or flush these buffers, when appropriate, the PCEB maximizes bus efficiency. 
For example, an EISA device could fill a Line Buffer with byte, word, or Dword transfers and the PCEB would 
use a PCI burst cycle to flush the filled line to PCI memory. 

BIOS Timer 

The PCEB has a 16-bit BIOS Timer. The timer can be used by BIOS software to implement timing loops. The 
timer count rate is derived from the EISA clock (BCLK) and has an accuracy of ± 1 jus. 


1.2 ESC Overview 

The PCEB and ESC form a PCI-EISA bridge. The PCEB/ ESC interface provides the inter-chip communications 
between these two devices. The major functions provided by the ESC are described in this section. 

EISA Controller 

The ESC incorporates a 32-blt master and an 8-bit slave. The ESC directly drives eight EISA slots without 
external data or address buffering. EISA system clock (BCLK) generation Is integrated by dividing the PCI 
clock (divide by 3 or divide by 4) and wait state generation is provided. The AENx and MACKx signals provide 
a direct interface to four EISA slots and supports eight EISA slots with encoded AENx and MACKx signals. 

The ESC contains an 8-bit data bus (lower 8 bits of the EISA data bus) that is used to program the ESC’s 
internal registers. Note that for transfers between the PCI and EISA Buses, the PCEB provides the data path. 
Thus, the ESC does not require a full 32-bit data bus. A full 32-bit address bus is provided and Is used during 
refresh cycles and for DMA operations. 

The ESC performs cycle translation between the EISA Bus and ISA Bus. For mis-matched master/slave 
combinations, the ESC controls the data swap buffers that are located in the PCEB. This control Is provided 
through the PCEB/ ESC interface. 

DMA Controller 

The ESC incorporates the functionality of two 82C37 DMA controllers with seven Independently programma- 
ble channels. Each channel can be programmed for 8- or 1 6-bit DMA device size, and ISA-compatible, type 
“A”, type “B”, or type “C” timings. Full 32-bit addressing is provided. The DMA controller also generates 
refresh cycles. 
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The DMA controller supports an enhanced feature called scatter/gather. This feature provides the capability 
of transferring multiple buffers between memory and I/O without CPU intervention. In scatter/gather mode, 
the DMA can read the memory address and word count from an array of buffer descriptors, located in main 
memory, called the scatter/gather descriptor (SGD) table. This allows the DMA controller to sustain DMA 
transfers until all of the buffers In the SGD table are handled. 

Interrupt Controller 

The ESC contains an EISA compatible interrupt controller that Incorporates the functionality of two 82C59 
Interrupt Controllers. The two interrupt controllers are cascaded providing 14 external and two internal inter- 
rupts. 

Advanced Programmable Interrupt Controller (APIC) 

In addition to the standard EISA compatible Interrupt controller described above, the ESC incorporates the 
Advanced Programmable Interrupt Controller (APIC). While the standard interrupt controller is intended for use 
in a uni-processor system, APIC can be used in either a uni-processor or multi-processor system. APIC 
provides multi-processor Interrupt management and Incorporates both static and dynamic symmetric interrupt 
distribution across all processors. In systems with multiple I/O subsystems, each subsystem can have its own 
set of Interrupts. 

Timer/Counter 

The ESC provides two 82C54 compatible timers (Timer 1 and Timer 2). The counters in Timer 1 support the 
system timer Interrupt (IRQO#), refresh request, and a speaker tone output (SPKR). The counters in Timer 2 
support fail-safe time-out functions and the CPU speed control. 

Integrated Support Logic 

To minimize the chip count for board designs, the ESC Incorporates a number of extended features. The ESC 
provides support for ALTA20 (Fast A20GATE) and ALTRST with I/O Port 92h. The ESC generates the control 
signals for SA address buffers and X-Bus buffer. The ESC also provides chip selects for BIOS, the keyboard 
controller, the floppy disk controller, and three general purpose devices. Support for generating chip selects 
with an external decoder Is provided for IDE, a parallel port, and a serial port. The ESC provides support for a 
PC/AT compatible coprocessor Interface and IRQ13 generation. 

Extensa power management capability permits a s^atem to qp^ati In a pcmm state without being 
powered down. C^oe In the low power state (called Off ' slate)> the ^puter a^ears ^ be off. For 

example, the SMM code could turn off the CRT, line printer, ha^d disk drived moi^i Mni. In 
addition, the CPlf a clock can be governed. To the user, the mdoi#)# ^p^is to lit the o# s^te. HOWeyer, 
the system Is actually In an extreh^ly low pmver state sti pemtlls bte QFU to teottoh ar^ n^hialh 
torttmunicatlon connecions mrnmliy associated with todays desktop (e*g,^ LAN, Mo^m; or F/OC). 
mi^le options provide power management flexlbilil^. Foi^ej^mpie, vaMouS ^lem mmmmn be pn^amrried 
to place the system In tie low pmmt state or break events can proprammed to wske the sysi^m 
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2.0 SIGNAL DESCRIPTION 

This section provides a detailed description of each signal. The signals are arranged in functional groups 
according to their associated interface. 

The “ # ” symbol at the end of a signal name indicates that the active, or asserted state occurs when the signal 
Is at a low voltage level. When “#” is not present after the signal name, the signal is asserted when at the high 
voltage level. 

The terms assertion and negation are used extensively. This is done to avoid confusion when working with a 
mixture of “active-low” and “active-high” signals. The term assert, or assertion indicates that a signal is 
active. Independent of whether that level is represented by a high or low voltage. The term negate, or 
negation indicates that a signal is inactive. 

The following notations are used to describe the signal type, 
in Input Is a standard input-only signal 
out Totem Pole output is a standard active driver 
o/d Open Drain input/output 

t/s Tri-State is a bi-directional, tri-state input/output pin 

s/t/s Sustained Tri-State is an active low tri-state signal owned and driven by one and only one agent at a 
time. The agent that drives a s/t/s pin low must drive it high for at least one clock before letting it float. 
A new agent can not start driving a s/t/s signal any sooner than one clock after the previous owner tri- 
states it. An external pull-up Is required to sustain the inactive state until another agent drives it and 
must be provided by the cer^ti'aJ resource. 
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2.1 PCIE 

lus Interface Signals 

Pin Name 

Type 

Description 

PCICLK 

in 

PCI CLOCK: PCICLK provides timing for all transactions on the PCI Bus. All other PCI 
signals are sampled on the rising edge of PCICLK and all timing parameters are defined 
with respect to this edge. Frequencies supported by the PCEB range from 25 to 
33 MHz. 

PCIRST# 

in 

PCI RESET: PCIRST # forces the PCEB into a known state. All t/s and s/t/s signals 
are forced to a high impedance state, and the s/o/d signals are allowed to float high. 
The PCEB negates all GNT # lines to the PCI Bus and the PCEB negates its Internal 
request. The PCEB drives AD[31:0], C/BE[3:0] #, and PAR during reset to keep these 
signals from floating (depending on the state of CPUREQ# and REQ1 # — as described 
in the following paragraph). 

As long as PCIRST # is asserted, the PCEB drives the AD[3T.O] signals to keep them 
from floating. Note that CPUREQ# must be sampled high when PCIRST # is asserted. 

All PCEB registers are set to their default values. PCIRST # may be asynchronous to 
PCICLK when asserted or negated. Although asynchronous, the negation of PCIRST # 
must be a clean, bounce-free edge. PCIRST # must be asserted for a minimum 1 jtis, 
and PCICLK must be active during the last 100 jas of the PCIRST # pulse. 

AD[31:0l 

t/s 

ADDRESS AND DATA: AD [31 :0] is a multiplexed address and data bus. During the 
first clock of a transaction, AD [31 :0] contain a physical address. During subsequent 
clocks, AD[31:0] contain data. 

A PCEB bus transaction consists of an address phase followed by one or more data 
phases. Little-endian byte ordering is used. AD [7:0] define the least significant byte 
(LSB) and AD [31 :24] the most significant byte (MSB). The information contained In the 
two low order address bits varies by address space. In the I/O address space, AD[1 :0] 
are used to provide full byte address. In the memory and configuration address space, 
AD[1 ;0] are driven “00” during the address phase. The other three encodings are 
reserved. See Section 5.0, PCI Interface for more details. 

When the PCEB is a target, AD [31 :0] are inputs during the address phase of a 
transaction. During the following data phase(s), the PCEB may be asked to supply data 
on AD [31 :0] as for a PCI read, or accept data as for a PCI write. As an Initiator, the 
PCEB drives a valid address on AD [31 :0] (with exceptions related to AD[1 :0]) during 
the address phase, and drives write or latches read data on AD [31 :0] during the data 
phase. 

When PCIRST # Is asserted, the PCEB drives the AD[31 :0] signals to keep them from 
floating. In addition, the PCEB acts as the central resource responsible for driving the 
AD[31 :0] signals when no device owns the PCI Bus and the bus is idle. 


2-986 


mmmm DKi[F©[^»ffl/?nro®M 




82375EB/SB 



® 


Pin Name 

Type 

Description 

C/BE[3;0l# 

t/s 

BUS COMMAND AND BYTE ENABLES: The command and byte enable signals are 
multiplexed on the same PCI pins. During the address phase of a transaction, 

C/BE [3:0] # define the bus command for bus command definitions. During the data 
phase, C/BE[3:0] # are used as Byte Enables. The Byte Enables determine which 
byte lanes carry meaningful data. C/BE[0] # applies to byte 0 and C/BE[3] # to byte 
3. C/BE [3:0] # are not used for address decoding. 

The PCEB drives C/ BE [3:0] # as an Initiator of a PCI Bus cycle and monitors 
C/BE[3:0] # as a target. 

When PCIRST # is asserted, the PCEB drives C/ BE [3:0] # to keep them from 
floating. In addition, the PCEB acts as the central resource responsible for driving the 
C/BE [3:0] # signals when no device owns the PCI Bus and the bus is idle 

FRAME# 

s/t/s 

FRAME: FRAME# is driven by the current initiator to indicate the beginning and 
duration of an access. FRAME# is asserted to indicate that a bus transaction is 
beginning. During a transaction, data transfers continue while FRAME# is asserted. 
When FRAME# is negated, the transaction is in the final data phase. FRAME# is an 
Input when the PCEB Is the target. FRAME# is an output when the PCEB is the 
initiator. During reset, this signal is tri-stated. 

TRDY# 

s/t/s 

TARGET READY: TRDY#, as an output, indicates the target’s ability to complete 
the current data phase of the transaction. TRDY # is used in conjunction with 
IRDY # . A data phase Is completed on any clock that both TRDY # and IRDY # are 
sampled asserted. When PCEB is the target during a read cycle, TRDY# indicates 
that the pcEB has valid data present on AD[3i :0]. During a write, it indicates that the 
PCEB, as a target. Is prepared to latch data. TRDY # is an input to the PCEB when 
the PCEB is the Initiator. During reset, this signal is tri-stated. 

IRDY# 

s/t/s 

INITIATOR READY: IRDY#, as an output, indicates the initiator’s ability to complete 
the current data phase of the transaction. IRDY# is used In conjunction with 
TRDY#. A data phase is completed on any clock that both IRDY # and TRDY # are 
sampled asserted. When PCEB is the initiator of a write cycle, IRDY# indicates that 
the PCEB has valid data present on AD[31 :0]. During a read, it Indicates the PCEB is 
prepared to latch data. IRDY# is an input to the PCEB when the PCEB is the target. 
During reset, this signal is tri-stated. 

STOP# 

s/t/s 

STOP: As a target, the PCEB asserts STOP# to request that the master stop the 
current transaction. When the PCEB is an initiator, STOP# is an Input. As an initiator, 
the PCEB stops the current transaction when STOP# is asserted. Different 
semantics of the STOP# signal are defined in the context of other handshake 
signals (TRDY# and DEVSEL#). During reset, this signal is tri-stated. 

PLOCK# 

s/t/s 
1 

PCI LOCK: PLOCK# indicates an atomic operation that may require multiple 
transactions to complete. PLOCK# is an input when PCEB is the target and output 
when PCEB Is the initiator. When PLOCK# is sampled negated during the address 
phase of a transaction, a PCI agent acting as a target will consider Itself a locked 
resource until it samples PLOCK# and FRAME# negated. When other masters 
attempt accesses to the PCEB (practically to the EISA subsystem) while the PCEB Is 
locked, the PCEB responds with a retry termination. During reset, this signal is tri- 
stated. 
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Pin Name 

Type 

Description 

IDSEL 

in 

INiTiALiZATiON DEVICE SELECT: IDSEL is used as a chip select during 
configuration read and write transactions. The PCEB samples IDSEL during the 
address phase of a transaction. If the PCEB samples IDSEL asserted during a 
configuration read or write, the PCEB responds by asserting DEVSEL# on the next 
cycle. 

DEVSEL# 

s/t/s 

DEVICE SELECT: The PCEB asserts DEVSEL# to claim a PCI transaction as a result 
of positive or subtractive decode. As an output, the PCEB asserts DEVSEL# when it 
samples IDSEL asserted during configuration cycles to PCEB configuration registers. 

As an input, DEVSEL# Indicates the response to a PCEB-initiated transaction. The 
PCEB, when not a master, samples this signal for all PCI transactions to decide 
whether to subtractively decode the cycle (except for configuration and special cycles). 
During reset, this signal is tri-stated. 

PAR 

t/s 

PARITY: PAR is even parity across AD[31 :0] and C/BE[3:0] #. When acting as a 
master, the PCEB drives PAR during the address and write data phases. As a target, 
the PCEB drives PAR during read data phases. 

When PCIRST # is asserted, the PCEB drives the PAR signal to keep It from floating. 
The PCEB acts as the central resource responsible for driving the PAR signal when no 
other device Is granted the PCI Bus and the bus Is Idle. 

Note that the driving and tri-stating of the PAR signal is always one clock delayed from 
the corresponding driving and tri-stating of the AD[31:0] and C/BE[3:0] # signals. 

PERR# 

s/t/s 

PARITY ERROR: PERR# reports data parity errors on ail transactions, except special 
cycles. This signal can only be asserted (by the agent receiving data) two clocks 
following the data (which Is one clock following the PAR signal that covered the data). 
The duration of PERR# Is one clock for each data phase that a data parity error is 
detected. (If multiple data errors occur during a single transaction the PERR# signal is 
asserted for more than a single clock.) PERR# must be driven high for one clock 
before being tri-stated. During reset, this signal is tri-stated. 
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2.2 PCI Arbiter Signals 


Pin Name 

Type 

Description 

CPUREQ# 

in 

CPU REQUEST: CPUREQ# asserted indicates that the Host CPU requests use of 
the PCI Bus. During PCIRST#, this signal must be sampled high by the PCEB. When 
PCIRST # is asserted (and CPUREQ# is sampled high), the PCEB drives the AD, 
C/BE#, and PAR signals to keep them from floating. 

REQ[3:0l# 

in 

REQUEST: A bus master asserts the corresponding request signal to request the 
PCI Bus. 

CPUGNT# 

out 

CPU GRANT: The PCEB asserts CPUGNT # to indicate that the CPU master (Host 
Bridge) has been granted the PCI Bus. During PCI reset, CPUGNT # is tri-stated. 

GNT[3:0] # 

out 

GRANT: The PCEB asserts one of the GNT[3:0] signals to indicate that the 
corresponding PCI master has been granted the PCI Bus. During PCI reset, these 
signals are tri-stated. 

MEMREQ# 

out 

MEMORY REQUEST: If the PCEB Is configured In Guaranteed Access Time (GAT) 
Mode, MEMREQ# Is asserted when an EISA device or DMA requests the EISA Bus. 
The PCEB asserts this signal (along with FLSHREQ#) to indicate that the PCEB 
requires ownership of main memory. The PCEB asserts FLSHREQ# concurrently 
with asserting MEMREQ#. This signal Is synchronous to the PCI clock. During reset, 
this signal is driven high. 

FLSHREQ# MEMREQ# Meaning 

1 1 Idle 

0 ^ Flush buffers pointing towards PCI 

to avoid ISA deadlock 

1 0 GAT enabled or disabled: For buffer 

coherency In APIC systems, the 
buffers pointing to main memory 
must be flushed and disabled for the 
duration of assertion. 

0 0 GAT mode: Guarantee PCI Bus 

immediate access to main memory 
(this may or may not require the 
PCI-to-main memory buffers to be 
flushed first, depending on the 
number of buffers). 

FLSHREQ# 

out 

FLUSH REQUEST: FLSHREQ# is asserted by the PCEB to command all of the 
system’s posted write buffers pointing towards PCI to be flushed. This is required 
before granting the EISA Bus to an EISA master or the DMA. Note that, for APIC 
related buffer flush requests, this signal is negated. This signal is synchronous to the 
PCI clock. During reset, this signal Is driven high. 
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Pin Name 

Type 

Description 

MEMACK# 

in 

MEMORY ACKNOWLEDGE; MEMACK# is the response handshake that indicates 
to the PCEB that the function requested over the MEMREQ# and/or FLSHREQ# 
signals has been completed. 

If the PCEB is configured for Guaranteed Access Time Mode through the Arbiter 
Control Register, and both MEMREQ# and FLSHREQ# are asserted, the assertion 
of MEMACK# indicates to the PCEB that ownership of main memory has been 
granted and that all system buffers have been flushed and temporarily disabled. 

If MEMACK# Is asserted in response to assertion of MEMREQ# (GAT either 
enabled or disabled), it indicates that the system’s buffers pointing towards the main 
memory are flushed and temporarily disabled so that APIC can proceed with the 
interrupt message sequence. 

If FLSHREQ# is asserted and MEMREQ# Is not asserted (with GAT mode being 
either enabled or disabled), the assertion of MEMACK# indicates that the system’s 
posted write buffers pointing towards PCI are flushed and temporarily disabled, and 
the EISA Bus can be granted to an EISA master or DMA. 

This signal is synchronous to the PCI clock. 


2.3 Address Decoder Signals 


Pin Name 

Type 

Description 

MEMCS# 

out 

MEMORY CHIP SELECT: MEMCS# is a programmable address decode signal 
provided to a Host CPU bridge. A Host bridge can use MEMCS# to forward a PCI cycle 
to the main memory behind the bridge. MEMCS# is asserted one PCI clock after 
FRAME# is sampled asserted (address phase) and is valid for one clock cycle before 
being negated. MEMCS# is driven high during reset. 

PIODEC# 

in 

PCI I/O SPACE DECODER: PIODEC# can be used to provide arbitrarily complex 
EISA-to-PCI I/O address space mapping. This signal can be connected to the decode 
select output of an external I/O address decoder. When PIODEC# Is asserted during 
an EISA I/O cycle, that cycle is forwarded to the PCI Bus. 

Note that an external pull-up resistor is required if this Input signal is not used (i.e., not 
driven by the external logic). ^ 
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2.4 EISA Interface Signals 


Pin Name 

Type 

Description 

BCLK 

in 

BUS CLOCK: BCLK is the system clock used to synchronize events on the EISA Bus. 
The ESC device generates BCLK (BCLKOUT), which is a divided down clock from a 
PCICLK. BCLK runs at a frequency that is dependent on PCICLK and a selected 
division factor (within the ESC). For example, a 25 MHz PCICLK and a division factor of 
3 results In an 8.33 MHz BCLK. 

START# 

t/s 

START: START # provides timing control at the start of the cycle and remains asserted 
for one BCLK period. 

When the PCEB is an EISA master, START # is an output signal. START # Is asserted 
after LA[31:24] #, LA[23:2] and M/IO# become valid. START # is negated on the 
rising edge of the BCLK, one BCLK after It was asserted. The trailing edge of START # 
is always delayed from the rising edge of BCLK. 

When the PCEB is an EISA master, for cycles to a mismatched slave (see note at the 
end of this section), START # becomes an input signal at the end of the first START # 
phase and remains an input until the negation of the last CMD#. The ESC gains the 
control of the transfer and generates START#. 

When the PCEB Is an EISA slave, START # is an input signal. It is sampled on the rising 
edge of BCLK. 

Upon PCIRST#, this signal is tri-stated and placed in output mode. 

CMD# 

in 

COMMAND: CMD# provides timing control within the cycle. In all cases, CMD# is an 
input to the PCEB from the ESC. CMD# is assened from the rising edge of BCLK, 
simultaneously with the negation of START#, and remains asserted until the end of the 
cycle. 

M/IO# 

t/s 

MEMORY OR I/O: M/IO# identifies the current cycle as a memory or an I/O cycle. 
M/IO# is pipelined from one cycle to the next and must be latched by the slave. 

M/IO# = 1 indicates a memory cycle and M/IO# = 0 Indicates an I/O cycle. 

When the PCEB is an EISA master, the M/IO# is an output signal. When the PCEB Is 
an EISA slave, M/IO# is an input signal. The PCEB responds as an EISA slave for both 
memory and I/O cycles. Upon PCIRST#, this signal is tri-stated and is placed In output 
mode. 

W/R# 

t/s 

WRITE OR READ: W/R# Identifies the cycle as a write or a read cycle. The W/R# 
signal is pipelined from one cycle to the next and must be latched by the slave. W/R# 
= 1 indicates a write cycle and W/R# = 0 indicates a read cycle. 

When the PCEB is an EISA master, W/R# is an output signal. When the PCEB is an 
EISA slave, W/R# is an input signal. Upon PCIRST #, this signal Is tri-stated and 
placed in output mode. 
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Description 

EXRDY 

od 

EiSA READY: EXRDY is used by EISA I/O and memory slaves to request wait 
states during a cycle. Each wait state is a BCLK period. 

The PCEB, as an EISA master or slave, samples EXRDY. As an input, the EXRDY is 
sampled on the falling edge of BCLK after the CMD# has been asserted, and if 
inactive, each falling edge thereafter. 

When PCEB is an EISA slave, It may drive EXRDY low to Introduce wait states. 
During reset, this signal is not driven. 

EX32# 

od 

EISA 32 BIT: EX32# is used by the EISA slaves to indicate support of 32 bit 
transfers. When the PCEB Is an EISA master. It samples EX32# on the same rising 
edge of BCLK that START # Is negated. 

During mismatched cycles (see note at the end of this section), EX32# (and EX16#) 
is used to transfer the control back to the PCEB. EX32# (along with EX16#) is 
asserted by the ESC on the falling edge of BCLK before the rising edge of the BCLK 
when the last CMD# is negated. This indicates that the cycle control is transferred 
back to the PCEB. 

As an EISA slave, the PCEB always drives EX32# to indicate 32 bit support for EISA 
cycles. During reset, this signal is not driven. 

EX16# 

in 

EISA 16 BIT: EX1 6# is used by the EISA slaves to Indicate their support of 1 6 bit 
transfers. As an EISA master, the PCEB samples EX16# on the same rising edge of 
BCLK that START # Is negated. 

During mismatched cycles (see note at the end of this section), EX16# (and EX32#) 
is used to transfer the control back to the PCEB. EX16# (along with EX32#) is 
asserted by the ESC on the falling edge of the BCLK before the rising edge of the 
BCLK when the last CMD# is negated. This indicates that the cycle control is 
transferred back to the PCEB. 

As an EISA slave, the PCEB never asserts EX1 6#. 

MSBURST# 

t/s 

MASTER BURST: MSBURST # is an output when the PCEB is an EISA master and 
an input when the PCEB is a slave. 

As a master, the PCEB asserts MSBURST # to indicate to the slave that the next 
cycle is a burst cycle. If the PCEB samples SLBURST # asserted on the rising edge 
of BCLK after START # is asserted, the PCEB asserts MSBURST # on the next 
BCLK edge and proceeds with the burst cycle. 

As a slave, the PCEB monitors this signal In response to the PCEB asserting 
SLBURST#. The EISA master asserts MSBURST # to the PCEB to Indicate that the 
next cycle Is a burst cycle. As a slave, the PCEB samples MSBURST # on the rising 
edge of BCLK after the rising edge of BCLK that CMD# is asserted by the ESC. 
MSBURST # is sampled on all subsequent rising edges of BCLK until the signal is 
sampled negated. The burst cycle is terminated on the rising edge of BCLK when 
MSBURST # is sampled negated, unless EXRDY is sampled negated on the 
previous falling edge of BCLK. During reset, this signal is tri-stated. 


2-992 









int^. 


82375EB/SB 

Pin Name 

Type 

Description 

SLBURST# 

t/s 

SLAVE BURST: SLBURST # is an input when the PCEB is an EISA master and an 
output when the PCEB is a slave. 

When the PCEB Is a master, the slave Indicates that it supports burst cycles by 
asserting SLBURST # to the PCEB. The PCEB samples SLBURST # on the rising 
edge of BCLK at the end of START # for EISA master cycles. 

When the PCEB is an EISA slave, this signal is an output. As a slave, the PCEB 
asserts this signal to the master indicating that the PCEB supports EISA burst cycles. 
During reset, this signal is tri-stated. 

LOCK# 

t/s 

LOCK: When asserted, LOCK# guarantees exclusive memory access. This signal Is 
asserted by the PCEB when the PCI master Is running locked cycles to EISA slaves. 
When asserted, this signal locks the EISA subsystem. 

LOCK# can also be activated by a device on the EISA Bus. This condition is 
propagated to the PCI Bus via the PLOCK# signal. During reset, this signal is tri- 
stated. 

BE[3:0]# 

t/s 

BYTE ENABLES: BE [3:0] # identify the specific bytes that are valid during the 
current EISA Bus cycles. When the PCEB is an EISA master and the cycles are 
directed to a matched slave (slave supports 32-bit transfers), the BE [3:0] # are 
outputs from the PCEB. 

When the cycles are directed to a mis-matched slave (slave does not support 32-bit 
transfers - see note), the BE [3:0] # are floated one and half BCLKs after START # is 
asserted. These signals become inputs (driven by the ESC) for the rest of the cycle. 

BE [3:0] # are pipelined signals and must be latched by the addressed slave. When 
the PCEB is an EISA/ ISA/ DMA slave, BE [3:0] # are inputs to the PCEB. 

Upon PCIRST#, these signals are tri-stated and placed in output mode. 

U[31:24]#, 

LA[23:2] 

t/s 

LATCHABLE ADDRESS: LA[31 :24] # and LA[23:2] are the EISA address signals. 
When the PCEB Is an EISA master, these signals are outputs from the PCEB. These 
addresses are pipelined and must be latched by the EISA slave. LA[31 :24] # and 
LA[23:2] are valid on the falling edge of START#. Note that the upper address bits 
are inverted before being driven on LA[31:24] #. The timing for LA[31:24] and 
LA [23:2] are the same. 

When the PCEB is an EISA slave, these signals are inputs and are latched by the 
PCEB. 

For I/O cycles, the PCEB, as an EISA master, floats LA[31:24] # to allow for ESC’s 
address multiplexing (during I/O cycle to configuration RAM). LA[23:2] are actively 
driven by the PCEB. For memory cycles, the PCEB as an EISA master, drives the LA 
address lines. During reset, these signals are tri-stated. 
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Pin Name 

Type 

Description 

SD[31;0] 

t/s 

SYSTEM DATA: SD[31 :0] are bi-directional data lines that transfer data between the 
PCEB and other EISA devices. Data transfer between EISA and PCI devices use 
these signals. The data swapping logic in the PCEB ensures that the data is available 
on the correct byte lanes for any given transfer. During reset, these signals are tri- 
stated. 



REFRESH: When asserted, REFRESH# Indicates to the PCEB that the current cycle 
on the EISA Bus is a refresh cycle. It is used by the PCEB decoder to distinguish 
between EISA memory read cycles and refresh cycles. 


NOTE: 

Mis-matched Cycles. When the PCEB is an EISA master, cycles to the slaves, other than 32 bits transfers, are considered 
a mis-matched cycle. For mis-matched cycles, the PCEB backs off the EISA Bus one and half BCLKs after it asserted 
START# by releasing (floating) START#, BE[3:0]# and the SD[31:0] lines. The ESC device then takes control of the 
transfer. The ESC controls the transfer until the last transfer. At the end of the last transfer, the control is transferred back to 
the PCEB. The ESC transfers control back to the PCEB by asserting EX32# and EX16# on the falling edge of BCLK before 
the rising edge of BCLK when the last CMD# is negated. 


2.5 ISA Interface Signals 


An ISA interface signal is included to improve the PCEB’s handling of I/O cycles on the EISA side of the 
bridge. This signal permits ISA masters to address PCI I/O slaves using the full 16-bit bus size. The signal also 
allows the PCEB to identify 8-bit I/O slaves for purposes of generating the correct amount of I/O recovery. 


Pin Name 

Type 

Description 

1016# 

o/d 

16-BiT i/0 CHIP SELECT: As an EISA slave, the PCEB asserts 1016# when 
PIODEC# is asserted or an I/O cycle to PCI is detected. 

As an EISA master, the PCEB uses 1016# as an input to determine the correct amount 
of I/O recovery time from the I/O Recovery Time (lORT) Register. This register 
contains bit-fields that are used to program recovery times for 8-bit and 16-bit I/O. 
When 1016# Is asserted, the recovery time programmed into the 16-bit I/O field (bits 
[1 :0]) , if enabled, is used. When 1016# Is negated, the recovery time programmed into 
the 8-blt I/O field (bits [5:3]), if enabled, is used. 

This signal must have an external pull-up resistor. During reset, this signal is not driven. 
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2,6 PCEB/ESC Interface Signals 


Pin Name 

Type 

Description 

ARBITRATION AND INTERRUPT ACKNOWLEDGE CONTROL 

EISAHOLD 

in 

EISA HOLD: EISAHOLD is used by the ESC to request control of the EISA Bus from 
the PCEB. This signal is synchronous to PCICLK and is driven inactive when 
PCIRST # is asserted. 

EISAHLDA 

out 

EISA HOLD ACKNOWLEDGE: The PCEB asserts EISAHLDA to Inform the ESC that 
It has been granted ownership of the EISA Bus. This signal is synchronous to the 
PCICLK. 

PEREQ#/ 

INTA# 

out 

PCI-TO-EISA REQUEST OR INTERRUPT ACKNOWLEDGE: PEREQ#/INTA# is a 
dual-function signal. The signal function is determined by the state of EISAHLDA 
signal. 

When EISAHLDA is negated, this signal Is an interrupt acknowledge (i.e., PEREQ#/ 
INTA# asserted indicates to the ESC that the current cycle on the EISA is an interrupt 
acknowledge). 

When EISAHLDA Is asserted, this signal is a PCI-to-EISA request (i.e. PEREQ#/ 
INTA# asserted Indicates to the ESC that the PCEB needs to obtain the ownership of 
the EISA Bus on behalf of a PCI agent). 

This signal Is synchronous to the PCICLK and it Is driven Inactive when PCIRST # is 
asserted. 

STPQNT# 

out 

ST(»Paf«IMt AOCNOWLBMSEiS^ is assarted wh^ ttw PO£e receives a 

STC^ GRANT F>a specM cycle for orte PCXXK period, fliis si^ mily smarted 
when the PCI AD{31:0] signals ecpjal 0012(K}Q2h duerlng the first data phase of the ra 
special cycle. Data of (Klf on AD[31 :0j in mdjsequent data phsses durir^ a 

PCa special cycle does rjot result in the asserfion of STPGNT#. 



DM[F®[^(MlATrD©M 
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PIN NAME 

Type 

Description 

PCEB BUFFER COHERENCY CONTROL 

NMFLUSH# 

t/s 

NEW MASTER FLUSH: The bi-directional NMFLUSH# signal provides handshake 
between the PCEB and ESC to control flushing of PCI system buffers on behalf of 
EISA masters. 

During an EISA Bus ownership change, before the ESC can grant the bus to the 
EISA master (or DMA), the ESC must ensure that system buffers are flushed and the 
buffers pointing towards the EISA subsystem are disabled. The ESC asserts 
NMFLUSH# for one PCI clock to request system buffer flushing. (After asserting 
NMFLUSH# for 1 PCI clock, the ESC tri-states NMFLUSH#.) When the PCEB 
samples NMFLUSH# asserted, it starts immediately to assert NMFLUSH# and 
begins flushing its internal buffers, If necessary. The PCEB also requests PCI system 
buffer flushing via the MEMREQ#, FLSHREQ#, and MEMACK# signals. 

When the PCEB completes its Internal buffer flushing and MEMACK# is asserted 
(indicating that the PCI system buffer flushing is complete), the PCEB negates 
NMFLUSH# for 1 PCI clock and stops driving It. When the ESC samples 
NMFLUSH# negated, it grants the EISA Bus to an EISA master (or DMA). The ESC 
resumes responsibility of the default NMFLUSH# driver and starts driving 
NMFLUSH# negated until the next time a new EISA master (or DMA) wins 
arbitration. 

This signal is synchronous with PCICLK and is negated by the ESC at reset. 

AFLUSH# 

t/s 

APIC FLUSH: AFLUSH # is bi-directional signal between the PCEB and ESC that 
controls system buffer flushing on behalf of the APIC. After a reset the ESC negates 
AFLUSH# until the APIC is initialized and the first Interrupt request is recognized. 
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Pin Name 

Type 

Description 

DATA SWAP BUFFER CONTROL 

SDCPYEN01 # 
SDCPYEN02# 
SDCPYEN03# 
SDCPYEN13# 

in 

COPY ENABLE: These active Low signals perform byte copy operation on the 
EISA data bus (SD[31:0]). The Copy Enable signals are asserted during mis- 
matched cycles and are used by the PCEB to enable byte copy operations 
between the SD data byte lanes 0, 1 , 2, and 3 as follows: 

SDCPYEN01 # : Copy between Byte Lane 0 (SD[7:0]) and Byte Lane 1 

(SD[15:8j) 

SDCPYEN02#: Copy between Byte Lane 0 (SD[7:0l) and Byte Lane 2 

(SD[23:16]) 

SDCPYEN03 # : Copy between Byte Lane 0 (SD[7:0]) and Byte Lane 3 

(SD[31:24]) 

SDCPYEN1 3 # ; Copy between Byte Lane 1 (SD[1 5:8]) and Byte Lane 3 
(SD[31:24j) 

Note that the direction of the copy is controlled by SDCPYUP. 

SDCPYUP 

in 

SYSTEM DATA COPY UP: SDCPYUP controls the direction of the byte copy 
operation. A high on SDCPYUP indicates a COPY UP operation where the lower 
byte(s) of the SD data bus are copied onto the higher byte(s) of the bus. A low on 
the signal indicates a COPY DOWN operation where the higher byte(s) of the data 
bus are copied on to the lower byte(s) of the bus. The PCEB uses this signal to 
perform the actual data byte copy operation during mis-matched cycles. 

SDOE[2:0]# 

in 

SYSTEM DATA OUTPUT ENABLE: These active Low signals enable the SD data 
output onto the EISA Bus. The ESC only activates these signals during mis- 
matched cycles. The PCEB uses these signal to enable the SD data buffers as 
follows: 

SDOEO# Enables byte lane 0 SD [7:0] 

SDOE1 # Enables byte lane 1 SD[1 5:8] 

SDOE2 # Enables byte lane 3 SD[31 :24] and byte lane 2 

SD[23:16] 

SDLE[3:0]# 

in 

SYSTEM DATA LATCH ENABLE: SOLE [3:0] # enable the latching of data on the 
EISA Bus. These signals are activated only during mis-matched cycles, except 
PCEB-initiated write cycles. The PCEB uses these signals to latch the SD data bus 
as follows: 

SDLEO # Latch byte lane 0 SD [7:0] 

SDLE1 # Latch byte lane 1 SD[1 5:8] 

SDLE2# Utch byte lane 2 SD[23:1 6] 

SDLE3 # Latch byte lane 3 SD[31 :24] 


2.7 Test Signal 


Pin Name 

Type 

Description 

TEST# 

in 

TEST: This pin is used to tri-state all PCEB outputs. During normal operations, this pin 
must be tied high. 




2-997 






82375EB/SB 



3.0 REGISTER DESCRIPTION 

The PCEB contains both PCI configuration registers and I/O registers. The configuration registers (Table 1) 
are located In PCI configuration space and are only accessible from the PCI Bus. The addresses shown in the 
table for each register are offset values that appear on AD[7:2] and C/BE[3:0]#. The configuration registers 
can be accessed as Byte, Word (16-blt), or Dword (32-blt) quantities. All multi-byte numeric fields use “little-en- 
dian” ordering (i.e., lower addresses contain the least significant parts of the fields). 

The BIOS Timer is the only non-configuration register (Section 3.2, I/O Registers). This register, like the 
configuration registers. Is only accessible from the PCI Bus. The BIOS Timer Register can be accessed as 
byte, word, or Dword quantities. 

Some of the PCEB registers contain reserved bits. These bits are labeled “Reserved”. Software must take 
care to deal correctly with bit-encoded fields that are reserved. On reads, software must use appropriate 
masks to extract the defined bits and not rely on reserved bits being any particular value. On writes, software 
must ensure that the values of reserved bits are preserved. That Is, the values of reserved bit positions must 
first be read, merged with the new values for other bit positions and the data then written back. 

In addition to reserved bits within a register, the PCEB contains address locations In the PCI configuration 
space that are marked “Reserved” (Table 1). The PCEB responds to accesses to these address locations by 
completing the PCI cycle. When a reserved register location is read, OOOOh is returned. Writes have no affect 
on the PCEB. 

During a hard reset (PCIRST # asserted), the PCEB registers are set to pre-determlned default states. The 
default values are indicated in the individual register descriptions. 

During the address phase of a configuration cycle. Bits [10:8] encode one of eight possible functions on a 
device. The PCEB only supports one function; that of a bridge between the PCI and EISA/ISA Busses. This 
function has the code of 000. Thus, for accessing PCEB configuration registers, Blts[10:8] = 000 of the ad- 
dress. If the PCEB IDSEL Is asserted and any of the above three bits is 1 , the PCEB returns all zeros for a read 
and does not respond to a write. 


3.1 Configuration Registers 

Table 1 summarizes the PCEB configuration space registers. Following the table. Is a detailed description of 
each register and register bit. The register descriptions are arranged in the order that they appear in Table 1. 
The following nomenclature Is used for access attributes. 

RO Read Only. If a register is read only, writes to this register have no effect. 

R/W Read/Write. A register with this attribute can be read and written. 

R/WC Read/Write Clear. A register bit with this attribute can be read and written. However, a write of a 1 
clears (sets to 0) the corresponding bit and a write of a 0 has no effect. 

NOTE: 

Some register fields are used to program address ranges for various PCEB functions. The register 
contents represent the address bit value and not the signal level on the bus. For example, the upper 
address lines on the EISA Bus have inverted signals (LA[31:24]#). However, this inversion is auto- 
matically handled by the PCEB hardware and is transparent to the programmer. 
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Table 1. Configuration Registers 


Address 

Offset 

Abbreviation 

Register Name 

Access 

00-01 h 

VID 

Vendor Identification 

RO 

02-03h 

DID 

Device Identification 

RO 

04-05h 

PCICMD 

Command Register 

R/W 

06-07h 

POSTS 

Status Register 

RO, R/WC 

08h 

RID 

Revision Identification 

RO 

09-0Ch 



Reserved 

__ 

ODh 

MLTIM 

Master Latency Timer 

R/W 

0E-3Fh 


Reserved 

— 

40h 

PCICON 

PCI Control 

R/W 

41 h 

ARBCON 

PCI Arbiter Control 

R/W 

42h 

ARBPRI 

PCI Arbiter Priority Control 

R/W 

43h 

ARBPRIX 

PCI Arbiter Priority Control Extension 

R/W 

44h 

MCSCON 

MEMCS# Control 

R/W 

45h 

MCSBOH 

MEMCS# Bottom of Hole 

R/W 

46h 

MCSTOH 

MEMCS# Top of Hole 

R/W 

47h 

MCSTOM 

MEMCS# Top of Memory 

R/W 

48-49h 

EADC1 

EISA Address Decode Control 1 

R/W 

4A-4Bh 

— 

Reserved 

-- 

4Ch 

lORTC 

ISA I/O Recovery Time Control 

R/W 

4Dh-53h 

— 

Reserved 

— 

54h 

MARI 

MEMCS# Attribute Register #1 

R/W 

55h 

MAR2 

MEMCS# Attribute Register #2 

R/W 

56h 

MAR3 

MEMCS# Attribute Register #3 

R/W 

57h 


Reserved 

— 

58h 

PDCON 

PCI Decode Control 

R/W 

59h 

— 

Reserved 

— 

5Ah 

EADC2 

EISA Address Decode Control 2 

R/W 

5Bh 

— 

Reserved 

— 
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Table 1. Configuration Registers (Continued) 


Address 

Offset 

Abbreviation 

Register Name 

Access 

5Ch 

EPMRA 

EISA-to-PCI Memory Region Attributes 

R/W 

5D-5Fh 

— 

Reserved 

— 

60-6Fh 

MEMREGN[4:1] 

EISA-to-PCI Memory Region Address (4 Registers) 

R/W 

70-7Fh 

IOREGN[4;1] 

EISA-to-PCI I/O Region Address (4 Registers) 

R/W 

80-81h 

BTMR 

BIOS Timer Base Address 

R/W 

84h 

ELTCR 

EISA Latency Timer Control Register 

R/W 

85-87h 

— 

Reserved 

— 

88-8Bh 

PTCR 

PCEB Test Control Register— DO NOT WRITE 

— 

8C-FFh 

— 

Reserved 

— 


3.1.1 VID— VENDOR IDENTIFICATION REGISTER 

Address Offset; 00-01 h 

Default Value: 8086h 

Attribute; Read Only 

Size: 16 bits 


The VI D Register contains the vendor identification number. This register, along with the Device Identification 
Register, uniquely identify any PCI device. Writes to this register have no effect. 


Bit 

Description 

15:0 

Vendor Identification Number: This is a 16-blt value assigned to Intel. 


3.1.2 DID— DEVICE IDENTIFICATION REGISTER 

Address Offset: 02-03h 

Default Value: 0482h 

Attribute: Read Only 

Size: 1 6 bits 


The DID Register contains the device identification number. This register, along with the VI D Register, define 
the PCEB. Writes to this register have no effect. 


Bit 

Description 

15:0 

Device Identification Number: This is a 16-blt value assigned to the PCEB. 
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3.1.3 PCICMD— PCI COMMAND REGISTER 

Address Offset: 04-05h 

Default Value: 0007h 

Attribute: Read/Write, Read Only 

Size: 1 6 bits 

This 16-bit register contains PCI interface control information. This register enables/disables PCI parity error 
checking, enables/disables PCEB bus master capability, and enables/disables the PCEB to respond to PCI- 
originated memory and I/O cycles. Note that, for certain PCI functions that are not implemented within the 
PCEB, the control bits are still shown (labeled “not supported”). 


Bit 

Description 

15:9 

Reserved 

8 

SERR# Enable (SERRE) — Not Supported — RO: Function of this bit is to control the SERR# signal. 
Since the PCEB does not implement the SERR# signal, this bit always reads as 0 (disabled). 

7 

Wait State Control (WSC) — Not Supported — RO: This bit controls Insertion of wait-states for 
devices that do not meet the 33-10 PCI specification. Since PCEB meets the 33-10 specification, this 
control function is not implemented. WSC is always read as 0. 

6 

Parity Error Enable (PERRE)— R/W: PERRE controls the PCEB’s response to PCI parity errors. 
When PERRE = 1 , the PCEB asserts the PERR# signal when a parity error is detected. When 
PERRE = 0, the PCEB ignores any parity errors that It detects. After PCIRST#, PERRE = 0 (parity 
checking disabled). 

5 

VGA Palette Snoop (VGPS) — Not Supported — RO: This bit is intended only for specific conirol of 
PCI-based VGA devices and it is not applicable to the PCEB. This bit is not implemented and always 
reads as 0. 

4 

Memory Write and Invalidate Enable (MWIE) — Not Supported — RO: This is an enable bit for using 
the Memory Write and Invalidate command. The PCEB doesn’t support this command as a master. 

As a slave the PCEB aliases this command to a memory write. This bit always reads as 0 (disabled). 

3 

Special Cycle Enable (SCE) — Not Supported — RO: Since this capability is not implemented, the 
PCEB does not respond to any type of special cycle. This bit always reads as 0. 

2 

Bus Master Enable (BME)~R/W: ME enables/disables the PCEB’s PCI Bus master capability. 
When BME = 0, the PCEB bus master capability is disabled. This prevents the PCEB from requesting 
the PCI Bus on behalf of EISA/ISA masters, the DMA, or the Line Buffers. When BME = 1 , the bus 
master capability is enabled. This bit is set to 1 after PCIRST#. 

1 

Memory Space Enable (MSE) — R/W: This bit enables the PCEB to accept PCI-originated memory 
cycles. When MSE= 1 , the PCEB responds to PCI-originated memory cycles to the EISA Bus. When 
MSE = 0, the PCEB does not respond to PCI-originated memory cycles to the EISA Bus (DEVSEL# is 
inhibited). This bit is set to 1 (enabled for BIOS access) after PCIRST#. 

0 

I/O Space Enable (lOSE) — R/W: This bit enables the PCEB to accept PCI-originated I/O cycles. 
When IOSE = 1, the PCEB responds to PCI-originated I/O cycles. When IOSE = 0, the PCEB does 
not respond to a PCI I/O cycle (DEVSEL# Is inhibited), including I/O cycles bound for the EISA Bus. 
This bit is set to 1 (I/O space enabled) after PCIRST#. 
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3.1.4 PCISTS— PCI STATUS REGISTER 

Address Offset: 06-07h 

Default Value: 0200h 

Attribute: Read Only, Read/Write Clear 

Size: 1 6 bits 

This 16-bit register provides status information for PCI Bus-related events. Some bits are read/write clear. 
These bits are set to 0 whenever the register is written, and the data in the corresponding bit location is 1 (R/ 

WC). For example, to clear bit 12 and not affect any other bits, write the value 0001_0000_0000 0000b to 

this register. Note that for certain PCI functions that are not implemented in the PCEB, the control bits are still 
shown (labeled “not supported”). 


Bit 

Description 

15 

Parity Error Status (PERRS) — R/WC: This bit is set to 1 whenever the PCEB detects a parity error, 
even if parity error handling is disabled (as controlled by bit 6 in the PCI Command Register). 
Software sets PERRS to 0 by writing a 1 to this bit location. 

14 

SERR# Status (SERRS) — Not Supported: This bit is used to indicate that a PCI device asserted the 
SERR# signal. The PCEB does not Implement this signal. SERRS is always read as 0. 

13 

Master Abort Status (MA)— R/WC: When the PCEB, as a master, generates a master abort, this bit 
is set to 1 . Software sets MA to 0 by writing a 1 to this bit location. 

12 

Received Target Abort Status (RTAS) — R/WC: When the PCEB, as a master, receives a target 
abort condition, this bit is set to 1 . Software sets RTAS to 0 by writing a 1 to this bit location. 

11 

Signaled Target Abort Status (STAS)— Not Supported: This bit is set to 1 by a PCI target device 
when they generate a Target Abort. Since the PCEB never generates a target abort, this bit is not 
implemented and will always be read as a 0. 

10:9 

DEVSEL Timing Status (DEVT)— RO: This read only field indicates the timing of the DEVSEL# 
signal when PCEB responds as a target. The PCI Specification defines three allowable timings for 
assertion of DEVSEL#: 00b = fast, 01 b = medium, and 1 0b = slow (1 1b is reserved). DEVT indicates 
the slowest time that a device asserts DEVSEL# for any bus command, except configuration read 
and configuration write cycles. The PCEB implements medium speed DEVSEL# timing and, 
therefore, DEVT[10:9] = 01 when read. 

8:0 

Reserved 


3.1.5 RID— REVISION IDENTIFICATION REGISTER 

Address Offset: 08h 

Default Value: 03h (82375EB, A-2 stepping) 

D4h {82376SB* 8*0 stepping 


Attribute: Read Only 

Size: 8 bits 

This 8-bit register contains the device revision number of the PCEB. Writes to this register have no effect. 


Bit 

Description 

7:0 

Revision Identification Number: This 8-bit value is the revision number of the PCEB. 
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3.1.6 MLT— MASTER LATENCY TIMER REGISTER 

Address Offset: ODh 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 


This 8-bit register contains the programmable value of the Master Latency Timer for use when the PCEB is a 
master on the PCI Bus. The granularity of the timer is 8 PCI clocks. Thus, bits [2:0] are not used and always 
read as Os. 


Bit 

Description 

7:3 

Count Value: This 5-bit field contains the count value of the Master Latency Timer, with a granularity 
of 8 PCI clocks. For example, value 00101b provides a time-out period of 5x8 = 40 PCI clocks. 
Maximum count value is 1 1 1 1 1 b, which corresponds to 248 PCI clocks. 

2:0 

Reserved 


3.1.7 PCICON— PCI CONTROL REGISTER 

Address Offset: 40h 

Default Value: 20h 

Attribute: Read/Write 

Size: 8 bits 

This 8-bit register enables/disables the PCEB’s data buffers, defines the subtractive decoding sample point, 
and enables/disables response to the PCI Interrupt acknowledge cycle. 

NOTE: 


The Line Buffers are typically enabled or disabled during system Initialization. These buffers should 
not be dynamically enabled/disabled during runtime. Otherwise, data coherency can be affected. If a 
buffer containing valid write data is disabled and then, later, re-enabled. 


Bit 

Description 

7 

Reserved 

6 

EISA-To-PCI Line Buffer Enable (ELBE): When ELBE = 0, the EISA-to-PCI Line Buffers are disabled 
and when ELBE = 1, the EISA-to-PCI Line Buffers are enabled. After PCIRST#, the Line Buffers are 
disabled (ELBE = 0). Note that when ELBE Is set to 1 , the line buffers are utilized for transfers to or 
from the regions defined by the REG [4:1] bits In the EPMRA register (offset 5Ch). 

5 

Interrupt Acknowledge Enable (lAE): When lAE = 0, the PCEB decodes PCI interrupt acknowledge 
cycles in a seml-subtractive manner. When there Is data posted in the Line Buffers, the PCEB 
intervenes In the PCI interrupt acknowledge cycle by generating a retry. The PCEB also Initiates a 
buffer flush operation and will keep generating retries until the buffers are flushed. The PCEB then 
subtractively decodes the PCI interrupt acknowledge cycle in order to allow an external PCI-based 
interrupt controller to respond with the vector. If no external PCI-based interrupt controller has 
responded to the PCI Interrupt Acknowledge cycle at the DEVSEL# sampling point, the cycle is 
handled by the PCEB in a subtractive decode manner. 

When 1 AE = 1 , the PCEB positively decodes the Interrupt acknowledge cycles and responds to the 
cycles in the normal fashion (i.e., uses the PEREQ#/INTA# signal to fetch the vector from the ESC, 
after the Internal buffers are flushed). 
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Bit 

Description 

4:3 

Subtractive Decoding Sampie Point (SDSP): The SDSP field determines the DEVSEL# sample 
point, after which an inactive DEVSEL# results in the PCEB forwarding the unclaimed PCI cycle to the 
EISA Bus (subtractive decoding). This setting should match the slowest device in the system. When 
the MEMCS# function is enabled, MEMCS# is sampled as well as an early Indication of an eventual 
DEVSEL#. 

Bits [4:3] Operation 

00 Slow sample point (default value) 

01 Typical sample point 

1 0 Reserved 

1 1 Reserved 

2 

Reserved. This bit must be 0 when programming this register. 

1:0 

Reserved 


3.1.8 ARBCON— ^PCI ARBITER CONTROL REGISTER 

Address Offset: 41 h 

Default Value: 80h 

Attribute: Read/Write 

Size: 8 bits 

This register controls the operation of the PCEB’s internal PCI arbiter. The register enables/disables auto- 
PEREQ#, controls the master retry timer, enables/disables CPU bus parking, controls bus lock, and enables/ 
disables the guaranteed access time (GAT) mode for EISA/ISA accesses. 

NOTE: 

1. For proper system operation, the master retry timer (bits [4:3]) must not be disabled. This field 
defaults to 00 (disabled) and must be program to either 01 , 10, or 11 . 

2. The PCMC Host bridge device requires that bit 7 be set to 1 (default). However, other chip sets 
might need to have this function disabled to provide more optimum performance for EISA subsys- 
tems. This functionality is built-in to prevent starvation of PCI agents (In particular, the host bridge, 

I.e., CPU) when EISA masters are performing transactions in the GAT mode. If this function is dis- 
abled, the host bridge must be capable of generating the PCI Bus request, even when the Host Bus is 
not controlled by the CPU (CPU tri-stated all Host Bus signals, or even only address bus, In response 
to HOLD/AHOLD). The CPU pin that provides an indication of a request for the external bus (e.g. 
after cache miss) can be used by the host bridge to generate the request for the PCI Bus during GAT 
mode operations, even when no address lines are driven by the CPU. 
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Bit 

Description 

7 

Auto-PEREQ# Control (APC): APC Enables/Disables control of the auto-PEREQ# function when 
GAT mode is enabled via bit 0 (GAT =1). When APC= 1 (and GAT =1), the PEREQ# signal Is 
asserted whenever the EISAHLDA signal is asserted. When APC= 0, the PEREQ# signal is not 
automatically asserted but It will be activated upon PCI Bus request from any PCI agent. After 
PCIRST#, APC = 1 (enabled). See note. 

6:5 

Reserved 

4:3 

Master Retry Timer (MRT): This 2-bit field determines the number of PCICLKs after the first retry that 
a PCI initiator’s bus request will be masked. Note that for proper system operation, this register must 
be programmed with either 01 , 1 0, 11 . 

Bits [4:3] Operation 

00 Timer disabled. Retries never masked. (Default) 

01 Retries unmasked after 1 6 PCICLK’s. 

1 0 Retries unmasked after 32 PCICLK’s. 

1 1 Retries unmasked after 64 PCICLK’s. 

2 

Bus Park (BP): When BP = 1 , the PCEB will park CPUREQ# on the PCI Bus when it detects the PCI 
Bus idle. If BP = 0, the PCEB takes responsibility for driving AD, C/BE# and PAR signals upon 
detection of bus Idle state. After PCIRST#, BP = 0 (disabled). 

1 

Bus Lock (BL): When BL = 1 , Bus Lock is enabled. The arbiter considers the entire PCI Bus locked 
upon initiation of any LOCKed transaction. When BL= 0, Resource Lock is enabled. A LOCKed agent 
is considered a LOCKed resource and other agents may continue normal PCI transactions. After 
PCIRST#, BL=0 (disabled). 

0 

Guaranteed Access Time (GAT): When GAT = 1 , the PCEB is configured for Guaranteed Access 
Time mode. This mode guarantees the 2.1 /jls CHRDY time-out specification for the EISA/ ISA Bus. 
When the PCEB is a PCI initiator on behalf of an EISA/ ISA master, the PCI and main memory bus 
(host) are arbitrated for in serial and must be owned before the EISA/ ISA master is given ownership of 
the EISA Bus. If the PCEB is not programmed for Guaranteed Access Time (GAT = 0), the EISA/ ISA 
master is first granted the EISA Bus, before the PCI Bus is arbitrated. After a PCIRST#, GAT = 0 
(disabled). 


3.1.9 ARBPRI— PCI ARBITER PRIORITY CONTROL REGISTER 

Address Offset: 42h 

Default Value: 04h 

Attribute: Read/Write 

Size: 8 bits 

This register controls the operating modes of the PCEB’s internal PCI arbiter. The arbiter consists of four 
arbitration banks that support up to six masters and three arbitration priority modesfixed priority, rotating 
priority and mixed priority modes. See Section 5.4, PCI Bus Arbitration for details on programming and using 
different arbitration modes. 
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Bit 

Description 

7 

Bank 3 Rotate Control: 1 = Enable; 0 = Disable 

6 

Bank 2 Rotate Control: 1 = Enable; 0 = Disable 

5 

Bank 1 Rotate Control: 1 = Enable; 0 = Disable 

4 

3:2 

Bank 0 Rotate Control: 1 = Enable; 0 = Disable 

Bank 2 Fixed Priority Mode Select — b,a: 

ba 

00 = Bank0 > Bank3 > Banki 

10 = Bank3 > Banki > BankO 

01 = Banki > BankO > Bank3 

1 1 = Reserved 

1 

Bank 1 Fixed Priority Mode Select: 1 =REQ3# > CPUREQ#; 0 = CPUREQ# > REQ3 

0 

Bank 0 Fixed Priority Mode Seiect: 1 = REQO# > PCEBREQ#; 0 = PCEBREQ# > REQO#. Note 
that PCEBREQ# is a PCEB internal signal. 


3.1.10 ARBPRIX— PCI ARBITER PRIORITY CONTROL EXTENSION REGISTER 

Address Offset: 43h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 


This register controls the fixed priority mode for bank 3 of the PCEB’s internal arbiter. The ARBPRIX Register 
is used in conjunction with the PCI Arbiter Priority Control (ARBPRI) Register. 


Bit 

Description 

7:1 

Reserved 

0 

Bank 3 Fixed Priority Mode Seiect: 1 = REQ2# > REQ1 #; 0 = REQ1 # > REQ2#. 


3.1.11 MCSCON— MEMOS# CONTROL REGISTER 

Address Offset: 44h 

Default value: OOh 

Attribute: Read/Write 

Size: 8 bits 

The MCSCON Register provides the master enable for generating MEMOS#. This register also provides read 
enable (RE) and write enable (WE) attributes for two main memory regions (the 512 KByte - 640 KByte region 
and an upper BIOS region). PCI accesses within the enabled regions result In the generation of MEMOS#. 
Note that the 0-512 KByte region does not have RE and WE attribute bits. The 0-512 KByte region can only be 
disabled with the MEMOS# Master Enable bit (bit 4). Note also, that when the RE and WE bits are both 0 for a 
particular region, the PCI master can not access the corresponding region in main memory (MEMOS# is not 
generated for either reads or writes). 
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Bit 

Description 

7:5 

Reserved 

4 

MEMCS# Master Enabie: When bit 4 = 1 , the PCEB asserts MEMOS# for all accesses to the defined 
MEMOS# region (as defined by the MOSTOM Register and excluding the memory hole defined by the 
MOSBOH and MOSTOH Registers), if the accessed location is in a region enabled by bits [3:0] of this 
register or in the regions defined by the MARI , MAR2, and MAR3 registers. When bit 4=0, the entire 
MEMOS# function is disabled and MEMOS# is never asserted. 

3 

Write Enable For OFOOOO-OFFFFFh (Upper 64 KByte BIOS): When bit 3= 1, the POEB generates 
MEMOS# for POI master memory write accesses to the address range OFOOOO-OFFFFFh. When bit 
3 = 0, the POEB does not generate MEMOS# for POI master memory write accesses to the address 
range OFOOOO-OFFFFFh. 

2 

Read Enable For OFOOOO-OFFFFFh (Upper 64 KByte BIOS): When bit 2 = 1 , the POEB generates 
MEMOS# for POI master memory read accesses to the address range OFOOOO-OFFFFFh. When bit 
2 = 0, the POEB does not generate MEMOS# for POI master memory read accesses to the address 
range OFOOOO-OFFFFFh. 

1 

Write Enable For 080000-09FFFFh (512-640 KByte): When bit 1 = 1 , the POEB generates 
MEMOS# for POI master memory write accesses to the address range 080000-09FFFFh. When bit 
1 = 0, the POEB does not generate MEMOS# for POI master memory write accesses to the address 
range 080000-09FFFFh. 

0 

Read Enable For 080000 -09FFFFh (512-640 KByte): When bit 0 = 1 , the POEB generates 
MEMOS# for POI master memory read accesses to the address range 080000-09FFFFh. When bit 
0 = 0, the POEB does not generate MEMOS# for PC! master memory read accesses to the address 
range 080000-09FFFFh. 


3.1.12 MCSBOH— MEMCS# BOTTOM OF HOLE REGISTER 

Address Offset: 45h 

Default value: 1 0h 

Attribute: Read/Write 

Size: 8 bits 

This register defines the bottom of the MEMOS# hole. MEMOS# is not generated for accesses to addresses 
within the hole defined by this register and the MOSTOH Register. The hole is defined by the following 
equation: 

TOH ^ address ^ BOH. TOH is the top of the MEMOS# hole defined by the MOSTOH Register and BOH is 
the bottom of the MEMOS# hole defined by this register. 

For example, to program the BOH at 1 MByte, the value of lOh should be written to this register. To program 
the BOH at 2 MByte + 64 KByte this register should be programmed to 21 h. To program the BOH at 8 MByte 
this register should be programmed to 80h. 

When the TOH < BOH the hole is disabled. If TOH = BOH, the hole size is 64 KBytes. It Is the responsibility of 
the programmer to guarantee that the BOH is at or above 1 MB. AD [31 :24] must be O’s for the hole, meaning 
the hole is restricted to be under the 16 MByte boundary. The default value for the BOH and TOH disables the 
hole. 


Bit 

Description 

7:0 

Bottom of MEMCS# Hole: Bits[7:0] correspond to address lines AD[23:16], respectively. 
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3.1.13 MCSTOH— MEMOS# TOP OF HOLE REGISTER 

Address Offset: 46h 

Default value: OFh 

Attribute: Read/Write 

Size: 8 bits 

This register defines the top of the MEMOS# hole. MEMOS# is not generated for accesses to addresses 
within the hole defined by this register and the MOSBOH Register. The hole is defined by the following 
equation: 

TOH ^ address ^ BOH. TOH is the top of the MEMOS# hole defined by this register and BOH is the bottom 
of the MEMOS# hole defined by the MOSBOH Register. 

For example, to program the TOH at 1 MByte + 64 KByte, this register should be programmed to lOh. To 
program the TOH at 2 MByte + 128 KByte this register should be programmed to 21 h. To program the TOH at 
12 MByte this register should be programmed to BFh. 

When the TOH < BOH the hole is disabled. If TOH = BOH, the hole size is 64 KBytes. It is the responsibility of 
the programmer to guarantee that the TOH is above 1 MByte. AD [31 :24] must be O’s for the hole, meaning the 
hole Is restricted to be under the 16 MByte boundary. The default value for the BOH and TOH disables the 
hole. 


Bit 

Description 

7:0 

Top of MEMOS# Hole: Bits[7:0] correspond to address lines AD[23:16], respectively. 


3.1.14 MCSTOM— MEMOS# TOP OF MEMORY REGISTER 

Address Offset: 47h 

Default value: OOh 

Attribute: Read/Write 

Size: 8 bits 

This register determines MEMOS# top of memory boundary. The top of memory boundary ranges from 
2 MBytes-1 to 512 MBytes-1, in 2 MByte increments. This register is typically set to the top of main memory. 
Accesses ^ 1 MByte and ^ top of memory boundary results in the assertion of the MEMOS# signal (unless 
the address resides in the hole programmed via the MOSBOH and MOSTOH Registers). A value of OOh sets 
top of memory at 2 MBytes-1 (including the 2 MByte-1 address). A value of FFh sets the top of memory at 
512 MByte-1 (including the 512 MByte-1 address). 


Bit 

Description 

7:0 

Top of MEMOS# Memory Boundary: Bits[7:0] correspond to address lines AD[28:21], respectively. 
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3.1.15 EADC1— EISA ADDRESS DECODE CONTROL 1 REGISTER 

Address Offset 48-49h 

Default value: 0001 h 

Attribute: Read/Write 

Size: 1 6 bits 

This 16-bit register specifies EISA-to-PCI mapping of the 0-1 MByte memory address range. For each bit 
position, the memory block Is enabled if the corresponding blt= 1 and is disabled if the bit=0. EISA or DMA 
memory cycles to the enabled blocks result in the EISA cycle being forwarded to the PCI Bus. For disabled 
memory blocks, the EISA memory cycle is not forwarded to the PCI Bus. 


Bit 

Description 

15 

880-896 KBytes Memory Enable: EISA-to-PCI mapping for this memory space is enabled when this 
bit is 1 and disabled when this bit is 0. 

14 

864-880 KBytes Memory Enable: EISA-to-PCI mapping for this memory space is enabled when this 
bit is 1 and disabled when this bit is 0. 

13 

848-864 KBytes Memory Enable: EISA-to-PCI mapping for this memory space is enabled when this 
bit is 1 and disabled when this bit is 0. 

12 

832-848 KBytes Memory Enable: EISA-to-PCI mapping for this memory space is enabled when this 
bit is 1 and disabled when this bit is 0. 

11 

816-832 KBytes Memory Enable: EISA-to-PCI mapping for this memory space is enabled when this 
bit is 1 and disabled when this bit is 0. 

10 

800-816 KBytes Memory Enable: EISA-to-PCI mapping for this memory space is enabled when this 
bit is 1 and disabled when this bit is 0. 


784-800 KBytes Memory Enable: EISA-to-PCI mapping for this memory space is enabled when this 
bit is 1 and disabled when this bit is 0. 

8 

768-784 KBytes Memory Enable: EISA-to-PCI mapping for this memory space Is enabled when this 
bit is 1 and disabled when this bit Is 0. 

7:3 

Reserved 

2 

640-768 KBytes VGA Memory Enable: EISA-to-PCI mapping for this memory space is enabled 
when this bit is 1 and disabled when this bit is 0. 

1 

512-640 KBytes Memory Enable: EISA-to-PCI mapping for this memory space is enabled when this 
bit is 1 and disabled when this bit is 0. 

0 

0-512 KBytes Memory Enable: EISA-to-PCI mapping for this memory space Is enabled when this bit 
is 1 and disabled when this bit is 0. 
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3.1.16 lORT— ISA I/O RECOVERY TIMER REGISTER 

Address Offset: 4Ch 

Default Value: 56 

Attribute: Read/Write 

Size: 8 bits 

The I/O recovery logic is used to guarantee a minimum amount of time between back-to-back 8-bit and 16-bit 
PCI-to-ISA I/O slave accesses. These minimum times are programmable. 

The I/O recovery mechanism In the PCEB is used to add recovery delay between PCI-orIgInated 8-blt and 16- 
bit I/O cycles to ISA devices. The delay is measured from the rising edge of the EISA command signal 
(CMD#) to the falling edge of the next EISA command. The delay is equal to the number of EISA Bus clocks 
(BCLKs) that correspond to the value contained In bits [1:0] for 16-bit I/O devices and in bits[5:3] for 8-blt I/O 
devices. Note that no additional delay is inserted for back-to-back I/O “sub-cycles” generated as a result of 
byte assembly or disassembly. This register defaults to 8- and 16-bit recovery enabled with two clocks of I/O 
recovery. 


Bit 

Description 

B 

Reserved 

6 

Bit I/O Recovery Enable: This bit enables the recovery times programmed into bits 0 and 1 of this 
register. When this bit Is set to 1 , the recovery times shown for bits 5-3 are enabled. When this bit is set 
to 0, recovery times are disabled. 

5:3 

8-Blt I/O Recovery times: This 3-bit field defines the recovery times for 8-bit I/O. Programmable 
delays between back-to-back 8-bit PCI cycles to ISA I/O slaves Is shown in terms of EISA clock cycles 
(BCLK). The selected delay programmed into this field is enabled/disabled via bit 6 of this register. 

Bits [5:3] BCLK 

001 1 

010 2 

oil 3 

100 4 

101 5 

110 6 

111 7 

000 8 

2 

16-Bit I/O Recovery Enable: This bit enables the recovery times programmed into bits 0 and 1 of this 
register. When this bit is set to 1 , the recovery times shown for bits 0 and 1 are enabled. When this bit 
is set to 0, recovery times are disabled. 

1:0 

16-Bit I/O Recovery Times: This 2-bit field defines the Recovery time for 16-bit I/O. Programmable 
delays between back-to-back 16-bit PCI cycles to ISA I/O slaves is shown In terms of EISA clock 
cycles (BCLK). The selected delay programmed Into this field Is enabled/disabled via bit 2 of this 
register. 

Bits [1:0]B CLK 

01 1 

10 2 

11 3 

00 4 
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3.1.17 MARI— MEMCS# ATTRIBUTE REGISTER #1 

Address Offset: 54h 

Default Value: OOh 

Attribute: Read /Write 

Size: 8 bits 

RE — Read Enable. When the RE bit (bit 6, 4, 2, 0) is set to a 1 , the PCEB generates MEMOS# for PCI master, 
DMA, or EISA master memory read accesses to the corresponding segment in main memory. When the RE bit 
is set to a 0, the PCEB does not generate MEMOS# for PCI master, DMA, or EISA master memory read 
accesses to the corresponding segment. When the RE and WE bits are both 0 (or bit 4 in the MEMOS# 
Control Register is set to a 0-disabled), the PCI master, DMA, or EISA master can not access the correspond- 
ing segment in main memory. 

WE — Write Enable. When the WE bit (bit 7, 5, 3, 1) is set to a 1, the PCEB generates MEMOS# for PCI 
master, DMA, or EISA master memory write accesses to the corresponding segment in main memory. When 
this bit is set to a 0, the PCEB does not generate MEMOS# for PCI master, DMA, or EISA master memory 
write accesses to the corresponding segment. When the RE and WE bits are both 0 (or bit 4 in the MEMOS# 
Control Register is set to a 0-disabled), the PCI master, DMA, or EISA master can not access the correspond- 
ing segment in main memory. 


Bit 

Description 

7 

OCCOOO-OCFFFFh Add-on BIOS: WE: 1 = Enable; 0 = Disable 

6 

OCCOOO-OCFFFFh Add-on BIOS: RE: 1 = Enable; 0 = Disable 

5 

OCSOOO-OCBFFFh Add-on BIOS: WE: 1 - Enable; 0 = Disable 

4 

OCSOOO-OCBFFFh Add-on BIOS: RE: 1 = Enable; 0 = Disable 

3 

0C4000-0C7FFFh Add-on BIOS: WE: 1 = Enable; 0 = Disable 

2 

0C4000-0C7FFFh Add-on BIOS: RE: 1 = Enable; 0 = Disable 

1 

0C0000-0C3FFFh Add-on BIOS: WE: 1 = Enable; 0 = Disable 

0 

0C0000-0C3FFFh Add-on BIOS: RE: 1 = Enable; 0 = Disable 


3.1.18 MAR2— MEMOS# ATTRIBUTE REGISTER #2 


Address Offset: 
Default Value: 
Attribute: 

Size: 


55h 

OOh 

Read/Write 
8 bits 


RE — Read Enable. When the RE bit (bit 6, 4, 2, 0) is set to a 1 , the PCEB generates MEMOS# for PCI master, 
DMA, or EISA master memory read accesses to the corresponding segment in main memory. When this bit is 
set to a 0, the PCEB does not generate MEMOS# for PCI master, DMA, or EISA master memory read 
accesses to the corresponding segment. When the RE and WE bits are both 0 (or bit 4 in the MEMOS# 
Control Register is set to a 0-disabled), the PCI master, DMA, or EISA master can not access the correspond- 
ing segment in main memory. 
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WE — Write Enable. When the WE bit (bit 7, 5, 3, 1) is set to a 1, the PCEB generates MEMOS# for PCI 
master, DMA, or EISA master memory write accesses to the corresponding segment in main memory. When 
this bit Is set to a 0, the PCEB does not generate MEMOS# for PCI master, DMA, or EISA master memory 
write accesses to the corresponding segment. When the RE and WE bits are both 0 (or bit 4 In the MEMOS# 
Control Register Is set to a 0-disabled), the PCI master, DMA, or EISA master can not access the correspond- 
ing segment in main memory. 


Bit 

Description 

7 

ODCOOO-ODFFFFh Add-on BIOS: WE: 1 = Enable; 0 = Disable 

6 

ODCOOO-ODFFFFh Add-on BIOS: RE: 1 = Enable; 0 = Disable 

5 

ODSOOO-ODBFFFh Add-on BIOS: WE: 1 = Enable; 0 = Disable 

4 

ODdOOO-ODBFFFh Add-on BIOS: RE: 1 = Enable; 0 = Disable 

3 

0D4000-0D7FFFh Add-on BIOS: WE: 1 = Enable; 0 = Disable 

2 

0D4000-0D7FFFh Add-On BIOS: RE: 1 = Enable; 0 = Disable 

1 

0D0000-0D3FFFh Add-on BIOS: WE: 1 = Enable; 0 = Disable 

0 

0D0000-0D3FFFh Add-on BIOS: RE: 1 = Enable; 0 = Disable 


3.1.19 MAR3— MEMCS# ATTRIBUTE REGISTER #3 

Address Offset: 56h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 

RE— Read Enable. When the RE bit (bit 6, 4, 2, 0) Is set to a 1 , the PCEB generates MEMOS# for PCI master, 
DMA, EISA master memory read accesses to the corresponding segment in main memory. When this bit is set 
to a 0, the PCEB does not generate MEMOS# for PCI master, DMA, or EISA master memory read accesses to 
the corresponding segment. When the RE and WE bits are both 0 (or bit 4 In the MEMOS# Control Register Is 
set to a 0-disabled), the PCI master can not access the corresponding segment in main memory. 

WE— Write Enable. When the WE bit (bit 7, 5, 3, 1) is set to a 1, the PCEB generates MEMOS# for PCI 
master , DMA, EISA master memory write accesses to the corresponding segment in main memory. When this 
bit Is set to a 0, the PCEB does not generate MEMOS# for PCI master, DMA, or EISA master memory write 
accesses to the corresponding segment. When the RE and WE bits are both 0 (or bit 4 in the MEMOS# 
Control Register Is set to a 0-disabled), the PCI master can not access the corresponding segment In main 
memory. 
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Bit 

Description 

7 

OECOOO-OEFFFFh BIOS Extension: WE: 1 = Enable; 0 = Disable 

6 

OECOOO-OEFFFFh BIOS Extension: RE: 1 = Enable; 0 = Disable 

5 

OESOOO-OEBFFFh BIOS Extension: WE: 1 = Enable; 0 = Disable 

4 

OESOOO-OEBFFFh BIOS Extension: RE: 1 = Enable; 0 = Disable 

3 

0E4000-0E7FFFh BIOS Extension: WE: 1 = Enable; 0 = Disable 

2 

0E4000-0E7FFFh BIOS Extension: RE: 1 - Enable; 0- Disable 

1 

0E0000-0E3FFFh BIOS Extension: WE: 1 = Enable; 0 = Disable 

0 

0E0000-0E3FFFh BIOS Extension: RE: 1 = Enable; 0 = Disable 


3.1.20 PDCON— PCI DECODE CONTROL REGISTER 

Address Offset: 58h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 

This register enables/disables positive decode of PCI accesses to the IDE and 8259 locations residing in the 
expansion bus subsystem. For the 82374SB, this register controls the mode of address decode (subtractive or 
negative) for memory uycles on the PCI Sus. 

Subtractive decoding: 

PCI merhory cycles that are not claimed on the PCI Bus (i.e., DEVSEL# Inactive) are forwarded to the EISA 
Bus. This is the default on power up. 

Negative decoding (B2374SB Only): 

PCI mamory cycles that are not mapped to one of the reglone tiffined ^ B, or C below, are imm^lately 
forwarded to die EISA Bm (Le. without waltlr^ for DEVSEL# tlme-otd:). cyolea t^t are decoded 

to one of the four programmable PCI memory regions, but sre (DEVSEL# nepited), are forwarded 

to the EISA 1^8 by subtracdve decode. 

A Main memory locations defined by the MEMOS# mg^plng (MDSDW, MCSBOH* MCSTOH, MOSTOM, 
MARI, MAR2, and MARS Registers). 

B. The enabled Video Frame Buffer region, 0A00CK5-0BFFFFh (as Mistid by bit 2 of the EAOC1 Register). 

C. The four programmabie PCI memory regions (defined by the MEMrtiDK|4:11 leisters). 

NOTES 

if there are de\4oes on the PCI that are not mapi^ Mo any of M regions defined by A, B, or G, 
then negative decoding can not be used. 
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Bit 

Description 

7:6 

Reserved 

5 

8259 Decode Control (8259DC): This bit enables/disables positive decode of 8259 locations 0020h, 
0021 h, OOAOh and 00A1 h. When this bit Is 1 , positive decode for these locations are enabled. When 
this bit is 0, positive decode for these locations is disabled. After reset, this bit is 0. Note that if positive 
decode is disabled, these 8259 locations, can still be accessed via subtractive decode. 

4 

IDE Decode Control (IDEDC): This bit enables/disables positive decode of IDE locations 1 FO-1 F7h 
(primary) or 170-177h (secondary) and 3F6h,3F7h (primary) or376h,377h (secondary). When 
IDEDC = 0, positive decode Is disabled. When IDECD= 1, positive decode is enabled. After reset, this 
bit is 0. Note that if positive decode is disabled, these IDE locations can still be accessed via 
subtractive decode. 

3:1 

Reserved 

0 

82375EB: Reserved. Must be 0 when programming this register. 

8237^B: RCI Memorir Address Decoding Mode (PMAD): This bit selects between subtractive and 
negative decod^g. When PMAD «« 1 , negative decoding is selected. When PMAD« 0, subtracdve 
decoding is selected. After reset, this bit Is 0. 


3.1.21 EADC2— EISA ADDRESS DECODE CONTROL EXTENSION REGISTER 

Address Offset: 5Ah 

Default value: OOh 

Attribute: Read/Write 

Size: 8 bits 

This register specifies EISA-to-PCI mapping for the 896 KByte to 1 MByte memory address range (BIOS). If 
this memory block is enabled, EISA memory accesses In this range will result In the EISA cycles being 
forwarded to the PCI Bus. (Note that enabling this block is necessary if BIOS resides within the PCI and not 
within the EISA subsystem.) 

This register also defines mapping for the 16 MByte - 64 KByte to 16 MByte memory address range. This 
mapping is important if the BIOS is aliased at the top 64 KBytes of 16 MBytes. If the region is enabled and this 
address range is within the hole defined by the MCSBOH and MCSTOH Registers or above the top of main 
memory defined by the MCSTOM Register, the EISA cycle is forwarded to the PCI. 
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Bit 

Description 

7:6 

Reserved 

5 

Top 64 KByte of 16 MByte Memory Space Enable (FFOOOO-FFFFFFh): This memory block is 
enabled when this bit is 1 and disabled when this bit is 0. 

4 

960 KBytes — 1 MByte Memory Space Enable (OFOOOO-OFFFFFh): This memory block is enabled 
when this bit is 1 and disabled when this bit is 0. 

3 

944-960 KByte Memory Space Enable (OECOOO-OEFFFFh): This memory block is enabled when 
this bit is 1 and disabled when this bit is 0. 

2 

928-944 KByte Memory Space Enable (OESOOO-OEBFFFh): This memory block is enabled when 
this bit Is 1 and disabled when this bit is 0. 

1 

912-928 KByte Memory Space Enable (0E4000-0E7FFFh): This memory block is enabled when 
this bit Is 1 and disabled when this bit is 0. 

0 

896-912 KByte Memory Space Enable (OEOOOO-OESFFFh): This memory block is enabled when 
this bit is 1 and disabled when this bit Is 0. 


3.1.22 EPMRA— EISA-TO-PCI MEMORY REGION ATTRIBUTES REGISTER 


Address Offset: 
Default value: 
Attribute: 

Size: 


5Ch 

OOh 

Read/Write 
8 bits 


This register defines buffering attributes for EISA accesses to PCI memory regions specified by MEM- 
REGN[4:1] Registers. When an EPMRA bit is 1 (and the Line Buffers are enabled via the PCICON Register), 
EISA accesses to the corresponding PCI memory region are performed in buffered mode. In buffered mode, 
read prefetching and write posting/assembly are enabled. When an EPMRA bit is 0, EISA accesses to the 
corresponding PCI memory region are performed in non-buffered mode. In non-buffered mode, a buffer by- 
pass path is used to complete the transaction. 


NOTE: 

1. Using buffered mode for EISA accesses to PCI memory regions that contain memory-mapped I/O 
devices can cause unintended side effects. In buffered mode, strong ordering is not preserved within 
a Dword. If the order of the writes to an I/O device is important, non-buffered mode should be used. 
Also, read-prefetch can cause unintended changes of status registers in the memory-mapped I/O 
device. 

2. The Line Buffers are typically enabled or disabled during system initialization. These buffers should 
not be dynamically enabled/disabled during runtime. Otherwise, data coherency can be affected, if a 
buffer containing valid write data is disabled and then, later, re-enabled. 
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Bit 

Description 

7:4 

Reserved 

3 

Region 4 Attribute (REG-4): EISA accesses to this PCI memory region are buffered when this bit is 1 
and non-buffered when this bit is 0. If the Line Buffers are disabled via the PCICON Register (bit 6), 
buffering Is disabled, regardless of the value of this bit. 

2 

Region 3 Attribute (REG-3): EISA accesses to this PCI memory region are buffered when this bit is 1 
and non-buffered when this bit is 0. If the Line Buffers are disabled via the PCICON Register (bit 6), 
buffering Is disabled, regardless of the value of this bit. 

1 

Region 2 Attribute (REG-2): EISA accesses to this PCI memory region are buffered when this bit Is 1 
and non-buffered when this bit is 0. If the Line Buffers are disabled via the PCICON Register (bit 6), 
buffering is disabled, regardless of the value of this bit. 

0 

Region 1 Attribute (REG-1): EISA accesses to this PCI memory region are buffered when this bit Is 1 
and non-buffered when this bit is 0. If the Line Buffers are disabled via the PCICON Register (bit 6), 
buffering is disabled, regardless of the value of this bit. 


3.1.23 MEMREGN[4:1]— EISA-TO-PCI MEMORY REGION ADDRESS REGISTERS 


Address Offset: 


Default Value: 
Attribute: 

Size: 


60-63h (Memory Region 1) 
64-67h (Memory Region 2) 
68-6Bh (Memory Region 3) 
6C-6Fh (Memory Region 4) 
OOOOFFFFh 
Read/Write 
32 bits 


These 32-bit registers provide four windows for EISA-to-PCI memory accesses. Each window defines a posi- 
tively decoded programmable address region for mapping EISA memory space to the corresponding PCI 
memory space. This base and limit address fields define the size and location of the region within the 4 GByte 
PCI memory space. The base and limit addresses can be aligned on any 64 KByte boundary and each region 
can be sized in 64 KByte increments, up to the theoretical maximum size of 4 GByte. The default values of this 
register ensure that the regions are initially disabled. 


A region is selected based on the following formula: Base Address ^ address ^ Limit Address. 


Bit 

Description 

31:16 

Memory Region Limit Address: For EISA-to-PCI accesses, blts[3T.16] correspond to address 
lines LA[3T.16] on the EISA Bus and AD[3T.16] on the PCI Bus. This field determines the limit 
address of the memory region within the 4 GByte PCI memory space. 

15:0 

Memory Region Base Address: For EISA-to-PCI accesses, bits[15:0] correspond to address lines 
LA [31 :16] on the EISA Bus and AD[31 :16] on the PCI Bus. This field determines the starting 
address of the memory region within the 4 GByte PCI memory space. 


2-1016 







82375EB/SB 


3.1.24 I0REGN[4:1]— EISA-TO-PCI I/O REGION ADDRESS REGISTERS 

Address Offset: 70-73h (I/O Region 1) 

74-77h (I/O Region 2) 

78-7Bh (I/O Region 3) 

7C-7Fh (I/O Region 4) 

Default value: OOOOFFFCh 

Attribute: Read/Write 

Size: 32 bits 

These 32-bit registers provide four windows for EISA-to-PCI I/O accesses. The windows define positively 
decoded programmable address regions for mapping EISA I/O space to the corresponding PCI I/O space. 
Each register determines the starting and limit addresses of the particular region within the 64 KByte PCI I/O 
space. The base and limit addresses can be aligned on any Dword boundary and each region can be sized in 
□word increments (32-bits) up to the theoretical maximum size of 64 KByte. Default values for the base and 
limit fields ensure that the regions are initially disabled. 

The I/O regions are selected based on the following formula: Base Address ^ address < Limit Address. 

Bit Description 

31:18 i/0 Region Limit Address: For EISA-to-PCI I/O accesses, bits[31 :1 8] correspond to address lines 
LA[1 5:2] on the EISA Bus and AD[1 5:2] on the PCI Bus. This field determines the limit address of 
the region within the 64 KByte PCI I/O space. 

17:16 Reserved 

1 5:2 i/0 Region Base Address: For EISA-to-PCI I/O accesses, bits[1 5:2] correspond to address lines 

LA[1 5:2] on the EISA Bus and AD[1 5:2] on the PCI Bus. This field determines the starting address 
of the region within the 65 KByte PCI I/O space. 

1 :0 Reserved 


3.1.25 BTMR— BIOS TIMER BASE ADDRESS REGISTER 

Address Offset: 80-81 h 

Default value: 0078h 

Attribute: Read/Write 

Size: 1 6 bits 

This 16-bit register determines the base address for the BIOS Timer Register located In PCI I/O space. The 
BIOS Timer resides in the PCEB and Is the only internal resource mapped to PCI I/O space. The base address 
can be set at Dword boundaries anywhere In the 64 KByte PCI I/O space. This register also provides the BIOS 
Timer access enable/disable control bit. 
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Bit 

Description 

15:2 

BiOS Timer Base Address: Bits[15:2] correspond to PCI address lines AD[15:2]. 

1 

Reserved 

0 

BIOS Timer Enable (BTE): When BTE = 1 , the BIOS Timer is enabled. When BTE = 0, the BIOS 
Timer is disabled. The default is 0 (disabled). 


3.1.26 ELTCR— EISA LATENCY TIMER CONTROL REGISTER 

Address Offset: 84h 

Default value: 7Fh 

Attribute: Read/Write 

Size: 8 bits 

This register provides the control for the EISA Latency Timer (ELT). The register holds the initial count value 
used by the ELT. The ELT uses the PCI clock for counting . The ELT time-out period is equal to: 


E^"^timeout~ V®I^®^ELTCR(7:0)1 x TpQjQiQ^ [ns] 

where: 

Tpciclk = 30 ns at 33 MHz (40 ns at 25 MHz). 

Therefore, a maximum ELT time-out period at 33 MHz is 256 x 30 ns = 7.68 jus. The value written into this 
register is system dependent. It should be based on PCI latency characteristics controlled by the PCI Master 
Latency Timer mechanism and on EISA Bus arbitration/latency parametrics. A typical value corresponds to 
the ELT time-out period of 1-3 juls. When the value In the ELTCR Register Is 0, the ELT mechanism is 
disabled. The ELTCR Register must be initialized before EISA masters or DMA are enabled. 


Bit 

Description 

7:0 

EISA Latency Timer Count Value: Bits [7:0] contain the initial count value for the EISA Latency 
Timer. When this field contains OOh, the EISA Latency Timer Is disabled. 


3.2 I/O Registers 

The only PCEB Internal resource mapped to the PCI I/O space Is the BIOS Timer Register. 


3.2.1 BIOSTM— BIOS TIMER REGISTER 

Register Location: Programmable I/O address location (Dword aligned) 

Default Value: 00 00 xx xxh 

Attribute: Read/Write 

Size: 32 bits 

This 32-bit register is mapped to the PCI I/O space location determined by the value in the BTMR Register. Bit 
0 of BTMR must be 1 to enable access to the BIOS Timer. The BIOS timer clock is derived from the EISA Bus 
clock (BCLK); either 8.25 or 8.33 MHz depending on the PCI clock. BCLK is divided by 8 to obtain the timer 
clock of 1 .03 or 1 .04 MHz. If a frequency other than 33 MHz or 25 MHz is used for PCI clock, the BIOS Timer 
clock will be affected. (It will always keep the same relation to the BCLK, I.e. 1 :4 or 1 :3, depending on the clock 
divisor.) The BIOS Timer is only accessible from the PCI Bus and Is not accessible from the EISA Bus. 
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After data is written into BIOS Timer Register (BE1 # and/or BEO# must be asserted), the BIOS timer starts 
decrementing until it reaches zero. It “freezes” at zero until the new count value is written. 


Bit 

Description 

31:16 

Reserved 

15:0 

BIOS Timer Count Value: The initial count value is written to bits[1 5:0] to start the timer. The value 
read is the current value of the BIOS Timer. 


4.0 ADDRESS DECODING 

Conceptually, the PCEB contains two programmable address decoders: one to decode PCI Bus cycles that 
need to be forwarded to the EISA Bus or serviced internally and the other to decode EISA Bus cycles that 
need to be forwarded to the PCI Bus. Two decoders permit the PCI and EISA Buses to operate concurrently 
(Figure 2). The PCEB can be programmed to respond to certain PCI memory or I/O region accesses as well as 
configuration space accesses to the PCEB’s internal configuration registers. PCEB address decoding is dis- 
cussed in Section 4.1. 

The EISA address decoder decodes EISA Bus cycles generated by the bus master (DMA controller, ISA 
compatible master, or EISA compatible master) that need to be forwarded to the PCI Bus. The EISA decode 
logic can be programmed to respond to certain memory or I/O region accesses. 


0G*fl[F®(^(S!0i®nr0©Kl 
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MEMOS# PCI Address/Data Bus 



EISA Address Bus 
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Figure 2. Block Diagram of Address Decoder 

The PCEB provides three methods for decoding the current PCI Bus cycle. The PCEB can use positive, 
subtractive, or negative (82374SB only) decoding for these cycles, depending on the type of cycle, actions on 
the PCI Bus, and programming of the PCEB registers. For EISA Bus cycles, only positive decoding Is used. 

1. Positive decoding. With positive decoding, the PCI/EISA Bus cycle address Is compared to the corre- 
sponding address ranges set up in the PCEB for positive decode. A match causes the PCEB decode logic to 
Immediately service the cycle. The PCEB can be programmed (via the configuration registers) to positively 
decode selected memory or I/O accesses on both the PCI Bus and EISA Bus. Depending on the program- 
ming of the internal registers, the PCEB provides positive decoding for PCI accesses to selected address 
ranges in memory and I/O spaces and for EISA accesses to selected address ranges in memory and I/O 
spaces. Note that the decoding method for PCI accesses to the PCEB internal registers (configuration and 
I/O space registers) is not programmable and these accesses are always positively decoded. 
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2. Subtractive decoding. For PCI memory or I/O cycles, the PCEB uses subtractive decoding (or negative 
decoding, described in #3 of this list for the 82375SB) to respond to addresses that are not positively 
decoded. With subtractive decoding, if a memory or I/O cycle is not claimed on the PCI Bus (via 
DEVSEL#), the PCEB forwards the cycle to the EISA Bus. The PCEB waits a programmable number of 
PCICLKs (1 to 3 PCICLKs, as selected via the PCICON Register) for a PCI agent to claim the cycle. If the 
cycle is not claimed within the programmed number of PCICLKs (DEVSEL# time-out), the PCEB claims the 
cycle (asserts DEVSEL#) and forwards it to the EISA Bus. Note that the number of PCICLKs for a 
DEVSEL# time-out should be programmed to accommodate the slowest PCI Bus device. 

3. Nspdiiie For the 8^7530, na^Uve decoding Is a programmable option (via the PDODN 

Begist^) tihmt is oti^ used for PCI mehiory cycles* Witi negative decoding, a PCI memory cycle that Is not 
posive^ decoded % fie PC^0 as a main memory area (one of the MiMOS# generation areas) «md is not 
In one of the four programmats^ EISA4o-P0l mmmtf regions (defined by MEMRECN(4:1 J) is Immediately 
forwarded to the EISA This occurs without waiting for a DEVSEL# ttoe^t to see If the c^cie Is going 
to be dalmed m the PCI Bus, Thus, encoding can reduce fte latency Incurred by waiting for a 

DEVSEL# fme^ that Is assraated wifi subtractive deoodlr^« This Incres^es throughput to the EISA Bus 
for uncl^med PCI memory r^cles* II the DEVSEL# time-out Is set a 2 PClCLKtlmewout, the latency Is 
redMO€d by 1 POICLK and for a 3 POICLK time-out, the latency is r^Juced by 2 PQOLKs, For m<^ 
Information on negative (and subtractive) deccKfIng, see Secdon 4L1J, Subfar^ively and Negatively De- 
coded Cycles to EISA* 

Note Mt n^ative d^dlng Imposes a resthotlon on the PCI system mermry address map. PCt memory- 
mai:^ed dewces are restricted to one of the four programm^le EISA-to-PCI regions (MEMRE0NI4:1]). 
Th^e regicms always use subtracMve d^o)ding to forward m unclatm^ cyoie to the EISA Bus, even If 
negafve dec^&ng is envied; locating c^vices in these regions ensures that the POl device has tie 
aliot^d mmfm of programmed POtOLKs (DEVSEL# ttme-out) to respond wlft DEVSEL#, Further, since 
the PCEB does not negatively decode J/O space addresses, enabling this feature does not Impose restric* 
tons on ctevioes fiat are mapped to POl I/O space. 



4.1 PCI Cycle Address Decoding 

The PCEB decodes addresses presented on the multiplexed PCI address/data bus during the address bus 
phase. AD[31:0] and the byte enables (C/BE[3:0]# during the data phase) are used for address decoding. 
C/BE[3:0J# are used during the data phase to indicate which byte lanes contain valid data. For memory 
cycles, the PCI address decoding is always a function of AD[31:2]. In the case of I/O cycles, all 32 address 
bits (AD[31:0]) are used to provide addressing with byte granularity. For configuration cycles, only a subset of 
the address lines carry address information. 

The PCEB decodes the following PCI cycle addresses based on the contents of the relevant programmable 
registers: 

1 . Positively decodes PCEB configuration registers. 

2. Positively decodes I/O addresses contained within the PCEB (BIOS Timer). 

3. Positively decodes the following compatibility I/O registers to improve performance: a) Interrupt controller 
(8259) I/O registers contained within the ESC to optimize Interrupt processing. If enabled through the 
PDCON Register, b) IDE registers. If enabled through the PDCON Register. 

4. Positively decodes four programmable memory address regions contained within the PCI memory space. 
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5. Positively decodes memory addresses for selected regions of main memory (located behind the Host/ PCI 
Bridge). When a main memory address Is positively decoded, the PCEB asserts the MEMOS# signal to the 
Host/PCI Bridge. The PCEB does not assert DEVSEL#. 

6. Subtractively or negatively (82375SB only) decodes cycles to the EISA Bus (see Section 4.1.1, Memory 
Space Address Decoding) . 

NOTE: 

A PCI requirement is that, upon power-up, PCI agents do not respond to any address. Typically, the 
only access to a PCI agent Is through the IDSEL configuration mechanism until the agent Is enabled 
during initialization. The PCEB/ESC subsystem Is an exception to this since it controls access to the 
BIOS boot code. The PCEB subtractively decodes BIOS accesses and passes the accesses to the 
EISA Bus where the ESC generates BIOS chip select. This allows BIOS memory to be located in the 
PCI memory space. 

4.1.1 MEMORY SPACE ADDRESS DECODING 

The MCSCON, MCSTOP, MCSBOH, MCSTOM, and PDCON Registers are used to program the decoding for 
PCI Bus memory cycles. 

4.1.1. 1 Main Memory Decoding (MEMOS#) 

The PCEB supports positive decode of main memory areas by generating a memory chip select signal 
(MEMCS#) to the Host/PCI Bridge that contains the main memory interface control. The PCEB supports 
memory sizes up to 512 MBytes (i.e., the PCEB can be programmed to generate MEMCS# for this memory 
range). For PCI memory accesses above 512 MByte (512 MBytes to 4 GBytes), the PCEB does not generate 
MEMCS# and unclaimed cycles are forwarded to the EISA Bus using either subtractive or negative (82374SB 
only) decoding. 

If a memory region is enabled, accesses to that region are positively decoded and result In the PCEB asserting 
MEMCS#. If a memory region Is disabled, accesses do not generate MEMCS# and the cycle is either 
subtractively or negatively (82374SB only) decoded and forwarded to the EISA Bus. 

Within the 512 MByte main memory range, the PCEB supports the enabling/disabling of sixteen individual 
memory ranges (Figure 3). Fourteen of the ranges are within the 640 KByte - 1 MByte area and have Read 
Enable (RE) and Write Enable (WE) attributes. These attributes permit positive address decoding for reads 
and writes to be independently enabled/disabled. This permits, for example, an address range to be positively 
decoded for a memory read and subtractively or negatively (82374SB only) decoded to the EISA Bus for a 
memory write. 

The fifteenth range (0-512 KByte) and sixteenth range (programmable limit address from 2 MByte up to 
512 MByte on 2 MByte increments) can be enabled or disabled but do not have RE/WE attributes. A seven- 
teenth range Is available that identifies a memory hole. Addresses within this hole will not generate a 
MEMCS#. These memory address ranges are: 

• 0-512 KByte 

• 512-640 KByte 

• 640-768 KBytes (VGA memory page) 

• 960 KByte to 1 MByte (BIOS Area) 

• 768-896 KByte In 16 KByte segments (total of 8 segments) 

• 896-960 KByte in 16 KByte segments (total of 4 segments) 

• 960 KByte to 1 MByte (Upper BIOS area) 

• 1-512 MByte In 2 MByte Increments. 

• Programmable memory hole in 64 KByte increments between 1 MByte and 16 MByte. 
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NOTE: 

Shaded areas represent main memory decode regions for MEMOS#. 


Figure 3. MEMOS# Decode Areas 

Table 2 summarizes the attribute registers used in MEMOS# decoding. The MCSCON, MAR1, MAR2, and 
MAR3 Registers are used to assign RE/ WE attributes to a particular memory range. The MEMOS# hole is 
programmed using the MOSTOH and MOSBOH Registers. The region above 1 MByte is programmed using 
the MOSTOM Register. The region from 0-512 KByte is enabled/disabled using bit 4 of the MOSOON Regis- 
ter. MOSOON bit 4 is also used to enable and disable the entire MEMOS# function. 
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Table 2. Read Enable/Write Enable Attributes For MEMOS# Decoding 


Memory Attribute Registers 
(Register Bits are Shown in Brackets) 

Attribute 

Memory Segments 

Comments 

MCSCON[1:0] 

WE 

RE 

0800q0-09FFFFh 

51 2K to 640K 

MCSCON[3:2] 

WE 

RE 

OFOOOO-OFFFFFh 

BIOS Area 

MAR1[1:0] 

WE 

RE 

OCOOOO-OCSFFFh 

Add-on BIOS 

MARI [3:2] 

WE 

RE 

0C4000-0C7FFFh 

Add-on BIOS 

MARI [5:4] 

WE 

RE 

OCeOOO-OCBFFFh 

Add-on BIOS 

MARI [7:6] 

WE 

RE 

OCCOOO-OCFFFFh 

Add-on BIOS 

MAR2[1:0] 

WE 

RE 

ODOOOO-ODSFFFh 

Add-on BIOS 

MAR2[3:2] 

WE 

RE 

0D4000-0D7FFFh 

Add-on BIOS 

MAR2[5:4] 

WE 

RE 

ODSOOO-ODBFFFh 

Add-on BIOS 

MAR2[7:6] 

WE 

RE 

ODCOOO-ODFFFFh 

Add-on BIOS 

MAR3[1:0] 

WE 

RE 

OEOOOO-OESFFFh 

BIOS Extension 

MARS [3:2] 

WE 

RE 

0E4000-0E7FFFh 

BIOS Extension 

MARS [5:4] 

WE 

RE 

OESOOO-OEBFFFh 

BIOS Extension 

MARS [7:6] 

WE 

RE 

OECOOO-OEFFFFh 

BIOS Extension 


The PCEB generates MEMOS# from the decode of the PCI address. MEMOS# is asserted during the first 
data phase as indicated in the Figure 4. MEMOS# is only asserted for one PCI clock period. The PCEB does 
not take any other action as a result of this decode, except to generate MEMOS#. It is the responsibility of the 
device using the MEMOS# signal to generate DEVSEL#, TRDY# and any other cycle response. The device 
using the MEMOS# will always generate DEVSEL# on the next clock. This fact can be used to avoid an extra 
clock delay In the subtractive decoder described in the next section. 


FRAME# \ ^ 

PCI ADDR/DATA X 

4 * — 

MEMCS#~~ \ / 

1 2 3 4 

290477-46 


NOTE: 

Since MEMOS# is point-to-point (a sideband signal), the signal meets the guaranteed setup time to clock edge 3 (and 
clock edge 4). This fast generation of MEMOS# prevents the penalty caused by the decoding delay. 


Figure 4. MEMOS# Generation 
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4. 1.1. 2 BIOS Memory Space 

The BIOS memory space is subtractively decoded. BIOS is typically “shadowed” after configuration and 
initialization is complete. Thus, negative decoding is not Implemented for accesses to the BIOS EPROM 
residing on the expansion bus. 

The ESC decoder supports BIOS space up to 512 KBytes. The standard 128 KByte BIOS memory space is 
OOOE OOOOh to OOOF FFFFh (top of 1 MByte), and aliased at FFFE OOOOh to FFFF FFFFh (top of 4 GByte) and 
FFEE OOOOh to FFEF FFFFh (top of 4 GByte -1 MByte). These aliased regions account for the CPU reset 
vector and the uncertainty of the state of the A20Gate when a software reset occurs. 

Note that the ESC component contains the BIOS space decoder that provides address aliasing for BIOS at 
4 GByte or 4 GByte - 1 MByte by ignoring the LA20 address line. 

The additional 384 KByte BIOS memory space at FFF8 OOOOh to FFFD FFFFh Is known as the enlarged BIOS 
memory space. Note that EISA memory (other than BIOS) must not reside within the address range from 
4 GByte -1.5 MByte to 4 GByte - 1 MByte and from 4 GByte - 512 KByte to 4 GByte to avoid conflict with BIOS 
space. 

Since the BIOS device is 8 or 16 bits wide and typically has very long access times, PCI burst reads from BIOS 
space invoke a disconnect target termination (using the STOP# signal) after the first data transaction In order 
to meet the PCI incremental latency guidelines. 


4. 1.1. 3 Subtractively And Negatively Decoded Cycles To EISA 

The PCEB uses subtractive and negative (62375SB only) decoding to forward PCI Bus cycles to the EISA Bus. 
These modes are defined at the beginning of section 4.0. Bit 0 of the PDCON Register selects between 
negative and subtractive decoding. 

For subtractive decoding on the 82375EB, the DEVSEL# sample point (Figure 5) can be configured to two 
different settings by programming the PCICON Register. If the “typical” point is selected, DEVSEL# Is sam- 
pled at T, and, If inactive, the cycle is forwarded to EISA. If the “slow” point is selected, DEVSEL# is sampled 
at F, T, and S. The sample point should be configured to match the slowest PCI device in the system. This 
programmable capability (T or S) permits systems to optimize the DEVSEL# time-out latency to the response 
capabilities of the PCI devices in the system. The sample point selected must accommodate the slowest 
device on the PCI Bus. Note that when these unclaimed cycles are forwarded to the EISA Bus, the PCEB 
drives the DEVSEL# active. An active MEMCS# always results in an active DEVSEL# on the “Typical” 
sample point. 

For subtractive decocBng on the 82375SB* the DEVSEL# sample point can be configured to two different 
settings by programming the PCICON Register (slow and typical). 
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NOTE: 

Fast DEVSEL# is not supported on the 82378EB or 82375SB. 


Figure 5. DEVSEL# Sample Points 

Only unclaimed PCI cycles within the memory address range from 0 to 4 GByte and I/O address range from 0 
to 64 KByte are forwarded to EISA. Unclaimed PCI I/O cycles to address locations above 64 KBytes are not 
forwarded to the EISA Bus and the PCEB does not respond with DEVSEL#. In this case, these unclaimed 
cycles cause the master to terminate the PCI cycle with a master abort. 

For tho 020T4SB, if negative decoding is used, the PCEB begins the PCI4o*EISA oycie forwarding process at 
the ‘last** sample point Oomp^ed to the system that uses subtractive decode at the **slow“ sample point, 
negative decoding reduces the decoding overhead by 2 PCI clock cycles, ih the case of subtractive decode at 
the **typical** sampling point, negative decoding reduces the ovemead by 1 PCI dock. 

The PCEB contains programmable configuration registers that define address ranges for PCI resident devices. 
There is a set of registers associated with MEMCS# decoding of main memory areas and set of registers for 
defining address mapping of up to four memory regions that are mapped to PCI for EISA Bus initiated cycles. 
Note that on the 82375EB, there is no equivalent mechanism for mapping the PCI memory regions to EISA 
and, therefore, all PCI memory cycles that need to be forwarded to the EISA Bus use subtractive decoding. 

For the 823T4S8, when negative decoding is selected, memory cycles with addresses other than those 
spedfled by ti^e MEMOS# mapping for positive decode (via the MCSCON, MOSBOH, MCSTOH, MCSTOM, 
MAR1, MAR2, and MARS Registers) or the four programmable EISA-to-PCI memory regions (via MEM- 
REGN{4:1]) are immediately forwarded to the EISA Bus without waiting for a DEVSEL# time-out. 
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Negative decoding has ^e foWov^ng properties, 

♦ All addresses above the top of main memory or within the MEMOS# hole (as defined by the MEMOS# 
map) are negatively decoded to EISA, except for the four programmable EISA-to-PCI memory regions. 
These regions {MEMRE0NI4:1]) can overlap with active main memory ranges, the main memory hole, or 
with the memory space above the top of main memory. PCI accesses to MEMRE0NE4:1] are always 
subtractively decoded to EISA. 

♦ Ail address^ within MEMOS# defined ranges 640 KByte to 1 MByte can be either mapped to PCI or EISA 
using positive decoding. Some of these regions alidw more detaW mapping based on programmable 
access attributes (read enable and write enable). This permits a region to be posifively decoded for the 
enabled attribute and negatively decoded, if enabled, to the EISA Bus for the disabled attribute. For exam- 
pie, if a region is enabled for reads and disabled for wrtes, accesses to the region i^e positively decoded to 
the PCI for reads and negatively decoded. If enabled, to EISA for writes. If negafive decoding is disabled 
{Le.» subtractive decoding enabled), the wdte is subtractively decoded to EISA. 

♦ When negafive decoding Is enabled, MEMREGNt4:1J can stiff be set up for subtractive decoding. A PCI 
device that requires subtractive decoding must reside within Region As a result, the subfiactive 
decoding penalty is only assodated with some address ranges (i.e. some devices) and not with ail non-PCI 
ranges. This feature can be used with PCI de\4ces that d^amicaliy change re^onse on PCI cycles based 
on cycle t^e or an internal device state (e.g. Intervention cycle). 

H a PCI device can not be located in one of the regions (Region [4:1}), then negafive decoding can not be 
used. This could occur for systems with very specific address mapping requirements or systems where the 
device addres^s that reside on the PCI Bus ^e highly fragmented and oouid not be accommodated with 
four regions. 

Note that the four regions do not limit mapping to only four devices. More than one device can be mapped 
into the same pr^ramms^le region. These devices will reside within their own sub-regions, which are liot 
necessarily contiguous. 


4.1.2 PCEB CONFIGURATION REGISTERS 

PCI accesses to the PCEB configuration registers are positively decoded. For a detailed address map of the 
PCEB configuration registers, see Section 3.1, Configuration Registers. 



4.1.3 PCEB I/O REGISTERS 

The only I/O-mapped register in the PCEB Is the BIOS Timer Register. Section 3.2 provides details on the 
address mapping of this register. Note that the internal decode of the BIOS Timer Register is disabled after 
reset and all I/O accesses that are not contained within the PCI are subtractively decoded and passed to EISA 
Bus. To enable I/O access to the PCEB’s BIOS Timer Register, The BTMR Register must be programmed. 


4.1.4 POSITIVELY DECODED COMPATIBILITY I/O REGISTERS 

The 8259 Interrupt controller and IDE register locations are positively decoded. Access to the corresponding 
I/O address ranges must first be enabled through the PDCON Register. 

PCI accesses to these registers are broadcast to the EISA Bus. These PCI accesses require the ownership of 
the EISA Bus, and will be retried If the EISA Bus is owned by an EISA/ ISA master or the DMA. 
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4. 1.4.1 ESC Resident PIC Registers 

Access to the 8259 registers are positively decoded, if enabled through PDCON Register, to minimize access 
time to the system Interrupt controller during Interrupt processing (In particular during the EOl command 
sequence). Table 3 shows the 8259 I/O address map. After PCIRST#, positively decoded access to these 
address ranges is disabled. 


Table 3. ESC Resident Programmable Interrupt Controller (PIC) Registers 


Address 

(hex) 

Address 

Bits 

FEDC 

Address 

Bits 

BA98 

Address 

Bits 

7654 

Address 

Bits 

3210 

Access 

Type 

Register Name 

0020h 

0000 

0000 

001 X 

xxOO 

R/W 

INT 1 Control 

0021 h 

0000 

0000 

001 X 

xxOI 

R/W 

INT 1 Mask 

OOAOh 

0000 

0000 

lOIx 

xxOO 

R/W 

INT 2 Control 

OOAIh 

0000 

0000 

lOIx 

xxOI 

R/W 

INT 2 Mask 


4. 1.4.2 EISA Resident IDE Registers 

The PCI address decoder positively decodes IDE I/O addresses (Primary and Secondary IDE) that exist within 
the EISA subsystem (typically on the X-bus or as an ISA slave). This feature is implemented to minimize the 
decoding penalty for the systems that use IDE as a mass-storage controller. Table 4 shows IDE’s I/O address 
map. Note that the PDCON Register controls the enable/disable function for IDE decoding. After PCIRST#, 
positive decode of the IDE address range is disabled. 


Table 4. EISA Resident IDE Registers 


Address 

(hex) 

Addess (Bits) 

Access 

Type 

Register Name 

FEDC 

BA98 

7654 

3210 

0170h 

0000 

0001 

0111 

0000 


Secondary Data Register 

0171h 

0000 

0001 

0111 

0001 

HIQ2QII 

Secondary Error Register 

0172h 

0000 

0001 

0111 

0010 

R/W 

Secondary Sector Count Register 

0173h 

0000 

0001 




Secondary Sector Number Register 

0174h 

0000 

0001 

0111 

0100 

R/W 

Secondary Cylinder Low Register 

0175h 

0000 

0001 

0111 

0101 

R/W 

Secondary Cylinder High Register 

0176h 

0000 

0001 

0111 

0110 

R/W 

Secondary Drive/head Register 

0177h 

0000 

0001 • 

0111 

0111 

R/W 

Secondary Status Register 

OlFOh 

0000 

0001 

1111 

0000 

R/W 

Primary IDE Date Re^ster 

OlFlh 

0000 

0001 

1111 

0001 

R/W 

Primary Error Register 

01F2h 

0000 

0001 

1111 

0010 

R/W 

Primary Sector Count Register 

01F3h 

0000 

0001 

1111 

0011 

R/W 

Primary Sector Number Register 
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Table 4. EISA Resident IDE Registers (Continued) 


Address 

(hex) 

Addess (Bits) 

Access 

Type 

Register Name 

FEDC 

BA98 

7654 

3210 

01F4h 

0000 

0001 

1111 

0100 

R/W 

Primary Cylinder Low Register 

01F5h 

0000 

0001 

1111 

0101 

R/W 

Primary Cylinder High Register 

01F6h 

0000 

0001 

1111 

0110 

R/W 

Primary Drive/head Register 

01F7h 

0000 

0001 

1111 

0111 

R/W 

Primary Status Register 

0376h 

0000 

0011 

0111 

0110 

R/W 

Secondary Alternate Status Register 

0377h 

0000 

0011 

0111 

0111 

R 

Secondary Drive Address Register 

03F6h 

0000 

0011 

1111 

0110 

R/W 

Primary Alternate Status Register 

03F7h 

0000 

0011 

1111 

0111 

R 

Primary Drive Address Register 


4.2 EISA Cycle Address Decoding 

For EISA Bus cycles, the PCEB address decoder determines the destination of EISA/ ISA master and DMA 
cycles. This decoder provides the following functions: 

• Positively decodes memory and I/O addresses that have been programmed into the PCEB for forwarding 
to the PCI Bus. This includes accesses to devices that reside directly on the PCI (memory Regions [4:1] 
and I/O Regions [4:1]) and segments of main memory that resides behind the Host/PCI Bridge. 

• Provides access attributes for memory Regions [4:1]. These attributes are used to select the most optimum 
access mode (buffered or non-buffered). 

• All cycles that are not positively decoded to be forwarded to PCI are contained within EISA. 

NOTE: 

The registers that reside in the PCEB (configuration registers and BIOS Timer) are not accessible 
from the EISA Bus. 


4.2.1 POSITIVELY DECODED MEMORY CYCLES TO MAIN MEMORY 

The EISA/ISA master or DMA addresses that are positively decoded by the PCEB are forwarded to the PCI 
Bus. If the address is not positively decoded by the PCEB, the cycle is not forwarded to the PCI Bus. Subtrac- 
tive and negative (82374SB only) decoding are not used on the EISA Bus. 

The PCEB permits several EISA memory address ranges (items a-i) to be positively decoded. EISA Bus cycles 
to these regions are forwarded to the PCI Bus. Regions described by a-f and h are fixed and can be enabled or 
disabled independently. These regions are controlled by the EADC1 and EADC2 Registers. 

The region described by g defines a space starting at 1 MByte with a programmable upper boundary of 
4 GByte - 2 MByte. Within this region a hole can be opened. Its size and location are programmable to allow a 
hole to be opened in memory space (for a frame buffer on the EISA Bus, for example). The size of this region 
and the hole are controlled by the MCSTOM, MCSBOH and MCSTOH Registers. If a hole in main memory is 
defined, then accesses to that address range are contained within EISA, unless defined by the EISA-to-PCI 
memory regions as a PCI destined access. (See next section.) 
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a. 0-512 KByte 

b. 512-640 KByte 

c. 640-768 KByte (VGA memory) 

d. 768-896 KByte in eight 16 KByte sections (Expansion ROM) 

e. 896-960 KByte in four 16 KByte sections (lower BIOS area) 

f. 960 KByte to 1 MByte (upper BIOS area) 

g. 1 MByte to the top of memory (up to 4 GByte-2 MByte) within which a hole can be opened. Accesses to the 
hole are not forwarded to PCI. The top of the region can be programmed on 2 MByte boundaries up to 
4 GByte-2 MByte. The hole can be between 64 KByte and 4 GByte-2 MByte In 64 KByte increments and 
located on any 64 KByte boundary. 

h. 16 MByte-64 KByte to 16 MByte (FFOOOO-FFFFFFh). EISA memory cycles In this range are always for- 
warded to the PCI Bus, if this range exists in main memory as defined by the MEMCS# registers. In this 
case, the enable/disable control bit in EADC2 Register is a don’t care. If this range is not defined in main 
memory (i.e., above the top of memory or defined as a hole in the main memory), EISA cycles to this 
address range are forwarded to the PCI Bus, based on the enable/disable bit in the EADC2 Register. (This 
capability is used to support access of BIOS at 16 MBytes.) 

i. 4 GByte-2 MByte to 4 GByte. The address map must be programmed in a such way that this address range 
is always contained within EISA. This Is to avoid conflict with local BIOS memory response In this address 
range. If this region must be mapped to PCI, then programming of the BIOS decoder Registers contained 
within the ESC must ensure that there is no conflict. To map this region to PCI, one of the four programmable 
EISA-to-PCI memory regions must be used. Mapping of this region to the PCI might be required In the case 
when BIOS resides on the PCI and the PCI/EISA system must have consistent address maps for both PCI 
and EISA. 

For detailed Information on the PCEB registers used to control these address regions, refer to Section 3.1, 

PCEB Configuration Registers. 
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EISA memory cycles positively decoded for forwarding to PCI are allowed to be handled by the PCEB’s Line 
Buffer management logic, if the line buffering is enabled through the PCICON Register. 
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For EISA-to-PCI transactions there are 2 modes of operation of the PCEB’s Line Buffers: 

• Buffered: Read-prefetch, write posting with data assembly. 

• Non-buffered: Bypass path used. 

Accesses within the main memory address range are normally performed in buffered mode. If there are 
programmable memory regions defined within the main memory hole or above the top of the main memory 
MEMREGN[4:1], then the mode of access depends on configuration bits of the EPMRA Register. Access 
attribute bits associated with these regions override the default buffered mode for a particular address range in 
the case of programmable regions overlapping with active main memory regions. 

Access to the 64 KByte area at the top of 16 MBytes (FFOOOO-FFFFFFh) on the PCI, If this region Is within 
main memory or within the main memory hole and enabled via the EADC2 Register, are always forwarded in a 
non-buffered mode, unless overlapped with a programmable region that defines buffered access mode. 


4.2.2 PROGRAMMABLE EISA-TO-PCI MEMORY ADDRESS REGIONS 

The PCEB supports four programmable memory regions for EISA-to-PCI transfers. The PCEB positively de- 
codes EISA memory accesses to these regions and forwards the cycle to the PCI Bus. This feature permits 
EISA master accesses to PCI devices that reside within these address ranges. 

Regions can be enabled or disabled. After reset, all regions are disabled. Each region has an associated Base 
and Limit Address fields MEMREGN[4:1] that determine the size and location of each region. These registers 
are programmed with the starting address of the region (Base) and ending address of the region (Limit). The 
address range for a particular region is defined by the following equation: 

Base Address ^ Address ^ Limit Address 

These regions can be defined anywhere In the 4 GByte address space at 64 KByte boundaries and with 
64 KByte granularity. In practical applications, the regions will be mapped within the main memory hole or 
above the top of the memory defined by the MEMCS# map. 

Access to the memory locations within a region can be performed in one of two modes: 

• Non-Buffered Mode: PCEB’s EISA-to-PCI Line Buffers can be disabled for all EISA-to-PCI memory read/ 
write accesses through the PCICON Register or for selected accesses through EPMRA Register. 

• Buffered Mode: Line Buffers enabled. Read-prefetch and write-assembly/posting allowed (without strong 
ordering). 

Since buffered mode provides maximum performance (and concurrency in non-GAT mode), it should be 
selected, unless the particular region Is used for memory-mapped I/O devices. I/O devices can not be ac- 
cessed in read-prefetch or write-assembly/ posted fashion because of potential side-effects (see Section 6.0, 
Data Buffering). 


4.2.3 PROGRAMMABLE EISA-TO-PCI I/O ADDRESS REGIONS 

The PCEB provides four programmable I/O address regions. These regions are defined by Base and Limit 
addresses fields contained in the associated IOREGN[4:1] Registers. These regions can be defined anywhere 
within the 64 KByte I/O space on Dword boundaries (and with Dword granularity). See Section 4.1, PCEB 
Configuration Registers. 
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4.2.4 EXTERNAL EISA-TO-PCI I/O ADDRESS DECODER 

Since the I/O address map may be highly fragmented, it is impractical to provide enough programmable 
regions to completely define mapping of registers for I/O devices on the PCI. The PCEB’s input signal pin 
PIODEC# can be used, if a more complex I/O decode scheme is needed. PIODEC# complements the 
functions of the four PCEB programmable I/O regions with external decode logic. If PIODEC# is asserted 
during an EISA I/O cycle, the cycle is forwarded to the PCI Bus. 

If the PIODEC# signal is not used, a pull-up resistor is required to provide an inactive signal level. 


4.3 Palette DAC Snoop Mechanism 

Some advanced graphics EISA/ ISA expansion boards use the pre-DAC VGA pixel data from the VGA Special 
Feature Connector and merge it with advanced graphics data (multi-media for example). The merged data is 
then run through a replicated palette DAC on the advanced graphics expansion board to create the video 
monitor signal. The replicated palette DAC is kept coherent by snooping VGA palette DAC writes. Snooping 
becomes an issue in a system where the VGA controller is placed on the PCI Bus and the snooping graphics 
board is on the EISA expansion bus. Normally, the PCI VGA controller will respond to the palette DAC writes 
with DEVSEL#, so the PCEB will not propagate the cycle to the EISA Bus using subtractive decoding. 

The burden for solving this problem is placed on the VGA subsystem residing on the PCI. The VGA subsystem 
on PCI must have an enable/disable bit associated with palette DAC accesses. When this bit is enabled the 
PCI VGA device responds in handshake fashion (generates DEVSEL#, TRDY#, etc.) to I/O reads and writes 
to the palette DAC space. 

When this bit is disabled, the PCI VGA device responds in handshake fashion only to I/O reads to palette DAC 
space. I/O writes to the palette DAC space will be snooped (data latched) by the PCI VGA device, but the PCI 
VGA subsystem will not generate a DEVSEL#. In this case, the I/O write will be forwarded to the EISA Bus by 
the PCEB as a result of subtractive decode. The PCI VGA device must be able to snoop these cycles in the 
minimum EISA cycle time. 

The state of palette-DAC snooping control bit does not affect I/O reads from the palette DAC space. Regard- 
less of whether this bit is enabled or disabled, the PCI VGA device will service the I/O reads from the palette 
DAC space. 


5.0 PCI INTERFACE 

The PCEB provides the PCI Interface for the PCI-EISA Bridge. The PCEB can be an initiator (master) or target 
(slave) on the PCI Bus and supports the basic PCI Bus commands as described in Section 5.1.1, PCI Com- 
mand Set. For EISA-to-PCI transfers, the PCEB is a master on the PCI Bus on behalf of the requesting EISA 
device. An EISA device can read and write either PCI memory or I/O space. 

The PCEB forwards unclaimed PCI Bus cycles to EISA. For PCI Bus cycles that are not claimed, the PCEB 
becomes a slave on the PCI Bus (claiming the cycle via subtractive or negative decoding) and forwards the 
cycle to the EISA Bus. Note that negative decoding is only used on the 82374SB. 

This section describes the PCI Bus transactions supported by the PCEB. The section also covers the PCI Bus 
latency mechanisms in the PCEB that limit a master’s time on the bus and the PCEB support of parity. In 
addition, the PCEB contains PCI Bus arbitration circuitry that supports up to six masters. PCI Bus arbitration is 
described In Section 5.4. 
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NOTE: 

1. All signals are sampled on the rising edge of the PCI clock. Each signal has a setup and hold 
window with respect to the rising clock edge, In which transitions are not allowed. Outside of this 
range, signal values or transitions have no significance. 

2. The terms initiator and master are synonymous. Likewise, the terms target and slave are synony- 
mous. 

3. Readers should be familiar with the PCI Bus specification. 


5.1 PCI Bus Transactions 

This section presents the PCI Bus transactions supported by the PCEB. 

5.1.1 PCI COMMAND SET 

PCI Bus commands indicate to the target the type of transaction requested by the master. These commands 
are encoded on the C/ BE [3:0] # lines during the address phase of a transfer. Table 5 summarizes the PCEB’s 
support of the PCI Bus commands. 


Table 5. PCEB-Supported PCI Bus Commands 


C/BE[3:0l# 

Command Type 

Supported As Target 

Supported As Initiator 

0000 

Interrupt Acknowledge 

Yes 

No 

0001 

Special Cycle 

No 

No 

0010 

I/O Read 

Yes 

Yes 

0011 

I/O Write 

Yes 

Yes 

0100 

Reserved 

N/A(3) 

N/A(3) 

0101 

Reserved 

N/A(3) 

N/A(3) 

0110 

Memory Read 

Yes 

Yes 

0111 

Memory Write 

Yes 

Yes 

1000 

Reserved 

N/A(3) 

N/A(3) 

1001 

Reserved 

N/A(3) 

N/A(3) 

1010 

Configuration Read 

Yes 

No 

1011 

Configuration Write 

Yes 

No 

1100 

Memory Read Multiple 

No(2) 

No 

1101 

Reserved 

N/A(3) 

N/A(3) 

1110 

Memory Read Line 

No(2) 

No 

1111 

Memory Write and Invalidate i 

Nod) 

No 


NOTES: 

1 . As a target, the PCEB treats this command as a memory write command. 

2. As a target, the PCEB treats this command as a a memory read command. 

3. The PCEB considers a reserved command invalid and, as a target, completely ignores the transaction. All internal ad- 
dress decoding is ignored and the PCEB never asserts DEVSEL#. As a PCI master, the PCEB never generates a bus 
cycle with a reserved command type. 


2-1034 






82375EB/SB 

® 


5.1.2 PCI CYCLE DESCRIPTIONS 

Each PCI Command is listed below with the following format of information: 

Command Type 
PCEB target support 
-Decode method 
-Data path 
-PCEB response 
-Result of no response on EISA 
PCEB Initiator support 
-Data path 

-Conditions for generating command 
-Result of no response on PCI 



5.1.2.1 Interrupt Acknowledge 

Target support: 

Decode: Positive 

Data Path: Flow through 

Response: 

The interrupt acknowledge cycle Is subject to retry. If the PCEB is locked, or if the interrupt acknowledge cycle 
triggers buffer management activity, or If the EISA Bus is occupied by an EISA/ ISA master or the DMA, the 
interrupt acknowledge cycle is retried. 

The interrupt acknowledge command is a single byte read that is implicitly addressed to the interrupt controller 
in the ESC component. The address bits are logical “don’t cares” during the address phase and the byte 
enables indicate to the PCEB that an 8-bit interrupt vector is to be returned on byte 0. After performing the 
necessary buffer management operations and obtaining ownership of the EISA Bus, the PCEB generates a 
single pulse on the PEREQ#/INTA# inter-chip signal and performs an I/O read cycle (on the EISA Bus) to 
the ESC internal registers residing at I/O address 04h. The ESC decode logic uses the PEREQ#/INTA# 
signal to distinguish between standard accesses to I/O address 04h (DMA controller) and special accesses 
that result in a vector being read by the PCEB. The PCEB holds the PCI Bus, in wait states, until the interrupt 
vector is returned. PEREQ#/INTA# remains asserted until the end of the read cycle. 

Result of no response on EISA: 

The PCEB runs a standard length EISA I/O read cycle and terminates normally. The value of the data returned 
as an interrupt vector is meaningless. 

Initiator support: None. 


NOTE: 

The PCEB only responds to PCI interrupt acknowledge cycles If this operation is enabled via bit 5 of 
the PCICON Register). 
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5. 1.2.2 Special Cycle 
Target support: None. 
Initiator support: None. 


5.1.2.3 I/O Read 
Target support: 

Decode: Positive (PCEB and some ESC registers) & Subtractive 

Data Path: Flow through 

Response: 

The PCEB claims I/O read cycles via positive or subtractive decoding and generates DEVSEL#. The Internal 
PCEB registers (BIOS Timer) and the IDE and the 8259 registers are positively decoded. Any unclaimed cycle 
below 64 KByte is subtractively decoded and forwarded to the EISA Bus. The I/O read cycle is subject to retry. 
If the PCEB is locked, if the cycle triggers buffer management activity, or if the EISA Bus is occupied by an 
EISA/ISA master or the DMA, the I/O read cycle is retried. If the cycle gets retried due to an occupied EISA 
Bus, the EISA Bus Is requested. 

Once an I/O read cycle is accepted (not retried) by the PCEB, the PCI Bus is held in wait states using TRDY# 
until the cycle Is completed internally or on the EISA Bus. 

Burst I/O reads to the EISA Bus or to the PCEB are not supported. Therefore, any burst I/O read cycles 
decoded by the PCEB are target terminated after the first data transaction using the disconnect semantics of 
the STOP# signal (Disconnect A). 

Result of no response on EISA: The PCEB runs a standard length EISA I/O cycle and terminates normally. 

Initiator support: 

The PCEB generates PCI Bus I/O read cycles on behalf of an EISA master. EISA cycles are forwarded to the 
PCI Bus if the I/O address is within one of four programmable I/O address regions as defined In Section 4.0 
Address Decoding. 

Result of no response on PCI: Master abort due to DEVSEL# time-out. PCEB returns data value FFFFFFFFh. 


5. 1.2.4 I/O Write 
Target support: 

Decode: Positive (PCEB/ ESC registers) & Subtractive 

Data Path: Flow through 

Response: 

I/O write cycles can be claimed by the PCEB via positive or subtractive decoding. In either case, the PCEB 
generates DEVSEL#. The Internal PCEB registers (BIOS Timer), IDE registers and 8259 registers are positive- 
ly decoded. If enabled. Any unclaimed cycle below 64 KByte is subtractively decoded and forwarded to the 
EISA Bus. The I/O write cycle Is subject to retry. If the PCEB is locked, if the cycle triggers buffer management 
activity, or if the EISA Bus Is occupied by an EISA/ISA master or the DMA, the I/O write cycle is retried. If the 
cycle is retried due to an occupied EISA Bus, the EISA Bus is requested. 

Once an I/O write cycle is accepted (not retried) by the PCEB, the PCI Bus is held in wait states using TRDY# 
until the cycle is completed within the PCEB or on the EISA Bus. 

Burst I/O writes to the EISA Bus or to the PCEB are not supported. Therefore, any burst I/O write cycles 
decoded by the PCEB are target terminated after the first data transaction using the disconnect semantics of 
the STOP# signal (Figure 5-12, Disconnect A). 
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Result of no response on EISA: 

The PCEB runs a standard length EISA I/O cycle and terminates normally. 

Initiator support: 

The PCEB generates PCI I/O write cycles on behalf of an EISA master. EISA cycles are forwarded to the PCI 
Bus if the I/O address is within one of the four programmable I/O address regions defined in Section 4.0, 
Address Decoding. 

Result of no response on PCI; 

Master abort due to DEVSEL# time-out. 


5. 1.2.5 Memory Read 
Target support: 

Decode; Negative (82374SB only) and Subtractive 

Data Path; Flow through 

PCEB Response: 

Memory read cycles may be claimed by the PCEB via negative or subtractive decoding. The PCEB claims the 
cycle by asserting DEVSEL#. Unclaimed PCI cycles (DEVSEL# time-out) are claimed by the PCEB via 
subtractively decoding and forwarded to the EISA Bus. The memory read cycle is subject to retry. If the PCEB 
is locked, if the cycle triggers buffer management activity, or if the EISA Bus is occupied by an EISA/ISA 
master or the DMA, the memory read cycle is retried. If the cycle is retried due to an occupied EISA Bus, the 
EISA Bus is requested. 

Once a memory read cycle is accepted (not retried) by the PCEB, the PCI Bus Is held in wait states, using 
TRDY#, until the cycle Is completed to the EISA Bus. 

Incremental burst memory reads destined for the EISA Bus take longer than the allowed 8 PCICLKs. There- 
fore, any burst memory read cycle decoded by the PCEB causes the PCEB to target terminate the cycle after 
the first data transaction using the disconnect semantics of the STOP# signal (Figure 5-8, Disconnect A). 

Result of no response on EISA: 

The PCEB runs a standard length EISA memory read cycle and terminates normally. 

Initiator support: 

Data Path: Line Buffer when enabled. Flow through when Line Buffer is disabled or it is a bypass cycle. 
Cycle Generation Conditions: 

As an initiator, the PCEB generates a PCI memory read cycle when it decodes an EISA memory read cycle 
destined to the PCI that can not be serviced by the Line Buffer. This condition occurs for EISA/ ISA master and 
DMA cycles that can not be serviced by the Line Buffer because the Line Buffer Is empty, there is a Line Buffer 
miss, or Line Buffering is disabled. 

As an initiator, the PCEB only generates linear incrementing burst ordering that is signaled by AD[1:0] = 00 
during the address phase. Other types of burst transfers (I.e. cache line toggle mode) are never initiated by the 
PCEB. 

The PCEB generates a burst memory read when it is fetching 1 6 bytes into one of the four Line Buffers. 
Result of no response on PCI; 

Master abort due to DEVSEL# time-out. PCEB returns data value FFFFFFFFh. 
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5.t.2.6 Memory Write 
Target support: 

Decode: Negative (82374SB only) and Subtractive 

Data Path: Flow through 

PCEB Response: 

Memory write cycles may be claimed by the PCEB via negative or subtractive decoding. The PCEB asserts 
DEVSEL# to claim the cycle. Unclaimed PCI cycles (DEVSEL# time-out) within the 4 GByte memory space 
are claimed by the PCEB via subtractively decoding and forwarded to the EISA Bus. The memory write cycle Is 
subject to retry. If the PCEB is locked, the cycle triggers buffer management activity. If the EISA Bus is 
occupied by an EISA/ISA master or the DMA, the memory write cycle Is retried. If the cycle is retried due to a 
disabled buffer because the EISA Bus Is occupied, the EISA Bus Is requested. 

Once a memory write cycle is accepted (not retried) by the PCEB, the PCEB holds the PCI Bus in wait states 
(using TRDY#) until the cycle is completed on the EISA Bus. 

Result of no response on EISA: The PCEB initiates a standard length EISA memory write cycle and terminates 
normally. 

Initiator support: 

Data Path: Line Buffer when enabled, flow through when Line Buffer is disabled. 

Cycle Generation Conditions: 

As an initiator, the PCEB generates a PCI memory write cycle when it decodes an EISA memory write cycle 
destined to PCI, that can not be serviced by the Line Buffer because it is disabled. This occurs for EISA/ISA 
masters and DMA cycles when the Line Buffer is disabled. The PCEB also generates a memory write cycle 
when the Line Buffer needs to be flushed. The Line Buffer is flushed under several conditions. Including when 
the 16 byte line is full, when there is a “miss” to the current 16 byte line, or when it is required by the buffer 
management logic. (See Section 6.0, Data Buffering). 

As an Initiator, the PCEB generates only linear incrementing burst ordering that Is signaled by AD[1:0] = “00” 
during address phase. Other types of burst transfers (i.e. cache line toggle mode) are never Initiated by the 
PCEB. 

Result of no response on PCI: Master abort due to DEVSEL# time-out. 


5. 1.2.7 Configuration Read, Configuration Write 

Target support: 

Decode: via IDSEL pin 

Data Path: Flow through 

Response: 

The PCEB responds to configuration cycles by generating DEVSEL# when Its IDSEL signal Is asserted, 
regardless of the address. During configuration cycles, AD[7:2] are used to address the PCEB’s configuration 
space. AD[3T.8] are not used and are logical “don’t cares”. AD[1:0] must be zero. 

Result of no response on EISA: N/A 

Initiator support: 

Configuration cycles are never generated by the PCEB. 
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5. 1.2.8 Memory Read Multiple 
Target support: 

The PCEB aliases this command to a normal memory read cycle. See the Memory Read command descrip- 
tion. 

Initiator support: 

Memory read multiple cycles are never generated by the PCEB. 


5. 1.2.9 Memory Read Line 
Target support: 

The PCEB aliases this command to a normal memory read. See the Memory Read command description. 

Initiator support: 

Memory read line cycles are never generated by the PCEB. 

5.1.2.10 Memory Write And Invalidate 

Target support: 

Response: 

The PCEB treats this command like a memory write. See the Memory Write command description. 

Initiator support: 

Cycle Generation Conditions: 

The PCEB does not generate this command cycle. 

5.1.3 PCI TRANSFER BASICS 

The basic bus transfer mechanism on the PCI Bus is a burst. A burst is comprised of an address phase and 
one or more data phases. The PCI protocol specifies the following types of burst ordering (signaled via A[1:0] 
during the address phase): 

A[1:0] Burst Order 

0 0 Linear Incrementing 

0 1 Cache line toggle mode 

1 X Reserved 

The PCEB only supports linear incrementing burst ordering as an Initiator. Data transfers for ordering other 
than linear incrementing are disconnected by the PCEB (burst split into multiple single data transfers). 

The fundamentals of all PCI data transfers are controlled with the following three signals: 

• FRAME# Is driven by the PCI master to indicate the beginning ahd end of a transaction. 

• IRDY# is driven by the PCI master, allowing it to force wait states. 

• TRDY# is driven by the PCI target, allowing it to force wait states. 

The PCI Bus is Idle when both FRAME# and IRDY# are negated. The first clock edge that FRAME# is 
sampled asserted Is the address phase, and the address and bus command code are transferred on that clock 
edge. The next clock edge begins the first of one or more data phases. During the data phases, data is 
transferred between master and slave on each clock edge that both IRDY# and TRDY# are sampled assert- 
ed. Wait states may be Inserted by either the master (by negating IRDY#) or the target (by negating TRDY#). 
When a PCI master has one more data transfer to complete the cycle (which could be Immediately after the 
address phase), it negates FRAME#. IRDY# must be asserted at this time, indicating that the master Is ready 
for the final data transfer. After the target indicates the final data transfer (TRDY# asserted), the master 
negates IRDY#, causing the target’s PCI interface to return to the Idle state (FRAME# and IRDY# negated), 
on the next clock edge. 
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For I/O cycles, PCI addressing is on byte boundaries and all 32 AD lines are decoded tp provide the byte 
address. For memory cycles, AD[1:0l are used to define the type of burst ordering. For configuration cycles, 
DEVSEL# is strictly a function of IDSEL#. Configuration registers are selected as Dwords using AD [7:2]. The 
AD[1:0] must be 00 for the target to directly respond to the configuration cycle. The byte enables determine 
which byte lanes contain valid data. 

Each PCI agent is responsible for its own positive address decode. Only one agent (the PCEB) on the PCI Bus 
may use subtractive decoding. The little endian addressing model Is used. 

The byte enables are used to determine which bytes carry meaningful data. These signals are permitted to 
change between data phases. The byte enables must be driven valid from the edge of the clock that starts 
each data phase and must stay valid for the entire data phase. Figure 7, the data phases begin on clocks 3 
and 4. (Changing byte enables during a read burst transaction is generally not useful, but is supported on the 
bus.) The master is permitted to change the byte enables on each new data phase, although the read diagram 
does not show this. The timing for changing byte enables is the same for read and write transactions. If byte 
enables are important for the target on a read transaction, the target must wait for the byte enables to be 
driven on each data phase before completing the transfer. 



5. 1.3.1 Turn-Around-Cycle Definition 

A turn-around-cycle is required on ail signals that may be driven by more than one agent. The turn-around-cy- 
cle is required to avoid contention when one agent stops driving a signal and another agent begins, and must 
last at least one clock. The symbol that represents a turn-around-cycle in the timing relationship figures is a 
circular set of two lines, each with an arrow that points to the other’s tail. This turn-around-cycle occurs at 
different times for different signals. For example, the turn-around-cycle for IRDY#, TRDY# and DEVSEL# 
occurs during the address phase and for FRAME#, C/BE# and AD, it occurs during the idle cycle. 


5. 1.3.2 Idle Cycle Definition 

The cycle between clocks 7 and 8 in Figure 8 is called an Idle cycle. Idle cycles appear on the PCI Bus 
between the end of one transaction and the beginning of the next. An idle cycle occurs when both FRAME# 
and IRDY# are negated. 
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Figure 7. PCEB Burst Read from PCI Memory 
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Figure 8. PCI Master Read from the PCEB (Burst with Target Termination) 
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5.1.4 BASIC READ 

As a PCI master, the PCEB performs memory and I/O read transfers. Figure 7 shows a PCEB zero wait state 
burst read from PCI memory (PCEB is a master). If buffering of memory accesses is enabled, read transfers 
use prefetching. When reading data from PCI memory, the PCEB requests a minimum of 16 bytes (one data 
line of the Line Buffer), via a four data phase burst read cycle, to fill one of its internal Line Buffers. The PCEB 
does not buffer PCI I/O reads and only required data is transferred during these cycles. Read Cycles to PCI 
are generated on behalf of EISA/ISA masters and DMA devices. 

The PCEB asserts FRAME# on clock 1 and places the address on AD[31 :2]. CB/E[3:0] # contain a valid bus 
command. AD[1;0] contain the byte address for I/O cycles, burst order Indication for memory cycles, and are 
00 for configuration cycles. 

The clock following the address phase is the beginning of the data phase. During the data phase, C/BE [3:0] # 
indicate which byte lanes are involved in the transaction. If the byte lanes involved in the transaction are 
different for data 1 and data 2, the PCEB drives new C/BE[3:0] values on clock 4. C/BE[3:0]# remain active 
until the end of the burst transfer. 

The first data phase of a read transaction requires a turn-around-cycle, which is enforced by the target 
preventing the assertion of TRDY# until at least clock 3. The PCEB stops driving the address at clock 2. The 
target can not drive the AD bus until clock 3. This allows enough time for the PCEB to float its AD outputs. The 
target is required to drive the AD lines as soon as possible after clock 3, even though valid data may not be 
ready and the target may want to stretch the initial data phase by delaying TRDY#. This insures that the AD 
lines are not left floating for long intervals. The target must continue to drive these lines until the end of the 
burst transaction. 

A single data phase is completed when the initiator of the cycle samples TRDY# asserted on the same clock 
that IRDY# is asserted. To add wait states, the target must negate TRDY# for one or more clock cycles. As a 
master, the PCEB does not add wait states. In Figure 7, data is transferred on clocks 4 and 5. The PCEB 
knows, at clock 6, that the next data phase is the last and negates FRAME#. As noted before, the PCEB can 
burst a maximum of four data cycles when reading from PCI memory. 

As a PCI target, the PCEB responds to both I/O and memory read transfers. Figure 8 shows the PCEB, as a 
target, responding to a PCI master read cycle. For multiple read transactions, the PCEB always target termi- 
nates after the first data read transaction by asserting STOP# and TRDY#. These signals are asserted at the 
end of the first data phase. For single read transactions, the PCEB completes the cycle in a normal fashion (by 
asserting TRDY# without asserting STOP#). Figure 8 shows the fastest PCEB response to an access of an 
internal configuration register. During EISA Bus read accesses, the PCEB always adds wait states by negating 
TRDY# until the transfer on the EISA Bus Is completed. 

When the PCEB, as a target, samples FRAME# active during a read cycle and positively decodes the cycle, it 
asserts DEVSEL# on the following clock (clock 3 in Figure 8). Note that, if the PCEB subtractively or negative- 
ly (82374SB only) decodes the cycle, DEVSEL# is not asserted for two to three PCICLK’s after FRAME# Is 
sampled active, (see Section 5.1.9, Device Selection). When the PCEB asserts DEVSEL#, it also drives 
AD[31 :0], even though valid data is not available. TRDY# is also driven from the same clock edge but it is not 
asserted until the PCEB Is ready to drive valid data. TRDY# Is asserted on the same clock edge that the PCEB 
drives valid data on AD[31:0]. If the PCEB presents valid read data during the first data phase and FRAME# 
remains active (multiple transaction indicated), the PCEB asserts TRDY# and STOP# to indicate target 
termination of the transfer. 
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5.1.5 BASIC WRITE 

Figure 9 shows the PCEB, as a master, writing to PCI memory in zero wait states. Figure 1 0 shows the fastest 
response of the PCEB, as a target, to a memory or I/O write transaction generated by a PCI master. 

As a PCI master, the PCEB performs memory write and I/O transfers. If buffering of memory accesses is 
enabled, write transfers are posted. When writing data to PCI memory, the PCEB writes a maximum of 16 
bytes (one line of the Line Buffer) using a burst write cycle. I/O writes are always non-buffered transactions. 

The PCEB generates PCI write cycles on behalf of EISA masters and DMA devices, and when the PCEB 
flushes its internal Line Buffer. 

As a PCI target, the PCEB responds to both I/O and memory write transfers. If the EISA Bus is occupied, the 
PCI write is retried by the PCEB. When the PCEB owns the EISA Bus, the transaction proceeds. For burst I/O 
writes, the PCEB always target terminates after the first data transaction by asserting STOP# and TRDY# at 
the end of the first data phase. During a burst memory write, the PCEB always target terminates after the first 
data phase. 

Figure 1 0 shows the fastest PCEB response to a write cycle targeted to an internal PCI configuration register. 
During I/O or memory write accesses to the EISA Bus, the PCEB always adds wait states. The PCEB adds 
wait states by holding TRDY# high until the transfer on the EISA Bus Is completed. 
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Figure 9. PCEB Write to PCI Memory 
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Figure 10. Fastest PCI Write to PCEB 


5.1.6 CONFIGURATION CYCLES 

One of the requirements of the PCI specification is that upon power up, PCI agents do not respond to any 
address. The only access allowed is through the IDSEL configuration mechanism. The PCEB is an exception 
to this since it controls access to the BIOS boot code. All PCEB/ESC subsystem addresses that are enabled 
after reset are accessible Immediately after power up. 

The configuration read or write command Is used to configure the PCEB. During the address phase of the 
configuration read or write cycle, the PCEB samples its IDSEL (ID select) signal (not the address lines) to 
generate DEVSEL#. In this way, IDSEL acts as a chip select. During the address phase, AD[7:2] are used to 
select a particular configuration register and BE [3:0] to select a particular byte(s). The PCEB only responds to 
configuration cycles if AD[1:0] = 00. Reference Figure 1 1 for configuration reads and writes. Note that IDSEL 
is normally a “don’t care”, except during the address phase of a transaction. Upon decode of a configuration 
cycle and sampling IDSEL active, the PCEB responds by asserting DEVSEL# and TRDY#. An unclaimed 
configuration cycle is never forwarded to the EISA Bus. 

Configuration cycles are not normally run in burst mode. If this happens, the PCEB splits the transfer into 
single cycles using the slave termination mechanism. 
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5.1.7 INTERRUPT ACKNOWLEDGE CYCLE 

The PCEB responds to an interrupt acknowledge cycle as decoded from the command during a valid address 
cycle (FRAME# asserted). The AD bus itself is a “don’t care” to the PCEB during the address phase and, 
therefore, status of the internal PCI address decoder Is not used for fonvarding the cycle to the EISA Bus 
where the system Interrupt controller resides. 

The PCEB converts the PCI interrupt acknowledge cycle into an EISA I/O read access to the address 04h, 
with special semantics indicated to the ESC via the inter-chip signaling. Before the PCI Interrupt acknowledge 
cycle can be converted into an EISA I/O read cycle, the EISA Bus must be owned. If the EISA Bus is not 
owned by the PCEB (EISAHLDA asserted), the PEREQ#/INTA# signal is asserted with PEREQ# semantics 
(PCI-to-EISA request). After the EISA Bus is acquired by the PCEB, the Interrupt acknowledge sequence can 
proceed. The PCEB starts an I/O read cycle to address 04h and asserts PEREQ#/INTA# with INTA# 
semantics. The PEREQ# /INTA# remains asserted for the duration of the EISA I/O read cycle. Therefore, 
only a single pulse is generated on the PEREQ#/INTA# signal. Conversion of the single PCI interrupt ac- 
knowledge cycle into two interrupt acknowledge pulses (that is required for 8259 compatibility) occurs Inside 
the ESC where the 8259-based Interrupt controller resides. The ESC’s EISA decoder uses the PEREQ#/ 
INTA# signal (with INTA# semantics) to distinguish between normal I/O reads to the register located at 
address 04h (DMA1 Ch2 Base and Current Address) and the interrupt acknowledge sequence. The ESC holds 
the EISA Bus in wait states until the interrupt vector Is returned to the PCEB (via SD[7:0]). The PCEB passes 
the vector to the PCI via AD[7:0] and then terminates the cycles both on EISA and PCI. Note that for 
compatibility reasons, only the ESC (containing the DMA controller) can respond to the EISA I/O read from 
04h. 

Figure 1 2 shows the PCI portion of the interrupt acknowledge sequence. The EISA portion of the sequence 
matches normal EISA I/O read timing, except that the PEREQ# /INTA# Inter-chip signal is asserted during 
the bus cycle with INTA# semantics and, during the PCEB/ESC EISA Bus ownership exchange handshake, 
with PEREQ# semantics. Note that the PCEB responses to a PCI Interrupt acknowledge cycle can be dis- 
abled by setting bit 5 in the PCI Control Register (PCICON) to 0. 
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Figure 12. PCI Interrupt Acknowledge Cycle 


5.1.8 EXCLUSIVE ACCESS 

Refer to Figure 13, Figure 14, and Figure 15 for exclusive access timing relationships. 

Target support: 

PCI provides an exclusive access mechanism that allows non-exclusive accesses to proceed in the face of 
exclusive accesses. This is referred to as a Resource Lock. (Note that the exclusive access mechanism that 
locks the entire bus is Bus Lock.) The PCEB, as a resource, can be locked by any PCI initiator. In the context 
of locked cycles, the PCEB and entire EISA subsystem are considered a single resource. (EISA subsystem Is 
indirectly locked during an exclusive access to the PCEB.) A locked access to any address contained within 
the EISA subsystem locks the entire subsystem from the PCI side. The PLOCK# signal is propagated to the 
EISA LOCK# signal. Note that write posting (PCI-to-EISA) is disabled for PCI locked cycles propagated to the 
EISA subsystem. The EISA Bus Is not released to ESC until the locked sequence Is complete. A subsequent 
PCI initiator access to the EISA subsystem, while It is locked, results In a retry. The PCEB becomes locked 
when it Is the target of the access and PLOCK# is sampled negated during the address phase. The PCEB 
remains locked until FRAME# and PLOCK# are both sampled negated. When in a locked state, the PCEB 
only accepts requests when PLOCK# is sampled negated during the address phase. If PLOCK# Is asserted 
during the address phase, the PCEB responds by asserting STOP# with TRDY# negated (RETRY). 

As an unlocked target, the PCEB ignores PLOCK# when deciding If it should respond to a PCI address 
decoder hit. Also, If PLOCK# is sampled asserted during an address phase, the PCEB does not go into a 
locked state. 

'As a locked target, the PCEB responds to an initiator when it samples PLOCK# negated during the address 
phase of the cycle in which the PCEB Is the target of the access. The locking master may negate PLOCK# at 
the end of the last data phase. When FRAME# and PLOCK# are both sampled negated, the PCEB goes to 
the unlocked state. 

Note that the PCEB does not release the EISA Bus when It is In the locked state. 
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Initiator support: 

When an EISA locked access to the PCI is encountered (EISA LOCK# asserted), the cycle is propagated to 
the PCI Bus as a PCI locked cycle. Line Buffers in the PCEB are bypassed. The PLOCK# signal must be 
negated (released) before an EISA agent can be granted the EISA Bus. Thus, when the PCEB acquires the 
PCI Bus on behalf of the EISA agent, a PCI LOCKED cycle can be performed, if needed. 



Figure 13. Beginning a Locked Cycie 



Figure 14. Continuing Locked Cycie 
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Figure 15. Access to Locked Target with PLOCK# Asserted During Address Phase 


5.1.9 DEVICE SELECTION 

The PCEB asserts DEVSEL# to indicate that it is the target of the PCI transaction. DEVSEL# is asserted 
when the PCEB, as a target, positively, subtractively, or negatively (82374SB only) decodes the PCI transac- 
tion. In all cases except one, once the PCEB asserts DEVSEL#, the signal remains asserted until FRAME# Is 
negated (IRDY# is asserted) and either STOP# or TRDY# is asserted. The exception is a target abort, 
described in Section 5.1.10, Transaction Termination. 

For most systems, PCI target devices are able to complete a decode and assert DEVSEL# within 2 or 3 
clocks of FRAME# (medium and slow in the Figure 16). Accordingly, since the PCEB subtractively or nega- 
tively (82374SB only) decodes all unclaimed PCI cycles (except configuration cycles), it provides a configura- 
tion option to reduce by 1 clock the edge at which It samples DEVSEL#, allowing faster access to the 
expansion bus. Use of this option is limited by the slowest positive decode agent on the bus. This is described 
in more detail in Section 4.0, Address Decoding. 
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5.1.10 TRANSACTION TERMINATION 

Termination of a PCI cycle can be initiated by either a master or a target. The PCEB supports both master and 
target initiated termination. All transactions are concluded when FRAME# and IRDY# are both sampled 
negated, indicating that the PCI Bus is idle. 


5.1.10.1 Master Initiated Termination 

The PCEB supports three types of master initiated termination: 

• Completion: Refers to the termination when the PCEB finishes the transaction normally. This is the most 
common type of termination. 

• Time-out: Refers to termination when the PCEB’s GNT # line is negated and its internal Master Latency 
Timer has expired. The intended transaction Is not necessarily concluded. The timer may have expired 
because of a target-induced access latency, or because the intended operation was very long. 

• Abort: Refers to termination when there is no target response (no DEVSEL# asserted) to a transaction 
within the programmed DEVSEL# response time. 

Completions and time-outs are common while the abort is an abnormal termination. A normal termination of 
this type can be seen in Section 5.1 .4 and 5.1 .5 in the descriptions of the basic PCI read and write transaction. 

The PCEB sends out a master abort (Figure 17) when the target does not respond to the PCEB-initiated 
transaction by asserting DEVSEL#. The PCEB checks DEVSEL# based on the programmed DEVSEL# 
sample point. If DEVSEL# is not asserted by the programmed sample point, the PCEB aborts the transaction 
by negating FRAME#, and then, one clock later, negating IRDY#. The master abort condition Is abnormal and 
it indicates an error condition. The PCEB does not retry the cycle. 

If the transaction is an EISA-to-PCI memory or I/O write, the PCEB terminates the EISA cycle with EXRDY. If 
the transaction Is an EISA-to-PCI memory or I/O read, the PCEB returns FFFFFFFFh on the EISA Bus. This is 
identical to the way an unclaimed cycle Is handled on the “normally ready” EISA Bus. If the Line Buffer is the 
requester of the PCI transaction, the master abort mechanism ends the PCI cycle, but no data is transferred 
into or out of the Line Buffer. The Line Buffer does not retry the cycle. The Received Master Abort Status bit In 
the PCI Status Register is set to 1 indicating that the PCEB issued a master abort. 
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5.1.10.2 Target Initiated Termination 

The PCEB supports two forms of target-initiated termination: 

• Disconnect: A disconnect termination occurs when the target is unable to respond within the latency 
guidelines of the PCI specifications. Note that this is not usually done on the first data phase. 

• Retry: Retry refers to a termination requested because the PCEB is currently In a state that makes it unable 
to process the transaction. 

Figure 1 8 and Figure 1 9 show four types of target-initiated terminations. The PCEB initiates a disconnect for 
PCI cycles destined to EISA after the first data phase due to Incremental latency requirements. The difference 
between disconnect and retry is that the PCEB does not assert TRDY# for the retry case. This instructs the 
initiator to retry the transfer at a later time. No data is transferred In a retry termination since TRDY# and 
IRDY# are never both asserted. The PCEB retries a PCI Initiator when: 

• the PCEB buffers require management activity. 

• the PCEB is locked and another PCI device attempts to select the PCEB without negating PLOCK# during 
the address phase. 

• the EISA Bus Is occupied by an EISA/ISA master or DMA. 

Target abort is another form of target-initiated termination. Target abort resembles a retry, though the target 
must also negate DEVSEL#, along with assertion of STOP#. As a target, the PCEB never generates a target 
abort. 

As a master. If the PCEB receives a target abort, it relinquishes the PCI Bus and sets the Received Target 
Abort Status bit In the PCI Status Register to a 1 . 
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Figure 18. Target Initiated Termination 



Figure 19. Target Initiated Termination 
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5.1.10.3 PCEB Target Termination Conditions 

As a target, the PCEB terminates a transaction due to the following conditions; 

Disconnect 

• When a target, the PCEB always responds with a disconnect to a multiple data phase transaction (see the 
Incremental Latency Timer section). 

Retry 

• When the pending PCI cycle initiates buffer management activity. 

• When the PCEB Is locked, as a resource, and a PCI master tries to access the PCEB without negating the 
PLOCK# signal In the address phase. 

• When the EISA Bus Is occupied by an EISA/ISA master or DMA. 

Target Abort 

• The PCEB never generates a target abort. 


5.1.10.4 PCEB Master Termination Conditions 

As an initiator, the PCEB terminates a transaction due to the following conditions: 

• Completion termination is always used by the PCEB signaling to the target that the PCEB is ready to 
complete the final data phase of the transaction. 

• Master abort termination is issued if the PCEB does not receive a DEVSEL# from a target within five 
PCICLK’s after FRAME# assertion. The PCEB sets the Received Master Abort Status bit In the PCI Status 
Register to a 1 . 

• Master initiated termination (disconnect) due to Master Latency Timer expiration when the PCEB’s PCI Bus 
grant Is removed (internal PCEBGNT # negated). 


5.1.10.5 PCEB Responses/Results Of Termination 

PCEB’s response, as a target, to a master termination; 

• Completion termination is the normal way of terminating a transaction. 

• If a PCI initiator times out due to LT time-out and ends the current transaction, the PCEB cannot detect a 
difference between normal completion termination and time-out forced termination. 

PCEB’s response as a master to target termination: 

• If the PCEB receives a target abort, it means that the target device is not capable of handling the transac- 
tion. The PCEB does not try the cycle again. If an EISA/ ISA master or the DMA is waiting for the PCI cycle 
to terminate (EXRDY negated), the target abort condition causes the PCEB to assert EXRDY to terminate 
the EISA cycle. Note that write data is lost and the read data is meaningless. This is Identical to the way an 
unclaimed cycle is handled on the “normally ready’’ EISA Bus. If the Line Buffer Is the requester of the PCI 
transaction, the target abort mechanism ends the PCI cycle, but no valid data transfers are performed Into 
or out of the Line Buffer. The Line Buffer does not try the cycle again. The Received Target Abort Status bit 
in the PCI Status Register is set to 1 indicating that the PCEB experienced a target abort condition. 

• If the PCEB is retried as an initiator on the PCI Bus, It will remove it’s request for 2 PCI clocks before 
asserting it again to retry the cycle. 
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• If the PCEB is disconnected as an initiator on the PCI Bus, It will respond very much as if it had been retried. 
The difference between retry and disconnect is that the PCEB did not see any data phase for the retry. 
Disconnect may be generated by a PCI slave when the PCEB Is running a burst memory cycle to empty or 
to fill one line (16-byte) of the Line Buffers. In this case, the PCEB may need to finish a multi-data phase 
transfer and recycles through arbitration as required for a retry. An example is when an EISA agent (EISA/ 
ISA master or DMA) issues a read request that the PCEB translates into a 1 6 byte prefetch (one line) and 
the PCEB is disconnected before the Line Buffer is completely filled. 


5.1.11 PCI DATA TRANSFERS WITH SPECIFIC BYTE ENABLE COMBINATIONS 
Non-Contiguous Combination of Byte Enables 

As a master, the PCEB might generate non-contiguous combinations of data byte enables because of the 
nature of assembly operations in the Line Buffers. 

As a target, the PCEB might need to respond to a non-contiguous combination of data byte enables. These 
cycles can not be passed directly to the EISA Bus; the EISA Bus specification does not allow non-contiguous 
combinations of byte enables. If this situation occurs, the PCEB splits the 32-blt transactions Into two 1 6-blt 
transactions by first performing the lower word transfer (indicated by BE1 # and BEO#) and then the upper 
word transfer (indicated by BE3# and BE2#). 

BE[3:0]# = 1111 

As a master, the PCEB might generate this combination of data byte enables during Line Buffer flush opera- 
tions (burst write) to optimize the usage of the PCI Bus. Correct parity is driven during this transaction on the 
PCI Bus. 

As a target, the PCEB might need to respond to this combination of data byte enables, if BE [3:0] # = 11 1 1 , the 
PCEB completes the transfer by asserting TRDY # and providing parity for read cycles. The PCEB does not 
forward the cycle to the EISA Bus. 


5.2 PCI Bus Latency 

The PCI specification provides two mechanisms that limit a master’s time on the bus. They ensure predictable 
bus acquisitions when other masters are requesting bus access. These mechanisms are master-initiated 
termination supported by a Master Latency Timer (MLT) and a target-initiated termination (specifically, discon- 
nect) supported by a target’s Incremental latency mechanism. 


5.2.1 MASTER LATENCY TIMER (MLT) 

The PCEB has a programmable Master Latency Timer (MLT). The MLT is cleared and suspended when the 
PCEB is not asserting FRAME#. The MLT Is controlled via the MLT Register (see Section 4.1 , PCEB Configu- 
ration Registers). When the PCEB, as a master, asserts FRAME#, it enables Its MLT to count. If the PCEB 
completes its transaction (negates FRAME#) before the count expires, the MLT is ignored. If the count 
expires before the transaction completes (count = number clocks programmed into the MLT Register ), the 
PCEB Initiates a transaction termination as soon as its GNT # is removed. The number of clocks programmed 
into the MLT Register represents the guaranteed time slice (measured in PCICLKs) allotted to the PCEB; after 
which It surrenders the bus as soon as its GNT # is removed. (Actual termination does not occur until the 
target is ready.) Each master on PCI contains a master latency timer. The relative values programmed In each 
master timer determines how much of the PCI bandwidth Is available to that master. Generally, If the EISA bus 
is heavily loaded with masters, the PCEB MLT register would be programmed with a relatively large value to 
give the PCEB a larger share of the PCI bus bandwidth. 
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5.2.2 INCREMENTAL LATENCY MECHANISM 

As a target, the PCEB supports the Incremental Latency Mechanism for PCI-to-EISA cycles. The PCI specifi- 
cation states that for multi-data phase PCI cycles, If the incremental latency from current data phase (N) to the 
next data phase (N + 1) is greater than eight PCICLKs, the target must manipulate TRDY# and STOP# to 
stop the transaction after the current data phase (N). All PCI-to-EISA cycles (memory read/write and I/O read/ 
write) are automatically terminated (during a burst) after the first data phase because they require more than 
eight PCICLKs to complete on the EISA Bus. 

Therefore, the PCEB does not need to specifically implement an 8 PCICLK timer and the PCEB handles a 
disconnect In a pre-determlned fashion, based on the type of current transaction. 


5.3 PCI Bus Parity Support And Error Reporting 

PCI provides for parity and asynchronous system errors to be detected and reported separately. The PCEB/ 
ESC chip set implements both mechanisms. The PCEB implements only parity generation and checking and It 
does not interface to the SERR# signal. Reporting of both PERR# and SERR# indicated errors is Implement- 
ed in the ESC. 


5.3.1 PARITY GENERATION AND CHECKING 

The PCEB supports parity generation and checking on the PCI Bus. During the address and data phases, 
parity covers AD[3T.O] and the C/BE[3:0]# lines, regardless of whether or not all lines carry meaningful 
information. Byte lanes that are not actually transferring data are still required to be driven with stable (albeit 
meaningless) data and are included in the parity calculation. Parity is calculated such that the number of 1 s on 
AD[31;0], C/BE[3:0]#, and the PAR signals is an even number. 

The role of the PCEB in parity generation/checking depends on the phase of the cycle (address or data), the 
type of bus cycle (read or write), and whether the PCEB is a master or target. The following paragraphs and 
Figure 20 summarize the behavior of the PCEB during the address and data phase of a PCI Bus cycle. 
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5.3. 1.1 Address Phase 

As a master, the PCEB drives AD[31:0] and C/BE[3:0]# and calculates the corresponding parity value and 
drives it on the PAR signal, 1 clock later. As a target, the PCEB does not check parity during the address 
phase of a bus cycle. 



5.3. 1.2 Data Phase 

As a master during a write cycle, the PCEB drives AD[31:0] and C/BE[3:0] # and calculates the correspond- 
ing parity value and drives it on the PAR signal, 1 clock later. 

As a master during a read cycle, the PCEB only drives C/BE[3:0]#. The responding target drives AD[31:0] 
lines (data) and calculates parity based on the received C/BE[3:0]# and outgoing AD[31:0] signals. The 
target drives PAR during the following clock. The PCEB calculates parity based on the outgoing C/BE[3:0l# 
and the incoming AD [31 ;0] signals at the end of the data phase. It compares it with the incoming value of the 
PAR signal and asserts PERR# if there Is no match. 

As a target during a write cycle, the PCEB calculates parity on the incoming AD[31 :0] and C/BE[3:0] # signals, 
and compares the result on the next clock with the incoming value on the PAR signal. If the value does not 
match, the PCEB asserts PERR#. 

As a target during a read cycle, the PCEB calculates parity on the incoming C/BE[3:0]# and outgoing 
AD[31:0] signals. The PCEB drives the calculated parity value during the next clock. The master of the 
transaction receives the data, calculates parity on its outgoing C/BE[3:0]# and Incoming AD[31:0] signals 
and compares its calculated value, on the next clock, with the parity value on the PAR signal (supplied by the 
PCEB). If the values do not match, the master asserts PERR#. 


5.3.2 PARITY ERROR— PERR# SIGNAL 

When the PCEB is involved in a bus transaction (master or target), it asserts the PERR# signal. If enabled via 
the PCICMD Register, to indicate a parity error for the bus cycle. PERR# Is a sustained tri-state (s/t/s) type of 
signal (see Section 2.0, Signal Description). Note that PCI parity errors signaled by PERR#, are reported to 
the host processor via the ESC’s system interrupt control logic. When the PCEB detects a parity error during 
one of its bus transactions, it sets the parity error status bit In the PCI Status Register, regardless of whether 
the PERR# signal is enabled via the PCICMD Register. 


5.3.3 SYSTEM ERRORS 

The PCEB does not generate system errors (SERR#). Thus, the PCEB does not have the capability of 
Indicating parity errors during the address phase in which it is a potential target (i.e. not a master). Note that 
system errors are reported via the ESC (companion chip). 




2-1055 


82375EB/SB 



5.4 PCI Bus Arbitration 

The PCEB contains a PCI Bus arbiter that supports six PCI Bus mastersThe Host/ PCI Bridge, PCEB, and four 
other masters. The PCEB’s REQ#/GNT # signals are Internal. An external arbiter is not supported. Note that, 
for proper arbiter operation, CPUREQ# must be sampled high by the PCEB when PCIRST # makes a low-to- 
high transition. The Internal arbiter contains several features that contribute to system efficiency: 

• Use of the internal RESUME# signal to re-enable a backed-off Initiator in order to minimize PCI Bus 
thrashing when the PCEB generates a retry. 

• A programmable timer to re-enable retried initiators after a number of PCICLK’s. 

• A programmable PCI Bus lock or PCI resource lock function. 

• The CPU Host/ PCI can be optionally parked on the PCI Bus. 

In addition, the PCEB has three PCI sideband signals (FLUSHREQ#, MEMREQ#, and MEMACK#) that are 
used to control system buffer coherency and control operations for the Guaranteed Access Time (GAT) mode. 


5.4.1 PCI ARBITER CONFIGURATION 

The PCI arbitration priority scheme Is programmable through the configuration registers. The arbiter consists 
of four banks that can be configured so that the six masters to be arranged In a purely rotating priority scheme, 
one of 24 fixed priority schemes, or a hybrid combination (Figure 21). 
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NOTE: 

PCEBREQ#/PCEBGNT# are PCEB internal signals. 

Figure 21. Arbiter Conceptuai Biock Diagram 

The PCEB implements PCI arbiter priority configuration registers ARBPRI and ARBPRIX mapped in the PCI’s 
configuration space. Definition of the registers are as follows: 


ARBPRI Register 


Bit 

Description 

7 

Bank 3 Rotate Control 

6 

Bank 2 Rotate Control 

5 

Bank 1 Rotate Control 

4 

Bank 0 Rotate Control 

3 

Bank 2 Fixed Priority Mode Select B 

2 

Bank 2 Fixed Priority Mode Select A 

1 

Bank 1 Fixed Priority Mode Select 

0 

Bank 0 Fixed Priority Mode Select 




2-1057 




82375EB/SB 


This register defaults to 04h at reset. This selects fixed mode #4 with the CPU the highest priority device 
guaranteeing that BIOS accesses can take place. 


ARBPRIX Register 


Bit 

Description 

7 

Bank 3 Fixed Priority Mode select 

6:0 

Reserved 


This register defaults to OOh at reset. The default value selects REQ1 # as a higher priority request than 
REQ2# when Bank 3 operates in the fixed priority mode. 


5.4. 1.1 Fixed Priority Mode 

The twelve selectable fixed priority schemes are listed in Table 6. 


Tabie 6. Fixed Priority Mode Bank Controi Bits 


Mode 

Bank 

Priority 


3 

2b 

2a 

1 

0 

Highest Lowest 

0 

0 

0 

0 

0 

0 

PCEBREQ# 

REQO# 

REQ1#/ 

REQ2# 

CPUREQ# 

REQ3# 

1 

0 

0 

0 

0 

1 

REQO# 

PCEBREQ# 

REQ1#/ 

REQ2# 

CPUREQ# 

REQ3# 

2 

0 

0 

0 

1 

0 

PCEBREQ# 

REQO# 

REQ1#/ 

REQ2# 

REQ3# 

CPUREQ# 

3 

0 

0 

0 

1 

1 

REQO# 

PCEBREQ# 

REQ1#/ 

REQ2# 

REQ3# 

CPUREQ# 

4 

0 

0 

1 

0 

0 

CPUREQ# 

REQ3# 

PCEBREQ# 

REQO# 

REQ1#/ 

REQ2# 

5 

0 

0 

1 

0 

1 

CPUREQ# 

REQ3# 

REQO# 

PCEBREQ# 

REQ1#/ 

REQ2# 

6 

0 

0 

1 

1 

0 

REQ3# 

CPUREQ# 

PCEBREQ# 

REQO# 

REQ1#/ 

REQ2# 

7 

0 

0 

1 

1 

1 

REQ3# 

CPUREQ# 

REQO# 

PCEBREQ# 

REQ1#/ 

REQ2# 

8 

0 

1 

0 

0 

0 

REQ1#/ 

REQ2# 

CPUREQ# 

REQ3# 

PCEBREQ# 

REQO# 

9 

0 

1 

0 

0 

1 

REQ1#/ 

REQ2# 

CPUREQ# 

REQ3# 

REQO# 

PCEBREQ# 

A 

0 

1 

0 

1 

0 

REQ1#/ 

REQ2# 

REQ3# i 

CPUREQ# 

PCEBREQ# 

REQO# 

B 

0 

1 

0 

1 

1 

REQ1#/ 

REQ2# 

REQ3# 

CPUREQ# 

REQO# 

PCEBREQ# 
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Table 6. Fixed Priority Mode Bank Control Bits (Continued) 


Mode 

Bank 

Priority 


3 

2b 

2a 

1 

0 

Highest Lowest 


X 

1 

1 

X 

X 

Reserved 

10 

1 

0 

0 

0 

0 

PCEBREQ# 

REQO# 

REQ2#/ 

REQ1# 

CPUREQ# 

REQ3# 

11 

1 

0 

0 

0 

1 

REQO# 

PCEBREQ# 

REQ2#/ 

REQ1# 

CPUREQ# 

REQ3# 

12 

1 

0 

0 

1 

0 

PCEBREQ# 

REQO# 

REQ2#/ 

REQ1# 

REQ3# 

CPUREQ# 

13 

1 

0 

0 

1 

1 

REQO# 

PCEBREQ# 

REQ2#/ 

REQ1# 

REQ3# 

CPUREQ# 

14 

1 

0 

1 

0 

0 

CPUREQ# 

REQ3# 

PCEBREQ# 

REQO# 

REQ2#/ 

REQ1# 

15 

1 

0 

1 

0 

1 

CPUREQ# 

REQ3# 

REQO# 

PCEBREQ# 

REQ1#/ 

REQ2# 

16 

1 

0 

1 

1 

0 

REQ3# 

CPUREQ# 

PCEBREQ# 

REQO# 

REQ2#/ 

REQ1# 

. — 
1 ( 

1 

0 

4 

1 

4 

i 

HI 

RE03# 

CPUREQ# 

REQO# 

PCEBREQ# 

REQ2#/ 

REQ1# 

18 

1 

1 

0 

0 

0 

REQ2#/ 

REQ1# 

CPUREQ# 

REQ3# 

PCEBREQ# 

REQO# 

19 

1 

1 

0 

0 

1 

REQ2#/ 

REQ1# 

CPUREQ# 

1 

REQ3# 

REQO# 

PCEBREQ# 

1A 

1 

1 

0 

1 

0 

REQ2#/ 

REQ1# 

REQ3# 

CPUREQ# 

PCEBREQ# 

REQO# 

IB 

1 

1 

1 

0 

1 

1 

REQ2#/ 

REQ1# 

REQ3# 

CPUREQ# 

REQO# 

PCEBREQ# 


X 

1 

1 

X 

X 

Reserved 


Note that these two tables are permutations of the same table with different value of the Bank 3 fixed priority 
control bit. The fixed bank control bit(s) selects which requester is the highest priority device within that 
particular bank. Bits [7:4] must be programmed to all O’s (rotate mode disabled) to get these combinations. The 
selectable fixed priority schemes provide 24 of the 1 28 possible fixed mode permutations possible for the six 
masters. 
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5.4. 1.2 Rotating Priority Mode 

When any bank rotate control bit is set to a one, that particular bank rotates between the requesting inputs. 
Any or ail banks can be set in rotate mode. If all four banks are set in rotate mode, the six supported masters 
are ail rotated and the arbiter Is in a pure rotating priority mode. If, within a rotating bank, the highest priority 
device (a) does not have an active request, the lower priority device (b or c) will be granted the bus. However, 
this does not change the rotation scheme. When the bank toggles, device b is the highest priority. Because of 
this, the maximum latency a device can encounter is two complete rotations. 


5.4.1.3 Mixed Priority Mode 

Any combination of fixed priority and rotate priority modes can be used in different arbitration banks to achieve 
a specific arbitration scheme. 


5.4. 1.4 Locking Masters 

When a master acquires the PLOCK# signal, the arbiter gives that master highest priority until PLOCK# is 
negated and FRAME# Is negated. This Insures that a master that locked a resource will eventually be able to 
unlock that same resource. 


5.4.2 ARBITRATION SIGNALING PROTOCOL 

An agent requests the PCI Bus by asserting its REQ#. When the arbiter determines that an agent may use the 
PCI Bus, It asserts the agent’s GNT#. Figure 22 shows an example of the basic arbitration cycle. Two agents 
(A and B) are used to Illustrate how the arbiter alternates bus accesses. Note In Figure 22 that the current 
owner of the bus may keep its REQ# (REQ# -A) asserted when It requires additional transactions. 

REQ# -A Is asserted prior to or at clock 1 to request use of the PCI Bus. Agent A is granted access to the bus 
(GNT #-A is asserted) at clock 2. Agent A may start a transaction at clock 2 because FRAME# and IRDY# 
are negated and GNT# -A Is asserted. Agent A’s transaction starts when FRAME# Is asserted (clock 3). 
Agent A requests another transaction by keeping REQ# -A asserted. 

When FRAME# is asserted on clock 3, the arbiter determines that agent B has priority and asserts GNT #-B 
and negates GNT# -A on clock 4. When agent A completes Its transaction on clock 4, it relinquishes the bus. 
All PCI agents can determine the end of the current transaction when both FRAME# and IRDY# are negated. 
Agent B becomes the PCI Bus owner on clock 5 (FRAME# and IRDY# are negated) and completes Its 
transaction on clock 7. Note that REQ#-B is negated and FRAME# is asserted on clock 6, indicating that 
agent B requires only a single transaction. The arbiter grants the next transaction to agent A because its 
REQ# is still asserted. 
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5.4.2.1 REQ# And GNT# Rules 

Figure 22 illustrates basic arbitration. Once asserted, GNT # may be negated according to the following rules: 

1. If GNT# is negated at the same time that FRAME# is asserted, the bus transaction is valid and will 
continue. 

2. One GNT # can be negated coincident with another being asserted, if the bus is not in the idle state. 
Otherwise, a one clock delay is incurred between the negation of the current master’s GNT # and assertion 
of the next master’s GNT#, to comply with the PCI specification. 

3. While FRAME# is negated, GNT # may be negated, at any time, in order to service a higher priority master, 
or In response to the associated REQ# being negated. 

4. If the MEMREQ# and MEMACK# are asserted, once the PCEB is granted the PCI Bus, the arbiter will not 
remove the internal grant until the PCEB removes it’s request. 



S.4.2.2 Back-to-Back Transactions 

Figure 23 illustrates arbitration for a back-to-back access. There are two types of back-to-back transactions by 
the same initiator; those that do not require a turn-around-cycle (see Section 5. 1.3.1, Turn-Around-Cycle 
Definition) and those that do. A turn-around-cycle Is not required when the initiator’s second transaction is to 
the same target as the first transaction (to insure no TRDY # contention), and the first transaction is a write. 
This is a fast back-to-back. Under all other conditions, the initiator must insert a minimum of one turn-around- 
cycle. 

During a fast back-to-back transaction, the initiator starts the next transaction Immediately, without a turn- 
around-cycle. The last data phase completes when FRAME# is negated, and IRDY# and TRDY# are assert- 
ed. The current initiator starts another transaction on the same PCICLK that the last data is transferred for the 
previous transaction. 
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As a master, the PCEB does not know if it is accessing the same target, and, thus, does not generate fast 
back-to-back accesses. As a slave, the PCEB is capable of decoding fast back-to-back cycles. 
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Figure 23. Arbitration for Back-to-Back Access 


5.4.3 RETRY THRASHING RESOLVE 

When a PCI Initiator’s access Is retried, the initiator releases the PCI Bus for a minimum of two PCI clocks and 
then normally requests the PCI Bus again. To avoid thrashing of the bus with retry after retry, the PCI arbiter’s 
state tracer provides REQ# masking. Tracking retried masters requires latching GNT# during FRAME# so 
that the correct retried master can be masked. The state tracer masks a REQ# after that particular agent is 
retried on the PCI Bus. The state tracer differentiates between two retry events. The two events Include PCEB 
target retries and all other retries 

For initiators that were retried by the PCEB as a target, the masked REQ# is flagged to be cleared upon 
RESUME# active. All other retries trigger the Master Retry Timer (described in Section 5.4.4.2, Master Retry 
Timer). When this timer expires, the mask Is cleared. 


5.4.3. 1 Resume Function 

The PCEB forces a retry to a PCI master (resulting In masking the REQ# of that master) for the following: 

1 . Buffer management activities (See Section 6.0, Data Buffering). 

2. The EISA Bus is occupied by an EISA/ISA master or DMA. 

4. The PCEB Is locked as a resource and PLOCK# is asserted during the address phase. 
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S.4.3.2 Master Retry Timer 

For any other retried PCI cycle, the arbiter masks the REQ# and flags It to be cleared by the expiration of a 
programmable timer. The first retry in this category triggers the programmable timer. Subsequent retries in this 
category are masked but do not reset the timer. Expiration of this programmable timer unmasks all REQ#s 
that are masked for this reason. The Retry Timer is programmable to 0 (disabled), 16, 32, or 64 PCICLKs. 

If no other PCI masters are requesting the PCI Bus, all of the REQ#s masked for the timer are cleared and the 
timer is set to 0. Note that when there is a pending request that is internally masked, the PCEB does not park 
the CPU on the PCI Bus (i.e. PCI agent that uses CPUREQ#/CPUGNT # signal pair). 


5.4.4 BUS LOCK MODE 

As an option, the PCEB arbiter can be configured to run in Bus Lock Mode or Resource Lock Mode (default). 
The Bus Lock Mode Is used to lock the entire PCI Bus. This may improve performance in some systems that 
frequently run quick read-modify-write cycles (i.e. access to the VGA frame buffer using the XCHG x86 Instruc- 
tion that automatically asserts the CPU LOCK# signal). Bus Lock Mode emulates the LOCK environment 
found in today’s PC by restricting bus ownership when the PCI Bus is locked. While Bus Lock Mode improves 
performance in some systems, it may cause performance problems in other systems. With Bus Lock enabled, 
the arbiter recognizes a LOCK# being driven by an initiator and does not allow any other PCI initiator to be 
granted the PCI Bus until LOCK# and FRAME# are both negated, indicating the master released lock. When 
Bus Lock is disabled, the default resource lock mechanism is implemented (normal resource lock) and a 
higher priority PCI initiator could intervene between the cycles that are part of the locked sequence and run 
non-exclusive accesses to any unlocked resource. 

CAUTION: 

Bus Lock mode should not be used with non-GAT mode. If the system is initialized for both Bus Lock 
mode and non-GAT mode a deadlock situation might occur in the case where the first access to the 
locked device is a write instead of a read and the locked device has data in its internal posted write 
buffer. In GAT mode and/or Resource Lock mode this condition can not happen. If It is absolutely 
necessary to operate the system in the above mentioned combination of modes, then the posted 
write buffers of the device that might be involved in locked operations (typically semaphore in main 
memory) must be disabled. 


5.4.5 MEMREQ#, FLSHREQ#, AND MEMACK# PROTOCOL 

Before an EISA master or DMA can be granted the PCI Bus, it is necessary that all PCI system posted write 
buffers be flushed. Also, since the EISA-originated cycle could access memory on the Host/PCI Bridge, it is 
possible that the EISA master or DMA could be held in wait states (via EXRDY) waiting for the Host/PCI 
Bridge arbitration for longer than the 2.1 juls EISA/ISA specification. The PCEB has an optional mode called 
Guaranteed Access Time mode (GAT) that ensures that this timing specification is not violated. This is accom- 
plished by delaying the EISA grant signal to the requesting master or DMA until the EISA Bus, PCI Bus, and the 
system memory bus are arbitrated for and owned. 

The three sideband signals, MEMREQ#, FLSHREQ#, and MEMACK# are used to support the system Post- 
ed Write Buffer flushing and Guaranteed Access Time mechanism. The MEMACK# signal is the common 
acknowledge signal for both mechanisms. Note that, when MEMREQ# is asserted, FLSHREQ# is also 
asserted. Table 7 shows the relationship between MEMREQ# and FLSHREQ#. 
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Table 7. FLSHREQ# and MEMREQ# 


FLSHREQ# 

MEMREQ# 

Meaning 

1 

1 

Idle 

0 

1 

Flush buffers pointing towards the PCI Bus to avoid EISA deadlock 

1 

0 

Flush buffers pointing towards main memory for buffer coherency in APIC 
systems 

0 

0 

GAT mode. Guarantees PCI Bus immediate access to main memory 


5.4.5. 1 Flushing System Posted Write Buffers 

Once an EISA Bus owner (EISA/ ISA master or the DMA) begins a cycle on the EISA Bus, the cycle can not be 
backed-off. It can only be held in wait states via EXRDY. In order to knbw the destination of EISA master 
cycles, the cycle needs to begin. After the cycle is started, no other device can intervene and gain ownership 
of the EISA Bus until the cycle is completed and arbitration is performed. A potential deadlock condition exists 
when an EISA-originated cycle to the PCI Bus forces a mandatory transaction to EISA, or when the PCI target 
is inaccessible due to an interacting event that also requires the EISA Bus. To avoid this potential deadlock, all 
PCI posted write buffers in the system must be disabled and flushed, before an EISA/ISA master or DMA can 
be granted the EISA Bus. The buffers must remain disabled while the EISA Bus Is occupied. The following 
steps indicate the PCEB (and ESC) handshake for flushing the system posted write buffers. 

1. When an EISA/ISA master, DMA or refresh logic requests the EISA Bus, the ESC component asserts 
EISAHOLD to the PCEB. 

2. The PCEB completes the present cycle (and does not accept any new cycle) and gives the EISA Bus to the 
ESC by floating Its EISA interface and asserting EISAHLDA. Before giving the bus to the ESC, the PCEB 
checks to see if It Itself is locked as a PCI resource. It can not grant the EISA Bus as long as the PCEB is 
locked. 


At this point the PCEB’s EISA-to-PCI Line Buffers and other system buffers (Host/PCI Bridge buffers) that 
are pointing to PCI are not yet flushed. The reason for this is that the ESC might request the bus in order to 
run a refresh cycle that does not require buffer flushing. That is not known until the EISA arbitration is frozen 
(after EISAHLDA Is asserted). 

a. If the ESC needs to perform a refresh cycle, then It negates NMFLUSH# (an ESC-to-PCEB flush control 
signal). ESC drives the EISA Bus until it completes the refresh cycle and then gives the bus to the PCEB 
by negating EISAHOLD. 

b. If the ESC requested the EISA Bus on behalf of the EISA master, DMA or ISA master, then it asserts 
NMFLUSH# and tri-states the EISA Bus. The PCEB asserts the FLSHREQ# signal to the Host/PCI 
Bridge (and other bridges) to disable and flush posted write buffers. 

3. When the Host/PCI Bridge completes its buffer disabling and flushing. It asserts MEMACK# to the PCEB. 
Other bridges In the system may also need to disable and flush their posted write buffers pointing towards 
PCI. This means that other devices may also generate MEMACK#. All of the MEMACK#s need to be 
“wIre-OR’d”. When the PCEB receives MEMACK# Indicating that all posted write buffers have been 
flushed. It asserts NMFLUSH# to the ESC and the ESC gives the bus grant to the EISA device. 

4. The PCEB continues to assert FLSHREQ# while the EISA/ISA master or DMA owns the EISA Bus. While 
FLSHREQ# Is asserted the Host/PCI Bridge must keep its posted write buffers flushed. 

5. MEMACK# should be driven inactive as soon as possible by the Host/PCI Bridge and other bridges after 
FLSHREQ# Is negated. The PCEB waits until It detects MEMACK# negated before it can generate another 
FLSHREQ#. 
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S.4.5.2 Guaranteed Access Time Mode 

When the PCEB’s Guaranteed Access Time Mode is enabled (via the ARBCON Register), MEMREQ# and 
MEMACK# are used to guarantee that the ISA 2.1jas CHRDY specification is not violated. Note that EISA’s 
2.5 jjLS maximum negation time of the EXRDY signal is a subset of the ISA requirement. Thus, 2.1 juls satisfies 
both bus requirements. 

When an EISA/ISA master or DMA slave requests the EISA Bus (MREQ# or DREQ# active), the EISA Bus, 
the PCI Bus, and the memory bus must be arbitrated for and all three must be owned before the EISA/ ISA 
master or DMA is granted the EISA Bus. The following lists the sequence of events: 

1. An EISA/ISA master, DMA, or refresh logic requests the EISA Bus. The ESC asserts EISAHOLD signal to 
the PCEB. 

2. The PCEB completes the present cycle (i.e. does not accept any new cycle) and gives the bus to the ESC 
by floating its EISA interface and asserting EISAHLDA. Before giving the bus to the ESC, the PCEB checks 
to see if it Is locked as a PCI resource. It can not grant the EISA Bus as long as the PCEB Is locked. 

At this point, the PCEB’s EISA-to-PCI Line Buffers and other system buffers (e.g., Host/PCI Bridge buffers) 
that are pointing to the PCI Bus are not flushed. The reason is that the ESC might request the bus to run a 
refresh cycle that does not require buffer flushing. This is not known until the EISA arbitration is frozen (after 
EISAHLDA is asserted). 

3. Depending on whether the pending cycle is a refresh, the ESC initiates one of the following two actions: 

a. If the ESC needs to perform a refresh cycle, then it asserts NMFLUSH# (an ESC-to-PCEB flush control 
signal). The ESC drives the EISA Bus until it completes the refresh cycle and then gives the bus to the 
PCEB by negating EISAHOLD. 

b. If the ESC requested the EISA Bus on behalf of the EISA master, DMA or ISA master, then It asserts 
NMFLUSH# and tri-states the EISA Bus. If the PCEB Is programmed in GAT (Guaranteed Access Time 
mode), the MEMREQ# and FLSHREQ# signals are asserted simultaneously to indicate request for 
direct access to main memory and a request to flush the system’s posted write buffers pointing towards 
the PCI (including the PCEB’s internal buffers). These requirements are necessary to insure that once the 
PCI and EISA Buses are dedicated to the PCEB, the cycle generated by the PCEB will not require the PCI 
or EISA Buses, thus creating a deadlock. MEMREQ# and FLSHREQ# are asserted as long as the 
EISA/ISA master or DMA owns the EISA Bus. 

4. Once the Host/PCI Bridge has disabled and flushed its posted write buffers, and the memory bus is 
dedicated to the PCI interface, it asserts MEMACK#. Other bridges in the system may also need to disable 
and flush their posted write buffers pointing towards PCI due to the FLSHREQ# signal. This means that 
other devices may also generate a MEMACK#. All of the MEMACK #s need to be “wire-OR’d”. When the 
PCEB receives MEMACK#, it assumes that all of the critical posted write buffers In the system have been 
flushed and that the PCEB has direct access to main memory, located behind the Host/PCI Bridge. 

5. When MEMACK# is asserted by the PCEB, it will request the PCI Bus (internal PCEBREQ# signal). Before 
requesting the PCI Bus, the PCEB checks to see that the PCI Bus does not have an active lock. The PCI 
Bus is granted to the PCEB when it wins the bus through the normal arbitration mechanism. Once the PCEB 
is granted the PCI Bus (internaIPCEBGNT#), the PCEB checks to see if PLOCK# is negated before it 
grants the EISA Bus. If the PCI Bus Is locked when the PCEB is granted the PCI Bus, the PCEB releases the 
REQ# signal and waits until the PLOCK# is negated before asserting REQ# again. Once the PCEB owns 
the PCI Bus (internal PCEBGNT#), and the MEMACK# and MEMREQ# signals are asserted, the PCI 
arbiter will not grant the PCI Bus to any other PCI master except the PCEB until the PCEB releases its PCI 
REQ# line. 

6. When the PCEB is granted the PCI Bus (internal PCEBGNT#) and LOCK# is inactive, it asserts 
NMFLUSH# to the ESC and the ESC gives the bus grant to the EISA device. 
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7. When the EISA Bus is no longer owned by an EISA master or DMA, the PCEB negates MEMREQ# and 
FLSHREQ# and the PCI request signal (Internal PCEBREQ#. The negation of MEMREQ# and 
FLSHREQ# indicates that direct access to the resource behind the bridge is no longer needed and that the 
posted write buffers may be enabled. Note that MEMACK# should be driven Inactive as soon as possible 
by the Host/PCI Bridge and other bridges after MEMREQ# Is negated. The PCEB waits until It detects 
MEMACK# negated before it can generate another MEMREQ# or FLSHREQ#. 

The use of MEMREQ#, FLSHREQ#, and MEMACK# does not guarantee GAT mode functionality with ISA 
masters that don’t acknowledge CHRDY. These signals just guarantee the CHRDY inactive specification. 


5.4.S.3 Interrupt Synchronization-Buffer Flushing 

The ESC contains the system interrupt controller consisting of an 8259 compatible interrupt controller and an 
I/O APIC. For the 8259 compatible interrupt controller, the PCEB/ESC chip set is the default destination of the 
PCI Interrupt acknowledge cycles. Interrupts In the system are commonly used as a synchronization mecha- 
nism. If interrupts are used by the EISA agents to notify the Host CPU that data is written to main memory, then 
posted data buffers must be flushed before the vector is returned during the interrupt acknowledge sequence. 
The PCEB handles this transparently to the rest of the system hardware/software. It retries the PCI interrupt 
acknowledge cycles and flushes the PCEB Line Buffers, if necessary. 

The Advanced Programmable Interrupt Controller (APIC) uses a private message passing bus to send interrupt 
information to the companion APIC(s) residing at the host CPU(s). To support interrupts as a synchronization 
mechanism, system buffer coherency must be guaranteed before Interrupts can be processed. With ESC’s 
interrupt controller operating In APIC mode the PCEB and ESC use the PCEB/ESC interchip signal AFLUSH# 
to maintain system buffer coherency. 


5.4.6 BUS PARKING 

PCI Bus parking can be enabled/disabled via the ARBCON Register. Parking Is only allowed for the device 
that is connected to CPUREQ# (i.e. the Host/PCI Bridge). REQ[3:0]#, and the internal PCEBREQ# are not 
allowed to park on the PCI Bus. When bus parking is enabled, CPUGNT # is asserted when no other agent is 
currently using or requesting the bus. This achieves the minimum PCI arbitration latency possible. 

Arbitration Latency 

Parked: 0 PCICLKs for parked agent, 2 PCICLKs for all other. 

Not Parked: 1 PCICLK for all agents. 

Upon assertion of CPUGNT # due to bus parking enabled and the PCI Bus idle, the CPU (i.e., parked agent) 
must ensure AD[31:0], C/BE[3:0]#, and (one PCICLK later) PAR are driven. If bus parking is disabled, then 
the PCEB drives these signals when the bus is idle. 
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5.4.7 PCI ARBITRATION AND PCEB/ESC EISA OWNERSHIP EXCHANGE 

There are two aspects of PCEB/ESC EISA Bus ownership exchange that are explained in this section. They 
are related to GAT mode and RESUME/RETRY operations. 

The PCEB is the default owner of the EISA Bus. When control of the EISA Bus is given to the ESC, all PCI 
operations targeted to the EISA subsystem (including the PCEB) are retried. Retry causes assertion of the 
PEREQ#/INTA# signal with PEREQ# semantics. In this way, the PCEB indicates to the ESC that it needs to 
obtain ownership of the EISA Bus. 



5.4.7. 1 GAT Mode And PEREQ# Signaling 

In GAT mode, the PCEB owns the PCI Bus on behalf of the EISA master and other PCI agents (e.g., the Host/ 
PCI Bridge) can not generate PCI cycles. Therefore, the PCEB never generates a back-off (i.e. retry), as long 
as the EISA Bus Is controlled by the ESC. This might cause starvation of the PCI agents (including the Host/ 
PCI Bridge I.e., CPU) even in the case of a moderately loaded EISA subsystem. The solution is that PEREQ#, 
in the GAT mode, is generated when any of the PCI Bus request signals are asserted. For particular Host/PCI 
Bridge designs (e.g. PCMC) this will be not be an adequate solution since their PCI request can be activated 
only based on the CPU generated cycle directed to PCI. This will not be possible since the Host Bus (CPU bus) 
in the GAT mode is controlled by the Host/PCI Bridge and not by the CPU. The solution to this type of design 
Is to generate PEREQ# immediately after entering the GAT mode. This feature is controlled via ARBCON 
Register (bit 7). 


5.4.7.2 PCI Retry And EISA Latency Timer (ELT) Mechanism 

When a PCI cycle is retried by the PCEB (in non-GAT mode) because the EISA Bus is controlled by the ESC 
(EISAHLDA asserted), an Internal flag is set for the corresponding PCI master. This flag masks the request of 
a particular master until the PCEB acquires the ownership of EISA and the RESUME condition clears the flag. 
If the PCI master, which is now unmasked, does not acquire the ownership of the PCI Bus within the time 
period before ESC asserts EISAHOLD again, the EISA Bus can be surrendered to the ESC. Unmasked 
masters will eventually gain the access to the PCI Bus but the EISA Bus will not be available and the master 
will be retried again. This scenario can be repeated multiple times with one or more PCI masters and starvation 
will occur. 

To solve this situation, the PCEB arbitration logic incorporates an EISA Latency Timer mechanism. This 
mechanism is based on the programmable timer that is started each time that the ESC requires the bus 
(EISAHQLD asserted) and there is a PCI agent that has been previously retried because of activity on the 
EISA Bus. As soon as the ELT timer expires, any PCI cycle which Is currently In progress Is retried and the 
EISA Bus is given back to the ESC after the current PCI-to-EISA transaction completes. If all the PCI request- 
ers, masked because of EISAHLDA, are serviced before the ELT timer expires, the EISA Bus is immediately 
surrendered to the ESC. The ELT provides a minimum time slice for PCI masters to access the EISA bus even 
If EISA masters, ISA masters or DMA devices are attempting to acquire the EISA bus. 

Generally, the ELT is set to a larger value if latency sensitive PCI masters which typically access EISA are 
present In the system. Larger ELT values, however, do increase the worst case latency for EISA devices which 
typically access devices on PCI (e.g. main memory). 

The EISA Latency Timer (ELT) is controlled by the ELTCR Register. The value written Into ELTCR is system 
dependent. It is typically between 1 and 3 fxs. 
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6.0 DATA BUFFERING 

The PCEB contains data buffers (Figure 24) to isolate the PCI Bus from the EISA Bus and to provide concur- 
rent EISA and PCI Bus operations and APIC operations. The Line Buffers are used for EISA-to-PCI memory 
reads and writes. A control bit in the EPMRA Registers permis the Line Buffers to be enabled (accesses are 
buffered) or disabled (accesses are non-buffered). Non-buffered accesses use the bypass path. Note that PCI 
and EISA I/O read/write cycles and PCI configuration cycles are always non-buffered and use the bypass 
path. 

When data is temporarily stored in the buffers between the EISA Bus and PCI Bus, there are potential data 
coherency issues. The PCEB guarantees data coherency by intervening when data coherency could be lost 
and either flushing or Invalidating the buffered data, as appropriate. 
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Figure 24. PCEB Data Buffers 
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6.1 Line Buffers 

The PCEB contains four Line Buffers that are each four Dwords wide (16 bytes). The Line Buffers are bi-direc- 
tional and are used by the EISA/ISA master and DMA to assemble/disassemble data. The data in each Line 
Buffer is aligned on 16 byte boundaries. When data is placed in one of the Line Buffers, the PCEB maintains 
the corresponding 16-b^e boundary address until the data in the line is transferred to its destination or 
invalidated. 

The Line Buffers can be enabled/disabled by writing to the PCICON Register. In addition, when the Line 
Buffers are enabled via the PCICON Register, buffering for accesses to the four programmable EISA-to-PCI 
memory regions (Region [4:1]) can be selectively disabled via the EPMRA Register. 

During buffer operations, the four Line Buffers, collectively, are either in a write state or in a read state. These 
states are described in the following sections. 



6.1.1 WRITE STATE 

If a Line Buffer contains valid write data, it is in a write state. In the write state, data from the EISA/ISA master 
or DMA is posted in the Line Buffers. Posting means that the write operation on the EISA Bus completes when 
the data is latched in the buffer. The EISA master does not have to wait for the write to complete to Its 
destination (memory on the PCI Bus). Posting permits the EISA Bus cycle to complete In a minimum time and 
permits concurrent EISA and PCI Bus operations. During posting, data accumulates In the Line Buffer until It is 
flushed (written to PCI memory) over the PCI Bus. A Line Buffer Is scheduled for flushing by the PCEB when; 

• the line becomes full. 

• a subsequent write Is a line miss (not within the current ilne boundary address range). 

• the write is to an address of a lower Dword than the previous write. Note that writes to lower addresses 
within the same Dword do not cause a flush. Note also, that If two (or more) consecutive EISA Bus cycles 
are writes to the same Dword (I.e., the same byte or word locations within the Dword, or the same Dword for 
Dword writes) , the accessed buffer data is overwritten. However, If any of the flush conditions described in 
this list occur between the writes, the line is flushed before the next write and data is not overwritten. 

• the last address location in the Line Buffer is accessed. 

• a subsequent cycle Is a read. 

• the EISA Bus changes ownership. 

• an interrupt acknowledge cycle is encountered. 

• the ESC performs an EISA refresh cycle. 

• the ESC’s I/O APIC receives an interrupt request. 

When a line is scheduled for flushing, the PCEB begins arbitration for the PCI Bus. If more than one line is 
scheduled to be flushed, the Line Buffers are flushed In a “first scheduled, first to be flushed’’ order. If the line 
to be flushed contains valid data in only one Dword, the PCEB uses a single data transfer cycle on the PCI 
Bus. Otherwise, flushing operations use burst transfers. 

During flushing, write data within a Line Buffer Is packetized into Dword quantities, when possible, for a burst 
transfer over the 32-bit PCI Bus. Packetizing occurs at two levels - Dwords within a line and bytes/words within 
a Dword. When a Line Buffer is flushed, all of the valid Dwords within the line are packetized Into a single PCI 
burst write cycle. In addition, all valid data bytes within a Dword boundary are packetized into a single data 
phase of the burst cycle. Packetizing reduces the PCI arbitration latency and increases the effective PCI Bus 
bandwidth. When multiple Line Buffers are schedule for flushing, each Line Buffer Is packetized separately. 
Packetizing across Line Buffer boundaries is not permitted. 
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During flushing, strong ordering is preserved at the Dword level (i.e., the Dwords are flushed to PCI memory in 
the same order that they were written into the Line Buffer). Note, however, that strong ordering is not pre- 
served at the byte or word levels (i.e., even if byte or word transfers were used by the EISA/ISA master or 
DMA to sequentially write to a Dword within a Line Buffer, all of the bytes in the resulting Dword boundary are 
simultaneously flushed to PCI memory). 

Because strong ordering is not preserved within a Dword boundary, care should be used when accessing 
memory-mapped I/O devices. If the order of byte or word writes to a memory-mapped I/O device needs to be 
preserved, buffered accesses should not be used. By locating memory-mapped I/O devices in the four pro- 
grammable EISA-to-PCI memory regions, buffering to these devices can be selectively disabled. 


6.1.2 READ STATE 

If a Line Buffer contains valid read data, it Is in a read state. Read data is placed in the Line Buffer by two 
PCEB mechanisms - fetching and prefetching. Data is placed In the Line Buffer on demand (fetching) when the 
data is requested by a read operation from the EISA/ ISA master or DMA. The PCEB also prefetches data that 
has not been explicitly requested but is anticipated to be requested. Once in the Line Buffer, data Is either read 
by the EISA/ISA master or DMA (and then invalidated) or invalidated without being read. Read data is invali- 
dated when: 

• data In the Line Buffer is read (transferred to the EISA/ISA master or DMA). This prevents reading of the 
same data more than once. 

• a subsequent read is a line miss (not to the previously accessed Line Buffer). Valid data In the current Line 
Buffer is invalidated. If a new line had been prefetched during access to the current line, data In the 
prefetched line Is not invalidated, unless the access also misses this line. In this case, the data In the 
prefetched line Is invalidated. 

• a subsequent cycle is a write. Data in all Line Buffers are invalidated. 

If the requested data is in the Line Buffer, a line hit occurs and the PCEB transfers the data to the EISA/ISA 
master or DMA (and invalidates the hit data in the buffer). If EISA Bus reads hit two consecutive line address- 
es, the PCEB prefetches th6 next sequential line of data from PCI memory (using a PCI Bus burst transfer). 
This prefetch occurs concurrently with EISA Bus reads of data in the already fetched Line Buffer. If consecu- 
tive addresses are not accessed, the PCEB does not prefetch the next line. 

A line miss occurs If the requested data Is not in the Line Buffer. If a line miss occurs, the PCEB invalidates 
data in the missed Line Buffer. If the requested data is in a prefetched line, the read is serviced. If a line was 
not prefetched or the read missed the prefetched line, the PCEB invalidates any prefetched data and fetches 
the Dword containing the requested data. During this fetch, the PCEB holds off the EISA/ISA master or DMA 
with wait states (by negating EXRDY). When the requested data Is in the Line Buffer, it is transferred to the 
EISA Bus. Simultaneously with the EISA Bus transfer, the PCEB prefetches the rest of the line data (Dwords 
whose addresses are within the line and above the Dword address of the requested data). The Dword contain- 
ing the requested data and the rest of the Dwords in the line (located at higher addresses) are, fetched from 
PCI memory using a burst transfer, unless the requested data is in the last Dword of a line. In this case, a 
single cycle read occurs on the PCI Bus. 

For purposes of data read operations, all four 4-Dword buffers are used to form two 8-Dword lines (32 bytes 
each). There are only tow address pointers, one for each line. Fetching fractions of a line is accomplished as 
described above (i.e., starting from the first requested Dword). 

The MSBURST # input signal Is used to supplement control of the prefetch sequence. The MSBURST # signal 
is activated only when an EISA master desires to do burst transfers to access sequential data (although this is 
not an absolute EISA rule, i.e., theoretically the data can be non-sequential after an EISA slave indicates its 
ability via SLBURST #). This will occur during the first data transfer. 
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The Line Buffer control logic dynamically switches between two prefetch modes— Half Line Prefetch (16 bytes 
fetch) and Full Line Prefetch (32 bytes fetch) 

The prefetch control logic has implemented a Sequential Access Flag which is cleared before the Initial 
prefetch. Initial prefetch (first data fetch) starts in the Half Line Prefetch mode and Is extended to Full Line 
Prefetch mode Immediately after MSBURST# is sampled asserted at which time the Sequential Access Flag 
is automatically set (this is done on-the-fly during the first line fetch). If after the Initial prefetch the Sequential 
Access Flag has not been set (MSBURST # remained not asserted) and the control logic recognizes two 
consecutive hits (in incrementally sequential Dwords Including the first one which Is originally requested), the 
Sequential Access Flag is set and the prefetch control logic switches to Full Line Prefetch mode. An additional 
32-byte line (or fraction depending on alignment) will be fetched. 

When the Sequential Access Flag is set, prefetching is accomplished using the Full Line Prefetch mode. Each 
time a line buffer (32 bytes) is available, an additional line will be fetched as long as the Sequential Access 
Flag remains set. 

When out-of-order access is recognized within the prefetched data or a miss occurs when there Is valid 
fetched data, the Sequential Access Flag is cleared and the prefetch mode changes to Half Line Prefetch. 
Also, the Sequential Access Flag is cleared when MSBURST # transitions from active to inactive. 

When the Sequential Access Flag is not asserted, the prefetch control logic operates in Half Line Prefetch 
mode during which only 1 6 bytes of data Is fetched at a time. The same test for sequential access is repeated, 
and if access is recognized, the Sequential Access Flag is set and the control switches to Full Line Prefetch 
mode. 


6.2 Buffer Management Summary 

Table 8 shows Line Buffer for different cycles. Note that the first three columns together define the cycles that 
may trigger buffer activity. 


Table 8. Buffer Management Summary 


Master 

(Origin) 

Cycle Type 

Slave 

(Destination) 

Line Buffer Data 
in Write State 

Line Buffer Data 
in Read State 

PCI 

Memory Read 

EISA 

Flush 

No Action 

PCI 

Memory Write 

EISA 

No Action 

Invalidate 

PCI 

I/O Read 

EISA 

Flush 

No Action 

PCI 

I/O Write 

EISA 

No Action 

Invalidate 

PCI 

Interrupt Acknowledge 

PCEB/ESC 

Flush 

No Action 

PCI 

Configuration Cycle 

PCEB Registers 

No Action 

No Action 

PCI 

Memory Read/Write 

PCI 

No Action 

No Action 

PCI 

I/O Read/Write 

PCI 

No Action 

No Action 

EISA 

Bus Ownership Change 

— 

Flush 

No Action 

EISA 

Memory Read/Write 

EISA 

No Action 

No Action 




2-1071 








82375EB/SB 



Table 8. Buffer Management Summary (Continued) 


Master 

(Origin) 

Cycle Type 

Slave 

(Destination) 

Line Buffer Data 
in Write State 

Line Buffer Data 
in Read State 

EISA 

Memory Read/Write 

PCI 

(Note 1) 

(Note 1) 

EISA 

I/O Read/Write 

EISA 

No Action 

No Action 

EISA 

I/O Read/Write 

PCI 

Flush 

Invalidate 

ESC’sl/OAPIC 

APIC Bus Message Transfer 

Local APIC 

Flush 

No Action 


NOTES: 

1 . Change from write to read operation or from read to write causes the Line Buffers to be flush or invalidate, respectively. 

2. LOCKed cycles (both from PCI and EISA) are not buffered within the PCEB. They are processed using the bypass path. 


7.0 EISA INTERFACE 

The PCEB provides a fully EISA Bus compatible master and slave Interface. This interface provides address 
and data signal drive capability for eight EISA slots and supports the following types of cycles: 

• PCI-Initiated memory and I/O read/write accesses to an EISA/ISA device. 

• EISA/ ISA/DMA-initiated memory and I/O read/write accesses to a PCI device (i.e. via the Line Buffers, if 
necessary). 

• Accesses contained within the EISA Bus (only data swap buffers involved). 

For transfers between the EISA Bus and PCI Bus, the PCEB translates the bus protocols. For PCI master-ini- 
tiated cycles to the EISA Bus, the PCEB is a slave on the PCI Bus and a master on the EISA Bus. For EISA 
master-initiated cycles to the PCI Bus, the PCEB is a slave on the EISA Bus and a master on the PCI Bus. 

NOTE: 

1. The PCEB is not involved in refresh cycles on the EISA Bus. When the REFRESH# signal is 
asserted, the PCEB disables EISA Bus address decoding. 

2. Wait state generation on the EISA Bus is performed by the ESC. ISA memory slaves (8 or 16 bits) 
and ISA I/O slaves can shorten their default or standard cycles by asserting the NOWS# signal line. 

It Is the responsibility of the ESC to shorten these cycles when NOWS# is asserted. Note that ISA 
I/O 16-blt devices can shorten their cycles by asserting NOWS#. If CHRDY and NOWS# are driven 
low during the same cycle, NOWS# will not be used and wait states are added as a function of 
CHRDY. For more details on the wait state generation and the NOWS# signal, refer to the ESC data 
sheet. 

3. All locked PCI cycles (PLOCK# asserted) destined to the EISA Bus are converted to EISA locked 
cycles using the LOCK# signal protocol. The PCEB is a locked resource during these cycles and 
maintains control of the EISA Bus until the locked PCI sequence Is complete. 

4. All locked EISA cycles (LOCK# asserted) destined to PCI are converted to PCI locked cycles 
using the PLOCK# signal protocol. The PLOCK# signal remains active as long as the EISA LOCK# 
signal is asserted. 
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5. The PCEB contains EISA data swap buffers for data size translations between mismatched PCI Bus 
and EISA Bus transfers and between mismatched devices contained on the EISA Bus. Thus, if data 
size translation is needed, the PCEB is Involved In cycles contained to the EISA Bus, even if the 
PCEB is neither the master or slave. For data size translation operations, see Section 8.0, EISA Data 
Swap Buffers. 

6. For ISA master cycles to PCI memory or I/O, the ESC translates the ISA signals to EISA signals. The 
PCEB, as an EISA slave, forwards the cycle to the PCI Bus. 

7. For ISA master cycles to ISA/EISA slaves, the PCEB is not involved, except when the cycle requires 
data size translations. See the ESC data sheet for cycles that are contained within the EISA Bus (i.e., 
EISA-to-EISA, EISA-to-ISA, ISA-to-ISA, and ISA-to-EISA device cycles). 

8. In this section, LA[31:24j# and LA[23:2] are collectively referred to as LA[31:2]. 


7.1 PCEB As An EISA Master 

The PCEB is an EISA master for PCI-initiated cycles targeted to the EISA Bus. When the PCEB decodes the 
PCI cycle as a cycle destined to the EISA Bus (via subtractive or negative (82374SB only) decoding, as 
described in Section 4.0, Address Decoding), the PCEB becomes a slave on the PCI Bus. If the PCEB owns 
the EISA Bus, the cycle is forwarded to the EISA/ISA device. If the PCEB does not own the EISA Bus 
(EISAHOLDA is asserted to the ESC), the PCI master is retried and the PCEB issues an EISA Bus request to 
the ESC. For PCI-to-EISA I/O and memory read/write accesses, the PCEB runs standard EISA Bus cycles. 

When cycles are forwarded to a matched EISA/ISA slave, the PCEB is the EISA master and controls the 
transfer until the cycle is terminated. For mismatched cycles to an EISA/ ISA slave, the PCEB backs off the 
EISA Bus as described in Seciion 7.1.3, Back-Off Cycle. 



7.1.1 STANDARD EISA MEMORY AND I/O READ/WRITE CYCLES 

The standard EISA cycle completes one transfer each two BCLK periods (zero wait states). The standard 
EISA memory or I/O cycle begins when the PCEB presents a valid address on LA[31:2] and drives M/IO# 
high for a memory cycle and low for an I/O cycle. The address can become valid at the end of the previous 
cycle to allow address pipelining. The EISA slave decodes the address and asserts the appropriate signals to 
Indicate the type of slave and whether it can perform any special timings. The slave asserts EX32# or EX16# 
to indicate support of EISA cycles. 

For extended cycles, the EISA slave Introduces wait states using the EXRDY signal. Wait states allow a slower 
slave to get ready to complete the transfer. The slave negates EXRDY after it decodes a valid address and 
samples START# asserted. The slave may hold EXRDY negated for a maximum of 2.5 jms to complete a 
transfer, and must release EXRDY synchronous to the falling edge of BCLK to allow a cycle to complete. Note 
that the PCEB, as an EISA master, never introduces wait states. 

Figure 25 shows three data transfer cycles between an EISA master and an EISA slave. The first transfer is an 
extended transfer (EXRDY negated), followed by two standard cycles. For PCI cycles that are forwarded to the 
EISA Bus, the PCEB is the EISA master. The PCEB asserts START# to indicate the start of a cycle. The 
PCEB also drives W/R# to indicate a read or write cycle and BE[3:0]# to indicate the active bytes. The 
LA[31:2] and the BE[3:0] remain valid until after the negation of START#. A slave that needs to latch the 
address does so on the trailing edge of START#. 

The ESC asserts CMD# simultaneously with the negation of START # to control data transfer to or from the 
slave. If a read cycle is being performed, the slave presents the requested data when CMD# is asserted and 
holds it valid until CMD# is negated by the ESC. For a write cycle, the PCEB presents the data prior to the 
assertion of CMD# and the slave latches it on or before the trailing edge of CMD#. 
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Figure 25. EISA Memory and I/O Read/Write Cycle (One Extended and Two Standard Cycles) 


7.1.2 EISA BACK-OFF CYCLE 

For mismatched cycles to an EISA/ ISA slave, the PCEB, as a master, backs off the EISA Bus by floating the 
START#, BE[3;0]# and SD[31:0] signals one and half BCLKs after START# has been asserted. The ESC 
controls the EISA Bus for the duration of the cycle. This allows the ESC to perform data translation, if 
necessary. At the end of the cycle, the ESC transfers control back to the PCEB by asserting EX16# and 
EX32# on the falling edge of BCLK, before the rising edge of BCLK that the last CMD# is negated. Refer to 
the ESC data sheet for further details on master back-off and the cycle transfer control operations. 

Figure 26 shows an example of a back-off sequence during a 32-bit EISA master to 1 6-bit EISA slave Dword 
read and write operation. The thick lines indicate the change of control between the master and the ESC. 

PCEB Reading From a 16-bit EISA Slave 

As a 32-bit EISA master, the PCEB begins by placing the address on LA[31:2] and driving M/IO#. The 16-bit 
EISA slave decodes the address and asserts EX16#. The PCEB asserts START#, W/R#, and BE[3:0]#. 
The ESC samples EX32# and EX16# on the rising edge of BCLK following the assertion of START# and 
asserts CMD#. At the same time, the PCEB negates START # and samples EX32#. When EX32# Is sampled 
negated, the PCEB floats START # and BE[3:0] #. Note that, the PCEB continues to drive a valid address on 
LA [3 1:0]. 
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The ESC negates CMD# after one BCLK period unless the slave adds wait states (negates EXRDY). The ESC 
latches SD[1 5:0] Into the PCEB’s data swap buffer on the trailing edge of CMD#. The ESC controls the PCEB 
data swap buffers via the PCEB/ESC Interface. The ESC then asserts START # and presents BE [3:0] (upper 
word enabled). The ESC negates START # and asserts CMD#. The slave latches the address on the trailing 
edge of START # and presents data on SD[15:0]. The ESC negates CMD# after one BCLK, unless the slave 
negates EXRDY. The ESC latches SD[15:0] Into the PCEB data swap buffers on the trailing edge of CMD# 
and instructs the PCEB data swap buffer to copy D[15:0] to D[31:0] and asserts EX32#. Note that, since the 
transfer is intended for the PCEB, the data is not re-driven back out onto the EISA Bus. The ESC floats the 
START# and BE [3:0]#. The PCEB regains control of the EISA Bus after sampling EX32# and EX16# 
asserted. 

PCEB Writing To a 16-bit EiSA Siave 

As a 32-bit EISA master, the PCEB begins by placing the address on LA[31:2] and driving M/IO#. The 16-blt 
EISA slave decodes the address and asserts EX16#. The PCEB asserts START#, W/R#, BE[3:0]#, and 
SD[31:0]. The ESC samples EX32# and EX16# on the rising edge of BCLK following the assertion of 
START# and asserts CMD#. At the same time, the PCEB negates START# and samples EX32#. When 
EX32# is sampled negated, the PCEB floats START#, SD[31:0], and BE[3:0]#. The data is latched in the 
PCEB’s data swap buffers. Note that the PCEB continues to drive a valid address on LA[31:2]. 

The ESC instructs the PCEB to drive the data out on SD[31:0] and asserts CMD# after sampling EX32# 
negated. The slave may sample SD[15:0] while CMD# is asserted. The ESC negates CMD# after one BCLK, 
unless the slave adds wait states (negates EXRDY). The ESC then presents BE [3:0] (upper word enabled) 
and asserts START#. The ESC instructs the PCEB to copy SD[31:0] to SD[15:0], negates START# and 
asserts CMD#. The ESC negates CMD# after one BCLK, unless the slave negates EXRDY. The slave 
latches the address on the trailing edge of START # and samples 3D [15:0] on the trailing edge of CMD#. The 
ESC returns control of the EISA Bus to the PCEB by floating BE [3:0] # and START#, then asserting EX32#. 
The PCEB samples EX32# and EX16# asserted on the rising edge of BCLK. 





2-1075 



Figure 26. EISA Back-Off Cycle 


7.2 PCEB As An EISA Slave 

The PCEB is an EISA slave for EISA/ISA/DMA-initiated cycles targeted to the PCI Bus. If the PCEB positively 
decodes the address (access to one of the EISA programmed main memory segments or access to one of the 
programmable EISA-to-PCI memory or I/O regions), the PCEB becomes an EISA slave and the cycle is 
forwarded to the PCI Bus. If the PCEB does not positively decode the address, the cycle is contained to the 
EISA Bus. For cycles contained to the EISA Bus (i.e., EISA-to-EISA, EISA-to-ISA, ISA-to-ISA, and ISA-to-EISA 
device cycles), the PCEB Is only Involved when data size translation is needed. 

The PCEB responds as a 32-bit EISA slave. If the EISA master size is not 32 bits, the cycle is a mismatch and 
invokes data size translation. For details on data size translation, refer to Section 8.0, EISA Data Swap Buffers. 
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All EISA master memory read cycles to PCI memory start as extended cycles, unless the cycle triggers a read 
hit to one of the four Line Buffers. If the data is available in the Line Buffers, the PCEB supplies the data to the 
EISA master without adding wait states. Otherwise, the cycle is extended (wait states added via EXRDY) until 
the data Is available. Note that for non-buffered accesses, the EISA cycle is always extended until data is 
available from the PCI Bus. 

If the Line Buffers are enabled, write cycles to PCI memory are posted In the Line Buffers. If the write can be 
immediately posted, wait states are not generated on the EISA Bus. Otherwise, the cycle is extended (via wait 
states) until the data can be posted. Note that writes can be posted to available Line Buffers concurrently with 
other Line Buffers being flushed to the PCI Bus. 

All EISA master I/O read/write accesses to PCI I/O space are non-buffered and always start as extended 
cycles. Data transfer on the EISA Bus occurs when the requested data Is available from the PCI Bus. 

For mismatched cycles to the PCEB, the EISA/ ISA master backs off the EISA Bus as described in Section 
7.1.3, Back-Off Cycle. 

7.2.1 EISA MEMORY AND I/O READ/WRITE CYCLES 

The standard EISA cycle completes one transfer each two BCLK periods (zero wait states). The standard 
EISA memory or I/O cycle begins with the EISA master presenting a valid address on LA[31:2] and driving 
M/IO# high for a memory cycle and low for an I/O cycle. The address can become valid at the end of the 
previous cycle to allow address pipelining. When the PCEB positively decodes the address, it asserts EX32# 
to Indicate 32-bit support. For memory cycles, the PCEB also asserts SLBURST # to Indicate support for burst 
transfers. 

For extended cycles, the PCEB Introduces wait states using the EXRDY signal. The PCEB may hold EXRDY 
negated for a maximum of 2.5 jus to complete a transfer, and releases EXRDY synchronous to the falling edge 
of BCLK to allow a cycle to complete. 

Figure 27 shows three data transfers between an EISA master and an EISA slave. The first transfer is an 
extended transfer (EXRDY negated), followed by two standard cycles. For EISA cycles that are forwarded to 
the PCI Bus, the PCEB is an EISA slave. The EISA master asserts START # to indicate the start of a cycle. 
The EISA master also drives W/R# to Indicate a read or write cycle and BE[3:0] # to indicate the active bytes. 
The LA[31:2] and the BE[3:0] remain valid until after the negation of START#. The PCEB latches the address 
on the trailing edge of START #. 

The ESC asserts CMD# simultaneously with the negation of START# to control data transfer to or from the 
PCEB. If a read cycle Is being performed, the PCEB presents the requested data when CMD# is asserted and 
holds it valid until CMD# is negated by the ESC. For a write cycle, the EISA master must present the data prior 
to the assertion of CMD# and the PCEB latches it on the trailing edge of CMD#. 
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Figure 27. EISA Memory and I/O Read/Write Cycles (One Extended and Two Standard Cycles) 


7.2.2 EISA MEMORY BURST CYCLES 

The EISA burst cycles permit a continuous sequence of read or write cycles in zero wait-states (1 BCLK per 
transfer). A burst transfer is either ail reads or ail writes. Mixed cycles are not allowed. As an EISA slave, the 
PCEB supports burst memory reads and burst memory writes from/to its Line Buffers. Figure 28 shows an 
example of a burst sequence for both memory reads and writes on the EISA Bus. Durihg the particular burst 
sequence, five data transfers occur with a wait state added on the third data transfer. 

The first transfer in a burst transfer begins like the standard cycle described above. The EISA master presents 
a valid address on LA[31:2]. The PCEB, after decoding the address and M/IO#, responds by asserting 
SLBURST#. The EISA master must sample SLBURST# on the rising edge of BCLK at the trailing edge of 
START#. The EISA master asserts MSBURST # on the falling edge of BCLK and presents a second address 
to the PCEB. The ESC holds CMD# asserted while the burst is being performed. If MSBURST# Is not 
asserted by the master, the cycle is run as a standard cycle. 

If the cycle Is a burst read, the EISA master presents burst addresses on the falling edge of every BCLK. The 
PCEB presents the data for that address, which is sampled one and half BCLKs later. If the cycle is a burst 
write, the EISA master presents the data on the rising edge of BCLK, a half cycle after presenting the address. 
The PCEB samples memory write data on the rising BCLK edge when CMD# is asserted (regardless of the 
state of MSBURST #). The EISA master terminates the burst cycles by negating MSBURST # and completing 
the last transfer. 
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To add wait states during a burst sequence, the PCEB negates EXRDY before the falling edge of BCLK (with 
CMD# asserted). The EISA master samples EXRDY on the falling edge of BCLK and extends the cycle until 
EXRDY Is asserted. The EISA master can still change the next address even though EXRDY is negated. 



Figure 28. EISA Burst Cycle 


7.3 I/O Recovery 

The I/O recovery mechanism in the PCEB guarantees a minimum amount of time between back-to-back 8-bit 
and 16-bit PCI cycles to ISA I/O slaves. Delay times (in BCLKs) for 8-bit and 16-bit cycles are individually 
programmed via the lORT Register. Accesses to an 8-bit device followed by an access to a 1 6-bit device use 
the 8-bit recovery time. Similarly, accesses to a 16-bit device followed by an access to an 8-bit device use the 
16-bit recovery time. The PCEB cycles to EISA I/O, DMA cycles, and EISA/ISA bus masters to I/O slaves do 
not require any delay between back-to-back I/O accesses. 
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Note that I/O recovery is only required for ISA I/O devices. However, since the PCEB does not distinguish 
between 8-bit ISA and 8-bit EISA, the delay Is also applied to 8-bit EISA I/O accesses (i.e. the ESC). 



8.0 EISA DATA SWAP BUFFERS 

The PCEB contains a set of buffers/ latches that perform data swapping and data size translations on the EISA 
Bus when the master and slave data bus sizes do not match (e.g., 32-bit EISA master accessing a 16-bit EISA 
slave). During a data size translation, the PCEB performs one or more of the following operations, depending 
on the master/slave type (PCI/EISA/ISA), transfer direction (read/write), and the number of byte enables 
active (BE[3:0]#): 

• Data assembly or disassembly 

• Data copying (up or down) 

• Data re-drive 

These operations are described in this section. An example Is provided in Section 8.3, The Re-Drive Opera- 
tion, that shows a cycle where all three functions are used. 

The PCEB performs data size translations on the EISA Bus using the data swap buffer control signals generat- 
ed by the ESC. These signals are described in Section 10.0, PCEB/ESC Interface. 


8.1 Data Assembly And Disassembly 

The data assembly/disassembly process occurs during PCI, EISA/ISA, and DMA cycles when the master data 
size is greater than the slave data size. For example, if a 32-blt PCI master is performing a 32-bit read cycle to 
an 8-bit ISA slave, the ESC intervenes and performs four 8-bit reads. The data is assembled in the PCEB 
(Figure 29). Once assembled, the PCEB transfers the data as a single Dword to the 32-bit PCI master during 
the fourth cycle. For a 32-blt write cycle, the PCEB disassembles the Dword by performing four write cycles to 
the slave. The actual number of cycles required to perform an assembly/disassembly process and make a 
transfer is a function of the number of bytes (BE [3:0]#) requested and the master/slave size combination. 

During EISA master assembly/disassembly transfers, cycle control is transferred from the master to the ESC. 
The master relinquishes control by backing off the bus (i.e., by floating its START#, BE[3:0], and SD[31:0] 
signals on the first falling edge of BCLK after START # is negated). The ESC controls the assembly/disassem- 
bly process In the PCEB via the data swap buffer control signals.on the PCEB/ESC interface. At the end of the 
assembly/disassembly process, cycle control Is transferred back to the bus master (by the ESC asserting 
EX16# and EX32#). An additional BCLK is added at the end of the transfer to allow the exchanging of cycle 
control to occur. During DMA transfers, cycle control is maintained by the ESC for the entire cycle. 
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Figure 29. Assembly Function: PCI 32-bit Read from an 8-bit EISA or ISA SlaveBE[3:0] # = 0000 


8.2 The Copy Operation (Up Or Down) 

The copy operation (Figure 30) is invoked during data transfers between byte lanes. This operation allows the 
assembly/ disassembly of the data pieces during the cycles between mismatched master/slave combinations. 
For example, Section 8.1, Data Assembly and Disassembly, describes a 32-bit master read from an 8-bit slave 
where the data Is copied up during the assembly process. Copy-up is used for data assembly and copy-down 
Is used for data disassembly. 

The copy-up and copy-down operations are also used during transfers where assembly or disassembly are not 
required. These transfers are: 

• When the master size is smaller than the slave size (e.g. 16-bit EISA master cycle to a 32-bit EISA slave). 

• Between a mis-matched master/slave combination when only a byte or a word needs to be transferred 
(e.g. 32-bit EISA master cycle to an 8-bit ISA slave and only a byte needs to be transferred). 

The number of bytes copied up or down is a function of the number of bytes requested (BE [3:0]#) and the 
master/slave size combinations. During EISA master cycles where the data copying Is performed, cycle 
control is transferred from the bus master to the ESC, except during transfers where the master’s data size is 
smaller than the slave’s data size. During DMA transfers, bus control is maintained by the ESC throughout the 
transfer. 
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Figure 30. Copy Function: PCi 16-bit Read from a 16-bit EiSA or iSA Siave-— BE[3:0] # = 001 1 


8.3 The Re-Drive Operation 

The re-drive operation (Figure 31) is used when both the master and the slave, other than PCEB, are on the 
EISA Bus and the master/slave size combination is mis-matched. Specifically, re-drive occurs: 

• during EISA master and DMA cycles (excluding DMA compatible cycles) where the master’s data size is 
greater than the slave’s data size. 

• during EISA master cycles to ISA slaves where the master/slave match in the size. 

• during DMA burst write cycles to a non-burst memory slave. 

During a re-drive cycle, the data is latched from the EISA Bus, and then driven back onto the appropriate EISA 
byte lanes. During a read cycle, the re-drive occurs after the necessary sub-cycles have been completed and 
the read data has been assembled. For example, when a 32 bit EISA master (other than PCEB) performs 32 
bit read from an 8 bit EISA slave, the following sequence of events occurs: 

1 . The 32-bit EISA master initiates the read cycle. Since the master/slave combination is a mis-match, the 
master backs off the bus. The EISA master floats Its START#, BE[3:0]# and SD[3T. 0] lines. The cycle 
control is then transferred to the ESC. 

2. The ESC brings in the first 8 bit data (byte 0) In the first cycle. The ESC asserts SDLEO# to the PCEB. 

3. When SDLEO# Is asserted, the PCEB latches byte 0 into the least significant byte lane. 

4. In the second cycle, the ESC reads the next 8 bit data (byte 1). The PCEB uses SDLE1 #, SDCPYUP and 
SDCPYENO-1 # to latch byte 1 and copy it to the second least significant byte lane (copy-up). This process 
continues for byte 2 and byte 3. On the fourth cycle, the Dword assembly is complete. During each of the 4 
cycles, the ESC generates BE [3:0]# combinations. 
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5. The ESC instructs the PCEB to re-drive the assembled word to the master by asserting SDOE[2:0] #. In this 
case, all three SDOE[2:0]# signals are asserted. 

6. When SDOE[2:0] # are asserted, the PCEB drives the 32 bit assembled data on SD[31:0] to be latched by 
the master. The ESC generates the byte enables (BE[3:0]#). 

7. The ESC completes the transfer. 

8. At the end of the cycle, The ESC transfers control of the EISA Bus back to the EISA master. 

During a write cycle, the re-drive occurs after the write data from the master has been latched, and before the 
data has been disassembled. For example, during a 32-bit write by a 32-bit EISA master to an 8-bit EISA slave, 
in the first cycle of transfer, the data swap buffers latch the write data (Dword) from the master and drives the 
first byte back onto the lower byte lane of the EISA Bus. The EISA slave uses the byte enable (BE[3:0]#) 
combination put out by the EISA master during the first cycle to latch the least significant byte. For the 
subsequent cycles, the BE [3:0] # combination is generated by the ESC. The PCEB re-drives the second, third 
and the fourth byte on the second, third and the fourth cycles of the transfer. The number of cycles run is a 
function of the number of bytes requested (BE[3:0]#), and the master/slave size combinations. 

During EISA master and DMA write cycles between master and slave combinations on the EISA/ ISA Bus, 
where only copying is required and no assembly/disassembly is required, the data swap buffer treats this as a 
re-drive cycle. For example, during a write transfer between a 32-bit EISA master and a 16-blt EISA or ISA 
slave, where the master is driving data on the upper two byte lanes (BE[3:0] # = 0011), the data swap buffers 
latch the data on the byte lanes 2 and 3 (Figure 32). The data swap buffers will then re-drive the data onto byte 
lanes 2 and 3 while copying the data down to byte lanes 0 and 1 , for latching by the slave device. 

When the PCEB is involved as a master or slave, the re-drive function is disabled. When the PCEB reads 32-blt 
data from an 8-blt slave the following sequence of events occurs: 

1. Same steps as steps 1-4 in the previous example. 

2. Once the assembly Is complete, the PCEB internally latches the data. 

3. The control Is transferred back to the PCEB. 


NOTE: 

During EISA master cycles that require re-driving, the control is transferred from the EISA master to 
the ESC before the data is re-driven on the data bus. However; during the DMA cycles, the cycle 
control Is maintained by the ESC throughout the entire cycle. 
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Figure 31. Re-Drive Function: 32-bit EISA Master Accessing an 8-bit EISA or 
ISA Slave 32-bit Read*-BE[3:0] # = 0000 
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Figure 32. Copy witn Re-Drive: 32-bit EISA Master Accessing a 16-bit EISA or 
ISA Slave-One Word Write— BE[3:0] # = 0011 


9.0 BIOS TIMER 

The PCEB provides a system BIOS Timer that decrements at each edge of its 1.03/1.04 MHz clock (derived 
from the 8.25/8.33 MHz BCLK). Since the state of the counter is undefined at power-up, the BIOS Timer 
Register must be programmed before it can be used. The timer can be enabled/disabled by writing to the 
BIOS Timer Address Register. 

The BIOS Timer Register can be accessed as a single 1 6-bit quantity or as 32-bit quantity. For 32-bit access- 
es, the upper 16 bits are don’t care (reserved). The BIOS Timer I/O address location is software programma- 
ble. The address is determined by the value programmed into the BTMR Register and can be located on 
□word boundaries anywhere in the 64 KByte PCI I/O space. 

The BIOS Timer clock has a frequency of 1.03 or 1.04 MHz, depending on the value of BCLK (derived either 
from 25 MHz or 33 MHz PCICLK). This allows time intervals to be counted from 0 to approximately 65 ms. The 
accuracy of the counter is ± 1 jus. 


9.1 BIOS Timer Operations 

A write operation (either 16-bit or 32-bit) to the BIOS Timer Register initiates the counting sequence. After 
initialization, the BIOS timer starts decrementing until it reaches zero. When the value in the timer reaches 
zero, the timer stops decrementing and register value remains at zero until the timer is re-initialized. 

After the timer is Initialized, the current value can be read at any time. The timer can be re-programmed (new 
Initial value written to the BIOS Timer Register) before the register value reaches zero. All write and read 
operations to the BIOS Timer Register should include all 1 6 counter bits. Separate accesses to the Individual 
bytes of the counter must be avoided since this can cause unexpected results (incorrect count intervals). 
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10.0 PCEB/ESC INTERFACE 

The PCEB/ESC interface (Figure 33) provides the inter-chip communications between the PCEB and ESC. 
The interface provides control information between the two components for PCI/EISA arbitration, data size 
translations (controlling the PCEB’s EISA data swap buffers), and interrupt acknowledge cycles. 



Figure 33. PCEB/ESC Interface Signals 


10.1 Arbitration Controi Signals 

The PCEB contains the arbitration circuitry for the PCI Bus and the ESC contains the arbitration circuitry for the 
EISA Bus. The PCEB/ESC Interface contains a set of arbitration control signals (EISAHOLD, EISAHOLDA, 
NMFLUSH#, and PEREQ#/INTA#) that synchronize bus arbitration and ownership changes between the 
two bus environments. The signals also force PCI device data buffer flushing, if needed, to maintain data 
coherency during EISA Bus ownership changes. 

The PCEB Is the default owner of the EISA Bus. If another EISA/ISA master or DMA wants to use the bus, the 
ESC asserts EISAHOLD to instruct the PCEB to relinquish EISA Bus ownership. The PCEB completes any 
current EISA Bus transaction, tri-states its EISA Bus signals, and asserts EISAHOLDA to inform the ESC that 
the PCEB is off the bus. 

For ownership changes, other than for a refresh cycle, the ESC asserts the NMFLUSH# signal to the PCEB 
(for one PCICLK) to instruct the PCEB to flush its Line Buffers pointing to the PCI Bus (Figure 34). The 
assertion of NMFLUSH# also instructs the PCEB to initiate flushing and to temporarily disable system buffers 
on the PCI Bus (via MEMREQ#, MEMACK#, and FLSHREQ#). The buffer flushing maintains data coheren- 
cy, in the event that the new EISA Bus master wants to access the PCI Bus. Buffer flushing also prevents 
dead-lock conditions between the PCI Bus and EISA Bus. Since the ESC/ PCEB do not know ahead of time, 
whether the new master is going to access the PCI Bus or a device on the EISA Bus, buffers pointing to the 
PCI Bus are always flushed when there is a change of EISA Bus ownership, except for refresh cycles. For 
refresh cycles, the ESC controls the cycle and, thus, knows that the cycle Is not an access to the PCI Bus and 
does not initiate a flush request to the PCEB. After a refresh cycle, the ESC always surrenders control of the 
EISA Bus back to the PCEB. 
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NMFLUSH# is a bi-directional signal that is negated by the ESC when buffer flushing is not being requested. 
The ESC asserts NMFLUSH# to request buffer flushing. When the PCEB samples NMFLUSH# asserted, it 
starts driving the signal In the asserted state and begins the buffer flushing process. (The ESC tri-states 
NMFLUSH# after asserting It for the initial 1 PCICLK period.) The PCEB keeps NMFLUSH# asserted until all 
buffers are flushed and then it negates the signal for 1 PCICLK. When the ESC samples NMFLUSH# negated, 
it starts driving the signal in the negated state, completing the handshake. When the ESC samples 
NMFLUSH# negated, it grants ownership to the winner of the EISA Bus arbitration (at the time NMFLUSH# 
was negated). Note that for a refresh cycle, NMFLUSH# is not asserted by the ESC. 



When the EISA master completes its transfer and gets off the bus (i.e., removes its request to the ESC), the 
ESC negates EISAHOLD and the PCEB, in turn, negates EISAHOLDA. At this point, the PCEB resumes its 
default ownership of the EISA Bus. 

If a PCI master requests access to the EISA Bus while the bus Is owned by a master other than the PCEB, the 
PCEB retries the PCI cycle and requests ownership of the EISA Bus by asserting PEREQ#/INTA# to the 
ESC. PEREQ#/INTA# is a dual function signal that is a PCEB request for the EISA Bus (PEREQ# function) 
when EISAHOLDA Is asserted. In response to the PCEB request for EISA Bus ownership, the ESC removes 
the grant to the EISA master. When the EISA master completes its current transactions and relinquishes the 
bus (removes its bus request), the ESC negates EISAHOLD and the PCEB, in turn, negates EISAHOLDA. At 
this point, a grant can be given to the PCI device for a transfer to the EISA Bus. Note that the INTA# function 
of the PEREQ# /INTA# signal is described in Section 10.3, Interrupt Acknowledge Control. 
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10.2 System Buffer Coherency Control-APIC 


During an interrupt sequence, the system buffers must be flushed before the ESC’s I/O APIC can send an 
interrupt message to the local APIC (CPU’s APIC). The ESC and PCEB maintain buffer coherency when the 
ESC receives an interrupt request for its I/O APIC using the AFLUSH# signal. 
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10.4 EISA Data Swap Buffer Control Signals 

The cycles in the EISA environment may require data size translations before the data can be transferred to its 
intermediate or final destination. As an example, a 32-blt EISA master write cycle to a 16-bit EISA slave 
requires a disassembly of a 32-bit Dword into 16-bit words. Similarly, a 32-blt EISA master read cycle to a 16- 
bit slave requires an assembly of two 16 bit words into a 32-bit Dword. The PCEB contains EISA data swap 
buffers to support data size translations on the EISA Bus. The operation of the data swap buffers is described 
in Section 8.0, EISA Data Swap Buffers. The ESC controls the operation of the PCEB’s data swap buffers with 
the following PCEB/ESC Interface signals. These signals are outputs from the ESC and an Inputs to the PCEB. 

• SDCPYEN [13,03:01]# 

• SDCPYUP 

• SDOE[2:0]# 

• SDLE[3:0j# 

Copy Enable Outputs (SDCPYEN [13,03:01]#) 

These signals enable the byte copy operations between data byte lanes 0, 1 , 2 and 3 as shown In the Table 9. 
ISA master cycles do not perform assembly/disassembly operations. Thus, these cycles use 
SDCPYEN [13,03:01]# to perform the byte routing and byte dopying between lanes. EISA master cycles 
however, can have assembly/ disassembly operations. These cycles use SDCPYEN [13,03:01]# in conjunc- 
tion with SDCPYUP and SDLE[3:0]#. 


Table 9. Byte Copy Operations 


Signal 

Copy between Byte Lanes 

SDCPYf N01 # 

ByteO (bits[7:0l) and Byte 1 (bits[15:8]) 

SDCPYEN02# 

Byte 0 (bits[7:0]) and Byte 2 (bits[23:16]) 

SDCPYEN03# 

Byte 0 (blts[7:0]) and Byte 3 (bits[31:24]) 

SDCPYEN13# 

Byte 1 (bits[15:8l) and Byte 3 (bits[31:24]) 


System Data Copy Up (SDCPYUP) 

SDCPYUP controls the direction of the byte copy operations. When SDCPYUP Is asserted (high), active lower 
bytes are copied onto the higher bytes. The direction is reversed when SDCPYUP is negated (low). 
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System Data Output Enable (SDOE[2:0]#) 

These signals enable the output of the data swap buffers onto the EISA Bus (Table 10). SDOE[2:0] are re- 
drlve signals in case of mis-matched cycles between EISA to EISA, EISA to ISA, ISA to ISA and the DMA 
cycles between the devices on EISA. 


Table 10. Output Enable Operations 


Signal 

Byte Lane 

SDOEO# 

Applies to Byte 0 (bits [7:0]) 

SDOE1 # 

Applies to Byte 1 (bits[15:8]) 

SDOE2# 

Applies to Byte 2 and Byte 3 (bits [31 :1 6]) 


System Data to Internal (PCEB) Data Latch Enables (SDLE[3:0]#) 

These signals latch the data from the EISA Bus into the data swap latches. The data is then either sent to the 
PCI Bus via the PCEB or re-driven onto the EISA Bus. SDLE[3:0]# latch the data from the corresponding 
EISA Bus byte lanes during PCI Reads from EISA, EISA writes to PCI, DMA cycles between an EISA device 
and the PCEB. These signals also latch data during mismatched cycles between EISA to EISA, EISA to ISA, 
ISA to ISA, the DMA cycles between the devices on EISA, and any cycles that require copying of bytes, as 
opposed to copying and assembly/disassembly. 


10.5 Interrupt Acknowledge Control 

PEREQ#/INTA# (PCI to EISA Request or Interrupt Acknowledge) is a dual function signal and the selected 
function depends on the status of EISAHLDA. When EISAHLDA is negated, this signal Is an Interrupt acknowl- 
edge (INTA#) and supports interrupt processing. If interrupt acknowledge Is enabled via the PCEB’s PCICON 
Register and EISAHOLDA is negated, the PCEB asserts PEREQ#/INTA# when a PCI interrupt acknowledge 
cycle is being serviced. This Informs the ESC that the forwarded EISA I/O read from location 04h is an 
interrupt acknowledge cycle. Thus, the ESC uses this signal to distinguish between a request for the interrupt 
vector and a read of the ESC’s DMA register located at 04h. The ESC responds to the read request by placing 
the interrupt vector on SD[7:0]. 


11.0 ELECTRICAL 
CHARACTERISTICS 

11.1 Absolute Maximum Ratings 

Case Temperature Under Bias -65®C to 1 10®C 

Storage Temperature -65°C to 150®C 

Supply Voltages with 

Respect to Ground --0.5V to Vcc + 0.5V 

Voltage On Any Pin --0.5V to Vcc + 0.5V 

Power Dissipation (fully loaded) 0.95W 

Power Dissipation (four slots) 0.75W 


NOTICE: This data sheet contains information on 
products in the sampling and initial production phases 
of development. The specifications are subject to 
change without notice. Verify with your local Intel 
Sales office that you have the latest data sheet be- 
fore finalizing a design. 

* WARNING: Stressing the device beyond the "Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
"Operating Conditions” is not recommended and ex- 
tended exposure beyond the "Operating Conditions” 
may affect device reliability. 
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12.0 PINOUT AND PACKAGE INFORMATION 

12.1 Pin Assignment 


LA25 C 
LA24 t 
LA16 C 
LA15 C 
VDD C 
LA14 C 
LA13 C 
LA12 C 
VSS C 
LA11 C 
LA10 C 
LA9C 
LA8 C 
LA7 C 
LA6 C 
VDD C 
VSS C 







PCEB 
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Figure 35. Pinout 
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Table 11. Alphabetical PCEB Pin Assignment 


Name 

Pin # 

Type 

ADO 

1S5 

t/s 

ADI 

1S4 

t/s 

AD2 

1S3 

t/s 

AD3 

1S2 

t/s 

AD4 

1S1 

t/s 

ADS 

ISO 

t/s 

AD6 

14S 

t/s 

AD7 

147 

t/s 

ADS 

146 

t/s 

AD9 

143 

t/s 

AD10 

142 

t/s 

AD11 

141 

t/s 

ADI 2 

139 

t/s 

AD13 

13S 

t/s 

AD14 

137 

t/s 

ADIS 

136 

t/s 

AD16 

119 

t/s 

ADI 7 

116 

t/s 

ADIS 

117 

t/s 

AD19 

116 

t/s 

AD20 

114 

t/s 

AD21 

112 

t/s 

AD22 

111 

t/s 

AD23 

110 

t/s 

AD24 

106 

t/s 

AD2S 

107 

t/s 

AD26 

102 

t/s 

AD27 

101 

t/s 

AD2S 

100 

t/s 

AD29 

99 

t/s 

AD30 

96 

t/s 


Name 

Pin # 

Type 

AD31 

97 

t/s 

AFLUSH# 

161 

t/s 

BCLK 

167 

in 

BEO# 

207 

t/s 

BE1# 

206 

t/s 

BE2# 

206 

t/s 

BE3# 

204 

t/s 

C/BEO# 

144 

t/s 

C/BE1# 

136 

t/s 

C/BE2# 

120 

t/s 

C/BE3# 

109 

t/s 

CMD# 

169 

in 

CPUGNT# 

76 

out 

CPUREQ# 

76 

in 

DEVSEL# 

126 

s/t/s 

EISAHLDA 

163 

out 

EISAHOLD 

162 

in 

EX16# 

173 

in 

EX32# 

172 

o/d 

EXRDY 

171 

o/d 

FLSHREQ# 

85 

out 

FRAME# 

122 

s/t/s 

ONTO# 

63 

out 

GNT1# 

62 

out 

GNT2# 

61 

out 

GNT3# 

60 

out 

IDSEL 

92 

in 

1016# 

166 

o/d 

IRDY# 

123 

s/t/s 

LA2 

33 

t/s 

LA3 

31 

t/s 

LA4 

29 

t/s 
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Table 11. Alphabetical PCEB Pin Assignment (Continued) 


Name 

Pin # 

Type 

LAS 

28 

t/s 

LA6 

24 

t/s 

LA7 

23 

t/S 

LA8 

22 

t/s 

LA9 

21 

t/s 

LA10 

20 

t/s 

LA11 

19 

t/s 

LA12 

17 

t/s 

LAI 3 

16 

t/s 

LAI 4 

IS 

t/s 

^ LAIS 

13 

t/s 

LAI 6 

12 

t/s 

LAI 7 

4S 

t/s 

LAI 8 

43 

t/s 

LAI 9 

40 

t/s 

LA20 

36 

t/s 

LA21 

34 ^ _ __ 

t/s 

LA22 

32 

t/s 

LA23 

30 

t/s 

LA24 

11 

t/s 

LA2S 

10 

t/s 

LA26 

8 

t/s 

LA27 

7 

t/s 

LA28 

6 

t/s 

LA29 

S 

t/s 

LA30 

4 

t/s 

LA31 

3 

t/s 

LOCK# 

166 

t/s 

M/IO# 

191 

t/s 

MEMACK# 

86 

in 

MEMOS# 

88 

out 

MEMREQ# 

87 

out 


Name 

Pin # 

Type 

MSBURST# 

190 

' t/s 

NC 

96 

NC 

NC 

106 

NC 

NC 

132 

NC 

NC 

133 

NC 

NMFLUSH# 

165 

t/s 

PAR 

134 

t/s 

PCICLK 

91 

in 

PCIRST# 

93 

in 

PEREQ#/INTA# 

164 

out 

PERR# 

128 

s/t/s 

PIODEC# 

89 

in 

PLOCK# 

127 

s/t/s 

REFRESH# 

160 

in 

REDO# 

71 

in 

REQ1# 

72 

in 

REQ2# 

73 

in 

REQ3# 

74 

in 

SDO 

203 

t/s 

SD1 

202 

t/s 

SD2 

201 

t/s 

SD3 

199 

t/s 

SD4 

198 

t/s 

SD5 

197 

t/s 

SD6 

196 

t/s 

SD7 

195 

t/s 

SD8 

55 

t/s 

SD9 

57 

t/s 

SD10 

60 

t/s 

soil 

61 

t/s 

SD12 

65 

t/s 

SD13 

67 

t/s 
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Table 1 1. Alphabetical PCEB Pin Assignment (Continued) 


Name 

Pin # 

Type 

SD14 

69 

t/s 

SD15 

70 

t/s 

SD16 

37 

t/s 

SD17 

38 

t/s 

SD18 

41 

t/s 

SD19 

42 

t/s 

SD20 

44 

t/s 

SD21 

47 

t/s 

SD22 

48 

t/s 

SD23 

49 

t/s 

SD24 

50 

t/s 

SD25 

51 

t/s 

SD26 

56 

t/s 

SD27 

58 

t/s 

SD28 

59 

t/s 

SD29 

64 

t/s 

SD30 

66 

t/s 

SD31 

68 

t/s 

SDCPYEN01 # 

179 

in 

SDCPYEN02# 

180 

in 

SDCPYEN03# 

184 

in 

SDCPYEN13# 

185 

in 

SDCPYUP 

186 

in 

SDLEO# 

178 

in 

SDLE1 # 

177 

in 

SDLE2# 

176 

in 

SDLE3# 

175 

in 

SDOEO# 

187 

in 

SDOE1 # 

188 

in 

SDOE2# 

189 

in 

SLBURST# 

174 

t/s 

START# 

170 

t/s 


Name 

Pin # 

Type 

STOP# 

126 

s/t/s 

STPGNT# 

159 

out 

TEST# 

.90 . 

in 

TRDY# 

124 

s/t/s 

Vdd 

1 

V 

Vdd 

14 

V 

Vdd 

25 

V 

Vdd 

39 

V 

Vdd 

52 

V 

Vdd 

53 

V 

Vdd 

63 

V 

Vdd 

79 

V 


94 

V 


104 

V 

Vdd 

105 

V 

Vdd 

116 

V 

Vdd 

131 

V 

Vdd 

145 

V 

Vdd 

156 

V 

Vdd 

157 

V 

Vdd 

181 

V 

Vdd 

193 

V 

Vdd 

208 

V 

Vss 

2 

V 

Vss 

9 

V 

Vss 

18 

V 

Vss 

26 

V 

Vss 

27 

V 

Vss 

35 

V 

Vss 

46 

V 

Vss 

54 

V 

Vss 

62 

V 
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Table 12. Numerical PCEB Pin Assignment (Continued) 


Pin # 

Name 

Type 

44 

SD20 

t/s 

45 

LAI 7 

t/s 

46 

Vss 

V 

47 

SD21 

t/s 

48 

SD22 

t/s 

49 

SD23 

t/s 

50 

SD24 

t/s 

51 

SD25 

t/s 

52 

Vdd 

V 

53 

VdD 

V 

54 

Vss 

V 

55 

SD8 

t/s 

56 

SD26 

t/s 

57 

SD9 

t/s 

58 

SD27 

t/s 

59 

SD28 

t/s 

60 

SD10 

t/s 

61 

soil 

t/s 

62 

Vss 

V 

63 

Vdd 

V 

64 

SD29 

t/s 

65 

SD12 

t/s 

66 

SD30 

t/s 

67 

SD13 

t/s 

68 

SD31 

t/s 

69 

SD14 

t/s 

70 

SD15 

t/s 

71 

REQO# 

in 

72 

REQ1# 

in 

73 

REQ2# 

in 

74 

REQ3# 

in 

75 

CPUREQ# 

in 


Pin # 

Name 

Type 

76 

CPUGNT# 

out 

77 

Vss 

V 

78 

Vss 

V 

79 

Vdd 

V 

80 

GNT3# 

out 

81 

GNT2# 

out 

82 

GNT1# 

out 

83 

GNTO# 

out 

84 

Vss 

V 

85 

FLSHREQ# 

out 

86 

MEMACK# 

in 

87 

MEMREQ# 

out 

88 

MEMOS# 

out 

89 

PIODEC# 

in 

90 

TEST# 

in 

91 

PCICLK 

in 

92 

IDSEL 

in 

93 

PCIRST# 

in 

94 

Vdd 

V 

95 

Vss 

V 

96 

NC 

NC 

97 

AD31 

t/s 

98 

AD30 

t/s 

99 

AD29 

t/s 

100 

AD28 

t/s 

101 

AD27 

t/s 

102 

AD26 

t/s 

103 

Vss 

V 

104 

Vdd 

V 

105 

Vdd 

V 

106 

NC 


107 

AD25 

t/s 


D(j!fllF©l^(MlM’D®[f!fl 
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Table 12. Numerical PCEB Pin Assignment (Continued) 


Pin # 

Name 

Type 

108 

AD24 

t/S 

109 

C/BE3# 

t/S 

110 

AD23 

t/s 

111 

AD22 

t/s 

112 

AD21 

t/s 

113 

Vss 

V 

114 

AD20 

t/s 

115 

ADI 9 

t/s 

116 

Vdd 

V 

117 

ADI 8 

t/s 

118 

ADI 7 

t/s 

119 

ADI 6 

t/s 

120 

C/BE2# 

t/s 

121 

Vss 

V 

122 

FRAME# 

s/t/s 

123 

IRDY# 

s/t/s 

124 

TRDY# 

s/t/s 

125 

DEVSEL# 

s/t/s 

126 

STOP# 

s/t/s 

127 

PLOCK# 


128 

PERR# 

s/t/s 

129 

Vss 

V 

130 

Vss 

V 

131 

Vdd 

V 

132 

NC 

NC 

133 

NC 

NC 

134 

PAR 

t/s 

135 

C/BE1 # 

t/s 

136 I 

ADI 5 

.. ...j 

t/s 

137 1 

AD14 

t/s 


ADI 3 

t/s 

139 

ADI 2 

t/s 


Pin # 

Name 

Type 

140 

Vss 

Vv 

141 

AD11 

t/s 

142 

AD10 

t/s 

143 

AD9 

t/s 

144 

C/BEO# 

t/s 

145 

Vdd 

V 

146 

AD8 

t/s 

147 

AD7 

t/s 

148 

AD6 

t/s 

149 

Vss 

V 

150 

AD5 

t/s 

151 

AD4 

t/s 

152 

AD3 

t/s 

153 

AD2 

t/s 

154 

ADI 

t/s 

155 

ADO 

t/s 

156 

Vdd 

V 

157 

Vdd 

V 

158 

Vss 

V 

m 

STPGMMT# 

out 

160 

REFRESH# 

in 

161 

AFLUSH# 

t/s 

162 

EISAHOLD 

in 

163 

EISAHLDA 

out 

164 

PEREQ#/INTA# 

out 


NMFLUSH# 

t/s 

166 

LOCK# 

t/s 

167 

BCLK 

in 

168 

1016# 

o/d 

169 

CMD# 

in 

170 

START# 

t/s 

171 

EXRDY 

o/d 
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Table 12. Numerical PCEB Pin Assignment (Continued) 


Pin # 

Name 

Type 

172 

EX32# 

0/d 

173 

EX16# 

in 

174 

SLBURST# 

t/s 

175 

SDLE3# 

in 

176 

SDLE2# 

in 

177 

SDLE1 # 

in 

178 

SDLEO# 

in 

179 

SDCPYEN01 # 

in 

180 

SDCPYEN02# 

in 

181 

Vdd 

V 

182 

Vss 

V 

183 

Vss 

V 

184 

SDCPYEN03# 

in 

185 

SDCPYEN13# 

in 

186 

SDCPYUP 

in 

187 

SDOEO# 

in 

188 

SDOE1 # 

in 

189 

SDOE2# 

in 

190 

MSBURST# 

t/s 


Pin # 

Name 

Type 

191 

M/IO# 

t/s 

192 

W/R# 

t/s 

193 

Vdd 

V 

194 

Vss 

V 

195 

SD7 

t/s 

196 

SD6 

t/s 

197 

SD5 

t/s 

198 

SD4 

t/s 

199 

SD3 

t/s 

200 

Vss 

V 

201 

SD2 

t/s 

202 

SD1 

t/s 

203 

SDO 

t/s 

204 

BE3# 

t/s 

205 

BE2# 

t/s 

206 

BE1# 

t/s 

207 

BEO# 

t/s 

208 

Vdd 

V 


OKlF©l^(M]A‘irO©K] 
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12.2 Package Characteristics 



Figure 36. 208-Pin Quad Fiat Pack (QFP) Dimensions 
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13.0 TESTABILITY 

13.1 NANDTree 

A NAND Tree is provided primarily for VIL/VIH testing. The NAND Tree is also useful for Automated Test 
Equipment (ATE) at board level testing. The NAND Tree allows the tester to test the solder connections for 
each individual signal pin. 

The TEST# pin, along with BCLK, PIODEC# and EX16#, activates the NAND Tree. The following combina- 
tions of PIODEC#, EX16#, and TEST# causes each buffer to be tri-stated.: 

PIODEC# = 1 and EX16#=0and TEST#=0 
or 

PIODEC# =0 and EX16# = 1 

Care must be taken as the test is in progress to ensure that one of the preceding combinations is valid. 
Otherwise, the test mode will be exited. 

Asserting TEST # causes the output pulse train to appear on the EISAHLDA pin. BCLK must be driven low in 
order to enable the NAND Tree. 

The sequence of the ATE test is as follows: 

1. Drive TEST# low, EX16# high, PIODEC# low, and BCLK low. 

2. Drive each pin high, except for the pins mentioned in the above discussion (TEST#, PIODEC#, and BCLK). 

3. Starting at pin 168 (I016#) and continuing with pins 169, 170, etc., individually drive each pin low, remem- 
bering to toggle PIODEC# from low to high when EX16# is toggled from high to low. Also, when PIODEC# 
is driven low, EX16# must be driven high. Expect EISAHLDA to toggle after each corresponding Input pin is 
toggled. The final pin In the tree is pin 166 (LOCK#). BCLK Is not part of the tree, and EISAHLDA is 
operated only as an output. Also, note that no-connect (NC), Vcc, and Vxx pins are not part of the NAND 
Tree. 

4. Turn off tester drivers before enabling the PCEB’s buffers (via PIODEC#, TEST#, and EX16#). 

5. Reset the PCEB prior to proceeding with further testing. 
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Table 13. NANO Tree Cell Order 


Pin# 

Name 

205 

BE2# 



207 


3 

LA31 # 

4 

LA30# 

5 

LA29# 

6 

LA28# 

7 

LA27# 

8 

LA26# 

10 

LA25# 

11 

LA24# 

12 

LAI 6 

13 

LAI 5 

15 

LAI 4 

16 

LAI 3 

17 

LAI 2 

18 

Vss 

19 

LA11 

20 

LA10 

21 

LA9 

22 

iimsHi 

23 

moom 









HEllHl 


32 


IKglHI 


34 

m^^^miii 

mmm 


37 

SD16 


Pin# 

Name 

168 

I016#(1) 

169 

CMD# 

170 

START 

171 

EXRDY 

172 

EX32# 

173 

EX32# 

174 

Slburst# 

. 

175 

SDLE3# 


SDLE2# 

177 

SDLE1 # 


SDLEO# 

179 

SDCPYEN01 # 

180 

SDCPYEN02# 

184 

SDCPYEN03# 

185 

SDCPYEN13# 

186 

SDCPYUP 

187 

SDOEO# 

188 

SD0E1 # 

189 

SD0E2# 

190 

MSBURST# 

191 

M/IO# 

192 

W/R# 

195 

SD7 

196 

SD6 

197 

SD5 

198 

SD4 

199 

SD3 

jHRHH 

SD2 

202 

SD1 


SDO 

204 

BE3# 


Pin# 

Name 

38 

SD17 

40 

LAI 9 

41 

SD18 

42 

SD19 

43 

LAI 8 

44 

SD20 

45 

LAI 7 

47 

SD21 

48 

SD22 

49 

SD23 

50 

SD24 

51 

SD25 

55 

SD8 

56 

SD26 

57 

SD9 

58 

SD27 

59 

SD28 

60 

SD10 

61 

SD11 

64 

SD29 


SD12 


SD30 


SD13 


SD31 


8014 


SD15 

71 

REQO# 

72 

REQ1# 

73 

REQ2# 

74 

REQ3# 

75 

CPUREQ# 

76 

CPUGNT 
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Pin# 

Name 

80 

GNT3# 

81 

GNT2# 

82 

GNT1# 

83 

GNTO# 

85 

FLSHREQ# 

86 

MEMACK# 

87 

MEMREQ# 

88 

MEMOS# 

89 

PIODEC# (3) 

91 

PCICLK 

92 

IDSEL 

93 

PCIRST# 

97 

AD31 

98 


99 


100 


101 


102 

AD26 

107 


108 


109 

C/BE3# 


Table 13. NAND Tree Cell Order 


Pin# 

Name 

110 

AD23 

111 

AD22 

112 

AD21 

114 

AD20 

115 

ADI 9 

117 

ADI 8 

118 

ADI 7 

119 

ADI 6 

120 


122 

FRAME# 

123 

IRDY# 

124 

TRDY# 

125 

DEVSEL# 

126 

STOP# 

127 

PLOCK# 

128 

PERR# 

134 

PAR 

135 

C/BE1 # 

136 

ADI 5 

137 

ADI 4 

138 

ADI 3 


Pin# 

Name 

139 

ADI 2 

141 

AD11 

142 

AD10 

143 

AD9 

144 

C/BEO# 

146 

AD6 

147 

AD7 

148 

AD6 

150 

AD5 

151 

AD4 

152 

AD3 

153 

AD2 

154 

ADI 

155 

ADO 

160 

REFRESH# 

161 

AFLUSH# 

162 

EISAHOLD 

164 

PEREQ#/INTA# 

165 

1 NMFLUSH# 

166 

i LOCK# 


NOTES: 

1. Start of NAND Tree. 

2. Must be 1 when PIODEC# is 0 and must be 0 when PIODEC# is 1. 

3. Must be 0 when EX16# is 1 and must be 1 when EX16# is 0. 
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82378ZB SYSTEM I/O (SIO) AND 
82379AB SYSTEM I/O APIC (SIO.A) 


■ Provides the Bridge between the PCI 
Bus and ISA Bus 

■ 100% PCI and ISA Compatible 

^ PCI and ISA Master/Slave Interface 
— Directly Drives 10 PCI Loads and 6 
ISA Slots 

— PCI at 25 MHz and 33 MHz 
— ISA from 6 MHz to 8.33 MHz 

■ Enhanced DMA Functions 
--Scatter/Gathor (82378ZB) 

Fast DMA Type A, B and F (82S78ZB) 
— Compatible DMA Transfers 

— 32-blt Addrea$abiilty(8237SZB) 
--^27-bK Addressabnily(82378AB) 

— Seven Independently Programmable 
Channels 

— Functionality of Two 82C37A DMA 
Controllers 

■ Data Buffers to Improve Performance 
-8-Byte DMA/ISA Master Line Buffer 

— 32-bit Posted Memory Write Buffer 
to ISA 

■ Integrated 16-bit BIOS Timer 

■ Non-Maskable Interrupts (NMI) 

— PCI System Errors 

— ISA Parity Errors 

■ Arbitration for ISA Devices 
— ISA Masters 

— DMA and Refresh 


■ Four Dedicated PCI Interrupts 
— Level Sensitive 

— Mapped to Any Unused Interrupt 

■ Arbitration for PCI Devices 
— Six PCI Masters Supported 

— Fixed, Rotating, or a Combination 

■ Utility Bus (X-Bus) Peripheral Support 
— Provides Chip Select Decode 

— Controls Lower X-Bus Data Byte 
Transceiver 

■ Functionality of One 82C54 Timer 
— System Timer 

— Refresh Request 
— Speaker Tone Output 

■ Functionality of Two 82C59 Interrupt 
Controllers 

— 14 Interrupts Supported 
— Edge/Level Selectable Interrupts 

■ I/O AFIC (Advsncsd Programmable 
Interrupt Controller (62Z79AB} 

— Support for MulthProceaeor Syatema 

■ System Power Management 

— Programmable System Management 
Interrupt (SMI)Hardware Events, 
Software Events, EXTSMI# 

— Programmable CPU Clock Control 
(STPCLK#) 

— Fast-On/Off Mode 

■ 208 Pin QFP Package 


The 82378ZB System I/O (SIO) and 82379AB System I/O — APIC (SIO.A) components are PCI-to-ISA Bus 
Bridge devices. These devices integrate many of the common I/O functions found In today’s ISA-based PC 
systems — a seven channel DMA controller, two 82C59 interrupt controllers, an 8254 timer/counter, a BIOS 
timer, Intel SMM power management support, and logic for NMI generation. In addition, the SIO and SIO.A 
each support a total of 6 PCI Masters, and 4 PCI Interrupts. Decode Is provided for peripheral devices such as 
the Flash BIOS, Real Time Clock, Keyboard/ Mouse Controller, Floppy Controller, two Serial Ports, one Paral- 
lel Port, and IDE Hard Disk Drive. For both the SIO and SIO.A, each DMA channel supports compatibility 
transfers. The SIO also supports types A, B, and F transfers and scatter/gather. In addtion to the standard 
ISA-compatible interrupt controller that is in both the SIO and SIO.A, the SIO.A contains an Advance Program- 
mable Interrupt Controller (10 APIC) for use in multi-processing systems. 

Thi$ dooument de$orlbe$ both the 82370ZB (SIO) and 82379AB (SIO.A) ooitiponenta. Unshadad ama$ do- 
scribe the 82378ZB, Shaded areas, to this one, describe diftarences betwoan the 82379AB and 8^78ZB, 


December 1995 

Order Number: 290571-001 
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82378ZB (SIO) AND 82379AB (SIO.A) 


iny 


PCICLK 

PCIRST# 

AD[31:0] 

C/BE#[3:0] 

FRAME# 

TROY# 

IRDY# 

STOP# 

LOCK# 

DEVSEL# 

SERR# 

PAR 

IDSEL 

MEMCS# 


CPUREQ# ■ 
CPUGNT# 
REQO#/SIOGNT# ■ 
GNTO#/SIOREQ# 
REQ1# ■ 

GNT1#/RESUME# 
REQ[3:2]# ■ 
GNT[3:2]# 
MEMREQ# 
MEMACK# • 
FLSHREQ# 


IRQ8# ■ 
IRQ 12/M • 
INT • 
NMI < 

IRQ[15,14, ■ 
11:9.7:3,1] 
PIRQ[3:0]# ■ 

TEST ■ 
$PKf^/TESTO < 


SMI# • 
STPCLK# ■ 
EXTSMI# ■ 
INIT ■ 


PCI 

Bus 

Interface 


PCI 


ISA 

Decode 


Decode 


PCI 

Arbiter 


Interrupt 


CPU 

Interface 


ISA 

Bus 

Interfoce 


Timers/ 

Counters 


Utility 

Bus 

Support 

Logic 


I/O 

APIC 


• SD[15:0] 

■ SA[19:0] 

- LA[23:17] 

• IOCS 16# 
-MEMCS16# 

■ SBHE# 

• MASTER# 

- MEMR# 

■ MEMW# 

■ AEN 

■ lOCHRDY 

■ lOCHK# 

• SYSCLK 
BALE 

■ lOR# 

• lOW# 

■ SMEMR# 
SMEMW# 

• ZEROWS# 

■ RSTDRV 

• OSC 

■ DREQ[7:5,3:0] 

► DACK[7:5,3:0]# 
r EOP (82378ZB) 
TC (8237 9AB) 

■ REFRESH# 

■ SPKR/TE$T0 


■ UBUSTR 

■ UBUSOE# 

> ECSADDR[2:0] 

• ECSEN# 

• DSKCHG 

> ALT_RST# 

■ ALT_A20 

• FERR#/IRQ13 

• IGNNE# 


‘ APICCLk 
» APiCOtirO] 


290571-1 

NOTE: 

The I/O APIC signals are only on the 82379AB. Also, SPKR/TESTO functions are multiplexed on the same signal pin on 
the 82379AB and are separate signals on the 82378ZB. 

82378ZB and 82379AB Component Block Diagram 


The complete document for this product is available from Intel’s Literature Center at 1-600-548-4725. 
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82378 SYSTEM I/O (SIO) 


■ Provides the Bridge Between the PCI 
Bus and ISA Bus 

■ 100% PCI and ISA Compatible 

— - PCI and ISA Master/Slave Interface 
— Directly Drives 10 PCI Loads and 6 
ISA Slots 

— Supports PCI at 25 MHz and 33 MHz 
— Supports ISA from 6 MHz to 8.33 
MHz 

■ Enhanced DMA Functions 
— Scatter/Gather 

— Fast DMA Type A, B and F 
— Compatible DMA Transfers 

— 32-bit Addressability 

— Seven Independently Programmable 
Channels 

— Functionality of Two 82C37A DMA 
Controllers 

■ Integrated Data Buffers to Improve 
Performance 

— 8-Byte DMA/ISA Master Line Buffer 

— 32-bit Posted Memory Write Buffer 
to ISA 

■ Integrated 16-bit BIOS Timer 

■ Non-Maskable Interrupts (NMI) 

— PCI System Errors 

— ISA Parity Errors 

■ Arbitration for ISA Devices 
— ISA Masters 

— DMA and Refresh 


■ Four Dedicated PCI Interrupts 
— Level Sensitive 

— Can be Mapped to Any Unused 
Interrupt 

■ Arbitration for PCI Devices 
— Six PCI Masters Supported 

— Fixed, Rotating, or a Combination of 
the Two 

■ Utility Bus (X-Bus) Peripheral Support 
— Provides Chip Select Decode 

— Controls Lower X-Bus Data Byte 
Transceiver 

■ Integrates the Functionality of One 
82C54 Timer 

— System Timer 
— Refresh Request 
— Speaker Tone Output 

■ Integrates the Functionality of Two 
82C59 Interrupt Controllers 

— 14 Interrupts Supported 
— Edge/Level Selectable Interrupts: 
Each Interrupt Individually 
Programmable 

■ Complete Support for SL Enhanced 
Intel486 CPU’s 

— SMI# Generation Based on System 
Hardware Events 

— STPCLK# Generation to Power 
Down the CPU 


The 82378 System I/O (SIO) component provides the bridge between the PCI bus and the ISA expansion bus. 
The SIO also Integrates many of the common I/O functions found in today’s ISA based PC systems. The SIO 
incorporates the logip for a PCI interface (master and slave), ISA interface (master and slave), enhanced 
seven channel DMA controller that supports fast DMA transfers and Scatter/ Gather, data buffers to isolate the 
PCI bus from the ISA bus and to enhance performance, PCI and ISA arbitration, 14 level interrupt controller, a 
16-bit BIOS timer, three programmable timer/ counters, and Non-Maskable Interrupt (NMI) Control Logic. The 
SIO also provides decode for peripheral devices such as the Flash BIOS, Real Time Clock, Keyboard/ Mouse 
Controller, Floppy Controller, two Serial Ports, one Parallel Port, and IDE Hard Disk Drive. 

The 82378 also supports several Advanced Power Management features such as SMI#, APM Register, Fast 
On and Fast Off Event Timers, Clock Throttling, and support for an external SMI# Interrupt. The 82378 also 
supports a total of 6 PCI Masters, and can support up to 4 PCI Interrupts. 


December 1994 

Order Number: 290473-004 
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1.0 ARCHITECTURAL OVERVIEW 

The major functions of the SIO component are bro- 
ken up into blocks as shown In the SIO Component 
Block Diagram. A description of each block is provid- 
ed below. 


PCI Bus Interface 

The PCI Bus Interface provides the interface be- 
tween the SIO and the PCI bus. The SIO provides 
both a master and slave interface to the PCI bus. As 
a PCI master, the SIO runs cycles on behalf of DMA, 
ISA masters, and the Internal data buffer manage- 
ment logic when buffer flushing is required. The SIO 
will burst a maximum of two Dwords when reading 
from PCI memory, and one Dword when writing to 
PCI memory. The SIO does not generate PCI I/O 
cycles as a master. As a PCI slave, the SIO accepts 
cycles Initiated by PCI masters targeted for the SIO’s 
internal register set or the ISA bus. The SIO will ac- 
cept a maximum of one data transaction before ter- 
minating the transaction. This supports the Incre- 
mental Latency Mechanism as defined in the Periph- 
eral Component Interconnect (PCI) Specification. 

As a master, the SIO generates address and com- 
mand signal (C/BE#) parity for read and write cy- 
cles, and data parity for write cycles. As a slave, the 
SIO generates data parity for read cycles. Parity 
checking is not supported. The SlO also provides 
support for system error reporting by generating a 
Non-Maskable-Interrupt (NMI) when SERB# is driv- 
en active. 

The SIO, as a resource, can be locked by any PCI 
master. In the context of locked cycles, the entire 
SIO subsystem (including the ISA bus) is considered 
a single resource. 


The SIO directly supports the PCI Interface running 
at either 25 MHz or 33 MHz. If a frequency of less 
than 33 MHz Is required (not including 25 MHz), a 
SYSCLK divisor value (as indicated in the ISA Clock 
Divisor Register) must be selected that guarantees 
that the ISA bus frequency does not violate the 
6 MHz to 8.33 MHz SYSCLK range. 


PCI Arbiter 

The PCI arbiter provides support for six PCI masters; 
the Host Bridge, SIO, and four PCI masters. The ar- 
biter can be programmed for a purely rotating 
scheme, fixed, or a combination of the two. The Ar- 
biter can also be programmed to support bus park- 
ing. This gives the Host Bridge default access to the 
PCI bus when no other device is requesting service. 
The arbiter can be disabled if an external arbiter is 
used. 


PCI Decode/ISA Decode 

The SIO contains two address decoders; one to de- 
code PCI initiated cycles and one to decode ISA 
master and DMA initiated cycles. Two decoders are 
used to allow the PCI and ISA buses to run concur- 
rently. 

The SIO is also programmable to provide address 
decode on behalf of the Host Bridge. When pro- 
grammed, the SIO monitors the PCI and ISA ad- 
dress buses, and generates a memory chip select 
signal (MEMCS#) indicating that the current cycle is 
targeted for system memory residing behind the 
Host Bridge. This feature can be disabled through 
software. 


0KIF@[^(ifflAT0©M 
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Data Buffers 

To isolate the slower ISA bus from the PCI bus, the 
SIO provides two types of data buffers. One Dword 
deep posted write buffer is provided for the posting 
of PCI initiated memory write cycles to the ISA bus. 
The second buffer is a bi-directional, 8-byte line buff- 
er used for ISA master and DMA accesses to the 
PCI bus. All DMA and ISA master read and write 
cycles go through the 8-byte line buffer. 

The data buffers also provide the data assembly or 
disassembly when needed for transactions between 
the PCI and ISA buses. 

Buffering is programmable and can be enabled or 
disabled through software. 


ISA Bus Interface 

The SIO incorporates a fully ISA-bus compatible 
master and slave interface. The SIO directly drives 
six ISA slots without external data or address buffer- 
ing. The ISA interface also provides byte swap logic, 
I/O recovery support, wait-state generation, and 
SYSCLK generation. The SIO supports ISA bus fre- 
quencies from 6 MHz to 8.33 MHz. 

As an ISA master, the SIO generates cycles on be- 
half of DMA, Refresh, and PCI master Initiated 
cycles. The SIO supports compressed cycles when 
accessing ISA slaves (i.e. ZEROWS# asserted). As 
an ISA slave, the SIO accepts ISA master accesses 
targeted for the SIO’s internal register set or ISA 
master memory cycles targeted for the PCI bus. The 
SIO does not support ISA master initiated I/O cycles 
targeted for the PCI bus. 

The SIO also monitors ISA master to ISA slave cy- 
cles to generate SMEMR# or SMEMW#, and to 
support data byte swapping, if necessary. 


DMA 

The DMA controller Incorporates the functionality of 
two 82C37 DMA controllers with seven Indepen- 
dently programmable channels. Each channel can 
be programmed for 8- or 16-bit DMA device size, 
and ISA-compatible or fast DMA type “A”, type “B”, 
or type “F” timings. Full 32-bit addressing is sup- 
ported as an extension of the ISA-compatible speci- 
fication. The DMA controller Is also responsible for 
generating ISA refresh cycles. 

The DMA controller supports an enhanced feature 
called Scatter/ Gather. This feature provides the ca- 
pability of transferring multiple buffers between 
memory and I/O without CPU intervention. In Scat- 
ter/Gather mode, the DMA can read the memory 
address and word count from an array of buffer de- 
scriptors, located in system memory, called the 
Scatter/Gather Descriptor (SGD) Table. This allows 
the DMA controller to sustain DMA transfers until all 
of the buffers in the SGD table are read. 


Timer Block 

The timer block contains three counters that are 
equivalent in function to those found in one 82C54 
programmable interval timer. These three counters 
are combined to provide the System Timer function. 
Refresh Request, and speaker tone. The three 
counters use the 14.31818 MHz OSC input for a 
clock source. 

In addition to the three counters, the SIO provides a 
programmable 16-bit BIOS timer. This timer can be 
used by BIOS software to Implement timing loops. 
The timer uses the ISA system clock (SYSCLK) di- 
vided by 8 as a clock source. An 8:1 ratio between 
the SYSCLK and the BIOS timer clock is always 
maintained. The accuracy of the BIOS timer 
is ±1 ms. 
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Utility Bus (X-Bus) Logic 

The SIO provides four encoded chip selects that are 
decoded externally to provide chip selects for Flash 
BIOS, Real Time Clock, Keyboard/Mouse Control- 
ler, Floppy Controller, two Serial Ports, one Parallel 
Port, and an IDE Hard Disk Drive. The SIO provides 
the control for the buffer that isolates the lower eight 
bits of the Utility Bus from the lower 8 bits of the ISA 
bus. 

In addition to providing the encoded chip selects 
and Utility Bus buffer control, the SIO also provides 
Port 92 functions (Alternate Reset and Alternate 
A20), Coprocessor error reporting, the Floppy 
DSKCHG function, and a mouse interrupt input. 


Interrupt Controller Block 

The SIO provides an ISA compatible interrupt con- 
troller that Incorporates the functionality of two 
82C59 Interrupt controllers. The two interrupt con- 
trollers are cascaded so that 1 4 external and 2 inter- 
nal interrupts are possible. 


Test 

The test block provides the interface to the test cir- 
cuitry within the SIO. The test Input can be used to 
tri-state ail of the SIO outputs. 


2.0 PIN ASSIGNMENT 


The SIO package is a 208-pin Quad Flatpack (QFP). The package signals are listed in Table 1. The following 
notations are used to describe pin types. 


Signal 

Type 

Description 

IQH 

input is a standard input-only signal. 

0 

Totem Poie Output is a standard active driver. 

OD 

Open Drain Input/Output 

lO 

input/Output is a bidirectional, tri-state pin. 

s/t/s 

Sustained Tri-State is an active low tri-state signal owned and driven by one and only one agent 
at a time. The agent that drives a s/t/s pin low must drive it high for at least one clock before letting 
it float. A new agent can not start driving a s/t/s signal any sooner than one clock after the 
previous owner tri-states it. A pull-up sustains the inactive state until another agent drives it and is 
provided by the central resource. 

t/s/o 

Tri-State Output 
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Figure 1. SIO Package Pinout Diagram 
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Table 1. Alphabetical Pin Assignment 


Pin Name 

Pin # 

Type 

ADO 

159 

I/O 

ADI 

155 

I/O 

AD2 

154 

I/O 

AD3 

153 

I/O 

AD4 

152 

I/O 

AD5 

151 

I/O 

AD6 

150 

I/O 

AD7 

149 

I/O 

AD8 

148 

I/O 

AD9 

146 

I/O 

AD10 

143 

I/O 

AD11 

142 

I/O 

ADI 2 

141 

I/O 

ADI 3 

140 

I/O 

ADI 4 

139 

I/O 

ADI 5 

138 

I/O 

ADI 6 

123 

I/O 

ADI 7 

122 

I/O 

AD18 

121 

I/O 

ADI 9 

120 

I/O 

AD20 

119 

I/O 

AD21 

118 

I/O 

AD22 

115 

I/O 

AD23 

114 

I/O 

AD24 

112 

I/O 

AD25 

111 

I/O 

AD26 

109 

I/O 

AD27 

109 

I/O 

AD28 

108 

I/O 

AD29 

107 

I/O 

AD30 

106 

I/O 

AD31 

102 

I/O 

AEN 

193 

0 

ALT__A20 

85 

0 

ALT__RST# 

76 

0 


Pin Name 

Pin # 

Type 

BALE 

23 

0 

C/BEO# 

147 

I/O 

C/BE1# 

137 

I/O 

C/BE2# 

124 

I/O 

C/BE3# 

113 

I/O 

CPUGNT# 

95 

t/s/o 

CPUREQ# 

96 

1 

DACKO# 

45 

0 

DACK1 # 

48 

0 

DACK2# 

18 

0 

DACK3# 

49 

0 

DACK5# 

50 

0 

DACK6# 

59 

0 

DACK7# 

63 

o 

DEVSEL# 

128 

I/O (s/t/s) 

DREQO 

47 

1 

DREQ1 

56 

1 

DREQ2 

57 

1 

DREQ3 

58 

1 

DREQ5 

51 

1 

DREQ6 

61 

1 

DREQ7 

65 

1 

DSKCHG 

161 

1 

ECSADDRO 

175 

0 

ECSADDR1 

174 

0 

ECSADDR2 

173 

0 

ECSEN# 

170 

0 

EOP 

20 

I/O 

EXTSMI# 

171 

1 

FERR#/IRQ13 

71 

1 

FLSHREQ# 

89 

t/s/o 

FRAME# 

125 

I/O (s/t/s) 

GNT0#/SIOREQ# 

92 

t/s/o 

GNT1#/RESUME# 

94 

t/s/o 

GNT2# 

91 

t/s/o 
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Table 1. Alphabetical Pin Assignment (Continued) 


Pin Name 

Pin # 

Type 

GNT3# 

99 

t/S/0 

IDSEL 

101 

1 

IGNNE# 

72 

0 

INIT 

136 

1 

INT 

75 

0 

lOCHK# 

176 

1 

lOCHRDY 

191 

I/O 

IOCS16# 

33 

1 

lOR# 

200 

I/O 

low# 

198 

I/O 

IRDY# 

126 

I/O (s/t/s) 

IRQ1 

168 

1 

IRQ3 

16 

1 

IRQ4 

14 

1 

IRQ5 

11 

1 

IRQ6 

9 

1 

IRQ7 

7 

1 

IRQ8# 


1 

IRQ9 

184 

1 

IRQ10 

35 

1 

IRQ11 


1 

IRQ12/M 

39 

1 

IRQ14 


1 

IRQ15 

41 

1 

LA17 

46 

I/O 

LA18 

44 

I/O 

LA19 

42 

I/O 

LA20 

40 

I/O 

LA21 

38 

I/O 

LA22 

36 

I/O 

LA23 

34 

I/O 

LOCK# 

133 

1 (s/t/s) 

MASTER# 

206 

1 

MEMACK# 

88 

1 

MEMCS# 

86 

0 


Pin Name 

Pin # 

Type 

MEMCS16# 

31 

I/O (0/d) 

MEMR# 

203 

I/O 

MEMREQ# 

87 

t/s/o 

MEMW# 

204 

I/O 

NMI 

74 

0 

OSC 

80 

1 

PAR 

135 

0 

PCICLK 

90 

1 

PCIRST# 

163 

1 

PIRQO# 

81 

1 

PIRQ1# 

82 

1 

PIRQ2# 

83 

1 

PIRQ3# 

84 

1 

REFRESH# 

4 

I/O 

REQ0#/SIOGNT# 

93 

1 

REQ1# 

98 

1 

REQ2# 

97 

1 

REQ3# 


1 

RSTDRV 

BB9I 

0 

SAO 

30 

I/O 

SA1 

29 

I/O 

SA2 

28 

I/O 

SA3 


I/O 

SA4 

22 

I/O 

SA5 


I/O 

SA6 

17 

I/O 

SA7 

15 

I/O 

SA8 


I/O 

SA9 

10 

I/O 

SA10 

8 

I/O 

SA11 

6 

I/O 

SA12 

5 

I/O 

SA13 

3 

I/O 

SA14 

207 

I/O 

SA15 

205 

I/O 
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Table 1. Alphabetical Pin Assignment (Continued) 


Pin Name 

Pin # 

Type 

SA16 

202 

I/O 

SA17 

201 

I/O 

SA18 

199 

I/O 

SA19 

197 

I/O 

SBHE# 

32 

BBS 

SDO 

190 

IIIIIQIQIIIIII^ 

SD1 

189 

I/O 

SD2 

187 


SD3 

186 


SD4 

185 


SD5 

180 


SD6 

179 


SD7 

178 

I/O 

SD8 


I/O 

SD9 

60 


SD10 

62 


soil 

64 


SD12 

67 

msEamm 

SD13 

68 


SD14 

69 

I/O 

SD15 

70 

^QQ||[|^||||||||^ 


134 

IQIIBHHI 

SMEMR# 

196 

o 

SMEMW# 

192 

0 

SMI# 

160 

0 

SPKR 

73 

0 

STOP# 

132 

I/O (s/t/s) 

STPCLK# 

167 

0 

SYSCLK 

166 

0 

TEST 

169 

1 

TESTO 

21 

0 

TRDY# 

127 

I/O (s/t/s) 

UBUSOE# 

164 

0 

UBUSTR 

165 

0 


Pin Name 

Pin # 

Type 

ZEROWS# 

188 

1 

Vdd 

1 

V 

Vdd 

79 

V 

Vdd 

104 

V 

Vdd 

105 

V 

Vdd 

116 

V 

Vdd 

131 

V 

Vdd 

144 

V 

Vdd 

156 

V 

Vdd 

157 

V 

Vdd 

181 

V 

Vdd 

25 

V 

Vdd 

52 

V 

Vdd 

53 

V 

Vdd 

195 

V 

Vdd 

208 

V 

Vss 

2 

V 

Vss 

12 

V 

Vss 

26 

V 

Vss 

27 

V 

Vss 

54 

V 

Vss 

66 

V 

Vss 

77 

V 

Vss 

78 

V 

Vss 

103 

V 

Vss 

117 

V 

Vss 

129 

V 

Vss 


V 

Vss 

mnam 

V 

Vss 

158 

V 

Vss 

162 

V 

Vss 

182 

V 

Vss 

183 

V 

Vss 

194 

V 
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Table 2. Numerical Pin Assignment 


Pin Name 

Pin # 

Type 

Vdd 

1 

V 

Vss 

2 

V 

SA13 

3 

I/O 

REFRESH# 

4 

I/O 

SA12 

5 

I/O 

SA11 

6 

I/O 

IRQ7 

7 

1 

SA10 

8 

I/O 

IRQ6 

9 

1 

SA9 

10 

I/O 

IRQ5 

11 

1 

Vss 

12 

V 

SA8 

13 

I/O 

IRQ4 

14 

1 

SA7 

15 

I/O 

IRQ3 

16 

1 

SA6 

17 

I/O 

DACK2# 

18 

0 

SA5 

19 

I/O 

EOF 

20 

I/O 

TESTO 

21 

0 

SA4 

22 

I/O 

BALE 

23 

0 

SA3 

24 

I/O 

Vdd 

25 

V 

Vss 

26 

V 

Vss 

27 

V 

SA2 

28 

I/O 

SA1 

29 

I/O 

SAG 

30 

I/O 

MEMCS16# 

31 

I/O (0/d) 

SBHE# 

32 

I/O 

IOCS16# 

33 

1 

LA23 

34 

I/O 

IRQ10 

35 

1 


Pin Name 

Pin # 

Type 

LA22 

36 

I/O 

IRQ11 

37 

1 

LA21 

38 

I/O 

IRQ12/M 

39 

1 

LA20 

40 

I/O 

IRQ15 

41 

1 

LAI 9 

42 

I/O 

IRQ14 


1 

LAI 8 

44 

I/O 

DACKO# 

45 

o 

LAI 7 

46 

I/O 

DREQO 

47 

1 

DACK1 # 

48 

0 

DACK3# 

49 

o 

DACK5# 

50 

0 

DREQ5 

51 

1 

Vdd 

52 

V 

Vdd 

53 

V 

Vss 

54 

V 

SD8 

55 

I/O 

DREQ1 

56 

1 

DREQ2 

57 

1 

DREQ3 

58 

1 

DACK6# 

59 

0 

SD9 

60 

I/O 

DREQ6 

61 

1 

SD10 

62 

I/O 

DACK7# 

63 

0 

soil 

64 

I/O 

DREQ7 

65 

1 

Vss 

66 

V 

SD12 

67 

I/O 

SD13 

68 

I/O 

SD14 

69 

I/O 

SD15 



I/O 
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Table 2. Numerical Pin Assignment (Continued) 


Pin Name 

Pin # 

Type 

FERR#/IRQ13 

71 

1 

IGNNE# 

72 

0 

SPKR 

73 

0 

NMi 

74 

0 

INT 

75 

0 

ALT_RST# 

76 

0 

Vss 

77 

BflH 

Vss 

78 


Vdd 

79 


osc 

80 


PIRQO# 

81 


PIRQ1 # 

82 


PIRQ2# 

83 


PIRQ3# 

84 

1 

ALT__J\20 

85 

0 

MEMOS# 

86 

0 

MEMREQ# 

87 

t/s/o 

MEMACK# 

88 

1 

FLSHREQ# 

89 

t/s/o 

PCICLK 

90 

1 

GNT2# 

91 

t/s/o 

GNTO#/SIOREQ# 

92 

t/s/o 

REQO#/SIOGNT# 

93 

1 

GNT1#/RESUME# 

94 

t/s/o 

CPUGNT# 

95 

t/s/o 

CPUREQ# 

96 

1 

REQ2# 

97 

1 

REQ1# 

98 

mmi 

GNT3# 

99 

mmn 

REQ3# 

100 

HlfBi 

IDSEL 

101 

HHIfH 

AD31 

102 

IIIBQIIIIII 

Vss 

103 


Vdd 

104 

V 

Vdd 

105 

V 


Pin Name 

Pin # 

type 

AD30 

106 

I/O 

AD29 

107 

I/O 

AD28 

108 

I/O 

AD27 

109 

I/O 

AD26 

110 

I/O 

AD25 

111 

I/O 

AD24 

112 

I/O 

C/BE3# 

113 

I/O 

AD23 

114 

I/O 

AD22 

115 

I/O 

Vdd 

116 

V 

Vss 

117 

V 

AD21 

118 

I/O 

AD20 

119 

I/O 

ADI 9 

120 

I/O 

ADI 8 

121 

I/O 

ADI 7 

122 

I/O 

ADI 6 

123 

I/O 

C/BE2# 

124 

I/O 

FRAME# 

125 

I/O (s/t/s) 

IRDY# 

126 

I/O (s/t/s) 

TRDY# 

127 

I/O (s/t/s) 

DEVSEL# 

128 

I/O (s/t/s) 

Vss 

129 

V 

Vss 

130 

V 

Vdd 

131 

V 

STOP# 

132 

I/O (s/t/s) 

LOCK# 

133 

1 (s/t/s) 


134 

1 

PAR 

135 

0 

INIT 

136 

1 

C/BE1 # 

137 

I/O 

ADI 5 

138 

I/O 

ADI 4 

139 

I/O 

ADI 3 

140 

I/O 
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Table 2. Numerical Pin Assignment (Continued) 


Pin Name 

Pin # 

Type 

AD12 

141 

I/O 

AD11 

142 

I/O 

AD10 

143 

I/O 

Vdd 

144 

V 

Vss 

145 

V 

AD9 

146 

I/O 

C/BEO# 

147 

I/O 

AD8 

148 

I/O 

AD7 

149 

I/O 

AD6 

150 

I/O 

ADS 

151 

I/O 

AD4 

152 

I/O 

AD3 

153 

I/O 

AD2 

154 

I/O 

AD1 

155 

I/O 

Vdd 

156 

V 

Vdd 

157 

V 

Vss 

158 

V 

ADO 

159 

I/O 

SMI# 

160 

0 

DSKCHG 

161 

1 

Vss 

162 

V 

PCIRST# 

163 

1 

UBUSOE# 

164 

0 

UBUSTR 

165 

0 

SYSCLK 

166 

0 

STPCLK# 

167 

o 

IRQ1 

168 

• 

TEST 

169 

1 

ECSEN# 

170 

0 

EXTSMI# 

171 

1 

IRQ8# 

172 

1 

ECSADDR2 

173 

0 

ECSADDR1 

174 

0 


Pin Name 

Pin # 

Type 

ECSADDRO 

175 

o 

lOCHK# 

176 

1 

RSTDRV 

177 

0 

SD7 

178 

I/O 

SD6 

179 

I/O 

SD5 

180 

I/O 

Vdd 

181 

V 

Vss 

182 

V 

Vss 

183 

V 

IRQ9 

184 

1 

SD4 

185 

I/O 

SD3 

186 

I/O 

SD2 

187 

I/O 

ZEROWS# 

188 

1 

SD1 

189 

I/O 

SDO 

190 

I/O 

lOCHRDY 

191 

I/O 

SMEMW# 

192 

0 

AEN 

193 

0 

Vss 

194 

V 

Vdd 

195 

V 

SMEMR# 

196 

0 

SA19 

197 

I/O 

low# 

198 

I/O 

SA18 

199 

I/O 

lOR# 

200 

I/O 

SA17 

201 


SA16 

202 

I/O 

MEMR# 

203 


MEMW# 

204 


SA15 

205 

I/O 

MASTER# 

206 

1 

SA14 

207 

I/O 

Vdd 

208 

V 


oiKiF®(^iM!/®nro©(fa 
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3.0 SIGNAL DESCRIPTION 

This section contains a detailed description of each 
signal. The signals are arranged in functional groups 
according to the interface. 

Note that the “#” symbol at the end of a signal 
name indicates that the active, or asserted state oc- 
curs when the signal is at a low voltage level. When 
“#” is not present after the signal name, the signal 
is asserted when at the high voltage level. 


The terms assertion and negation are used exten- 
sively. This Is done to avoid confusion when working 
with a mixture of “active-low” and “active-high” sig- 
nals. The term assert, or assertion indicates that a 
signal Is active, independent of whether that level Is 
represented by a high or low voltage. The term ne- 
gate, or negation indicates that a signal is inactive. 


3.1 PCI Bus Interface Signals 


Signai Name 

Type 

Description 

PCICLK 

1 

PCi CLOCK; PCICLK provides timing for ail transactions on the PCI Bus. All other 
PCI signals are sampled on the rising edge of PCICLK, and all timing parameters are 
defined with respect to this edge. Frequencies supported by the SIO include 25 MHz 
and 33 MHz. 

PCIRST# 

1 

PCi RESET: PCIRST # forces the SIO to a known state. AD [31 :0], C/BE [3:0] #, and 
PAR are always driven low by the SIO synchronously from the leading edge of 
PCIRST#. The SIO always tri-states these signals from the trailing edge of 
PCIRST#. If the Internal arbiter is enabled (CPUREQ# sampled high on the trailing 
edge of PCIRST #), the SIO will drive these signals low again (synchronously 2-5 
PCICLKs later) until the bus is given to another master. If the internal arbiter is 
disabled (CPUREQ# sampled low on the trailing edge of PCIRST #), these signals 
remain tri-stated until the SIO is required to drive them valid as a master or slave. 

FRAME#, IRDY#, TRDY#, STOP#, DEVSEL#, MEMREQ#, FLSHREQ#, 
CPUGNT#, GNTO#/SIOREQ#, and GNT1 # /RESUME# are tri-stated from the 
leading edge of PCIRST#. FRAME#, IRDY#, TRDY#, STOP#, and DEVSEL# 
remain tri-stated until driven by the SIO as either a master or a slave. MEMREQ#, 
FLSHREQ#, CPUGNT#, GNTO#/SIOREQ#, and GNT1 #/RESUME# are tri- 
stated until driven by the SIO. After PCIRST#, MEMREQ# and FLSHREQ# are 
driven inactive asynchronously from PCIRST # Inactive. CPUGNT#, GNTO#/ 
SIOREQ#, and GNT1 # /RESUME# are driven based on the arbitration scheme 
and the asserted REQx#’s. 

All registers are set to their default values. PCIRST # may be asynchronous to 
PCICLK when asserted or negated. Although asynchronous, negation must be a 
clean, bounce-free edge. Note that PCIRST # must be asserted for more than 1 jus. 
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3.1 PCI Bus Interface Signals (Continued) 


Signal Name 

Type 

Description 

AD[31;0] 

I/O 

PCI ADDRESS/DATA. AD[31:0] is a multiplexed address and data bus. During the 
first clock of a transaction, AD [31 :0] contain a physical byte address (32 bits). 

During subsequent clocks, AD[31;0] contain data. 

A SIO Bus transaction consists of an address phase followed by one or more data 
phases. Little-endian byte ordering Is used. AD [7:0] define the least significant byte 
(LSB) and AD[31:24] the most significant byte (MSB). 

When the SIO is a target, AD [31 :0] are Inputs during the address phase of a 
transaction. During the following data phase(s), the SIO may be asked to supply 
data on AD [31 :0] for a PCI read, or accept data for a PCI write. 

As a master, the SIO drives a valid address on AD [31 :2] during the address phase, 
and drives write or latches read data on AD [31 :0] during the data phase. The SIO 
always drives AD[1 :0] low as a master. 

AD[31 :0] are always driven low by the SIO synchronously from the leading edge of 
PCIRST#. The SIO always tri-states AD[31:0] from the trailing edge of PCIRST#. If 
the Internal arbiter is enabled (CPUREQ# sampled high on the trailing edge of 
PCIRST #), the SIO drives AD[31:0] low again (synchronously 2-5 PCICLKs later) 
until the bus Is given to another master. If the internal arbiter is disabled (CPUREQ# 
sampled low on the trailing edge of PCIRST #), AD[31:0] remain tri-stated until the 
SIO Is required to drive them valid as a master or slave. 

When the internal arbiter Is enabled, the SIO acts as the central resource 
responsible for driving the AD[31 :0] signals when no one is granted the PCI Bus and 
the bus Is Idle. When the Internal arbiter Is disabled, the SIO does not drive AD [31 :0] 
as the central resource. The SIO Is always responsible for driving AD [31 :0] when it 
is granted the bus (SIOGNT # and idle bus) and as appropriate when it is the master 
of a transaction. 

C/BE[3;0l# 

I/O 

BUS COMMAND AND BYTE ENABLES: The command and byte enable signals are 
multiplexed on the same PCI pins. During the address phase of a transaction, 

C/BE [3:0] # define the bus command. During the data phase C/BE [3:0] # are used 
as Byte Enables. The Byte Enables determine which byte lanes carry meaningful 
data. C/BE# [0] applies to byte 0, C/BE[1 ] to byte 1 , C/BE[2] to byte 2, and 
C/BE# [3] to byte 3. 

The SIO drives C/BE[3:0] # as an initiator of a PCI Bus cycle and monitors 
C/ BE [3:0] # as a Target. 

C/ BE [3:0] # are always driven low by the SIO synchronously from the leading edge 
of PCIRST#. The SIO always tri-states C/BE[3:0] # from the trailing edge of 
PCIRST#. If the Internal arbiter is enabled (CPUREQ# sampled high on the trailing 
edge of PCIRST #), the SIO drives C/BE[3:0] # low again (synchronously 2-5 
PCICLKs later) until the bus Is given to another master. If the internal arbiter Is 
disabled (CPUREQ# sampled low on the trailing edge of PCIRST #), C/BE [3:0] # 
remain tri-stated until the SIO Is required to drive them valid as a master or slave. 

When the internal arbiter is enabled, the SIO acts as the central resource 
responsible for driving the C/BE[3:0] # signals when no one is granted the PCI Bus 
and the bus Is idle. When the internal arbiter is disabled, the SIO does not drive 
C/ BE [3:0] # as the central resource. The SIO is always responsible for driving 
C/ BE [3:0] # when it is granted the bus (SIOGNT # and idle bus) and as appropriate 
when It Is the master of a transaction. 


0(M(F©l^»iflATO©Kl 
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3.1 PCI Bus Interface Signals (Continued) 


Signal Name 

Type 

Description 

FRAME# 

I/O 

(s/t/s) 

CYCLE FRAME: FRAME# Is driven by the current master to Indicate the 
beginning and duration of an access. FRAME# is asserted to indicate a bus 
transaction is beginning. While FRAME# is asserted data transfers continue. 

When FRAME# Is negated the transaction is in the final data phase. FRAME# Is 
an input to the SIO when the SIO is the target. FRAME# Is an output when the SIO 
is the initiator. FRAME# is tri-stated from the leading edge of PCIRST#. FRAME# 
remains tri-stated until driven by the SIO as either a master or a slave. 

TRDY# 

I/O 

(s/t/s) 

TARGET READY: TRDY# indicates the SIO’s ability to complete the current data 
phase of the transaction. TRDY# is used in conjunction with IRDY#. A data phase 
Is completed when both TRDY# and IRDY# are sampled asserted. During a read, 
TRDY # indicates that the SIO, as a target, has placed valid data on AD[31 :0]. 
During a write, it indicates the SIO, as a target Is prepared to latch data. TRDY Is an 
input to the SIO when the SIO Is the initiator and an output when the SIO is a 
target. TRDY# is tri-stated from the leading edge of PCIRST#. TRDY# remains 
tri-stated until driven by the SIO as either a master or a slave. 

IRDY# 

I/O 

(s/t/s) 

INITIATOR READY: IRDY# Indicates the SIO’s ability, as an Initiator, to complete 
the current data phase of the transaction. It is used in conjunction with TRDY#. A 
data phase is completed on any clock that both IRDY# and TRDY# are sampled 
asserted. During a write, IRDY# Indicates the SIO has valid data present on 
AD[31 ;0]. During a read, it indicates the SIO is prepared to latch data. IRDY is an 
input to the SIO when the SIO is the target and an output when the SIO is an 
initiator. IRDY# is tri-stated from the leading edge of PCIRST#. IRDY# remains 
tri-stated until driven by the SIO as either a master or a slave. 

STOP# 

I/O 

(s/t/s) 

STOP: STOP# Indicates that the SIO, as a target. Is requesting a master to stop 
the current transaction. As a master, STOP# causes the SIO to stop the current 
transaction. STOP# is an output when the SIO is a target and an input when the 
SIO is an initiator. STOP# Is tri-stated from the leading edge of PCIRST#. STOP# 
remains tri-stated until driven by the SIO as either a master or a slave. 

LOCK# 

I 

LOCK: LOCK# Indicates an atomic operation that may require multiple 
transactions to complete. LOCK# is always an Input to the SIO. When the SIO is 
the target of a transaction and samples LOCK# negated during the address phase 
of a transaction, the SIO considers itself a locked resource until It samples LOCK# 
and FRAME# negated. When other masters attempt accesses while the SIO is 
locked, the SIO responds with a retry termination. LOCK# is tri-stated during reset. 

IDSEL 

I 

INITIALIZATION DEVICE SELECT: IDSEL Is used as a chip select during 
.configuration read and write transactions. The SIO samples IDSEL during the 
address phase of a transaction. If IDSEL is sampled active, and the bus command 
is a configuration read or write, the SIO responds by asserting DEVSEL# on the 
next cycle. 

DEVSEL# 

I/O 

(s/t/s) 

DEVICE SELECT: The SIO asserts DEVSEL# to claim a PCI transaction through 
positive or subtractive decoding. As an output, the SIO asserts DEVSEL# when it 
samples IDSEL active In configuration cycles to SIO configuration registers. The 
SIO also asserts DEVSEL# when an Internal SIO address is decoded or when the 
SIO subtractively decodes a cycle. As an Input, DEVSEL# Indicates the response 
to a SIO master-initiated transaction. The SIO also samples this signal for all PCI 
transactions to decide to subtractively decode the cycle. DEVSEL# is tri-stated 
from the leading edge of PCIRST #. DEVSEL# remains tri-stated until driven by 
the SIO as either a master or a slave. 


2-1126 


DKiF®(so!fflATro©Ki 



82378 SYSTEM I/O (SIO) 


int^ 


3.1 PCI Bus Interface Signals (Continued) 


Signal Name 

Type 

Description 

PIRQ[3;0]# 

I 

PCI INTERRUPT REQUEST: PIRQ#s are used to generate asynchronous 
interrupts to the CPU via the Programmable Interrupt Controllers (82C59s) 
Integrated In the SIO. These signals are defined as level sensitive and are asserted 
low. 

The PIRQx# interrupts can be steered into any unused IRQ interrupt. The PIRQx# 
Route Control Register determines which IRQ interrupt each PCI Interrupt is steered 
Into. 

These pins Include a weak Internal pull-up resistor. 

PAR 

0 

CALCULATED PARITY SIGNAL: PAR is “even” parity and is calculated on 
36 bits — AD[31:0] plus C/BE[3;0] #. “Even” parity means that the number of “1 ”s 
within the 36 bits plus PAR are counted and the sum is always even. PAR is always 
calculated on 36 bits regardless of the valid byte enables. PAR is generated for 
address and data phases and is only guaranteed to be valid one PCI clock after the 
corresponding address or data phase. PAR is driven and tri-stated identically to the 
AD [31 :0] lines except that PAR is delayed by exactly one PCI clock. PAR is an 
output during the address phase (delayed one clock) for all SIQ master transactions. 
It is also an output during the data phase (delayed one clock) when the SIQ is the 
master of a PCI write transaction, and when It is the target of a read transaction. 

PAR Is always driven low by the SIQ synchronously from the leading edge of 
PCIRST#. The SIQ always tri-states PAR from the trailing edge of PCIRST#. If the 
internal arbiter is enabled (CPUREQ# sampled high on the trailing edge of 
PCIRST #), the SIQ drives PAR low again (synchronously 2-5 PCICLKs later) until 
the bus is given to another master. If the internal arbiter is disabled (CPUREQ# 
sampled low on the trailing edge of PCIRST #), PAR remains tri-stated until the SIQ 
is required to drive them valid as a master or slave. 

When the internal arbiter is enabled, the SIQ acts as the central resource 
responsible for driving PAR when no device Is granted the PCI Bus and the bus is 
idle. When the internal arbiter is disabled, the SIQ does not drive PAR as the central 
resource. The SIQ is always responsible for driving PAR when it Is granted the bus 
(SIQGNT # and idle bus) and as appropriate when it Is the master of a transaction. 

SERR# 

I 

SYSTEM ERROR: SERR# can be pulsed active by any PCI device that detects a 
system error condition. Upon sampling SERR# active, the SIQ generates a non- 
maskable interrupt (NMI) to the CPU. 
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3.2 PCI Arbiter Signals 


Signal Name 

Type 

Description 

CPUREQ# 

I 

CPU REQUEST: This signal provides the following functions: 

1. If CPUREQ# is sampled high on the trailing edge of PCIRST#, the internal arbiter 
is enabled. If CPUREQ# is sampled low on the trailing edge of PCIRST#, the 
Internal arbiter is disabled. This requires that the host bridge drive CPUREQ# high 
during PCIRST#. 

2. If the SIO’s internal arbiter is enabled, this pin is configured as CPUREQ#. An 
active low assertion Indicates that the CPU initiator desires the use of the PCI Bus. If 
the Internal arbiter Is disabled, this pin is meaningless after reset. This pin has a 
weak internal pull-up resistor. 

REQO#/ 

SIOGNT# 

1 

REQUEST O/SIO GRANT: if the SIO’s internal arbiter is enabled, this pin is 
configured as REQO#. An active low assertion Indicates that InitiatorO desires the 
use of the PCI Bus. If the internal arbiter Is disabled, this pin Is configured as 
SIOGNT # . When asserted, SIOGNT # indicates that the external PCI arbiter has 
granted use of the bus to the SIO. This pin has a weak Internal pull-up resistor. 

REQ1# 

1 

REQUEST 1: If the SIO’s internal arbiter Is enabled through the Arbiter Configuration 
Register, then this signal is configured as REQT#. An active low assertion Indicates 
that Initiator! desires the use of the PCI Bus. If the Internal arbiter is disabled, the 
SIO ignores REQ1 # after reset. This pin has a weak internal pull-up resistor. 

CPUGNT# 

t/s /0 

CPU GRANT: If the SIO’s internal arbiter is enabled, this pin is configured as 
CPUGNT#. The SIO’s internal arbiter asserts CPUGNT # to indicate that the CPU 
initiator has been granted the PCI Bus. If the internal arbiter is disabled, this signal is 
meaningless. CPUGNT # Is tri-stated from the leading edge of PCIRST#. 

CPUGNT # Is tri-stated until driven by the SIO. CPUGNT # is driven based on the 
arbitration scheme and the asserted REQx#’s. 

GNTO#/ 

SIOREQ# 

t/s/o 

GRANT O/SIO REQUEST: If the SIO’s internal arbiter is enabled, this pin is 
configured as GNTO#. The SIO’s Internal arbiter asserts GNTO# to indicate that 
InitiatorO has been granted the PCI Bus. If the Internal arbiter is disabled, this pin is 
configured as SlOREQ#. The SIO asserts SIOREQ# to request the PCI Bus. 
GNTO# /SIOREQ# is tri-stated from the leading edge of PCIRST#. 

GNTO# /SIOREQ# is tri-stated until driven by the SIO. GNTO# /SIOREQ# is driven 
based on the arbitration scheme and the asserted REQx#’s. 

GNT1#/ 

RESUME# 

t/s/o 

GRANT 1 /RESUME: If the SIO’s internal arbiter Is enabled, this pin Is configured as 
GNT1 #. The SIO’s internal arbiter asserts GNT1 # to Indicate that Initiator! has 
been granted the PCI Bus. If the Internal arbiter is disabled, this pin is configured as 
RESUME#. The SIO asserts RESUME# to indicate that the conditions causing the 
SIO to retry the cycle has passed. GNT ! # /RESUME# is tri-stated from the leading 
edge of PCIRST#. GNT! # /RESUME# is tri-stated until driven by the SIO. 

GNT! # /RESUME# is driven based on the arbitration scheme and the asserted 
REQx#’s. 

REQ2# 

1 

REQUEST 2: This pin is an active low signal that indicates that lnitlator2 desires the 
use of the PCI Bus. This signal has a weak internal pull-up resistor. 
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3.2 PCI Arbiter Signals (Continued) 


Signal Name 

Type 

Description 

REQ3# 

1 

REQUEST 3: This pin is an active low signal that indicates that lnitiator3 desires the 
use of the PCI Bus. This signal has a weak internal pull-up resistor. 

GNT2# 

t/s/o 

GRANT 2: This pin is configured as GNT2#. The SIO’s internal arbiter asserts 
GNT2# to indicate that lnitiator2 has been granted the PCI Bus. GNT2# is high 
upon reset. 

GNT3# 

t/s/o 

GRANT 3: This pin is configured as GNT3#. The SIO’s internal arbiter asserts 
GNT3# to indicate that lnitiator3 has been granted the PCI Bus. GNT3# Is high 
upon reset. 

MEMREQ# 

t/s/o 

MEMORY REQUEST: If the SIO is configured in Guaranteed Access Time (GAT) 
Mode, MEMREQ# will be asserted when an ISA master or DMA is requesting the 
ISA Bus (along with FLSHREQ#) to indicate that the SIO requires ownership of the 
main memory. MEMREQ# is tri-stated from the leading edge of PCIRST#. 
MEMREQ# remains tri-stated until driven by the SIO. After PCIRST, MEMREQ# is 
driven inactive asynchronously from PCIRST # inactive. The SIO asserts 
FLSHREQ# concurrently with asserting MEMREQ#. 

FLSHREQ# MEMREQ# Meaning 

1 1 Idle 

0 1 Flush buffers pointing towards PCI to avoid ISA 

deadlock 

1 0 Reserved 

0 0 GAT mode. Guarantee PCI Bus immediate access to 

main memory (this may or may not require the PCI-to- 
main memory buffers to be flushed first depending on 
the number of buffers). 

FLSHREQ# 

t/s/o 

FLUSH REQUEST: FLSHREQ# is generated by the SIO to command all of the 
system’s posted write buffers pointing towards the PCI Bus to be flushed. This is 
required before granting the ISA Bus to an ISA master or the DMA. FLSHREQ# is 
tri-stated from the leading edge of PCIRST#. FLSHREQ# remains tri-stated until 
driven by the SIO. After PCIRST, FLSHREQ# is driven inactive asynchronously 
from PCIRST # inactive. 

MEMACK# 

1 

MEMORY ACKNOWLEDGE: MEMACK# is the response handshake that Indicates 
to the SIO that the function requested over the MEMREQ# and/or FLSHREQ# 
signals has been completed. In GAT mode (MEMREQ# and FLSHREQ# asserted), 
the main memory bus is dedicated to the PCI Bus and the system’s posted write 
buffers pointing towards the PCI Bus have been flushed and are disabled. In non- 
GAT mode (FLSHREQ# asserted alone), this means the system’s posted write 
buffers have been flushed and are disabled. In either case, the SIO can now grant 
the ISA Bus to the requester. 
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3.3 Address Decoder Signal 


Signal Name 

Type 

Description 

MEMOS# 

0 

MEMORY CHIP SELECT: MEMOS# is a programmable address decode signal 
provided to a Host OPU bridge. A OPU bridge can use MEMOS# to forward a POI 
cycle to main memory behind the bridge. MEMOS# Is driven one POI clock after 
FRAME# Is sampled active (address phase) and is valid for one clock cycle before 
going inactive. MEMOS# is high upon reset. 


3.4 Power Management Signals 


Signal Name 

Type 

Description 

SMI# 

0 

SYSTEM MANAGEMENT INTERRUPT: SMI# Is an active low output that is 
asserted by the SIO in response to one of many enableable hardware or software 
events. SMI# connects directly to the OPU. The SMI# signal Is an asychronous 
input to the OPU. The OPU recognizes the falling edge of SMI# as the highest 
priority interrupt in the system. The OPU responds by entering SMM (System 
Management Mode). SMI# is deasserted during and following reset. 

STPOLK# 

0 

STOP CLOCK: STPOLK# is an active low output that is asserted by the SIO in 
response to one of many enableable hardware or software events. STPOLK# 
connects directly to the OPU. The STPOLK# signal Is an asynchronous input to the 
OPU. When the OPU samples STPOLK# asserted it responds by stopping its 
internal clock. STPOLK# is deasserted during and following reset. 

EXTSMI# 

I 

EXTERNAL SYSTEM MANAGEMENT INTERRUPT: EXTSMI # is a falling edge 
triggered input to the SIO indicating that an external device is requesting the system 
to enter SMM mode. When enabled, a falling edge on EXTSMI # will result in the 
assertion of the SMI# signal to the CPU. EXTSMI# is an asychronous input to the 
SIO. However, when the setup and hold times are met, it Is only required to be 
asserted for one PCICLK. Once deasserted, it must remain deasserted for at least 
four PCICLKs in order to allow the edge detect logic to reset. 

This pin includes a weak Internal pull-up resistor. 

INIT 

I 

INIT: INIT Is an input to the SIO indicating that the CPU is actually being soft reset. It 
is connected to the INIT pin of the CPU. 

This pin includes a weak internal pull-up resistor. 


3.5 ISA Interface Signals 


Signal Name 

Type 

Description 

AEN 

0 

ADDRESS ENABLE: AEN is asserted during DMA cycles to prevent I/O slaves from 
misinterpreting DMA cycles as valid I/O cycles. When negated, AEN indicates that 
an I/O slave may respond to address and I/O commands. When asserted, AEN 
informs I/O resources on the ISA Bus that a DMA transfer is occurring. This signal is 
also driven high during refresh cycles. AEN is driven low upon reset. 
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3.5 ISA Interface Signals (Continued) 


Signal Name 

Type 

Description 

BALE 

0 

BUS ADDRESS LATCH ENABLE: BALE is an active high signal asserted by the 
SIO to indicate that the address (SA[19:0], LA [23; 17]), AEN and SBHE# signal 
lines are valid. The LA[23:1 7] address lines are latched on the trailing edge of 
BALE. BALE remains asserted throughout DMA and ISA master cycles. BALE is 
driven low upon reset. 

SYSCLK 

0 

SYSTEM CLOCK: SYSCLK is an output of the SIO component. The frequencies 
supported are 6 MHz to 8.33 MHz. 

lOCHRDY 

I/O 

I/O CHANNEL READY: Resources on the ISA Bus assert lOCHRDY to Indicate that 
additional time (wait-states) is required to complete the cycle. This signal Is normally 
high on the ISA Bus. lOCHRDY is an input when the SIO owns the ISA Bus and a 
PCI agent is accessing an ISA slave or during compatible DMA transfers 
(compatible cycles only). lOCHRDY Is output when an external ISA Bus Master 
owns the ISA Bus and Is accessing a PCI slave or an SIO register. As an SIO output, 
lOCHRDY is driven inactive (low) from the falling edge of the ISA commands. After 
data is available for an ISA master read or the SIO latches the data for a write cycle, 
lOCHRDY is asserted for 70 ns. After 70 ns, the SIO floats lOCHRDY. The 70 ns 
includes both the drive time and the time it takes the SIO to float lOCHRDY. The 
SIO does not drive this signal when an ISA Bus master Is accessing an ISA Bus 
slave. lOCHRDY is tri-stated upon reset. 

IOCS16# 

1 

16-BIT I/O CHIP SELECT: This signal is driven by I/O devices on the ISA Bus to 
indicate that they support 16-bit I/O bus cycles. 

lOCHK# 

1 

I/O CHANNEL CHECK: lOCHK# can be driven by any resource on the ISA Bus. 
When asserted. It Indicates that a parity or an un-correctable error has occurred for 
a device or memory on the ISA Bus. A NMI will be generated to the CPU if the NMI 
generation is enabled. 

lOR# 

I/O 

I/O READ: lOR# is the command to an ISA I/O slave device that the slave may 
drive data on to the ISA data bus (SD[1 5:0]). The I/O slave device must hold the 
data valid until after lOR# is negated. lOR# is an output when the SIO owns the 
ISA Bus. lOR# is an Input when an external ISA master owns the ISA Bus. lOR# is 
driven high upon reset. 

low# 

I/O 

I/O WRITE: lOW # is the command to an ISA I/O slave device that the slave may 
latch data from the ISA data bus (SD[1 5:0]). lOW# is an output when the SIO owns 
the ISA Bus. lOW# Is an Input when an external ISA master owns the ISA Bus. 
lOW# is driven high upon reset. 

LA[23:17] 

I/O 

UNLATCHED ADDRESS: The LA[23:17] address lines are bi-directional. These 
address lines allow accesses to physical memory on the ISA Bus up to 16 MBytes. 
LA [23:1 7] are outputs when the SIO owns the ISA Bus. The LA [23:1 7] lines 
become Inputs whenever an ISA master owns the ISA Bus. These signals are 
undefined during DMA type “A”, “B”, and “F” cycles. The LA[23:17] signals are at 
an unknown state upon reset. 

SAM 9:0] 

I/O 

SYSTEM ADDRESS BUS: These bi-directional address lines define the selection 
with the granularity of one byte within the one Megabyte section of memory defined 
by the LA[23:1 7] address lines. The address lines SA[1 9:1 7] that are coincident 
with LA[19:17] are defined to have the same values as LA[19:17] for all memory 
cycles. For I/O accesses, only SA[15:0] are used. SA[19:0] are outputs when the 
SIO owns the ISA Bus. SA[19:0] are inputs when an external ISA Master owns the 
ISA Bus. SA[19;0] are undefined during DMA type “A”, ‘B”, or “F” cycles. SA[19:0] 
are at an unknown state upon reset. 
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3.5 ISA Interface Signals (Continued) 


Signal Name 

Type 

Description 

SBHE# 

I/O 

SYSTEM BYTE HIGH ENABLE: SBHE# indicates, when asserted, that a byte is 
being transferred on the upper byte (SD[15:8]) of the data bus. SBHE# is negated 
during refresh cycles. SBHE# Is an output when the SIO owns the ISA Bus. SBHE# 
Is an input when an external ISA master owns the ISA Bus. SBHE# is at an 
unknown state upon reset. 

MEMCS16# 

OD 

MEMORY CHIP SELECT llB: MEMCS16# is a decode of LA[23:17] without any 
qualification of the command signal lines. ISA slaves that are 1 6-bit memory devices 
drive this signal low. The SIO ignores MEMCS16# during I/O access cycles and 
refresh cycles. During DMA cycles, this signal is only used by the byte swap logic. 
MEMCS16# is an input when the SIO owns the ISA Bus. MEMCS16# is an output 
when an ISA Bus master owns the ISA Bus. The SIO drives this signal low during 
ISA master to PCI memory cycles. MEMCS16# is at an unknown state upon reset. 

MASTER# 

I 

MASTER: An ISA Bus master asserts MASTER # to indicate that it has control of 
the ISA Bus. Before the ISA master can assert MASTER#, it must first sample 
DACK# active. Once MASTER# is asserted, the ISA master has control of the ISA 
Bus until it negates MASTER#. 

MEMR# 

I/O 

MEMORY READ: MEMR# is the command to a memory slave that it may drive data 
onto the ISA data bus. MEMR# is an output when the SIO is a master on the ISA 
Bus. MEMR# Is an input when an ISA master, other than the SIO, owns the ISA 
Bus. This signal is also driven by the SIO during refresh cycles. 

For compatible timing mode DMA cycles, the SIO, as a master, asserts MEMR# if 
the address is less than 16 MBytes. This signal is not generated for accesses to 
addresses greater than 16 MByte. 

MEMR# is not driven active during DMA type “A”, “B”, or “F” cycles. 

MEMW# 

I/O 

MEMORY WRITE: MEMW# is the command to a memory slave that It may latch 
data from the ISA data bus. MEMW# is an output when the SIO owns the ISA Bus. 
MEMW# is an Input when an ISA master, other than the SIO, owns the ISA Bus. 

For compatible timing mode DMA cycles, the SIO, as a master, asserts MEMW# If 
the address is less than 16 MBytes. This signal is not generated for accesses to 
addresses greater than 16 MByte. 

MEMW# is not driven active during DMA type “A”, “B”, or “F” cycles. 

SMEMW# 

0 

SYSTEM MEMORY WRITE: The SIO asserts SMEMW# to request a memory slave 
to accept data from the data lines. If the access Is below the 1 MByte range 
(OOOOOOOOh-OOOFFFFFh) during DMA compatible, SIO master, or ISA master 
cycles, the SIO asserts SMEMW#. SMEMW# is a delayed version of MEMW#. 
SMEMW# is driven high upon reset. 

SMEMR# 

0 

SYSTEM MEMORY READ: The SIO asserts SMEMR# to request a memory slave 
to accept data from the data lines. If the access is below the 1 MByte range 
(OOdOOOOOh-OOOFFFFFh) during DMA compatible, SIO master, or ISA master 
cycles, the SIO asserts SMEMR#. SMEMR# Is a delay version of MEMR#. Upon 
PCIRST # this signal is low. SMEMR# is driven high upon reset. 
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3.5 ISA Interface Signals (Continued) 


Signal Name 

Type 

Description 

ZEROWS# 

1 

ZERO WAIT-STATES:An ISA slave asserts ZEROWS# after its address and 
command signals have been decoded to indicate that the current cycle can be 
shortened. A 16-blt ISA memory cycle can be reduced to two SYSCLKs. An 8-blt 
memory or I/O cycle can be reduced to three SYSCLKs. ZEROWS# has no effect 
during 16-bit I/O cycles. 

If lOCHRDY and ZEROWS# are both asserted during the same clock, then 
ZEROWS# is ignored and wait states are added as a function of lOCHRDY (i.e., 
lOCHRDY has precedence over ZEROWS#). 

OSC 

1 

OSCILLATOR: OSC Is the 14.31818 MHz ISA clock signal. It is used by the internal 
8254 Timer, counters 0, 1 , and 2. 

RSTDRV 

0 

RESET DRIVE: The SIO asserts RSTDRV to reset devices that reside on the ISA 
Bus. The SIO asserts this signal when PCIRST # (PCI Reset) Is asserted. In 
addition, the SIO can be programmed to assert RSTDRV by writing to the ISA Clock 
Divisor Register. Software should assert the RSTDRV during configuration to reset 
the ISA Bus when changing the clock divisor. Note that when RSTDRV Is generated 
via the ISA Clock Divisor Register, software must ensure that RSTDRV is driven 
active for a minimum of 1 juts. 

SD[15:0] 

I/O 

System DATA: SD[15:0] provide the 16-bit data path for devices residing on the 
ISA Bus. SD[1 5:8] correspond to the high order byte and SD[7:0] correspond to the 
low order byte. SD[15:0] are undefined during refresh. The SIO tri-states SD[15:0] 
during reset. 


3.6 DMA Signals 


Signal Name 

Type 

Description 

DREQ [3:0, 7:5] 

1 

DMA REQUEST: The DREQ lines are used to request DMA service from the 
SIO’s DMA controller or for a 16-bit master to gain control of the ISA expansion 
bus. The active level (high or low) Is programmed via the DMA Command 
Register (bit 6). When the bit 6 = 0, DREQ [3:0, 7:5] are active high and when 
bit 6 = 1 , the signals are active low. All inactive to active edges of DREQ are 
assumed to be asynchronous. The request must remain active until the 
appropriate DACK signal is asserted. 

DACK# [3:0,7:51 

0 

DMA ACKNOWLEDGE: The DACK output lines indicate that a request for DMA 
service has been granted by the SIQ or that a 1 6-blt master has been granted 
the bus. The active level (high or low) is programmed via the DMA Command 
Register (bit 7). When bit 7 = 0, DACK# [3:0,7:5] are active low and when bit 
7 = 1 , the signals are active high. These lines should be used to decode the 
DMA slave device with the IQR# or IQW# line to indicate selection. If used to 
signal acceptance of a bus master request, this signal indicates when it is legal 
to assert MASTER#. If the DMA controller has been programmed for a timing 
mode other than compatible mode, and another device has requested the bus, 
and a 4 jms time has elapsed, this line will be negated and the transfer stopped 
before the transfer Is complete. In this case, the transfer is re-started at the next 
arbitration period that the channel wins the bus. Upon PCIRST#, these lines are 
set Inactive (high). 
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3.6 DMA Signals (Continued) 


Signal Name 

Type 

Description 

EOP 

I/O 

END OF PROCESS: EOP is bi-directional, acting in one of two modes, and is directly 
connected to the TC line of the ISA Bus. DMA slaves assert EOP to the SIO to 
terminate DMA cycles. The SIO asserts EOP to DMA slaves as a terminal count 
indicator. 

EOP-IN MODE: For ail transfer types during DMA, the SIO samples EOP. If it is 
sampled asserted, the transfer is terminated. 

TC-OUT MODE: The SIO asserts EOP after a new address has been output, if the 
byte count expires with that transfer. The EOP (TC) remains asserted until AEN is 
negated, unless AEN is negated during an autoinitialization. EOP (TC) is negated 
before AEN is negated during an autolnitializatlon. 

When all the DMA channels are not in use, the EOP signal is in output mode and 
negated (low). After PCIRST#, EOP Is in output mode and inactive. 

REFRESH# 

I/O 

REFRESH: As an output, REFRESH# is used by the SIO to Indicate when a refresh 
cycle is in progress. It should be used to enable the SA[1 5:0] address to the row 
address Inputs of ail banks of dynamic memory on the ISA Bus. Thus, when 
MEMR# Is asserted, the entire expansion bus dynamic memory Is refreshed. 
Memory slaves must not drive any data onto the bus during refresh. As an output, 
this signal is driven directly onto the ISA Bus. This signal is an output only when the 
SIO DMA refresh is a master on the bus responding to an internally generated 
request for refresh. 

As an input, REFRESH# is driven by 16-bit ISA Bus masters to initiate refresh , 
cycles. Upon PCIRST#, this signal Is tri-stated. 


3.7 Timer Signal 


Signal Name 

Type 

Description 

SPKR 

0 

SPEAKER DRIVE: The SPKR signal is the output of counter 2 and is “ANDed” with 
Port 061 h bit 1 to provide Speaker Data Enable. This signal drives an external 
speaker driver device, which in turn drives the ISA system speaker. SPKR has a 
24 mA drive capability. Upon reset, its output state is 0. 
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3.8 Interrupt Controller Signals 


Signal Name 

Type 

Description 

IRQ[15,14, 
11:9, 7:3,1] 

1 

INTERRUPT REQUEST: The IRQ signals provide both system board components 
and ISA Bus I/O devices with a mechanism for asynchronously Interrupting the 
CPU. The assertion mode of these Inputs depends on the programming of LTIM, 
bit 3 of ICW1 on both Controller-1 and Controller-2. When LTIM is programmed to a 
0, a low-to-high transition on any of that controller’s IRQ lines Is recognized as an 
Interrupt request. This is “edge-triggered” mode. Edge-triggered mode is the SIO 
default. When LTIM is programmed to a 1 , a high level on any of that controller’s 
IRQ lines is recognized as an Interrupt request. This mode is “level-triggered” mode. 
Upon PCIRST#, the IRQ lines are placed in edge-triggered mode. 

An active IRQ Input must remain asserted until after the interrupt is acknowledged. If 
the Input goes Inactive before this time, a DEFAULT IRQ7 occurs when the CPU 
acknowledges the Interrupt. 

NOTE: 

Refer to the Utility Bus Signal descriptions for IRQ12 and IRQ1 3 signal descriptions. 

IRQ8# 

1 

INTERRUPT REQUEST EIGHT SIGNAL: IRQ8# is an active low interrupt input. 
The assertion mode of this input depends on the programming of the LTIM bit of 
ICW1 on both Controller-1 and Controller-2. When the LTIM = 0, a high-to-low 
transition on IRQ8# is recognized as an interrupt request. This Is “edge-triggered” 
mode. Edge triggered mode is the SIO default. When the LTIM = 1 , a low level on 
IRQ8# is recognized as an interrupt request. This mode is “level-triggered” mode. 
Upon PCIRST#, IRQ8# will be placed In edge-triggered mode. 

IRQ8# must remain asserted until after the Interrupt Is acknowledged. If the Input 
goes Inactive before this time, a DEFAULT IRQ7 will occur when the CPU 
acknowledges the interrupt. 

INT 

1 0 

i 

CPU INTERRUPT: INT is driven by the SIO to signal the CPU that an Interrupt 
request Is pending and needs to be serviced. It is asynchronous with respect to 
SYSCLK or PCICLK and is always an output. The interrupt controller must be 
programmed following a reset to ensure that INT is at a known state. Upon 
PCIRST#, INT is driven low. 

NMI 

1 0 

NON-MASKABLE INTERRUPT: NMI is used to force a non-maskable interrupt to 
the CPU. The SIO generates an NMI when either SERR# or lOCHK# Is asserted, 
depending on how the NMI Status and Control Register is programmed. The CPU 
detects an NMI when it detects a rising edge on NMI. After the NMI Interrupt routine 
processes the Interrupt, the NMI status bits In the NMI Status and Control Register 
are cleared by software. The NMI Interrupt routine must read this register to 
determine the source of the interrupt. The NMI Is reset by setting the corresponding 
NMI source enable/disable bit in the NMI Status and Control Register. To enable 
NMI Interrupts, the two NMI enable/disable bits in the register must be set to 0, and 
the NMI mask bit in the NMI Enable/Disable and Real-Time Clock Address Register 
must be set to 0. Upon PCIRST#, this signal Is driven low. 
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3.9 Utility Bus Signals 


Signal Name 

Type 

Description 

UBUSTR 

0 

UTILITY DATA BUS TRANSMIT/RECEIVE: UBUSTR is tied directly to the 
direction control of a 74F245 that buffers the utility data bus, UD[7:0]. UBUSTR is 
asserted for ail I/O read cycles (regardless if a Utility Bus device has been 
decoded). UBUSTR is asserted for memory cycles only if BIOS space has been 
decoded. For PCI and ISA master-initiated read cycles, UBUSTR Is asserted from 
the falling edge of either lOR# or MEMR#, depending on the cycle type (driven 
from MEMR# only If BIOS space has been decoded). When the rising edge of 
lOR# or MEMR# occurs, the SIO negates UBUSTR. For DMA read cycles from the 
Utility Bus, UBUSTR is asserted when DACKx# is asserted and negated when 
DACKx# Is negated. At all other times, UBUSTR is negated. Upon PCIRST#, this 
signal is driven low. 

UBUSOE# 

0 

UTILITY DATA BUS OUTPUT ENABLE: UBUSOE# is tied directly to the output 
enable of a 74F245 that buffers the utility data bus, UD[7:0], from the system data 
bus, SD[7:0]. UBUSOE# is asserted anytime a SIO supported Utility Bus device Is 
decoded, and the devices decode Is enabled in the Utility Bus Chip Select Enable 
Registers. UBUSOE# is asserted from the falling edge of the ISA commands 
(lOR#, low#, MEMR#, or MEMW#) for PCI and ISA master-initiated cycles. 
UBUSOE# Is negated from the rising edge of the ISA command signals for SIO- 
Initiated cycles and the SA[16:0] and LA[23:17] address for ISA master-initiated 
cycles. For DMA cycles, UBUSOE# Is asserted when DACK2# is asserted and 
negated when DACK2# negated. UBUSOE# is not driven active under the 
following conditions; 



NOTES: 

1 . During an I/O access to the floppy controller, if DSKCHG is sampled low at reset. 

2. If the Digital Output Register is programmed to ignore DACK2#. 

3. During an I/O read access to floppy location 3F7h (primary) or 377h (secondary). 
If the IDE decode space is disabled (i.e. IDE is not resident on the Utility Bus). 

4. During any access to a utility bus peripheral in which its decode space has been 
disabled. 

Upon a PCIRST#, this signal is driven Inactive (high). 

ECSADDR 

[2:0] 

0 

ENCODED CHIP SELECTS: ECSADDR [2:0] are the encoded chip selects and/or 
control signals for the Utility Bus peripherals supported by the SIO. The binary code 
formed by the three signals indicates which Utility Bus device is selected. These 
signals tie to the address inputs of two external 74F138 decoder chips and are 
driven valid/invalid from the SA[16:0] and LA[23:1 7] address lines. Upon 
PCIRST # , these signals are driven high. 

ECSEN# 

I 

0 

ENCODED CHIP SELECT ENABLE: ECSEN# is used to determine which of the 
two external 74F138 decoders is to be selected. ECSEN# Is driven low to select 
decoder 1 and driven high to select decoder 2. This signal Is driven valid/Invalld 
from the SA[16:0] and LA[23:17] address lines (except for the generation of 
RTCALE#, In which case, ECSEN# is driven active based on lOW# falling, and 
remains active for two SYSCLKs). During a non-valld address or during an access 
not targeted for the Utility Bus, this signal is driven high. Upon PCIRST#, this signal 
is driven high. 
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3.9 Utility Bus Signals (Continued) 

Signal Name Type Description 

ALT_RST # O ALTERNATE RESET: ALT__RST # is used to reset the CPU under program control. 

This signal is AND’ed together externally with the reset signal (KBDRST #) from the 
keyboard controller to provide a software means of resetting the CPU. This provides 
a faster means of reset than is provided by the keyboard controller. Writing a 1 to bit 
0 in the Port 92 Register causes this signal to pulse low for approximately 

4 SYSCLKs. Before another ALT RST # pulse can be generated, bit 0 must be set 

to 0. Upon PCIRST#, this signal is driven inactive high (bit 0 in the Port 92 Register 
is set to 0). 

ALT_A20 O ALTERNATE A20: ALT_A20 is used to force A20M # to the CPU low for support of 

real mode compatible software. This signal is externally OR’ed with the A20GATE 
signal from the keyboard controller and CPURST to control the A20M# input of the 

CPU. Writing a 0 to bit 1 of the Port 92 Register forces ALT A20 low. ALT A20 

low drives A20M # to the CPU low, if A20GATE from the keyboard controller is also 

low. Writing a 1 to bit 1 of the Port 92 Register force ALT_A20 high. ALT A20 high 

drives A20M# to the CPU high, regardless of the state of A20GATE from the 
keyboard controller. Upon reset, this signal is driven low. 

DSKCHG I DISK CHANGE: DSKCHG is tied directly to the DSKCHG signal of the floppy 

controller. This signal is inverted and driven on SD7 during I/O read cycles to floppy 
address locations 3F7h (primary) or 377h (secondary) as shown in the table below. 
Note that the primary and secondary locations are programmed in the Utility Bus 
Address Decode Enable/Disable Register “A”. 

FLOPPYCS# IDECSx# State of SD7 (output) State of UBUSOE# 
Decode Decode 

Enabled Enabled Tri-stated Enabled 

Enabled Disabled Driven via DSKCHG Disabled 

Disabled Enabled Tri-stated Enabled (note) 

Disabled Disabled Tri-stated Disabled 

NOTE: 

For this mode to be supported, extra logic is required to disable the U-bus 
transceiver for accesses to 3F7/377. This is necessary because of potential 
contention between the Utility Bus buffer and a floppy on the ISA Bus driving the 
system bus at the same time during shared I/O accesses. 

This signal is also used to determine If the floppy controller is present on the Utility 
Bus. It is sampled on the trailing edge of PCIRST#, and If high, the Floppy is 
present. For systems that do not support a Floppy via the SIO, this pin should be 
strapped low. If sampled low, the SD7 function, UBUSOE#, and ECSADDR[2:0] 
signals will not be enabled for DMA or programmed I/O accesses to the floppy disk 
controller. This condition overrides the floppy decode enable bits in the Utility Bus 
Chip Select A. 
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3.9 Utility Bus Signals (Continued) 


Signal Name 

Type 

Description 

FERR#/ 

IRQ13 

I 

NUMERIC COPROCESSOR ERROR/IRQ13: This signal has two separate 
functions, depending on bit 5 in the ISA Clock Divisor Register. This pin functions as 
a FERR# signal supporting coprocessor errors, if this function is enabled 
(bit 5 = 1), or as an external IRQ13, if the coprocessor error function is disabled 
(bit 5 = 0). 

If programmed to support coprocessor error reporting, this signal is tied to the 
coprocessor error signal on the CPU. If FERR# is asserted by the coprocessor 
inside the CPU, the SIO generates an internal IRQ13 to its Interrupt controller unit. 
The SIO then asserts the INT output to the CPU. Also, in this mode, FERR# gates 
the IGNNE# signal to ensure that IGNNE# is not asserted to the CPU unless 
FERR# is active. When FERR# is asserted, the SIO asserts INT to the CPU as an 
IRQ13. IRQ1 3 continues to be asserted until a write to FOh has been detected. 

If the Coprocessor error reporting Is disabled, FERR# can be used by the system as 
IRQ13. Upon PCIRST#, this signal provides the standard IRQ1 3 function. 

This signal should be pulled high with an external 8.2 KH pull-up resistor if the 
IRQ13 mode is used or the pin is left floating. 

IGNNE# 

0 

IGNORE ERROR: This signal is connected to the ignore error pin of the CPU. 
IGNNE# is only used If the SIO coprocessor error reporting function is enabled in 
the ISA Clock Divisor Register (bit 5 = 1). If FERR# is active, indicating a 
coprocessor error, a write to the Coprocessor Error Register (FOh) causes the 
IGNNE# to be asserted. IGNNE# remains asserted until FERR# is negated. If 
FERR# is not asserted when the Coprocessor Error Register is written, the 
IGNNE# is not asserted. IGNNE# is driven high upon a reset. 

IRQ12/M 

I 

INTERRUPT REQUEST/MOUSE INTERRUPT: In addition to providing the standard 
Interrupt function as described in the pin description for IRQ [1 5,1 4, 1 1 :9, 7:3, 1 ], this 
pin also provides a mouse interrupt function. Bit 4 in the ISA Clock Divisor Register 
determines the functionality of IRQ12/M. When bit 4 = 0, the standard Interrupt 
function Is provided and this pin can be tied to the ISA connector. When bit 4 = 1 , 
the mouse Interrupt function is provided and this pin can be tied to the DIRQ12 
output of the keyboard controller. 

When the mouse interrupt function is selected, a low to high transition on this signal 
Is latched by the SIO and an INT is generated to the CPU as IRQ12. An interrupt will 
continue to be generated until a PCIRST # or an I/O read access to address 60h 
(falling edge of lOR#) is detected. After a PCIRST#, this pin provides the standard 
IRQ1 2 function. 


3.10 Test Signals 


Signal Name 

Type 

Description 

TEST 

1 

TEST: The TEST signal is used to tri-state ail of the SIO outputs. During normal 
operation, this input should be tied to ground. 

TESTO 

0 

TEST OUTPUT: This is the output pin used during NAND tree testing. 
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4.0 REGISTER DESCRIPTION 

The SIO contains both PCI configuration registers 
and non-configuration registers. The configuration 
registers (Table 3) are located In PCI configuration 
space and are only accessible from the PCI Bus. 
Addresses for configuration registers are offset val- 
ues that appear on AD[7:2] and C/BE# [3:0]. The 
configuration registers (Section 4.1) can be ac- 
cessed as Byte, Word (16-bit), or Dword (32-bit) 
quantities. All multi-byte numeric fields use “little-en- 
dian” ordering (I.e., lower addresses contain the 
least significant parts of the fields). 

The non-configuration registers (Table 4) include 
DMA Registers (Section 4.2), Timer Registers (Sec- 
tion 4.3), Interrupt Controller Registers (Section 4.4), 
and Control Registers (Section 4.5). All of these reg- 
isters are accessible from the PCI Bus. In addition, 
some of the registers are accessible from the ISA 
Bus. Table 4 Indicates the bus access for each reg- 
ister. Except for the DMA scatter/ gather registers 
and the BIOS timer registers, the non-configuration 
registers can only be accessed as byte quantities. If 
a PCI master attempts a multi-byte access (I.e., 
more than one Byte Enable signal asserted), the SIO 
responds with a target-abort. The scatter/gather 
registers and BIOS timer registers can be accessed 
as Byte, Word, or Dword quantities. 


Some of the SIO configuration and non-configura- 
tion registers contain reserved bits. These bits are 
labeled “Reserved”. Software must take care to 
deal correctly with bit-encoded fields that are re- 
served. On reads, software must use appropriate 
masks to extract the defined bits and not rely on 
reserved bits being any particular value. On writes, 
software must ensure that the values of reserved bit 
positions are preserved. That is, the values of re- 
served bit positions must first be read, merged with 
the new values for other bit positions, and the data 
then written back. 


In addition to reserved bits within a register, the SIO 
contains address locations in the PCI configuration 
space that are marked “Reserved” (Table 3). The 
SIO responds to accesses to these address loca- 
tions by completing the PCI cycle. However, reads of 
reserved address locations yield all zeroes and 
writes have no affect on the SIO. 



The SIO, upon receiving a hard reset (PCIRST # sig- 
nal), sets Its internal registers to pre-determined de- 
fault states. The default values are indicated in the 
individual register descriptions. 
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Table 3. Configuration Registers 


Configuration 

Offset 

Register 

Register 

Access 

Bus Access 

00h-01h 

Vendor Identification 

RO 

PCI Only 

02h-03h 

Device Identification 

RO 

PCI Only 

04h-05h 

Command 

R/W 

PCI Only 

06h-07h 

Device Status 

R/W 

PCI Only 

08h 

Revision Identification 

RO 

PCI Only 

09h-3Fh 

Reserved 

— 

PCI Only 

40h 

PCI Control 

R/W 

PCI Only 

41h 

PCI Arbiter Control 

R/W 

PCI Only 

42h 

PCI Arbiter Priority Control 

R/W 

PCI Only 

43h 

PCI Arbiter Priority Control Extension Register 

R/W 

PCI Only 

44h 

MEMOS# Control 

R/W 

PCI Only 

45h 

MEMCS# Bottom of Hole 

R/W 

PCI Only 

46h 

MEMCS# Top of Hole 

R/W 

PCI Only 

47h 

MEMCS# Top of Memory 

R/W 

PCI Only 

48h 

ISA Address Decoder Control 

R/W 

PCI Only 

49h 

ISA Address Decoder ROM Block Enable 

R/W 

PCI Only 

4Ah 

ISA Address Decoder Bottom of Hole 

R/W 

PCI Only 

4Bh 

ISA Address Decoder Top of Hole 

R/W 

PCI Only 

4Ch 

ISA Controller Recovery Timer 

R/W 

PCI Only 

4Dh 

ISA Clock Divisor 

R/W 

PCI Only 

4Eh 

Utility Bus Chip Select Enable A 

R/W 

PCI Only 

4Fh 

Utility Bus Chip Select Enable B 

R/W 

PCI Only 

50h-53h 

Reserved 

— 


54h 

MEMCS# Attribute Register #1 

R/W 

PCI Only 

55h 

MEMCS# Attribute Register #2 

R/W 

PCI Only 

56h 

MEMCS# Attribute Register #3 

R/W 

PCI Only 

57h 

Scatter/Gather Relocation Base Address 

R/W 

PCI Only 

58h-5Fh 

Reserved 

— 

PCI Only 


& 
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Table 3. Configuration Registers (Continued) 


Configuration 

Offset 

Register 

Register 

Access 

Bus Access 

60h 

PIRQO# Route Control 


PCI Only 

61 h 

PIRQ1 # Route Control 

IQQIIH 

PCI Only 

62h 

PIRQ2# Route Control 

R/W 

PCI Only 

63h 

PIRQ3# Route Control 

R/W 


64h-7Fh 

Reserved 

— 


T“ 

GO 

I 

O 

00 

BIOS Timer Base Address 

R/W 

PCI Only 

82h-9Fh 

Reserved 

— 

PCI Only 

AOh 

SMI Control (SMICNTL) 

R/W 

PCI Only 

Alh 

Reserved 

— 

PCI Only 

A2h-A3h 

SMI Enable (SMIEN) 

R/W 

PCI Only 

A4h-A7h 

System Event Enable (SEE) 

R/W 

PCI Only 

A8h 

Fast Off Timer (FTMR) 

R/W 

PCI Only 

A9h 

Reserved 

^ — 

PCI Only 

AAh-ABh 

SMI Request (SMIREQ) 

R/W 

PCI Only 

ACh 

Clock Throttle STPCLK# Low Timer (CTLTMRL) 

R/W 

PCI Only 

ADh 

Reserved 

— 

PCI Only 

AEh 

Clock Throttle STPCLK# High Timer (CTLTMRH) 

R/W 

PCI Only 

AFh-FFh 

Reserved 

— 

PCI Only 
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Table 4. Non-Configuration Registers 


Address 

Function 

Unit 

Register 

Register 

Access 

Bus 

Access 

OOOOh 

DMA 

DMA1 CHO Base and Current Address 

R/W 

PCI Only 

0001 h 

DMA 

DMA1 CHO Base and Current Count 

R/W 

PCI Only 

0002h 

DMA 

DMA1 CHI Base and Current Address 

R/W 

PCI Only 

0003h 

DMA 

DMA1 CHI Base and Current Count 

R/W 

PCI Only 

0004h 

DMA 

DMA1 CH2 Base and Current Address 

R/W 

PCI Only 

0005h 

DMA 

DMA1 CH2 Base and Current Count 

R/W 

PCI Only 

0006h 


DMA1 CH3 Base and Current Address 

R/W 

PCI Only 


loom 

DMA1 CH3 Base and Current Count 

R/W 

PCI Only 

0008h 

DMA 

DMA1 Status(R) Command(W) 

R/W 

PCI Only 

0009h 


DMA1 Write Request 

WO 

PCI Only 

OOOAh 


DMA1 Write Single Mask Bit 

WO 

PCI Only 

OOOBh 


DMA1 Write Mode 

WO 

PCI Only 

OOOCh 


DMA1 Clear Byte Pointer 

WO 

PCI Only 

OOODh 

DMA 

DMA1 Master Clear 

wo 

PCI Only 

OOOEh 


DMA1 Clear Mask 

wo 

PCI Only 

OOOFh 

DMA 

DMA1 Read/Write All Mask Register Bits 

R/W 

PCI Only 

0020h 

Interrupt 

INT 1 Control 

R/W 

PCI/ISA 

0021 h 

Interrupt 

INT 1 Mask 

R/W 

PCI/ISA 

0040h 

Timer 

Timer Counter 1 -Counter 0 Count 

R/W 

PCI/ISA 

0041 h 

Timer 

Timer Counter 1 -Counter 1 Count 

R/W 

PCI/ISA 

0042h 

Timer 

Timer Counter 1 -Counter 2 Count 

R/W 

PCI/ISA 

0043h 

Timer 

Timer Counter 1 Command Mode 

WO 

PCI/ISA 

0060h(2) 

Control 

Reset UBus IRQ12 

RO 

PCI/ISA 

0061 h 

Control 

NMI Status and Control 

R/W 

PCI/ISA 

0070h(2) 

Control 

CMOS RAM Address and NMI Mask 

WO 

PCI/ISA 

0078h- 

007Bh(3,4,5) 

Timer 

BIOS Timer 

R/W 

PCI Only 

0080h(1) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

0081 h 


DMA Channel 2 Page Register 

R/W 

PCI/ISA 

0082h 

DMA 

DMA Channel 3 Page Register 

R/W 

PCI/ISA 

0083h 

DMA 

DMA Channel 1 Page Register 

R/W 

PCI/ISA 
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Table 4. Non-Configuration Registers (Continued) 


Address 

Function 

Unit 

Register 

Register 

Access 

Bus 

Access 

0084h0) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

0085h(i) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

0086h(i) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

0087h 

DMA 

DMA Channel 0 Page Register 

R/W 

PCI/ISA 

0088h(l) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

0089h 

DMA 

DMA Channel 6 Page Register 

R/W 

PCI /ISA 

008Ah 

DMA 

DMA Channel 7 Page Register 

R/W 

PCI/ISA 

008Bh 

DMA 

DMA Channel 5 Page Register 

R/W 

PCI /ISA 

008Ch(1) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

008Dh(1) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

008Eh(l) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

008Fh 

DMA 

DMA Low Page Register Refresh 

R/W 

PCI/ISA 

0090h(6) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

0092h(2) 

Control 

Port 92 Register 

R/W 

PCI/ISA 

0094h(6) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

0095h(6) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

0096h(6) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

0098h(6) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

009Ch(6) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

009Dh(6) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

009Eh(6) 

DMA 

DMA Page Register Reserved 

R/W 

PCI/ISA 

009Fh 

DMA 

DMA Low Page Register Refresh 

R/W 

PCI/ISA 

OOAOh 

Interrupt 

INT 2 Control Register 

R/W 

PCI/ISA 


Interrupt 

INT 2 Mask Register 


PCI/ISA 


P.M. 

Advanced Power Management Control Port 

R/W 

PCI Only 


P.M. 

Advanced Power Management Status Port 

iQQmi 

PCI Only 


DMA 

DMA2 CHO Base and Current Address 

I3E3IIH 


00C2h 

DMA 

DMA2 CHO Base and Current Count 



00C4h 

DMA 

DMA2 CH1 Base and Current Address 

R/W 

PCI Only 

00C6h 

DMA 

DMA2 CH1 Base and Current Count 

R/W 

PCI Only 

00C8h 

DMA 

DMA2 CH2 Base and Current Address 

R/W 

PCI Only 
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Table 4. Non-Configuration Registers (Continued) 


Address 

Function 

Unit 

Register 

Register 

Access 

Bus 

Access 






■bhi 


DMA2 CH3 Base and Current Address 

R/W 




DMA2 CH3 Base and Current Count 

R/W 


OODOh 

DMA 

DMA2 Status(r) Command(w) Register 

R/W 



DMA 

DMA2 Write Request Register 

WO 

PCI Only 

BjQQim 

DMA 

DMA2 Write Single Mask Bit Register 

WO 

PCI Only 

00D6h 

DMA 

DMA2 Write Mode Register 

WO 

PCI Only 

00D8h 

DMA 

DMA2 Clear Byte Pointer Register 

WO 

PCI Only 


DMA 

DMA2 Master Clear Register 

WO 

PCI Only 

OODCh 

DMA 

DMA2 Clear Mask Register 

WO 

PCI Only 

OODEh 

DMA 

DMA2 Read/Write All Mask Register Bits 

R/W 


OOFOh(2) 

Control 

Coprocessor Error Register 

WO 

PCI/ISA 

0372h(2) 

Control 

Secondary Floppy Disk Digital Output Register 

WO 


03F2h(2) 

Control 

Primary Floppy Disk Digital Output Register 

WO 

PCI/ISA 

040Ah(3) 

DMA 

Scatter/Gather Interrupt Status Register 

RO 

PCI Only 

040Bh 

DMA 

DMA1 Extended Mode Register 

WO 

PCI/ISA 

0410h(3.4) 


CHO Scatter/Gather Command 

WO 


0411h(3.4) 


CHI Scatter/Gather Command 

WO 

PCI Only 

0412h(3.4) 

DMA 

CH2 Scatter/Gather Command 

WO 

PCI Only 

0413h(3.4) 

DMA 

CH3 Scatter/Gather Command 

WO 

PCI Only 

0415h(3.4) 

DMA 

CHS Scatter/Gather Command 

wo 

PCI Only 



CH6 Scatter/Gather Command 

wo 

PCI Only 

0417h(3.4) 


CH7 Scatter/Gather Command 

wo 

PCI Only 

0418h(3,4) 

BQ9lil 

CHO Scatter/Gather Status 

RO 

PCI Only 

0419h(3,4) 


CHI Scatter/Gather Status 

RO 

PCI Only 

041Ah(3.4) 

DMA 

CH2 Scatter/Gather Status 

RO 

PCI Only 

041Bh(3.4) 

DMA 

CH3 Scatter/Gather Status 

RO 

PCI Only 

041Dh(3.4) 

DMA 

CHS Scatter/Gather Status 

RO 

PCI Only 

041Eh(3,4) 

DMA 

CH6 Scatter/Gather Status 

RO 

PCI Only 

041Fh(3,4) 

DMA 

CH7 Scatter/Gather Status 

RO 

PCI Only 

0420h- 

0423h(3.4) 

DMA 

CHO Scatter/Gather Descriptor Table Pointer 

R/W 

PCI Only 
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Table 4. Non-Configuration Registers (Continued) 


Address 

Function 

Unit 

Register 

Register 

Access 

Bus 

Access 

0424h- 

0427h(3.4) 

DMA 

CHI Scatter/Gather Descriptor Table Pointer 

R/W 

PCI Only 

0428h- 

042Bh(3.4) 

DMA 

CH2 Scatter/ Gather Descriptor Table Pointer 

R/W 

PCI Only 

042Ch- 

042Fh(3.4) 

DMA 

CHS Scatter/ Gather Descriptor Table Pointer 

R/W 

PCI Only 

0434h- 

0437h(3,4) 

DMA 

CHS Scatter/Gather Descriptor Table Pointer 

R/W 

PCI Only 

0438h- 

043Bh(3,4) 

DMA 

CH6 Scatter/Gather Descriptor Table Pointer 

R/W 

PCI Only 

043Ch- 

043Fh(3,4) 

DMA 

CH7 Scatter/Gather Descriptor Table Pointer 

R/W 

PCI Only 

0481 h 

DMA 

DMA CH2 High Page Register 

R/W 

PCI /ISA 

0482h 

DMA 

DMA CHS High Page Register 

R/W 

PCl/ISA 

0483h 

DMA 

DMA CHI High Page Register 

R/W 

PCI/ISA 

0487h 

DMA 

DMA CHO High Page Register 

R/W 

PCI/ISA 

0489h 

1 DMA 

DMA CH6 High Page Register 

R/W 

PCI/ISA 

048Ah 

■ DMA 

DMA CH7 High Page Register 

R/W 

PCI/ISA 

048Bh 

i DMA 

DMA CHS High Page Register 

R/W 

PCI/ISA 

04D0h 

Interrupt 

Edge/ Level Control Register— 1 NT CNTRL 1 

R/W 

PCI Only 

04D1h 

Interrupt 

Edge/Level Control Register— INT CNTRL 2 

R/W 

PCI Only 

04D6h 

DMA 

— 
DMA2 Extended Mode Register 

WO 

PCI /ISA 


NOTES: 

1 . PCI write cycles to these address locations flow through to the ISA Bus. PCI read cycles to these address locations do 
not flow through to the ISA Bus. 

2. PCI read and write cycles to these address locations flow through to the ISA Bus. 

3. The I/O address of this register is relocatable. The value shown in this table is the default address location. 

4. This register can be accessed as a Byte, Word, or Dword quantity, 

5. If this register location is enabled, PCI accesses to the BIOS Timer Register do not flow through to the ISA Bus. If 
disabled, accesses to this address location flow through to the ISA Bus. 

6. When the DMAAC bit in the PCI Control Register is ‘O’, the 82378 will alias I/O accesses in the 80h-8Fh range to the 
90h-9Fh range. Write accesses to these address locations flow through to the ISA Bus. Read cycles to these address 
locations do not flow through to the ISA Bus. When DMAAC = 1 , the SIO will only respond to the 80h-8Fh range and 
read and write accesses to these addresses in the 90h-9Fh range will be forwarded from the PCI bus to the ISA Bus 
(I/O port 92h Is always a distinct register in the 90h-9Fh range and is always fully decoded, regardless of the setting of 
the DMAAC bit). 
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4.1 SIO Configuration Register 
Description 

This section describes the SIO configuration regis- 
ters. These registers include the Mandatory Header 
Registers (located in the first 64 bytes of configura- 
tion space) and the SIO specific registers (located 
from configuration offset 40h-56h). 


4.1.1 VID— VENDOR rOENTIFICATION 
REGISTER 

Address Offset: OOh, 01 h 

Default Value: 8086h 

Attribute: Read Only 

Size: 1 6 bits 

The VID Register contains the vendor identification 
number. This 16-bit register combined with the De- 
vice Identification Register uniquely identifies any 
PCI device. Writes to this register have no effect. 

Bits [15:0]: Vendor Identification Number 

This is a 16-bit value assigned to Intel. 


4.1.2 DID— DEVICE IDENTIFICATION REGISTER 

Address Offset: 02h, 03h 

Default Value: 0484h 

Attribute: Read Only 

Size: 16 bits 

The DID Register contains the device identification 
number. This register, along with the Vendor ID, 
uniquely identifies the SIO. Writes to this register 
have no effect. 

Bits[15:0]: Device Identification Number 

This Is a 1 6-bit value assigned to the SIO. 


4.1.3 COM— COMMAND REGISTER 

Address Offset: 04h-05h 

Default Value: 0007h 

Attribute: Read/Write 

Size: 1 6 bits 

Bits [15:5]: Reserved 
Read 0. 

Bit 4: PMWE (Postable Memory Write Enable) 

Enable Postable memory write, memory write and 
Invalidate, and memory read Pre-fetch commands. 
The SIO does not support these commands as a 
master or slave so this bit Is not implemented. This 
bit will always be read as a 0. 

Bit 3: SCE (Special Cycle Enable) 

When this bit Is set to a “1”, the SIO will recognize 
PCI Special Cycles. When set to “0”, the SIO will 
Ignore all PCI Special Cycles. This bit MUST be en- 
abled in the 82378ZB if the STPCLK feature is being 
used. 

Bit 2: BME (Bus Master Enable) 

Since the SIO always requests the PCI Bus on be- 
half of ISA masters, DMA, or line buffer PCI re- 
quests, this bit is hardwired to a 1 and will always be 
read as a 1 . 

Bit 1: MSE (Memory Space Enable) 

Enables SIO to accept a PCI-originated memory cy- 
cle. Since the SIO always responds to PCI-origlnat- 
ed memory cycles (and ISA-bound cycles) by assert- 
ing DEVSEL#, this bit is hardwired to a 1 and will 
always be read as a 1. 

Bit 0: lOSE (I/O Space Enable) 

Enable SIO to accept a PCI -originated I/O cycle. 
Since the SIO always responds to a master I/O cy- 
cle, this bit is hardwired to a 1 and will always be 
read as a 1 . 
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4.1.4 DS— DEVICE STATUS REGISTER 

Address Offset: 06h, 07h 

Default Value: 0200h 

Attribute: Read/Write 

Size: 1 6 bits 

DSR is a 1 6-bit status register that reports the occur- 
rence of a PCI master-abort by the SIO or a PCI 
target-abort when the SIO is a master. The register 
also indicates the SIO DEVSEL# signal timing that 
is hardwired in the SIO. 

Bit 15: Reserved 

Read as 0. 

Bit 14: SERRS (SERR# Status) 

This bit is set by the PCI devices that assert the 
SERR# signal. Since SERR# is only an Input to the 
SIO, this bit is not implemented and will always be 
read as 0. 

Bit 13: MA (Master-Abort Status) 

When the SIO, as a master, generates a master- 
abort, MA is set to a 1. Software sets MA to 0 by 
writing a 1 to this bit location. 

Bit 12: RTA (Received Target-Abort Status) 

When the SIO Is a master on the PCI Bus and re- 
ceives a target-abort, this bit is set to a 1 . Software 
sets RTA to 0 by writing a 1 to this bit location. 

Bit 11: STA (Signaled Target- Abort Status) 

This bit is set to a 1 by the SIO when it generates a 
target-abort. 

Bits[10:9]: DEVT (SIO DEVSEL# Timing Status) 

This 2-bit field defines the timing for DEVSEL# as- 
sertion. These read only bits indicate the SIO’s 
DEVSEL# timing when performing a positive de- 
code. Since the SIO always generates DEVSEL# 
with medium timing, DEVT = 01. This DEVSEL# 
timing does not include Configuration cycles. 

Bits [8:0]: Reserved 

Read as O’s. 


4.1.5 RID— REVISION IDENTIFICATION 
REGISTER 

Address Offset: 08h 

Default Value: xxh (dependent on Part Revision) 

Attribute: Read Only 

Size: 4 bits (upper nibble reserved) 

This 4-bit register contains the revision number for 
the SIO. This number indicates the stepping number 
of the component. Additionally, the upper nibble of 
the value Is reserved. BIOS should mask the upper 
nibble when reading this register. These bits are 
read only. Writes to this register have no effect. 

Bits [7:4]: Reserved 
These 4 bits are reserved. 

Bits [3:0]: Revision Identification Number 

This is an 4-bit value that indicates the revision Iden- 
tification number for the SIO. Numbers used so far 
include: 

Oh: 823781 B AO-Stepping 
1h: 82378IB BO-Stepping 

WAS NOT IMPLEMENTED. BO steppings 
read Oh also. Read the BIOS Timer Base Ad- 
dress Configuration Register to identify be- 
tween AO and BO steppings. 

AO = OOOOh 
BO = 0078h 

3h: 82378ZB AO-Stepping 

4.1.6 PCICON— PCI CONTROL REGISTER 

Address Offset: 40h 

Default Value: 20h 

Attribute: Read /Write 

Size: 8 bits 

This 8-bit register controls the Line Buffer operation, 
the SIO’s PCI Posted Write Buffer enabling, and the 
DEVSEL# signal sampling point. The PCICON Reg- 
ister also controls how the SIO responds to INTA 
cycles on the PCI Bus and if the reserved DMA page 
registers are aliased from 80h-8Fh to 90h-9Fh. 
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Bit 7: Reserved 

Read as 0. 

Bit 6: DMAAC (DMA Reserved Page Register 
Aliasing Control) 

These register bits control whether the SIO will alias 
I/O accesses in the 80h-8Fh to the 90h-9Fh 
range. When DMAAC = 0, the SIO will alias I/O 
accesses In the 80h-8Fh to the 90h-9Fh range 
(AD4 Is not used for decoding the DMA reserved 
page registers). When DMAAC = 1, the SIO will 
only respond to the 80h-8Fh range (AD4 Is used for 
decoding the DMA reserved page registers). Read 
and write accesses to the 90h-9Fh range will be 
forwarded from the PCI bus to the ISA bus. 

NOTE: 

I/O port 92h is always a distinct register in 
the 90h-9Fh range and Is always fully de- 
coded, regardless of the setting of this bit. 

Bit 5: lAE (Interrupt Acknowledge Enable) 

When lAE = 0, the SIO ignores INTA cycles gener- 
ated on the PCI Bus. However, when disabled, the 
SIO still responds to accesses to the 8259’s register 
set and allows poll mode functions. When lAE = 1 , 
the SIO responds to INTA cycles in the normal fash- 
ion. This bit defaults to a 1 (respond to INTA cycles). 

Bits [4:3]: SDSP (Subtractive Decoding Sample 
Point) 

The SDSP field determines the DEVSEL# sample 
point, after which an inactive DEVSEL# results In 
the SIO forwarding the unclaimed PCI cycle to the 
ISA Bus (subtractive decoding). This setting should 
match the slowest device in the system. 

Bit 4 3 Operation 

0 0 Slow sample point 

0 1 Typical sample point 

1 0 Fast sample point 
1 1 Reserved 

Bit 2: PPBE (PCi Posted Write Buffer Enable) 

When PPBE = 0, the PCI posted write buffer is dis- 
abled. When PPBE = 1 , the PCI posted write buffer 
is enabled. This bit defaults to disabled mode 
(PPBE = 0). 



Bit 1: ILBC (ISA Master Line Buffer 
Configuration) 

When ILBC = 0, the Line Buffer is in single transac- 
tion mode. When ILBC = 1, the Line Buffer Is In 
8-byte mode. This bit applies only to ISA Master 
transfers. This bit defaults to single transaction 
mode (ILBC = 0). 

Bit 0: DLBC (DMA Line Buffer Configuration) 

When DLBC = 0, the Line Buffer is in single trans- 
action mode. When DLBC = 1 , the Line Buffer is in 
8-byte mode. This bit applies only to DMA transfers. 
This bit defaults to single transaction mode (DLBC 
= 0). 


4.1.7 PAC— PCI ARBITER CONTROL REGISTER 

Address Offset; 41 h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 

This 8-bit register controls the operation of the PCI 
arbiter. The PAC register enables/disables the guar- 
anteed access time mode, controls bus lock cycles, 
enables/disables CPU bus parking, and controls the 
master retry timer. 

Bits [7:5]: Reserved 
Read as O’s. 


Bits [4:3]: MRT (Master Retry Timer) 

This 2-bit field determines the number of PCICLKs 
after the first retry that a PCI Initiator’s Bus request 
will be unmasked. 


Bit 


4 3 Operation 

0 0 Timer disabled, retries never masked. 

0 1 Retries unmasked after 1 6 PCICLK’s. 

1 0 Retries unmasked after 32 PCICLK’s. 
1 1 Retries unmasked after 64 PCICLK’s. 


Bit 2: BP (Bus Park) 

Set to a 1 the SIO will park CPUREQ# on the PCI 
bus when it detects the PCI bus Idle. If Bus Park Is 
disabled, the SIO takes responsibility for driving AD, 
C/BE# and PAR upon detection of bus Idle state if 
the internal arbiter is enabled. 
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Bit 1: BL (Bus Lock) 

This bit selects between bus lock and resource lock. 
When BL = 1, Bus Lock is selected. The arbiter 
considers the entire PCI bus locked upon Initiation of 
any locked transaction. When BL = 0, resource lock 
Is enabled. A locked agent Is considered a locked 
resource and other agents may continue normal PCI 
transactions. 

Bit 0: GAT (Guaranteed Access Time) 

This bit enables/disables the guaranteed access 
time mode. When GAT = 1, the SIO Is configured 
for Guaranteed Access Time mode. This mode Is 
available in order to guarantee the 2.5 jus CHRDY 
time-out specification for the ISA Bus. When the SIO 
Is an Initiator on behalf of an ISA master, the PCI 
and memory busses are arbitrated for in serial and 
must be owned before the ISA master is given own- 
ership of the ISA Bus. When GAT = 0, the guaran- 
teed access time mode is disabled. When guaran- 
teed access time mode Is disabled, the ISA master 
is first granted the ISA Bus and then the SIO arbi- 
trates for the PCI Bus. 


4.1.8 PARC— PCI ARBITER PRIORITY CONTROL 
REGISTER 

Address Offset: 

Default Value: 

Attribute: 

Size: 


42h 

04h 

Read/Write 
8 bits 


This register controls the PCI arbiter priority scheme. 
The arbiter supports six masters arranged through 
four switching banks. This permits the six masters to 
be arranged in a purely rotating priority scheme, one 
of twenty-four fixed priority schemes, or a hybrid 
combination of the fixed and rotating priority 
schemes. Bits[4:7] enable/disable rotate priority for 
the four banks. For each bit, a 1 enables the mode 
and a 0 disables the mode. If both fixed and rotate 
modes are enabled for the same bank, the bank will 
be in rotate mode. For example, if both bits 0 and 4 
are set to a 1 , bank 0 will be in rotate mode. 

Bit 7: Bank 3 Rotate Control 

Bit 6: Bank 2 Rotate Control 

Bit 5: Bank 1 Rotate Control 

Bit 4: Bank 0 Rotate Control 

Bit 3: Bank 2 Fixed Priority Mode Select B 

Bit 2: Bank 2 Fixed Priority Mode Select A 

Bit 1: Bank 1 Fixed Priority Mode Select 

Bit 0: Bank 0 Fixed Priority Mode Select 
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Fixed Priority Mode 

The fixed bank control bits select which requester is the highest priority device within that particular bank. 


Tabie 5. Fixed Mode Bank Controi Bits 


Mode 

Bank 

Priority 

3 

2b 

2a 

1 

0 

Highest Lowest 

00 

0 

0 

0 

0 

0 

SIOREQ# 

REQO# 

REQ2# 

REQ3# 

CPUREQ# 

REQ1# 

01 

0 

0 

0 

0 

1 

REQO# 

SIOREQ# 

REQ2# 

REQ3# 

CPUREQ# 

REQ1# 

02 

0 

0 

0 

1 

0 

SIOREQ# 

REQO# 

REQ2# 

REQ3# 

REQ1# 

CPUREQ# 

03 

0 

0 

0 

1 

1 

REQO# 

SIOREQ# 

REQ2# 

REQ3# 

REQ1# 

CPUREQ# 

04 

0 

0 

1 

0 

0 

CPUREQ# 

REQ1# 

SIOREQ# 

REQO# 

REQ2# 

REQ3# 

05 

0 

0 

1 

0 

1 

CPUREQ# 

REQ1# 

REQO# 

SIOREQ# 

REQ2# 

REQ3# 

06 

0 

0 

1 

1 

0 

REQ1# 

CPUREQ# 

SIOREQ# 

REQO# 

REQ2# 

REQ3# 

07 

0 

0 

1 

1 

1 

REQ1# 

CPUREQ# 

REQO# 

SIOREQ# 

REQ2# 

REQ3# 

08 

0 

1 

0 

0 

0 

REQ2# 

REQ3# 

CPUREQ# 

REQ1# 

SIOREQ# 

REQO# 

09 


1 

0 

0 

1 

REQ2# 

REQ3# 

CPUREQ# 

REQ1# 

REQO# 

SIOREQ# 

OA 

0 

1 

0 

1 

0 

REQ2# 

REQ3# 

REQ1# 

CPUREQ# 

SIOREQ# 

REQO# 

OB 

0 

1 

0 

1 

1 

REQ2# 

REQ3# 

REQ1# 

CPUREQ# 

REQO# 

SIOREQ# 

OC-OF 

0 

1 

1 

X 

X 

Reserved 

10 

n 

D 

0 

0 

0 

SIOREQ# 

REQO# 

REQ3# 

REQ2# 

CPUREQ# 

REQ1# 


1 

D 

0 

0 

1 

REQO# 

SIOREQ# 

REQ3# 

REQ2# 

CPUREQ# 

REQ1# 


1 

0 

D 

D 

0 

SIOREQ# 

REQO# 

REQ3# 

REQ2# 

REQ1# 

CPUREQ# 


1 

0 

Q 

D 

1 

REQO# 

SIOREQ# 

REQ3# 

REQ2# 

REQ1# 

CPUREQ# 


1 

0 

D 

□ 

0 

CPUREQ# 

REQ1# 

SIOREQ# 

REQO# 

REQ3# 

REQ2# 

SB 

1 

0 

D 

D 

1 

CPUREQ# 

REQ1# 

REQO# 

SIOREQ# 

REQ3# 

REQ2# 

fsm 

1 

0 


D 

0 

REQ1# 

CPUREQ# 

SIOREQ# 

REQO# 

REQ3# 

REQ2# 


D 

Q 


n 

1 

REQ1# 

CPUREQ# 

REQO# 

SIOREQ# 

REQ3# 

REQ2# 


D 

n 


□ 

0 

REQ3# 

REQ2# 

CPUREQ# 

REQ1# 

SIOREQ# 

REQO# 

S 

D 


D 

□ 

1 

REQ3# 

REQ2# 

CPUREQ# 

REQ1# 

REQO# 

SIOREQ# 

lam 

n 


D 

D 

0 

REQ3# 

REQ2# 

REQ1# 

CPUREQ# 

SIOREQ# 

REQO# 

IB 


1 

0 

1 

1 

REQ3# 

REQ2# 

REQ1# 

CPUREQ# 

REQO# 

SIOREQ# 

1C-1F 

1 

1 

1 

X 

X 

Reserved 
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Rotating Priority Mode 

When any Bank Rotate Control bit is set to a one, 
that particular bank rotates between the two re- 
questing inputs. Any or all banks can be set in rotate 
mode. If, within a rotating bank, the highest priority 
input does not have an active request, then the low- 
er priority input will be granted the bus. However, 
this does not change the rotation scheme. When the 
bank toggles, the previously lowest priority input will 
become the highest priority input. Because of this, 
the maximum latency a device may encounter would 
be two complete rotations. 


4.1.9 ARBPRIX— PCI ARBITER PRIORITY 
CONTROL EXTENSION REGISTER 

Address Offset: 43h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 

This register provides the Fixed Priority Mode select 
for Bank 3 of the arbiter. The ARBPRIX Register 
fields are shown. 

Bits[7:1]: Reserved 

Read as 0. 

Bit 0: Bank 3 Fixed Priority Mode Select 

0 = REQ2# higher priority 

1 = REQ3# higher priority 


4.1.10 MEMCSCON— MEMOS# CONTROL 
REGISTER 

Address Offset: 44h 

Default value: OOh 

Attribute: Read/Write 

Size: 8 bits 

Bits 0-2 of this register enable MEMOS# blocks. PCI 
addresses within the enabled blocks result in the 
generation of MEMOS#. Note that the 0-512 KByte 
segment does not have RE and WE bits. The 
0-512 KByte segment can only be turned off with 
the MEMOS# Master Enable bit (bit 4). Note also, 
that when the RE and WE bits are both 0 for a partic- 
ular segment, the PCI master can not access the 
segment. 

Bits [7:5]: Reserved 
Read as O’s. 


Bit 4: MEMCS# Master Enable 

When the MEMCS# master enable bit is set to a 1, 
the SIO asserts MEMCS# for all accesses to the 
defined MEMCS# region (that have been pro- 
grammed in this register and the MARI, MAR2, and 
MAR3 Registers). Also, when this bit is a 1 , the posi- 
tive decoding functions enabled by having the ISA 
Clock Divisor Register bit 6 = 1 and the Utility Bus 
Chip Select Register “A” bit 6 = 1 are Ignored. Sub- 
tractive decoding is provided for these memory ar- 
eas, instead. When the MEMCS# master enable bit 
is set to a 0, the entire MEMCS# function Is dis- 
abled. When this bit is 0, MEMCS# will never be 
asserted. 


Bit 3: Write Enable For OFOOOOh-OFFFFFh 
(Upper 64 KByte BIOS) 

When this bit Is set to a 1, the SIO generates 
MEMCS# for PCI master memory write accesses to 
the address range OFOOOOh-OFFFFFh. When this 
bit is set to a 0, the SIO does not generate 
MEMCS# for PCI master memory write accesses to 
the address range OFOOOOh-OFFFFFh. 



Bit 2: Read Enable For OFOOOOh-OFFFFFh 
(Upper 64 KByte BIOS) 

When this bit is set to a 1, the SIO generates 
MEMCS# for PCI master memory read accesses to 
the address range OFOOOOh-OFFFFFh. When this 
bit is set to a 0, the SIO does not generate 
MEMCS# for PCI master memory read accesses to 
the address range OFOOOOh-OFFFFFh. 


Bit 1: Write Enable For 080000h-09FFFFh 
(512 KByte-640 KByte) 

When this bit is set to a 1, the SIO generates 
MEMCS# for PCI master memory write accesses to 
the address range 080000h-09FFFFh. When this 
bit is set to a 0, the SIO does not generate 
MEMCS# for PCI master memory write accesses to 
the address range 080000h-09FFFFh. 

Bit 0: Read Enable For 080000h-09FFFFh 
(512 KByte-640 KByte) 

When this bit is set to a 1, the SIO generates 
MEMCS# for PCI master memory read accesses to 
the address range 080000h-09FFFFh. When this 
bit is set to a 0, the SIO does not generate 
MEMCS# for PCI master memory read accesses to 
the address range 080000h-09FFFFh. 
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4.1.11 MEMCSBOH— MEMOS# BOTTOM OF 
HOLE REGISTER 

4.1.12 MEMCSTOH— MEMOS# TOP 
OF HOLE REGISTER 

Address Offset: 45h 

Default value: 10h 

Attribute: Read/Write 

Size: 8 bits 

Address Offset: 46h 

Default value: OFh 

Attribute: Read/ Write 

Size: 8 bits 

This register defines the bottom of the MEMOS# 
hole. MEMOS# is not generated for accesses to ad- 
dresses within the hole defined by this register and 
the MOSTOH Register. The hole is defined by the 
following equation: TOH ^ address ^ BOH. TOH is 
the top of the MEMOS# hole defined by the 
MOSTOH Register and BOH is the bottom of the 
MEMOS# hole defined by this register. 

This register defines the top of the MEMOS# hole. 
MEMOS# is not generated for accesses to address- 
es within the hole defined by this register and the 
MOSBOH Register. The hole is defined by the fol- 
lowing equation: TOH ^ address BOH. TOH is 
the top of the MEMOS# hole defined by this register 
and BOH is the bottom of the MEMOS# hole de- 
fined by the MOSBOH Register. 

For example, to program the BOH at 1 MByte, the 
value of 10h should be written to this register. To 
program the BOH at 2 MByte + 64 KByte this regis- 
ter should be programmed to 21 h. To program the 
BOH at 8 MByte this register should be programmed 
to 80h. 

For example, to program the TOH at 1 MByte + 
64 KByte, this register should be programmed to 
lOh. To program the TOH at 2 MByte + 128 KByte 
this register should be programmed to 21 h. To pro- 
gram the TOH at 12 MByte this register should be 
programmed to BFh. 

When the TOH < BOH the hole is effectively dis- 
abled. It is the responsibility of the programmer to 
guarantee that the BOH is at or above 1 MB. 
AD[31:24] must be O’s for the hole, meaning the 
hole is restricted to be under the 16 MByte bounda- 
ry. The default value for the BOH and TOH effective- 
ly disables the hole. 

When the TOH < BOH the hole Is effectively dis- 
abled. It Is the responsibility of the programmer to 
guarantee that the TOH is above 1 MByte. 
AD [3 1:24] must be O’s for the hole, meaning the 
hole Is restricted to be under the 16 MByte bounda- 
ry. The default value for the BOH and TOH effective- 
ly disables the hole. 

Bit 7: AD23 

Bit 7: AD23 

Bit 6: AD22 

Bit 6: AD22 

Bit 5: AD21 

Bit 5: AD21 

Bit 4: AD20 

Bit 4: AD20 

Bit 3: AD19 

Bit 3: AD19 

Bit 2: AD18 

Bit 2: AD18 

Bit 1: AD17 

Bit 1: AD17 

BitO:AD16 

Bit 0; AD16 
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4.1.13 MEMCSTOM— MEMOS# TOP OF 
MEMORY REGISTER 

Address Offset: 47h 

Default value: OOh 

Attribute: Read/Write 

Size: 8 bits 

This register determines MEMOS# top of memory 
boundary. The top of memory boundary ranges up to 
512 MB^es, in 2 MByte increments. This register is 
typically set to the top of main memory. Accesses 
^ 2 MByte and ^ top of memory boundary results in 
the assertion of the MEMOS# signal (unless the ad- 
dress resides in the hole programmed by the 
MOSBOH and MOSTOH Registers). A value of OOh 
disables this 2 MByte-to-top of memory region. A 
value of OOh assigns the top of memory to include 
2 MByte - 1. A value of FFh assigns the top of 
memory to include 512 MByte - 1. 

Bit 7: AD28 

Bit 6: AD27 

Bit 5: AD26 

Bit 4: AD25 

Bit 3: AD24 

Bit 2: AD23 

Bit 1: AD22 

Bit 0: AD21 


4.1.14 iADCON— ISA ADDRESS DECODER 
CONTROL REGISTER 

Address Offset: 48h 

Default value: 01 h 

Attribute: Read/Write 

Size: 8 bits 

This register enables the forwarding of ISA or DMA 
memory cycles to the PCI Bus. In addition, this regis- 
ter sets the top of the “1 MByte to top of main mem- 
ory” region. 


Bits[7:4]; 

The top can be assigned in 1 MByte increments 
from 1 MByte up to 16 MByte. ISA master or DMA 
accesses within this region are forwarded to PCI un- 
less they are within the hole. 


Bits 7 

6 

5 

4 

Top Of Memory 

0 

0 

0 

0 

1 MByte 

0 

0 

0 

1 

2 MByte 

0 

0 

1 

0 

3 MByte 

0 

0 

1 

1 

4 MByte 

0 

1 

0 

0 

5 MByte 

0 

1 

0 

1 

6 MByte 

0 

1 

1 

0 

7 MByte 

0 

1 

1 

1 

8 MByte 

1 

0 

0 

0 

9 MByte 

1 

0 

0 

1 

10 MByte 

1 

0 

1 

0 

11 MByte 

1 

0 

1 

1 

12 MByte 

1 

1 

0 

0 

13 MByte 

1 

1 

0 

1 

14 MByte 

1 

1 

1 

0 

15 MByte 

1 

Bits[3:0]: 

1 

1 

1 

16 MByte 


ISA and DMA Memory Cycle To PCI Bus Enables. 
The memory block is enabled by writing a 1 to the 
corresponding bit position. Setting the bit to 0 dis- 
ables the corresponding block. ISA or DMA memory 
cycles to the enabled blocks result In the ISA cycle 
being forwarded to the PCI Bus. The BIOSCS# en- 
able bit (bit 6 In the UBCSA Register) for the 
896K-960K region overrides the function of bit 3 of 
this register. If the BIOSCS# bit is set to a 1 , the ISA 
or DMA memory cycle Is always contained to ISA, 
regardless of the setting of bit 3 in this register. If the 
BIOSCS# bit is disabled, the cycle is forwarded to 
the PCI bus if bit 3 in this register Is enabled. Refer 
to Section 5.5.1 .2 for a complete description of BIOS 
decoding. 

Bit Memory Block 

0 0-512 KByte Memory 

1 512-640 KByte Memory 

2 640-768 KByte VGA Memory 

3 896-960 KByte Low BIOS 
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4.1.15 lADRBE— ISA ADDRESS DECODER ROM 
BLOCK ENABLE REGISTER 

Address Offset: 49h 

Default value: OOh 

Attribute: Read/Write 

Size: 8 bits 

ISA addresses within the enabled ranges result in 
the ISA memory cycle being forwarded to the PCI 
Bus. For each bit position, the memory block is en- 
abled if the bit is set to 1 and is disabled if the bit is 
set to 0. If the memory block is disabled, the ISA 
cycle is not forwarded to the PCI Bus. 

Bit 7: 880-896K Memory Enable 

Bit 6: 864-880K Memory Enable 

Bit 5: 848-864K Memory Enable 

Bit 4; 832-848K Memory Enabie 

Bit 3: 816-832K Memory Enabie 

Bit 2: 800-816K Memory Enable 

Bit 1: 784-800K Memory Enable 

Bit 0: 768-784K Memory Enable 


4.1.16 lADBOH— ISA ADDRESS DECODER 
BOTTOM OF HOLE REGISTER 


This register defines the bottom of the ISA Address 
Decoder hole. The hole Is defined by the following 
equation: TON ^ address ^ BOH, where BOH is 
the bottom of the hole address programmed into this 
register and TOH is the top of the hole address pro- 
grammed Into the lADTOH Register. ISA master or 
DMA addresses falling within the hole will not be 
forwarded to the PCI Bus. The hole can be sized in 
64 KByte Increments and placed anywhere between 
1 MByte and 16 MByte on any 64 KByte boundary. It 
Is the responsibility of the programmer to guarantee 
that the BOH Is at or above 1 MByte. A[31:24] must 
be O’s for the hole, meaning the hole Is restricted to 
be under the 16 MByte boundary. When 
TOH < BOH, the hole is effectively disabled. The 
default value for the BOH and TOH disables the 
hole. 

For example, to program the BOH at 1 MByte, this 
register should be set to lOh. To program the BOH 
at 2 MBytes, this register should be set to 20h. To 
program the BOH at 8 MBytes, this register should 
be set to 80h. These settings are shown In 
Figure 2. 

Bit 7: A23 

Bit 6: A22 

Bit 5: A21 

Bit 4: A20 

Bit 3: A19 

Bit 2: A18 


Address Offset: 4Ah 

Default value: 1 0h 

Attribute: Read/Write 

3ize: 8 bits 


Bit 1: A17 
Bit 0: A16 
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4.1.17 lADTOH— ISA ADDRESS DECODER TOP 
OF HOLE REGISTER 

Address Offset: 4Bh 

Default value: OFh 

Attribute: Read/Write 

Size: 8 bits 

This register defines the top of the ISA Address De- 
coder hole. The hole Is defined by the following 
equation: TOH ^ address ^ BOH, where BOH Is 
the bottohn of the hole address programmed into the 
LADBOH Register and TOH is the top of the hole 
address programmed Into this Register. ISA master 
or DMA addresses falling within the hole will not be 
forwarded to the PCI Bus. The hole can be sized in 
64 KByte Increments and placed anywhere between 
1 MByte and 16 MByte on any 64 KByte boundary. It 
is the responsibility of the programmer to guarantee 
that the TOH is at or above 1 MByte. A[31:24] must 
be O’s for the hole, meaning the hole is restricted to 
be under the 16 MByte boundary. When 
TOH < BOH, the hole is disabled. The default value 
for the BOH and TOH disables the hole. 


For example, to program the TOH at 1 MByte + 
64 KByte, this register should be set to lOh. To pro- 
gram the TOH at 2 MByte + 128 KByte, this register 
should be set to 21 h. To program the TOH at 
1 2 MByte, this register should be set to BFh. These 
settings are shown in Figure 2. 

Bit 7: A23 

Bit 6: A22 

Bit 5: A21 

Bit 4: A20 

Bit 3: A19 

Bit 2: A18 

Bit 1: A17 

Bit 0: A16 



Figure 2. ISA Address Decoder Hole Examples 
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Table 6. Examples of ISA Decoding 


Test Case Description 

TOM 

(48h) 

TOH 

(4Bh) 

BOH 

(4Ah) 

Address (hex) 

Address 

Resuit 

SMB TOM, no hole @ 1 M 

7xh 

OFh 

lOh 

OlOOOOOOh 

16MB 

To PCI 





OOFFFFFFh 

16MB-1 

ISA 





OOSOOOOOh 

8MB 

ISA 





007FFFFFh 

8MB-1 

To PCI 





OOlOOOOOh 

1MB 

To PCI 





OOOFFFFFh 

1MB-1 

ISA 







(BIOS) 

4MB TOM, no hole @ 2M 

3xh 

IFh 

20h 

OlOOOOOOh 

16MB 

To PCI 





OOFFFFFFh 

16MB-1 

ISA . 





00400000b 

4MB 

ISA 





OOSFFFFFh 

4MB-1 

To PCI 





00200000b 

2MB 

To PCI 





OOlFFFFFh 

2MB-1 

To PCI 





OOlOOOOOh 

1MB 

To PCI 

1 MB TOM, no hole @ 1 M 

Oxh 

OFh 

lOh 

OlOOOOOOh 

16MB 

To PCI 





OOFFFFFFh 

16MB-1 

ISA 





OOlOOOOOh 

1MB 

ISA 





OOOFFFFFh 

1MB-1 

ISA 







(BIOS) 

16MB TOM, 64KB hole @ 15MB 

Fxh 

FOh 

FOh 

OlOOOOOOh 

16MB 

To PCI 





OOFFFFFFh 

16MB-1 

To PCI 





OOFIOOOOh 

1 SMB + 64KB 

To PCI 





OOFOFFFFh 

15MB + 64KB-1 

ISA 





OOFOOOOOh 

15MB 

ISA 





OOFFFFFFh 

! 15MB-1 

To PCI 





OOEIOOOOh 

1 4MB + 64KB 

To PCI 





OOEOFFFFh 

14MB + 64KB-1 

To PCI 





OOEOOOOOh 

14MB 

To PCI 





OOOFFFFFh 

14MB-1 

To PCI 

12MB TOM, 2MB + 128KB 

Bxh 

21h 

20h 

OlOOOOOOh 

16MB 

To PCI 

hole @ 2MB 




OOFFFFFFh 

16MB-1 

ISA 





OOCOOOOOh 

12MB 

ISA 





OOBFFFFFh 

12MB-1 

To PCI 





00220000b 

2MB + 128KB 

To PCI 





0021FFFFh 

2MB + 128KB-1 

ISA 


- 



00210000b 

2MB + 64KB 

ISA 





0020FFFFh 

2MB + 64KB-1 

ISA 





00200000b 

2MB 

ISA 





OOlFFFFFh 

2MB-1 

To PCI 





OOlOOOOOh 

1MB 

To PCI 
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Table 6. Examples of ISA Decoding (Continued) 


Test Case Description 

TOM 

(48h) 

TOH 

(4Bh) 

BOH 

(4Ah) 

Address (hex) 

Address 

Result 

5MB TOM, 3MB hole @ 

4xh 

47h 

18h 

OlOOOOOOh 

16MB 

To PCI 





OOFFFFFFh 

16MB-1 

ISA 





OOSOOOOOh 

SMB 

ISA 





004FFFFFh 

5MB-1 

To PCI 





00480000b 

4.5MB 

To PCI 





0047FFFFh 

4.5MB-1 

ISA 





00180000b 

1.5MB 

ISA 





0017FFFFh 

1.5MB-1 

To PCI 





OOlOOOOOh 

1MB 

To PCI 


4.1.18 ICRT— ISA CONTROLLER RECOVERY 
TIMER REGISTER 

Address Offset: 4Ch 

Default Value: 56h 

Attribute: Read /Write 

Size: 8 bits 

The I/O recovery mechanism in the SIO Is used to 
add additional recovery delay between PCI originat- 
ed 8-bit and 16-bit I/O cycles to the ISA bus. The 
SIO automatically forces a minimum delay of five 
SYSCLKs between back-to-back 8- and 16-bit I/O 
cycles to the ISA bus. The delay Is measured from 
the rising edge of the I/O command (lOR# or 
low#) to the falling edge of the next BALE. If a 
delay of greater than five SYSCLKs Is required, the 
ISA I/O Recovery Time Register can be pro- 
grammed to increase the delay in increments of 
SYSCLKs. Note that no additional delay Is inserted 
for back-to-back I/O “sub cycles” generated as a 


result of byte assembly or disassembly. This register 
defaults to 8- and 16-blt recovery enabled with two 
clocks added to the standard I/O recovery. 

Bit 7: Reserved 

Read as 0. 

Bit 6: 8-Bit I/O Recovery Enable 

This bit enables the recovery times programmed Into 
bits 0 and 1 of this register. When this bit Is set to 1 , 
the recovery times shown for bits [5:3] are enabled. 
When this bit is set to 0, recovery times are disabled. 

Bits [5:3]: 8-Bit I/O Recovery Times 

This 3-bit field defines the recovery times for 8-blt 
I/O. Programmable delays between back-to-back 
8-bit PCI cycles to ISA I/O slaves is shown in terms 
of ISA clock cycles (SYSCLK) added to the five mini- 
mum. The selected delay programmed Into this field 
is enabled/disabled via bit 6 of this register. 


Bit 


5 

4 

3 

SYSCLK Added 

Total SYS 

0 

0 

1 

+ 1 

6 

0 

1 

0 

+ 2 

7 

0 

1 

1 

+ 3 

8 

1 

0 

0 

+ 4 

9 

1 

0 

1 

+ 5 

10 

1 

1 

0 

+ 6 

11 

1 

1 

1 

+ 7 

12 

0 

0 

0 

+ 8 

13 
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Bit 2: 16-Bit I/O Recovery Enabie 

This bit enables the recovery times programmed into 
bits 0 and 1 of this register. When this bit is set to 1 , 
the recovery times shown for bits 0 and 1 are en- 
abled. When this bit is set to 0, recovery times are 
disabled. 

Bits[1:0]: 16-Bit I/O Recovery Times 

This 2-bit field defines the recovery time for 16-bit 
I/O. Programmable delays between back-to-back 
1 6-bit PCI cycles to ISA I/O slaves is shown in terms 
of ISA clock cycles (SYSCLK) added to the five mini- 
mum. The selected delay programmed into this field 
is enabled/disabled via bit 2 of this register. 

Bit 1 0 SYSCLK Added Total SYSCLKs 

0 1+1 6 

10+2 7 

11+3 8 

0 0+4 9 


4.1.19 ICD— ISA CLOCK DIVISOR REGISTER 

Address Offset; 4Dh 

Default Value: 40h 

Attribute: Read/Write 

Size: 8 bits 

This register selects the integer value used to divide 
the PCI clock (PCICLK) to generate the ISA clock 
(SYSCLK). In addition, this register provides an ISA 
Reset bit to software control RSTDRV, a bit to en- 
able/disable the MOUSE function, a bit to enable/ 
disable the coprocessor error support, and a bit to 
disable the positive decode for the upper 64 KBytes 
of BIOS at the top of 1 MByte (FOOOOh-FFFFFh) 
and aliased regions. 

Bit 7: Reserved 

Bit 6: Positive Decode of Upper 64 KByte BIOS 
Enabie 

This bit enables (bit 6=1) and disables (bit 6 = 0) 
the positive decode of the upper 64 KBytes of BIOS 
area at the top of 1 MByte (FOOOOh-FFFFFh) and 
the aliased regions at the top of 4 GBytes 
(FFFFOOOOh-FFFFFFFFh) and 4 GByte-1 MByte 
(FFEFOOOO-FFEFFFFFh). When bit 6 = 1, these 
address regions are positively decoded, unless bit 4 
in the MEMOS# Control Register is set to a 1 in 
which case these regions are subtractively decoded. 
When bit 6 = 0, these address regions are subtrac- 
tively decoded. The encoded chip selects for 


BIOSes# and the UBUSOE# signal will always be 
generated when these locations are accessed, re- 
gardless of the state of this bit. A reset sets this bit 
to a 1 (positive decode enabled). 

Bit 5: Coprocessor Error Enable 

This bit is used to enable and disable the Coproces- 
sor error support. When enabled (bit 5=1), the 
FERR# input, when driven active, triggers an IRQ13 
to the SIO’s interrupt controller. FERR# Is also used 
to gate the IGNNE# output. When disabled (bit 5 = 
0), the FERR# signal can be used as IRQ13 and the 
coprocessor support Is disabled. A reset sets this bit 
to 0 (coprocessor support disabled). 

Bit 4: IRQ 12/M Mouse Function Enable 

When this bit is set to 1, IRQ12/M provides the 
mouse function. When this bit is set to 0, IRQ12/M 
provides the standard IRQ12 interrupt function. A 
hard reset sets this bit to 0. 

Bit 3: RSTDRV Enable 

This bit is used to enable RSTDRV on the ISA Bus. 
When this bit is set to 1 , RSTDRV is asserted and 
remains asserted until this bit is set to a 0. When set 
to 0, normal operation of RSTDRV is provided. This 
bit should be used during configuration to reset the 
ISA Bus when changing the clock divisor. For a re- 
set, this bit defaults to 0. Note that the software 
must ensure that RSTDRV is asserted for a mini- 
mum of 1 fiS. 

Bit[2:0]: PCICLK-to-ISA SYSCLK Divisor 

These bits are used to select the integer that is used 
to divide the PCICLK down to generate the ISA 
SYSCLK. Upon reset, these bits are set to 000 (divi- 
sor of 4 selected). For PCI frequencies less than 
33 MHz (not including 25 MHz), a clock divisor value 
must be selected that ensures that the ISA Bus fre- 
quency does not violate the 6 MHz to 8.33 MHz 
SYSCLK specification. 

Bit 2 1 0 Divisor SYSCLK 

0 0 0 4 (33 MHz) 8.33 MHz 

0 0 1 3 (25 MHz) 8.33 MHz 

0 1 0 Reserved 

0 1 1 Reserved 

1 0 0 Reserved 

1 0 1 Reserved 

1 1 0 Reserved 

1 1 1 Reserved 
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4.1.20 UBCSA— UTILITY BUS CHIP SELECT A 
REGISTER 

Address Offset: 4Eh 

Default Value: 07h 

Attribute: Read/Write 

Size: 8 bits 

This register enables/disables accesses to the RTC, 
keyboard controller, Floppy Disk controller, IDE, and 
BIOS locations EOOOOh-EFFFFh and FFF80000h- 
FFFDFFFFh. Disabling any of these bits prevents 
the encoded chip select bits (ECSADDR[2:0]) and 
utility bus transceiver control signal (UBUSOE#) for 
that device from being generated. 

This register is also used to select which address 
range (primary or secondary) will be decoded for the 
resident floppy controller and IDE. This ensures that 
there Is no contention with the Utility bus transceiver 
driving the system data bus during read accesses to 
these devices. 

Bit 7: Extended BIOS Enable 

When bit 7 = 1 (enabled), PCI accesses to loca- 
tions FFF80000h-FFFDFFFFh result in the genera- 
tion of the encoded signals (ECSADDR[2:0]) for 
BIOS. When enabled, PCI master accesses to this 
area are positively decoded and UBUSOE# is gen- 
erated. When this bit is disabled (bit 7 = 0), the SIO 
does not generate the encoded (ECSADDR[2:0]) 
signals or UBUSOE#. 

Bit 6: Lower BIOS Enable 

When bit 6 = 1 (enabled), PCI or ISA accesses to 
the lower 64 KByte BIOS block (EOOOOh-EFFFFh) 
at the top of 1 MByte, or the aliases at the top of 


4 GByte and 4 GByte- 1 MByte results in the gener- 
ation of the encoded (ECSADDR[2:0l) signals for 
BIOS. When enabled, PCI master accesses to this 
area are positively decoded to the ISA Bus, unless 
bit 4 in the MEMCS# Control Register is set to a 1 in 
which case these regions are subtractively decoded. 
Also, when enabled, ISA master or DMA master ac- 
cesses to this region are not forwarded to the PCI 
Bus. When this bit is disabled (bit 6 = 0), the SIO 
does not generate the encoded (ECSADDR[2:0]) 
signals. Also, when this bit is disabled, ISA master or 
DMA accesses to this region are forwarded to PCI, if 
bit 3 in the lADCON Register is set to 1 . 

Bit 4: IDE Decode Enable 

Bit 4 enables/disables IDE locations 1F0h-1F7h 
(primary) or 170h-177h (secondary) and 3F6h, 
3F7h (primary) or 376h, 377h (secondary). When bit 
4 = 1, the IDE encoded chip select signals and the 
Utility Bus transceiver signal (UBUSOE# ) are gen- 
erated for these addresses. When bit 4 = 0, the IDE 
encoded chip select signals and the Utility Bus 
transceiver signal (UBUSOE#) are not generated 
for these addresses. 

Bit [5, 3:2]: Floppy Disk Address Locations En- 
able 

Bits 2 and 3 are used to enable or disable the floppy 
locations as indicated below. A PCIRST # sets bit 2 
to 1 and bit 3 to 0. Bit 5 is used to select between 
the primary and secondary address range used by 
the Floppy Controller and the IDE. Only primary or 
only secondary can be programmed at any one time. 
A PCIRST # sets this bit to 0 (primary). 

The following table shows how these bits are used 
to select the floppy controller: 


Address 

Bits 

Bits 

Bit 2 

DSKCHG 

ECSADDR[2:0] 

FLOPPYCS# 

X 

X 

X 

X 

0 

1 1 1 

1 

3F0h, 3F1h 

0 

1 

X 

1 

1 00 

0 

3F2h-3F7h 

0 

X 

1 

1 

1 00 

0 (note) 

370h, 371 h 

1 

1 

X 

1 

100 

0 

372h-37Fh 

1 

X 

1 

1 

1 00 

0 (note) 


NOTE: 

If IDE decode is enabled (bit 4 = 1), all accesses to locations 03F6h and 03F7h (primary) or 0376h and 0377h (secondary) 
result in the ECSADDR[2:0] signals generating a decode for IDECS1# (FLOPPYCS# is not generated). An external AND 
gate can be used to tie IDECS1 # and FLOPPYCS# together to insure that the floppy is enabled for these accesses. If IDE 
decode is disabled (bit 4 = 0), and the decode for the floppy is enabled, then the encoded chip selects for the floppy 
locations are generated. 
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Bit 1: Keyboard Controller Address Location 
Enable 

Enables (1) or disables (0) the Keyboard controller 
address locations 60h, 62h, 64h, and 66h. When this 
bit Is set to 0, the Keyboard Controller encoded chip 
select signals (ECSADDR[2:0]) and the Utility Bus 
transceiver signal (UBUSOE#) are not generated 
for these locations. 

Bit 0: RTC Address Location Enable 

Enables (1) or disables (0) the RTC address loca- 
tions 70h-77h. When this bit is set to 0, the RTC 
encoded chip select signals (ECSADDR[2:0]), 
RTCALE#, RTCCS#, and UBUSOE# signals are 
not generated for these addresses. 


4.1.21 UBCSB— UTILITY BUS CHIP 
SELECT B REGISTER 

Address Offset: 4Fh 

Default Value: 4Fh 

Attribute: Read/Write 

Size: 8 bits 

This register Is used to enable/disable accesses to 
the serial ports and parallel port locations supported 
by the SIO. When disabled, the ECSADDR(2:0) en- 
coded chip select bits and Utility Bus Transceiver 
control signal (UBUSOE#), for that device, are not 
generated. This register is also used to disable ac- 
cesses to port 92 and enable or disable configura- 
tion RAM decode. 


Bit 7: Configuration RAM Decode Enabie 

This bit is used to enable (bit 7 = 1) or disable (bit 
7 = 0) I/O write accesses to location OCOOh and 
I/O read/write accesses to locations 0800h-08FFh. 
When enabled, the encoded chip select signals for 
generating an external configuration page chip se- 
lect (CRAG ECS#) are generated for accesses to 
OCOOh. The encoded chip select signals for generat- 
ing an external configuration memory chip select 
(CFIGMEMCS#) are generated for accesses to 
0800h-08FFh. When bit 7 = 0, configuration RAM 
decode is disabled and the CPAGECS# and 
CFIGMEMCS# are not generated for the corre- 
sponding accesses. 

Bit 6: Port 92 Enabie 

This bit is used to enable/disable access to Port 92. 
When bit 6 = 1 , Port 92 is enabled. When bit 6 = 0, 
Port 92 is disabled. When a PCIRST # occurs, this 
bit is set to 1 (enable). 

Bits[5:4]: Paraiiei Port Enabie 

These bits are used to select the parallel port ad- 
dress range: (LPT 1 , LPT2, LPT3, or disable). When a 
PCIRST# occurs, this field is set to 00 (LPT1). 

Bit 5 4 Function 

0 0 3BCh-3BFh(LPT1) 

0 1 378h-37Fh (LP2) 

1 0 278h-27Fh (LPT3) 

1 1 Disabled 
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Bits [3:2]: Serial Port B Enable 

These bits are used to assign serial port B address 
range: (COM1, COM2, or disable). If either COM1 or 
COM2 address ranges are selected, the encoded 
chip select signals [ECSADDR(2:0)] for Port B will 
be generated. A PCIRST # sets bits[3:2] to 1 1 (Port 
B disabled). 

Bit 3 2 Function 

0 0 3F8h-3FFh(COM1) 

0 1 2F8h-2FFh (COM2) 

1 0 Reserved 

1 1 Port B Disabled 

NOTE: 

If Serial port A and B are programmed for 
the same I/O address, the encoded chip se- 
lect signals, ECSADDR(2:0), for port B are 
disabled. 

Bits [1:0]: Serial Port A Enable 

These bits are used to assign serial port A address 
range: (COM1, COM2, or disable). If either COM1 or 
COM2 address ranges are selected, the encoded 
chip select signals (ECSADDR[2:0]) for Port A will 
be generated. A PCIRST# sets blts[1:0] to 11 (port 
A disabled). 

Bit 1 0 Function 

0 0 3F8h-3FFh(COM1) 

0 1 2F8h-2FFh (COM2) 

1 0 Reserved 

1 1 Port A disabled 

NOTE: 

If Serial port A and B are programmed for 
the same I/O address, the encoded chip se- 
lect signals, ECSADDR[2:0], for port B are 
disabled. 


4.1.22 MARI— MEMOS# ATTRIBUTE 
REGISTER #1 


RE — Read Enable. When the RE bit (bit 6, 4, 2, 0) Is 
set to a 1 , the SIO generates MEMOS# for PCI mas- 
ter, DMA, or ISA master memory read accesses to 
the corresponding segment. When the RE bit is set 
to a 0, the SIO does not generate MEMOS# for PCI 
master memory read accesses to the corresponding 
segment. When the RE and WE bits are both 0 (or 
bit 4 in the MEMOS# Control Register is set to a 
0-disabled), the PCI master, DMA, or ISA master 
can not access the corresponding segment. 

WE— Write Enable. When the WE bit (bit 7, 5, 3, 1) 
is set to a 1, the SIO generates MEMOS# for PCI 
master, DMA, or ISA master memory write accesses 
to the corresponding segment. When this bit is set to 
a 0, the SIO does not generate MEMOS# for PCI 
master memory write accesses to the corresponding 
segment. When the RE and WE bits are both 0 (or 
bit 4 in the MEMOS# Control Register is set to a 
0-disabled), the PCI master, DMA, or ISA master 
can not access the corresponding segment. 

Bit 7: OCCOOOh-OCFFFFh Exp. ROM: WE 

Bit 6: OCCOOOh-OCFFFFh Exp. ROM: RE 

Bit 5: OCSOOOh-OCBFFFh Exp. ROM: WE 

Bit 4: OCSOOOh-OCBFFFh Exp. ROM: RE 

Bit 3: 0C4000h-0C7FFFh Exp. ROM: WE 

Bit 2: 0C4000h-0C7FFFh Exp. ROM: RE 

Bit 1: 0C0000h-0C3FFFh Exp. ROM: WE 

Bit 0: 0C0000h-0C3FFFh Exp. ROM: RE 


Address Offset: 54h 

Default Value: OOh 

Attribute: Read /Write 

Size: 8 bits 
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4.1.23 MAR2^MEMCS# ATTRIBUTE 
REGISTER #2 

Address Offset: 55h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 

RE— Read Enable. When the RE bit (bit 6, 4, 2 , 0) is 
set to a 1 , the SIO generates MEMOS# for PCI mas- 
ter, DMA, or ISA master memory read accesses to 
the corresponding segment. When this bit is set to a 
0, the SIO does not generate MEMOS# for PCI 
master memory read accesses to the corresponding 
segment. When the RE and WE bits are both 0 (or 
bit 4 in the MEMOS# Control Register Is set to a 
0-disabled), the PCI master, DMA, or ISA master 
can not access the corresponding segment. 

WE— Write Enable. When the WE bit (bit 7, 5, 3. 1) 
Is set to a 1, the SIO generates MEMOS# for PCI 
master, DMA, or ISA master memory write accesses 
to the corresponding segment. When this bit Is set to 
a 0, the SIO does not generate MEMOS# for PCI 
master memory write accesses to the corresponding 
segment. When the RE and WE bits are both 0 (or 
bit 4 in the MEMOS# Control Register is set to a 
0-disabled), the PCI master, DMA, or ISA master 
can not access the corresponding segment. 

Bit 7: ODCOOOh-ODFFFFh Exp. ROM : WE 

Bit 6: ODCOOOh-ODFFFFh Exp. ROM : RE 

Bit 5: ODSOOOh-ODBFFFh Exp. ROM : WE 

Bit 4: ODSOOOh-ODBFFFh Exp. ROM : RE 

Bit 3: 0D4000h-0D7FFFh Exp. ROM : WE 

Bit 2: 0D4000h-0D7FFFh Exp. ROM : RE 

Bit 1: ODOOOOh-ODSFFFh Exp. ROM : WE 

Bit 0: ODOOOOh-ODSFFFh Exp: ROM : RE 
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4.1.24 MAR3— MEMOS# ATTRIBUTE 
REGISTER #3 

Address Offset: 56h 
Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 

RE— Read Enable. When the RE bit (bit 6, 4, 2, 0) is 
set to a 1 , the SIO generates MEMOS# for PCI mas- 
ter, DMA, ISA master memory read accesses to the 
corresponding segment. When this bit is set to a 0, 
the SIO does not generate MEMOS# for PCI master 
memory read accesses to the corresponding seg- 
ment. When the RE and WE bits are both 0 (or bit 4 
in the MEMOS# Control Register is set to a 
0-disabled), the PCI master can not access the cor- 
responding segment. 

WE— Write Enable. When the WE bit (bit 7, 5, 3, 1) 
is set to a 1, the SIO generates MEMOS# for PCI 
master, DMA, ISA master memory write accesses to 
the corresponding segment. When this bit is set to a 
0, the SIO does not generate MEMOS# for PCI 
master memory write accesses to the corresponding 
segment. When the RE and WE bits are both 0 (or 
bit 4 in the MEMOS# Control Register is set to a 
0-disabled), the PCI master can not access the cor- 
responding segment. 

Bit 7: OECOOOh-OEFFFFh Lower 64 KByte 
BIOS: WE 

Bit 6: OECOOOh-OEFFFFh Lower 64 KByte 
BIOS: RE 

Bit 5: OESOOOh-OEBFFFh Lower 64 KByte 
BIOS WE 

Bit 4: OESOOOh-OEBFFFh Lower 64 KByte 
BIOS: RE 

Bit 3: 0E4000h-0E7FFFh Lower 64 KByte 
BIOS: WE 

Bit 2: 0E4000h-0E7FFFh Lower 64 KByte 
BIOS: RE 

Bit 1: 0E0000h-0E3FFFh Lower 64 KByte 
BIOS: WE 

Bit 0: 0E0000h-0E3FFFh Lower 64 KByte 
BIOS: RE 
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4.1.25 DMA SCATTER/GATHER RELOCATION 
BASE ADDRESS REGISTER 

Address Offset: 57h 

Default Value: 04h 

Attribute: Read/Write 

Size: 8 bits 

The value programmed into this register determines 
the high order I/O address of the Scatter/ Gather 
Command Registers, Scatter/ Gather Status Regis- 
ters, and the Scatter/ Gather Descriptor Table Reg- 
isters. The default value Is 04h so the first S/G regis- 
ter default address is at 041 Oh. 

Bit 7: A15 

Bit 6: A14 

Bit 5: A13 

Bit 4: A12 

Bit 3: All 

Bit 2: A10 


Bit 1: A9 
Bit 0: A8 


4.1.26 PIRQ[3:0]#— PIRQ ROUTE 
CONTROL REGISTERS 

Register Name: PIRQO#, PIRQ1 #, PIRQ2#, 
PIRQ3# Route Control 

Address Offset: 60h, 61 h, 62h, 63h 

Default Value: 80h 

Attribute: Read/Write 

Size: 8 bits 

These registers control the routing of PCI Interrupts 
(PIRQ[0:3]#) to the PC compatible Interrupts. Each 
PCI interrupt can be independently routed to 1 of 1 1 
compatible interrupts. Note that two or more PCI in- 
terrupts (PIRQ[3:0l#) can be steered Into the same 
IRQ signal (the interrupts are level sensitive and can 
be shared). 

Each IRQ to which a PCI Interrupt is steered Into 
must have its interrupt set to level sensitive In the 
Edge/ Level Control Register. 


r 


Bit 

Default 


IRQx# Routing Bits 


I — Routing of interrupt (R/W) 
1=Disabled 
0=Enabled 


Bits 

IRQx# 

0000000 

Reserved 

0000001 

Reserved 

0000010 

Reserved 

0000011 

IRQ3 

0000100 

IRQ4 

0000101 

IRQ5 

0000110 

IRQ6 

0000111 

IRQ7 

0001000 

Reserved 

0001001 

IRQ9 

0001010 

IRQ10 

0001011 

IRQ11 

0001100 

IRQ12 

0001101 

Reserved 

0001110 

IRQ14 

0001111 

IRQ15 

0010000 

to 

1111111 

Reserved 


290473-17 


Figure 3. PIRQ Route Control Registers 
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Bit 7: Routing of Interrupts 

When enabled, this bit routes the PCI Interrupt signal 
to the PC compatible Interrupt signal specified in 
bits [3:0]. At reset, this bit Is disabled (set to 1). 

Bits [6:4]: Reserved 

Read as O’s. 

Bits [3:0]: IRQx# Routing Bits 

These bits specify which IRQ signal to generate. 


4.1.27 BIOS TIMER BASE ADDRESS REGISTER 

Address Offset: 80h-81h 

Default value: 0078h 

Attribute: Read/Write 

Size: 1 6 bits 

This register determines the base address for the 
BIOS Timer Register located in the I/O space. The 
base address can be set at Dword boundary any- 
where in the 64 KByte I/O space. This register also 
provides the BIOS Timer access enable/disable 
control bit. 

Bits [15:2]: BIOS Timer Base Address 

Bits [15:2] correspond to PCI address lines A [15:2]. 

Bit 1: Reserved 


Bit 7: Reserved 

Reserved for future Intel use. 

Bit 6: Reserved 

Reserved for future Intel use. 

Bits [5:4]: Reserved 
Reserved for future Intel use. 

Bit 3: CTMRFRZ 

Used to freeze the timers when In SMM. When this 
bit Is set, the Fast Off timer will stop counting. This 
prevents time-outs from occurring while executing 
SMM code. 

Bit 2: CSTPCLKTH 

When set, the STPCLK# throttle is enabled. 

Bit 1: CSTPCLKEN 

When set, a read from the APMC register will cause 
STPCLK# to be asserted. CSTPCLKEN will be 
cleared by writing it to 0 or by any write to the APMC 
register. Enables SW to put the CPU Into a low pow- 
er state. 

Bit 0: CSMIGATE 

When this bit is written to “0” SMI# will be deassert- 
ed. When this bit is written to a “1”, SMI# will be 
asserted If any SMIs are pending. 


Bit 0: BIOS Timer Access Enable 

When bit 0 = 1 , access to the BIOS Timer is en- 
abled. When bit 0 = 0, access to the BIOS Timer is 
disabled. The default value is 0 (disabled). 


4.1.28 SMICNTL— SMI CONTROL REGISTER 


4.1.29 SMIEN— SMI ENABLE REGISTER 

Address Offset: A2h-A3h 

Default value: OOOOh 

Attribute: Read/Write 

Size: 16 bits 


Address Offset: 
Default value: 
Attribute: 

Size: 


AOh 

08h 

Read/Write 
8 bits 


The following bits control the enabling of associated 
hardware events that will generate an SMI. When 
set to a “1 ”, SMI# will be asserted when the associ- 
ated event occurs. When bit 7 is set, writes to the 
APM Control port (APMC) will generate an SMI. 
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Bits [15:8]: Reserved 

Will be read as 0. Writes have no effect. 

Bit 7: SAPMCEN 

Write to APM Control Port. 

Bit 6: SEXTSMIEN 

EXTSMI# input asserted. 

Bit 5: SFOFFTMREN 

Fast Off (Idle) Timer Enable. 

Bit 4: SiRQ12EN 

PS/2 Mouse Interrupt. 

Bit 3: SiRQSEN 

RTC Alarm Interrupt. 

Bit 2: SIRQ4EN 

COM2/COM4 Interrupt (Mouse). 

Bit 1: SiRQ3EN 

COM1/COM3 Interrupt (Mouse). 

Bit 0: SiRQIEN 

Keyboard Interrupt. 


4.1.30 SEE— SYSTEM EVENT ENABLE 
REGiSTER 

Address Offset: A4h, A5h, A6h, A7h 
Default value: OOOOOOOOh 

Attribute: Read/Write 

Size: 32 bits 

These bits are used to enable the corresponding 
hardware events as system events. When set to a 
“1”, anytime the associated hardware event occurs, 
the Fast Off Timer is reloaded with its initial count. 
Also, when enabled the associated hardware sys- 
tem event is recognized as a Break Event causing 
STPCLK# to be deasserted. 

Bit 31: FSMiEN 

Prevents the system from entering Fast Off and 
causes STPCLK# to be deasserted when an SMI 
occurs. 

Bit 30: Reserved 

Will be read as 0. Writes have no effect. 


Bit 29: FNM1EN 

Prevents the system from entering Fast Off and 
causes STPCLK# to be deasserted when an NMI 
occurs (parity error for example). 

Bits [28: 16]: Reserved 

Will be read as 0. Writes have no effect. 

Bits[15:3]: FIRQ[15:3]EN 

This prevents the system from entering Fast Off and 
causes STPCLK# to be deasserted when selected 
hardware interrupts occur. 

Bit 2: Reserved 

Will be read as 0. Writes have no effect. 

Bits[1:0]: FiRQ[1:0]EN 

Prevents the system from entering Fast Off and 
causes STPCLK# to be deasserted when selected 
hardware Interrupts occur. 


4.1.31 FTMR— FAST OFF TIMER 

Address Offset: A8h 

Default value: OFh 

Attribute: Read/Write 

Size: 8 bits 

The Fast Off Timer is used to indicate (through an 
SMI) that the system has been idle for a pre-pro- 
grammed period of time. The Fast Off Timer con- 
sists of a count down timer that Is decremented ev- 
ery minute. The value programmed Into this register 
gets loaded into the Fast Off Timer when an enabled 
system event occurs. Each count represents one 
minute. When the timer expires, an SMI Special Cy- 
cle Is generated. Writes to the FTMRLD register 
cause the Fast Off Timer to be loaded. When this 
register is read, the value last written to this register 
is returned. 

PROGRAMMER’S NOTE: 

Before writing to the FTMRLD register the 
Fast Off Timer must be stopped by writing a 
“1” to the CTMRFRZ bit. The Fast Off Timer 
will begin decrementing when the CTMRFRZ 
bit is subsequently set to “0”. 
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Bits[7:0]: FTMRLD[7:0] 

A write to the FTMRLD register when the Fast Off 
Tinner is stopped (CTMRFRZ = 1) will load the Fast 
Off Timer with the value being written to FTMRLD 
register. When the Fast Off Timer is enabled 
(CTMRFRZ = 0) it counts down from the value 
loaded into it. When the Fast Off Timer reaches OOh 
it will trigger an SMI. If an enabled system event 
occurs before the Fast Off Timer reaches OOh the 
Fast Off Timer is reloaded with the value stored in 
the FTMRLD register. A read from the FTMRLD reg- 
ister will return the value last written to this register. 


4.1.32 SMIREQ-SMI REQUEST REGISTER 

Address Offset: AAh, ABh 

Default value: OOh 

Attribute: Read/Write 

Size: 1 6 bits 

These bits are status bits indicating the cause of the 
SMI. When an enabled event causes an SMI, the 
hardware automatically sets the corresponding 
event’s request bit. The request bits are cleared by 
writing a “0” to them. Only the hardware can set 
request bits to a “1”. In the event that the hardware 
is trying to set the bit to a “1 ” at the same time that it 
is being cleared, the hardware set to “1” will domi- 
nate. 

Bits [15:8]: Reserved 

Reserved for future Intel use. 

Bit 7: RAPMC 

When set to a “1” Indicates that a write to the ARM 
Control Port caused an SMI#. 

Bit 6: REXT 

When set to a “1”, indicates that EXTSMI# was 
sampled asserted, causing an SMI#. 

Bit 5: RFOFFTMR 

Fast Off Timer expired causing an SMI#. 

Bit 4: RIRQ12 

IRQ12 was asserted causing an SMI#. 

Bit 3: RIRQ8 

IRQ8 was asserted causing an SMI#. 
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Bit 2: RIRQ4 

IRQ4 was asserted causing an SMI#. 

Bit 1: RIRQ3 

IRQ3 was asserted causing an SMI#. 

Bit 0: RIRQ1 

IRQ1 was asserted causing an SMI#. 


4.1.33 CTLTMRL— CLOCK THROTTLE 
STPCLK# LOW TIMER 

Address Offset: ACh 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 

The value in this register defines the duration of the 
STPCLK# asserted period when the CSTPCLKTH 
bit Is set. The value in this register is loaded into the 
STPCLK# Timer when STPCLK# Is asserted. The 
STPCLK# timer runs off a 32 juts clock. Note that 
the timer does not begin to count until the Stop 
Grant Special Cycle is received. 

Bits[7:0l: KSTPLOLD[7:0] 

The value In this register defines the duration of the 
STPCLK# asserted period when the CSTPCLKTH 
bit is set. 


4.1.34 CTLTMRH— CLOCK THROTTLE 
STPCLK# HiGHTIMER 

Address Offset: AEh 

Default value: OOh 

Attribute: Read/Write 

Size: 8 bits 

The value in this register defines the duration 
of the STPCLK# deasserted period when the 
CSTPCLKTH bit is set. The value in this register is 
loaded into the STPCLK# Timer when STPCLK# is 
deasserted. The STPCLK# timer runs off a 32 jus 
clock. 

Bits[7:0]: KSTPHILD[7:0] 

The value in this register defines the duration 
of the STPCLK# deasserted period when the 
CSTPCLKTH bit is set. 
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4.2 DMA Register Description 

The SIO contains DMA circuitry that incorporates 
the functionality of two 82C37 DMA controllers 
(DMA1 and DMA2). The DMA registers control the 
operation of the DMA controllers and are all accessi- 
ble from the PCI Bus via PCI I/O space. In addition, 
some of the registers are accessed from the ISA 
Bus via ISA I/O space. Table 4, at the beginning of 
Section 4.0 lists the bus access for each register. 

This section describes the DMA registers. Unless 
otherwise stated, a PCIRST # sets each register to 
its default value. The operation of the DMA is further 
described in Section 5.4, DMA Controller. 


4.2.1 DCOM— DMA COMMAND REGISTER 


Address Offset: 

Default Value: 
Attribute: 

Size: 


Channels 0-3-08h 
Channels 4-7-ODOh 
OOh 

Write Only 
8 bits 


This 8-bit register controls the configuration of the 
DMA. It is programmed by the microprocessor In the 
Program Condition and Is cleared by PCIRST # or a 
Master Clear instruction. Note that disabling chan- 
nels 4-7 also disables channels 0-3, since chan- 
nels 0-3 are cascaded onto channel 4. The DREQ 
and DACK# channel assertion sensitivity Is as- 
signed by channel group, not per individual channel. 
For priority resolution, the DMA consists of two logi- 
cal channel groups — channels 0-3 (Controller 
1-DMA1) and channels 4-7 (Controller 2-DMA2). 
Each group can be assigned fixed or rotating priority. 
Both groups can be assigned fixed priority, one 
group can be assigned fixed priority and the second 
rotating priority, or both groups can be assigned ro- 
tating priority. Following a PCIRST # or DMA Master 
Clear, both DMA1 and DMA2 are enabled in fixed 
priority, the DREQ sense level Is active high, and the 
DACK# assertion level is active low. 

Bit 7: DACK# Assert Level (DACK# [3:0], [7:5]) 
Bit 7 controls the DMA channel request acknowl- 
edge (DACK#) assertion level. Following PCIRST#, 
the DACK# assertion level is active low. The low 
level Indicates recognition and acknowledgment of 
the DMA request to the DMA slave requesting serv- 
ice. Writing a 0 to bit 7 assigns active low as the 
assertion level. When a 1 is written to this bit, a high 
level on the DACK# line Indicates acknowledgment 
of the request for DMA service to the DMA slave. 


Bit 6: DREQ Sense Assert Level 
(DREQ[3:0], [7:5]) 

Bit 6 controls the DMA channel request (DREQ) as- 
sertion detect level. Following PCIRST#, the DREQ 
sense assert level is active high. In this condition, an 
active high level sampled on DREQ is decoded as 
an active DMA channel request. Writing a 0 to bit 6 
assigns active high as the sense assert level. When 
a 1 Is written to this bit, a low level on the DREQ line 
is decoded as an active DMA channel request. 

Bit 5: Reserved 

Must be 0. 

Bit 4: DMA Group Arbitration Priority 

Each channel group is individually assigned either 
fixed or rotating arbitration priority. At PCIRST#, 
each group is Initialized in fixed priority. Writing a 0 to 
bit 4 assigns fixed priority to the channel group, 
while writing a 1 assigns rotating priority to the 
group. 

Bit 3: Reserved 

Must be 0. 

Bit 2: DMA Channel Group Enable 

Writing a 1 to this bit disables the DMA channel 
group, while writing a 0 to this bit enables the DMA 
channel group. Both channel groups are enabled fol- 
lowing PCIRST#. Disabling channel group 4-7 also 
disables channel group 0-3, which is cascaded 
through channel 4. 

Bits [1:0]: Reserved 
Must be 0. 


4.2.2 DCM— DMA CHANNEL MODE REGISTER 


Register Name: 
Address Offset: 

Default Value: 

Attribute: 

Size: 


DMA Channel Mode 
Channels O-3-OBh 
Channels 4-7-0D6h 
Bits [7:2] = 0, 

Bits [1:0] = undefined 
Write Only 
6 bits 


Each channel has a 6-bit DMA Channel Mode Regis- 
ter. The Channel Mode Registers provide control 
over DMA Transfer type, transfer mode, address in- 
crement/decrement, and autoinitialization. Bits[1:0] 
select the appropriate Channel Mode Register and 
are not stored. Only bits [7:2] are stored in the regis- 
ter. This register Is set to Its default value upon 
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PCIRST # or Master Clear. Its default value is Verify 
transfer, Autoinitialize disable, Address increment, 
and Demand mode. Channel 4 defaults to cascade 
mode and cannot be programmed for any mode oth- 
er than cascade mode. 

Bits[7:6]: DMA Transfer Mode 

Each DMA channel can be programmed in one of 
four different modes: single transfer, block transfer, 
demand transfer and cascade. 

Bits 7 6 Transfer Mode 

0 0 Demand mode 

0 1 Single mode 

1 0 Block mode 

1 1 Cascade mode 

Bit 5: Address increment/Decrement Seiect 

Bit 5 controls address increment/decrement during 
multi-byte DMA transfers. When bit 5 = 0, address 
Increment is selected. When bit 5 = 1 , address dec- 
rement is selected. Address increment Is the default 
after a PCIRST# cycle or Master Clear command. 

Bit 4: Autoinitiaiize Enabie 

When bit 4 = 1 , the DMA restores the Base Page, 
Address, and Word count information to their re- 
spective current registers following a terminal count 
(TC). When bit 4 = 0, the autoinitialize feature is 
disabled and the DMA does not restore the above 
mentioned registers. A PCIRST# or Master Clear 
disables autoinitialization (sets bit 4 to 0). 

Bits [3:2]: DMA Transfer Type 

Verify, write and read transfer types are available. 
Verify transfer is the default transfer type upon 
PCIRST# or Master Clear. Write transfers move 
data from an I/O device to memory. Read transfers 
move data from memory to an I/O device. Verify 
transfers are pseudo transfers; addresses are gen- 
erated as in a normal read or write transfer and the 
device responds to EOP etc. However, with Verify 
transfers, the ISA memory and I/O cycle lines are 
not driven. Bit combination 1 1 is illegal. When the 
channel Is programmed for cascade ([7:6] = 11) 
the transfer type bits are Irrelevant. 

Bits 3 2 Transfer Mode 

0 0 Verify transfer 

0 1 Write transfer 

1 0 Read Transfer 

1 1 Illegal 


Bits[1:0]: DMA Channei Select 

Blts[1:0] select the DMA Channel Mode Register 
that will be written by blts[7:2]. 

Bits 1 0 Channei 

0 0 Channel 0 (4) 

0 1 Channel 1 (5) 

1 0 Channel 2 (6) 

1 1 Channel 3 (7) 

4.2.3 DCEM— DMA CHANNEL EXTENDED MODE 
REGISTER 

Address Offset: Channels 0-3-040Bh 
Channels 4-7-04D6h 
Default Value: Bits [1:0] = undefined. 

Bits [3:2] = 00 for DMA1, 

Blts[3:2] = 01 for DMA2, 

Bits [7:4] = 0 

Attribute: Write Only 

Size: 6 bits 

Each channel has a 6-bit Extended Mode Register. 
The register is used to program the DMA device 
data size, timing mode, EOP input/output selection, 
and Stop Register selection. Bits[1:0] select the ap- 
propriate Channel Extend Mode Register and are 
not stored. Only bits [7:2] are stored in the register. 
Four timing modes are available: ISA-compatible, 
“A”, “B”, and “F”. Timings “A”, “B”, and “F” are 
extended timing modes and can only be run to main 
memory. DMA cycles to ISA expansion bus memory 
defaults to compatible timing if the channel is pro- 
grammed In an extended timing mode. 

The default bit values for each DMA group are se- 
lected upon PCIRST#. A Master Clear or any other 
programming sequence will not set the default regis- 
ter settings. The default programmed values for 
DMA1 channels 0-3 are 8-blt I/O count by bytes, 
compatible timing, and EOP output. The default val- 
ues for DMA2 channels 4-7 are 16-bit I/O count by 
words with shifted address, compatible timing, and 
EOP output. 

Bit 7: Reserved 

Must be 0. 
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Bit 6: EOP Input/Output Selection 

Bit 6 selects whether the EOP signal Is to be used as 
an output during DMA transfers on this channel or 
an input. EOP is typically used as an output, as was 
available on the PC/AT. The input function was add- 
ed to support data communication and other devices 
that would like to trigger an autoinitialize when a col- 
lision or some other event occurs. The direction of 
EOP is switched when DACK is changed (when a 
different channel is granted the bus). There may be 
some overlap of the SIO driving the EOP signal 
along with the DMA slave. However, during this 
overlap, both devices drive the signal to a low level 
(inactive). For example, assume channel 2 is about 
to go inactive (DACK negating) and channel 1 is 
about to go active. In addition, assume that channel 
2 Is programmed for “EOP OUT” and channel 1 is 
programmed for “EOP IN”. When channel 2’s DACK 
is negated and channel 1’s DACK is asserted, the 
SIO may be driving EOP to a low value on behalf of 
channel 2. At the same time the device connected to 
channel 1 is driving EOP in to the SIO, also at an 
inactive level. This overlap only lasts until the SIO 
EOP output buffer is tri-stated, and does not effect 
the DMA operation. Upon PCIRST#, bit 6 Is set to 
O-EOP output selected. 

Bits [5:4]: DMA Cycle Timing Mode 

The SIO supports four DMA transfer timings: ISA- 
compatible, type “A”, “B”, and “F”. Each timing and 
Its corresponding code are described below. Upon 
PCIRST#, compatible timing is selected and the val- 
ue of these bits is “00”. The cycle timings noted 
below are for a SYSCLK (8.33 MHz, maximum 
SYSCLK frequency). DMA cycles to ISA expansion 
bus memory defaults to compatible timing if the 
channel is programmed in one of the performance 
timing modes (type “A”, “B”, or “F”). 

Bits [5:4] = 00: Compatible Timing 

Compatible timing is provided for DMA slave devic- 
es, that, due to some design limitation, cannot sup- 
port one of the faster timings. Compatible timing 
runs at 9 SYSCLKs (1080 nsec/single cycle) and 8 
SYSCLKs (960 nsec/cycle) during the repeated 
portion of a BLOCK or DEMAND mode transfer. 


Bits [5:4] = 01: Type “A” Timing 

Type “A” timing is provided to allow shorter cycles 
to main memory (via the PCI Bus). Type “A” timing 
runs at 6 SYSCLKs (720 nsec/cycle) during the 
repeated portion of a BLOCK or DEMAND mode 
transfer. Type “A” timing varies from compatible 
timing primarily in shortening the memory opera- 
tion to the minimum allowed main memory. The 1/ 
O portion of the cycle (data setup on write, I/O 
read access time) is the same as with compatible 
cycles. The actual active command time is shorter. 
However, it is expected that the DMA devices that 
provide the data access time or write data setup 
time should not require excess lOR# or lOW# 
command active time. Because of this, most ISA 
DMA devices should be able to use type “A” tim- 
ing. 

Bits [5:4] = 10: Type “B” Timing 

Type “B” timing is provided for 8/16-bit ISA DMA 
devices that can accept faster I/O timing. Type 
“B” only works with fast main memory. Type “B” 
timing runs at 5 SYSCLKs (600 nsec/cycle) during 
the repeated portion of a BLOCK or DEMAND 
mode transfer. Type “B” timing requires faster 
DMA slave devices than compatible timing. In 
Type “B” timing the cycles are shortened so that 
the data setup time on I/O write cycles is short- 
ened and the I/O read access time is required to 
be faster. 

Bits [5:4] = 11: Type “F” Timing 

Type “F” timing provides high performance DMA 
transfer capability. Type “F” timing runs at 3 
SYSCLKs (360 nsec/single cycle) during the re- 
peated portion of a BLOCK or DEMAND mode 
transfer, resulting in a maximum data transfer rate 
of 8.33 MBytes/second. 

Bits [3:2]: Addressing Mode 

The SIO supports both 8- and 16-bit DMA device 
data sizes. Three data size options are programma- 
ble with bits[3:2]. Both the 8-bit I/O, “count by 
bytes” mode and the 16-bit I/O, “count by words” 
(address shifted) mode are ISA compatible. The 16- 
bit I/O, “count by bytes” mode is offered as an ex- 
tension of the ISA compatible modes. Bits [3:2] = 
10 is reserved. Byte assembly/disassembly is per- 
formed by the ISA control unit. Each of the data 
transfer size modes is discussed below. 
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Bits[3:2] = 00: 8-bit I/O, “Count By Bytes” 
Mode 

In 8-bit I/O, “count by bytes” mode, the Current 
Address Register can be programmed to any ad- 
dress. The Current Byte/Word Count Register is 
programmed with the “number of bytes minus 1” 
to transfer. 

Bits[3:2] - 01: 16-blt I/O, “Count By Words” 
(Address Shifted) Mode 

In “count by words” mode (address shifted), the 
Current Address Register can be programmed to 
any even address, but must be programmed with 
the address value shifted right by one bit. The Low 
Page and High Page Registers are not shifted dur- 
ing DMA transfers. Thus, the least significant bit of 
the Low Page register is ignored when the address 
Is driven out onto the bus. The Current Byte/Word 
Count Register is programmed with the number of 
words minus 1 to be transferred. 

Bits [3:2] = 10: Reserved 

Bits[3:2] = 11: 16-Bit I/O, “Count By Bytes” 
Mode 

In 16-bit “count by bytes” mode, the Current Ad- 
dress Register can be programmed to any byte ad- 
dress. For most DMA devices, however. It should 
be programmed only to even addresses. If the ad- 
dress is programmed to an odd address, the DMA 
controller does a partial word transfer during the 
first and last transfer, if necessary. The bus con- 
troller does the Byte/Word assembly necessary to 
write any size memory device. In this mode, the 
Current Address Register is incremented or decre- 
mented by two and the byte count is decremented 
by the number of bytes transferred during each 
bus cycle. The Current Byte/Word Count Register 
is programmed with the “number of bytes minus 1 ” 
to be transferred. This mode should only be pro- 
grammed for 16-bit ISA DMA slaves. 



Bits [1:0]: DMA Channel Select 

Bits[1:0] select the particular channel that will have 
Its DMA Channel Extend Mode Register pro- 
grammed with bits [7:2]. 


Bits 1 0 

0 0 

0 1 

1 0 

1 1 


Channel 

Channel 0 (4) 
Channel 1 (5) 
Channel 2 (6) 
Channel 3 (7) 


4.2.4 DR— DMA REQUEST REGISTER 


Address Offset: 

Default Value: 

Attribute: 

Size: 


Channels 0-3-09h 
Channels 4-7-0D2h 
Bits [1:0] = undefined, 
Bits[7:2] = 0 
Write Only 
4 bits 


Each channel has a request bit in one of the two 
4-bit DMA Request Registers. The Request Register 
is used by software to Initiate a DMA request. The 
DMA responds to the software request as though 
DREQ[x] is asserted. These requests are non-mask- 
able and subject to prioritization by the priority 
encoder network. Each register bit is set to 1 or 0 
separately under software control or is set to 0 upon 
generation of a TC. The entire register is set to 0 
upon PCIRST # or a Master Clear. It is not affected 
upon a RSTDRV output. To program a bit, the soft- 
ware loads the proper form of the data word. 
Bits[1:0] determine which channel Request Register 
will be written. In order to make a software request, 
the channel must be in Block Mode. The Request 
Register status for DMA1 and DMA2 is output on 
bits [7:4] of a Status Register read to the appropriate 
port. 


Bits [7:3]: Reserved 
Must be 0. 


Bit 2: DMA Channel Service Request 

Writing a 0 to bit 2 resets the individual software 
DMA channel request bit. Writing a 1 to bit 2 sqts the 
request bit. The request bit for each DMA channel Is 
reset to 0 upon a PCIRST # or a Master Clear. 
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Bits [1:0]: DMA Channel Select 

Bits[1:0] select the DMA channel mode register to 


program with bit 2. 

Bits 1 

0 

Channei 

0 

0 

Channel 0 

0 

1 

Channel 1 (5) 

1 

0 

Channel 2 (6) 

1 

1 

Channel 3 (7) 


4.2.5 MASK REGISTER— WRITE 
SINGLE MASK BIT 


Address Offset: 

Default Value: 

Attribute: 

Size: 


Channels 0-3~0Ah 
Channels 4-7-0D4h 
Bits [1:0] = undefined, 
Bit 2 = 1, Bits[7:3] = 0 
Write Only 
1 bit/channel 


Each DMA channel has a mask bit that enables/dis- 
ables an incoming DMA channel service request 
DREQM. Two 4-bit registers store the current mask 
status for DMA1 and DMA2. Setting the mask bit 
disables the incoming DREQ[x] for that channel. 
Clearing the mask bit enables the incoming 
DREQM. A channel’s mask bit is automatically set 
when the Current Byte/Word Count register reaches 
terminal count (unless the channel is programmed 
for autoinitialization). Each mask bit may also be set 
or cleared under software control. The entire regis- 
ter is also set by a PCIRST# or a Master Clear. 
Setting the entire register disables all DMA requests 
until a clear mask register instruction allows them to 
occur. This instruction format is similar to the format 
used with the DMA Request Register. 

Individually masking DMA channel 4 (DMA controller 
2, channel 0) will automatically mask DMA channels 
[3:0], as this channel group is logically cascaded 
onto channel 4. Setting this mask bit disables the 
incoming DREQ’s for channels [3:0]. 

Bits [7:3]: Reserved 
Must be 0. 

Bit 2: Channei Mask Seiect 

When bit 2 is set to a 1 , DREQ is disabled for the 
selected channel. When bit 2 Is set to a 0, DREQ is 
enabled for the selected channel. 


Bit [1:0]: DMA Channei Seiect 

Blts[1:0] select the DMA Channel Mode Register to 


program with bit 2. 

Bits 1 

0 

Channei 

0 

0 

Channel 0 (4) 

0 

1 

Channel 1 (5) 

1 

0 

Channel 2 (6) 

1 

1 

Channel 3 (7) 


4.2.6 MASK REGISTER— WRITE ALL MASK 
BITS 


Address Offset: 

Default Value: 
Attribute: 

Size: 


Channels O-3-OFh 
Channels 4-7-ODEh 
Bit[3:0] = 1, Bit[7:4] = 0 
Read/Write 
4 bits 


Writing to this register enables/disables Incoming 
DREQ assertions. There are four mask bits per reg- 
ister, one for each channel. This permits all four 
channels to be simultaneously enabled/disabled in- 
stead of enabling/disabling each channel individual- 
ly, as is the case with the Mask Register— Write Sin- 
gle Mask Bit. 


Two 4-bit registers store the current mask status for 
DMA1 and DMA2. Unlike the Mask Register— Write 
Single Mask Bit, this register and includes a status 
read to check the current mask status of the select- 
ed DMA channel group. A channel’s mask bit Is au- 
tomatically set to 1 when the Current Byte/Word 
Count Register reaches terminal count (unless the 
channel Is programmed for autoinitialization). 
Bits[3:0] are set to 1 by a PCIRST # or a Master 
Clear. Setting bits [3:0] to 1 disables all DMA re- 
quests until a clear mask register instruction enables 
the requests. 


Two Important points should be taken Into consider- 
ation when programming the mask registers. First, 
individually masking DMA channel 4 (DMA controller 
2, channel 0) will automatically mask DMA channels 
[3:0], as this channel group is logically cascaded 
onto channel 4. Second, masking DMA controller 2 
with a write to port ODEh will also mask DREQ as- 
sertions from DMA controller 1 for the same reason. 
When DMA channel 4 is masked, so are DMA chan- 
nels 0-3. 


Bits [7:4]: Reserved 
Must be 0. 
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Bits [3:0]: Channel Mask Bits 

Setting the bit(s) to a 1 disables the corresponding 
DREQ(s). Setting the bit(s) to a 0 enables the corre- 
sponding DREQ(s). Bits[3:0] are set to 1 upon 
PCIRST# or Master Clear. When read, bits[3:0] indi- 
cate the DMA channel [3:0] ([7:4]) mask status. 

Bit Channel 

0 0(4) 

1 1 (5) 

2 2(6) 

3 3(7) 

NOTE: 

Disabling channel 4 also disables channels 
0-3 due to the cascade of DMA1 through 
channel 4 of DMA2. 


4.2.7 DS— DMA STATUS REGISTER 


Address Offset: 

Default Value: 
Attribute: 

Size: 


Channels 0-3 -08h 
Channels 4-7-ODOh 
OOh 

Read Only 
8 bits 


Each DMA controller has a read-only DMA Status 
Register. This register indicates which channels 
have reached terminal count and which channels 
have a pending DMA request. Bits [3:0] are set every 
time the corresponding TC is reached by that chan- 
nel. Bits[3:0] are set to 0 upon PCIRST # and on 
each status read. Bits [7:4] are set whenever their 
corresponding channel Is requesting service. 

Bits [7:4]: Channel Request Status 

When a valid DMA request is pending for a channel 
(on its DREQ signal line), the corresponding bit is set 
to 1 . When a DMA request is not pending for a par- 
ticular channel, the corresponding bit is set to 0. The 
source of the DREQ may be hardware, a timed-out 
block transfer, or a software request. Note that 
channel 4 does not have DREQ or DACK lines, so 
the response for a read of DMA2 status for channel 
4 is irrelevant. 

Bit 

4 

5 

6 

7 


Channel 

0 

1 (5) 
2 ( 6 ) 
3(7) 
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Bits [3:0]: Channel Terminal Count Status 

When a channel reaches terminal count (TC), its 
status bit Is set to 1 . If TC has not been reached, the 
status bit is set to 0. Note that channel 4 is pro- 
grammed for cascade, and is not used for a DMA 
transfer. Therefore, the TC bit response for a status 
read on DMA2 for channel 4 is Irrelevant. 

Bit Channel 

0 0 

1 1(5) 

2 2(6) 

3 3(7) 


4.2.8 DMA BASE AND CURRENT ADDRESS 
REGISTERS (8237 COMPATIBLE 
SEGMENT) 


Address Offset: 


Default Value: 
Attribute: 

Size: 


DMA Channel O-OOOh 
DMA Channel 1 -002h 
DMA Channel 2-004h 
DMA Channel 3-006h 
DMA Channel 4-OCOh 
DMA Channel 5-0C4h 
DMA Channel 6-0C8h 
DMA Channel 7-OCCh 
All bits undefined 
Read/Write 
1 6 bits per channel 


Each channel has a 1 6-bit Current Address Register. 
This register contains the value of the 16 least signif- 
icant bits of the full 32-bit address used during DMA 
transfers. The address Is automatically Incremented 
or decremented after each transfer and the Interme- 
diate values of the address are stored in the Current 
Address Register during the transfer. This register Is 
written to or read from by the PCI Bus or ISA Bus 
master in successive 8-blt bytes. The programmer 
must issue the “Clear Byte Pointer Flip-Flop” com- 
mand to reset the internal byte pointer and correctly 
align the write prior to programming the Current Ad- 
dress Register. After clearing the Byte Pointer Flip- 
Flop, the first write to the Current Address Register 
programs the low byte, bits [7:0], and the second 
write programs the high byte, bits[15:8]. This proce- 
dure also applies to read cycles. It may also be re- 
initialized by an Autoinitialize back to its original val- 
ue. Autoinitlalize takes place only after a TC or EOP. 
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Each channel has a Base Address Register located 
at the same port address as the corresponding Cur- 
rent Address Register. These registers store the 
original value of their associated Current Address 
Registers. During autoinitialize these values are 
used to restore the Current Address Registers to 
their original values. The Base Registers are written 
simultaneously with their corresponding Current Ad- 
dress Register in successive 8-bit bytes. The Base 
Registers are write-only. 

In Scatter/ gather mode, these registers store the 
lowest 1 6 bits of the current memory address. Dur- 
ing a Scatter/gather transfer, the DMA will load 
a reserve buffer into the base memory address 
register. 

Bits[15:0]: Base and Current Address [15:0] 
These bits represent the 1 6 least significant address 
bits used during DMA transfers. Together with the 
DMA Low Page Register, they form the ISA-compati- 
ble 24-bit DMA address. As an extension of the ISA 
compatible functionality, the DMA High Page Regis- 
ter completes the 32-bit address needed when Im- 
plementing SIO extensions such as DMA to the PCI 
Bus slaves that can take advantage of full 32-bit ad- 
dressability. Upon PCIRST# or Master Clear, the 
value of these bits is OOOOh. 


4.2.9 DMA BASE AND CURRENT BYTE/WORD 
COUNT REGISTERS (8237 COMPATIBLE 
SEGMENT) 


Address Offset: 


Default Value: 
Attribute: 

Size: 


DMA Channel 0-001 h 
DMA Channel 1 -003h 
DMA Channel 2-005h 
DMA Channel 3-007h 
DMA Channel 4-0C2h 
DMA Channel 5-0C6h 
DMA Channel 6-OCAh 
DMA Channel 7-OCEh 
All bits undefined 
Read /Write 
1 6 bits per channel 


Each channel has a 1 6-bit Current Byte/Word Count 
Register. This register determines the number of 
transfers to be performed. The actual number of 
transfers is one more than the number programmed 
in the Current Byte/Word Count Register (i.e., pro- 
gramming a count of 100 results in 101 transfers). 


The Byte/Word count is decremented after each 
transfer. The intermediate value of the Byte/Word 
count is stored in the register during the transfer. 
When the value In the register goes from zero to 
OFFFFh, a TC is generated. 

Following the end of a DMA service the register may 
also be re-initialized by an autoinitialization back to 
Its original value. Autoinitialize can only occur when 
a TC occurs. If it is not autoinitial ized, this register 
has a count of FFFFh after TC. 

When the Extended Mode Register is programmed 
for, or defaulted to, transfers to/from an 8-bit I/O, 
the Byte/Word count indicates the number of bytes 
to be transferred. 

When the Extended Mode Register is programmed 
for, or defaulted to, transfers to/from a 16-blt I/O, 
with shifted address, the Byte/Word count Indicates 
the number of 1 6-bit words to be transferred. 

When the Extended Mode Register is programmed 
for transfers to/from a 16-bit I/O, the Byte/Word 
Count indicates the number of bytes to be trans- 
ferred. The number of bytes does not need to be a 
multiple of two or four In this case. 

Each channel has a Base Byte/Word Count Regis- 
ter located at the same port address )as the corre- 
sponding Current Byte/Word Count Register. These 
registers store the original value of their associated 
Current Byte/Word Count Registers. During Autolnl- 
tlallze these values are used to restore the Current 
registers to their original values. The Base registers 
are written simultaneously with their corresponding 
Current register in successive 8-bit bytes. The Base 
registers cannot be read by any external agents. 

In Scatter/gather mode, these registers store the 16 
bits of the current Byte/Word count. During Scatter/ 
gather transfer, the DMA will load a reserve buffer 
into the base Byte/Word Count register. 

Bits [15:0]: Base and Current Byte/Word Count 

These bits represent the 16 byte/word count bits 
used when counting down a DMA transfer. Upon 
PCIRST # or Master Clear, the value of these bits Is 
OOOOh. 
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4.2.10 DMA MEMORY BASE LOW PAGE AND 
CURRENT LOW PAGE REGISTERS 


4.2.11 DMA MEMORY BASE HIGH PAGE AND 
CURRENT HIGH PAGE REGISTERS 


Register Name: 


Address Offset: 


Default Value: 
Size: 


DMA Memory Current Low Page 
Register (Read/Write) 

DMA Memory Base Low Page 
Register (Write Only) 

DMA Channel 0-087h 
DMA Channel 1-083h 
DMA Channel 2-081 h 
DMA Channel 3-082h 
DMA Channel 5-08Bh 
DMA Channel 6-089h 
DMA Channel 7-08Ah 
All bits undefined 
8 bits per channel 


Register Name: 


Address Offset: 


Default Value: 
Size: 


DMA Memory Current High Page 
Register (Read/Write) 

DMA Memory Base High Page 
Register (Write Only) 

DMA Channel 0-0487h 
DMA Channel 1 -0483h 
DMA Channel 2-0481 h 
DMA Channel 3-0482h 
DMA Channel 5^048Bh 
DMA Channel 6-0489h 
DMA Channel 7-048Ah 
All bits undefined 
8 bits per channel 


Each channel has an 8-blt Low Page Register. The 
DMA memory Low Page Register contains the eight 
second most-significant bits of the 32-bit address. 
The register works in conjunction with the DMA con- 
troller’s High Page Register and Current Address 
Register to define the complete (32-bit) address for 
the DMA channel. This 8-bit register is read or writ- 
ten directly. It may also be re-initialized by an autolni- 
tialize back to its original value. Autoinitialize takes 
place only after a TC or EOP. 

Each channel has a Base Low Page Address Regis- 
ter located at the same port address as the corre- 
sponding Current Low Page Register. These 
registers store the original value of their associated 
Current Low Page Registers. During autoinitlaliza- 
tion, these values are used to restore the Current 
Low Page Registers to their original values. The 8-bit 
Base Low Page Registers are written simultaneously 
with their corresponding Current Low Page Register 
by the microprocessor. The Base Low Page regis- 
ters are write only. 

During Scatter/gather, these registers store the 8 
bits from the third byte of the current memory ad- 
dress. During a Scater-Gather transfer, the DMA will 
load a reserve buffer into the base memory address 
register. 

Bits [7:8]: DMA Low Page and Base Low Page 
[23:16] 

These bits represent the eight second most signifi- 
cant address bits when forming the full 32-bit ad- 
dress for a DMA transfer. Upon PCIRST # or Master 
Clear, the value of these bits is OOh. 


Each channel has an 8-bit Current High Page Regis- 
ter. The DMA memory Current High Page Register 
contains the eight most significant bits of the 32-bit 
address. The register works in conjunction with the 
DMA controller’s Current Low Page Register and 
Current Address Register to define the complete 
(32-bit) address for the DMA channels and corre- 
sponds to the Current Address Register for each 
channel. This 8-bit register is read or written directly. 
It may also be autolnitialized back to its original val- 
ue. Autoinitialize takes place only after a TC or EOP. 

This register Is set to 0 during the programming of 
both the Current Low Page Register and the Current 
Address Register. Thus, if this register is not pro- 
grammed after the other address and Low Page 
Registers are programmed, then its value is OOh. In 
this case, the DMA channel operates the same as 
an 82C37 (from an addressing standpoint). This is 
the address compatibility mode. 

If the high 8 bits of the address are programmed 
after the other addresses, then the channel modifies 
Its operation to increment (or decrement) the entire 
32-bit address. This is unlike the 82C37 “Page” reg- 
ister In the original PCs which could only increment 
to a 64 KByte boundary for 8-blt channels or 
1 28 KByte boundary for 1 6-bit channels. This is ex- 
tended address mode. In this mode, the ISA Bus 
controller generates the signals MEMR# and 
MEMW# only for addresses below 16 MBytes. 
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Each channel has a Base High Page Register locat- 
ed at the same port address as the corresponding 
Current High Page Register. These registers store 
the original value of their associated Current High 
Page Registers. During autoinitialize, these values 
are used to restore the Current High Page Registers 
to their original values. The 8-bit Base High Page 
Registers are written simultaneously with their corre- 
sponding Current High Page Register. The Base 
High Page Registers are write only. 

During Scatter/Gather, these registers store the 
8 bits from the highest byte of the current memory 
address. During a Scatter/Gather transfer, the DMA 
will load a reserve buffer into the base memory ad- 
dress register. 

Bits[7:0]: DMA High Page and Base High 
Page [31:24] 

These bits represent the eight most-significant ad- 
dress bits when forming the full 32-bit address for a 
DMA transfer. Upon PCIRST # or Master Clear, the 
value of these bits is OOh. 


4.2.12 DMA CLEAR BYTE POINTER REGISTER 


Address Offset: 

Default Value: 
Attribute: 

Size: 


Channels O-3-OOCh 
Channels 4-7-0D8h 
All bits undefined 
Write Only 
8 bits 


Writing to this register executes the clear byte point- 
er command. This command is executed prior to 
writing or reading new address or word count infor- 
mation to the DMA. This command initializes the 
byte pointer flip-flop to a known state so that subse- 
quent accesses to register contents will address 
upper and lower bytes in the correct sequence. 

The clear byte pointer command clears the internal 
latch used to address the upper or lower byte of the 
1 6-bit Address and Word Count Registers. The latch 
is also cleared at power on by PCIRST # and by the 
Master Clear command. The Host CPU may read or 
write a 1 6-bit DMA controller register by performing 
two consecutive accesses to the I/O port. The Clear 
Byte Pointer command precedes the first access. 
The first I/O write to a register port loads the least 
significant byte, and the second access automatical- 
ly accesses the most significant byte. 


When DMA registers are being read or written, two 
Byte Pointer flip-flops are used. One flip-flop Is for 
Channels 0-3 and one for Channels 4-7. Both of 
these act independently. There are separate soft- 
ware commands for clearing each of them (OCh for 
Channels 0-3, 0D8h for Channels 4-7). 

Bits [7:0]: Clear Byte Pointer 

No specific pattern. Command enabled with a write 
to the I/O port address. 


4.2.13 DMC— DMA MASTER CLEAR REGISTER 


Address Offset: 

Default Value: 
Attribute: 

Size: 


Channel O-3-OODh 
Channel 4-7-ODAh 
All bits undefined 
Write Only 
8 bit 


This software instruction has the same effect as the 
hardware Reset. The Command, Status, Request, 
and Internal First/ Last Flip-Flop registers are 
cleared and the Mask Register is set. The DMA 
controller enters the idle cycle. There are two inde- 
pendent Master Clear Commands; ODh acts on 
Channels 0-3, and ODAh acts on Channels 4-7. 


Bits [7:0]: Master Clear 

No specific pattern. Command enabled with a write 
to the I/O port address. 


4.2.14 DCM— DMA CLEAR MASK REGISTER 


Address Offset: 

Default Value: 
Attribute: 

Size: 


Channel O-3-OOEh 
Channel 4-7-ODCh 
All bits undefined 
Write Only 
8 bit 


This command clears the mask bits of all four chan- 
nels, enabling them to accept DMA requests. I/O 
port OEh is used for Channels 0-3 and I/O port 
ODCh Is used for Channels 4-7. 

Bits [7:0]: Clear Mask Register 

No specific pattern. Command enabled with a write 
to the I/O port address. 
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4.2.15 SCATTER/GATHER COMMAND 
REGISTER 


Register Name: DMA Scatter Gather Command 


Address Offset: 


Default Value: 
Attribute: 

Size: 


Channels 0 default 
address— 041 Oh 
Channels 1 default 
address — 041 1 h 
Channels 2 default 
address — 0412h 
Channels 3 default 
address — 041 3h 
Channels 5 default 
address— 041 5h 
Channels 6 default 
address — 0416h 
Channels 7 default 
address— 041 7h 
OOh 

Write Only, Relocatable 
8 bits 


The Scatter/Gather Command Register controls op- 
eration of the descriptor table aspect of scatter/ 
gather transfers. This register can be used to start 
and stop a scatter/gather transfer. The register can 
also be used to select between IRQ13 and EOP to 
be asserted following a terminal count. The current 
scatter/gather transfer status can be read in the 
scatter/gather channel’s corresponding Scatter/ 
Gather Status Register. After a PCIRST # or Master 
Clear, IRQ13 is disabled and EOP is enabled. 

Bit 7: IRQ13/EOP Select 

Bit 7, if enabled via bit 6 of this register, selects 
whether EOP or IRQ13 is asserted at termination 
caused by a last buffer expiring. The last buffer can 
be either the last buffer in the list or the last buffer 
loaded In the DMA while it is suspended. If bit 7 = 1 
(and bit 6=1), EOP is asserted when the last buffer 
is completed. If bit 7 = 0 (and bit 6=1), IRQ13 Is 
asserted when the last buffer is completed. 

EOP can be used to alert an expansion bus I/O de- 
vice that a scatter/gather termination condition was 
reached. The I/O device. In turn, can assert its own 
interrupt request line to invoke a dedicated Interrupt 
handling routine. IRQ13 should be used when the 
CPU needs to be notified directly. 


Intel' 

Following PCIRST#, or Master Clear, the value 
stored for this bit Is “1”, and EOP Is selected. Bit-6 
must be set to a “1 ” to enable this bit during a S/G 
Command register write. When bit 6 Is a “0” during 
the write, bit 7 will not have any effect on the current 
EOP/IRQ13 selection. 

Bit 6: IRQ13/EOP Programming Enable 

Enabling IRQ13/EOP programming allows initializa- 
tion or modification of the S/G termination handling 
bits. When bit 6 = 0, bit 7 does not affect the state 
of IRQ13 or EOP assertion. When bit 6 = 1, bit 7 
determines the termination handling following a ter- 
minal count. 

Bits [5:2]: Reserved 
Must be 0. 

Bits [1:0]: Scatter/Gather Commands 

This 2-bit field is used to start and stop scatter/ 
gather. 

Bits [1:0] = 00: No S/G operation 

No S/G command operation is performed. 
Blts[7:6] may still be used to program IRQ13/EOP 
selection. 

Bits[1:0] = 01: Start S/G Command 

The Start command initiates the scatter/gather 
process. Immediately after the start command Is 
issued (setting bits[1:0] to 01), a request is issued 
to fetch the initial buffer from the descriptor table 
to fill the Base Register set in preparation for per- 
forming a transfer. The buffer prefetch request has 
the same priority with respect to other channels as 
the DREQ it is associated with. Within the channel, 
DREQ Is higher in priority than a prefetch request. 

The Start command assumes the Base and Cur- 
rent registers are both empty and will request a 
prefetch automatically. Note that this command 
also sets the Scatter/ Gather Status Register to 
S/G Active, Base Empty, Current Empty, not Ter- 
minated, and Next Null Indicator to 0. The EOP/ 
IRQ13 bit will still reflect the last value pro- 
grammed. 
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Bits [1:0] = 10: Stop S/G Command 

The Stop command halts a Scatter/gather transfer 
immediately. When a Stop command is given, the 
Terminate bit in the S/G Status register and the 
DMA channel mask bit are both set. 

Bits[1:0] = 11: Reserved 


4.2.16 SCATTER/GATHER STATUS REGISTER 


Address Offset: 


Default Value: 
Attribute: 

Size: 


Channels 0 default 
address—0418h 
Channels 1 default 
address--0419h 
Channels 2 default 
address — 041 Ah 
Channels 3 default 
address— 041 Bh 
Channels 5 default 
address— 041 Dh 
Channels 6 default 
address — 041 Eh 
Channels 7 default 
address— 041 Fh 
OOh 

Read Only, Relocatable 
8-bits 


The Scatter/Gather Status Register contains Infor- 
mation on the scatter/gather transfer status. This 
register provides dynamic status information on S/G 
transfer activity, the current and base buffer state, 
S/G transfer termination, and the End of the List 
indicator. 


An Active bit is set to “1” after the S/G Start com- 
mand is issued. The Active bit will be “0” before the 
initial Start command, following a terminal count, 
and after a S/G Stop command is Issued. The Cur- 
rent Register and Base Register Status bits Indicate 
whether the corresponding register has a buffer 
loaded. It Is possible for the Base Register Status to 
be set while the Current Register Status is cleared. 
When the Current Register transfer is complete, the 
Base Register will not be moved into the Current 
Register until the start of the next data transfer. 
Thus, the Current Register State Is empty (cleared), 
while the Base Register State is full (set). The Termi- 
nate bit is set active after a Stop command, after TC 
for the last buffer in the list, and both Base and Cur- 
rent Registers have expired. The EOF and IRQ13 
bits Indicate which end of process indicator will be 
used to alert the system of an S/G process termina- 
tion. The EOL status bit is set If the DMA controller 


has loaded the last buffer of the Link List. Following 
PCIRST#, or Master Clear, each bit in this register Is 
reset to “0”. 

Bit 7: Next Link Nuil Indicator 

If the next scatter/gather descriptor fetched from 
memory during a fetch operation has the EOL value 
set to 1 , the current value of the Next Link Register 
is not overwritten. Instead, bit 7 of the channel’s 
Scatter/Gather Status Register is set to a 1 . If the 
fetch returns a EOL value set to 0, this bit is set to 0. 
This status bit is written after every fetch operation. 
Following PCIRST#, or Master Clear, this bit is set 
to 0. This bit is also cleared by an S/G Start Com- 
mand write to the Scatter/Gather Command Regis- 
ter. 

Bit 6: Reserved 

Bit 5: Issue IRQ13/EOP on Last Buffer 

When bit 5 = 0, EOP was either defaulted to at 
reset or selected through the Scatter/Gather Com- 
mand Register as the S/G process termination Indi- 
cator. EOP is issued when a terminal count occurs 
or following the Stop Command. When bit 5 = 1, an 
IRQ1 3 is Issued to alert the CPU of this same status. 

Bit 4: Reserved 

Bit 3: Scatter/Gather Base Register Status 

When bit 3 = 0, the Base Register is empty. When 
bit 3 = 1 , the Base Register has a buffer link loaded. 
Note that the Base Register State may be set while 
the Current Register state is cleared. This condition 
occurs when the Current Register expires following 
a transfer. The Base Register will not be moved into 
the Current Register until the start of the next DMA 
transfer. 

Bit 2: Scatter/Gather Current Register Status 

When bit 2 = 0, the Current Register is empty. 
When bit 2 = 1, the Current Register has a buffer 
link loaded and is considered full. Following 
PCIRST#, bit 2 is set to 0. 

Bit 1: Reserved 

Bit 0: Scatter/Gather Active 

The Scatter/gather Active bit Indicates the current 
S/G transfer status. Bit 0 is set to a 1 after an S/G 
Start Command is issued. Bit 0 is set to 0 before the 
Start Command is issued. Bit 0 is 0 after terminal 
count on the last buffer on the channel is reached. 
Bit 0 Is also 0 after an S/G Stop Command has been 
issued. Following a PCIRST # or Master Clear, this 
bit is 0. 
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4.2.17 SCATTER/GATHER DESCRIPTOR TABLE 
POINTER REGISTER 


Address Offset: 


Default Value: 
Attribute: 

Size: 


Channel 0 default 
address— 0420h-0423h 
Channel 1 default 
address — 0424h - 0424h 
Channel 2 default 
address— 0428h-042Bh 
Channel 3 default 
add ress — 042Ch - 042Ch 
Channel 5 default 
address — 0434h-0437h 
Channel 6 default 
address— 0438h~043Bh 
Channel 7 default 
address — 043Ch-043Fh 
All bits undefined 
Read/Write, Relocatable 
32 bits 


The Scatter/Gather Descriptor Table Pointer Regis- 
ter contains the 32-bit pointer address to the first 
scatter/gather descriptor entry in the descriptor ta- 
ble In memory. Before the start of a S/G transfer, 
this register should be programmed to point to the 
first descriptor in the Scatter/Gather Descriptor Ta- 
ble. Following a S/G Start command, the SIO reads 
the first SGD entry. Subsequently, at the end of the 
each buffer block transfer, the contents of the SGD 
Table pointer registers are incremented by 8 until 
the end of the SGD Table is reached. 


The Scatter/ Gather Descriptor Table Pointer Regis- 
ters can be programmed with a single 32-bit PCI 
write. 

Following a prefetch to the address pointed to by the 
channel’s Scatter/Gather Descriptor Table Pointer 
Register, the new memory address is loaded Into the 
Base Address Register, the new Byte Count Is load- 
ed into the Base Byte Count Register, and the newly 
fetched next scatter/gather descriptor replaces the 
current next scatter/gather value. 

The end of the Scatter/Gather Descriptor Table is 
Indicated by an End of Table field having a MSB 
equal to 1 . When this value is read during a scatter/ 
gather descriptor fetch, the current scatter/ gather 
descriptor value is not replaced. Instead, bit 7 of the 
channel’s Status Register Is set to a 1, when the 
EOL Is read from memory. 


Bits[31:0]: 

The Scatter/Gather Descriptor Table Pointer Regis- 
ter contains a 32-blt pointer address to the main 
memory location where the software maintains the 
Scatter Gather Descriptors for the linked-list buffers. 
Blts[31:0] correspond to A[31:0] on the PCI. 


4.2.18 SCATTER/GATHER INTERRUPT 
STATUS REGISTER 

Address Offset: 040Ah 

Default Value: OOh 

Attribute: Read Only, Relocatable 

Size: 8 bits 

The Scatter/Gather Interrupt Status Register is a 
read only register and is used to Indicate the source 
(channel) of a DMA Scatter/Gather Interrupt on 
IRQ13. The DMA controller drives IRQ13 active af- 
ter reaching terminal count during a Scatter/ Gather 
transfer. It does not drive IRQ 13 active during the 
initial programming sequence that loads the Base 
registers. 

Bit 7: Channel 7 Interrupt Status 

When this bit is set to a 1 , Channel 7 has an Interrupt 
due to a Scatter/Gather Transfer; otherwise this bit 
is set to a 0. 

Bit 6: Channel 6 Interrupt Status 

When this bit is set to a 1 , Channel 6 has an Interrupt 
due to a Scatter/Gather Transfer; otherwise this bit 
is set to a 0. 

Bit 5: Channel 5 Interrupt Status 

When this bit is set to a 1 , Channel 5 has an interrupt 
due to a Scatter/Gather Transfer; otherwise this bit 
is set to a 0. 

Bit 4: Reserved 

Read as 0. 

Bit 3: Channel 3 Interrupt Status 

When this bit Is set to a 1 , Channel 3 has an interrupt 
due to a Scatter/Gather Transfer; otherwise this bit 
is set to a 0. - 

Bit 2: Channel 2 Interrupt Status 

When this bit is set to a 1 , Channel 2 has an Interrupt 
due to a Scatter/Gather Transfer; otherwise this bit 
is set to a 0. 
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Bit 1: Channel 1 Interrupt Status 

When this bit is set to a 1 , Channel 1 has an interrupt 
due to a Scatter/Gather Transfer; otherwise this bit 
is set to a 0. 

Bit 0: Channel 0 Interrupt Status 

When this bit is set to a 1 , Channel 0 has an interrupt 
due to a Scatter/ Gather Transfer; otherwise this bit 
is set to a 0. 


4.3 Timer Register Description 

The SIO contains three counters that are equivalent 
to those found In the 82C54 Programmable Interval 
Timer. The Timer registers control these counters 
and can be accessed from either the ISA Bus via 
ISA I/O space or the PCI Bus via PCI I/O space. 

This section describes the counter/timer registers 
on the SIO. The counter/tImer operations are further 
described In Section 5.7, Timer Unit. 


4.3.1 TCW— TIMER CONTROL 
WORD REGISTER 

Address Offset: 043h 

Default Value: All bits undefined 

Attribute: Write Only 

Size: 8 bits 

The Timer Control Word Register specifies the coun- 
ter selection, the operating mode, the counter byte 
programming order and size of the count value, and 
whether the counter counts down in a 1 6-bit or bina- 
ry-coded decimal (BCD) format. After writing the 
control word, a new count can be written at any time. 
The new value will take effect according to the pro- 
grammed mode. 

There are six programmable counting modes. Typi- 
cally, the SIO Timer Counters 0 and 2 are pro- 
grammed for Mode 3, the Square Wave Mode, while 
Counter 1 is programmed in Mode 2, the Rate 
Generator Mode. 

Two special commands are selected through the 
Timer Control Word Register. The Read Back Com- 
mand (see Section 4.3. 1.1) is selected when 
bits[7:6] are both 1 and the Counter Latch Com- 
mand (see Section 4.3. 1.2) is selected when 
bits [5:4] are both 0. When either of these two com- 
mands are selected, the meaning of the other bits in 
the register changes. 


Bits 4 and 5 are also used to select the count regis- 
ter programming mode. The read/write selection 
chosen with the control word indicates the program- 
ming sequence that must follow when initializing the 
specified counter. If a counter Is programmed to 
read/write two byte counts, note that a program 
must not transfer control between writing the first 
and second byte to another routine that also writes 
into that same counter. Otherwise, the counter will 
be loaded with an incorrect count. The count must 
always be completely loaded with both bytes. 

Bits 6 and 7 are also used to select the counter for 
the control word being written. 

Following PCIRST#, the control words for each reg- 
ister are undefined. Each timer must be programmed 
to bring It into a known state. However, each counter 
OUT signal is set to 0 following PCIRST#. The 
SPKR output, interrupt controller input IRQO (inter- 
nal), bit 5 of port 061 h, and the Internally generated 
refresh request are each set to 0 following 
PCIRST#. 


Bits [7:6]; Counter Select 

The Counter Selection bits select the counter the 
control word acts upon as shown below. The Read 
Back Command Is selected when bits [7:6] are 
both 1. 


Bit 7 6 

0 0 

0 1 

1 0 

1 1 


Function 

Counter 0 select 
Counter 1 select 
Counter 2 select 
Read Back Command 
(see Section 4.3. 1.1) 


Bits [5:4]: Read/ Write Select 

Bits [5:4] are the read/write control bits. The Counter 
Latch Command is selected when bits [5:4] are both 
0. The read/write options include r/w least signifi- 
cant byte, r/w most significant byte, or r/w the LSB 
and then the MSB. The actual counter programming 
Is done through the counter I/O port (040h, 041 h, 
and 042h for counters 0, 1, and 2, respectively). 


Bit 5 4 

0 0 

0 1 

1 0 

1 1 


Function 

Counter Latch Command 
(see Section 4.3. 1.2) 

R/W Least Significant Byte (LSB) 
R/W Most Significant Byte (MSB) 
R/W LSB then MSB 
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Bits[3:1]: Counter Mode Selection 

Bits [3:1] select one of six possible modes of opera- 
tion for the counter as shown below. 

Bit 3 2 1 Mode Function 

0 0 0 0 Out signal on end of count ( = 0) 

0 0 1 1 Hardware retriggerable one-shot 

X 1 0 2 Rate generator (divide by n counter) 

XII 3 Square wave output 

1 0 0 4 Software triggered strobe 

10 1 5 Hardware triggered strobe 

Bit 0: Binary/BCD Countdown Select 

When bit 0 = 0, a binary countdown is used. The 
largest possible binary count is 216. When bit 0 = 1 , 
a binary coded decimal (BCD) count Is used. The 
largest BCD count allowed is 1 04. 

4.3. 1.1 Read Back Command 

The Read Back Command Is used to determine the 
count value, programmed mode, and current states 
of the OUT pin and Null count flag of the selected 
counter or counters. The Read Back Command is 
written to the Timer Control Word Register which 
latches the current states of the above mentioned 
variables. The value of the counter and its status 
may then be read by I/O access to the counter ad- 
dress. 

Status and/or count may be latched on one, two, or 
all three of the counters by selecting the counter 
during the register write. The count latched remains 
latched until read, regardless of further latch com- 
mands. The count must be read before newer latch 
commands latch a new count. The status latched by 
the Read Back Command also remains latched until 
after a read to the counter’s I/O port by reading the 
Counter Access Ports Register. Thus, the status and 
count are unlatched only after a counter read of the 
Timer Status Byte Format Register, the Counter Ac- 
cess Ports Register, or the Timer Status Byte Regis- 
ter and Counter Access Ports Register in succes- 
sion. 

Both count and status of the selected counter(s) 
may be latched simultaneously by setting both bit 5 
and bit 4 to 0. This is functionally the same as issu- 
ing two consecutive, separate Read Back Com- 
mands. As mentioned above, if multiple count and/ 
or status Read Back Commands are Issued to the 
same counter(s) without any intervening reads, ail 
but the first are Ignored. 


If both count and status of a counter are latched, the 
first read operation from that counter returns the 
latched status, regardless of which was latched first. 
The next one or two reads (depending on whether 
the counter is programmed for one or two byte 
counts) returns the latched count. Subsequent reads 
return an unlatched count. 

NOTE: 

The Timer Counter Register bit definitions 
are different during the Read Back Com- 
mand than for a normal Timer Counter Reg- 
ister write. 

Bits [7:6]: Read Back Command 

When bits[7:6] are both 1, the Read Back Command 
is selected during a write to the Timer Control Word 
Register. As noted above, the normal meanings 
(mode, countdown, r/w select) of the bits In the con- 
trol register at I/O address 043h change when the 
Read Back Command Is selected. Following the 
Read Back Command, I/O reads from the selected 
counter’s I/O addresses produce the current latch 
status, the current latched count, or both if bits 4 and 
5 are both 0. 

Bit 5: Latch Count of Selected Counters 

When bit 5 = 1 , the current count value of the se- 
lected counters will be latched. When bit 4 = 0, the 
status will not be latched. 

Bit 4: Latch Status of Selected Counters 

When bit 4 = 1 , the status of the selected counters 
will be latched. When bit 4 = 0, the status will not be 
latched. The status byte format Is described in Sec- 
tion 4.3.2, Interval Timer Status Byte Format Regis- 
ter. 

Bit 3: Counter 2 Select 

When bit 3 = 1 , Counter 2 is selected for the latch 
command selected with bits 4 and 5. When bit 3 = 
0, status and/or count will not be latched. 

Bit 2: Counter 1 Select 

When bit 2 = 1 , Counter 1 Is selected for the latch 
command selected with bits 4 and 5. When bit 2 = 
0, status and/or count will not be latched. 

Bit 1: Counter 0 Select 

When bit 1 = 1 , Counter 0 is selected for the latch 
command selected with bits 4 and 5. When bit 1 = 
0, status and/or count will not be latched. 

Bit 0: Reserved 

Must be 0. 
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4.3. 1.2 Counter Latch Command 

The Counter Latch Command latches the current 
count value at the time the command is received. 
This command is used to insure that the count read 
from the counter is accurate (particularly when read- 
ing a two-byte count). The count value Is then read 
from each counter’s count register (via the Counter 
Access Ports Register). One, two or all three coun- 
ters may be latched with one Counter Latch Com- 
mand. 

If a Counter is latched once and then, some time 
later, latched again before the count Is read, the 
second Counter Latch Command Is ignored. The 
count read will be the count at the time the first 
Counter Latch Command was issued. 

The count must be read according to the pro- 
grammed format. Specifically, if the Counter is pro- 
grammed for two byte counts, two bytes must be 
read. The two bytes do not have to be read one right 
after the other (read, write, or programming opera- 
tions for other counters may be Inserted between 
the reads). 


NOTES: 

1 . If a counter is programmed to read/write two- 
byte counts, a program must not transfer con- 
trol between reading the first and second byte 
to another routine that also reads from that 
same counter. Otherwise, an incorrect count 
will be read. Finish reading the latched two- 
byte count before transferring control to an- 
other routine. 

2. The Timer Counter Register bit definitions are 
different during the Counter Latch Command 
than for a normal Timer Counter Register 
write. 


Bits [7:6]: Counter Selection 

Bits 6 and 7 are used to select the counter for latch- 
ing. 


Bit 7 6 

0 0 
0 1 
1 0 
1 1 


Function 

latch counter 0 select 
latch counter 1 select 
latch counter 2 select 
Read Back Command select 


Bits [5:4]: Counter Latch Command 

When bits [5:4] are both 0, the Counter Latch Com- 
mand is selected during a write to the Timer Control 
Word Register. As noted above, the normal mean- 


ings (mode, countdown, r/w select) of the bits in the 
control register at I/O address 043h change when 
the Counter Latch Command is selected. Following 
the Counter Latch Command, I/O reads from the 
selected counter’s I/O addresses produce the cur- 
rent latched count. 

Bits [3:0]: Reserved 
Must be 0. 


4.3.2 INTERVAL TIMER STATUS BYTE FORMAT 
REGISTER 


Address Offset: 


Default Value: 
Attribute: 

Size: 


Counter 0-040h 
Counter 1-041h 
Counter 2-042h 
Bits [6:0] = X, Bit 7 = 0 
Read Only 
8 bits per counter 


Each counter’s status byte can be read following an 
Interval Timer Read Back Command. The Read 
Back Command is programmed through the Timer 
Control Word Register. If latch status is chosen (bit 
4 = 0, Read Back Command) as a read back option 
for a given counter, the next read from the counter’s 
Counter Access Ports Register returns the status 
byte. The status byte returns the countdown type, 
either BCD or binary; the counter operational mode; 
the read/write selection status; the Null count, also 
referred to as the count register status; and the cur- 
rent state of the counter OUT pin. 


Bit 7: Counter OUT Pin State 

When this bit is a 1, the OUT pin of the counter is 
also a 1 . When this bit Is a 0, the OUT pin of the 
counter Is also a 0. 


Bit 6: Count Register Status 

Null Count, also referred to as the Count Status 
Register, indicates when the last count written to the 
Count Register (CR) has been loaded Into the 
Counting Element (CE). The exact time this happens 
depends on the counter mode, but until the count is 
loaded Into the counting element (CE), it can’t be 
read from the counter. If the count is latched or read 
before the load time, the count value returned will 
not reflect the new count written to the register. 
When bit 6 = 0, the count has been transferred 
from CR to CE and is available for reading. When bit 
6 = 1 , the Null count condition exists. The count has 
not been transferred from CR to CE and is not yet 
available for reading. 
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Bits [5:4]: Read/ Write Selection Status 

Blts[5:4] reflect the read/write selection made 
through bits [5:4] of the control register. The binary 
codes returned during the status read match the 
codes used to program the counter read/write se- 
lection. 

Bit 5 4 Function 

0 0 Counter Latch Command 

0 1 R/W Least Significant Byte (LSB) 

1 0 R/W Most Significant Byte (MSB) 

1 1 R/W LSB then MSB 

Bits [3:1]: Mode Selection Status 

Blts[3:1] return the counter mode programming. The 
binary code returned matches the code used to pro- 
gram the counter mode, as listed under the bit func- 
tion above. 

Bit 3 2 1 Mode Selected 

0 0 0 0 

0 0 1 1 

X 1 0 2 

XII 3 

10 0 4 

10 1 5 

Bit 0: Countdown Type Status 

Bit reflects the current countdown type; either 0 for 
binary countdown or a 1 for binary coded decimal 
(BCD) countdown. 

4.3.3 COUNTER ACCESS PORTS REGISTER 

Address Offset: Counter 0, System Tlmer-040h 

Counter 1, Refresh Request-041 h 

Counter 2, Speaker Tone-042h 
Default Value: All bits undefined 

Attribute: Read/Write 

Size: 8 bits per counter 

Each of these I/O ports is used for writing count 
values to the Count Registers; reading the current 
count value from the counter by either an I/O read, 
after a counter-latch command, or after a Read 
Back Command; and reading the status byte follow- 
ing a Read Back Command. 


Bits[7:0]: Counter Port Bit[x] 

Each counter I/O port address is used to program 
the 16-bit Count Register. The order of program- 
ming, either LSB only, MSB only, or LSB then MSB, 
Is defined with the Interval Counter Control Register 
at I/O port address 043h. The counter I/O port is 
also used to read the current count from the Count 
Register, and return the status of the counter pro- 
gramming following a Read Back Command. 

4.3.4 BIOS TIMER REGISTER 

Register Location: Default = 78h~7Bh 

(Dword aligned) 

Default Value: OOOOxxxxh 

Attribute: Read/Write, Programmable 

Size: 32 bit 

A write to the BIOS Timer initiates a counting se- 
quence. The timer can be initiated by writing either a 
16-bit data portion or the entire 32-blt register (the 
upper 16 bits are don’t cares). Bits[1 5:0] can be writ- 
ten with the initial count value to start the timer or 
read to check the current count value. It is the pro- 
grammer’s responsiblity to ensure that all 1 6 bits are 
written at the same time. After data is written into 
BIOS timer, the timer will start decrementing until it 
reaches zero. It will “freeze” at zero until the new 
count value is written. 

The BIOS Timer consists of a single 32-bit register 
mapped in the I/O space on the location determined 
by the value written into the BIOS Timer Base Ad- 
dress Register. Bit 0 of the BIOS Timer Base Ad- 
dress Register enables/disables accesses to the 
BIOS Timer and must be 1 to enable access to the 
BIOS Timer Register. When the BIOS Timer Is en- 
abled, PCI accesses to the BIOS Timer Register do 
not flow through to the ISA Bus. If the BIOS Timer Is 
disabled, accesses to the addresses assigned to the 
BIOS Timer Register flow through to the ISA bus. 
Note, however, that the counter continues to count 
normally. 

Bits[31:16]: Reserved 

Read as 0. 

Blts[15:0]: 

Timer count value. 
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4.4 Interrupt Controller Register 
Description 

The SIO contains an ISA compatible interrupt con- 
troller that incorporates the functionality of two 
82C59 interrupt controllers. The Interrupt registers 
control the operation of the interrupt controller and 
can be accessed from the PCI Bus via PCI I/O 
space. In addition, some of the registers can be ac- 
cessed from the ISA Bus via ISA I/O space. The bus 
access for each register is listed In Table 4. 


4.4.1 ICW1— INITIALIZATION COMMAND WORD 
1 REGISTER 


Register Location: 

Default Value: 
Attribute: 

Size: 


INT CNTRL-1-020h 
INT CNTRL-2-OAOh 
All bits undefined 
Write Only 
8 bits per controller 


A write to Initialization Command Word 1 starts the 
interrupt controller initialization sequence. Address- 
es 020h and OAOh are referred to as the base ad- 
dresses of CNTRL-1 and CNTRL-2, respectively. 

An I/O write to the CNTRL-1 or CNTRL-2 base ad- 
dress with bit 4 equal to 1 is interpreted as ICW1. 
For SlO-based ISA systems, three I/O writes to 
“base address +1” must follow the ICW1. The first 
write to “base address + 1” performs ICW2, the 
second write performs ICW3, and the third write per- 
forms ICW4. 


ICW1 starts the Initialization sequence during which 

the following automatically occur: 

a. The edge sense circuit is reset. This means that 
following initialization, an interrupt request (IRQ) 
input must make a low-to-high transition to gener- 
ate an interrupt. 

b. The Interrupt Mask register is cleared. 

c. IRQ7 input Is assigned priority 7. 

d. The slave mode address is set to 7. 

e. Special Mask Mode is cleared and Status Read is 
set to IRR. 

f. If IC4 was set to 0, then all functions selected by 
ICW4 are set to 0. However, ICW4 must be pro- 
grammed in the SIO implementation of this inter- 
rupt controller, and IC4 must be set to a 1 . 


ICW1 has three significant functions within the SIO 
interrupt controller configuration. ICW4 is needed, 
so bit 0 must be programmed to a 1 . There are two 
interrupt controllers in the system, so bit 1, SNGL, 
must be programmed to a 0 on both CNTRL-1 and 
CNTRL-2, to indicate a cascade configuration. LTIM, 
the interrupt controller IRQ edge/level detection 
control bit, defines the IRQ sensing mode for each 
controller. When bit 3 is a 0, each IRQ line on the 
selected controller Is programmed for edge-trig- 
gered mode. This mode is signified by a low-to-high 
transition on an IRQ input line. When bit 3 is a 1, the 
controller is programmed in level-triggered mode, 
where a high level on an IRQ input indicates the 
presence of an interrupt request. LTIM is global for 
each controller. The incoming IRQs are either all 
edge-triggered or all level-triggered. Bit D4 must be 
a 1 when programming ICW1. OCW2 and OCW3 are 
also addressed at the same port as ICW1 . This bit 
indicates that ICW1, and not OCW2 or OCW3, will 
be programmed during the write to this port. 

Bit 2, ADI, and bits[7:5], A7-A5, are specific to an 
MSC-85 implementation. These bits are not used by 
the SIO interrupt controllers. Blts[7:5,2] should each 
be initialized to 0. 

In the 82378ZB, bit 3, the LTIM bit, is not used by 
the interrupt controller and is always read as a 1 . 

Bits [7:51: ICW/OCW Select 

A7-A5 are MCS-85 implementation specific bits. 
They are not needed by the SIO. These bits should 
be 000 when programming the SIO. 

Bit 4: ICW/OCW Select 

Bit 4 must be a 1 to select ICW1. After the fixed 
initialization sequence to ICW1, ICW2, ICW3, and 
ICW4, the controller base address is used to write to 
OCW2 and OCW3. Bit 4 is a 0 on writes to these 
registers. A 1 on this bit at any time will force the 
interrupt controller to interpret the write as an ICW1. 
The controller will then expect to see ICW2, ICW3, 
and ICW4. 

Bit 3: LTIM (Edge/Level Bank Select) 

Ignored for the SIO. 

Bit 2: ADI 

Ignored for the SIO. 




2-1183 


82378 SYSTEM I/O (SIO) 



Bit 1: SNGL (Single or Cascade) 

SNGL must be programmed to a 0 to indicate that 
two interrupt controllers are operating in cascade 
mode on the SIO. 

Bit 0: IC4 (ICW4 Write Required) 

This bit must be set to a 1 . IC4 indicates that ICW4 
needs to be programmed. The SIO requires that 
ICW4 be programmed to Indicate that the controllers 
are operating In an 80x86 type system. 

4.4.2 ICW2— INITIALIZATION COMMAND 
WORD 2 REGISTER 


Bits [2:0]: Interrupt Request Level 

When writing ICW2, these bits should all be 0. Dur- 
ing an interrupt acknowledge cycle, these bits are 
programmed by the Interrupt controller with the In- 
terrupt code representing the interrupt level to be 
serviced. This Interrupt code is combined with 
bits [7:3] to form the complete Interrupt vector driven 
onto the data bus during the second INTA# cycle. 
Section 5.0, Detailed Function Description, outlines 
each of these codes. The code Is a simple three bit 
binary code: 000 represents IRQO (IRQ8), 001 IRQ1 
(IRQ9), 010 IRQ2 (IRQ10), and so on until 1 1 1 IRQ7 
(IRQ15). 


Address Offset: 

Default Value: 
Attribute: 

Size: 


INT CNTRL-1-021h 
INT CNTRL-2-0A1h 
All bits undefined 
Write Only 
8 bits per controller 


ICW2 is used to initialize the interrupt controller with 
the five most significant bits of the interrupt vector 
address. The value programmed for bits [7:3] is used 
by the Host CPU to define the base address in the 
interrupt vector table for the interrupt routines asso- 
ciated with each IRQ on the controller. Typical ISA 
ICW2 values are 04h for CNTRL-1 and 70h for 
CNTRL-2. 


Bits[7:3]: Interrupt Vector Base Address 

Bits [7:3] define the base address in the Interrupt 
vector table for the Interrupt routines associated with 
each interrupt request level Input. For CNTRL-1, a 
typical value is 00001, and for CNTRL-2, 10000. 

The interrupt controller combines a binary code rep- 
resenting the interrupt level to receive service with 
this base address to form the Interrupt vector that Is 
driven out onto the bus. For example, the complete 
interrupt vector for IRQ[0] (CNTRL-1), would be 
0000 1000b (CNTRL-1 [7:3] = 00001b and 000b 
representing IRQ[0]). This vector is used by the 
CPU to point to the address information that defines 
the start of the Interrupt routine. 


4.4.3 ICW3— INITIALIZATION COMMAND 
WORD 3 REGISTER 


Register Name: 

Address Offset: 
Default Value: 
Attribute: 

Size: 


Initialization Command Word 3 
(Controller 1 -Master Unit) 

INT CNTRL-1 -021 h 
All bits undefined 
Write Only 
8 bits 


The meaning of ICW3 differs between CNTRL-1 and 
CNTRL-2. On CNTRL-1 , the master controller, ICW3 
indicates which CNTRL-1 IRQ line physically con- 
nects the INT output of CNTRL-2 to CNTRL-1 . ICW3 
must be programmed to 04h, Indicating the cascade 
of the CNTRL-2 INt output to the IRQ[2] input of 
CNTRL-1. 


An Interrupt request on IRQ2 causes CNTRL-1 to 
enable CNTRL-2 to present the interrupt vector ad- 
dress during the second interrupt acknowledge cy- 
cle. 

Bits[7:3]: 

These bits must be programmed to zero. 

Bit 2: Cascaded Interrupt Controller IRQ Connec- 
tion 

Bit 2 must always be programmed to a 1. This bit 
Indicates that CNTRL-2, the slave controller, is cas- 
caded on interrupt request line two (IRQ[2]). When 
an interrupt request is asserted to CNTRL-2, the IRQ 
goes through the priority resolver. After the slave 
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controller priority resolution is finished, the INT out- 
put of CNTRL-2 is asserted. However, this INT as- 
sertion does not go directly to the CPU. Instead, the 
INT assertion cascades Into IRQ[2] on CNTRL-1. 
IRQ [2] must go through the priority resolution pro- 
cess on CNTRL-1. If it wins the priority resolution on 
CNTRL-1 and the CNTRL-1 INT signal is asserted to 
the CPU, the returning Interrupt acknowledge cycle 
Is really destined for CNTRL-2. The interrupt was 
originally requested at CNTRL-2, so the Interrupt ac- 
knowledge is destined for CNTRL-2, and not a re- 
sponse for IRQ[2] on CNTRL-1. 

When an interrupt request from IRQ [2] wins the pri- 
ority arbitration, in reality an Interrupt from CNTRL-2 
has won the arbitration. Because bit 2 of ICW3 on 
the master is set to 1 , the master knows which Iden- 
tification code to broadcast on the internal cascade 
lines, alerting the slave controller that it is responsi- 
ble for driving the interrupt vector during the second 
INTA# pulse. 

Bits[1:0]: 

These bits must be programmed to zero. 


4.4.4 ICW3— INITIALIZATION COMMAND 
WORD 3 REGISTER 


Register Name: 

Address Offset: 
Default Value: 
Attribute: 

Size: 


Initialization Command Word 3 
(Controller 2-Slave Unit) 

INT CNTRL-2-0A1h 
All bits undefined 
Write Only 
8 bits 


On CNTRL-2 (the slave controller), ICW3 is the 
slave identification code broadcast by CNTRL-1 
from the trailing edge of the first INTA# pulse to the 
trailing edge of the second INTA# pulse. CNTRL-2 
compares the value programmed in ICW3 with the 
incoming identification code. The code is broadcast 
over three SIO internal cascade lines. ICW3 must be 
programmed to 02h for CNTRL-2. When 010b is 
broadcast by CNTRL-1 during the INTA# sequence, 
CNTRL-2 assumes responsibility for broadcasting 
the interrupt vector during the second Interrupt ac- 
knowledge cycle. 


As an illustration, consider an interrupt request on 
IRQ[2] of CNTRL-1. By definition, a request on 
IRQ[2] must have been asserted by CNTRL-2. If 
IRQ[2] wins the priority resolution on CNTRL-1, the 
interrupt acknowledge cycle returned by the CPU 
following the Interrupt is destined for CNTRL-2, not 
CNTRL-1. CNTRL-1 will see the INTA# signal, and 
knowing that the actual destination is CNTRL-2, will 
broadcast a slave identification code across the in- 
ternal cascade lines. CNTRL-2 will compare this In- 
coming value with the 010b stored in ICW3. Follow- 
ing a positive decode of the incoming message from 
CNTRL-1, CNTRL-2 will drive the appropriate inter- 
rupt vector onto the data bus during the second in- 
terrupt acknowledge cycle. 

Bits [7:3]: Reserved 
Must be 0. 

Bits [2:0]: Siave identification Code 

The Slave Identification code must be programmed 
to 010b during the Initialization sequence. The code 
stored In ICW3 is compared to the incoming slave 
identification code broadcast by the master control- 
ler during Interrupt acknowledge cycles. 


4.4.5 iCW4— INiTiALiZATiON COMMAND WORD 
4 REGISTER 


Address Offset: 

Default Value: 
Attribute: 

Size: 


INT CNTRL-1 -021 h 
INT CNTRL-2-0A1h 
Olh 

Write Only 
8 bits 


Both SIO Interrupt controllers must have ICW4 pro- 
grammed as part of their initialization sequence. 
Minimally, the microprocessor mode bit, bit 0, must 
be set to a 1 to indicate to the controller that it is 
operating in an 80x86 based system. Failure to pro- 
gram this bit will result in improper controller opera- 
tion during interrupt acknowledge cycles. Additional- 
ly, the Automatic End of Interrupt (AEOI) may be 
selected, as well as the Special Fully Nested Mode 
(SFNM) of operation. 

The default programming for ICW4 is Olh, which se- 
lects 80x86 mode, normal EOl, buffered mode, and 
special fully nested mode disabled. 
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Bits 2 and 3 must be programmed to 0 for the SIO 
interrupt controller to function correctly. 

Both bit 1, AEOI, and bit 4, SFNM, can be pro- 
grammed if the system developer chooses to invoke 
either mode. 

Bits [7:5]: Reserved 
Must be 0. 

Bit 4: SFNM (Speciai Fuiiy Nested Mode) 

Bit 4, SFNM, should normally be disabled by writing 
a 0 to this bit. If SFNM = 1, the special fully nested 
mode Is progr^immed. 

Bit 3: BUF (Buffered Mode) 

Bit 3, BUF, must be programmed to 0 for the SIO. 
This Is non-buffered mode. As illustrated above un- 
der bit functionality, different programming options 
are offered for bits 2 and 3. However, within the SIO 
interrupt unit, bits 2 and 3 must always be pro- 
grammed to 00b. 

Bit 2: Master/Siave in Buffered Mode 

This bit is not used by the SIO Interrupt unit. Bit 2 
should always be programmed to 0. 

Bit 1: AEOI (Automatic End of Interrupt) 

This bit should normally be programmed to 0. This Is 
the normal end of interrupt. If this bit is 1 , the auto- 
matic end of Interrupt mode is programmed. 

Bit 0: Microprocessor Mode 

The Microprocessor Mode bit must be programmed 
to 1 to indicate that the Interrupt controller Is operat- 
ing In an 80x86-based system. Never program this 
bit to 0. 


4.4.6 OCW1— OPERATIONAL CONTROL WORD 
1 REGISTER 

Address Offset: INT CNTRL-1 -021 h 

INT CNTRL-2-0A1h 
Default Value; OOh 
Attribute: Read/Write 

Size; 8 bits 


OCW1 sets and clears the mask bits In the Interrupt 
Mask Register (IMR). Each interrupt request line 
may be selectively masked or unmasked any time 
after initialization. A single byte is written to this reg- 
ister. Each bit position In the byte represents the 
same-numbered channel: bit 0 = IRQ[0], bit 1 = 
IRQ[1] and so on. Setting the bit to a 1 sets the 
mask, and clearing the bit to a 0 clears the mask. 
Note that masking IRQ[2] on CNTRL-1 will also 
mask all of controller 2’s Interrupt requests (IRQ8- 
IRQ15). Reading OCW1 returns the controller’s 
mask register status. 

The IMR stores the bits which mask the interrupt 
lines to be masked. The IMR operates on the IRR. 
Masking of a higher priority Input will not affect the 
Interrupt request lines of lower priority. 

Unlike status reads of the ISR and IRR, for reading 
the IMR, no OCW3 is needed. The output data bus 
will contain the IMR whenever I/O read Is active and 
the I/O port address Is 021 h or OAlh (OCW1). 

All writes to OCW1 must occur following the 
ICW1 -ICW4 initialization sequence, since the same 
I/O ports are used for OCW1, ICW2, ICW3 and 
ICW4. 

Bits[7:0]: Interrupt Request Mask (Mask [7:0]) 
When a 1 Is written to any bit In this register, the 
corresponding IRQ[x] line Is masked. For example, if 
bit 4 is set to a 1, then IRQ[4] will be masked. Inter- 
rupt requests on IRQ [4] will not set channel 4’s In- 
terrupt request register (IRR) bit as long is the chan- 
nel is masked. 

When a 0 is written to any bit In this register, the 
corresponding IRQ[x] mask bit Is cleared, and inter- 
rupt requests will again be accepted by the control- 
ler. 

NOTE: 

Masking IRQ[2] on CNTRL-1 will also mask 
the interrupt requests from CNTRL-2, which 
is physically cascaded to IRQ[2]. 
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4.4.7 OCW2— OPERATIONAL CONTROL 
WORD 2 REGISTER 

Address Offset: INT CNTRL-1 -020h 

INT CNTRL-2-OAOh 
Default Value; Bit[4;0] = undefined, 

Bit[7:5] = 001 

Attribute: Write Only 

Size: 8 bits 

OCW2 controls both the Rotate Mode and the End 
of Interrupt Mode, and combinations of the two. The 
three high order bits in an OCW2 write represent the 
encoded command. The three low order bits are 
used to select individual interrupt channels during 
three of the seven commands. The three low order 
bits (labeled L2, LI and LO) are used when bit 6 is 
set to a 1 during the command. 

Following a PCIRST# and ICW initialization, the 
controller enters the fully nested mode of operation. 
Non-specific EOl without rotation is the default. Both 
rotation mode and specific EOl mode are disabled 
following initialization. 

Bits [7:5]: Rotate and EOi Codes 

R, SL, EOl-These three bits control the Rotate and 
End of Interrupt modes and combinations of the two. 
A chart of these combinations is listed above under 
the bit definition. 

Bits 7 6 5 Function 

0 0 1 Non-Specific EOl Command 

0 1 1 Specific EOl Command 

1 0 1 Rotate on Non-Specific EOl Command 
1 0 0 Rotate In Auto EOl Mode (Set) 

0 0 0 Rotate in Auto EOl Mode (Clear) 

1 1 1 * Rotate on Specific EOl Command 
1 1 0 *Set Priority Command 

0 1 0 No Operation 

NOTE: 

♦ L0-L2 Are Used 


Bits[4:3]: OCW2 Select 

When selecting OCW2, bits 3 and 4 must both be 0. 
If bit 4 is a 1 , the interrupt controller Interprets the 
write to this port as an ICW1. Therefore, always en- 
sure that these bits are both 0 when writing an 
OCW2. 

Bits[2:0]: Interrupt Level Select (L2, LI, LO) 

L2, L1, and LO determine the interrupt level acted 
upon when the SL bit Is active. A simple binary code, 
outlined above, selects the channel for the com- 
mand to act upon. When the SL bit Is Inactive, these 
bits do not have a defined function; programming L2, 
LI and LO to 0 Is sufficient in this case. 

Bit 2 1 0 Interrupt Level 

0 0 0 IRQ 0(8) 

0 0 1 IRQ 1(9) 

0 1 0 IRQ 2(10) 

0 1 1 IRQ 3(11) 

1 0 0 IRQ 4(1 2) 

1 0 1 IRQ 5(13) 

1 1 0 IRQ 6(14) 

1 1 1 IRQ 7(1 5) 


4.4.8 OCW3— OPERATIONAL CONTROL 
WORD 3 REGISTER 

Address Offset: INT CNTRL-1 -020h 

INT CNTRL-2-OAOh 
Default Value; Bit [6,0] = 0, 

Blt[7,4;2] = undefined, 

Bit[5,1] = 1 
Attribute: Read /Write 

Size: 8 bits 

OCW3 serves three important functions: Enable 
Special Mask Mode, Poll Mode control, and IRR/ 
ISR register read control. 
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First, 0CW3 is used to set or reset the Special Mask 
Mode (SMM). The Special Mask Mode can be used 
by an Interrupt service routine to dynamically alter 
the systern priority structure while the routine is exe- 
cuting, through selective enabling/disabling of the 
other channel’s mask bits. 

Second, the Poll Mode is enabled when a write to 
OCW3 Is issued with bit 2 equal to 1. The next I/O 
read to the interrupt controller is treated like an Inter- 
rupt acknowledge; a binary code representing the 
highest priority level Interrupt request is released 
onto the bus. 

Third, OCW3 provides control for reading the In- 
Service Register (ISR) and the Interrupt Request 
Register (IRR). Either the ISR or IRR is selected for 
reading with a write to OCW3. Bits 0 and 1 carry the 
encoded command to select either register. The 
next I/O read to the OCW3 port address will return 
the register status specified during the previous 
write. The register specified for a status read is re- 
tained by the Interrupt controller. Therefore, a write 
to OCW3 prior to every status read command Is un- 
necessary, provided the status read desired is from 
the register selected with the last OCW3 write. 

Bit 7: Reserved 

Must be 0. 

Bit 6: SMM (Speciai Mask Mode) 

If ESMM = 1 and SMM = 1 the interrupt controller 
enters Special Mask Mode. If ESMM = 1 and 
SMM = 0, the Interrupt controller is in normal mask 
mode. When ESMM = 0, SMM has no effect. 

Bit 5: ESMM (Enabie Speciai Mask Mode) 

When ESMM = 1, the SMM bit is enabled to set or 
reset the Special Mask Mode. When ESMM = 0, 
the SMM bit becomes a “don’t care’’. 

Bits [4:3]: OCW3 Seiect 

When selecting OCW3, bit 3 must be a 1 and bit 4 
must be 0. If bit 4 = 1 , the Interrupt controller inter- 
prets the write to this port as an ICW1. Therefore, 
always ensure that bits [4:3] = 01 when writing an 
OCW3. 


Bit 2: Poli Mode Command 

When bit 2 = 0, the Poll command is not Issued. 
When bit 2 = 1 , the next I/O read to the interrupt 
controller Is treated as an interrupt acknowledge cy- 
cle. An encoded byte Is driven onto the data bus, 
representing the highest priority level requesting 
service. 

Bits[1:0]: Register Read Command 

Bits[1:0] provide control for reading the In-Service 
Register (ISR) and the Interrupt Request Register 
(IRR). When bit 1 = 0, bit 0 will not affect the regis- 
ter read selection. When bit 1 = 1, bit 0 selects the 
register status returned following an OCW3 read. If 
bit 0 = 0, the IRR will be read. If bit 0 = 1, the ISR 
will be read. Following ICW initialization, the default 
OCW3 port address read will be “read IRR”. To re- 
tain the current selection (read ISR or read IRR), 
always write a 0 to bit 1 when programming this reg- 
ister. The selected register can be read repeatedly 
without reprogramming OCW3. To select a new 
status register, OCW3 must be reprogrammed prior 
to attempting the read. 

Bit 1 0 Function 

0 0 No Action 

0 1 No Action 

1 0 Read IRQ Register 

1 1 Read IS Register 


4.5 Control Registers 

This section contains NMI registers, a real-time 
clock register. Port 92 Register, and the Digital Out- 
put Register. 

4.5.1 NMiSC— NMi STATUS AND CONTROL 
REGiSTER 

Address Offset: 061 h 

Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 

This register is used to check the status of different 
system components, control the output of the 
speaker counter (Counter 2), and gate the counter 
output that drives the SPKR signal. 
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Bits 4, 5, 6, and 7 are read-only. When writing to this 
port, these bits must be written as O’s. Bit 6 returns 
the lOCHK# NMI status. This input signal comes 
from the ISA Bus. It Is used for parity errors on mem- 
ory cards plugged into the bus, and for other high 
priority interrupts. The current status of bit 3 enables 
or disables this NMI source. Bit 5 is the current state 
of the OUT pin of Interval Timer 1 , Counter 2. Bit 4 
toggles from 1-0 or from 0-1 after every Refresh cy- 
cle. Following PCIRST#, bits 4 and 6 are both 0. Bit 
5 is undetermined until Counter 2 is properly pro- 
grammed. Bit 7 returns the PCI System Error status 
(SERR#). If 0, bit 7 Indicates that SERR# was not 
pulsed active by a PCI agent. If 1 , bit 7 Indicates that 
SERR# was pulsed active by a PCI agent and that 
an NMI will be issued to the Host CPU. This NMI can 
be disabled with bit 2 of this register. 

Bits 0-3 are both read and write. Bit 0 is the GATE 
input signal for Timer 1 , Counter 2. The GATE input 
Is used to disable counting in Counter 2. The Coun- 
ter 2 output is ANDed with bit 1 to form the SPKR 
output signal. Bit 1 gates the Counter 2 OUT value. 
When bit 1 is disabled, the SPKR signal is disabled; 
when bit 1 is enabled, the SPKR output follows the 
value at the OUT pin of Counter 2. The Counter 2 
OUT pin status can be checked by reading port 
061 h and checking bit 5. Bit 2 is used to enable the 
System Error (SERR#) signal. Bit 3 enables or dis- 
ables the incoming lOCHK# NMI signal from the ex- 
pansion bus. Each of these bits is reset to 0 follow- 
ing PCIRST#. 

Bit 7: SERR# Status 

Bit 7 is set if a system board agent (PCI devices or 
main memory) detects a system board error and 
pulses the PCI SERR# line. This interrupt is enabled 
by setting bit 2 to 0. To reset the interrupt, set bit 2 to 
0 and then set It to 1. This bit Is read-only. When 
writing to port 061 h, bit 6 must be a 0. 

Bit 6: lOCHK# NMI Source Status 

Bit 6 is set If an expansion board asserts lOCHK# 
on the ISA/SIO bus. This Interrupt is enabled by set- 
ting bit 3 to 0. To reset the Interrupt, set bit 3 to 0 
and then set it to 1 . This bit is read-only. When writ- 
ing to port 061 h, bit 6 must be a 0. 


Bit 5: Timer Counter 2 OUT Status 

The Counter 2 OUT signal state Is reflected in bit 5. 
The value on this bit following a read is the current 
state of the Counter 2 OUT signal. Counter 2 must 
be programmed following a PCIRST # for this bit to 
have a determinate value. Bit 5 is read-only. When 
writing to port 061 h, bit 5 must be a 0. 

Bit 4: Refresh Cycle Toggle 

The Refresh Cycle Toggle signal toggles from either 
0 to 1 or 1 to 0 following every refresh cycle. This 
read-only bit is a 0 following PCIRST#. When writing 
to port 061 h, bit 4 must be a 0. 

Bit 3: lOCHK# NMI Enable 

When bit 3 = 1, lOCHK# NMI’s are disabled and 
cleared. When bit 3 = 0, lOCHK# NMI’s are en- 
abled. Following PCIRST#, bit 3 is reset to 0. 

Bit 2: PCI SERR# Enable 

When bit 2 = 1, the PCI System Error (SERR#) is 
disabled and cleared. When bit 2 = 0, SERR# is 
enabled. Following PCIRST#, bit 2 Is a 0. 

Bit 1: Speaker Data Enable 

Speaker Data Enable Is ANDed with the Counter 2 
OUT signal to drive the SPKR output signal. When 
bit 1=0, the result of the AND Is always 0 and the 
SPKR output is always 0. When bit 1 = 1 , the SPKR 
output is equivalent to the Counter 2 OUT signal val- 
ue. Following PCIRST#, bit 1 Is a 0. 

Bit 0: Timer Counter 2 Enable 

When bit 0 = 0, Counter 2 counting is disabled. 
Counting Is enabled when bit 0 = 1 . This bit controls 
the GATE input to Counter 2. Following PCIRST#, 
the value of this bit is 0. 
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4.5.2 NMI ENABLE AND REAL-TIME CLOCK 
ADDRESS REGISTER 

Address Offset: 070h 

Default Value: Blt[6:0] = undefined, 

Bit 7 = 1 

Attribute: Write Only 

Size: 8 bits 

The Mask register for the NMI interrupt Is at I/O ad- 
dress 070h shown below. The most significant bit 
enables or disables ail NMI sources Including 
lOCHK# and the NMI Port. Write an 80h to port 70h 
to mask the NMI signal. This port is shared with the 
real-time clock. The real-time-clock uses the lower 
six bits of this port to address memory locations. 
Writing to port 70h sets both the enable/disable bit 
and the memory address pointer. Do not modify the 
contents of this register without considering the ef- 
fects on the state of the other bits. Reads and writes 
to this register address flow through to the ISA Bus. 

Bit 7: NMI Enable 

Setting bit 7 to a 1 disables all NMI sources. Setting 
the bit to a 0 enables the NMI interrupt. Following 
PCIRST#, this bit is a 1. 

Bits [6:0]: Real Time Clock Address 

Used by the Real Time Clock on the Base I/O com- 
ponent to address memory locations. Not used for 
NMI enabling/disabling. 


4.5.3 PORT 92 REGISTER 

Address Offset: 92h 

Default Value: 24h 

Attribute: Read/Write 

Size: 8 bits 

This register is used to support the alternate reset 
(ALT^RST#) and alternate A20 (ALT__A20) func- 
tions. This register Is only accessible if bit 6 In the 
Utility Bus Chip Select B Register is set to a 1. 
Reads and writes to this register location flow 
through to the ISA Bus. 

Bits [7:6]: Reserved 
Returns 00 when read. 

Bit 5: Reserved 

Returns a 1 when read. 


Bit 4: Reserved 

Returns a 0 when read. 

Bit 3: Reserved 

Returns a 0 when read. 

Bit 2: Reserved 

Returns a 1 when read. 

Bit 1: ALT A20 Signal Control 

Writing a 0 to this bit causes the ALT A20 signal to 

be driven low. Writing a 1 to this bit causes the 
ALT A20 signal to be driven high. 

Bit 0: Alternate System Reset 

This read/write bit provides an alternate system re- 
set function. This function provides an alternate 
means to reset the system CPU to effect a mode 
switch from Protected Virtual Address Mode to the 
Real Address Mode. This provides a faster means of 
reset than is provided by the Keyboard controller. 
This bit is set to a 0 by a system reset. Writing a 1 to 
this bit will cause the ALT__RST# signal to pulse 
active (low) for approximately 4 SYSCLK’s. Before 

another ALT RST# pulse can be generated, this 

bit must be written back to a 0. 


4.5.4 DIGITAL OUTPUT REGISTER 

Address Offset: 03F2h (Primary), 0372h 

(Secondary) 

Default Value: Bit[7:4,2:0] = undefined. 

Bit 3 = 0 
Attribute: Write only 

Size: 8 bits 

This register Is used to prevent UBUSOE# from re- 
sponding to DACK2# during a DMA read access to 
a floppy controller on the ISA Bus. If a second floppy 
(residing on the ISA Bus) is using DACK2# in con- 
junction with a floppy on the utility bus, this prevents 
the floppy on the utility bus and the utility bus trans- 
ceiver from responding to an access targeted for the 
floppy on the ISA Bus. This register Is also located in 
the floppy controller device. Reads and writes to this 
register location flow through to the ISA Bus. 

Bits [7:4]: Not Used 

These bits exist in the floppy controller. 
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Bit 3: DMA Enable 

When this bit is a 1, the assertion of DACK# will 
result in UBUSOE# being asserted. If this bit is 0, 
DACK2# has no effect on UBUSOE#. This port bit 
also exists on the floppy controller. This bit defaults 
to disable (0). 

Bits [2:0]: Not Used 

These bits exist in the floppy controller. 

4.5.5 RESET UBUS IRQ12 REGISTER 

Address Offset: 60h 

Default Value: N/A 

Attribute: Read only 

Size: 8 bits 

This address location (60h) is used to clear the 
mouse interrupt function to the CPU. Reads to this 
address are monitored by the SIO. When the mouse 
interrupt function is enabled (bit 4 of the ISA Clock 
Divisor Register is 1), the mouse interrupt function is 
provided on the IRQ12/M input signal. In this mode, 
a mouse interrupt generates an interrupt through 
IRQ 13 to the Host CPU. A read of 60h releases 
IRQ12. If bit 4 = 0 in the ISA Clock Divisor Register, 
a read of address 60h has no effect on IRQ12/M. 
Reads and writes to this register flow through to the 
ISA Bus. For additional Information, see the 
IRQ12/M description in Section 3.0, Signal Descrip- 
tion. 

Bits[7:0]: Reset IRQ12 

No specific pattern. A read of address 60h executes 
the command. 


4.5.6 COPROCESSOR ERROR REGISTER 

Address Offset: FOh 

Default Value: N/A 

Attribute: Write only 

Size: 8 bits 

This address location (FOh) is used when the SIO is 
programmed for coprocessor error reporting (bit 5 of 
the ISA Clock Divisor Register is 1). Writes to this 
address are monitored by the SIO. In this mode, the 
SIO generates an interrupt (INT) to the CPU when it 
receives an error signal (FERR# asserted) from the 
CPU’s coprocessor. Writing address FOh, when 
FERR# is asserted, causes the SIO to assert 
IGNNE# and negate IRQ13. IGNNE# remains as- 
serted until FERR# is negated. If FERR# is not as- 
serted, writing to address FOh does not effect 
IGNNE#. Reads and writes to this register flow 
through to the ISA Bus. For additional information, 
see the IGNNE# description in Section 3.0, Signal 
Description. 

Bits[7:0]: Reset IRQ12 

No specific pattern. A write to address FOh executes 
the command. 


I 
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4.5.7 ELCR— EDGE/LEVEL CONTROL 
REGISTER 


Address Offset: 

Default Value: 
Attribute: 

Size: 


INT CNTRL-1-04D0h 
INT CNTRL-2-04D1h 
OOh 

Read/Write 
8 bits 


int^. 

The Edge/Level Control Register is used to set the 
interrupts to be triggered by either the signal edge or 
the logic level. INTO, INT1, INT2, INT8, INT13 must 
be set to edge sensitive. After a reset, all the INT 
signals are set to edge sensitive. Figure 4 shows 
which bit numbers represent the various INT signals. 

Each IRQ to which a PCI interrupt Is steered Into 
(see the PIRQ Route Control Register) must have its 
interrupt set to level sensitive. 


OOh 


0 Bit 
Default 


Edge/Levei Control(R/W) 


Bit 

Port 04D0h 

Port 04D1h 

0 

INTO 

INT8 

1 

INTI 

INTO 

2 

INT2 

INT10 

3 

INT3 

INT11 

4 

INT4 

INTI 2 

5 

INT5 

INTI 3 

6 

INTO 

INTI 4 

7 

INT7 

INTI 5 


290473 -AO 


Figure 4. Edge/Level Select Register 
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Register Location: 04D0h-INT CNTRL-1 

04D1h-INT CNTRL-2 

04D0h-INT CNTRL-1 Register 

Bit [7:0]: Edge/Level Select 

These bits select if the interrupts are triggered by 
either the signal edge or the logic level. A 0 bit repre- 
sents an edge sensitive interrupt, and a 1 is for level 
sensitive. The following bits MUST be set to 0: 

Port 04D0h (INT-CNTRL-1) 

O-INTO 0 Reserved. Read as zero. 

1 - INTI 0 Reserved. Read as zero. 

2- INT2 0 Reserved. Read as zero. 

3- INT3 X 

4- INT4 X 

5- INT5 X 

6- INT6 X 

7- INT7 X 

X = selectable to either a 0 or a 1 , 

0 = edge sensitive, 1 = level sensitive 

After reset, this register Is set to OOh. 

04D1h-INT CNTRL-2 Register 

Bit[7:0]: Edge/Level Select 

These bits select If the Interrupts are triggered by 
either the signal edge or the logic level. A 0 bit repre- 
sents an edge sensitive interrupt, and a 1 is for level 
sensitive. The following bits MUST be set to 0: 

Port 04D1h (INT-CNTRL-2) 

0- INT8 0 Reserved. Read as zero. 

1- INT9 X 

2- INT10 X 

3- INT11 X 

4- INT12 X 

5- INT13 0 Reserved. Read as zero. 

6- INT14 X 

7- INT15 X 

X = selectable to either a 0 or a 1 , 

0 = edge sensitive, 1 = level sensitive 

After reset, this register is set to OOh. 




4.6. Power Management Registers 

This section contains the Power Management Reg- 
isters located In non-configuration space. 

4.6.1 APMC— ADVANCED POWER 

MANAGEMENT CONTROL PORT 

Address Offset; 0B2h 
Default Value: OOh 

Attribute; Read/Write 

Size: 8 bits 

Bits[7:0]: APMC[7:0] 

APM Control Port. Readable/writeable at system 
I/O address 0B2h. Used to pass an APM command 
between the OS and the SMI handler. Writes to this 
port not only store data in the APMC register, but 
also generate an SMI when the SAPMCEN bit is set. 
Reads to this port will not generate an SMI. If 
CSTPCLKEN is set, a read from the APMC will 
cause STPCLK# to be asserted. 


4.6.2 APMS— ADVANCED POWER 
MANAGEMENT STATUS PORT 

Address Offset; 0B3h 
Default Value: OOh 

Attribute: Read/Write 

Size: 8 bits 

Bits[7:0]: APMS[7:0] 

Readable/writeable at system address 0B3h. Used 
to pass data between the OS and the SMI handler. 
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5.0 DETAILED FUNCTIONAL 
DESCRIPTION 


5.1 PCI Interface 

5.1.1 PCI COMMAND SET 

Bus commands indicate to the slave the type of 
transaction the master is requesting. Bus Com- 
mands are encoded on the C/BE [3:0] # lines during 
the address phase of a PCI cycle. 


5.1.2 PCI BUS TRANSFER BASICS 

Details of PCI Bus operations can be found in the 
Peripheral Component Interconnect (PC!) Specifica- 
tion. Only details of the PCI Bus unique to the SIO 
are included in this data sheet. 


Table 7. PCI Commands 


C/BE [3:0]# 

Command Type As Slave 

Supported As Slave 

Supported As Master 

0000 

Interrupt Acknowledge 

Yes 

No 

0001 

Special Cycle(4) 

No/Yes 

No 

0010 

I/O Read 

Yes 

No 

0011 

I/O Write 

Yes 

No 

0100 

Reserved(3) 

No 

No 

0101 

Reserved(3) 

No 

No 

0110 

Memory Read 

Yes 

Yes 

0111 

Memory Write 

Yes 

Yes 

1000 

Reserved(3) 

No 

No 

1001 

Reserved(3) 

No 

No 

1010 

Configuration Read 

Yes 

No 

1011 

Configuration Write 

Yes 

No 

1100 

Memory Read Multiple 

No(2) 

No 

1101 

Reserved(3) 

No 

No 

1110 

Memory Read Line 

No(2) 

No 

1111 

Memory Write and Invalidate 

No(i) 

No 


NOTES: 

1. Treated as Memory Write. 

2. Treated as Memory Read. 

3. Reserved Cycles are considered invalid by the SIO and are to be competely ignored. All internal address decoding is 
ignored and DEVSEL# is never to be asserted. 

4. The 82378 responds to a Stop Grant Special Cycle. 
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5. 1.2.1 PCI Addressing 

PCI address decoding uses the AD[31:0] signals. 
AD[31:2] are always used for address decoding 
while the information contained in the two low order 
bits AD[1:0] varies for memory, I/O, and configura- 
tion cycles. 

For I/O cycles, AD [3 1:0] are decoded to provide a 
byte address. AD [1:0] are used for generation of 
DEVSEL# only and Indicate the least significant val- 
id byte Involved In the transfer. For example. If only 
BEO# is asserted, AD[1:0] are 00. If only BE3# is 
asserted, then AD [1:0] are 11. If BE3# and BE2# 
are asserted, AD[1:0] are 10. If all BEx#’s are as- 
serted, then AD [1:0] are 00. The byte enables deter- 
mine which byte lanes contain valid data. The SIO 
requires that PCI accesses to byte-wide Internal reg- 
isters must assert only one byte enable. 

When the SIO is the target of any PCI transaction in 
which BE [3:0] # = 1 1 1 1 , the SIO terminates the cy- 
cle normally by asserting TRDY#. No data is written 
into the SIO during write cycles and the data driven 
by the SIO during read cycles is Indeterminate. 

For memory cycles, accesses are decoded as 
Dword accesses. This means that AD [1:0] are ig- 
nored for decoding memory cycles. The byte en- 
ables determine which byte lanes contain valid data. 
When the SIO is a PCI master, it drives 00 on 
AD [1:0] for all memory cycles. 

For configuration cycles, DEVSEL# is a function of 
IDSEL and AD[1:0]. DEVSEL# is selected during a 
configuration cycle only If IDSEL is active and both 
AD[1:0] = 00. The cycle Is Ignored by the SIO if 
either ADI or ADO is non-zero. Configuration regis- 
ters are selected as Dwords using AD [7:2]. The byte 
enables determine which byte lanes contain valid 
data. 


5. 1.2.2 DEVSEL# Generation 

As a PCI slave, the SIO asserts the DEVSEL# sig- 
nal to indicate it is the slave of the PCI transaction. 
DEVSEL# is asserted when the SIO positively or 


subtractively decodes the PCI transaction. The SIO 
asserts DEVSEL# (claim the transaction) before it 
issues any other slave response, i.e., TRDY#, 
STOP#, etc. After the SIO asserts DEVSEL#, it 
does not negate DEVSEL# until the same edge that 
the master uses to negate the final IRDY#. 

It is expected that most (perhaps all) PCI target de- 
vices will be able to complete a decode and assert 
DEVSEL# within 1 or 2 clocks of FRAME#. Since 
the SIO subtractively decodes all unclaimed PCI cy- 
cles (except configuration cycles). It provides a con- 
figuration option to pull in (by 1 or 2 clocks) the edge 
when the SIO samples DEVSEL#. This allows faster 
access to the expansion bus. Use of such an option 
is limited by the slowest positive decode agent on 
the bus. This is described in more detail in Section 
5. 5.1. 4, Subtractively Decoded Cycles to ISA. 

As a PCI master, the SIO waits for 5 PCICLKs after 
the assertion of FRAME# for a slave to assert 
DEVSEL#. If the SIO does not receive DEVSEL# In 
this time, it will master-abort the cycle. See Section 
5.1. 3.1, SIO as MasterMaster-lnitiated Termination, 
for further details. 


5. 1.2.3 Basic PCI Read Cycles (I/O and Memory) 

As a PCI master, the SIO only performs memory 
read transfers (i.e. I/O read transfers are not sup- 
ported). When reading data from PCI memory, the 
SIO requests a maximum of 8 bytes via a two data 
phase burst read cycle to fill its internal 8 byte line 
buffer. If the line buffer is programmed for single 
transaction mode, fewer bytes are requested (refer 
to Section 5.6.1, DMA/ISA Master Line Buffer). 
Read cycles from PCI memory are generated on be- 
half of ISA masters and DMA devices. 

As a PCI slave, the SIO responds to both I/O read 
and memory read transfers. For multiple read trans- 
actions, the SIO always target-terminates after the 
first data read transaction by asserting STOP# and 
TRDY # at the end of the first data phase. For single 
read transactions, the SIO finishes the cycle in a 
normal fashion, by asserting TRDY # without assert- 
ing STOP#. 


D[M[F®[^R«1AT0©K1 
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5. 1.2.4 Basic PCI Write Cycles (I/O and Memory) 

As a PCI master, the SIO generates a PCI memory 
write cycle when it decodes an ISA-originated/PCI- 
bound memory write cycle. I/O write cycles are nev- 
er initiated by the SIO. When writing data to PCI 
memory, the SIO writes a maximum of 4 bytes via a 
single data transaction write cycle. If the SIO’s Inter- 
nal ISA master/DMA line buffer is programmed for 
single transaction mode, fewer bytes will be genei^at- 
ed (refer to Section 5.6.1, DMA/ISA Master Line 
Buffer). In either case, only one data transaction will 
be performed. Cycles to PCI memory are generated 
on behalf of ISA masters, DMA devices, and the SIO 
when the SIO needs to flush the ISA master/DMA 
line buffer. 

As a PCI master, the SIO drives the ADO and AD1 
signals low during the address phase of the cycle. 
This is done to indicate to the slave that the address 
will increment during the transfer. If there is no re- 
sponse on the PCI Bus, the SIO will master-abort 
due to the DEVSEL# time out. 

As a PCI slave, the SIO will respond to both I/O 
write and memory write transfers. For multiple write 
transactions, the SIO will always target-terminate af- 
ter the first data write transaction by asserting 
STOP# and TRDY# at the end of the first data 
phase. For single write transactions, the SIO will fin- 
ish the cycle normally by asserting TRDY# without 
asserting STOP#. 


5. 1.2.5 Configuration Cycles 

The configuration read or write command defined by 
the bus control signals C/BE [3:0]# Is used to con- 
figure the SIO. During the address phase of the con- 
figuration read or write command, the SIO will sam- 
ple its IDSEL (ID select). If IDSEL is active and 
AD [1:0] are both zero, the SIO generates 
DEVSEL#. Otherwise, the cycle is ignored by the 
SIO. During the configuration cycle address phase, 
bits AD [7:2] and C/ BE [3:0] # are used to select par- 
ticular bytes within a configuration register. Note that 
IDSEL Is normally a “don’t care” except during the 
address phase of a transaction. 

NOTE: 

An unclaimed configuration cycle Is never 
forwarded to the ISA Bus. 


5. 1.2.6 Interrupt Acknowledge Cycle 

The Interrupt acknowledge command is a single byte 
read Implicitly addressed to the SIO’s interrupt con- 
troller. The address bits are logical “don’t cares” 
during the address phase and the byte enables will 
indicate to the SIO an 8-bit interrupt vector Is to be 
returned on AD [7:0]. The SIO converts this single 
cycle transfer into two cycles that the internal 8259 
pair can respond to (see Section 5.8, Interrupt Con- 
troller). The SIO will hold the PCI Bus in wait states 
until the 8 bit interrupt vector is returned. 

SIO responses to an Interrupt acknowledge cycle 
can be disabled by setting bit 5 in the PCI Control 
Register to a 0. However, if disabled, the SIO will still 
respond to accesses to the interrupt register set and 
allow poll mode functions. 


5. 1.2.7 Exclusive Access 

The SIO marks Itself locked anytime it is the slave of 
the access and LOCK# is sampled negated during 
the address phase. As a locked slave, the SIO re- 
sponds to a master only when it samples LOCK# 
negated and FRAME# asserted. The locking master 
may negate LOCK# at the end of the last data 
phase. The SIO unlocks itself when FRAME# and 
LOCK# are both negated. The SIO will respond by 
asserting STOP# with TRDY# negated (retry) to all 
transactions when LOCK# Is asserted during the 
address phase. 

Locked cycles are neyer generated by the SIO. 


5. 1.2.8 PCI Special Cycle 

When the SCE bit (bit 3) in the COM PCI configura- 
tion register (configuration offset 04h) is set to a “0”, 
the SIO will ignore all PCI Special Cycles. When the 
SCE bit Is set to a “1”, the SIO will recognize PCI 
Special Cycles. 

The only PCI Special Cycle currently recognized is 
the Stop Grant Special Cycle which is broadcast 
onto the PCI bus when an S-series processor enters 
the Stop Grant State. The SCE bit must be set to a 
“1” when the Stop Clock feature is being used. 
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5.1.3 TRANSACTION TERMINATION 

The SIO supports both Master-initiated Termination 
as well as Target-initiated Termination. 

5. 1.3.1 SIO As Master — Master-Initiated 
Termination 

The SIO supports two forms of master-initiated 
termination: 

1 . Normal termination of a completed transaction. 

2. Abnormal termination due to no slave responding 
to the transaction (Abort). 

Figure 5 shows the SIO performing master-abort ter- 
mination. This occurs when no slave responds to the 
SIO’s master transaction by asserting DEVSEL# 
within 5 PCICLK’s after FRAME# assertion. This 
master-abort condition is abnormal and it indicates 
an error condition. The SIO will not retry the cycle. 
The Received Master-abort Status bit in the PCI 
Status Register will be set indicating that the SIO 
experienced a master-abort condition. 

If an ISA master or the DMA is waiting for the PCI 
cycle to terminate (CHRDY negated), the master- 
abort condition will cause the SIO to assert CHRDY 
to terminate the ISA cycle. Note that write data will 
be lost and the read data will be all 1 ’s at the end of 
the cycle. This is identical to the way an unclaimed 
cycle Is handled on the “normally ready” ISA Bus. If 
the line buffer is the requester of the PCI transac- 
tion, the master-abort mechanism will end the PCI 
cycle, but no data will be transferred into or out of 
the line buffer. The line buffer will not be allowed to 
retry the cycle. 


5. 1.3.2 SIO As A Master — Response To Target- 
Initiated Termination 

SIO’s response as a master to target-termination: 

1 . For a target-abort, the SIO will not retry the cycle. 
If an ISA master or the DMA is waiting for the PCI 
cycle to complete (CHRDY negated), the target- 
abort condition will cause the SIO to assert 
CHRDY and end the cycle on the ISA Bus. If the 
ISA master or DMA device was reading from PCI 
memory, the SIO will drive ail 1 ’s on the data lines 
of the ISA Bus. The Received Target-abort Status 
bit in the PCI Status Register will be set indicating 
that the SIO experienced a target-abort condition. 

2. If the SIO is retried as a master on the PCI Bus, It 
will remove it’s request for 2 PCI clocks before 
asserting It again to retry the cycle. 

3. If the SIO Is disconnected as a master on the PCI 
Bus, It will respond very much as if It had been 
retried. The difference between retry and discon- 
nect Is that the SIO did not see any data phase for 
the retry. Disconnect may be generated by a PCI 
slave when the SIO is running a burst memory 
read cycle to fill it’s 8-byte Line Buffer. In this 
case, the SIO may need to finish a multi-data 
phase transfer, and thus, must recycle through ar- 
bitration as required for a retry. An example of this 
is when the on-board DMA requests an 8-byte 
Line Buffer transfer and the SIO Is disconnected 
before the Line Buffer is completely filled. 
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5. 1.3.3 SIO As A Target— Target-Initiated 
Termination 

The SIO supports three forms of Target-initiated Ter- 
mination: 

Disconnect Disconnect refers to termination re- 
quested because the SIO is unable to 
respond within the latency guidelines 
of the PCI specification. Note that this 
is not usually done on the first data 
phase. 

Retry Retry refers to termination requested 

because the target is currently in a 
state which makes it unable to pro- 
cess the transaction. 

Abort Abort refers to termination requested 

because the target will never be able 
to respond to the transaction. 

The SIO will initiate Disconnect for PCI-originated/ 
ISA-bound cycles after the first data phase due to 
incremental latency requirements. Since the SIO has 
only one Posted Write Buffer and every PCI to ISA 
incremental data phase will take longer than the 
specified 8 clocks, the SIO will always terminate 
burst cycles with a disconnect protocol. An example 
of this is when the SIO receives a burst memory 
write. Since the SIO only has one Posted Write Buff- 
er, the transaction will automatically be disconnect- 
ed after the first data phase. 

The SIO will retry PCI masters: 

1 . For memory write cycles when the posted write 
buffer is full. 

2. When the pending PCI cycle initiates some type 
of buffer management activity. 

3. When the SIO is locked as a resource and a PCI 
master tries to access the SIO without negating 
the LOCK# signal In the address phase. 

4. When the ISA Bus is occupied by an ISA master 
or DMA. 

Target-abort Is issued by the SIO when the internal 
SIO registers are the target of a PCI master I/O 
cycle and more than one byte enable is active. 
Accesses to the BIOS Timer Register and the Scat- 
ter/Gather Descriptor Table Pointer Registers are 
exceptions to this rule. Accesses to the Scatter/ 
Gather Descriptor Table Pointer Register must be 


32-bits wide and accesses to the BIOS Timer Regis- 
ter must be 1 6- or 32-bits wide. These accesses will 
not result in a SIO target-abort. The SIO responds 
with a target-abort since the registers must be ac- 
cessed as 8-blt quantities. Target-abort resembles a 
retry, although the SIO also negates DEVSEL# 
along with the assertion of STOP#. Bit 11 in the 
Device Status Register is set to a 1 when the SIO 
target-aborts. 

5.1.4 BUS LATENCY TIME-OUT 

5. 1.4.1 Master Latency Timer 

Because the SIO only bursts a maximum of two 
Dwords, the PCI master latency timer is not Imple- 
mented. 

5. 1.4.2 Target Incremental Latency Mechanism 

As a slave, the SIO supports the Incremental Laten- 
cy Mechanism for PCI to ISA cycles. The PCI specifi- 
cation states that for multi-data phase PCI cycles, if 
the Incremental latency from current data phase (N) 
to the next data phase (N + 1) is greater than 
8 PCICLK’s, then the slave must manipulate TRDY# 
and STOP# to stop the transaction upon comple- 
tion of the current data phase (N). Since all PCI-orlgi- 
nated (SIO is a slave)/ISA-bound cycles will require 
greater than the stated 8 PCICLK’s, the SIO will au- 
tomatically terminate these cycles after the first data 
phase. Note that latency to the first data phase is 
not restricted by this mechanism. 

5.1.5 PARITY SUPPORT 

As a master, the SIO generates address parity for 
read and write cycles, and data parity for write cy- 
cles. As a slave, the SIO generates data parity for 
read cycles. The SIO does not check parity and 
does not generate SERR#. 

PAR Is the calculated parity signal. PAR is “even” 
parity and Is calculated on 36 bits; the 32 AD[31:0] 
signals plus the 4 C/BE[3:0]# signals. “Even” pari- 
ty means that the number of 1 ’s within the 36 bits 
plus PAR are counted and the sum is always even. 
PAR is always calculated on 36 bits, regardless of 
the valid byte enables. PAR is only guaranteed to be 
valid one PCI clock after the corresponding address 
or data phase. 
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5.1.6 RESET SUPPORT 

The PCIRST # pin acts as the SIO hardware reset 
pin. 

During Reset 

AD[31:0], C/BE[3;0]#, and PAR are always driven 
low by the SIO from the leading edge of PCIRST#. 
FRAME#, IRDY#, TRDY#, STOP#, DEVSEL#, 
MEMREQ#, FLSHREQ#, CPUGNT#, GNTO#/ 
SIOREQ#, and GNT1#/ RESUME# are tri-stated 
from the leading edge of PCIRST#. 

GNT2# and GNT3# are tri-stated from the leading 
edge of PCIRST#. 

After Reset 

AD [3 1:0], C/BE [3:0]#, and PAR are always tri-stat- 
ed from the trailing edge of PCIRST#. If the internal 
arbiter is enabled (CPUREQ# sampled high on the 
trailing edge of PCIRST#), the SIO will drive these 
signals low again (synchronously 2-5 PCICLKs later) 
until the bus is given to another master. If the Inter- 
nal arbiter is disabled (CPUREQ# sampled low on 
the trailing edge of PCIRST#), these signals remain 
tri-stated until the SIO is required to drive them valid 
as a master or slave. 

FRAME#, IRDY#, TRDY#, STOP#, and 
DEVSEL# remain tri-stated until driven by the SIO 
as either a master or a slave. MEMREQ#, 
FLSHREQ#, CPUGNT#, GNTO#/SIOREQ#, and 
GNT1 # /RESUME# are tri-stated until driven by the 
SIO. 

GNT2# and GNT3# are tri-stated until driven by the 
SIO. 

After PCIRST, MEMREQ# and FLSHREQ# are 
driven inactive asynchronously from PCIRST # inac- 
tive. CPUGNT#, GNTO#/SIOREQ#, and GNT1#/ 
RESUME# are driven based on the arbitration 
scheme and the asserted REQx#’s. 

GNT2# and GNT3# are also driven based on the 
arbitration scheme and the asserted REQx#’s. 


5.1.7 DATA STEERING 

Data steering logic internal to the SIO provides the 
assembly/disassembly, copy up/copy down mecha- 
nism for cycles between the 32-bit PCI data bus and 
the 16-bit ISA Bus. The steering logic ensures that 
the correct bytes are steered to the correct byte lane 
and that multiple cycles are run where applicable. 


5.2 PCI Arbitration Controller 

The 82378 contains a PCI Bus arbiter that supports 
six PCI masters; the Host Bridge, SIO, and four other 
masters. The SIO’s REQ#/GNT# lines are internal. 
The integrated arbiter can be disabled by asserting 
CPUREQ# during PCIRST# (see Section 5.2.7, 
Power-up Configuration). When disabled, the SIO’s 
REQ#, GNT#, and RESUME# signals become visi- 
ble for an external arbiter. The internal arbiter is en- 
abled upon power-up. 

The Internal arbiter contains several features that 
contribute to system efficiency: 

• Use of a RESUME# signal to re-enable a 
backed-off initiator in order to minimize PCI Bus 
thrashing when the SIO generates a retry (Sec- 
tion 5.2.4.1). 

• A programmable timer to re-enable retried initia- 
tors after a programmable number of PCICLK’s 
(Section 5.2.4.2). 

• The CPU (host bridge) can be optionally parked 
on the PCI Bus (Section 5.2.5). 

• A programmable PCI Bus lock or PCI resource 
lock function (Section 5.2.6). 

The PCI arbiter is also responsible for control of the 
Guaranteed Access Time (GAT) mode signals (Sec- 
tion 5.2.3.2). 
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5.2.1 ARBITRATION SIGNAL PROTOCOL 

The internal arbiter follows the PCI arbitration meth- 
od as outlined in the Peripheral Component Inter- 
connect (PC!) Specification. The SIO’s arbiter is dis- 
cussed in this section. 


5.2.1. 1 Back-To-Back Transactions 

The SIO as a master does not generate fast back- 
to-back accesses since it does not know if it is ac- 
cessing the same target. 

The SIO as a target supports fast back-to-back 
transactions. Note that for back-to-back cycles, the 
SIO treats positively decoded accesses and subtrac- 
tively decoded accesses as different targets. There- 
fore, masters can only run fast back-to-back cycles 
to positively decoded addresses or to subtractively 
decoded addresses. Fast back-to-back cycles must 
not mix positive and subtractive decoded addresses. 
See the address decoding section to determine 
what addresses the SIO positively decodes and sub- 
tractively decodes. 

5.2.2 PRIORITY SCHEME 

The PCI arbitration priority scheme is programmable 
through the PCI Arbiter Priority Control and Arbiter 
Priority Control Extension Register. The arbiter con- 
sists of four banks that can be configured for the six 


masters to be arranged in a purely rotating priority 
scheme, one of twenty-four fixed priority schemes, 
or a hybrid combination (Figure 6). 

Note that SIOREQ#/SIOGNT# are SIO internal 
signals. 

The PCI Arbiter Priority Control (PAPC) and PCI Arbi- 
ter Priority Control Extension Register bits are 

shown below: 

PCI Arbiter Priority Control Register Bits (PAPC) 

Bit Description 

7 Bank 3 Rotate Control 

6 Bank 2 Rotate Control 

5 Bank 1 Rotate Control 

4 Bank 0 Rotate Control 

3 Bank 2 Fixed Priority Mode select B 

2 Bank 2 Fixed Priority Mode select A 

1 Bank 1 Fixed Priority Mode select 

0 Bank 0 Fixed Priority Mode select 

PCI Arbiter Priority Control Extension Register 
Bits (ARBPRIX) 

Bit Description 

7:1 Reserved. Read as 0 

0 Bank 3 Fixed Priority Mode select 

PAPC defaults to 04h and ARBPRIX to OOh at reset 
selecting fixed mode #10 (Table 8) with the CPU the 
highest priority device guaranteeing access to BIOS. 


SIOREQ# 

REQO# 

REQ1# 

REQ2# 


CPUREQ# 

REQ3# 


Fixed Rotate 
Control Control 
Bank 0 Bank 0 



Fixed Rotate 
Control Control 
Bank 1 Bank 1 


290473-A2 


Figure 6. Arbiter Configuration Diagram for 82378ZB 
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5.2.2. 1 Fixed Priority Mode 

The 24 selectable fixed priority schemes are listed in Table 8. 


Table 8. Fixed Priority Mode Bank Control Bits 


Mode 

Bank 

Priority 

3 

2b 

2a 

1 

0 

Highest Lowest 

00 

0 

0 

0 

0 

0 

SIOREQ# 

REQO# 

REQ2# 

REQ3# 

CPUREQ# 

REQ1# 

01 

0 

0 

0 

0 

1 

REQO# 

SIOREQ# 

REQ2# 

REQ3# 

CPUREQ# 

REQ# 

02 

0 

0 

0 

1 

0 

SIOREQ# 

REQO# 

REQ2# 

REQ3# 

REQ1# 

CPUREQ# 

03 

0 

0 

0 

1 

1 

REQO# 

SIOREQ# 

REQ2# 

REQ3# 

REQ1# 

CPUREQ# 

04 

0 

0 

1 

0 

0 

CPUREQ# 

REQ1# 

SIOREQ# 

REQO# 

REQ2# 

REQ3# 

05 

0 

0 

1 

0 

1 

CPUREQ# 

REQ1# 

REQO# 

SIOREQ# 

REQ2# 

REQ3# 

06 

0 

0 

1 

1 

0 

REQ1# 

CPUREQ# 

SIOREQ# 

REQO# 

REQ2# 

REQ3# 

07 

0 

0 

1 

1 

1 

REQ1# 

CPUREQ# 

REQO# 

SIOREQ# 

REQ2# 

REQ3# 

08 

0 

1 

0 

0 

0 

REQ2# 

REQ3# 

CPUREQ# 

REQ1# 

SIOREQ# 

REQO# 

09 

0 

1 

0 

0 

1 

REQ2# 

REQ3# 

CPUREQ# 

REQ1# 

REQO# 

SIOREQ# 

OA 

0 

1 

0 

1 

0 

REQ2# 

REQ3# 

REQ1# 

CPUREQ# 

SIOREQ# 

REQO# 

OB 

0 

1 

0 

1 

1 

REQ2# 

REQ3# 

REQ1# 

CPUREQ# 

REQO# 

SIOREQ# 

OC-OF 

0 

1 

1 

X 

X 

Reserved 

10 

1 

0 

0 

0 

0 

SIOREQ# 

REQO# 

REQ3# 

REQ2# 

CPUREQ# 

REQ1# 

11 

1 

0 

0 

0 

1 

REQO# 

SIOREQ# 

REQ3# 

REQ2# 

CPUREQ# 

REQ1# 

12 

1 

0 

0 

1 

0 

SIOREQ# 

REQO# 

REQ3# 

REQ2# 

REQ1# 

CPUREQ# 

13 

1 

0 

0 

1 

1 

REQO# 

SIOREQ# 

REQ3# 

REQ2# 

REQ1# 

CPUREQ# 

14 

1 

0 

1 

0 

0 

CPUREQ# 

REQ1# 

SIOREQ# 

REQO# 

REQ3# 

REQ2# 

15 

1 

0 

1 

0 

1 

CPUREQ# 

REQ1# 

REQO# 

SIOREQ# 

REQ3# 

REQ2# 

16 

1 

0 

1 

1 

0 

REQ1# 

SPUREQ# 

SIOREQ# 

REQO# 

REQ3# 

REQ2# 

17 

1 

0 

1 

1 

1 

REQ1# 

CPUREQ# 

REQO# 

SIOREQ# 

REQ3# 

REQ2# 

18 

1 

1 

0 

0 

0 

REQ3# 

REQ2# 

CPUREQ# 

REQ1# 

SIOREQ# 

REQO# 

19 

1 

1 

0 

0 

1 

REQ3# 

REQ2# 

CPUREQ# 

REQ1# 

REQO# 

SIOREQ# 

1A 

1 

1 

0 

1 

0 

REQ3# 

REQ2# 

REQ1# 

CPUREQ# 

SIOREQ# 

REQO# 

IB 


1 

0 

1 

1 

REQ3# 

REQ2# 

REQ1# 

CPUREQ# 

REQO# 

SIOREQ# 

1C-1F 

1 

1 

1 

X 

X 

Reserved 
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The fixed bank control bit(s) selects which requester 
is the highest priority device within that particular 
bank. For fixed priority mode, bits [7:4] of the PARC 
Register and bit zero of ARBPRIX must be O’s (ro- 
tate mode disabled). 

The selectable fixed priority schemes provide 24 of 
the 64 possible fixed mode permutations possible 
for the six masters. 


S.2.2.2 Rotating Priority Mode 

When any bank rotate control bit is set to a one, that 
particular bank rotates between the requesting in- 
puts. Any or all banks can be set in rotate mode. If 
all four banks are set in rotate mode, the six support- 
ed masters are all rotated and the arbiter is in a pure 
rotating priority mode. If, within a rotating bank, the 
highest priority device (a) does not have an active 
request, the lower priority device (b or c) will be 
granted the bus. However, this does not change the 
rotation scheme. When the bank toggles, device b Is 
the highest priority. Because of this, the maximum 
latency a device can encounter is two complete ro- 
tations. 


S.2.2.3 Mixed Priority Mode 

Any combination of fixed priority and rotate priority 
modes can be used in different arbitration banks to 
achieve a specific arbitration scheme. 


S.2.2.4 Locking Masters 

When a master acquires the LOCK# signal, the arbi- 
ter gives that master highest priority until the 
LOCK# signal is negated and FRAME# is negated. 
This ensures that a master that locked a resource 
will eventually be able to unlock that same resource. 


5.2.3 MEMREQ#, FLSHREQ#, AND MEMACK# 
PROTOCOL 

Before an ISA master or the DMA can be granted 
the PCI Bus, it Is necessary that ail PCI system post- 
ed write buffers be flushed (including the SIO’s Post- 
ed Write Buffer). Also, since the ISA originated cycle 
could access memory on the host bridge, it’s possi- 
ble that the ISA master or the DMA could be held in 
wait states (via lOCHRDY) waiting for the host 
bridge arbitration for longer than the 2.5 jas ISA 
specification. The SIO has an optional mode called 
the Guaranteed Access Time Mode (GAT) that en- 
sures that this timing specification is not violated. 
This Is accomplished by delaying the ISA REQ# sig- 
nal to the requesting master or DMA until the ISA 
Bus, PCI Bus, and the System Memory Bus are arbi- 
trated for and owned. 

Three PCI sideband signals, MEMREQ#, 
FLSHREQ#, and MEMACK# are used to support 
the System Posted Write Buffer Flushing and Guar- 
anteed Access Time mechanisms. The MEMACK# 
signal Is the common acknowledge signal for both 
mechanisms. Note that when MEMREQ# is assert- 
ed, FLSHREQ# is also asserted. Table 9 shows the 
relationship between MEMREQ# and FLSHREQ#: 


Table 9. FLSHREQ#, MEMREQ# 


FLSHREQ# 

MEMREQ# 

Meaning 

1 

1 

Idle 

0 

1 

Flush buffers pointing towards PCI to avoid ISA deadlock 

1 

0 

Reserved 

0 

0 

GAT mode. Guarantee PCI Bus immediate access to main memory 
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5.2.3. 1 Flushing the System Posted Write 
Buffers 

Once an ISA master or the DMA begins a cycle on 
the ISA Bus, the cycle can not be backed-off. It can 
only be held in wait states via lOCHRDY. In order to 
know the destination of ISA master cycles, the cycle 
needs to begin. However, after the cycle has start- 
ed, no other device can intervene and gain owner- 
ship of the ISA Bus until the cycle has completed 
and arbitration is performed. A potential deadlock 
condition exists when an ISA originated cycle to the 
PCI Bus finds the PCI target inaccessible due to an 
interacting event that also requires the ISA Bus. To 
avoid this potential deadlock, all PCI posted write 
buffers in the system must be disabled and flushed 
before DACK can be returned. The buffers must re- 
main disabled while the ISA Bus is occupied by an 
ISA master or the DMA. 

When an ISA master or the DMA requests the ISA 
Bus, the SIO asserts FLSHREQ#. FLSHREQ# is 
an indication to the system to flush all posted write 
buffers pointing towards the PCI Bus. The SIO also 
flushes it’s own Posted Write Buffer. Once the post- 
ed write buffers have been flushed and disabled, the 
system asserts MEMACK#. Once the SIO receives 
the MEMACK# acknowledgment signal, it asserts 
the DACK signal giving the requesting master the 
bus. FLSHREQ# stays active as long as the ISA 
master or DMA owns the ISA Bus. 


S.2.3.2 Guaranteed Access Time Mode 

Guaranteed Access Time (GAT) Mode is enabled/ 
disabled via the PCI Arbiter Control Register. When 
this mode is enabled, the MEMREQ# and 
MEMACK# signals are used to guarantee that the 
ISA 2.5 fxs lOCHRDY specification is not violated. 

When an ISA master or DMA slave requests the ISA 
Bus (DREQ# active), the ISA Bus, the PCI Bus, and 
the memory bus must be arbitrated for and ail three 
must be owned before the ISA master or DMA slave 
Is granted the ISA Bus. After receiving the DREQ# 
signal from the ISA master or DMA slave, 
MEMREQ# and FLSHREQ# are asserted 
(FLSHREQ# is driven active, regardless of GAT 


mode being enabled or disabled). MEMREQ# Is a 
request for direct access to main memory. 
MEMREQ# and FLSHREQ# will be asserted as 
long as the ISA master or the DMA owns the ISA 
Bus. When MEMACK# is received by the SIO (all 
posted write buffers are flushed and the memory bus 
is dedicated to the PCI Interface), it will request the 
PCI Bus. When it is granted the PCI Bus, it asserts 
the DACK signal releasing the ISA Bus to the re- 
questing master or the DMA. 


The use of MEMREQ#, FLSHREQ#, and 
MEMACK# does not guarantee functionality with 
ISA masters that don’t acknowledge lOCHRDY. 
These signals just guarantee the lOCHRDY Inactive 
specification. 


NOTE: 

Usage of an external arbiter In GAT mode 
will require special logic in the arbiter. 



5.2.4 RETRY THRASHING RESOLVE 

When a PCI initiator’s access is retried, the initiator 
releases the PCI Bus for a minimum of two PCI 
clocks and will then normally request the PCI Bus 
again. To avoid thrashing the bus with retry after re- 
try, the PCI arbiter provides REQ# masking. The 
REQ# masking mechanism differentiates between 
SIO target retries and all other retries. 

For initiators which were retried by the SIO as a tar- 
get, the masked REQ# is flagged to be cleared 
upon RESUME# active. All other retries trigger the 
Master Retry Timer, if enabled. Upon expiration of 
this timer, the mask is cleared. 


5.2.4.1 Resume Function (RESUME#) 

The conditions under which the SIO forces a retry to 
a PCI master and will mask the REQ# are: 

1 . Any required buffer management 

2. ISA Bus occupied by ISA master or DMA 

3. The PCI to ISA Posted Write Buffer is full 

4. The SIO Is locked as a resource and LOCK# Is 
asserted during the address process. 
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The RESUME# signal is pulsed whenever the SIO 
has retried a PCI cycle for one of the above reasons 
and that condition has passed. When RESUME# is 
asserted, the SIO will unmask the REQ#’s that are 
masked and flagged to be cleared by RESUME#. 

If the internal arbiter is enabled, RESUME# Is an 
Internal signal. The RESUME# signal becomes visi- 
ble as an output when the internal arbiter is disabled. 
This allows an external arbiter to optionally avoid re- 
try thrashing associated with the SIO as a target. 
The RESUME# signal is asserted for one PCI clock. 

5.2.4.2 Master Retry Timer 

To re-enable a PCI master’s REQ# which resulted 
In a retry to a slave other than the SIO, a SIO pro- 
grammable Master Retry Timer has been provided. 
This timer can be programmed for 0 (disabled), 1 6, 
32, or 64 PCICLKs. Once the SIO has detected that 
a PCI slave has forced a retry, the timer will be trig- 
gered and the corresponding master’s REQ# will be 
masked. All subsequent PCI retries by this REQ# 
signal will by masked by the SIO. Expiration of this 
timer will unmask all of the masked requests. This 
timer has no effect on the request lines that have 
been masked due to a SIO retry. 

If no other PCI masters are requesting the PCI Bus, 
all of the REQ#’s masked for the timer will be 
cleared and the timer will be reset. This is necessary 
to assist the host bridge in determining when to re- 
enable any disabled posted write buffers. 


5.2.5 BUS PARKING 

The SIO arbitration logic supplies a mechanism for 
PCI Bus parking. Parking is only allowed for the de- 
vice which is tied to CPUREQ# (typically the system 
CPU). When bus parking is enabled, CPUGNT # will 
be asserted when no other agent is currently using 
or requesting the bus. This achieves the minimum 
PCI arbitration latency possible. Enabling of bus 
parking Is achieved by programming the Arbiter Con- 
trol Register. REQO#, REQ1#, and the Internal 
SIOREQ# are not allowed to park on the PCI Bus. 

Upon assertion of CPUGNT# due to bus parking 
enabled and the PCI Bus idle, the CPU (or the 


parked agent) must ensure that AD[31:0], 
C/BE[3;0], and (one PCICLK later) PAR are driven. 
If bus parking is disabled, the SIO takes responsibili- 
ty for driving the bus when it is idle. 

5.2.6 BUS LOCK MODE 

As an option, the SIO arbiter can be configured to 
run in Bus Lock Mode or Resource Lock Mode. The 
Bus Lock Mode Is used to lock the entire PCI Bus. 
This may Improve performance in some systems 
that frequently run quick read-modify-write cycles. 
Bus Lock Mode emulates the LOCK environment 
found in today’s PC by restricting bus ownership 
when the PCI Bus is locked. With Bus Lock enabled, 
the arbiter recognizes a LOCK# being driven by any 
initiator and does not allow any other PCI initiator to 
be granted the PCI Bus until LOCK# and FRAME# 
are both negated indicating the master released 
lock. When Bus Lock is disabled, the default re- 
source lock mechanism is implemented (normal re- 
source lock) and a higher priority PCI initiator could 
Intervene between the read and write cycles and run 
non-exclusive accesses to any unlocked resource. 

5.2.7 POWER-UP CONFIGURATION 

The SIO’s arbiter is enabled If CPUREQ# is sam- 
pled high on the trailing edge of PCIRST#. When 
enabled, the arbiter is set in fixed priority mode 4 
with CPU bus parking turned off. Fixed mode 4 guar- 
antees that the CPU will be able to run accesses to 
the BIOS in order to configure the system, regard- 
less of the state of the other REQ#’s. Note that the 
Host Bridge should drive CPUREQ# high during the 
trailing edge of PCIRST#. When the arbiter is en- 
abled, the SIO acts as the central resource responsi- 
ble for driving the AD[3T.O], C/BE[3:0]#, and PAR 
signals when no one is granted the PCI Bus and the 
bus is Idle. The SIO is always responsible for driving 
AD[31:0], C/BE[3:0]#, and PAR when it is granted 
the bus and as appropriate when it Is the master of a 
transaction. After reset, if the arbiter Is enabled, 
CPUGNT#, GNTO#, GNT1#, and the internal 
SIOGNT# will be driven based on the arbitration 
scheme and the asserted REQ#’s. 
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If an external arbiter is present in the system, the 
CPUREQ# signal should be tied low. When 
CPUREQ# is sampled low on the trailing edge of 
PCIRST #, the internal arbiter is disabled. When the 
internal arbiter is disabled, the SIO does not drive 
AD[31:0], C/BE[3:0]#, and PAR as the central re- 
source. In this case, the SIO is only responsible for 
driving AD[31;0], C/BE[3:0]#, and PAR when it is 
granted the bus. If the SIO’s arbiter is disabled, 
ONTO# becomes SIOREQ#, GNT1# becomes 
RESUME#, and REQO# becomes SIOGNT#. This 
exposes the normally embedded SIO arbitration sig- 
nals. 

NOTE: 

Usage of an external arbiter in GAT mode 
will require special logic in the arbiter. 


5.3 ISA Interface 


5.3.1 ISA INTERFACE OVERVIEW 

The SIO incorporates a fully ISA Bus compatible 
master and slave Interface. The SIO directly drives 
six ISA slots without external data or address buff- 
ers. The ISA interface also provides byte swap logic, 
I/O recovery support, wait-state generation, and 
SYSCLK generation. 

The ISA interface supports the following types of cy- 
cles: 

• PCI-initiated I/O and memory cycles to the ISA 
Bus. 

• DMA compatible cycles between PCI memory 
and ISA I/O and between ISA I/O and ISA mem- 
ory, DMA type “A”, type “B”, and type “F” cycles 
between PCI memory and ISA I/O. 


• ISA Refresh cycles initiated by either the SIO or 
an external ISA master. 

• ISA master-initiated memory cycles to the PCI 
Bus and ISA master-initiated I/O cycles to the 
Internal SIO registers. 

The refresh and DMA cycles are shown and de- 
scribed in Section 5.4. 


5.3.2 SIO AS AN ISA MASTER 

The SIO executes ISA cycles as an ISA master 
whenever a PCI initiated cycle is forwarded to the 
ISA Bus. The SIO also acts as an ISA master on 
behalf of DMA and refresh. 

ISYSCLK is an internal 8 MHz clock. 


5.3.3 SIO AS AN ISA SLAVE 

The SIO operates as an ISA slave when: 

• An ISA master accesses SIO Internal registers. 

• An ISA master accesses PCI memory on the PCI 
Bus. 


5.3.3. 1 ISA Master Accesses To SIO Registers 

An ISA Bus master has access to SIO internal regis- 
ters as shown In Table 19. An ISA master to SIO 
register cycle will always run as an 8-bit extended 
cycle (lOCHRDY will be held inactive until the cycle 
is completed). 


Table 10. Arbitration Latency 


Bus Condition 

Arbitration Latency 

Parked 

0 PCICLKs for Agent 0, 2 PCICLKs for All Other 

Not Parked 

1 PCICLKforAII Agents 
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S.3.3.2 ISA Master Accesses to PCI Resource 

An ISA master can access PCI memory, but not I/O 
devices residing on the PCI Bus. The ISA/ DMA ad- 
dress decoder determines which memory cycles 
should be directed towards the PCI Bus. During ISA 
master read cycles to the PCI Bus, the SIO will re- 
turn all 1 ’s If the PCI cycle Is target-aborted or does 
not respond. 

If the SIO is programmed for GAT mode, the SIO 
arbiter will not grant the ISA Bus before gaining own- 
ership of both the PCI Bus and system memory. 
However, if the SIO is not programmed in this mode, 
the SIO does not need to arbitrate for the PCI Bus 
before granting the ISA Bus to the ISA master. For 
more details on the arbitration, refer to Section 
5.2.2. 

All cycles forwarded to a PCI resource will run as 
16-blt extended cycles (I.e. lOCHRDY will be held 
inactive until the cycle is completed). 

Because the ISA bus size is different from the PCI 
bus size, the data steering logic inside the SIO is 
responsible for steering the data to the correct byte 
lanes on both buses, and assembling/disassembly- 
ing the data as necessary. 

5.3.4 ISA MASTER TO ISA SLAVE SUPPORT 

During ISA master cycles to ISA slaves, the SIO 
drives several signals to support the transfer: 

BALE: 

This signal Is driven high while the ISA master owns 
the ISA Bus. 


AEN: 

This signal Is driven low while the ISA master owns 
the ISA Bus. 

SMEMR# and SMEMW#: 

These signals are driven active by the SIO whenever 
the ISA master drives a memory cycle to an address 
below 1 Mb. 

Utility Bus Buffer Control Signals and Chip Se- 
lect Signals: 

These signals are driven active as appropriate 
whenever an ISA master accesses devices on the 
Utility Bus. For more details, see Section 5.9. 

Data Swap Logic: 

The data swap logic inside the SIO Is activated as 
appropriate to swap data between the even and odd 
byte lanes. This is discussed in further detail in Sec- 
tion 5.3.5. 


5.3.5 DATA BYTE SWAPPING 

The data swap logic is Integrated in the SIO. For 
slaves that reside on the ISA Bus, data swapping Is 
performed if the slave (I/O or memory) and ISA bus 
master (or DMA) sizes differ and the upper (odd) 
byte of data is being accessed. Table 11 shows 
when data swapping Is provided during DMA. Table 
12 shows when data swapping is provided during 
ISA master cycles to 8-bit ISA slaves. 


Table 11. DMA Data Swap 


DMA I/O Device 
Size 

ISA Memory Slave 
Size 

Swap 

I/O 

Comments 

Memory 

8-Bit 

8-Bit 

No 

SD[7:0] 


SD[7:0] 

8-Bit 

16-Bit 

Yes 

SD[7;0] 


SD[7:0] 




SD[7;0] 


SD[15:8] 

16-Bit 

8-Blt 

No 

Not Supported 

16-Bit 

16-Bit 

No 

SD[15;0] 


SD[15:0] 
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The SIO monitors the SBHE# and SAO signals to determine when to swap the data. The SIO ensures that the 
data is placed on the appropriate byte lane. 


Table 12. 16-Bit Master to 8-Bit Slave Data Swap 


SBHE# 

SAO 

SD[15:8l 

SD[7:0] 

Comments 

0 

0 

Odd 

Even 

Word Transfer (data swapping not required) 

0 

1 

Odd 

Even 

Byte Swap('> -2) 

1 

0 

— 

Even 

Byte Transfer (data swapping not required) 

1 

1 

— 

— 

Not Allowed 


NOTES: 

1 . For ISA master read cycles, the SIO swaps the data from the lower byte to the upper byte. 

2. For ISA master write cycles, the SIO swaps the data from the upper byte to the lower byte. 


5.3.6 ISA CLOCK GENERATION 

The SIO generates the ISA system clock (SYSCLK). SYSCLK is a divided down version of the PCICLK (see 
Table 13). The clock divisor value is programmed through the ISA Clock Divisor Register. 


Table 13. SYSCLK Generation from PCICLK 


PCICLK (MHz) 

Divisor (Programmable) 

SYSCLK (MHz) 

25 

3 

8.33 

33 

4 (default) 

8.33 


NOTE: 

For PCI frequencies less than 33 MHz (not including 25 MHz), a clock divisor value must be selected that ensures that the 
ISA Bus frequency does not violate the 6 MHz to 8.33 MHz SYSCLK specification. 


5.3.7 WAIT STATE GENERATION 

The SIO will add wait states to the following cycles, 
if lOCHRDY is sampled active low. Wait states will 
be added as long as lOCHRDY is low. 

• During Refresh and SIO master cycles (not In- 
cluding DMA) to the ISA Bus. 

• During DMA compatible transfers between ISA 
I/O and ISA memory only. 

For ISA master cycles targeted for the SIO’s internal 
registers or PCI memory, the SIO will always extend 
the cycle by driving lOCHRDY low until the transac- 
tion Is complete. 


The SIO will shorten the following cycles, if 
ZEROWS# is sampled active. 

• During SIO master cycles (not including DMA) to 
8-bit and 16-blt ISA memory. 

• During SIO master cycles (not including DMA) to 
8-bit ISA I/O only. 

For ISA master cycles targeted for the SIO’s internal 
registers or PCI memory, the SIO will not assert 
ZEROWS#. 

NOTE: 

If lOCHRDY and ZEROWS# are sampled 
active at the same time, lOCHRDY will take 
precedence and wait-states will be added. 
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5.3.8 I/O RECOVERY 

The I/O recovery mechanism in the SIO is used to 
add additional recovery delay between PCI originat- 
ed 8-bit and 16-bit I/O cycles to the ISA Bus. The 
SIO automatically forces a minimum delay of four 
SYSCLKs between back-to-back 8- and 16-bit I/O 
cycles to the ISA Bus. This delay is measured from 
the rising edge of the I/O command (lOR# or 
low#) to the falling edge of the next BALE. If a 
delay of greater than four SYSCLKs Is required, the 
ISA I/O Recovery Time Register caii be pro- 
grammed to increase the delay In Increments of 
SYSCLKs. No additional delay Is Inserted for back- 
to-back I/O “sub cycles” generated as a result of 
byte assembly or disassembly . 


5.4 DMA Controller 

5.4.1 DMA CONTROLLER OVERVIEW 

The DMA circuitry incorporates the functionality of 
two 82C37 DMA controllers with seven indepen- 
dently programmable channels (Channels 0-3 and 
Channels 5-7). DMA Channel 4 is used to cascade 
the two controllers and will default to cascade mode 
In the DMA Channel Mode (DCM) Register. In addi- 
tion to accepting requests from DMA slaves, the 


DMA controller also responds to requests that are 
initiated by software. Software may initiate a DMA 
service request by setting any bit in the DMA Chan- 
nel Request Register to a 1 . The DMA controller for 
Channels 0-3 is referred to as “DMA-1” and the 
controller for Channels 4-7 Is referred to as 
“DMA-2”. 

Each DMA channel may be programmed for 8- or 
16-blt DMA device size and ISA-compatible, Type 
“A”, Type “B”, or Type “F” transfer timing. Each 
DMA channel defaults to the compatible settings for 
DMA device size: channels [3:0] default to 8-blt, 
count-by-bytes transfers, and channels [7:5] default 
to 1 6-blt, count-by-words (address shifted) transfers. 
The SIO provides the timing control and data size 
translation necessary for the DMA transfer between 
the PCI and the ISA Bus. ISA-compatible Is the de- 
fault transfer timing. 

Full 32-bit addressing is supported as an extension 
of the ISA-compatible specification. Each channel 
includes a 16-blt ISA compatible Current Register 
which holds the 1 6 least-significant bits of the 32-bit 
address, and an ISA compatible Low Page Register 
which contains the eight second most significant 
bits. An additional High Page Register contains the 
eight most significant bits of the 32-blt address. 



Figure 7. Internal DMA Controller 
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The DMA controller also features refresh address 
generation, and auto-initialization following a DMA 
termination. 

The DMA controller receives commands from the 
ISA Bus arbiter to perform either DMA cycles or re- 
fresh cycles. The arbiter determines which requester 
from among the requesting DMA slaves, the PCI 
Bus, and refresh should have the bus. 

The DMA controller is at any time either in master 
mode or slave mode. In master mode, the DMA con- 
troller Is either servicing a DMA slave’s request for 
DMA cycles, or allowing a 16-blt ISA master to use 
the bus via a cascaded DREQ signal. In slave mode, 
the SIO monitors both the ISA Bus and the PCI, de- 
coding and responding to I/O read and write com- 
mands that address Its registers. 

Note that a DMA device (I/O device) is always on 
the ISA Bus, but the memory device Is either on the 
ISA or PCI Bus. If the memory is decoded to be on 
the ISA Bus, then the DMA cycle will run as a com- 
patible cycle. If the memory is decoded to be on the 
PCI Bus, the cycle can run as compatible, “A”, “B”, 
or “F” type. The ISA controller will not drive a valid 
address for type “A”, “B”, and “F” DMA transfers 
on the ISA Bus. 

When the SIO is running a DMA cycle in compatible 
timing mode, the SIO will drive the MEMR# or 
MEMW# strobes if the address Is less than 
16 MBytes (OOOOOOOOh-OOFFFFFFh). These 
memory strobes will be generated regardless of 
whether the cycle is decoded for PCI or ISA mem- 
ory. The SMEMR# and SMEMW# will be gener- 
ated If the address is less than 1 MBytes 
(OOOOOOOOh-OOOFFFFFh). If the address is greater 
than 16 MBytes (OlOOOOOOh-FFFFFFFFh) the 
MEMR# or MEMW# strobe will not be generated in 
order to avoid aliasing problems. For type “A”, “B”, 
and “F” timing mode DMA cycles, the SIO will only 
generate the MEMR# or MEMW# strobe when the 
address is decoded for ISA memory. When this oc- 
curs, the cycle converts to compatible mode timing. 




During DMA cycles, the ISA controller drives AEN 
high to prevent the I/O devices from misinterpreting 
the DMA cycle as a valid I/O cycle. The BALE signal 
Is also driven high during DMA cycles. Also, during 
DMA memory read cycles to the PCI Bus, the SIO 
will return all 1 ’s to the ISA Bus if the PCI cycle is 
either target-aborted or does not respond. 

Further details can be found in the 82C37 data 
sheet. 


5.4.2 DMA TIMINGS 

ISA Compatible timing Is provided for DMA slave de- 
vices. Three additional timings are provided for I/O 
slaves capable of running at faster speeds. These 
timings are referred to as Type “A”, Type “B”, and 
Type “F”. 

5.4.2. 1 Compatible Timing 

Compatible timing runs at 8 SYSCLKs during the re- 
peated portion of a Block or Demand mode transfer. 

5.4.2.2 Type “A” Timing 

Type “A” timing is provided to allow shorter cycles 
to PCI memory. Type “A” timing runs at 6 SYSCLKs 
(720 ns/cycle) during the repeated portion of a block 
or demand mode transfer. This timing assumes an 
8.33 MHz SYSCLK. Type “A” timing varies from 
compatible timing primarily In shortening the memo- 
ry operation to the minimum allowed by system 
memory. The I/O portion of the cycle (data setup on 
write, I/O read access time) is the same as with 
compatible cycles. The actual active command time 
is shorter, but it is expected that the DMA devices 
which provide the data access time or write data 
setup time should not require excess lOR# or 
lOW# command active time. Because of this, most 
ISA DMA devices should be able to use type “A” 
timing. 
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5.4.2.3 Type “B” Timing 

Type “B” timing is provided for 8-/1 6-bit ISA DMA 
devices which can accept faster I/O timing. Type 
“B” only works with PCI memory. Type “B” timing 
runs at 5 SYSCLKs (600 ns/cycle) during the re- 
peated portion of a Block or Demand mode transfer. 
This timing assumes an 8.33 MHz SYSCLK. Type 
“B” timing requires faster DMA slave devices than 
compatible timing In that the cycles are shortened 
so that the data setup time on I/O write cycles is 
shortened and the I/O read access time Is required 
to be faster. Some of the current ISA devices should 
be able to support type “B” timing, but these will 
probably be more recent designs using relatively fast 
technology. 

5.4.2.4 Type “F” Timing 

Type “F” timing provides high performance DMA 
transfer capability. These transfers are mainly for 
fast I/O devices (i.e. IDE devices). Type “F” timing 
runs at 3 SYSCLKs (360 ns/cycle) during the re- 
peated portion of a Block or Demand mode transfer. 


operate In compatible timing mode. This Is to sup- 
port older devices such as the 8272A. The DREQs 
are delayed by eight SYSCLKs prior to being seen 
by the arbiter logic. Software requests will not have 
this minimum request to DACK# latency. 

5.4.3 ISA BUS/DMA ARBITRATION 

The ISA Bus arbiter evaluates requests for the ISA 
Bus coming from several different sources. The 
DMA unit, the refresh counter, and the PCI Bus (pri- 
marily the Host CPU) may all request access to the 
ISA Bus. Additionally, 16-bit ISA masters may re- 
quest the bus through a cascaded DMA channel. 

The SIO ISA arbiter uses a three-way rotating priority 
arbitration method. At each level, the devices which 
are considered equal are given a rotating priority. On 
a fully loaded bus, the order in which the devices are 
granted bus access is independent of the order in 
which they assert a bus request. This Is because 
devices are serviced based on their position in the 
rotation. The arbitration scheme assures that DMA 
channels access the bus with minimal latency. 


5.4.2.S DREQ and DACK# Latency Control 

The SIO DMA arbiter maintains a minimum DREQ to 
DACK# latency on DMA channels programmed to 



Figure 8. ISA Arbiter with DMA in Fixed Priority 
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Figure 9. ISA Arbiter with DMA in Rotating Priority 


5.4.3. 1 Channel Priority 

For priority resolution the DMA consists of two logi- 
cal channel groups: channels 0-3 and channels 
4-7 (see Figure 7). Each group may be in either 
fixed or rotate mode, as determined by the DMA 
Command Register. 

For prioritization purposes, the source of the DMA 
request is transparent. DMA I/O slaves normally as- 
sert their DREQ line to arbitrate for DMA service. 
However, a software request for DMA service can 
be presented through each channel’s DMA Request 


Register. A software request is subject to the same 
prioritization as any hardware request. Please see 
the detailed register description in Section 4.2.4 for 
Request Register programming information. 

Fixed Priority 

The initial fixed priority structure is as follows: 

Table 14. Initial Fixed Priority Structure 
High Priority Low Priority 

(0, 1,2, 3), 5, 6,7 
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The fixed priority ordering is 0, 1, 2, 3, 5, 6, and 7. In 
this scheme, Channel 0 has the highest priority, and 
channel 7 has the lowest priority. Channels [3:0] of 
DMA-1 assume the priority position of Channel 4 
In DMA-2, thus taking priority over channels 5, 6, 
and 7. 

Rotating Priority 

Rotation allows for “fairness” In priority resolution. 
The priority chain rotates so that the last channel 
serviced is assigned the lowest priority In the chan- 
nel group (0-3, 5-7). 


Channels 0-3 rotate as a group of 4. They are al- 
ways placed between Channel 5 and Channel 7 In 
the priority list. 

Channel 5-7 rotate as part of a group of 4. That Is, 
channels (5-7) form the first three positions in the 
rotation, while channel group (0-3) comprises the 
fourth position in the arbitration. 

Table 15 demonstrates rotation priority. 


Table 15. Rotating Priority Example 


Programmed Mode 

Action 

Priority 

High Low 

Group (0-3) is in Rotation Mode 
Group (4-7) Is in Fixed Mode 

1) Initial Setting 

(0, 1.2, 3), 5, 6,7 

2) After Servicing Channel 2 

(3, 0, 1,2), 5, 6,7 

3) After Servicing Channel 3 

(0, 1,2, 3), 5, 6,7 

Group (0-3) is In Rotation Mode 
Group (4-7) Is In Rotation Mode 

1) Initial Setting 

(0, 1,2, 3), 5, 6,7 

2) After Servicing Channel 0 

5, 6, 7, (1,2, 3, 0) 

3) After Servicing Channel 5 

6, 7, (1,2, 3, 0),5 

4) After servicing Channel 6 

7, (1,2, 3, 0), 5,6 

5) After servicing Channel 7 

(1,2, 3, 0), 5, 6,7 


NOTE: 

The first servicing of channel 0 caused double rotation. 
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S.4.3.2 DMA Preemption In Performance Timing 
Modes 

A DMA slave device that is not programmed for 
compatible timing will be preempted from the bus by 
another device that requests use of the bus. This will 
occur, regardless of the priority of the pending re- 
quest. For DMA devices not using compatible timing 
mode, the DMA controller stops the DMA transfer 
and releases the bus within 32 BCLK (4 juls) of a 
preemption. Upon the expiration of the 4 fxs timer, 
the DACK will be inactivated after the current DMA 
cycle has completed. The bus will then be arbitrated 
for and granted to the highest priority requester. This 
feature allows flexibility In programming the DMA for 
long transfer sequences in a performance timing 
mode while guaranteeing that vital system services 
such as refresh are allowed access to the ISA Bus. 

The 4 juLS timer Is not used in compatible timing 
mode. It is only used for DMA channels programmed 
for Type “A”, Type “B”, or Type “F” timing. It is also 
not used for 16-bit ISA masters cascaded through 
the DMA DREQ lines. 

If the DMA channel that was preempted by the 4 juls 
timer was operating in Block Mode, an internal bit 
will be set so that the channel will be arbitrated for 
again, independent of the state of DREQ. 

S.4.3.3. Arbitration during Non-Maskable 
Interrupts 

If a non-maskable Interrupt (NMI) is pending, and the 
CPU is requesting the bus, then the DMA controller 
will be bypassed each time it comes up for rotation. 
This will give the CPU the bus bandwidth it requires 
to process the interrupt as fast as possible. 

S.4.3.4 Programmable Guaranteed Access Time 
Mode (GAT Mode) 

The PCI Arbiter Register contains a bit for configur- 
ing the SIO in “Guaranteed Access Time Mode” 
(GAT Mode). This mode guarantees that the 2.5 juls 
CHRDY time-out specification for ISA masters run- 
ning cycles to PCI will not be exceeded. When an 


ISA master or DMA slave arbitrates for the ISA Bus, 
and the SIO is configured in Guaranteed Access 
Time Mode, the MEMREQ# pin will be asserted by 
the PCI arbiter in order to gain ownership of main 
memory. The arbitration for the PCI and then the 
main memory bus must be completed prior to grant- 
ing the DACK# to the ISA master or DMA slave. A 
MEMACK# signal to the SIO Indicates that the SIO 
now owns main memory and can grant the DACK# 
to the ISA master or DMA slave. A detailed descrip- 
tion Is contained in Section 5.2.3.2. 


5.4.4 REGISTER FUNCTIONALITY 

Please see Section 4.2 for detailed information on 
register programming, bit definitions, and default val- 
ues/functions of the DMA registers after a 
PCIRST#. 

DMA Channel 4 is used to cascade the two DMA 
controllers together and should not be programmed 
for any mode other than cascade. The DMA Chan- 
nel Mode Register for channel 4 will default to cas- 
cade mode. Special attention should also be take 
when programming the Command and Mask Regis- 
ters as related to channel 4. 


5.4.4. 1 Address Compatibility Mode 

Whenever the DMA is operating in address compati- 
bility mode, the addresses do not increment or dec- 
rement through the High and Low Page Registers, 
and the High Page Register Is set to OOh. This Is 
compatible with the 82C37 and Low Page Register 
implementation used in the PC/AT. This mode is set 
when any of the lower three address bytes of a 
channel are programmed. If the upper byte of a 
channel’s address Is programmed last, the channel 
will go into extended address mode. In this mode, 
the high byte may be any value and the address will 
increment or decrement through the entire 32-bit ad- 
dress. 

After PCIRST # is negated, all channels will be set 
to address compatibility mode. The DMA Master 
Clear command will also reset the proper channels 
to address compatibility mode. 
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S.4.4.2 Summary of DMA Transfer Sizes 

Table 16 lists each of the DMA device transfer sizes. 
The column labeled “Current Byte/ Word Count 
Register” indicates that the register contents repre- 
sents either the number of bytes to transfer or the 
number of 16-blt words to transfer. The column 
labeled “Current Address Increment/ Decrement” 
Indicates the number added to or taken from the 
Current Address register after each DMA transfer 
cycle. The DMA Channel Mode Register determines 
If the Current Address Register will be incremented 
or decremented. 


S.4.4.3 Address Shifting when Programmed for 
16-Bit I/O Count by Words 

To maintain compatibility with the implementation of 
the DMA In the PC/AT which used the 82C37, the 
DMA will shift the addresses when the DMA Chan- 
nel Extended Mode Register is programmed for, or 
defaulted to, transfers to/from a 1 6-bit device count- 
by-words. Note that the least significant bit of the 
Low Page Register is dropped in 16-bit shifted 


mode. When programming the Current Address 
Register when the DMA channel is In this mode, the 
Current Address must be programmed to an even 
address with the address value shifted right by one 
bit. The address shifting is shown in Table 17. 

S.4.4.4 Autoinitialize 

By programming a bit In the DMA Channel Mode 
Register, a channel may be set up as an autoinitial- 
ize channel. During Autoinitialize initialization, the 
original values of the Current Page, Current Address 
and Current Byte/Word Count Registers are auto- 
matically restored from the Base Page, Address, and 
Byte/Word Count Registers of that channel follow- 
ing TC. The Base Registers are loaded simulta- 
neously with the Current Registers by the microproc- 
essor and remain unchanged throughout the DMA 
service. The mask bit is not set when the channel Is 
In autoinitialize. Following Autoinitialize, the channel 
is ready to perform another DMA service, without 
CPU intervention, as soon as a valid DREQ is 
detected. 


Table 16. DMA Transfer Size 


DMA Device Date Size and Word Count 

Current Byte/Word 

Current Address 

Count Register 

Increment/Decrement 

8-Blt I/O, Count by Bytes 

Bytes 

1 

16-Blt I/O, Count by Words (Address Shifted) 

Words 

1 

16-Blt I/O, Count by Bytes 

Bytes 

2 


Table 17. Address Shifting in 16-Bit I/O DMA Transfers 


Output Address 

8-Bit I/O Programmed 
Address 

16-Bit I/O Programmed 
Address (Shifted) 

16-Bit I/O Programmed 
Address (No Shift) 

AO 

AO 

0 

AO 

A[16:1] 

A[16:1] 

A[15;0l 

A[16;1] 

A[31;17] 

A[31;17] 

A[31;17] 

A[31;17] 


NOTE: 

The least significant bit of the Low Page Register is dropped in 16 -bit shifted mode. 
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5.4.5 SOFTWARE COMMANDS 

There are three additional special software com- 
mands which can be executed by the DMA control- 
ler. The three software commands are: 

1 . Clear Byte Pointer Flip-Flop 

2. Master Clear 

3. Clear Mask Register 

They do not depend on any specific bit pattern on 
the data bus. 


5.4.5. 1 Clear Byte Pointer Flip-Flop 

This command is executed prior to writing or reading 
new address or word count information to/from the 
DMA controller. This initializes the flip-flop to a 
known state so that subsequent accesses to regis- 
ter contents by the microprocessor will address up- 
per and lower bytes in the correct sequence. 

When the Host CPU is reading or writing DMA regis- 
ters, two Byte Pointer Flip-Flops are used; one for 
channels 0-3 and one for channels 4-7. Both of 
these act independently. There are separate soft- 
ware commands for clearing each of them (OCh for 
channels 0-3, 0D8h for channels 4-7). 

5.4.5.2 DMA Master Clear 

This software instruction has the same effect as the 
hardware reset. The Command, Status, Request, 
and Internal First/ Last Flip-Flop Registers are 
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cleared and the Mask Register is set. The DMA con- 
troller will enter the idle cycle. 

There are two Independent master clear commands, 
ODh which acts on channels 0-3, and ODAh which 
acts on channels 4-7. 

5.4.5.S Clear Mask Register 

This command clears the mask bits of all four chan- 
nels, enabling them to accept DMA requests. I/O 
port OOEh is used for channels 0-3 and I/O port 
ODCh is used for channels 4-7. 


5.4.6 TERMINAL COUNT/EOP SUMMARY 

This is a summary of the events that will happen as 
a result of a terminal count or external EOP when 
running DMA in various modes. (See Table 18.) 

5.4.7 ISA REFRESH CYCLES 

Refresh cycles are generated by two sources: the 
refresh controller inside the SIO component or by 
ISA bus masters other than the SIO. The ISA bus 
controller will enable the address lines SA[15:0] so 
that when MEMR# goes active, the entire ISA sys- 
tem memory is refreshed at one time. Memory 
slaves on the ISA Bus must not drive any data onto 
the data bus during the refresh cycle. 

Counter 1 in the timer register set should be pro- 
grammed to provide a request for refresh about ev- 
ery 15 JILS. 


Table 18. Terminal Count/EOP Summary Table 


Conditions 

AUTOiNIT 

— 

No 

Yes 

Event 

Word Counter Expired 

Yes 

X 

Yes 

X 

EOP Input 

X 

Asserted 

X 

Asserted 

Result 

Status TC 

set 

set 

set 

set 

Mask 

set 

set 

— ' 

— 

SW Request 

cIr 

cir 

cir 

cir 

Current Register 

— 


load 

load 


NOTES: 

load = load current from base 
— = no change 

X = don’t care 
cir = clear 
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5.4.8 SCATTER/GATHER DESCRIPTION 

Scatter/Gather (S/G) provides the capability of 
transferring multiple buffers between memory and 
I/O without CPU intervention. In Scatter/Gather, the 
DMA can read the memory address and word count 
from an array of buffer descriptors, located in sys- 
tem memory (ISA or PCI), called the Scatter/Gather 
Descriptor (SGD) Table. This allows the DMA con- 
troller to sustain DMA transfers until all of the buffers 
In the SGD Table are transferred. 

The S/G Command and Status Registers are used 
to control the operational aspect of S/G transfers. 
The SGD Table Pointer Register holds the address 
of the next buffer descriptor In the SGD Table. 

The next buffer descriptor is fetched from the SGD 
Table by a DMA read transfer. DACK# will not be 
asserted for this transfer because the 10 device Is 
the SIO itself. The SIO will fetch the next buffer de- 
scriptor from either PCI memory or ISA memory, de- 
pending on where the SGD Table is located. If the 
SGD table Is located in PCI memory, the memory 
read will use the line buffer to temporarily store the 
PCI read before loading It Into the DMA S/G regis- 
ters. The line buffer mode (8 byte or single transac- 
tion) for the S/G fetch operation will be the same as 
what is set for all DMA operations. If set In 8 byte 
mode, the SGD Table fetches will be PCI burst 
memory reads. The SGD Table PCI cycle fetches 
are subject to all types of PCI cycle termination (re- 
try, disconnect, target-abort, master-abort). The 
fetched SGD Table data is subject to normal line 
buffer coherency management and invalidation. 
EOP will be asserted at the end of the complete link 
transfer. 


int^. 

To initiate a typical DMA Scatter/Gather transfer be- 
tween memory and an I/O device, the following 
steps are required: 

1 . Software prepares a SGD Table in system memo- 
ry. Each SGD Is 8 bytes long and consists of an 
address pointer to the starting address and the 
transfer count of the memory buffer to be trans- 
ferred. In any given SGD Table, two consecutive 
SGDs are offset by 8 bytes and are aligned on a 
4-byte boundary. 

Each Scatter/Gather Descriptor for the linked list 
contains the following Information: 

a. Memory Address (buffer start) 4 bytes 

b. Transfer Size (buffer size) 2 bytes 

c. End of Link List 1 bit ( MSB) 

2. Initialize the DMA Channel Mode and DMA Chan- 
nel Extended Mode Registers with transfer specif- 
ic information like 8-/1 6-bit I/O device. Transfer 
Mode, Transfer Type, etc. 

3. Software provides the starting address of the 
SGD Table by loading the SGD Table Pointer 
Register. 

4. Engage the Scatter/Gather function by writing a 
Start command to the S/G Command Register. 

5. The Mask register should be cleared as the last 
step of programming the DMA register set. This Is 
to prevent the DMA from starting a transfer with a 
partially loaded command description. 

6. Once the register set is loaded and the channel is 
' unmasked, the DMA will generate an internal re- 
quest to fetch the first buffer from the SGD Table. 



byte 3 

byte 2 

byte 1 byte 0 

Address 

Dword 0 



Memory Address 

XXXOh 

XXX3h 

Dword 1 

EOL 

RSVD 

RSVD 

Transfer Size 

XXX4h 

XXX7h 


290473-49 


Figure 10. SGD Format 
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After the above steps are finished, the DMA will then 
respond to DREQ or software requests. The first 
transfer from the first buffer moves the memory ad- 
dress and word count from the Base register set to 
the Current register set. As long as S/G is active 
and the Base register set is not loaded and the last 
buffer has not been fetched, the channel will gener- 
ate a request to fetch a reserve buffer into the Base 
register set. The reserve buffer is loaded to minimize 
latency problems going from one buffer to another. 
Fetching a reserve buffer has a lower priority than 
completing DMA transfers for the channel. 

The DMA controller will terminate a Scatter/ Gather 
cycle by detecting an End of List (EOL) bit in the 
SGD Table. After the EOL bit Is detected, the chan- 
nel transfers the buffers in the Base and Current reg- 
ister sets, if they are loaded. At terminal count the 
channel asserts EOF or IRQ13, depending on Its 
programming and set the terminate bit in the S/G 
Status Register. If the channel asserted IRQ13, then 
the appropriate bit is set in the S/G Interrupt Status 
Register. The active bit in the S/G Status Register 
will be reset and the channel’s Mask bit will be set. 


5.5 Address Decoding 

The SIO contains two address decoders; one to de- 
code PCI master cycles and one to decode DMA/ 
ISA master cycles. Two decoders are required to 
support the PCI and ISA Buses running concurrently. 
The PCI address decoder decodes the address from 
the multiplexed PCI address/data bus. The DMA/ 
ISA master address decoder decodes the address 
from the ISA address bus for DMA and ISA master 
cycles. The address decoders determine how the 
cycle is handled. 

5.5.1 PCI ADDRESS DECODER 

PCI address decoding Is always a function of 
AD[31:2]. The information contained in the two low 
order bits (AD[1 :0]) varies for memory, I/O, and con- 
figuration cycles. 
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For I/O cycles, AD[31:0] are all decoded to provide 
a byte address. The byte enables determine which 
byte lanes contain valid data. The SIO requires that 
PCI accesses to byte-wide Internal registers must 
assert only one byte enable. 

For memory cycles, accesses are decoded as 
Dword accesses. This means that AD[1:0] are ig- 
nored for decoding memory cycles. The byte en- 
ables are used only to determine which byte lanes 
contain valid data. 

For configuration cycles, DEVSEL# is a function of 
IDSEL# and AD[1;0]. DEVSEL# Is generated only 
when AD[1:0] are both zero. If either AD[1:0] are 
non-zero, the cycle is ignored by the SIO. Individual 
bytes of a configuration register can be accessed 
with the byte enables. A particular configuration reg- 
ister Is selected using AD [7:2]. Again, the byte en- 
ables determine which byte lanes contain valid data. 

All PCI cycles decoded In one of the following ways 
result in the SIO generating DEVSEL#. The PCI 
master cycle decoder decodes the following ad- 
dresses based on the settings of the relevant config- 
uration registers: 

SIO I/O Addresses: Positively decodes I/O ad- 
dresses for registers contained within the SIO (ex- 
ceptions: 60h, 92h, 3F2h, 372h, and FOh). 

BIOS Memory Space: Positively decodes BIOS 
memory space. 

MEMOS# Address Decoding: Decodes memory 
addresses that reside on the other side of the Host 
bridge and generates the MEMOS# signal. (SIO 
does not generate DEVSEL# In this case). The ad- 
dress range(s) used for this decoding is selected via 
the MEMCSCON, MEMCSBOH, MEMCSTOH, 
MEMCSTOM, MAR1, MAR2, and MAR3 Registers 
(see Section 4.1). 

Subtractively Decoding Cycles to ISA: Subtrac- 
tlvely decodes cycles to the ISA Bus. Accesses to 
registers 60h, 92h, 3F2h, 372h, and FOh are also 
subtractively decoded to the ISA Bus. 
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One of the PCI requirements Is that, upon power-up, 
PCI agents do not respond to any address. Typically, 
the only access to a PCI agent is through the IDSEL 
configuration mechanism until it is enabled through 
configuration. The SIO is an exception to this, since 
It controls access to the BIOS boot code. All ad- 
dresses decoded by the PCI address decoder, that 
are enabled after chip reset, are accessible Immedi- 
ately after power-up. 

5.5.1.1 SIO I/O Addresses 

These addresses are the internal, non-configuration 
SIO register locations and are shown in the SIO Ad- 
dress Decoding Table, Table 19. These addresses 
are fixed. Note that the Configuration Registers, list- 
ed in Table 3, are accessed with PCI configuration 
cycles as described in Section 5. 1.2.5 

In general, PCI accesses to the internal SIO regis- 
ters will not be broadcast to the ISA Bus. However, 
PCI accesses to addresses 70h, 60h, 92h, 3F2h, 
372h, and FOh are exceptions. Read and write ac- 
cesses to these SIO locations are broadcast onto 
the ISA Bus. PCI master accesses to SIO registers 
will be retried if the ISA Bus is owned by an ISA 
master or the DMA controller. All of the registers are 
8 bit registers. Accesses to these registers must be 
8 bit accesses. Target-abort Is issued by the SIO 
when the internal SIO non-configuration registers 
are the target of a PCI master I/O cycle and more 
than one byte enable is active. Refer to Table 19 for 
the SIO Address Decoding Map. 

Accesses to the BIOS Timer Register (78h-7Bh) are 
broadcast to the ISA bus only If this register Is dis- 
abled. If this register Is enabled, the cycle Is not 
broadcast to the ISA bus. 

The address decoding logic Includes the read/write 
cycle type. For example, read cycles to write only 
registers are not positively decoded and get forward- 
ed to the l$A bus via subtractive decoding. 
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Table 19. SIO Address Decoding 


Address 

Address 

Type 

Name 

Block 

FEDC 

BA98 

7654 

3210 

OOOOh 

0000 

0000 

OOOx 

0000 

r/w 

DMA1 CHO Base and Current Address 

DMA 

0001 h 

0000 

0000 

OOOx 

0001 

r/w 

DMA1 CHO Base and Current Count 

DMA 

0002h 

0000 

0000 

OOOx 

0010 

r/w 

DMA1 CHI Base and Current Address 

DMA 

0003h 

0000 

0000 

OOOx 

0011 

r/w 

DMA1 CHI Base and Current Count 

DMA 

0004h 

0000 

0000 

OOOx 

0100 

r/w 

DMA1 CH2 Base and Current Address 

DMA 

0005h 

0000 

0000 

OOOx 

0101 

r/w 

DMA1 CH2 Base and Current Count 

DMA 

0006h 

0000 

0000 

OOOx 

0110 

r/w 

DMA1 CH3 Base and Current Address 

DMA 

0007h 

0000 

0000 

OOOx 

0111 

r/w 

DMA1 CH3 Base and Current Count 

DMA 

0008h 

0000 

0000 

OOOx 

1000 

r/w 

DMA1 Status(r) Command(w) Register 

DMA 

0009h 

0000 

0000 

OOOx 

1001 

wo 

DMA1 Write Request Register 

DMA 

OOOAh 

0000 

0000 

OOOx 

1010 

wo 

DMA1 Write Single Mask Bit 

DMA 

OOOBh 

0000 

0000 

OOOx 

1011 

wo 

DMA1 Write Mode Register 

DMA 

OOOCh 

0000 

0000 

OOOx 

1100 

wo 

DMA1 Clear Byte Pointer 

DMA 

OOODh 

0000 

0000 

OOOx 

1101 

wo 

DMA1 Master Clear 

DMA 

OOOEh 

0000 

0000 

OOOx 

1110 

wo 

DMA1 Clear Mask Register 

DMA 

OOOFh 

0000 

0000 

OOOx 

1111 

r/w 

DMA1 Read/Write All Mask Register Bits 

DMA 

0020h 

0000 

0000 

OOlx 

xxOO 

r/w 

INT 1 Control Register 

PIC 

0021 h 

0000 

0000 

001 X 

xxOI 

r/w 

INT 1 Mask Register 

PIC 

0040h 

0000 

0000 

01 Ox 

0000 

r/w 

Timer Counter 1 — Counter 0 Count 

TC 

0041 h 

0000 

0000 

01 Ox 

0001 

r/w 

Timer Counter 1 — Counter 1 Count 

TC 

0042h 

0000 

0000 

01 Ox 

0010 

r/w 

Timer Counter 1 — Counter 2 Count 

TC 

0043h 

0000 

0000 

01 Ox 

0011 

wo 

Timer Counter 1 Command Mode Register 

TC 

ooeoh 

0000 

0000 

0110 

0000 

ro 

Reset UBus IRQ12 

Control 

0061 h 

0000 

0000 

0110 

Oxxl 

r/w 

NMI Status and Control 

Control 

0070h 

0000 

0000 

0111 

OxxO 

wo 

CMOS RAM Address and NMI Mask 
Register 

Control 

0078h(i) 

0000 

0000 

0111 

lOxx 

r/w 

BIOS Timer 

TC 
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Table 19. SIO Address Decoding (Continued) 


Address 

Address 

Type 

Name 

Block 

FEDC 

BA98 

7654 

3210 

0080h 

0000 

0000 

lOOx 

0000 

r/w 

DMA Page Register (Reserved) 

DMA 

0081 h 

0000 

0000 

lOOx 

0001 

r/w 

DMA Channel 2 Page Register 

DMA 

0082h 

0000 

0000 

1000 

0010 

r/w 

DMA Channel 3 Page Register 

DMA 

0083h 

0000 

0000 

lOOx 

0011 

r/w 

DMA Channel 1 Page Register 

DMA 

0084h 

0000 

0000 

lOOx 

0100 

r/w 

DMA Page Register (Reserved) 

DMA 

0085h 

0000 

0000 

lOOx 

0101 

r/w 

DMA Page Register (Reserved) 

DMA 

0086h 

0000 

0000 

lOOx 

0110 

r/w 

DMA Page Register (Reserved) 

DMA 

0087h 

0000 

0000 

lOOx 

0111 

r/w 

DMA Channel 0 Page Register 

DMA 

0088h 

0000 

0000 

lOOx 

0100 

r/w 

DMA Page Register (Reserved) 

DMA 

0089h 

0000 

0000 

lOOx 

1001 

r/w 

DMA Channel 6 Page Register 

DMA 

008Ah 

0000 

0000 

lOOx 

1010 

r/w 

DMA Channel 7 Page Register 

DMA 

008Bh 

0000 

0000 

lOOx 

1011 

r/w 

DMA Channel 5 Page Register 

DMA 

008Ch 

0000 

0000 

lOOx 

1100 

r/w 

DMA Page Register (Reserved) 

DMA 

008Dh 

0000 

0000 

lOOx 

1101 

r/w 

DMA Page Register (Reserved) 

DMA 

008Eh 

0000 

0000 

lOOx 

1110 

r/w 

DMA Page Register (Reserved) 

DMA 

008Fh 

0000 

0000 

lOOx 

1111 

r/w 

DMA Low Page Register Refresh 

DMA 

0090h 

0000 

0000 

lOOx 

0000 

r/w 

DMA Page Register (Reserved) 

DMA 

0092h 

0000 

0000 

1001 

0010 

r/w 

System Control Port 

Control 

0094h 

0000 

0000 

lOOx 

0100 

r/w 

DMA Page Register (Reserved) 

DMA 

0095h 

0000 

0000 

lOOx 

0101 

r/w 

DMA Page Register (Reserved) 

DMA 

0096h 

0000 

0000 

lOOx 

0110 

r/w 

DMA Page Register (Reserved) 

DMA 

0098h 

0000 

0000 

lOOx 

1000 

r/w 

DMA Page Register (Reserved) 

DMA 

009Ch 

0000 

0000 

lOOx 

1100 

r/w 

DMA Page Register (Reserved) 

DMA 

009Dh 

0000 

0000 

lOOx 

1101 

r/w 

DMA Page Register (Reserved) 

DMA 

009Eh 

0000 

0000 

lOOx 

1110 

r/w 

DMA Page Register (Reserved) 

DMA 

009Fh 

0000 

0000 

lOOx 

1111 

r/w 

DMA low page Register Refresh 

DMA 

OOAOh 

0000 

0000 

lOIx 

xxOO 

r/w 

INT 2 Control Register 

PIC 

OOAIh 

0000 

0000 : 

lOIx 

1 

xxOI 

r/w 

INT 2 Mask Register 

PIC 

00B2h 

0000 

0000 

1011 

0010 

r/w 

Advanced Power Management Control Port 

PM 

00B3h 

0000 

0000 

1011 

0011 

r/w 

Advanced Power Management Status Port 

PM 

OOCOh 

0000 

0000 

1100 

OOOx 

r/w 

DMA2 CHO Base and Current Address 

DMA 
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Table 19. SIO Address Decoding (Continued) 


Address 

Address 

Type 

Name 

Block 

FEDC 

BA98 

7654 

3210 

00C2h 

0000 

0000 

1100 

OOlx 

r/w 

DMA2 CHO Base and Current Count 

DMA 

00C4h 

0000 

0000 

1100 

01 Ox 

r/w 

DMA2 CHI Base and Current Address 

DMA 

00C6h 

0000 

0000 

1100 

011x 

r/w 

DMA2 CHI Base and Current Count 

DMA 

00C8h 

0000 

0000 

1100 

lOOx 

r/w 

DMA2 CH2 Base and Current Address 

DMA 

OOCAh 

0000 

0000 

1100 

lOIx 

r/w 

DMA2 CH2 Base and Current Count 

DMA 

OOCCh 

0000 

0000 

1100 

IlOx 

r/w 

DMA2 CH3 Base and Current Address 

DMA 

OOCEh 

0000 

0000 

1100 

111x 

r/w 

DMA2 CH3 Base and Current Count 

DMA 

OODOh 

0000 

0000 

1101 

OOOx 

r/w 

DMA2 Status(r) Command(w) Register 

DMA 

00D2h 

0000 

0000 

1101 

OOlx 

wo 

DMA2 Write Request Register 

DMA 

00D4h 

0000 

0000 

1101 

01 Ox 

wo 

DMA2 Write Single Mask Bit 

DMA 

00D6h 

0000 

0000 

1101 

Ollx 

wo 

DMA2 Write Mode Register 

DMA 

00D8h 

0000 

0000 

1101 

lOOx 

wo 

DMA2 Clear Byte Pointer 

DMA 

OODAh 

0000 

0000 

1101 

lOIx 

wo 

DMA2 Master Clear 

DMA 

OODCh 

0000 

0000 

1101 

IlOx 

wo 

DMA2 Clear Mask Register 

DMA 

OODEh 

0000 

0000 

1101 

111x 

r/w 

DMA2 Read/Write All Mask Register Bits 

DMA 

OOFOh 

0000 

0000 

1111 

0000 

wo 

Coprocessor Error 

Control 

0372h 

0000 

0011 

0111 

0010 

wo 

Secondary Floppy Disk Digital Output Reg. 

Control 

03F2h 

0000 

0011 

1111 

0001 

wo 

Primary Floppy Disk Digital Output Reg. 

Control 

040Ah 

0000 

0100 

0000 

1010 

ro 

Scatter/Gather Interrupt Status Register 

DMA 

040Bh 

0000 

0100 

0000 

1011 

wo 

DMA1 Extended Mode register 

DMA 

0410h(l) 

0000 

0100 

0001 

0000 

wo 

CHO Scatter/ Gather Command 

DMA 

0411h(i) 

0000 

0100 

0001 

0001 

wo 

CHI Scatter/Gather Command 

DMA 

0412h(i) 

0000 

0100 

0001 

0010 

wo 

CH2 Scatter/Gather Command 

DMA 

0413h(i) 

0000 

0100 

0001 

0011 

wo 

CH3 Scatter/ Gather Command 

DMA 

0415h(l) 

0000 

0100 

0001 

0101 

wo 

CHS Scatter/Gather Command 

DMA 

0416h(l) 

0000 

0100 

0001 

0110 

wo 

CH6 Scatter/Gather Command 

DMA 

0417h(l) 

0000 

0100 

0001 

0111 

wo 

CH7 Scatter/Gather Command 

DMA 

0418h(l) 

0000 

0100 

0001 

1000 

ro 

CHO Scatter/Gather Status 

DMA 

0419h(i) 

0000 

0100 

0001 

1001 

ro 

CHI Scatter/Gather Status 

DMA 

041Ah(i) 

0000 

0100 

0001 

1010 

ro 

CH2 Scatter/Gather Status 

DMA 

041Bh(l) 

0000 

0100 

0001 

1011 

ro 

CH3 Scatter/Gather Status 

DMA 
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Table 19. SIO Address Decoding (Continued) 


Address 

Address 

Type 

Name 

Block 

FEDC 

BA98 

7654 

3210 

041 Dhd) 

0000 

0100 

0001 

1101 

ro 

CHS Scatter/Gather Status 

DMA 

041 Ehd) 

0000 

0100 

0001 

1110 

ro 

CH6 Scatter/Gather Status 

DMA 

04iFh(l) 

0000 

0100 

0001 

1111 

ro 

CH7 Scatter/Gather Status 

DMA 

0420h(l) 

0000 

0100 

0010 

OOxx 

r/w 

CHO Scatter/Gather Descriptor Table Pointer 

DMA 

0424h(l) 

0000 

0100 

0010 

01 XX 

r/w 

CHI Scatter/Gather Descriptor Table Pointer 

DMA 

0428h(1) 

0000 

0100 

0010 

lOxx 

r/w 

CH2 Scatter/Gather Descriptor Table Pointer 

DMA 

042Ch(l) 

0000 

0100 

0010 

llxx 

r/w 

CH3 Scatter/Gather Descriptor Table Pointer 

DMA 

0434h(l) 

0000 

0100 

0011 

01 XX 

r/w 

CHS Scatter/ Gather Descriptor Table Pointer 

DMA 

0438h(l) 

0000 

0100 

0011 

lOxx 

r/w 

CH6 Scatter/Gather Descriptor Table Pointer 

DMA 

043Ch(l) 

0000 

0100 

0011 

llxx 

r/w 

CH7 Scatter/ Gather Descriptor Table Pointer 

DMA 

0481 h 

0000 

0100 

1000 

0001 

r/w 

DMA CH2 High Page Register 

DMA 

0482h 

0000 

0100 

1000 

0010 

r/w 

DMA CH3 High Page Register 

DMA 

0483h 

0000 

0100 

1000 

0011 

r/w 

DMA CHI High Page Register 

DMA 

0487h 

0000 

0100 

1000 

0111 

r/w 

DMA CHO High Page Register 

DMA 

0489h 

0000 

0100 

1000 

1001 

r/w 

DMA CH6 High Page Register 

DMA 

048Ah 

0000 

0100 

1000 

1010 

r/w 

DMA CH7 High Page Register 

DMA 

048Bh 

0000 

0100 

1000 

1011 

r/w 

DMA CHS High Page Register 

DMA 

04D0 

0000 

0100 

1101 

0000 

r/w 

INT CNTRL-1 Edge Level Control Register 

Control 

04D1 

0000 

0100 

1101 

0001 

r/w 

INT CNTRL-2 Edge Level Control Register 

Control 

04D6h 

0000 

0100 

1101 

0010 

wo 

DMA2 Extended Mode Register 

DMA 


NOTE: 

1 . The I/O address of this register is relocatable. The value shown In this table is the default address location. 
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5.5. 1.2 BIOS Memory Space 

The 128 Kb BIOS memory space is located at 
OOOEOOOOh to OOOFFFFFh (top of 1 Mb), and is ali- 
ased at FFFEOOOOh to FFFFFFFFh (top of 4 Gb) 
and FFEEOOOOh to FFEFFFFFh (top of 4 Gb-1 Mb). 
The aliased regions account for the CPU reset vec- 
tor and the uncertainty of the state of A20GATE 
when a software reset occurs. This 1 28 Kb block is 
split into two 64 Kb blocks. The top 64 Kb is always 
enabled while the bottom 64 Kb can be enabled or 
disabled (the aliases automatically match). Enabling 
the lower 64 Kb BIOS space (OOOEOOOOh to 
OOOEFFFFh, 896 Kb-960 Kb) results in positively de- 
coding this region and enables the BIOSCS# signal 
generation. The upper 64 Kb Is positively decoded 
only if bit 6 = 1 in the ISA Clock Divisor Register. 
Otherwise this region is subtractively decoded. Posi- 
tively decoding these cycles expedites BIOS cycles 
to the ISA Bus. Note that both of these regions are 
subtractively decoded If bit 4 in the MEMOS# Con- 
trol Register is set to a 1 . 

When PCI master accesses to the 128 Kb BIOS 
space at 4 Gb-1 Mb are forwarded to the ISA Bus, 
the LA20 line is driven to a 1 to avoid aliasing at the 
15 Mb area. The 4 Gb-1 Mb BIOS decode area ac- 
counts for the condition when A20M# is asserted 
and an ALT-CTRL-DEL reset is generated. The 
CPU’s reset vector will access 4 Gb-1 Mb. When this 
gets forwarded to ISA, AD [32:24] are truncated and 


the access is aliased to 16 Mb-1 Mb = 15 Mb 
space. If ISA memory is present at 1 5 Mb, there will 
be contention. Forcing LA20 high aliases this region 
to 1 6 Mb. The alias here is permissible since this is 
the 80286 reset vector location. 

In addition to the normal 128 Kb BIOS space, the 
SIO supports an additional 384 Kb BIOS space. The 
SIO can support a total of 512 Kb BIOS space. The 
additional 384 Kb region can only be accessed by 
PCI masters and resides at FFF80000h to 
FFFDFFFFh. When enabled via the UBCSA Regis- 
ter, memory accesses within this region will be posi- 
tively decoded, forwarded to the ISA Bus, and en- 
coded BIOSCS# will be generated. When forwarded 
to the ISA Bus, the PCI AD[23:20] signals will be 
propagated to the ISA LA[23:20] lines as all 1’s 
which will result in aliasing this 512 Kb region at the 
top of the 16 Mb space. To avoid contention, ISA 
add-in memory must not be present in this space. 

All PCI cycles positively decoded in the enabled 
BIOS space will be broadcast to the ISA Bus. Since 
the BIOS device Is 8 or 16 bits wide and typically has 
very long access times, PCI burst reads from the 
BIOS space will Invoke “disconnect target termina- 
tion” semantics after the first data transaction in or- 
der to meet the PCI incremental latency guidelines. 

The following tables and diagrams describe the op- 
eration of the SIO in response to PCI BIOS space 
accesses. 
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4GB 

4GB-64KB 

4GB>128KB 

4GB-512KB 


4GB-1MB 

4GB-(1MB-64KB) 

4GB-0MB-128KB) 


TOP 64KB 

AAA 

LOW 64KB 

BBB 

ENLARGED BIOS 

384KB 

CCC 


TOP 64KB 

AA 

LOW 64KE 

BB 


16MB 

16MB-64KB 

16MB-128KB 

16MB-512KB 

1MB 

1MB-64KB 

1MB-128KB 


TOP 64KB 

a 

LOW 64KB 

b 

384KB 

c 



TOP 64KB 

A 

LOW 64KB 

B 



FFFFFFFFh 

FFFFOOOOh 

FFFEFFFFh 

FFFEOOOOh 

FFFDFFFFh 


FFF80000h 


FFEFFFFFh 

FFEFOOOOh 

FFEEFFFFh 

FFEEOOOOh 


OOFFFFFFh’ 

OOFFOOOOh 

OOFEFFFFh 

OOFEOOOOh 

OOFDFFFFh 


00F80000h. 


OOOFFFFFh 

OOOFOOOOh 

OOOEFFFFh 

OOOEOOOOh 


BIOS is not directly accessible at these 
address locations. This space is 
reserved on the ISA bus since the ISA 
bus will see these addresses when a 
PCI bus master reqpests BIOS accesses 
at areas AAA, BBB, CCC, AA, or BB. 


□ 


ACCESSES TO THESE REGIONS 
MAY RESULT IN ENCODED BIOSCS# 


Figure 12. BIOS Space Decode Map 

The BIOS space decode map, Figure 12, shows the possible BIOS spaces and the aliases throughout the 
memory space. The various regions are designated with code letters; “a’s” for the top 64 Kb, “b’s” for the low 
64 Kb, and “c’s” for the enlarged space. 
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Table 20 indicates the SIO’s response to PCI BIOS space accesses based on Its configuration state. 


Table 20. PCI Master BIOS Space Decoding 


Master 

Region 

Top 64 Kb 
BIOS 
Positive 
Decode 
Enabledd) 

Low 64 Kb 
BIOS 

Enabled(2) 

Enlarged 

BIOS 

EnabledO) 

Encoded 

BIOSes# 

Generated 

LA20 

Positive 

PCI 

Decode 

Subtractive 

PCI 

Decode 

PCI 

A 

0 

X 

X 

Yes 

Pass (0) 

No 

Yes 

PCI 

A 

1 

X 

X 

Yes 

Pass (0) 

Yes(5) 

No(5) 

PCI 

B 

X 

0 

X 

o 

z 

Pass (0) 

No 

Yes 

PCI 

B 

X 

1 

X 

Yes 

Pass (0) 

Yes(5) 

No(5) 

PCI 

a 

1 

X 

X 

No 

Pass (1) 

No 

Yes 

PCI 

b 

X 

0 

X 

No 

Pass (1) 

No 

Yes 

PCI 

c 

X 

X 

0 

No 

Pass (1) 

No 

Yes 

PCI 


0 

X 

X 

Yes 

1 

No 

Yes(4) 

PCI 

AA 

1 

X 

X 

Yes 

1 

Yes(4.5) 

No(5) 


BB 

X 

0 

X 

No 

X 

No 

No 


BB 

X 

1 

X 

Yes 

1 

Yes(4.5) 

No(5) 


QQH 

0 

X 

X 

Yes 

Pass (1) 

No 

Yes(4) 

PCI 


1 

X 

X 

Yes 

Pass(1) 

Yes(A5) 

No(5) 

1^91 


X 

0 

X 

No 

X 

No 

No 

l^jH 

BBB 

X 

1 

X 

Yes 

Pass (1) 

Yes(4.5) 

No(5) 

PCI 

CCC 

X 

X 

0 

No 

X 

No 

No 

PCI 

CCC 

X 

X 

1 

Yes 

Pass (1) 

Yes(4) 

No 


NOTES: 

1. The column labeled “Top 64 Kb BIOS Positive Decode Enable” shows the value of the ISA Clock Register bit 6. This bit 
determines the decoding for memory regions A, AA, and AAA (1 = positive, 0 = negative decoding). 

Note that if bit 4 in the MEMOS# Control Register is set to a 1 (Global MEMOS# decode enabled), the positive 
decoding function enabled by having ISA Clock Register bit 6 = 1 is ignored. Subtractive decoding is provided, instead. 

2. The column labeled “Low 64 Kb BIOS Enable” shows the value of the Utility Bus Chip Select Enable A Bit 6. This bit 

determines whether memory regions B, BB, and BBB are enabled (bit = 1 ) or disabled (bit = 0). 

3. The column labeled “Enlarged BIOS Enabled” shows the value of the Utility Bus Chip Select Enable A Bit 7. This bit 

determines whether memory region CCC is enabled (bit = 1) or disabled (bit = 0). 

4. ISA memory is not allowed to be enabled at the corresponding aliased areas or contention will result. 

5. When bit 4 in the MEMCS# Control Register is set to a 1 (Global MEMCS# decode enabled), positive decoding for 
these areas will be disabled. The SIO will only provide subtractive decoding in this case. 


I 
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5.5. 1.3 MEMOS# Decoding 

For MEMOS# decoding, the SIO decodes sixteen 
ranges. Fourteen of these ranges can be enabled or 
disabled Independently for both read and write cy- 
cles. The fifteenth range (0 KB-512 KB) and six- 
teenth range (programmable from 1 MB up to 
512 MB In 2 MB increments) can be enabled or dis- 
abled only. Addresses within these enabled regions 
generate a MEMOS# signal that can be used by the 
host bridge to know when to forward POI cycles to 
main memory. A seventeenth range Is available that 
can be used to Identify a “memory hole”. Addresses 
within this hole will not generate a MEMOS#. The 
address regions are summarized: 

• 0 KB to 512 KB Memory (can only be disabled If 
MEMOS# is completely disabled) 


Table 21. MEMOS# Decoding Register Summary 


MAR Registers 

Attribute 

Memory Segments 

Comments 

MCSCON[4] = 0 

Disable 

Disable MEMOS# Function 

Enable/Disable MEMOS# Function 

MCSCON[4] = 1 

Enable 

Enable MEMOS# Function 

When Enabled, 0 KB to 512 KB Range 
Is also Automatically Enabled (RE/WE) 

MCSTOH/ 

MCSBOH 

MEMOS# Hole 

lOOOOOh-OFFFFFFh 

1 MB to 16 MB Hole in MEMOS# Region 

MCSTOM 

MEMOS# Top 

200000h-1FFFFFFFh 

2 MB to 512 MB Top of MEMOS# Region 

MCSCON[1:0] 

[0] = RE[1] = WE 

080000h-09FFFFh 

512 KB to 640 KB R/W Enable 

MCSCON[3:2] 

[2] = RE [3] = WE 

OFOOOOh-OFFFFFh 

BIOS Area R/W Enable 

MARI [1:0] 

[0] = RE[1] = WE 

0C0000h-0C3FFFh 

ISA Add-On BIOS R/W Enable 

MAR1 [3:2] 

[2] = RE [3] = WE 

0C4000h-0C7FFFh 

ISA Add-On BIOS R/W Enable 

MARI [5:4] 

[4] = RE [5] = WE 

0O8000h-0OBFFFh 

ISA Add-On BIOS R/W Enable 

MAR1[7;6] 

[6] = RE [7] = WE 

OOOOOOh-OOFFFFh 

ISA Add-On BIOS R/W Enable 

MAR2[1;0] 

[0] = RE[1] = WE 

0D0000h-0D3FFFh 

ISA Add-On BIOS R/W Enable 

MAR2[3;2] 

[2] = RE [3] = WE 

0D4000h-0D7FFFh 

ISA Add-On BIOS R/W Enable 


[4] = RE[5] = WE 

0D8000h-0DBFFFh 

ISA Add-On BIOS R/W Enable 

MAR2[7:6] 

[6] = RE[7] = WE 

ODOOOOh-ODFFFFh 

ISA Add-On BIOS R/W Enable 

MAR3[1:0] 

[0] = RE[1] = WE 

0E0000h-0E3FFFh 

BIOS Extension R/W Enable 

MAR3[3:2] 

[2] = RE[3] = WE 

0E4000h-0E7FFFh 

BIOS Extension R/W Enable 

MAR3[5:4] 

[4] = RE[5] = WE 

0E8000h-0EBFFFh 

BIOS Extension R/W Enable • 

MAR3[7;6] 

[6] = RE[7] = WE 

OEOOOOh-OEFFFFh 

BIOS Extension R/W Enable 


• 512 KB to 640 KB Memory 

• (1 MB-64 KB) to 1 MB Memory (BIOS Area) 

• 768 KB to 918 KB in 16 KB sections (total of 8 
sections) 

• 918 KB to 983 KB in 16 KB sections (total of 4 
sections) 

• 1 M-to-programmable boundary on 2 MB incre- 
ments from 2 MB up to 512 MB 

• programmable “memory hole” in 64 KB Incre- 
ments between 1 MB and 16 MB 

Table 21 and Figure 13 show the registers and de- 
code areas for MEMOS#. 
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512MB Max 


1MB 


1MB-64KB 

(960KB) 


x4 


1MB-128KB 

(896KB) 


768KB 

640KB 

512KB 




CS ' 


MEMOS "Hole" 


BIOS Area (Upper) 
(64KB) 


BIOS Area (Lower) ' 
(64KB) 


x8 h 


ISA Add-On - 
BIOS 


I 


PROGRAMMABLE 


DECODE AREAS 


100000 

OFFFFF 

OFOOOO 

OEFFFF 

OEOOOO 

ODFFFF 


OCOOOO 

OAOOOO 

080000 


290473-52 


Figure 13. MEMOS# Decode Areas 


The SIO generates MEMOS# from the PCI address. MEMOS# is generated from the clock edge after 
FRAME# is sampled active. MEMOS# will only go active for one PCI clock period. The SIO does not take any 
other action as a result of this decode other than generating MEMOS#. It is the responsibility of the device 
using the MEMOS# signal to generate DEVSEL#, TRDY# and any other cycle response. The device using 
MEMOS# will always generate DEVSEL# on the next clock. This fact can be used to avoid an extra clock 
delay in the subtractive decoder described in the next section. 
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5.5. 1.4 Subtractively Decoded Cycles to ISA 

The addresses that reside on the ISA Bus could be 
highly fragmented. For this reason, subtractive de- 
coding is used to forward PCI cycles to the ISA Bus. 
An inactive DEVSEL# will cause the SIO to forward 
the PCI cycle to the ISA Bus. The DEVSEL# sample 
point can be configured for three different settings. If 
the “fast” point is selected, the cycle will be forward- 
ed to ISA when DEVSEL# Is inactive at the F sam- 
ple point as shown in Figure 15. If the “typical” point 
Is selected, DEVSEL# will be sampled on both F 
and T, and if inactive, will be forwarded to the ISA 
Bus. Likewise, if the “slow” point is selected, 
DEVSEL# will be sampled at F, T, and S. The sam- 


ple point should be configured to match the slowest 
PCI device in the system. This capability reduces the 
latency to ISA slaves when all PCI devices are 
“fast” and also allows for devices with slow decod- 
ing. Note that when these unclaimed cycles are for- 
warded to the ISA Bus, the SIO will drive the 
DEVSEL# active. 

Since an active MEMCS# will always result in an 
active DEVSEL# at the “Slow” sample point, 
MEMCS# is used as an early indication of 
DEVSEL#. In this case, if the device using 
MEMCS# is the only “slow” agent in the system, 
the sample point can be moved In to the “typical” 
edge. 


From 

External 

Slave 


PcicLK \ f i V 7 3 V_/4 \ f l \_J 



(Generated by SIO 
for cycles forwarded 
to ISA Bus) 


290473-54 


Figure 15. DEVSEL# Generation 
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Unclaimed PCI cycles with memory addresses 
above 16M and I/O addresses above 64K will not be 
forwarded to the ISA Bus. The SIO will not respond 
with DEVSEL# (BIOS accesses are an exception to 
this). This is required to avoid the possibility of alias- 
ing. Under this condition, these unclaimed cycles will 
be recognized as such by the originating master and 
the master will use “master-abort” semantics to ter- 
minate the PCI cycle. 

5.5.2 DMA/ISA MASTER CYCLE ADDRESS 
DECODER 

The SIO also contains a decoder which is used to 
determine the destination of ISA master and DMA 
master cycles. This decoder provides: 

Positive Decode to PCI: Positively decodes ad- 
dresses to be forwarded to the PCI Bus. This In- 
cludes addresses residing directly on PCI as well as 
addresses that reside on the back side of PCI bridg- 
es (Host Bridges). 

Access to SIO Internal Registers: Positively de- 
codes addresses to registers within the SIO. 

BIOS Accesses: Positively decodes BIOS memory 
accesses and generates encoded BIOSCS#. 

Utility Bus Chip Selects: Positively decodes utility 
bus chip selects. 

Subtractive Decode: Subtractively decodes cycles 
to be contained to the ISA Bus. 


This decoder has several memory address regions 
to positively decode cycles that should be forwarded 
to the PCI Bus. These regions are listed below. Re- 
gions “a” through “e” are fixed and can be enabled 
or disabled independently. Region “f” defines a 
space starting at 1M with a programmable upper 
boundary up to 16 MB. Within this region a hole can 
be opened. Its size and location are programmable 
to allow a hole to be opened In the memory space. A 
memory address above 16 MB will be forwarded to 
the PCI Bus automatically. This is possible only dur- 
ing DMA cycles in which the DMA has been pro- 
grammed for 32-blt addressing above 16 MB. 

a. Memory: 0 KB-512 KB 

b. Memory: 512 KB-640 KB 

c. Memory: 640 KB -768 KB (Video buffer) 

d. Memory: 768 KB-896 KB in eight 16K sections 
(Expansion ROM) 

e. Memory: 896 KB-960 KB (lower BIOS area) 

f. Memory: 1 MB-to-X MB (up to 16 MB) within which 
a hole can be opened. Accesses to the hole are 
not forwarded to PCI. The top of the region can be 
programmed on 64 KByte boundaries up to 
16 MB. The hole can be between 64 KB and 8 MB 
In size In 64 KB increments located on any 64 KB 
boundary. (Refer to the ISA Address Decoder 
Register In the register description section, Sec- 
tion 5.5.2) 

g. Memory: > 16 MB automatically forwarded to PCI 

Figure 16 shows a map of the ISA master/ DMA de- 
code regions and Table 22 summarizes the registers 
used to configure the decoder. 


5.5.2. 1 Positive Decode to PCI 

ISA master or DMA addresses that are positively de- 
coded by this decoder will be propagated to the PCI 
Bus. This is the only way to forward a cycle from an 
ISA master or the DMA to the PCI Bus. If the cycle Is 
not decoded by this decoder it will not be forwarded 
to the PCI Bus. 
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FFFFFFFF 

1000000 

OFFFFFF 

t PROGRAMMABLE 


DECODE AREAS 


100000 

OFFFFF 

OFOOOO 

OEFFFF 

OEOOOO 

ODFFFF 


OCOOOO 

OAOOOO 

080000 

290473-55 


Figure 16. ISA Master/DMA to PCI Bus Decoder Regions 
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Table 22. ISA Master/DMA to PCI Bus Decoding Register Summary 


MAR Registers 

Attribute 

Memory Segments 

Comments 

IADCON[7;4] 

ISA Memory Top 

lOOOOOh-OFFFFFFh 

1 MB to 1 6 MB Top of ISA Region 

lADTOH/IADBOH 

ISA Hole 

lOOOOOh-OFFFFFFh 

1 MB to 16 MB Hole In ISA Region 

IADCON[0] 

Enable/Disable 

000000h-07FFFFh 

0 to 512 KB Enable/Disable 

IADCON[1] 

Enable/Disable 

080000h-09FFFFh 

512 KB to 640 KB Enable/Disable 

IADCON[2] 

Enable/Disable 

OAOOOOh-OBFFFFh 

640 KB to 768 KB Enable/Disable 

IADCONI3]* 

Enable/Disable 

OEOOOOh-OEFFFFh 

896 KB to 960 KB Lower BIOS 
Enable/Disable 

IADRBE[0] 

Enable/Disable 

0C0000h-0C3FFFh 

ISA Add-On BIOS (Expansion ROM) Enable 

IADRBE[1] 

Enable/ Disable 

0C4000h-0C7FFFh 

ISA Add-On BIOS (Expansion ROM) Enable 

IADRBE[2] 

Enable/Disable 

0C8000h-0CBFFFh 

ISA Add-On BIOS (Expansion ROM) Enable 

IADRBE[3] 

Enable/Disable 

OCCOOOh-OCFFFFh 

ISA Add-On BIOS (Expansion ROM) Enable 

IADRBE[4] 

Enable/Disable 

0D0000h-0D3FFFh 

ISA Add-On BIOS (Expansion ROM) Enable 

IADRBEI5] 

Enable/Disable 

0D4000h-0D7FFFh 

ISA Add-On BIOS (Expansion ROM) Enable 

IADRBE[6] 

Enable/Disable 

0D8000h-0DBFFFh 

ISA Add-On BIOS (Expansion ROM) Enable 

IADRBE[7] 

Enable/Disable 

ODCOOOh-ODFFFFh 

ISA Add-On BIOS (Expansion ROM) Enable 


NOTE: 

* This can be overridden by bit 6 of the UBCSA Register being set to a 1. 


5.S.2.2 SIO Internal Registers 

Most of the internal SIO registers are accessible by 
ISA masters. Table 19 lists the registers that are not 
accessible by ISA masters. Registers accessed by 
ISA masters are run as 8-bit extended I/O cycles. 


S.5.2.3 BIOS Accesses 

The 128K BIOS memory space is located at 
OOOEOOOOh to OOOFFFFFh, and is aliased at 
FFFEOOOOh to FFFFFFFFh (top of 4 GB) and 
FFEEOOOOh to FFEFFFFFh (top of 4 GB-1 MB). 
The aliased regions account for the CPU reset vec- 
tor and the uncertainty of the state of A20GATE 
when a software reset occurs. This 128K block is 


split into two 64K blocks. The top 64K is always en- 
abled while the bottom 64K can be enabled or dis- 
abled (the aliases automatically match). ISA masters 
can only access BIOS in the OOOEOOOO to 
OOOFFFFFh region. 

ISA originated accesses to the enabled 64K sec- 
tions of the BIOS space (OOOEOOOOh -OOOFFFFFh) 
will activate the encoded BIOSCS# signal. ISA origi- 
nated cycles will not be forwarded to the PCI Bus. 
Encoded BIOSCS# is combinatorially generated 
from the ISA, SA, and LA address bus. Encoded 
BIOSCS# is disabled during refresh and DMA cy- 
cles. The ISA Master/DMA BIOS Decoding Table 
Indicates the SIO’s response to BIOS accesses 
based on the configuration state. 
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Table 23. ISA Master/DMA BIOS Decoding 


Cycle 

SIO Configuration SIO Response 

Master 

Region(i) 

Top 64 KB PCI 
Positive 
Decode 
Enabled(2) 

Low 64 KB 
BIOS 

Enabled^) 

Forward Low 
64 KB to PCI 
Enabled(4) 

Encoded 

BIOSes# 

Generated 

Forward 
to PCI 

Contain 
to ISA 

ISA/DMA 

A 

X 

X 

X 

Yes 

No 

Yes 

ISA/DMA 

B 

X 

0(5) 

0 

No 

No 

Yes 

ISA/DMA 

B 

X 

0(5) 

1 

No 

Yes 

No 

ISA/DMA 

B 

X 

1 

X 

Yes 

No 

Yes 

ISA/DMA 

a 

These cycles will be forwarded to PCI dependent on the state of the ISA Address 
Decoder Configuration Registers. Encoded BIOSCS# will not be generated for any 
of these cycles. 

ISA/DMA 

b 

ISA/DMA 

c 


NOTES: 

1. The memory sections referenced can be found in Figure 12. 

2. The column labeled “Top 64 KB BIOS Positive Decode Enabled” shows the value of the ISA Clock Divisor Configuration 
Register bit 6. This bit determines how the memory region is decoded (0 = subtractively decoded, 1 = positively decod- 
ed). 

3. The column labeled “Low 64 KB BIOS Enable” shows the value of the Utility Bus Chip Select Enable A Configuration 
Register bit 6. This bit determines if the memory region Is enabled (bit = 1) or disabled (bit = 0). 

4. The column labeled “Forward Low 64 KB to PCI Enables” shows the value of the ISA Address Decoder Control Configu- 
ration Register Bit 3. This bit determines whether PCI Bus forwarding is enabled (bit = 1 ) or disabled (bit = 0). 

5. Forward to PCI If lADCON Bit 6 = 1 . 


5.S.2.4 Utility Bus Encoded Chip Selects 

The SIO generates encoded chip selects for certain 
functions that are located on the utility bus (formerly 
X-Bus). The encoded chip selects are generated 
combi natorially from the ISA SA[15:0] address bus. 
The encoded chip selects are decoded externally 
(see Figure 19). 

The encoded chip select table (Table 24) shows the 
addresses that result in encoded chip select genera- 
tion. Chip selects can be enabled or disabled via 
configuration registers. In general, the addresses 


Table 24. Encoded Chip Select Table 


Address 

Address 

Type 

Name 

Encoded 
Chip Select 

FEDC 

BA98 

7654 

3210 

0060h 

0000 

0000 

0110 

00x0 

r/w 

Keyboard Controller 

KEYBRDCS# 

0064h 

0000 

0000 

0110 

01x0 

r/w 

Keyboard Controller 

KEYBRDCS# 

0070h 

0000 

0000 

0111 

OxxO 

w 

Real Time Clock Address 

RTCALE# 


shown in Table 24 do not reside in the SIO itself. 
Write only addresses 70h, 372h, 3F2h are excep- 
tions since particular bits from these registers reside 
in the SIO. For ISA master cycles, the SIO will re- 
spond to writes to address 70h, 372h, and 3F2h by 
generating lOCHRDY and writing to the appropriate 
bits. 

Note that the SIO monitors read accesses to ad- 
dress 60h to support the mouse function. In this 
case, lOCHRDY is not generated. 
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Table 24. Encoded Chip Select Table (Continued) 


Address 

Address 

Type 

Name 

Encoded 
Chip Select 

FEDC 

BA98 

7654 

3210 

0071 h 

0000 

0000 

0111 

Oxxl 

r/w 

Real Time Clock Data 

RTCCS# 

0170h 

0000 

0001 

0111 

0000 

r/w 

Secondary Data Register 

IDECSO# 

0171h 

0000 

0001 

0111 

0001 

r/w 

Secondary Error Register 

IDECSO# 

0172h 

0000 

0001 

0111 

0010 

r/w 

Secondary Sector Count Register 

IDECSO# 

0173h 

0000 

0001 

0111 

0011 

r/w 

Secondary Sector Number Register 

IDECSO# 

0174h 

0000 

0001 

0111 

0100 

r/w 

Secondary Cylinder Low Register 

IDECSO# 

0175h 

0000 

0001 

0111 

0101 

r/w 

Secondary Cylinder High Register 

IDECSO# 

0176h 

0000 

0001 

0111 

0110 

r/w 

Secondary Drive/ Head Register 

IDECSO# 

0177h 

0000 

0001 

0111 

0111 

r/w 

Secondary Status Register 

IDECSO# 

OlFOh 

0000 

0001 

1111 

0000 

r/w 

Primary Data Register 

IDECSO# 

OlFlh 

0000 

0001 

1111 

0001 

r/w 

Primary Error Register 

IDECSO# 

01F2h 

0000 

0001 

1111 

0010 

r/w 

Primary Sector Count Register 

IDECSO# 

01F3h 

0000 

0001 

1111 

0011 

r/w 

Primary Sector Number Register 

IDECSO# 

01F4h 

0000 

0001 

1111 

0100 

r/w 

Primary Cylinder Low Register 

IDECSO# 

01F5h 

0000 

0001 

1111 

0101 

r/w 

Primary Cylinder High Register 

IDECSO# 

01F6h 

0000 

0001 

1111 

0110 

r/w 

Primary Drive/ Head Register 

IDECSO# 

01F7h 

0000 

0001 

1111 

0111 

r/w 

Primary Status Register 

IDECSO# 

0278h 

0000 

0010 

0111 

1x00 

r/w 

LPT3 PP Data Latch 

LPTCS# 

0279h 

0000 

0010 

0111 

1x01 

r 

LPT3 PP Status 

LPTCS# 

027Ah 

0000 

0010 

0111 

1x10 

r/w 

LPT3 PP Control 

LPTCS# 

027Bh 

0000 

0010 

0111 

1x11 

r/w 


LPTCS# 

02F8h 

0000 

0010 

1111 

1000 

r/w 

COM2 SP Transmit/Receive Register 

COM2CS# 

02F9h 

0000 

0010 

1111 

1001 

r/w 

COM2 SP Interrupt Enable Register 

COM2CS# 

02FAh 

0000 

0010 

1111 

1010 

r 

COM2 SP Interrupt Identification 
Register 

COM2CS# 

02FBh 

0000 

0010 

1111 

1011 

r/w 

COM2 SP Line Control Register 

COM2CS# 

02FCh 

0000 

0010 

1111 

1100 

r/w 

COM2 SP Modem Control Register 

COM2CS# 

02FDh 

0000 

0010 

1111 

1101 

r 

COM2 SP Line Status Register 

COM2CS# 

02FEh 

0000 

0010 

1111 

1110 

r 

COM2 SP Modem Status Register 

COM2CS# 

02FFh 

0000 

0010 

1111 

1111 

r/w 

COM2 SP Scratch Register 

COM2CS# 
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Table 24. Encoded Chip Select Table (Continued) 


Address 

Address 

Type 

Name 

Encoded 
Chip Select 

FEDC 

BA98 

7654 

3210 

0370h 

0000 

0011 

0111 

0000 

r/w 

Secondary Floppy Disk Extended Mode 
Register 

FLOPPYCS# 

0371 h 

0000 

0011 

0111 

0001 

r/w 

Secondary Floppy pisk Extended Mode 
Register 

FLOPPYCS# 

0372 

0000 

0011 

0111 

0010 

w 

Secondary Floppy Disk Digital Output 
Register 

FLOPPYCS# 

0373h 

0000 

0011 

0111 

0011 

r/w 

Reserved 

FLOPPYCS# 

0374h 

0000 

0011 

0111 

0100 

r/w 

Secondary Floppy Disk Status Register 

FLOPPYCS# 

0375h 

0000 

0011 

0111 

0101 

r/w 

Secondary Floppy Disk Data Register 

FLOPPYCS# 

0376h 

0000 

0011 

0111 

0110 

r/w 

Secondary Alternate Status Register 

IDECS1 # 

0377h 

0000 

0011 

0111 

0111 

r 

Secondary Drive Address Register 

IDECS1 # 

0377h* 

0000 

0011 

0111 

Ollx 

r/w 

Secondary Floppy Disk Digital Input 
Register 

FLOPPYCS# 

0378h 

0000 

0011 

0111 

1x00 

r/w 

LPT2 PP Data Latch 

LPTCS# 

0379h 

0000 

0011 

0111 

1x01 

r 

LPT2 PP Status 

LPTCS# 

037Ah 

0000 

0011 

0111 

1x10 

r/w 

LPT2 PP Control 

LPTCS# 

037Bh 

0000 

0011 

0111 

1x11 

r/w 


LPTCS# 

03BCh 

0000 



1100 


LPT1 PP Data Latch 

LPTCS# 

03BDh 

0000 

0011 

1011 

1101 

r 

LPT1 pP Status 

I LPTCS# 


I 0000 





LPT 1 PP Control 

LPTCS# 

03BFh 

0000 



1111 

r/w 


LPTCS# 

03F0h 

o6oo 

0011 

1111 

0000 

r/w 

Primary Floppy Disk Extended Mode 
Register 

FLOPPYCS# 

03F1h 

0000 

0011 

1111 

0001 

r/w 

Primary Floppy Disk Extended Mode 
Register 

FLOPPYCS# 

03F2h 

0000 

0011 

1111 

0010 

w 

Primary Floppy Disk Digital Output 
Register 

FLOPPYCS# 

03F3h 

0000 

0011 

1111 

0011 

r/w 

Reserved 

FLOPPYCS# 



0011 

1111 

0100 

r/w 

Primary Floppy Disk Status Register 

FLOPPYCS# 



0011 

1111 

0101 

r/w 

Primary Floppy Disk Data Register 

FLOPPYCS# 

03F6h 

0000 

0011 

1111 

0110 

r/w 

Primary Drive Alternate Status Register 

IDECS1 # 

03F7h 

0000 

0011 

1111 

0111 

r 

Primary Drive Address Register 

IDECS1# 

03F7h* 

0000 

0011 

1111 

Ollx 

r/w 

Primary Floppy Disk Digital Input 
Register 

FLOPPYCS# 
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Table 24. Encoded Chip Select Table (Continued) 


Address 

Address 

Type 

Name 

Encoded 
Chip Select 

FEDC 

BA98 

7654 

3210 

03F8h 

0000 

0011 

1111 

1000 

r/w 

COM1 SP Transmit/ Receive Register 

COMICS# 

03F9h 

0000 

0011 

1111 

1001 

r/w 

COM1 SP Interrupt Enable Register 

COMICS# 

03FAh 

0000 

0011 

1111 

1010 

r 

COM1 SP Interrupt Identification 
Register 

COMICS# 

03FBh 

0000 

0011 

1111 

1011 

r/w 

COM1 SP Line Control Register 

COMICS# 

03FCh 

0000 

0011 

1111 

1100 

r/w 

COM1 SP Modem Control Register 

COMICS# 

03FDh 

0000 

0011 

1111 

1101 

r 

COM1 SP Line Status Register 

COMICS# 

03FEh 

0000 

0011 

1111 

1110 

r 

COM1 SP Modem Status Register 

COMICS# 

03FFh 

0000 

0011 

1111 

1111 

r/w 

COM1 SP Scratch Register 

COMICS# 

0800h- 

08FFh 

0000 

1000 

xxxx 

xxxx 

r/w 


CFIGMEMCS# 

OCOOh 

0000 

1100 

0000 

0000 

r/w 


CPAGECS# 


NOTE: 

*lf both the IDE and Floppy Drive are located on the UBUS, FLOPPYCS# will not be generated, IDECS1# will be 
generated. 


5.S.2.5 Subtractive Decode to ISA 

ISA master and DMA cycles not positively decoded 
by the ISA decoder are contained to the ISA Bus. 


5.6 Data Buffering 

The SIO contains data buffers to isolate the PCI Bus 
from the ISA Bus. The buffering is described from 
two perspectives: PCI master accesses to the ISA 
Bus (Posted Write Buffer) and DMA/ ISA master ac- 
cesses to the PCI Bus (Line Buffer). Temporarily 
buffering the data requires buffer management logic 
to ensure that the data buffers remain coherent. 


5.6.1 DMA/ISA MASTER LINE BUFFER 

An 8-byte Line Buffer is used to isolate the ISA Bus’s 
slower I/O devices from the PCI Bus. The Line Buff- 
er is bi-directional and is used by ISA masters and 
the DMA controller to assemble and disassemble 
data. Only memory data written to or read from the 
PCI Bus by an ISA master or DMA is assembled/dis- 
assembled using this 8 byte line buffer. I/O cycles 
do not use the buffer. 


Bits 0 and 1 of the PCI Control Register set the buff- 
er to operate in either single transaction mode (bit = 
0) or 8-byte mode (bit = 1 ). Note that ISA masters 
and DMA controllers can have their buffer modes 
configured separately. 

In single transaction mode, the buffer will store only 
one transaction. For DMA/ ISA master writes, this 
single transaction buffer looks like a posted write 
buffer. As soon as the ISA cycle is complete, a PCI 
cycle Is scheduled. Subsequent DMA/ ISA master 
writes are held off In wait-states until the buffer is 
empty. For DMA/ ISA master reads, only the data 
requested is read over the PCI Bus. For instance, if 
the DMA channel is programmed in 1 6-bit mode, 1 6 
bits of data will be read from PCI. As soon as the 
requested data is valid on the PCI bus. It Is latched 
into the Line Buffer and the ISA cycle Is then com- 
pleted, as timing allows. Single transaction mode will 
guarantee strong read and write ordering through 
the buffers. 

In 8 byte mode, for write data assembly, the Line 
Buffer acts as two individual 4 byte buffers working 
in ping pong fashion. For read data disassembly, the 
Line Buffer acts as one 8 byte buffer. 
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Figure 17. SIO Buffer Diagram 


5.6.2 PCI MASTER POSTED WRITE BUFFER 

PCI master memory write cycles destined to ISA 
memory are buffered in a 32-bit Posted Write Buffer. 
The PCI Memory Write and Memory Write and Invali- 
date commands are all treated as a memory write 
and can be posted, subject to the Posted Write Buff- 
er status. The Posted Write Buffer has an address 
associated with it. A PCI master memory write can 
be posted any time the posted write buffer is empty 
and write posting is enabled (bit 2 of the PCI Control 
Configuration Register is set to a 1). Also, the ISA 
Bus must not be occupied. If the posted write buffer 
contains data, the PCI master write cycle is retried. If 
the posted write buffer is disabled, the SIO’s re- 
sponse to a PCI master memory write is dependent 
on the state of the ISA Bus. If the ISA Bus Is avail- 
able and the posted write buffer is disabled, the cy- 
cle will immediately be forwarded to the ISA Bus 
(TRDY# will not be asserted until the ISA cycle has 
completed). If the ISA Bus is busy and the posted 
write buffer is disabled, the cycle is retried. 

Memory read and I/O read and I/O write cycles do 
not use the 32-blt Posted Write Buffer. 


5.6.3 BUFFER MANAGEMENT 

Any time data is temporarily stored In the buffers 
between the ISA Bus and the PCI Bus, there are 
potential data coherency problems. 

The SIO contains buffer management circuitry which 
guarantees data coherency by Intercepting synchro- 
nization protocol between the buses and managing 
the buffers before synchronization communication 
between the buses is complete. The buffers are 


flushed or invalidated as appropriate before a bus 
cycle Is allowed to occur in cases where data coher- 
ency could be lost. 

5.6.3.1 DMA/ISA Master Line Buffer— Write 
State 

When the DMA/ISA Master Line Buffer contains 
data that is to be written to the PCI Bus, it Is in the 
Write State. The 8-byte line buffer is flushed when 
the line becomes full, when a subsequent write is a 
line miss, when a subsequent write would overwrite 
an already valid byte, or when a subsequent cycle is 
a read. The ISA master or DMA cycle that triggers 
the buffer flush will be held in wait-states until the 
flush is complete. The buffer is also flushed whenev- 
er there is a change in ISA Bus ownership as indicat- 
ed by any DACK# signal going Inactive. 

Once the buffer Is scheduled to be flushed to PCI, 
any PCI cycle to the SIO or ISA Bus will get retried 
by the SIO. 

5.6.3.2 DMA/ISA Master Line Buffer— Read 
State 

When the DMA/ ISA Master Line Buffer contains 
data that has been read from the PCI Bus, It Is in the 
Read State. The data in the buffer will be invallcjated 
when the SIO accepts a PCI memory or I/O write 
cycle. The line buffer in the read state is also Invali- 
dated when a subsequent read is a line miss, or 
when a subsequent cycle is a write. The line buffer in 
the read state is not Invalidated on a change of ISA 
ownership. Note that as bytes are disassembled 
from the line buffer, they are invalidated so that sub- 
sequent reads to the same byte will cause a line 
buffer miss. 
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5.7 SIO Timers 

5.7.1 INTERVAL TIMERS 

The SIO contains three counters that are equivalent 
to those found in the 82C54 programmable interval 
timer. The three counters are contained in one SIO 
timer unit, referred to as Timer- 1. Each counter out- 
put provides a key system function. Counter 0 is 
connected to interrupt controller IRQO and provides 
a system timer interrupt for a time-of-day, diskette 
time-out, or other system timing functions. Counter 1 
generates a refresh request signal and Counter 2 
generates the tone for the speaker. Note that the 
14.31818 MHz counters use OSC for a clock source. 

Full details of this counter can be found in the 82C54 
data sheet. 


Table 25. Interval Timer Functions Table 


Interval Timer Functions 

Function 

Counter 0 — System Timer 

Gate 

Always On 

Clock In 

1.193 MHz (OSC/12) 

Out 

INT-1 IRQO 

Function 

Counter 1— Refresh Request 

Gate 

Always On 

Clock In 

1.193 MHz (OSC/12) 

Out 

Refresh Request 

Function 

Counter 2 — Speaker Tone 

Gate 

Programmable-Port 61 h 

Clock In 

1.193 MHz (OSC/12) 

Out 

Speaker 


S.6.3.3 PCI Master Posted Write Buffer 

As soon as a PCI master has posted a memory write 
Into the posted write buffer, the buffer Is scheduled 
to be written to the ISA Bus. Any subsequent PCI 
master cycles to the SIO (including ISA Bus) will be 
retried until the posted write buffer is empty. 

Prior to granting the ISA Bus to an ISA master or the 
DMA, the PCI master posted memory write buffer is 
flushed. Also, as long as the ISA master or DMA 
owns the ISA Bus, the posted write buffer is dis- 
abled. A PCI master write can not be posted while 
an ISA master or the DMA owns the ISA Bus, 


5.7. 1.1 Interval Timer Address Map 

Table 26 shows the I/O address map of the interval timer counters. 


Table 26. Interval Timer Counters I/O Address Map 


I/O Address 

Register Description 

040h 

System Timer (Counter 0) 

041 h 

Refresh Request (Counter 1 ) 

042h 

Speaker Tone (Counter 2) 

043h 

Control Word Register 
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Counter 0, System Timer 

This counter functions as the system timer by con- 
trolling the state of IRQO and is typically pro- 
grammed for Mode 3 operation. The counter produc- 
es a square wave with a period equal to the product 
of the counter period (838 ns) and the initial count 
value. The counter loads the Initial count value one 
counter period after software writes the count value 
to the counter I/O address. The counter Initially as- 
serts IRQO and decrements the count value by two 
each counter period. The counter negates IRQO 
when the count value reaches 0. It then reloads the 
Initial count value and again decrements the initial 
count value by two each counter period. The counter 
then asserts IRQO when the count value reaches 0, 
reloads the initial count value, and repeats the cycle, 
alternately asserting and negating IRQO. 

Counter 1, Refresh Request Signal 

This counter provides the refresh request signal and 
Is typically programmed for Mode 2 operation. The 
counter negates refresh request for one counter pe- 
riod (833 ns) during each count cycle. The Initial 
count value is loaded one counter period after being 
written to the counter l/Q address. The counter ini- 
tially asserts refresh request, and negates it for 1 
counter period when the count value reaches 1 . The 
counter then asserts refresh request and continues 
counting from the initial count value. 

Counter 2 , Speaker Tone 

This counter provides the speaker tone and is typi- 
cally programmed for Mode 3 operation. The coun- 
ter provides a speaker frequency equal to the coun- 
ter clock frequency (1.193 MHz) divided by the initial 
count value. The speaker must be enabled by a 
write to port 061 h (see Section 4.5.1 on the NMI 
Status and Control Register). 

5.7.2 BIOS TIMER 

5.7.2. 1 Overview 

The SIQ provides a system BIQS Timer that decre- 
ments at each edge of Its 1.04 MHz clock (derived 
by dividing the 8.33 MHz SYSCLK by 8). Since the 
state of the counter is undefined at power-up, it must 


be programmed before It can be used. Accesses to 
the BIQS Timer are enabled and disabled through 
the BIQS Timer Base Address Register. The timer 
continues to count even If accesses are disabled. 

A BIQS Timer Register Is provided to start the timer 
counter by writing an initial clock value. The BIQS 
Timer Register can be accessed as a single 16-bit 
l/Q port or as a 32-bit port with the upper 16-bits 
being “don’t care” (reserved). It Is up to the software 
to access the l/Q register in the most convenient 
way. The l/Q address of the BIQS Timer Register Is 
software relocatable. The l/Q address is determined 
by the value programmed into the BIQS Timer Base 
Address Register. 

The BIQS Timer clock has a value of 1 .04 MHz using 
an 8.33 MHz SYSCLK input (an 8 to 1 ratio will al- 
ways exist between SYSCLK and the timer clock). 
This allows the counting of time intervals from 0 ms 
to approximately 65 ms. Because of the PCI clock 
rate, it is possible to start the counter and read the 
value back in less than 1 jus. The expected value of 
the expired interval is 0, but depending on the state 
of the internal clock divisor, the BIQS Timer might 
Indicate that 1 ms has expired. Therefore, accuracy 
of the counter is ± 1 jixs. 

5.7.2.2 BIOS Timer Operations 

A write operation to the BIQS Timer Register will 
initiate the counting sequence. The timer can be ini- 
tiated by writing either the 1 6-bit data portion or the 
whole 32-bit register (upper 16 bits are “don’t 
care’’). After Initialization, the BIQS timer will start 
decrementing until it reaches zero. Then it will stop 
decrementing (and hold a zero value) until initialized 
again. 

After the timer is Initialized, the current value can be 
read at any time and the timer can be reprogrammed 
(new Initial value written), even before it reaches 
zero. 

All write and read operations to the BIQS timer Reg- 
ister should include all 16 counter bits. Separate ac- 
cesses to the individual bytes of the counter must be 
avoided since this can cause unexpected results 
(wrong count intervals). 
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5.8 Interrupt Controller interrupt Controller 2 (CNTRL-2) are initialized sepa- 

rately and can be programmed to operate in differ- 
The SIO provides an ISA compatible interrupt con- ent modes. The default settings are: 80x86 Mode, 

troller which incorporates the functionality of two Edge Sensitive (IRQO-15) Detection, Normal EOl, 

82C59 Interrupt controllers. The two controllers are Non-Buffered Mode, Special Fully Nested Mode dis- 

cascaded so that 14 external and two internal inter- abled, and Cascade Mode. CNTRL-1 is connected 

rupts are possible. The master interrupt controller as the Master Interrupt Controller and CNTRL-2 is 

provides IRQ[7:0] and the slave interrupt controller connected as the Slave Interrupt Controller, 

provides IRQ [15:8] (see Figure 18). The two inter- 
nal interrupts are used for internal functions only and Note that IRQ13 is generated internally (as part of 

are not available to the user. IRQ2 is used to cas- the coprocessor error support) by the SIO when bit 5 

cade the two controllers together and IRQO is used in the ISA Clock Divisor Register is set to a 1. When 

as a system timer interrupt and Is tied to Interval this bit Is set to a 0, then the FERR#/IRQ13 signal 

Timer 1, Counter 0. The remaining 14 interrupt lines is used as an external IRQ13 signal and has the 

(IRQ1, IRQ3-IRQ1 5) are available for external sys- same functionality as the normal IRQ13 signal, 

tern interrupts. Edge or level sense selection Is pro- IRQ12/M Is generated internally (as part of the 
grammable on a by-controller basis. mouse support) by the SIO when bit 4 in the ISA 

Clock Divisor Register is set to a 1 . When set to a 0, 
The Interrupt Controller consists of two separate the standard IRQ1 2 function Is provided. 

82C59 cores. Interrupt Controller 1 (CNTRL-1) and 



Figure 18. Block Diagram of the Interrupt Controller 
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Table 27 lists the I/O port address map for the interrupt registers: 


Table 27. Interrupt Registers I/O Port Address Map 


Interrupts 

I/O Address 

# of Bits 

Register 

IRQ[7:0] 

0020h 

8 

CNTRL-1 Control Register 

IRQ[7:0] 

0021 h 

8 

CNTRL-1 Mask Register 

IRQ[15:8] 

OOAOh 

8 

CNTRL-2 Control Register 

IRQ[15:8] 

OOAIh 

8 

CNTRL-2 Mask Register 


IRQO, IRQ2, (and possibly IRQ13 and IRQ12 if the “mouse” or floating point error logic is disabled In the ISA 
Clock Divisor Register), are connected to the interrupt controllers Internally. The other interrupts are always 
generated internally and their typical functions are shown in Table 28: 


Table 28. Typical Interrupt Functions 


Priority 

Label 

Controller 

Typical Interrupt Source 

1 

IRQO 

1 

Interval timer 1 , Counter 0 OUT 

2 

IRQ1 

1 

Keyboard 

3-10 

IRQ2 

1 

Interrupt from Controller 2 

3 

IRQ8# 

2 

Real Time Clock 

4 

IRQ9 

2 

Expansion Bus Pin B04 

5 

IRQ10 

2 

Expansion Bus Pin D03 

6 

IRQ11 

2 

Expansion Bus Pin D04 

7 

IRQ12/M 

2 

Mouse Interrupt 

8 

FERR#/IRQ13 

2 

Coprocessor Error 

9 

IRQ14 

2 

Fixed Disk Drive Controller Expansion Bus Pin D07 

10 

IRQ15 

2 

Expansion Bus Pin D06 

11 


1 

Serial Port 2, Expansion Bus B25 

12 


1 

Serial Port 1 , Expansion Bus B24 

13 


1 

Parallel Port 2, Expansion Bus B23 

14 


1 

Diskette Controller, Expansion Bus B22 

15 


1 

Parallel Port 1, Expansion Bus B21 
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5.8.1 EDGE AND LEVEL TRIGGERED MODES 

There are two ELCR registers, one for each 82C59 
bank. They are located at I/O ports 04D0h (for the 
Master Bank, IRQ(0:1,3:7]#) and 04D1h (for the 
Slave Bank, IRQ[8:15])#. They allow the edge and 
level sense selection to be made on an interrupt by 
interrupt basis instead of on a complete bank. Inter- 
rupts reserved for ISA use MUST be programmed 
for edge sensitivity (to ensure ISA compatibility). 
That Is, IRQ (0,1, 2,8 #,13) must be programmed for 
edge sensitive operation. The LTIM bit (Edge/ Level 
Bank select, offsets 20h, AOh) is disabled in the SIO. 
The default programming is equivalent to program- 
ming the LTIM bit (ICW1 bit 3) to a 0. 

If an ELCR bit is equal to “0”, an Interrupt request 
will be recognized by a low to high transition on the 
corresponding IRQ input. The IRQ input can remain 
high without generating another interrupt. 

If an ELCR bit is equal to “1”, an interrupt request 
will be recognized by a “low” level on the corre- 
sponding IRQ input, and there is no need for an 
edge detection. For level triggered Interrupt mode, 
the Interrupt request signal must be removed before 
the EQI command is issued or the CPU interrupt 
must be disabled. This is necessary to prevent a 
second interrupt from occurring. 

In both the edge and level triggered modes the IRQ 
inputs must remain active until after the falling edge 
of the first INTA#. If the IRQ input goes inactive 
before this time a DEFAULT IRQ7 will occur when 
the CPU acknowledges the interrupt. This can be a 
useful safeguard for detecting Interrupts caused by 
spurious noise glitches on the IRQ inputs. To imple- 
ment this feature the IRQ7 routine is used for “clean 
up” simply executing a return instruction, thus ignor- 
ing the interrupt. If IRQ7 is needed for other purpos- 
es a default IRQ7 can still be detected by reading 
the ISR. A normal IRQ7 interrupt will set the corre- 
sponding ISR bit, a default IRQ7 won’t. If a default 
IRQ7 routine occurs during a normal IRQ7 routine, 
however, the ISR will remain set. In this case it is 
necessary to keep track of whether or not the IRQ7 
routine was previously entered. If another IRQ7 oc- 
curs it is a default. 


5.8.2 REGISTER FUNCTIONALITY 

For a detailed description of the Interrupt Controller 
register set, please see Section 4.4, Interrupt Con- 
troller Register Description. 


5.8.3 NON-MASKABLE INTERRUPT (NMI) 

An NMI is an Interrupt requiring Immediate attention 
and has priority over the normal interrupt lines 
(IRQx). The SIO Indicates error conditions by gener- 
ating a non-maskable interrupt. 

NMI interrupts are caused by the following condi- 
tions: 

1. System Errors on the PCI Bus. SERR# is driven 
low by a PCI resource when this error occurs. 

2. Parity errors on the add-in memory boards on the 
ISA expansion bus. lOCHK# is driven low when 
this error occurs. 

The NMI logic incorporates two different 8-bit regis- 
ters. These registers are addressed at locations 
061 h and 070h. The status of Port (061 h) is read by 
the CPU to determine which source caused the NMI. 
Bits set to 1 in these ports show which device re- 
quested an NMI interrupt. After the NMI interrupt 
routine processes the interrupt, the NMI status bits 
are cleared by the software. This Is done by setting 
the corresponding enable/disable bit high. Port 
(070H) is the mask register for the NMI interrupts. 
This register can mask the NMI signal and also dis- 
able or enable all NMI sources. 

The individual enable/disable bits clear the NMI de- 
tect flip-flops when disabled. 

All NMI sources can be enabled or disabled by set- 
ting Port 070h bit 7 to a 0 or 1 . This disable function 
does not clear the NMI detect flip-flops. This means, 
if NMI is disabled then enabled via Port 070h, then 
an NMI will occur when Port 070h is re-enabled if 
one of the NMI detect flip-flops had been previously 
set. 

To ensure that all NMI requests are serviced, the 
NMI service routine software needs to Incorporate a 
few very specific requirements. These requirements 
are due to the edge detect circuitry of the host mi- 
croprocessor, 80386 or 80486. The software flow 
would need to be the following: 

1. NMI is detected by the processor on the rising 
edge of the NMI Input. 

2. The processor will read the status stored In port 
061 h to determine what sources caused the NMI. 
The processor may then set to 0 the register bits 
controlling the sources that it has determined to 
be active. Between the time the processor reads 
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the NMI sources and sets them to a 0, an NMI 
may have been generated by another source. 
The level of NMI will then remain active. This new 
NMI source will not be recognized by the proces- 
sor because there was no edge on NMI. 

3. The processor must then disable all N Ml’s by set- 
ting bit 7 of port 070H to a 1 and then enable all 
NMI’s by setting bit 7 of port 070H to a 0. This will 
cause the NMI output to transition low then high if 
there are any pending NMI sources. The CPU’s 
NMI Input logic will then register a new NMI. 

Section 4.5 Control Registers, contains a detailed 
description of the NMI Status and Control Register 
(port 061 h) and the NMI Enable and Real-Time 
Clock Address Register at port 070h. 


5.9 Utility Bus Peripheral Support 

The Utility Bus is a secondary bus buffered from the 
ISA Bus used to interface with peripheral devices 
that do not require a high speed interface. The buffer 
control for the lower 8 data signals is provided by the 
SIO via two control signals; UBUSOE# and 
UBUSTR. Figure 19 shows a block diagram of the 
external logic required as part of the decode and 
Utility Bus buffer control. 


The SIO provides the address decode and three en- 
coded chip selects to support: 

1 . Floppy Controller 

2. Keyboard Controller 

3. Real Time Clock 

4. IDE Drive 

5. 2 Serial Ports (COM1 and COM2) 

6. 1 Parallel Port (LPT1, 2, or 3) 

7. BIOS Memory 

8. Configuration Memory (8 Kbyte I/O Mapped) 

The SIO also supports the following functions: 

1 . Floppy DSKCHG Function 

2. Port 92 Function (Alternate A20 and Alternate 
Reset) 

3. Coprocessor Logic (FERR# and IGNNE# 
Function) 

The binary code formed by the three Encoded Chip 
Selects determines which Utility Bus device is se- 
lected. The SIO also provides an Encoded Chip Se- 
lect Enable signal (ECSEN#) that is used to select 
between the two external decoders. A zero selects 
decoder 1 and a one selects decoder 2. The table 
below shows the address decode for each of the 
Utility Bus devices. 


Table 29. NMI Source Enable/Disable and Status Port Bits 


NMI Source 

I/O Port Bit for Status Reads 

i/0 Port Bit for Enable/Disabie 

lOCHK# 

Port 061 h, Bite 

Port 061 h, Bits 

SERR# 

Port 061 h. Bit 7 

Port 061 h, Bit 2 
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Table 30. Encoded Chip Select Summary Table 


ECSADDR2 

ECSADDR1 

ECSADDRO 

ECSEN# 

Address Decoded 

External Chip 
Select 

Note 

Cycle 

Type 

Decoder 1 

0 

0 

0 

0 

70h, 72h, 74, 76h 

RTCALE# 


l/OW 

0 

0 

1 

0 

71 h, 73h, 75h, 77h 

RTCCS# 


l/OR/W 

0 

1 

0 

0 

60h, 62h, 64h, 66h 

KEYBRDCS# 


l/OR/W 

0 

1 


0 

OOOEOOOOh-OOOFFFFFh 

FFFEOOOOh-FFFFFFFFh 

FFFBOOOOh-FFFDFFFFh 

BIOSCS# 

1 

MEM R/W 

1 

0 

0 

0 

3F0h-3F7h (primary) 
370h-377h (secondary) 

FLOPPYCS# 

2 

I/O R/W 

1 

0 

1 

0 

1F0h-1F7h (primary) 
170h-177h (secondary) 

IDECSO# 

2 

l/OR/W 

1 

1 

0 

0 

3F6h-3F7h (primary) 
376h-377h (secondary) 

IDECS1 # 

2 

I/O R/W 

1 

1 

1 

0 

Reserved 




Decoder 2 

0 

0 

0 

1 

Reserved 




0 

0 

1 

1 

OCOOh 

CPAGECS# 

3 

I/O R/W 

0 

1 

0 

1 

0800h-08FFh 

CFIGMEMCS# 

3 

I/O R/W 

0 

1 

1 

1 

3F8h-3FFh (COM1) 
-or- 

2F8h-37Fh (COM2) 

COMACS# 

4 

I/O R/W 

1 

0 

0 

1 

3F8h-3FFh (COM1) 
-or- 

2F8h-37Fh (COM2) 

COMBCS# 

4 

l/OR/W 

1 

0 

1 

1 

3BCh-3BFh (LPT1) 
378h-37Fh (LPT2) 
278h-27Fh (LPT3) 

LPTCS# 

5 

I/O R/W 

1 

1 

0 

1 

Reserved 




1 

1 

1 

1 

Idle State 






NOTES: 

1. The encoded chip select signals for BIOSCS# will always be generated for accesses to the upper 64 KB at the top of 
1 MByte (FOOOOh-FFFFFh) and Its aliases at the top of the 4 GB and 4 GB-1 MByte. Access to the lower 64 KByte 
(EOOOOh-EFFFFh) and Its aliases at the top of 4 GB and 4GB-1MB can be enabled or disabled through the SIO. An 
additional 384 KB of BIOS memory at the top of 4 GB (FFFDOOOOh-FFFDFFFFh) can be enabled for BIOS use. 

2. The primary and secondary locations are programmable through the SIO. Only one location range can be enabled at any 
one time. The floppy and IDE share the same enable and disable bit (i.e. if the floppy is set for primary, the IDE is also 
set for primary). 

3. These signals can be used to select additional configuration RAM. 

4. COM1 and COM2 address ranges can be programmed for either port A (COMACS#) or port B (COMBCS#). 

5. Only one address range (LPT 1 , LPT2, or LPT3) can be programmed at any one time. 
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Port 92h Function 

The SIO integrates the Port 92h Register. This regis- 
ter provides the alternate reset (ALTRST) and alter- 
nate A20 (ALT A20) functions. Figure 19 shows 

how these functions are tied into the system. 


DSKCHG Function 

DSKCHG Is tied directly to the DSKCHG signal of 
the floppy controller. This signal is inverted and driv- 
en onto system data line 7 (SD7) during I/O read 
cycles to floppy address locations 3F7h (primary) or 
377 (secondary) as indicated by Table 31. 


Table 31. DSKCHG Summary Table 


FLOPPYCS# Decode 

IDECSx# Decode 

State of SD7 (Output) 

State of UBUSOE# 

Enabled 

Enabled 

Tri-stated 

Enabled 

Enabled 

Disabled 

Driven via DSKCHG 

Disabled 

Disabled 

Enabled 

Tri-stated 

Enabledd) 

Disabled 

Disabled 

Tri-stated 

Disabled 


NOTE: 

1 . For this mode to be supported, extra logic is required to disable the U-bus transceiver for accesses to 3F7/377. This is 
necessary because of potential contention between the Utility bus buffer and a floppy on the ISA Bus driving the system 
bus at the same time during shared I/O accesses. 


Coprocessor Error Support 

If bit 5 In the ISA Clock Divisor Register is set to a 
one, the SIO will support coprocessor error reporting 
through the FERR#/IRQ13 signal. 

FERR# is tied directly to the Coprocessor error sig- 
nal of the CPU. If FERR# Is driven active in this 


mode (coprocessor error detected by the CPU), an 
internal IRQ13 is generated and the INT output from 
the SIO is driven active. When a write to I/O location 
FOh Is detected, the SIO negates IRQ13 and drives 
IGNNE# active. IGNNE# remains active until 
FERR# Is driven Inactive. Note that IGNNE# Is not 
generated unless FERR# is active. 
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Utility Bus accesses by the SIO, by an ISA master, and by the DMA is shown in Figure 20 and Figure 21. 
UBUSOE# and UBUSTR are driven differently for DMA cycles as shown in Figure 21. 


BALE ! V 



U-Bus Access, 8-Blt I/O, RTCALE Cycle 

290473-62 


Figure 20. Utility Bus Access (SIO and ISA Master) 
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5.10 Power Management 

The SIO’s power management architecture is based 
around three core functions: 

1 . SMM (System Management Mode) 

2. Clock Throttling 

3. APM (Advanced Power Management Interface) 

SMM is a mode during which an S Series Processor 
is executing SMM code from a secure memory 
space (SMRAM). SMM is invoked through the asser- 
tion of an SMI (System Management Interrupt). 


6.1 Absolute Maximum Ratings* 

Case Temperature under Bias . . . -es^C to + 1 10“C 

Storage Temperature -65®C to + 1 50°C 

Supply Voltages 

with Respect to Ground . . . -0.5V to Vcc + 0-5V 
Voltage On Any Pin -0.5V to Vcc + 0-5V 


Physically, this is signaled over the SMI# pin. SMI’s 
are triggered by various hardware and software 
events. SMRAM is used to store the SMM code 
which is really the SMI interrupt handler routine. 

Clock Throttling will be used to reduce the power 
consumption of the CPU. STPCLK# Is the physical 
signal used to control the CPU’s clock. 

APM creates an Interface to allow the Operating 
System to communicate with the SMM code. 

Figure 22 shows how the power management sig- 
nals are connected in a Saturn based system with 
an S-series CPU. 


* WARNING: Stressing the device beyond the Ab- 
solute Maximum Ratings” may cause permanent 
damage. These are stress ratings only. Operation 
beyond the “Operating Conditions” is not recom- 
mended and extended exposure beyond the “Oper- 
ating Conditions” may affect device reliability. 
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Figure 23. 208-Pin Quad Fiat Pack (QFP) Package Dimensions 
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7.2 Thermal Specifications 


Table 32. 82378 QFP Package Thermal Characteristics 


Thermal Resistance-^’C/Watt 


Air Flow Rate (Ft./Min) 

Parameter 

0 

200 

400 

^Junction to Case 

6.6 

6.6 

6.6 

^Case to Ambient 

36.6 

27.4 

24 


8.0 TESTABILITY 

The TEST and TESTO pins are used to test the SIO. 
During normal operations, the TEST pin must be 
grounded. The test output TESTO may be left as a 
no-connect (NC). 


8.1 Global Tri-State 

The TEST pin and IRQ3 are used to provide a high- 
impedance tri-state test mode. When the following 
input combination occurs, all outputs and bi-direc- 
tional pins are tri-stated, with the exception of 
TESTO: 

TEST = “1” 

IRQ3 = “1” 

The SIO must be reset after the bi-directional and 
output pins have been tri-stated in this manner. 


8.2 NANDTree 

A NAND Tree is provided primarily for V|l/V|h test- 
ing. The NAND Tree is also useful for ATE at board 
level testing. The NAND Tree allows the tester to 
test the solder connections for each individual signal 
pin. 

The TEST pin, along with IRQ5 or IRQ6, activates 
the NAND Tree. All bi-directional pins, and certain 


pure output pins using bi-directional buffers for per- 
formance reasons, are tri-stated when the following 
input combinations occur: 

TEST = “1” 

IRQ5 = “1” 

- or - 

TEST = “1” 

IRQ6 = “0” 

In the 82378, the output pulse train is observed at 
the TESTO test output. Pure output pins are not in- 
cluded directly In the NAND Tree. As noted In Sec- 
tion 8.3, each output can be expected to toggle after 
the corresponding node noted next to the pin name 
toggles from a “1” to a “0”. 

The sequence of the ATE test Is as follows: 

1. Drive TEST and IRQ5 high or TEST high and 
IRQ6 low. 

2. Drive each input and bi-directional pin noted in 
Section 8.3 high. 

3. Starting with the pin farthest from TESTO (SA8), 
Individually drive each pin low. Expect TESTO to 
toggle with each pin. Expect each pure output 
noted in Section 8.3 to toggle after each corre- 
sponding input pin has been driven low. 

4. Turn off tester drivers before driving TEST low. 

5. Reset the SIO prior to proceeding with further 
testing. 
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8.3 NAND Tree Cell Order 

Table 33. NAND Tree Cell Order 


Tree 

Output# 

Pin # 

Pin Name 

Notes 


14 . 

IRQ4 

Reserved 


21 

TESTO 

Test Mode Output 

1 

11 

IRQ5 

Cell Closest to TESTO 

2 

10 

SA9 



9 

IRQ6 


4 

8 

SA10 



7 

IRQ7 


6 

6 

SA11 


7 

5 

SA12 


8 

4 

REFRESH# 


9 

3 

SA13 


10 

207 

SA14 


11 

206 

MASTER# 


12 

205 

SA15 


13 

204 

MEMW# 


14 

203 

MEMR# 


15 

202 

SA16 


16 

201 

SA17 


17 

200 

lOR# 


18 

199 

SA18 


19 

198 

low# 


20 

197 

SA19 


21 

196 

SMEMR# 


1 

22 

193 

AEN 


23 

192 

SMEMW# 


24 

191 

lOCHRDY 


25 

190 

SDO 


26 

189 

SD1 
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Table 33. NAND Tree Cell Order (Continued) 


Tree 

Output# 

Pin # 

Pin Name 

Notes 

27 

188 

ZEROWS# 


28 

187 

SD2 


29 

186 

SD3 


30 

185 

SD4 


31 

184 

IRQ9 


32 

180 

SD5 


33 

179 

SD6 


34 

178 

SD7 


35 

177 

RSTDRV 


36 

176 

lOCHK# 



175 

ECSADDRO 

NAND Tree Output of Tree Cell 28 


174 

ECSADDR1 

NAND Tree Output of Tree Cell 29 


173 

ECSADDR2 

NAND Tree Output of Tree Cell 30 

37 

172 

IRQ8# 


38 

171 

EXTSMI# 



170 

ECSEN# 

NAND Tree Output of Tree Cell 32 


169 

TEST 

PI = > VCC, TEST must be ‘V 

39 

168 

IRQ1 



167 

STPCLK# 


40 

166 

SYSCLK 



165 

UBUSTR 

NAND Tree Output of Tree Cell 33 


164 

UBUSOE# 

NAND Tree Output of Tree Cell 34 

41 

163 

PCIRST# 


42 

161 

DSKCHG 



160 

SMI# 


43 

159 

ADO 


44 

155 

ADI 


45 

154 

AD2 


46 

1 153 

AD3 
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Tree 

Output# 

Pin # 

Pin Name 

Notes 

47 

152 

AD4 


48 

151 

AD5 


49 

150 

AD6 


50 

149 

AD7 


51 

148 

AD8 


52 

147 

C/BEO# 

. . 

53 

146 

AD9 


54 

143 

AD10 


55 

142 

AD11 


56 

141 

ADI 2 


57 

140 

ADI 3 


58 

139 

ADI 4 


59 

138 

ADI 5 


60 

137 

C/BE1 # 


61 

136 

INIT 


62 

135 

PAR 


63 

134 

SERB# 


64 

133 

LOCK# 


65 

132 

STOP# 


66 

128 

DEVSEL# 


67 

127 

TRDY# 


68 

126 

IRDY# 


69 

125 

FRAME# 


70 

124 

C/BE2# 


71 

123 

AD16 


72 

m^n 

ADI 7 


73 


ADI 8 


74 

m 

ADI 9 
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Table 33. NAND Tree Cell Order (Continued) 


Tree 

Output# 

Pin # 

Pin Name 

Notes 

75 

119 

AD20 


76 

118 

AD21 


77 

115 

AD22 


78 

114 

AD23 


79 

113 

C/BE3# 


80 

112 

AD24 


81 

111 

AD25 


82 

110 

AD26 


83 

109 

AD27 


84 

108 

AD28 


85 

107 

AD29 


86 

106 

AD30 


87 

102 

AD31 


88 

101 

IDSEL 


89 

100 

REQ3# 


90 

98 

REQ1# 


91 

97 

REQ2# 


92 

96 

CPUREQ# 



95 

CPUGNT# 

NAND Tree Output of Tree Cell 93 


94 

GNT1# 

NAND Tree Output of Tree Cell 95 

93 

93 

REQO# 



92 

GNTO# 

NAND Tree Output of Tree Cell 100 

94 

90 

PCICLK 



89 

FLSHREQ# 

NAND Tree Output of Tree Cell 102 

95 

88 

MEMACK# 



87 

MEMREQ# 

NAND Tree Output of Tree Cell 103 
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Tree 

Output# 

Pin # 

Pin Name 

Notes 


86 

MEMCS# 

NAND T ree Output of T ree Cell 1 04 ' 


85 

ALT_A20 

NAND Tree Output of Tree Cell 105 

96 

84 

PIRQt3]# 


97 

83 

PIRQ[2]# 


98 

82 

PIRQ[1]# 


99 

81 

PIRQ[0] # 


100 

80 

osc 



76 

ALT_RST# 

NAND Tree Output of Tree Cell 23 



INT 

NAND Tree Output of Tree Cell 24 


EM 

NMI 

NAND Tree Output of Tree Cell 25 


73 SPKR 

72 IGNNE # NAND T ree Output of T ree Cell 26 




106 67 


SD13 

SD12 
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Table 33. NAND Tree Cell Order (Continued) 


Tree 

Output# 

Pin # 

Pin Name 

Notes 

119 

50 

DACK5# 


120 

49 

DACK3# 


121 

48 

DACK1 # 


122 

47 

DREQO 


123 

46 

LAI 7 


124 

45 

DACKO# 


125 

44 

LAI 8 


126 

43 

IRQ14 


127 

42 

LAI 9 


128 

41 

IRQ15 


129 

40 

LA20 


130 

39 

IRQ12/M 


131 

38 

LA21 


132 

37 

IRQ11 


133 

36 

LA22 


134 

35 

IRQ10 


135 

34 

LA23 


136 

33 

IOCS16# 


137 

32 

SBHE# 


138 

31 

MEMCS16# 


139 

30 

SAO 


140 

29 

SA1 


141 

28 

SA2 


142 

24 

SA3 


143 

23 

BALE 


144 

22 

SA4 


145 

20 

EOP 


146 

19 

SA5 
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Table 33. NAND Tree Cell Order (Continued) 


Tree 
Output # 

Pin # 

Pin Name 

Notes 

147 

18 

DACK2# 


148 

17 

SA6 


149 

16 

IRQ3 

Output signals will transition from high-impedance state to driving state 
after this pin is driven low. 

150 

15 

SA7 


151 

13 

SA8 

Cell furthest from TESTO Start of NAND Tree 


8.4 NAND Tree Diagram 



Figure 24. NAND Tree Diagram for 82378 
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82379AB SYSTEM l/O-APIC (SIO.A) 


■ Provides the Bridge between the PCI 
Bus and ISA Bus 

■ 100% PCI and ISA Compatible 

— PCI and ISA Master/Slave Interface 
— Directly Drives 10 PCI Loads and 
6 ISA Slots 

^ Supports PCI at 25 MHz and 33 MHz 
— Supports ISA from 6 MHz to 
8.33 MHz 

■ Enhanced DMA Functions 

— Compatible DMA Transfers 

— 27-Bit Addressability 

— Seven Independently Programmable 
Channels 

— Functionality of Two 82C37A DMA 
Controllers 

■ Integrated Data Buffers to Improve 
Performance 

— 8-Byte DMA/ ISA Master Line Buffer 

— 32-Bit Posted Memory Write Buffer 
to ISA 

■ Integrated 16-Bit BIOS Timer 

■ Non-Maskable Interrupts (NMI) 

— PCI System Errors 

— ISA Parity Errors 

■ Four Dedicated PCI Interrupts 
— Level Sensitive 

— Can be Mapped to Any Unused 
Interrupt 


■ Arbitration for ISA Devices 
— ISA Masters 

— DMA and Refresh 

■ Arbitration for PCI Devices 

— Six PCI Masters Are Supported 
— Fixed, Rotating, or a Combination of 
the Two 

■ Utility Bus (X-Bus) Peripheral Support 
— Provides Chip Select Decode 

— Controls Lower X-Bus Data Byte 
Transceiver 

■ Integrates the Functionality of One 
82C54 Timer 

— System Timer 
— Refresh Request 
— Speaker Tone Output 

■ Integrates the Functionality of Two 
82C59 Interrupt Controllers 

— 14 Interrupts Supported 
— Edge/Level Selectable Interrupts: 
Each Interrupt Individually 
Programmable 

■ Complete Support for SL Enhanced 
lntel486TM CPU’s 

— SMI# Generation Based on System 
Hardware Events 

— STPCLK# Generation to Power 
Down the CPU 

■ Integrated I/O Advanced 
Programmable Interrupt Controller 
(APIC) 


The 82379AB System l/O-APIC (SIO.A) component provides the bridge between the PCI bus and the ISA 
expansion bus. The 82379AB also integrates many of the common I/O functions found in today’s ISA based 
PC systems. The 82379AB incorporates the logic for a PCI interface (master and slave), ISA interface (master 
and slave), enhanced seven channel DMA controller that supports data buffers to isolate the PCI bus from the 
ISA bus and to enhance performance, PCI and ISA arbitration, 14 level interrupt controller, a 16-bit BIOS timer, 
three programmable timer/counters, and Non-Maskable Interrupt (NMI) Control Logic. The 82379AB also 
provides decode for peripheral devices such as the Flash BIOS, Real Time Clock, Keyboard/ Mouse Control- 
ler, Floppy Controller, two Serial Ports, one Parallel Port, and IDE Hard Disk Drive. The 82379AB supports 
several Advanced Power Management features such as SMI# Interrupt. The 82379AB also supports a total of 
6 PCI Masters, and can support up to 4 PCI Interrupts. The 82379AB incorporates an Advanced Programma- 
ble Interrupt Controller (APIC) that communicates with the processor via a dedicated two data bit bus. 
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PCICLK 

PCIRST# 

A0[31:0] 

C/BE#[3:0] 

FRAME# 

TRDY# 

IRDY# 

STOP# 

LOCK# 

DEVSEL# 

SERR# 
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IDSEL 

MEMOS# 


CPUREQ# 

CPUGNT# 

REQO#/SIOGNT# 

GNTO#/SIOREQ# 

REQ1# 

GNT1#/RESUME# 

REQ[3:2]# 

GNT[3:2]# 

MEMREQ# 

MEMACK# 

FLSHREQ# 


\ 

IRQ8# 

IRQ12/M 

INT 

NMI 

IRQ[15,14, 

11:9,7:3,1] 

PIRQ[3:0]# 


TEST 

SPKRTTESTO 

SMI# 

STPCLK# 

EXTSMi# 

INIT 

APICCLK 

APICOO 

APICD1 
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82379AB Component Block Diagram 
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-OSC 

DREQ 
(7:5,3:0J 
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^ REFRESH# 
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[ 2 : 0 ] 

^ ECSEN# 
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The complete document for this product is available from Intel’s Literature Center at 1-800-548-4725. 
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82489DX 

ADVANCED PROGRAMMABLE 
INTERRUPT CONTROLLER 


82489DX FEATURES OVERVIEW 

■ Advanced Interrupt Controller for 
32-Bit Operating Systems 

■ Soiution for Muitiprocessor interrupt 
Management 

■ Dynamic Interrupt Distribution for Load 
Baiancing in MP Systems 

■ Separate Nibbie Bus (Interrupt 
Controller Communications (ICC) Bus) 
for Interrupt Messages 


■ Inter-Processor Interrupts 

■ Various Addressing Schemes — 
Broadcast, Fixed, Lowest Priority, etc. 

■ Compatibiiity Mode with 8259A 

■ 32-Bit Internai Registers 

■ Integrated Timer Support 

■ 33 MHz Operation 

■ 132-Lead PQFP Package, Package 
Type KU 

(See Packaging Specification. Order Number 240800) 


RESET — 
CLKIN — 
— 
— 
OLE — 
M/iO — 
D/C — 
W/R — 
^ — 
RDY <■ 
ExtINTA 

A[10:3] “ 

TCK — 

— 

TDI — 
TMS — 
TDO 4 - 


82489DX Block Diagram 

D[31:0] PNMI 


PINT 4 - 
PRST 4 - 


System 

Decode 

& 

Control 

Unit 


1 


■4 

■4 

4 

4 


JTAG 

Compatible 
Boundary 
Scan TAP 
Controller 


I/O Unit 



LintO 

Lint1 


ICC Bus 

IntinO 
Intin 1 
Intin2 

Intin 15 


TMBASE 
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Refer to Application Note AP-388: 82489DX User’s Manual (Order Number 292116) when evaluating your 
design needs. 


December 1994 
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1.0 INTRODUCTION 

The 82489DX Advanced Programmable Interrupt 
Controller provides multiprocessor interrupt man- 
agement, providing both static and dynamic sym- 
metrical Interrupt distribution across all processors. 

The main function of the 82489DX is to provide in- 
terrupt management across all processors. This dy- 
namic Interrupt distribution includes routing of the in- 
terrupt to the lowest-priority processor. The 
82489DX works in systems with multiple I/O subsys- 
tems, where each subsystem can have its own set 
of interrupts. This chip also provides inter-processor 
Interrupts, allowing any processor to interrupt any 
processor or set of processors. Each 82489 DX I/O 
unit interrupt Input pin is individually programmable 
by software as either edge or level triggered. The 
interrupt vector and interrupt steering information 


can be specified per pin. A 32-bit wide timer is pro- 
vided that can be programmed to interrupt the local 
processor. The timer can be used as a counter to 
provide a time base to software running on the proc- 
essor, or to generate time slice Interrupts locally to 
that processor. The 82489DX provides 32-bit soft- 
ware access to Its internal registers. Since no 
82489DX register reads have any side effects, the 
82489DX registers can be aliased to a user read- 
only page for fast user access (e.g., performance 
monitoring timers). 

The 82489DX supports a generalized naming/ad- 
dressing scheme that can be tailored by software to 
fit a variety of system architectures and usage mod- 
els. It also supports 8259A compatibility by becom- 
ing virtually transparent with regard to an externally 
connected 8259A style controller, making the 8259A 
visible to software. 
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Figure 1. 82489DX Architecture 
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2.0 FUNCTIONAL OVERVIEW 

82489DX Functional Blocks 

82489DX contains one Local Unit, one I/O unit and 
a timer. The ICC bus is used to pass interrupt mes- 
sages. 


ICC BUS 

The ICC bus is a 5-wire synchronous bus connecting 
all 82489DXS (all I/O Units and all Local Units). The 
Local Units and I/O Units communicate over this 
ICC bus. Four of these five wires are used for data 
transmissions and arbitration, and one wire is a 
clock. 


LOCAL UNIT 

The Local Unit contains the necessary intelligence 
to determine whether or not its processor should ac- 
cept interrupt messages sent on the ICC bus by oth- 
er Local Units and I/O Units. The Local Unit also 
provides local pending of interrupts, nesting and 
masking of interrupts, and handles all Interactions 
with Its local processor such as the INT/INTA/EOI 
protocol. The Local Unit further provides inter-proc- 
essor interrupt functionality and a timer to Its local 
processor. The Interface of a processor to Its 
82489DX Local Unit is identical for every processor. 


I/O UNIT 

The I/O Unit provides the Interrupt input pins on 
which I/O devices inject interrupts Into the system in 


the form of an edge or a level. The I/O unit also 
contains a Redirection Table for the interrupt input 
pins. Each entry In the Redirection Table can be In- 
dividually programmed to indicate whether an inter- 
rupt on the pin is recognized as either an edge or a 
level; what vector and also what priority the Interrupt 
has; and which of all possible processors should 
service the interrupt and how to select that proces- 
sor (statically or dynamically). The information In the 
table Is used to send interrupt messages to all 
82489DX Units via the ICC bus. 


TIMER 


The 82489DX provides a 32-blt wide timer that can 
be programmed to interrupt the local processor. The 
timer can be used as a counter to provide a time- 
base to software running on the processor, or to 
generate time-slice interrupts local to that proces- 
sor. 



3.0 PIN DESCRIPTION 

The 82489DX pin description is organized In a small 
number of functional groups. Pin definitions and pro- 
tocols have been designed to minimize interface is- 
sues. In particular, they support the notion of inde- 
pendently controlled address and data phases. The 
primary host interface is synchronous in nature. 

In the following pin definition table If the signal name 

has ( ) over it, the signal is in its active state when it 

has a low level. The signal direction column Identi- 
fies output only signals as a continuous drive (O), 
tristate (T/S), or open drain (0/D). All bi-directional 
(Bl-D) signals have tri-stating outputs. 
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Pin Definition Table 


Symbol 

Pin No. 

Type 

Function 

SYSTEM PINS 

RESET 

65 

1 

The RESET INPUT forces 82489DX to enter its initial state. The 82489DX 
Local Unit in turn asserts it PRST (Processor Reset) output. All tri-state 
outputs remain in high impedance until explicitly enabled. 

ExtINTA 

41 

0 

The EXTERNAL INTERRUPT ACKNOWLEDGE output is asserted (high) 
when an external interrupt controller (e.g., 8259) is expected to respond to 
the current INTA cycle. If deasserted (low), 82489DX will respond, and the 
INTA cycle must not be delivered to the external controller. 

CLKIN 

57 

1 

CLOCK INPUT provides reference timing for most of the bus signals. 

TRST 

56 

1 

TEST RESET is the JTAG compatible boundary scan TAP controller reset 
pin. A weak pull-up keeps the pin high if not driven. 

TCK 

55 

1 

TEST CLOCK is the clock input for the JTAG compatible boundary scan 
controller and latches. 

TDI 

53 

1 

TEST DATA INPUT is the test data Input pin for the JTAG compatible 
boundary scan chain and TAP controller. A weak pull-up keeps this pin high 
if not driven. 

TDO 

52 

0 

TEST DATA OUTPUT Is the test data output for the JTAG compatible 
boundary scan chain. 

TMS 

54 

1 

TEST MODE SELECT Is the test mode select pin for the JTAG boundary 
scan TAP controller. A weak pull-up keeps this pin high If not driven. 

TIMER PIN 

TMBASE 

59 

1 

The TIME BASE Input provides a standard frequency that Is only used by 
the 82489DX timer and that is Independent of the system clock. 

INTERRUPT PINS 

INTIN[15:0] 

82-97 

1 

These 1 6 INTERRUPT INPUT pins accept edge or level sensitive interrupt 
requests from I/O or other devices. The pin numbers are specified 
respectively. INTIN1 5 corresponds to pin number 82, INTIN14 corresponds 
to pin number 83 etc., and INTI NO corresponds to pin number 97. These 
pins are active high. 

LINTIN[1] 

LINTIN[0] 

80 

81 

1 

1 

Two LOCAL INTERRUPT INPUT pins accept edge or level sensitive 
interrupt requests that can only be delivered to the connected processor. 
These pins are active high. 

REGISTER ACCESS PINS 

ADS 

64 

1 

ADDRESS STROBE signal Indicating the start of a bus cycle. 82489DX 
does not commit to start the cycle internally until BUS GRANT is detected 
active. 
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Pin Definition Table (Continued) 


Symbol | Pin No. | Type | 

REGISTER ACCESS PINS (Continued) 


Function 


Bus cycle definition signals. Note that since the_82489DX registers can be 
mapped in either memory or I/O space, the M/IO pin is not used for register 
access cycles; it is only used to decode interrupt acknowledge cycles. 
82489DX does not respond to code read cycles. 

The BUS GRANT input is optional and is used to indicate the address phase of 
a bus cycle in configurations where address timing cannot be inferred from 
ADS. This signal is really used as an address latch enable, but is named as it is 
to indicate that it can normally be connected to the Intel Cache Controller 
generated signal of the same name. Must be tied low If not used. 

The CHIP SELECT input Indicates that the 82489DX registers are being 
addressed. 

The address pins are used as Inputs in addressing internal register space. 
Output function is reserved. They are also used to latch local unit ID on reset. 


2 


DATA LATCH/ENABLE is optional and is used to indicate committing the data 
phase of a bus cycle In configurations where data timing cannot be Inferred 
from other cycle timings. Must be tied low If not used. 
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Pin Definition Table (Continued) 


Symbol 

Pin No. 

Type 

Function 

REGISTER ACCESS PINS (Continued) 

DIO 

3 

Bl-D 


D9 

4 

Bl-D 


D8 

7 

Bl-D 


D7 

8 

Bl-D 


D6 

9 

Bl-D 


D5 

11 

Bl-D 


D4 

12 

Bl-D 


D3 

13 

Bl-D 


D2 

14 

Bl-D 


D1 

16 

Bl-D 


DO 

18 

Bl-D 


DP3 

101 

Bl-D 

One Data Parity pin for each byte on the data bus. EVEN parity is generated 

DP2 

102 

Bl-D 

any time the data bus is driven by the 82489DX. 

DPI 

103 

Bl-D 


DPO 

104 

Bl-D 


RDY 

43 

0 

READY output indicates that the current bus cycle Is complete. In the case of 
a read cycle, valid data and the return to inactive state after going active low 
may be delayed till DIE goes active. 

PROCESSOR PINS 



T/S 

The PROCESSOR INTERRUPT OUTPUT Indicates to the processor that one 
or more maskable Interrupts are pending. This pin is tri-stated at reset, and has 
an Internal pull-down resistor to prevent false signaling to the processor until 
the 82489DX Local Unit Is enabled and this pin is actively driven. 

PRST 

38 

0 

The PROCESSOR RESET OUTPUT Is asserted/de-asserted upon 82489DX 
reset, and also in response to ICC bus messages with “RESET” delivery 
mode. This pin should be used with care. 

PNMI 

37 

T/S 

The NON-MASKABLE INTERRUPT output is signaled In respone to ICC bus 
messages with “NMI” delivery mode. This pin Is tri-stated at reset, and has an 
internal pull-down resistor to prevent false signaling to the processor until the 
Local Unit is enabled and this pin is actively driven. 

ICC BUS PINS 

ICLK 

60 

1 

The ICC BUS CLOCK Input provides synchronous operation of the ICC bus. 

MBI[3:0] 

76-79 

1 

The four ICC BUS IN inputs are used for Incoming ICC bus messages. In 
smaller configurations the ICC bus Input and outputs may be tied directly 
together at the pins. Pin number for MBI3 Is 76, MBI2 Is 77, MBI1 is 78 and 
MBIO is 79. 

MB03 

45 

0/D 

The four ICC BUS OUT outputs are used for outgoing ICC bus messages. The 

MB02 

48 


current capacity Is only 4 mA. So external buffers will be needed. 

MB01 

49 



MBOO 

51 
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Pin Definition Table (Continued) 


Symbol 

Pin No. 

Type 

Function 

RESERVED PINS 

Reserved 

34, 42 

NC 

These pins MUST BE LEFT OPEN. 

Reserved 

70, 72, 75 


Reserved by Intel. These pins should be strapped to Vcc- 

Reserved 

71, 19, 20 


Reserved by Intel. These pins should be strapped to GND. 

POWER AND GROUND PINS 

Vcc 

1,32, 69, 98 

POWER 

Nominally + 5V. These pins along with Vss and Vssi should be 
separately bypassed. 

Vccp 

6, 15, 25,100, 
108, 117, 126 

POWER 

Nominally + 5V. These pins along with Vssp should be separately 
bypassed. 

Vccpo 

39, 46 

POWER 

Nominally + 5V. These pins along with Vsspo should be separately 
bypassed. 

Vss 

5, 33, 67, 
68, 99 

GND 

Nominally OV. These pins along with Vcc should be separately 
bypassed. 

Vssp 

10,17, 23, 30, 
106, 113, 120, 
127, 132, 

GND 

Nominally OV. These pins along with Vqcp should be separately 
bypassed. 

Vsspo 

36, 40, 44, 
47, 50 

GND 

Nominally OV. These pins along with Vccpo should be separately 
bypassed. 

Vssi 

58 

GND 

Nominally OV. These pins along with Vcc should be separately 
bypassed. 


NOTE: 

Vcc. Vccp and Vccpo should be of same voltage. Vss. Vssp. Vsspo and Vssi should be OV. 


4.0 FUNCTIONAL DESCRIPTION 

As far as interrupt management is concerned, the 
82489DX’s interrupt control function spans over two 
functional units, the I/O Unit of which there is one 
per I/O subsystem, and the Local Unit of which 
there is one per processor. 82489DX has one I/O 
unit and one Local Unit In a single package. This 
section takes a detailed look at both local and I/O 
Units. 


I/O Unit 

The I/O Unit consists of a set of Interrupt Input pins, 
an Interrupt Redirection Table, and a message unit 
for sending and receiving messages from the ICC 
bus. The I/O Unit is where I/O devices inject their 
Interrupts, the I/O Unit selects the corresponding 
entry in the Redirection Table and uses the informa- 
tion in that entry to format an Interrupt request 
message. The message unit then broadcasts this 
message over the ICC bus. The content of the Redi- 
rection Table is under software control and is as- 
signed benign defaults upon reset. The masks in the 
Redirectlonal Table entries are set to 1 at hardware 
reset to disable the interrupts. 
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Local Unit 

Interrupt Management of the Local Unit is responsi- 
ble for local interrupt sources, interrupt acceptance, 
dispensing interrupts to the processor, and sending 
inter-processor interrupts. Depending on the delivery 


mode of the interrupt, zero, one or more units can 
accept an interrupt. A LocaLUnit accepts an inter- 
rupt only If it will deliver the interrupt to its processor. 
Accepting an interrupt is purely an inter-82489DX 
matter; dispensing an interrupt to the local proces- 
sor only Involves a 82489DX and its local processor. 
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5.0 INTERRUPT CONTROL 
MECHANISM 

This section describes briefly the interrupt control 
mechanism in the 82489DX. 


5.1 Interrupts 

The interrupt control function of all 82489DXs are 
collectively responsible for delivering Interrupts from 
interrupt sources to interrupt destinations In the mul- 
tiprocessor system. When a processor accepts an 
interrupt, It uses the vector to locate the entry point 
of the handler In its interrupt table. The 82489DX 
architecture allows for 16 possible interrupt priori- 
ties; zero being the lowest priority and 1 5 being the 


highest. Priority of Interrupt A “is higher than” the 
priority of interrupt B If servicing A is more urgent 
than servicing B. An Interrupt’s priority is implied by 
its vector; namely priority = vector/ 16. 

With 256 vectors and 1 6 different priorities, this Im- 
plies that 1 6 different Interrupt vectors can share a 
single interrupt priority. 

TOTAL ALLOWED INTERRUPT VECTORS 

Out of 256 vectors, interrupt vectors 0 to 1 5 should 
not be used In the 82489DX. Only 240 interrupt vec- 
tors (vectors from 16 to 255) are supported In the 
82489DX. 
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Figure 4. I/O Units and Local Units 


2-1268 


I 




82489DX 


iny 


INTERRUPT SOURCES 

Interrupts are generated by a number of different in- 
terrupt sources in the system. 

Possible interrupt sources are: 

• Externally connected (I/O) devices. Interrupts 
from these external sources manifest themselves 
as edges or levels on Interrupt input pins and can 
be redirected to any processor. 

• Locally connected devices. These originate as 
edges or levels on interrupt pins, but they are al- 
ways directed to the local processor only. 

• 82489DX timer generated interrupts. Like locally 
connected devices, 82489DX timer can only in- 
terrupt its local processor. 

• Processors. A processor can interrupt any indi- 
vidual processor or sets of processors. This sup- 
ports software self-interrupts, preemptive sched- 
uling, TLB flushing, and interrupt forwarding. A 
processor generates interrupts by writing to the 
interrupt command register in Its Local Unit. 

INTERRUPT DESTINATIONS 

I/O Units can only source Interrupts whereas Local 
Units can both source and accept interrupts, so 
whenever “interrupt destination” Is discussed, it is 
implied that the Local Unit is the destination of the 
interrupt. In physical mode the destination processor 
Is specified by a unique 8-bit 82489DX local ID. Only 
a single destination or a broadcast to all (LOCAL ID 
of all ones) can be specified in physical destination 
mode. 

In logical mode destinations are specified using a 
32-bit destination field. All Local Units contain a 
32-bit Logical Destination register against which the 
destination field of the Interrupt is matched to deter- 
mine if the receiver is being targeted by the interrupt. 
An additional 32-bit Destination Format register in 
each Local Unit enables the logical mode address- 
ing. 


INTERRUPT DELIVERY 

The description of Interrupt delivery makes frequent 
use of the following terms: 

• Each processor has a processor priority that re- 
flects the relative importance of the code the 
processor is currently executing. This code can 
be part of a process or thread, or can be an inter- 
rupt handler. A processor’s priority fluctuates as a 
processor switches threads, a thread or handler 
raises and lowers its priority level to mask out 
interrupt, and the processor enters an interrupt 
handler and returns from an interrupt handler to 
previously interrupted activity. 

• A processor is lowest priority within a given group 
of processors If Its processor priority is the lowest 
of all processors in the group. Note that more 
than one processor can be the lowest priority in a 
given group. 

• A processor is the focus of an interrupt if it is 
currently servicing that interrupt, or if it currently 
has a request pending for the interrupt. 

Interrupt delivery begins with an interrupt source in- 
jecting Its Interrupt into the Interrupt system at one of 
the 82489DX. Delivery is complete only when the 
servicing processor tells its 82489DX Local Unit It is 
complete by Issuing an end-of-interrupt (EOl) com- 
mand to its 82489DX Local Unit. Only then has all 
(relevant) internal state regarding that occurrence of 
the Interrupt been erased. The Interrupt system 
guarantees exactly-once delivery semantics of inter- 
rupts to the specified destinations. Exactly-once 
guaranteed delivery implies a number of things: 

• The Interrupt system never rejects interrupts; It 
never NAKs Interrupt injection, interrupts are nev- 
er lost, and the same interrupt (occurrence) is 
never delivered more than once. 

Clearly a single edge interrupt or level interrupt 
counts as a single occurrence of an interrupt. In uni- 
processor systems, an occurrence of an Interrupt 
that is already pending (IRR) cannot be distin- 
guished from the previous occurrence. All occur- 
rences are recorded in the same IRR bit. They are 
therefore treated as “the same” Interrupt occur- 
rence. 


I 


2-1269 


82489DX 



For lowest-priority delivery mode, by delivering an 
interrupt first to its focus processor (if it currently has 
one), the identical behavior can be achieved in a MP 
(Multiprocessor) system. If an interrupt has a focus 
processor then the interrupt will be delivered to the 
interrupt’s focus processor independent of priority 
information. This means that even if there is a lower 
priority processor compared to the focus processor, 
the interrupt still gets delivered to the focus proces- 
sor. 

Each edge occurring on an edge triggered interrupt 
input pin is clearly a one-shot event; each occur- 
rence of an edge is delivered. An active level on a 
level triggered interrupt input pin represents more of 
a “continuous event”. Repeatedly broadcasting an 
interrupt message while the level is active would 
cause flooding of the ICC bus, and in effect trans- 
mits very little useful Information since the same 
processor (the focus) would have to be the target. 

Instead, for level triggered interrupts the 82489DX 
merely recreate the state of the interrupt input pin at 
the destination . The source 82489DX accomplishes 
this by tracking the state of the appropriate destina- 
tion 82489DX’s Interrupt Request Register (or pend- 
ing bit) and only sending lnter-82489DX messages 
when the state of the Interrupt Input pin and the des- 
tination’s interrupt request enter a disagreement. 
Unlike edge triggered Interrupts, when a level inter- 
rupt goes Into service, the interrupt request at the 
servicing 82489DX Is not automatically removed. If 
the handler of a level sensitive Interrupt executes an 
EOl then that interrupt will Immediately be raised to 
the processor again, unless the processor has ex- 
plicitly raised its task priority, or the source of that 
interrupt has been removed. 

5.2 Interrupt Redirection 

This section specifically talks about how a processor 
is picked during Interrupt delivery. The 82489DX 
supports two modes for selecting the destination 
processor: Fixed and Lowest Priority. 

• Fixed Delivery Mode 

In fixed delivery mode, the interrupt is uncondi- 
tionally delivered to all local 82489DXs that 
match in the destination Information supplied with 
the Interrupt. Note that for I/O device interrupts 
typically only a single 82489DX would be listed In 
the destination. Priority and focus Information are 
Ignored. If the priority of a destination processor 
equal to or higher than the priority of the Interrupt, 
then the interrupt is held pending locally in the 
destination processor’s Local Unit, until the proc- 
essor priority becomes low enough at which time 
the interrupt is dispensed to the processor. More 
than one processor can be the destination in 
fixed-delivery mode. 


• Lowest Priority Delivery Mode 
Under the lowest priority delivery mode, the proc- 
essor to handle the interrupt is the one in the 
specified destination with the lowest processor 
priority value. If more than one processor is at the 
lowest priority, then a unique arbitration ID is 
used to break ties. For lowest priority dynamic 
delivery, the interrupt will always be taken by Its 
focus processor if it has one. The lowest priority 
delivery method assures minimum interruption of 
high priority tasks. Since each Local Unit only 
knows its own processor priority, determining the 
lowest priority processor is done by arbitration on 
the ICC bus. Only one processor can be the des- 
tination in lowest-priority delivery mode. 

INTER-82489DX COMMUNICATION 

All I/O and Local Units communicate during Interrupt 
delivery. Interrupt information is exchanged between 
different units on a dedicated five wire ICC bus in the 
form of broadcast messages. A 82489DX Unit’s 8-blt 
ID Is used as Its name for the purpose of using the 
ICC bus, and all 82489DX units using one ICC bus 
should be assigned a different ID. The Arbitration ID 
of the Local Units used to resolve ties during lowest 
priority arbitration is also derived from the Local 
Unit’s ID. 


16.0 GUIDELINES FOR 82489DX 
USERS 

16.1 Initialization 

This section outlines one possible Initialization sce- 
nario. Other scenarios are certainly possible, and 
one would be selected as part of a platform stan- 
dard initialization scheme. The Intent of this section 
is to Illustrate that the initialization support provided 
by the 82489DX Is adequate to support MP (Multi- 
processor) system initialization. 

Each 82489DX has a RESET input pin connected to 
a common Reset line. Upon system reset, this com- 
mon reset line is activated, causing all the 
82489DXS to go through reset. All 82489DX local 
units (note: only local units and not I/O units) latch 
their ID from their address bus on reset. The ID can 
be provided by the bus control agent based on slot 
number. 

The local units next assert their processor’s Reset 
pin, holding the processor in reset, and next perform 
their internal reset, setting all registers to their Initial 
state. The initial state of all 82489DX Units (both 
local and I/O units) is “all masks set” and all Local 
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Units disabled; registers are otherwise initialized to 
zero. Note that the PINT and PNMI output pins are in 
tri-state mode when the local unit is disabled. After 
this, each 82489DX local unit will deassert its proc- 
essor’s Reset pin, allowing the processors to come 
out of reset and perform self test and start executing 
initialization code. 

Note that while connecting PRST pin it should be 
noted that whenever PRST pin is activated by 
82489DX either because of software reset message 
or hardware reset, the 82489DX itself is reset. It 
should be taken care in the cases of Warm reset 
where only processors need to be reset and not the 
interrupt controller. In brief, the usage of PRST de- 
pends upon the system requirement on various re- 
set. 

Somewhere in this code sequence, the processors 
that are “alive” will enable their 82489DX local units, 
and attempt to force all the other processors back 
into Reset. Forcing the other processors into reset is 
performed by sending them the inter-processor in- 
terrupt with Destination Mode = “Physical”, Deliv- 
ery Mode = “Reset”, Trigger Mode = “Level”, 
Level = “1”, and Destination Shorthand = “All Excl 
Self”. Only the first processor to get the ICC bus will 
succeed in sending this signal and reset all other 
82489DXS and their processors. The other proces- 
sors are kept in reset until such time that an MP 
operating system decides they can become active 
again. The only running processor next performs the 
rest of system initialization. 

Eventually, an MP operating system will be booted 
at which time the operating system would send 
“deassert reset” interprocessor signals to activate 
the other processors in the system. A mechanism 
must be provided by the platform that allows the 
added processors to differentiate the very first reset 
from a subsequent one. 


16.2 Compatibility 

COMPATIBILITY LEVELS 

The 82489DX can be used in conjunction with stan- 
dard 8259A-style interrupt controllers to provide a 
range of compatibility levels. 

At the lowest level we have “PC shrink-wrap” com- 
patibility. This level effectively creates a uniproces- 
sor hardware environment within the MP platform 
capable of booting/running DOS shrinkwrap soft- 
ware. In this mode, only the 8259A generates inter- 


rupts and the 82489DX becomes a virtual wire. The 
interrupt latency can be minimized by connecting the 
8259A interrupt to local unit directly. 

The next level preserves the software compatible 
view of an 8259A but it allows more than one proc- 
essor to be active in the system. This results In an 
asymmetrical arrangement, with one processor field- 
ing all 8259A Interrupts but with added Inter-proces- 
sor interrupt capability. In this mode, 82489DX 
“merges” 8259A interrupts with inter-processor in- 
terrupts. Existing I/O drivers would be bound to the 
compatible CPU and interface directly with the 
8259A. 


At the next compatibility level, 8259A compatible 
drivers can be mixed with native 82489DX drivers. 
Devices can generate interrupts at either 8259A or 
an 82489DX. This provides for partial symmetry as 
individual drivers migrate from the 8259A to native 
82489DXS. 



Another 8259A compatible point can be defined for 
MP systems. Each processor could have its own 
compatible 8259A controllers, allowing multiple 
processors to run compatible I/O drivers, but stati- 
cally spreading the load across the available proces- 
sors. 


82489DX/8259A INTERACTION 

The principle of compatible operation Is very 
straightforward; the 82489DX(s) become a virtual 
wire connecting the 8259A’s I NT output through to 
the processor, while at the same time making 8259A 
visible to the processor. 

The two connection schemes described only differ 
in the number of 82489DX(s) (one or two) that are 
located In the path from the 8259A to the processor. 
In the one 82489DX example Illustrated in Figure 37, 
the I NT output of the 8259 A connects to one of the 
Interrupt Input pins of the 82489DX through an edge 
generation logic. This could be an interrupt pin on 
the 82489DX’s I/O unit or local unit; assume a local 
interrupt input is used. The Local Vector Table entry 
for the interrupt pin that connects to the 8259A is set 
up with a Delivery Mode of “ExtINT” and edge trig- 
ger mode. This indicates that the interrupt is gener- 
ated by an external controller. The processor’s I NT 
pin connects to the 82489DX PINT pin. 
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This setup enables the 82489DX local unit to detect 
assertions (up-edges) of the 8259A’s I NT output pin 
and pass this on to the processor’s I NT input. 
82489DX asserts ExtINTA pin along with (one clock 
prior to) PINT pin to indicate “8259” interrupt. When 
the processor performs its INTA cycle the 82489DX 
itself does not respond other than deass erting PINT 
to the processor. At the third clock after ADS In the 
second bus cycle of INTA cycle ExtINTA is deassert- 
ed. External logic should make use of the ExtINTA 
signal to make the INTA cycle visible to the 8259A 
and the 8259A should provide the vector. At the 
same time, the local unit considers the external re- 
quest as delivered, and need not wait for the exter- 
nal 8259A’s I NT to be deasserted. A new up-edge 
must be generated on the 6259A !NT pin before the 
local unit will assert the processor’s INT pin on be- 
half of the 8259A. External edge generation logic 
should be used for this. Compatible software inter- 
acts directly with the 8259A. 

The mechanism is essentially the same In the two- 
82489DX scheme. The difference Is that the 8259A 
connects to an Interrupt input pin of the 82489DX 
I/O unit in the I/O system. The Redirection Table 
entry for this pin is again programmed with an 
“ExtINT” Delivery Mode, and the (single) 82489DX 
destination local ID corresponding to the compatible 
DOS processor. Capturing the up-edges of the 
8259A’s INT pin by the 82489DX local unit now In- 
volves sending messages from the 82489DX I/O 
unit to the 82489DX local unit via the ICC bus. The 
“virtual wire” now includes messages over the ICC 
bus. 

Adding inter-processor ICC Interrupts (or any other 
82489DX generated interrupts) to the compatible 
operation is accomplished by having the 82489DX 
internally OR the 8259A’s INT request with any 
82489DX interrupt request. 

Before the 82489DX actually sends the interrupt sig- 
nal to the processor, the 82489DX decides whether 
it does this for an 82489DX interrupt or whether it 
does this on behalf of the external controller. When 
the processor performs the corresponding INTA cy- 
cle, only the 82489DX knows whether it should re- 
spond wfth a vector, or whether the external 8259A 
should. 

If the 82489DX needs to respond, then it will enable 
an externally Implemented trap that prevents the 
8259A from seeing the INTA cycle. If the 8259A 
needs to respond, then the 82489DX will not enable 
the INTA trap, and the INTA will be allowed to reach 
the 8259A. 82489DX implements this by asserting 
its EXTINTA pin to indicate external 8259A should 
respond with the vector. The 82489DX local unit 
controls the INTA trap via its “ExtINTA” output pin; 
the 82489DX does not actually provide the trap it- 
self. 



Figure 37. Edge Logic 


82489DX/8259A DUAL MODE CONNECTiON 

In systems that can be booted either as a configura- 
tion with compatible 8259A or without, device inter- 
rupt lines are connected to both the Interrupt Re- 
quest pins of the 8259A and Interrupt Input pins of 
the 82489DX with all interrupts either masked at the 
82489DX or at the 8259A. Some EISA and Micro- 
Channel chip sets that include on-chip 8259As also 
have Internally connected interrupt requests. For ex- 
ample, the 82357 (the ISP of the EISA chipset) gen- 
erates timer and DMA chaining interrupts internally. 
These are not available as separate interrupts out- 
side the ISP. In non-compatible mode the ISP timers 
are not used, since each local 82489DX unit pro- 
vides Its own timer. Therefore, the ISP’s 8259A is 
configured to mask out all Interrupts except the DMA 
chaining Interrupt which is configured in level-sensi- 
tive, auto EOl mode. This causes the 8259A’s INT 
output to track the state of the internal DMA inter- 
rupt request. The 8259A’s INT output is then con- 
nected to one of the 82489DX interrupt input pins 
programmed to generate a regular (i.e., not 
“ExtINT”) level-sensitive interrupt. The ISP 8259A 
then no longer functions as an external interrupt 
controller; it has been logically disabled, and it 
needs no interrupt acknowledge or EOl. The INTA 
and EOl cycles occur only at the 82489DX. It should 
be noted that 82489DX accepts only active high lev- 
el/edge interrupt inputs. External programmable log- 
ic should take care of polarity reversal that may be 
needed in EISA system for sharing of interrupts. 
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INTRODUCTION 

82489DX is the new interrupt controller for high per- 
formance systems and 32-bit OS. Some important con- 
siderations for hardware designers are given. This ap- 
plication note will provide information of all registers 
in 82489DX and their bits and bytes organization. The 
control word for various programming options are giv- 
en in a tabular format. Some programming hints are 
given to facilitate a quick understanding of the inter- 
rupt architecture and the priority model in 82489DX. 

The programming model discusses the registers, their 
data structure like fields, bits, bytes and default register 
values. The system considerations and key points to be 
noted while programming 82489DX are discussed next. 
Typical examples of initialization, interrupt service rou- 
tine and Spl() routines are given. The notes discuss im- 
portant hardware design considerations. 

Related Reference Materials 

1) 82489DX Data Book, Order Number 290446. 

2) An APIC based Symmetric Multiprocessor System 
Design AP-474, Order Number 241521. 

REGISTER ORGANIZATION 

The 82489DX contains both the local unit and I/O 
unit. I/O unit has its own Unit ID and local unit has its 
own Unit ID. Both units are operational at all times 
once they are enabled and the access can be done to 
both units. It should be noted that the local unit has its 
own version register, and I/O unit has its own version 
register, namely, I/O version register. The unit enable 
bit is provided for local unit and it is not provided for 
I/O unit. However, I/O unit has mask bit for each 
redirection table entry to mask the interrupts. Func- 
tionally I/O unit can only transmit interrupt messages 
whereas local unit can both transmit and receive inter- 
rupt messages. In summary, 82489DX should be 
viewed as an integrated chip having a local unit and an 
I/O unit both capable of operating at the same time. 


INITIAL REGISTER VALUES AFTER 
HARDWARE RESET 

The local unit ID register latches the value on the ad- 
dress pins A3 to A 10 after hardware reset whereas the 
I/O unit ID register gets cleared to 0 after hardware 
reset. The local unit Version Register is cleared to 0 
whereas the I/O unit Version Register contains 1111 in 


its Max Redir Entry field. The interrupt masks in the 
local timer vector table register and in the I/O redirec- 
tion table entry(3 1 :0) registers are set so that after reset 
all the interrupts are masked. The spurious vector regis- 
ter’s unit enable bit is cleared so that local unit is dis- 
abled after hardware reset. Since all the interrupts are 
masked after hardware reset, the I/O unit will not 
transmit any interrupt after hardware reset until mask 
is cleared specifically by software and the interrupt is 
active. 

All other registers are cleared to 0 after hardware reset. 


SYSTEM CONSIDERATIONS WHILE 
PROGRAMMING THE 82489DX 

The 82489DX register data structure contains different 
fields to specify the mode of operations and the options 
available within each mode. Since certain options are 
applicable to specific modes only (for example “Remote 
Read” mode applies only to Interrupt Command Regis- 
ter, it does not have any relevance to I/O unit’s redirec- 
tion tables) the following programming hints are pro- 
vided. 


82489DX and Memory Mapping 

The 82489DX is a 32-bit high performance interrupt 
controller. It allows the CPU to do 32-bit read and 
write to it. By memory mapping the 82489DX, system 
performance can be enhanced. Even though the 
82489DX can be memory mapped, its functionality as 
an interrupt controller should be kept in mind while 
programming the virtual memory management control 
data structure. The caching policy for the page where 
an 82489DX is mapped should also be done with the 
functionality of the 82489DX in mind. For example, 
the reads to an 82489DX should not be cached and 
writes should be write-through. Since 82489DX regis- 
ters are aligned at 128-bit boundaries, memory map- 
ping the 82489DX with interleaved memory system 
should not be a problem. However, it should be noted 
that the 82489DX does not support pipelining. 


Unique ID Requirement 

All the local units and I/O units hooked on an Icc bus 
should have an unique ID before they can use the bus. 
This should be ensured by the programmer, since for 
Icc bus arbitration the units (whether it is local unit or 
I/O unit) arbitrate with their unit ID. 
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PROGRAMMING THE LOCAL UNIT 

Dos and Don’ts 

1. The local interrupt vector table entry (and the I/O 
unit redirection table entry) should not be pro- 
grammed for “Remote Read” Delivery mode. In 
other words, only Interrupt Command register sup- 
ports “Remote Read’’ Delivery mode. 

2. Local Interrupts should not be programmed with 
“Lowest Priority’’ Delivery mode. 

3. Local Interrupts should not be programmed with 
“Reset’’ Delivery mode. 

4. It is not recommended to use level triggered mode 
except for “Reset Deassert’’ messages. 


Atomic Write Read to Task Priority 
Register 

This section discusses issues regarding write buffer 
flushing and necessity of atomicity of task priority reg- 
ister programming. 

Typically, the task priority register is written with high- 
er priority to mask certain low level interrupts before 
entering into a critical section code. In a system where 
an 82489DX is memory mapped the CPU may buffer 
this task priority register write to its on chip write buff- 
er. The following scenario can happen in such situation: 
CPU posts task priority register write to its on chip 
write buffer and enters into the critical code. A lower 
priority interrupt (which should not enter the critical 
code) interrupts the CPU before the write buffer gets 
flushed into task priority register). The CPU now erra- 
neously accepts the lower priority interrupt. To avoid 
the situation, atomic write and read to task priority 
register should be done. The read following write en- 
sures that the write buffer is flushed to task priority 
register and the atomicity ensures that no interrupt will 
be accepted by the CPU during its write to task priori- 
ty. In case if the CPU itself takes care of flushing its 
write buffers before INTA cycle, there is no problem. 
However, if there are system posted write buffers then 
external logic should make sure to flush the system 
write buffers before INTA-cycle. 


Task Priority Register and Totai Usabie 
Vectors 

Task priority register is used to specify the priority of 
the task the processor is executing. In 8259 the priority 
is defined only among the interrupts that it handles. 
82489DX goes further ahead in handling priority. In 
multitasking system, in addition to device interrupts, 
various tasks have different priority and 82489DX al- 
lows consideration of the priority at system level. The 
processor specifies the priority of the task it executes by 


writing to task priority register. Now any interrupts at 
or below the task priority will be masked until the task 
priority gets lowered. The masking granularity is at pri- 
ority level. Out of 256 interrupt vectors 16 priority lev- 
els are specified and 16 vectors share one priority level. 
Since the masking granularity by the task priority regis- 
ter is at priority level, group of 16 vectors get masked 
when a local unit increases its task priority by one level. 

When task priority register is at its minimum level of 0, 
interrupt vectors having level 1 to 16 are passed to 
CPU. Stated in other words, even when the task priori- 
ty register is at its minimum (level of 0), interrupt vec- 
tors at level 0 will be masked. This means that the in- 
terrupts should not be programmed with vectors 0 to 
15. So out of 256 interrupt vectors, only 240 interrupt 
vectors (vector 16 to 255) can be used in 82489DX. 


ISR/IRR/TMR 

1. Bits 0-15 of IRR/ISR/TMR do not track inter- 
rupt. No interrupt of vector number from 0-15 can 
be posted. The total interrupts supported are 240. 
This can be easily explained by the way the priority 
mechanism is defined. When reading the lowest 32 
bits of this register, 0 will always be returned for the 
lower 16 bits. 


interrupt Command Register 
Programming Considerations 

The interrupt command register (3 1 :0) has the side ef- 
fect of sending interrupt once it is written. There is no 
mask bit associated with Interrupt Command Register. 
Once interrupt command register (3 1 :0) is written, the 
interrupt is sent from the local unit. The interrupt des- 
tination is provided in the interrupt command register 
(63:32). So, the interrupt command register (63:32) 
should always be programmed before the interrupt 
command register (3 1 :0) is programmed. 



Disable interrupt 


1 


I Program interrupt Command Register(63:32) | 


T 

I Program interrupt Command Register(3 1 :0) | 
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Enable Interrupt 
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CRITICAL REGIONS AND MUTUAL EXCLUSION 

This section discusses the reasons for mutual exclusion 
to be exercised when writing to interrupt command reg- 
ister. Each 82489DX has a single Interrupt Command 
Register that is used to send interrupts to other proces- 
sors. The programmer should make sure to synchronize 
access to this register. Specifically, (1) writing all fields 
of the register (MSB), (2) Sending the interrupt mes- 
sage (by writing the LSB register), and (3) waiting for 
Delivery State to become Idle again, should occur as a 
single atomic operation. For example, if interrupt han- 
dlers are also allowed to send inter processor interrupts, 
then interrupt dispensing to the processor must be dis- 
abled for the duration of these activities so that inter- 
rupt handlers are excluded from accessing the ICR. 
This is explained as follows. Let us assume in a typical 
MP system preemptive scheduling (on another proces- 
sor) is implemented by sending inter processor inter- 
rupts (IPIs). IPI can be also used for clock distribution 
in an asymmetric system where the timer interrupts 
only one processor and that processor notifies all other 
processors in the system through IPI. Inter processor 
interrupts are implemented by using interrupt com- 
mand register. If we allow interrupts during writing 
interrupt command register the following erraneous op- 
eration may result. If interrupts are enabled (they 
should not be) during writing to interrupt command 
register, interrupts can come after writing to MSB por- 
tion and before writing to LSB portion of interrupt 
command register. Now in the interrupt service rou- 
tine, if ICR is used (for distribution of interrupt to oth- 
er processor(s), for example) then this ISR also starts 
writing to the Interrupt Command Register. That 
means the ISR will overwrite the MSB portion just 
written by the previous IPI. After returning from the 
ISR when the previous IPI continous writing to the 
remaining LSB portion, the message will be delivered to 
wrong address since MSB is modified by the module 
which interrupted. The inference is that while access- 
ing ICR interrupts should be disabled. Also it should be 
noted that except for “Reassert Deassert Messages”, 
IPI should only use edge triggered mode. 

BUFFERING IN INTERRUPT COMMAND 
REGISTER 

The Interrupt Command Register provides one level of 
buffering which should be kept in mind while program- 
ming an 82489DX. The ICR (Interrupt Command 
Register) becomes busy as soon as inter processor mes- 
sage is written into it. It hands the message over to Icc 
bus transmit unit which in turn tries to send through 
Icc Since the ICR has passed the command to 
transmit Unit (whose responsibility is to send it 
through Icc t>us) it becomes free. The software before 
writing next inter processor message reads the flag to be 
free and writes next message. Thus there is a possibility 
of next message being written into the 82489DX before 
the first message is really sent out. The programmer 
should be aware of this. 


INTERRUPT COMMAND REGISTER DO’S AND 
DON’TS 

1. “ExtINTA” delivery mode should not be used for 
all destination shorthand. 

2. “Remote Read” should always be programmed as 
“Edge” triggered interrupt. 

3. “Remote Read” should always be programmed with 
physical Destination mode (and not with Logical 
Destination mode). 

3. Only Fixed Delivery Mode should be used for “Self’ 
destination shorthand. Stated otherwise, “lowest 
priority”, “Remote Read”, “Reset”, “NMI” deliv- 
ery modes do not apply for “Self’. 

4. For “All incl. self’ and “All excl Self’ destination 
shorthands, “Remote Read” delivery mode should 
not be used. 

5. For “All incl. self’ and “Self’ destination short- 
hands “Reset” Assert mode should not be used. 

6. For “All exclusive self’ destination shorthand if 
“Reset ASSERT” delivery mode is used, it should 
be ensured at system level that only one processor 
executes this instruction at any time. To explain 
this, let us consider the following situation. Let us 
assume that two CPUs, CPU A and CPU B are 
executing “Reset ASSERT, All Exclusive Self’. The 
message of CPU A puts every CPU except CPU A 
in reset state. After the message is written by CPU 
A it typically takes 2.9 jas for the message to flow 
through the Icc t>us to reach other local units to 
reset all other processors. Before this message resets, 
let us assume another processor also, say CPU B, 
issues the “Reset ASSERT, All Exclusive Self’ mes- 
sage. The following CPU B message (which was sent 
out before CPU B itself got reset because of CPU A 
reset message) will reset every CPU, which will in- 
clude CPU A, except CPU B. But CPU B will even- 
tually get reset by the message sent by CPU A and 
CPU A will also get reset by the message sent by 
CPU B. Thus all the CPUs in the system goes into 
reset state and this is an irrecoverable state. To 
avoid this, only one processor should execute this 
instruction at any time. This can be achieved, for 
example, by spinlock or mutex implemented as 
shared variables between multiprocessors. 

7. Messages could be sent out in “Logical” or “Physi- 
cal” mode with destination ID of all I’s depending 
on the way Destination Mode entry is programmed. 
In brief, “All incl. self’ and “All excl. self’ supports 
both “Logical” and “Physical” addressing mode. 

8. When destination shorthand broadcast) is used 
with “lowest priority” destination mode, then even 
though all participates in arbitrating for destination, 
only the lowest priority gets the message. So even 
though the addressing is broadcast since the destina- 
tion mode is lowest priority only one gets the mes- 
sage. 
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9. When destination shorthand broadcast) is used 
with “Fixed” destination mode, then all the units 
get the message. So to send messages to all units 
Fixed destination mode should be used in addition 
to using destination shorthand. 

10. It is recommended that all IPI messages, except for 
“Reset Deassert”, use only edge triggered interrupt 
mode. 

IPI THROUGH INTERRUPT COMMAND 
REGISTER 

Interrupt command register can be used to send inter 
processor interrupt. Inter processor interrupts can be 
used for preemptive scheduling, TLB flushing, clock 
distribution, etc. IPIs can also used in asymmetric sys- 
tems to pass certain work to another processor who has 
exclusive access to certain piece of hardware. Let us 
consider a dual processor system which uses only two 
82489DX in the whole system. Since the local units 
should be accessible only by their respective processor a 
local unit should be selected only when the arbitrator 
grants the bus to its processor. Since 82489DX has 
common chip select for its local unit and I/O unit, for 
logical simplicity, system hardware may select a 
82489DX when the corresponding processor is granted 
bus. Because of this, processor A can access only I/O 
unit and local unit that are available in its 82489DX. It 
is not possible to access the I/O unit of the other 
82489DX. The same thing holds good for the other 
processor. Since I/O unit should be globally visible to 
both processors, there may be situations when a proces- 
sor may want to access the other I/O unit. This is typi- 
cally the case for enabling and disabling the I/O inter- 
rupt. IPI can be used to pass that task to the other 
processor which can access that I/O unit. This is just 
one example for using IPI. 

ExtINTA INTERRUPT POSTING 

ExtINTA interrupts are used to support 8259 in a 
82489DX based system. The external interrupts (Ex- 
tINTA) are specific in their characteristics in that they 
do not have any priority relationship with rest of the 
interrupt structure. But when posting an interrupt to 
the processor, if both an external interrupt and a 
82489DX interrupt are pending, 82489DX could post 
either one to the processor. In 82489DX implementa- 
tion, it would post external interrupt whenever there is 
no other 82489DX interrupt that can be posted to the 
processor. It should be also noted that External Inter- 
rupts can not be masked by raising task priority. How- 
ever, they can be masked by the mask bit in the table 
entry for that (ExtINTA) interrupt. 

Since ExtINTA interrupts do not have any priority re- 
lationship, ISR and IRR bits are not maintained for 


external interrupts. As far as interrupt acceptance is 
concerned, if more than one ExtINTA interrupts are 
directed towards a local unit, that local unit treats all 
the ExtINTA interrupts directed to it as only one Ex- 
tINTA interrupt. This leads to an important point that 
in a system no more than one interrupt should be pro- 
grammed as ExtINTA interrupt type with the same 
destination. However, it should be noted that there can 
be more than one ExtINTA type of interrupt in a sys- 
tem with each having different local unit as destination. 

LOWEST PRIORITY 

Under the lowest priority delivery method, the proces- 
sor to handle the interrupt is the one in the specified 
destination with the lowest processor priority value. If 
more than one processor is at the lowest priority, then a 
unique arbitration ID is used to break ties. To have 
unique arbitration ID in the system (which is mandato- 
ry for the lowest priority algorithm to work) all the 
arbitration ID of local 82489DXs in the system should 
be in sync. On reset, arbitration ID is reset to zero by 
the hardware. Hence all the local units in the system 
after reset will have same arbitration ID (namely zero). 
For lowest priority arbitration to work properly we 
need to have unique arbitration ID in the system. This 
means after local unit IDs are written in all local units 
(obviously, each unit ID should be different from other 
IDs) a RESET DEASSERT message should be sent in 
ALL INCLUSIVE mode. The important side effect of 
RESET DEASSERT message is that it copies the 
unitID into the respective arbitration ID. Since unit 
IDs are unique, the RESET DEASSERT message en- 
sures that the arbitration ID also are unique in the sys- 
tem. This RESET DEASSERT message should be sent 
before system is used for lowest priority arbitration. 

The RESET DEASSERT message, if not sent, only 
once delivery semantics may not be guaranteed. If 
RESET DEASSERT message is not sent then all the 
arbID in the system will be same. When a message is 
sent in the lowest priority arbitration, the participating 
local units use their processor priority concatenated 
with arbitration ID to decide the destination. Processor 
priority is derived from the task priority. There is a 
chance that two local units can have same task priority 
depending on the code they are executing and thereby 
same processor priority. In addition since arbID are 
also same if RESET DEASSERT message WAS NOT 
sent, all the processors in the same priority may accept 
the message in lowest priority arbitration. This violates 
the only once delivery semantics. The inference is that 
RESET DEASSERT message in ALL INCLUSIVE 
SELF mode should be sent as part of initialization be- 
fore enabling interrupt in the lowest priority destination 
scheme. 
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It should be noted that only once delivery semantics for 
a group destination is guaranteed only if multiple fixed 
delivery of the same interrupt vector are not mixed. 

DISABLING LOCAL UNIT 

Once the 82489DX is enabled by setting bit 8 of spuri- 
ous vector register to 1, the user should not disable the 
local unit by resetting the bit to 0. The result will put 
the local unit in an inconsistent state. However, a local 
unit can be disabled by getting “reset” interrupt mes- 
sage from any other local unit across the Ice t>us. 

ISSUING EOl 

EOI, End of Interrupt issuing indicates end of service 
routine to 82489DX. Always the highest priority ISR 
bit which is set during INTA cycle gets cleared by EOI. 
This section discusses the relevance of EOI to the spe- 
cific types of interrupts and its timing related to inter- 
rupt deassertion. 

EXTERNAL INTERRUPTS AND EOI 

External Interrupts (ExtINTA) should be programmed 
as edge type. INTA cycles to external interrupts are 
taken automatically as EOI by 82489DX. This is simi- 
lar to AEOI, Automatic End of Interrupt of 8259A. So 
EOI should not be issued to 82489DX for ExtINTA 
interrupt servicing. For ExtINTA type of interrupts, 
there is no need to have interrupt service routines since 
the main purpose of ExtINTA interrupt itself is to have 
software transparency in the compatible mode. The ex- 
isting interrupt service routines written for 8259 will be 
executed by the processor for ExtINTA interrupts. 

SPURIOUS INTERRUPTS AND EOI 

Spurious Interrupts do not have any priority relation- 
ship to other interrupts in the system. So IRR is not set 
for spurious interrupts. EOI should not be issued for 
spurious interrupts. It is advisable not to share the spu- 
rious interrupt vector with any interrupt. 

If spurious interrupt vector is shared with some other 
interrupt then the following guidelines should be fol- 
lowed. If the source is spurious interrupt (for which the 
corresponding ISR is not set) then EOI should not be 
issued. If the source is a valid interrupt sharing the 
spurious interrupt vector (for which the corresponding 
ISR is set) then EOI should be issued. 

NMI AND EOI 

For NMI type of interrupt no IRR bit is set. So, obvi- 
ously EOI should not be issued while servicing NMI 
type of interrupts. 


PROGRAMMING I/O UNIT 
Interrupt Sharing Considerations 

Two different interrupts should not be programmed 
with the same interrupt vector. This means that each 
redirection table in a system should have unique vector. 
Interrupt sharing can be done electrically. Interrupts 
connected at different interrupt input pins of 82489DX 
CAN NOT share interrupt by having same vector. 
82489DX does not support active low interrupts. So 
sharing interrupts should have polarity logic support 
externally. 

I/O Unit and Priority 

The 82489DX partitions its interrupt control function 
among two different units: 

1. I/O unit 

2. local unit 

The priority resolving is done at local unit. The I/O 
unit does not involve itself in the priority mechanism. 
The I/O unit takes a snapshot of interrupts pending at 
the INTIN interrupt input pins. If interrupts are active, 
it starts sending the interrupt messages over Ice ^us. It 
starts sending the lowest numbered interrupt input 
first. That is if INTINO and INTIN5 are found active 
in a snapshot, interrupt message corresponding to IN- 
TINO is sent first regardless of the priority of the vec- 
tors that are associated with these interrupts. It sequen- 
tially sends all the interrupts found active in a snapshot. 
Before sending, it checks whether the corresponding 
INTIN is still active. This is the reason why interrupts, 
both edge and level triggered, should he kept active 
until CPU acknowledges it. The difference between 
edge triggered and level triggered interrupt is that edge 
triggered interrupts ensure only one activation of inter- 
rupt per low to high edge whereas the level triggered 
interrupt allows to have multiple interrupts as long as 
the interrupt is held high. It should be noted that both 
edge and level triggered interrupts are active high. 


MP SYSTEM 

Initialization Sequence 

This section assumes the system with multiple CPUs 
with each CPU having its own 82489DX local units 
and local interrupts (like local secondary cache data 
parity interrupt, coprocessor interrupt etc.,) connected 
to the respective local units. The system additionally 
assumes symmetric multiprocessing in the sense that 
I/O system is symmetric and it can be initialized by any 
CPU in the system. 
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Section A: Code Executed by all CPUs in the 
system 


Section B: Synchronization to indicate Section A 
is completed 


Section C: Only one CPU need to execute this 
Code 


Each local unit is visible (through address mapping) 
only to that CPU to which local unit is attached. So 
each local unit will be programmed by its own CPU. 
Thus the code specified as section A will be executed by 
all CPUs in the system. 

Section B of the initialization code is also executed by 
all the CPUs. This section of the code ensures that all 
the CPUs have completed execution of their “Section 
A” so that all Local units are properly initialized with 
different IDs, the system is in a consistent state, etc.. 

Section C initializes system wide I/O unit and enables 
the interrupt mechanism to start functioning. Since the 
I/O unit is system wide, only one CPU need to pro- 
gram the I/O unit part of the 82489DX. 


Section A 

Write the local Unit ID (If needed) 


Write all Ones to Destination Format Register 


Write Logical Destination Register 


Raise the Task Priority 


Program the Spurious Interrupt Vector 
Vector and Enable the Local Unit 


Program the Vectors for Local Interrupts and 
Timer 


Program the Timer Control Registers 


Clear the mask for Local Interrupts and Timer 


Initialize the local Interrupt sources 


Broadcast ALL INCL. SELF 
Reset DEASSERT message 


Lower the Task Priority 


It should be noted that the interrupt descriptors, inter- 
rupt service routine, spurious interrupt service routine 
and other interrupt related structure should have been 
initialized before the Section A. This is because 
Section A code enables respective local interrupts and 
timer interrupt vectors and when the interrupts arrive 
from these devices Section A ensures that 82489DX 
will provide the vector. But the code executed before 
Section A should ensure the interrupt structure is ini- 
tialized. Spurious interrupts are bound to occur because 
of the asynchronous interaction between interrupts and 
software writing to task priority register. So spurious 
interrupt service routine has to be initialized before Sec- 
tion A. 

WRITE THE LOCAL UNIT ID (IF NEEDED) 

Each local unit can get the ID latched by reset from 
82489DX address pins A3 -A 10. If the hardware en- 
sures that during reset each local unit in the system gets 
different pattern on the address pins A3 -A 10 then all 
the local units are initialized automatically with differ- 
ent IDs. In that case writing to the local unit ID by 
software is not mandatory. If software writes the local 
unit ID then it should be read from some address space 
which is same for all CPUs but have different IDs for 
different CPUs. This will ensure that the same code 
when executed by different CPUs will initialize respec- 
tive local unit with different ID. 


WRITE ALL ONES TO DESTINATION FORMAT 
REGISTER 

All the 32 bits of Destination Format Register are writ- 
ten with 1. This is to support single level logical ad- 
dressing mode. This mode is explained in the following 
paragraph. 

WRITE TO LOGICAL DESTINATION REGISTER 

The logical Destination Register should be written with 
the logical destination address. It should be noted that 
since each CPU needs to assign a different logical Des- 
tination address to its own 82489DX local unit and 
since this code is executed by all CPUs the logical Des- 
tination address should be read from some address 
space which is the same for all CPUs but contains dif- 
ferent Destination address values. Since logical Desti- 
nation address is in bit decoding format, typically this 
can be achieved by shifting the CPUID. 
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The logical destination register with Destination format 
register can be used to support flat model. In this mod- 
el, bits 24 through 31 of the destination address of the 
interrupt message vector are interpreted as decoded 
field. Intel strongly recommends for future compatibil- 
ity to use only bits 31 to 24 of logical destination regis- 
ter. To have binary compatibility with future APIC im- 
plementations, any code written for 82489DX should 
not use bits 0 to 23 of logical destination register. This 
field is compared against the logical destination register 
of the local unit. If there is a bit match (i.e., if at least 
one of the corresponding pair of bits of the destination 
field and logical destination register match) this local 
unit is selected for interrupt delivery. Each bit position 
in the destination field corresponds to an individual lo- 
cal unit. For future compatibility, only bits 0 to 23 of 
logical destination register should be zero. This scheme 
allows the specification of arbitrary groups of 
82489DXS simply by setting the member’s bit to one, 
but allows a maximum of 8 local units in the system 
since bits 0 to 23 of the logical destination register is 
zero. Broadcast to all is achieved by setting all 8 bits of 
destination to ones. This selects all 82489DXs in the 
system. 

If more than 8 units are to be addressed in the system 
(and if future compatibility is not a major issue) then all 
the bits of the logical distination register can be used as 
a bit map thereby increasing the number of CPUs ad- 
dressable in logical addressing to 32. 

RAISE THE TASK PRIORITY 

Before enabling the local interrupts and timer inter- 
rupts the task priority is raised to maximum priority in 
the system so that these interrupts are masked tempo- 
rarily. 

PROGRAM THE SPURIOUS INTERRUPT 
VECTOR AND ENABLE THE LOCAL UNIT 

The spurious interrupt vector register is programmed 
with the corresponding vector. This vector will be 
pointing to a dummy routine with just an IRET. The 
unit is enabled so that the tristate pin PINT can come 
out of tristate state to pass the interrupts. 

PROGRAM THE VECTORS FOR LOCAL 
INTERRUPTS AND TIMER 

The interrupt vectors for Local Interrupts and timer 
are initialized with corresponding vector. 

PROGRAM THE TIMER CONTROL REGISTERS 

The timer registers such as divider configuration regis- 
ter, initial count, mode of operation and source of the 
timer clock are programmed. 


CLEAR THE INTERRUPT MASK FOR TIMER 
AND LOCAL INTERRUPT 

The interrupt mask is cleared for timer and local inter- 
rupts by clearing the interrupt mask bit in their respec- 
tive interrupt vector register 

INITIALIZE THE LOCAL INTERRUPT SOURCE 

The local interrupt sources are also programmed for 
proper system operation. This involves enabling the in- 
terrupt from the sources. The order of enabling the in- 
terrupt is very important. First the 82489DX entries 
should be cleared and then the sources connected to the 
pins should be enabled. If done the other way, inter- 
rupts may get lost. This is true particularly in edge 
triggered interrupt inputs where if 82489DX mask is 
cleared after enabling the source interrupt, 82489DX 
may not have a chance to capture the low to high edge 
which might have produced immediately after the 
source interrupt is enabled and before 82489DX mask 
is cleared. 

BROADCAST ALL INCL. SELF RESET 
DEASSERT MESSAGE 

This is done so that all the local unit’s ArblDs are in 
sync. It should be noted that for breaking the tie during 
lowest priority arbitration ArbID is used. ArbID is 
copied from local unit ID during reset. Since local unit 
IDs can be written through software and at that time 
ArbID is not updated there may be a case where all 
ArbID in a system to have same value. To avoid such 
situation Reset Deassert message is sent to ALL INCL. 
SELF so that the ArblDs are different in the system. 

LOWER THE TASK PRIORITY 

Task priority is lowered so that the interrupts can be 
armed to the CPU. 


Section B 

Synchronization 

There are many methods available for synchronization. 
Test - and - set is a simple primitive, for example, avail- 
able for synchronization. Counting semaphores can be 
built using this test - and - set primitive and synchroni- 
zation can be achieved. 

The main idea is to achieve global synchronization 
among the processors to indicate the local unit portion 
is programmed. 
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Section C 

SYSTEM WIDE RESOURCES PROGRAMMING 

This portion needs to be programmed by one CPU 
only. It should be noted that since the system environ- 
ment we are assuming is shared memory symmetric 
MP system, CPU specific coding is not possible. System 
wide resource programming can be achieved by many 
ways depending on simplicity and performance (since 
this is only initialization routines, performance should 
not matter much) tradeoff. The following sequence il- 
lustrates a simple approach to program. The assump- 
tion here is that 82489DX will get reset both during 
cold reset and warm reset. 


Locked access to the system wide resource, 
I/O unit 


Read a specific MASK from 
Redirection Table Entry 


If the mask is set, Jump to Prog. I/O unit 


If the mask is not set, Release lock and Jump 
to I/O unit Done 


Prog. I/O Unit: Write to the index register to 
select unit ID reg 


Write I/O unit ID in the ID register 


Write to Index register to select I/O unit 
Version Reg 


Read the Version reg. to know no. of 
RedIrTable Entries, N 


RedirTble: Write to index register to address 
MSB Redir.Table n 


Write to MSB Redirection Table Entry n 
Destination local unit ID 


Write to index register to address LSB 
Redir.Table n 


Loop to RedirTble: till all N (here N = 16) 
Entries are done 


Release the lock 


I/O unit done: Remaining system init like I/O 
system etc.. 


The first CPU getting the lock will find the mask to be 
set (since after reset, 82489DX mask is set). It locks the 
I/O unit for programming. The mask selected is specif- 
ic in that the system initializes such that the mask is 
cleared during initialization. So by reading that mask 
mutual exclusion is achieved. If the system requirement 
is such that no mask can be cleared during system ini- 
tialization some other register can be read. For exam- 
ple, the I/O unit IDs are reset to 0 on reset. Since the 
system initialization will have all the local unit IDs 
starting from 0 and I/O unit will be initialized by the 
system to non Zero ID, I/O unit can be read and if 0 
can be assumed that programming is not yet done (so 
that it can gain control of lock and start programming) 
and if found non Zero, then that CPU can skip pro- 
gramming the I/O units by jumping to I/O unit done. 

The I/O unit registers are organized as index register 
and data register. Other portions of section C are self 
explanatory. After I/O unit done, the I/O system ini- 
tialization can be started so that the interrupts can start 
flowing in the system. 


INTERRUPT SERVICE ROUTINE 

ISR (X) 

Save Stack and frame pointer for 
parameter referring 


Save hardware context and software context 


Service: Service the source, modify shared data 
structure etc., 


EOl: Issue EOl to reset ISR of level x in 
82489DX 


Restore hardware context and software context 


Write to LSB Redirection Table n 
mode,dest.,mask. Vector of I NT 


Restore Stack and Return from Interrupt 
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The above ISR x shows the interrupt service routine of 
interrupt level x. The stack, hardware context like CPU 
registers and software context like task specific vari- 
ables are saved. The Servicing is done as specific to the 
interrupting source. This may involve reading a status 
register or initiating a thread to read a “full” buffer, 
initiating a thread to write data to some “empty” regis- 
ter, or acknowledging an interrupt from another CPU. 
This is the point at which the interrupting source is 
supposed to deactivate its request. Next EOI is issued 
to reset the ISR bit corresponding to the interrupt level 
X. Till now the interrupts from same level and lower 
levels were masked. Once EOI is written, interrupts 
from all the levels can start coming. The hardware con- 
text and software context are restored followed by stack 
cleaning and a proper Return from Interrupt is execut- 
ed. 

There are couple of timing issues that can be considered 
here. The time delay between Service and EOI is re- 
ferred here. This timing and its relevance to edge/level 
triggered interrupt is discussed as follows: In the case of 
edge triggered interrupts, for each edge one Interrupt 
message is sent by I/O unit to local unit over I^c bus 
whereas for level triggered interrupts there are two in- 
terrupt messages sent, one during assertion of level in- 
terrupt, and another during deassertion of level inter- 
rupt. In edge triggered interrupts, since the deassertion 
of interrupt does not result in any interrupt message, 
there are not many issues with the timing delay be- 
tween Service and EOI, even though in general delay- 
ing EOI means interrupts from the same interrupt 
source are kept pending from interrupting CPU. In lev- 
el triggered interrupts after service the I/O device 
starts deasserting its interrupt request. This results in 
an interrupt message to clear IRR bit in the local unit. 
This may take some time because the minimum possi- 
ble time in Ice bus is 2.3 jms (10 MHz Ice clock as- 
sumed). If the Ice bus is occupied by some other mes- 
sages already then this IRR clearing message has to 
wait to get its turn which means additional delay. If 
EOI is issued before this happens then ISR gets cleared 
and IRR for this “done interrupt” is still alive to erro- 
neously set ISR again. This will result in another inter- 
rupt. So “Early Servicing” is advisable in level triggered 
interrupts. 


DOS Environment 

In the DOS environment the initialization portion is the 
only routine to be coded since the 82489DX acts as a 
virtual wire once initialized and needs no more pro- 
gramming. Since it is uniprocessor environment there is 
no need for synchronization. 

The interrupt from 8259 is programmed as type 
ExtINTA and other redirection table entries are not 
accessed since their masks are set by reset and hence 
disabled. 


In the Interrupt service routine, since EOI is not need- 
ed for ExtINTA type of interrupts, no programming is 
needed for 82489DX. Since ExtINTA type of inter- 
rupts do not have any relationship to task priority, Spl 
routines do not apply for DOS configurations. 


Transition from 8259 to 82489DX 

Typically, platforms with 82489DX will support 
82489DX in virtual wire mode. The BIOS in the 
EPROM will program the 82489DX in “Virtual Wire” 
mode. Typically systems boot DOS and then the 32 bit 
high performance OS is given control. There are also 
situations where after BIOS code is executed the high 
performance OS is given control. In both the situations, 
the 8259 will be operational during the DOS or BIOS 
portion of the code and interrupts will be flowing in the 
system. When the high performance OS is given con- 
trol, it may want to disable the interrupt during initiali- 
zation. This will involve disabling 8259. After disabling 
8259, the 32 bit OS initializes and then it may want to 
enable interrupt mechanism which involves enabling 
82489DX. The sequence we are encountering here is 
8259 (and one input of 82489DX enabled in 
“ExtINTA” mode) enabled, 8259 disabled and then 
82489DX enabled. When 82489DX is enabled in 32 bit 
OS all the interrupt inputs are enabled as opposed to 
the only one interrupt enabled in “Virtual Wire” mode. 
The additional difference is that 82489DX is no more a 
“virtual wire” but it is functioning as an interrupt con- 
troller. 

In the above situation, consider the following scenario. 
The 82489DX is functioning as “virtual wire” and 
passing the 8259 interrupts as “ExtINTA” mode to the 
local unit. When interrupt mechanism is disabled by 
CLI (Clear interrupt) or masking the 8259 interrupt, 
there may be a possibility that already 8259 originated 
interrupt may be pending at the local unit asserting 
interrupt to the CPU. Now since the CPU has executed 
CLI, the interrupt is not serviced and the interrupt is 
kept pending. It should be noted that the pending inter- 
rupt is of type “ExtINTA”. After this, 32 bit OS gets 
loaded which configures 82489DX redirection tables 
and interrupt is enabled. Now the “old pending” inter- 
rupt is delivered and since it is “ExtINTA” the external 
hardware will typically pass the interrupt acknowledge 
cycle to 8259. But at this point of time 8259 has been 
masked by 32 bit OS. Hence the “masked” 8259 re- 
sponds with IR7 vector. So the 32 bit OS should reserve 
IR7 vector for both master and slave 8259 for “empty- 
ing” the old pending interrupt since the “Virtual Wire” 
remembers the previous interrupt. 

Sequence of Enabling: In the case of enabling interrupt 
controllers in “ExtINTA” mode the 82489DX should 
be enabled before the 8259 interrupt Controller is en- 
abled. This is because ExtINTA is “edge triggered” and 
if 8259 is enabled before 82489DX, 8259 might have 
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given an interrupt request by activating its interrupt 
output while 82489DX is still not enabled. When 
82489DX is enabled the interrupt input has a high level 
and 82489DX had no chance of capturing the low to 
high edge of 8259. 


Spurious Interrupt Service Routine 

It is advisable not to share spurious interrupt vector 
with any genuine interrupt source. This section assumes 
that spurious interrupt vector is not shared with any 
other interrupt. 

82489DX does not set ISR in response to spurious in- 
terrupt, NMI type of interrupt, Reset type of interrupt 
and ExtINTA type of interrupts. For all these inter- 
rupts EOI should not be issued. 

Some systems have a variable count in the supervisor 
data structure to count number of spurious interrupts 
raised in the system. This can be used to study the 
reliability and “noise level” of the system. But in 
82489DX architecture, spurious interrupt can occur 
even by a dynamic write to task priority register, fre- 
quency of spurious interrupt does not mean anything 
related to “noise level”. 


Return from interrupt 


Spl(x) Routines 

The processor handles the I/O system through device 
driver interface. The device driver consists of two en- 
tries to access the I/O system: 1) Call entry and 2) 


Interrupt entry. The interrupt entry is the one that we 
have been discussing for a while, i.e., interrupt service 
routine. The Call entry is the way the I/O system is 
accessed to initiate and service devices. The call entry 
has its own task priority and interrupt entry has the 
priority that is associated with the device interrupt lev- 
el. The call entry and interrupt entry processes have 
I/O data structure like linked list, buffer pointers in 
common which they share. Mutual exclusion is needed 
to ensure the integrity of I/O system. 

To ensure the mutual exclusion between these two pro- 
cesses running in the same processor, Spl(x) routine is 
used. The call entry routine (which is normally at a 
lower priority than the interrupt entry routine) calls 
Spl(x) routine to elevate its own priority above (or 
equal to) that of the corresponding device’s interrupt 
priority. At this priority the interrupts from the device 
are masked out and the shared data structures can be 
accessed (exclusively). 

Once this is done the priority is restored back to origi- 
nal value so that other interrupts won’t suffer for rela- 
tively long time. 

SpK) is used to save the current task priority and Spl(x) 
is used to elevate the task priority. 

SplQ 

Read and return the 82489DX 
local unit task priority register 


Spl(x) 

Write X to task priority register to raise priority to x 


Typical usage of these routines 


y = spi() 

//Save the current task priority register 

value// 

spl(x) 

//Raise the task priority value 

// 


// Access the shared data structure 

// 

spl(y) 

// Restore the task priority register 

// 
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DEVSEL# [Asserted by PCEB] 


STOP# [Asserted by PCEB] 
(in general Retry indicator) 


Case 1) Any INTA# Cycle Buffer Management and Retry 


Absence of Retry 


DEVSEL# (82489DX logic Drives it after waiting for . 

absence of Retry Event, for example, 
stop# sign from PCEB) 

TRDY# (82489DX logic 
Drives it to complete the cycle) 


Case 2) Interrupt Acknowledge Cycle 
Source of the Interrupt and Vector is 82489DX 


/ PCI 1 CLK 


DEVSEL# (PCEB 
After waiting for 
’’external” DEVSEL#) 

TRDY# (PCEB 
completes the cycle) 


Case 3) Interrupt Acknowledge Cycle 
Source of the Interrupt and Vector is ESC 8259 
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82489DX-PCi Interface 


82489DX AND PCI-EISA BRIDGE 
INTEROPERABILITY 

82489DX gives performance benefits in multithreaded 
operating systems. Thus in both uniprocessor and mul- 
tiprocessor systems 82489DX enhances the system level 
performance. This is because of its advantage in task 
priority management. Intel’s PCIset EISA bridge com- 
ponent PCEB (B-stepping onwards) can interoperate 
with 82489DX. In this section, we will go over the 
“hook” provided by PCEB to connect 82489DX in a 
PCI system with some external glue logic. 

From the Interrupt acknowledge timings of PCEB (B- 
stepping onwards) it can be inferred that whenever the 
internal data buffers are empty, on an interrupt ac- 
knowledge cycle, PCEB waits one clock cycle so that 
PCI interface logic for 82489DX can activate 
DEVSEL#. But, if the internal data buffers are not 
empty, then PCEB drives STOP# to retry the INTA 
cycle so that it can flush the buffers. 

If DEVSEL# is seen active and if the PCEB’s internal 
data buffers are empty, then PCEB allows 82489DX to 
own the INTA cycle. Thus, the external 82489DX glue 
logic, on an INTA cycle, should first sample STOP#. 
If STOP# is driven, then the glue logic should ignore 
the cycle. Because PCEB has some data in the buffers it 
wants to flush them before INTA cycle is run. So, the 
82489DX glue logic should not start the cycle to 
82489DX. If STOP# is not active and if the 
“ExtINTA” pin from 82489DX is inactive (to indicate 
that the cycle is for 82489DX) then it should drive 
DEVSEL# immediately to own the INTA cycle. At 
the same time it can start the cycle to 82489DX. It 
should be noted that 82489DX needs two INTA cycles 
whereas PCI bus has only one INTA cycle. So, the 
external logic is responsible for splitting one PCI INTA 
cycle into two 82489DX INTA cycles back to back but 
pass only one READY to the system. 


During INTA cycle on PCI bus if “ExtINTA” pin is 
active (to indicate that it is 8259 INTA cycle), then the 
82489DX glue logic should not drive DEVSEL#. Thus 
by finding DEVSEL# inactive, the PCEB will respond 
to the INTA cycle. 

Thus with minimal external glue logic, it is possible to 
design an APIC based PCI system. Since PCI local bus 
will improve the I/O performance of the system, APIC 
will enhance the improvement of the overall system 
performance in a multithreaded environment. 


HARDWARE DESIGN 
CONSIDERATIONS 

Design Consideration 0 

Any edge triggered interrupt creating an active edge 
while the interrupt is masked at 82489DX is lost. The 
82489DX samples the edge triggered interrupt input 
only when it is unmasked. If an edge occurs while the 
interrupt is masked, that interrupt is lost. The software 
should always unmask the interrupt at 82489DX and 
then enable at the device. By this, it is made sure that 
82489DX will have a chance to find the active going 
edge. 

Design Consideration 1 

Description: The following design consideration has to 
be taken care of when using ISP (82357) as external 
interrupt controller. 82489DX allows connecting exter- 
nal 8259 type interrupt controller at one of its inputs. 
The mode associated with the interrupt input which has 
8259 connected to it is called ExtINTA mode. 
82489DX allows only EDGE TRIGGERED program- 
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ming option for ExtINTA mode. But in the case of 
82357, the INT output from ISP stays high in case 
more than one interrupt is pending at its inputs. It does 
not always inactivate its INT output after INT A cycle. 
This will lead to a situation where ISP keeps the inter- 
rupt at high level continously and waits for INT A cy- 
cle. But since 82489DX expects an edge for interrupt 
sensing (for ExtINTA interrupts) it does not pass the 
interrupt to CPU and further interrupts are lost. So 
External circuitry should monitor the end of SECOND 
CYCLE of INTA cycle and force an inactive state at 
82489DX’s input. This can be done by ANDing ISP’s 
output with a forced brief low going pulse at the end of 
second INTA cycle. This will generate an edge for each 
interrupt at 82489DX’s input. For more refined edge 
generating logic, refer to data book. Order Number 
290446. 


Design Consideration 2 

Description: The following design consideration has to 
be taken care of when using 82489DX in EISA systems. 
EISA ISP(82357) chip integrates 8259 A. It additionally 
allows sharing of interrupts. To facilitate this sharing it 
has a programmable register, ELCR (Edge / Level trig- 
ger control register) by which certain interrupt inputs 
can be programmed as edge (low to high except for 
RTC) or level (the level is active low). The determina- 
tion of edge or level is done during initial configuration 
of EISA system by reading EISA add in boards from 
the interrupt description data structures. The solution 
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is to have programmable logic at the interrupt inputs so 
that 82489DX is compatible with EISA ISP. This will 
introduce one more register and logic to support this. 
This should be an 11 bit programmable register and an 
array of ExOR logic (12 ExOR gates or equivalent 
PLD). The ISP allows programmability of the follow- 
ing interrupts. It is highly recommended to use the 
same address of ELCR (and also bit definitions) for this 
polarity register, if possible, so that when ELCR is 
written this register will also be written. By this there is 
no separate programming needed for this polarity regis- 
ter. This will help to maintain compatibility with future 
APIC implementations which may use the existing 
ELCR register itself for polarity control. This is true 
for integrated APIC. 

INT3 INT4 INT5 INT6 INT7 INT9 INTIO INTll 
INT12 INT14 INT15. In addition to the above 11 in- 
terrupts, it fixes INT8 to be active low edge triggered 
interrupt. INT8 is the only case where it is active low 
edge triggered type. So the following logic can be used 
to add programmability in 82489DX based EISA sys- 
tem. Before connecting these 1 1 interrupt lines directly 
(#INT8 which is from Real Time Clock is always ac- 
tive low edge triggered. #INT8 can be passed through 
an inverter since there is no need for programmability) 
to the 82489DX they should pass through an array of 

1 1 Ex OR gates. One input of Ex OR gate connects 

to the corresponding INT pin and other input connects 
to a bit of programmable register. The output of 

Ex OR gate is connected to 82489DX. The idea of 

Ex OR is to use as a controlled inverter. 
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INTIN are the interrupt inputs to the 82489DX and 
INT are the system interrupt. The Ex OR gating reg- 

ister is programmed after EISA configuration is found 
from add in boards as how these interrupt lines are 
going to be used in that particular configuration. If a 
particular input is edge triggered, then the correspond- 
ing bit in the register is written with 0. If a particular 
input is level triggered, then the corresponding bit in 
the register is written with 1. 

Design Consideration 3 

Icc bus drive is an open drain bus with drive capacity 
of 4 mA only. Since data is transmitted at each Icc 
clock, the “charging” of Icc bus should be fast enough 
to ensure proper logic level at each clock edge. The Icc 
bus needs pull up resistors since it is open drain bus. 
Since the drive is only 4 mA, the pull up resistor value 
can not be less than 5V/4mA. This being the limit of 
the resistor value, the length and the characteristics of 
the Icc trace forces a capacitance value. Both the resis- 
tor and capacitance brings a RC time constant to the 
Icc bus waveform. So, Electrical consideration has to 
be given to and practice of controlled impedence should 
be exercised for layout of the Icc bus. The length of the 
trace should be kept as minimum as possible. If the 
length of the Icc bus can’t be kept less, than say 6 inch, 
because of mechanical design of the system, the exter- 
nal line drivers should be added to Icc bus and Icc bus 
should be simulated with the added driver characteris- 
tics. 



Design Consideration 4 

This is related to ADS#, BGT# and CS# timings. 
For bus cycles not intended for 82489DX, (CS# = 1 
where 82489DX is supposed to sample it), any change 
in CS# line while the ADS# is still active, may errone- 
ously cause a RDY# returned from 82489DX. Ano- 
molous behavior may result if for BGT # ties low cases 

a) BGT # goes away just one clock after ADS # or 

b) ADS# is still active, and CS# changes during this 
period. 


int^. 

For other cases anomolous behavior results if CS# 
changes when ADS# is still active. The following con- 
siderations are important from timing point of view. 
Always limit the pulse width of 82489DX ADS# to 
one CLKIN. Also avoid changing levels on BGT#/ 
CS# line, when ADS# is active for cases being identi- 
fied as BGT# tied low (BGT# sampled low when 
ADS# goes active). Also avoid changing levels on 
CS# line when BGT# is active. 


REGISTER PROGRAMMING DETAILS 


I/O Window Register 

(Addr[9:4] = 01 hex) 
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Data access to the register selected by I/O register se- 
lect Register. 


I/O Unit ID Register 


3 

1 

2 

4 

2 

3 

0 

0 


000000000000000000000000 1 


c:: 

I/O Unit ID 

— ► Must Be Zero 
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For example, for a Unit ID of OA hex, the I/O unit ID 
register should be written with OAOO 0000. 


I/O Register Select Register 

^ (Addr[9:4] = 00 hex) g ^ 

0 

0 


00000000000 00000000 


Must Be Zero - 4 — ^ 



I/O Register Select 4 — 
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I/O Register 
Select 

Register Selected 

00 hex 

I/O Unit ID Register 

01 hex 

I/O Unit Version Register 

10 hex 

Redirection Table[0] (31:0) 

11 hex 

Redirection Table[0] (63:32) 

12 hex 

Redirection Table [1] (31 :0) 

13 hex 

Redirection Table[1] (63:32) 

14 hex 

Redirection Table [2] (31:0) 

15 hex 

• 

Redirection Table [2] (63:32) 

• 

• 

IE hex 

• 

Redirection Table[7] (31:0) 

IF hex 

Redirection Table [7] (63:32) 

20 hex 

Redirection Table [8] (31:0) 

21 hex 

• 

Redirection Table [8] (63:32) 

• 

• 

2E hex 

• 

Redirection Table [15] (31:0) 

2F hex 

Redirection Table[15] (63:32) 



I/O Unit Version Register is read only register. It reads 
as OOOF OOXX where XX is version. 

Max.Redir Entry: This is equal to the number of inter- 
rupt input pins minus 1 of this I/O unit. Read as 1 5 in 
82489DX. 

Version: The version number that identifies this ver- 
sion. 


Redirection Table [x] (63:32) 

6 5 3 

3 6 2 
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Destination: If the destination mode of this entry is 
“Physical Mode”, then the 8 MSB (bits 56 through 63) 
contain an 82489DX local unit ID. 



If logical mode, then all the 32 bits (bits 63 through 32) 
of the Destination field potentially defines a set of proc- 
essors. 


NOTE: 

The same format holds good for Redirection Tables 0 
to 15 (x = 0 to 15) for bits 63 to 32. 

If the destination is to a local unit with ID, say, 05 in 
physical mode, then the redirection table [63:32] 
should be programmed as hex 0500 0000. 

Redirection Table [63:32] should be programmed first 
before programming Redirection Table [31:0]. 


Redirection Table [x] [31:0] 


3 11111111 00 0 

1 76543210 87 0 


1 000000000000000 

z 

c 

□ 

□ 

□ 

□ 


1 
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Bits [31:17]: Reserved. Should be written 0. 

Bit 16: MASK 

0 — Not masked 

1 — Masked 

Bit [15]: TRIGGER MODE 

0 — Edge Triggered 

1 — Level Triggered 

Bit 14: Remote IRR Status (Read only) 

0 — Remote IRR is clear 

1 — Remote IRR is set 

Bit [13]: Reserved. Should be written 0. 

Bit 12: Delivery Status (Read only) 

0 — Idle 

1 — Send Pending 

Bit [11]: Destination Mode 

0 — Physical 

1 — Logical 


Local Unit Version Register is read only register. It 
reads as 0000 OOYY where YY is version number. 

Bits [7:0] Version: The version number that identifies 
this version. 


Task Priority Register (Addr (9:4) = hex 08) 


0 0 
8 7 


000000000000000000000000 


Must Be Zero 


Task Priority 
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Bits [0:7] Task Priority: Should be written with task 
priority. 


End Of Interrupt (EOl) Register 

(Addr (9:4) = hex OB) 


3 0 

1 0 

I xxxxxxxxxxxxxxxxx xxxxxxxl 
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Bits [10:8] Delivery Mode 
000: Fixed 
001: Lowest Priority 
100: NMI 
101: Reset 
111: ExtINTA 


Bits [7:0] Vector 
Vector for this interrupt 


Local Unit ID Register: (Addr (9:4) = hex 02) 

3 2 2 <0 

14 3 0 


000000000000000000000000 1 


1 1 
» Local Unit ID Must Be Zero 

292116-10 

For example, for a local Unit ID of OA hex, the local 
unit ID register should be written with OAOO 0000. 


Local Unit Version Register 

(Addr (9:4) = hex 03) 

0 0 0 

8 7 0 


XXXXXXXXXXXXXXX XXXX 1 1 


Reserved Version 
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Bits [31:0]: Data written to EOI is don’t care. 

Before returning from the interrupt handler, software 
must issue an End-Of-Interrupt (EOI) command to the 
82489DX local unit. For NMI and ExtINTA and Spu- 
rious interrupts EOI SHOULD NOT be issued. 


Remote Read Register: (Addr (9:4) = hex OC) 

3 0 

1 0 
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The data read from remote local unit is latched in Re- 
mote Read Register. The software should qualify this 
data with “Remote Read Status bit” in the ICR regis- 
ter. 


Interrupt Status Register [iSR]: 

Register 

Address [9:4] 

ISR [31:0] 

hex 10 

1SR[63:32] 

hex 11 

ISR [95:64] 

hex 12 

ISR [127:96] 

hex 13 

ISR [159:128] 

hex 14 

ISR[191:160] 

hex 15 

ISR[223:192] 

hex 16 

ISR [255:224] 

3 

1 

hex 17 

0 

0 

1 1 

292116-15 
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Intel* 

Interrupt Status Register is read only. It marks the in- 
terrupts that have been delivered to the processor and 
waiting for EOI. 


Spurious Vector Register: (Addr (9:4) = hex OF) 


3 0 

1 9 

0 

8 

0 0 

7 0 

1 000000000 00000 


1 

Must be Zero -4—"^ 

T 


Unit Enable ± 


Spurious interrupt Vector 
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Bits [31:09]; Reserved bits. Must be zero. 

Bit 8; Unit Enable: When this bit is 0, the local unit is 
disabled with regard to transmit and responding mes- 
sages on Ice t>us. It only responds to messages with 
delivery mode set to “Reset”. Reading a 0 at this bit 
indicates that the unit is disabled. When a 1 is written 
to the bit, the local unit is enabled for both transmitting 
and receiving messages. Once enabled, it should not be 
disabled by software. Only further resets can take the 
unit into disabled condition. 

Bits [7:0] Spurious Interrupt Vector: For future com- 
patibility, the bits [3:0] should be written with 1111. A 
spurious interrupt service routine should be existing in 
the address corresponding to the spurious interrupt 
vector. 


Destination Format Register 

(Addr (9:4) = hex OE) 

3 0 

1 0 

I 11111111111111111111111111111111 I 
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The destination format register enables logical address- 
ing by specifying the bit map in logical destination reg- 
ister. For future compatibility, all the 32 bits of Desti- 
nation Format Register should be 1 . 


3 

1 


Logical Destination Register (LDR) 

(Addr (9:4) = hex OD) 

2 2 0 

4 3 0 


292116-18 


Each local unit can be addressed either physically using 
physical ID or logically using logical destination regis- 
ter. In physical addressing, either only one local unit 
can be addressed at a time or broadcast to all local units 
can be done. In logical addressing, a group of local 
units can be addressed through bit mapping in destina- 
tion addressing and the logical destination register. 

For future compatibility, bits [0:23] of the logical desti- 
nation register and bits [0:23] of the destination ad- 
dress in the message should be zero. Bits 24 through 3 1 
of destination information in the interrupt message re- 
ceived are interpreted as decoded field. This field is 
compared against the logical destination register of the 
local unit. If there is a bit match (i.e., at least one of the 
corresponding pair of bits of the destination field and 
LDR match) that unit is selected for interrupt delivery. 
Each bit position in the destination field corresponds to 
an individual Local unit. This scheme allows the speci- 
fication of arbitrary groups of local units by setting the 
member’s bits to 1, but allows a maximum of 8 local 
units in a system since only bits 24 through 31 (of the 
Logical Destination Register and logical destination ad- 
dress in interrupt message) are used. Broadcast to all is 
achieved by setting all 8 bits of destination to ones. This 
selects all local units in the system. 

In a very large multiprocessor system where future 
compatibility is not a main problem, all the 32 bits of 
the Logical Destination Register and all the 32 bits of 
the destination address in the interrupt message can be 
used as a bit map to address the processors. When mes- 
sage addresses the destination using logical addressing 
scheme, the local unit compares the logical address in 
the interrupt message with its own logical Destination 
Register. Thus it is possible to support 32 processors in 
logical addressing mode. 


Trigger Mode Register [TMR]: 

Register 

Address [9:4] 

TMR[31:0l 

hex 18 

TMR [63:32] 

hex 19 

TMR [95:64] 

hex 1A 

TMR [127:96] 

hex IB 

TMR[159:128] 

hex 1C 

TMR[191:160] 

hex ID 

TMR[223:192] 

hex IE 

TMR [255:224] 

hex IF 

3 

1 

0 

0 

1 

292116-19 
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If a bit corresponding to an interrpt vector number is 0, 
then it is assumed as edge triggered interrupt. For edge 
triggered interrupt, the corresponding IRR bit is auto- 
matically cleared when interrupt service starts. If 1 
(level triggered) this is not the case. Instead, the source 
82489DX (source I/O unit or Source Local Unit) must 
explicitly request the IRR bit be cleared (upon deassert 
of the interrupt input pin or upon sending an appropri- 
ate interprocessor interrupt). Upon acceptance of inter- 
rupt, the TMR bit is cleared for edge triggered inter- 
rupts and set for level triggered interrupts. This infor- 
mation was carried in the accepted interrupt message. 
The source 82489DX I/O unit also tracks the state of 
the destination unit’s IRR bit (Remote IRR bit in the 
redirection table). When a level triggered interrupt in- 
put is deasserted, the source 82489DX I/O unit detects 
the discrepancy between the input pin state and the 
Remote IRR, and automatically sends a message telling 
destination 82489DX to clear IRR for the interrupt. 


iny 



It contains the active interrupt requests that have been 
accepted, but not yet dispensed by this 82489DX local 
unit. A bit in IRR is set when 82489DX local unit 
accepts the interrupt. When TMR is 0, it is cleared 
when the interrupt is serviced; when TMR is 1, it is 
cleared when the 82489DX local unit receives a mes- 
sage to clear it. 
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Bits [31:20]: Reserved. Should be written 0. 

Bits [19:18]: Destination Shorthand. This field indi- 
cates whether a shorthand notation is used to specify 
the destination of the interrupt and if so, which short- 
hand is used. Destination shorthands do not use the 32- 
bit Destination field, and can be sent by software with a 
single 32-bit write to the 82489DX’s interrupt com- 
mand register. Shorthands are defined for the following 
cases: Software self interrupt, interrupt to all processors 
in the system including the sender, interrupts to all 
processors in the system excluding the sender. 

00: (dest field) means that no shorthand is used. The 
destination is specified in the 32-bit Destination 
field in the second word (bits 32 to 63) of the inter- 
rupt control register. 

01: (self) means that the current local unit is the single 
destination of the interrupt. This is useful for soft- 
ware interrupts. The destination field in the inter- 
rupt command register is ignored. RESET assert 
Delivery mode should not be used with self desti- 
nation. Only FIXED delivery mode should be used 
with SELF. 

10: (all inch self) means that the interrupt is to be sent 
to “all” processors in the system including the 
processor sending the interrupt. The 82489DX will 
broadcast a message with destination unit ID field 
set to all ones. RESET assert Delivery mode 
should not be used with “all incl. self’ destination. 

11: (all excl. self) means that the interrupt is to be sent 
to all processors in the system excluding the proc- 
essor sending the interrupt. The 82489DX will 
broadcast a message with destination unit ID field 
set to all ones. 

Bits [17:16]: Remote Read Status. This field indicates 
the status of the data contained in the Remote Read 
register. This field is read only to software. Whenever 
software writes to the interrupt command register using 
Delivery mode “Remote Read” the Remote Read 
Status becomes “in progress” (waiting for the remote 
data to arrive). The remote 82489DX local unit is ex- 
pected to respond in a fixed amount of time. If the 
remote 82489DX local unit is unable to do so, then the 
remote read status becomes “invalid”. If successful, the 
Remote Read status resolves to “Valid”. Software 
should poll this field to determine completion and suc- 
cess of the Remote Read command. 

00: (invalid): The content of the Remote Read register 
is invalid. This is the case when after a Remote 
Read command is issued and the remote 82489DX 
Local unit was unable to deliver the Register con- 
tent in time. 

01: (in progress): a remote read command has been is- 
sued and this 82489DX is waiting for the data to 
arrive from remote 82489DX local unit 


10: (valid): the most recent Remote Read command 
has completed and the remote read register content 
is valid. 

11: reserved. 

Bit [15]: TRIGGER MODE 

0 — Edge Triggered 

1 — Level Triggered 

Software should use this bit in conjunction with Level 
Assert/Deassert to generate interrupts that behave as 
edges or levels. For future compatibility, send ICR 
messages only in edge triggered mode. 

Bit [14]: LEVEL. Software should use this bit in con- 
junction with the Trigger mode bit when issuing an 
inter-processor interrupt to simulate assertion/deasser- 
tion of level sensitive interrupts. 

To assert: Trigger mode = 1 and Level = 1. 

To deassert: Trigger mode = 1 and Level = 0. 

For example, a message with Delivery mode of “Re- 
set”, a trigger mode of “Level”, and Level bit of 0 deas- 
serts reset to the processor of the addressed 82489DX 
Local unit(s). As a side effect, this will also cause all 
82489DX to reset their Arbitration ID to their unit ID. 
(The Arb ID is used for tie breaking in lowest priority 
arbitration.) For future compatibility, only edge trig- 
gering should be used in ICR. 

Bit [13]: Reserved. Should be written 0. 

Bit [12]: Delivery Status (Read only) 

0 — Idle 

1 — Send pending 

Delivery status is software read-only. Software can read 
to find out if the current interrupt has been sent, and 
the Interrupt command register is available to send the 
next interrupt. If the interrupt command register is ov- 
erwritten before the Delivery status is “idle”, then the 
destiny of that interrupt is undefined; the interrupt may 
have been lost. 

Bit [11]: Destination Mode 

0 — Physical 

1 — Logical 

In physical mode, a destination 82489DX is identified 
by its Local Unit ID. Bits 56 through 63 (8 MSB of the 
destination field) specify the 8-bit 82489DX Local unit 
ID. 
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In logical mode, destinations are identified by matching 
on Logical Destination under the control of the Desti- 
nation Format Register in each Local 82489DX. The 
32-bit Destination field is the logical destination. For 
future compatibility, use only bits [31:24] of the logical 
destination address. Bits [23:0] should be zero. 

Bits [10:8]: Delivery Mode 

000: (Fixed) means deliver the signal on the INT pin of 
all processors listed in the destination. Trigger 
mode for “fixed” Delivery Mode can be edge or 
level. 

001: (Lowest Priority) means deliver the signal on the 
INT pin of the processor that is executing at the 
lowest priority among all the processors listed m 
the specified destination; Trigger mode for “low- 
est priority” Delivery mode can be edge or level. 

Oil: (Remote Read) is a request to a remote 82489DX 
local unit to send the value of one of its registers 
over the Ice t>us. The register is selected by pro- 
viding its address in the vector field. The register 
value is latched by the requesting 82489DX and 
stored in the Remote Register where it can be 
read by the local processor. A Delivery Mode of 
“Remote Read” requires an “Edge” Triggered 
mode. 

100: (NMI) means deliver the signal on the NMI pin 
of all processors listed in the destination. Vector 
information is ignored. A delivery mode equal to 
“NMI” requires a “LEVEL” Trigger mode. 

101: (Reset) means deliver the signal to all processors 
listed in the destination by asserting/deasserting 
the 82489DX local unit’s PRST output pin. All 


addressed 82489DX local units will assume their 
reset state but preserve their ID. One side effect of 
a message with Delivery mode equal to “Reset” 
that results in a deassert of reset is that all Local 
Units (whether listed in the destination or not) 
will reset their lowest-priority tie breaker arbitra- 
tion ID to their Local unit ID. A delivery mode of 
“Reset” requires a “level” Trigger mode. “Reset” 
should not be used with “Self’ or “all incl.Self ’ 
Shorthand mode since it will leave the system in 
non-recoverable reset state. If “RESET” is used 
with “all exc.Self’ mode, software should make 
sure that only one CPU executes this instruction 
in an MP system. 

Delivery mode options 010,110,111 are Intel reserved. 
They should not be used. 

Bits [7:0] Vector. The vector identifies the interrupt 
being sent. If the Delivery mode is “Remote Read”, 
then the Vector field contains the address of the register 
to be read in the remote 82489DX’s Local unit. 

NOTE: 

In cases where Destination field in Interrupt Com- 
mand Register [63:32] is used. Interrupt Command 
Register [31:0] should be programmed only AFTER 
programming Interrupt Command Register [63:32], 
since writing to [3 1 :0] will start sending the message. 

The following are the control words for interrupt com- 
mand register [3 1 :0] for different modes. The interrupt 
vector, for example, is illustrated with AA hex. In the 
remote Read request command RR in the vector field 
specify address of the register to be read. The XX in the 
vector field means the vector is don’t care. 
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CONTROL WORD 

Fixed I NT, Edge triggered int, dest field specified 
Lowest priority INT, Edge trigg. int, dest. field specified 
Remote Read (only Edge Triggered), dest field specified 
NMI (Only Level) Level ASSERT, dest field specified 
NMI (Only Level) Level DEASSERT, dest field specified 
Reset (Only Level) Level ASSERT, dest field specified 
Reset (Only Level) Level DEASSERT, dest field specified 

Fixed INT, Edge triggered int. Seif 
Fixed INT, Edge trigg. int, AH inclusive Seif 
Lowest priority INT, Edge trigg. int, AH inclusive Seif 
NMI, Level ASSERT, AH inclusive Seif 
NMI, Level DEASSERT, AH inclusive Seif 
Reset, Level DEASSERT, AH inclusive Seif 


PHYSICAL 
Destination Mode 

0000 OOAA hex 
0000 01 AA hex 
0000 03RR hex 
0000 C4XX hex 
0000 84XX hex 
0000 C5XX hex 
0000 85XX hex 

0004 OOAA hex 
0008 OOAA hex 
0008 01 AA hex 
0008 C4XX hex 
0008 84XX hex 
0008 85XX hex 


LOGICAL 
Destination Mode 

0000 08AA hex 
0000 09AA hex 
NOT SUPPORTED 
0000 CCXX hex 
0000 8CXX hex 
0000 CDXX hex 
0000 8DXX hex 

0004 08AA hex 
0008 08AA hex 
0008 09AA hex 
0008 CCXX hex 
0008 8CXX hex 
0008 8DXX hex 


Fixed INT, Edge trigg. int, AH exclusive seif 
Lowest priority INT, Edge trigg. int, AH exclusive seif 
NMI, Level ASSERT, AH exclusive Self 
NMI, Level DEASSERT, AH exclusive Seif 
Reset, Level ASSERT, AH exclusive Seif 
Reset, Level DEASSERT, AH exclusive Seif 


OOOC OOAA hex 
000C01AA hex 
OOOC C4XX hex 
OOOC 84XX hex 
OOOC C5XX hex 
OOOC 85XX hex 


OOOC 08AA hex 
OOOC 09AA hex 
OOOC CCXX hex 
OOOC 8CXX hex 
OOOC CDXX hex 
OOOC 8DXX hex 


Interrupt Command Register [63:32] 

(Addr [9:4] = 31 hex) 

Bits [63:32] 


Bits [63:32] Destination 

This field is only used when the Destination Shorthand 
field is set to “Destination Field”. If Destination field is 
physical mode, then the 8 MSB contain an Destination 
Unit ID. If logical mode, the full 32-bit Destination 
field contains the logical address. This register should 
be programmed for proper destination before program- 
ming Interrupt Command Register [31:0]. If the desti- 
nation to a local unit with ID, say, 05 in physical mode, 
then the Interrupt Command Register [63:32] should 
be programmed as hex 0500 0000. 
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Local Timer Vector Table (Addr [9:4] = 32 hex) 

3 2 11111 111 00 0 

1 098765 321 87 0 


I 0000 00000 


r 

n 

0 0 0 

□ 

0 0 0 0 

I 


^ I I 

Mask Delivery Status Timer Interrupt Vector 
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Bits [31:20] Reserved. Should be written Zero. 

Bits [19:18] Timer Base: This field selects the time base 
input to be used by timer. 

00: (Base 0): Uses “CLKIN’' as input. 

01: (Base 1): Uses “TMBASE”. 

10: (Base 2): Uses the output of the divider (Base 2). 

Bit 17: Timer Mode: This field indicates the operation 
mode of timer. 

0— ONE- SHOT; 

1— PERIODIC 

In ONE-SHOT, the current count register remains at 
Zero after the timer reaches zero and software needs to 
reassign the timer’s initial count register to rearm the 
timer. 

In PERIODIC mode, when the timer reaches zero, the 
Current Count Register is automatically reloaded with 
the value in the initial Count Register, and the timer 
counts down again. 

Bit 16: Mask: This bit serves to mask timer interrupt 
generation. 

0 — Not masked; 

1 — Masked. 


Bits [15:13] Reserved. Should be written Zero. 

Bit [12] Delivery Status: Delivery status indicates the 
current status of the delivery status of this interrupt. 

0 — IDLE means that there is currently no activity 

for this interrupt. 

1 — SEND PENDING indicates that the interrupt 

has been injected, but its delivery is temporarily 
held up by other recently injected interrupts 
that are in the process of being delivered; Deliv- 
ery status is software read only. 

Bits [11:8] Reserved. Should be written Zero. 

Bits [7:0] Timer Interrupt vector: This is the 8-bit in- 
terrupt vector to be used when timer generates an inter- 
rupt. 

NOTE: 

TIMER interrupts are always treated as EDCjtE trig- 
gered interrupts. 

The following is the control word for various modes to 
be used in Local Timer Vector Table. For illustration 
purpose, the interrupt vector for Timer is shown as AA 
hex. 


Control Word 

CLKIN Input 
(Base 0) 

TMBASE Input 
(Base 1) 

Divider Input 
(Base 2) 

PERIODIC timer, MASK cleared 
PERIODIC timer, MASK set 

0002 OOAA hex 

0003 OOAA hex 

0006 OOAA hex 

0007 OOAA hex 

OOOA OOAA hex 
OOOB OOAA hex 

ONE SHOT timer, MASK cleared 
ONE SHOT timer, MASK set 

0000 OOAA hex 

0001 OOAA hex 

0004 OOAA hex 

0005 OOAA hex 

0008 OOAA hex 

0009 OOAA hex 
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Local Interrupt Vector Table Registers 0,1 

3 

1 

1 


1 

1 1 

1 1 

1 

0 0 0 

1 

7 

6 


5 

4 3 

2 1 

0 

8 7 0 

1 0000 

..00000 



0 

1 




r 



i 



Trigger mode 





± Delivery Status , 

T 




Remote IRR 


^ . Interrupt Vector 

Delivery mode 









292116-24 


Register Address [9:4] 

Local Into Vector table register 35 hex 

Local Int1 Vector table register 36 hex 

The same format applies to both Local IntO and Local 
Inti registers. 

Bits [31:17]: Reserved: Must be Zero. 

Bit 16: MASK: 

0 — enables interrupt by clearing mask 

1 — masks the interrupt. 

Bit 15: Trigger mode: 

0 — Edge Triggered 

1 — Level Triggered 


All other options of Bits [10:8] are reserved. Should not 
be used. 

Bits [7:0]: Vector: This is the interrupt vector to use 
when generating interrupt for this entry. 

The following are the control words for local interrupt 
[0 as well as 1] vector tables for different modes. The 
interrupt vector, for example, is illustrated with AA 
hex. The XX in the vector field means the vector is 
don’t care. 


Interrupt Option 

Fixed I NT, Edge triggered 
Fixed I NT, Level trigg. int 
NMI (Only Level) 

ExtINTA (Only Edge) 


Control Word 

0000 OOAA hex 
0000 80AA hex 
0000 84XX hex 
0000 07XX hex 


Bit 14: Remote IRR: This bit is used for level triggered 
local interrupts. Its meaning is undefined for edge trig- 
gered interrupts. Remote IRR mirrors the interrupt’s 
IRR bit of this local unit. Remote IRR is software read 
only. 


Initial Count Register (Addr [9:4] = 38 hex) 

I Bits [31:0] I 
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Bit 13: Reserved. Must be Zero. 

Bit 12: Delivery Status: Software read only. Indicates 
the current status of the delivery of this interrupt. 

0 — IDLE means that there is currently no activity 

for this interrupt. 

1 — Send Pending indicates that the interrupt has 

been injected, but its delivery is temporarily 
held up by the recently injected interrupts that 
are in the process of being delivered. 

Bit 11: Reserved. Must be Zero. 

Bits [10:8]: Delivery mode 
000— Fixed INT 
100 — NMI 
111— ExtINTA 


Bits [31:0] Initial Count: Software writes to this regis- 
ter to set the initial count for timer. This register can be 
written at any time. When written, the value is copied 
to the current count Register and countdown starts or 
continues from there. The initial count register is read- 
write by software. 


Current Count Register (Addr [9:4] = 39 hex) 

I Bits [31;0] I 

292116-26 


Bits [31:0] Current Count: This is the current count of 
timer. It is read only by software and can be read any 
time. 
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Divider Configuration Register 

(Addr [9:4] = 3E hex) 

3 0 0 0 ( 

1 3 2 1 ( 



000000000000 00000 





T 

1 




Divide by 
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Configuration 

Control Word 

Divide CLKIN by 2 

0000 0000 hex 

Divide CLKIN by 4 

0000 0001 hex 

Divide CLKIN by 8 

0000 0002 hex 

Divide CLKIN by 16 

0000 0003 hex 

Divide TMBASE by 2 

0000 0004 hex 

Divide TMBASE by 4 

0000 0005 hex 

Divide TMBASE by 8 

0000 0006 hex 

Divide TMBASE by 16 

0000 0007 hex 


Bits [31:3] Reserved. Must be Zero. 

Bit [2]: Divider Input: Selects whether divider’s input 
connects to the 82489DX local unit’s CLKIN pin or 
TMBASE. 

0 — means the divider takes its input signal from 

CLKIN. 

1 — means use TMBASE 

Bits [1:0]: Divide by: Selects by how much the divider 
divides. 

00 — divide by 2 

01 — divide by 4 
10 — divide by 8 
11 — divide by 16 

Programming Guidelines 


A) Modes of Interrupt in 82489DX: 


Trigger 

Mode 

Delivery Mode 

Fixed 

Destination 

Lowest 

Priority 

Delivery 

NMI 

Reset 

ExtINT 

Edge 

]/• 





Level 







82489DX Priority Space 

82489DX priority 

Priority applies among 

Does not apply to 

* Fixed Interrupts 

* "Reset" Interrupts 

* Lowest Priority Interrupts 

• "NMI" Interrupts 

* "Processor Task priority" 

* "ExtINT" Interrupts 

* Spurious Interrupts 

292116-29 


Interrupt Command Register State Diagram 



NOTE: 

* Software should check busy flag of ICR before writing 
interprocessor message. 


CONCLUSION 

82489DX has simple and powerful programming mod- 
el. It has programmable priority and it supports task 
priority in the light of interrupt priority. It reduces the 
SPL() overhead which is very useful in uniprocessor 
system. The system performance is improved by using 
interrupt priority model to prioritize interrupts and by 
using task priority register for SPLQ calls. It provides 
an easy migration path from 8259 by providing 
ExtINTA mode for DOS compatibility. 


NOTE: 

• RESET delivery mode should not be used for Local 
Interrupts. 

• EOI should not be issued for NMI and ExtINT de- 
livery mode. 
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1.0 INTRODUCTION 

Today’s high speed microprocessors place a heavy de- 
mand on clock generation and distribution. To main- 
tain a synchronous system, well-controlled and precise 
clocking solutions are required. Pentium® processor, 
with operating frequencies of 60 MHz and 66 MHz, has 
tight system clock specifications. In order to bring 
clock signals of acceptable quality and minimal skew to 
the Pentium processor and the rest of the system, sys- 
tem designers have to contend with high speed issues 
for clock distribution and limited number of precise 
clock driver devices. In this application note, the key 
issues in the design of a 60 MHz or 66 MHz clock for a 
Pentium processor-based system will be discussed, 
available clock drivers will be listed and discussed, and 
detailed design examples of a clock solution for the 
Pentium processor with 256K second-level cache sub- 
system, using the 82496 Cache Controller and the 
82491 Cache SRAMs, are provided. 

The Pentium processor, 82496 Cache Controller, and 
82491 Cache SRAM form a CPU-Cache core or chip 
set. Along with a memory bus controller (MBC), the 
chip set provides a CPU-like interface for many types 
of memory buses. 

This application note is intended for system designers 
concerned with clock generation and distribution for 
the Pentium processor and CPU-Cache chip set based 
systems. It reflects data collected from several quarters 
of characterization of the Pentium processor and expe- 
rience with some of the clock driver devices, as well. 
This application note gives readers a good understand- 
ing of the issues and solutions of high speed clocking, 
particularly that for the Pentium processor. The reader 
should be familiar with the Pentium processor and 
CPU-Cache chip set electrical and mechanical specifi- 
cations, Clock Design in 50 MHz Intel486™ Systems, 
and transmission line theory. If not, please read materi- 
als listed in Section 9.0 before proceeding. 


1.1 General Clocking Issues 

There are two major problems with distributing clock 
signals at 66 MHz: clock signal quality and clock skew. 
At high speed, one set of effects which has been minor 
in slower designs is now significant — the effects of 
transmission line. At high frequencies and fast edge 
rates, long traces behave like transmission lines. The 
“lumped” circuit assumption which assumes instanta- 
neous signal transmission is no longer valid. Instead, 
signals travel in a finite time. When a transmission line 
is not properly terminated, one can observe severe over- 
shoot, undershoot and ringback, all of which degrade 
logical signals. Bad signal quality can cause false 
switching or multiple switching, and can in extreme 
cases damage the devices. To maintain a clean clock 
signal, designers must consider clock driver characteris- 
tics, signal routing, load characteristics, and transmis- 
sion line termination. 

There are four basic ways to terminate a transmission 
line, series, parallel, Thevenin, and AC terminations 
(Figure 1). Series termination is recommended when 
driver output impedance is less than the transmission 
line characteristic impedance (true for most TTL driv- 
ers) and the line is driving a small number of devices. 
Series termination consumes low power and uses only 
one device; however, the termination method increases 
signal rise and fall times. Series termination ensures 
good signal quality by eliminating secondary reflection 
off the driver end. The rest of the termination methods 
eliminate reflection at the load end. All of the termina- 
tion methods can provide good, clean clock signals at 
the load. Both parallel and Thevenin terminations con- 
sume a large amount of power. Thevenin termination 
consumes less power than parallel but requires one 
more device. AC termination consumes low power but 
adds capacitive load to the driver and delay due to RC 
time constant. Design examples provided with this ap- 
plication note use series termination. For more infor- 
mation on transmission line effects and design issues, 
please refer to [ref 3, ref 4, ref 5] 
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Skew is defined as the time difference between when the 
clock signal reaches each component. As frequency in- 
creases, there is less and less time for computation in a 
given clock period for a synchronous design. For a typi- 
cal design, the time from one rising edge to the next is 
composed of the largest path-delay, setup time, propa- 
gational delay through logic elements, and skew. Clock 
skew then, takes away from the time available for prop- 
agational delay, thereby restricting the amount of logic 
done in a clock cycle. For high speed designs, skew 
must be minimized. 

To minimize skew, designers must tune clock traces so 
that the propagational delay from driver through each 
trace to load is the same for each load. For balanced 
loads, tuned traces have same lengths. For unbalanced 
loads, trace lengths can be adjusted to make up for 
loading differences. If possible, designers should try to 
keep the loading on each clock line the same. 


2.0 PENTIUM® PROCESSOR, 82496 
AND 82491 SYSTEM CLOCK 
SPECIFICATIONS 

System clock specifications can be divided into 2 cate- 
gories: signal quality requirements and skew specifica- 
tions. Clock signal quality requirements are the same 
for the Pentium processor and CPU-Cache chip set. 
Skew specifications are only required for CPU-Cache 
chip set. 

Signal quality requirements define boundaries for ac- 
ceptable signal shapes and levels. There are two parts to 
signal quality requirements: signal quality specifications 
(Table 1) and guidelines (Table 2). Please refer to the 
latest revision of the Pentium processor and CPU- 
Cache chip set specifications for more details and for 
the most up-to-date information. 


I 
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Table 1. Clock Signal Quality Specifications 


Symbol (5) 

Parameter 

Minimum 

Maximum 

Unit 

Notes 


CLK Frequency 

33.33 

66.66 

MHz 

(1) 

t2 

CLK Period 

15 


ns 


t3 

CLK High Time 

4 


ns 

(2) 

t4 

CLK Low Time 

4 


ns 

(3) 

t5 

CLK Rise Time 

0.15 

1.5 

ns 

(4) 

t6 

CLK Fall Time 

0.15 

1.5 

ns 

(4) 


CLK Stability 


±250 

ps 



V|H 

2 

Vcc + 0.3 

V 



V|L 

-0.3 

0.8 

V 



NOTES: 

1 . Below 66 MHz only functionality Is guaranteed. 

2. High times are measured between 2.0V crossing points. 

3. Low times are measured between 0.8V crossing points. 

4. Rise and fall times are measured between 0.8V and 2.0V. 

5. Symbols In Figure 2. 

6. Functionality Is guaranteed by design/characterizatlon. 

7. Measured on rising edge of adjacent CLKs at 1 .5V. 

8. To ensure a 1:1 relationship between the amplitude of the Input jitter and the Internal and external clocks, the jitter 
frequency spectrum should not have any power spectrum peaking between 500 KHz and 1 /3 of the CLK operating frequen- 
cy. 

9. The amount of jitter present must be accounted for as a component of CLK skew between devices. 


Table 2. Clock Signal Quality Guidelines 


Parameter 

Maximum 

Unit 

Notes 

Overshoot 

1.6 

V 

(1) 

Undershoot 

1.6 

V 

(1) 

Ringback 

0.8 

V 

(2) 


NOTES: 

1 . Overshoot (undershoot) Is the absolute value of the maximum voltage above Vcc (or below Vss)* The guideline assumes 
the absence of diodes on the Input. 

2. RIngback Is the absolute value of the maximum voltage at the receiving pin below Vcc (or above Vss) relative to Vcc (or 
Vss) lovel after the signal has reached its maximum voltage level. The Input diodes are assumed present. 


The overshoot guideline should be used in simulations, 
without diodes present, to ensure overshoot (under- 
shoot) is within the acceptable range. The ringback 
guideline is provided for verification in an actual sys- 


tem. System designers do not have to worry about ring- 
back if the signal does not overshoot or undershoot, 
respectively. Figure 2 summarizes clock waveform re- 
quirements listed in Table 1. 
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Figure 2. Clock Requirements for the Pentium® Processor and CPU-Cache Chip Set 


Figure 3 to Figure 5 illustrates examples of acceptable in Figure 5 is for an input model without diodes. The 

and unacceptable clock waveforms. Waveform in Fig- waveform is not acceptable for several reasons. It vio- 

ure 3 is for an input model without diodes. Waveform lates the minimum low time specification (4 ns), the 

in Figure 4 is for an input model with diodes. The di- maximum fall time specification (1.5 ns), and it does 

odes clamp the voltage and prevent it from going more not follow the maximum undershoot guideline (1.6V). 

than a diode drop above Vcc or below Vss- Waveform 
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Figure 3. An Example of an Acceptable Clock Waveform (Diodes are Absent from the Input Model) 
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Figure 5. An Example of an Unacceptable Clock Waveform (Diodes Are Absent from the Input Model) 


Clock skews for the CPU-Cache chip set are measured 
at 0.8V, 1.5V, and 2.0V on the rising edge. Worst case 
skew between the Pentium processor and the 82496 is 
0.2 ns, and worst case skew between any 82491 and 
either the Pentium processor or the 82496 is 0.7 ns. 

3.0 AVAILABLE CLOCK DRIVERS 

Intel has held discussions with many clock driver com- 
ponent companies. The intent has been to enable these 
companies to offer clock driver solutions that meet the 
Pentium processor specifications. It has also been to 
ensure that the super set of these companies can pro- 
vide support and distribution worldwide on a schedule 
that closely matches the Pentium processor’s availabil- 
ity. Based on information available. Table 3 lists a num- 
ber of companies who are planning to offer solutions to 
meet these requirements. All the clock drivers listed in 
Table 3 have maximum output frequency equal or 


above 66 MHz. Preliminary data sheets show that solu- 
tions listed in Table 3 meet the CPU or CPU-Cache 
chip set requirements. The specifications listed are 
based on preliminary data provided by each company 
and may be subject to change. Designers should contact 
each company for the latest specifications and availabil- 
ity. Some evaluation has been done by simulating an 
example clock layout using output models supplied by a 
subset of the companies listed, along with interconnect 
models and preliminary clock input model of the CPU- 
Cache chip set. For more detail on the simulations and 
example routing, please see Section 5.0. Intel has been 
and will be working closely with the listed companies to 
ensure they have the latest specifications for the Penti- 
um processor. With published preliminary data sheets, 
all the listed parts meet either the CPU or the chip set 
clock specifications (including the signal quality and 
skew specifications). Please contact individual manu- 
facturers for data sheets and sample availability. 
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Table 3. Clock Driver Options 



Mfgr 

Part # 

Driver 

Type 

Level 

In/Out 

Pin- 

to-Pin 

Skew 

(ns) 

Part- 

to-Part 

Skew 

(ns) 

tr/tf 

(0.8V-2.0V) 

(ns) 

Clock 

Stability 

# Of Outputs 
(perpkg) 

Spec’d 

Loading 

Max. 

Freq. 

Intel Spec 



TTL inputs 

(1) 


1.5/1. 5 

±250 ps (2) 



66 MHz 
and 

60 MHz 

AMCC 

SC35XX-1 

Buffer 

PECLor 

0.5 

1.0 

1.5/1. 5 


20 Outputs 

10 pF 

80 MHz 




TTL/TTL 





Which Vary 
with Part # 




SC44XX-80 

PLL 

TTL/TTL 

±0.2 

1.0 (9) 

1.5/1. 5 


6-12 Outputs 

35 pF 

80 MHz 

AT&T (7) 

DA400 

PLL 

PECLor 

0.2 

0.5 

1.5/1. 5 


8@1,0.5X 

50 pF 

100 MHz 




TTL/TTL 





(Prog Shift) 



Cypress 

CY7B991 

PLL 

TTL/TTL 

0.5 

1.2 (6) 

1.5/1 .5 

0.5% 

4@1X 

50fl/ 

80 MHz 









4@1,0.5, 0.25X 

30 pF 


ICS 

ICS2686 

PLL 


0.5 

0.6 

1.5/1. 5 


5@1,0.5X 

20 pF 


Intel 

85C224-100 

Divider/ 

TTL/CMOS 

Divider 0.4 

NA 

Divider 


8@ + IX, 

70n/ 

Divider 



Buffer/PLD 


Buffer 0.5 


1.2/1. 1 


-IX, 0.5X 

50 pF 

100/50 







Buffer 
1.4/1. 1 




Buffer 133 

Intel 

85C224-10 

Buffer/ 

TTL/CMOS 

Divider 0.4 

NA 

Divider 


8@ + 1X, 

70n/ 

Divider 



Divider/ PLD 


Buffer 0.5 


12./1.1 


-IX, 0.5X 

50 pF 

58/29 







Buffer 
1. 4/1.1 




Buffer 1 00 

Motorola 

MC10H646 

Buffer 

PECLor 

0.5 

1.0 

1.2/1. 2 

NA 

8 

5on/ 

100 MHz 




TTL/TTL 






50 pF 



88915 

PLL 

TTL/CMOS 

0.5 

NA 

2.5/2.5(11) 

NA 

5@1X 
1@2X 
1@.5X 
1 Inverted X 

5oa 

66 MHz 


ro 
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Table 3. Clock Driver Options (Continued) 


Mfgr 

Part # 

Driver 

Type 

Level 

In/Out 

Pin- 

to-Pin 

Skew 

(ns) 

Part- 

to-Part 

Skew 

(ns) 

tr/tf 

(0.8V-2.0V) 

(ns) 

Clock 

Stability 

# of Outputs 
(perpkg) 

Spec’d 

Loading 

Max. 

Freq. 

National 

CGS74CT2524 

Buffer 

TTL/CMOS 

0.45 

NA 

1.5/1. 5 


4 

50 pF 

100 MHz 

CGS74CT2527 

Buffer 

TTL/CMOS 

0.45 

NA 

1.5/1. 5 


8 

50 pF 

100 MHz 

CGS74B2528 

Buffer 

TTL/TTL 

0.55 

NA 

1.5/1. 5 


10 

50 pF 

70 MHz 

Pioneer 

PI6B2407 

PLL 

TTL/TTL 

±0.25 

NA 

1.5/1. 5 

100 ps 

12@ 1,0.5, 2X 
(Prog Shift) 


80 MHz 

Tl(8) 

CDC328 

Buffer 

TTL/TTL 

0.7 

NA 

1. 2/0.5 

NA 

6 

500ft/ 
50 pF 

Not 

Spec’d. 

Triquint 

(10) 

GA1085 

PLL 

TTL/TTL 

0.25 

NA 

1.4/1. 4 

75 ps (typ.) 

5@1X 
4@0.5X 
2@0.5X (Prog 
Shift) 

50ft 

66 MHz 

GA1086 

PLL 

TTL/TTL 

0.25 

NA 

1.4/1. 4 

75 ps (typ.) 

9@1X 
1 @0.5X 

50ft 

66 MHz 

GA1087 

PLL 

TTL/TTL 

0.25 

NA 

1.4/ 1.4 

75 ps (typ.) 

6@1X 

4@0.5X 

50ft 

66 MHz 

Vitesse 

VSL4485 

PLL 

TTL/TTL 

0.5 

NA 

1.5/1. 5 


6@1X 
2@1,2, 4X 

50 pF 

70 MHz 

VSL4586 

PLL 

TTL/TTL 

0.5 

NA 

1.5/1.5 


2@1X 
6@1,2, 4X 

50 pF 

70 MHz 


NOTES: 

1. 0.7 ns between Pentium processor-82491, 82496-82491, 82491-82491. 0.2 ns between Pentium processor-82496. Assumed 0.5 ns between clock driver outputs, leaving 0.2 
ns for routing or trace skew. 

2. See complete specification in Table 1 or the data book. 

3. Manufacturers listed in alphabetical order. 

4. Contact manufacturers for price and availability information. 

5. Intel does not guarantee specifications for other manufacturer’s devices. All clock driver specifications listed were provided by the manufacturer and are subject to change. 
Designers should contact the manufacturer for the latest specification /data sheet information. 

6. As low as 0.75 ns in some configurations. 

7. First samples in March ’93. Specifications may improve during characterization. 

8. Other Solutions are under development. Contact Tl for preliminary details. 

9. Maximum phase erro quoted in the manufacturer’s data sheet for the entire frequency range. 

10. Other configurations available. Contact Triquint for details. 

1 1 . Between 0.2 Vcc and 0.8 Vcc- Contact Motorola for details between 0.8 and 2.0V. 

@ 
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AMCC offers the SC35XX-1 series of buffered clock 
drivers and the SC44XX-80 series of PLL based clock 
drivers. The SC35XX-1 series must be driven with a 
TTL or PECL 2X frequency input. Each member of 
the series provides 20 outputs. Depending on the specif- 
ic part within the series, these 20 outputs can be config- 
ured to provide the primary frequency, 1/2, or 1/4 the 
primary frequency. The SC3 502-1 even provides 5 in- 
verted outputs of the primary frequency. The SC44XX- 
80 series must be driven with a TTL input. The PLL 
design allows for very low skew ( ± 200 ps) between the 
outputs. Different members of the series offer different 
numbers and configurations of outputs. Between 4 and 
8 outputs are available at the primary frequency. These 
devices also allow a subset of the outputs to be config- 
ured for 1/2X or 2X the primary frequency. In addi- 
tion, the PLL allows the outputs to be skewed in phase 
from one another. 

AT&T DA400 is a PLL clock driver. Its inputs can be 
driven by TTL or PECL levels. Eight outputs are pro- 
vided. They can be configured for the primary frequen- 
cy or 1/2X the primary frequency. In addition each 
output has a programmable delay line which allows 
1/32 or 1/64 increments of the clock period of delay 
between outputs. 

Cypress’s CY7B991 is a PLL clock driver. It requires a 
TTL input and is able to drive 8 outputs. A subset of 
the outputs can be configured as 1/2X, 1/4X, or invert- 
ed outputs. As with other PLL solutions, the skew 
between outputs is small and the outputs can be config- 
ured for a fixed amount of delay or skew between out- 
puts. 

ICS’s ICS2686 is a PLL clock driver. Five outputs are 
available. Both primary and 1/2X frequencies are avail- 
able. The ICS2686 has been designed to work with the 
74ABT240 type buffer to provide more than 5 outputs. 
A unique feature of the ICS2686 is the multiple feed- 
back inputs. This feature allows synchronizing multiple 
outputs at their destination or load with the input 
clock. 

Intel’s 85C224-100 is a “20V8” architecture program- 
mable logic device. From its TTL inputs it provides 8 
TTL outputs which can be configured to provide IX, 
IX inverted, and 1/2X versions of the primary frequen- 
cy, in any combination. When programmed to function 
as a frequency divider, the primary frequency can be as 
high as 100 MHz and the 1/2X frequency outputs will 


maintain output skew below 400 ps. When pro- 
grammed to operate as a straight IX buffer, it supports 
frequencies of up to 133 MHz with less than 500 ps of 
output skew. The 85C224-100 provides a combination 
of superior output signal quality including fast rise and 
fall times and low output skew. A particularly unique 
feature of the 85C224-100 is in its programmable logic 
circuitry. Its flexibility satisfies programmable logic 
needs such as control line signals and widespread glue 
logic. With this minimized output skew PLD, a single 
2 8 -pin PLCC can provide low output skew clock distri- 
bution, frequency division, and programmable logic; for 
the low price of a 20V8 PLD. 


Motorola offers both a buffered and a PLL clock solu- 
tion. Motorola’s 1 OH 646 is a buffered clock driver. It 
offers both TTL and ECL inputs which supports back- 
plane routing using ECL levels. The clock driver’s out- 
puts are clamped to 3V, not Vcc- 10H646’s output 
stage has similar rise and fall output resistances. Similar 
rise and fall output resistances makes series termination 
easier since the termination resistance is the difference 
between the characteristic impedance of the transmis- 
sion line connecting the output to the load and the driv- 
er’s output impedance. 10H646 has 8 lx outputs. As a 
straight buffer, 10H646 does not offer any multiples of 
the input besides lx. The Motorola 88915 is a PLL 
clock driver. It provides a 0.5 ns skew between outputs. 
The 88915 provides 5 IX outputs along with 1 2X, 
1 0.5X, and 1 inverted X outputs. 



National’s clock buffers are packaged to function reli- 
ably at high frequencies. Their output rise and fall re- 
sistances are approximately equal. The CGS74CT2524 
and 2527 provide 0.45 ns of output skew. The 
CGS74CT2528’s output skew, 0.55 ns, allows for only 
0.15 ns skew due to board traces or any unbalanced 
loading effects when using the 82496/82491 cache, 
however this amount may be sufficient for other cache 
solutions. These parts offer a range of 4, 8, and 10 out- 
puts. The CGS74CT2524 and 2527 have CMOS level 
outputs, which transition from rail to rail. 


Pioneer’s PI6B2407 is a PLL clock driver. From its 
TTL input, it provides twelve TTL outputs, which can 
be configured to operate at IX or 2X the input frequen- 
cy. In addition, the outputs can be phase adjusted from 
the input clock. The PI6B2407 is able to provide 
±0.25 ns of skew between outputs while maintaining 
the fast 1.5 ns rise and fall times. 
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Texas Instruments’ ABT328 driver provides six outputs 66 MHz signals with low skew, for example, the clock 

with an output skew of 0.7 ns. Please contact Texas input frequency of the VSL4485 can be 33 MHz. For 

Instruments for the availability of 0.5 ns output skew the chip set application, two 66 MHz outputs are not 

parts. 0.7 ns output skew is too large for the chip set enough, and thus cascading another driver is necessary, 

application. In the design example on Section 5.0, 0.5 Alternatively, the input can be 66 MHz and all of its 

ns output skew is assumed. As a buffered driver, the outputs can be at 66 MHz^ It offers 0.5 ns output skew, 

ABT328 offers only lx outputs. and a low effective delay. In addition, VSL4485 can 

generate programmable, multiple phase relationships 
TriQuint’s GA1086 is a Gallium Arsenide-based prod- among its outputs, 
uct. It takes a 66 MHz input and produces nine 
66 MHz outputs and one 33 MHz output. The avail- 
ability of a low skew 33 MHz output facilitates clock 4.0 CLOCK GENERATION FOR THE 
distribution for systems that have synchronous 33 MHz Pentium® PROCESSOR AND 

memory buses. Since the part is phase-lock-loop based, THE CPU-CACHE CHIP SET 

one of the outputs can be fed back to the input so that 

all the outputs are synchronized with the input clock. Clock generation is the generation of copies of clock 

Such a set up is ideal for cascading clock drivers to signals from a signal oscillator or any other source 

achieve maximum fanout. The specified output skew of which then are distributed to the various loads. The 

the GA1086 is 0.25 ps, the smallest skew number avail- function of a clock driver is to generate multiple copies 

able. Triquint also offers the GA1085 and GA1087. of clocks from a single source. In general, Pentium 

These products are similar to the GA1086, however, processor-based systems have three types of memory 

they offer different combinations of outputs between interface: fully synchronous, divided synchronous, and 

IX and 0.5X. asynchronous. Each interface requires different meth- 

ods of clock generation. The basic setup of a processor 
Vitesse’s VSL4485 is also a Gallium Arsenide-based card is illustrated symbolically in Figure 6. Depending 

product. It offers lx, 2x, and 4x options on two of its on the configuration, the Clock In signal can come 

eight outputs. Thus, to obtain both 33 MHz and from the memory bus or a separate oscillator. 



Figure 6. A CPU Module with the Pentium® Processor, 82496 and 82491 CPU-Cache Chip Set 
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4.1 Clock Generation for Fully 
Synchronous Systems 

A fully synchronous system is one which everything in 
the system runs synchronous to the CPU. In particular, 
the memory bus interface is synchronous to the CPU. 
In Figure 6, the memory bus is at 66 MHz, synchro- 
nous to the CPU module. Clock In signal must be syn- 
chronous to the memory bus. Clocking for this case 
involves the generation of tightly controlled copies of 
clock signals that are distributed to all the clocked 
parts. The task of clock generation and distribution is 
the most difficult for this type of set up. All copies of 
clock signals must come from a single source, and must 
be deskewed appropriately. For Pentium processor- 
based systems that run at 66 MHz, the most critical 
parameter in choosing a clock driver is its output skew, 
as well as its part-to-part skew if more than one driver 
is needed. Since all the clock signals are at 66 MHz, 
only lx outputs are needed. All of the drivers listed in 
Section 3.0 can be used here. 

For a fully synchronous configuration, it is likely that a 
single clock driver cannot provide enough copies of 
clock signals. Then, some kind of cascading of drivers is 
necessary. Figure 7 shows two ways of clock generation 
by cascading drivers. Tskew is the total worst case skew 
at outputs of CD2 and CD3. Tpp23 is the worst case 
part-to-part skew between CD2 and CD3. Tos2 is the 
worst case output skew of CD2, assuming the worst 
case output skew of CD3 is the same as Tos2. Tosl is 
the worst case output skew of GDI. Ttol2 is the feed- 
back tolerance of CD2. Feedback tolerance is the phase 
tolerance between the feedback input and the reference 
clock. Typically, Ttol2 is a small number. For the ex- 
amples in Figure 7, it is assumed that only the second 
level drivers feed the clock signals to the loads. Other- 
wise, for part a, signals from CD2 will be later than 
signals from GDI by the propagational delay of GD2 
which is typically between 6 ns to 8 ns. 

For the examples in Figure 7 clock signals for the GPU- 
Gache chip set must be derived from one clock driver 
outputs only so that the 0.2 ns and 0.7 ns skew specifi- 
cations can be met. In part a, Tskew, the sum of Tpp23, 
Tos2, and Tosl is the worst case skew which is the 
skew between an output of GD2, and an output of 
GD3. The output skew of GDI (Tosl) causes the inputs 
to GD2 and GD3 to arrive at different times. The differ- 
ence in propagational delay which is Tpp23, further 
skews the outputs of GD2 and GD3. If the part-to-part 
skew does not include output skew, different outputs 
from GD2 and GD3 can also be skewed by the output 
skew. For part b, Tskew, the sum of Ttol2, Tos2, and 
Tosl, is also the worst case skew between the outputs of 
GD2 and the outputs of GD3. Once again, Tosl causes 


the inputs to GD2 and GD3 to arrive at different times. 
The feedback in GD2 synchronizes all its outputs in the 
input. The feedback output of GD2 is different from the 
input reference clock only by Ttol2. All the other out- 
puts are further skewed from the feedback output by 
Tos2. The analysis for GD3 is the same. 


CD2 



CD^ 


4 . Tsfcew = Tpp23 + Tos2 + Tosl 

CD2 



cm 


b. Tsdcew =s Ttol2 + Tos2 + Tosl 

241574-7 


Figure 7. Examples of Clock Generation 


4.2 Clock Generation for Divided 
Synchronous Systems 

For a divided synchronous system, the memory bus is 
at half the speed of the GPU-Gache chip set; i.e.. 
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the memory bus runs at 33 MHz for the Pentium proc- 66 MHz signals. The skews among 66 MHz signals or 

essor or the CPU-Cache chip set based systems. A among 33 MHz signals are simply the output skew of 

33 MHz reference clock (Clock In) can come from the the driving devices. Ttolpll is the PLL CLK doubler or 

backplane from which all the clocks serving the CPU- PLL CLK divider’s feedback tolerance. Tospll is the 

cache module (Figure 6) must be synchronized. The PLL CLK doubler or PLL CLK divider’s worst case 

memory bus controller (MBC) itself requires both output skew. Tppbuf is the worst case part-to-part skew 

33 MHz and 66 MHz clocks. For this configuration, of the second level buffers. Those buffers can be phase- 

clock drivers that can provide both 33 MHz and lock-loops also in which case Tppbuf is the feedback 

66 MHz outputs are needed. tolerance of the PLLs if feedback is used. Tosbuf is the 

worst case output skew of the second level buffers. Tosl 
There are several ways of providing the two frequen- is the output skew of CDl, Ttol2 is the feedback toler- 

cies. They are shown in Figure 8 through Figure 12. ance of CD2, and Tos2 is the output skew of CD2. 

Tskew is the worst skew between 33 MHz signals and 



Figure 8. Clock Generation Using Clock Doubler 



Figure 9. Clock Generation Using Clock Doubler 
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Feedback for PLL locking 


66MHz 


PLL 
Clk divider 


Buffer 


66MHz 


33MHz 


Buffer 


Multiple 66MHz 
outputs for 
CPU-Cache 
chip set 


Multiple 33MHz 
outputs forMBC 
and others 


241574-10 


NOTE; 

Tskew (between 33 and 66) = Tospll + Tppbuf + Tosbuf 


Figure 10. Clock Generation Using Clock Divider 




Figure 11. Clock Generation Using Two PLLs 
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Figure 12. Clock Generation Using Two PLLs 


Since the outputs of the first level PLL CLK doublers 
and dividers go directly to inputs of another clock driv- 
er, the signal quality requirements of these outputs are 
not as stringent as if the outputs drive the loads of the 
Pentium processor and others. One of the functions of a 
clock driver is to buffer and clean up a clock signal in 
addition to generating multiple copies of the same. 
However, the output skew of the PLL used for the first 
level is very important. Depending if feedback is used, 
the feedback tolerance is of importance. When choosing 
a clock driver, also be sure that its maximum output 
frequency is greater than 66 MHz for 66 MHz outputs 
and 33 MHz for 33 MHz outputs. The parts listed in 
Table 4 and Table 5 are examples of devices that can be 
used as first level drivers as illustrated in Figure 8 
through Figure 12. 


Table 4. List of Clock Doubler Parts 


Manufacturer 

Part # 

Driver 

Type 

# of Outputs 
(per pkg) 

Motorola 

88915 

PLL 

1 @2x 
6 @ 1x(1) 
1 @ 0.5x 

Motorola 



88916 

PLL 

1 @2x 
4 @ lx (1) 
1 @ 0.5x 

Tl 

ABT338 

PLL 

1 @ 2x 
4 @ lx 
1 @ 0.5x 

Vitesse 

VSL4485 

PLL 

6 @ lx 

2 @ 1 , 2, or 4x 


NOTES: 

1 . One of the outputs is inverted. 

2. This list is not meant to be complete. Other solutions 
may be available. 


The phase-lock-loop drivers listed in Table 4 can be 
used to drive the Pentium processor loads directly if 
only one copy of 66 MHz clock signal is needed. In this 
case, the second level buffers are not necessary if the 
driver used can provide enough 33 MHz copies. Intel 
has not done formal analysis on these parts. 


Table 5. List of Clock Divider Parts 


Manufacturer 

Part # 

Driver 

Type 

# of Outputs 
(per pkg) 

Motorola 

88915 

PLL 

1 @ 2x 
6@ 1x(1) 
1 @ 0.5x 

Motorola 

88916 

PLL 

1 @2x 
4 @ 1x(1) 
1 @ 0.5x 

Texas Instruments 

ABT338 

PLL 

1 @ 2x 
4 @ lx 
1 @ 0.5x 

Texas Instruments 

ABT337 

Buffer 

4 @ lx 
4 @ 0.5x 

Texas Instruments 

ABT339 

Buffer 

4 @ lx 
4 @ 0.5x 

TriQuint 

GA1086 

PLL 

9 @ lx 
1 @ 0.5x 


NOTES: 

1 . One of the outputs is inverted. 

2. This list is not meant to be complete. Other solutions 
may be available. 
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Table 5 lists examples of clock drivers that offer divided 
by 2 outputs. These devices can be used as the first level 
drivers illustrated in Figure 8 through Figure 12. De- 
pending on the number of 66 MHz copies and 33 MHz 
copies needed, the second level buffers may not be nec- 
essary. Again, Intel has not performed any formal anal- 
ysis on these parts. 

4.3 Clock Generation for 
Asynchronous Systems 

If the memory bus is not synchronized with the CPU or 
CPU-cache module, clock generation for the system is 
easier compared with the two configurations above. 
However, clock synchronization for the Pentium proc- 
essor, 82496, and 82491, as well as the clocks for the 
MBC is still a concern. In order for the MBC to com- 
municate properly with the CPU-Cache chip set, some 
synchronized clocks at 66 MHz are needed. Since the 
system is asynchronous to the CPU-Cache chip set, the 
number of synchronous MBC clock signals is less than 
the synchronous case. The examples in Section 5.0 il- 
lustrate how the synchronization is done. Since the sys- 
tem is asynchronous, one can use a different clock 
source for the CPU-Cache chip set from the rest of the 
system. 


5.0 Pentium® PROCESSOR WITH 
256K 82496/82491 SECOND 
LEVEL CACHE CLOCK 
DISTRIBUTION DESIGN 
EXAMPLES 

After a clock generation scheme is determined, careful 
analysis must be done on clock distribution to ensure 


minimal skew and proper rise and fall times. Clock dis- 
tribution is the connection between clock driver outputs 
and clock inputs of the components that need clocking. 
Preliminary analysis has been done on several of the 
drivers listed in Section 3.0. The following examples 
show in detail how to terminate transmission lines 
properly, tune clock traces to minimize board trace 
skew, and validate the usefulness of the drivers to the 
CPU-Cache chip set using models from the manufac- 
turers. The examples have been done using preliminary 
or typical models for the devices involved. They are 
meant as an example of the process designers can use 
when selecting and routing a clock circuit. Although 
the examples only show the clock distribution for the 
CPU-Cache chip set, the same principles can be applied 
to distribution to the memory bus controller (MBC) 
and other parts. 

5. 1 Clock Routing for the 256K CPU- 
Cache Chip Set 

Analysis for CPU-Cache chip set clock routing is done 
using first order input models for the three chips, 
shown in Figure 13. Specific to CLK inputs, the models 
shown are typical models based on on-going simulation 
efforts, and are subject to change. Refer to the Intel 
data books or contact Intel for the latest models (in- 
cluding minimum and maximum conditions). The mod- 
els include package inductance, package capacitance, 
and input buffer capacitance of the clock pins. 
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Pentium® Processor 82496 Clock Input Model 

Clock Input Model 

8.1 nH 



IpF 3.4 pF 



8249 1 Clock Input Model 

241574-13 

Figure 13. Pentium® Processor, 82496 and 82491 Clock Input Models 







82491#9 

o 


82491#10 

o 


82491#2 


82491#! 

o 


o 


82491#6 

o 


82491#5 

0 



82491#4 


82491#3 

o 


o 



82491#8 


82491#? 

O 


O 


o Via 

o 82491 CLK input 
O Pentium Processor, 82496 CLK input 


Rt Series Termination Resistor 
Trace lengths (in mils): 

0— 83 (top) 

1 — 201.5 (internal 2) 

2— 1608.4 (internal 2) 

3— 6578.7 (internal 3) 

4— 7250.9 (Internal 1) 

5— 805.7 (internal 4) 


Figure 14. CLKO Layout for 
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o 82491 CLK input 

O Pentium Processor, 82496 CLK input 

241574-15 

Rt Series Termination Resistor 
Trace lengths (in mils): 

0— 78 (top) 

1— 456.3 (internal 2) 

2 — 3639.3 (internal 1) 

3— 2180.7 (internal 4) 

4— 530.7 (internal 4) 

5— 75 (top) 

6— 727.2 (internal 4) 

7— 75 (top) 

8— 462.4 (internal 2) 

9— 4650 (internal 1) 

10— 1156.7 (internal 4) 

11— 526.5 (Internal 4) 

12— 75 (top) 

13— 520.7 (internal 4) 

14— 75 (top) 


Figure 15. CLK1 Layout for 256K Chip Set with Parity 
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Pentium 

Processor 


82491#10 


Clock Driver 



o 82491 CLK input 

O Pentium Processor, 82496 CLK input 


Rt Series Termination Resistor 
Trace lengths (in mils); 

0~78 (top) 

1— 206.5 (internal 2) 

2 — 3480.5 (internal 1) 

3 — 2550.9 (internal 4) 

4— 560.2 (internal 4) 

5— 75 (top) 

6— 527.2 (internal 4) 

7— 75 (top) 

8— 160 (internal 2) 

9— 1236.0 (internal 2) 

10— 4290.9 (internal 3) 

11— 631.0 (internal 1) 

12— 530.7 (internal 4) 

13— 75 (top) 

14— 534.3 (internal 4) 

15— 75 (top) 


Figure 16. CLK2 Layout for 256K Chip Set with Parity 
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Figure 14 through Figure 17 show how clock signals 
are distributed from the clock driver to each compo- 
nent in the CPU-Cache chip set. Each clock line is 
tuned to minimize skew. Series termination is used on 
each line. Since the 82491, numbers 9 and 10, are parity 
chips, they are grouped onto the same driver output. 
Since the skew requirement between the Pentium proc- 
essor and the 82496 is very tight (0.2 ns), they are also 
on the same driver output. All the loads on the same 
driver output can be tuned to have close to zero skew. 
Loads on different outputs, however, must contend 
with the output skew of the driver. CLKO through 
CLK2 are layed out such that they branch off very 
close to the driver. For these lines, the transmission line 
characteristic impedance that the clock driver output 
sees can be treated as two resistors in parallel. In other 
words, the driver output sees half the impedance for 
CLKO, CLKl, and CLK2. The advantage of this 
scheme is that the value of the termination resistor is 
reduced dramatically. A smaller termination resistor 
helps faster rise and fall times. For CLK3, the branch 
off is at the end of the line, and thus the driver output 
sees the full characteristic impedance. 

To achieve minimal skew, all the loads should be bal- 
anced, i.e., all the loads should be the same. For this 
design example, CLKl and CLK2 have about twice the 
loads of CLKO and CLK3. The load imbalance will add 
to the output skew quoted by manufacturers since on 
data sheets, manufacturers generally quote output skew 
for balanced loads. Since heavier loads see the transmit- 
ted signal later than lighter loads assuming the trans- 
mission lines are of the same length, traces for the light- 
er loads can be made longer to compensate for the dis- 
crepancy. CLKO and CLK3 have longer traces from 
driver output to load than CLKl and CLK2 traces. 
Since heavier loads (higher capacitance) have a longer 
rise time, and since for the CPU-Cache chip set skew 
measurements are taken at 0.8V, 1.5V, and 2.0V, to 
minimize skew at all free points, the termination resis- 
tors for CLKl and CLK2 should be smaller than the 
termination resistors on CLKO. However, a smaller ter- 
mination resistor than the value needed to perfectly ter- 
minate the line will result in a larger undershoot. When 
choosing termination values, it is a trade off among 
rise/fall times, skew, and undershoot. 

When choosing a termination value, it is important to 
know the output impedance of the driver. For many 
TTL drivers, output rise impedance is different from 
output fall impedance. [Reference 3, Section 9] shows 
how to measure output impedance, or the driver manu- 
facturer can be contacted for the information. Typical- 
ly, output fall impedance is 5fl-10fl, and rise imped- 
ance is 5fl-50fl. 


Figure 14 through Figure 17 are extensions to the lay- 
out topologies in the Pentium® Processor, 82496, and 
82491 256K CPU-Cache Chip Set Layout Example. The 
routing topologies 15-18 shown in the example route 
the clock signals from the Pentium processor, 82496, 
and all the 8249 1’s to the outside. The layout examples 
shown in this application note (Figure 14 through Fig- 
ure 17) take the layout all the way to the clock driver, 
complete with termination. Although in the example, 
clock signals are routed toward the bottom and in the 
examples here, the clock signals are routed toward the 
side, the same principles apply. If routing toward the 
bottom is preferred, the same layouts as illustrated in 
Figure 14 through Figure 17 can be used with little or 
no modification. 


5.2 Analysis of Drivers Used in 
Examples 

Output models for MC10H646, CGS74CT2527, 

GA1086, and VSL4485 are used to drive the clock net- 
work described in Section 5.1. The clock networks 
shown in Figure 14 through Figure 17 were used. The 
simulations assume no variation in characteristic im- 
pedance and propagation speed for the board traces. 
Fast and slow simulations were performed. Three sig- 
ma clock driver models are used when available. Board 
traces are assumed to have plus/minus 10% variation 
in characteristic impedance and propagational speed. 
Table 6 shows the range of trace characteristics. Slow 
simulations assume the highest operating temperature 
the drivers expect to see, and slow interconnect charac- 
teristics. Fast simulations assume operating tempera- 
ture to be zero and fast interconnect characteristics. 



Table 6. interconnect Characteristics 


Corner 

Trace 

Type 

ZOO) 

(a) 

TD(2) 

(ns/ft) 

Slow 

Inner 

58.5 

2.41 

Fast 

Inner 

71.5 

1.85 

Slow 

Surface 

72 

2.05 

Fast 

Surface 

108 

1.35 


NOTES: 

1. Characteristic Impedance 

2. Propagational Speed 

Since simulation can only account for skew due to 
board trace and load imbalance, total skew is assumed 
to be the sum of the worst case output skew published 
by driver manufacturers and skew from simulation. 
Skew from simulation is derived by using identical driv- 
er models for each driver output, thus assuming zero 
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output skew. The board traces and termination resist- 
ances are tuned with 0.5 ns output skew in mind which 
leaves 0.2 ns for trace skew. For TriQuint’s GA1086, 
the output skew is 0.25 ns; thus, there is a larger win- 
dow for trace skew. Table 7 summarizes simulation re- 
sults of the tightest parameters for each driver. All of 
the drivers can meet the 4 ns minimum high and low 
times easily. Most clock drivers guarantee a 45/55 duty 
cycle, which exceeds Intel’s requirement. 

Series termination resistors are chosen to minimize 
skew and undershoot. To achieve similar rise time for 
each load, termination resistance values are smaller for 
heavier loaded lines such as CLKl and CLK2 com- 
pared to the resistance values for CLKO. Since CLK3 
splits off at the end of the line, its termination value is 
about twice as CLKO’s. Table 8 lists the termination 
values for each line and for each driver. Waveforms for 
each driver are attached. Notice the signals at the CLK 


input for each load is relatively clean whereas the sig- 
nals at the driver side are not. Since the clock signals 
are only important to the component receiving the sig- 
nal, how dirty the signal is at the driver end is not 
important, providing that the signal does not cause any 
damage or other ill effects on the driver. 

Figures attached in this section show some waveforms 
from the simulations. V(201) is the voltage at the Penti- 
um processor clock input, V(202) is the voltage at the 
82496 clock input, and V(213), V(214), V(217), and 
V(218) are voltages at the 82491 clock inputs for the 
82491s on CLKl line. For 74CT2527, V(8) is the volt- 
age at driver output, V(IOO) is the voltage at the junc- 
tion of the series termination resistor and the beginning 
of board trace. For 10H646, V(9) is the voltage at driv- 
er output, V(20) is the voltage at the junction of the 
series termination resistor and the beginning of board 
trace. 


Table 7. Compilation of Simuiation Data 


Mfr. 

Clock 

Driver 

Worst Skew 
P5-C5C 
(ns)(i) 

Worst Skew 
C8C-Others 
(ns) 

Worst Skew 
C8C (No Parity) 
(ns)(2) 

Undershoot 

(-mV)(3) 

Tr/Tf 

(ns)(4) 

Slow 

Fast 

Spec 

Slow 

Fast 


Slow 

Fast 

Spec 

Slow 

Fast 

Spec 

Slow 

Fast 

Spec 

Motorola 

10H646 

0.021 

0.023 

0.2 


0.67 

0.7 

0.65 

0.67 

0.7 

468 

816 

1600 

0.90/ 

1.13 

0.74/ 

0.67 

1.5/ 

1.5 

National 

74CT2527 

0.0071 

(5) 


0.67 

(5) 

0.7 







RQ9 

■ 

1.5/ 

1.5 

TrIQuint 

GA1086 

0 

0 

0.2 

0.55 

0.45 

0.7 

0.45 

0.45 

0.7 

150 

400 

1600 

0.9/ 

1.9 

(6) 

M 

1.5/ 

1.5 

Vitesse 

VSL4485 

0.02 

0.05 

0.2 

0.7 

0.57 

0.7 

0.66 

0.57 

0.7 

275 

800 

1600 

0.95/ 

0.78 



0.78/ 

0.6 

1.5/ 

1.5 


NOTES: 

1 . All Skews are worst case numbers 

2. Not using the parity chips 

3. Worst Undershoot of all the CLK nodes 

4. Slowest rise and fall times of ail the CLK nodes 

5. Only typical model at 25°C Is available. Thus, only simulation performed is with slow interconnect corner 

6. Simulation done on driver slow corner. Device specification for tf Is 1 .4 ns worst case. Device was still under development 
when simulation was done. Please contact TrIQuInt for more information. 
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Clock distribution method for the memory bus control- 
ler (MBC) is very similar to that of the chip set. When 
distributing clocks for the MBC, be sure to load each 
driver output with similar loads as for the chip set, and 
route clock traces with similar lengths as for the chip 
set. For example, CLKl and CLK2 have an aggregate 
load of about 20 pF, and the total clock trace length is 
about 7" from driver output to a load. To minimize the 
clock skew of the MBC clock from loads on CLKl and 
CLK2 lines, the clock lines should fan out 2.9 pF per 
inch. Also, be sure to terminate the line properly. It is 
important to keep the loading similar to the loadings on 
clock lines of the chip set if skew is to be kept close to 
0.7 ns. Adjusting trace lengths and termination resist- 
ance can compensate for load imbalance to a degree, 
but not perfectly and not always. 

Simulations results provided here are based on best 
available models at the time. Some models were for 
parts still under development at the time of simulation. 
Therefore, the simulation results are subject to change. 


Table 8. Series Termination 
Resistor Values for Each Line 


Manufacturer 

Clock 

CLK Line 

Rt 

(a) 

Motorola 

10H646 

CLKO 

26 



CLK1 

20 



CLK2 

20 



CLK3 

59 

National 

74CT2527 

CLKO 

20 



CLKl 

15 



CLK2 

15 



CLK3 

45 

TriQuint 

GA1086 

CLKO 

30 



CLKl 

30 



CLK2 

30 



CLK3 

50 

Vitesse 

VSL4485 

CLKO 

32 



CLKl 

23 



CLK2 

23 



CLK3 

48 
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Figure 18. Motorola Waveform 







Figure 19. National Waveform 
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Figure 22. Vitesse (Fast) Waveform 
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6.0 Pentium® PROCESSOR WITH 
512K 82496/82491 SECOND 
LEVEL CACHE CLOCK 
DISTRIBUTION ISSUES 

Clock distribution for 512K CPU-Cache chip set can be 
done in the same way as for the 256K chip set. Since 
there are more SRAM chips for the 512K cache, there 
are more loads that need clocking. Including parity, 
there are 18 82491s. Once again, the same principles 
apply. Keep the driver loading as close to balanced as 
possible. Tune traces and adjust termination resistance 
so that skew is minimized. 


7.0 CLOCK DISTRIBUTION FOR THE 
Pentium® PROCESSOR WITH 
OTHER SECOND LEVEL 
CACHES 

The Pentium processor can be used with cache configu- 
rations other than with the 82496 and 82491, as well as, 
without a second level cache. With other caches, the 
first thing that must be done is to decide how much 
skew is tolerable. Then, decide on which clock driver to 
use and carefully layout clock signals for distribution. 
If skew requirements do not exceed the CPU-Cache 
chip set requirements, the same drivers and the same 
distribution can be used. Design examples in Section 

5.0 serve as a guide to how to distribute clocks for Pen- 
tium processor systems with tight skew. 

If the Pentium processor is used without a second level 
cache, and only a small number of 66 MHz signals are 
needed, there are a few more options for clock drivers. 
For example. Motorola’s 88915 has one 2x output that 
can run to maximum 70 MHz. Texas Instruments has 
the ABT337, 338, and 339 that can provide four copies 
of 66 MHz signals. 


8.0 SUMMARY 

At high speeds, clock synchronization becomes a diffi- 
cult problem. Clock traces must be treated as transmis- 
sion lines. Proper termination must be given to the lines 
to ensure good signal quality. The Pentium processor, 
with operating frequencies of 60 MHz and 66 MHz, has 
tight clock requirements. Together with the 82496 
Cache Controller and 82491 Cache SRAM, the CPU- 
Cache chip set must be synchronized with minimal 
skew. 

^ For the Pentium processor clocking, the most critical 
parameters are skew and rise and fall times. Depending 


on the memory interface to the CPU-Cache chip set, 
there are many ways of generating multiple copies of 
clock signals. 

Fully synchronous designs need to route 66 MHz only, 
but with minimal skew for all of them. Divided syn- 
chronous designs require both 66 MHz and 33 MHz 
signals. Asynchronous designs need to worry about the 
CPU-Cache chip set clock generation and distribution 
as well as the MBC. 


Several clock drivers have been analyzed in detail with 
carefully tuned clock routing and the proper termina- 
tion such that the clock signals transmitted to the Pen- 
tium processor, 82496, and 82491 meet all the timing 
requirements of the Intel chip set parts. Loading on a 
clock driver should be as balanced as possible. Clock 
traces should have equivalent length from driver output 
to load. The clock lines should be terminated properly 
to minimize reflections. 



The same design principles used in the 256K CPU- 
Cache chip set clocking example can be applied to oth- 
er CPU-cache configurations, or to a cacheless inter- 
face. 


This application note has listed a number of devices 
from several different manufacturers. The purpose of 
this list is to supply a starting point for finding a clock- 
ing solution that meets each system’s specific require- 
ments. The lists provided are not meant as an endorse- 
ment or guarantee of the devices listed. In addition, 
these lists are not a complete listing of devices. These or 
other manufacturers may offer additional devices that 
meet the clock specifications for the Pentium processor. 
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APPENDIX A 

CLOCK DRIVER MANUFACTURERS 


The following is a list of contacts for the clock driver 
manufacturers listed in this application note. It is not 
meant to be an exhaustive list of all possible solutions. 
It is meant as a starting point for system designers to 
assist in finding a clock solution that meets their system 
requirements. 

AMCC 


ICS 

Bruce Rogers 

Technical Marketing Manager 
2626 Van Buren Ave. 

P.O. Box 968 

Valley Forge, PA 19482 

215-666-1900 


United States: 

Headquarters 

6195 Lusk Boulevard 

San Diego, CA 92121-2793 

Ph: 619-450-9333 or 800-PLL-AMCC (755-2622) 

FAX: 619-450-9885 

Europe: 

Amega Electronics 
Basingstoke, RG240PF, U.K. 

Ph: 011/44-256-843166 

Japan: 

Teksel Co., Ltd. 

Kawasaki 213 
Tokyo, Japan 
Ph: 011/81-448127430 

Israel: 

EIM 

Petach Tiqva, Israel 
Ph: 011/972-3-9233257 

AT&T Microelectronics 

AT&T Customer Response Center 
Ph: 800-372-2447 x773 

Danny George 
555 Union Blvd. 

Allentown, PA 18103 

50N2G2100 

Ph: 215-439-6697 

Cypress 

Sean Dingman 
3901 N. 1st St. 

San Jose, CA 95134 
408-943-2743 


Intel PLD BU International Contact List 

United States: 

John Van Sack 
Intel Corporation 
FM4-42 

1900 Prairie City Road 
Folsom, CA 95630 
Ph: (916) 356-3964 
FAX: (916) 356-6949 

Europe: 

Tony O’Sullivan 
Intel Corporation GmbH 
Dornacher Str. 1 
PostFach 213 

D-8016 FeldKirchen/Munchen 
Germany 

Ph: (49) 89/90992-340 
FAX: (49)89/9043948 

Japan: 

Norikazu Aoki 
5-6 Tokodia, Tsukuba-shi 
Ibaraki-Ken 300-26 
Japan 

Ph: 0298-47-0721 
FAX: 0298-47-8819 

APAC: 

Eric Chan 

Intel Technology SDN BHD 
Bayan Lepas Free Trade Zone, 

Box 121 

11900 Penang 

Malaysia 

Ph: 604-820-7271 

FAX: 604-836-405 
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Motorola Inc. 

Todd Pearson 
Motorola Inc 
2200 W. Broadway Rd. 
Mesa, Arizona 85202 
USA 

Ph: (602) 962-3410 

Masanori Matsubara 
Nippon Motorola LTD 
3-20-1, Minami-Azabu 
Minato Ku, Tokyo 106 
Japan 

Ph: 81-33-280-8383 

Axel Krepil 
Motorola GMBH 
Schatzbogen 7 
8000 Munchen 81 
Germany 

Ph: 49-89-92103-167 
Derek Leung 

Motorola Hong Kong LTD 
Silicon Harbour Center 
2 Dai King Street 
Taipo Industrial Estate 
Taipo N. T. Hong Kong 
Ph: 852-666-8194 

National Semiconductor 

National Semiconductor 
Santa Clara, CA 
Tony Ochoa 
Ph: 408-721-6804 
Ph: 800-272-9959 

Pioneer Semiconductor 

Joe Kraus 
2343 Bering Dr. 

San Jose, CA 95131 
Ph: 408-435-0800 
FAX: 408-435-1100 


Texas Instruments 

United States: 

Steve Plote 

Program Manager 

CLOCK DRIVERS 

8330 LBJ Freeway, Center 3 

P.O. Box 655303 

Dallas, Texas 75265 

Ph: 214-997-5214 

Brett Clark 
Applications Engineer 
Ph: 903-868-5836 

Japan: 

Mich Komatsu 

Texas Instruments Japan LTD. 

M.S. Shibaura Bldg. 13-23 
Shibaura 4-Chome 
Minato-ku Tokyo, 108 Japan 
Ph: 033-769-8717 

Asia Pacific Region: 

Eric Wey 

Texas Instruments Taiwan LTD. 

Taipei Branch 

lOF Bank Tower, 205 Tung Hua N. 
Taipei, Taiwan ROC 
Ph: 886-2-713-9311 

Europe: 

Lothar Katz 

Texas Instruments 

8050 Freising, Fed. Rep. of Ger. 

Deutschland GMBH 

Haggertystr. 1 

Ph: 49-816-80314 

TriQuint Semiconductor 

United States: 

Marketing, Sunil Sanghavi 

(408) 982-0900 xl42, FAX (408) 982-0222 

Western Sales, Mark Wu 

(408) 982-0900 xll3, FAX (408) 982-0222 

Central Sales, John Watson 

(214) 422-2532, FAX (214) 423-4947 
East Sales, Mike Zyla 

(215) 493-6944, FAX (215) 493-7418 
International, Mike Kilgore 

(503) 644-3535 x228, FAX (503) 644-3198 
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Europe - GiGA A/S 

Fin Helmer, President 
45.4.343.1588, FAX 45-4-343-5967 

Japan - Japan Macnica Corp. 

Shin Ishikawa, Product Manager 
045-939-9140, FAX 045-939-6141 

Vitesse Semiconductor 

United States: 

Corporate Headquarters 

Vitesse Semiconductor Corporation 

741 Calle Plano 

Camarillo, CA 93012 

Ph: 805-388-7501 

FAX: 805-388-7565 

Europe: 

Thomson Composants Micronodes 
Route Departementale 128 B.P. 48 
91401 Orsay Cedex France 
Ph: 33-1-60-19-7000 
FAX: 33-1-60-19-7140 


Japan: 

H.Y. Associates Co., LTD. 

3-1-10, Sekimachikita, Nerima-Ku 
Tokyo, 177 Japan 
Ph: 81-33-929-7111 
FAX: 81-33-928-0301 

Korea: 

Beaver International, Inc. 

3601 Deauville Court 
Calabasas, CA 91302 
Ph: 818-591-0356 
FAX: 818-591-0753 

Taiwan: 

Tamarack Microelectronics 
16 FI., No. 1, Fu-Hsing N. Road 
Taipei, Taiwan, ROC 
Ph: 886-2-772-7400 
FAX: 886-2-776-0545 
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1.0 INTRODUCTION 

In a system environment, the Pentium® processor’s 
temperature is a function of both the system and com- 
ponent thermal characteristics. The system level ther- 
mal constraints imposed on the package are local ambi- 
ent temperature and thermal conductivity (i.e., airflow 
over the device). The Pentium processor thermal char- 
acteristics depend on the package (size and material), 
the type of interconnection to the printed circuit board 
(PCB), the presence of a heat sink, and the thermal 
conductivity and the power density of the PCB. 

All of these parameters are aggravated by the continued 
push of technology to increase the operating speeds and 
the packaging density. As operating frequencies in- 
crease and packaging size decreases the power density 
increases and the heat sink size and airflow become 
more constrained. The result is an increased impor- 
tance on system design to ensure that thermal design 
requirements are met for each component in the sys- 
tem. 

In addition to heat sinks and fans, there are other solu- 
tions for cooling integrated circuit devices. A few of 
these solutions are: fan mounted on heat sink, heat 
pipes, thermoelectric (pettier) cooling, liquid cooling, 
etc. While these alternatives are capable of dissipating 
additional heat, they have disadvantages in terms of 
system cost, complexity, reliability, and efficiency. 
These techniques are more expensive than a passive 
heat sink and fan. The introduction of active devices 
can also decrease reliability. Finally, the power efficien- 
cy of some of these techniques is poor, and gets worse 
as the amount of power being dissipated increases. De- 
spite these disadvantages, each of these solutions may 
be the right one for particular system implementations. 

However, for the purpose of this application note, Intel 
has focused its efforts on describing solutions using pas- 
sive heat sinks and fans. 


1.1 Document Goal 

The goal of this document is to provide thermal per- 
formance information for the Pentium processor and 
recommendations for meeting the thermal requirements 
imposed on systems. This application note attempts to 
provide an understanding of the thermal characteristics 
of the Pentium processor and some examples of how 
the thermal requirements can be met. 


2.0 IMPORTANCE OF THERMAL 
MANAGEMENT 


Thermal management of an electronic system encom- 
passes al! of the thermal processes and technologies that 
must be employed to remove and transfer heat from 
individual components to the system’s thermal sink in a 
controlled manner. 



The objective of thermal management is to ensure that 
the temperature of all components is maintained within 
functional and absolute maximum limits. The function- 
al temperature limit is the range within which the elec- 
trical circuits can be expected to meet their specified 
performance requirements. Operation outside the func- 
tional limit can degrade system performance or cause 
logic errors. The absolute maximum temperature limit 
is the highest temperature that a portion of the compo- 
nent may be safely exposed. Temperatures exceeding 
the limit can cause physical destruction or may result in 
irreversible changes in operating characteristics. Higher 
temperatures result in earlier failure of the devices in 
the system. Every 10°C rise above the operating range 
means a halving of the mean time between failures. 
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3.0 Pentium® PROCESSOR POWER 
SPECIFICATIONS 

The Pentium processor’s power dissipation and case 
temperature specs for 60 MHz and 66 MHz are shown 
in Table 1. 

To ensure functionality and reliability of the Pentium 
processor, maximum device junction temperature must 
remain below 90°C. Considering the power dissipation 
levels and typical ambient environments of 40°C to 
45®C, the Pentium processor’s junction temperatures 
cannot be maintained below 90°C without additional 
thermal enhancement to dissipate the heat generated by 
this level of power consumptioii. 

The thermal characterization data described in Table 2 
illustrates that both a heat sink and airflow are needed. 
The size of heat sink and the amount of airflow are 
interrelated and can be traded off against each other. 
For example, an increase in heat sink size decreases the 
amount of airflow required. In a typical system, heat 
sink size is limited by board layout, spacing, and com- 
ponent placement. Airflow is limited by the size and 
number of fans along with their placement in relation 
to the components and the airflow channels. In addi- 
tion, acoustic noise constraints may limit the size or 
types of fans limiting the airflow. 

To develop a reliable thermal solution, all of the above 
variables must be considered. Thermal characterization 
and simulation should be carried out at the entire sys- 


tem level accounting for the thermal requirements of 
each component. 

4.0 THERMAL PARAMETERS 

Component power dissipation results in a rise in tem- 
perature relative to the temperature of a reference 
point. The amount of rise in temperature depends on 
the net thermal resistance between the junction and the 
reference point. Thermal resistance is the key factor in 
determining the power handling capability of any elec- 
tronic package. 

Thermal resistance from junction to case (0jc)> and 
from junction to ambient (0 ja) are the two most often 
specified thermal parameters for integrated circuit 
packages. 


4.1 Ambient Temperature 

Ambient temperature is the temperature of the undis- 
tributed ambient air surrounding the package. Denoted 
Ta, ambient temperature is usually measured at a spec- 
ified distance away from the package. In the laboratory 
test environment, ambient temperature is measured 12 
inches upstream from the package under investigation. 
In a system environment, ambient temperature is the 
temperature of the air upstream to the package and in 
its close vicinity. 


Table 1. Pentium® Processor Power Dissipation 



Package 

Type 

Total 

Pins 

Pin 

Array 

Package 

Size 

Power 

(Typical) 

Power 

(Max) 

Max Case 
Temp (®C) 

Pentium Processor 60 MHz 

PGA 

273 

21 x21 

2.16" X2.16" 

11. 9W 

14.6W 

80 

Pentium Processor 66 MHZ 

PGA 

273 

21 x21 

2.16" X2.16" 

13W 

16W 

70 
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4.2 Case Temperature 

Case temperature, denoted T^, is measured at the cen- 
ter of the top surface (on top of the heat spreader, see 
Figure 1) of the package, typically the hottest point on 
the package case. Special care is required when measur- 
ing the case temperature to ensure an accurate tempera- 
ture measurement. Thermocouples are often used to 
measure Tc- Before any temperature measurements, 
the thermocouples have to be calibrated. When measur- 
ing the temperature of a surface which is at a different 
temperature from the surrounding ambient air, errors 
could be introduced in the measurements. The mea- 
surement errors could be due to having a poor thermal 
contact between the thermocouple junction and the sur- 
face, heat loss by radiation or by conduction through 
thermocouple leads. To minimize the measurement er- 
rors, it is recommended to use the following approach: 

• Use 36 gauge or finer diameter K, T, or J type ther- 
mocouples. The laboratory testing was done using a 
thermocouple made by Omega (part number: 
5TC-TTK-36-36). 

• Attach the thermocouple bead or junction to the 
center of the package top surface using high thermal 
conductivity cements. The laboratory testing was 
done by using Omega Bond (part number: OB- 100). 

• The thermocouple should be attached at a 90® angle 
as shown in Figure 1. When a heat sink is attached a 
hole (no larger than 0.15") should be drilled 
through the heat sink to allow probing the center of 
the package as shown in Figure 1. 


• If the case temperature is measured with a heat sink 
attached to the package, drill a hole through the 
heat sink to route the thermocouple wire out. 


4.3 Junction Temperature 

Junction temperature, denoted Tj, is the average tem- 
perature of the die within the package. 

The junction temperature for a given junction-to-ambi- 
ent thermal resistance, power dissipation, and ambient 
temperature is given by the following formula: 

Tj = Pd * 0JA + Ta 


If a heat sink with thermal resistance of 0 §a. (sink-to- 
ambient) is used, then the thermal resistance from the 
junction-to-case, Ojc, is given by the following formula: 


Tj = Pd * (0JC + ^CS + ^SA) Ta 



where: 


6 q ^ is the thermal resistance from the component 
(case) to the heat sink. 


■ 

^ ■ 

jXTLTUl 

fiJirLq 

iiiiiriiiiimiTTriiit iiiiiiiiiiiiiiiiiiiiiiiiil 

241575-1 


Figure 1. Thermocouple Attachment 
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4.4 Thermal Resistance 

Thermal resistance (Figure 2) values for junction-to- 
ambient, ^ja and junction-to-case, Ojq, are used as 
measures of IC package thermal performance, ^jc is a 
measure of the package’s internal thermal resistance 
along the major heat flow path from silicon die to pack- 
age exterior. This value is strongly dependent on the 
material, thermal conductivity, and geometry of the 
package. 0jc values also depend on the location of the 
reference point (in this case center of the package top 
surface), the external cooling configurations and the 
heat flow paths from the package to the ambient. For 
example, if a heat sink is attached to the package top 
surface or more heat is pulled into the board through 
the pins, the 6jc values measured with reference to the 
center of the package top surface will change. 0 ja val- 
ues include not only internal thermal resistance, but 
also the radiative and convective thermal resistance 
from the package exterior to ambient air. 0 ja values 
depend on the material, thermal conductivity, and ge- 
ometry of the package and also on ambient conditions 
such as airflow rates and coolant physical properties. 

In order to obtain thermal resistance values, junction 
temperature is measured using the temperature sensi- 
tive parameter (TSP) method. With this method, spe- 
cial design thermal test structures are used which are 
approximately the same size as the Pentium processor 
die. The test structure consists of resistors and diodes. 


Resistors are used to simulate the Pentium processor 
power dissipation and thereby heat up the package. Di- 
odes, which are located at the center of the thermal test 
die, are used to measure the die temperature. The mea- 
surements are carried out in a wind tunnel environ- 
ment. The air flow rate and the ambient temperature 
are measured 12 inches away from the package in the 
upstream air. 

The parameters are defined by the following relation- 
ships: 

^JA = (Tj - Ta)/Pd 

^JC == (Tj - Tc)/Pd 

^JA = ^JC + ^CA 

where: 

^JA ~ junction-to-ambient thermal resistance 

CC/W) 

^JC ~ junction-to-case thermal resistance (®C/W) 
^CA ~ case-to-ambient thermal resistance (®C/W) 

Tj = average die (junction) temperature (°C) 

Tc = case temperature at a pre-defined location (°C) 
Ta = ambietit temperature (°C) 

Pd = device power dissipation (W) 



Figure 2. Thermal Resistance Parameters 
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Table 2 lists the junction-to-case and case-to-ambient thermal resistances for the Pentium processor (with and 
without a heat sink). 

Table 2. Thermal Characterization Data 



Ojc 

^CA Airflow (ft/min.) 

0 

200 

400 

600 

800 

1000 

With 0.25" Heat Sink 

0.6 

8.3 

5.4 

3.5 

2.6 

2.1 

1.8 

With 0.35" Heat Sink 

0.6 

lA 

4.5 

3.0 

2.2 

1.8 

1.6 

With 0.65" Heatsink 

0.6 

5.9 

3.0 

1.9 

1.5 

1.2 

1.1 

Without Heat Sink 

1.2 

10.5 

7.9 

5.5 

3.8 

2.8 

2.4 


NOTE: 

Heat Sink: 2.1 in^ base, omni-directional pin Al heat sink with 0.050 in. pin width, 0.143 in. pin-to-pin center spacing and 
0.150 in. base thickness. Heat sinks are attached to the package with a 2 to 4 mil thick layer of typical thermal grease. The 
thermal conductivity of this grease is about 1 .2 w/m c. 

** 0CA values shown in this table are typical values. The actual Oqa values depend on the air flow in the system (which Is 
typically unsteady, non-uniform and turbulent) and thermal interactions between Pentium CPU and surrounding components 
through PCB and the ambient. 



5.0 DESIGNING FOR THERMAL 
PERFORMANCE 

At this point the application note turns from describing 
the characteristics that define thermal performance to 
describing how designers should use these characteris- 
tics to assess thermal requirements of PC system de- 
signs. The Pentium processor specifies a maximum case 
temperature, Tc, of 70°C @ 66 MHz. This case temper- 
ature limit along with the Pentium processor’s power 
and thermal resistance characteristics can be used to 
determine the ambient temperature required to keep 
the Pentium processor operating within its specified 
limits. Using these parameters in the following equa- 
tions: 


Ta = Tc - (P* 0 ca) 

Ta = 70“C -(16W* 10.5“C/W) 

Ta = -98°C 

The maximum ambient temperature required in a Pen- 
tium processor system without any additional thermal 
enhancement is — 98®C at 66 MHz. Obviously, this am- 
bient temperature is impractical and unachievable in a 
PC system. In order to be able to maintain the case 
temperature at 70® C in a typical system ambient with 
air temperature of 40®C to 45°C, the thermal resistance 
between the case and the ambient must be reduced. 
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5.1 Heat Sinks 

The most common way to improve the package thermal 
performance is to increase the surface area of the device 
by attaching a large piece of metal (a heat sink) to the 
package. The heat sink is usually made of Aluminum 
and is chosen for its price/thermal-performance ratio. 
There are materials that offer higher conductivity such 
as copper, but cost becomes prohibitive. To maximize 
the flow of heat for a given junction temperature rise 
over the ambient temperature, the thermal resistance 
from heat sink to air can be reduced by a) maximizing 
the surface area, and b) maximizing the air flow across 
the surface area (maximizing air flow through heat sink 
fins in most cases). 

Intel has used test data to determine what size of heat 
sink and airflow is needed to properly cool a Pentium 
processor system. The data was derived assuming an 
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Figure 3. Improving Thermal Performance 


Heat sink A: H = 1.4" for 200 LFMs of Air 
Heat sink B; H = 1.05" for 300 LFMs of Air 
Heat sink C: H = 0.85" for 400 LFMs of Air 

Assumption: Air Temp = 45“C 
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Figure 4. Recommended Combinations 


adhesive attach process that offers thermal resistance of 
about 0.2X/W. 

The testing was done in a wind tuunel in the configura- 
tion (in Figure 3) where the heat sink was mounted on 
a real Pentium processor package with a thermal die 
mounted inside to generate the 16W of power. The 
package is then mounted in a socket which is soldered 
to a 2-layer PCB that brings power to the die. 

Based on these tests, three specific heat sink and airflow 
combinations have been identified that properly dissi- 
pate the Pentium processor’s 16W and maintains a case 
temperature below 70°C @ 66 MHz. The three heat 
sinks are shown in Figure 4. 
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In addition, testing has been done to provide more gen- tion achievable with a given heat sink size and airflow, 

eral guidelines which allow deviating from the above The power dissipation calculations assume Tc = 70®C 

conditions. These guidelines allow systems to derive @ 66 MHz, T^ = 45®C, and Ojc ^ 0.6®C/W. 

various combinations of heat sink size and airflow that 

ensure the Pentium processor thermal specifications are Pmax = (Tc “ Ta)/ ^ca 25/ 0ca 

met. For example, by increasing the heat sink x-y di- 
mensions and extending it over the package footprint, A key assumption in all of these calculations is that a 

the heat sink height can be reduced while maintaining perfect thermal connection can be achieved between the 

the same thermal performance as the taller heat sink case and the heat sink. One ban extrapolate the heat 

with the same footprint as that of the package. The first sink solutions by adding the additional thermal resist- 

three charts (Figures 5, 6, 7) show the thermal resist- ance of any chosen heat sink attach process. See Ap- 

ance as a function of heat sink size and airflow. The last pendix B for case to heat sink thermal interface options, 

three charts (Figures 8, 9, 10) show the power dissipa- 



Figure 5. Thermal Resistance 



Figure 6. Thermal Resistance 
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5.2 Airflow 

To improve the effectiveness of heat sinks it is impor- 
tant to manage the airflow so as to maximize the 
amount of air that flows over the device or heat sink’s 
surface area. In the system, the air flow around the 
processor can be increased by providing an additional 
fan or increasing the output of existing fan. If this is not 
possible, baffling the airflow to direct it across the de- 
vice may help. This means the addition of sheet metal 
or objects to guide the air to the target device. Often the 
addition of simple baffles can eliminate the need for an 
extra fan. In addition, the order^ in which air passes 
over devices can impact the amount of heat dissipated. 


5.3 Fans 

Fans are often needed to assist in moving the air inside 
a chassis. A typical variable speed fan capable of up to 
100 CFM of air can be found for approximately $10. 

The airflow rate is usually directly related to the acous- 
tic noise level of the fan and system. Therefore maxi- 
mum acceptable noise levels may limit the fan output 
or the number of fans selected for a system. 

A fan may be placed at the top of a heat sink to pro- 
duce direct air impingement on the heat sink for 
efficient heat removal. A key issue with fans is their 
reliability. Although many fans are rated for approxi- 
mately 50,000 hours of operation, operating conditions 
such as operating temperature, pressure drop across the 
fan and the particles in the air can significantly reduce 
the fan’s useful life. 


5.4 Thermal Performance Validation 

The recommended thermal solutions in Section 5. 1-5.3 
are only design guidelines. Since there are many vari- 
ables that can effect thermal performance in an actual 
system, thermal performance should always be validat- 
ed experimentally, following the case temperature mea- 
surement technique described in Section 4.2. 


6.0 CONCLUSION 

As the complexity of today’s microprocessors continues 
to increase so do the power dissipation requirements. 
Care must be taken to ensure the additional heat result- 
ing from the power is properly dissipated. As docu- 
mented, the heat can be dissipated using passive heat 
sinks, fans and/or active cooling devices. 

The simplest and probably most cost effective method 
is to use a heat sink and a fan. The size of the heat sink 
and the output of the fan can be varied to balance the 
tradeoffs between size and space constraints versus 
noise. For example, if space is available a 1.4" high 
heat sink can be used with only 200 LFM to cool the 
66 MHz Pentium processor and the 16W it dissipates. 
Another example in which space is restricted shows a 
0.7" high heat sink can be used if approximately 500 
LFM of airflow is provided. 

These are not the only valid solutions, but both provide 
adequate cooling to maintain the Pentium processor 
case temperature at or below the 70®C @ 66 MHz spec- 
ified limit. By maintaining this specification, the system 
can guarantee proper functionality and reliability of the 
Pentium processor. 
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APPENDIX A 
EXAMPLES 


Thermal management examples, designing with the Pentium processor. Using the best known methods. 


Appendix Goal 


The goal of this appendix is to measure the operating temperatures in a real system versus the wind tunnel laboratory 
measurements. These experiments are done with heat sinks that are similar to the ones suggested in Section 5.1 of the 
main document. The thermocouples and attachment methods suggested in Section 4.2 of the main document are also 
used. The appendix begins by reviewing the variables that the system designer has control over and uses tables to 
describe thermal resistance in the context of where the system designer can have the most effect The importance of 
the case to heat sink thermal interface and correct attachment methods are reviewed and different options given. The 
appendix proceeds to describe the system used for these tests and the tools and equipment needed. The lab set up 
procedures are discussed in detail and the measurements are presented with comments at the conclusion. 



WHAT ARE THE VARIABLES? 

Table A-1 shows the cooling options that customers can control when designing a system. From Table A-1 it is 
obvious that changing the heat sink and air flow are the two most effective ways for a system designer to affect the 
thermal performance of a system. 


Table A-1. Variables 


COOLING OPTIONS UNDER CUSTOMER CONTROL 

Variables 

Options for Cooling 

Device 

• Use Power Management SW in the System 

• Clock the Device at a Lower Speed 

Heat Sink 

• Increase Heat Sink Area, Width or Height 

• Use Interface Materials with Lower Thermal Resistance 

• Use Active Cooling Devices 

• Use a Combination of Active and Passive Cooling Devices 

Air Flow 

• Increase Air Flow 

• Manage Air Flow 

• Place Hottest IC’s near Highest Airflow 

Ambient Temperature 

• Place System in a Controlled Climate 
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Figure A-1 sums up the thermal tradeoff picture succinctly. Looking at Figure A-1 reiterates the previous statement 
that increasing the heat sink size and air flow rate provide the largest thermal performance improvements. In 
addition it shows the variables that are constant. Note that the Ojc (jii*iction-to-case thermal resistance) of the 
Pentium processor is fixed and a system designer can have no effect on this parameter. Also note that the ^cs (case- 
to-heat sink thermal resistance) is a constant. Even though shown as a constant in Figure A-1 it can move up 
and down the Y axis depending on the interface material chosen. The case to heat sink interface is critical to the 
overall success of the thermal solution and cannot be overlooked. The next section will go into detail on this subject. 



Figure A-1. Thermal Resistance 
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The main of purpose Figure A-2 is to show that packages and heat sinks are not perfectly flat and this requires that 
the air gap be filled with an interface material that has a lower thermal resistance than air. The whole point is to try 
and minimize the contact thermal resistance. The different types of thermal interface materials are listed to show the 
wide array of materials available to the system designer. Intel’s data books have a mechanical section that list the 
flatness of the package. Heat sink vendors should be able to provide specifications for their heat sink offerings. 


Thermal Interfaces 

Thermal Interface case to heat sink 

Heat Sink 


■ Interface materials are 
designed for transferring 
heat through the imperfect 
surfaces of the processor 
package and the heat sink 


■ TYPES OF THERMAL 
INTERFACE PRODUCTS 

- Elastomeric Pads 

- Thermal Compounds 

- Conductive Graphite 
Felt 

- Wax on Carrier Film 



Air Gap 


• 

Spreader Pkg^^^p 



Heat Sink 







^^■HeatSpreid^^ 


Figure A-2. Thermal Interfaces 
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The next section (Figures A-3 through A-5) covers attachment methods which generally fall into the categories 
shown; epoxies, double sided tapes or manual clips to either chip or socket. 


Attachment Methods Double Side Tapes/Epoxies 


■ Double sided tapes and epoxies 
are designed to either 
permanently or semi - permanently 
fasten the heat sink to the processor 
package and to promote heat 
transfer across the interface. 

■ TYPES OF ADHESIVES 

- Epoxies (1 & 2 Part) 

- Silicone Compounds 
(RTV) 

- Anerobic (1 Drop) 

- Acrylic based PSA 
Tapes 
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Figure A-3. Attachment Methods 


Attachment Methods Clipping Techniques 


Clips are designed to be a 
removable solution to the 
processor heat sink attachment 
problem. The force generated 
minimizes c-s thermal 
resistances. 


TYPES OF CLIPS 

■ Edge Plastic 
“ Over-the-Top Metal 


Clip to side of processor pkg. 
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Figure A-4. Attachment Methods 
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Note that some clips don’t allow the package to be pushed all the way into the socket and this could be a problem 
with short lead packages. The main advantage of this type of system is that a low profile socket can be used to lower 
the height of the processor heat sink assembly. 


Attachment Method Clipping to Processor Socket 



Figure A-5. Attachment Methods 


Table A-2 lists pros and cons of the different attachment methods covered. 


Tabie A-2. Attachment Methods 



ATTACHMENT METHODS 



ADVANTAGES 

DISADVANTAGES 

DOUBLE 

• Quick to Use 

• High Thermal Resistance 

SIDED 

• Low Installed Cost 

• Requires Flat Interfaces 

TAPES 

• Compliant 

• Assembly Contact Pressure 


• Low Potential Thermal 

• Mixing, Curing, Messy 


Resistance 

• Timing Consuming (if not 

EPOXIES 

• Low Contact Pressure 

automated) 

• CTE Stress, High Rigidity 

• Variable Thickness (theta) 


• Centralized Pressure Points 

• Removable 


• Removable 

• Force Limits vs Assembly 

CLIPS 

• Easily Installed 

• Insufficient Shock and 

• Solution to Upgrade 

Vibration Data 


• Accommodates Wide 

• Potential for Loss of Pressure 


Tolerance 
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The materials chart Figure A-6 shows the performance of each type of thermal interface material. Note that even 
though thermal grease has a deserved reputation for being messy and harder to control it still performs well as a 
thermal interface. All the examples that are shown in Appendix A use thermal grease as the case to heat sink 
interface. 


Thermal Interface Materials 
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Figure A-6. Materials 
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The next step is to chose a heat sink. Figure A-7 shows the wide range of choices and the cost associated with each 
technology. 

Now that all the variables and options are known for this problem we can proceed on to do some real system 
measurements using the recommendations and data shown in the first part of this application note. 


A Universe of Solutions to Thermal Management Problems 

$ 100.00 


$ 10.00 

Cost/Unit 

@5,000 

Qty. 

$ 1.00 


$ 0. 10 

0.01 0.1 1 10 100 
Required Thermal Resistance 
^C/Watt (junction-air) 
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Figure A-7. Solutions 
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Examples 

For all the examples in this section we used a 40 MHz system with a Pentium processor and 256K cache. A picture 
of the system under test is shown in Figure A-8 with the covers off to show the placement of the Pentium processor 
and the associated cache components. A 40 MHz system was used because it was the only one available at the time 
the testing was done. 



Figure A-8. Pentium® Processor System 
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Objectives 

• To measure a Pentium processor system operating 
under real working conditions. 

• To compare the measured results to the predicted 
results shown in the beginning of this application 
note. The reader should always keep the main goal 
in mind; the main goal is always to meet the case 
temperature speciHcation for the Pentium proces- 
sor. Any combination of heat sink and air flow rate 
is fine as long as the case temperature specification 
is met. The heat sinks used in test # 1 thru #4 will 
match the suggested heat sinks as close as possible 
to accurately correlate with the wind tunnel data. 
This is meant to illustrate how a system designer 
might start by using the suggested heat sinks and air 
flow rates as starting points to thermally tune their 
particular system. Test #5 uses a heat sink and a 
fan combination. The fan heat sink is best described 
as a fan attached directly to the heat sink on the 
Pentium processor. It is an active device used for 
spot cooling ICs. We will concentrate on traditional 
passive heat sink solutions with only one set of mea- 
surements being done for a fan heat sink assembly. 

Tools and Equipment 

1. Pentium processor-based system running at 
40 MHz. 

2. Hot wire anemometer to measure airflow rate. 

3. Thermocouples and high thermal conductivity ce- 
ment as recommended in the application note. 

4. Homemade jig for accurate and repeatable attach- 
ment of the thermocouples to the package. 

5. Homemade power supply isolation socket for set- 
ting the Vcc and reading the Ice of the processor 
independently of the rest of the system. 

6. Adjustable power supply with adequate current ca- 
pabilities and both current and voltage read out. 

7. Multimeter to read the voltage and current. 

8. Cables to connect everything up. 

9. Software test suite that simulates “worst case con- 
ditions for a typical real application.” In this case it 
was Microsoft Excel and Word for Windows test 
suites. 

10. Drill and drill bits. 

11. Thermal grease. 

The lab procedure was as follows: 

Preparing the System 

1. Load the test software on the system disk (or floppy) 
and make sure everything runs correctly before you 
start. After everything works satisfactorily proceed 
to the next step. 

2. Remove the covers, choose several places (random) 
around the processor to measure the air flow of the 
system. Then drill holes large enough to allow the 


anemometer to be inserted. Five holes were drilled 
in the system cover. 

3. In this case we had a 12" long V4" diameter direc- 
tional anemometer. To get more repeatable mea- 
surements the shaft of the probe was marked with a 
pencil to get the same depth, into the box, for each 
measurement 

4. We then removed the processor card from the chas- 
sis (use anti-static procedures to prevent IC dam- 
age). 

5. Remove the Pentium processor from the card and 
install the isolation socket. 

Preparing the Pentium Processor for Testing 

1. Using the jig carefully attach the thermocouple to 
the center of the processor package using cement 
and let it cure as recommended by the manufacturer 
of the cement. 

2. Drill holes no larger than 0.125" in the centers of 
the heat sinks to be tested just large enough to get 
the thermocouple wires through the hole. In the 
case of the fan heat sink, the fan was removed and 
the heat sink was drilled the same as the others and 
then re-assembled. Each of the holes were counter 
sunk on the bottom to better conform to the tear 
drop shape the thermocouple and cement naturally 
forms into. The idea is to not disturb or break the 
contact between the cement and the package. If it is 
broken or cracked the measurements will be incor- 
rect 

3. Apply the thermal grease (less than 0.004" thick) 
evenly, with no voids, to the processor package. 

4. Slide the heat sink down the thermocouple wires 
being careful not to disturb the thermocouple while 
at the same time firmly seating the heat sink to the 
package. Attach the plug for the temperature meter 
to the other end of the thermocouple wire terminals. 

5. Re-install the processor/thermocouple/heat sink as- 
sembly into the isolation socket on the processor 
board, again being careful not to disturb the thermo- 
couple connection. 

Preparing for Measurements 

1. Re-install the processor card into the system. 

2. Connect the power supply wires to the power supply 
and the isolation socket. 

3. Connect the multimeter to the the power supply to 
monitor the V^c and set the power supply meter to 
measure Ice- 

4. Connect the thermocouple to the meter. 

5. Turn on the processor power supply and then the 
system supply. 

6. Wait for the system to boot and then run the test 
software. 
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Thermal Measurements 

The next step was to determine the baseline airflow in 
the system without a heat sink attached to the proces- 
sor. Measure the airflow at several locations using the 
access holes in the system and the marks on the probe 
to ensure accurate placement of the probe and repeata- 
bility of the measurements. Table A-3 shows the re- 
sults. Be cautious when placing the fan in a system 
relative to the processor. All fans have a dead spot (low 
airflow) in the center of the fan. Avoid the dead spot. 
Even several inches away from the fan the dead spot 
can influence airflow considerably. 


Test # 1 

The next step is to compare how close the suggested 
values and tables are to the measured results. Use the 
formulas described in the beginning of the application 
note and the values from Table A-4. 

Pd = Vcc * ICC = (1.82M.89) = 8.827W 
^JC = (Tj-Tc)/Pd = 0.6 
^JA = (Tj-Ta)/Pd 

^CA = ^JA“^JC = [(Tj-Ta)-(Tj-Tc)]/Pd 
= [Tc-TaI/Pd 

Oca = (55.3 - 29)/(1.8M.85) = 24/8.827 = 2.97 

dcA ~ 2.7°C/W is the measured value in the system 
for this configuration. 


Table A-3. Baseline Airflow 


Airflow Measured, LFM 

120-160 

Location of probe 

~ 2 inches (upstream from the fan) @ center of the processor (above the heat 
sink) 


Table A-4. Test Conditions Test # 1 


Heat Sink Size, 
Inches 
HxW 

Temperature, degrees C 

Ice 

Amps 

Vcc 

Volts 

Air Flow 
LFM 

Room 

Ta 

System 

Ta 

Case 

Tc 

1.2 X 2.1 sq. 

23 

29 

55.3 

1.82 

4.85 

100-150 
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The graph (Figure A-9) from the application note, for 
heat sink size size of 2.1" x2.1" , is used to compare the 
predicted Oqa* ^or a 1.2" tall heat sink, to the mea- 
sured value of OcA' 


The predictions from the graph (Figure A-9) are; 

Oca = 2.9°c/w @ 100 LFM 
Oca = 2.4°c/w @ 150 LFM 
Oca = 1.9“C/W @ 200 LFM 


And the measured value is: 


Oca = 2.97°c/w @ 100-150 LFM 



Figure A-9. Thermal Resistance 


Heat Sink Size, 
Inches 


Table A-5. Test Conditions Test #2 
Temperature, degrees C 


Air Flow 






AP-480 
Test #2 

The same test only the heat sink height was reduced to 
0.5 inch height. 

^CA = (Tc - Ta)/Pd 

$CA = 58.3 - 29/8.79 = 3.33"C/W 

The 2. 1 " X 2. 1 " graph (Figure A-9) from test # 1 is 
used again and it predicts: 

^CA = 4.9“C/W @ 100 LFM 
^CA = 4.3“C/W @ 150 LFM 
$CA = 3.8“C/W @ 200 LFM 

And the measured value is: 

Oca = 3.33“C/W @ 100-150 LFM 

Test #3 

This test is the same as test #2 except that processor 
board to board spacing was reduced to 0.6 inches using 


int^. 

a cardboard baffle to simulate a system with very tight 
board spacing. An existing system that is upgrading 
from an Intel 486 processor to the Pentium processor 
might have this type of spacing. Note that this particu- 
lar configuration actually has more airflow than test 
#2. It could have just as easily been lower. It all de- 
pends on the particular system being measured. 

^CA = (Tc - Ta)/Pd 

^CA = 70.3 - 27/8.79 = 4.9“C/W 

The 2.1 " X 2. 1 " graph (Figure A-9) from test # 1 is 
used again to predict the $ca‘. 

^CA = 4.3°C/W @ 150 LFM 
Oca = 3.8“C/W @ 200 LFM 
Oca = 3.0“C/W @ 300 LFM 

And the measured value is: 

$CA = 4.9“C/W @ 175-200 LFM 


Table A-6. Test Conditions Test #3 


Heat Sink Size, 
inches 
HxW 

Temperature, degrees C 

Ice 

Amps 

Vec 

Volts 

Air Fiow 
LFM 

Room 

Ta 

System 

Ta 

Case 

Tc 

0.5 X 2.1 sq. 

23 

27 

70.3 

1.81 

4.85 

175-200 


Table A-7. Test Conditions Test #4 


Heat Sink Size, 
Inches 
HxW 

Temperature, degrees C 

Ice 

Amps 

Vec 

Volts 

Air Fiow 
LFM 

Room 

Ta 

System 

Ta 

Case 

Tc 

0.65x3.1 sq. 

23 

29 

55.3 

1.8 

4.85 

100-140 
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Test #4 Test #5 


This test uses a 0.65" tall heat sink that is 3.1" sq. This 
type of heat sink might be used when height is limited 
and there is room to spread out by adding more area to 
the heat sink base. 

^CA = (Tc - Ta)/Pd 

dCA = (55.3 - 29)/8.73 = 3.0 

The 3.0" X 3.0" graph (Figure A- 10) from the applica- 
tion note is used since it is similar to the heat sink used. 
The 3.0" X 3.0" graph predicts: 

Oca = 3.0“C/W @ 100 LFM 
Oca = 2.6“C/W @ 1 50 LFM 

And the measured value is: 

$CA = 3.0“C/W @ 100-140 LFM 


The last test was done using a fan/heat sink assembly 
that has become popular for prototyping, debug and 
spot cooling in some situations. We were not able to 
measure the airflow on the processor with this configu- 
ration because the air flow is not directional enough to 
get a reading with the probe available. The case temper- 
ature however was monitored by mounting a thermo- 
couple in the same manner used above. We did modify 
the setup by bringing the thermocouple wires out the 
side to clear the fan. This will change the measurements 
the thermocouple produces and should be factored into 
any data. We do not have any wind tunnel data on the 
fan/heat sink combination. Note that the case tempera- 
ture is within specification. 


Heat Sink Size (Base) = 3.0 inches Square 


Airflow 


O 
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Figure A-10. Thermai Resistance 


Tabie A>8. Test Conditions Test #5 


Heat Sink Size, 
Inches 
HxW 

Temperature, degrees C 

Ice 

Amps 

Vec 

Volts 

Air Flow 
LFM 

Room 

Ta 

System 

Ta 

Case 

Tc 

HS/Fan 

23 

29 

46 

1.8 

4.85 

120-160 
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Conclusion 

Table A-9 shows all the tests in one table. The data 
shows that the suggestions in the application note are a 
very good starting point to begin tuning any Pentium 
processor system and that there is no one cookbook 
answer that fits all systems because of the complexity of 
air flow and variations from each type of system. In- 
deed the results show that airflow can be changed dra- 
matically even in the same system by changing one 
variable. For example test #2 and #3 are exactly the 
same except that board to board spacing was reduced 
significantly. Note that case temperature rose signifi- 
cantly even though the airflow sensor was reading a 
higher value. This suggests that the airflow through the 
heat sink was lower even though the anemometer, 2 
inches away, was reading higher airflow at its position. 
Note also that test #2 more closely approximates the 
wind tunnel test setup because it has open space above 
the board instead of a board nearby. This is also why 
the predicted data versus the measured data is so far off 
for test #3, while test #2 is very close to the predicted 
results. 

Test #1 and #4 demonstrate a fundamental principle 
of the physics involved. If you have the same airflow 


Intel* 

and must reduce the height of the heat sink, you have 
to spread out the area of the heat sink to compensate 
for the reduced height. Test # 1 uses a 1.2" height heat 
sink that is the same size as the package. Test #4 was 
able to produce the same case temperature with a short- 
er heat sink and more area. 

Test #5 demonstrates that a fan/heat sink assembly 
can spot cool effectively if you have enough space above 
and around it to allow the required back pressure. This 
is the only active device tested. If you look back at the 
“A Universe of Solutions to Thermal Management 
Problems” (Figure A-7) chart you will see the reason 
why. While the Pentium processor is at the outer enve- 
lope of passive cooling, this method of cooling still of- 
fers lower cost, power usage and reliability in most cas- 
es. 

Most of all the system designer should never lose sight 
of the real goal which is to keep the junction tempera- 
ture within the operating limit. Since the designer can- 
not measure junction temperature they must use the 
case temperature, which can be measured to ensure 
proper operation for the component. 


Table A-9 


Test # 

Heat Sink Size, 
Inches 
HxW 

Temperature, degrees C 

Ice 

Amps 

Air Flow 
LFM 

Room 

Ta 

System 

Ta 

Case 

Tc 

1 

1.2 X 2.1 sq. 

23 

29 

55.3 

1.82 

100-150 

2 

0.5 X 2.1 sq. 

22 

29 

58.3 

1.81 

100-150 

3 

0.5 X 2.1 sq. 

23 

27 

70.3 

1.81 

175-200 

4 

0.65 X 3.1 sq. 

23 

29 

55.3 

1.8 

100-140 

5 

HS/Fan 

23 

29 

46 

1.8 

120-160 


Vcc = 4.85V for all tests. 
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APPENDIX B 
HEAT SINK VENDORS 


Aayid Engineering 
One Kool Path 
P.O. Box 400 
Laconia, NH 03247 
(603) 528-3400 
(603) 525-1478 (FAX) 

Contact: Gary F. Kuzmin (Product Marketing 
Manager) 

EG&G Wakefield Engineering 
60 Audubon Rd. 

Wakefield, MA 01880 
(617) 245-5900 
(617) 246-0874 (FAX) 

Contact: David Saums (Marketing Manager) 


lERC 

135 W. Magnolia Blvd. 

Burbank, CA 91502 
(818) 842-7277 
(818) 848-8872 (FAX) 

Contact: Guy R. Addis (Western Region Applications 
Engineer) 

Thermalloy 

2021 W. Valley View Lane 
Dallas, TX 75234-8993 
(214) 243-4321 

Contact: Larry Tucker (VP of Sales and Marketing) 
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1.0 INTRODUCTION 

The Pentium® processor, 82496 cache controller, and 
82491 cache SRAM CPU-Cache Chip Set has been de- 
signed to take advantage of the high performance avail- 
able from the 66-MHz operating frequency. In addi- 
tion, it has been designed to obtain this performance 
without severely adding to the complexity of the system 
design. These benefits are accomplished by dividing the 
chip set into two interfaces. The first is the External 
Interface which is the interface between the CPU- 
Cache core and the rest of the system. It consists of the 
memory bus and the memory bus controller. This inter- 
face has been designed to operate at a fraction of the 
CPU’s frequency or asynchronous to the CPU. These 
options simplify the system design by minimizing the 
portions that must deal with the high frequency signals. 
The second interface is the Optimized Interface which 
is between the Pentium processor and the 82496 cache 
controller and 82491 cache SRAM. This interface is 
tuned for the known configuration options of the chip 
set and includes specially designed input and output 
buffers optimized for the defined electrical environment 
of each signal path. The specification of the optimized 
interface is defined to accommodate the tuning in- 
volved. 

The purpose of this application note is to provide addi- 
tional explanation of the steps involved in completing a 
chip set design. It includes: 

1. Describing the specifications and how they should be 
used. 

2. Describing Intel’s I/O buffer models. 

3. Describing the characteristics of printed circuit 
boards and transmission lines. 

4. Stepping through an example of using the informa- 
tion and tools to complete the layout of one signal 
and verify that it meets the published chip set specifi- 
cations. 

In addition, all of the information associated with a 
completed chip set optimized interface design example 
is included. This information allows system designers to 
minimize their effort in implementing the same or simi- 
lar design. 


2.0 A/C SPECIFICATIONS OF THE 
CHIP SET 

The AC/DC specifications for the chip set are pub- 
lished in the latest revision of the Pentium® Processor 
Family Developer's Manual, Volume 2. It includes the 
specifications for both the optimized and external inter- 
faces. 


2.1 Optimized Interface 

The optimized interface is the high-performance inter- 
connect between the Pentium processor and the 82496 
cache controller and 82491 cache SRAM. The input 
and output buffers have been tuned for the defined con- 
figuration and electrical environment (loading, etc.). 
This tuning is what allows the chip set’s CPU-Cache 
core to operate synchronously at 66 MHz. 


There are two types of specifications for signals in the 
optimized interface. The first is Flight Time which is 
used to guarantee that signal timings are met. The sec- 
ond is Signal Quality to guarantee reliable operation. 
I/O buffer models have been provided as a tool to en- 
sure these specifications are met. In this section, flight 
time and signal quality will be discussed. I/O buffer 
models will be left for the next section. 

2.1.1 FLIGHT TIME SPECIFICATION 



2. 1.1.1 Purpose of Flight Time Specification 

The purpose of the flight time specification is to guar- 
antee that a signal supplied by a driving component is 
available at the receiving component for sampling. 

It replaces the output valid delay and input setup time. 
The two methods are analogous, except that flight time 
allows the input and output buffer behavior to be 
matched without major impact to designers or the doc- 
umentation. In other words, if component A’s output is 
slower than expected, but component B’s input is faster 
than expected, these two can be traded off without hav- 
ing to change the flight time specification. However, if 
output valid delay and input setup time specifications 
had been used the specifications would have to be 
changed. Note that in both cases the time available to 
the system designer to move the signal from one com- 
ponent to the other is the same. 


2. 1.1. 2 Definition of Flight Time 

Flight Time is the propagation delay of a signal from a 
driving component to any receiving component. It is 
defined as the time difference between the Vcc/2 
(50%) level of an unloaded output signal and the 
Vcc/2 (50%) level of a receiving signal whose 50% 
Vcc to 65% Vcc rise time is greater than or equal to 
IV/ns. Figure 1 shows the flight time measurement be- 
tween the 50% Vcc points on the unloaded driver and 
receiver waveforms. 
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If the rise time between the 50% Vcc and 65% Vcc 
points is less than IV/ns, the determination of flight 
time is slightly more difficult and requires more calcu- 
lation. In this case the 65% Vcc point is extrapolated 


back to the 50% Vcc point using a IV/ns reference 
slope (i.e., subtract 0.75 ns when Vcc = 5V). Figure 2 
shows the extrapolation from the 65% Vcc point and 
the resulting flight time measurement. 



Figure 1. Flight Time Measurement 
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Figure 2. Flight Time Extrapolated from 65% Point 


Thus flight time is the longer of T50-50 or Textrapolat- To measure flight time via this technique, first measure 

ed. Although Figure 1 and 2 only show low-to-high the maximum and minimum voltages of the ledge and 

transitions, flight time is the worst case of low-to-high take the average of these two values, (Vmax + Vmin)/2, 

and high-to-low transitions. Note on high-to-low tran- to arrive at the ledge voltage. Finally, divide the ledge 

sitions, 65% Vcc is replaced with 35% Vcc. voltage by two, (Vmax + Vmin)/4. The result is the 

voltage level that approximately corresponds to the 
In a system environment it will not usually be possible point in time at which an unloaded driver’s signal 

to measure the delay of an unloaded driver. Figure 3 would reach the 50% Vcc level. The flight time is de- 
shows the method for measuring flight time in a system termined by measuring the difference in time between 

environment. As shown, the voltage measured at the the (Vmax + Vmin)/4 point and the extrapolated 50% 

pin of the loaded driver will have a ledge near the cen- point on the receiver, Textrapolated. The uncertainty 

ter of the transition. According to Transmission Line of this technique is the time difference between the 

Theory, the time required to reach half the voltage level Vmin/2 and Vmax/2 points, 

of the ledge is equivalent to the time required for an 

unloaded driver to reach the 50% Vcc level. The oscil- NOTE: 

lation (if any) seen at the ledge defines the measure- Figure 3 uses Textrapolated. This assumes the rise 
ment uncertainty for this technique. time between 50% Vcc and 65% Vcc is less than 

IV/ns. If the rise time is equal to or greater than 
IV/ns, the flight time should be measured to the 50% 
Vcc point, TO-50. 
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Figure 3. In-System Measurement of Flight Time 


2.1. 1.3 Clock Skew 

Clock skew has generally been included in system de- 
sign timing analysis. However, as frequencies increase, 
controlling clock skew becomes more important. Clock 
skew is the difference in time of the clock signal arriv- 
ing at different components. It is measured at 0.8V, 
1.5V, and 2.0V. 

In synchronous devices, the clock signal defines the 
point in time in which signals are driven or sampled. It 
is important that all devices have a common reference. 
If the reference varies from component to component, 
the difference must be accounted for to ensure the de- 
vices function properly. In other words, clock skew 
must be subtracted from the clock period when per- 
forming a timing analysis of a system. 


be subtracted from the available flight time or the clock 
period must be increased. 

2.1.2 SIGNAL QUALITY SPECIFICATIONS 

Acceptable signal quality must be maintained over the 
entire operating range to insure reliable operation of the 
chip set. Signal quality consists of four parameters: 
Over/Undershoot, Time Beyond Supply, Ringback, 
and Settling Time. Figure 4 illustrates these signal qual- 
ity parameters and how each is measured for a low-to- 
high transition. In addition to the absolute maximums 
associated with individual signals, each of the signal 
groups defined in the specification must meet maxi- 
mum group average of Over/Undershoot and Time Be- 
yond Supply. The following sections explain each of 
these in more detail. 


In the CPU-Cache Chip Set, the maximum clock skew 
between components in the optimized interface is a 
specification. This specification is required as a comple- 
ment of flight time to ensure proper functionality. If 
clock skew exceeds the specified limit, the excess must 


Reliable operation means the signals are sampled cor- 
rectly, do not exhibit false transitions, and that the 
long-term reliability of the component is not effected by 
overdriving the inputs. 
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Figure 4. Signal Quality Parameter Measured for Low-to-High Transitions 


2. 1.2.1 Overshoot 

Overshoot is the maximum absolute voltage a signal 
extends above Vcc or below Vss at the pin of the receiv- 
ing component. Figure 4 shows the above Vcc case of 
overshoot. The overshoot specification is defined for 
use in siniulation and assumes that input diodes are not 
included in the input model during simulation. 

The overshoot specification maintains signal reliability 
by limiting the amount of energy that is injected into 
the component. Excessive energy being driven into the 
component can cause both short-and long-term reliabil- 
ity problems. They include Vcc or Vss plane shifts, 
electromigration, excessive ringback when the input di- 
odes turn off, etc. 


2. 1.2.2 Time Beyond Supply 

Time beyond supply is the maximum time a signal ex- 
ceeds Vcc or Vss at the pin of the receiving component 
as shown in Figure 4. If the overshoot voltage is less 
than or equal to 0.5V, time beyond supply can be ig- 
nored. When time beyond supply is being ignored, a 
value of 0 ns should be used for that signal in calculat- 
ing the group average time beyond supply. 

Time beyond supply is a complement to overshoot 
when looking at signal quality. The time the signal is 
beyond the supply is a second factor in limiting the 
energy driven into the component. By limiting the time 
beyond supply, system designers are avoiding or mini- 
mizing the risk of the same reliability issues as de- 
scribed in the section on overshoot. 
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2. 1.2.3 Ringback 

Ringback is the maximum absolute voltage at the pin of 
the receiving component below Vcc or above Vss rela- 
tive to Vcc or Vss after the signal has reached its maxi- 
mum voltage level. Figure 4 illustrates how to measure 
ringback. 

Eliminating ringback maintains signal quality by pre- 
venting a signal from re-crossing the threshold, causing 
a false transition to be detected. 

2. 1.2.4 Settling Time 

Settling Time is the time required for a signal to settle 
within 10% of its final value referenced from the time 
unloaded driver’s initial crossing of the 50% Vcc 
threshold. Figure 4 shows how settling time is mea- 
sured on both low-to-high and high-to-low transitions. 

The settling time specification is defined to ensure that 
a signal transition has completed and is no longer oscil- 
lating prior to the next transition. This is important to 
avoid forcing a signal to transition a distance signifi- 
cantly greater than Vcc/2. For example, if a signal is 
still not settled at the time of its next transition, it may 
be at a voltage above Vcc such as 6.5V. Assuming Vcc 
= 5V, the transition requires the voltage to swing from 
6.5V (instead of 5V) to 2.5V. This added voltage dis- 
tance translates into added flight time. 

2. 1.2.5 Group Averages 

A Maximum Group Average specification is defined 
for Overshoot and Settling Time for each signal group. 
The group average is calculated by summing the maxi- 
mum overshoot level or settling time for each signal in 
the group and dividing by the number of signals in the 
group. 

The purpose of the group average specifications is to 
limit the amount of energy driven into the device. 
While each input can handle a certain amount of ener- 
gy as limited by the Overshoot and Time Beyond Sup- 
ply specifications, the overall part or portions of the 
part also have limits. These limits are maintained by 
ensuring the energy driven into these portions does not 
exceed a certain level. 


2.2 External Interface 

The External Interface is the interface between the 
CPU-Cache core and the rest of the system. It consists 
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of the memory bus and the memory bus controller. 
This interface has been designed so that it can operate 
at a fraction of the CPU’s frequency or asynchronous 
to the CPU. These options simplify the system design 
by minimizing the portions that must deal with the 
high frequency signals. 

The specifications for the external interface are defined 
to allow system designers to connect the CPU and 
Cache components to other devices (ASICs, PLDs, 
memory, etc.). The external interface signal specifica- 
tions are the more traditional output valid delay and 
float time and input setup and hold time. In addition, 
I/O buffer models have been provided as a tool to assist 
system designers. 

2.2.1 OUTPUT VALID DELAY AND FLOAT TIME 

Output Valid Delay is the amount of time it takes the 
signal to transition referenced from the clock edge. The 
maximum output valid delay is the earliest point in 
time that the signal can be assumed valid at the pin of 
the device. This timing is referenced from the clock 
edge and is measured at 1.5 V as illustrated in Figure 5. 

NOTE: 

This specification is defined assuming Cl = 0 pF; 
therefore, system designers must account for all delay 
added by the signal traveling to the receiving device. 

The maximum output valid delay is used by system 
designers to perform a worst case timing analysis to 
ensure that setup times are met at receiving devices. 

The minimum output valid delay is the earliest valid 
data from the previous clock will begin transition after 
the clock edge. This timing is also referenced from the 
clock edge and is measured at 1.5 V as illustrated in 
Figure 5. 

The minimum output valid delay is used by system de- 
signers to perform a worst case timing analysis to en- 
sure that hold times are met at receiving devices. In 
addition, on I/O or tristate pins, it is used to ensure no 
bus contention exists due to multiple devices driving 
the bus simultaneously. 

The maximum Output Float Time is the amount of 
time it takes to float a signal that was driven in the 
previous clock. This timing is also referenced from the 
clock edge and is illustrated in Figure 6. Note that the 
minimum valid delay determines how long data from 
the previous clock remains valid as shown in Figure 6. 
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Figure 5. Output Valid Delay 



Tx = max. float delay 
Ty = min. valid delay 
Tz = max, valid delay 


Figure 6. Output Float Time 


2.2.2 INPUT SETUP AND HOLD TIME 

Input Setup Time is the amount of time a signal must 
be valid at the component’s input pin prior to the clock 
edge it is sampled. The minimum input setup time is 
the latest point in time that the signal can be assumed 
valid at the pin of the device. This timing is referenced 
to the clock edge and is measured at 1.5V as illustrated 
in Figure 7. 


The input setup time is used by system designers to 
perform a worst case timing analysis to verify that fast 
enough drivers have been chosen for ASICs or other 
devices and that the signals are able to travel across the 
board layout in the allotted amount of time. 
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Figure 7. Input Setup and Hold Time 


Input Hold Time is the amount of time a signal must be 3^Q j/Q BUFFER MODELS 
valid at the component’s input pin after the clock edge 
is sampled. The minimum input hold time is the earliest 

point in time that the signal can start its next transition 2A Description Of the First Order I/O 
at the pin of the device. This timing is referenced to the Buffer Model 

clock edge and is measured at 1.5V as illustrated in 

Figure 7. The first order I/O buffer model is a simplified repre- 

sentation of the complex input and output buffers used 
in the Pentium processor, 82496 cache controller, and 
82491 cache SRAM. Figure 8 shows the structure of 
the input buffer model and Figure 9 shows the output 
buffer model. Tables 1 and 2 show the parameters used 
to specify these models. 



Figure 8. First Order Input Buffer 


Table 1. The Parameters Used in the Specification of the First Order Input Buffer Model 


Parameter 

Description 

Cin 

Minimum and maximum value of the capacitance of the input buffer model 

Lp 

Minimum and maximum value of the package inductance 

Cp 

Minimum and maximum value of the package capacitance 
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Table 2. The Parameters Used in the Specification of the First Order Output Buffer Model 


Parameter 

Description 

dV/dt 

Minimum and maximum value of the rate of change of the open circuit voltage source used 
in the output buffer model 

Ro 

Minimum and maximum value of the output impedance of the output buffer model 

Co 

Minimum and maximum value of the capacitance of the output buffer model 

Lp 

Minimum and maximum value of the package inductance 

cp 

Minimum and maximum value of the package capacitance 



The first order I/O buffer parameters for the chip set 
are published in the latest revision of the Pentium® 
Processor Family User's Manual, Volume 2. It includes 
the minimum and maximum values for each parameter 
allowing simulations for both the fast and slow condi- 
tion to be performed. 

The key to the first order model is that it is a simplistic 
representation of the input and output buffers. The pa- 
rameters are easy to use in a variety of simulators and 
provide the needed accuracy to complete a chip set de- 
sign. In addition, the simplicity greatly reduces the 
compute time required to perform simulations as com- 
pared to full transistor and process models. 

4.0 HIGH FREQUENCY DESIGN 
CONSIDERATIONS 

Any board interconnection is a transmission line by 
definition. However, as a general rule, the effects of 


modeling an interconnect/trace as a transmission line 
are negligible at low frequencies. This is because the 
reflections get masked since the propagation is short 
with respect to the signal rise time. In this case, system 
interconnects can be modelled as lumped loads with no 
sacrifice to accuracy. As the frequency at which signals 
change increases, the rise time becomes shorter and 
transmission line properties become significant and 
must be considered. Reflections, interference, and noise 
cause measureable changes in the appearance or behav- 
ior of signals at the higher frequencies. They can slow 
the transition time or cause signal quality violations. 
Figures 10 and 11 illustrate the effect of modeling 
traces as lumped loads or as transmission lines. Figure 
10 shows a block diagram of a lumped load model and 
the resulting simulation and Figure 11 shows a block 
diagram of a transmission line model and the resulting 
waveform. The transmission line case shows the effects 
of reflections and how the signal varies at each compo- 
nent. These details are not shown in the lumped load 
case. 
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Figure 10. Lumped Load Simulations 
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Figure 11. Transmission Line Simuiation 

To predict a trace’s behavior and eliminate the negative driving component’s output buffer model, the charac- 

effects, it is important to properly model board inter- teristics of the trace, and the receiving component’s in- 

connects as transmission lines. A model consists of the put buffer model. The I/O buffers are modelled using 
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the parameters published in the latest revision of the 
Pentium® Processor Family Developer's Manual Vol- 
ume 2. The trace characteristics are a function of the 
actual board and the material used in its construction. 
Characteristic impedance (Zo) and propagation delay 
(Tpd) are the primary characteristics needed. These 
two parameters, along with length, can be used in many 
simulators to represent the transmission line as shown 
in Figure 12(a). 

Some simulators may not have a single representation 
for a transmission line. These simulators require the 
user to model the transmission line in a more basic 
form. In addition to characteristic impedance and prop- 
agation delay, transmission lines can be characterized 
by their characteristic inductance (Lo) and characteris- 
tic capacitance (Co). The following equations can be 
used to convert between these four parameters: 

Lo = Zo * Tpd 

Co = Tpd/Zo. 


In order to complete the model, the actual parameter 
values must be determined. That means the next step is 
to determine the values of Zo and Tpd. To do this the 
designer must understand the construction of the trans- 
mission line. In particular that means understanding 
how the printed circuit board is constructed and the 
geometry of the various layers and traces. 


Figure 12(b) illustrates the model of a transmission line 
using Co and Lo. The number of L-C links/inch in the 
chain should be chosen such that (LC)l/2 < Tr. As a 
good rule of thumb, two to four links per inch is a good 
starting point. The value of L and C is determined by 
dividing the characteristic impedance by the number of 
links/inch. A transmission line also has a resistive com- 
ponent, Ro. However, the Ro value is usually assumed 
negligible and omitted from the model. Its only effect is 
to cause a voltage loss between the driver and the re- 
ceiver. Since Ro’s value is negligible, the voltage loss is 
very small and can also be ignored. 

L = Lo/n 
C = Co/n 

n = number of links/inch 


4.1 Printed Circuit Board 

A printed circuit board consists of some number of sig- 
nal layers and power and ground planes separated by a 
dielectric material. An example is illustrated in Figure 
13. 
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Figure 13. Printed Circuit Board 


Although there are many types of transmission lines, sist of a signal trace that is separated from a power or 
those most commonly used on printed circuit boards ground plane by a dielectric as shown in Figure 14. 
are microstrip lines and striplines. Microstrip lines con- 



Figure 14. Microstrip Trace 


The characteristic impedance is a function of the dielec- 
tric constant and the board geometry. For a microstrip 
trace this is given by: 



i 
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where e^ is the relative dielectric constant of the board Striplines consist of a signal trace that is located in a 

material. The propagation delay is a function of the dielectric material between two power or ground planes 

dielectric constant only. For a microstrip trace this is as shown in Figure 15. 
given by: 


tpd = 1.017 (0.475 + 0 . 67 ) 1/2 ns / ft 



Figure 15. Stripline Trace 


The characteristic impedance is a function of the dielec- 
tric constant and the board geometry. For a stripline 
trace this is given by: 

60 4b 

Zo = — 1 n ( ) Ohms 

(€r) 0.67 7T(t + 0.8W) 

where ej- is the relative dielectric constant of the board 
material. The propagation delay is a function of the 
dielectric constant only. For a stripline trace this is giv- 
en by: 

tpd = 1.017 (g^)i/2 ns/ft 

Signal traces that are located on the external layers of 
the board can be modelled using the microstrip charac- 
teristics. Signal traces that are located on internal layers 
between the power and ground planes can be modelled 
by using the stripline characteristics. 

4.2 Transmission Line Behavior 

Now that the parameters needed to represent a trans- 
mission line are complete, the next step is to look at 
how the transmission line behaves or effects signals that 
are transmitted on it. The four primary effects are sig- 
nal propagation and reflection, crosstalk, and skew. 


4.2.1 SIGNAL PROPAGATION AND 
REFLECTION 

Ideally, a signal that is driven by one device to another 
across a trace will reach the receiving device instantly 
and without any distortion. In reality, this is not the 
case. Because of the resistive, capacitive, and inductive 
components of a transmission line and the attached 
loads, the voltage and current of a signal may change as 
the signal travels along the trace and may vary over 
time. 

For simplicity, the examples that follow will assume 
lossless transmission lines. In other words, the trans- 
mission line itself does not cause an attenuation of the 
voltage as it travels along the trace. The voltage loss 
seen at the receiving end is a function of the resistive 
component of the transmission line which is negligible. 

An example of a signal propagating along a transmis- 
sion line is shown in Figure 16. The voltage source at 
the left launches a wave onto the transmission line. The 
voltage of the wave is equal to the voltage division of 
the voltage source resistance and the line inductance. 

Vi = Vin * Zo/(Zo + Rs) 
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This waveform is propagated down the transmission 
line without any voltage loss or change in the wave- 
form. The only effect of the transmission line is to delay 
the signal from reaching the receiving end. When the 
wave reaches the receiving end, it is reflected back 
towards the source. The reflection is proportional to the 
initial wave by an amount called the Reflective Coeffi- 
cient. A reflective coefficient exists for both the source 
and the load. The values are a function of the source or 
load resistance and the lines characteristic impedance. 

PL = (Rl - Zo)/(Rl + Zo) 

Ps = (Rs - Zo)/(Rs + Zo) 

The value of the initial reflection at the load is: 

Vr = Vi * PL 


Now that the voltage of each reflected waveform can be 
calculated, the next step is to sum these values to deter- 
mine the voltage measured on the line at any point in 
time. The superposition principle comes into play. It 
states that the voltage/current at any point on a trans- 
mission line equals the sum of the voltages/currents of 
all the signals (waves) that have passed that point. In 
other words, as each reflection passes the point of mea- 
surement, it is added to the previous voltage seen at 
that point. Figure 17 illustrates the voltage seen at the 
midpoint of the circuit shown in Figure 16 over time. 


The reflections can be caused by any discontinuity on 
the line. The discontinuity can be caused by a mismatch 
in impedance between the source or load and the char- 
acteristic impedance of the trace, branches in the trace, 
vias, or bends and angles in the trace. Here the disconti- 
nuity between the source and load are used as an exam- 
ple because they are probably the most prominent. 
Each reflection can attenuate or reinforce the wave de- 
pending on the phase of the reflection. The reflections 
continue indefinitely; however, with each reflection the 
magnitude of the voltage decreases and the line ap- 
proaches a steady state value. A rule of thumb is that 
by the third or fourth reflection the value is negligible. 


y 

Voltage at Line’s Center Point 

VI + Vr 1 


Vi 

1 1 



0 Td/2 Td 3Td/2 
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Figure 17. Voltage at the Midpoint 
of Circuit in Figure 16 
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From time 0 until Td/2 the voltage is OV at the mid- 
point because the initial wave has not yet reached the 
midpoint. At time Td/2, the initial wave reaches the 
midpoint and the voltage is Vi. This wave travels down 
the trace until it reaches the load and a reflection oc- 
curs. The reflection begins traveling back towards the 

V(x,t) = [Zo / (Zo + Zs)l *1 Vin [t - (t - tpd * x)] * U(t - tpd * x) 

+ PL * Vin [t - (t - tpd * (2L - x))] * U(t - tpd * (2L - x)) 

+ PL * PS * Vin [t - (t - tpd * (2L + x))] * U(t - tpd * (2L + x)) 

+ Pl 2 * PS * Vin It - (t - tpd * (4L - x))l U(t - tpd * (4L x)) 

+ Pl 2 * ps2 * Vin [t - (t - tpd * (4L + x))l * U(t - tpd * (4L + x)) 
+ ...1 


source, but does not reach the midpoint until time 3Td/ 
2. At that time the voltage increases by Vr, the reflec- 
tions voltage as shown in Figure 17. The following 
equation determines the voltage at any given point on a 
trace at the given time. 


= unit step function 

= propagation delay of signal traveling along the transmission line (ns/ft) 


U(x) 

Tpd 

As reflections occur on the line they can cause slower 
signal transitions, overshoot, undershoot, ringing, and 
other undesirable effects. Although many of the effects 
of reflections are negative, sometimes designers take ad- 
vantage of constructive reflections to decrease the time 
it takes for the voltage to reach its final value at the 
destination. In general, designers try to minimize the 
magnitude of reflections. 

System designers can do several things to reduce or 
minimize reflections: reduce angles (specifically 90° 


angles in traces, minimize the number of vias, and use 
termination when necessary). 

Figure 18 illustrates how angles can be reduced by us- 
ing 135° bends instead of 90° bends. The 135° bend 
approximates a smooth curve more closely than the 90° 
bend. The discontinuity occurs in the 90° bend because 
the trace is wider through the bend and therefore the 
impedance is altered by the geometry of the trace. 



Figure 18. Eliminate 90° Angles 


Figure 19 illustrates a way to reduce the number of 
discontinuities by minimizing the number of vias. Once 
again, a via causes a change in the path of a signal 
much like the 90° angles do. In addition, the geometry 
of a via is generally wider or thicker than the rest of 


the trace resulting in a different impedance for that por- 
tion of the interconnect. The change of impedance in 
the path causes the discontinuity and the resulting re- 
flections. 
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Figure 19. Minimize Vias 


It is not always possible to eliminate all the discontinui- 
ties or mismatches in impedance. When this is the case, 
it is sometimes necessary to use a technique called Ter- 
mination to artificially make the mismatched imped- 
ances appear matched. This technique is normally used 
to match a traces characteristic impedance with either 
the load or sources impedance. 


Zq ~ Zterm Z|_ 
and 

Zq = Zterm + 

Several techniques of termination exist. They are Paral- 
lel, AC or RC, and Series termination. Each technique 
has its own advantages and disadvantages as summa- 
rized in Table 3. 


I 
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Table 3. Termination Techniques 


Type of 
I Termination 


Figure 


Advantages 


Disadvantages 


Parallel 


I C, 


• eliminates reflections 
at receiver 

• good overshoot 
suppression 

• no added delay 


► high power dissipation 

► requires Zo > 1 0Oa 
to avoid exceeding dc 
current limit 

» reduced voltage swing 


V 2 


I C. 



AC or RC 


Rs 


Zo 


R = Zo 

R Twn CrWH = t Riso/FflII 




► low power 
consumption 
' full voltage swing 
! eliminates initial 
reflection at receiver 


» Cterm adds capacitive 
Load to driver 
• added delay due to 
RC time constant 
' component size and 
count 


Series 


Rs Rt 


Zo 


v") 

I 


R T«m = Zo “ Rs 


tFL 


• no additional loading 
on driver 

• no additional 
charging time 

• low power 
consumption 

> eliminates secondary 
reflection at source 


* added delay 


4.2.2 CROSSTALK 

Crosstalk is another side effect of transmission line in- 
terconnnects. Crosstalk is the result of fields from adja- 
cent traces interacting with each other. The interaction 
can alter the characteristics of a driven line or cause 
noise to be coupled into passive lines. 

Crosstalk can be characterized by two parameters: Mu- 
tual Inductance, L^, and Mutual Capacitance, Cm, as 
shown in Figure 20 and 21, respectively. These two 


parameters represent the inductive and capacitive val- 
ues that exist between two adjacent lines. The induc- 
tance allows a current in one line to induce a voltage in 
a second line. 

Vm2 = Lm * AI1/At 

The capacitance allows a voltage on one line to induce a 
current in the second. 

Im 2 = Cm * A(V1V2)/At 
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These mutual components have an additive effect to the 
L and C used to characterize each transmission line. To 
see what effect this has, examine the two components 
separately. First, Figure 20 illustrates two parallel 
traces with their inductive components and a mutual 
inductance between the two. 



Two Parallel Traces 

The voltage seen on each line is given by: 

Vi = Vli + Vm = (Li * Ah /At) + (Lm * Al2/At) 

V2 = Vl 2 + (L2 * Al2/At) + (Lm * Ah /At) 

To see what effect this has assume Li = L 2 and the 
magnitude of AIj/At = the magnitude of Al 2 /At. This 
allows the above equations to be simplified to: 

Vi = V 2 - (Li + Lm) * Ah /At 
(Current in same direction) 

and 

Vi = -V 2 = (Li - Lm) * Ah /At 
(Current in opposite direction). 

From these equations the effective inductance seen on 
either trace is: 

Left = Li + Lm 
(Current in same direction) 

and 

Left L-1 — Lm 
(Current in opposite direction). 


Therefore, if the currents are flowing in the same direc- 
tion the effective inductance of each trace is increased. 
If the currents are in opposite directions the effective 
inductance of each trace is decreased. 


Secondly, Figure 21 illustrates two parallel traces with 
their capacitive components and a mutual capacitance 
between the two. 



Figure 21. Capacitive Components of 
Two Parallel Traces 


The current seen in each line is given by: 
h = lei + Im 

= (Ci * AVi/At) 4- (Cm * A(Vi - V 2 ) /At) 
= ((Ci + Cm) * AVi/At) - (Cm * AV 2 / At) 


•2 = IC2 + Im 

= (C 2 * AV 2 /At) 4- (Cm * A(V 2 - Vi) / At) 

= ((C 2 + Cm) * AV2/At) - (Cm * AVi /At) 

Using the same assumptions that Ci = C 2 and that the 
magnitude of AV^/At = the magnitude of AV 2 /At al- 
lows the equations to be simplified to: 

h = I 2 = Ci * AVi/At (Voltage change in the same 
direction on both traces) 

and 

h = -I 2 = (Ci 4- 2Cm) * AVi/At (Voltage change in the 
opposite direction on each trace). 
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From these equations the effective capacitance seen on 
either trace is: 

Ceff = Ci (Voltage change in same direction) 
and 

Ceff = Ci + 2Cm (Voltage change in opposite 
directions). 

Therefore, if the voltages are changing in the same di- 
rection the effective capacitance of each trace is un- 
changed or decreases. If the voltages are changing in 
opposite directions the effective capacitance of each 
trace is increased. See Figure 22. 

If Lgff and Cgff are used to determine Zo and Tpd, the 
following results: 


Zo = (Leff/Ceff)i/2 jpd = (Left * Ceff)i/2 


Same Direction 

Left Ceff 


Zo ^ Tpd? 

Opposite Direction 



Laff Caff 

♦ 

Zo ^ Tpd? 
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Figure 22. Effect of Changing Voitages in the 
Same or Opposite Directions 


Electrons travel at the speed of light, so Tpd can never 
decrease. Therefore, Tpd either remains constant or in- 
creases. 

This altering of Zo and Tpd by crosstalk explains why 
termination is never 100% effective. The crosstalk leads 
to a variation between the targeted Zo and the actual 
Zo. Termination is usually defined to match the target- 
ed Zo’s. The result is an interconnect that is not per- 
fectly matched via termination. 


5.0 CHIP SET DESIGN 

As simulation tools have improved it has become easier 
to test design assumptions before actually spending the 
time or money to build a printed circuit board. In addi- 
tion, the frequencies at which signals switch have also 
increased and complicated the process of designing a 
board that ensures signals reach their destination at the 
correct point in time and maintain a reasonable level of 
signal quality. To better predict signal behavior and 
minimize the need for board rework or revision, many 
designers are simulating their board layouts before 
building a board. The complexity of the optimized in- 
terface of the CPU-Cache Chip Set is a prime candidate 
for this type of approach. In this interface designers 
must ensure that the signals accurately travel along the 
interconnects at very high frequencies (i.e., 66 MHz). 
As discussed, transmission line effects become a more 
dominant influence on signals switching at these fre- 
quencies. It is important to take these effects into ac- 
count to ensure that no specification violations occur. 

A possible scenario for designing the optimized inter- 
face is shown in Figure 23. As always the first step is to 
understand the specifications. This document along 
with the published specifications should help complete 
this step. Based on these specifications, system geome- 
try requirements, and an understanding of the board’s 
basic electrical characteristics, a first pass component 
placement and routing can be completed. Once the 
routing is complete or possibly as part of the routing, 
individual traces should be simulated to determine their 
electrical behavior. This includes examining both flight 
time and signal quality for each signal and determining 
if it meets the specification. Any signals that violate the 
specification must be modified. Portions of this docu- 
ment will provide some information and guidelines on 
how to modify or route the traces to meet the specifica- 
tions. With each change, the routing should be re-simu- 
lated to ensure the specifications are still met. 
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Figure 23. Process for Completing Optimized Interface Design 


Once all the specifications are met, it is time to build 
the board. The goal is that once this board is manufac- 
tured and the components are installed, it will meet 
specification without any changes. However, this must 
be verified by making actual measurements on the 
board to verify all of the flight time and signal quality 
specifications are met. It is also beneficial to make sure 
that the actual measurements correlate to the predicted 
results from simulation. This is especially helpful if any 
corrections are required to bring the board within spec- 
ification. 

The next couple of sections will describe the require- 
ments and guidelines that should be followed while 
making these simulations and measurements. 


elude the accuracy of the results; as well as, how easy it 
is to import schematics, layout routing, or modeling 
parameters. 

5.1.1 SIMULATION REQUIREMENTS 

When simulating the optimized interface to determine 
flight time and signal quality, it is important that the 
appropriate modeling parameters are used. The I/O 
models are provided with minimum and maximum val- 
ues for each parameter. Using these values the fast and 
slow corners of the buffer’s behavior can be modeled. 
In addition, the printed circuit board can be modeled 
for its fast and slow corners. Table 4 restates the char- 
acteristics of a printed circuit board. 


5.1 Simulation Environment 

The environment chosen to simulate the optimized in- 
terface is very critical. A number of different options 
are available on the market today. It is the system de- 
signer’s responsibility to select the option best suited for 
their design requirements. These requirements will in- 


Flight time is determined by simulating with the slow 
corner used for all parameters. In this corner signals 
require the longest amount of time to transition and 
reach their destination. The fast corner is used to simu- 
late signal quality. In the fast corner, signals transition 
their fastest and are therefore their noisiest. Table 5 
summarizes the parameter values used to simulate for 
flight time and signal quality. 
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Table 4. Parameters Used to Specify Printed Circuit Board Characteristics 


Parameter 

Symbol 

Description 

Characteristic Impedance 

Zo(n) 

Minimum and maximum impedance for signal traces on each layer 

Propagation Delay 

S (ns/ft) 

Minimum and maximum propagation delay for signal traces on each 
layer 

Via Capacitance 

Cvia (pF) 

Minimum and maximum capacitance of a via used to pass a signal 
from one layer to another of the PC board 


Tabie 5. Parameter Values Used to Simulate Flight Time and Signai Quality 


Device 

Modeling Parameter 

Flight Time 

Signal Quality 

Input Buffer 

Cp 

Max 

Min 


LP 

Max 

Min 


Cin 

Max 

Min 

Output Buffer 

dV/dt 

Min 

Max 


Ro 

Max 

Min 


Co 

Max 

Min 


Lp 

Max 

Min 


Cp 

Max 

Min 

Printed Circuit Board 

Zo 

Min 

Max 


s 

Max 

Min 


Cvia 

Max 

Min 

Other 

Temperature 

Max 

Min 


Vcc 

Min 

Max 


These values should be used to define the simulation 
model files used to simulate for flight time and signal 
quality. 

While simulating the two corners it should become ob- 
vious that there will be trade-offs in optimizing for one 
or the other. Some sacrifices in signal quality may be 
required to ensure flight time specifications are met, or 
vice versa. 


5.2 Routing Signal Traces for Their 
Optimal Performance 

Priority should be given to optimizing the performance 
of the signals in the optimized interface. For the 256K 
byte layout example that Intel completed, the signals 
have been divided into the categories listed in Table 6. 
These categories are based on fanout and connectivity 
characteristics. 
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Table 6. Optimized Interface Signal Categories 


Category 

Signal 

Low Address 

(connected to PP, CC, and CS) 

A3-A16, HUM#, W/R# 

High Address 
(connected to PP and CC) 

A17-31, BTO-3 

PP-CC Control 
(connected to PP and CC) 

Driven by PP: ADSC#, AP. CACHE#, D/C#, LOCK#, M/IO#, PCD. 
PWT, SCYC 

Driven by CC: AHOLD, BRDYC1 #, EADS#, INV, KEN#, NA#, 
WB/WT# 

PP-CS Control 
(connected to PP and CSs) 

ADS# 

CC-CS Control 
(connected to CC and CSs) 

BLAST#, BRDYC2#, BUS#, MAWEA#, MCYC#, WBA, WBTYP, 
WBWE#, WRARR#, WAY 

Other CC Control 

BLEC#,BOFF# 

Byte Enables 

BE0#-BE7# 

CPU Data and Parity 

CD0-CD63, CP0-CP7 


PP = Pentium processor 
CC = 82496 cache controller 
CS = 82491 cache SRAM 


Within each category the routing or topology should be 
defined to minimize delay while maintaining acceptable 
signal quality. To do this and maintain the manufactur- 
ability of the board, rules were defined to govern the 
line lengths for each segment of a topology. To develop 
these rules some analysis of board characteristics and 
signal behavior is necessary. 

5.2.1 RULES FOR OPTIMIZING SIGNAL 
ROUTING 

Both the fast and slow corners must be considered to 
ensure both flight time and signal quality are met by 
optimizing a signal’s routing. 

Flight time is minimized by optimizing each intercon- 
nect to minimize the distance the signal must travel and 
the loading presented to the driver. The dominant op- 
position to minimizing these factors is the printed cir- 
cuit board’s geometry requirements (i.e., physical dis- 
tance between components and component placement) 
and electrical characteristics (propagation delay and 
characteristic impedance). 

The strategy used to optimize each interconnect for sig- 
nal quality is to make each net’s routing electrically 
symmetric. This is especially important on heavily 
loaded nets. 


Electrically symmetric means the delays of each branch 
within the net are equal when viewed from the driver. 
Figure 24 shows a topology from the 256 Kbyte layout 
example that illustrates this principle. For this topology 
with the Pentium processor driving, the symmetry is 
best when the delay from the Pentium processor to the 
82496 cache controller is equal to the delay from the 
Pentium processor to the farthest 82491 cache SRAM. 
By making these delays equal, the round-trip delays are 
also equal, and therefore any reflections return to the 
Pentium processor simultaneously. By returning simul- 
taneously, the reflections can rapidly cancel each other, 
resulting in the waveform settling quickly. 

If these two delays are not equal, asymmetric reflec- 
tions return to the Pentium processor at different times, 
and do not cancel each other. The result is a complex 
interference pattern that generates considerable ringing. 
In some cases this ringing can last for more than one 
clock cycle. 

5.2.2 DETERMING THE OPTIMAL NET 

There are two methods of optimizing the line lengths 
and relationships of traces within a net. One uses an 
asymmetry factor [5] to identify the optimal relation- 
ship. The other uses settling time to find this relation- 
ship. 


I 


2-1389 


AP-481 


2-1390 



I 




AP-481 



There is a strong correlation between the asymmetry 
factor and the net’s signal quality. This is reinforced by 

simulating the topology using values for L a and L b 

from the plot in Figure 25. Figure 26 shows the wave- 
forms obtained by simulating the topology with sym- 
metric values for L a and L b from along the energy 

minimum. The line of points in the plot of Figure 25 
where the energy minimum occurs corresponds to to- 


pologies that are electrically symmetric. An asymmet- 
ric topology is obtained by using values for L a and 

L ^b that lie away from the energy minimum. The 

waveform obtained by simulating this asymmetric case 
is also shown in Figure 26. Notice the difference in 
signal quality in the two plots. The symmetric case is 
much better than the asymmetric. 
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This technique can be used to optimize the routing of 
all heavily loaded signals in a chip set design. From the 
energy factor plot rules can be defined to govern the 
segment lengths needed to minimize the energy factor 
and obtain the specified signal quality. 

The 256K layout example that follows used this tech- 
nique extensively to route the heavily loaded signals. 
For each signal group or topology, the asymmetry ener- 
gy factor was calculated as a function of the topology’s 
segment lengths and a set of rules defined to govern the 
segment lengths required to provide a routing that 
meets the signal quality specifications. 


5.2.3 SERPENTINE STRUCTURES 

Serpentine structures are one design technique that can 
be used to assist in balancing the interconnect delays 
between the Pentium processor, 82496 cache controller, 
and 82491 cache SRAM components. The structure is 
used to add length to specific traces within the nets. 


Similar results can be determined by using settling time 
to the optimal routing. To optimize the symmetry of a 
net, the settling time is plotted against line length. The 
minimum settling time occurs at the point where the 
net is balanced. Figure 27 shows a settling time plot for 
the net in Figure 24. Settling time is plotted against the 
true length for the segment between the Pentium proc- 
essor and the 82496 for a given length between the Pen- 
tium processor and 82491. For La = 1.8 inches the set- 
tling time approach recommends Lb=5.8-6.0 inches. 


The goal of adding this length is to make the net “bal- 
anced” or electrically symmetrical. In particular, this 
technique has been used to add length to the trace be- 
tween the Pentium processor and 82496 cache control- 
ler so that it is electrically symmetric with the traces 
between the Pentium processor and 82491s of the same 
net as shown in Figure 28. 



Figure 27. Settling Time Versus Line Length 
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Due to the parallel traces that make up the serpentine, 
cross-coupling may occur between the individual por- 
tions of the serpentine. The cross-coupling may cause 
the propagation velocity and characteristic impedance 
of the serpentine to differ from those of a straight line 
of equivalent length. In general, the propagation veloci- 
ty may be greater and the chafacfenstic impedance less 
for the serpentine structure. To simplify the simulation 
environment for the CPU-cache-chip set design exam- 
ple, the added trace length was assumed to be equal to 


the length of trace used to make the serpentine. See 
Figure 29. 

Experiments were performed to confirm that this as- 
sumption was valid. The experiments involved Time 
Domain Reflectometry (TDR) and Time Domain 
Transmission (TDT) measurements on various serpen- 
tine configurations*. The height of the serpentine, h, and 
the separation, s, were varied. 
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Figure 29. Parameters of a Serpentine Structure 


It was found that as the separation was increased or the 
height decreased the propagation velocity increased. 
Amount of increase varied from being almost negligible 
to being approximately 40% for short, closely spaced 
serpentines. Also, it was observed that as the height 
decreases the magnitude of the decrease in impedance 
gets smaller, with the largest decrease in impedance, 
approximately 12%, seen when the height and separa- 
tion are at their smallest. The serpentines used in the 
CPU-cache-chip set design example were not the worst 
case configuration. Based on the experiments, the ser- 
pentines should cause less than 10% decrease in the 
characteristic impedance and less than 30% decrease in 
the propagation delay. 

Both of these variations appear considerable at first 
glance. However, serpentines, as used in the CPU- 
cache-chip set design example, account for only a small 
percentage of the entire trace length of a net. For exam- 
ple, if the serpentine is only 25% of the total trace 
length and the total propagation delay is 2 ns, repre- 
senting the trace as a straight line length only intro- 
duces a maximum error of about 150 ps. This is deter- 
mined by assuming the 25% of trace accounts for 
0.5 ns delay and a 30% decrease is 150 ps. Based on the 
small amount of error introduced, it was decided that a 
straight line representation was accurate enough and 
simplified the simulations. 


Note the variation in effects caused by the serpentines. 
Each design should perform similar analysis if a differ- 
ent serpentine structure than that used in the CPU- 
cache-chip set design example is used. 

If the designer chooses to include the propagation ve- 
locity and characteristic impedance variations in the 
simulations, the only change is to represent the serpen- 
tine length of trace as a separate length with the differ- 
ent characteristics. 


6.0 EXAMPLE; DESIGNING THE A12 
NET FOR THE CPU-CACHE CHIP 
SET 

The A12 net is one of the more complex nets in the 
optimized interface of the CPU-Cache Chip Set. The 
signal is driven by the Pentium processor to the 82496 
cache controller and all the 82491 cache SRAMs dur- 
ing memory reads. In addition, the 82496 cache con- 
troller drives this signal to the Pentium processor 
during inquire cycles. 

In routing A12 net all of the guidelines and techniques 
described were used. An initial routing of the A 12 net 
was made using an H-type routing and attempting to 
make all of the interconnects as short as possible. The 
resulting topology is shown in Figure 30. 
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Figure 30. Initial Topology for A12 Net 


The A 12 net was simulated assuming the Pentium 
processor is driving the net. Quad Design’s TLC was 
used to simulate the A 12 net. For flight time the slow 
corner is used. The slow corner uses the model parame- 
ters as defined in Table 5. The actual values can be 
obtained from the Pentium® Processor User's Manual 
A TLC control file calls the appropriate model and 
topology files along with setting the needed measure- 
ment points to complete the flight time simulations. 


Initially, the line lengths or segments between compo- 
nents was assumed to be the straight line distance. In 
other words, the initial routing conserved space and 
used the shortest line possible to connect the compo- 
nents. The rising and falling waveforms resulting from 
the TLC simulations of this routing are shown in Fig- 
ure 31. 
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Notice the large amount of ringing that occurs in this 
routing of the net. The excessive ringing can cause fail- 
ures in both the signal quality and flight specifications. 
To bring the net within specification the routing must 
be improved to better “balance” the net. At first glance, 
the loading on the 82496 cache controller branch is 
much less than the 82491 cache SRAM branch. Split- 
ting the 82491 cache SRAM branch into two branches 
and continuing the H-type routing along those branch- 
es and lengthening the 82496 cache controller branch 


should improve the “balance.” The asymmetry energy 
factor, described in Section 5.2, was used to derive the 
relationship between individual trace segments needed 
to balance the net. The relationship is that: 

Lb = 2 * La + Lc + 800 mils ; La 2000 mils 
1.6 * La + Lc + 1500 mils ; La > 2000 mils 

Following these rules ensures that the A12 net is elec- 
trically symmetric. Figure 32 illustrates this improved 
routing. 
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Figure 32. Improved Topology of A12 Net 


The improved net was also simulated using TLC and 
the resulting waveforms are shown in Figure 33 
through Figure 35. Notice the reduction in ringing. 
With the “balanced” or electrically symmetric routing 
the net exhibits better flight time and signal quality. In 
fact these parameters are now within specification as 
summarized in Table 7. 

The technique for measuring flight time and signal 
quality are described in detail in Section 2.0. To mea- 


sure flight time one must first determine the 50% point 
of the unloaded Pentium processor driver as shown in 
Figure 33. In the example this occurs at 2.26 ns. Next 
one must determine where the waveform crosses the 
50% Vcc point at the receiver as shown in Figure 34. 
This crossing occurs at 4.54 ns. The time difference 
between these two points is the 50-50 flight time. The 
50-50 flight time for the A12 net example is 2.28 ns. 
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Flight time also assumes the waveform continues 
through the 50% Vcc point with a slope of at least 
1 V/ns through the 65% Vcc point. To ensure this, first 
determine the 65% point on the A 12 flight time simula- 
tion as shown in Figure 35. The 65% Vcc point is 
5.32 ns. Next extrapolate using the IV/ns line to find 
where it crosses the 50% voltage level by subtracting 
0.68 ns from the 65% Vcc number. The extrapolated 


50% Vcc point for the example is 4.64 ns. The time 
difference between the unloaded buffer’s 50% point 
and the extrapolated crossing of the 50% point is the 
50-65 flight time. The 50-65 flight time is 2.38 ns. 

The greater of the 50-50 and 50-65 flight times is the 
flight time for the net. In this case, the flight time is 
2.38 ns, the 50-65 flight time. 



Figure 33. Measuring the 50% Vcc Point of the Unloaded Output 
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Figure 34. Measuring the 50% Vcc Point at the A12 Input of the 82496 


A12 Net Flight Time Simulation 
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Figure 35. Measuring the 65% Vcc Point at the A12 Input of the 82496 
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A12 Net Signal Quality Simulation 



Figure 37. Measuring the Signal Quality of the 82496 


The flight time and signal quality specifications for this 
net are listed in Table 7 along with the values measured 
in the simulation of the net. 


Table 7. Flight Time and Signal Quality Simulated Values 


Signal 

Flight Time 

Overshoot 

Ringback 

Settling Time 


Spec 

TLC 

Spec 

TLC 

Spec 

TLC 

Spec 

TLC 

A12 

28 ns 

2.38 ns 

3.0V 

1.89V 

35% Vcc 

0.57V 

12.5 ns 

5.76 ns 


7.0 256K CPU-CACHE CHIP SET 

OPTIMIZED INTERFACE LAYOUT 
DESIGN EXAMPLE 

This chapter contains an example layout design for 
Intel’s 256 Kbyte CPU-Cache Chip Set’s optimized in- 
terface. Intel has simulated and verified the example 
layout using the latest information. Work is currently 
underway to validate the design by measuring the flight 
time and signal quality parameters on boards based on 
the design example. As updated information becomes 


available on the components and the boards, Intel plans 
to update this example accordingly. 

The intent of the design example is to provide system 
designers a starting point. It provides one solution of 
how the Pentium processor, 82496 cache controller, 
and 82491 cache SRAM components can be placed and 
routed to ensure flight time and signal quality specifica- 
tions are met. It is not the only solution. System design- 
ers can alter the layout to meet their system require- 
ments as long as the flight time and signal quality speci- 
fications are met. 
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7.1 Layout Objectives 

The 256K layout is an example of a CPU-Cache chip 
set arrangement that meets Intel’s chip set specifica- 
tions. The layout consists of 1 Pentium processor, 1 
82496 cache controller, and 10 82491 cache SRAMs for 
a 256K second-level cache with parity. Although the 
layout is specifically designed for a chip set with parity, 
we will also discuss conversion to a non-parity layout. 

This example layout follows the chip set’s flight time 
and signal quality specifications. In addition to meeting 
those specifications, we had the following objectives: 

1. To design the optimized portion of the interface so 
that the layout is not limited by interconnect per- 
formance. By not artificially creating any critical 
paths, the interface can yield maximum performance 
of the chip set. 

2. To be consistent with EMI and thermal require- 
ments. 

3. To have the layout be used as a validation and cor- 
rection vehicle by Intel. Intel will use the layout to 
validate the optimized interface of the chip set, mea- 


sure flight times and signal quality, and tune input 
and output buffers. 

Provided are complete specifications for a board layout: 
part lists, board layer plots, and the electronic files in 
Gerber format. Also provided are a set of topologies 
and line lengths so it will be easy to understand how the 
layout was generated. 


7.2 Component Placement 


To meet flight time with clock skew restrictions we 
placed the parts in relative proximity to each other. At 
the same time, we ensured that the layout’s Memory 
Bus Controller (MBC) interface signals are routable. 
Figure 38 illustrates how the chip set components are 
placed in the layout example. The dot indicates the lo- 
cation of pin 1. Figure 38 component side view of the 
layout. 
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Figure 38. Component Placement 


7.3 Signal Routing/Topologies cads#^^^^ “point-to-point” signals such as 

Tables 8 and 9 list the signal nets and their correspond- 
ing topologies for the optimized and external interfaces Topologies are also supplied for the external interface, 
of the CPU-Cache Chip Set. These topolgies provide channels for routing signals 

from the chip set components to the periphery where 
All chip set signals in the optimized interface fall into they can be connected to the memory bus and memory 

six groups: low addresses, high addresses, Pentium bus controller (MBC). However, topologies are not 

processor control, 82496 control, CPU data, and byte supplied for point to point signals in the MBC interface 

enables. Within each group are subsets of signals that (e.g. CRDY#). Instead, the system designer must opti- 

share common origination and destination points. Each mize these for the particular application, 

subset has a unique routing called a “topology.” 

Groups, subsets, and topologies are listed in Table 8. Table 9 lists the topologies provided for the MBC inter- 
face signals which are not point to point. 

Topologies are given only for signals that are routed to 
multiple chips. It is the system designer’s responsibility 


2-1404 


I 




AP-481 





Table 8. Optimized Interface Signal Net/Topology Assignments 


Grouping 

Routing Requirements 

Topology 

Low Addresses 

(PA3-PA16) 

Bused to all core components. Must be 
routed to optimize delay and signal quality at 
all points. 

1 

High Addresses 

(PA17-PA31, PBT0-PBT3) 

Point to point links. Must be kept as short as 
possible. 

4 

Pentium® Processor Controi 

(HITM#,W/R#) 

Same as low addresses. 

1 

(ADS#) 


3b 

(ADSC#, AP, CACHE#, D/C#, LOCK#, 
M/IO#, PCD, PWT, SCYC) 

Same as high addresses. 

4 

CC Control 

(BRDYC2#, WRARR#, MCYC#, WAY, 
BUS#, MAWEA#, WBWE#, WBTYP#, 
WBA, BLAST#) 

Must be routed to optimize delay and signal 
quality at the CS. 

3 

(BLEC#) 

Not routed to parity CSs. 

3a 

(BOFF#) 


1b 

(AHOLD, EADS#, KEN#, BRDYC1 #, INV, 
EWBE#,NA#,WB/WT#) 

Same as high addresses. 

4 

CPU Data 

(CD0-CD63) 

Point to point signals. Keep as short as 
possible. Keep the total length of each trace 
within 1 12 " of each other to minimize skew. 

4 

Byte Enables 

(CBE0#-CBE7#) 


5 


Table 9. External Interface Signal Net/Topology Assignments 


Signal 

Topology 

RESETC50, CRDYO# 

10 

CRDY#, RESETC51 

11 

MBRDY#, MOCLK, MDOE# 

12, 13 

MFRZ#, MSEL#, MZBT#, MCLK 

14 

BRDY#,CLK0 

15 

CLK1,BRDY1#,MEOC1# 

16 

CLK2, BRDY2#, MEOC2# 

17 

CLK3, BRDY3#,MEOC3# 

18 

MDATAO-63 

19 
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Figures 39 through Figure 58 are the topologies which 
are described in Tables 8 and 9. A topology is a graphi- 
cal representation how specific sets of signals are rout- 


Lz 


ed. A topology shows the components that share a spe- 
cific signal and the relative lengths of the traces be- 
tween components. ^ 
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Figure 39. Topology 1 
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Figure 40. Topology 1b 
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Routing Topology 3a 
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Lh = Lg + 1.4" +- O.r For non-parity layout, Lg = Lh 
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Figure 42. Topology 3a 
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Routing Topology 3b 
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Figure 43. Topology 3b 
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Routing Topology 5 



Figure 45. Topology 5 
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Routing Topology 10 
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Figure 46. Topology 10 
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Routing Topology 12 
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Figure 48. Topology 12 
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Routing Topology 13 
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Figure 49. Topology 13 
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Routing Topology 17 
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Figure 53. Topology 17 
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Figure 54. Topology 18 
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Figure 55. Topology 19 


Figures 56 and 57 provide topologies for the non-parity Refer to Section 7.7.1 for more details on the non-pari- 
configuration of the 256 Kbyte CPU-Cache Chip Set. ty configuration. 
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Routing Topology IbNP: Non>Parity 
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Lw = Lv + Lz + load of 82491 #1 (or 7) 


241576-65 

Figure 57. Topology IbNP 


7.4 Board/Trace Properties 

Specific board and trace properties were assumed while 
performing the simulations to optimize the chip set lay- 
out. These properties were used as the specification or 
guideline the board manufacturer was to use in building 
boards. Figure 58 provides the board layer stackup. 


Table 10 lists the minimum and maximum trace char- 
acteristics. These parameters along with the board ma- 
terial determine the spacing between layers and the to- 
tal board thickness. See Table 11. 

Only the inner layers of the board are impedance con- 
trolled. The top and bottom layers are not impedance 
controlled. 
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Figure 58. Board Layer Stackup 


Table 10. Trace Characteristics 



4 Inner Layers 

2 Outer Layers 

Width/Space 

5/5 Mils 

8/8.5 Mils 

2o 

65H ± 10% 

90a ± 20% 

Velocity 

1.85 to 2.41 ns/ft 

1.35 to 2.05 ns/ft 


Table 11. Other Printed Circuit Board Geometries 


Via Pad 

25 Mils 

Via Hole 

10 Mils 

PGA Pad 

55 Mils 

PGA Hole 

38 Mils 

Layout Grid 

5 Mils 


7.5 Design Notes 

The following design notes accompany this layout ex- 
ample: 

1. The layout did not specifically address heat dissipa- 
tion except to allow space for heat sinks to be at- 
tached. Please see the Pentium® Processor User's 
Manual for the devices’ thermal specifications. The 
Pentium Processor Thermal Design Guidelines appli- 
cation note provides some examples of possible ther- 
mal solutions. 


2. All fast-switching signals are routed near the power 
and ground planes on inner layers of the board to 
minimize EMI effects. However, two sets of signals 
are routed on the top layer of the board: 
BRDYCl #, and JTAG signals. BRDYCl# is rout- 
ed on top to take advantage of the higher trace veloc- 
ity there. JTAG signals are routed on the top layer 
because they are low-speed signals and will probably 
be re-routed by each customer to suit individual 
needs. 
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3. Resistor R1 (0) is used to set the Pentium processor 
configurable output buffers (A3-A20, ADS#, 
W/R#, and HITM#). When the resistor is included 
the buffers are set to the Extra Large size. When it is 
not included (BUSCHK# internally pulled high) the 
buffers are set to Large size. Intel currently recom- 
mends the large buffers be used for the 256K layout 
example. The Ofl resistor should be designed into 
your design as Intel may change the recommended 
buffer size once silicon and the system design have 
been characterized. 

4. The 82496 output buffers that drive the 82491 inputs 
must also be configured to be Large. This is done by 
driving 82496 CLDRV[BGT#] (pin N04) high dur- 
ing reset. 82496 and 82491 Memory Bus buffer sizes 
must be controlled by the Memory Bus Controller. 

5. Series termination resistors were added to the nets 
PA 17, PA 18, PA 19, and PA20 to control overshoot. 
A value of 24fl is currently recommended, but that 
value may change when overshoot is measured on an 
actual board. 


7.6 Explanation of Information 
Provided 

The following sections outline the design files associat- 
ed with the 256Kbyte CPU-Cache Chip Set design ex- 
ample that are available from Intel. These files are pro- 
vided to simplify the task of porting the design example 


into a specific design. By using these files, designers 
may eliminate or minimize the amount of duplicate ef- 
fort when using the design example as the basis for 
their design. The following items are available; 

• Schematics 

• I/O Model Files 

• Board Files 

• Bill of Materials 


• Photoplot Log 

• Netlist Report 

• Placed Component Report 

• Artwork for Each Board Layer 

• Trace Segment Line Lengths 


Hard copies of the schematics and trace segment line 
lengths are provided in the following sections. ASCII 
or soft copies of all the information are available from 
Intel by requesting order number 241663, AP-481 De- 
sign Diskettes. 



7.6.1 SCHEMATICS 

Schematics for the 256 Kbyte CPU-Cache Chip Set de- 
sign example were created using ViewLogics’s Work- 
view V4.1. The schematics are 14 pages long. Both the 
Workview and the postscript files are available from 
Intel as described above. 


I 


2-1425 


2-1426 


Pentium® Processor/82496/82491 256 KB OPTIMIZED INTERFACE 

1-20-92 
REV 2.1 


NOTES: (Unless Otherwise Specified) 

1 . Capacitor values are in microfarads. 

2. Resistor values are in ohms. 

3. 'An following a signal name denotes negation. 

4. VCC = +5V. 

5. This document also exists on electronic media. 
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7.6.2 I/O MODEL FILES 

All electrical I/O simulations were performed using 
TLC V4.1.13 from Quad Design Technology, Inc. The 
simulations were performed at the fast and slow corners 
to verify all signal quality and flight time specifications 
are met. The files used for these simulations are avail- 
able from Intel as described above. These files include 
the topology, model, and control files needed to run the 
simulations for all nets in the optimized interface. 

7.6.3 BOARD FILES 

The board files for the design example were created 
using Allegro V4.2 from Cadence Design Systems, Inc. 

These files may be used to import the design example 
into a specific system design. Note: some changes to the 
layout and nets may be necessary to complete import- 
ing these files into a specific system design. 

7.6.4 BILL OF MATERIALS 

The bill of materials file was created using Allegro V4.2 
from Cadence Design Systems, Inc. The file is available 
from Intel as described above. 

7.6.5 PHOTOPLOT LOG 

The photoplot log file was created using Allegro V4.2 
from Cadence Design Systems, Inc. The file is available 
from Intel as described above. 


7.6.6 NETLIST REPORT 

The netlist report was created using Allegro V4.2 from 
Cadence Design Systems, Inc. The file is available from 
Intel as described above. 

7.6.7 PLACED COMPONENT REPORT 

The placed component report was created using Alle- 
gro V4.2 from Cadence Design Systems, Inc. The file is 
available from Intel as described above. 

7.6.8 ARTWORK FOR EACH BOARD LAYER 

Allegro V4.2 from Cadence Design Systems, Inc. The 
files are available from Intel in a Gerber format as de- 
scribed above. 

7.6.9 TRACE SEGMENT LINE LENGTHS 

Sections 7.6.9. 1 to 7.6.9.10 list the segment line lengths 
for each net of the optimized interface. All lengths are 
provide in mils (1/1000 inch). The stubs listed in the 
following tables are associated with the pin escapes re- 
quired fo^ the 82491s. 


2-1440 


I 



AP-481 

















AP-481 



® 


NET 

PP-CS#5 

PP-CS#3 

PP-CC 

CS#5-CS#1 

CS#1-CS#2 

CS#5-CS#6 

CS#6-CS#9 

PAS 

1761.4 

1768.6 

5513 

1184.6 

9S6.6 

1186.6 

986.5 

PA4 

12S9.6 

1278.4 

467S.2 

111S.9 

9S6.6 

1118.6 

986.5 

PAS 

1SSS.6 

1S7S.9 

619S.7 

1164.6 

9S6.6 

1176.6 

986.5 

PA6 

1S4S.1 

1640 

612S.2 

1162.9 

9S6.6 

1166.6 

986.5 

PA7 

1691.9 

1692.4 

6S67.6 

1162.9 

9S6.6 

1166.6 

986.5 

PA8 

1S90.7 

1S90.2 

624S.7 

1216.S 

9S6.6 

1216.6 

986.5 

PA9 

1660.7 

166S.1 

6S66.2 

1210.6 

986.6 

1206.6 

986.5 

PA10 

1S4S.6 

164S.1 

62SS 

1264.1 

9S6.6 

1266.5 

986.5 

PA11 

1701.9 

1696.6 

6474.2 

1264.1 

986.6 

^ 1266.6 

- 986.6 

PA12 

1S86.S 

1694.S 

6S24.1 

1292.4 

986.6 

1296.5 

986.5 

PAIS 

1741.9 

1746.6 

6497.9 

1296.S 

9S6.6 

1296.5 

986.5 

PA14 

16SS.6 

16SS.1 

640S.8 

1 SI 7.8 

986.6 

1816.5 

986.5 

PAIS 

1791.9 

1792.6 

6600.4 

1S14.8 

986.6 

1816.5 

986.5 

PA16 

162S.6 

1619 

6S69.1 

1288.0 

986.6 

1286.5 

986.5 


PP = Pentium processor 
CC = 82496 cache controller 
CS = 82491 cache SRAM 


NET 

CS#3-CS#4 

CS#4-CS#10 

CS#3-CS#7 

CS#7-CS#8 

Stubs 

PAS (cont) 

1181.4 

986.5 

1184.6 

986.5 

185.8-1 85.8 

PA4 (cont) 

1111.4 

986.5 

1118.9 

986.5 

75.0-75.0 

PAS (cont) 

1166.5 

986.5 

1170.5 

986.5 

1S5.S-1S5.S 

PA6 (cont) 

1156.5 

986.5 

1158.8 

986.5 

75.0-75.0 

PA7 (cont) 

1156.5 

986.5 

1158.8 

986.5 

1S5.S-1S5.S 

PAS (cont) 

1216.5 

986.5 

1212.4 

986.5 

1S5.8-1S5.S 

PA9 (cont) 

1206.5 

986.5 

1207.6 

986.5 

1S5.S-1S5.S 

PA1 0 (cont) 

1266.5 

986.5 

1261.2 

986.5 

75.0-75.0 

PA11 (cont) 

1266.5 

986.5 

1261.2 

986.5 

1S5.S-1S5.S 

PA12 (cont) 

1296.5 

986.5 

1292.4 

986.5 

75.0-75.0 

PAIS (cont) 

1296.5 

986.5 

1295.8 

986.5 

185.S-1S5.S 

PA 14 (cont) 

1816.5 

986.5 

1817.8 

986.5 

75.0-75.0 

PA1 5 (cont) 

1816.5 

986.5 

1814.8 

986.5 

185.8-185.8 

PA 16 (cont) 

1286.5 

986.5 

1288.0 

986.5 

75.0-75.0 


PP = Pentium processor 
CC = 82496 cache controller 
CS = 82491 cache SRAM 
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7.6.9.2 High Addresses (Topology 4, Point-to-Point) 



Routing Topology 4 


Pentium® • 


8 2496 

Processor 


824 9 1 


241576-81 


NET 

PP-CC 

ADSC# 

3791.7 

AP 

4531.6 

CACHE# 

3719.8 

DC# 

3613.1 

LOCK# 

4710.4 

MIO# 

5062 

PCD 

3461.3 

PWT 

4295.6 

SCYC 

3848.2 

WBWT# 

3493.3 


NET 

PP-CC 

PA26 

4495.1 

PA27 

3885.5 

PA28 

4689.3 

PA29 

3136.1 

PA30 

5177.1 

PA31 

2518.5 

PA32 

3604.4 

PA33 

2686.8 

PA34 

3952 

PA35 

3189.9 


NET 

PP-CC 

PA17* 

689.3 + 2841.7 

PA18* 

647.6 + 3683.1 

PA19" 

731.0 + 2763.3 

PA20* 

601.7 + 718.6 

PA21 

3376.6 

PA22 

4347.5 

PA23 

3111.5 

PA24 

4661.2 

PA25 

3029.7 


*NOTE: 

24ft resistor included on PA[17-20]. 

Lengths are Pentium processor-resistor + resistor-82486, respectively. 
PP = Pentium processor 
CC = 82496 cache controller 
CS = 82491 cache SRAM 
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7.6.9.4 Pentium® Processor Control (Topology 3b No 82496) 


Routing Topology 3b 


Lz 



241576-83 


NET 

PP-CS#1 

PP-CS#5 

PP-CS#3 

PP-CS#7 

CS#1-CS#2 

CS#5-CS#6 

CS#6-CS#9 

ADS# 

5113.0 

3728.2 

3738.5 

5102.0 

936.5 

964.8 

983.8 


NET 

CS#3-CS#4 

CS#4-CS#10 

CS#7-CS#8 

Stubs 

ADS# (cont) 

936.5 

936.5 

936.5 

75.0-75.0 


PP = Pentium processor 
CC = 82496 cache controller 
CS = 82491 cache SRAM 
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7.6.9.S 82496 Control (Topology 3) 



NET 

CC-CS#1 

CC-CS#5 

CC-CS#3 

CC-CS#7 

CS#1-CS#2 

CS#5-CS#6 

BLAST# 

4222.1 

2820.0 

2819.8 

4219.2 

986.7 

1034.5 

BRDYC2# 

4186.4 

2802.4 

2775.0 

4171.6 

969.7 

1037.4 

BUS# 

4607.6 

3215.7 



936.5 

936.5 

MAWEA# 

4476.4 

3058.9 



936.5 


MCYC# 

4913.9 

3507.0 



936.5 

961 .4 

WBA 

5114.2 

3747.8 

3719.5 

5119.3 

936.5 

936.5 

WBTYP 

4365.4 

2986.2 

2973.5 

4376.0 

936.5 

936.5 

WBWE# 

4502.4 

3109.1 

3113.0 

4511.7 

936.5 

936.5 

WRARR# 

4198.9 

2735.0 

2802.1 

4199.8 

936.5 

969.7 

WAY 

4818.9 

3348.4 

3417.4 

4816.3 

936.5 

936.5 
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BLAST# 

(cont) 

BRDYC2# (cont) 
BUS# 

(cont) 

MAWEA# (cont) 

MCYC# 

(cont) 


WBTYP 

(cont) 


WRARR# 

(cont) 


CS#6-CS#9 CS#3-CS#4 CS#4-CS#10 CS#7~CS#8 Stubs 

965.5 936.5 936.5 936.5 85.0-85.0 

965.5 936.5 936.5 936.5 85.0-85.0 

936.5 936.5 936.5 936.5 75.0-75.0 

936.5 936.5 936.5 936.5 135.3-135.3 

936.5 936.5 936.5 936.5 75.0-75.0 

936.5 936.5 936.5 936.5 75.0-75.0 

936.5 936.5 936.5 936.5 135.3-135.3 


135.3-135.3 



135.3-135.3 


75.0-75.0 


PP = Pentium® processor 
CC= 82496 cache controller 
CS = 82491 cache SRAM 
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7.6.9.6 82496 Control (Topology 3a Not Connected to Parity 8249 1’s) 



PP= Pentium® processor 
CC = 82496 cache controller 
CS = 82491 cache SRAM 
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7.G.9.7 82496 Control (Topology 1b Pentium® Processor and 82496 Switch Positions) 


Routing Topology 1b 


Lz 



241576-86 


NET 

CC-CS#5 

CC-CS#3 

CC-PP 

CS#5-CS#1 

CS#1-CS#2 

CS#5-CS#6 

BOFF# 

3612.7 

3596.1 

7605.8 

936.5 

936.5 

936.5 


NET 

CS#6-CS#9 

CS#3-CS#4 

CS#4-CS#10 

CS#3-CS#7 

CS#7-CS#8 

Stubs 

BOFF# 

(cont) 

936.5 

936.5 

936.5 

944.8 

936.5 

75.0-75.0 


PP = Pentium® processor 
CC = 82496 cache controller 
CS = 82491 cache SRAM 
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7.6.9.S 82496 Control (Topology 4, Point-to-PoInt) 



PP= Pentium® processor 
CC= 82496 cache controller 
CS = 82491 cache SRAM 


7.6.9.9 Byte Enables (Topology 5) 


Routing Topology 5 


Pentium® ^ 

1 

L e 

Processor * 

1 
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NET 

PP-Tee 

Tee-CS#1 

Tee-CS#9 

Stubs 

CBEO# 

3035.4 

1634.4 

1633.9 

112.4 135.3 

NET 

PP-Tee 

Tee-CS#2 

Tee-CS#9 

Stubs 

CBE1# 

4098.7 

1294.8 

1293.1 

75.0-121.0 

NET 

PP-Tee 

Tee-CS#3 

Tee-CS#9 

Stubs 

CBE2# 

3412.9 

1732.0 

1682.3 

75.0-95.3 

NET 

PP-Tee 

Tee-CS#4 

Tee-CS#9 

Stubs 

CBE3# 

3547.8 

1194.8 

1192.1 

75.0-75.0 

NET 

PP-Tee 

Tee-CS#5 

Tee-CS#10 

Stubs 

CBE4# 

3600.9 

2243.5 

2242.0 

75.0-135.3 

NET 

PP-Tee 

Tee-CS#6 

Tee-CS#10 

Stubs 

CBE5# 

4811.9 

1339.7 

1338.9 

75.0-75.0 

NET 

PP-Tee 

Tee-CS#7 

Tee-CS#10 

Stubs 

CBE6# 

4662.0 

1663.0 

1662.6 

75.0-135.3 

NET 

PP-Tee 

Tee-CS#8 

Tee-CS#10 

Stubs 

CBE7# 

4230.0 

1167.7 

1165.5 

75.0-75.0 


PP = Pentium® processor 
CC= 82496 cache controller 
CS = 82491 cache SRAM 


7.6.9.10 CDATA and Parity (Point-to-Point) 



Routing Topology 4 


Pentium® • 


82496 

Processor 


8249 1 


241576-89 
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NET 

PP-CS#10 

Stub 

CP4 

5831.1 

135.3 

CPS 

5849.8 

135.3 

CP6 

5563.8 

75.0 

CP7 

5558.6 

75.0 


Net 

PP-CS#9 

Stub 

CPO 

5722.4 

135.3 

CPI 

5842.1 

135.3 

CP2 

5854.7 

75.0 

CP3 

5712.4 

75.0 


^^9 



NET 

PP-CS#3 

Stub 

NET 

PP-CS#5 

Stub 



135.3 

CD16 

5541.4 

135.3 

CD32 

5507.8 

135.3 

l^HI 



CD17 

5781.0 

135.3 

CD33 

5419.5 

135.3 




CD18 

5550.7 

75.0 

CD34 

5433.2 

_ 75.0 

E!9i 



CD19 

5558.2 

75.0 

CD35 

5756.3 

75.0 




CD20 

5449.7 

135.3 

CD36 

5654.1 

135.3 




CD21 

5545.2 

75.0 

CD37 

5551.6 

75.0 




CD22 

5410.4 

135.3 

CD38 

5357.3 

135.3 

CD7 

5582.3 

75.0 

CD23 

5533.2 

75.0 

CD39 

5451.6 

75.0 


NET 

PP-CS#2 

Stub 

NET 

PP-CS#4 

Stub 

NET 

PP-CS#6 

Stub 




CD24 

5804.5 

135.3 

CD40 

5430.0 

135.3 




CD25 

5594.4 

135.3 

CD41 

5757.8 

135.3 

CD10 

5629.1 

75.0 

CD26 

5754.8 

75.0 

CD42 

5378.1 

75.0 

CD11 



CD27 

5705.4 

75.0 

CD43 

5703.8 

75.0 

CD12 

5451.5 

135.3 

CD28 

5774.5 

135.3 

CD44 

5462.3 

135.3 

CD13 

5543.2 

75.0 

CD29 

5737.7 

75.0 

CD45 

5755.1 

75.0 

CD14 

5707.3 

135.3 

CD30 

5380.7 

135.3 

CD46 

5568.6 

135.3 

CD15 

5420.3 

75.0 

CD31 

5608.3 

75.0 

CD47 

5757.2 

75.0 
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NET 

PP-CS#7 

Stub 

CD48 

5488.3 

135.3 

CD49 

5551.8 

135.3 

CD50 

5697.9 

75.0 

CD51 

5581.1 

75.0 

CD52 

5499.5 

135.3 

CD53 

5704.4 

75.0 

CD54 

5493.6 

135.3 

CD55 

5627.9 

75.0 


NET 

PP-CS#8 

Stub 

CD56 

5553.9 

135.3 

CD57 

5663.3 

135.3 

CD58 

5602.7 

75.0 

CD59 

5718.3 

75.0 

CD60 

5451.6 

135.3 

CD61 

5533.9 

75.0 

CD62 

5550.4 

135.3 

CD63 

5766.2 

75.0 


PP = Pentium® processor 
CC = 82496 cache controller 
CS = 82491 cache SRAM 


7.6.10 Pentium® PROCESSOR TO 82496 
SEGMENT LENGTH AND ROUTING 
CHANGES 

The example layout described in this application note 
was completed using early revisions to the I/O buffer 
models. This process was necessary to ensure that a 
board was available for the arrival of first silicon. After 
the models were improved based on the model valida- 
tion and silicon characterization, the board layout was 


resimulated. These simulations have resulted in the rec- 
ommendation to change the line length between the 
Pentium processor and 82496 for several nets. These 
changes result in a better tuned routing that meets the 
specifications. In particular, these changes reduce the 
amount of ringback and the ringing that leads to long 
settling times. Table 12 summarizes the recommended 
segment length changes. 


Table 12. Summary of Segment Lengths 


Net/Signal Name 

Segment 

Original Length (In.) 

Recommended Length (In.) 

WRARR# 

CC-CS#3 

2.802 

2.9 

WRARR# 

CC-CS#5 

2.735 

2.9 

PA4 

PP-CC 

4.673 

4.3 

PA6 

PP-CC 

5.123 

4.9 

PA7 

PP-CC 

5.368 

5.1 

PA10 

PP-CC 

5.233 

4.9 

PA12 

PP-CC 

5.324 

5.0 

PA16 

PP-CC 

5.359 

4.9 


PP= Pentium® processor 
CC= 82496 cache controller 
CS = 82491 cache SRAM 


Actual system measurements have shown that the orig- 
inal segment lengths do not violate the specifications. 
The reduction in ringing is probably due to transmis- 
sion line losses which are not accounted for in the simu- 
lation. Therefore for completed designs using the exam- 
ple layout these changes are not necessary; however, 
Intel does recommend that all future designs that use 
the layout example use these new lengths. 


In addition, a layer change to the BRDYCl# routing 
is recommended. Section 7.5 Design Notes, describes 
that BRDYCl # was routed on an outer layer to reduce 
the propagation delay; however, this resulted in a signal 
quality violation. Since the original routing of the 
board, the flight time specification was relaxed and 
BRDYCl # can now be routed on an inner layer which 
allows it to meet both signal quality and flight time 
specifications. 
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7.6.11 I/O SIMULATION RESULTS FOR EACH 
NET 

Electrical simulations were performed on each net 
within the optimized interface of the 256 Kbyte CPU- 
Cache Chip Set design example. The simulations were 
done at the fast and slow corners to verify that signal 


quality and flight time specifications are met. The simu- 
lations were done using TLC V4.1.13 from Quad De- 
sign Technology, Inc. using the files described in Sec- 
tion 7.6.2. Table 13 summarizes the simulation results 
assuming all the segment length changes listed in Sec- 
tion 7.6.10 have been implemented along with the layer 
change to the BRDYCl# routing. 
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Table 13. Summary of Simulation Results 


Net 

Fiight Time 
(ns) 

Signai Quaiity 

Over/ 

Undershoot (V) 

Ringback 

(V) 

Settling Time 
(ns) 

Time Beyond 
Supply 
(ns) 

Specs. 

Vary by Pin 

3.0 

1.75 

12.5 

6.0 

82496 Driving 

A3-16 
at CPU 

7.2 

2.1 

1.0 

16.5 

7.4 

A3- 16 
at SRAM 

7.0 

2.1 

1.0 

16.5 

7.4 

A17-31 
at CPU 

2.6 

3.0 

1.75 

10.3 

3.6 

BTO-3 

2.6 

3.0 

1.75 

10.3 

3.6 

AHOLD 

1.1 

3.0 

1.75 

9.0 

2.1 

AP 

1.4 

3.0 

1.75 

9.0 

2.1 

BRDYC1 # 

0.9 

2.9 

1.7 

8.3 

1.8 

EADS# 

0.9 

2.9 

1.7 

7.8 

1.8 

EWBE# 

0.7 

2.5 

1.4 

6.1 

1.5 

INV 

1.6 

2.8 

1.5 

12.4 

2.9 

KEN# 

1.0 

2.9 

1.75 

8.5 

2.0 

NA# 

0.9 

2.9 

1.7 

7.9 

1.9 

WB/WT# 

0.9 

2.8 

1.7 

7.5 

1.8 

BLAST# 

2.5 

2.2 

1.0 

6.2 

3.3 

BLEC# 

2.2 

2.1 

0.9 

5.9 

3.1 

BOFF# 
at CPU 

2.5 

2.6 

1.1 

12.1 

3.0 

BOFF# 
at SRAM 

2.9 

2.6 

1.1 

12.1 

3.0 

BRDYC2# 

2.5 

2.2 

1.1 

6.2 

3.7 


I 


2-1455 



AP-481 



® 


Table 13. Summary of Simulation Results (Continued) 


Net 

Flight Time 
(ns) 

Signal Quality 

Over/ 

Undershoot (V) 

Ringback 

(V) 

Settling Time 
(ns) 

Time Beyond 
Supply 
(ns) 

BUS# 

2.5 

2.1 

0.9 

6.5 

3.3 

MAWEA# 

2.6 

2.2 

1.0 

8.1 

3.4 

MCYC# 

2.6 

2.1 

0.8 

6.5 

3.3 

WAY 

2.5 

2.1 

p 

CD 

6.4 

3.6 

WBA 

2.7 

2.2 

1.0 

CD 

3.5 

WRTYP 

2.6 

2^ 

1.0- 

— 

^ 

WBWE# 

2.6 

2.1 

0.9 

6.2 

3.3 

WRARR# 

2.5 

2.4 

1.1 

8^^ 

3.3 

Pentium® Processor Driving 

A3-16 
at Controller 

2.5 

2.6 

1.2 

12.8 

3.2 

A3-16 
at SRAM 

2,8 

2.6 

1.2 

12.8 

3.2 

A17-31 

1.5 

3.0 

i;a 

10.6 

2.3 

BTO-3 

1.5 

3.0 

tM 

10.6 

2.3 

DO-63, DPO-7 

1.2 min. 
1 .4 max. 

3.0 

i.a 

11.5 

2.5 

ADS# 

2.6 

2.2 

1.0 

7.3 

3.7 

HUM# 
at Controller 

3.0 


1.6 

20 J 

4.1 


CM 

CO 



0).3 

4.1 

W/R# 
at Controller 

3.0 

3.1 

1.6 


4.1 

W/R# 
at SRAM 

3.2 

: \ / a#i 

1.6 

^ m.7 : 


ADSC# 

1.2 

3.0 

1.75 

7.3 

1.7 

AP 

1.3 

3.0 

1.75 

8.8 

2.1 

CACHE# 

1.1 

2.9 

1.75 

7.2 

1.7 

D/C# 

1.1 

2.9 

1.75 

7.1 

1.7 

LOCK# 

1.3 

3.0 

i.a 

8.6 

2.0 

M/IO# 

1.4 

3.0 

1J8 

9.1 

2.1 
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Table 13. Summary of Simulation Results (Continued) 



Shading indicates a spec, violation. 


The shaded entries indicate specification violations with 
the example design layout. Intel is continuing to work 
on addressing these violations by either relaxing specifi- 
cations or improving the layout design. Note that no 
violations have been measured on the actual board. The 
violations have all been in simulation. 


7.7 Possible Modification to the 
Layout 

7.7.1 NON-PARITY LAYOUT 

Intel has not simulated a non-parity layout example. 
The following suggestions will assist in modifying the 
design example for non-parity implementations. You 
must simulate all paths that are altered when the parity 
components are removed to ensure that flight time and 
signal quality specifications are still met. 

Modify the following aspects of the layout example: 

1. Remove the two leftmost 82491 components, U9 and 
UlO. These are the parity components. 

2. Rework Topologies 1 and lb. Balance the array so 
that the two critical branch points branch out to 
electrically equivalent traces, i.e., adjust Lw to be 
electrically equivalent to Lv + Lz. Keep the trace 
leading to the Pentium processor length La. Topolo- 
gies INP and IbNP illustrate this (NP = Non- 
Parity). Also, retune Lb to be electrically equivalent 
with these new trace lengths. Topologies 1 and lb 
indicate exactly where the critical branch points are. 

3. Rework topologies 3 and 3b. Make the four traces 
branching from the 82496 electrically equivalent. 
This may be accomplished by making Lg = Lh for 
these topologies. 


4. Remove the Byte Enable traces that connect to the 
parity chips. 

Making traces electrically equivalent means that reflec- 
tions from all branches return to the source at the same 
point in time. In simple cases, electrically equivalent 
traces are the same length. In all cases, simulate the 
effects of changing trace lengths to find the proper trace 
length and routing. 

8.0 51 2K CPU-CACHE CHIP SET 

OPTIMIZED INTERFACE LAYOUT 
DESIGN EXAMPLE 

This chapter contains an example layout design for 
Intel’s 512 Kbyte CPU-Cache Chip Set’s optimized in- 
terface. Intel has simulated and verified the example 
layout using the latest information. Work is currently 
underway to validate the design by measuring the flight 
time and signal quality parameters on boards based on 
the design example. As updated information becomes 
available on the components and the boards, Intel plans 
to update this example accordingly. 

The intent of the design example is to provide system 
designers a starting point. It provides one solution of 
how the Pentium processor, 82496, and 82491 compo- 
nents can be placed and routed to ensure flight time 
and signal quality specifications are met. It is not the 
only solution. System designers can alter the layout to 
meet their system requirements as long as the flight 
time and signal quality specifications are met. 
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8.1 Layout Objectives 

The 512K layout is an example of a CPU-Cache chip 
set arrangement that meets Intel’s chip set specifica- 
tions. The layout consists of 1 Pentium processor, 1 
82496 cache controller, and 18 82491 cache SRAMs for 
a 512K second-level cache with parity. Although the 
layout is specifically designed for a chip set with parity, 
we will also discuss conversion to a non-parity layout. 

This example layout targets the chip set’s flight time 
and signal quality specifications. In addition to meeting 
those specifications, we had the following objectives: 

1. To design the optimized portion of the interface so 
that the layout is not limited by interconnect per- 
formance. By not artificially creating any critical 
paths, the interface can yield maximum performance 
of the chip set. 

2. To be consistent with EMI and thermal require- 
ments. 


3. To have the layout be used as a validation and cor- 
rection vehicle by Intel. Intel will use the layout to 
validate the optimized interface of the chip set, mea- 
sure flight times and signal quality, and tune input 
and output buffers. 

Provided are complete specifications for a board layout: 
part lists, board layer plots, and the electronic files in 
Gerber format. Also provided are a set of topologies 
and line lengths so it will be easy to understand how the 
layout was generated. 


8.2 Component Placement 

To meet flight time with clock skew restrictions we 
placed the parts in relative proximity to each other. At 
the same time, we ensured that the layout’s Memory 
Bus Controller (MBC) interface signals are routable. 
Figure 59 illustrates how the chip set components are 
placed in the layout example. The dot indicates the lo- 
cation of pin 1. Figure 59 shows a component side view 
of the layout. 
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Figure 59. Component Placement 
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8.3 Signal Routing/Topologies 

Table 14 and Table 15 list the signal nets and their 
corresponding topologies for the optimized and exter- 
nal interfaces of the CPU-Cache Chip Set. 

All chip set signals in the optimized interface fall into 
six groups: low addresses, high addresses, Pentium 
processor control, 82496 control, CPU data, and byte 
enables. Within each group are subsets of signals that 
share common origination and destination points. Each 
subset has a unique routing called a “topology.” 
Groups, subsets, and topologies are listed in Table 14. 

Topologies are given only for signals that are routed to 
multiple chips. It is the system designer’s responsibility 
for routing the “point-to-point” signals such as 
CADS#. 


Topologies are also supplied for the external interface. 
These topolgies provide channels for routing signals 
from the chip set components to the periphery where 
they can be connected to the memory bus and memory 
bus controller (MBC). However, topologies are not 
supplied for point to point signals in the MBC interface 
(e.g. CRDY #). Instead, the system designer must opti- 
mize these for the particular application. 

Table 15 lists the topologies provided for the MBC in- 
terface signals which are not point to point. 

Figures 60 through 77 are the topologies which are de- 
scribed in Table 14 and 15. A topology is a graphical 
representation how specific sets of signals are routed. A 
topology shows the components that share a specific 
signal and the relative lengths of the traces between 
components. 


Table 14. Optimized Interface Signal Net/Topology Assignments 


Grouping 

Routing Requirements 

Topology 

Low Addresses 

(PA3-PA17) 

Bused to all core components. Must be routed to 
optimize delay and signal quality at all points. 

1 

High Addresses 

(PA18-PA31,PBT0-PBT3) 

Point to point links. Must be kept as short as 
possible. 

6 

Pentium® Processor Control 

(HUM#, W/R#) 

Same as low addresses. 

1 

(ADS#) 


5 

(ADSC#, AP, CACHE#, D/C#, 
LOCK#, M/IO#, PCD, PWT, SCYC) 

Same as high addresses. 

6 

CC Control 

(BUS#, MAWEA#, WBWE#, 
WBTYP#, WBA, BLAST#) 

Must be routed to optimize delay and signal quality at 
the CS. 

3 

(BLEC#) 

Not routed to parity CSs. 

4 

(BOFF#) 


1 

(AHOLD, EADS#, KEN#, 
BRDYC1 #, INV, EWBE#, NA#, 
WB/WT#) 

Same as high addresses. 

6 

(BRDYC2#, WRARR#, MCYC#, 
WAY) 

Routed differently. 

15 

CPU Data 

(CD0-CD63, CP0-CP7) 

Point to point signals. Keep as short as possible. 
Keep within 3" of each other to minimize skew. 

6 

Byte Enables 

(CBE0#-CBE7#) 


7 
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Table 15. External Interface Signal Net/Topology Assignments 


Signal 

Topology 

MDATAO-63, ParityO-7 

8 

BRDY0#,CLK0 

9 

CRDY# 

10 

RESETC 

17 

MBRDY#, MOCLK, MDOE# 

11 

BRDY1-3# 

12 

MEOC1-3# 

18 

CLK1-3 

13 

MFRZ#, MSEL#, MZBT#, MCLK 

14 

RESETCPU 

16 
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Figure 60. Topology 1 
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Routing Topology #2 
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Figure 61. Topology 2 
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Figure 62. Topology 3 
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Figure 63. Topology 4 
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Routing Topology #5 
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Figure 64. Topology 5 
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Figure 65. Topology 6 
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Figure 66. Topology 7 
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Figure 67. Topology 8 
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Routing Topology #9 
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Figure 68. Topology 9 
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Figure 69. Topology 10 
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Figure 70. Topology 11 
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Figure 73. Topology 14 
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Figure 74. Topology 15 
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Routing Topology # 16 
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Figure 75. Topology 16 
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Routing Topology #17 
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Figure 76. Topology 17 
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Routing Topology #18 



241576-A8 


Figure 77. Topology 18 

8-4 Board/Tr3C6 Proportias These properties were used as the specification or 

guideline the board manufacturer was to use in building 

Specific board and trace properties were assumed while boards. Figure 78 provides the board layer stackup. 
performing the simulations to optimize the chip set lay- 
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Table 16 lists the minimum and maximum trace char- 
acteristics. These parameters along with the board ma- 
terial determine the spacing between layers and the to- 
tal board thickness. See Table 17. 


Table 16. Trace Characteristics 



4 Inner Layers 

2 Outer Layers 

Width/Space 

5/5 Mils 

8/8.5 Mils 

Zo 

65W ±10% 

90 W ±20% 

Velocity 

1 .85 to 2.41 ns/ft 

1.35 to 2.05 ns/ft 


Table 17. Other Printed Circuit 
Board Geometries 


Via Pad 

25 Mils 

Via Hole 

10 Mils 

PGA Pad 

55 Mils 

PGA Hole 

38 Mils 

Layout Grid 

5 Mils 


Only the inner layers of the board are impedance con- 
trolled. The top and bottom layers are not impedance 
controlled. 


8.5 Design Notes 

The following design notes accompany this layout ex- 
ample: 

1. The layout did not specifically address heat dissipa- 
tion except to allow space for heat sinks to be at- 
tached. Please see the Pentium® Processor Family 
Developer's Manual for the devices’ thermal specifi- 
cations. The Pentium® Processor Thermal Design 
Guidelines application note provides some examples 
of possible thermal solutions. 

2. All fast-switching signals are routed near the power 
and ground planes on inner layers of the board to 
minimize EMI effects. However, two sets of signals 
are routed on the top layer of the board: 
BRDYCl#, and JTAG signals. BRDYCl# is rout- 
ed on top to take advantage of the higher trace veloc- 
ity there. JTAG signals are routed on the top layer 
because they are low-speed signals and will probably 
be re-routed by each customer to suit individual 
needs. 

3. Resistor R5 (Ofl) is used to set the Pentium proces- 
sor configurable output buffers (A3-A20, ADS#, 
W/R#, and HITM#). When the resistor is included 
the buffers are set to the Extra Large size. When it is 
not included (BUSCHK# internally pulled high) the 
buffers are set to Large size. Intel currently recom- 
mends the x-large buffers be used for the 512K lay- 
out example. The Ofl resistor should be designed into 
your design as Intel may change the recommended 
buffer size once silicon and the system design have 
been characterized. 


I 
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4. The 82496 output buffers that drive the 82491 inputs 
must also be configured to be x-large. This is done by 
using a pulldown resistor on 82496 CLDRV[BGT#] 
(pin N04). 82496 and 82491 Memory Bus buffer 
sizes must be controlled by the Memory Bus Con- 
troller. 

5. Series termination resistors were added to the nets 
PA 18, PA 19, and PA20 to control overshoot. A val- 
ue of 24W is currently recommended, but that value 
may change when overshoot is measured on an actu- 
al board. 


8.6 Explanation of Information 
Provided 

The following sections outline the design files associat- 
ed with the 512 Kbyte CPU-Cache Chip Set design 
example that are available from Intel. These files are 
provided to simplify the task of porting the design ex- 
ample into a specific design. By using these files, de- 
signers may eliminate or minimize the amount of dupli- 
cate effort when using the design example as the basis 
for their design. The following items are provided: 

• Schematics 

• I/O Model Files 

• Board Files 


• Bill of Materials 

• Photoplot Log 

• Netlist Report 

• Placed Component Report 

• Artwork for Each Board Layer 

• Trace Segment Line Lengths 

Hard copies of the schematics and trace segment line 
lengths are provided in the following sections. ASCII 
or soft copies of all the information are available from 
Intel by requesting order number 241663, AP-481 De- 
sign Diskettes, 

8.6.1 SCHEMATICS 

Schematics for the 512 Kbyte CPU-Cache Chip Set de- 
sign example were created using ViewLogics’s Work- 
view V4.1. The schematics are 13 pages long. Both the 
Workview and the postscript files are available from 
Intel as described above. 
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PENTIUM® PROCESSOR/82496/82491 512KB MODULE 

7-1-92 
REV 2.0 


(Tied MBZT- on all 82491 to Vcc) 

(Removed series resistor on clk7 and added dummy load on clk7 at crdy pal, pin 27) 


NOTES: 

(Unless Otherwise Specified) 

1 . Capacitor values are in microfarads. 

2. Resistor values are In ohms. 

3. An following a signal name denotes negation. 

4. VCC = +5V. 

5. This document also exists on electronic media. 
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82491 Byte 3 




241576-B5 




82491 Byte 4 



241576-B6 
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8.6.2 t/0 MODEL FILES 

All electrical I/O simulations were performed using 
TLC V4.1.13 from Quad Design Technology, Inc. The 
simulations were performed at the fast and slow corners 
to verify all signal quality and flight time specifications 
are met. The files used for these simulations are avail- 
able from Intel as described above. These files include 
the topology, model, and control files needed to run the 
simulations for all nets in the optimized interface. 

8.6.3 BOARD FILES 

The board files for the design example were created 
using Allegro V4.2 from Cadence Design Systems, Inc. 
The files are available from Intel as described above. 
These files may be used to import the design example 
into a specific system design. Note: some changes to the 
layout and nets may be necessary to complete import- 
ing these files into a specific system design. 

^6.4 BILL OF MATERIALS 

The bill of materials file was created using Allegro V4.2 
from Cadence Design Systems, Inc. The file is available 
from Intel as described above. 

8.6.5 PHOTOPLOT LOG 

The photoplot log file was created using Allegro V4.2 
from Cadence Design Systems, Inc. The file is available 
from Intel as described above. 


8.6.6 NETLIST REPORT 

The netlist report was created using Allegro V4.2 from 
Cadence Design Systems, Inc. The file is available from 
Intel as described above. 

8.6.7 PLACED COMPONENT REPORT 

The placed component report was created using 
Allegro V4.2 from Cadence Design Systems, Inc. The 
file is available from Intel as described above. 


8.6.8 ARTWORK FOR EACH BOARD LAYER 

The artwork for the six board layers were created using 
Allegro V4.2 from Cadence Design Systems, Inc. The 
files are available from Intel in a Gerber format as de- 
scribed above. 


8.6.9 TRACE SEGMENT LINE LENGTHS 

Sections 8.6.9. 1 to 8. 6.9.7 list the segment line lengths 
for each net of the optimized interface. All lengths are 
provide in mils (1/1000 inch). The stubs listed in the 
following tables are associated with the pin escapes re- 
quired for the 82491s. 

The following abbreviations have been used to repre- 
sent the different devices: 

PP = Pentium processor 
CC = 82496 cache controller 
CS = 82491 cache SRAM 
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NET 

PP-Tee 

CC-Tee 

Tee-CS#5 

Tee-CS#9 

PAS 

1211 

4S98 

614.9 

634.9 

PA4 

771. S 

4403 

620.8 

634.9 

PAS 

920.1 

4402 

677.8 

637.8 

PA6 

1026 

4406 

677.8 

634.9 

PA7 

11S2 

4443 

669.1 

642 

PAS 

10S2 

4410 

663.2 

640.8 

PA9 

1122 

4449 

676.7 

606.6 

PAID 

1000 

4478 

682.6 

697.8 

PA11 

1060 

4332 

686.8 

629.9 

PA12 

1019 

4393 

686.8 

636.8 

PAIS 

1077 

4434 

697.8 

637.8 

PA14 

968.S 

4663 

689.1 

743.2 

PAIS 

12SS 

4402 

624.2 

680.8 

PA16 

1092 

4384 

697.8 

614.9 

PA17 

1186 

4396 

600.8 

602.3 

HUM# 

S67S 

4409 

430.7 

630.7 

W/R# 

S91S 

4397 

674.9 

676.6 
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NET 

CS#5- 

CS#6 

CS#6-7 

CS# 

CS#7- 

CS#8 

CS#8- 

CS#18 

CS#5^ 

CS#13 

CS#13- 

CS#14 

CS#14- 

CS#15 

CS#15- 

CS#16 

Stubs 

PAS 

1129 

961.4 

963.1 

936.6 

1122 

944.9 

936.6 

944.9 

76.0- 76.0 

PA4 

1207 

969.7 

967.3 

944.9 

1186 

959 

936.6 

964.9 

136.4- 136.4 

PAS 

1136 

961:4 

963.1 

936.6 

1146 

944.9 

936.6 

944.9 

76.0- 76.0 

PA6 

1190 

936.6 

936.6 

936.6 

1179 

936.6 

936.6 

936.6 

136.4- 136.4 

PA7 

1176 

936.6 

936.6 

936.6 

1179 

936.6 

936.6 

936.6 

76.0-76.0 

PAS 

1177 

936.6 

936.6 

936.6 

1176 

936.6 

936.6 

936.6 

136.4- 136.4 

PA9 

1217 

936.6 

936.6 

936.6 

1213 

936.6 

936.6 

936.6 

136.4- 136.4 

PA10 

1207 

936.6 

936.6 

936.6 

1208 

936.6 

936.6 

936.6 

136.4-136.4 

PA11 

1267 

936.6 

936.6 

936.6 

1261 

936.6 

936.6 

936.6 

76.0- 76.0 

PA12 

1267 

936.6 

936.6 

936.6 

1261 

936.6 

936.6 

936.6 

136.4-136.4 

PA13 

1297 

936.6 

936.6 

936.6 

1281 

936.6 

936.6 

936.6 

76.0- 76.0 

PA14 

1297 

936.6 

936.6 

936.6 

1284 

936.6 

936.6 

936.6 

136.4-136.4 

PAIS 

1317 

936.6 

936.6 

936.6 

1318 

936.6 

936.6 

936.6 

76.0- 76.0 

PA16 

1317 

936.6 

936.6 

936.6 

1316 

936.6 

936.6 

936.6 

136.4-136.4 

PA17 

1287 

1 

936.6 

936.6 

936.6 

1288 

936.6 

936.6 

936.6 

76.0-76.0 

HITM# 

1 1146 

944.9 

944.9 

964.9 

1138 

944.9 

936.6 

936.6 

96.4 -96.4 

W/R# 

1197 

976.6 

961.4 

963.1 

1193 

963.1 

936.6 

936.6 

96.4 -96.4 
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NET CC-Tee PP-Tee Tee-CS#5 Tee-CS#9 CS#9-CS#1 CS#1-CS#2 CS#2-CS#3 CS#3-CS#4 

BOFF# 2405.6 4401.9 919.7 925.8 936.6 936.6 936.6 936.6 

CS#9- CS#10- CS#11- CS#12- CS#5- CS#6- CS#7- CS#8- 

CS#10 CS#11 CS#12 CS#17 CS#6 CS# CS#8 CS#18 

BOFF# 936.6 936.6 936.6 936.6 936.6 936.6 936.6 936.6 

NET I CS#5-CS#13 I CS#13-CS#14 I CS#14-CS#15 CS#15-CS#16 Stubs 


8.G.9.2 82496 Control 


Routing Topology #3 


Cd12-1 5| 


82 4 9 1 
(Parity) 
1*3 





cd40-43| I cd36-39| I 



Pentium® 

Processor 


82 49 1 
(Parity) 
4-7 
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NET 

cc- 

CS#,1 

cc- 

CS#9 

CC- 

CS#5 

CC- 

CS#13 

CS#1- 

CS#2 

CS#2- 

CS#3 

CS#3- 

CS#4 

CS#9- 

CS#10 

BLAST# 

4225 

3085 

3089 

4186 

961.4 

967.3 

961.4 

1020 

BUS# 

4318 

3216 

3210 

4311 

936.6 

936.6 

936.6 

936.6 

MAWEA# 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 

WBA 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 

WBTYP 

4087 

2986 

2974 

4086 

936.6 

936.6 

936.6 

936.6 

WBWE 

4210 

3109 

3113 

4215 

936.6 

936.6 

936.6 

936.6 


NET 

CS# IO- 
CS# 11 

CS#11- 

CS#12 

CS#12- 

CS#17 

CS#5- 

CS#6 

CS#6- 

CS#7 

CS#7- 

CS#8 

CS#8- 

CS#18 

CS#13- 

CS#14 

BLAST# 

1011 

969.7 

969.7 

964.9 

936.6 

961.4 

944.9 

936.6 

BUS# 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 

MAWEA# 

4187 

3059 

3089 

4178 

936.6 

936.6 

936.6 

936.6 

WBA 

4846 

3748 

3680 

4845 

936.6 

936.6 

936.6 

936.6 

WBTYP 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 

WBWE 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 

936.6 


NET 

CS#14- 

CS#15 

CS#15- 

CS#16 

Stubs 

BLAST# 

936.6 


85.0-85.0 

BUS# 


||||^]^||| 

75.0-75.0 

MAWEA# 

936.6 


135.4-135.4 




75.0-75.0 


936.6 


135.4-135.4 

WBWE 

936.6 

936.6 

135.4-135.4 
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S.6.9.5 Pentium® Processor and 82496 Control, High Addresses, Pentium® Processor Data 




Routing Topology #6 
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NET 

PP-CC 

PA21 

3505.2 

PA22 

4234.7 

PA23 

3478.8 

PA24 

4011.7 

PA25 

3756.6 

PA26 

3672.9 

PA27 

3807.5 

PA28 

4963.9 

PA29 

3318.8 

PA30 

, 4535.8 

PA31 

4097.2 

BTO 

3604.5 

BT1 

2677 

BT2 

3952.2 

BT3 

3185.9 


NET 

PP-CC 

ADSC# 

3880.6 

AP 

4556.5 

CACHE# 

3798.4 

D/C# 

3647.4 

LOCK# 

4721.2 

M/IO# 

5062.1 

PCD 

3366 

PWT 

4264.2 

SCYC 

3798 

AHOLD 

4604.8 

BRDYC1 # 

3686 

EADS# 

3656.5 

INV 

4603.5 

KEN# 

4144.8 

NA# 

3770.4 

WB/WT# 

3493.3 

EWBE# 

2475 


NET 

PP-res 

res-CC 

PA18 

797.1 

2907.3 

PA19 

824.3 

3440.5 





NET 

PP-CS#5 

Stubs 

CD16 

7121.5 

135.4 

CD17 

6878.5 

135.4 

CD18 

6974.5 

75 

CD19 

7021 .5 

75 


NET 

PP-CS#11 

Stubs 

CD40 

692.8 

135.4 

CD41 

7567.4 

135.4 

CD42 

6922.3 

75 

CD43 

7613.3 

75 


NET 

PP-CS#17 

Stubs 

CPO 

7558 

135.4 

CPI 

7685.9 

135.4 

CP2 

7675.3 

75 

CP3 

7307.4 

75 



PP-CS#18 

Stubs 

jEsS 

7641.3 

135.4 




CD6 

7416.4 

75 


6946.9 

75 


NET 

PP-CS#12 

Stubs 

CD44 

7018 

95.4 


6997.1 

135.4 

CD46 

6956.1 

75 



75 


NET 

PP-CS#6 

Stubs 

CD20 

7089.3 

135.4 

CD21 

6948.1 

135.4 

CD22 

7064.9 

75 

CD23 

6927.4 

75 
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Em 

PP-CS#1 

Stubs 


6920.6 

135.4 


6964.1 

135.4 


7130.1 

75 


6910.9 

75 


ESI 

PP-CS#2 

Stubs 


7037.3 

135.4 


6869.4 

135.4 

KQH 

6925 

75 

CD7 

6886.5 

75 


NET 

PP-CS#1 

Stubs 

CD8 

6945.5 

135.4 

CD9 

7448.5 

135.4 

CD10 

7790.2 

75 

CD11 

6924.1 

75 


NET 

PP-CS#4 

Stubs 

GDI 2 

7275.6 

135.4 

GDI 3 

7344.7 

135.4 

GDI 4 

7692.1 

75 

GDI 5 

7438.1 

75 


NET 

PP-CS#7 

Stubs 

GD24 

6968.1 

107.1 


6877.9 



7040.2 

75 





NET 

PP-CS#31 

Stubs 


7688.3 



7872 

IE9 



■■ 

GD31 

7433.3 

mm 



PP-CS#9 








GD34 

7424.6 

75 

GD35 

6944.1 

75 


NET 

PP-CS#10 

Stubs 

GD36 

7343 

135.4 

GD37 

6952.2 

135.4 

CD38 

7520 

75 

CD39 

7403 

75 


NET 

PP-CS#13 

Stubs 

CD48 

6961 

135.4 




Ki5tl 

7072.2 

75 

jj^^m 

6968.3 



NET 

PP-CS#1 

Stubs 












75 


NET 

PP-CS#15 

Stubs 

GD56 

6777.1 

135.4 

CD57 

6997.1 

135.4 

GD58 

6881.1 

75 

GD59 

7130.3 

75 


NET 

PP-CS#16 

Stubs 

GD60 

6919.5 

135.4 

GD61 

6971.3 

135.4 

GD62 

7274.5 

75 

GD63 

7019.4 

75 
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Routing Topology # 7 



NET 

PP-Tee 

Tee-CS# 1 

Tee-CS# 2 

Tee-CS# 17 

Stubs 

CBEO# 

1552.2 

708.5 

707.3 

4813.3 

75.0-135.4 


NET 

PP-Tee 

Tee-CS# 3 

Tee-CS# 4 

Tee-CS# 17 

Stubs 

CBE1# 

4358.7 

545.6 

543.1 

2627.4 

75.0-75.0 


NET PP-Tee Tee-CS# 5 Tee-CS# 6 Tee-CS#17 Stubs 

CBE2# 3476.4 562.1 563.1 4330 5 75.0-135.4 
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NET 

CS#11- 

CS#12- 

CS#5- 

CS#6- 

CS#7- 

CS#8- 

CS#13- 

CS#14- 

CS#15- 

Stubs 

CS#12 

CS#17 

CS#6 

CS#7 

CS#8 

CS#18 

CS#14 

CS#15 

CS#16 

Donvr'o 

QAn 

Q40 

940 

940 

940 

940 

940 

940 

940 

85 



MCYC 

940 

940 

1047 

940 

940 

940 

940 

940 

940 

75 

WRARR# 

940 

940 

940 

940 

940 

940 

940 

940 

940 

135 

WAY 

940 

940 

940 

940 

940 

940 

940 

940 

940 

75 
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1.0 INTRODUCTION 

As the Intel Architecture evolves, with the addition of 
new generations and models of processors (8086, 8088, 
Intel 286, Intel386TM^ Intel486TM^ and Pentium® proc- 
essors), it is essential that Iptel provides an increasingly 
sophisticated means with which software can identify 
the features available on each processor. This identifica- 
tion mechanism has evolved in conjunction with the 
Intel Architecture as follows: 

• Originally, Intel published code sequences that 
could detect minor implementation differences to 
identify processor generations. 

• Later, with the advent of the Intel386 processor, 
Intel implemented processor signature identifica- 
tion, which provided the processor family, model, 
and stepping numbers to software at reset. 

• As the Intel Architecture evolved, Intel extended 
the processor signature identification into the 
CPUID instruction. The CPUID instruction not 
only provides the processor signature, but also pro- 
vides information about the features supported by 
and implemented on the Intel processor. 

The evolution of processor identification was necessary 
because, as the Intel Architecture proliferates, the com- 
piuting market must be able to tune processor function- 
ality across processor generations and models that have 
differing sets of features. Anticipating that this trend 
will continue with future processor generations, the In- 
tel Architecture implementation of the CPUID instruc- 
tion is extensible. 

This Application Note explains how to use the CPUID 
instruction in software applications, BIOS implementa- 
tions, and tools. By taking advantage of the CPUID 
instruction, software developers can create software ap- 
plications and tools that can execute compatibly across 
the widest range of Intel processor generations and 
models, past, present, and future. 


int^. 

1.1 Update Support 

New Intel processor signature and feature bits informa- 
tion can be obtained from the user’s manual, program- 
mer’s reference manual or appropriate documentation 
for a processor. In addition, Intel can provide you with 
updated aversions of the programming examples includ- 
ed in this application note; contact your Intel represent- 
ative for more information. 


2.0 DETECTING THE CPUID 
INSTRUCTION 

Intel has provided a straightforward method for detect- 
ing whether the CPUID instruction is available. This 
method uses the ID flag in bit 21 of the EFLAGS regis- 
ter. If software can change the value of this flag, the 
CPUID instruction is available. The program examples 
at the end of this Application Note show how to use the 
PUSHFD instruction to change the value of the ID 
flag. 

3.0 OUTPUTS OF THE CPUID 
INSTRUCTION 

Figure 1 summarizes the outputs of the CPUID in- 
struction. 

The CPUID instruction can be executed multiple 
times, each time with a different parameter value in the 
FAX register. The output depends on the value in the 
FAX register, as specified in Table 1. To determine the 
highest acceptable value in the FAX register, the pro- 
gram should set the FAX register parameter value to 0. 
In this case, the CPUID instruction returns the highest 
value that can be recognized in the FAX register. 
CPUID instruction execution should always use a pa- 
rameter value that is less than or equal to this highest 
returned value. Currently, the highest value recognized 
by the CPUID instruction is 1. Future processors 
might recognize higher values. 
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The processor type, specified in bits 12 and 13, indicate 
whether the processor is an original OEM processor, an 
OverDrive® processor, or is a dual processor (capable 
of being used in a dual processor sysLcin). Table 2 
shows the processor type values that can be returned in 
bits 12 and 13 of the EAX register. 


While any imitator of the Intel Architecture can pro- 
vide the CPUID instruction, no imitator can legitimate- 
ly claim that its part is a genuine Intel part. Therefore, 
the presence of the Ccnuinslnt^l i«. nn a<i<uir- 

ance that the CPUID instruction and the processor sig- 
nature are implemented as described in this document. 


3.1 Vendor-ID String 

If the EAX register contains a value of 0, the vendor 
identification string is returned in the EBX, EDX, and 
ECX registers. These registers contain the ASCII string 
Genuineintel. 



I 
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Table 1. Effects of EAX Contents on CPUID Instruction Output 


Parameter 

Outputs of CPUID 

EAX = 0 

EAX Highest value recognized 

EBX:EDX;ECX Vendor identification string 

EAX = 1 

EAX Processor signature 

EDX Feature flags 

EBXrECX <— Intel reserved (Do not use.) 

1 < EAX ^ highest value 

Currently undefined 

EAX > highest value 

EAX;EBX:ECX:EDX ^ Undefined (Do not use.) 


Table 2. Processor Type 


Bit Position 

Value 

Description 

13,12 

00 

Original OEM Processor 


01 

OverDrive® Processor 


10 

Dual Processor(i) 


11 

Intel reserved (Do not use.) 


NOTE: 

1. Not applicable to Intel386 and Intel486 processors. 

3.2 Processor Signature 

Beginning with the Intel386 processor family, the 
processor signature has been available at reset. With 
processors that implement the CPUID instruction, the 
processor signature is available both upon reset and 
upon execution of the CPUID instruction. Figure 1 
shows the format of the signature for the Intel486 and 
Pentium processor families. Table 3 shows the values 
that are currently defined. (The high-order 18 bits are 
undefined and reserved.) 


Older versions of Intel486 SX, Intel486 DX and 
IntelDX2 processors do not support the CPUID in- 
struction. Therefore, the processor signature is only 
available upon reset for these processors. Refer to the 
programming examples at the end of this Application 
Note to determine which processors support the 
CPUID instruction. 

On Intel386 processors, the format of the processor sig- 
nature is somewhat different, as Figure 2 shows. Table 
4 gives the current values. 


2-1514 


I 





AP-485 



Table 3. lntel 486 'rM and Pentium® Processor Signatures 


Family 

Model 

Stepping(i) 

Description 

r\ -4 r\r\ 
\J I \J\J 

CCCC Ci^c! 

y.y-y 

IntolAPiftTM nx Processors 

0100 

0010 

xxxx 

Intel486 SX Processors 

0100 

0011 

xxxx 

lntel487TM Processors(2) 

0100 

0011 

xxxx 

lntelDX 2 TM and Intel DX2 OverDrive® Processors 

0100 

0100 

xxxx 

Intel486 SL Processor(2) 

0100 

0101 

xxxx 

lntelSX2TM Processors 

0100 

0111 

xxxx 

Write-Back Enhanced lntelDX2 Processors 

0100 

1000 

xxxx 

lntelDX4TM and lntelDX4 OverDrive Processors 

0101 

0001 

xxxx 

Pentium® Processors (510X60, 567X66) 

0101 

0010 

xxxx 

Pentium Processors (735X90, 815X100) 

0101 

0011 

xxxx 

Pentium OverDrive Processors 

0101 

0101 

xxxx 

Reserved for Pentium OverDrive Processor for Intel DX4 
Processor 

0101 

0010 

xxxx 

Reserved for Pentium OverDrive Processor for Pentium Processor 
(510X60, 567X66) 

0101 

0100 

xxxx 

Reserved for Pentium OverDrive Processor for Pentium Processor 
(735X90, 815X100) 


NOTES: 

1. Intel releases information about stepping numbers as needed. 

2. This processor does not implement the CPUID Instruction. 



Table 4. lntel386TM Processor Signatures 


Model 

Family 

Major 

Stepping 

Minor 

Stepplng(i) 

Description 

0000 

0011 

0000 

xxxx 

lntel 386 TM dX Processor 

0010 

0011 

0000 

xxxx 

Intel386 SX Processor 

0010 

0011 

0000 

xxxx 

Intel386 CX Processor 

0010 

0011 

0000 

xxxx 

Intel386 EX Processor 

0100 

0011 

0000 and 0001 

xxxx 

Intel386 SL Prpcessor 

0000 

0011 

0100 

xxxx 

RAPIDCADTM Coprocessor 


NOTE: 

1. Intel releases information about minor stepping numbers as needed. 

I 
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3.3 Feature Flags 

When a value of 1 is placed in the EAX register, the 
CPUID instruction loads the EDX register with the 
feature flags. The feature flags indicate which features 
the processor supports. A value of 1 in a feature flag 
can indicate that a feature is either supported or not 
supported, depending on the implementation of the 
CPUID instruction for a specific processor. Table 5 
lists the currently defined feature flag values. For 


future processors, refer to the programmer’s reference 
manual, user’s manual, or the appropriate documenta- 
tion for the latest feature flag values. 

Developers should use the feature flags in applications 
to determine which processor features are supported. 
By using the CPUID feature flags to predetermine 
processor features, software can detect and avoid in- 
compatibilities that could result if the features are not 
present. 


Table 5. Feature Flag Values 


Bit 

Name 

Description When Flag = 1 

Comments 

0 

FPU 

Floating-Point Unit On-Chip 

The processor contains an FPU that supports the 
Intel387 floating-point instruction set. 

1 

VME 

Virtual Mode Extension 

The processor supports extensions to virtual-8086 
mode. 

20) 



(See note) 

3 

PSE 

Page Size Extension 

The processor supports 4-Mbyte pages. 

4-60) 



(See note) 

7 

MCE 

Machine Check 

Exception 18 is defined for Pentium processor style 
machine checks, including CR4.MCE for controlling the 
feature. This feature does not define the model-specifip 
implementation of the machine-check error logging 
reporting and processor shutdowns. Machine-check 
exception handlers may have to depend on processor 
version to do model-specific processing of the 
exception or test for the presence of the standard 
machine-check feature. 

8 

CX8 

CMPXCHG8B 

The 8-byte (64-bit) compare and exchange instructions 
is supported (implicitly locked and atomic). 

9 

APIC 

On-Chip APIC 

i 

Indicates that an integrated APIC is present and 
hardware enabled. (Software disabling does not affect 
this bit.) 

10-310) 



(See note) 


NOTE: 

1. Some non-essential information regarding Intel486 and Pentium processors is considered Intel confidential and proprie- 
tary and is not documented in this publication. This information is provided in the Supplement to me Pentium® Processor 
User’s Manual and is available with the appropriate non-disclosure agreements in place. Contact Intel Corporation for 
details. 
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4.0 USAGE GUIDELINES 

This document presents Intel-recommended feature- 
deieciion meiriud^. laortwmc miuuIu nul i-u idciitify 
features by exploiting programming tricks, undocu- 
mented features, or otherwise deviating from the guide- 
lines presented in this Application Note. The following 
is a list of guidelines that can help programmers main- 
tain the widest range of compatibility for their software. 

• Do not depend on the absence of an invalid opcode 
trap on the CPUID opcode to detect CPUID. Do 
not depend on the absence of an invalid opcode trap 
on the PUSHED opcode to detect a 32-bit proces- 
sor. Test the ID flag, as described in Section 2.0 and 
shown in Section 6.0. 

• Do not assume that a given family or model has any 
specific feature. For example, do not assume that, 
because the family value is 5 (Pentium processor), 
there must be a floating-point unit on-chip. Use the 
feature flags for this determination. 

• Do not assume that the features in the OverDrive 
processors are the same as those in the OEM version 
of the processor. Internal caches and instruction ex- 
ecution might vary. 

• Do not use undocumented features of a processor to 
identify steppings or features. For example, the In- 
tel386 processor A-step had bit instructions that 
were withdrawn with B-step. Some software at- 
tempted to execute these instructions and depended 
on the invalid-opcode exception as a signal that it 
was not running on the A-step part. This software 
failed to word correctly when the Intel486 processor 
used the same opcodes for different instructions. 
That software should have used the stepping infor- 
mation in the processor signature. 

• Do not assume that a value of 1 in a feature flag ind 
icates that a given feature is present, even though 
that is the case in the first models of the Pentium 
processor in which the CPUID instruction is imple- 
mented. For some feature flags that might be de- 
fined in the future, a value of 1 can indicate that the 
corresponding feature is not present. 

• Programmers should test feature flags individually 
and not make assumptions about undefined bits. It 
would be a mistake, for example, to test the FPU bit 
by comparing the feature register to a binary 1 with 
a compare instruction. 


• Do not assume that the clock of a given family or 

model runs at a specific frequency and do not write 
clock-dependent code, such as timing loops. For in- 
stance, an O'^'CrDri'"^ Uf/>r»£»co/A»* at a 

higher internal frequency and still report the same 
family and/or model. Instead, use the system’s tim- 
ers to measure elapsed time. 

• Processor model-specific registers may differ among 
processors, including in various models of the Penti- 
um processor. Do not use these registers unless iden- 
tified for the installed processor. 


5.0 BIOS RECOGNITION FOR INTEL 
OVERDRIVE® PROCESSORS 


A system’s BIOS will typically identify the processor in 
the system and initialize the hardware accordingly. In 
many cases, the BIOS identifies the processor by read- 
ing the processor signature, comparing it to known sig- 
natures, and, upon finding a match, executing the cor- 
responding hardware initialization code. 



The Pentium OverDrive processor is designed to be an 
upgrade to any Intel486 family processor. Because 
there are significant operational differences between 
these two processor families, processor misidentiflca- 
tion can cause system failures or diminished perform- 
ance. Major differences between the Intel486 processor 
and the Pentium OverDrive processor include the type 
of on-chip cache supported (write-back or write- 
through), cache organization and cache size. The Over- 
Drive processor also has an enhanced floating point 
unit and System Management Mode (SMM) that may 
not exist in the OEM processor. Inability to recognize 
these features causes problems like those described be- 
low. 


In many BIOS implementations, the BIOS reads the 
processor signature at reset and compares it to known 
values. If the OverDrive processor’s signature is not 
among the known values, a match will not occur and 
the OverDrive processor will not be identified. Often 
the BIOS will drop out of the search and initialize the 
hardware based on a default case such as initializing the 
chipset for an Intel486 SX processor. Following are two 
common examples of system failures and how to avoid 
them. 


I 
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Example 1 

If (for the Pentium OverDrive processor) the system’s 
hardware is configured to enable the write-back cache 
but the BIOS fails to detect the Pentium OverDrive 
processor signature, the BIOS may incorrectly cause 
the chipset to support a write-through processor cache. 
This results in a data incoherency problem with the bus 
masters. When a bus master accesses a memory loca- 
tion (which was also in the processor’s cache in a modi- 
fied state), the processor will alert the chipset to allow 
it to update this data in memory. But the chipset is not 
programmed for such an event and the bus master in- 
stead receives stale data. This usually results in a sys- 
tem failure. 


Example 2 

If the BIOS does not recognize the OverDrive proces- 
sor’s signature and defaults to an Intel486 SX proces- 
sor, the BIOS can incorrectly program the chipset to 
ignore, or improperly route, the assertion of the floating 
point error signaled by the processor. The result is that 
floating point errors will be improperly handled by the 
Pentium OverDrive processor. The BIOS may also 
completely disable math exception handling in the 
OverDrive processor. This can cause installation errors 
in applications that require hardware support for float- 
ing point instructions. 


Hence, when programming or modifying a BIOS, be 
aware of the impact of future OverDrive processors. 
Intel recommends that you include processor signa- 
tures for the OverDrive processors in BIOS identifica- 
tion routines to eliminate diminished performance or 
system failures. The recommendations in this applica- 
tion note can help a BIOS maintain compatibility 
across a wide range of processor generations and mod- 
els. 


6.0 PROPER IDENTIFICATION 
SEQUENCE 

The cpuid3a.asm program example demonstrates 
the correct use of the CPUID instruction. (See Exam- 
ple 1.) It also shows how to identify earlier processor 
generations that do not implement the processor signa- 
ture or CPUID instruction. This program example con- 
tains the following two procedures: 

• get«cpu..type identifies the processor type. Fig- 
ure 3 illustrates the flow of this procedure. 

• get.fpu.type determines the type of floating- 
point unit (FPU) or math coprocessor (MCP). 

This procedure has been tested with 8086, 80286, 
Intel386, Intel486, and Pentium processors. This pro- 
gram example is written in assembly language and is 
suitable for inclusion in a run-time library, or as system 
calls in operating systems. 
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7 0 USAGE PROGRAM EXAMPLE assembly language and demonstrates an application 

that displays the returned information in the DOS envi- 
The cpuid3b.asm and cpuid3b,c program exam- ronment. The cpuid3b.c example is written in the C 

pies demonstrate applications that call get.cpu. language. (See Examples 2 and 3.) 

type and get ^fpu_ type procedures and interpret 

the returned information. The results, which are dis- Figure 4 presents an overview of the relationship be- 

played on the monitor, identify the installed processor tween the three program examples, 

and features. The cpuid3b. asm example is written 



Figure 4. Flow of Processor Identification Extraction Procedures 
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Example 1. Processor Identification Extraction Procedure 


i? ixename : 




Copyright 1993, 1994 by Intel Corp . 

This program has been developed by Intel Corporation. You 
have Intel ' s permission to incorporate this source code into 
your product, royalty free. Intel has intellectual property 
rights which it may assert if another manufacturer's processor 
mis-identif ies itself as being "GenuineIntel " when the CPUID 
instruction is executed. 

Intel specifically disclaims all warranties, express or 
implied, and all liability, including consequential and other 
indirect damages, for the use of this code, including 
liability for infringement of any proprietary rights, and 
including the warranties of merchantability and fitness for a 
particular purpose. Intel does not assume any responsibility 
for any errors which may appear in this code nor any 
responsibility to update it. 

This code contains two procedures; 

_get_cpu_type : Identifies processor type in _cpu_type : 
0=8086/8088 processor 
2=Intel 286 processor 
3=Intel386 (TM) family processor 
4=Intel486 (TM) family processor 
5=Pentium® family processor 

_get_f pu_type : Identifies FPU type in _f pu_type : 

0=FPU not present 
1=FPU present 

2=287 present (only if _cpu_type=3 ) 

3=387 present (only if _cpu_type=3) 

This program has been tested with the MASM assembler. 

This code correctly detects the current Intel 8086/8088, 

80286, 80386, 80486, and Pentium® processors in the 
real -address mode . 

To assemble this code with TASM, add the JUMPS directive, 
iumps ; Uncomment this line for TASM 


TITLE cpuid3a.asm 
DOSSEG 

.model small 


CPU ID MACRO 
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public _get_cpu_type 
_get_cpu_type proc 

; This procedure determines the type of processor in a system 

; and sets the _cpu_type variable with the appropriate 

; value. If the CPUID instruction is available, it is used 

; to determine more specific details about the processor. 

; All registers are used by this procedure, none are preserved. 

; To avoid AC faults, the AM bit in CRO must not be set. 

; Intel 8086 processor check 

; Bits 12-15 of the FLAGS register are always set on the 

; 8086 processor. 


check_8086 : 

pushf ; push original FLAGS 

pop ax ; get original FLAGS 

mov cx, ax ; save original FLAGS 

and ax, Offfh ; clear bits 12-15 in FLAGS 

241618-6 
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push 

ax 


/ 

save new FLAGS value on stack 


popf 



/ 

replace current FLAGS value 


pusnr 



/ 

get. new FLAGS 


pop 

ax 


/ 

store new FLAGS in AX 


and 

ax, OfOOOh 


/ 

if bits 12-15 are set, then 


cmp 

ax, OfOOOh 


/ 

processor is an 8086/8088 


mov 

_cpu_type , 0 


/ 

turn on 8086/8088 flag 


je 

end_cpu__typ e 


/ 

jump if processor is 8086/8088 

• 

Intel 286 processor 

check 


; 

Bits 12- 

15 of the FLAGS 

register are always clear on the 

/ 

Intel 286 processor 

in real -address mode. 


.286 





check_ 

.80286: 






or 

cx, OfOOOh 


; 

try to set bits 12-15 


push 

cx 


; 

save new FLAGS value on stack 


popf 



/ 

replace current FLAGS value 


pushf 



; 

get new FLAGS 


pop 

ax 


/ 

store new FLAGS in AX 


and 

ax, OfOOOh 


; 

if bits 12-15 are clear 


mov 

_cpu_type , 2 


; 

processor=80286 , turn on 80286 flag 


jz 

end_cpu_typ e 



if no bits set, processor is 80286 

/ 

Intel386 

processor check 


/ 

The AC bit, bit #18, 

is 

a 

new bit introduced in the EFLAGS 

/ 

register 

on the Intel486 

processor to generate alignment 

/ 

faults . 





/ 

This bit 

cannot be set on 

the Intel386 processor. 


.386 



/ 

it is safe to use 386 instructions 

check_ 

80386: 






pushfd 



; 

push original EFLAGS 


pop 

eax 


; 

get original EFLAGS 


mov 

ecx, eax 


; 

save original EFLAGS 


xor 

eax, 40000h 


; 

flip AC bit in EFLAGS 


push 

eax 


; 

save new EFLAGS value on stack 


popfd 



; 

replace current EFLAGS value 


pushfd 



/ 

get new EFLAGS 


pop 

eax 


; 

store new EFLAGS in EAX 


xor 

eax, ecx 


/ 

can't toggle AC bit, processor=80386 


mov 

__cpu_type , 3 


; 

turn on 80386 processor flag 


jz 

end_cpu_typ e 



jump if 80386 processor 


push 

ecx 





popfd 



/ 

restore AC bit in EFLAGS first 

/ 

Intel486 

processor check 



/ 

Checking 

for ability 

to 

set/clear ID flag (Bit 21) in EFLAGS 

/ 

which indicates the presence of a processor with the CPUID 
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; instruction. 


.486 



check_80486: 



mov 

__cpu_type , 4 

turn on 80486 processor flag 

mov 

4ax, ecx 

get original EFLAGS 

xor 

eax, 200000h 

flip ID bit in EFLAGS 

push 

eax 

save new EFLAGS value on stack 

popf d 


replace current EFLAGS value 

pushfd 


get new EFLAGS 

pop 

eax 

store new EFLAGS in EAX 

xor 

eax, ecx 

can't toggle ID bit. 

je 

end__cpu_typ e 

processor=80486 

; Execute 

CPUID instruction to determine vendor, family. 

; model , 

stepping and features. For the purpose of this 

; code, only the initial set of CPUID information is saved. 

mov 

__cpuid__flag, 1 

flag indicating use of CPUID inst . 

push 

ebx 

save registers 

push 

esi 


push 

edi 


mov 

eax, 0 

set up for CPUID instruction 

CPU_ID 


get and save vendor ID 

mov 

dword ptr _vendor_id, ebx 

mov 

dword ptr __vendor_id [ + 4 ] , edx 

mov 

dword ptr _vendor_id [ +8 ] , ecx 

mov 

si , ds 


mov 

es , si 


mov 

si, offset _vendor_id 

mov 

di, offset intel. 


mov 

cx, 12 

should be length intel_id 

cld 


set direction flag 

repe 

cmpsb 

compare vendor ID to "Genuineintel" 

jne 

end_cpuid_type 

if not equal, not an Intel processor 

mov 

_intel_CPU, 1 

indicate an Intel processor 

cmp 

eax, 1 

make sure 1 is valid input for CPUID 

jl 

end_cpuid_typ e 

; if not, jump to end 

mov 

eax, 1 


CPU_ID 


; get family /model /stepping/features 

mov 

__cpu__signature, eax 

mov 

_f eatures_ebX/ ebx 

mov 

_f eatures_edx, edx 

mov 

_f eatures_ecx, ecx 

shr 

eax, 8 

; isolate family 
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and 

eax, Ofh 


mov 

_cpu_type / al ; 

set _cpu_type with family 

end_cpui d_type 



pop 

edi ; 

restore registers 

pop 

esi 


pop 

ebx 


.8086 



end_cpu_type : 



ret 



_get_cpu_type 

endp 



public 

_get_fpu_type 


_get_fpu_type 

proc 


; This procedure determines 

the type of FPU in a system 

; and sets the __fpu_type variable with the appropriate value. 

; All registers are used by 

this procedure, none are preserved. 

; Coprocessor check 


; The algorithm is to determine whether the floating-point 

; status 

and control words are present. If not, no 

; coprocessor exists. If the status and control words can 

; be saved, the correct coprocessor is then determined 

; depending on the processor type. The Intel386 processor can 

; work with either an Intel287 NDP or an Intel387 NDP. 

; The infinity of the coprocessor must be checked to determine 

; the correct coprocessor type. 

fninit 

/ 

reset FP status word 

mov 

fp— status, 5a5ah; 

initialize temp word to non-zero 

fnstsw 

fp_status ; 

save FP status word 

mov 

ax, fp_status ; 

check FP status word 

cmp 

al , 0 

was correct status written 

mov 

_f pu_type , 0 ; 

no FPU present 

jne 

end_fpu_type 


check_control_word : 


fnstcw 

fp_status ; 

save FP control word 

mov 

ax, fp_status ; 

check FP control word 

and 

ax, 103 fh 

selected parts to examine 

cmp 

ax , 3 f h ; 

was control word correct 

mov 

_f pu_type , 0 


jne 

end__fpu_type ; 

incorrect control word, no FPU 

mov 

_f pu_type , 1 


; 80287/80387 check for the 

Intel386 processor 
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check_inf inity : 



cmp 

_cpu_type , 3 


jne 

end_fpu_type 


fldl 


; must use default control from FNINIT 

fldz 


; form infinity 

fdiv 


; 8087/Intel287 NDP say +inf = -inf 

fid 

St 

; form negative infinity 

fchs 


; Intel387 NDP says +inf <> -inf 

fcompp 


; see if they are the same 

fstsw 

fp_status 

; look at status from FCOMPP 

mov 

ax, fp_status 


mov 

pu_type , 2 

; store Intel287 NDP for FPU type 

sahf 


; see if infinities matched 

jz 

end_ f pu_ typ e 

; jump if 8087 or Intel287 is present 

mov 

end„f pu_type : 
ret 

_f pu_type , 3 

; store Intel387 NDP for FPU type 

__get_fpu__type 

end 

endp 
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Example 2 . Processor Identification Procedure in Assembly Language 


Filename: cpuidSb.asm 

Copyright 1993, 1994 by Intel Corp. 

This program has been developed by Intel Corporation. You 
have Intel ' s permission to incorporate this source code into 
your product, royalty free. Intel has intellectual property 
rights which it may assert if another manufacturer's processor 
mis-identif ies itself as being "Genuineintel " when the CPUID 
instruction is executed. 

Intel specifically disclaims all warranties, express or 
implied, and all liability, including consequential and other 
indirect damages, for the use of this code, including 
liability for infringement of any proprietary rights, and 
including the warranties of merchantability and fitness for a 
particular purpose. Intel does not assume any responsibility 
for any errors which may appear in this code nor any 
responsibility to update it. 

This program contains three parts : 

Part 1: Identifies processor type in the variable _cpu__type : 

Part 2: Identifies FPU type in the variable _fpu__type: 

Part 3: Prints out the appropriate message. This part is 
specific to the DOS environment and uses the DOS 
system calls to print out the messages. 

This program has been tested with the MASM assembler. 

If this code is assembled with no options specified and linked 
with the cpuid3a.asm module, it correctly identifies the 
current Intel 8086/8088, 80286, 80386, 80486, and Pentium(tm) 
processors in the real-address mode. 

To assemble this code with TASM, add the JUMPS directive, 
jumps ; Uncomment this line for TASM 


TITLE cpuid 
DOSSEG 

.model small 
.stack 10 Oh 


cpuid3b . asm 


.data 

extrn 

extrn 

extrn 


_cpu__type : byte 
_f pu_type : byte 
_cpuid_flag: byte 
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extrn 

_intel_CPU; byte 

extrn 

_vendor_i d : by t e 

extrn 

_cpu__signature : 

: dword 

extrn 

_f eatures_ecx : 

dword 

extrn 

_f eatures_edx : 

dword 

extrn 

_f eatuf‘es_ebx : 

dword 


The purpose of this code is to identify the processor and 
coprocessor that is currently in the system. The program 
first determines the processor type. Then it determines 
whether a coprocessor exists in the system. If a 
coprocessor or integrated coprocessor exists, the program 
identifies the coprocessor type. The program then prints 
the processor and floating point processors present and type. 


. code 



.8086 



mov 

ax, @data 


mov 

ds , ax 

; set segment register 

mov 

es , ax 

; set segment register 

and 

sp, not 3 

; align stack to avoid AC fault 

call 

_get__cpu_type 

; determine processor type 

call 

— g e t_f pu_ typ e 


call 

print 


mov 

ax, 4c00h 

; terminate program 

int 

21h 



extrn _get_cpu_type : proc 

extrn _get__f pu__type : proc 


FPU_FLAG 

equ 

OOOlh 

VME_FLAG 

equ 

0002h 

PSE_FLAG 

equ 

0008h 

MCE_FLAG 

equ 

0080h 

CMPXCHG8B_FLAG 

equ 

OlOOh 

APIC^FLAG 

equ 

0200h 

.data 

id_msg 

db 

"This system has a$" 

cp_error 

db 

"n unknown processor$" 

cp_8086 

db 

"n 8086/8088 processor$ 

cp_2 8 6 

db 

"n 80286 processor $" 
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cp_386 

db 

"n 80386 processor$" 

cp_486 

db 

"n 80486DX, 8U48bDX2 processor ox 


db 

" 80487SX math coprocessor$ " 

cp_486sx 

db 

"n 80486SX processor$" 

fp_8087 

db 

" and an 8087 math coprocessor$ “ 

fp_287 

db 

" and an 80287 math coprocessor$ " 

fp_387 

db 

" and an 80387 math coprocessor $ " 

intel486_msg 

db 

" Genuine Intel486 (TM) processor$" 

intel486dx_msg 

db 

" Genuine Intel486 (TM) DX processor$" 

intel486sx_msg 

db 

" Genuine Intel486 (TM) SX processor$" 

inteldx2_msg 

db 

" Genuine IntelDX2 (TM) processor$" 

intelsx2_msg 

db 

" Genuine IntelSX2 (TM) processor$” 

inteldx4_msg 

db 

" Genuine IntelDX4 (TM) processor$" 

inteldx2wb_msg 

db 

" Genuine Write-Back Enhanced" 


db 

" IntelDX2(TM) processor$" 

pentium_msg 

db 

" Genuine Intel Pentium® processor$" 

unknown_ms g 

db 

"n unknown Genuine Intel processor$" 

; The following 

16 

entries must stay intact as an array 

intel_486_0 

dw 

offset intel486dx_msg 

intel_486_l 

dw 

offset intel486dx_msg 

intel_486_2 

dw 

offset intel486sx_msg 

intel_486_3 

dw 

offset inteldx2_msg 

intel_486_4 

dw 

offset intel486_msg 

intel_486_5 

dw 

offset intelsx2_msg 

intel_486_6 

dw 

offset intel486_msg 

intel_486_7 

dw 

offset inteldx2wb_msg 

intel_486_8 

dw 

offset inteldx4_msg 

intel_486_9 

dw 

offset intel486_msg 

intel_486_a 

dw 

offset intel486_msg 

intel_486_b 

dw 

offset intel486_msg 

intel_486_c 

dw 

offset intel486_msg 

intel_486_d 

dw 

offset intel486_msg 

intel_486_e 

dw 

offset intel486_msg 

intel_486_f 
; end of array 

dw 

offset intel486_msg 

family_msg 

db 

13 , 10 Processor Family: $" 

model_msg 

db 

13,10, "Model: $" 

s t epp i ng_ms g 

db 

13 , 10 ," Stepping: " 

cr_lf 

db 

13,10, "$" 

turbo_msg 

db 

13, 10, "The processor is an OverDrive®" 


db 

" processor$" 

dp_msg 

db 

13,10, "The processor is the upgrade processor" 


db 

" in a dual processor system$" 

fpu_msg 

db 

13, 10, "The processor contains an on-chip FPU$ " 
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mce_jT\sg 

db 

13/10/ "The processor supports Machine Check" 


db 

" Exceptions$" 

cmp_msg 

db 

13/ 10 /"The processor supports the CMPXCHG8B" 


db 

" ins true tion$" 

vme_msg 

db 

13,10/ "The processor supports Virtual Mode" 


db 

" Extensions$" 

pse_msg 

db 

13,10/ "The processor supports Page Size" 


db 

" Extensions$ " 

apic_msg 

db 

13,10/ "The processor contains an on-chip" 


db 

" APIC$" 

not_intel 

db 

"t least an 80486 processor. " 


db 

13,10, "It does not contain a Genuine Intel" 


db 

" part and as a result, the" , 13 , 10 , "CPUID" 


db 

" detection information cannot be determined" 


db 

" at this time.$" 

ASC_MSG MACRO 

msg 


LOCAL 

ascii_ 

done ; local label 

add 

al/ 30h 

cmp 

al, 39h ; is it 0-9? 

jle 

ascii_ 

done 

add 

al/ 07h 

ascii_done : 



mov 

byte ptr msg [20]/ al 

mov 

dX/ offset msg 

mov 

ah/ 9h 


int 

21h 


ENDM 



. code 



.8086 



print proc 



; This procedure 

prints the appropriate epuid string and 

; niameric 

processor presence status. If the CPUID instruction 

; was used/ this 

procedure prints out the CPUID info. 

; All registers 

are used by this procedure, none are preserved. 

mov 

dX/ offset id_msg ; print initial message 

mov 

ah/ 9h 


int 

21h 


cmp 

_cpuid 

_flag, 1 /• if set to 1, processor 



; supports CPUID instruction 

je 

print__ 

cpuid_data ; print detailed CPUID info 

print_86 : 



cmp 

_cpu__type / 0 

jne 

print_ 

286 
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mov 

dx, offset cp_8086 


rriov 

ah, 9h 


int 

21h 


cmp 

_f pu_type , 0 


je 

end_print 


mov 

dx, offset fp_8087 


mov 

ah, 9h 


int 

21h 


jmp 

end__print 


print_286 : 

cmp 

_cpu_type , 2 


jne 

print_386 


mov 

dx, offset cp_286 


mov 

ah, 9h 


int 

21h 


cmp 

_f pu_type , 0 


je 

end__print 


print_287 ; 

mov 

dx, offset fp_287 


mov 

ah, 9h 


int 

21h 


jmp 

end_print 


print_386 : 

cmp 

_cpu_type , 3 


jne 

print_486 


mov 

dx, offset cp_386 


mov 

ah, 9h 


int 

21h 


cmp 

_f pu_type , 0 


je 

end__print 


cmp 

_f pu_type , 2 


je 

print_287 


mov 

dx, offset fp_387 


mov 

ah, 9h 


int 

21h 


jmp 

end_print 


print_486 : 

cmp 

_cpu_type , 4 


jne 

print_unknown 

; Intel processors will have 

mov 

dx, offset cp_486sx 

; CPUID instruction 

cmp 

_f pu_type , 0 


je 

print_486sx 


mov 

dx, offset cp_486 


print_486sx: 

mov 

ah, 9h 


int 

21h 


jmp 

end_print 
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print_unknown : 





mov 

dX/ offset cp_error 




jmp 

print_486sx 




print__cpuid_data : 




.486 





cmp 

__intel_CPU, 1 

; check 

for genuine 

Intel 

jne 

no t__Genui ne In t e 1 

; processor 


print_4 8 6_type : 





cmp 

_cpu_type / 4 

; if 4 / 

print 80486 

processor 

jne 

pr in t__p en t i um_typ e 




mov 

aX/ word ptr _cpu_signature 



shr 

aX/ 4 




and 

eaX/ Ofh 

; isolate model 


mov 

dx , intel_4 8 6_0 [ eax*2 ] 




jmp 

print_common 




print_pentium_type : 




cmp 

__cpu_type / 5 

if 5/ 

print Pentium processor 

jne 

pr in t_unkno wn_typ e 




mov 

dX/ offset pentium__msg 




jmp 

print_common 




print__unknown__type : 




mov 

dX/ offset unknown_msg 

; if neither, print 

unknown 

print_common : 





mov 

ah/ 9h 




int 

21h 




; print family/ 

model/ and stepping 




print_family : 





mov 

al / _cpu_type 




ASCJASG 

family_msg 

; print 

family msg 


print_model : 





mov 

aX/ word ptr _cpu__signature 



shr 

aX/ 4 




and 

al/ Ofh 




ASCJASG 

model_msg 

; print 

model msg 


print_s tapping : 





mov 

aX/ word ptr _cpu__signature 



and 

al/ Ofh 




ASC_MSG 

s t epp i ng_ms g 

; print 

stepping msg 

print_upgrade : 





mov 

aX/ word ptr _cpu_signature 



test 

aX/ 100 Oh 

; check 

for turbo upgrade 

jz 

check_dp 
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mov 

dx. 

offset turbo_msg 





mov 

ah, 

9h 





int 

^in 






jmp 

pr int_f eatures 




check. 

-dp: 







test 

ax, 

2000h 

; check 

for 

dual processor 


jz 

pr int_f eatures 





mov 

dx. 

offset dp_msg 





mov 

ah. 

9h 





int 

21h 





print. 

,f eatures : 







mov 

ax. 

word ptr _features. 

_edx 




and 

ax. 

FPU_FLAG 

; check 

for 

FPU 


jz 

check_MCE 





mov 

dx. 

offset fpu_msg 





mov 

ah. 

9h 





int 

21h 





check. 

,MCE: 







mov 

ax. 

word ptr _features. 

_edx 




and 

ax. 

MCE_FLAG 

; check 

for 

MCE 


jz 

check_CMPXCHG8B 





mov 

dx. 

offset mce_msg 





mov 

ah. 

9h 





int 

21h 





check. 

_CMPXCHG8B 







mov 

ax. 

word ptr _f eatures. 

_edx 




and 

ax. 

CMPXCHG8B_FLAG 

; check 

for 

CMPXCHG8B 


jz 

check_VME 





mov 

dx. 

offset cmp_msg 





mov 

ah. 

9h 





int 

21h 





check. 

_VME: 







mov 

ax. 

word ptr __f eatures. 

_edx 




and 

ax. 

VME_FLAG 

; check 

for 

VME 


jz 

check_PSE 





mov 

dx. 

offset vme_msg 





mov 

ah. 

9h 





int 

21h 





check. 

,PSE : 







mov 

ax. 

word ptr _f eatures. 

_edx 




and 

ax. 

PSE_FLAG 

; check 

for 

PSE 


jz 

check_APIC 





mov 

dx. 

offset pse_msg 





mov 

ah. 

9h 
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int^. 


int 

21h 

check__APIC : 

mov 

ax, word ptr eatures__edx 

and 

ax, APIC_FLAG ; check for APIC 

jz 

end print 

mov 

dx, offset apicjmsg 

mov 

ah, 9h 

int 

21h 

jmp 

end_print 

not^Genuinelntel : 

mov 

dx, offset not__intel 

mov 

ah, 9h 

int 

21h 

end_jprint : 

mov 

dx, offset cr_lf 

mov 

ah, 9h 

int 

21h 

ret 

print endp 

end 

start 

241618-18 


2-1534 


I 





AP-485 


Example 3. Processor Identification Procedure in the C Language 


/* Filename; cpuidSb.c */ 
/* Copyright 1994 by Intel Corp . */ 
/* */ 
/* This program has been developed by Intel Corporation. You */ 
/* have Intel's permission to incorporate this source code into */ 
/* your product, royalty free. Intel has intellectual property */ 
/* rights which it may assert if another manufacturer's processor*/ 
/* mis~identif ies itself as being "Genuineintel" when the CPUID */ 
/* instruction is executed. */ 
/* */ 
/* Intel specifically disclaims all warranties, express or */ 
/* implied, and all liability, including consequential and other */ 
/* indirect damages, for the use of this code, including */ 
/* liability for infringement of any proprietary rights, and */ 
/* including the warranties of merchantability and fitness for a */ 
/* particular purpose. Intel does not assume any responsibility */ 
/* for any errors which may appear in this code nor any */ 
/* responsibility to update it. */ 
/* */ 
/* This program contains three parts: */ 
/* Part 1: Identifies CPU type in the variable _cpu_type: */ 
/* */ 
/* Part 2: Identifies FPU type in the variable _fpu_type: */ 
/* */ 
/* Part 3: Prints out the appropriate message. */ 
/* */ 
/* This program has been tested with the Microsoft C compiler. */ 
/* If this code is compiled with no options specified and linked */ 
/* with the cpuidSa.asm module, it correctly identifies the */ 
/* current Intel 8086/8088, 80286, 80386, 80486, and */ 
/* Pentium (tm) processors in the real-address mode. */ 

#define FPU_FLAG 0x0001 
#define VME_FLAG 0x0002 
#define PSE_FLAG 0x0008 
#define MCE_FLAG 0x0080 
#define CMPXCHG8B_FLAG 0x0100 
#define APIC FLAG 0x0200 


extern char cpu_type; 
extern char fpu_type; 
extern char cpuid_flag; 
extern char intel__CPU; 
extern char vendor_id[12 ] ; 
extern long cpu__signature ; 
extern long f eatures_ecx; 
extern long f eatures__edx; 
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print f ( '"This system has a'*); 
if (cpuid^flag == 0) { 

switch (cpu_type) { 
case 0 : 

printfC'n 8086/8088 processor"); 

if (fpu^type) printf ( " and an 8087 math coprocessor"); 
break; 
case 2 : 

printfC'n 80286 processor"); 

if (fpu__type) printf ( " and an 80287 math coprocessor"); 
break ; 
case 3 : 

printfC'n 80386 processor"); 
if (fpu_type == 2) 

printf (" and an 80287 math coprocessor" ) ; 
else if (fpu_type) 

printf (" and an 80387 math coprocessor"); 
break; 
case 4 : 

if (fpu_type) printf ("n 80486DX, 80486DX2 processor or \ 
80487SX math coprocessor"); 

else printfC'n 80486SX processor"); 
break; 
default: 

printfC'n unknown processor"); 

} 

} else { 

/* using cpuid instruction */ 
if (intel_CPU) { 

if (cpu_type == 4) { 

switch ( (cpu__signature>>4) &0xf ) { 

case 0 : 
case 1 : 

printf (" Genuine Intel486 (TM) DX processor"); 
break ; 
case 2 : 

.printf {" Genuine Intel486 (TM) SX processor"); 
break ; 
case 3 : 

printf { " Genuine IntelDX2(TM) processor"); 
break ; 
case 4 : 

printf ( " Genuine Intel486 (TM) processor" ) ; 

241618-20 
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break; 
case 5 : 

printf { " Genuine IntelSX2 (TM) processor"); 
break ; 
case 7 : 

printf ( " Genuine Write-Back Enhanced \ 

IntelDX2 (TM) processor" ) ; 

break ; 
case 8 : 

printf ( " Genuine IntelDX4(TM) processor"); 
break ; 
default : 

printf ( " Genuine Intel486 (TM) processor"); 

} 

} else if (cpu_type == 5) 

printf { " Genuine Intel Pentium® processor"); 

else 

printf { "n unknown Genuine Intel processor"); 

printf (" \nProcessor Family: %X", cpu_type) ; 

printf { " \nModel : %X " , ( cpu_signature»4 ) &0xf ) ; 

printf {" \nStepping : %X\n", cpu_signature&Oxf) ; 

if (cpu_signature & 0x1000) 

printf (" \nThe processor is an OverDrive® upgrade 
\processor " ) ; 

else if (cpu_signature & 0x2000) 

printf (" \nThe processor is the upgrade processor \ 
in a dual processor system" ) ; 

if (features_edx & FPU_FLAG) 

printf (" \nThe processor contains an on-chip FPU"); 

if { f eatures_edx & MCE_FLAG) 

printf ( " \nThe processor supports Machine Check \ 

Exceptions " ) ; 

if ( f eatures_edx & CMPXCHG8B_FLAG) 

printf { " \nThe processor supports the CMPXCHG8B \ 

instruction" ) ; 

if ( f eatures_edx & VME_FLAG) 

printf ( " \nThe processor supports Virtual Mode \ 

Extensions " ) ; 

if (features_edx & PSE_FLAG) 

printf {" \nThe processor supports Page Size \ 

Extensions") ; 

if ( feature s__edx & APIC__FLAG) 

printf (" \nThe processor contains an on-chip APIC"); 

} else { 

printf ("t least an 80486 processor . \nlt does not \ 
contain a Genuine Intel part and as a result, the\nCPUID detection \ 
information cannot be determined at this time."); 


printf { " \n" ] 
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1.0. INTRODUCTION 

As the mobile market segment has closed the gap to 
desktop performance with equivalent notebook per- 
formance, the challenges to the system designer have 
increased tremendously. As the performance require- 
ments have increased, so have the power consumption 
requirements. This results in the need for careful atten- 
tion to thermal design to mitigate the potentially higher 
temperature within the system, to power supply designs 
which can supply the higher current needs, and to good 
power management design to extend battery life to an 
acceptable level. The focus of this application note is 
the power supply design considerations. 

With the addition of the Pentium® processor with 
Voltage Reduction Technology to the processor road- 
map, Intel is able to offer the higher performance level 
of a 90-MHz Pentium processor at a lower power con- 
sumption level than the Pentium processor 
610\75 MHz. This allows the Pentium processor 
notebook designs to migrate to a higher performance 
Pentium processor without requiring major changes to 
existing designs. This allows the Pentium processor 
to migrate into the subnotebook market, which requires 
lower power consumption processors as well. The Pen- 
tium processor with Voltage Reduction Technology 
achieves lower processor power consumption by lower- 
ing the core voltage required by the processor while 
maintaining compatibility to existing I/O and memory 
through a separate 3.3 volt supply. The major advan- 
tage provided by this splitting of processor voltage re- 
quirements is that existing Pentium processor thermal 
designs will accept the higher performance while re- 
quiring minimal or no thermal changes. 

The notebook design areas affected by the splitting of 
processor voltages are in the design of power supplies, 
the layout of printed circuit boards and the type, quali- 
ty and quantity of capacitive decoupling provided at the 
processor. This application note will discuss these areas 
and make Recommendations to allow the designer to 
minimize the changes to existing designs. This note 
does not address platform issues such as chip set sup- 
port, graphics controllers and memory improvements 
needed to support the faster 60-MHz bus of the Penti- 
um processor 90/60 MHz. 

This application note was written for mobile system 
designers planning to migrate from Pentium processor 
610\75 MHz designs to the Pentium processor with 
Voltage Reduction Technology designs. It is assumed 
that the reader is familiar with the documents listed in 
the reference section. It is highly recommended that 


these be read and understood before using the informa- 
tion in this note since this application note builds on the 
foundation created by these reports. Section 2 defines 
the differences between the Pentium processor 
610\75 MHz and Pentium processor with Voltage Re- 
duction Technology and outlines the areas to be aware 
of while designing a system for a Pentium processor 
with Voltage Reduction Technology. Section 3 discuss- 
es power supply design considerations resulting from 
split voltage requirements between the core and I/O 
logic. Section 4 discusses the power plane design con- 
siderations associated with printed circuit board devel- 
opment for the Pentium processor with Voltage Reduc- 
tion Technology. Section 5 discusses the requirements 
for bulk and high frequency decoupling at the processor 
for both the core and I/O logic. Section 6 summarizes 
the results of empirical measurements of V^c tolerance 
using the capacitance values recommended in Section 
5.0. 

The data presented in this application note reflects stud- 
ies on a selected system. It is recommended that the fol- 
lowing information be used as a starting point for de- 
signing a Pentium processor with Voltage Reduction 
Technology system and that measurements be made on 
individual systems to ensure a robust design. 



2.0. DIFFERENCES BETWEEN 
PENTIUM® PROCESSOR 
610X75 MHZ AND PENTIUM 
PROCESSOR WITH VOLTAGE 
REDUCTION TECHNOLOGY 

The architecture and internal features of the Pentium 
processor with Voltage Reduction Technology are iden- 
tical to the Pentium processor 610\75 MHz, thereby 
maintaining hardware and software compatibility. The 
Pentium processor with Voltage Reduction Technology 
is offered in two versions, 75/50 and 90/60 MHz where 
the Pentium processor 610\75 MHz was only available 
in 75/50 MHz version. The Pentium processor with 
Voltage Reduction Technology will use the same pack- 
aging, Tape Carrier Package (TCP), used for the Penti- 
um processor 610\75 MHz as well as the SPG A pack- 
age. Experience gained in the manufacture of the Penti- 
um processor 610\75 MHz TCP designs can be applied 
to a Pentium processor with Voltage Reduction Tech- 
nology design. 

The Pentium processor with Voltage Reduction Tech- 
nology lowers processor power requirements by lower- 
ing the voltage required by the core logic of the 
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processor. This results in an approximately 20 percent 
savings in power over the Pentium processor 
610\75 MHz at the same frequency. The Pentium proc- 
essor with Voltage Reduction Technology also sepa- 
rates the voltage required (Vqc) core functions (2.9 
volts) and that required for I/O functions (3.3 volts). 
The Pentium processor with Voltage Reduction Tech- 
nology maintains the same V^c tolerance as required 
on the Pentium processor 610\75 MHz for both the 
core Vcc as well as I/O Vcc- 

The separation of the processor voltages puts new re- 
quirements on the power supply design, layout of PCBs 
and decoupling requirements at the processor. These 
areas will be covered in the next sections. 

As processors migrate to lower and lower core voltages, 
it is important that power supply designs take into ac- 
count this trend and provide flexibility in design to han- 
dle these future voltages. This will minimize changes 
required in the future. 

3.0. POWER SUPPLY DESIGN 
CONSIDERATIONS 

With the separation of V^c between the processor core 
logic and I/O logic, an additional voltage regulator is 


required to supply the 2.9 volts required by the core. 
The load handling capability of this regulator will sup- 
port the majority of the processor requirements 
(approximately 90 percent of total current) while the 
processor load handling requirement on the 3.3 volt 
regulator drops to approximately 10 percent of the 
total processor current requirement. 

The designer can choose between two types of regula- 
tors to implement the required core voltage. Section 3.2 
discusses the use of commonly available switching and 
linear regulators from Linear Technology Corporation 
and Maxim Integrated Products to supply this voltage. 
Regulators from other power supply vendors are also 
available. 


3.1 Power Supply Current 
Requirements 

The power supply current specifications are shown in 
the table below. This value should be used for power 
supply design. It was determined using a worst-case 
instruction mix and V^c mV. Power supply 

transient response and decoupling capacitors must be 
sufficient to handle the instantaneous current charges 
occurring during transitions from stop clock to full ac- 
tive modes. 


Table 1. Pentium® Processor with Voltage Reduction Technology 


Maximum Power Supply Current Specifications 



Pentium® Processor 
75 MHz 

Pentium Processor 
90 MHz 

2.9 Volt Max Icc2 

2096 mA 

2515 mA 

3.3 Volt Max Icc3 

265 mA 

318 mA 
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3.2 Voltage Regulator Options 

To supply the additional voltage required for the core, 
designers have a choice of adding a linear or switching 
regulator to their design and regulating down from the 
battery output voltage. These two power supply regula- 
tors yield different ranges of efficiency. A linear regula- 
tor is much like a voltage divider which steps down the 
input voltage to a specified output level (e.g., from 12V 
or 5V to 2.9V). The maximum efficiency offered by a 
5V to 2.9V linear regulator is 58 percent, as shown by 
the following equation: 


Efficiency = 


Vqut 

V|N 


X 100 


2.9V 

5.0V 


X 100 


= 58% 


In this case, the remaining 42 percent is dissipated as 
heat. A switching regulator, however, generates an out- 
put voltage by pulsing the input voltage through a 
MOSFET switch and an inductor. Since there are no 
voltage divider-type losses as in a linear regulator and 
the AC switching losses are small, there is much less 
dissipated heat. Switching regulators commonly offer 


up to 95 percent efficiency. For this reason, it is recom- 
mended that a switching regulator be used to generate 
the 2.9 volt requirement of the core. 

There are trade-offs for the increased efficiency. 
Switching regulators have a larger component count 
than linear regulators and also a higher cost. However, 
the efficiency of the switching regulator with its mini- 
mum power loss makes it more ideal for the mobile 
application. 

A switching regulator and associated support compo- 
nents require approximately 1.5 square inches of board 
space to implement. The maximum current supplied by 
any design will depend on the supporting components 
used in the design. Most manufacturers supply a refer- 
ence design to make the design process as easy as possi- 


In providing the voltage source for the processor core, 
the power supply should be designed to provide this 
output by adding an additional regulator in parallel 
with the existing 3.3 volt source as indicated in Figure 
la. This will ensure the 2.9 volt regulator will not be 
affected by any inefficiencies in a previous regulation 
stage. Figure lb is an example of an inefficient design 
since a cumulative effect results from the inefficiency of 
the 3.3 volt source being supplied to the input of the 
2.9 volt regulator. 



Figure 1. Examples of 2.9 and 3.3 Volt Regulators Connected in Parallei and in Series 
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Linear Technology Corporation and Maxim Integrated 
Products offer switching regulators that can be de- 
signed into power supplies meeting the maximum cur- 
rent and Vcc tolerance specifications of a Pentium 
processor mobile system (see Appendix C for vendor 
information). Other solutions may also be available 
from additional power supply vendors. 


4.0. PCB LAYOUT CONSIDERATIONS 

In most Pentium processor system board designs, the 
3.3 volts for the processor is supplied on the board 
through a dedicated layer. With the requirement for a 
new 2.9 volt supply for the processor, it is not necessary 
to add a completely new power supply layer to the cir- 
cuit board. It is possible to create a 2.9 volt “island” 
around the processor in the existing 3.3 volt power 


plane. The “island” needs to be large enough to include 
the processor, the required power supply decoupling 
capacitance (see Section 5.0), and the necessary connec- 
tions to the 2.9 volt source. The power supply regulator 
should be physically close to the processor. 

Figure 2 is an example of a TCP power plane which 
contains several power islands. A large core voltage is- 
land surrounds the TCP package completely on three 
sides and partially on a fourth. The remainder of the 
fourth side provides access to I/O voltage pins for cre- 
ating an I/O voltage island. Similar techniques can be 
used on SPGA packages as well. 

The 2.9 volt voltage source, along with the desired 
amount of bulk and high frequency capacitance, should 
be located close to the processor to minimize induc- 
tance due to trace length. Trace widths should be kept 
as wide as possible to provide maximum current capa- 
bility with minimal inductance. 
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5.0. PROCESSOR CAPACITIVE 
DECOUPLING 

Processor power supply decoupling is critical for reli- 
able operation. There are two areas that the designer 
needs to address; high frequency decoupling resulting 
from small current changes in very fast transition peri- 
ods (1-10 nS) and lower frequency decoupling result- 
ing from large current changes in fast transition periods 
(50-300 nS). 

The Pentium® Processor 610\75 MHz Power Supply 
Considerations for Mobile Systems application note in- 
dicates that the processor experiences rapid current 
changes transitioning between active operation and low 
power operation (Auto Halt Powerdown mode or 
STOP Grant state). These transitions occur in less than 
100 nS with as much as 2.0 A in current change. Even 
during active operation, large current changes can oc- 
cur from clock cycle to clock cycle, depending on the 
instruction mix of the application being executed. 
These rapid current changes result in large load chang- 
es to the power supply. When such load transients oc- 
cur, current must be supplied from the power supply 
decoupling capacitors, since the power supply cannot 
change its output current instantly. Negative transients 
(voltage droop) occur when current load increases, 
while positive transients (voltage surges) occur when 
load current decreases. 

The response time of a switching regulator power sup- 
ply to a large transient current is limited by the value of 
the energy storing inductor, and is typically on the 


order of 10 juts or less. Adequate bulk capacitance, lo- 
cated as close as possible to the processor, is needed to 
provide current until the power supply can respond to 
the change in load. Capacitors with low ESR and ESL 
values are required to keep the processor supply voltage 
within the V^c tolerance spec. Suggestions for the type 
and quantity of bulk decoupling capacitors to be used 
are provided in Section 5.1. The voltage transients 
caused by the rapid transitions between active and low 
power modes are additive to any DC voltage drops be- 
tween the power supply regulator and the processor. 
Minimizing board level DC drops provides more mar- 
gin for transient effects. This can be accomplished by 
using short, wide power traces to minimize resistance 
and inductance. 


Due to the high internal speed of the processor and 
rapid transitions on the external bus, high frequency 
decoupling is also required. High frequency capacitors 
connected between the power and ground planes near 
the processor are required to filter these high frequency 
components of noise. Section 5.2 provides recommen- 
dations for the type and quantity of high frequency de- 
coupling capacitors to be used. 



5.1 Bulk Decoupling 

As pointed out in Section 5.0, bulk decoupling is re- 
quired with the Pentium processor, since the processor 
switches between normal and low power states very 
quickly, causing large instantaneous current changes. 
The resulting power supply voltage transient is illus- 
trated in Figure 3. 
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The voltage initially drops as the current encounters 
the decoupling capacitor’s equivalent series resistance 
(ESR) and further undershoots by a voltage equal to 
the decoupling capacitor’s equivalent series inductance 
(ESL) times the rate of change of current (di/dt). Then 
as the decoupling capacitor discharges, the power sup- 
ply voltage droops until the power supply regulator re- 
acts and is able to supply the full processor current. 
Since the processor is now active, high frequency noise 
also appears on the waveform. The system then settles 
to the initial voltage regulator setting, offset by any DC 
voltage drop. The total voltage dip must not exceed the 
voltage tolerance spec. 

Part of the voltage tolerance specification is consumed 
by regulator tolerance (±2 percent), high frequency 
noise and any board level DC drops. The remaining 
amount is available to handle the processor active/low 
power transitions. Allocating about V 2 of this amount 
for the ESR drop and the other V 2 for the ESL under- 
shoot and capacitive droop results in reasonable re- 
quired values of ESR and ESL. If we allow too much 
for ESR, then the budget for ESL becomes prohibitive. 

The following examples show how to determine the re- 
quired component values, using a 60/40 ratio for ESR 
to capacitive droop. The solution can be fine-tuned to 
meet design requirements by adjusting the ratio be- 
tween ESR and capacitive droop. 

Core Supply Example 

Power source: Lithium ion battery, 5.5 volts. 

Switching regulator: 300 KHz, Vin = 5.5 volts, 

Vout = 2.9 volts, 

buck inductor L = 7.5 juH 

A I = (Max active Ice ~ Stop Giant Ice*) for core 
Vec pins 

= 1.95 amps Pentium® Processor 90 MHz with 
Voltage Reduction Technology 


= 1.78 amps Pentium Processor 75 MHz with 
Voltage Reduction Technology 

AT = Regulator response time (AI = 1.95 amps, 

L = 7.5 jLtH) == 7 jixs 

AV = Voltage budget for AI 

= Vec tolerance specification (165 mV) - 
Regulator tolerance (2 percent) - 
high frequency noise (20 mV)* 

= 165 mV - 2.9V x (0.02) - 20 mV = 87 mV 

= AVesr + AVcapDROOP 

* Adequately decoupled high frequency noise measures 
about 40 mV peak-to-peak. 

Assume that the board DC drop is negligible. 

Maximum allowable ESR: 

ESRmax = AVesr / AI 

Bulk decoupling can be calculated as: 

CmIN = (AI X AT) / AVcapdROOP 

Allocating 60 percent of AV for ESR effects (AV^sr 
= (0.6) X 87 mV, AVcapdroop = (0.4) x 87 mV) 
gives the following results: 

ESRmax ~ 0.027 ohm 

Cmin = 392 ixf 

Note the low ESR value required for this application. 
This will require multiple low ESR capacitors in paral- 
lel to achieve this value. In this example, 4 x 100 jixF / 
0.1 ohm ESR capacitors will satisfy both maximum 
ESR and minimum bulk decoupling requirements. 
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This has now ensured that the maximum power supply 
voltage droop will not exceed the processor voltage tol- 
erance specification for transitions between active and 
Stop Grant states. An additional factor that must also 
be comprehended is the inductive undershoot resulting 
from the rapid rate of current change times the ESL of 
the decoupling capacitors. As the processor resumes ac- 
tivity, there are many large, instantaneous demands for 
power supply current as the various internal circuits 
start switching. There is a need to ensure that the re- 
sulting change in power supply voltage remains within 
limits. Since this inductive voltage effect is additive to 
the ESR drop, its magnitude must be less than or equal 
to the capacitive droop. 

Maximum allowable ESL: 

ESLmax = (AVesl X AT) / A1 


where 

AVesl ” voltage drop across the capacitor due to par- 
asitic inductance 

AI = current change within a specified DT 
AT = period in which current changes 

A current slew rate of 40 mA / nS will be used for this 
calculation. With 40 percent of the previously calculat- 
ed 87 mV budget as the maximum allowed value for 
DV, an overall ESL of less than or equal to 0.87 nH is 
needed. 

ESLmax = (0-4) X 87 mV / (40 mA / nS) = 0.87 nH 

Surface mount capacitors with short lead lengths are 
available with an ESL value of 2 nH. Since four capaci- 
tors in parallel are needed to achieve the required over- 
all ESR value, using these 2 nH ESL capacitors will 
result in an overall value of 0.5 nH, and will meet the 
overall requirement with margin left over for any addi- 
tional inductance due to board traces. 

I/O Supply Example 

Switching regulator: 300 KHz, Vin = 5.5 volts, 

Vout = 3.3 volts, 

buck inductor L = 7.5 jutH 

A I = lO supply current 

= 318 mA Pentium® Processor 90 MHz with 
Voltage Reduction Technology 


= 265 mA Pentium Processor 75 MHz with Volt- 
age Reduction Technology 

AT = Regulator response time 

(AI = 318 mA, L = 7.5 uH) = 3.0 juLS 

AV = Voltage budget for AI 

= Vcc tolerance specification (165 mV) - 
Regulator tolerance (2 percent) - 
high frequency noise (20 mV)* 

= 165 mV - 3.3V x (0.02) - 20 mV = 79 mV 
^^ESR + ^VcapDROOP 


* High frequency noise (about 40 mV peak-to-peak) 
from other devices on the 3.3 volt supply. Assume that 
the board DC drop is negligible. 


NOTE: 

This calculation is for the Pentium processor I/O sup- 
ply bulk decoupling only. Other high power compo- 
nents, including the L2 cache, may require additional 
bulk decoupling to meet voltage tolerance specs for 
transitions between active and Stop Grant states. 



Maximum allowable ESR: 


ESRmAX = ^VesR ! AI 

Minimum bulk decoupling: 

CmIN = (AI x AT) / AVcapDROOP 

Allocating 60 percent of AV for ESR effects (AVesr 
= (0.6) X 79 mV, AVcapdroop = (0.4) x 79 mV) 
gives the following results: 

ESRmax ” 0.150 ohm CmIN ~ 30 jaF 

Again, please note the significance of low ESR. Use a 
33 jixF / 0.15 ohm ESR capacitor. 

The current transients associated with I/O pin switch- 
ing are small relative to the processor core and also 
much faster. Small, high frequency capacitors are need- 
ed to handle these current demands. The bulk decou- 
pling capacitor is less important in this respect, and so 
there is no specific calculation of required ESL. Re- 
gardless, low ESL (short lead, surface mount, ESL = 
2 nH) capacitors are recommended for I/O supply bulk 
decoupling. 
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Table 2. Pentium® Processor with Voltage Reduction Technology Bulk Decoupling Estimates 

(300-KHz Regulator) 



Pentium® Processor 
75 MHz 

Pentium Processor 
90 MHz 

2.9 Volt Core Decoupling 

4x 100 jixF / 0.1 Qhm 
ESR / 2 nH ESL 

4x 100 jixF / 0.1 ohm 
ESR / 2 nH ESL 

3.3 Volt I/O Decoupling 

33 jxF / 0.15 ohm 
ESR / 2 nH ESL 

33 ixF / 0.15 ohm 
ESR / 2 nH ESL 


5.2 High Frequency Decoupling 

High frequency decoupling is also critical for reliable 
operation. High frequency transients can be minimized 
by the use of multiple 1.0 jmF and 0.01 jllF bypass ca- 
pacitors. Ceramic high frequency capacitors have the 
best high frequency performance and should be placed 
as close as possible to the processor between the proces- 
sor power and ground pins. As a first approximation it 
is recommended that in a Pentium processor with volt- 
age reduction technology design, the number of high 
frequency capacitors to be used should be equivalent to 
the number of capacitors used in a Pentium processor 
610\75 MHz design. These capacitors should be split 
between the core Vcc and I/O Vcc- 

In the testing to be described in the next section, it was 
found that using eight ceramic capacitors on the core 
Vcc and eight ceramic capacitors on the I/O provided 
adequate high frequency decoupling to maintain Vcc 
tolerance limits. 


6.0. EXPERIMENTAL VERIFICATION 
OF CAPACITANCE ESTIMATES 

A 90-MHz Pentium processor was used to verify the 
performance of the processor bulk capacitance recom- 
mendations. The 2.9V to the core was supplied by a 
300-KHz switching regulator, and the 3.3V was sup- 
plied to the I/O by another 300-KHz switching regula- 
tor. 

The method of measuring worst-case transients used 
for the experiments required the assertion of the 
STPCLK# input pin. Mobile chip sets provide support 
for STPCLK# control through programming a register 
which toggles STPCLK#. Oscilloscope probes were 
connected to STPCLK#, Vcc2 (core Vcc)» 

(I/O Vcc) and STPCLK# was used as the trigger 
source. 


Since the STPCLK# pin is toggled through the chip 
set hardware or by using a pulse generator connected to 
processor STPCLK# pin, additional software can be 
executed by the processor to produce high load condi- 
tions. DOS Edit with menu pulldown is an example of 
code which causes steady state high power consump- 
tion by the processor (about 5.1W for the Pentium 
processor 90 MHz, depending on the system configura- 
tion). DOS Edit was used for these experiments. A 
high-power, FPU-intensive code loop can also be ac- 
quired from Intel (contact your local Intel sales repre- 
sentative) which will provide similar results. It should 
be noted that in making a measurement, sufficient time 
should be allowed to elapse before the power state is 
toggled. For example, a 300-KHz switching regulator 
typically takes about 7 /xs to respond to a load change. 
If the power state is toggled before 7 jixs, the overall 
response of the regulator cannot be viewed since the 
regulator has not had adequate time to respond. 

The following discussions cover three different configu- 
rations of decoupling/filtering capacitance applied 
around the core and I/O Vcc of the Pentium 
processor on the daughter card. The first of these traces 
(Figure 4 below) illustrates the results from the recom- 
mended capacitance configuration and shows the over- 
all pattern of STPCLK # used to drive the experiments. 

The middle signal in Figure 4 is the I/O Vcc the 
upper signal is the core Vcc- Note that the core voltage 
increases by 80 mV to 90 mV in the STPCLK# active 
(low) region, since the current drawn is greatly re- 
duced, and thus so are the voltage drops along the pow- 
er buses. (In our experimental setup, we had greater 
resistance in the power busses than recommended for 
production systems, and thus larger DC offsets between 
the power states.) Also as expected, the noise level on 
the Vcc is reduced in the STPCLK# active re- 
gion, especially for the core Vcc» since the core activity 
is essentially turned off and most of the noise on the 
core Vcc pii’^s is generated inside the processor itself. 
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Figure 4. Example of Adequate Bulk Decoupling Capacitance for Core and 
High Frequency Capacitance 


Using the recommended capacitance: Vcc is about 50 mV, which is also well within the 

Bulk capacitors: core: 4 - 100 uF, I/O: 1- 47 uF I’S mV tolerance (I/O Vcc tolerance - I/O regulator 

tolerance). (Note that in a production model, more 
High frequency capacitor: core: 6-0.1 p,F, 2 - guardband would be obtained by reducing the DC off- 
0.01 fiF, I/O: 2-0.1 p,F, 6 - 0.01 fxF between the power states.) 

The example system always operates within Vcc sped- pigures 5 and 6 illustrate the transition into and out of 

fications and always works reliably. The largest vana- ^^e Stop Grant state with a finer time resolution. The 

tion from core Vcc minimum to maximum (peak-to- 200 ns will allow viewing undershoot and 

peak variation, including the DC offset) is about overshoot if they occur. The pictures show that using 

1 50 mV peak-to-peak, which is well within the 2 14 mV ^j^g recommended capacitive decoupling, there is no sig- 

tolerance (core Vcc tolerance - core regulator toler- nificant Vcc overshoot when STPCLK# is asserted or 

ance). The largest peak-to-peak variation in the I/O undershoot when it is deasserted. 
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Figure 5. Example of Adequate Bulk Decoupling Capacitance for Core and I/O Vcc Entering Stop Grant 



Figure 6. Example of Adequate Bulk Decoupling Capacitance for Core and I/O Vcc Exiting Stop Grant 
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Figure 7. Example of No Bulk Decoupling Capacitance for Core and I/O Vcc Exiting Stop Grant 


Using only high frequency filter capacitors: 

Bulk Capacitors: 0; Standard high frequency filter 
Capacitors 

Frequent large violations of specifications were ob- 
served on both I/O and core V^cs. Figure 7 shows 
sizable ringing in the Vcc values after the processor 
enters the Stop Grant state with a peak-to-peak range 
of 210 mV on Vcc core, and about 65 mV on Vcc I/O. 
As expected, there is a severe droop in the core Vcc 
due to the lack of bulk capacitors to handle the abrupt 
change in load and the voltage tolerance specification is 
violated. The picture also illustrates the importance of 


the bulk decoupling for the core Vcc» where the largest 
load transients occur. Note also that although these ex- 
periments were done with no bulk capacitors added to 
the processor card, there was still capacitance in the 
power supply, small capacitance from loads and board 
effects, and a total of 0.88 jaF from the high frequency 
capacitors. 

Using no high frequency filter capacitors, with recom- 
mended bulk capacitors: 

Bulk Capacitors: 400 julF core; 47 jaF I/O. High 

frequency Capacitors: None 
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Figure 8. Exampie of No High Frequency Decoupling Capacitance 
for Core and I/O Vcc Exiting Stop Grant 


A high magnitude of high frequency noise was observed 
on both the core and I/O Vcc- Figure 8 shows almost 
300 mV of peak-to-peak noise on the I/O Vcc» and 
about 125 mV of peak-to-peak noise on the core Vcc- 
In this case, the system does not meet the voltage toler- 
ance specifications and is not stable. 

The data presented in this application note reflects stud- 
ies on a selected system. It is recommended that the fol- 
lowing information be used as a starting point for doing 
a Pentium processor with voltage reduction technology 
system and that measurements be made on individual 
systems to ensure a robust design. 

7.0. SUMMARY 

With the addition of the Pentium processor 90 MHz to 
the microprocessors a designer has to choose from, ad- 
ditional design issues must be addressed. The separa- 
tion of core and I/O voltages requires the use of an 
additional regulator to supply the 2.9 volt requirement 
of the core. This in turn requires the separation of pow- 
er planes on the system board or daughter card. Appro- 
priate decoupling of the core Vcc nnd I/O Vcc is 


also required to ensure the Vcc tolerance specifications 
are met. 

Using power islands for core Vcc Vcc offer 

the designer an option to avoid using an additional 
power plane for the system board or daughter card. 
There are switching regulator controllers commercially 
available which can be used to design power supplies to 
source the worst case current for the Pentium processor 
with Voltage Reduction Technology. Transients during 
large current changes can be overcome by using ade- 
quate bulk decoupling capacitance. Additional high fre- 
quency decoupling will help reduce high frequency 
noise to an acceptable level. It is recommended that the 
bulk and high frequency capacitance estimates provid- 
ed in this note, be used as a starting point for selecting 
the correct amount of decoupling used in a Pentium 
processor with Voltage Reduction Technology. It is 
further recommended that the Vcc tolerance for both 
core and I/O be verified through the use of applications 
(such as DOS Edit, and I/O intensive benchmarks) 
which provide a worst case operational scenario. This 
will ensure that the final design will meet Vcc toler- 
ance specifications. 
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APPENDIX A 

EXPERIMENTAL PLATFORM 


All measurement data and oscilloscope traces were taken on the following platform/test equipment: 

Neptune 82430 PCI Evaluation System 
TCP-to-SPGA Converter Nehemiah Card 
300-KHz Switching Regulator Power Supply 
Tektronix TLS216 Logic Scope (16 Channel, 2 Hz) 

Tektronix Pulse Generator PG2011 


2 


I 


2-1553 


AP-519 



APPENDIX B 
REFERENCES 

PentiumTM Processor at iCompTM Index 610\75 MHz (Order Number 242323) t 

PentiumTM Processor (610\75) Power Supply Considerations for Mobile Systems Application Note, 

(Order Number 242415) 

APS 17 PentiumTM Processor (610\75) Power Consumption Application Note, (Order Number 242416) 

APSIS PentiumTM Processor (610\7S) TCP System Thermal Design Application Note, (Order Number 242414) 
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APPENDIX C 

VENDORS PROVIDING VOLTAGE REGULATORS AND 

CAPACITORS 


The list below is meant to be representative only, and does not include all vendors of a particular type. Intel has not 
tested all of the components listed below and cannot guarantee that these components will meet every PC manufac- 
turers specific requirements. 

Voltage Regulators: 


Linear Technology Corporation 
1630 McCarthy Blvd. 

Milpitas, CA 95035-7487 
Tel. (408) 432-1900 

Maxim Integrated Products 
120 San Gabriel Drive 
Sunnyvale, CA 94086 
Tel. (408) 737-7600 

Decoupling Capacitors: 

AVX Corporation TPSE Series 
Myrtle Beach, South Carolina 29577 USA 

KEMET Electronics Corporation T Series 
P.O.Box 5928 

Greenville, South Carolina 29606 USA 
Tel. (803) 963-6348 

Nichicon (American) Corporation PL Series 
927 East State Parkway, 

Schaumburg, Illinois 60173 USA 

Sanyo Video Components OS-CON Series 
2001 Sanyo Ave. 

San Diego, California 92073 USA 
Tel. (619) 661-6835 
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1.0. tNTRODUCTION 

This document describes two sample Pentium® 
processor 82498/82493 layouts. The 82498 cache 
controller and the 82493 cache SRAM are second-level 
cache components which are optimized, both 
electrically and functionally, for use with the Pentium 
processor (735\90, 815M00, 1000M20, 1110\133). In 
order to achieve maximum performance from a 
Pentium processor 82498/82493 configuration, system 
designers must tune the placement and routing of the 
components on their board. This document provides 
information about sample layouts which have already 
been simulated. The sample layouts described in this 
document may be used as a starting point for designing 
a Pentium processor 82498/82493 layout. The theories 
and simulation methods required to create an optimized 
Pentium processor 82498/82493 design are contained 
in a separate application note, Designing with the 
Pentium® Processor, 82496 Cache Controller and 
82491 Cache SRAM CPU-Cache Chip Set, AP-481 
(Order Number 241576). Please reference the 
previously mentioned application note for all necessary 
background information since this document is 
designed to be used in conjunction with AP-481. 

Note that the Pentium processor 82498/82493 1 -Mbyte 
layout is intended to be extremely similar in placement 
and topology to the Pentium processor 82496/82491 
256K layout as long as flight time requirements are 
met. Simulation data indicates that only a minimal 
amount of tuning should be required. The Pentium 
processor (735\90, 815M00, 1000M20, 1110\133) 
82498/82493 2-Mbyte layout is a new and improved 
design which is more compact than the Pentium 
processor 82496/82491 512K layout. The 2- Mbyte 
layout utilizes standard board design methods that were 
not used in the 1 -Mbyte layout. For instance variable 
trace widths are used to decrease impedance in line 
lengths, thereby decreasing signal flight times. Both 
layouts include a revised pinout and split plane for 
mixed voltage operation. New simulations are required 
for all topologies in both the 1 and 2-Mbyte Pentium 
processor 82498/82493 layouts. 

2.0. INTERFACE PARAMETERS 

The 82498/82493 Cache Chip Set has been designed to 
take advantage of the high performance available from 
the 66-MHz bus frequency. In addition, it has been 
designed to obtain this performance without severely 
adding to the complexity of the system design. These 
benefits are accomplished by dividing the chip set into 
two interfaces. The first is the External Interface which 
is the interface between the CPU-Cache core and the 
rest of the system. It consists of the memory bus and 


the memory bus controller. This interface has been 
designed to operate at a fraction of the CPU’s 
frequency or asynchronous to the CPU. These options 
simplify the system design by minimizing the portions 
that must deal with the high frequency signals. The 
second interface is the Optimized Interface which is 
between the Pentium processor (735\90, 815M00, 
1000M20, 1110\133) and the 82498 cache controller 
and 82493 cache SRAM. This interface is tuned for the 
known configuration options of the chip set and 
includes specially designed input and output buffers 
optimized for the defined electrical environment of 
each signal path. 

AC parameters must be taken into account due to the 
fact that Optimized Interface must be tuned for each 
design. The purpose of this chapter is to give a brief 
description of the AC specifications of the chip set 
which were taken into account when designing the 
External and Optimized Interfaces of the examples 
contained in this document. Once again, if more 
information is desired please refer to the application 
note, Designing with the Pentium® Processor, 82496 
Cache Controller and 82491 Cache SRAM CPU-Cache 
Chip Set, AP-481. It contains details on how to 
measure the various AC parameters of a design. In 
addition, it has information on I/O buffer models, high 
frequency design considerations, and chip set layout 
design. 

To obtain the AC/DC specifications and flight times 
for the chip set, please refer to the Pentium® Family 
Developer's Manual Volume 2: 82496/82497/82498 
Cache Controller and 82491/82492/82493 Cache 
SRAM (Order Number 241429). 


2.1. External Interface 

The External Interface is the interface between the 
CPU-Cache core and the rest of the system. It consists 
of the memory bus and the memory bus controller. 
This interface has been designed so that it can operate 
at a fraction of the CPU’s frequency or asynchronous 
to the CPU. These options simplify the system design 
by minimizing the portions that must deal with the high 
frequency signals. 

The specifications for the external interface are defined 
to allow system designers to connect the CPU and 
Cache components to other devices (ASICs, PLDs, 
memory, etc.). The external interface signal 
specifications are the more traditional output valid 
delay and flight time and input setup and hold time. In 
addition, I/O buffer models have been provided as a 
tool to assist system designers. 
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2.1 .1 . OUTPUT VALID DELAY AND FUGHT 
TIME 

Output valid delay is the amount of time it takes the 
signal to transition referenced from the clock edge. The 
maximum output valid delay is the earliest point in 
time that the signal can be assumed valid at the pin of 
the device. This timing is referenced from the clock 
edge and is measured at 1.5 volts as illustrated in 
Figure 1. 

NOTE 

This specification is defined assuming Cl = 0 
pF; therefore, system designers must account 
for all delay added by the signal traveling to the 
receiving device. 

The maximum output valid delay is used by system 
designers to perform a worst case timing analysis to 
ensure that setup times are met at receiving devices. 

The minimum output valid delay is the earliest time 
data will begin transition after the clock edge. This 
timing is also referenced from the clock edge and is 
measured at 1.5 volts as illustrated in Figure 1. 

The minimum output valid delay is used by system 
designers to perform a worst case timing analysis to 
ensure that hold times are met at receiving devices. In 
addition, on I/O or tri-state pins, it is used to ensure no 
bus contention exists due to multiple devices driving 
the bus simultaneously. 


The maximum output flight time is the amount of time 
it takes to propagate a signal that was driven in the 
previous clock. This timing is also referenced from the 
clock edge and is illustrated in Figure 2. Note that the 
minimum valid delay determines how long data from 
the previous clock remains valid as shown in Figure 2. 

2.1 .2. INPUT SETUP AND HOLD TIME 

Input setup time is the amount of time a signal must be 
valid at the component’s input pin prior to the clock 
edge during which it is sampled. The minimum input 
setup time is the latest point in time that the signal can 
be assumed valid at the pin of the device. This timing 
is referenced to the clock edge and is measured at 1.5 
volts as illustrated in Figure 3. 

The input setup time is used by system designers to 
perform a worst case timing analysis to verify that fast 
enough drivers have been chosen for ASICs or other 
devices and that the signals are able to travel across the 
board layout in the allotted amount of time. 

Input hold time is the amount of time a signal must be 
valid at the component’s input pin after the clock edge 
it is sampled. The minimum input hold time is the 
earliest point in time that the signal can start its next 
transition at the pin of the device. This timing is 
referenced to the clock edge and is measured at 1.5 
volts as illustrated in Figure 3. 
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Figure 1. Output Valid Delay 
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Tx = setup time 
Ty = hold time 


Figure 3. Input Setup and Hold Time 



2.2. Optimized interface 

The optimized interface is the high-performance 
interconnect between the Pentium Processor (735\90, 
815M00, 1000U20, 1110\133) and the 82498 cache 
controller and 82493 cache SRAM. The input and 
output buffers have been tuned for the defined 
configuration and electrical environment (loading, etc.). 
This tuning is what allows the chip set’s CPU-Cache 
core to operate synchronously at 60 MHz/66 MHz. 

There are two types of specifications for signals in the 
optimized interface. The first is Flight Time which is 
used to guarantee that signal timings are met. The 


second is Signal Quality to guarantee reliable operation. 
I/O buffer models can be used as a tool to ensure these 
specifications are met. In this section, flight time and 
signal quality will be discussed. Details on I/O buffer 
models can be found in the application note, AP-481 and 
the Pentium® Family Developer* s Manual 

Volume 2: 82496/82497/82498 Cache Controller and 
82491/82492/82493 Cache SRAM. 

When simulating the optimized interface for either 
Flight Time or Signal Quahty, it is critical to use the 
appropriate buffer model specification. Table 1 shows 
the correct specifications to use in the Right Time or 
Signal Quality simulation. 
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Table 1. Specifications to be Used for 
Simulation of Flight Time or Signal Quality 



Flight Time 

Signal Quality 

Driver; 

dV/dt 

Min 

Max 

Co 

Max 

Min 

Ro 

Max 

Min 

Cp 

Max 

Min 

Lp 

Max 

Min 

Receiver: 

Cin 

Max 

Min 

Cp 

Max 

Min 

Lp 

Max 

Min 

Other; 

Temperature 

Max 

Min 

Vcc 

Min 

Max 

Board Zo 

Min 

Max 

tpd 

Max 

Min 

Via 

Capacitance 

Max 

Min 


2.2.1 . FLIGHT TIME SPECIFICATION 

The purpose of the flight time specification is to 
guarantee that a signal supplied by a driving component 
is available at the receiving component for sampling. It 
replaces the output valid delay and input setup time. The 
two methods are analogous, except that flight time 
allows the input and output buffer behavior to be 
matched without major impact to designers or the 
documentation. In other words, if component A’s output 
is slower than expected, but component B’s input is 
faster than expected, these two can be traded off without 
having to change the flight time specification. However, 
if output valid delay and input setup time specifications 
had been used the specifications would have to be 
changed. Note that in both cases the time available to 
the system designer to move the signal from one 
component to the other is the same. 

Flight time is the propagation delay of a signal from a 
driving component to any receiving component. It is 
defined as the time difference between the V^c (50%) 
level of an unloaded output signal and the Vcc/2(50%) 
level of a receiving signal whose 50% ^cc 

rise time is greater than or equal to 1 volt/ns. Figure 4 


shows the flight time measurement between the 50% 
Vcc points on the unloaded driver and receiver 
waveforms. 

If the rise time between the 50% V^c and 65% 
points is less than 1 volt/ns, the determination of flight 
time is slightly more difficult and requires more 
calculation. In this case the 65% ^cc point is 
extrapolated back to the 50% V^c point using a 1 volt/ns 
reference slope (i.e., subtract 0.75 ns when Vcc = 5V). 
Figure 5 shows the extrapolation from the 65% Vcc 
point and the resulting flight time measurement. 

The calculation of maTtimum flight time for the 5V 
tolerant inputs is slightly different than from when both 
the driving and receiving components have the same 
Vcc levels. For 5V tolerant inputs, flight time is always 
measured using the falling edge since this will be the 
worst case. The falling edge is assumed to be the worst 
case since 5V and 3.3V signals start at the same low 
logic level, whereas the 5V signal must drop an initial 
1.7V just to have the same initial high logic level as a 
3.3V signal. Therefore, maximum flight time for the 5V 
tolerant input is the difference between the 50% 5V Vcc 
level of an unloaded output signal and the 50% 3.3V 
Vcc extrapolated from 35% 3.3V Vcc 
is less than 1 volt/ns) of the receiving signal on a falling 
edge. 

The minimum flight time for 3.3V and 5V signals is the 
difference between the 50% Vcc unloaded 

output signal and the 50% Vcc receiving 

signal on a rising edge. 

The minimum flight time for 5V tolerant inputs is the 
difference between the 50% 5V Vcc level of an 
unloaded output signal and the 50% 3.3V level of a 
receiving signal on a rising edge. 

2.2.1 .1. Clock Skew 

Clock skew has generally been included in system 
design timing analysis. However, as frequencies 
increase, controlling clock skew becomes more 
important. Qock skew is the difference in time of the 
clock signal arriving at different components. It is 
measured at 0.8V, 1.5V, and 2.0V. 

In synchronous devices, the clock signal defines the 
point in time in which signals are driven or sampled. It 
is important that all devices have a common reference. If 
the reference varies from component to component, the 
difference must be accounted for to ensure the devices 
function properly. In other words, clock skew must be 
subtracted from the clock period when performing a 
timing analysis of a system. 
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Figure 5. Flight Time Extrapolated from the 65% Point 
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In the CPU-Cache Chip Set, the maximum clock skew 
between components in the optimized interface is a 
specification. This specification is required as a 
complement of flight time to ensure proper 
functionality. If clock skew exceeds the specified limit, 
the excess must be subtracted from the available flight 
time or the clock period must be increased. 

2.2.2. SIGNAL QUALITY SPECIFICATIONS 

Acceptable signal quality must be maintained over the 
entire operating range to insure reliable operation of the 
chip set. Signal quality consists of two parameters: 
Ringback, and Settling Time. Figure 6 illustrates these 
signal quality parameters and how each is measured for 
a low-to-high transition. The following sections explain 
each of these in more detail. 

Reliable operation means the signals are sampled 
correctly, do not exhibit false transitions, and that the 
long term reliability of the component is not affected by 
overdriving the inputs. 


2.2.2.I. Ringback 

Excessive ringback can contribute to long-term 
reliability degradation of the chip set. Ringback is 
simulated at the input pin of a component using the 
input buffer model. Ringback can be simulated with or 
without the diodes that are in the input buffer model. 

If simulated without the input diodes, follow the 
maximum overshoot/undershoot specification. By 
meeting the overshoot/undershoot specification, the 
signal is guaranteed not to ringback excessively. 

If simulated with the diodes present in the input model, 
follow the maximum ringback specification. 

Overshoot (undershoot) is the absolute value of the 
maximum voltage above (below Vgg). The 

specification assumes the absence of diodes on the 
input. 



Figure 6. Signal Quality Parameters Measured for Low-to-HIgh Transitions 
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Maximum overshoot/undershoot on 5V chip set (CLK 
and PICCLK only) inputs = 1.6V above (without 
diodes). Maximum overshoot/undershoot on 3.3V 
Pentium processor (735\90, 815U00, 1000M20, 

11 10X133) inputs (not 5V tolerant CLK and PICCLK) = 
1.4V above Vcc3 (without diodes). 

Ringback is the maximum absolute voltage at the pin of 
the receiving component below Vcc (or above Vgg) 
relative to Vex: (or Vss) level after the signal has 
reached its maximum voltage level. The input diodes are 
assumed present. Maximum ringback on inputs = 0.8V 
(with diodes). Figure 6 illustrates how to measure 
ringback. Eliminating ringback maintains signal quality 
by preventing a signal from re-crossing the threshold, 
causing a false transition to be detected. 

2.2.2.2. Settling Time 

Settling time is the maximum time required for a signal 
to settle within 10% of its final value referenced from 
the time unloaded driver’s initial crossing of the 50% 
Vcc threshold. Figure 6 shows how settling time is 
measured on low-to-high transitions. 

Most available simulation tools are unable to simulate 
settling time so that it accurately reflects silicon 
measurements. On a physical board, second order effects 
and other effects serve to dampen the signal at the 
receiver. Because of all these concerns, settling time is a 
recommendation or a tool for layout tuning and not a 
specification. 

Settling time is simulated at the slow corner, to make 
sure that there is no impact on the flight times of the 
signals if the waveform has not settled. Settling time 
may be simulated with the diodes included or excluded 
from the input buffer model. If diodes are included, 
settling time recommendation will be easier to meet. 


The settling time recommendation should be met in 
order to ensure that a signal transition has completed 
and is no longer oscillating prior to the next transition. 
This is important to avoid forcing a signal to transition a 
distance significantly greater than V^^ /2. For example, 
if a signal is still not settled at the time of its next 
transition, it may be at a voltage above Vcc such as 4.0 
volts. Assuming Vcc = 3.3 volts, the transition requires 
the voltage to swing from 4.0 volts (instead of 3.3 volts) 
to 1 .65 volts. This added voltage distance translates into 
added flight time. 

Although simulated settling time has not shown good 
correlation with physical, measured settling time, 
settling time simulations can still be used as a tool to 
tune layouts. Use the following procedure to verify 
board simulation and tuning with concerns for settling 
time. 

1. Simulate settling time at the slow corner for a 
particular signal. 

2. If settling time violations occur (signal requires 
more than 12.5 ns to settle to ±10% of its final 
value), simulate signal trace with DC diodes in 
place at the receiver pin. 

3. If settling time violations still occur, simulate 
flight times for five consecutive cycles for that 
particular signal. 

4. If flight time values are consistent over the five 
simulations, settling time should not be a concern. 
If however, flight times are not consistent over the 
five simulations, tuning of the layout is required. 

5. Note that, for signals that are allocated two cycles 
for flight time, the recommended settling time is 
doubled. 

Maximum Settling Time to within 10% of 
12.5 ns at 66 MHz, and 14.2 ns at 60 MHz. 
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3.0. DIFFERENCES FROM THE 

PENTIUM® PROCESSOR (735\90, 
815M00, 1000M20, 1110\133) 
CHIP SET LAYOUT 


3.1. New Package 

The 82498 uses a 296 piu Staggered PGA package, 
while the 82496 uses a 273 pin standard PGA. The 
82498 package is the same as the Pentium processor 
(735\90, 815M00, 1000U20, 1110\133), without the heat 
spreader. The 82498 pin out has almost the same pin 
locations as the 82496. The package change causes pin 
parasitics to be altered which affects physical routing 
optimization. In addition, the new package may also 
make routing more complex as Figure 7 illustrates. The 
82498 and 82493 V^c is 3.3V, except for three V^c pins 
on 82498 and one pin on 82493 which can be set to 5V 
for 5V tolerant external bus interface inputs. 



Rgure 7. Routing Differences Between the PGA 
and SPGA Packages 


3.2. Power Supply Issues 

The Pentium processor (735\90, 815U00, 1000M20, 
1110\133) in standard SPGA ceramic package requires 
3.3V on all of its Vcq 3 and Vcccore inputs. Both Vpc3 
and Vcccoie are power supply pins on the Pentium 
processor (735N90, 815X100, 1000X120, 1110X133) and 


should be connected to the same power supply. 
Therefore, the inputs and outputs of the Pentium 
processor (735X90, 815X100, 1000X120, 1110X133) are 
JEDEC standard 3.3V levels. Both inputs and outputs 
are also TTL-compatible, although the inputs cannot 
tolerate voltage swings above 3.3V Vjjsj 3 max. In 
addition, CLK and PICCLK are also 5V-tolerant so 
standard clock drivers may be used. Future processors 
may require mixed voltage power supplies and/or 3.3V 
clock drivers. 


3.3. Board Issues 

Split power planes on the board are recommended; one 
power plane for ^ 0000 ^^ other for V^^^. 

Dividing the board into a island and a 

island does not increase the cost of the board. Extensive 
simulation and modeling indicate there is no impact to 
timing or signal quality. Simulation shows that for a gap 
between the two power planes approximately equal to as 
much as a half inch, crosstalk noise is still negligible. To 
minimize the EMI of the split power planes, clock or 
clock related signal (i.e. strobes) traces should not cross 
the gap when routed on a layer adjacent to the power 
plane. Use of vias to connect between signal planes 
should be minimized, and the signal planes must be 
within 8 mils of the reference plane. High speed signals 
such as data lines and low address bits can be routed on 
any layer, but the number of those traces crossing the 
gaps on an adjacent layer should be minimized (ideally 
to none). A bypass capacitor should be placed across the 
gap no more than 1 inch away from the signals that do 
cross the gap. Liberal decoupling should be placed 
around the processor core and I/O; refer to the reference 
schematics. 


3.4. Routing Topologies 

Minor changes have been made to some of the routing 
topologies from application note AP-481: Designing 
with the Pentium® Processor, 82496 Cache Controller 
and 82491 Cache SRAM CPU-Cache Chip Set, The 
following tables give a quick reference to what changes, 
if any, have been made. For some of the topologies, the 
only change is the number. These tables are provided to 
enable a designer to create a new 82498/82493 design 
by using a previous 82496/82491 design as a reference. 
Table 2 refers to the topologies of the 1 -Mbyte reference 
design as compared to the 25 6K 82496/82491 reference 
design. Table 3 refers to the topologies of the 2- Mbyte 
reference design as compared to the 512K 82496/82491 
reference design. 
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Table 2. 1 -Mbyte Reference Design 
Topology Differences 


82496/ 

82491 

Topology # 

82498/ 
82493 
Topology # 

Changes 

1 

1 

Only one trace from 
the Pentium® 
processor 

1b 

3b 

Only one trace from 
the cache controller 

3 

3b 

Only one trace from 
the cache controller 

3a 

4 

Only one trace from 
the Pentium 
processor 

3b 

3 

None 

4 

2 

Different routing 

5 

5 

None 

10-19 

10-19 



Table 3. 2-Mbyte Reference Design 
Topology Difference 


82496/ 

82491 

Topology # 

82498/ 
82493 
Topology # 

Changes 

1 

1 

Different routing, 
diodes added 

2 

— 

— 

3 

3b 

Different routing, 
diodes added 

4 

4 

Different routing, 
diodes added 

5 

3 

Different routing, 
diodes added 

6 

2 

None 

7 

5 

Slightly different 
routing 

8-14 

8-14 

None 

15 

16 

Different routing 

16 

15 

None 

17 

10 

None 

18 

11 

Different routing 


4.0. 1-MBYTE PENTIUM® 

PROCESSOR (735\90, 815\100, 

1 DOOM 20, 1110X133)82498/82493 
CPU-CACHE CHIP SET LAYOUT 
EXAMPLE 

This chapter contains an example layout design for 
Intel’s 1 -Mbyte CPU-Cache Chip Set. Intel has 
simulated and validated the design by measuring the 
flight time and signal quality parameters in the board 
design example. 

The intent of the design example is to provide system 
designers a starting point. It provides one solution of 
how Pentium processor (735\90, 815M00, 1000M20, 
1110\133), 82498 cache controller, and 82493 cache 
SRAM components can be placed and routed to ensure 
flight time and signal quality specifications are met. It is 
not the only solution. System designers can alter the 
layout to meet their system requirements as long as the 
flight time and signal quality specifications are met. 


4.1. Layout Objectives 

The 1 -Mbyte layout is an example of a CPU-Cache chip 
set arrangement that meets Intel’s chip set specifications. 
The layout consists of 1 Pentium processor (735\90, 
815M00, 1000M20, 1110\133), 1 82498 cache 

controller, and 10 82493 cache SRAMs for a 1 -Mbyte 
second-level cache with parity. Although the layout is 
specifically designed for a chip set with parity, 
conversion to a non-parity layout will also be discussed. 

This example layout follows the chip set’s flight time 
and signal quality specifications. In addition to meeting 
those specifications, these objectives were used: 

1 . To design the optimized portion of the interface so 
that the layout is not limited by interconnect 
performance. By not artificially creating any 
critical paths, the interface can yield maximum 
performance of the chip set. 

2. To be consistent with EMI and thermal 
requirements. 

3. To have the layout be used as a validation and 
correlation vehicle by Intel. Intel used the layout to 
validate the optimized interface of the chip set, and 
measure flight times and signal quality. 

Provided are complete specifications for a board layout: 
part lists, board layer plots, and the electronic files in 
Gerber format. Also provided are a set of topologies and 
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line lengths so it will be easy to understand how the 
layout was generated. 

4.2. Component Placement 

To meet flight time with clock skew restrictions the 
parts should be placed in relative proximity to each 
other. At the same time, ensure that the layout’s 
Memory Bus Controller (MBC) interface signals are 
routable. Figure 8 illustrates how the chip set 

components are placed in the layout example. The dot 
indicates the location of pin 1. Figure 8 is a component 
top view of the layout: 

4.3. Signal Routing/Topologies 

Tables 4 and 5 list the signal nets and their 

corresponding topologies for the optimized and external 
interfaces of the CPU-Cache Chip Set. 


All chip set signals in the optimized interface fall into 
six groups: Low addresses, High addresses, Pentium 
processor (735\90, 815M00, 1000M20, 1110\133) 
control, 82498 control, CPU data and parity, and Byte 
enables. Within each group are subsets of signals that 
share common origination and destination points. Each 
subset has a unique routing called a “topology”. Groups, 
subsets, and topologies are listed in Table 4. 

Topologies are given only for signals that are routed to 
multiple chips. It is the system designer’s responsibility 
for routing the “point-to-point” signals such as CADS#. 

Topologies are also supplied for the external interface. 
These topologies provide channels for routing signals 
from the chip set components to the periphery where 
they can be connected to the memory bus and memory 
bus controller (MBC). However, topologies are not 
supplied for point to point signals in the MBC interface 
(e.g. CRDY#). Instead, the system designer must 
optimize these for the particular application. 
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CS#8 
cd 56-63 


CS#7 
cd 48-55 


CS#2 
cd 08-15 


CS#1 
cd 00-07 


Figure 8. Component Placement 


Intel 


CS#10 

(parity) 

4-7 


CS#4 
cd 24-31 


CS#3 
cd 16-23 


Processor 


CS#9 

(parity) 

0-3 


CS#6 
cd 40-47 


CS#5 
cd 32-39 


Table 4. TT_1MbOptlnterface1 -Mbyte Optimized Interface Signal Net/Topoiogy Assignments 


Grouping Routing Requirements 


Low Addresses 


(PA3-PA18) 


Connected to all isolated interface components. Must be 
routed to optimize delay and signal quality at ail points. 
La, Lb as short as possible. 


High Addresses 

(PA19-21) 

Resistors on PA19-P21 La as short as possible but >5” 
(see sect. 4.5). 

2b 

(PA22-PA31) 

Point to point links. Must be kept as short as possible but 
longer than 5”. 

2 
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Table 4. TT_1MbOptlnterface1 -Mbyte Optimized Interface Signal Net/Topology Assignments (Contd.) 


Grouping 

Routing Requirements 

Topology 

(HUM#, W/R#) 

Same as low addresses. La, Lb as short as possible. 

1 

(ADS#) 

Same as low addresses. La as short as possible. 

3 

(ADSC#, AP, CACHE#, 
D/C#, LOCK#, M/IO#, 
PCD, PWT, SCYC) 

Same as high addresses. La as short as possible, but 
longer than 5”. 

2 

82498 Control 

(BLAST#, BOFF#, 
BUS#, MAWEA#, WBA, 
WBTYP, WBWE#, 
BRDYC2#, MCYC#, 
WRARR#, WAY) 

Must be routed to optimize delay and signal quality at the 
82493s. Lb as short as possible but longer than 5’*. 

3b 

(BLEC#) 

Not routed to parity 82493s. La as short as possible. 

4 

(AHOLD, BRDYC1#, 
EADS#, INV, KEN#, 
NA#, WB/WT#, EWBE#) 

Same as high addresses. 

2 

CPU Data and Parity 

(CD0-CD63, CP0-CP7) Same as high addresses. 

2 

Byte Enables 

(CBE0#-CBE7#) 

Connected to the Pentium processor (735\90, 815\100, 
1000M20, 1 110\133), two 82493s and one parity 82493. 
La as short as possible but longer than 5”. 

5 


Tables lists the topologies provided for the MBC 
interface signals which are not point to point. 

Figures 9 through 23 contain the topologies which are 
described in Tables 4 and 5. A topology is a graphical 
representation how specific sets of signals are routed. A 
topology shows the components that share a specific 
signal and the relative lengths of the traces between 
components. 


Table 5. TT_1MbExtlnterface1 -Mbyte External 


Interface Signal Net/Topolog) 

r Assignments 

Signal 

Topology 

RESETCPU 

10 

CRDY#, RESETC5 

11 

MBRDY#, MOCLK, MDOE#, 
MSEL#, MEOC# 

12&13 

MFRZ#, MZBT#, MCLK 

14 

BRDYO#, CLKO 

15 

CLK, BRDY#, MEOC# 

16 

MD0-MD63, ParityO-7 

19 
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Figure 10. Topology 2 
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Figure 12. Topology 3 
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Figure 16. Topology 10 
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RgurelS. Topology 12 
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Figure 20. Topology 14 
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Figure 23. Topology 19 


4.4. Board/T race Properties 

Specific board and trace properties were assumed while 
performing the simulations to optimize the chip set 
layout. These properties were used as the specification 
or guideline the board nianufacturer should use in 
building boards. Figure 24 provides the board layer 
stackup. 

Table 6 lists the minimum and maximum trace 
characteristics. These parameters along with the board 
material determine the spacing between layers and the 
total board thickness. See Table 7. 

4.5. Design Notes 

1. All fast- switching signals are routed near the 
power and ground planes on inner layers of the 
board to minimize EMI effects. However, two sets 
of signals are routed on the top layer of the board: 
BRDYCl#, and JTAG signals. BRDYCl# is 
routed on top to take advantage of the higher trace 
velocity. JTAG signals can be routed on any layer 
because they are low- speed signals and will 
probably be rerouted by each customer to suit 
individual needs. 

2. Resistor Rl(0f2) on page 2 of the 1 -Mbyte and 

2-Mbyte schematics is used to set the Pentium 
processor’s (735\90, 815M00, 1000X120, 


1110X133) configurable output buffers (A3-A20, 
ADS#, W/R#, and HITM#). When the resistor is 
included the buffers are set to the extra large size. 
When it is not included (BUSCHK# internally 
pulled high) the buffers are set to the large size. 
Intel currently recommends the large buffers be 
used for the 1 -Mbyte layout example. The OH 
resistor should be designed in your design for 
flexibility. 

3. The 82498 output buffers that drive the 82493 

inputs must also be configured to be large. This is 
done by driving 82498 CLDRV [BGT#1 high 
during reset. The 82498 and 82493 memory bus 
buffer sizes must be controlled by the Memory 
Bus Controller. Please refer to the Pentium® 
Family Developer’s Manual Volume 2: 
82496/82497/82498 Cache Controller and 

82491/82492/82493 Cache SRAM. 

4. Series termination resistors were added to the nets 
PA19, PA20, PA21 and several other nets to 
control overshoot. A value of 24Q is 
recommended, but the value depends on overshoot 
measurement on the actual design. 

5. Several Topologies require different line widths on 
the same trace. This information can be extracted 
automatically using a Quad Design translation 
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tool. For extraction procedure, please refer to Quad Databases for Simulation with TLC/XTK.” 

Design’s user’s manual, “Preparing PCB Design 



Figure 24. Board Layer Stackup 


Table 6. Trace Characteristics 



4 Inner Layers 

2 Outer Layers 

Width/Space 

5/5 Mils 

8/8 Mils 

Zo 

65n±10% 

75Q ± 10% 

Velocity 

1.85 to 2.41 
ns/ft 

1.5 to 2.1 ns/ft 


Table 7. Other Printed Circuit Board 
Geometries 


Via Pad , 

25 Mils 

Via Hole 

10 Mils 

Pentium® Processor (735\90, 
815M00, 1000\120, 1110\133) 
SPGA Pad 

45 Mils 

Pentium Processor (735\90, 
815M00, 1000M20, 1110\133) 
SPGA Hole 

29 Mils 

82498 PGA Pad 

55 Mils 

82498 PGA Hole 

38 Mils 

82493 Surface Mount 
Package Pad 

70x13 

Primary Side 

Layout Grid 

5 Mils 


6. Layout Rules/Common Definitions/Explanations: 
Identical symbols for transmission lines means that 
the lines should be identical in Length, Width, and 
Configuration (e.g. Strip, Microstrip etc.). The term 
“as short as possible but greater than a certain 
length” is defined as follows. In order to satisfy the 
maximum flight time requirements, generally, it is 
desired that the transmission lines be as short as 
possible. Many signals however have tight minimum 
flight time requirements. For these signals it is 
necessary to lengthen the lines, but not too long so as 
to violate the maximum flight times. Whenever 
possible, a length window is given so that both min 
timings and max timings are specified. When both 
margins are very tight and the signals are heavily 
loaded with too many transmission lines, it is very 
difficult to specify a range of lengths for every 
segment on that topology without being too 
restrictive. Instead the strategy was to lengthen a 
specific segment to satisfy min timings and shorten 
all other segments as short as possible to meet max 
timings. The exact lengths can be extracted from the 
layout. 
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4.6. Explanation of Information 
Provided 

The following sections outline the design files 
associated with the 1 -Mbyte CPU-Cache Chip Set 
design example that are available from Intel. These files 
are provided to simplify the task of porting the design 
example into a specific design. By using these files, 
designers may eliminate or minimize the amount of 
duplicate effort when using the design example as the 
basis for their design. The following items are available: 

• Schematics 

• I/O Model Files 

• Board Files 

• Bill of Materials 

• Photoplot Log 

• Netlist Report 

• Placed Component Report 

• Artwork for Each Board Layer 

• Trace Segment Line Lengths 

Hard copies of the schematics are provided in the 
following section. ASCII or soft copies of all the 
information are available from Intel Order Number 
242658. 

4.6.1. SCHEMATICS 

Schematics for the 1 -Mbyte CPU-Cache Chip Set design 
example were created using Cadence/Valid Concept 
Schematic Capture program V1.5-p3. The schematics 
are 11 pages long and are provided in A-size format. 
Both the Cadence and the postscript files (A-size format) 
are available from Intel as described above. 

4.6.2. I/O MODEL FILES 

All electrical I/O simulations were performed using 
TLC* V4.2.8 from Quad Design Technology, Inc. The 
simulations were performed at the fast and slow corners 
to verify that all signal quality and flight time 
specifications were met. The files used for these 
simulations are available from Intel as described above. 
These files include the topology, model, and control 
files needed to run the simulations for all nets in the 
optimized interface. 

4.6.3. BOARD FILES 

The board files for the design example were created 
using Allegro* V6.1 from Cadence Design Systems, Inc. 


The files are available from Intel as described above. 
These files may be used to import the design example 
into a specific system design. 

NOTE 

Some changes to the layout and nets may be 
necessary to complete importing these files into a 
specific system design. 

4.6.4. BILL OF MATERIALS 

The bill of materials file was created using Allegro V6.1 
from Cadence Design Systems, Inc. The file is available 
from Intel as described above. 

4.6.5. PHOTOPLOT LOG 

The photoplot log file was created using Allegro V6.1 
from Cadence Design Systems, Inc. The file is available 
from Intel as described above. 

4.6.6. NETLIST REPORT 

The netlist report was created using Allegro V6.1 from 
Cadence Design Systems, Inc. The file is available from 
Intel as described above. 

4.6.7. PLACED COMPONENT REPORT 

The placed component report was created using Allegro 
V6.1 from Cadence Design Systems, Inc. The file is 
available from Intel as described above. 

4.6.8. ARTWORK FOR EACH BOARD 
LAYER 

The artwork for the six board layers was created using 
Allegro V6.1 from Cadence Design Systems, Inc. The 
files are available from Intel in a Gerber* format as 
described above. 

4.6.9. TRACE SEGMENT LINE LENGTHS 

The file containing the trace segment line lengths was 
created from the artwork files of section 4.6.8. All 
lengths are provide in mils (1/1000 inch). The stubs 
listed in the tables are associated with the pin escapes 
required for the 82493s. The file is available from Intel 
as described above. 
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4.6.10. I/O SIMULATION RESULTS FOR 
EACH NET 

Electrical simulations were performed on each net 
within the optimized interface of the 1 -Mbyte CPU- 
Cache Chip Set design example. The simulations were 
done at the fast and slow comers to verify that signal 
quality and flight time specifications are met. The 
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simulations were done using TLC V4.2.8 from Quad 
Design Technology, Inc. using the files described in 
section 4.6.2. Table 8 summarizes the slow corner 
simulation results and Table 9 summarizes the fast 
comer simulation results. 

The flight time specifications listed in Tables 8 and 9 are 
the 60/66-MHz flight times. 


Table 8. 

Net 


Maximum 
Flight Time 

I 

PA3-18 

5.72 

PA19-31 

2.47 

AHOLD 

0.77 

AP 

1.23 

BRDYC1# 

0.72 

EADS# 

0.8 

EWBE# 

0.85 

INV 

1.39 

KEN# 

0.77 

NA# 

0.74 

WB/WT# 

0.92 

BLAST# 

2.42 


1 -Mbyte Slow Comer Simulation Results 


Right Time (ns) 


Maximum 
Flight Time 
Specification 


Signal Quality 



Settling Time Overshoot 

(ns) (V) 


BLEC# 


BOFF1#at CPU 




5.48 

15.91 

0.73 

7.1 



BOFF2#atSRAM 

1.87 

3.2 

1.33 

4.87 

0.36 

BRDYC2# 

2.3 

3.2 

0.9 

5.42 

0.4 

BUS# 

2.14 

3.2 

1.06 

5.24 

0.35 

MAWEA# 

2.13 

3.2 

1.07 

5.24 

0.26 

MCYC# 

2.14 

3.2 

1.06 

5.21 

0.33 

WAY 

2.27 

3.2 

0.93 

5.36 

0.44 

WBA 

2.1 

3.2 

1.1 

5.24 

0.36 

WBTYP 

2.19 

3.2 

1.01 

5.22 

0.47 

WBWE# 

2.26 

3.2 

0.94 

5.41 

0.29 

WRARR# 

2.37 

3.2 

0.83 

5.53 

0.37 
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Table 8, 1-Mbyte Slow Comer Simulation Results (Contd.) 


Net 

Flight Time (ns) 

Signal Quality 

Maximum 
Right Time 

Maximum 
Flight Time 
Specification 

Flight Time 
Margin 

Settling Time 
(ns) 

Overshoot 

(V) 

Pentium* Processor (735V90, 815V100, 10(KA120, 11KA133) Driving 

PA3-18 

2.94 

3.7 

0.76 

22.19 

0.41 

PA19-31 

1.66 

1.8 

0.14 

4.99 

0.09 

CPO-7, CDO-63 

1.47 

2.0 

0.53 

4.75 

0.17 

ADS# 

2.27 

3.3 

1.03 

5.27 

0.45 

HUM# 

2.37 

3.6 

1.23 

5.43 

0.5 

WR# 

2.43 

3.6 

1.17 

5.52 

0.52 

ADSC# 

1.36 

1.5 

0.14 

4.7 

0.16 

AP 

1.45 

1.5 

0.05 

4.62 

0.09 

CACHE# 

1.45 

1.5 

0.05 

4.79 

0.17 

D/C# 

1.36 

1.5 

0.14 

4.7 

0.16 

LOCK# 

1.36 

1.5 

0.14 

4.7 

0.16 

M/IO# 

1.46 

1.5 

0.04 

4.8 

0.18 

PCD 

1.36 

1.5 

0.14 

4.7 

0.16 

PWT 

1.36 

1.5 

0.14 

4.7 

0.16 

SCYC 

1.34 

1.5 

0.16 

4.68 

0.16 

CBEO-7# 

2.08 

2.8 

0.72 

6.16 

0.07 

82493 Driving 

CPO-7, CDO-63 

1.93 

2.3 

0.37 

4.91 

0.15 
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Table 9. 1 -Mbyte Fast Comer Simulation Results 


Net 

Minimum Flight Time (ns) 

Signal Quality (V 


Minimum 
HIght Time 

Minimum 
Flight Time 
Specification 

Minimum 
Flight Time 
Marglp 

Overshoot 

Overshoot 

Specification 

Overshoot 

Margin 

82498 Driving 

PA3-18 

1.53 

0.8 

0.73 

0.77 

2.6 

1.83 

PA19-31 

0.86 

0.6 

0.26 

2.03 

2.6 

0.57 

AHOLD 

0.65 

0 

.6 

0.05 

2.49 

2.6 

0.11 

AP 

0.86 

0.6 

0.26 

2.01 

2.6 

0.59 

BRDYC1# 

0.61 

0.6 ’ 

0.01 

2.45 

2.6 

0.15 

EADS# 

0.68 

0.6 

0.08 

2.34 

2.6 

0.26 

EWBE# 

0.72 

0.6 

0.12 

2.53 

2.6 

0.07 

INV 

1.03 

0.6 

0.43 

2.43 

2.6 

0.17 

KEN# 

0.65 

0.6 

0.05 

2.48 

2.6 

0.12 

NA# 

0.63 

0.6 

0.03 

2.45 

2.6 

0.15 

WB/WT# 

0.95 

0 

.6 

0.35 

2.61 

2.6 

-0.01 

BLAST# 

1.33 

0.8 

0.53 

2.29 

2.6 

0.31 

BLEC# 

0.94 

0.8 

0.14 

1.59 

2.6 

1.01 

BOFF# at CPU 

0.84 

0.8 

0.04 

2.57 

2.6 

0.03 

BOFF# at SRAM 

1.06 

0.8 

0.26 

2.11 

2.6 

0.49 

BRDYC2# 

1.27 

0.8 

0,47 

2.25 

2.6 

0.35 

BUS# 

1.13 

0.8 

0.33 

2.02 

2.6 

0.58 

MAWEA# 

1.11 

0.8 

0.31 

1.93 

2.6 

0.67 

MCYC# 

1.14 

0.8 

0.34 

2.04 

2.6 

0.56 

WAY 

1.26 

0.8 

0.46 

2.25 

2.6 

0.35 

WBA 

1.12 

0.8 

0.32 

1.99 

2.6 

0.61 

WBTYP 

1.27 

0.8 

0.47 

2.34 

2.6 

0.26 

WBWE# 

1.19 

0.8 

0.39 

2.01 

2.6 

0.59 

WRARR# 

1.28 

0.8 

0.48 

2.18 

2.6 

0.42 
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Table 9, 1 -Mbyte Fast Corner Simulation Results (Contd.) 


Net 

Minimum Flight Time (ns) 

Signal Quality (V) 

Minimum 
Flight Time 

Minimum 
Flight Time 
Specification 

Minimum 
Flight Time 
Margin 

Overshoot 

Overshoot 

Specification 

Overshoot 

Margin 

Pentium® Processor (735\90, 815\100, 1000V120, 1110V133) Driving 

PA3-18 

1.07 

0.8 

0.27 

1.49 

2.6 

1.11 

PA19-31 

1.04 

0.6 

0.44 

2.11 

2.6 

0.49 

CPO-7, CDO-63 

1.1 

0.8 

o 

CO 

2.01 

2.6 

0.59 

ADS# at SRAM 

1.33 

0.8 

0.53 

2.28 

2.6 

0.32 

HUM# 

1.35 

0.8 

0.55 

2.42 

2.6 

0.18 

WR# 

1.11 

0.8 

0.06 

2.02 

2.6 

0.58 

ADSC# 

0.86 

0.6 

0.26 

2.02 

2.6 

0.58 

AP 

0.93 

0.6 

0.33 

2.08 

2.6 

0.52 

CACHE# 

0.93 

0.6 

0.33 

2.04 

2.6 

0.56 

D/C# 

0.86 

0.6 

0.26 

2.02 

2.6 

0.58 

LOCK# 

0.86 

0.6 

0.26 

2.02 

2.6 

0.58 

M/IO# 

0.94 

0.6 

0.34 

2.04 

2.6 

0.56 

PCD 

0.86 

0.6 

0.26 

2.02 

2.6 

0.58 

PWT 

0.86 

0.6 

0.26 

2.02 

2.6 

0.58 

SCYC 

0.85 

0.6 

0.25 

2.05 

2.6 

0.55 

CBEO-7# 

1 

0.6 

0.4 

1 

2.21 

2.6 

0.39 

82493 Driving 

CPO-7, CDO-63 

1.05 

0.8 

0.25 

2.07 

2.6 

0.53 


Note: An overshoot specification voltage in parentheses denotes the value for Vss if different from Vcc> 
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4.7. Non-Parity Layout 

Intel has not simulated a non-parity layout example. The 
following suggestions will assist in modifying the 
design example for non-parity implementations. You 
must simulate all paths that are altered when the parity 
components are removed to ensure that flight time and 
signal quality specifications are still met. 

Modify the following aspects of the layout example: 

1. Remove the two leftmost 82493 components. 
These are the parity components. 

2. Rework Topology 1 . Keep the trace leading to the 
Pentium processor (735\90, 815\100, 1000\120, 
1110\133) length La. Retune (if needed) the trace 
to the 82498 of length Lb to be electrically 
equivalent. 

3. Rework topologies 3 and 3b. Remove the traces 
which led to the parity components which have 
already been removed. 

4. Remove the Byte Enable traces that connect to the 
parity chips. 

Making traces electrically equivalent means that 
reflections from all branches return to the source at the 
same point in time. In simple cases, electrically 
equivalent traces are the same length. In all cases, 
simulate the effects of changing trace lengths to find the 
proper trace length and routing. 

5.0. 2-MBYTE PENTIUM® 

PROCESSOR (735\90, 815\100, 
1000M20, 1 11 0\1 33)782498/82493 
CPU-CACHE CHIP SET LAYOUT 
EXAMPLE 

This chapter contains an example layout design for 
Intel’s 2- Mbyte CPU-Cache Chip Set. Intel has 
simulated and validated the design by measuring the 
flight time and signal quality parameters on boards 
based on the design example. 

The intent of the design example is to provide system 
designers a starting point. It provides one solution of 
how the Pentium processor (735\90, 815M00, 1000M20, 
11 10X133), 82498 cache controller, and 82493 cache 
SRAM components can be placed and routed to ensure 
flight time and signal quality specifications are met. It is 
not the only solution. System designers can alter the 
layout to meet their system requirements as long as the 
flight time and signal quality specifications are met. 


5.1. Layout Objectives 

The 2-Mbyte layout is an example of a CPU-Cache chip 
set arrangement that meets Intel’s chip set specifications. 
The layout consists of one Pentium processor (735X90, 
815X100, 1000X120, 1110X133), one 82498 cache 
controller, and eighteen 82493 cache SRAMs for a 
2-Mbyte second-level cache with parity. Although the 
layout is specifically designed for a chip set with parity, 
conversion to a non-parity layout will also be discussed. 

This example layout follows the chip set’s flight time 
and signal quality specifications. In addition to meeting 
those specifications, these objectives were used: 

1. To design the optimized portion of the interface so 
that the layout is not limited by interconnect 
performance. By not artificially creating any 
critical paths, the interface can yield maximum 
performance of the chip set. 

2. To be consistent with EMI and thermal 
requirements. 

3. To have the layout be used as a validation and 
correlation vehicle by Intel. Intel used the layout to 
validate the optimized interface of the chip set, 
measure flight times and signal quality, and tune 
input and output buffers. 

Provided are complete specifications for a board layout: 
parts list, board layer plots, and the electronic files in 
Gerber format. Also provided are a set of topologies and 
line lengths so it will be easy to understand how the 
layout was generated. 

5.2. Component Placement 

To meet flight time with clock skew restrictions the 
parts should be placed in relative proximity to each 
other. At the same time, we ensured that the layout’s 
Memory Bus Controller (MBC) interface signals are 
routable. Figure 25 illustrates how the chip set 
components are placed in the layout example. The dot 
indicates the location of pin 1 . Figure 25 is a component 
top view of the layout. 

5.3. Signal Routing/Topologies 

Tables 10 and 11 list the signal nets and their 
corresponding topologies for the optimized and external 
interfaces of the CPU-Cache Chip Set. 

All chip set signals in the optimized interface fall into 
six groups: Low addresses. High addresses, Pentium 
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processor (735\90, 815M00, 1000M20, 1110\133) 
control, 82498 control, CPU data and parity, and Byte 
enables. Within each group are subsets of signals that 
share common origination and destination points. Each 
subset has a unique routing called a “topology". Groups, 
subsets, and topologies are listed in Table 10. 

Topologies are given only for signals that are routed to 
multiple chips. It is the system designer’s responsibility 
for routing the “point-to-point” signals such as CADS#. 

Topologies are also supplied for the external interface. 
These topologies provide channels for routing signals 
from the chip set components to the periphery where 
they can be connected to the memory bus and memory 
bus controller (MBC). However, topologies are not 


supplied for point to point signals in the MBC interface 
(e.g. CRDY#). Instead, the system designer must 
optimize these for the particular application. 

Table 11 lists the topologies provided for the MBC 
interface signals which are not point to point. 

Figures 26 through 41 contain the topologies which are 
described in Tables 10 and 1 1. A topology is a graphical 
representation of how specific sets of signals are routed. 
A topology shows the components that share a specific 
signal and the relative lengths of the traces between 
components. A small box with a capital D inside 
represents a clamping diode in the topology diagrams. 
Refer to the schematics (section 5.6.1) for details on the 
type of diode required. 
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Figure 25. Component Placement 
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Table 10. 2-Mbyte Optimized Interface Signal Netn’opology Assignments 

Grouping Routing Requirements Topology 

Low Addresses 

(PA3-PA19) Lines as short as possible. Line segments between all 1 

82493s in the array are equal to retain symmetry. La,Lc: as 
short as possible. Diodes at the end of the 82493 array and 
at the 82498 cache controller. La: 0.9~1.2”, W=15 Mils. Lb: 

3.7<^3.9”. Lc: 1.0-1.17”. Ld: <1.2”. Le:<1.0”. 


High Addresses 

(PA20-PA21) 

Point to point links with resistors, PA20; La + Lb = 4.270". 
PA21: La + Lb=4.150". 

2b 

(PA22-PA31) 

Point to point links. L: 4.0-4.2”. 

2 

Pentium® Processor (735V90, 815M00, 1000M20, 1110M33) Control | 

(HITM#, W/R#) 

Lines as short as possible. Line segments between all 
82493s in the array are equal to retain symmetry. La, Lc as 
short as possible. La: Surface layer, W = 50 Mils or as wide 
aspossible. Lc: 1.0-1.17”, Ld: <1.2”, Le: <1.0”. ForHITM#, 
La: 2.7”, Lb: 5.075”. For W/R#, La: 2.65”, Lb: 4.6”. 

1 

(ADS#) 

Lines as short as possible. Line segments between all 
82493s in the array are equal to retain symmetry. Lar 3.94” 
and as short as possible, W = 15 Mils or as wide as possible. 
All traces on surface layer. Diodes at the end of the 82493 
array. Ld: 1.2”. Le: 1.0”. 

3 

(ADSC#, AP, BOFF1#, 
CACHE#, D/C#, 
LOCK#, M/IO#, PCD, 
PWT, SCYC, WB/WT#) 

Point to point links. L: 4.0-4.2”. BOFF1#and BRDYC1# 
L=5.5”, AP: >4”, surface layer, and as short as possible. 
WB/WT# is surface layer. 

2 

82498 Control 

(BLAST#, BOFF2#, 
BUS#, MAWEA#, WBA, 
WBTYP, WBWE#, 
BRDYC2#, MCYC#, 
WRARR#, WAY) 

Lines as short as possible. Line segments between all 
82493s in the array are equal to retain symmetry. Lb: 

<2.587” and as short as possible. Diodes at the end of the 
82493 array. Ld: <1.2”. Le: <1.0”. For these signals 
(priority top to bottom). Lb is surface layer and greater than or 
equal to 15 Mils (or if not possible, then inner layer is greater 
than or equal to 5 Mils wide) or as wide as possible: 
BRDYC2#, BOFF2#, BLAST#, WBTYP, WBWE#, WBA, 
MWEA#, BUS# 

3b 

(BLEC#) 

Connected to the Cache controller and eight of the 82493s. 
La and La: 2.72” and Ld: 1 .795” and as short as possible. 

4 

(AHOLD, BRDYC1#, 
EADS#, INV, KEN#, 
NA#, EWBE#) 

Point to point links. Must be kept as short as possible. 

2 

CPU Data and Parity | 

(CD0-CD63, CP0-CP7) 

Point to point links. L: 5.50-7.4” 

2 

Byte Enables | 

(CBE0#-CBE7#) 

Connected to the Pentium processor (735\90, 815M00, 
1000M20, 1 1 10M33), two cache 82493s and one parity 
82493. La: 5-9”. 

5 
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Table 11. 2-Mbyte External Interface Signal Net/Topology Assignments 
Signal Topology 


MDO-63, ParityO-7 

8 

BRDYO#, CLKO 

9 

CRDY#, RESETC 

10 

MBRDY#, MOCLK, MDOE#, MEOC# 

11 

BRDY#’s, CLK’s 

12 

MFRZ#, MZBT#, MCLK 

14 

RESETCPU 

15 

MSEL# 

16&17 







































Figure 28. Topology 2b 
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Figure 38. Top 
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5.4. Board/Trace Properties 

Specific board and trace properties were assumed while 
performing the simulations to optimize the chip set 
layout. These properties were used as the specification 
or guideline the board manufacturer should use in 
building boards. Figure 42 provides the board layer 
stackup. 

Table 12 lists the minimum and maximum trace 
characteristics. These parameters along with the board 


material determine the spacing between layers and the 
total board thickness. See Table 13. 


5.5. Variable Line Widths 

Variable Line Widths are used for impedance matching 
between driver and receiver, consequently increasing a 
signal’s velocity. Tables 14 and 15 show the impedance 
and velocities for a given line width. 
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Figure 42. Board Layer Stackup 


Table 12. TT TraceChar2Trace Characteristics 


Width/Space 



4 Inner Layers 

2 Outer Layers 

5/5 Mils 

8/8 Mils 

65^2 ± 10% 

75Q ± 10% 

1.85 to 2.41 ns/ft 

1.5 to 2.1 ns/ft 


Table 13. TT_OtherPCBGeos20ther Printed 
Circuit Board Geometries 




Via Pad 

25 Mils 

Via Hole 

10 Mils 

Pentium® Processor (735\90, 
815M00, 1000M20, 1110\133) 
SPGA Pad 

45 Mils 

Pentium Processor (735\90, 
815M00, 1000M20, 1110\133) 
SPGA Hole 

29 Mils 

82498 PGA Pad 

55 Mils 

82498 PGA Hole 

38 Mils 

82493 Surface Mount 
Package Pad 

70x13 

Primary Side 

Layout Grid 

5 Mils 


Table 14. TT_NomLineWidthMicrostrlp Line 
Impedance and Velocity as a Function of Nominal 
Line Width 


Wnom 

Zmin 

Zmax 

Vmin 

Vmax 

8.00 

69.60 

105.00 

1.61 

1.98 

10.00 

62.80 

94.70 

1.64 

2.01 

15.00 

76.10 

52.00 

1.64 

2.03 

20.00 


65.60 

1.67 

2.06 

25.00 

34.30 

50.60 

1.67 


30.00 

30.90 

45.90 

1.70 

2.08 

35.00 


1.70 : 

2.11 

40.00 

25.70 

38.40 

1.70 

2.13 

45.00 

23.80 

35.30 

1.73 

2.13 

50.00 

22.20 

32.80 

1.73 

2.13 
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Table 15. Strtpllne Impedance and Velocity as a 
Function of Line Width 


Wnom 

Zmin 

Zmax 

Vmin 

Vmax 

5.00 

48.00 

89.20 

1.90 

2.36 

10.00 

35.10 

60.00 

1.90 

2.36 

15.00 

49.20 

27.90 

1.90 

2.36 

20.00 

23.20 

41.10 

1.90 

2.36 

25.00 

19.80 

35.30 

1.90 

2.36 

30.00 

17.40 

31.10 

1.90 

2.36 

35.00 

15.50 

28.00 

1.90 

2.36 

40.00 

14.10 

25.30 

1.90 

2.36 

45.00 

12.80 

23.10 

1.90 

2.36 

50.00 

11.80 

21.20 

1.90 

2.36 


5.6. Design Notes 

1. All fast- switching signals are routed near the 
power and ground planes on inner layers of the 
board to minimize EMI effects. However, two sets 
of signals are routed on the top layer of the board: 
BRDYCl#, and JTAG signals. BRDYCl# is 
routed on top to take advantage of the higher trace 
velocity. JTAG signals can be routed on any layer 
because they are low- speed signals and will 
probably be rerouted by each customer to suit 
individual needs. 

2. Resistor Rl(0f2) on page 2 of the 1 -Mbyte and 
2- Mbyte schematics is used to set the Pentium 
processor (735\90, 815M00, 1000U20, 1110\133) 
configurable output buffers (A3-A20, ADS#, 
W/R#, and HITM#). When the resistor is included 
the buffers are set to the extra large size. When it is 
not included (BUSCHK# internally pulled high) 
the buffers are set to the large size. Intel currently 
recommends the extra-large buffers be used for the 
2-Mbyte layout example. The OQ resistor should 
be designed in your design for flexibility. 

3. The 82498 output buffers that drive the 82493 

inputs must also be configured to be large. This is 
done by driving 82498 CLDRV [BGT#] high 
during reset. The 82498 and 82493 memory bus 
buffer sizes must be controlled by the Memory Bus 
Controller. Please refer to the Pentium® Family 
Developer* s Manual Volume 2: 


82496/82497/82498 Cache Controller and 
82491/82492/82493 Cache SRAM. 

4. Series termination resistors were added to the nets, 
PA20, PA21 and several other nets to control 
overshoot. A value of 24Q is recommended, but 
the value depends on overshoot measurement on 
the actual design. 

5. Several Topologies require different line widths on 
the same trace. This information can be extracted 
automatically using a Quad Design translation 
tool. For extraction procedure, please refer to Quad 
Design’s user’s manual, “Preparing PCB Design 
Databases for Simulation with TLC/XTK.” 

6. Layout Rules/Common Definitions/Explanations: 
Identical symbols for transmission lines means that 
the lines should be identical in Length, Width, and 
Configuration (e.g. Strip, Microstrip etc.). The 
term “as short as possible but greater than a certain 
length” is defined as follows. In qrder to satisfy the 
maximum flight time requirements, generally, it is 
desired that the transmission lines be as short as 
possible. Many signals however have tight 
minimum flight time requirements. For these 
signals it is necessary to lengthen the lines, but not 
too long so as to violate the maximum flight times. 
Whenever possible, a length window is given so 
that both min timings and max timings are 
specified. When both margins are very tight and 
the signals are heavily loaded with too many 
transmission lines, it is very difficult to specify a 
range of lengths for every segment on that 
topology without being too restrictive. Instead the 
strategy was to lengthen a specific segment to 
satisfy min timings and shorten all other segments 
as short as possible to meet max timings. The exact 
lengths can be extracted from the layout. 

5.7. Explanation of Information 
Provided 

The following sections outline the design files 
associated with the 2-Mbyte CPU-Cache Chip Set 
design example that are available from Intel. These files 
are provided to simplify the task of porting the design 
example into a specific design. By using these files, 
designers may eliminate or minimize the amount of 
duplicate effort when using the design example as the 
basis for their design. The following items are available: 

• Schematics 
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• I/O Model Files 

• Board Files 

• Bill of Materials 

• Photoplot Log 

• Netlist Report 

• Placed Component Report 

• Artwork for Each Board Layer 

• Trace Segment Line Lengths 

Hard copies of the schematics are provided in the 
following section. ASCII or soft copies of all the 
information are available from Intel Order Number 
242658. 

5.7.1. SCHEMATICS 

Schematics for the 2-Mbyte CPU-Cache Chip Set design 
example were created using Cadence/Valid “Concept” 
Schematic Capture program V1.5-p3. The schematics 
are 19 pages long and are provided in A size format. 
Both the Cadence and the postscript files (A size format) 
are available from Intel as described above. 

5.7.2. I/O MODEL FILES 

All electrical I/O simulations were performed using TLC 
V4.2.8 from Quad Design Technology, Inc. The 
simulations were performed at the fast and slow comers 
to verify that all signal quality and flight time 
specifications were met. The files used for these 
simulations are available from Intel as described above. 
These files include the topology, model, and control 
files needed to run the simulations for all nets in the 
optimized interface. 

5.7.3. BOARD FILES 

The board files for the design example were created 

using Allegro V6.1 from Cadence Design Systems, Inc. 

The files are available from Intel as described above. 
These files may be used to import the design example 
into a specific system design. 

NOTE 

Some changes to the layout and nets may be 
necessary to complete importing these files into a 
specific system design. 


5.7.4. BILL OF MATERIALS 

The bill of materials file was created using Allegro V6.1 
from Cadence Design Systems, Inc. The file is available 
from Intel as described above. 

5.7.5. PHOTOPLOT LOG 

The photoplot log file was created using Allegro V6.1 
from Cadence Design Systems, Inc. The file is available 
from Intel as described above. 

5.7.6. NETLIST REPORT 

The netlist report was created using Allegro V6.1 from 
Cadence Design Systems, Inc. The file is available from 
Intel as described above. 

5.7.7. PLACED COMPONENT REPORT 

The placed component report was created using Allegro 
V6.1 from Cadence Design Systems, Inc. The file is 
available from Intel as described above. 

5.7.8. ARTWORK FOR EACH BOARD 
LAYER 

The artwork for the six board layers was created using 
Allegro V6.1 from Cadence Design Systems, Inc. The 
files are available from Intel in a Gerber format as 
described above. 

5.7.9. TRACE SEGMENT LINE LENGTHS 

The file containing the trace segment line lengths was 
created from the artwork files of section 5.6.8. All 
lengths are provided in mils (1/1000 inch). The stubs 
listed in the tables are associated with the pin escapes 
required for the 82493s. The file is available from Intel 
as described above. 

5.7.10. I/O SIMULATION RESULTS FOR 
EACH NET 

Electrical simulations were performed on each net 
within the optimized interface of the 2-Mbyte CPU- 
Cache Chip Set design example. The simulations were 
done at the fast and slow corners to verify that signal 
quality and flight time specifications are met. The 
simulations were done using TLC V4.2.8 from Quad 
Design Technology, Inc. using the files described in 
section 5.6.2. Table 16 summarizes the slow corner 
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simulation results and Table 17 summarizes the fast The flight time specifications listed in Tables 16 and 17 
comer simulation results. are the 60/66-MHz flight times. 



Table 16. 

2-Mbyte Slow Comer Simulation Results 



Flight Time (ns) 

Signal Quality 

Net 

Maximum 
Flight Time 

Maximum 
Flight Time 
Specification 

Flight Time 
Margin 

Settling Time 
(ns) 

Overshoot 

(V) 

82498 Driving 

PA3-19 

11.41 

11.2 

-0.21 

24.78 

0 

PA20-31 

2.35 

3.2 

0.85 

7.49 

0 

AHOLD 

0.71 

1.5 

0.79 

3.85 

0.08 

AP 

1.17 

3.2 

2.03 

4.43 

0.17 

BRDYC1# 

0.97 

1.5 

0.53 

7.35 

0.27 

EADS# 

0.64 

1.5 

0.86 

3.83 

0.06 

EWBE# 

0.79 

1.5 

0.71 

3.9 

0.13 

INV 

1.32 

1.5 

0.18 

4.46 

0.24 

KEN# 

0.71 

1.5 

0.79 

3.85 

0.08 

NA# 

0.67 

1.5 

0.83 

3.77 

0.06 

WB/WT# 

0.86 

1.5 

0.64 

3.85 

0.17 

BLAST# 

3 

3.2 

0.2 

24.16 

0.76 

BLEC# 

1.73 

2.5 

0.77 

3.93 

0.68 

BOFF1#atCPU 

1.21 

1.5 

0.29 

4.55 

0.15 

BOFF2# at SRAM 

2.73 

3.2 

0.47 

18.96 

1.95 

BRDYC2# 

2.76 

3.2 

0.44 

21.59 

0.8 

BUS# 

2.87 

3.2 

0.33 

24.41 

0.73 

MAWEA# 

2.88 

3.2 

0.32 

24.56 

0.73 

MCYC# 

2.91 

3.2 

0.29 

23.84 

0.81 

WAY 

2.91 

3.2 

0.29 

23.77 

0.82 

WBA 

2.93 

3.2 

0.27 

24.89 

0.72 

WBTYP 

2.93 

3.2 

0.27 

24.96 

0.72 

WBWE# 

2.89 

3.2 

0.29 

24.83 

0.7 

WRARR# 

2.98 

3.2 ' 

0.22 

24.78 

0.75 
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Table 16. 2-Mbyte Slow Corner SImuiatbn Results (Contd.) 




Right Time (ns) 

Signal Quality 

Net 

Maximum 
Flight Time 

Maximum 
Right Time 
Specification 

Flight Time 
Margin 

Settling Time 
(ns) 

Overshoot 

(V) 

Pentium® Processor (735N90, 815M00, 100p\120, 1110M33) Driving 

PA3-19 

3.45 

3.7 

0.25 

6.76 

0.56 

PA20-31 

1.61 

1.8 

0.19 

3.49 

0.76 

CPO-7, CDO-63 

1.77 

2.0 

0.23 

5.06 

0.18 

ADS# 

2.77 

3.3 

0.53 

24.93 

0.78 

HITM# 

CO 

3.6 

CM 

C> 

6.73 

0.65 

WR# 

3.2 

3.6 

0.4 

6.52 

0.63 

ADSC# 

1.32 

1.5 

0.18 

4.65 

0.14 

AP 

1.39 

1.5 

0.11 

4.55 

0.22 

CACHE# 

1.17 

1.5 

0.33 

4.49 

0.1 

D/C# 

1.16 

1.5 

0.34 

4.48 

0.1 

LOCK# 

1.16 

1.5 

0.34 

4.48 

0.1 

M/IO# 

1.17 

1.5 

0.33 

4.49 

0.09 

PCD 

1.17 

1.5 

0.33 

4.49 

0.09 

PWT 

1.17 

1.5 

0.33 

4.49 

0.1 

SCYC 

1.17 

1.5 

0.33 

4.49 

0.09 

CBEO-7# 

2.57 

2.8 

0.23 

6.73 

0.04 

82493 Driving 

CPO-7, CDO-63 

2.24 

2.3 

0.06 

5.21 

0.17 
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Net 


PA3-19 

PA20-31 

AHOLD 

AP 

BRDYC1# 

EADS# 

EWBE# 

Inv 

KEN# 

NA# 

WB/WT# 

BLAST# 

BLEC# 

BOFF#atCPU 
BOFF# at SRAM 
BRDYC2# 

BUS# 

MAWEA# 

MCYC# 

WAY 

WBA 

WBTYP 

WBWE# 

WRARR# 


Table 17. 2-Mbyte Fast Comer Simulation Results 


Minimum Right Time (ne) 

Signal Quality (V) 

Minimum 
Right Time 

Minimum 
Flight Time 
Specification 

Minimum 
Flight Time 
Margin 

Overshoot 

Overshoot 

Specification 

Overshoot 

Margin 


82498 Driving 



0.67 


0.8 


0.8 


0.8 


0.8 


1.44 

0.33 

2.6 

2.27 

0.1 

2.05 

2.6 

0.55 

-0.02 

2.38 

2.6 

0.22 

0.05 

2.45 

2.6 

0.15 

0.2 

2.58 

2.6 

0.02 

-0.08 

2.3 

2.6 

0.3 

0.03 

2.46 

2.6 

0.3 

0.35 

2.35 

2.6 

0.25 

-0.02 

2.39 

2.6 

0.21 

-0.04 

2.36 

2.6 

0.24 

0.1 

2.51 

2.6 

0.09 

-0.15 

1.36 

2.6 

1.24 

-0.09 

0.97 

2.6 

1.63 

0.2 

2.03 

2.6 

0.57 

-0.29 

1.38 

2.6 

1.22 

-0.23 

1.35 

2.6 

1.25 

-0.19 

1.42 

2.6 

1.18 

-0.19 

1.42 

2.6 

1.18 

-0.19 

1.4 

2.6 

1.2 

-0.19 

1.4 

2.6 

1.2 

-0.13 

1.34 

2.6 

1.26 

-0.17 

1.39 

2.6 

1.21 

-0.19 

1.42 

2.6 

1.18 

-0.11 

1.26 

2.6 

1.34 


0.63 

0.61 

0.69 
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Table 17. 2-Mbyte Fast Corner Simulation Results (Contd.) 


Net 

Minimum Flight Time (ns) 

Signal Quality (V) 

Minimum 
Flight Time 

Minimum 
Flight Time 
Specification 

Minimum 
Right Time 
Margin 

Overshoot 

Overshoot 

Specification 

Overshoot 

Margin 

Pentlum<^ Processor (735\90, 815V100, 1000V120, 1110\133) Driving 

PA3-19 

1.2 

0.8 

0.4 

1.09 

2.6 

1.51 

PA20-31 

0.89 

0.6 

0.29 

2.07 

2.6 

0.53 

CPO-7, CDO-63 

0.96 

0.8 

0.16 

2.01 

2.6 

0.59 

ADS# 

0.89 

0.8 

0.09 

1.2 

2.6 

1.4 

HITM# 

1.31 

0.8 

0.51 

1.03 

2.6 

1.57 

WR# 

1.13 

0.8 

0.33 

1 

2.6 

1.6 

ADSC# 

0.83 

0.6 

0.23 

2 

2.6 

0.6 

AP 

0.85 

0.6 

0.25 

2.44 

2.6 

0.16 

CACHE# 

0.72 

0.6 

0.12 

2.02 

2.6 

0.58 

D/C# 

0.71 

0.6 

0.11 

2.02 

2.6 

0.58 

LOCK# 

0.71 

0.6 

0.11 ' 

2.02 

2.6 

0.58 

M/IO# 

0.71 

0.6 

0.11 

1.99 

2.6 

0.61 

PCD 

0.72 

0.6 

0.12 

2.02 

2.6 

0.58 

PWT 

0.71 

0.6 

0.11 

2.02 

2.6 

0.58 

SCYC 

0.71 

0.6 

0.11 ! 

2 

2.6 

0.6 

CBEO-7# ^ 

0.69 

0.6 

0.09 

1.89 

2.6 

0.71 

82493 Driving 

CPO-7, CDO-63 

0.91 

0.8 

0.11 

2.08 

2.6 

0.52 


Note; An overshoot specification voltage in parentheses denotes the value for Vss if different from Vcc. 
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1.0. INTRODUCTION 

In addition to standard 3.3V Pentium® processors, Intel 
is offering 3.3V Pentium processors with VRE 
specifications to enable quicker time-to-market cycles, 
and higher-performance desktop and server systems. 
This document will explain the voltage specifications, 
recommend solutions for supplying consistent power, 
and suggest validation techniques to ensure robust 
3.3V Pentium processor-based desktop or server 
systems. VRE (Voltage Regulated Extension) 
components have stricter supply voltage specifications 
than standard components, and as such VRE-based 
designs bring additional challenges to power regulation. 
Although this document focuses on VRE designs, the 
system design and voltage measurement concepts also 
apply to designs for standard components. 

This document contains five key sections; 

Chapter 2.0 discusses the standard and VRE 
specifications. The VRE and standard voltage ranges 
have been adjusted for the C2-step and all subsequent 
processors. These changes are reflected in the chapter 
(and the entire document). Chapter 2.0 also gives an 
overview of some important system design and voltage 
measurement considerations associated with VRE 
components. The consequences of specification 
violations are also discussed. 

Chapter 3.0 deals with the power supply and regulation. 
It contains power implementation recommendations to 
ensure a robust system design. In addition, this chapter 
contains detailed low cost bulk and high speed 
decoupling recommendations for Socket 5, Socket 7, 
and standard 3.3V designs. 

Chapter 4.0 explains the proper measurement techniques 
to verify that systems meet their respective voltage 
specifications. These measurement techniques apply to 
all Pentium processors. Measurement results from the 
Pentium® Processor Flexible Motherboard Reference 
Design are shown in this chapter. 

Appendix A provides information about tools to assist in 
both simulating decoupling solutions, and in taking 
voltage measurements. This section also contains 


information on how to obtain and use the recommended 
“stress” code for voltage noise measurement. 

Finally, Appendix B provides a list of third party 
vendors. These vendors include suppliers of regulators, 
resistors, capacitors, and sockets. 

2.0. SPECIFICATIONS 

2.1 . The VRE Specification 

The main difference between the VRE, and standard 
3.3V specifications are the voltage supply requirements 
(see Table 1). Since the VRE specification has a stricter 
Vjjj, requirement than the standard voltage specification, 
VRE-based systems are very sensitive to voltage supply 
noise and transients. Any overshoot or undershoot 
beyond the voltage range (at a measurement 
bandwidth of 20MHz) is not permitted. Any transient 
excursion beyond the specified voltage range may result 
in unstable system behavior. Note that socket type and 
measuring techniques are also specified and should be 
followed to ensure consistent and accurate 
measurements. ^ 

Complete S- Specs, and availability of the Pentium 
processor family may be found in the latest Pentium 
processor stepping information or Pentium® Processor 
Specification Update (Order Number 242480). 

The complete specifications shown above must be 
met to ensure a robust VRE-based platform. All 
measurements must be made and guaranteed at the back 
of the motherboard at the CPU socket pins. The voltage 
specifications assume an oscilloscope measurement 
bandwidth of 20MHz. Socket 5 or Socket 7 (or an 
equivalent socket of less than 5nH) should be used to 
ensure upgradability to future Pentium OverDrive® 
processors and to ensure accurate transient 
measurements. 

Note that standard voltage range encompasses the VRE 
range, hence standard parts will operate in VRE systems 
(see Figure 1). 


I 
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Table 1. Comparison of Standard Specifications to VRE Specifications 


Specifications 

Standard 

VRE 

V 

’'cc 

3.135 V to 3.6V 

No overshoot or undershoot 
allowed 

3.4V* to 3.6V 

No overshoot or undershoot 
allowed 

Timings 

Standard and MD 

MD only 

Thermals 

Same Maximum and Maximum Power Dissipation 

Socket 

Pentium® OverDrive® Processor Upgrade Socket 5 or Socket 7 

Measurement 

Transients must be measured and guaranteed at the back of the 
motherboard at the CPU socket pins. The measurement should be 
taken with a bandwidth of at least 20MHz (see section 4.2). 


Notes: 'Applies to the C2 stepping, and all subsequent Pentium® processors. 

^Applies to the C2 stepping, and all subsequent Pentium® processors with the VRE specification. 


2.1 .1 . The VRE Supply Voltage Range 

VRE components allow less transient tolerance than 
standard components. To compensate for the smaller 
transient tolerance, VRE-based platforms must use 
accurate voltage regulators and adequate local 
decoupling capacitors. During worst-case transient 
conditions (transition into and out of Stop Grant Mode 
or Halt Power Down Mode), current supplied to the 
processor can change by several amperes in tens of 


nanoseconds. Since power supply units and voltage 
regulators can at best respond in a time frame on the 
order of milliseconds, bulk decoupling capacitors are 
required to act as current reservoirs until the power 
supply unit or voltage regulators regulate to the new 
load. Due to the high operation speed of the internal 
core of the Pentium processor, high frequency capacitors 
are also required to filter the excessive noise 
components. Failure to provide adequate power 
regulation during this transition may result in 
undershoot and overshoot beyond the voltage 
specifications of the processor. 



2.2. Typical Application Behavior 

Poorly designed desktop and server systems may violate 
VRE specifications during normal operation. An 
unusual application instruction mix can cause large 
current spikes from clock cycle to clock cycle. Figure 2 
shows the rapid fluctuations of system power during 


execution of a BAPCo93* benchmark trace (BAPCo93 
is a system benchmark used for measuring system 
performance). These quick transitions in current occur in 
a shorter time frame than that in which the power supply 
unit or voltage regulator may be able to respond. 

Worst-case transients occur during power management. 
Figure 3 shows an oscilloscope trace of a system leaving 
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the low-power Stop Grant State (via a deassertion of 
STPCLK#). The supply voltage “droops” due to ESL 
and ESR effects (see section 3.5), and because the 
voltage regulator cannot respond quickly enough to the 
large, instantaneous change in current. Droops and 
surges also occur in systems with proper decoupling, but 
to a lesser extent- The system also has high frequency 
noise due to high operation speed of the internal core. 
Figure 3 shows the “droop” due to ESR/ESL effects 
when exiting the Stop Grant state. The longer term 


voltage variations ( on the order of milliseconds) are not 
shown in this plot. Violating the VRE specifications by 
undershooting or overshooting the voltage range may 
result in unreliable and unstable behavior. Hie 
consequences of voltage specification violations are 
explained in the next section. Chapter 3.0 will 
recommend techmques for providing accurate regulation 
and proper decoupling to ensure a robust VRE-based 
platform. 



Figure 2. Rapid Fluctuations of System Power While During Active Operation (BAPCo93*) 
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Figure 3. Voltage “Droop” when Exiting Stop Grant State 


2.3. Voltage Specification 
Violations 

Overshooting the voltage specification can cause certain 
signals to violate their Minimum Valid Delay timing 
specifications. This timing violation will in turn lead to 
a failure in the system. Excessive and sustained 
overshooting can also cause hot electron related effects 
which can compromise the reliability of the part. 

Undershooting causes a reduction in the performance of 
the component, and may also lead to timing related 
failures. The processor will not function properly at its 
correct clock frequency. 

Extensive die probing experiments show that high 
frequency overshooting and undershooting of the 
voltage specification are filtered by the processor’s 
package parasitics, and are accounted for during the 


testing of die processor. As a result, the recommended 
oscilloscope measurement bandwidth has been adjusted 
to 20MHz (see section 4.2 for details). 


3.0. THE POWER SUPPLY 

Until traditional power supply units with 3.3V DC 
outputs are widely available, supplying power to the 
3.3V Pentium processor requires a 5V-to-3.3V voltage 
regulator. In addition, robust local decoupling must be 
provided to accommodate the transition to and from 
low-power modes. It is important to select the 
components to be as accurate as possible. A platform 
based on an inaccurate power supply unit must be 
compensated with a more accurate regulator and extra 
local decoupling. Similarly, a platform based on an 
inaccurate regulator requires accurate supporting 
components and additional decoupling capacitors. As 
shown next, selecting accurate components will 
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maximize the voltage transient allowed. 

The VRE specification allows a total voltage budget of 
200mV. It is important to understand the voltage budget 
must include any deviation in the voltage regulator, the 
inaccuracy of its supporting components, and other non- 
ideal behavior of real components. When designing for a 
VRE-based platform, these DC factors must be 
subtracted from the total VRE budget. The remaining 
allowance should be targeted when measuring the 
voltage transient. It is hence important to select accurate 
voltage regulatcxrs and precise support components to 
allow maximum voltage transients. 

VRE Specifications = 1 Voltage Regulator Accuracy 

+ Support Component Accuracy 

+ Thermal Drift and Aging Effects 

+ Measured Voltage Transient 


3.1 . Selecting an Accurate Power 
Supply Unit 

The power supply unit must provide a minimum 
setpoint equal to, or higher than the minimum input 
voltage required by the regulator (see Figure 4). Off-the- 
shelf 5V power supply units with a 5% accuracy 
specification can meet the typical 4.75V requirement of 
most regulators. However, a 5V power supply unit with 
an accuracy of 10% may provide a setpoint as low as 
4.5V and fail the minimum input requirement. Similarly, 
an accurate power supply unit may also fail if the 
voltage regulator has minimum input voltages higher 
than 4.75V. If using a less accurate power supply unit, 
the minimum setpoint must be raised to meet or exceed 
the minimum input voltage required by the voltage 
regulator. If a voltage regulator requires an input voltage 
higher than 4.75V, consider choosing a more accurate 
power supply unit to raise the minimum setpoint. 

Sufficient decoupling must be provided between the 
power supply unit and the voltage regulator to minimize 
any noise. The disturbance on the 5V power supply unit 
may exceed the specification of TTL logic devices if the 
decoupling capacitance is insufficient. 




5V DC Power 
Supply Unit 


-T-5.50V 


5.25V 


4.75V 

4.50V 


Power Supply 
Mn Setpoint 
> 

Min Input 
Voltage 


Voltage 

Regulator 

Isv 3.3VH 


Rgure4. Setpoint Requirement of Power Supply 


3.2. Selecting an Accurate Voltage 
Regulator 

There are two types of voltage regulators: switching 
and linear. Switching regulates provide power by 
pulsing the voltages and currents to the load, thus 
resulting in lower heat dissipation and higher efficiency. 
Switching regulators are however generally more 
expensive and require more supporting components than 
linear regulators. Linear regulators essentially are 


voltage dividers and provide power by “dividing down” 
the 5V inputs to 3.3V outputs. Linear regulators 
dissipate more power, but are less expensive and 
typically require only two additional (feedback) 
resistors. Unless the system has strict thermal 
requirements, linear regulators generally are suited for 
high-volume designs. Both types of regulators can meet 
the VRE voltage range if they have accurate outputs and 
precise supporting components. Table 2 below compares 
the two types of voltage regulators: 
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An inaccurate regulator leaves little room for transient 
tolerance. For example, VRE specifications allow a 
voltage regulator solution to deviate only two percent 
(3.4V to 3.6V) from the desired regulator setpoint of 
3.5V. Static specifications such as line regulation, 
temperature drift, and the initial setpoint must be held to 
1% if any transient is to be permitted at all. Table 3 
recommends the voltage regulator module accuracy 
required to ensure a robust VRE-based platform. 


There are direct tradeoffs between the accuracy of the 
regulator and the amount of local decoupling. Using an 
inaccurate regulator requires more accurate dividing 
resistors and more decoupling. Conversely, using high- 
ESR, quick-aging capacitors necessitates accurate 
regulators. The next section recommends the bulk and 
high-speed decoupling required to ensure a robust VRE- 
based platf(^m. The recommendations were based on 
extensive simulations and empirical measurements. 


Table 2. Comparison of Voltage Regulators 


Characteristics (Typical) 

Linear Regulator 

Switching Regulator 

Maximum Efficiency 

67% 

95% 

Maximum Power Dissipation 

33% 

5% 

Supporting Components 

2 to 6 

(feedback resistors) 

5 to 12 

(feedback resistors, MOSFET 
switches, inductor, diode, caps) 

Approximate Total Cost 

Moderate 

Moderately High 


Table 3. Recommendations for Linear Voltage Regulator 


Parameters 

Total Accuracy 

Maximum Deviation 

Voltage Regulator Setpoint 
+ 

± 1 % (VRE) 

±35mV(VRE) 

Feedback Resistors 



+ 

± 2% (STD) 

± 66mV (STD) 

Thermal Drift, Aging Effects 
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3.3. Bulk Decoupling 
Recommendations 

The Pentium processor can be shut down and restarted 
very quickly with either the STPCLK# signal, or the 
HALT instruction. Switching the supply current on and 
off in very short time may cause serious power supply 
surges and droops in systems with inadequate bulk 
decoupling. Adequate bulk decoupling capacitors, 
located between the power and ground planes, near the 
processor, are necessary to filter these surges and 
droops. Adequate bulk capacitance is necessary to 
provide a current reservoir until the regulator can 


respond to the new load. It is important to use tantalum 
capacitors to minimize any aging effect. Electrolytic 
capacitors age faster, are inaccurate and are not stable 
over a wider temperature range. Capacitors with long 
leads add inductance and increase transients. Figure 5 
shows the bulk decoupling required and a layout 
example to ensure the effectiveness of bulk decoupling. 

Table 4 shows the decoupling recommendations for 
Socket 5, Socket 7 and standard 3.3V designs. Socket 7 
is backward-compatible with Socket 5, and in addition it 
allows for upgradability to a future OverDrive 
processor. Note that the recommendations in Table 4 
have already been optimized for cost efficiency. 



Figure 5. Recommended Bulk Decoupling Capacitor Values and Layout for VRE-based Design 
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3.4. High Speed Decoupling 
Recommendations 

Due to its high speed core activity, the Pentium 
processor generates high frequency noise components 
and higher current spikes in the power supply. High 
frequency capacitors between the power and ground 
planes and near the processor, are required to filter tihese 
high frequency noise components. Since the inductive 
effects of circuit board traces and component leads 
become more critical at higher frequencies, it is critical 
to place high frequency capacitors as near as possible to 
the processor, using short traces to minimize inductance. 
Surface mount capacitors should be placed inside and 
around the socket cavity as shown in Figure 6. 


The recommendations shown in Table 4 and Table 5 
were based on extensive simulations and experiments. 
They provide a robust solution to accommodate various 
Pentium processors and Pentium Overdrive processors. 
During system design cycles, questions may arise about 
reducing cost by reducing the amount of decoupling, 
substituting widi different capacitor dielectrics, and 
using less accurate resistors. Before committing to any 
deviations from the recommendations, it is highly 
recommended that the solution be simulated and 
certified for the variety in components, temperatures, 
and lifetime degradations. The use of fewer, lower 
quality decoupling than indicated in this section is 
discouraged, even if voltage me^asurements indicate 
that the margin exists at 20MHz. 


Table 4. Bulk Decoupling Recommendations for 3.3V Platforms 


Design 

Qty 

Value 

Type 

Maximum ESR 

Maximum ESL 

Socket 5 

4 

lOOpF 

Tantalum 

25 ma 

(100 mD/cap) 

0.68 nH 
(2.7 nH/cap) 

Socket 7 

4 

100 pF 

Tantalum 

25 mD 

(100 mO/cap) 

0.68 nH 
(2.7 nH/cap) 

Standard 

(low cost, 
non -VRE) 

4 

100 pF 

Tantalum 

25 mn 

(100 mn/cap) 

0.68 nH 
(2.7 nH/cap) 


Footnotes 

^ The product test environment assumes a certain minimum amount of decouphng. 
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Table 5. High Speed Decoupling Recommendations for 3.3V Platforms 


Qty Value Type Maximum ESR Maximum ESL 



X7R/X7S 
ceramic caps 


X7RDC7S 
ceramic caps 


ceramic caps 


0.83 mO 

(15 mI2/cap) 


(15 mO/cap) 


(15 mO/cap) 


0.117 nH 

(2.1 nH/cap) 


(2.1 nH/cap) 


(2.1 nH/cap) 
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Figure 6. Recommended High Speed Decoupling Capacitors and Layout for VRE-based 

Unifled-Piane Designs 
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Figure 7. Recommended High Speed Decoupling Capacitors and Layout for VRE-based 

Unifled-Plane Designs 


3.5 ESR and ESL: Why Less is 
Better? 

Effective Series Resistance (ESR) and Effective Series 
Inductance (ESL) are elements of non-ideal behavior of 
real components. The ESR and ESL determine how 
quickly a capacitor can source current to regulate a new 
load. More importantly, the ESR must be low enough at 
high frequencies to not offset the desired filtering effects 
of bulk decoupling capacitors. For a given current 
transient, the voltage transient is proportional to the ESL 
and ESR. The use of capacitors with high ESR and ESL 
hence contributes to higher voltage transients and may 
cause overshooting or undershooting. Aluminum 


electrolytic capacitors degrade at a relatively low 
frequency. Low ESR tantalum caps can retain ESR 
specifications up to about 1-10 MHz. Low ESR ceramic 
capacitors can retain ESR specifications up to lOOMHz. 
Do not reduce the quantity of capacitors shown in Table 
4 and Table 5 if substituting with cp^pacitors with a 
larger value. When placed in parallel, two 220|lF 
tantalum capacitors may have higher ESR than four 100 
jiF capacitors. Placing capacitors in parallel reduces the 
maximum overall ESR. The maximum overall ESR 
specifications listed in Table 4 are the same for 
capacitors with values of 100|jF, 220|iiF, and 330pF. 
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3.6. Decoupling Recommendations 
for Split-Plane Designs 

A split-plane design using Socket 7 should have all the 
decoupling capacitors recommended for Socket 7 (in 
Tables 4 and 5) placed on the core power plane. In 
addition 12 capacitors, each with a value of 0.1 |xF, 
should be used to decouple the I/O power plane. 


4.0. TAKING VOLTAGE 
MEASUREMENTS 

4.1 . Creating Worst-Case Transient 
Excursion 

The recommendations for regulators and local 
decoupling can be validated by creating worst-case 
supply transient conditions and measuring accurately as 
shown in Figure 8. Worst-case transients may be 
generated by executing the “stress” program on a 
Pentium processor test sample (refer to Appendix A for 
directions on obtaining test samples and the “stress” 
program). Table 6 explains the steps to create the worst- 


case transient conditions. Table 7 provides the 
measurement technique summary. 

It is necessary to assert and deassert the STPCLK# 
signal while executing the “stress” program to create the 
worst-case transient conditions. Asserting the STPCLKL# 
signal will place the processor into the Stop Grant mode 
(consuming about 15% of active current). Deasserting 
the STPCLK# signal will return the processor to the 
Normal state. To simulate actual system behavior, 
should be stabihzed before asserting or deasserting 
STPCLK# as shown below. Asserting and deasserting 
STPCLK# too rapidly may generate unrealistic voltage 
transients. There are no minimum time specifications 
required to stabilize since the estimated time is 
highly dependent on the system Oength of current 
instruction, outstanding write cycles, response time of 
voltage regulator, and accuracy and quantity of 
decoupling). However, based on experiments from the 
Pentium® Processor Flexible Motherboard Reference 
Design, STPCLK# should be asserted and deasserted at 
a rate of lO-lOOKHz. As part of their power saving 
features, certain BIOS are able to assert/deassert 
STPCLK# during execution of a batch file such as 
described in Table 6. 


Table 6. Directions to Generate Worst-Case Transient 


Step One 

A 

Install Pentium® processor 

Step Two 

B 

Insert diskette containing the “stress” program 

Step Three 

C 

Copy “STR4Y.EXE” to the C drive 

Step Four 

D 

Create a batch file with an infinite loop that executes “STRY4.EXE” once in every 
loop. See Appendix A. 

Step Five 


Run the batch file created in step four. 

Step Six 

F 

Measure and set oscilloscope as shown in Table 8 to obtain the voltage 
transient, the voltage transient must not overshoot 3.6V, or dip lower than 3.4V 
for VRE systems. 

Step Seven 

G 

Assert and deassert STPCLK# while the “stress” program is executing. 


Table 7. Measurement Technique Summary 


Measurement Bandwidth^ 

> 20 MHz 

Probe Bandwidth 

> 250 MHz 

Board Location 

At the back of the board, at Socket pins 

Pin Locations 

12 Pins (listed above) 


Note: ' Signals should be attenuated by no more than 3dB at 20MHz, and 6dB at 40MHz. 
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4.2. Measurement Technique 

All transient measurements must be taken at the back of 
the motherboard at the socket pins on an iPSL-certified 
Socket 5, Socket 7, or an equivalent socket of 5nH or 
less. Measuring transients on an unspecified socket or at 
a different location will result in inaccurate readings. 
For accurate readings, all probe connections must be 
clean. Shorten the ground lead of the probe to minimize 
any extra inductance. A specially-made probe as shown 
in Figure 9A will ensure accurate readings by 
connecting the probe tip directly to the signal and 
connecting four standoffs to the plane. Figure 9B 
proposes an alternate solution by providing a short loop 
of wire around the ground shield of the probe. Figure 9C 
is a good example of how not to perform measurements. 
The ground cable of the probe will add significant noise 
to the transient measurements. 

The following ^cJ^ss should be measured, and 
must all meet the voltage specification: AN13/AM10, 
AN21/AM18, . AN29/AM26, AC37/Z36, U37/R36, 
L37/H36, A25/B28, A17/B20, A7/B10, G1/K2, S1A^2, 
AC1/Z2. These pins are a subset of all Ycx/^ss pairs, 
and hence should not be singled out when placing 
decoupling capacitors. 

The scope settings shown in Table 8 are recommended 
for accurate measurements. Although the measurement 
bandwidth of the scope should be set at 20MHz, a probe 


with a bandwidth of at least 250MHz should be used. 
This high bandwidth probe ensures a total effective 
bandwidth of 20MHz. The trigger point should be set in 
the middle of the range and slowly moved to both the 
high and low ends of the VRE range. 


Table 8. Recommended Oscilloscope 
Configurations to Capture Voltage 
Transient 


Bandwidth^ 

20 MHz^ 

Sampling 

Rate 

> 100 Million Samples / 
Second 

Vertical 

Reading 

< 20 mV/divislon 

Horizontal 

Reading 

> 500 n S/di vision 

Display 

Infinite Persistence 


Notes: * Signals should be attenuated by no more than 3dB 
at 20MHz, and 6dB at 40MHz. 

* A probe with a bandwidth of at least 250mhz 
should be used. 
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Correct 


Correct 


Not Correct!!! 


Figure 9. Correct and Incorrect Probe Connections for Measuring Transient 


4.3. Measurement Results 

The voltage transient measurement shown in Figure 10 
was taken on the Pentium Processor Flexible 
Motherboard Reference Design (FMB) using the 
technique shown in Figure 9B. The Pentium processor 
FMB is an actual motherboard designed to 
accommodate various Pentium Processors and Pentium 
OverDrive processors, regardless of specifications. The 
Pentium processor FMB ensures accurate voltage 
regulation and proper decoupling through the Voltage 
Regulator Module (VRM), a small add-on module. To 
allow maximum flexibility, a variety of VRM models 
are available to accommodate all voltage specifications 
on the Pentium processors. For more detailed 
specifications of the Pentium processor FMB or VRM, 
please refer to the Pentium® Processor Flexible 
Motherboard Design Guidelines, Revision 2.0 
(Reference Number SC-0990). 

Figure 10 shows the Pentium processor exiting the Stop 
Grant Mode. Measurements were taken with a Tektronix 


TDS-684A oscilloscope and P6245 probe, while running 
the “stress” program with STPCLK# toggling to 
potentially create worst case transients. STPCLK# was 
also used to trigger the measurement. The platform used 
aVRE Spec VRM. 

The VRE specification can tolerate voltage transients 
from 3.4V to 3.6V. The available tolerance of 200mV 
allows for voltage deviations due to transients and for 
VRM setpoint accuracy. VRM setpoint accuracy refers 
to the range in which the VRM maintains the output 
voltage (i.e. DC offset, noise, regulation tolerance 
including reference resistor tolerance under line and 
temperature variations). In this case, the setpoint 
accuracy is 70mV, The maximum voltage transients 
measured was about 58mV. This demonstrates that the 
Pentium processor flexible motherboard reference 
design meets the VRE voltage specification. It is 
important to note that the VRM and motherboard 
decoupling should allow for the main processor or 
Pentium OverDrive processor with the worst case 
current ramp. 
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Figure 10. Transient Measurements with VRE Spec VRM 


2-1654 


I 




AP-522 

® 


Appendix A: Test Samples and “Stress” Code 

The “stress” program and may be obtained through a local Intel Field Sales representative or by calling Intel Technical 
Support at 1-800-628-8686. Intel Field Sales representatives may obtain the stress program from Sales Library 
Database (Technical Documents). 



After the “stress” program has been obtained and installed on the C drive, a batch file should be written to run an 
infinite loop. The following is an example. The file is called STRESS.BAT : 


'.loop 


STRY4.exe 


echo on 
goto loop 

At the DOS* prompt, type STRESS and take measurements as explained in Chapter 4.0. 
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Appendix B: Third Party Components 

The following vendors offer various solutions to ensure a robust VRE-based platform. Please contact the following 
vendors for specifications, samples, and design support. 


Table 9. Voltage Regulator Modules 


Vendor 

North America 

Europe 

APAC 

Japan 

Linear 

Bob Scott 

Fred Killinger 

Dick Collins 

Tech 

Tel: (408)432-1900 

Tel: (49)89-3197410 

Tel: (65)293-5322 


Fax: (408)434-0507 

Fax; (49) 89-3194821 

Fax: (65) 292-0398 

Maxim/ 

Ambit’ 

David Timm (Maxim) 

Jacob Huang (Ambit) 

David Timm (Maxim) 

Tel: (408)737-7600 

Tel: 886 35-784975 

Tel: (408)737-7600 


Fax: (408) 737-7194 

Fax: 886-35-775100 

Fax; (408) 737-7194 

Power 

Trends’ 

Phil Lulewicz 

Joe Ywli 

Ken Katsumoto 

Tel: (708)406-0900 

Tel: (408)737-7600 

Tel; (81)3-5367-9000 


Fax: (708) 406-0901 

Fax; (408) 737-7194 

Fax: (81) 3-5467-0777 

Semtech’ 

Art Fury 

Julian Foster 

Art Fury 


Tel: (805)498-2111 

Tel: (44)592-630350 

Tel: (805)498-2111 


Fax: (805) 498-3804 

Fax: (44) 592-774781 

Fax: (805) 498-3804 

Slliconix 

Howard Chen 

Eric Williams 

Howard Chen 

Tony Grizelj 


Tel: (408)970-4151 

Tel: (44)344-485757 

Tel: (408)970-4151 

Tel: (81)3-5562-3321 


Fax: (408) 970-3910 

Fax: (44) 344-427371 

Fax: (408) 970-3910 

Fax: (81) 3-5562-3316 


Note; ' DP VRM available 
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Table 10. Socket? 



North America 

Europe 

APAC 

Japan 

Amp 

Jim Crompton 

Rob Rix 

H. Itoh 


Tel: (910)855-2338 

Tel: (44)753-67-6892 

Tel: (81)44-844-8086 


Fax: (910) 855-2224 

Fax: (44) 753-67-6808 

Fax: (81)44-812-3203 

Appros 

Tony Goulart 

Appros Taiwan Inc. 

Appros Inc. 


Tel: (415)548-1636 

Tel: (886)2-718-4774 

Tel: (03)3358-4857 


Fax: (415) 548-1124 

Fax: (886)2-718-4344 

Fax: (03) 3358-5734 

Augat 

David M. Bamum 

Arif Shahab 

Atsushi Sasaki 


Tel: (508)699-9890 

Tel: (44)952-670-281 

Tel: (81)44-853-5400 


Fax: (508) 695-81 1 1 

Fax: (44) 952-670-342 

Fax: (81)44-853-1113 

Foxconn 

Julia Jang or Paul Fitting 

Ronny Chiou or Ivan Liaw 


Tel: (408)749-1228 

Tel: (886)2-268-3466 


Fax: (408) 749-1266 

Fax: (886) 2-268-3225 

Yamaichi 

Ann Sheperd 

Mr. Matsuda 

Alan Liu 

Mr. Shiwaku 


Tel: (408)456-0797 

Tel: (49)89-451021-43 

Tel: (886)02-546-0507 

Tel: (81)3-3778-6161 


Fax: (408) 456-0779 

Fax: (49) 89-451021-10 

Fax: (886) 02-546-0509 

Fax: (81)3-3778-6181 
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Table 11. Decoupling Capacitors 


Vendor 

Part No. 

Type 

North America 

APAC 

AVX 

1206YZ105KAT1A 

I^F, X7S 

Dennis Lieberman 
Tel: (803)946-0616 
Fax: (803) 448-2606 

Singapore 
Steve Chan 
Tel: (65)258-2833 
Fax: (65) 258-8221 


TPSD107K010R0100 

lOO^iF, Tantalum 


Korea 
K.J. Kim 

Tel: (82)2-785-6504 
Fax: (82) 2-784-5411 

Johanson 

Dielectrics 

160R18W105K4 

l^iF, X7R 

Sales Department 
Tel: (818)364-9800 
Fax: (818) 364-6100 

Taiwan 

Nanco Electronics 
Bill Yu 

Tel: (886)2-758-4650 
Fax: (886) 2-729-4209 

Hong Kong 

Tel: (852)765-3029 

Fax: (852) 330-2560 

KEMET 

Electronics 

T495X107K010AS 

lOO^F, Tantalum 

Richey-Cypress 
Electronics 
Tel: (408)956-8010 
Fax: (408) 956-8245 

Intematlon Accounts 
Warren Marshall 
Tel: (800)421-7258 
Fax: (714) 895-0060 

Mu rata 
Electronics 

GRM40X7R105J016 

l^iF, X7R 

Sales Department 
Tel: (404)436-1300 
Fax: (404) 436-3030 

Taiwan 

Tel: (886)2-562-4218 
Fax: (886) 2-536-6721 

Hong Kong 

Tel: (852)782-2618 

Fax: (852) 782-1545 

Korea 

Tel: (82)2-730-7605 
Fax: (82) 2-739-5483 

TDK 

CC1206HX7R105K 

1 nF, X7R/X7S 

Sales Department 
Tel: (708)803-6100 
Fax: (708) 803-6296 

Korea 

Tel: (82)2-554-6633 
Fax: (82) 2-712-6631 

Taiwan 

Tel: (886)2-712-5090 
Fax: (886) 2-712-3090 
Hong Kong 
Tel: (852)736-2238 
Fax: (852) 736-2108 
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Table 12. Header 7 


Vendor 

North America 

Europe 

APAC Japan 

Amp 

Larry Freeland 
Tel: (717)780-6045 
Fax: (717)780-7027 

Rob Rix 

Tel: (44)753-67-6892 
Fax: (44)753-67-6808 

H. Itoh 

Tel: (81)44-844-8086 
Fax: (81)44-812-3203 

Foxconn 

Julia Jang or Paul Fitting 
Tel: (408)749-1228 
Fax: (408)749-1266 

Ronny Chiou or Ivan Liaw 
Tel: (886)2-268-3466 
Fax: (886)2-268-3225 


Table 13. Shorting Blocks 


Vendor 

North America 

Europe 

APAC 

Japan 

Amp 

Larry Freeland 
Tel: (717)780-6045 
Fax: (717)780-7027 

Rob Rix 

Tel: (44)753-67-6892 
Fax: (44)753-67-6808 

H. Itoh 

Tel: (81)44-844-8086 
Fax: (81)44-812-3203 

Foxconn 

Julia Jang or Paul Fitting 
Tel: (408)749-1228 
Fax: (408)749-1266 

Ronny Chiou or Ivan Liaw 
Tel: (886)2-268-3466 
Fax: (886)2-268-3225 

Molex 

Micheal Gits 
Tel: (708) 527-4801 
Fax: (708) 969-1352 

(Molex) 

Tel: (49)89-413092-0 
Fax: (49) 89-401527 

(Molex) 

Tel: (65)268-6868 
Fax: (65) 265-6044 

(Molex) 

Tel: (81)427-21-5539 
Fax: (81)427-21-5562 
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Table 14. Resistors 


Vendor 

Size 

Type 

Accuracy/ Value 

Contact 

Beckman 

0805 

thin 

0.1%, lOK-IOOKohms 

Cathy Whittaker 

industital 


thick 

1-5%, 1 0-1 M ohms 

(214) 392-7616 


0603 

thick 

1-5%, 1 0-1 M ohms 


Dale Electronic 

0603 

thin 

0.5%, 10-100K ohms 

Gary Bruns 



thick 

1%,2%, 1 0-1 M ohms 

(402) 371-0080 


0805 

thin 

0.1%, lOO-IOOKohms 


Koa Spear 

0805 

thin 

0.1%, lOO-IOOKohms 

T. Yogi 



thick 

0.5-5%, 1 0-1 M ohms 

(814) 362-5536 

Thin Film Technology 

1206 

thin 

0.1%, 100-250Kohms 

Thin Film TECH. (607) 625 8445 
Regional Sales Managers 



0.5%, 10-250Kohms 

Patrick J Lyons ext. 14 

All states W. of Mississippi except Texas 
and S. California 

0805 

thin 

0.1%, lOO-IOOKohms 




0.5%, 1 0-1 M ohms 

Mar1< Poiisch ext. 12 

Southern U.S. E. of Mississippi including 
Texas 

0603 

thin 

0.1%, 100-33Kohms 


■ 


0.5%, 10-330K ohms 

Tim Goertzen ext. 1 3 

Northen U.S. E. of Mississippi & Canada 

0402 

thin 

0.5%, 10-100K ohms 

Mike Smith (310) 768-8923 
Southern California 
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NORTH AMERICAN SALES OFFICES 


ARIZONA 

kiMCorp. 

410 North 44th Street 
8uKe470 
Phoenix 85008 
Tel: (800) 628-8686 
FAX: (602) 244-0446 

CAUFORNIA 


.4 Corn. 

26707 W. Agoura Road 
Suite 203 

Calabaeae. CA 91302 
Tel: (800) 628-8686 
FAX: (818)-880-1820 

Intel Corn. 

3550 Watt Avenue 
Suite 140 
Sacramento 05821 
Tel: (800) 628-8686 
FAX: (916) 979-7011 

Intel Corp. 

0655 QranKe Ridge Drive 
3rd Floor 
Suite 4A 

San Dl^ 92123 
Tel: (8M) 628-8686 
FAX: (619) 467-2460 

Intel Corp. 

1781 Fox Drive 
San Joee 95131 
Tel: (800) 628-8686 
FAX: (408) 441-0540 

Intel Corp. 

1551 N^Tustin Avenue 
SuReOOO 
Santa Ana 02701 
Tel: (800) 628-8686 
TW: (910) 595-1114 
FAX: (714) 541-9157 

Intel Corp. 

514 Via de la Valle 
Suite 208-RCO 
Soiana Beach 92075 

Intel Cora. 

1960 E. Grand Avenue 
Suite 150 

Ei Segundo, CA 90245 
Tel: (800) 628-8686 
FAX: (310) 640-7133 

COLORADO 
Intel Corp. 

600 South Cherry Street 
Suite 700 
Denver 80222 
Tel: (800) 628-8686 
Tm: 910-931-2289 
FAX: (303) 322-8670 

CONNECTICUT 
Intel Corp. 

40 Old R^ebury Road 
Suite 311 
Danbury 06811 
Tel: (800) 628-8686 
FAX: (203) 778-2168 

FLORIDA 
Intel Corp. 

600 West HHIsboro Blvd. 
Suite 348 

Deerfield Beach 33441 
Tel: (800) 628-8686 
FAX: (305) 421-2444 


Intel Corp. 

2250 Lucien Way 
Suite 100 
Suites 

MaHland 32751 
Tel: (800) 628-8686 
FAX: (40^ 660-1283 

GEORGIA 

Intel Corp. 

20 Technology Park 
Suite 150 
Norcroes 30092 
Tel: (800) 628-8686 
FAX: (404) 448-0875 

K)AHO 

Intel Corp. 

910 W. Main Street 
Suite 236 
Boise 83702 
Tel: (800) 628-8686 
FAX: (208) 331-2295 

ILUNOIS 
Intel Corp. 

300 North Martingale Road 
Suite 400 

Schaumburg 60173 
TeN: (800) 628-8686 
FAX: (706) 605-9762 

MDIANA 

Intel Corp. 

8041 Knue Road 
Indianapolis 46250 
Tel: (800)^628-6686 
FAX: (31 h 577-4939 

MARYLAND 
Intel Corp. 

131 National Bus. Pkwy 
Suite 200 

Annapolis Junction 20701 
Tel: (800) 628-8686 
FAX: (301) 206-3678 

MASSACHUSETTS 

Intel Corp. 

Nagog Park 
12SNagog Park 
Acton 01720 
Tel: (800) 628-8686 
FAX: (508) 266-3867 

MICHIGAN 
Intel Corp. 

32255 North Western Hwy. 
SuRe 212, Tri Atria 
Farmin^on Hills 48334 
Tel: (800) 628-8686 
FAX: (313) 851-8770 

MINNESOTA 
Intel Corp. 

3500 West 80th Street 
SuRe 360 

Bloomington 55431 
Tel: (800) 628-8686 
T^: 910-576-2867 
FAX: (612) 831-6497 

NEW JERSEY 

Intel Corp. 

2001 Route 46 
SuRe 310 
Parstopany 07054 
Tel: (800) ^8-8686 
FAX: (201) 402-4893 


Intel Cora. 

Uncroft Center 
125 Hair Mile Road 
Red Bank 07701 
Tel: (800) 628-8686 
FAX: (908) 747-0983 

NEW YORK 
Intel Corp. 

850 Cross Keys Office Pk 
Fairport 144M 
Tel: (800) 628-8686 
im: 510-263-7391 
FAX: (716) 223-2561 

Intel Corp. 

2950 Expressway Drive 
Islandia 11722 
Tel: (800) 628-8686 
im: 510-227-6236 
FAX; (516) 348-7939 

OHIO 

Intel Corp. 

56 MRford Drive 
SuRe 205 
Hudson 44236 
Tel: (800) 628-8686 
FAX: (216) 528-1026 

*tlntel Corp. 

3401 Park C^er Drive 
SuRe 220 
Dayton 45414 
T^ (800) 628-8686 
im: 810-450-2528 
FAX: (513) 890-8658 

OKLAHOMA 

Intel Corp. 

6801 Nor^ e 
SuRe 115 
Oklahoma CRy 73162 
Tel: (800)628-8686 
FAX: (405) 840-9819 

OREGON 
Intel Corp. 

15254 NW Greenbrier 
Pkwy 
Building B 
Beaverton 97006 
Tel: (800) 628-8686 
TWX: 910-467-8741 
FAX; (503) 645-8181 

PENNSYLVANIA 

Intel Corp. 

925 Harvest Drive 
SuRe 200 
Blue Beit 19422 


It Broadway 


Tei;(800)( 

FAX: (215) 641-0785 

SOUTH CAROLINA 

Intel Corp. 

7403 Parkiane Road 
SuRe 4 

Columbia 29223 
Tel: (800) 628-8686 
FAX: (803) 788-7999 

Intel Corp. 

100 Executive Center Dr 
SuRe 109, B183 
Greenville 29615 
Tel: (800) 628-8686 
FAX: (80g) 297-3401 


TEXAS 
Intel Corp. 

891 1 Capital of Texas Hwy 
SuRe 4^ 

Austin 78759 
Tel: (800) 628-8686 
FAX: (512) 336-9335 

Intel Corp. 

5000 Quonjm Drive 
SuRe 750 
Dallas 75240 
Tel: (800) 628-8686 
FAX: (214) 233-1325 

Intel Corp. 

20405 State Hwy 249 
SuRe 880 
Houston 77070 
Tel: (800) 628-8686 
Tm: 910-881-2490 
FAX: (713)376-2891 

UTAH 

Intel Corp. 

428 East 6400 South 
SuRe 135 
Murray 84107 
Tel: (^) 628-8686 
FAX; (801) 268-1457 

WASHINGTON 
Intel Corp. 

2800 156th Avenue SE 
SuRe 105 
Bellevue 98007 
Tel: (800) 628-6686 
FAX: (206) 746-4495 

WISCONSIN 
Intel Corp. 

400 North Executive Drive 
SuRe 401 
Brookfield 53005 
Tel: (800) 628-8686 
FAX: (414) 789-2746 

CANADA 

BRITISH COLUMBIA 

Intel of Canada, Ltd. 

999 Canada Place 
SuRe 404 
SuRe 11 

Vancouver V6C3E2 
Tel: (800) 628-8686 
FAX: (604) 844-2813 

ONTARIO 

Intel of Canada, Ltd. 

2650 Queensview Drive 
SuRe 250 
Ottawa K2B 8H6 
Tel: (800) 628-8686 
FAX: (613) 820-5936 

Intel of Canada, Ltd. 

190 Attweil Drive 
SuRe 500 
Rexdale MOW 6H8 
Tel: (800) 628-8686 
FAX; (416) 675-2438 

QUEBEC 

Intel of Canada, Ltd. 

1 Rue Holiday, Tour West 
SuRe 320 
PX. Claire H9R SN3 
Tel: (800) 628-8686 
FAX: 514-694-0064 
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NORTH AMERICAN DISTRIBUTORS 


AnthMn Electronics 
600 Boulevard South 
SuKe 104F&H 
Huntsville 35802 
Tel: (205) 890-0302 

Arrow/Schweber 
Electronics 
1015 Henderson Road 
Huntsville 35805 
Tel: (205) 837-6955 
FAX: (205) 721-1581 

HsU-Msrk Computer 
4890 University Square 
Huntsville 35816 
Tel: (800) 409-1483 

Hamilton Halimaric 
4890 University Square 
Suite 1 

Huntsville 35816 
Tel: (205) 837-8706 
FAX: (205) 830-2565 

•in Systems Sales 

4950 Corporate Drive 
Suite 120 
Huntsville 35805 
Tel: (205) 830-9526 
FAX: (205) 830-9557 

Pioneer Technologies 
<3roup 

4835 University Square 
Suites 

Huntsville 35805 
Tel: (205) 837-9300 
FAX: (205) 837-9358 

Wyie Electronics 
7800GovemersDr..W. 
Tower Building. 2nd 
Floor 

Huntsville 35807 
Tel: (205) 830-1 119 
FAX: (205) 830-1520 

ARIZONA 

Alliance Electronics 
7550 East Redfieid Rd 
Scottsdale 85260 
Tel: (602) 261-7988 

Anthem Electronics 
1555 West 10th Place 
Suite 101 
Tempe 85281 
Tel: (602) 966-6600 
FAX: (602) 966-4826 

Arrow/Schweber 
Electronics 
2415 West Erie Drive 
Terr^ 85282 
Tel: (602) 431-0030 
FAX: (602) 431-9555 

Avnet Computer 
1626 South Edwards Dr 
Tempe 85281 
Tel: (800) 426-7999 

Hall-Mark Computer 
4637 South 37th Place 
Phoenix 85040 
Tel: (800) 409-1483 , 

Pioneer Standard 
1438 West Broadway 
SuHe B-140 
Tempe 85282 
Tel: (602) 350-9335 

Hamilton Hallmark 
4637 South 36th Place 
Phoenix 85040 
Tel: (602) 437-1200 
FAX: (602) 437-2348 

Wyle Electronics 
4141 East Raymond 
Phoenix 85040 
Tel: (602) 437-2088 
FAX: (602) 437-2124 


CALIFORNIA 

Anthem Electronics 
9131 Oakdale Avenue 
Chatsworth 91311 
Tel: (818) 775-1333 
FAX: (818) 775-1302 

Anthem Electronics 
1 Oldfield Drive 
Irvine 92718-2809 
Tel: (714) 768-4444 
FAX: (714) 768-6456 

Anthem Electronics 
580 Menk) Drive 
Suite 8 

Rocklin 95677 
Tel: (916) 624-9744 
FAX: (916) 624-9750 

Anthem Electronics 
9369 Carroll Park Drive 
San Diego 92121 
Tel: (619) 453-9005 
FAX: (619) 546-7893 

Anthem Electronics 
11 60 RkJder Park Drive 
San Jose 95131 
Tel: (408) 453-1200 
FAX: (408) 441-4504 

Arrow/Schweber 
Electronics 
26707 West Agoura 
Road 

Caiabasas 91302 
Tel: (818) 880-9686 
FAX: (818) 772-8930 

Arrow/Schweber 
Electronics 
48834 Kato Road 
Suite 103 
Fremont 94538 
Tel: (510) 490-9477 
FAX: (510) 490-1084 

Arrow/Schweber 

Electronics 

6Cromweil 

SuHe 100 

Irvine 92718 

Tel: (714) 581-4622 

FAX: (714) 454-4206 

Arrow/Schweber 

Electronics 

951 1 Ridgehaven Court 

San Diego 92123 

Tel: (619) 565-4800 

FAX: (619) 279-8062 

Arrow/S^weber 
Electronics 
1 180 Murphy Avenue 
San Jose 95131 
Tel: (408) 441-9700 
FAX; (408) 453-4810 

Avnet Computer 
1 Mauchley 
Irvine 92718 
Tel: (800) 426-7999 

Avnet Computer 
371 Van Ness Way 
Torrance 90501 
Tel: (800) 426-7999 

Avnet Computer 

15950 Bernardo Ctr Dr 
Suite 6 

San Diego 92127 
Tel: (800) 426-7999 

Avnet Computer 
1175 Bordeaux Drive 
Suite A 

Sunnyvale 94089 
Tel: (800) 426-7999 

Hall-Mark Computer 
21 ISO Califa Street 
Woodland Hills 91367 
Tel: (800) 409-1483 


Hall-Mark Computer 
15950 Bernardo ar Dr 
Suite C . 

San Diego 92127 
Tel: (800) 409-1483 

Hall-Mark Computer 
1 1 75 Bordeaux Drive 
Sunnyvale 94089 
Tel: (800) 409-1483 

Hall-Mark Computer 
1 Mauchly 
Irvine 92718 
Tel: (800) 409-1483 

Hall-Mark Computer 
580 Menk) Driw 
Suite 2 

Rocklin 95765 
Tel: (800) 409-1483 

Hamilton Hallmark 
3170 Pullman Street 
Costa Mesa 92626 
Tel: (714) 641-4100 
FAX: (714) 641-4122 

Hamilton Hallmark 
2105 Lundy Avenue 
San Jose 95131 
Tel: (408) 435-3500 
FAX: (408) 435-3720 

Hamilton Hallmark 
4545 Viewridge Avenue 
San Di^ 92123 
Tel: (619) 571-7540 
FAX: (619) 277-6136 

Hamilton Halimark 
21150 Califa Street 
Woodland Hills 91367 
Tel: (818) 594-0404 
FAX: (818) 594-8234 

Hamilton Hallmark 

580 Menlo Drive 
Suite 2 

Rocklin 95762 
Tel: (916) 624-9781 
FAX: (916) 961-0922 

Pioneer Standard 
5126 Clareton Drive 
SuHe 106 
Agoura Hills 91301 
Tel: (818) 865-5800 

Pioneer Standard 
217 Technology Drive 
SuHe 110 
Irvine 92718 
Tel: (714) 753-5090 

Pioneer Technologies 
Group 

134 Rk) Robles 
San Jose 95134 
Tel: (408) 954-9100 
FAX: (408) 954-9113 

Pioneer Standard 
4370 U Jolla Village 
Drive 

San Diego 92122 
Tel: (619) 546-4906 

Wyie Electronics 
1M70 Barranca Pkwy 
Irvine 92713 
Tel: (714) 753-9953 
FAX: (714) 753-9877 

Wyie Electronics 
15360 Barranca Pkwy 
SuHe 200 
Irvine 92713 
Tel: (714) 753-9953 
FAX: (714) 753-9877 

Wyie Electronics 
2951 Sunrise Bivd. 

SuHe 175 

Rancho Cordova 95742 
Tel: (916) 638-5282 
FAX: (916) 638-1491 


Wyie Electronics 
9525 Chesapeake Dr. 
San 01^92123 
Tel: (619) 565-9171 
FAX: (619) 365-0512 

Wyie Electronics 
3000 Bowers Avenue 
Santa Clara 95051 
Tel: (408) 727-2500 
FAX: (408) 727-5896 

Wyie Electronics 
17872 Cowan Avenue 
Irvine 92714 
Tel: (714) 863-9953 
FAX: (714) 263-0473 

Wyie Electronics 
26010 Mureau Road 
SuHe ISO 
Caiabasas 91302 
Tei; (818) 880-9000 
FAX: (818) 880-5510 

Zeus Arrow 
Electronics 
6276 San Ignacio 
Avenue 
SuHeE 

San Jose 951 19 
Tel: (408) 629-4689 
FAX: (408) 629-4792 

Zeus Arrow 
Electronics 
6 Cromweli Street 
Suite 100 
Irvine 92718 
Tei: (714) 581-4622 
FAX: (714) 454-4355 

COLORADO 

Anthem Electronics 
373 tnvemess Dr. S. 
Englewood 80112 
Ten (303) 790-4500 
FAX: (303) 790-4532 

Arrow/Schweber 
Electronics 
61 Inverness Dr East 
SuHe 105 
Englewood 80112 
T€^ (303) 799-0258 
FAX: (303) 799-0730 

Avnet Computer 
9605 Maroon Circle 
Englewood 801 11 
Tei: (800) 426-7999 

Hall-Mark Computer 
9605 Maroon Circle 
Englewood 80111 
Ten (800) 409-1483 

Hamilton Halimark 
12503 East Eudid Dr 
SuHe 20 

Englewood 801 11 
Ten (303) 790-1662 
FAX: (303) 790-4991 

Hamilton Hallmark 
710 Wooten Road 
SuHe 28 

Colorado Springs 
80915 

Tel: (719)637-0055 
FAX: (719)637-0088 

Pioneer Technologies 
5600 Greenwood Plaza 
Blvd. 

SuKe 201 
Englewood 80111 
Ten (303) 773-8090 

Wyfe Electronics 
451 East 124th Avenue 
Thornton 80241 
Tel: (303) 457-9953 
FAX: (303) 457-4831 


CONNECTICUT 


61 Mattatuck Heights 
Road 

Waterburg 06705 
Tel: (203) 575-1575 
FAX: (203) fi 


Arrow/Schweber 
Electronics 
860 N. Main St. Ext. 
Wallingford 06492 
Tel: (203) 265-7741 
FAX: (203) 265-7988 

Halt-Mark Computer 
Stilt River Corporate Ctr 
55 Federal Road 
Danbury 06810 
Tel: (800) 409-1483 

Hamilton Hallmark 
125 Commerce Court, 
Unit 6 

Cheshire 06410 
Tel: (203) 271-2844 
FAX: (203) 272-1704 

Pioneer Standard 
2 Trap Fails Road 
Shelton 06484 
Tel: (203) 929-5600 

FLORIDA 

Anthem Electronics 
5200 NW 3rd Avenue 
SuKe 206 

R. Lauderdale 33309 
Tel: (305) 484-0990 

Anthem Electronics 
598 S. Northlake Blvd. 
Suite 1024 


i&)rg8 32701 
797-290 


Tel: (813) 797-2900 
FAX: (813) 796-4880 

Arrow/Schweber 
Electronics 
400 Fairway Drive 
SuHe 102 

Deerfield Beach 33441 
Tel: (305) 429-8200 
FAX: (305) 428-3991 

Arrow/Schweber 
Electronics 
37 Skyline Drive 
SuHe 3101 
Lake Mary 32746 
Tel: (4070.333-9300 
FAX: (40^ 333-9320 

Arrow/Schweber 
Electronics 
4010 Boy Scout Dr. 
SuHe 295 
Tan^ 33607 
Tel: (813) 873-1030 
FAX: (813) 873-0077 

Avitet Computer 
541 S. Orlando Ave. 
SuHe 203 
MaHiand 32751 
Tei: (800) 426-7999 

Hall-Maik Computer 
10491 72nd St. North 
Urgo 34647 
Tel: (800) 409-1483 

Hall-Mark Computer 
13700 58th St. North 
SuHe 206 
Clearwater 34620 
Tel: (800) 409-1483 

Hamilton Halimark 
3350 N.W. 53rd Street 
SuHe 105-107 
R. Lauderdale 33309 
Tel: (305)484-5482 
FAX: (305) 484-2995 



int^ 


NORTH AMERICAN DISTRIBUTORS (Cont’d) 


Hamilton Hidimarfc 
10491 72nd St. North 
Largo 34647 
Tai: (813) 641-7440 
FAX: (813) 544-4304 

Hamilton Hallmark 
7079 University Bivd. 
Winter Park 32792 
Tel: (407) 657-3300 
FAX: (40^ 678-4414 

Pioneer Technologies 


337 Northlake Blvd 
SuMelOOO 

Alta Monte Spgs 32701 
Tel: (407)834-9090 
FAX: (407) 834-0865 

Pioneer Technologies 
Group 

674 ^h Military Trail 
Deerfield Beach 33^ 
Tel: (305)428-8877 
FAX: (305) 481-2950 

Wyle Electronics 
1000 112th Circle North 
St. Petersburg 33716 
Suite 800 

Tel: (813)579-1518 
FAX: (813) 579-1518 

Zeus Arrow 
Electronics 
37 SMne Drive 
Bldg D.. SuHe 3101 
Lake Mary 32746 
Suite 800 

Tel: (407)333-3055 
FAX: (40^ 333-9681 

GEORGIA 

Anthem Electronics 
2400 Pleasant Hill Rd 
Suites 9 & 10 
Duluth 30136 
Tel: (404) 931-3900 
FAX: (404) 931-3902 

Arrow/Schweber 

Electronics 

4250 E Rivergreen Pkwy 

Suite E 

Duluth 30136 

Tel: (404) 497-1300 

FAX: (404) 476-1493 

Avnet Computer 
3425 Corporate Way 
Suite G 
Duluth 30136 
Tel: (800) 426-7999 

Hall-Mark Computer 
3425 Corporate Way 
Suite G 
Duluth 30136 
Tel: (800) 409-1483 


3425 Corporate Way 
SuiteG&A 
Duluth 30136 
Tel: (404) 623-5475 
FAX: (404) 623-5490 

Pioneer Technologies 
Group 

4250C Rivergreen Pkny 
Duluth 30136 
Tel: (404) 623-1003 
FAX: (404) 623-0665 

Wyle Electronics 
6025 The Comers Pkwy 
Suite 111 
Norcroes 30092 
Tel: (404) 441-9045 
FAX: (404) 441-9086 

ILUNOIS 

Anthem Electronics 
1300 Remington Road 
Suite A 

Schaumberg 60173 
Tel: (708) 884-0200 
FAX: (708) 885-0480 


Arrow/Schweber 

Electronics 

1140WThomdaleRd 

Itasca 60143 

Tel: (708) 250-0500 

Avnet Computer 
1124Thomdale Ave 
Bensenvitie 60106 
Tel: (800) 426-7999 

Halt-Mark Computer 
1124 Thomdale Ave 
Bensenvilie 60106 
Tel: (800) 409-1483 

Hamilton Hallmark 
1 130 Thomdale Ave 
Bensenvilie 60106 
Tel: (800) 426-7999 

MTl Systems Sales 
1140 West Thomdale 
Avenue 
Itasca 60143 
Tel: (708) 250-8222 
FAX: (708) 250-8275 

Pioneer Standard 
2171 Executive Drive 
SuHe 200 
Addison 60101 
Tel: (708)495-9680 
FAX: (708) 495-9831 

Wyle Electronics 
2055 Army Tral Road 
SuHe 140 
Addison 60101 
Tel: (800) 853-9953 

Zeus Arrow 

Electronics 

11 40 W Thomdale Ave 

Itasca 60143 

Tel: (708) 2504)500 

INDIANA 

Arrow/Schweber 
Electronics 
7108Ukeview 
Parkway West Drive 
Indiana^is 46268 
Tel: (317)^299-2071 
FAX: (31^ 299-2379 

Avnet Computer 
655 West Carmel Drive 
SuHe 160 
Carmel 46032 
Tel: (800) 426-7999 

Hall-Mark Computer 
655 West Carmel Drive 
Carmel 46032 
Tel: (800) 409-1483 

Hamilton Hallmark 

655 West Carmel Drive 
SuHe 160 
Carmel 46032 
Tel: (317)^575-3500 
FAX: (31^ 575-3535 

Pioneer Standard 
9350 Priority Way W Dr 
Indianapolis 462^ 

Tel: (317) 573-0880 
FAX: (31^ 573-0979 

KANSAS 

Arrow/Schweber 
Electronics 
9801 Legier Road 
Lenexa 66219 
Tel: (913) 541-9542 
FAX: (913) 541-0328 

Hall-Mark Computer 
10809 Lakeview Ave 
Lerrexa 66219 
Tel: (800) 409-1483 

Hamilton Hallmark 
10809 Lakeview 
Avenue 
Lenexa 66215 
Tel: (913) 888-4747 
FAX: (913) 888-0523 


MARYLAND 

Anthem Electronics 
71 68A Columbia 
Gateway Drive 
Colunibia 21046 
Tel: (800) 239-6039 

Arrow/Schweber 

Eleetronica 

9800J Patuxent Woods 

Drive 

Columbia 21046 
Tel: (301) 596-7800 
FAX: (301) 596-7821 

Avnet Computer 
7172Cohir^ 
Gateway Drive 
SuHeG 

Columbia 21045 
Tel: (800) 426-7999 

Hall-Mark Computer 
7172 Columbia 
Gateway Drive 
SuReG 

Columbia 21046 
Tel: (800) 409-1483 

Hamilton Hallmark 
10240 Old Columbia 
Road 

Columbia 21046 
Tel: (410) 988-9800 
FAX: (410) 381-2036 

North Atlantic 
Industries 
Systems Division 
7125 River Wood Drive 
Columbia 21046 
Tel: (301) 312-5800 
FAX: (301) 312-5850 

Pioneer Techiwlogies 
Group 

15810 GaHher Road 
GaHhersburg 20877 
Tel: (301) 921-0660 
FAX: (301) 670-6746 

Wyle Electronics 
9101 GuiHord Road 
SuHe 120 
Columbia 21046 
Tel: (301) 490-2170 
FAX: (301) 490-2190 

MASSACHUSETTS 

Anthem Electronics 
200 Research Drive 
Wilmington 01887 
Tel: (508) 657-5170 
FAX: (508) 657-6008 

Arrow/Schweber 
Electronics 
25 Upton Drive 
Wiln^ngton 01887 
Tel: (508) 658-0900 
FAX: (508) 694-1754 

Avnet Computer 
10 D Centennial Drive 
Peabody 01960 
Tel: (800) 426-7999 

Hall-Mark Computer 
10 D Centenrrial Drive 
Peabody 01960 
Tel: (800) 409-1483 

Hamilton Hallmark 
10 D Centenr^l Drive 
Peabody 01960 
Tel: (508) 531-7430 
FAX: (508) 532-9802 

Pioneer Standard 
44 Hartwell Avenue 
Lexington 02173 
Tel: (617) 861-9200 
FAX: (617) 863-1547 

Wyle Electronics 
5 Oak Park Drive 
Bedford 01 803 
Tel: (6171 271-9953 
FAX: (617) 275-3809 


Zeus Arrow 
Electronics 
25 Upton Drive 
Wilmlt^on 01887 
Tel: (508) 658-4776 
FAX: (508) 694-2199 

MICHIGAN 

Arrow/Schweber 
Electronics 
44720 Helm Street 
Plymouth 48170 
Tel: (313) 462-2290 
FAX: (313) 462-2686 

Avnet Computer 
41650 Garden Brk Rd 
SuHe 120 
Novi 48375 
Tel: (800) 426-7099 

Hall-Mark Computer 
41650 Garden Brk Rd 
SuHe 120 
Novi 48375 
Tel: (800) 409-1483 

Hamilton Hallmark 
44191 Plymouth Oaks 
Blvd. 

SuHe 1300 
Plymouth 48170 
Tel: (313)416-5806 
FAX: (313) 416-5811 

Hamilton Halimark 
41650 Garden Brk Rd 
SuHe 100 
Novi 49418 
Tel: (313)347-4271 
FAX: (313) 347-4021 

Pioneer Standard 
4505 Broadmoor S.E. 
Grand Rapids 49512 
Tel: (616) 698-1800 
FAX: (616) 698-1831 

Pioneer Standard 
44190 Plymouth Oaks 
Blvd. 

Plymouth 48170 
Tel; (313) 525-1800 
FAX: (313) 427-3720 

MINNESOTA 

Anthem Electronics 
7646 Golden T riangle 
Drive 

Eden Prairie 55344 
Tel: (612) 944-5454 
FAX: (612) 944-3045 

Arrow/Schweber 
Electronics 
10100 Viking Drive 
SuHe 100 

Eden Prairie 55344 
Tel: (612) 941-5280 
FAX: (612) 942-7803 

Avnet Conmuter 
9800 Bren Roaqd East 
SuHe 410 
Minnetonka 55343 
Tei: (800) 426-7999 

Hall-Mark Computer 
9800 Bren Road East 
SuHe 410 
Minnetonka 55343 
Tei: (800) 409-1483 

Hamilton Hallmark 
9401 James Ave South 
SuHe 140 
Bloomington 55431 
Tel: (612) 881-2600 
FAX: (612) 881-9461 

Pioneer Standard 
7625 Golden Triangle 
Drive 
SuReG 

Eden Prairie 55344 
Tel: (612) 944-3355 
FAX: (612) 944-3794 


Wyle Eiectronlcs 
1325 East 79th Street 



Electronics 
2380 Schuetz Road 
St. Louto 63141 
Tel: (314) 567-6888 
FAX: (314) 567-1164 

Avnet Computer 
3783 Rider Train South 
Earth CHy 63045 
Tei: (800) 426-7999 

Hall-Mark Computer 
3783 Rider Trail South 
Earth CHy 63045 
Tel: (800) 409-1483 

Hamilton Hallmark 
3783 Rider Trail South 
Earth CHy 63045 
Tel: (314) 291-5350 
FAX: (314) 291-0362 

NEW HAMPSHIRE 

Avnet Computer 
2 Executive Park Drive 
Bedford 03102 
Tel; (800) 426-7999 

NEW JERSEY 

Anthem Electronics 
26 Chapin Road. UnHK 
Pine Brook 07058 
Tei: (201) 227-7960 
FAX: (201) 227-9246 

Arrow/Schweber 
Electronics 
4 East Stow Road 
UnHIl 

Martton 08053 
Tei: (609) 596-8000 
FAX: (609) 596-9632 

Arrow/Schweber 
Eiectronlcs 
43 Route 46 East 
Pine Brook 07058 
Tel; (201) 227-7880 
FAX: (201) 227-2064 

Avnet Computer 
1-B Keystone Avenue 
Building 36 
Cherry HHI 08003 
Tel; (^) 426-7999 

Hall-Mark Computer 
1-B Keystone Avenue 
Building 36 
Cherry HHI 08003 
Tel: (800) 409-1483 

Hall-Mark Computer 
10 Lanidex Plaza West 
Parsippany 07054 
Tel; (800) 409-1483 

Hamilton Halimark 
1 Keystone Avenue 
BuiWng 36 
Cherry HHI 08003 
Tel: (^) 424-0110 
FAX; (609) 751-2552 

Hamilton Halimark 
10 Unidex Plaza West 
Parsip^y 07054 
Tel: (201) 515-5300 
FAX: (201) 515-1601 

MTl Systems Sales 

43 Route 46 East 
Pinebrook 07058 
Tel: (201) 882-8780 
FAX: (201) 539-6430 
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NORTH AMERICAN DISTRIBUTORS (Cont’d) 


Pk>n««r8tandard 
14-A Madison Road 
Fairfield 07006 
Tel: (201) 675-3610 
FAX: (201) 675-3454 

Wyla Eiactronica 
115 Route 46. Bi^ F 
Mountain Lakes 07046 
Tel: (201) 402-4970 

NEW MEXICO 

Alfiance Electronica, 
Inc. 

3411 BrynMawrN.E. 
Albuquerque 87101 
Tel: (W5) 292-3360 
FAX: (505) 275-6392 

Avnet Computer 
7801 Academy Road 
Building 1, Suite 204 
Albuquerque 87109 
Tel: (^) 426-7999 

NEW YORK 

Anthem Electronics 
47MaN Drive 
Commack 11725 
Tel: (516) 864-6600 
FAX: (516) 493-2244 

Airow/Schweber 

Electronics 

3375 Brighton Henrietta 

TownKneRoad 

Rochester 14623 

Tel: (716) 427-0300 

FAX: (716) 427-0735 

Arrow/Schweber 
Electronics 
20 Oser Avenue 
Hauppauge 11788 
Tel: (516) 231-1000 
FAX: (516) 231-1072 

Avnet Computer 
2 Penn Plaza 
Suite 1245 
New York 10121 
Tel: (800) 426-7999 

Avnet Computer 
1057 E. Henrietta Road 
Rochester 14623 
Tel: (800) 426-7999 

Hall-Mark Computer 
2 Penn Plaza 
New York 10121 
Tel: (800) 409-1483 

Hall-Mark Computer 
1057 E Henrietta Road 
Rochester 14623 
Tel: (800) 409-1483 

Hamilton Hallmark 
933 Motor Parkway 
Hauppauge 11788 
Tel: (516) 434-7470 
FAX: (516) 434-7491 

Hamilton Hallmark 
1057 E Henrietta Road 
Rochester 14623 
Tel: (716) 475-9130 
FAX: (716) 475-91 19 

Hamilton Hallmark 
3075 Veterans 
Memorial Hwy. 
Ronkonkoma 1 1779 
Tel: (516) 737-0600 
FAX: (516) 737-0838 

MTl Systems Sales 
1 Penn Plaza 
250 West 34th Street 
New York 10119 
Tel: (212) 643-1280 
FAX: (212) 643-1288 

Pioneer Standard 
68 Corporate Drive 
Binghamton 13904 
Tel: (607) 722-9300 
FAX: (607) 722-9562 


Pioneer Standard 
60 Crossway Pk West 
Woodbury. Cong Island 
11797 

Tel: (516) 921-8700 
FAX: (516) 921-2143 

Pioneer Standard 
840 Falrport Park 
Fairport 14450 
Tel: (716) 381-7070 
FAX: (716) 381-5955 

Zeus Arrow 
Electronics 
100 Midland Avenue 
Port Chester 10573 
Tel: (914) 937-7400 
FAX: (914) 937-2553 

NORTH CAROLINA 

Anthem Electronics 
4805 Greenwood 
SuHe 100 
Raleigh 27604 
Tel: (919) 782-3550 

Arrow/Schweber 
Electronics 
5240 Greensdairy 
Road 

Raleigh 27604 
Tel: (919) 876-3132 
FAX: (919) 878-9517 

Avnet Computer 
4421 Stuart Andrew 
Boulevard 
Suite 600 
Charlotte 28217 
Tel: (800) 426-7999 

Hall-Mark Computer 
3510 Spring Forest Rd 
Suite B 

Raleigh 27604 
Tel: (800) 409-1483 

Hamilton Hallmark 
3510 Spring Forest Rd 
Suite B 

Raleigh 27604 
Tel: (800) 409-1483 

Hamilton Hallmark 
5234 Greerrs Dairy Rd 
Raleigh 27604 
Tel: (919) 878-0819 

Pioneer Technologies 
Group 

2200 Gateway ar. Blvd 
Suite 215 
Morrisvilie 27560 
Tel: (919) 460-1530 

OHIO 

Arrow/Schweber 

Electronics 

6573 Cochran Road 

Suite E 

Solon 44139 

Tel: (216) 248-3990 

FAX: (21 6) 248-1106 

Arrow/Schweber 
Electronics 
8200 Washir^on 
Village Drive 
Centerville 45458 
Tel: (513) 435-5563 
FAX: (513) 435-2049 

Avnet Computer 
7764 Washington 
Village Drive 
Dayton 45459 
Tel: (800) 426-7999 

Avnet Computer 
2 Summit Park Drive 
SuKe 520 

ItKiependerrce 44131 
Tel: (800) 426-7999 

Hall-Mark Computer 
5821 Harper Road 
Solon 44139 
Tel: (800) 409-1483 


Hall-Mark Computer 
777 Dearborn Pk Lane 
Suite L 

Worthington 43085 
Tel: (m) 409-1483 

Hamilton HallriMrk 
5821 Harper Road 
Solon 44139 
Tel: (216) 498-1100 
FAX: (216) 248-4803 

Hamilton Hallmark 
777 Dearborn Pk Lane 
Suite L 

Worthington 43085 
Tel: (614) 888-3313 
FAX: (614) 888-0767 

MTl Systems Sales 
23404 Commerce Pk 
Road 

Beachwood 44122 
Tel: (216) 464-6688 
FAX: (216) 464-3564 

Pioneer Standard 
4433 Interpoint Blvd 
Dayton 45424 
Tel: (513) 236-9900 
FAX: (513) 236-8133 

Pioneer Standard 
4800 East 131st Street 
Cleveland 44105 
Tel: (216) 587-3600 
FAX: (216) 663-1004 

Wyle Electronics 
6835 Cochran Rd. 
Solon 44139 
Tel: (216) 248-9996 

OKLAHOMA 

Arrow/Schweber 

Electronics 

12101 East 51st Street 

SuHe 106 

Tulsa 74146 

Tel: (918) 252-7537 

FAX: (918) 254-0917 

Hamilton Hallmark 
5411 S. 125th E.Ave 
Suite 305 
Tulsa 74146 
Tel: (918) 254-6110 
FAX: (918) 254-6207 

Pioneer Standard 
971 7 East 42nd Street 
Suite 105 
Tulsa 74146 
Tel: (918) 665-7840 
FAX: (918) 665-1891 

OREGON 

Aimac /Irrow 
Electronics 
9500 S.W. Nimbus Ave 
Suite E 

Beaverton 97008 
Tel: (503) 629-8090 
FAX: (503) 645-0611 

Anthem Electronics 
9090 SW Gemini Drive 
Beaverton 97005 
Tel: (503) 643-1114 
FAX: (503) 626-7928 

Avnet Computer 
9750 SW Nimbus Ave. 
Beaverton 97005 
Tel: (800) 426-7999 

Hall-Mark Computer 
9750 SW Nimbus Ave. 
Beaverton 97005 
Tel: (800) 409-1483 

HamIRon Hallmark 
9750 SW Nimbus Ave. 
Beaverton 97005 
Tel: (503) 526-6200 
FAX: (503) 641-5939 


Pioneer Technologies 
8905 Southwest 
NumbusAve. 

Sutte 160 
Beaverton 07005 
Tel: (503) 626-7300 
FAX: (5^) 626-5300 

Wyte Electronics 
9640 SunsMne Court 
Building G 
Suite 2M 
Beaverton 97005 
Tel: (503) 643-7900 
FAX: (503) 646-5466 

PENNSYLVANIA 

/knthem Electronics 
355 Business Ctr Drive 
Horsham 19044 
Tel: (215) 443-5150 
FAX: (215) 675-9875 

Avnet Computer 
213 Executive Drive 
SuKe 320 
Mars 16046 
Tel: (800) 426-7999 

/Urow/Schweber 
Electronics 
2681 Mosskte Blvd 
SuKe 204 
Monroeville 15146 
Tel: (412) 856-9490 

Pioneer Technologies 
Group 

259 Kappa Drive 
Pittsburgh 15238 
Tel: (412) 782-2300 
FAX: (412) 963-8255 

Pioneer Technologies 
Group 

500 Enterprise Road 
KeKh Valley Bus.Ctr 
Horsham 19044 
Tel: (215) 674-4000 

Wyle Electronics 
1 Eves Drive 
SuHe 111 

Mariton 08053-3185 
Tel: (609) 985-7953 
FAX: (609) 985-8757 

TEXAS 

Anthem Electronics 
651 N. Piano Road 
SuKe 401 
Richardson 75081 
Tel: (214) 238-7100 
FAX: (214) 238-0237 

Anthem Electronics 
14050 SummH Drive 
SuHe 119 

Tel: (512) 388-0049 
FAX: (512) 388-0271 

Arrow/Schweber 

Electronics 

Brake Ctr Hi. Bldg Ml 

11500 Metric Boulevard 

SuHe 160 

Austin 78758 

Tel: (512) 835-4180 

FAX: (512) 832-5921 

/Utow/Schweber 
Electronics 
3220 Commander Drive 
CarrolKon 75006 
Tel: (214) 380-6464 
FAX: (214)248-7208 

Arrow/Schweber 
Electronics 
19416 Park Row 
SuHe 190 
Houston 77084 
Tel: (713) 647-6868 
FAX: (713) 492-8722 

Avnet Computer 
4004 BeKline 
SuHe 200 
Dallas 75244 
Tel: (800) 426-799 


Avnet Computer 
1235 North Loop West 
SuHe 525 
Houston 77008 
Tel: (800) 426-7999 

Halt-Mark Computer 
12211 Technology Blvd 
Austin 78727 
Tel: (800) 409-1483 

Halt-Mark Computer 
4004 Beltline Road 
SuRe200« 

Dallas 75244 
Tel; (800) 409-1483 

HaH-Marfc Computer 
1235 North Loop West 
Houston 77008 
Tel: (800) 409-1483 

HamIRon Hallmark 
12211 Technology 
Boulevard 
Austin 78727 
Tel: (512) 258-8848 
FAX: (512) 258-3777 


11420 Page Mifl Road 
Dallas 75243 
Tel: (214) 553-4300 
FAX: (214) 553-4395 

Hamnton Hallmark 
SOOOWe^len 
Houston 77063 
Tel: (713) 781-6100 
FAX: (713)953-8420 

Pioneer Standard 
1826D Kramer Lane 
Austin 78758 
Tel: (512) 835-4000 
FAX: (512) 835-9829 

Pioneer Standard 
13765 Beta Road 
Dallas 75244 
Tel: (214) 263-3168 
FAX: (214) 490-6419 

Pioneer Standard 
10530 Roddey Road 
SuHe 100 
Houston 77099 
Tel; (713) 495-4700 
FAX: (713) 495-5642 

Wyle Electronics 
1810 GreenvRie Ave 
Richardson 75081 
Tel: (214) 235-9953 
FAX: (214) 644-5064 

Wyle Electronics 
9208 Waterford Center 
Blvd 

SuHe 150 
Austin 78750 
Tel: (512) 345-8853 
FAX: (512) 345-9330 

Wyle Electronics 
2901 Wllcrest 
SuHe 120 
Houston 77099 
Tel: (713) 879-9953 
FAX: (713) 879-9953 

Zeus/Vrrow 
Electronics 
3220 Commander Dr 
CarrolHon 75006 
Tel: (214) 380-4330 
FAX: (214) 447-2222 

UTAH 

/knthem Electronics 
1279 West 2200 South 
SaHLakeCRy84119 
Tel: (801) 9^8555 
FAX: (801) 973-8909 

Arrow/Schweber 
Electronics 
1946 West Parkway 
Boulevard 

SaK UkeCHy 84119 
Tel: (801) 973-6913 
FAX; (801) 972*0200 
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NORTH AMERICAN DISTRIBUTORS (Conf d) 


AvfMt Computar 
1100 East 6600 South 
SuttelSO 

SaRLakeCNy 84121 
Tel: (800) 42^7999 

HalHyiarfc Computer 
1100 East 6600 South 
SuKelSO 
Salt Lake City 
Tel: (800) 409*1483 


1100 East 6600 South 
SuKe 120 

Salt Lake City 84121 
Tel: (801) 2M-2022 
FAX: (801) 263*0104 

Wyle Electronics 
1325 West 2200 South 
Suite E 

West Valley 841 19 
Tel: (801) 974*9953 
FAX: (801) 972*2524 

WASHINGTON 

Almac Arrow 
Electronica 
14360 S.E. Eastgate 
Way 

Bellevue 98007 
Tel: (206) 643*9992 
FAX: (206) 643-9709 

Anthem Electronics 
19017 120th Ave N.E. 
Suite 102 
Botheii 98011 
Tel: (206) 483*1700 
FAX: (206) 486*0571 

Avnet Computer 
8630 1S4th Ave. NE 
Redmond 98052 
Tel: (800) 426-7999 

Hamilton Hallmark 
8630 154th Avenue 
Redmond 98052 
Tel: (206) 881-6697 
FAX: (206) 867-0159 


Pioneer Technologies 
2800 156th Ave S.E. 
SuHe 100 
Bellevue 98007 
Tel: (206) 644-7500 

Wyle Electronica 
1^5 NE 00th St 
Redmond 08052 
Tel: (206) 881*1150 
FAX: (206) 881-1567 

WISCONSIN 

Arrow/Schweber 
Electronice 
200 N. Patrick 
Suite 100 
Brookfield 53045 
Tel: (414) 792*0150 
FAX: (414) 792*0156 

Avnet Computer 
2440 South 179th St 
New Berlin 53416 
Tel; (800) 426*7999 

Hall-Mark Computer 
2440 South 179th St 
New Berlin 53146 
Tel: (800) 409-1483 

Hamilton Hallmark 
2440 South 179th St 
New Berlin 53146 
Tel: (414) 797-7844 
FAX; (414) 797-9259 

Ploiteer Standard 
120 Bishops Way 
SuHe 163 
Brookfield 53005 
Tel: (414) 780*3600 
FAX: (414) 780-3613 

Wyle Electronics 
150 North Patrick 
Building 7, Suite 150 
Brookfield 53045 
Tel; (414) 879-0434 
FAX: (414) 879-0474 


ALASKA 

Avnet Computer 
1400 W Benson Blvd 
SuHe 400 
Anchomge 99503 
Tel: (800) 426*7999 

CANADA 

ALBERTA 

Avnet Computer 
1144 29th Avenue NE 
SuHe 108 
Calgary T2E 7P1 
Tel; (800) 387*3406 

Pioneer/Pioneer 
560. 1212-31 Ave. NE 
* ‘ yT2E7S8 


ONTARIO 


Tel: (403) 291-1988 
FAX; (403) 295-8714 

BRITISH COLUMBIA 

Almac Arrow 
Electronics 
8544 Baxter Place 
Burnaby V5A4T8 
Tel: (604) 421-2333 
FAX: (604) 421-5030 

Hamilton Hallmark 
8610 Commerce Court 
Burnaby V5A4N6 
Tel: (604) 420-4101 
FAX; (604) 420-5376 

Pioneer/Pioneer 
4455 North 6 Road 
Rochmond V6V 1P6 
Tel; (604) 273-5575 
FAX: (604) 273-2413 

MANITOBA 

Pioneer/Pioneer 
540 Marjorie Street 
Winnipeg R3H 0S9 


Electronice 
36 Antares Drive 
UnHIOO 

Nepean K2E 7W5 
Teli (613) 


_I:(613)2 

FAX: (613) 723-2018 

Arrow/Schweber 
Electronics 
1093 Meyerside. UnR 2 
Mississauga L5T 1M4 
Tel: (416) 670*2010 
FAX: (416) 670*5863 

Avnet Computer 
Canada System 
Engineering Group 
151 Superior Blvd. 
MIssissuaga L5T 2L1 
Tel: (800)^7*3406 

Avnet Computer 
190Colonade Road 
Nepean K2E7J5 
T^ (800) 387*3406 

Canada System 
Engineering Group 
15f Superior Boulevard 
MIssissuaga L5T 2L1 
Tel: (800)^7-3406 

Hamilton Hailmaik 
151 Superior Blvd.. 
UnHl4 

Mississauga L5T 2L1 
Tel: (416) 664-6060 
FAX: (416) 564-6033 

Hamilton Hallmark 
190Coionadle Road 
Nepean K2E 7J5 
T^ (613) 226*1700 
FAX; (613) 226*1184 

Ploneer/PiorMer 
3415 American Drive 
Mississauga L4V 1T6 
Tel: (416) 507*2600 
FAX: (416) 507*2831 


Pioneer/Pioneer 
155 Colonnade Rd.. S. 
SuHe 17 

Nepean K2E 7K3 
Tel: (613) 226*8840 
FAX; (613) 226*6352 

QUEBEC 

Arrow/Schweber 
Electronics 
1100 Street Regis Blvd 
Oorval H9P 2T5 
Tel: (514)421-7411 
FAX: (514) 421-7430 

Gates Arrow 
Electronics 
500BOUI. 

St-Jean*Baptiste Ave 
Quebec 5R9 
Tel: (418) 871*7500 
FAX: (418) 871*6816 

Avnet Computer 
7575 Trans Canada 
SuHe 601 

St. Uurent H4T 1V6 
Tel: (800) 265*1135 


7575 Transcanada Hwy 
SuHe 600 

Street Uurent H4T2V6 
Tel; (514) 335*1000 
FAX: (514) 335-2481 


520 McCaffrey 
Street UurenlH4T INI 
Tel: (514) 737-9700 
FAX: (514) 737*5212 
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NORTH AMERICAN SERVICE OFFICES 

Computervision 

Intel Corporation's North American Preferred Service Provider 

Central Dispatch: 1-800^76-SERV (1-800-876-7378) 


ALABAMA 

Birmingham 

Huntsville 

ALASKA 

Anchorage 

ARIZONA 

Phoenix 

Tucson 

ARKANSAS 
North Little Rock 
CALIFORNIA 
Concord 
Los Angeles 
Ontario 
Orange 
Redwood City 
Sacramento 
San Diego 
San Francisco 
Van Nuys 

COLORADO 

Colorado Springs 
Denver 

CONNECTICUT 
E. Windsor 
Middiebury 

FLORIDA 
R. Lauderdale 
Jacksonville 
Miami 
Orlando 
Pensacola 
Tampa 


GEORGIA 
Atlanta 
HAWAII 
Honolulu 
ILLINOIS 
Chicago 
Wood Dale 

INDIANA 

Carmel 

Evansville 

R. Wayne 
South Bend 

IOWA 

Cedar Rapids 
Davenport 
West Des Moines 

KANSAS 
Kansas City 
Wichita 

KENTUCKY 

Louisville 

Madisonvflie 

LOUISIANA 

Baton Rouge 
New Orleans 

MAINE 

Auburn 

MARYLAND 

Baltimore 

MASSACHUSETTS 

Bedfoird 

S. Easton 


MICHIGAN 

Detroit 

Rint 

Grand Rapids 

Lansing 

Troy 

MINNESOTA 
Minneapolis 
MISSOURI 
Springfield 
Street Louis 

Mississippi 

Jackson 

NEW HAMPSHIRE 
Manchester* 
MONTANA 
Butte 

NEBRASKA 

Omaha 
NEW JERSEY 
Cherry HiH 
Hamilton Township 
Westfield 

NEW MEXICO 
Albuquerque 
NEW YORK 
Albany 
Binghampton 
Buffalo 
Farmingdale 
New York City 
Rochester 
Dryden 


NORTH CAROLINA 
Ashville 
Charlotte 
Greensboro 
Raleigh 
Wilmington 

OHIO 

Cincinnati 

Cleveland 

Columbus 

Dayton 

OKLAHOMA 

Oklahoma City 
Tulsa 

OREGON 

Beaverton 

PENNSYLVANIA 

CanpHW 

Erie 

Pittsburgh 

Wayne 

SOUTH CAROLINA 
Charleston 
Columbia 
Greenville 

TENNESSEE 

Chattanooga 

Knoxville 

Memphis 

Nashville 

TEXAS 

Austin 

Houston 

Dallas 

Tyler 


UTAH 

Salt Lake Cfty 
VERMONT 
White River Junction 
VIRGINIA 
ChartottesviHe 
Richmond 
Roanoke 
Virginia Beach 

WASHINGTON 

Renton 

Richland 

WASHINGTON D.C.* 

WEST VIRGINIA 
Charleston 
WISCONSIN 
Milwaukee 
CANADA 
Calgary 
Edmonton 
Fredericton 
Halifax 
Mississauga 
Montreal 
Ottawa 
Toronto 

Vancouver, BC* 
Winnipeg 
Quebec City 
Regina 
St.John's 



Pentium® and Pentium Pro Processors and 
Related Products 

In 1993, Intel introduced the Pentium® Processor, the fifth generation processor 
based on the Intel Architecture. The Pentium processor is fully code-compatible 
with previous members of the Intel Architecture family of microprocessors, thus 
preserving the value of user’s software investments. Up to 3-1/2 times faster than 
the IntelDX2^^' 66MHz processor, the Pentium processor extends the Intel processor 
performance continuum while maintaining full compatibility with existing software. 
The Pentium processor utilizes advanced design techniques, superscalar technology 
and enhanced floating-point to speed up today’s applications and enable tomoiTOw’s 
emerging technologies. The family is designed for mainstream desktops and power- 
ful mobiles. 

In November of 1995, Intel introduced the Pentium Pro processor, Intel's next gen- 
erati on of perf ormance for high-end desktops, workstations and servers. The family 
is easily scalable up to four microprocessors in a multiprocessor system. The 
Pentium Pro processor delivers more performance than previous generation proces- 
sors through an innovation called Dynamic Execution. This is the next step beyond 
superscalar architecture. Dynamic Execution makes possible the advanced 3D visu- 
alization and interactive capabilities required by high-end commercial and technical 
applications. The Pentium Pro processor includes advanced data integrity, reliability, 
and serviceability features for mission critical applications. 
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